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To the Student 


This book contains precisely 2500 completely solved problems in the areas of fluid mechanics 
and hydraulics. Virtually all types of problems ordinarily encountered in study and practice in 
these areas are covered. Not only you, but teachers, practitioners, and graduates reviewing 
for engineering licensing examinations should find these problems valuable. 


To acquaint you with our “approach,” particular steps taken in presenting the problems and 


their solutions are itemized below. 


. 


First and most important of all, each problem and its solution are essentially independent 
and self-contained. That is to say, each contains all the data, equations, and computations 
necessary to find the answers. Thus, you should be able to pick a problem anywhere and 
follow its solution without having to review whatever precedes it. The exception to this is 
the occasional problem that specifically refers to, and carries over information from, a 
previous problem. . 

In the solutions, our objective has been to present any needed equation first and then 
clearly to evaluate each term in the equation in order to find the answer. The terms may 
be evaluated separately or within the equation itself. For example, when solving an equa- 
tion that has the parameter "area" as one of its terms, the area term (4) may be eva- 
luated separately and its value substituted into the equation (as in Prob. 14.209], or it may 
be evaluated within the equation itself [as in Prob. 14.94]. 

Virtually every number appearing in a solution is either "given" information (appearing as 
data in the statement of the problem or on an accompanying illustration), a previously 
computed value within the problem, a conversion factor (obtainable from the List of Con- 
version Factors), or a physical property (obtainable from a table or illustration in the 
Appendix). For example, in Prob. 1.77, the number 1.49, which does not appear elsewhere 
in the problem, is the dynamic viscosity (u) of glycerin; it was obtained from Table A-3 in 
the Appendix. 

We have tried to include all but the most familiar items in the List of Abbreviations and 
Symbols. Hence, when an unknown sign is encountered in a problem or its solution, a scan 
of that list should prove helpful. Thus, the infrequently used symbol wy is encountered in 
Prob. 25.6. According to the list, yw represents the stream function, and you are quickly on 
your way to a solution. 


Every problem solution in this book has been checked, but, with 2500 in all, it is in- 


evitable that some mistakes will slip through. We would appreciate it if you would take the 
time to communicate any mistakes you find to us, so that they may be corrected in future 
printings. We wish to thank Bill Langley, of The University of North Carolina at Charlotte, 
who assisted us with some of the problem selection and preparation. 


c.b. or CB 


c.g. or CG 


ô (delta) 
ô, (delta) 
A (Delta) 
d, 

Б.қ 

D, 

din 

d, 

dy 

E 

en 

el 

n (eta) 

€ (epsilon) 


Abbreviations and Symbols. 


acceleration or area 

area 

absolute 

angle between absolute velocity of fluid in hydraulic machine and linear velocity of a point on a 
rotating body or coefficient of thermal expansion or dimensionless ratio of similitude 
atmosphere 

atmospheric 2 

angle between relative velocity in hydraulic machines and linear velocity of a point on a rotating 
body or coefficient of compressibility or ratio of obstruction diameter to duct diameter 
surface width or other width 

surface width or other width 

brake horsepower 

brake power 

British thermal unit 

speed of sound or wave speed (celerity) 

Celsius or discharge coefficient or speed of propagation 
calorie 

center of buoyancy 

coefficient of contraction 

coefficient of discharge 

drag coefficient 

friction-drag coefficient 

force coefficient 

cubic foot per second 

center of gravity 

Pitot tube coefficient 

lift coefficient 

centimeter (107? m) 

centipoise 

center of pressure 

specific heat at constant pressure 

specific heat at constant volume 

coefficient of velocity 

weir coefficient 

depth or diameter 

depth or diameter or drag force 

thickness of boundary layer 

thickness of the viscous sublayer 

change in (or difference between) 

critical depth 

effective diameter 

hydraulic diameter 

mean depth 

normal depth 

normal depth 

modulus of elasticity or specific energy or velocity approach factor 
hydraulic efficiency 

elevation 

pump or turbine efficiency 

height or surface roughness 

pump energy 

turbine energy 

exponential 

frequency of oscillation (cycles per second) or friction factor 


vii 


vii I ABBREVIATIONS AND SYMBOLS 


F Fahrenheit or force 

F, buoyant force 

Fp drag force 

Е, horizontal force 

F, lift force 

fps foot per second 

F.S. factor of safety 

ft foot 

Fy uplift force on a dam 

Е, vertical force 

g acceleration due to gravity or gage height.or gram 
G weight flow rate 

gal gallon 

y (gamma) specific (or unit) weight с 

T (Gamma) circulation 

GN giganewton (10° N) 

GPa gigapascal (10° Pa) 

gpm gallons per minute 

h enthalpy per unit mass or height or depth or pressure head or hour 
h average height or depth or head 

h enthalpy per unit weight 

H energy head or total energy head 

hı unit head loss | | 

heg vertical depth to center of gravity 

hey vertical depth to center of pressure 

hy head loss due to friction 

Hg mercury 

HGL hydraulic grade line 

At total head loss 

hm .head loss due to minor losses 

hp ' horsepower | 

Hz hertz (cycles per second) 

I inflow or moment of inertia 

ID inside diameter 

in inch 

o» (infinity) sometimes used as a subscript to indicate upstream 
J | joule 

K bulk modulus of elasticity or Kelvin or minor loss coefficient 
k specific heat ratio 

kcal kilocalorie (10? cal) 

kg kilogram (10? g) 

kJ kilojoule (10? J) 

km kilometer (10? m) 

kN kilonewton (10° N) 

kPa kilopascal (10° Pa) 

kW kilowatt (10° W) 

L length or lift force or liter 

A (lambda) model ratio or wave length 

Ib pound 

Ib,, pound mass 

L. equivalent length 

Lin linear dimension in model 

L, linear dimension in prototype 

m mass or meter 

m mass flow rate 

M_ mass flow rate or molecular weight or moment or torque 
MB distance from center of buoyancy to metacenter 
mbar millibar (10? bar) 

mc metacenter 


mgd million gallons per day 
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ml milliliter (10 ? L) 

min minute 

mm millimeter (10 ? meter) 

MN meganewton (10° N) 

MPa megapascal (10° Pa) 

mph mile per hour 

MR manometer reading 

и (ти) absolute or dynamic viscosity 
MW megawatt (10° W) 

n Manning roughness coefficient or number of moles 
N newton or rotational speed 
Ng Brinkman number 

№ Froude number 

М, Mach number 

NPSH net positive suction head 

Ng Reynolds number 

N, specific speed of pump or turbine 
v (nu) kinematic viscosity 

Nw Weber number 

О outflow 

OD outside diameter 


Q (ohm) rotational rate 
€ (omega) angular velocity 


Р pressure or poise 

P force (usually resulting from an applied pressure) or power 
Pa pascal 

$ (phi) peripheral-velocity factor 

x (pi) constant = 3.14159265 

П (рі) dimensionless parameter 

Boe power ratio 

Ps stagnation pressure 

psi pound per square inch 

V (psi) stream function 

psia pound per square inch absolute 

psig pound per square inch gage 

p" pressure for condition at Nw = 1/ Vk 

Po vapor pressure 

Pw wetted perimeter 

q flow rate per unit width or heat per unit mass 
Q discharge or heat or volume flow rate 

Qu heat transferred per unit weight of fluid 
Q/w volume flow rate per unit width of channel 
qt quart 

r radius 

R gas constant or Rankine or resultant force or hydraulic radius 
R' manometer reading 

rad radian 

R. critical hydraulic radius 

К, hydraulic radius 

p (rho) mass density 

f inside radius 

ғ, outside radius 

rpm revolutions per minute 

R, universal gas constant 

5 entropy of a substance or second or slope 
5 slope or storage 

Se critical slope 

5.6. specific gravity 

S.g.M specific gravity of manometer fluid 


5.0.6 specific gravity of flowing fluid 





x O ABBREVIATIONS AND SYMBOLS 


о (sigma) 
о” 

Y, (sigma) 
5 


% 


pump cavitation parameter or stress or surface tension 
cavitation index. . 

summation 

specific gravity of flowing fluid 

specific gravity of manometer fluid 


thickness or time 


surface width or temperature or- r torque or tension 
shear stress 

shear stress at the wall 
stagnation temperature 
velocity > 
centerline velocity 
velocity 

velocity 

critical velocity 

velocity or volume 
average velocity 
centerline velocity 
volume of fluid displaced 
velocity in model 
velocity in prototype’. 
specific volume . `: 

shear velocity: 2 ^. 
tangential velocity + 
terminal velocity =: 
width 

watt or weight or weight flow rate or work 

distance from center of gravity to center of pressure in x direction 
vorticity 

depth 

critical depth 

distance from center of gravity to center of pressure in y direction 
normal depth 

normal depth ` 

inclined distance from liquid surface to center of gravity 

inclined distance from liquid surface to center of pressure 


0.00001667 m?/s = 1 L/min 
0.002228 ft^/s — 1 gal/min 
0.0145 Ib/in? = 1 mbar 
0.3048 m = 1 ft 

2.54cm = 1 in 

3.281 ft=1m 

4qt —1 gal 

4.184 kJ = 1 kcal 

4.448 N=1 Ib 

6.894 kN/m? = 1 Ib/in? 
7.48 gal = 1 ft 

12 in ^ 1 ft 

14.59 kg — 1 slug 

25.4 тт -Ііп 

60 min=1h 

60s=1 min 

100 cm =1m 

100 kPa = 1 bar 


Conversion Factors 


101.3 kPa — 1 atm 

144 in? = 1 ft? 

550 ft-Ib/s = 1 hp 

778 ft-lb = 1 Btu 

1000 N=1kN 
1000 L = 1 m? 

1000 mm = 1 m 

1000 Pa = 1 kPa 

1728 іп? = 1 ft? 

2000 Ib = 1 ton 

3600 s=1h 

4184 J =1 kcal 

5280 ft = 1 mile 

86 400 s = 1 day 

1 000 000 N = 1 MN 

1 000 000 Pa = 1 MPa 

1 000 000 000 N = 1 GN 
1 000 000 000 Pa = 1 GPa 
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СНАРТЕН 1 
Properties of Fluids 


Note: For many problems in this chapter, values of various physical properties of fluids are obtained from 
Tables A-1 through A-8 in the Appendix. 


A reservoir of glycerin (glyc) has a mass of 1200 kg and a volume of 0.952 m?. Find the glycerin's weight (W), 
mass density (p), specific weight (y), and specific gravity (s.g.). 


І Е = № = та = (1200)(9.81) = 11770№ ог 11.77 КМ 
p=m/V = 1200/0.952 = 1261 kg/m° 
y= W/V =11.77/0.952 = 12.36 kN/m? 
5.8. = Ygye/ Ymo at 4c = 12-36/9.81 = 1.26 


A body requires a force of 100 N to accelerate it at a rate of 0.20 m/s’. Determine the mass of the body in 
kilograms and in slugs. 


І Е = та 
100 = (m)(0.20) 
m = 500 kg = 500/14.59 = 34.3 slugs 

A reservoir of carbon tetrachloride (CCL) has a mass of 500 kg and a volume of 0.315 m°. Find the carbon 
tetrachloride’s weight, mass density, specific weight, and specific gravity. 
І Е = № = та = (500)(9.81) = 4905 МА ог 4.905 КҸ 

p = т/У = 500/0.315 = 1587 kg/m? 

у= М/У = 4.905/0.315 = 15.57 KN/m? 

5.8. = Үссц/Ун,о а4 = 15.57/9.81 - 1.59 

The weight of a body is 100 Ib. Determine (a) its weight in newtons, (5) its mass in kilograms, and (c) the rate 


of acceleration [in both feet per second per second (ft/s’) and meters per second per second (m/s’)] if a net 
force of 50 lb is applied to the body. 


f@ —— W = (100)(4.448) = 444.8 N 
(b) F=W=ma 444.8 = (т)(9.81) m=45.34kg 
(с) m = 45.34/14.59 = 3.108 slugs 


F=ma 50—3.108a . a -—16.09 ft/s’ = (16.09)(0.3048) = 4.904 m/s” 


The specific gravity of ethyl alcohol is 0.79. Calculate its specific weight (in both pounds per cubic foot and 
kilonewtons per cubic meter) and mass density (in both slugs per cubic foot and kilograms per cubic meter). 
І y = (0.79)(62.4) = 49.3 Ib/ft® y ^ (0.79)(9.79) 2 7.73 kN/m? 

p = (0.79)(1.94) — 1.53 slugs/ft? p = (0.79)(1000) = 790 kg/m? 


A quart of water weights about 2.08 lb. Compute its mass in slugs and in kilograms. 
І Е= № =та 2.08 = (т)(32.2) 
m = 0.0646 slug m = (0.0646)(14.59) = 0.943 kg 


One cubic foot of glycerin has a mass of 2.44 slugs. Find its specific weight in both pounds per cubic foot and 


kilonewtons per cubic meter. 


1 Ғ= ү = та = (2.44)(32.2) = 78.616. Since the glycerin’s volume is 1 ft’, y = 78.6 lb/ft? = 
(78.6)(4.448)/ (0.3048)? = 12 350 N/m?, or 12.35 kN/m’. 
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1.10 


1.11 


1.12 


1.13 


1.14 


1.15 


1.16 


1.17 


A quart of SAE 30 oil at 68 °F weighs about 1.85 Ib. Calculate the oil’s specific weight, mass density, and 
specific gravity. 
І V = 1/[(4)(7.48)] = 0.03342 ft? 

y= W/V = 1.85/0.03342 = 55.4 lb/ft’ 

p = y/g —55.4/32.2 — 1.72 slugs/ft 

&- = You! Vx,0 at 4°c = 55.4/62.4 = 0.888 


The volume of a rock is found to be 0.00015 m’. If the rock’s specific gravity is 2.60, what is its weight? 
І Yrock = (2-60)(9.79) = 25.5 kN/m? Weock = (25.5)(0.00015). = 0.00382 kN. or 3.82N 


A certain gasoline weighs 46.5 Ib/ft?. What are its mass density, specific volume, and specific gravity? 
| - p=y/g =46.5/32.2 = 1.44 slugs/ft? V, = 1/p = 1/1.44 = 0.694 ft?/slug 
s.g. = 1.44/1.94 = 0.742 


If the specific weight of a substance is 8.2 kN/m?, what is its mass density? 

І р = ү/8 = 8200/9.81 = 836 ке/т? 

An object at a certain location has a mass of 2.0 kg and weighs 19.0 N on a spring balance. What is the 
acceleration due to gravity at this location? 

i F-W-ma 1900-204  a-—9.50m/s 

If an object has a mass of 2.0 slugs at sea level, what would its mass be at a location where the acceleration due 
to gravity is 30.00 ft/s?? 


B Since the mass of an object does not change, its mass will be 2.0 slugs at that location. 


What would be the weight of a 3-kg mass on a planet where the acceleration due to gravity is 10.00 m/s?? 
І | F = W = та = (3)(10.00) = 30.00 № 

Determine the weight of a 5-slug boulder at a place where the acceleration due to gravity is 31.7 ft/s’. 

І Е = № = ma = (5)(31.7) = 158 1b 


If 200 ft? of oil weighs 10 520 Ib, calculate its specific weight, density, and specific gravity. 
І y = W/V = 10 520/200 = 52.6 lb/ft® p = y/g =52.6/32.2 = 1.63 slugs/ft? 
5.5. = Youl Virgo at 4c = 52-6/62.4 = 0.843 
Find the height of the free surface if 0.8 ft? of water is poured into a conical tank (Fig. 1-1) 20 in high with a 
base radius of 10 in. How much additional water is required to fill the tank? 
І © К = лу?А/3 = л(10)(20)/3 = 2094г? Vino = 0.8 ft? = 1382 in? 


Additional water needed = 2095 — 1382 = 713 in°. From Fig. 1-1, r,/10 = h,/20, or r, = h,/2.0; 
Vempty (top) cone = A(ho/2.0)}°hs6/3 = 713; ho = 13.96 in. Free surface will be 20 — 13.96, or 6.04 in above base of 
tank. 





Fig. 1-1 
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If the tank of Prob. 1.17 holds 30.5 kg of salad oil, what is the density of the oil? 
i | Veone = 2094 in? (from Prob. 1.17) 
= 2054(0.3048)° = 0.03431 m? 
p=m/V =30.5/0.03431 = 889 kg/m? 

Under standard conditions a certain gas weighs 0.14 lb/ft®. Calculate its density, specific volume, and specific 
gravity relative to air weighing 0.075 Ib/ft. 
І p 7 ylg —0.14/32.2 — 0.00435 slug/ft? V, = 1/p = 1/0.00435 = 230 ft?/slug 

s.g. = 0.14/0.075 = 1.87 


If the specific volume of a gas is 360 ft*/slug, what is its specific weight? 
І p =1/V, = 3 = 0.002778 slug/ft° Y ^ pg ^ (0.002778)(32.2) — 0.0895 Ib/ft? 
A vertical glass cylinder contains 900.00 mL of water at 10 °C; the height of the water column is 90.00 cm. The 


water and its container are heated to 80°C. Assuming no evaporation, what will be the height of the water if the 
coefficient of thermal expansion («) for the glass is 3.6 x 10 $*C^'? 


B Mass of water = PV = pioVio = Pao Veo (1000)(900 х 1079) = 971 Vz Veo = 926.9 X 107° m? = 926.9 ст? 
Ato = Viol tio = 900.00/90.00 = 10.000 cm? 
Ajo = лғ, 10.000 = zr, Ро = 1.7841 cm 
To — r1 * (AT)(o)] ^ (1.7841)[1 *- (80 — 10)(3.6 x 1079)] — 1.7845 cm 
Ав = лг% = л(1.7845)° = 10.004 cm? eo = Veo/ Ago = 926.9/ 10.004 = 92.65 cm 

If a vessel that contains 3.500 ft® of water at 50 °F and atmospheric pressure is heated to 160 °F, what will be the 
percentage change in its volume? What weight of water must be removed to maintain the original volume? 
i Weight of water = YV = YsqVs0= YieoVieo  (62.4)(3.500) = 61.0Viéo Vie = 3.5803 ft? 
Change in volume = (3.5803 — 3.500)/3.000 = 0.027, or 2.7% (increase). Must remove (3.5803 — 3.500)(61.0), 
or 4.90 Ib. 
A vertical, cylindrical tank with a diameter of 12.00 m and a depth of 4.00 m is filled to the top with water at 
20 °C. If the water is heated to 50°C, how much water will spill over? 
І Vean = (Vio) = 70(12.00/2)°(4.00) = 452.4 т? 

Wino = (9.79)(452.4) = 4429 kN (Ун,о)ѕо = 4429/9.69 = 457.1 т? 

Volume of water spilled = 457.1 — 452.4 = 4.7 m? 

A thick, closed, steel chamber is filled with water at 50 °F and atmospheric pressure. If the temperature of water 


and chamber is raised to 100 °F, find the new pressure of the water. The coefficient of thermal expansion of steel 
is 6.5 x 10 5 per ?F. 


B The volume of water would attempt to increase as the cube of the linear dimension; hence, 
Væ = Vsof1 + (100 — 50)(6.5 x 1075) = 1.000975 Vso; weight of water = YV — ysoVso — YsoVoo, 62.4Vso — 
Yo0(1.000975V59), Yə = 62.34 lb/ft’. From Fig. A-3, Poo = 1300 psia (approximately). 


A liquid compressed in a cylinder has a volume of 1000 cm? at 1 MN/m? and a volume of 995 cm? at 2 MN/ m°. 
What is its bulk modulus of elasticity (K)? 


A 2-1 
AV/V~ — (95 —1000)/1000 ~ 2°? MPa 
Find the bulk modulus of elasticity of a liquid if a pressure of 150 psi applied to 10 ft? of the liquid causes a 
volume reduction of 0.02 ft^. 


Ар _ (150—0)(144) , 
I = —-— = —-———————=10 
K AVIV 0.02/10 10 800 000 1b/ft? ог 75 000 рві 
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1.30 


1.31 


1.32 


If K —2.2 GPa is the bulk modulus of elasticity for water, what pressure is required to reduce a volume by 0.6 
percent? 





Ap р – 0 
=~ Pane = 0.0132 GP 13.2 MP 
I | К=- угу 0.006 P? а ог а 


Find the change in volume of 1.00000 ft’ of water at 80 °F when subjected to a pressure increase of 300 psi. 
Water’s bulk modulus of elasticity at this temperature is 325 000 psi. 


Ap 300 — 0 
1 К = – = —-—— = —(), 3 
V/V 325 000 VIL AV = —0.00092 ft 


From the following test data, determine the bulk modulus of elasticity of water: at 500 psi the volume was 
1.000 ft^, and at 3500 psi the volume was 0.990 ft^. 


, Ap 500 — 3500 
І E -: 300 000 psi 
AVJV _ (1.000 — 0.990)/1.000 Pst 
A rigid steel container is partially filled with a liquid at 15 atm. The volume of the liquid is 1.23200 L. At a 
pressure of 30 atm, the volume of the liquid is 1.23100 L. Find the average bulk modulus of elasticity of the 
liquid over the given range of pressure if the temperature after compression is allowed to return to its initial 
value. What is the coefficient of compressibility (8)? 


Ap (30 — 15)(101.3) 


I — —AVIV (1.23100 — 1.23200)/1.23200 


= 1.872 10° КРа ог 1.872 СРа 
В= ШК = 1/1.872 = 0.534 СРаг' 


A heavy tank contains oil (A) and water (B) subject to variable air pressure; the dimensions shown in Fig. 1-2 
correspond to 1 atm. If air is slowly added from a pump to bring pressure p up to 1 MPa gage, what will be the 
total downward movement of the free surface of oil and air? Take average values of bulk moduli of elasticity of 
the liquids as 2050 MPa for oil and 2075 MPa for water. Assume the container does not change volume. Neglect 
hydrostatic pressures. 


| E 1-0 
I K == = m m оша 3 
AV/V 2050 AV,4/[600z(300)^/4] АУ. = —20 690 mm 
275- -— LlcO say. = 23.950 mm? 
7 АУ,,о/700л(300)2/4) ноғ mm 


ДУ, = —44 540 mm? 
Let x = distance the upper free surface moves. —44 540 = —[л(300)?/4]х, х = 0.630 ттт. 


Air 





Water-^- 


300 mm — 


x 


Fig. 1-2 


A thin-walled spherical tank is filled with water at a pressure of 4666 psig; the tank’s volume is then 805.407 in’. 
If the water is released from the tank, how many pounds will be collected at atmospheric pressure? 805.4069 in’ 
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when the pressure is 4666 psig. Use 305 000 psi as an average value of the bulk modulus of elasticity. 


| Ap B 0 — 4666 _ а 
І К = AVIV 305 000 = (V, ~805.407)/805.407 У, = 817.73 in 


W = (62.4)(817.73/1728) = 29.5 Ib 


Water in a hydraulic press, initially at 20 psia, is subjected to a pressure of 17 000 psia at 68 °F. Determine the 
percentage decrease in specific volume if the average bulk modulus of elasticity is 365 000 psi. 
Ap 17 000 — 20 AV 


i K= -——— 365 -—————- — = —0.046 . 
AVIV 000 AVIV, V, 0465 or 4.65% decrease 


At a depth of 7 km in the ocean, the pressure is 71.6 MPa. Assume a specific weight at the surface of 
10.05 kN/m/ and an average bulk modulus of elasticity of 2.34 GPa for that pressure range. Find (a) the change 
in specific volume between the surface and 7 km, (6) the specific volume at 7 km; (c) the specific weight at 7 km. 





І (а) (®,) = 1/р‹ = 2/71 = 9.81/10 050 = 0.0009761 m?/kg 
Ар o_ 71.6Х10%-0 __ 4 
aviv, 23410 = – лујо0009761 ^7 = —0:0000299 т /kg 
(b) (И) = (V,), + AV, = 0.0009761 — 0.0000299 = 0.000946 m*/kg 
(c) ya 7 g/ V; — 9.81/0.000946 = 10 370 N/m? 


Approximately what pressure must be applied to water at 60 °F to reduce its volume 2.5 percent? 





-0 
311000 - -22 р» = 7715 psi 


_ __Ар 
I K= AV/V 0.025 


A gas at 20°C and 0.21 MPa abs has a volume of 41 L and a gas constant (R) of 210 m - N/(kg - K). Determine 
the density and mass of the gas. 


i p — p/RT —0.21 x 105/[(210)(20 ^ 273)] 23.41 kg/m? m = pV = (3.41)(0.041) — 0.140 kg 


What is the specific weight of air at 70 psia and 70 °F? 
I y=p/RT. From Table A-6, R = 53.3 ft/°R; y = (70)(144)/[(53.3)(70 + 460)] — 0.357 Ib/ft^. 
Note: p/RT gives p (Prob. 1.36) or y (Prob. 1.37), depending on the value of R used. Corresponding values of 
R in Table A-6 differ by a factor of g. 
Calculate the density of water vapor at 350 kPa abs and 20°C if its gas constant (R) is 0.462 kPa - m*/kg - K. 
І р=ріКТ = 350/[(0.462)(20 + 273)] = 2.59 ке/т? 
Nitrogen gas (molecular weight 28) occupies a volume of 4.0 ft? at 2500 Ib/f abs and 750 *R. What are its 
specific volume and specific weight? 
І R=R,/M = 49 709/28 = 1775 ft - Ib/(slug - *R) 
[where R,, the universal gas constant, — 49 709 ft - Ib/(slug - ^R)] 
p =1/V, =p/RT —-2500/[((1775)(750)] ^ V, = 532.5 ft*/slug 
Y = pg = (1/V,)(g) = (1/532.5)(32.2) = 0.0605 lb/ft? 
One kilogram of hydrogen is confined in a volume of 200 L at —45 °C. What is the pressure if R is 
4.115 kJ/kg - K? 
І р = рЕТ = (т/У)ВТ = (1/0.200)(4115)(—45 + 273) = 4.691 х 10 Ра or 4.691 MPa abs 


What is the specific weight of air at a temperature of 30°C and a pressure of 470 kPa abs? 
І y = p/RT = 470/[(29.3)(30 + 273)] = 0.0529 kN/m? 
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Find the mass density of helium at a temperature of 39 °F and a pressure of 26.9 psig, if atmospheric pressure is 
14.9 psia. 


i p = p/RT = (14.9 + 26.9)(144)/[(12 420)(39 + 460)] 
= 0.000971 Ib - s?/ft* or 0.000971 slug/ft? 
The temperature and pressure of nitrogen in a tank are 28 °C and 600 kPa abs, respectively. Determine the 
specific weight of the nitrogen. 
i y =p/RT =600/{(30.3)(28 + 273)] = 0.0658 kN/m? 


The temperature and pressure of oxygen in a container are 60 °F and 20.0 psig, respectively. Determine the 
oxygen’s mass density if atmospheric pressure is 14.7 psia. 


i p = p/RT = (20.0 + 14.7)(144)/[(1552)(60 -- 460)] — 0.00619 slug/ft? 


Calculate the specific weight and density of methane at 100 °F and 120 psia. 
І y = p/RT = (120)(144)/[(96.2)(100 + 460)] = 0.321 Ib/ft? 
p 7 y/g — 0.321/32.2 = 0.00997 slug/ft? 


At 90 °F and 30.0 psia, the specific weight of a certain gas was 0.0877 Ib/ft?. Determine the gas constant and 
density of this gas. 


i y=p/RT. 0.0877 = (30.0)(144)/[(R)(90 + 460)] ^ R — 89.6 ft/^R 
p = y/g = 0.0877/32.2 — 0.00272 slug/ft? 


A cylinder contains 12.5 f? of air at 120 °F and 40 psia. The air is then compressed to 2.50 ft. (a) Assuming 
isothermal conditions, what are the pressure at the new volume and the bulk modulus of elasticity? 


(b) Assuming adiabatic conditions, what are the final pressure and temperature and the bulk modulus 
of elasticity? 


Е (а) рМ =р,№ (for isothermal conditions) 
| (40)(12.5) = (p3)(2.50) 
р> = 200 psia 
A 00 
к= Ар. = eS 200 psi 


(b) p, V. — p, V5 (for adiabatic conditions). From Table A-6, k = 1.40. (40)(12.5)'® = (p3)(2.50)'®, 
ps = 381 psia; T,/T, = (p;/p.) ^, T,/(120 4 460) — (9) 91%, T, — 1104?R, or 644?F; K = kp’ = 
(1.40)(381) = 533 psi. 


Air is kept at a pressure of 200 kPa and a temperature of 30°C in a 500-L container. What is the mass of the 
air? 


І  оф- = PIRT = = [(200)(1000)]/[(287)(30 + 273)] = 2.300 kg/m* m = (2.300) 635) — 1.15 kg 


An ideal gas has its pressure doubled and its specific volume decreased by two-thirds. If the initial temperature 
is 80?F, what is the final temperature? 


i p=1/V, -р/КТ | pV, = RT PAV.) = RT, PAV,)2= RT, 
(p2/p (V/V) J=(R/RM E/T) — (20) - /(80+ 460) = = 360°R ог —100°Е 
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The tank of a leaky air compressor originally holds 90 L of air at 33 °C and 225 kPa. During a compression 
process, 4 grams of air is lost; the remaining air occupies 42 L at 550 kPa. What is the temperature of the 
remaining air? 


i р. = pi/RT, = (225 x 10°)/[(287)(33 + 273)] = 2.562 kg/m? m = (2.562)(0.090) = 0.2306 kg 
P2=P2/RT, (0.2306 — 0.004)/0.042 = (550 x 107)/(2877,) 1,-355К ог 82%С 
In a piston-and-cylinder apparatus the initial volume of air is 90 L at a pressure of 130 kPa and temperature of 


26 °C. If the pressure is doubled while the volume is decreased to 56 L, compute the final temperature and 
density of the air. 


i P. = pi/RT, = (130 x 10°)/[(287)(26 + 273)] 2 1.515 kg/m? т = (1.515)(0.090) = 0.1364 kg 
P2=P2/RT, 0.1364/% - (2)(130 х 10%/(2877) Ђ=372К ог 99°С 
р = 0.1364/(0.056) = 2.44 кр/т? 
For 21b mol of air with a molecular weight of 29, a temperature of 90 °F, and a pressure of 2.5 atm, what is the 
volume? 
i pV /nM = RT [2.5)(14.7)(144) (V /[(2)(29)]) 9 (53.3)(90 + 460) V = 321 ft? 
If nitrogen has a molecular weight of 28, what is its density according to the perfect gas law when p = 0.290 MPa 
апа Т = 30 °С? 
i R = R„/M = 8312/28 = 297 J/(kg - K) [where R,, = 8312 J/(kg - K)] 
p = p/RT =290000/[(297)(30 + 273)] = 3.22 kg/m?’ 
If a gas occupies 1 m? at 1 atm pressure, what pressure is required to reduce the volume of the gas by 2 percent 
under isothermal conditions if the fluid is (a) air, (b) argon, and (c) hydrogen? 
i pV =nRT = constant for isothermal conditions. Therefore, if V drops to 0.98V,, p must rise to (1/0.98)p,, 
or 1.020p,. This is true for any perfect gas. 


(a) Calculate the density, specific weight, and specific volume of oxygen at 100 °F and 15 psia. (6) What would 
be the temperature and pressure of this gas if it were compressed isentropically to 40 percent of its original 
volume? (c) If the process described in (b) had been isothermal, what would the temperature and pressure have 
been? 


i @ p — p/RT — (15)(144)/[(1552)(100 4- 460)] — 0.00248 slug/ft^ 
y = pg — (0.00248)(32.2) 2.0.0799 1b/f^ —— V, — 1/p — 1/0.00248 — 403 ft^/slug 
(b) pV)i o pXV)i [(15)(144)](403)' = [(p2)(144)][(0.40)(403)]' р, = 54.1 рѕіа 


P2= PRT, (54.1)(144) = (0.00248/0.40)(1552)( + 460) Т, = 350 °F 
(c) If isothermal, 7, = T, = 100 °F and pV = constant. 


[(15)(144)](403) = [(p2)(144)][(0.40)(403)] p2 = 37.5 psia 


Calculate the density, specific weight, and volume of chloride gas at 25°C and pressure of 600 000 N/m? abs. 
i p = p/RT = 600 000/[(118)(25 + 273)] = 17.1 kg/m? 
ү = ре = (17.1)(9.81) = 168 М/т V, 2 1/p = 1/17.1 — 0.0585 m?/kg 
If methane gas has a specific gravity of 0.55 relative to air at 14.7 psia and 68 °F, what are its specific weight and 
specific volume at that same pressure and temperature? What is the value of R for the gas? 


I : Yan = p/RT = (14.7)(144)/[(53.3)(68 + 460)] = 0.07522 1b/ft° 
Yas = (0-55)(0.07522) = 0.0414 Ib/ft? 


V,=1/p =g/y (V,)gas = 32.2/0.0414 = 778 ft?/slug 


Since R varies inversely with density for fixed pressure and temperature, R,,, — 53.3/0.55 — 96.9 ft/°R. 
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A gas at 40°C under a pressure of 21.868 bar abs has a unit weight of 362 N/m?. What is the value of R for this 
gas? What gas might this be? 


i y=p/RT 362 = (21.868 x 10°)/[(R)(40 + 273)] R =19.3 m/K 
This gas might be carbon dioxide, since its gas constant is 19.3 m/K (from Table A-6). 
If water vapor (R = 85.7 ft/°R) in the atmosphere has a partial pressure of 0.60 psia and the temperature is 
80 °F, what is its specific weight? 
І y = p/RT = (0.60)(144)/[(85.7)(80 + 460)] = 0.00187 Ib/ft? 
Refer to Prob. 1.59. If the barometer reads 14.60 psia, calculate the partial pressure of the air, its specific 
weight, and the specific weight of the atmosphere (air plus water vapor). | 
І Pair = 14.60 — 0.60 = 14.00 psia y =p/RT 
Yair = (14.00)(144)/[(53.3)(80 + 460)] = 0.0700 Ib/ft* Yam = Yair + Үн,О(хар) 
Үн.о(хар) = 0.00187 Ib/ft? (from Prob. 1.59) Yatm = 0.0700 4- 0.00187 — 0.0719 Ib/ft? 


(a) Calculate the density, specific weight, and specific volume of oxygen at 20 °C and 40 kPa abs. (6) If the 
oxygen is enclosed in a rigid container, what will be the pressure if the temperature is reduced to — 100 *C? 


Е (а) p = p/RT = (40)(1000)/[(260)(20 + 273)] = 0.525 kg/m? 
ү = рв = (0.525)(9.81) = 5.15 N/m? V, = 1/p —1/0.525 2 1.90 m?/kg 
(b) p —1/V, — p/RT. Since V, and R are constants, V,/R = T/p = constant, (20 + 273)/40 = (—100 + 273)/p2, 
P2 = 23.6 kPa. 


Helium at 149 kPa abs and 10°C is isentropically compressed to one-fourth of its original volume. What is its 
final pressure? 


i PiVi=p.VS 149У1% = (р,)(У,/4)'%© р = 1488 КРа абѕ 


(a) If 9 f? of an ideal gas at 75 ?F and 22 psia is compressed isothermally to 2 ft?, what is the resulting pressure? 
(b) What would the pressure and temperature have been if the process had been isentropic? 


I рМ =рУ№ (22)(9) =(р:)(2) р: = 99 рзіа 

(5) р.Уї=р:У2 — Q2(9)"—(p)Q)"" р,-155рвіа 

L/T-(pip)*-"*  TJ(5-460)- ()*9-»1* — T,—840"R or 380°Е 

(a) If 12 m? of nitrogen at 30 "C and 125 kPa abs is permitted to expand isothermally to 30 m?, what is the 
resulting pressure? (b) What would the pressure and temperature have been if the process had been isentropic? 
I (а) PiVi=p2V2  (125)12)-(p;)(30) . p,—50.0kPa abs 

(5) p,Vi-p;Vi —(125)12)"9—(p;)(30) " . p,—34.7 kPa abs 

R/T = (p,/pi) T,/(30 + 273) = (34.7 /125)0 714 Т,-210К ог -63%С 

If the viscosity of water at 68 °F is 0.01008 poise, compute its absolute viscosity (4) in pound-seconds per square 
foot. If the specific gravity at 68 °F is 0.998, compute its kinematic viscosity (v) in square feet per second. 


I The poise is measured in dyne-seconds per square centimeter. Since 1 Ib = 444 800 dynes and 1 ft = 30.48 cm, 
1 Ib · 5/62 = 444 800 дупе · 5/(30.48 ст)? = 478.8 роїѕеѕ 


_ 0.01008 
478.8 


- 2.11 x 1075)(32.2) 
=211x10 Ib s/f? yaa HB CU x10622 (ду розу 
p vig Y (0.998)(62. 4) 





Convert 15.14 poises to kinematic viscosity in square feet per second if the liquid has a specific gravity of 0.964. 
І 1 Ib - s/ft? = 478.8 poises — (from Prob. 1.65) 
и = 15:14/478.8 = 0.03162 Ib - s/ft? v —ug/y — (0.03162)(32.2)/[(0.964)(62.4)] — 0.0169 ft?/s 
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The fluid flowing in Fig. 1-3 has an absolute viscosity (u) of 0.0010 Ib - s/ft” and specific gravity of 0.913. 
Calculate the velocity gradient and intensity of shear stress at the boundary and at points 1 in, 2in, and 3 in 
from the boundary, assuming (a) a straight-line velocity distribution and (b) a parabolic velocity distribution. 
The parabola in the sketch has its vertex at A and origin at B. 


1 (a) For the straight-line assumption, the relation between velocity v and distance y is v — 15y, dv - 15ау. 
The velocity gradient — dv/dy — 15. Since u — t/(du/dy), t = u (dv/dy). For y — 0 (i.e., at the boundary), 

v —0 and dv/dy = 1557'; т = (0.0010)(15) = 0.015 16/2. For y = 1 in, 2 in, and 3 in, dv/dy and r are also 15s! 
and 0.015 lb/ft”, respectively. (b) For the parabolic assumption, the parabola passes through the points v — 0 
when y = 0 and v = 45 when y = 3. The equation of this parabola is v = 45 — 5(3 — y)’, du/dy = 10(3 — y), 

т = 0.0010 (du/dy). For y = Oin, v = Oin/s, du/dy =30s"', and t = 0.030 lb/ft’. For y = lin, v =25 in/s, 
du/dy =20s"', and v — 0.020 lb/ft”. For y = 2in, v = 40 in/s, du/dy =10s"', and t = 0.010 lb/ft”. For y =3 in, 


v — 45 in/s, dv/dy — 0s !, and c — 01b/f£. 
45 in/s —7 
_ A 





ү---»- Fig. 1-3 


A cylinder of 0.40-ft radius rotates concentrically inside a fixed cylinder of 0.42-ft radius. Both cylinders are 
1.00 ft long. Determine the viscosity of the liquid that fills the space between the cylinders if a torque of 
0.650 Ib - ft is required to maintain an angular velocity of 60 rpm. 


B The torque is transmitted through the field layers to the outer cylinder. Since the gap between the cylinders 
is small, the calculations may be made without integration. The tangential velocity v, of the inner cylinder = ro, 
where r = 0.40 ft and w = 2 rad/s. Hence, v, = (0.40)(22) = 2.51 ft/s. For the small space between cylinders, 
the velocity gradient may be assumed to be a straight line and the mean radius cah be used. Then, 

dv/dy — (2.51 — 0)/(0.42 — 0.40) — 125.5 s^. Since applied torque equals resisting torque, applied torque = 
(т)(агеа)(агт), 0.650 = т[(1.00)(27)(0.40 + 0.42)/2][(0.40 + 0.42)/2], т = 0.615 lb/ft? = u (dv/dy), 0.615 — 
(u)(125.5), u — 0.00490 Ib - s/ft?. 


Water is moving through a pipe. The velocity profile at some section is shown in Fig. 1-4 and is given 
mathematically as v — (8/4u)(d?/4 — r^), where v — velocity of water at any position r, f = a constant, 

u = viscosity of water, d = pipe diameter, and r = radial distance from centerline. What is the shear stress at the 
wall of the pipe due to the water? What is the shear stress at a position r = d/4? If the given profile persists a 
distance L along the pipe, what drag is induced on the pipe by the water in the direction of flow over this 
distance? 


I v-(B/Aufd'|A-r) —— dvldr— (BlAuy(-2r) - -2r /4u 


t =p (du/dr) = u(—2fr/Au) — —2fr/A 
At the wall, r= d/2. Hence, 
22286812) _ _ Ва 1, = a 2BUd/4) _ ра 
wall 4 4 r=d/4 — 4 8 


Drag = (Twan)(area) = (Twan)(adL) — (Bd/A)(xdL) — Bd?xL/A4 


Velocity profile 





Fig. 1-4 
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1.70 A large plate moves with speed v, over a stationary plate on a layer of oil (see Fig. 1-5). If the velocity profile is 
that of a parabola, with the oil at the plates having the same velocity as the plates, what is the shear stress on 
the moving plate from the oil? If a linear profile is assumed, what is the shear stress on the upper plate? 


1 For a parabolic profile, v? = ay. When y = d, v = v. Hence, v? = ad, a = v3/d. Therefore, 
0? = (vid)(y) - (v)O/d)  v-wVy/d du/dy = [VAU VDA O] 
t = p (du/dy) = u[(v))1/ Va)G)G 7 '7)] 
For y = d, t= u[(v0)(1/Va)(3)(d~ ")] = uvo/(2d). For a linear profile, du/dy = 00/4, т = и(о00/4). 






Assumed profile 


Fig. 1-5 


1.71 A square block weighing 1.1 kN and 250 mm on an edge slides down an incline on a film of oil 6.0 um thick (see 
Fig. 1-6). Assuming a linear velocity profile in the oil, what is the terminal speed of the block? The viscosity of 
the oil is 7 mPa · ѕ. 


1 т = и (dv/dy) 7 (7 x 10:5 [v,/(6.0 x 10:5] 2 1167». — E, — тА = (1167уу)(0.250)° = 72.9v7 


At the terminal condition, equilibrium occurs. Hence, 1100 sin 20? — 72.9v;, vy — 5.16 m/s. 







" O.0060mm 
Fig. 1-6(5) 





Fig. 1-6(a) 


1.72 A piston of weight 21 Ib slides in a lubricated pipe, as shown in Fig. 1-7. The clearance between piston and pipe 
is 0.001 in. If the piston decelerates at 2.1 ft/s? when the speed is 21 ft/s, what is the viscosity of the oil? 


I т = u (dv/dy) = u[v/(0.001/12)] = 12 000uv 
E= 1A — 12000uv[()($5)(32)] ^ 7854uv 
УЕ = ma 21 – (7854)(и)(21) = (21/32.2)(-21) u =1.36 X 107* Ib - s/ft? 


ПЕ 
I-5in 


Fig. 1-7 


1.73 A piston is moving through a cylinder at a speed of 19 ft/s, as shown in Fig. 1-8. The film of oil separating the 
piston from the cylinder has a viscosity of 0.0201b · s/ft?. What is the force required to maintain this motion? 


f Assume a cylindrically symmetric, linear velocity profile for the flow of oil in the film. To find the frictional 
resistance, compute the shear stress at the piston surface. 


1 
r=" = 0.020 9 


= 99045995 0D -9Dlb/f E-:A- 912| «(59 3 


“0” 5)| = 29816 


174 


1.75 


PROPERTIES OF FLUIDS JZ 11 





Z Fig. 1-8(a) Fig. 1-8(5) 


To damp oscillations, the pointer of a galvanometer is fixed to a circular disk which turns in a container of oil 
(see Fig. 1-9). What is the damping torque for c = 0.3 rad/s if the oil has a viscosity of 8 x 10^? Pa - s? Neglect 
edge effects. 


B Assume at any point that the velocity profile of the oil is linear dv/dn — ro/(0.5/1000) — 
(rY(0.3)/(0.5/1000) — 600r ; x — u (dv/dn) — u(600r) — (8 x 1077)(600r) — 4.80r. The force dF, on dA on the 
upper face of the disc is then dF, — т 4А — (4.80r)(r d0 dr) — 4.80r? d0 dr. The torque dT for dA on the upper 
face is then dT — r dF, — r(4.80r? d0 dr) — 4.80r? d0 dr. The total resisting torque on both faces is 


0.075/2 „2л г“ 0.075/2 
T- a| Í Í 4.80r° d0 ar| = ©-6о)(2л)| | = 2.98 x 1075N - m 
0 0 





0.5 mm ой Disk Fig. 1-9(a) 





Fig. 1-9(5) 


For angular velocity 0.3 rad/s of the mechanism of Prob. 1.74, express the damping torque (in N - m) asa 
function of displacement x (in mm) of the disk from its center position (Fig. 1-10). 


B. Assume at any point that the velocity profile of the oil is linear; z — u (dv/dn). For the upper face, 

dv/dn — ro/[(0.5 — x)/1000] ^ (7)(0.3)/[(0.5 — x)/1000]; + = (8 x 107?) ((r)(0.3)/[(0.5 — x)/1000]) = 

2.40r/(0.5 — x). The force dF; on dA on the upper face of the disc is then dF, = t dA = [2.40r/(0.5 — x)](r dO dr) = 
[2.40r?/(0.5 — x)] (d0 dr). The torque dT for dA on the upper face is then dT = r dF, = r[2.40r?/(0.5 — x)] (d0 dr) = 
[2.40r?/(0.5 — x)] (d8 dr). For the lower face, dv/dn ^ ro/[(0.5 4 x)/1000] — r(0.3)/[(0.5 - x)/1000]; 

т= (8 х 107*){r(0.3)/[(0.5 + x)/1000]} = 2.40r/(0.5 +x). The force dF, on dA on the lower face of the disc is 

then dF. = 1 dA — [2.40r/(0.5 - x)](r d dr) — [2.40r?/(0.5 -- x)] (d0 dr). The torque dT for dA on the lower face 

is then dT = r dF, = r[2.40r7/(0.5 + x)] (dO dr) = [2.40r°/(0.5 + x)] (dO dr). The total resisting torque on 


both faces is 
0.075/2 г2л 0.075/2 ,2л 3 
T= -[ 2 ar Y doar + | 240r 46 dr 
0 о 0. S+x 
1 T9752, (05x 4-05—x 
шР------- . x —6 4 
- (55 5-х +, 5 ка уат)" il, ( 0.25 – х? jc 46 х 107) 


_ 7.46 х 107% 
7 0.25 —x? 
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0.3-8 mm 





0.54% wm 
Fig. 1-10 


1.76 A conical body turns in a container, as shown in Fig. 1-11, at constant speed 11 rad/s. A uniform 0.01-in film of 
oil with viscosity 3.125 х 107° 16 - s/in? separates the cone from the container, What torque is required to 
maintain this motion, if the cone has a 2-in radius at its base and is 4 in tall? 


B Consider the conical surface first (r/2 = z/4, r = z/2). The stress on this element is  — u (dv/dx) 
u(ro/0.01) — (3.125 x 1077)[(z/2)(11)/0.01] 2 1.719 x 10^*z. The area of the strip shown is 

dA —2zr ds — (2nz/2)[dz /(4/V20)] 2 3.512z dz. The torque on the strip is Т = т aar) = = 

(1.719 x 10-*z)(3.512z dz)(z/2) = 3.019 x 10742? dz. 


4 
Т, -[ 3.019 x 1077z? dz — 3.019 x 0-2] = 0.01932 in - Ib 
0 0 


Next consider the base: dF, — 1 dA, x — p(rw/0.01) = (3.125 x 1077)[(7)(11)/0.01] — 3.438 x 10 *r, dF, — 
(3.438 x 10 ^r)(r 20 dr) —3.438 x 107*r? d0 dr, dT, — (3.438 x 10 ^r? 40 dr)(r) 2 3.438 x 107^r? d0 dr. 


2 [2n 4-12 
Т, - | Í 3.438 x 10 ^r? d0dr — (3.438 X 10-592): = 0.00864 in - lb 
o Jo 0 


To, = 0.01932 + 0.00864 = 0.0280 in - Ib 


«p 
10 rad/s Pro rads 





Fig. 1-11(a) Fig. 1-11(5) 


1.77 In Fig. 1-12, if the fluid is SAE 30 oil at 20°C and D = 7 mm, what shear stress is required to move the upper 
plate at 3.5 m/s? Compute the Reynolds number based on D. 


I T — p (dv/dh) — (0.440)[3.5/(3d;)] = 220 Pa 
Npr = pDv/y — (888)(355:)(3.5)/0.440 — 49.4 
Moving 


plate: 
н= ү 






- Viscous, 
fluid - 


и=0 Fixed plate Fig. 1-12 
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Benzene at 20°C has a viscosity of 0.000651 Pa -s. What shear stress is required to deform this fluid at a strain 
rate of 4900 s~'? 


1 t — u (dv/dx) — (0.000651)(4900) = 3.19 Pa 
SAE 30 oil at 20°C is sheared between two parallel plates 0.005 in apart with the lower plate fixed and the 
upper plate moving at 13 ft/s. Compute the shear stress in the oil. 
1 т = p (dv/dh) = (9.20 x 107*)[13/(0.005/12)] = 287 lb/ft? 
An 18-kg slab slides down a 15° inclined plane on a 3-mm-thick film of SAE 10 oil at 20°C; the contact area is 
0.3 m*. Find the terminal velocity of the slab. 
Í See Fig. 1-13. | 
ХЕ-0 W sin 0 — TApgottom = 0 
t = р (du/dy) = (8.14 x 107?)(v7/0.003) = 27.1u7 
[(18)(9.81)](sin 15°) — (27.1u,)(0.3) =0 ur = 5.62 m/s 





X Fig. 1-13 


A shaft 70.0 mm in diameter is being pushed at a speed of 400 mm/s through a bearing sleeve 70.2 mm in 
diameter and 250 mm long. The clearance, assumed uniform, is filled with oil at 20 *C with v — 0.005 m?/s and 
s.g. = 0.9. Find the force exerted by the oil on the shaft. 


1 F=tA т-и(Фф/Ф) и-ру-((0.9)(998)|(0.005) - 4.49 kg/(m - s) 
dr — (0.0702 — 0.0700)/2 — 0.0001 m t = (4.49)(0.4/0.0001) = 17 960 N/m? 
А = (л)(7.00/100)(25/100) = 0.05498 т2 Е = (17 960)(0.05498) = 987 № 


If the shaft in Prob. 1.81 is fixed axially and rotated inside the sleeve at 2000 rpm, determine the resisting torque 
exerted by the oil and the power required to rotate the shaft. 


1 T= tAr t= u (dv/dr) 
v — ro — [(7.00/2)/100][(2000)(277/60)] 2 7.330 m/s dr = 0.0001 т 
t — (4.49)(7.330/0.0001) — 329.1 x 10 N/m* — A — (2)(7.00/100) (25) = 0.05498 m? 
T — (329.1 x 10)(0.05498)[(7.00/2)/100] — 633 N - m 
P = оТ = [(2000)(22/60)](633) = 132.6х 10 № or 132.6kW | 


A steel (7850-kg/m?) shaft 40.0 mm in diameter and 350 mm long falls of its own weight inside a vertical open 
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tube 40.2 mm in diameter. The clearance, assumed uniform, is a film of SAE 30 oil at 20°C. What speed will 
the cylinder ultimately reach? 


I Wan 7 TA — [(7850)(9.81)][(0.350)(7:)(0.0400)^/4] — 33.87 N 
dr — (0.0402 — 0.0400)/2 — 0.0001 m 
t = u (dy/dr) = (0.440)(v7/0.0001) = 4400v, 
A — (z)(4.00/100)(35) — 0.04398 m? — 33.87 — (4400v,)(0.04398) vr — 0.1750 m/s 
1.84 Air at 20?C forms a boundary layer near a solid wall, in which the velocity profile is sinusoidal (see Fig. 1-14). 


The boundary-layer thickness is 7 mm and the peak velocity is 9 m/s. Compute the shear stress in the boundary 
layer at y equal to (a) 0, (b) 3.5 mm, and (c) 7 mm. 


1 т = и (dv/dy) U = Vma Sin |лу/(26)) 
dv/dy = [TU max/(28)] cos [æy /(28)] = {()(9)/[(2)(0.007)]} cos {æy /[(2)(0.007)]} = 2020 cos (224.4y) 
Note: “224.4y” in the above equation is in radians. 
Tt = (1.81 x 1075)(2020 cos (224.4y)] — 0.03656 cos (224.4y) 


(a) At y — 0, x — 0.03656 cos [(224.4)(0)] ^ 0.0366 Pa. (b) At y = 0.0035 m, r= 
0.03656 cos [(224.4)(0.0035)] — 0.0259 Pa. (c) At y — 0.007 m, t = 0.03656 cos [(224.4)(0.007)] = 0. 


——— Peak 





Sine wave 
Fig. 1-14 


1.85 A disk of radius r, rotates at angular velocity c inside an oil bath of viscosity u, as shown in Fig. 1-15. Assuming 
a linear velocity profile and neglecting shear on the outer disk edges, derive an expression for the viscous torque 
on the disk. 


I т= (dv/dy)=(rw/h) (оп both sides) 
dT = (2)(rt dA) = (2){(r)[u(r@/h)\(2ar dr)} = (4uwr/h)(r° dr) 


T= [ete ar) = ez [7 T zen 
4 0 h 





6) 





Clearance 


22 | 
A ү / 
WELLL LLL 


|}, ——+}___, ——| Fig. 1-15 


1.86 A 35-cm-by-55-cm block slides on oil (u — 0.81 Pa - s) over a large plane surface. What force is required to drag 
the block at 3 m/s, if the separating oil film is 0.6 mm thick? 


i t =p (dv/dx) = (0.81)[3/(0.6/1000)] = 4050 N/m? F = tA = (4050)[(28)(38)] = 780 N 


1.87 The 1.5-in (0.125-ft) gap between two large plane surfaces is filled with SAE 30 oil at 80 °F 
(4 = 0.0063 Ib - s/ft”). What force is required to drag a very thin plate of 5-ft” area between the surfaces at a 
speed of 0.5 ft/s if this plate is equally spaced between the two surfaces? 


i T= p (dv/dx) = (0.0063)[0.5/(0.125/2)] = 0.0504 Ib/ft? Е = тА = (0.0504)(5) = 0.25216 
Since there are two sides, F,.quirea = (2)(0.252), or 0.504 Ib. 






SMA wz 
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Rework Prob. 1.87 if the plate is at a distance of 0.50 in (0.0417 ft) from one surface. 


І t= u (dv/dx) T, = (0.0063)(0.5/0.0417) = 0.0755 1b/ft? 
F=tA Е = (0.0755)(5) = 0.377510Ы т, = (0.0063)[0.5/(0.125 — 0.0417)] — 0.0378 Ib/ft? 
= (0.0378)(5) = 0.189016 Е, „а= А + Б = 0.3775 + 0.1890 = 0.56616 


A 10.000-in-diameter plunger slides in a 10.006-in-diameter cylinder, the annular space being filled with oil 
having a kinematic viscosity of 0.004 ft^/s and specific gravity of 0.85. If the plunger moves at 0.6 ft/s, find the 
frictional resistance when 9 ft is engaged in the cylinder. 


І t=pu(dv/dx)  p=y/g =[(0.85)(62.4)]/32.2 = 1.647 slugs/f£ 
и = pv = (1.647)(0.004) = 0.006588 1b - s/f? dx = [(10.006 — 10.000)/2]/12 — 0.000250 ft 


т= (0.006588)(0.6/0.000250) — 15.811b/f? Е = тА = (15.81)[09)(2)(19)] = 37316 


A 6.00-in shaft rides in a 6.01-in sleeve 8 in long, the clearance space (assumed to be uniform) being filled with 
lubricating oil at 100 °F (u = 0.0018 Ib - s/ft?). Calculate the rate at which heat is generated when the shaft turns 
at 90 rpm. 


І dv = w(circumference) = 2[2(6.00/12)] = 2.356 6/5 
ах = [(6.01 — 6.00)/2]/12 = 0.0004167 ft 
T — p (dv/dx) — (0.0018)(2.356/0.0004167) — 10.18 Ib/ft? 
F = tA = 10.18[2(8.00/12)(&)] — 10.66 Ib 
Rate of energy loss = Fv = (10.66)(2.356) = 25.11 ft · 16/5 
Rate of heat generation = (25.11)(3600)/778 = 116 Btu/h 


A 10.00-cm shaft rides in an 10.03-cm sleeve 12 cm long, the clearance space (assumed to be uniform) being 
filled with lubricating oil at 40 °C (u = 0.11 Pa-s). Calculate the rate at which heat is generated when the shaft 
turns at 100 rpm. 


І . dv — (circumference) = 4F[2(0.10)] = 0.5236 m/s dx = (0.1003 — 0.1000)/2 = 0.00015 m 
t =p (dv/dx) = (0.11)(0.5236)/0.00015) = 384.0 N/m? 
Е,= tA — 384.0[1(0.12)(0.10)] — 14.48 N 
Rate of energy loss = Fv = (14.48)(0.5236) = 7.582 N - m/s = 7.582 W 


In using a rotating-cylinder viscometer, a bottom correction must be applied to account for the drag on the flat 
bottom of the cylinder. Calculate the theoretical amount of this torque correction, neglecting centrifugal effects, 
for a cylinder of diameter d, rotated at a constant angular velocity œ, in a liquid of viscosity u, with a clearance 
Ah between the bottom of the inner cylinder and the floor of the outer one. 


B Let r — variable radius. T = f rt dA, t= u (dv/dx) 7» u(ro/ Ah), dA = 27r dr. 


а? 2лио 2лио (14142 | muod* 
= | |= [| зе 
b (Олт ап) = Ар) "= (41, ^ 32AR 


Assuming a boundary-layer velocity distribution as shown in Fig. 1-16, which is a parabola having its vertex 3 in 
from the wall, calculate the shear stresses for y — 0, 1 in, 2in, and 3 in. Use и = 0.00835 16 - 5/6. 


MB т= u (dv/dy). Aty 20, v 20 andat y 23in, v — 6 ft/s, or 72 in/s. The equation of the parabola is 

v — 72 — (8) — yY (y in inches gives v in inches per second); dv/dy — (16)(3 — y); v — (0.00835)[(16)(3 — y)] 
0.4008 — 0.1336y. At y =0, t = 0.4008 — (0.1336)(0) = 0.401 lb/ft”. At y = 1іп, т = 0.4008 — (0.1336)(1) = 
0.267 Ib/ft?. At y = 2 in, x — 0.4008 — (0.1336)(2) = 0.134 lb/ft”. At y =3in, т = 0.4008 — (0.1336)(3) = 0. 
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Fig. 1-16 

1.94 In Fig. 1-176, oil of viscosity yz fills the small gap of thickness Y. Determine an expression for the torque T 
required to rotate the truncated cone at constant speed w. Neglect fluid stress exerted on the circular bottom. 
MB Sec Fig. 1-17b. c — u (dv/dy), v 2 ro — (y tan aà)(o), dv/dy 7 (y tan a)(o)/Y. 


. [Cy tane)(@))] nye tana 
= Y ]- Y 


dA — 2zr ds — 2x(y tan x)(dy/cos vw) - 2лу(ғап а/сов а)(4у) 


_ _ (Hye tan 3 sy (8 2) |+ (20 tan? 2) 2 
dF = rdA ( Y 2 сов а: (ay) Y cos q y dy 





2лио (ап? 2) 2 dy = (mo tan? 2) 3 dy 


aT =rdF =(y tan a)( Усова Y cos a 


T- Г (222 tan? “) T (220 tan? SET" _ Е tan? a) + а 
7, Y cos «œ У ( усоѕа 4), \ Үсоѕа 4 4 


_ (zo tan? a 
2Y cos w 


V e Vii 


NG +Ь)*—а*°| 





' || dy = ds cos а 
1 oo 
d 
К re ptend ds = Sea 
Fig. 1-17(a) Fig. 1-17(5) f 





1.95 A Newtonian fluid fills the gap between a shaft and a concentric sleeve. When a force of 788 N is applied to the 
sleeve parallel to the shaft, the sleeve attains a speed of 2 m/s. If a 1400-N force is applied, what speed will the 
sleeve attain? The temperature of the sleeve remains constant. 


fs c=F/A=u (dv/dx); F/dv = uA/dx — constant. Therefore, F,/dv, — E,/dv,, 73$ — 1400/dv,, dv, = 3.55 m/s. 
1.96 A plate separated by 0.5 mm from a fixed plate moves at 0.50 m/s under a force per unit area of 4.0 N/m’. 

Determine the viscosity of the fluid between the plates. 

| т= и (dv/dx) 4.0 = p[0.50/(0.0005)] u = 0.00400 N - s/m? = 4.00 mPa - s 


1.97 Determine the viscosity of fluid between shaft and sleeve in Fig. 1-18. 
І t=F/A=yp(du/dx) — 25/[(2) G5) 2)] ^ u[0.5/(0.004/12)] B — 0.0212 1b - s/ft? 


hin diam 





Fig. 1-18 
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A 1-in-diameter steel cylinder 10 in long falls at 0.6 ft/s inside a tube of slightly larger diameter. A castor-oil film 
of constant thickness is between the cylinder and the tube. Determine the clearance between the cylinder and 
the tube, if the temperature is 100 °F, s.g. = 7.85 for steel, and u = 6 x 10°? Ib - s/ft for castor oil. 


I t=F/A=up (dv/dx) 
F =W = үү = [(7.85)(62.4)][05)(2)(5)?/4 = 2.22616 2.226/[(13)(л)(5)] = (6 х 107°)(0.6/4х) 
dx = 0.0003528 ft or 0.00423 іп ' 


A piston of diameter 70.00 mm moves inside a cylinder of diameter 70.10 mm. Determine the percent decrease 
in force necessary to move the piston when the lubricant warms from 0 to 120°C. Values of u for the lubricant 
are 0.01820 Pa - s at 0°C and 0.00206 Pa -s at 120°C. 


ШІ «-—F/A- y (dv/dx); F/u — A (dv/dx) 7 constant. Therefore, AF /Fo-c = Аи/ио «с = (0.01820 — 
0.00206)/0.01820 — 0.887, or 88.746. 


A body weighing 100 Ib with a flat surface area of 3 ft^ slides down a lubricated inclined plane making a 35° 
angle with the horizontal. For viscosity of 0.002089 Ib - s/ft^ and a body speed of 3.5 ft/s, determine the 
lubricant film thickness. 


i . F = weight of body along inclined plane = 100 sin 35? — 57.4 lb 
т-Е/А-и(ау/ах) 57.4/3 - (0.002089)(3.5/4х) dx = 0.0003821 ft or 0.00459 in 


A small drop of water at 80 °F is in contact with the air and has a diameter of 0.0200 in. If the pressure within 
the droplet is 0.082 psi greater than the atmosphere, what is the value of the surface tension? 


І p(xd?/4)=(nd)(o) 9 =pd/4 =[(0.082)(144)](0.0200/12)/4 = 0.00492 Ib/ft 


Estimate the height to which water at 70 °F will rise in a capillary tube of diameter 0.120 in. 


B h —40 cos 0/(yd). From Table A-1, ¢ = 0.00500 lb/ft and y = 62.3 lb/ft’ at 70°F. Assume @ = 0° for a clean 
tube. h = (4)(0.00500)(cos 0°)/[(62.3)(0.120/12)] = 0.0321 ft, or 0.385 in. 


The shape of a hanging drop of liquid is expressible by the following formulation developed from photographic 
studies of the drop: a — (y — yo)(d.)'/H, where o = surface tension, i.e., force per unit length, y = specific 
weight of liquid drop, Yo = specific weight of vapor around it, de = diameter of drop at its equator, and H = a 
function determined by experiment. For this equation to be dimensionally homogeneous, what dimensions must 
H possess? 


B Dimensionally, (F/L) - (F/L’)(L”)/{H}, {H} =(1). Therefore, H is dimensionless. 


Two clean, parallel glass plates, separated by a distance d — 1.5 mm, are dipped in a bath of water. How far 
does the water rise due to capillary action, if ø = 0.0730 N/m? 


B Because the plates are clean, the angle of contact between water and glass is taken as zero. Consider the 
free-body diagram of a unit width of the raised water (Fig. 1-19). Summing forces in the vertical direction gives 
(2)[(0)(0.0015)] — (0.0015)*(h)(y) 0, (2)[(0.0730)(0.0015)] — (0.0015) (A)(9790) — 0, h — 0.00994 m, or 

9.94 mm. 





Fig. 1-19(c) 
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1.105 A glass tube is inserted in mercury (Fig. 1-20); the common temperature is 20 °C. What is the upward force on 
the glass as a result of surface effects? 


il F= (о)(ла„)(сов 50°) + (а)(жла,)(со$ 50°) = (0.514)[(ж)(0.035)](соз 50°) 4- (0.514)[(2)(0.025)](cos 50^) — 
0.0623 N 


Fig. 1-20 





1.106 In Fig. 1-21a estimate the depression A for mercury in the glass capillary tube. Angle 6 is 40°. 


B Consider the meniscus of the mercury as a free body (see Fig. 1-21b) of negligible weight. Summing forces in 
the vertical direction gives —(o)(zd)(cos 0) 4- (p)(zd^/4) = 0, —(0.514)[(2)(0.002)](cos 40°) + 
[(13.6)(9790)(5)][(2)(0.002)"/4] — 0, 5 — 0.00591 m, or 5.91 mm. Actual ^ must be larger because the weight of 
the meniscus was neglected. 





4 ; 
vy 


Fig. 1-21(a) Fig. 1-21(5) 


1.107 A narrow trough (Fig. 1-22) is filled with water at 20?C to the maximum extent. If the gage measures a gage 
pressure of 2.8458 kPa, what is the radius of curvature of the water surface (away from the ends)? 


i р = O/r = Pgage — 7d = 2845.8 — (9790)(0.290) = 6.70 Pa gage 
6.70 = 0.0728/r r=0.01087m or 10.87 mm 





Fig. 1-22 


1.108 Water at 10°C is poured into a region between concentric cylinders until water appears above the top of the 
open end (see Fig. 1-23). If the pressure measured by a gage 42 cm below the open end is 4147.38 Pa gage, what 
is the curvature of the water at the top? 

i p= O/F = Page — Yd = 4147.38 — (9810)(0.42) = 27.18 Pa gage 
27.18 = 0.0742/r r=0.00273m or 2.73mm 
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Top view Fig. 1-23 


The rate of twist « of a shaft of any shape may be found by using Prandtl’s soap-film analogy. A soap film is 
attached to a sharp edge having the shape of the outside boundary of the shaft cross section (a rectangle here, as 
shown in Fig. 1-24). Air pressure is increased under the film so that it forms an elevated curved surface above 
the boundary. Then 


|. M, Ap 
"| 4oGV 





a (radians per unit length) 


where Ap = gage air pressure under the soap film, M, = torque transmitted by actual shaft, G = shear modulus 
of actual shaft, and V = volume of air under the soap film and above the cross section formed by the sharp 
edge. For the case at hand, Ap — 0.4 Ib/ft? gage and V — 0.5 in?. The angle 0 along the long edge of the cross 
section is measured optically to be 30°. For a torque of 600 Ib - ft on a shaft having G — 10 x 10 Ib/in?, what 
angle of twist does this analogy predict? 


M,Ap 


I * = 00GV 





To get o, consider a unit length of the long side of the shaft cross section away from the ends (see Fig. 1-24c). 
For equilibrium of the film in the vertical direction (remembering there are two surfaces on each side) 
(—4)[(0)(L)(cos @)] + pA = 0, (—4)[(0)(4)(cos 30°)] + (0.4)[(0.5)(1)/144] = 0, o = 0.00481 lb/ft; 








_ (600)(0.4) _ 
а = (4 (0,00481)[(10 x 10®)(144)](0.5/1728) 0299 rad/tt 
M 
0.5 in Soap 
+ 0.5 in 5 t^ 
TE 
Edge of the 
shaft tm 
Fig. 1-24(a) Fig. 1-24() Fig. 1-24(c) 


In using Prandtl’s soap-film analogy (see Prob: 1.109), we wish to check the mechanism for measuring the 
pressure Ap under the soap film. Accordingly, we use a circular cross section (Fig. 1-25) for which we have an 
accurate theory for determining the rate of twist a. The surface tension for the soap film is 0.1460 N/m and 
volume V under the film is measured to be 0.001120 m?. Compute Ap from consideration of the soap film and 
from solid mechanics using the equation given in Prob. 1.109 and the well-known formula from strength of 
materials 

M, 


Gg 


where J, thé polar moment of inertia, is 2r*/2. Compare the results. 
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f From consideration of the film (see Fig. 1-25), —20m d cos 45° + (Ар)(л4)/4 = 0, | 
— (2)(0.1460)(2)(225)(соѕ 45?) - (Ap)[(z) (3000) /4] — 0, Ap — 4.13 Pa gage. From strength of materials, equate 
«’s for the equations given in this problem and in Prob. 1.109. 





200 4 A 1. 
М.Ар М, у 1С 00, 91571 т“ P 


= —————————— Ap = 4.16 Pa gage 
40GV GJ 2 (4)(0.1460)(0. 001120) - 0.0001571 


The pressure measurement is quite close to what is expected from theory. 


Soap 
film ` 
N 





| 


з LL («ы 


Fig. 1-25(a) - Fig. 1-25(b) Fig. 1-25(c) 





1111 Find the capillary rise in the tube shown in n Fig. 1-26 for a water-air- glass interface (0 — 0?) if the tube radius is 
1 mm and the temperature is 20°C. 7” 


x 


I h= 20 соѕӨ cos 0 _ @@0. 0728)(cos 0°) 


=0.0148m or 14.8mm 
pgr (1000)(9.81) (zoos) 





Fig. 1-26 
1.112 Find the capillary rise in the tube shown in Fig. 1-26 for a mercury—air—glass interface with 6 = 130° if the tube 
radius is 1 mm and the temperature is 20°C. 


20 соѕӨ (2)(0.514)(соѕ 130°) 
I = £208 8 _ OTC EY -5. 
h per (13 570)(9.81) Gd —0.0050 т ог —5.0mm 


1113 ifa bubble is equivalent to an air-water interface with o — 0.005 Ib/ft, what is the pressure difference between 
the inside and outside of a bubble of diameter 0.003 in? 


І р = 20/1ғ = (2)(0.005) /[(0.003/2)/12] = 80.0 Ib/ft? 


1114 A small circular jet of mercury 200 um in diameter issues from an opening. What is the pressure difference 
between the inside and outside of the jet at 20°C? 


I See Fig. 1-27. Equating the force due to surface tension (20L) and the force due to pressure (pDL), 
20L = pDL, p =20/D = (2)(0.514)/(200 x 107°) = 5140 Pa. 
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Fig. 1-27 


The surface tensions of mercury and water at 60 °C are 0.47 N/m and 0.0662 N/m, respectively. What 
capillary-height changes will occur in these two fluids when they are in contact with air in a glass tube of radius 
0.30 mm? Use 0 — 130? for mercury, and 0? for water; y — 132.3 kN/m? for mercury, and 9.650 kN/m? for water. . 


1 h= 20 сов 0 
pgr 
For mercury: 


2 (2)(0.47)(сов 130%) | 


= (432 300)(0.30/1000) “ ”9:0152ш or —15.2mm 


For water: 


. (2)(0.0662)(cos 0?) 


- (9650)(0.30/1000) - 0.0457 m or 45.7mm 


At 30°C what diameter glass tube is necessary to keep the capillary-height change of water less than 2mm? . 


І h= 2ø cos 0 2 (2)(0.0712)(соѕ 0°) 
pgr 1000 (996)(9.81)() 
r=0.00729m ог 7.29 тт а = (2)(7.29) = 14.6 т (or greater) 


A 1-in-diameter soap bubble has an internal pressure 0.0045 Ib/in? greater than that of the outside atmosphere. 
Compute the surface tension of the soap-air interface. Note that a soap bubble has two interfaces with air, an 
inner and outer surface of nearly the same radius. 


I i p=4o/r — (0.0045)(144) = (4)(0)/[()/12] — o — 0.00675 Ib/ft 


What force is required to lift a thin wire ring 6 cm in diameter from a water surface at 20 °C? 


I Neglecting the weight of the wire, F = oL. Since there is resistance on the inside and outside of the ring, 


- F=(2)(0)(xd) = (2)(0.0728){(x)(0.06)] = 0.0274 N. 


The glass tube in Fig. 1-28 is used to measure pressure p, in the water tank. The tube diameter is 1 mm and the 
water is at 30 °C. After correcting for surface tension, what is the true water height in the tube? 


_20 соз Ө__(2)(0.0712)(соѕ 0°) _ 
! h= per 7 (996)(9.81)[(1)/1000] 0.029m or 2.9cm 


True water height in the tube = 17 — 2.9 = 14.1 cm. 


БЕ 


17cm 


Fig. 1-28 
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An atomizer forms water droplets 45 um in diameter. Find the excess pressure within these droplets for water at 
30 °С? 


I `- p =2a/r = (2)(0.0712)/[(45 x 10-°)/2] = 6329 Pa 


Rework Prob. 1.120 for droplets of 0.0018 in diameter and at 68 °F. 
I | p =2a/r = (2)(0.005)/[(0.0018/2)/12] = 133 lb/ft? or 0.93 Ib/in’ 


What is the pressure difference between the inside and outside of a cylindrical water jet when the diameter is 
2.2 mm and the temperature is 10 °C? (See Fig. 1-27.) 


i р = о/т = 0.0742/0.0011 = 67.5 Ра 


Find the angle the surface tension film leaves the glass for a vertical tube immersed in water if the diameter is 
0.25 in and the capillary rise is 0.08 in. Use o = 0.005 lb/ft. 


I ,-20%806 008  (2)(0.005)(сов 0) 


pgr 12 (1.94)(32.2)[(0.25/2)/12] соѕ Ө = 0.433806 — 0—64.3 





Develop a formula for capillary rise between two concentric glass tubes of radii r, and r; and contact angle 9. 
I See Fig..1-29. Equating the force due to pressure and the force due to surface tension, 


(h)(y)(r? — xr?) = o(2ar, 4 22r, )(cos 0) 


. QXo)Xri t r)cos 0) 20cos8 
|».  yri-n) r-n) 


h 





Fig. 1-29 


Distilled water at 10 °C stands in a glass tube of 9.0-mm diameter at a height of 24.0 mm. What is the true static 
height? 


І h= 20 cos 0 _ (2)(0.0742)(cos 0°) 
per (1000)(9.81)[(9.0/2)/1000] 


True static height — 24.0 — 3.4 — 20.6 mm. 





= 0.0034 т ог 3.4mm 


What capillary depression of mercury (@ = 140°) may be expected in a 0.08-in-diameter tube at 68 °F? 


22008 8 ___(2)(0.0352)(cos 140) __ oon 
i h= тағ 7 (26:34)(32-2/(0.08/2)121” 0.01908 ft ог -0.23іп 





At the top of Mount Olympus water boils at 85 °C. Approximately how high is the mountain? . 


I From Table A-2, water boiling at 85°C corresponds to a vapor pressure of 58.8 kPa. From Table A-8, this 
corresponds to a standard atmosphere elevation of approximately 4200 m. | 
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At approximately what temperature will water boil at an elevation of 12 500 ft? 


B From Table A-7, the pressure of the standard atmosphere at 12 500-ft evevation is 9.205 psia, or 1326 lb/ft” 
abs. From Table A-1, the saturation pressure of water is 1326 lb/ft? abs at about 189 °F. Hence, the water will 
boil at 193 °F; this explains why it takes longer to cook at high altitudes. 


At approximately what temperature will water boil in Denver (elevation 5280 ft)? 


I From Table A-7, the pressure of the standard atmosphere at 5280-ft elevation is 12.12 psia, or 1745 lb/ft” 
abs. From Table A-1, the saturation pressure of water is 1745 lb/ft” abs at about 202 °F. Hence, the water will 
boil at 198 °F. 


Water at 105 °F is placed in a beaker within an airtight container. Air is gradually pumped out of the container. 
What reduction below standard atmospheric pressure of 14.7 psia must be achieved before the water boils? 

B From Table A-1, Py = 162 lb/ft? abs, or 1.12 psia at 105 °F. Hence, pressure must be reduced by 14.7 — 1.12, 
or 13.58 psi. 

At what pressure will 50 °C water boil? 


f From Table A-2, Pv = 12.3 kPa at 50°C. Hence, water will boil at 12.3 kPa. 


At what pressure will cavitation occur at the inlet of a pump that is drawing water at 25 °C? 

B Cavitation occurs when the internal pressure drops to the vapor pressure. From Table A-2, the vapor 
pressure of water at 25 °C is 3.29 kPa. 

For low-speed (laminar) flow through a circular pipe, as shown in Fig. 1-30, the velocity distribution takes the 
form v 2 (B/u)(r — r^), where p is the fluid viscosity. What are the units of the constant B? 

I Dimensionally, (L/T) =[{B}/(M/LT)|(L’), {B} = ML~?T~. In SI units, B could be kg/(m” - s’), or Pa/m. 
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The mean free path L of a gas is defined as the mean distance traveled by molecules between collisions. 
According to kinetic theory, the mean free path of an ideal gas is given by L — 1.26(u/p)(RT) "^, where R is 
the gas constant and T is the absolute temperature. What are the units of the constant 1.26? 


B Dimensionally, L — (1.26 [((M/LT)/(M/)][GZ2/ T?D)(D)] ^, L — (1.26) (L)), (1.26) — 1. Therefore, the 
constant 1.26 is dimensionless. 


The Stokes-Oseen formula for the drag force F on a sphere of diameter d in a fluid stream of low velocity v is 
F - 3nudv * (9x/16)(pv?d^). Is this formula dimensionally consistent? 


I Dimensionally, (F) = (1)(M/LT)(L\(L/T) + (1)(M/L’)(L/T)(LY = (ML/T?) + (ML/T?) = (F) + (F). 
Therefore, the formula is dimensionally consistent. 


The speed of propagation C of waves traveling at the interface between two fluids is given by C = (xo/p,A)'”, 
where À is the wavelength and p, is the average density of the two fluids. If the formula is dimensionally 
consistent, what are the units of o? What might it represent? 


B Dimensionally, (L/T) - [(0)(0)/(M/L*(L)]? - [(0) (L2/M)]?, (o) - M/T? — F/L. In SI units, o could be 
N/m. (In this formula, o is actually the surface tension.) 
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Is the following equation dimensionally homogeneous? a — 2d /t? — 2vo/t, where a = acceleration, d = distance, 
vo = velocity, and t = time. 
I L/T? =(L)((T?) ~ (L/T)/(T) = (L/T?) ~ (L/T?). Therefore, the equation is homogeneous. 


A popular formula in the hydraulics literature is the Hazen-Williams formula for volume flow rate Q in a pipe of 


diameter D and pressure gradient dp/dx: Q = 61.9D*(dp/dx)°™. What are the dimensions of the constant 
61.9? | 


Lo ҚА оя | _ » 08 n 
I Fr LINC) (za) (61.9) = четем 
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241 For the dam shown in Fig. 2-1, find the horizontal pressure acting at the face of the dam at 20-ft depth. 
І р = yh = (62.4)(20) = 1248 lb/ft” 





2.2 For the vessel containing glycerin under pressure as shown in Fig. 2-2, find the pressure at the bottom of the 
tank. . 
i p = 50 + yh = 50 + (12.34)(2.0)=74.68kN/m? ог 74.68 kPa 


Glyccrin 





Fig. 2-2 
2.3 If the pressure in a tank is 50 psi, find the equivalent pressure head of (a) water, (6) mercury, and (c) heavy 
fuel oil with a specific gravity of 0.92. | 
i h=ply, 
(a) h — [(50)(144)]/62.4 — 115.38 ft 
(b) h — [(50)(144)]/847.3 — 8.50 ft 
(c) h — [(50)(144)]/[(0.92)(62.4)] — 125.42 ft 


25 


26 D CHAPTER 2 


2.4 A weather report indicates the barometric pressure is 29.75 in of mercury. What is the atmospheric pressure in 
pounds per square inch? 
I p = yh = [(13.6)(62.4)][(29.75/12)]/144 = 14.61 lb/in? ог 14.61 psi 

2.5 Find the atmospheric pressure in kilopascals if a mercury barometer reads 742 mm. 
I (00 p yh - (133.1) (4 5) 2 98.8kN/m^ or. 98.8kPa 


2.6 A pressure gage 7.0 m above the bottom of a tank containing a liquid reads 64.94 kPa; another gage at height 
4.0 m reads 87.53 kPa. Compute the specific weight and mass density of the fluid. 


i y= Ap/Ah — (87.53 — 64.94)/(7.0 — 4.0) 2 7.53 kN/m? or. 7530 N/m? 
. p = y/g — 1530/9.81 — 786 kg/m? 


23 A pressure gage 19.0 ft above the bottom of a tank containing a liquid reads 13.19 psi; another gage at height 
14.0 ft reads 15.12 psi. Compute the specific weight, mass density, and specific gravity of the liquid. 


i Ap=y(Ah) (15.12 – 13.19)(144) = (y)(19.0 — 14.0) y = 55.6 lb/ft? 
о = ylg —55.6/32.2 — 1.73 slug/ft s.g. — 55.6/62.4 — 0.891 


2.8 An open tank contains 5.7 m of water covered with 2.8 m of kerosene (y — 8.0 kN/m/?). Find the pressure at the 
interface and at the bottom of the tank. 


I | Dis — yh — (8.0)2.8) — 22.4 kPa 
Dv = 22.4 + (9.79)(5.7) = 78.2 КРа 


2.9 An open tank contains 9.4 ft of water beneath 1.8 ft of oil (s.g. = 0.85). Find the pressure at the interface and at 
the bottom of the tank. 


i Pim = yh = [(0.85)(62.4)](1.8)/144 = 0.663 psi 
Poor = 0.663 + (62.4)(9.4)/144 = 4.74 psi 


2.10 If air had a constant specific weight of 0.076 lb/ft and were incompressible, what would be the height of the 
atmosphere if sea-level pressure were 14.92 psia? 


i h=p/y = (14.92)(144)/0.076 = 28 270 ft 


2.11 If the weight density of mud is given by y = 65.0 + 0.2h, where y is in Ib/ft® and depth A is in ft, determine the 
pressure, in psi, at a depth of 17 ft. 


I dp=ydh = (65.0 + 0.2h) dh. Integrating both sides: p = 65.0h + 0.1h?. For h = 17 ft: 
р = (65.0)(17)/144 + (0.1)(17)?/144 = 7.87 psi. 


2.12 If the absolute pressure in a gas is 40.0 psia and the atmospheric pressure is 846 mbar abs, find the gage pressure 
in (a) lb/in?; (b) kPa; (c) bar. . 


Е (а) ^ pas (846)(0.0145) = 12.3 Ib/in? gage = 40.0 — 12.3 = 27.7 Ib /in? 
(b) pa. (40.0)(6.894)=276 KPA Pam = (846)(0.100) = 85 kPa gage = 276 — 85 = 191 kPa 
(с) рь. = 40.0/14.5=2.759 bar gage = 2.759 — 0.846 = 1.913 bar 


2.43 Ifthe atmospheric pressure is 0.900 bar abs and a gage attached toa tank reads 390 mmHg vacuum, what is the 
absolute pressure within the tank? 


І p=yh р; = 0.900 х 100 = 90.0КРа 
Prage = Газ. 6)(9.79)](1009) — 51.9 kPa vacuum or —51.9 kPa 
Pav. = 90.0 + (—51.9) = 38.1 kPa 
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2.14 If atmospheric pressure is 13.99 psia and a gage attached to a tank reads 7.4 inHg vacuum, find the absolute | 
pressure within the tank. 
1 p=yh Peage = [(13.6)(62.4)][(7.4/12)/144] = 3.63 psi vacuum ог —3.63 psi 
Pavs = 13.99 + (—3.63) = 10.36 psia 
2.15 


The closed tank in Fig. 2-3 is at 20°C. If the pressure at point A is 98 kPa abs, what is the absolute pressure at 
point B? What percent error results from neglecting the specific weight of the air? 


Ё р, + ү..Вас 7 Yuyohoc — Yahftos 7 ps; 98 + (0.0118)(5) — (9.790)(5 — 3) — (0.0118)(3) = ps = 78.444 kPa. 
Neglecting air, p, — 98 — (9.790)(5 — 3) = 78.420 kPa; error = (78.444 — 78.420)/78.444 = 0.00031, or 0.031%. 





216 The system in Fig. 2-4 is at 70 °F. If the pressure at point A is 2900 Ib/ft, determine the pressures at points B, 
C, and D. 


І рв = 2900 — (62.4)(4 ~ 3) = 2838 Ib/ft2 рь = 2900 + (62.4)(6) = 3274 1Ь/Н2 
Pc = 2900 + (62.4)(6 — 2) — (0.075)(5 + 3) = 3149 Ib/f£ 


. ett 





Fig. 2-4 


The system in Fig. 2-5 is at 20°C. If atmospheric pressure is 101.03 kPa and the absolute pressure at the bottom 
of the tank is 231.3 kPa, what is the specific gravity of olive oil? 


ШЕ 101.03 + (0.89)(9.79)(1.5) + (9.79)(2.5) + (5.р.)(9.79)(2.9) + (13.6)(9.79)(0.4) - 231.3 s.g. = 1.39 


247 
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2.18 Find the pressures at A, B, C, and D in Fig. 2-6. 


Ё р, = (62.4)(4 + 2) = 374 lb/ft”, pp = —(62.4)(2) = —125 Ib/ft?. Neglecting air, pc = pp = —125 lb/ft?; 
Pp = —125 — (62.4)(4+ 2+ 2) = —624 Ib/ft?. > 





Fig. 2-6 


} 


2.19 The tube shown in Fig. 2-7 is filled with oil. Determine the pressure heads at A and B in meters of water. 


І (һн,о)(Ун,о) - (Мо) (Уы) - (how [(S-8-01) (Yn,0)]; therefore, Вн,о = (Aou)(S-8-0n)- Thus, 44 = 
~ (2.2 + 0.6)(0.85) = —2.38 m H,O and h, — (—0.6)(0.85) 2 —0.51 m H,O. 


Se 





| 
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| Г ; $-+ 085 Fig. 2-7 

| ut | 

| 1 2.20 Calculate the pressure, in kPa, at A, B, C, and D in Fig. 2-8. 

| 1 р, = (0.4 + 0.4)(9.790) = —7.832 kPa; py = (0.5)(9.790) = 4.895 kPa. Neglecting air, pc = pp = 4.895 kPa; 
рь = 4.895 + (0.9)(9.790)(1 +0.5 + 0.4) = 21.636 kPa. 


——— E 





Fig. 2-8 


2.21 Convert 9 psi to (a) inches of mercury, (b) feet of water, (c) feet of ichor (s.g. — 2.94). 


1 (a) h—p/y - [(9)(144)]/[(13.6)(62.4)] — 1.527 ft, or 18.33 inHg 
(b) h = [(9)(144)]/62.4 — 20.77 ft of water 
(e) ^ - [(9)(144)]/[(2.94)(62.4)] 2 7.06 ft ichor 


2.22 Express an absolute pressure of 5 atm in meters of water gage when the barometer reads 760 mmHg. 
1 Pas 7 (5)(101.3)/9.79 — 51.74 m of water Pam = (0.760)(13.6) = 10.34 m of water 
Prage = 51.74 — 10.34 = 41.40 m of water 
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223 Figure 2-9 shows one pressurized tank inside another. If the sum of the readings of Bourdan gages A and B is 
34.1 psi, and an aneroid barometer reads 29.90 inHg, what is the absolute pressure at A, in inHg? 


1 h=ply hy + hy = 34.1/[(13.6)(62. 4)/(12)?] = 69.44 inHg 
(Hi) abe = 29.90 + 69.44 = 99.34 inHg 


Е 
Е 
1 





Fig. 2-9 


Determine the heights of columns of water, kerosene (ker), and nectar (s.g. = 2.94) equivalent to 277 mmHg. 
І (һы,)(Унг) = (Ны,о)(Уно) = (Arcee) (Yer) = (Hnecear) (Ynectar) 
0.277[(13.6)(9.79)] = (һ.,)(9.79) hio 23.77 m 
0.277[(13.6)(9.79)] 7 (^,..)[(0.82)(9.79)] Aye, = 4.59 m 
0.277[(13.6)(9.79)] = (Arcctar)[(2.94)(9.79)] Agectar = 1.28 m 





2225 In Fig. 2-10, if h = 25.5 in, determine the pressure at A. The liquid has a specific gravity of 1.85. 
i p= yh =[(1.85)(62.4)}[25.5/12] = 245.3 lb/ft? or 1.70 psi 








Fig. 2-10 


2.26 For the pressure vessel containing glycerin, with piezometer attached, as shown in Fig. 2-11, what is the 
pressure at point A? 


І p = yh — [(1.26)(62.4))(40.8/12) 7 267 Ib/t£? 


Open to atmosphere 


. Glycerin 





Fig. 2-11 
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For the open tank, with piezometers attached on the side, containing two different immiscible liquids, as shown 
in Fig. 2-12, find the (a) elevation of the liquid surface in piezometer A, (6) elevation of the liquid surface in 
piezometer B, and (c) total pressure at the bottom of the tank. 


B (a) Liquid A will simply rise in piezometer A to the same elevation as liquid A in the tank (i.e., to elevation 
2m). (6) Liquid B will rise in piezometer B to elevation 0.3 m (as a result of the pressure exerted by liquid B) 
plus an additional amount as a result of the overlying pressure of liquid A. The overlying pressure can be 
determined by p = yh = [(0.72)(9.79)](2 — 0.3) = 11.98 kN/m?. The height liquid B will rise in piezometer B as a 
result of the overlying pressure of liquid A can be determined by h = p/y = 11.98/[(2.36)(9.79)] = 0.519 m. 
Hence, liquid B will rise in piezometer B to an elevation of 0.3 m + 0.519 m, or 0.819 m. 

(€) Poottom = [(0.72)(9.79)](2 — 0.3) + [(2.36)(9.79)](0.3) = 18.9 kPa. 


El 2m 











Liquid 4 
(s.g. = 0.72) 






Liquid B 
(s.g. = 2.36) 
: Fig. 2-12 


The air—oil—water system shown in Fig. 2-13 is at 70?F. If gage A reads 16.1 Ib/in? abs and gage B reads 
2.00 Ib/in? less than gage C, compute (a) the specific weight of the oil and (5) the reading of gage C. 


1 (а) (16.1)(144) + (0.0750)(3) + (у.)(2) =рв, рв + (У.)(2) + (62.4)(3) = pc. Since pc — pa — 2.00, 
(You)(2) + (62.4)(3) = (2.00)(144), Yoi = 50.4 Ib/ft®. (Б) (16.1)(144) + (0.0750)(3) + (50.4)(2) = р», 
Pp = 2419 Ib/ft?; pc = 2419 + (2.00)(144) = 2707 Ib/ft, or 18.80 Ib/in?. 


161 1b /in? abs 


C . Fig. 2-13 

For a gage reading at A of —2.50 psi, determine the (a) elevations of the liquids in the open piezometer 
columns £, F, and G and (8) deflection of the mercury in the U-tube gage in Fig. 2-14. Neglect the weight of 
the air. 


Í (a) The liquid between the air and the water would rise to elevation 49.00 ft in piezometer column E as a 
result of its weight. The actual liquid level in the piezometer will be lower, however, because of the vacuum in 
the air above the liquid. The amount the liquid level will be lowered (h in Fig. 2-14) can be determined by 
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(—2.50)(144) + [(0.700)(62.4)](4) = 0, h = 8.24 ft. Elevation at L = 49.00 — 8.24 = 40.76 ft; (—2.50)(144) + 
[(0.700)(62.4)][49.00 — 38.00) = py, pu = 120.5 Ib/ft?. Hence, pressure head at M = 120.5/62.4 = 1.93 ft of 
water. Elevation at N = 38.00 + 1.93 = 39.93 ft; 120.5 + (62.4)(38.00 — 26.00) = po, po = 869.3 lb/ft”. Hence, 
pressure head at O = 869.3/[(1.600)(62.4)] = 8.71 ft (of the liquid with s.g. = 1.600). Elevation at Q = 

26.00 + 8.71 = 34.71 ft. (b) 869.3 + (62.4)(26.00 — 14.00) — [(13.6)(62.4)](A,) =0, A, = 1.91 ft. 


El. 65.008 






El. 14.00 ¢t 





Fig. 2-14 
2.30 A vessel containing oil under pressure is shown in Fig. 2-15. Find the elevation of the oil surface in the attached 
piezometer. 
І Elevation of oil surface in piezometer = 2 + 35 /[(0.83)(9.79)] = 6.31 т 
Air pressure = 35 kPa 
Elev. 21 m f Y 
Oil 
(6.8. -- 0,83) 
Elev. 0 m 








Fig. 2-15 


231 The reading of an automobile fuel gage is proportional to the gage pressure at the bottom of the tank 
(Fig. 2-16). If the tank is 32cm deep and is contaminated with 3 cm of water, how many centimeters of air 
remains at the top when the gage indicates “full”? Use Y,asciinc = 6670 N/m’ and y,;, = 11.8 N/m’. 


B When full of gasoline, Раве = (6670)(0.32) = 2134 Ра. With water added, 2134 — (9790)(0.03) + 
(6670)[(0.32 — 0.03) — A] + (11.8)(4), h —0:0141 m, or 1.41. cm. 
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Fig. 2-16 


2.32 The hydraulic jack shown in Fig. 2-17 is filled with oil at 55 lb/ft’. Neglecting the weight of the two pistons, what 
force F on the handle is required to support the 2200-Ib weight? 


I The pressure against the large and the small piston is the same. p = W/Asrge = 2200/[2(%)"/4] = 
44 818 lb/ft. Let P be the force from the small piston onto the handle. P = pA,jnan = (44 818)[ æ (5) /4] = 244 1b. 
For the handle, 2M, = 0 = (16 + 1)(F) — (1)(244), F = 14.4 Ib. 







Й 
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2.33 Figure 2-18 shows a setup with a vessel containing a plunger and a cylinder. What force F is required to balance 
the weight of the cylinder if the weight of the plunger is negligible? 


I 10 000/500 — [(0.78)(62.4)](15)/144 = F/5 Е-174.61Ь 


NG 

N 
NS 
S 
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Fig. 2-17 


F=? 


Plunger area = 5 in’ 






Cylinder · 
Weight = 10,000 Ib 
Cross-sectional 

area = 500 in? 


Oil (s.g. = 0.78) Fig. 2-18 
2.34 For the vertical pipe with manometer attached, as shown in Fig. 2-19, find the pressure in the oil at point A. 
І Pa + [(0.91)(62.4)](7.22) — [(13.6)(62.4)](1.00) 20 — p, —438.71b/f" or 3.051b/in? 
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Mercury 


(sg. = 13.6) Fig. 2-19 - \ 


A monometer is attached to a tank containing three different fluids, as shown in Fig. 2-20. What will be the 
difference in elevation of the mercury column in the manometer (i.e., y in Fig. 2-20)? 





% I 30 + [0.82)(9.79)](5 — 2) + (9.79)(2 — 0) + (9.79)(1.00) —[(13.6)(9.79]у=0 у = ова 
: Elev.6m 


Elev. 5 m 





Air pressure = 30 kPa 2 


те 


Elv.2m 





Elev. O m 





Mercury 
(s.g. = 13.6) 


, Fig. 2-20 


Oil of specific gravity 0.750 flows through the nozzle shown in Fig. 2-21 and deflects the mercury in the U-tube 
gage. Determine the value of hif if the pressure at A is 20. 0 psi. 


І 2522 200%(0. 750X62. 410. 75 + k h)/144— n m ОУ = o h= 3.758 
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Fig. 2-21 


2.37 Determine the reading A in Fig. 2-22 for p4 — 39 kPa vacuum if the liquid is kerosene (s.g. = 0.83). 


1 | 39 + [(0.83)(9.79)]^=0 А = 4.800 т 





Fig. 2-22 

2.38 In Fig. 2-22, the liquid is water. If h = 9 in and the barometer reading is 29.8 inHg, find p, in feet of water 
absolute. 
i Pat & = (13.6)(29.8/12)  p,4=33.0ft of water absolute 

2.39 In Fig. 2-23, s.g., = 0.84, s.g.; 1.0, A; — 96 mm, and h, = 159 mm. Find p, in mmHg gage. If the barometer 
reading is 729 mmHg, what is p, in mmH,O absolute? 
i Pa + (0.84)(96) — (1.0)(159) 2 0 


pa=78.4mmH,0 gage = 78.4/13.6 = 5.76 mmHg gage 
= 78.4 + (13.6)(729) = 9993 mmH,0O absolute 





Fig. 2-23 
2.40 At 20°C, gage A in Fig. 2-24 reads 290 kPa abs. What is the height h of water? What does gage B read? 


1 290 - [(13.6)(9.79)](15) – 9.798 =175 А = 2.227 т 
Рв — (9.79)(15 + 2.227) =175 рь = 204 КРа 


2.41 


2.42 


2.44 
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Air: 175 kPa abs 


B 
Fig. 2-24 


The U-tube shown in Fig. 2-25a is 10 mm in diameter and contains mercury. If 12.0 mL of water is poured into 
the right-hand leg, what are the ultimate heights in the two legs? 


I After the water is poured, the orientation of the liquids will be as shown in Fig. 2-256; h = 

(12.0 x 10? mm?)/ z (5 mmy — 152.8 mm, (13.6)(240 — L) — 13.6L + 152.8, L = 114.4 mm. Left leg height above 
bottom of U-tube = 240 — 114.4 = 125.6 mm; right leg height above bottom of U-tube = 114.4 + 152.8 = 

267.2 mm. 


Mercury 


120mm 120mm 





h 
L 
+ 


120mm Fig. 2-25(a) 420mm Fig. 2-25(b) 


Assuming sea water to have a constant specific weight of 10.05 kN/m?, what is the absolute pressure at a depth 
of 10 km? 


i p =1+ (10.05)(10 000)/101.3 = 993 atm 


In Fig. 2-26, fluid 2 is carbon tetrachloride and fluid 1 is benzene. If p,,,, is 101.5 kPa, determine the absolute 
pressure at point A. 


i 101.5 + (15.57)(0.35) — (8.62)(0.12)=p, ра = 105.9 КРа 
Patm 
fluid 1 
35cm 
12cm 


fluid 2 Fig. 2-26 


In Fig. 2-27a, the manometer reads 4 in when atmospheric pressure is 14.7 psia. If the absolute pressure at A is 
doubled, what is the new manometer reading? 


F pa + (62.4)(3.5) — [(13.6)(62.4)](5) = (14.7)(144), pa = 2181 lb/ft”. If p, is doubled to 4362 lb/ft”, the 
mercury level will fall x inches on the left side of the manometer and will rise by that amount on the right side of 
the manometer (see Fig. 2-27b). Hence, 4362 + (62.4)(3.5 + x/12) — [(13.6)(62.4)][(4 + 2x)/12] = (14.7)(144), 

x = 16.0 in. New manometer reading = 4 + (2)(16.0) = 36.0 in. 


36 7 CHAPTER 2 





Water 
3.5 ft 
5 ur 
m m 
Mercury pis, 2-27(a) Fig. 2-27(5) 


2.45 In Fig. 2-28a, A contains water, and the manometer fluid has density 2900 kg/m?. When the left meniscus is at 
zero on the scale, p4 — 100 mm of water. Find the reading of the right meniscus for p4 = 10 kPa with no 
adjustment of the U-tube or scale. 


Е First, determine the reading of the right meniscus for p4 — 100 mm of water (see Fig. 2-28b): 

100 4- 500 — 2.905 = 0, h — 206.9 mm. When p, — 10 kPa, the mercury level will fall some amount, d, on the left 
side of the manometer and will rise by that amount on the right side of the manometer (see Fig. 2-28b). Hence, 
10/9.79 + (500 + d)/1000 — [(206.9 + 2d)/1000](2.90) = 0, d = 192.0 mm. Scale reading for p, — 10 kPa is 

206.9 + 192.0, or 398.9 mm. 





Fig. 2-28(a) Fig. 2-28(5) 


2.46 A manometer is attached to a conduit, as shown in Fig. 2-29. Calculate the pressure at point A. 


b | І Pa + (62.4)[(5 + 15)/12] – [(13.6)(62.4)10) =0 р, = 9571/6 








Water 


сла ть 


Мегсигу 
(5.8. = 13.6) 





Fig. 2-29 


Aretes gem 


< 2.47 A manometer is attached to a pipe containing oil, as shown in Fig. 2-30. Calculate the pressure at point A. 
i pa + [(0.85)(9.79)](0.2) — (9.79)(1.5)=0 © р„=13.02КЇЧ/т? 
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Qil (s.g. = 0.85) 


Water Fig. 2-30 


A monometer is attached to a pipe to measure pressure, as shown in Fig. 2-31. Calculate the pressure at 
point A. 


i Pa + (62.48) —[(13.6(62.4)]($) 20 рл = 331 њи 








Orifice 


; Mercury 


(8-139 Fig. 231 


2.49 A glass U-tube open to the atmosphere at both ends is shown in Fig. 2-32. if.the U-tube contains oil and water 
as shown, determine the specific gravity of the oil. 


I [(s-g-01)(9.79)](0.35) — (9.79)(0.30) = 0 E S-g.on = 0.86 
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2.50 A differential manometer is shown in Fig. 2-33. Calculate the pressure difference between points A and B. 
І pa * [(0.92)(62.4)][(x + 12)/12] — [(13.6)(62.4)](33) — ((0.92)(62.4)][(x + 24)/12] = рь 
; ` Pa— Psa= 906 lb/ft? 
Oil (s.g. = 0.92) 
; Oil (s.g. = 092) 
{ 
! 
| Mercury (s.g. = 13.6) Fig. 2-33 
| 2.51 A differential manometer is attached to a pipe, as shown in Fig. 2.34. Calculate the pressure difference between 
| . points A and B. 
е oOo рл + 100.91)(62.4)](у/12) – [(13.6)(62.4)]10%) — [(0.91)(62.4)][v — 4/12] — P» 
Pa рв = 2640b/ft 
Oil (s.g. = 0.91) 
Mercury ` 
(s.g. = 13.6) Fig. 2-34 
2.52 


A differential manometer is attached to a pipe, as shown in Fig. 2-35. Calculate the pressure difference between 
points A and B. 


І Ра — [00.91)(62.4)](у/12) – [(13.6)(62.4)](2) + [(0.91)(62.4)]f(y + 4)/12] = рь 
Е Pa— Pp = 264 lb/ft? 


Mercury 
(s.g. = 13.6) 

















ETB 
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2.53 For the configuration shown in Fig. 2-36, calculate the weight of the piston if the gage pressure reading is 
70.0kPa. 


I Let W = weight of the piston. W/[(2)(1)?/4] — [(0.86)(9.79)}(1) = 70.0, W = 61.6 К\Ч. 








}+—1-m diameter —+| 


(s.g. = 0.86) 


Fig. 2-36 
2.54 A manometer is attached to a horizontal oil pipe, as shown in Fig. 2-37. If the pressure at point A is 10 psi, find 


the distance between the two mercury surfaces in the manometer (i.e., determine the distance y in Fig. 2-37). 
1 (10)(144) + [(0.90)(62.4)[(3 + у) – [(13.6)(62.4]у=0 у= 2.036 ог 24.4 іп 


Oil (s.g. = 0.90) 


= 13.6) 
Fig. 2-37 


2.55 A vertical pipe with attached gage and manometer is shown in Fig. 2-38. What will be the gage reading in 
pounds per square inch if there is no fiow in the pipe? 


1 Gage reading + [(0.85)(62.4)](2 + 8)/144 — [(13.6)(62.4)](48)/144=0 — Gage reading — 5.16 psi 


2.56 A monometer is attached to a vertical pipe, as shown in Fig. 2-39. Calculate the pressure difference between 
points A and B. 


I ра – (62.4)(5 + 1) – [(13.6)(62.4)]02) + (62.4)(2+ 1) = рь 
ра – рв = 1841/02 or 13.11b/in? 


2.57 A manometer is attached to a water tank, as shown in Fig. 2-40. Find the height of the free water surface above 
the bottom of the tank. 


1 (9.79)(H — 0.15) —[(13.6)(9.79)](0.20)=0 Н =2.87 т 
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Oil 
(s.g. = 0.85) 


Mercury 
(s.g. = 13.6) 


Fig. 238. 





Mercury (s.g. 13.6) 


ў 


m" 





Fig. 2-39 
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Mercury 
(sg = 13.6) Fig. 2-40 


158 A differential manometer is attached to two tanks, as shown in Fig. 2-41. Calculate the pressure difference 
between chambers A and B. 


І Pa + [(0.89)(9.79)](1.1) + [(13.6)(9.79)](0.3) — [(1.59)(9.79)](0.8) = рь 


Pa~Pa=~37.1kN/m = (i.€., Pp > Pa) 






Chamber B 





Mercury Fig. 2-41 


2.59 Calculate the pressure difference between A and B for the setup shown in Fig. 2-42. 
| ШІ р,--(62.4)(66.6/12) - [(13.6)(62.4)](40.3/12) + (62.4)(22.2/12) | 
— [(13.6)(62.4)](30.0/12) — (62.4)(10.0/12) = р» 
Da Pa = 4562 1b/f? or 31.71Ь/їп? 


2.60 Calculate the pressure difference between A and B for the setup shown in Fig. 2-43. 
І Pa — (9.79)x — [(0.8)(9.79)](0.70) + (9.79)(х – 0.80) =рь ра – рв = 13.3 КҸ/т? 
2.61 Calculate the pressure difference between A and B for the setup shown in Fig. 2-44. 
i рл + (62.4)(x + 4) —[(13.6)(62.4)](4) + (62.4)(7 -x) =pp 
C Pa —pPna =27081b/ft? or 18.81b/in? 
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Mercury 
(s.g. = 13.6) Fig. 2-42 


Oil (s.g. = 0.8) 





| 


x m 4- 0.70 m — 1.50 m — (x — 0.80) m 


Fig. 2-43 
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Mercury (s.g. = 13.6) Fig. 2-44 


262 Vessels A and B in Fig. 2-45 contain water under pressures of 40.0 psi and 20.0 psi, respectively. What is the 
deflection of the mercury in the differential gage? 


8 (40.0)(144) + (62.4)(x +h) — [(13.6)(62.4)]h + 62.4y = (20.0)(144). Since x + y = 16.00 — 10.00, or 6.00 ft, 
h=4.14ft. 


Water 


210.00 £t 





Fig. 2-45 


26 For a gage pressure at A in Fig. 2-46 of —1.58 psi, find the specific gravity of gage liquid B. 
| Е (-1.58)(144) --((1.60)(62.4)|(10.50 - 9.00) — (0.0750)(11.25 — 9.00) -- (6.6... 2)(62. oa. 25 – 10.00) =0 
S.-iq. n = 1.00 
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2.64 


2.65 


2.66 
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11.25 Ft 






10.00 ft 
Liquid B 


$7719 — — gie 246 


In Fig. 2-47, liquid A weighs 53.5 Ib/f? and liquid B weighs 78.8 Ib/f?. Manometer liquid M is mercury. If the 
pressure at B is 30 psi, find the pressure at A. 
1 Pa — (53.5)(6.5 + 1.3) + [(13.6)(62.4)](1.3) + (78.8)(6.5 + 10.0) = (30)(144) 


Pa = 2334 lb/ft? or 16.2 Ib/in? 


1.3 ft 





Fig. 2-47 


What would be the manometer reading in Fig. 2-47 if ps — pa is 165 kPa? 


B Converting to Ib/ft?, p, — p, = 3446 lb/ft?. The mercury level will rise some amount, x, on the left side of the 
manometer and will fall by that amount on the right side of the manometer (see Fig. 2.48). Hence, taking 
weight densities from Prob. 2.64, pa — (53.5)(6.5 + 1.3 +x) + [(13.6)(62.4)](1.3 + 2x) + (78.8)(6.5 + 10.0—x)= 
Рв, 1644х + 1986 = p, — pa = 3446, x = 0.89 ft; manometer reading = 1.3 + (2)(0.89) = 3.08 ft. 





In Fig. 2-49, water is contained in A and rises in the tube to a level 85 in above A; glycerin is contained in B. 
The inverted U-tube is filled with air at 23 psi and 70°F. Atmospheric pressure is 14.6 psia. Determine the 


2.67 


2.68 


2.69 
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difference in pressure (psi) between A and B if у is 16 in. What is the absolute pressure in B in inches of 
mercury and in feet of glycerin? 


І — (62.4)(%) = (23)(144) рл = 3754.016/62 
рв- кізе (65 16/12 = (23)(144) ps —3764.11b/ft 
Pa — Ps = 3754.0 — 3764.1 = —10.11b/ft?_ or -—0.0701b/in? 
(р.ь)в - (3764.1/144 + 14.6)/[(13.6)(62.4)/(12)°] = 83.0 inHg 
(Pavs)a = (3764.1/144 + 14.6)/[(1.26)(62.4)/(12)*] = 895.4in or 74.6 ft of glycerin 





Fig. 2-49 


Gas confined in a rigid container exerts a gage pressure of 150 kPa when its temperature is 7 °C. What pressure 
would the gas exert at 67 °C? Barometric pressure remains constant at 719 mmHg. 


І Pam = [(13.6)(9.79)](0.719) =95.7kPa р, = 95.7 + 150 = 245.7 kPa 
PiV,/T, = p2Ve/T, — (245.7)(V)/(273 + 7) = (p2)(V)/(273 + 67) [V (volume) is constant] 
Рг = 298.4 КРа (absolute) = 298.4 — 95.7 = 202.7 kPa (gage) 


In Fig. 2-50, atmospheric pressure is 14.6 psia, the gage reading at A is 6.1 psi, and the vapor pressure of the 
alcohol is 1.7 psia. Compute x and y. 


I Working in terms of absolute pressure heads, [(6.1 + 14.6)(144)]/[(0.90)(62.4)] – х = 
(1.7)(144)/[(0.90)(62.4)], x = 48.72 ft; [(6.1 + 14.6)(144)]/[(0.90)(62.4)] + (y + 4.2) — (4.2)(13.6/0.90) = 0, y = 
6.19 ft. 


Alcohol vapor only 





In Fig. 2-50, assume the following: atmospheric pressure = 858 mbar abs, vapor pressure of the 
alcohol = 160 mbar abs, x = 2.90 m, y = 2.10 m. Compute the reading on the pressure gage (рл) апа on the 
manometer (z). | 
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B Working in terms of absolute pressure heads, [(p4) gage + 858](0.100)/[(0.90)(9.79)] — 2.90 = 
(160)(0.100)/[(0.90)(9.79)], (p4),,,. — —442 mbar; [(—442 4- 858)(0.100)]/[(0.90)(9.79)] 4- (2.10 - z) — 
2 (2)(13.6/0.90) = 0, 2 = 0.483 т. 


2.70 A pipeline contains an incompressible gas (y = 0.05 lb/ft*) at rest; at point A the pressure is 4.69 іп of water. 
What is the pressure, in inches of water, at point B, 492 ft higher than A? 


f The change in pressure in the atmosphere must be considered; assume, however, that Yair = 0.076 1b/ ft? is 


constant. 
(Pal Y)avs = (Pal Yam + 4.69/12 ft of water (1) 
(Psl Y)avs = (рвЇҮ) + x/12 ft of water (2) 
Subtracting Eq. (2) from Eq. (1), 
(Pal Y)avs — (Pa! Yate = (Pal Yam — (Pa! У) + 4.69/12 — x /12 (3) 


(Pal Y)atm — (Pa! Y)atm = 492 ft of air = (492)(0.076/62.4) = 0.599 ft of water 
(pal Y)avs — (Pa! Y)abs = 492 ft of gas = (492)(0.05/62.4) = 0.394 ft of water 
Substituting these relationships into Eq. (3), 0.394 = 0.599 + 4.69/12 — x/12, x = 7.15 in of water. 


2.71 Determine the pressure difference between points A and B in Fig. 2-51. 


Fp, + [(.88)(9.79)](0.21) — [(13.6)(9.79)](0.09) — [(0.82)(9.79)](0.41 — 0.09) 
+ (9.79)(0.41 — 0.15) — (0.0118)(0.10) = ps 


Pa—Pa= 10.2 kPa 





Benzene 


Mercury Water Fig. 2-51 


2.72 In Fig. 2-52, if ps — p, = 97.4 kPa, calculate Н. 
І Ра — (9.79)(Н /100) – [(0.827)(9.79)](:5) + [(13.6)(9.79)][(34 + Н + 17)/100] = р» 
1.234Н + 66.53 = рь – рд = 97.4 Н = 25.0 ст 


Meriam 
red oil, 
s.g. = 0.827 


Mercury 





Fig. 2-52 
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For Fig. 2-53, if fluid 1 is water and fluid 2 is mercury, and z, = 0 and z, = —11 cm, what is level z, at which 
Da = Р ‘atm? 


I 0+ (9.79)[0 — (—11)]/100 — [(13.6)(9.79)][z — (—11)]/100=0 2 = –10.19ст 
Open. Pat m 


24. Ра 





> Ир. 2-53 


The inclined manometer in Fig. 2-54a contains Meriam red manometer oil (s.g. = 0.827). Assume the reservoir 


is very large. What should the angle 6 be if each inch along the scale is to represent a change of 0.8 lb/ft? in 
gage pressure p,? 


f From Fig. 2-546, Ap = yAz, or 


0.8 lb/ft” = [(0.827)(62.4 Ib/ft*)](+ ft)(sin 0) 
from which @ = 10.72°. 





Reservoir Fig. 2-54(a) Fig. 2-54(b) 


The system in Fig. 2-55 is at 20 °C. Compute the absolute pressure at point A. 
I Ра + [(0.85)(62.4)](5) – [(13.6)(62.4)](5) + (62.4)(5) = (14.7)(144) pa =2691 lb/ft? abs - 


Water 





Pa = 14.7 lb /in? 


Mercury Fig. 2-55 


Very small pressure differences p4 — p, can be measured accurately by the two-fluid differential manometer 
shown in Fig. 2-56. Density p; is only slightly larger than the upper fluid p,. Derive an expression for the 
proportionality between h and p, — pz if the reservoirs are very large. 


f pa + p.ghi— pigh — pig(hi ~h) ^ Ps, PA — Pn = (05 — pi)gh. If (p; — p.) is small, ^ will be large (sensitive). 





Fig. 2-56 
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2.77 Water flows downward in a pipe at 35°, as shown in Fig. 2-57. The pressure drop p; — p2 is partly due to gravity 
and partly due to friction. The mercury manometer reads a 5-in height difference. What is the total pressure 


drop p, — p;? What is the pressure drop due to friction only between 1 and 2? Does the manometer reading 
correspond only to friction drop? 


I р. + (62.4)(6 sin 35° + x/12 + 5) – [(13.6)(62.4)](5) – (62.4)(х/12) =р, 
Pi—P2=112.9lb/ft? ^ (total pressure drop) 
Pressure drop due to friction only = [(13.6)(62.4) — 62.4](4) = 327.6 lb/ft? 


Manometer reads only the friction loss. 





Mercury 
" Fig. 2-57 


2.78 Determine the gage pressure at point A in Fig. 2-58. 
ШЕ pa —(9.79)(0.50) + (0.0118)(0.33) + [(13.6)(9.79)](0. 17) — ((0.83)(9.79)](0.44) 20 — p4 — —14.17 kPa 


Patm 





Water Mercury Fig. 2-58 
2.79 In Fig. 2-59, calculate level ^ of the oil in the right-hand tube. Both tubes are open to the atmosphere. 
1 0 + (9.79)(0.110 + 0.240) – [(0.83)(9.79)](0.240 + h) 2 0 ћ = 0.1817 тю = 181.7 тт 


280mm 





- Бір. 2-59 
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2.80 In Fig. 2-602 the inclined manometer measures the excess pressure at A over that at B. The reservoir diameter 
is 2.5 in and that of the inclined tube is 1 in. For 0 — 32? and gage fluid with s.g. = 0.832, calibrate the scale in 
psi per ft. l 
І рал= ү(Аћ + Ау) +рь (see Fig. 2-60b) рд-р»-ү(АЙ-- Ау) 
From Fig. 2-60b, (A4)(Ay) = (As)(R) or Ay = AgR/A4, Ah =R sin 0, p, — ps — y(Rsin 0 - AR/A,) - 
yR(sin 0 *- A4/A4), As/A4 = [2()2/4]/(2(2.5)2/4] = 385; p4 — ps 7 [(0.832)(62.4)](R)(sin 32° + ү5)/144 = 
0.1947R. The scale factor is thus 0.1947 psi/ft. 





Fig. 2-60(a) 





Fig. 2-60(b) 


2.81 Determine the weight W that can be equilibrated by the force acting on the piston of Fig. 2-61. 
1 рі = р. = ВІА, = EJA; 1.25/[2(35)2/4] = № /[2(250)?/4] W = 63.8 КМ 


250mm diam 





Fig. 2-61 


2.82 Neglecting the container’s weight in Fig. 2-62, find the force tending to lift the circular top CD. 
1 Pcp —[(0.8)(62.4)](4) 20 — pc» = 199.7 lb/ft? F = pA = (199.7)[(2.5)?/4] = 980 Ib 





| att 


25ft diam 
с 





20 in.l: 


diam А 3 in. diam 


5.9.20.8 


Fig. 2-62 
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Find the force of oil on the top surface CD of Fig. 2-62 if the liquid level in the open pipe is reduced by 1.3 m. 
Ш pov — ((0.8)(62.4)][4 — (1.3) 3.281) 20 Pep = —13.241b/f?  (i.e., a downward pressure by CD) 
F-pA-(-1324)[1(2.5/4] 2 —65.01b 

A drum 2.25 ft in diameter filled with water has a vertical pipe of 0.70-in diameter attached to the top. How 
many pounds of water must be poured into the pipe to exert a force of 1500 Ib on the top of the drum? 
І р = ЕЈА = 1500/[2:(2.25)/4] = 377.316/#2 h = p/y =377.3/62.4 = 6.05 ft 

Wi,0 = (6.05)[2(0.70/12)?/4](62.4) = 1.01 Ib 
In Fig. 2-63, the liquid at A and B is water and the manometer liquid is oil with s.g. = 0.80, h, = 300 mm, 


ћ = 200 mm, and h; = 600 mm. (a) Determine p, — ps. (b) If p» — 50 kPa and the barometer reading is 
730 mmHg, find the absolute pressure at A in meters of water. 


Е (а) DA — (9.79) (385) — [(0.80)(9.79)) (499) --(9.79%) -ра Pa — Pe = -1.37 kPa 
- (b) ра- (9.79)(%%) - ((0.80)(9.79)|(%%) -- (9.79)(1%) - 50 
Pa =48.63kPa (раре) - 48.63/9.79-- 2 (13.6) - 14.90т water (absolute) 





Fig. 2-63 


In Fig. 2-63, s.g., — 1.0, s.g.; = 0.96, s.g.3 = 1.0, 2, =h, = 269 mm, and h; = 1.2m. Compute p, — pz in 
millimeters of water. 


I Pa — (1.0)(269) — (0.96)(269) + (1.0)(1200) =p» Pa — P» = —673 mm of water 

In Fig. 2-63, s.g., — 1.0, s.g.2 = 0.94, s.g., — 1.0, h, 2 300 mm, k, = 1.1 m, and p4 — Pa = —360 mm of water. 
Find the gage difference (h2). 

F р„- (1.0)(300) — (0.94)(h2) + (1.0)(1100)=ps Pa — Ps = —360 = —800 + (0.94)(h2) h2 = 468 mm 


What is the pressure difference, in pounds per square inch, of a 1000-ft water column? 


1 p = yh = (62.4)(1000)/144 = 433 psi 


“ 


Find the pressure at a point 9.5 m below the free surface in a fluid whose density varies with depth ^ (in m) 
according to 


р = (450 kg/m?) + (11 kg/m‘)h 
I dp=ydh = pg dh =(g)(450 + 11h) dh. Integrating both sides: p = (g)(450h + 11h?/2). For h =9.5 m: 
р = (9.81)[(450)(9.5) + (11)(9.5)?/2] = 46.807 kPa. 
If atmospheric pressure is 29.72 inHg, what will be the height of water in a water barometer if the temperature 
of the water is (a) 50°F, (6) 100 °F, апа (с) 150%Е? 
i р = yh = [(13.6)(62.4)](29.72/12) = 2102 lb/ft? or 14.60 1b/in? 


(a) At 50°F, y = 62.4 lb/ft? and Papor = 25.7/144, or 0.178 Ib/in?, hj, — (14.60 — 0.178)(144)/62.4 — 33.28 ft. 
(b) At 100°F, y = 62.0 Ib/ft? and pyspor = 133, OF 0.938 Ib/in?, hys,0 = (14.60 — 0.938)(144)/62.0 = 31.73 ft. 
(с) At 150°F, y = 61.2 lb/ft? and Pyapor = $48, or 3.78 Ib/in?, Ajo — (14.60 — 3.78)(144)/61.2 — 25.46 ft. 
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2.91 A bicycle tire is inflated at sea level (where atmospheric pressure is 14.6 psia and the temperature is 69 °F) to 
65.0 psi. Assuming the tire does not expand, what is the gage pressure within the tire on the top of Everest 
(altitude 30 000 ft), where atmospheric pressure is 4.3 psia and the temperature is —38 °F? 


f Let subscript 1 indicate sea level and subscript 2 indicate altitude 30 000 ft. 


(Pi)avs = 14.6 + 65.0 = 79.6 рѕіа PiV,/T, = p2V3/T, 
(79.6)(V)/(460 + 69) = (p2)(V)/{460 + (—38)] (Vis constant) 
(P2)avs = 63.5 psia (Pz) gage = 63.5 — 4.3 = 59.2 psi 


2.92 Find the difference in pressure between tanks A and B in Fig. 2-64 if d, =330 inm, 4, = 160 тт, 4; = 480 тт, 
and d, = 230 тт. 


І рл + (9.79)(0.330) – [(13.6)(9.79) [00.480 + 0.230 ѕіп 45°) = рь Pa — Pp = 82.33 kPa 





Fig. 2-64 


293 A cylindrical tank contains water at a height of 55 mm, as shown in Fig. 2-65. Inside is a smaller open cylindrical 
tank containing cleaning fluid (s.g. = 0.8) at height A. If p4 — 13.40 kPa gage and pc — 13.42 kPa gage, what are 
gage pressure p, and height h of cleaning fluid? Assume that the cleaning fluid is prevented from moving to the 
top of the tank. 


I Pa + (9.79)(0.055) = 13.42 р, = 12.88 kPa | 
12.88 -- (9.79)(0.055 — A) - [(0.8)(9.79)]h = 13.40 h =0.00942 m = 9.42 mm 





Kerosene рв Pe ^ Fig.2-65 


2.94 An open tube is attached to a tank, as shown in Fig. 2-66. If the water rises to a height of 800 mm in the tube, 
what are the pressures p,, and pz of the air above the water? Neglect capillary effects in the tube. 


I РА — (9.79)[(800 — 300 — 100)/1000]=0 p,=3.92kPa 
Px — (9.79)[(800 — 300)/1000]=0 р» = 4.90 КРа 
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2.95 For the setup shown in Fig. 2-67, what is the pressure p, if the specific gravity of the oil is 0.82? 
І Pa + [(0.82)(9.79)](3) + (9.79)(4 — 3) — [(13.6)(9.79)](0.320)=0 р, = 8.73 kPa 





2.96 For the setup shown in Fig. 2-68, calculate the absolute pressure at a. Assume standard atmospheric pressure, 
101.3 kPa. 


І 101.3 + (9.79)(0.600 — 0.200) — [(13.6)(9.79)](0. 140) + [(0.83)(9.79)](0. 140 + 0.090) = p4 
Pa = 88.44 kPa 






ой 
specific 
x gravity = 0.83 


LL Fig. 2-68 


2.97 A force of 460 N is exerted on lever AB, as shown in Fig. 2-69. End B is connected to a piston which fits into a 
cylinder having a diameter of 60 mm. What force F; acts on the larger piston; if the volume between C and D is 
filled with water? 


f Let F- = force exerted on smaller piston at C: Fc — (460)(£28) — 843 N. Fc/Ac — Fp/ Ap, (843)/[7(109) /4] — 
Fol [1 (359) /4], F5 — 15 830 N, or 15.83 kN. 





Fig. 2-69 


[| CHAPTER 3 
Forces on Submerged Plane Areas 


234 If a triangle of height d and base b is vertical and submerged in liquid with its vertex at the liquid surface (see 
Fig. 3-1), derive an expression for the depth to its center of pressure. 


4,473 (2d/3\(bd/2)_ 


Of 


h 
Һар 


J В = В. + 





le 2d,  bd'[36 3а 
4 


а 


1 


— b ——4 Fig. 3-1 


32 If a triangle of height d and base b is vertical and submerged in liquid with its vertex a distance a below the 
liquid surface (see Fig. 3-2), derive an expression for the depth to its center of pressure. 





1 һы = һы + = (0+), la м) ё 
Фоса А 3/ “(а --24/3)(Ьа/2) 3) 18(а+24/3) 
_ 18(a? + 4ad/3 + 4d?/9) +d? _ 6a” + 8ad + 3d” 
7 18а + 24/3) 1 6а + 24/3) 





H- b > Fig. 3-2 


3.3 Ifa triangle of height d and base b is vertical and submerged in liquid with its base at the liquid surface 
(see Fig. 3-3), derive an expression for the depth to its center of pressure. 


L, d. bd[36 а 
1 h =h, +42 =f 0 
wat, A 3^ (di3)bdi2) 3- 





d d 
6 2 


53 
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-ь- 
d 


ор Fig. 3-3 


A circular area of diameter d is vertical and submerged in a liquid. Its upper edge is coincident with the liquid 


3.4 
surface (see Fig. 3-4). Derive an expression for the depth to its center of pressure. 
_ I, d, nd'óàÀ | d,d Sd 
I hep = heat 7A 2* d/D(ad/4) 28 8 





A vertical semicircular area of diameter d and radius r is submerged and has its diameter in a liquid surface (see 





3.5 
Fig. 3-5). Derive an expression for the depth to its center of pressure. | 
4 l/xd^ 1 2r) 4 
1 hep = hag te h 1 (22) 21 ә ыл 
ҺА Зл 2\64/ 21 64 8 


ár 1918 8/9л)] 0) _ 0 5во 


т (5) (=) = (8- ox) he 7 3n * [Arf Go] Ger /2)] 


lg 


Fig. 3-5 





A dam 20 m long retains 7 m of water, as shown in Fig. 3-6. Find the total resultant force acting on the dam and 


3.6 
the location of the center of pressure. 


IF = yhA = (9.79)[(0 + 7)/2][(20)(7/sin 60°)] = 5339 KN. The center of pressure is located at two-thirds the 
total water depth of 7 m, or 4.667 m below the water surface (i.e., h., — 4.667 m in Fig. 3-6). 





3.7 


3.8 


3.9 
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A vertical, rectangular gate with water on one side is shown in Fig. 3-7. Determine the total resultant force 
acting on the gate and the location of the center of pressure. 


1 F = yh, A — (9.79)(3 + 1.2/2)[(2)(1.2)] = 84.59 kN 


12) (2)а.2)/12 
(3+ 1.2/2)[(2)(1.2)] 


= za -( 12 = 
һына (3+5) = 3.633 т 





Fig. 3-7 


Solve Prob. 3.7 by the integration method. 


1.2 231.2 
I F= | yhdA = І (9.79)(3 + у)( ау) = (19.58)] 3y «| = 84.59 kN 
0 0 
1.2 
h? dA Í 9.79)\(3+y)(2d 
a f BR P (959) c3 €Y'IS? 5 633m 
== р 84.59 84.59 


A vertical, triangular gate with water on one side is shown in Fig. 3-8. Determine the total resultant force acting 
on the gate and the location of the center of pressure. 


i Е = yh,,A = (62.4)(6 + 3/3)[(2) (3)/2} = 1310 Ib 


= gt —(в+3\+__@®/36___ 
hs m haie (6) e ety" ^0 
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3.10 Solve Prob. 3.9 by the integration method. 
I Е = yh,,A = [(0.82)(9.79)][4 + (1 + 1.2/2)(sin 40°)][(0.8)(1.2)] = 38.75 kN 


= [ove + y)[(2 - 2y/3) dy] = І "(6.912 — 2y — 2y?/3) dy = (62.4)[12y — y? — 2y?/9]? = 1310 Ib 


3 3 
І yh? dA І (62.4)(6 + y)?(2 — 2y/3) dy І (62.4)(72 — 6y? — 2y?/3) dy 
s2 2. 
F 1310 1310 


.. (62.4)[72y - 2y? - y*/6]o 
т 1310 


he = 
=7.07 ft 


3.11 An inclined, rectangular gate with water on one side is shown in Fig. 3-9. Determine the total resultant force 
acting on the gate and the location of the center of pressure. 





І F = yh,,A = (62.4)[8 + 3(4 cos 60*)][(4)(5)] — 11 230 Ib 
- Lo (8 ,5, 004/12 _ 
29 2а rr (s 60°* ;) (Boos 60° + (4) 18-07 # 





Fig. 3-9 


3.12 Solve Prob. 3.11 by the integration method. 


І F= І yh dA = [ (62.4)(8 + y cos 60°)(5 dy) = (512) 8» jx -112301b 


І yh? dA $ (62.4)(8 + y cos 60°)?(5 dy) f (312)(64 + 8y + y?/4) dy 
vU F 11230 11230 
_ (312)[64у + 4у? + y?/12]6 
7 11 230 


Note: h.p is the vertical distance from the water surface to the center of pressure. The distance from the water 
surface to the center of pressure as measured along the inclination of the gate (2,,) would be 9.04/cos 60°, or 
18.08 ft. 


= 9.04 ft 


3.13 An inclined, circular gate with water on one side is shown in Fig. 3-10. Determine the total resultant force 
acting on the gate and the location of the center of pressure. 


І F = yha A = (9.79)[1.5 + 3(1.0 sin 60°)][(1.0)?/4] = 14.86 kN 


fee =f 15 43 —. 700 . _ _ 
Um тав +00] + 12579 609+ 601.0) 077 2260" 
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Fig. 3-10 


314  Avertical, triangular gate with water on one side is shown in Fig. 3-11. Determine the total resultant force 
acting on the gate and the location of the center of pressure. 


1 Е = үһ.„А = (9.79)[3-- 3(1)][(1.2)(1)/2] 2 21.54 kN 
(1.2)(1)?/36 


BOMA 99m 


В. = А ч+рае 3+6 3)0)] + 





Fig. 3-11 


3.15 Solve Prob. 3.14 by the integration method. 
M8 F-j[|vyhdA. From Fig. 3-11, y/x =1/1.2. Therefore, x = 1.2y. 


F= І (0.79)(3 + 9) (1.29 dy) = | ' (11.75)3y + y?) dy = an|% + zl - 21.54 kN 
о то 3 
| yh? dA f (9.79)(3 + y)°(1.2y dy) [ (11.75)(9у + 6у? + у?) dy 
әз F 21.54 Иш 21.54 
_ алуу /2+ 2° + уй; 


21.54 = 3.68 т 
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3.16 A tank containing water is shown in Fig. 3-12. Calculate the total resultant force acting on side ABCD of the 


container and the location of the center of pressure. 


1 F = yhA = (62.4)[(0 + 6)/2][(20)(6)] = 22 500 Ib 
h,, = (3)(6) = 4.00 ft (vertically below the water surface) 








А 
“--------------20%-- M € Fig. 3-12 


3.17 The gate in Fig. 3-13 is 4 ft wide, is hinged at point B, and rests against a smooth wall at A. Compute (a) the 
force on the gate due to seawater pressure, (b) the (horizontal) force P exerted by the wall at point A, and 


(c) the reaction at hinge B. 
8 (a) Е = үһ.„А = (64)(17 — ?2)[(4)(12)] = 30 106 Ib 
- i - 3 72 
b) y= L.simó -[(4)02*/12159) тн 


hegA —— (17 - 2)[(4)(12)] 
> Ms =0 (P)(7.2) — (30106)(12—6 —0.537) 20 P =22843 1b 
(с) ХЕ-0 В, + (30 106)(22) – 22843=0 8В,-47791Ь 
УЕ =0 В, – (30 106)(2%) =0 В, = 24 0851Ь 


Wall 


Seawater: 
y= 64 Ib /ft3 





Fig. 3-13(a) Fig. 3-13(5) 


3.18 Repeat Prob. 3.17, but instead let the hinge be at point A and let point B rest against a smooth bottom. 


B. (a) From Prob. 3.17, F =30 106 Ib. (b) From Prob. 3.17, ya) = —0.537 ft; X. M, = 0; 
(B,)(9.6) — (30 106)(6 4- 0.537) — 0, B, — 20 500 Ib. 


(с) УЕ =0 (30 106)(22) – А,=0 А, = 180641 
ХҚ-0 А, – (30 106)(3$) + 20500=0 А, = 358516 
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3.19 A tank of dye has a right-triangular panel near the bottom as shown in Fig. 3-14a. Calculate the resultant force 
on the panel and locate its center of pressure. 


1 Е = yh,,A = pgh.,A = (820)(9.81)(6 + 8)[3(8 + 16)(8 + 4)] = 16.22 MN 
_ 4, sin 0. — (608) Gin 30°) 





Fig. 3-14(a) Fig. 3-14(b) 


3.20 Gate AB in Fig. 3-15 is 1.0m long and 0.9 m wide. Calculate force F on the gate and the position X of its center 
of pressure. 


ГАЙ Е = yh,,A = [(0.81)(9.79)][3 + (1 + 1.0/2)(sin 50°)][(0.9)(1.0)] = 29.61 kN 
—Iyx sin 8 _ —[(0.9)(1.0)?/12](sin 50°) 

hegA [3 + (1 + 1.0/2)(sin 50°)}][(0.9)(1.0)] 
= —0.015 m from the centroid 


X = 1.0/2 + 0.015 = 0.515 m from point A 


Yep = 
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321 А fishpond gate 6 ft wide and 9 ft high is hinged at the top and held closed by water pressure as shown in Fig. 
3-16. What horizontal force applied at the bottom of the gate is required to open it? 


1 Е = yh,,A = (62.4)(8 + 4.5)[(6)(9)] = 42 120 Ib 


_ ls _ (6)090)°/12__ 
Лб A OTE SOO! 


> M,=0 (Р)(9)- (42120)(13.04-8)-0 Р = 23 58716 





= 13.04 


i aM hit E D es nn 





Fig. 3-16 


A vat holding paint (s.g. = 0.80) is 8 m long and 4 m deep and has a trapezoidal cross section 3 m wide at the 
bottom and 5 m wide at the top (see Fig. 3-17). Compute (a) the weight of the paint, (6) the force on the 
bottom of the vat, and (c) the force on the trapezoidal end panel. 


Ш (а) W = yV =[(0.80)(9.79)][(8)(4)(5 + 3)/2] = 1002 KN 
(b) F — yh4A Foottom = [(0.80)(9.79)}(4)[(3)(8)] = 752 KN 
(с) Fna = Fiquare + 2Firiangie = [(0.80)(9.79)][(O + 4)/2][(4)(3)] + (2)[(0.80)(9.79)](3)[(4)(1)/2] = 230 KN 





Fig. 3-17 


3.23 Gate AB in Fig. 3-18 is 5 ft wide, hinged at point A, and restrained by a stop at point B. Compute the force on 


the stop and the components of the reaction at A if water depth A is 9 ft. 
І F 2 yh4A = (62.4)(9 — 3)[(3)(5)] = 7020 Ib 
—1,, ѕіп - 3 in 90° 
ett К 
Ум,=0 (В,)(3) – (7020)(1.5+0.100)=0 В, = 374416 ` 
ХЕ-о 7020-3744- А, =0 А,-32761Һ 
If gate weight is neglected, A, = 0. 














ue deg 
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3.26 
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stor Fig. 3-18(a) Fig. 3-18(b) 


In Fig. 3-18, stop B will break if the force on it reaches 9000 Ib. Find the critical water depth. 


_ і зіп Ө -[(5)3)/12(sin90) ^ 0.750 


І Е-уһ,А-(62. - 5 5 0 _ 0)97 2205829) — 0.790 
ҮА = (62.4)08.)10)()1= 936. у= рд AAOS ha 2. 
> M,=0 (9000)(3) — (936h.,)(1.5 + 0.750/h.,) = 0 
h.g = 18.73 ft hait = 18.73 + 1.5 = 20.23 ft 


In Fig. 3-18, hinge A will break if its horizontal reaction becomes equal to 8000 lb. Find the critical water depth. 


B. From Prob. 3.24, Е — 936h,, and y, — —0.750/hg3 ©: Mp = 0; (936h,,)(1.5 — 0.750/h.,) – (8000)(3) = 0, 
heg = 17.59 ft; here = 17.59 + 1.5 = 19.09 ft. 


Calculate the resultant force on triangular window ABC in Fig. 3-19 and locate its center of pressure. 
I F = yh,,A = (10.08)[0.25 + (3)(0.60)}[(0.40)(0.60)/2] = 0.786 kN 
1, = bh? /36 = (0.40)(0.60)°/36 — 0.00240 m* 


The, Sin 8 __—(0.00240)(sin 90") — _ —31mm (i.e., below the centroid) 


1,, = Ь(Ь —2s)(hy/72 — 0.40[0.40 — (2)(0.40))(0.60)?/72 — —0.000800 m* 


—L,sin 0 —(—0.000800)(sin 90°) . . 2 
= АА 1 .e., righ h 
Хе haA [0.25 + (2)(0.60/1(0.20)(0.60)/21 +10mm (i.e., right of the centroid) 










Seawater 

20°C 

y :21008kN/m 
F 


Fig. 3-19 
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3.27 


3.28 


Freshly poured concrete approximates a fluid with s.g. = 2.40. Figure 3-20 shows a slab poured between wooden 
forms which are connected by four corner bolts A, B, C, and D. Neglecting end effects, compute the forces in 
the four bolts. 


I F = yhogA = [(2,40)(62.4)](2)[(9)(12)] = 97 0441b 
_ nha sin @_ -[(9)(12)°/12](sin 90°) _ _ 
Yoo = HA [PUA 2.00 ft 


> M,=0 (2)(Fe)(12) – (97 044)(6 + 2.00) =0 Fo = Fp = 32 348 1b 
> Mc =0 (97 044)(6 — 2.00) — (2)(F,)(12)=0 — FA— F5 — 161741b 





Fig. 3-20 


Find the net hydrostatic force per unit width on rectangular panel AB in Fig. 3-21 and determine its line of 
action. . 





І Къо = (9.79)(2 + 1 + 8)[0)(1)] = 78.32 к Faye = (12.36)(1 + 3)[(2)(1)] = 49.44 kN 
Fret = Fipo — Faye = 78.32 — 49.44 = 28.88 kN 
. 7L, Sin 8 
Yeoh A 
__ 2100)02)/121(віп 60°) 000 
(Ур)н,о “2414 DDO) 0.0833 m 
__ 21000) /120(віп 90°) — 
Оз ра Ор 7 701867 т 
УМ, =0 (78.32)(1 — 0.0833) — (49.44)(1 – 0.1667) = 28.880 
D = 1.059 т (above point B, as shown in Fig. 3-21c) 
A A 
"n o. 1667 m 
Glycerin | asma 4 4.4 - £ 28.88 Қ/-ж-> 
үз1236кМіт300- pm Mu р 
ұ 0.833 i 
B 8 


Fig. 3-21(a) Fig. 3-215) | Fig. 3-21(c) 
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329  Acylindrical, wooden-stave barrel is 3.5 ft in diameter and 5 ft high, as shown in Fig. 3-22. It is held together by 
steel hoops at the top and bottom, each with a cross section of 0.40 in’. If the barrel is filled with orange juice 
(s.g. = 1.04), compute the tension stress in each hoop. 


І F = yh,,A = [(1.04)(62.4)|(2)[(3.5)(5)] = 2839 Ib 
_ =. 9іпӨ —[(3.5)(5)°/12](sin 90°) _ _ 
M7 hA 77 WOS00 708888 


> M, =0 2839(§ — 0.833) — 2(Fupper(5)=0 Е, = 47316 
> M, =0 2(Frower)(5) ~ 2839(§ + 0.833) =0  Fiowe, = 946 1b 


Oupper = 473/0.40 = 1182 psi rower = 946/0.40 = 2365 psi 
pen 
| 2.5 1 
S i. ; 
- — VA 
z | 3] FO. Yep =0.803 4+ 
lowes T 
<-- 
| 2Ғ 
| lower lewev 
i Fig. 3-22(a) | Fig. 3-22(b) 


3.30 Gate AB in Fig. 3-23a is 16 ft long and 8 ft wide. Neglecting the weight of the gate, compute the water level A 
for which the gate will start to fall. 


pe OOP IHE ITO rot inn 


1 F = yh.,A = (62.4)(h/2)[(8)(h/sin 60°)] = 288.2h7 
_ —/, sin @_ —[8(h/sin 60°)’/12\(sin 60°) _ _ 
Yæ=— h, A ~ (h/2)[8(A/sin 60*)] 0.19258 


УМ, =0 (11 000)(16) — (288.2h?)[(h/sin 60°)/2 —0.1925h]=0 — h — 11.7 ft 





Fig. 3-23(a) Fig. 3-23(5) 
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3.31 Repeat Prob. 3.30, including the weight of the 2-in-thick steel (s.g. = 7.85) gate. (See Fig. 3-24.) 


В уе, = [(7-85)(62.4)][(16)(8)()] = 10 450 tb. From Prob. 3.30, F = 288.2h?; X Mp =0, (11 000)(16) — 
(288. 2h?)[(h /sin 60°)/2 — 0.1925h] — 10 450(1 cos 60") — 0, h = 10.7 ft. 


1,09? ib 





16 o N 
15 60 Fig. 3-24 


3.32 A horizontal duct coming from a large dam is 2.5 m in diameter; it is closed by a circular door whose center or 
centroid is 45 m below the dam's water level. Compute the force on the door and locate its center of pressure. 


І Е = уһ.„А = (9.79)(45)[л(2.5)2/4)] = 2163 КМ ы = лт°/4 = n(53)*/A 2 1.917 m* 
Yoo™ —L.sinO —(1.917)(sin 90 ) —0.0087 m 


һаА (45)Іл(2.5)7/4)| 
Line of action of F is 8.7 mm below the centroid of the door. 
3.33 Gate AB in Fig. 3-25 is semicircular, hinged at B. What horizontal force P is required at A for equilibrium? 
І 4r/ (3n) — (4)(4)/(3zx) = 1.698 т F = yh,,A = (9.79)(6 + 4 — 1.698) [x (4)?/2)] — 2043 kN 
—L.sin8 --((0.10976)(4)4(віп 909) 
















Ye А (6+4-—1.698)[л(4)/2)] 70.1347 т 
УМ = (2043)(1.698 – 0.1347) –4Р=0 Р = 798КМ 
7 ^ 
- Р 
4r 
T " 
Gate: —t- - lege 0.1347 77 
Side view 1.638 m 7 $ F 

2 EN ег жү Jl T B 
Fig. 3-25(a) Fig. 3-25(5) Fig. 3-25(c) 


3.34 Dam ABC in Fig. 3-26 is 38 m wide and made of concrete weighing 22 kN/ m°. Find the hydrostatic force on 
surface AB and its moment about C. Could this force tip the dam over? 
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1 Ғ= үһ..„А = (9.79)(8)[(38)(80)] = 952 371 КМ. F acts at (3)(80), or 53.33 m from A along surface AB (see 
Fig. 3-26b). For the given triangular shape, the altitude from C to AB intersects AB 51.2 m from A 


(see Fig. 3-26b). Hence, Mc = (952 371)(53.33 — 51.2) = 2 028 550 KN. Since the moment of F about point C is 
counterclockwise, there is no danger of tipping. 






Water 20°C 


64m 





с 


|}-—- 48m ——+| rig. :26(a) B f— авт -Ac Fig. 3-26(6) 


3.35 Isosceles triangular gate AB in Fig. 3-27 is hinged at A. Compute the horizontal force P required at point B for. 
equilibrium, neglecting the weight of the gate. 


1 АВ = 3/зїп 60° = 3.464 m F = yh,,A = [(0.82)(9.79)](2 + 1.00)[(1.2)(3.464)/2] = 50.05 kN 


_ —h, sin @_ —[(1.2)(3.464)°/36](sin 60°) 


> M,=0 ЗР — (50.05)(3.464/3 + 0.1924) =0 Р = 22.47 КМ 





Fig. 3-27(a) Fig. 3-27(b) 


3.36 The tank in Fig. 3-28 is 40 cm wide. Compute the hydrostatic forces on horizontal panels BC and AD. Neglect 
atmospheric pressure. 


1 p=yh Pac 7 [(0.84)(9.79))(0.35 + 0.40) + (9.79)(0.25) = 8.615 kPa 
F=pA Fac = (8.615)[(1.20)(0.40)] = 4.135 kN 


Pap = [(0.84)(9.79))(0.40) — 3.289 kPa Е,ь = (3.289)[(0.55)(0.40)] = 0.724 kN 
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Fig. 3-28 


3.37 Water in a tank is pressurized to 85 cmHg (Fig. 3-29). Determine the hydrostatic force per meter width on panel 
AB. 


B On panel AB, p., — ((13.6)(9.79))(0.85) + (9.79)(4 + 2) = 167.0 kPa, Fay = (167.0)[(3)(1)] = 501 kN. 





Fig. 3-29 


3.38 Calculate the force and center of pressure on one side of the vertical triangular panel ABC in Fig. 3-30. 


i F = yh,,A = (62.4)(1 + 6)[(9)(6)/2] = 11 794 Ib L. 7 (6)(9)/36 — 121.5 ft* 


—L.sinO  —(121.5)(sin 90? 
аб, -(2L5)Gn90) дд 


haA — (1+6)[09)(6)/2] 
6[6 — (2)(6)](9)° —f,sin@ —(—40.5)(sin 90°) 
Ly =———., ——_ = — 40.5 ft* = — > s — — zx. 
” no ЛАА С (1+60906/17 02" 
Thus, the center of pressure is 6 + 0.64, or 6.64 ft below point A and 2 + 0.21, or 2.21 ft to the right of point B. 


3.39 In Fig. 3-31, gate AB is 4 m wide and is connected by a rod and pulley to a massive sphere (s.g. = 2.40). What is 
the smallest radius that will keep the gate closed? 


1 F — yh4A = (9.79)(9 + 3)[(4)(3)] = 1234 kN 
2 -1.80 -(аУ3У/12)6іп90%) | 
һд 0+@) ^ (0m 


> Mz =0 (Wepnere)(7 +9 + 3) – (1234)(3 — 1.5 — 0.071)=0  W,pnere = 92.8 kN 
Weonere = Y(4r°/3) 92.8 = [02.40)(9.79)](4лт°/3) r =0.98m 


“ор зы, 


Po TEE AERO UST, agg sg 


FORCES ON SUBMERGED PLANE AREAS JZ 67 


OM LT. 


Water Т, = 6 pk 
1 к 24 д | , 
І,у = у 
3 fk -т 
j F 
c 
29 - 4 fk 
| 6 ft 
? | — ent —4* 4 
| Fig. 3-30(a) Fig. 3-30(5) 
Spherical 
Fig. 3-31 





340 The triangular trough in Fig. 3-32 is hinged at A and held together by cable BC at the top. If cable spacing is 
1m into the paper, what is the cable tension? 


І Е = үһ.„А = (9.79)(5)[(8.717)(1)] = 213.3 КМ 
—-L,sin8 —[(1)(8.717)°/12](зїп 35°) __ 
ж» А 7 BTID] 1.453 m 


> M,=0 (T)2--5)—(213.3)(4.3259 —1.453) -0 — T — 88.5 kN 





Fig. 3-32(b) 
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3.41 In Fig. 3-33, gate AB is 4 ft wide and opens to let fresh water out when the ocean tide is falling. The hinge at A 
is 3 ft above the fresh-water surface. At what ocean depth h will the gate open? Neglect the gate’s weight. 


f F=yh,A F, = (62.4)(2)[(12)(4)] = 17 971 Ib F, = [(1.025)(62. 4)](h/2)[(4)(h)] — 127.95? 
> M,=0 (127.9h?)(12 + 3 — h/3) —(17971)3+8)=0 A=11.8ft 


Tide 
range 


Seawater 
= 1.025 










B 
Fig. 3-33(a) | Fig. 3-33(Ь) 


3.42 Show that depth A in Prob. 3.41 is independent of gate width b (perpendicular to the paper). 


ff Areas, and hence pressure forces, are directly proportional to b. Thus b will cancel out of the equation 
Y M4 —0 that determines A. 


3.43 Compute the force on one side of parabolic panel ABC in Fig. 3-34 and the vertical distance down to the center 
of pressure. 


1 Е = yh,,A = (9.79)(1 + 6)[(2)(10)(6)] = 2741 kN 
Tee = I, — A(Ah — S(bh?) — [SCOh)]I QS = G)(6)(10)° — [(3)(6)(10) EG) Q9) P = 274.3 m4 
—I,, sin @  —(274.3)(sin 90") 


Xe RA  (0*6«8)00 9]. ^ 30m 


Hence, the center of pressure is 6 + 0.980, or 6.980 m below point A. 


Water 
1m 
a 
Parabola 
10m 
B C 





6m 
Fig. 3-34(a) Fig. 3-34(5) 
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3.44 Circular gate ABC in Fig. 3-35 is 4 m in diameter and is hinged at B. Compute the force P just sufficient to keep 
the gate from opening when h is 8 m. 
1 Е = үһ.„А = (9.79)(8)[л(4)°/4] = 984.2 КМ 1, = л4°[64 = n(4)/64 —.12.57 m* 
—L.sin8 -—(12.57)(sin907) _ 
7 В.А (8)[CQ] 
УМ =0 (P)(2) — (984.2)(0.125)=0 Р = 61.5 КҸ 





2m 


! Р 
Fig. 3-35(a) | jr = Fig. 3-35(b) 


3.45 For the conditions given in Prob. 3.44, derive an analytical expression for P as a function of h. 


І Е = үһ.„А = үһ.|л(т)] L, 2 n(r)'/4 
_ 2.8100 —-[(x)(r)*/4(sin 909) _ = 
А В) 4h 


> Mz =0 Pr — [yh F/A] =0 Р = улг?/4 


(Note that force P is independent of depth h.) 


3.46 Gate ABC in Fig. 3-36 is 2 m square and hinged at B. How large must h be for the gate to open? 
B The gate will open when resultant force ЕЁ acts above point B—i.e., when |y.,| « 0.2 m. (Note in Fig. 3-36Þ 
that y.p is the distance between F and the centroid of gate ABC.) 


_ hee sin @_ —[(2)(2)°/12[(sin 90°) _ —1.333 
Ye RA (h+1.0)[(2)(2)] — 4h44 


For | yep] < 0.2, 1.333/(4h + 4) « 0.2, h > 0.666 m. (Note that this result is independent of fluid weight.) -^ 


“ү” 


2m 





Fig. 3-36(a) Fig. 3-36(5) 


70 Ü CHAPTER 3 


3.47 Gate AB in Fig. 3-37 is 6 ft wide and weighs 2000 lb when submerged. It is hinged at B and rests against a 
smooth wall at A. Determine the water level h which will just cause the gate to open. 


І Е=үһ.А Е = 62.4(} + %)[(10)(6)] = 3744h + 14976 Б = 62.4(5 + 8)[(10)(6)] = 33 69616 


1, зіп  -[(9009/12/&) -6.67 
Me RA OAT REDING A+A 
“өйел _ 
` СҮЗ ПОГОДИ 


5. Me =0 (3744h + 14.976)[5 — 6.67/(h + 4)] — (33 696)(5 — 0.741) — (2000)(§)=0 h=5.32ft 





Fig. 3-37(a) Fig. 3-37(5) 


3.48 The tank in Fig. 3-38 contains oil and water as shown. Find the resultant force on side ABC, which is 4 ft wide. 
І F=yh,A Fx = [(0.80)(62.4)](2)[(10)(4)] = 9980 Ib 


Е, в acts at a point (3)(10), or 6.67 ft below point A. Water is acting on area BC, and any superimposed liquid 
can be converted to an equivalent depth of water. Employ an imaginary water surface (IWS) for this 
calculation, locating IWS by changing 10 ft of oil to (0.80)(10), or 8 ft of water. Thus, Fec = 
(62.4)(8 + $)[(6)(4)] = 16 470 Ib. 
—I,, sin @ ——[(4)(6)°/12](sin 90°) . . 
ж————— = —————————————— ш 0.2 ft i.e., below the centroid of BC 
EA B+ NOM C ) 
Fsc acts at a point (2 + 8 + $ - 0.27), or 13.27 ft below A. X M, — 0; (9980 + 16 470)(h.p) — (9980)(6.67) — 
(16 470)(13.27) =0, ha = 10. 78 ft from A. Thus, the total resultant force on side ABC is 9980 + 16 470, or 
26 450 Ib acting 10.78 ft below A. 





Fig. 3-38 
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3.49 Gate AB in Fig. 3-39 is 4 ft wide and hinged at A. Gage G reads —2.17 psi, while oil (s.g. = 0.75) is in the nght 
tank. What horizontal force must be applied at B for equilibrium of gate AB? 


I F=YhgA Е, = [0.75)(62.4)108)106)04)] = 33701 


F,, acts (3)(6), or 4.0 ft from A. For the left side, the negative pressure due to the air can be converted to its 
equivalent head in feet of water. h = p/y = (—2.17)(144)/62.4 = —5.01 ft. This negative pressure head is 
equivalent to having 5.01 ft less water above A. Hence, Fio = (62.4)(6.99 + §)[(6)(4)] = 14 960 Ib. 
—L.sin8 —[(4)(6)/12](sin 90?) 
= Mr — - —0.30ft 
Ve ДА (699 OA] 
Fao acts at (0.30 + $), or 3.30 ft below A. Y; M4 — 0; (3370)(4.0) *- 6F — (14 960)(3.30) = 0, F = 5980 Ib (acting 
leftward). 





Fig. 3-39 


3.50 A vertical circular disk 1.1 m in diameter has its highest point 0.4 m below the surface of a pond. Find the 
magnitude of the hydrostatic force on one side and the depth to the center of pressure. 





1 F = yh,,A = (9.79)(0.4 + 1.1/2)[()(1.1)?/4] = 8.84 kN 
_ Lh. 11 (ж)(1.1)*/64 _ 
Ion = ce + AT (0. > ) *(4x13/)(000.1y74] bL 09m 


3.51 The vertical plate shown in Fig. 3-40 is submerged in vinegar (s.g. — 0.80). Find the magnitude of the 
hydrostatic force on one side and the depth to the center of pressure. 








1 F=yh,A Е = [00.80)(9.79)]0 + 2)1(3)(7)]=905кҸ А, =һ,,+ = 
254,2, 2/2... - - 
(hy) 72*2* Q4 IO 6.24m F, = [(0.80)(9.79)|[2 + 3 + 4/2][(2)(4)] = 439 kN 
= (2471200 
(Aep)2 = [2 +3 + 4/2] + @43+4/21DO]~ 7.19 m 
F =905 + 439 = 1344 kN 1344h.. = (905)(6.24) + (439)(7.19) hep = 6.55m 

-Vinegar surface 

5m Fig. 3-40 


3.52 The irrigation head gate shown in Fig. 3-41a is a plate which slides over the opening to a culvert. The coefficient 
of friction between the gate and its sliding ways is 0.5. Find the force required to slide open this 1000-Ib gate if it 
is set (a) vertically and (b) on a 2:1 slope (n —2 in Fig. 3-41a), as is common. 
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3.53 


3.54 


1 (а) F= yhA = (62.4)[14 + (8)/2][($)()] = 25 740 Ib. Let T = force parallel to gate required 
to open it. 5 F = 0; T — 1000 — (0.5)(25 740) = 0, T = 13870 Ib. (b) See Fig. 3-41b. F = 

(62.4)[14 - $(1/V5)/2][(8)($8)] = 23 584 Ib. Let N = total force normal to gate; N= 

23 584 + (1000)(2/ V5) — 24 478 lb. Y; E, — 0; T — (1000)(1/ V5) — (0.5)(24 478) — 0, T — 12.686 lb. 


Culvert 





Fig. 3-41(a) Fig. 3-41(5) 
A 65-in-square floodgate, weighing 2200 lb, is hinged 44.5 in above the center, as shown in Fig. 3-42, and the 
face is inclined 5? to the vertical. Find the depth to which water will rise behind the gate before it will open. 
І Closing moment of gate about hinge = (2200)[(*4)(sin 5°)] = 711 Ib - ft 
F = yh,,A = (62.4)(h/2)[($)(A)/cos 5°] = 169.6h? 
У, Мы = 0 (169.6h7)[(65 + 12)/12 — (h/cos 5/3] - 71120 — A — 0.826 ft 


Fig. 3-42 





Gate MN in Fig. 3-43 rotates about an axis through N. If the width of the gate is 5 ft, what torque applied to the 
shaft through N is required to hold the gate closed? 


В Е-У,А Қ-6246%(3%4/210%4)51-207484Ь E, (62.4(5G(4)] = 2496 Ib 
ETT 10563 + 4/12) sin 90") - 
Jp A С) ге -2/2 IG -45] 0 0f 


F, acts at (3)(4), or 1.333 ft from N. 3 My — 0; (20 748)[(3 - 4)/2 — 0.430] — (2496)(1.333) — torque, = 0, 
torque, = 60 369 Ib - ft. 
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3.55 Find the minimum depth of z for which the gate in Fig. 3-44 will open, if the gate is (a) square and (b) isosceles 
triangular, with base — height. 





Е (a) Е = үһ.„А Fao = (62.4)(z — 3)[(3)(3)] = (561.6)(z — 1.5) 
_ -lasin 0 _ —[(3)()?/12](sin 90°) _ -0.750 
Yo HA Онњо =— DIGG z-15 


Moment due to water = [(561.6)(z — 1.5)][3 + 0.750/(z — 1.5)] = (561.6)(1.52 — 1.500) 


Foy, = pA = [(5)(144)][(3)(3)] = 6480 Ib. F,,, acts at 3, or 1.5 ft below hinge. Moment due to gas = (6480)(1.5) = 
9720 lb - ft. Equating moments gives (561.6)(1.5z — 1.500) = 9720, z = 12.54 ft. 


(5) Fao = (62.4)[z — ($)(3)][G)(3)/2] 7 (280.8)(z — 2.000) 
—[(3)(3)°/36](їп 90°) _ 0.500 

[с – (8)(3)103)(3)/2] 2 – 2.000 

Moment due to water = [(280.8)(z — 2.000)][3 + 0.500/(z — 2.000)] = 280.8z — 421.2 


Faas = [(5)(144)][(3)(3)/2] = 3240 Ib. F,,, acts at 3, or 1.000 ft below hinge. Moment due to gas = 
(3240)(1.000) = 3240 Ib - ft. Equating moments gives (280.8z — 421.2) = 3240, z = 13.04 ft. 


(Yep 1,0 = 





Шу 


(а) (5) 
End view Fig. 3-44 





3.56 The triangular gate CDE in Fig. 3-45 is hinged along CD and is opened by a normal force P applied at E. It 
holds a liquid of specific gravity 0.82 above it and is open to the atmosphere on its lower side. Neglecting the 
weight of the gate, find (a) the magnitude of force exerted on the gate, by direct integration; (b) the location of 
the center of pressure; and (c) the force P needed to open the gate. 


B (a) F- f YhdA — f y(y sin O)(x dy). When y —8, x —0, and when y — 8 -- £, or 14, x — 6, with x varying 
linearly with y. Hence, x = y – 8. Меп у = 14, х = 6, and when y = 8 + 12, or 20, x =0, with x varying linearly 
with y. Hence, x — 20 — y. 


F= [ [(0.82)(62.4)](у sin 30°)[(y — 8) dy] + ] , [(0.82)(62.4)](» sin 30*)[(20 — y) dy] 


3420 


= [(0.82)(62.4)](sin 30° [% - wp + [10 2 “|| — 12894 Ib 


—1,, sin Ө 
Ф) ХәЗ AA 


Since 1, = 0, х. = 0, 


haA 108 + ¥)(sin 30)][(12)(6)/2] 


(i.e., the pressure center is 0.43 ft below the centroid, measured in the plane of the area). 


(c) S Men =0 6Р = (12 894)($) Р = 429816 
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Determine the force acting on one side of vertical surface OACO in Fig. 3-46 and the location of the center of 
pressure, if y — 8.4 kN/m?. The curved edge is an arc of the parabola y — x?/8. 


I F= f уу аА = | (8.4)(y)(2x dy) - Í 'EDONRVE) dy = | 41.52)? dy = [19.01у°?] - 19.01 КМ 


1 1 1 
СЕ? [ e902 ay) Гвзоуауә) dy І 47.52у%2 ау 
Ур = 19.01 = 19.01 ^ 1990 ^ о 1901 4m 





Find the force exerted by water on one side of the vertical annular disk shown in Fig. 3-47. Also locate the 
center of pressure. 


i F = yhogA — (9.79) 3) G0) 1? — (л)(89)2] = 59.05 КМ 
Tog = (1x)(1)/4 — (x) ($885)*/4 — 0.6836 m* 
hop = Rog Le 0.6836 =3.113m 


ВА ЗГО - GS] 





Fig. 3-47 


} 
2 








3.61 


3.59 
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Determine y in Fig. 3-48 so that the flashboards will tumble only when the water reaches their top. 


B he fiashboards will tumble when y is at the center of pressure. Hence, y = $, or 1.333 m. 





7 Fig. 3-48 

Determine the pivot location y of the square gate in Fig. 3-49 so that it will rotate open when the liquid surface 
is as shown. 

B The gate will open when the pivot location is at the center of pressure. 


(1)(2)/12 
(3 – 3)[02)(1)] 





1. 
= Аа + £ -(3-%- 


h 
hA 


=2.167 m y =3 — 2.167 = 0.833 m 





Fig. 3-49 


The gate in Fig. 3-50a (shown in raised position) weighs 350 Ib for each foot normal to the paper. Its center of 
gravity is 1.5 ft from the left face and 2.0 ft above the lower face. For what water level below the hinge at O 
does the gate just begin to swing up (rotate counterclockwise)? 


I Refer to Fig. 3-50b and consider 1 ft of length. F = yhA = (62.4)[(Ao/2)][(Ao)(1)] = 31-2h3; Xi Mo — 0; 
(2)(350) — (5 — ho/3)(31.2h3) = 0, ho = 2.30 ft. 





Fig. 3-50(a) ho/3 Fig. 3-50(5) 
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3.62 For the gate described in Prob. 3.61 and Fig. 3-50a, find A for the gate just to come up to the vertical position 
shown in Fig. 3-50a. 


I See Fig. 3-51. F, = yhA = (62.4)(h)[(5)(1)] = 312h, B= (62.4)(A/2)[(A)(1)] = 31.2h?; E Mo = 0; 
(1.5)(350) + (4/3)(31.2h?) — (2.5)(312h) =0, h = 0.68 ft. 





Fig. 3-51 


3.63 For the gate described in Prob. 3.61 and Fig. 3-50a, find h and the force against the stop when this force is a 
maximum for the gate. 


I See Fig. 3-51. F, = yhA = (62.4)(h)[(5)(1)] = 312h, F, = (62.4)(h/2)[(h)(1)] = 31.2h?; Y Мо = 0; 
(1.5)(350) -- (h/3)(31.2h?) — (2.5) (312A) + (5)(Fuop) = 0; Frop = 156h — 2.08h? — 105. 


Fao 
Tn 156- 6:248! - 0 h — 5.00 ft 


Ель = (156)(5.00) – (2.08)(5.00)° — 105 = 415 Ib 


3.64 Compute the air pressure required to keep the gate of Fig. 3-52 closed. The gate is a circular plate of diameter 





0.8 m and weight 2.0 kN. 
I F=yhA Fig = [(2)(9.79)][1.7 + (3)(0.8)(sin 45*)][(0.8)/4] — 19.52 kN 
L 17004 z[(40.8)]/4 na 
Zp ба д” (= 45° +6 je] * [1:7/cos 45^ - (2(0.8)]z(0-8)/4] - ^ 318m 


2X Muse 0 (19.52)(2.818 — 1.7/cos 45°) + 2.0[(5)(0.8)(cos 45*)] — [z(0.8)*/4]( pu.) [3(0.8)] — 0 
| | ра, = 42.99 КРа 





Fig. 3-52 


41 


42 


СНАРТЕВ 4 
Dams 


In Fig. 4-1, calculate the width of concrete dam that is necessary to prevent the dam from sliding. The specific 
weight of the concrete is 150 lb/ft’, and the coefficient of friction between the base of the dam and the 
foundation is 0.42. Use 1.5 as the factor of safety (F.S.) against sliding. Will it also be safe against overturning? 


B Working with a 1-ft "slice" (i.e., dimension perpendicular to the paper) of the dam, Waam = 
(20)(w)(1)(150) = 3000w, F = yhA, F, = (62.4)[(0 + 15)/2][(15)(1)] = 7020 Ib. 


sliding resistance (0.42)(3000w) 
Daddi, = a 9 = —  -- = $. 6 ft 
FS.usns— Siding force 15 7020 w=83 
FS _ total righting moment [(3000)(8.36)](8.36/2) _ 2,99 
U'ewrmumh*  overturning moment (7020)(:2) ` 


Therefore, it should be safe against overturning. 





Figure 4-2 is the cross section of an earthwork (s.g. = 2.5) dam. Assuming that hydrostatic uplift varies linearly 
from one-half the hydrostatic head at the upstream edge of the dam to zero at the downstream edge, find the 
maximum and minimum pressure intensity in the base of the dam. 


I F=yhA Fa = (62.4)[(0 + 97)/2][(97)(1)] = 293 561 Ib 
For equilibrium, R, = 293 561 Ib. 
W, = [(2.5)(62.4)][(1)(10)(90 + 30)] = 187200 1b = W, = [(2.5)(62.4)][(1)(60)(90)/2] = 421 200 Ib 
Fy = [(62.4)(48.5 + 0)/2][(60 + 10)(1)] = 105 9241b К, = 187 200 + 421 200 — 105 924 = 502 476 Ib 
У М=0 (293 561)(32.33) + (187 200)(5) + (421 200)(30) – (105 924)[(60 + 10)/3] – 502 476x = 0 


x = 40.98 ft Eccentricity = 40.98 — (60 + 10)/2 = 5.98 ft 


Since the eccentricity is less than one-sixth the base of the dam, the resultant acts within the middle third of the 
base. 


_F Mx, Mey 502476, [(502-476)(5.98)](60 + 10)/2 
РАТ] 27ү = (60+1050) (1)(60 + 10)2/12 





+0 = 7178 + 3679 


Pmax = 7178 + 3679 = 10 857 lb/ft? Pin = 7178 — 3679 = 3499 Ib/ft? 
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Fig. 4-2 


4.3 For linear stress variation over the base of the dam of Fig. 4-3a, find where the resultant crosses the base and 
compute the maximum and minimum pressure intensity at the base. Neglect hydrostatic uplift. 


I Figure 4-3b shows the forces acting on the dam. F, = y[(19 + 6)/2][(19 + 6)(1)] = 312y, B= y[(6)(3)(1)] = 

18y, F, — ү[(1)(19)(3)/2] = 28.5у, К, = [(2.5)(y)][(4)(19 + 6)(1)] = 250y, F = [(2.5)(у)1(01)(19)(3)/2] = 71.257, 

Е, = [(2.5)(У)1Е(1)(19)(11)/2] = 2617; А, = 18у + 28.5у + 250у + 71.25у + 261у = 628.75у. У М, = 0; 

(628.75 y)(x) — (312y)[(19 -- 6)/3] — (18y)(1.5) — (28.5y)(1) — (250y)(3 + 2) – (71.25у)(3 – 1) – (261у)(4+3+1): 
x = 10.87 m. Eccentricity = 10.87 — (11 + 4 + 3)/2 = 1.87 ft. Since the eccentricity is less than one-sixth the base 
of the dam, the resultant acts within the middle third of the base. 


Е „Mx „Mey (628. 75)(9.79) 1(628.75)(9.79)(1.87)|(11--4:-3)/2 
A`LO L (134-371) (1)(11 + 4 + 3)°/12 


Pmax = 342 +213 = 555 КРа р... = 342 – 213 = 129 kPa 





р + 0 = 342 + 213 kPa 





Fig. 4-3(a) Fig. 4-3(5) 
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For the conditions given in Prob. 4.3 with the addition that hydrostatic uplift varies linearly from 19 m at A to 
zero at the toe of the dam, would the resultant still act within the middle third of the base? 


1 F,=y{(19+0)/2][(4+3+ 11)(1)]=171y R, =18y + 28.5у + 250у + 71.25у + 261у — 171y = 457.75 
> M,=0 (457.75y)(x) — (312y)[(19 + 6)/3] — (18y)(1.5) — (28.5y)(1) — (250)(3 +2) 
— (71.25y)(3 — 1) - (261y)(4 + 3 + М) + (171y)[(4 + 3 + 11)/3] = 
х = 12.68 т Eccentricity = 12.68 — (11 + 4 + 3)/2 = 3.68 ft 


Since the eccentricity is greater than one-sixth the base of the dam, the resultant acts outside the middle third of 
the base. 


A concrete dam retaining water is shown in Fig. 4-4a. If the specific weight of the concrete is 150 lb/ft*, find the 
factor of safety against sliding, the factor of safety against overturning, and the pressure intensity on the base. 
Assume the foundation soil is impermeable and that the coefficient of friction between dam and foundation soil 
is 0.45. 


MB The forces acting on the dam are shown in Fig. 4.4b. F = yhA, F, = (62.4){(0 + 42)/2][(42)(1)] = 55 040 Ib. 
From Fig. 4-4b, CD /42 = $$, CD — 8.40 ft; F, — (62.4)[(8.40)(42)/2](1) 7 11 010 Ib. 


righting moment 
moment arm about toe, B 
component weight of component (kips) from toe, B (ft) (kip - ft) 


(3)(10 x 50)(0.15)(1) = 37.50 20 + 10 = 23.33 875 
(10 x 50)(0.15)(1) = 75.00 10 + 2 = 15.00 1125 
(3)(10 x 50)(0.15)(1) = 37.50 2002 667 | .250 
11.01 30 — (4)(8.40) = 27.20 299 


È V = 161.01 kips У. М, = 254 kip - ft 


_ sliding resistance _ _ (0.45)(161. 01) _ 


2 = 42 = ip- * 
Moverturning = (55.04) (3) = 771 kip-ft FS. siding = sliding force 55.04 = 1.32 
F.S. overeuming = total righting moment _ 2549 =331 
overturning moment 771 
R, = F, = 55.04 kips and R, = È V = 161.01 kips; hence, R = 55.04? + 161.01? = 170.16 kips. 
х= ХМ LM = Mo _ 2549-771 _ 11 oa tt Eccentricity = 2 — 11.04 = 3.96 ft 


R, EV 161.01 


Since the eccentricity is less than one-sixth the base of the dam, the resultant acts within the middle third of the 
base. 








Е. Мх, М.у 161.01 | [(161.01)(3-96)](15) 
PAT 090? (09072 


рв = 5.37 4 4.25 29.62 kips/f& — p4 55.37 — 4.25 — 1.12 kips/ft 


+0 = 5.37 + 4.25 


The complete pressure distribution on the base of the dam is given in Fig. 4-4c. 
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hi 
hos ios ‘onl Fig. 4-4(a) 









С 


1.12 kips/ft? 


Fig. 4-4(c) 


4.6 A concrete dam retaining water is shown in Fig. 4-5a. If the specific weight of the concrete is 23.5 kN /m/?, find 
the factor of safety against sliding, the factor of safety against overturning, and the pressure intensity on the 
base. Assume there is a hydrostatic uplift that varies uniformly from full hydrostatic head at the heel of the dam 
to zero at the toe and that the coefficient of friction between dam and foundation soil is 0.45. 


I The forces acting on the dam are shown in Fig. 4-5b. F = yhA, F, = (9.79){(0+ 14/2](04)(1)] 959.4 kN, 

F, = (9.79)[(3)(14 — 3)(1)] = 323.1 kN. Hydrostatic uplift varies from (14)(9.79), or 137.1 kN/m? at the heel to 
zero at the toe, as shown in Fig. 4-5b, Fy = (137.1/2)(15)(1) = 1028 kN. It acts at (4)(15), or 5.0 m from point A, 
as shown in Fig. 4-5b. 
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righting moment 
moment arm about toe, B 
weight of component (kN) from toe, B (m) (KN - m) 


3)(15 — 3 — 4)(12)(23.5)(1) = 1128 (945-3-4)- 5.333 6016 


(4)(12 + 3)(23.5)(1) = 1410 (15 — 3 — $) = 10.000 14 100 
(15)(3)(23.5)(1) = 1058 5 = 7.500 7 935 
= 323 (15 — 3) = 13.500 4360 





È V = 3919 kN X M.-32411 kN- m 


Muverturaing ^ (959.4) (5) + (1028)(10) = =14 760 kN 


F Siang =e resistance GAS IM i. 36 


R, = F, = 959.4 kN and R, = | V — Fy = 3919 — 1028 = 2891 kN; hence, R = V959. 4? -- 2891? — 3046 kN. 


M, EM,-M, 32411-147 
xc EMs EM, M, 32411-14760. 6105 т Eccentricity = 48 — 6.105 = 1.395 m 


Since the eccentricity is less than one-sixth the base of the dam, the resultant acts within the middle third of the 
base. 








is 
ма + МУ 291 [0891)01.395)](8) 0. 1927:107.5 
y 


F 
PrA L a50) 057/12 


A 
рв = 192.7 + 107.5 = 300.2 kN/m? рд = 192.7 — 107.5 2 85.2 kN /m* 


The complete pressure distribution on the base of the dam is given in Fig. 4-5c. 





18m 


SZ, JS 





15т 


Fig. 4-5(a) 
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Fig. 4-5(5) 






| 85.2 kN/m? 


К, = 2891 kN Fig. 4-5(c) 


4.7 A concrete dam retaining water is shown in Fig. 4-6a. If the specific weight of the concrete is 23.5 kN/m/, find 
the factor of safety against sliding, the factor of safety against overturning, and the maximum and minimum 
pressure intensity on the base. Assume thére is no hydrostatic uplift and that the coefficient of friction between 
dam and foundation soil is 0.48. 


I The forces acting on the dam are shown in Fig. 4-6b. F = yhA, Fy = (9.79)[(0 + 6)/2][(6)(1)] = 176.2 КМ. 


righting moment 
moment arm from toe, about toe, 
weight of component (kN) A (m) A (kN: m) 


(3)(2)(7)(23.5) = 164.5 (2)(2) = 1.333 219 
(2)(7)(23.5) = 329.0 2+ 4 = 3.000 987 


У У = 493.5 ЕМ У М, = 1206 kN - m 
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Moverturning = (176.2)(§) = 352.4 kN 


FS siding = slinding resistance — (0.48)(493.5) = 1.34 


“overturning 775777 o. "Ae ^ шщ 3.42 


К, = Е. = 176.2 КМ апі А, = У У — 493.5 kN; hence, R — V176.2? -- 493.5? 2 524 kN. 


M, М,- 1206 — 352.4 2. 
-ZM EMM 1206-3524. 1.730 m Eccentricity = $ — 1.730 = 0.270 m 
y . 


Since the eccentricity is less than one-sixth the base of the dam, the resultant acts within the middle third of the 
base. 


_F Мух, М.у 493.5. [493.5)00.270)8) 
P-Xt7 tp un^ duum +051224 50.0 


Pmax = 123.4 + 50.0 = 173.4 kN/m? Pmin = 123.4 — 50.0 = 73.4 kN/m? 


Fig. 4-6(a) 





Fig. 4-6(b) 


qe 
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48 For the dam shown in Fig. 4-7, what is the minimum width b for the base of a dam 100 ft high if hydrostatic 
uplift is assumed to vary uniformly from full hydrostatic head at the heel to zero at the toe, and also assuming 
. an ice thrust P, of 12 480 Ib per linear foot of dam at the top? For this study, make the resultant of the reacting 
forces cut the base at the downstream edge of the middle third of the base (i.e., at O in Fig. 4-7) and take the 
weight of the masonry as 2.50y. 


f Е=уһА Е,-(62.4)(100--0)/2|(100)(1)| - 3120001. Е, = [(100)(62.4)/2]((1)(5)] — 3120b 
W, = [02.50)(62.4)][20)(100)(1)] = 312 000ь и = [02.50)(62.4)](0Ь — 20)(100)(1)/2] — 78005 — 156 000 
> Mo=0 


(312 000)(33%) + (31206)(b /3) — (312 600)[(3)(b) — 2] — (7800b — 156 000)[(3)(b — 20) — b/3] + (12 480)(100) =0 
| 3b? + 100b —24400=0 — b-750ft | 





Fig. 4-7 
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Forces on Submerged Curved Areas 


The submerged, curved surface AB in Fig. 5-1a is one-quarter of a circle of radius 4 ft. The tank’s length 
(distance perpendicular to the plane of the figure) is 6 ft. Find the horizontal and vertical components of the 
total resultant force acting on the curved surface and their locations. 


B The horizontal component of the total resultant force acting on the curved surface is equal to the total 
resultant force, Fy, acting on the vertical projection of curved surface AB (i.e., BF in Fig. 5-1b). This projection 
is a rectangle 6 ft long and 4 ft high. For the portion of F5 resulting from horizontal pressure of BHEF in Fig. 
5-1b, p. = (8)(62.4) = 499 Ib/ft?, A = (6)(4) = 24 ft’, F = (499)(24) — 11 980 Ib. For the portion of F; resulting 
from horizontal pressure of HGE in Fig. 5-1b, p2 = (62.4)[(0 + 4)/2] = 125 lb/ft’, F, = (125)(24) = 3000 Ib; 

Fa = F + Б = 11 980 + 3000 = 14 980 Ib. The vertical component of the total resultant force acting on the curved 
surface is equal to the weight of the volume of water vertically above curved surface AB. This volume consists 
of a rectangular area (AFCD in Fig. 5-1c) 4 ft by 8 ft and a quarter-circular area (ABF in Fig. 5-1c) of radius 

4 ft, both areas being 6 ft long. This volume (V) is V = [(4)(8) + (7)(4)?/4](©) = 267.4 ft’, F, = weight of water 
іп У = (267.4)(62.4) = 16 690 Ib. The location of the horizontal component (74) is along a (horizontal) line 
through the center of pressure for the vertical projection (i.e., the center of gravity of EFBG in Fig. 5-1b). This 
can be determined by equating the sum of the moments of F, and F, about point C to the moment of Fy about 
the same point. (11 980)(8 + $) + (3000)[8 + (3)(4)] = 14 980h.,, Aa = 10.13 ft. (This is the depth from the water 
surface to the location of the horizontal component. Stated another way, the horizontal component acts at a 
distance of 12 — 10.13, or 1.87 ft above point B in Fig. 5-1b.) The location of the vertical component (F,) is 


Fig. 5-1(a) 





Fig. 5-1(5) Fig. 5-1(c) 
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along a (vertical) line through the center of gravity of the liquid volume vertically above surface AB (i.e., the 
center of gravity of ABCD in Fig. 5-1c). This can be determined by referring to Fig. 5-1c and equating the sum 
of the moments of the rectangular area (AFCD in Fig. 5-1c) and of the quarter-circular area (ABF in Fig. 5-1c) 
about a vertical line through point B to the moment of the total area about the same line. (x)[(8)(4) + 
(2)(4/4]  [(8(4)Y(3) *- Gr) (4)/4][(4)(4)/(3z)], x — 1.91 ft. (This is the distance from point B to the line of 
action of the vertical component.) | 


Solve Prob. 5.1 for the same given conditions except that water is on the other side of curved surface AB, as 
shown in Fig. 5-2. : 


1 If necessary, refer to the solution of Prob. 5.1 for a more detailed explanation of the general procedure for 
solving this type of problem. P = P wg = (y)[(H1 + h2)/2] = (62.4) [(8 + 12)/2] = 624 Ib/ft?, A = (6)(4) = 24 ft’, 

F,, = pA = (624)(24) = 14 980 lb. The vertical component (F,) is equal to the weight of the imaginary volume of 
water vertically above surface AB. Hence, Fy, = [(4)(8) + ()(4)7/4](6)(62.4) = 16 690 Ib. The location of the 
horizontal component is 10.13 ft below the water surface (same as in Prob. 5.1 except that Fy acts toward the 
left). The location of the vertical component is 1.91 ft from point B (same as in Prob. 5.1 except that F, acts 
upward). 


Fig. 5-2 





The submerged sector gate AB shown in Fig. 5-3a is one-sixth of a circle of radius 6 m. The length of the gate is 
10 m. Determine the amount and location of the horizontal and vertical components of the total resultant force 
acting on the gate. 


B it necessary, refer to the solution of Prob. 5.1 for a more detailed explanation of the general procedure for 
solving this type of problem. Refer to Fig. 5-3b. F4 — yhA — (9.79)[(0 4- 5.196)/2][(10)(5.196)] — 1322 kN, 
Агеадвс = агеадсвр + агеавро — агеадво = (5.196)(3) + (3.000)(5.196)/2 – (2)(6)2/6 = 4.532 т?, Б, = 
(area4zc)(length ОЁ раќе)(у) = (4.532)(10)(9.79) = 444 КМ. The location of the horizontal component (Fx) is 
along a (horizontal) line 5.196/3, or 1.732 m above the bottom of the gate (A). The location of the vertical 
component (F,) is along a (vertical) line through the center of gravity of section ABC. Taking area moments 
about AC, 4.532x = [(5. 196)(3)](3) - [(3)(3.000)(5.196)](3 + 3.000/3) — [(x)(6)?/6]{6 — [cos (60°/2)](2)(6)/2}, 
x — 0.842 m. ` 





(а) Fig. 5-3(a) 


5.5 


5.6 
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6 sin 60° = 5.196 m 


6 cos 60° = 3.000 m 


Fig. 5-3(5) 


The curved surface AB shown in Fig. 5-4a is a quarter of a circle of radius 5 ft. Determine, for an 8-ft length 
perpendicular to the paper, the amount and location of the horizontal and vertical components of the total 
resultant force acting on surface AB. 


Ё If necessary, refer to the solution of Prob. 5.1 for a more detailed explanation of the general procedure for 
solving this type of problem. Refer to Fig. 5-4b. Fy = yhA = (62.4)[(0 + 5)/2][(5)(8)] = 6240 Ib, area, sp = 
агеадсвр — агеадвс = (5)(5) – (2)(5)/4 = 5.365 #2, F, = (area,pp)(length)(y) = (5.365)(8)(62.4) = 2678 Ib. 
Е, is located at 3, or 1.67 ft above C. Fy is located at x from line AD. 5.365x =[(5)(5)](3) — 

[(т)(5)°/41[5 — (4)(5)/(3л))], х = 1.12 ft. 





Fig. 5-4(a) 


Determine the value and location of the horizontal and vertical components of the force due to water acting on 
curved surface AB in Fig. 5-5, per foot of its length. 


I If necessary, refer to the solution of Prob. 5.1 for a more detailed explanation of the general procedure 
for solving this type of problem. Ky = yhA = (62.4)[(0 + 6)/2][(6)(1)] = 1123 lb, F, = (area)(length)(y) = 
[(*)(6)*/4](1)(62.4) = 1764 Ib. F,, is located at (3)(6), or 4.00 ft below C. F, is located at the center of gravity 
of area ABC, or distance x from line CB. x = 4r/(3) = (4)(6)/@G) = 2.55 ft. 


The 6-ft-diameter cylinder in Fig. 5-6 weighs 5000 Ib and is 5 ft long. Determine the reactions at A and B, 
neglecting friction. 
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Fig. 5-4(b) 





I The reaction at A is due to the horizontal component of the liquid force acting on the cylinder (Fẹ). 

Fa = yhA = [(0.800)(62.4)][(0 -- 6)/2)[(3 -- 3)(5)) — 4493 Ib. F,, acts to the right; hence, the reaction at A is 
4493 ]b to the left. The reaction at B is the algebraic sum of the weight of the cylinder and the net vertical 
component of the force due to the liquid. (F,),.» = (areazcospe)(length)(7), (Fy sown = (aleagcne)(length)(y), 
(Fy net = (Fr Jup — (Fy sown = (ateacospc)(length)(y) = [()(3)’/2](5)[(0.800)(62.4)] = 3529 Ib (upward). The 
reaction at B is 5000 — 3529, or 1471 Ib upward. 





Fig. 5-6 


тоттың 
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Referring to Fig. 5-7, determine the horizontal and vertical forces due to the water acting on the cylinder per 
foot of its length. 


І (Е.)срл = 62.4{([4 + (4 + 4.24 + 0.88)]/2}[(2.12 + 3)(1)] = 2096 Ib 
(Fu)as ^ (62.4) ([(4 -- 4.24) -- (4 -- 4.24 + 0.88)]/2}[(0.88)(1)] = 477 Ib 
(Fi)as 7 (Fa)cpA — (Fu)as ^ 2096 — 477 — 1619 Ib (right) 
(Fy net = (Fv) paz — (Fy) nc = weight of volumep,srep — weight of volumepcagp = weight of volumepA srccp 
= weight of (rectanglegnc * trianglec5 + semicirclecp,s) 
= 62.4[(4)(4.24) + (4.24)(4.24)/2 + (a)(3)?/2](1) = 2501 Ib (upward) 





Fig. 5-7 


In Fig. 5-8, an 8-ft-diameter cylinder plugs a rectangular hole in a tank that is 3 ft long. With what force is the 
cylinder pressed against the bottom of the tank due to the 9-ft depth of water? 


i (Fy net = (Fy eve — (Fy )ca — (Fy) az = 62.4[(4 - 4)(7) — ()(4)/2](3) 
— 62.4((7)(0.54) -- (2:5) (X) (4) – (2)(3.46) /2](3) 
— 62.4[(7)(0.54) -- (3) (x)(4) — (2)(3.46)/2](3) — 4090 Ib (downward) 





Fig. 5-8 


In Fig. 5-9, the 8-ft-diameter cylinder weighs 500 Ib and rests on the bottom of a tank that is 3 ft long. Water 
and oil are poured into the left- and right-hand portions of the tank to depths of 2 ft and 4 ft, respectively. Find 
the magnitudes of the horizontal and vertical components of the force that will keep the cylinder touching the 
tank at B. 


1 (Fo) (Fas — (Fa)ca = ((0.750)(62. 4)][(0 + 4)/2][(4)(3)] — (62.4)[(0 + 2)/2][(2)(3)] = 749 Ib (left) 
(Е). = (Fy az + (Fv)es 7 [(0.750)(62. 4)][( 0) (4)^/4)(3) + (62.4)[ $85) (20)(4)? — (2)(V12)/2](3) 
= 2684 Ib (upward) . 
The components to hold the cylinder in place are 749 lb to the right and 2684 — 500, or 2184 Ib down. 
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4 r а 2 
Viz 
Fig. 5-9 


The half-conical buttress ABE shown in Fig. 5-10 is used to support a half-cylindrical tower ABCD. Calculate 
the horizontal and vertical components of the force due to water acting on the buttress. 


І Е. = үћ.„А = (62.4)(3 + $)((6)(2 + 2)/2] = 3744 Ib (right) 


Fy = weight of (imaginary) volume of water above curved surface 
= (62.4)[(3)(6)(2)(2)°/3 + (5)()(2)(3)] = 19601 (ыр) 





Fig. 5-10 


A dam has a parabolic shape z = 2o(x/x9)*, as shown in Fig. 5-11a. The fluid is water and atmospheric pressure 
may be neglected. If x, = 10 ft and z; — 24 ft, compute forces F,, and Б, оп ће dam and the position c.p. where 


they act. The width of the dam is 50 ft. 


1 Е, = yhA = 62.4[(24 + 0)/2][(24)(50)] = 898 600 Ib. The location of F, is along a (horizontal) line ¥, or 

8.00 ft above the bottom of the dam. F, = (areap,,)(width of dam)(y). (See Fig. 5-116.) Areao4s = 2524/3 = 
(2)(10)(24)/3 = 160 ft?, F, = (160)(50)(62.4) = 499 200 Ib. The location of F, is along a (vertical) line through the 
center of gravity of areag45. From Fig. 5-116, x = 3x9/8 = (3)(10)/8 = 3.75 ft, z = 32/5 = (3)(24)/5 = 14.4 ft, 
Fresuttant = V499 2007 + 898 6007 = 1 028 000 Ib. As seen in Fig. 5-11c, Fresurane acts down and to the right at an 
angle of arctan (499 200/898 600), or 29.1°. Fresurant passes through the point (x, z) = (3.75 ft, 8 ft). If we move 
down alone the 29.1° line until we strike the dam, we find an equivalent center of pressure on the dam at 

x = 5.43 ft and z = 7.07 ft. This definition of c.p. is rather artificial, but this is an unavoidable complication of 


dealing with a curved surface. 





Xy 


2х02 
Area = = 


. B 





Fig. 5-11(5) 
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} F resultant = 1,028,000 Ib 


— acts along z = 10.083 — 0.5555x 





0 5.43 ft | Fig. 5-11(c) 


The canal shown in cross section in Fig. 5-12a runs 40 m into the paper. Determine the horizontal and vertical 
components of the hydrostatic force against the quarter-circle wall and the point c.p. where the resultant strikes 
the wall. 


1 F,-yhA -9.79[(18 - 0)/2][(18)(40)] ^ 63 439 kN. The location of F;, is along a (horizontal) line 5, or 

6.00 m above the bottom of the wall. F, — 9.79[(40)(x)(18)^/4] ^ 99 650 kN. The location of F, is along a 
(vertical) line through the center of gravity of areagan. x — 4r/(3z) — (4)(18)/(3z) = 7.64 m, Fresuttant = 

V63 439° + 99 650° = 118 130 kN. As seen in Fig. 5-12b, Fresuitane acts down and to the right at an angle of arctan 
(99 650/63 439), or 57.5°. Fresunant Passes through the point (x, z) = (7.64 m, 6.00 m). If we move down along the 
57.5° lme until we strike the wall, we find an equivalent center of pressure at x = 8.33 m and z = 2.82 m. 


Freguitant = 118,130 KN 


5--- 





33,650 kN 


63,439 KN 


6.00 m 


Fig. 5-12(a) Fig. 5-12(b) 


Gate AB in Fig. 5-13a is a quarter circle 8 ft wide into the paper. Fd the force F just sufficient to prevent 
rotation about hinge B. Neglect the weight of the gate. 


І Е, = ҮКА = 62.4[(7 + 0)/2][(7)(8)] = 12 230 lb (left). The location of F, is along a (horizontal) line 3, or 
2.333 ft above point B. (See Fig. 5-13b.) Fy = F, — F, = 62.4[(8)(7)(7)] — 62. 4[(8)(z)(7)*/4] = 24 461 — 19211 = 
5250 Ib (up). The location of F, can be determmed by taking moments about point B in Fig. 5-13b. 

5250x = (24 461)(3) — (19 211)[7 — (4)(7)/(3x)], x = 1.564 ft. The forces acting on the gate are shown in 

Fig. 5-13c. L Mg = 0; 7F — (2.333)(12 230) — (1.564)(5250) = 0, F = 5249 lb (down). 
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12.230 Ib 


2333 ft 


„ 


$250 ib 
Fig. 5-13(c) 


5.14 Repeat Prob. 5.13 if the gate is steel weighing 3000 Ib. 


B The weight of the gate acts at the center of gravity of the gate shown іп Fig. 5-14. 2r/z — 
(2)(7)/ т = 4.456 ft; E Ms — 0. From Prob. 5.14, 7F — (2.333)(12 230) — (1.564)(5250) 
(3000)(7 — 4.456) 2 0, F = 4159 Ib. 





5.15 Compute the horizontal and vertical components of the hydrostatic force on the quarter-circle face of the tank 
shown in Fig. 5-15a. 


i . Fa = yh4A = 9.79[4 + 2][(1)(7)] = 308 KN 
F, - E, — E, - (9.79)07)0)6)] – (9.79)[0)(2)(1)?/4] = 289 КҸ (See Fig. 5-15b.) 
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іт 





| m lm 
Fig. 5-15(5) 


516 | Compute the horizontal and vertical components of the hydrostatic force on the hemispherical boulder shown іп 
Fig. 5-16a. 


1 From symmetry, Fa ^ 0, F, — F, — F, (see Fig. 5-16b). F, = 62. 4{(2)(3)7(12)] — (62.4)[(3)(4)(4)(3)'] = 


17 643 Ib. 
| Water 


12 ft 


| Mr Fig. 5-16(a) 


PX F 





3-ft radius 3-ft radius 
Fig. 5-16(b) 


5.17 The bottled cider (s.g. = 0.96) in Fig. 5-17 is under pressure, as shown by the manometer reading. Compute the 
net force on the 2-in-radius concavity in the bottom of the bottle. 


B From symmetry, Fi, = 0, pas + [(0.96)(62.4)]() — [(13.6)(62.4)]G5) = Pam = 0, paa = 339 lb/ft? (gage); 
Fy = Paa Áronom + weight of liquid below AA = 339[(7)( 12/4] - [(0.96)(62. 4)]G2)( 3) (5)?/4] — 
[(0.96)(62.4)][(G) 5) 6) (3^ ^ 32.1 Ib. 
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5.18 


5.19 





Fig. 5-17 


Mercury 


Half-cylinder ABC in Fig. 5-18a is 9 ft wide into the paper. Calculate the net moment of the pressure forces on 
the body about point C. 


1 From symmetry, the horizontal forces balance and produce no net moment about point C. (See Fig. 5-18b.) 
Fy = R — R = Proyancy ot body Anc 7 |(0.85)(62.4)|(9)(л)(2)7/21 > 15 18415, х -4ғ/(3л) -(4)2)/(3л) = 1.910 ft, 
Мс = (15 184)(1.910) = 29 001 Ib - ft (clockwise). 





Fig. 5-18(a) 


|| 





Fig. 5-18(5) 


Compute the hydrostatic force and its line of action on semicylindrical indentation ABC in Fig. 5-19a per meter 
of width into the paper. 


i Е, = үһ.„А = [(0.88)(9.79))(2 + 2 + 25)[(2.5)(1)] = 113.1 kN 


_ he sin @_ —[()(2.5)°/12](sin 90°) _ 
yo KA (2424+ 25) 0098. 
As demonstrated in Prob. 5.18, Fy = Fpuoyancy of boay aac and it acts at 4r/(32) from point C. K, = 
[(0.88)(9.79)1((1)(2)(22)2/2] = 21.14 КМ, х = 4ғ1(3л) = (4)(2)/ (3л) = 0.531 m. The forces acting on the 
indentation are shown in Fig. 5-195. Fus 21.14? + 113.1? = 115.1 КМ. Аѕ ѕһомтп іп Еір. 5-19b, F esuttant 
passes through point О and acts up and to the right at an angle of arctan (21.14/113.1), or 10.59°. 
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mu RS 





I-3-1—- 
g 


. 5-19(a) 


1134 kN 





2114 kN 


Fig. 5-19(5) 


520 Find the force on the conical plug in Fig. 5-20. Neglect the weight of the plug. 
І Fy = pAhore + Weight of water above cone = [(4.5)(144)][()(1)?/4] + (62.4)[(4)(a1)(1)7/4] 
— (62.4)[(3)(1.207)(x)(1)/4] = 685 Ib 





Fig. 5-20 


5.21 The hemispherical dome in Fig. 5-21 is filled with water and is attached to the floor by two diametrically 
opposed bolts. What force in either bolt is required to hold the dome down, if the dome weighs 25 kN? 


І F, = weight of (imaginary) water above the container 
= 9.7915 + 1.5)()(1.5)"] — 9.79[(5)(27)(0.04)/4] — 9.79[(4)(4)(2)(1.5)°] = 380.5 KN (up) 
net upward force on dome = 380.5 — 25 = 355.5 kN 
force per bolt = 355.5/2 = 177.7 kN 








96 [) CHAPTER 5 


522 


5.23 


5.24 





Fig. 5-21 


A 3-m-diameter water tank consists of two half-cylinders, each weighing 3.5 kN/m, bolted together as shown in 
Fig. 5-22a. If support of the end caps is neglected, determine the force induced in each bolt. 


ff See Fig. 5-22b. Assuming the bottom half is properly supported, only the top half affects the bolt force. 


р. = (9.79)(1.5 + 1) = 24.48 kN/m’; Y; F, = pA; — 2Ron — Wao — Weank nait = 9, 24.48[(3)(io0)] -2Қа- 
9.7925)(л)(1.5)7/21- 3.5/4-0, Е.,- 4.42 КМ. 








М 


tank half 






Feit 
Bolt 


spacing ——— + ----- 
25 cm 
РА, 
Fig. 5-22(a) | Fig. 5-22(b) 


The cylinder in Fig. 5-23a extends 5 ft into the paper. Compute the horizontal and vertical components of the 
pressure force on the cylinder. 


MB Sec Fig. 5-23b. Note that the net horizontal force is based on the projected vertical area with depth AB. 
Fa = Yh A = 62.4[(4 + 2.828) /2][(4 + 2.828)(5)] = 7273 lb; F, = equivalent weight of fluid in regions 1, 2, 3, 
and 4 — (62.4)(5)[(2)(4)2/2 + (2.828) (4) + (2.828)(2.828)/2 + (л)(4)2/8] = 14 5791Ь. 


loce, o ft 
A 


4ft 











2.828 








Fig. 5-23(a) Fig. 5-23(5) 


A 3-ft-diameter log (s.g. — 0.82) divides two shallow ponds as shown in Fig. 5-24a. Compute the net vertical and 
horizontal reactions at point C, if the log is 12 ft long. 


§.25 


5.26 
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I F = yhA. Figure 5-24b shows the forces acting on the log. 
(Ен), = 62.4[(0 + 3)/2][(1.5 + 1.5)(12)] = 3370 1b (Fir)2 = 62.4[(0 + 1.5)/2][(1.5)(42)] = 842 Ib 
(F,), = 62.4[(12)()(1.5)?/2] = 2646 lb (5), = 62.4((12)(л)(1.5)?/4] = 13231ь 
ХЕ-0 3370 — 842- C,=0 C, =2528 1b (left) 
УЕ =0 2646 + 1323 — [(0.82)(62.4)][(12)(2)(1.5)] + С, = 0 C, = 371 lb (up) 





(FQ, ? (0, 

Fig. 5-24(a) Fig. 5-24(5) 
The 1-m-diameter cylinder in Fig. 5-25a is 8 m long into the paper and rests in static equilibrium against a 
frictionless wall at point B. Compute the specific gravity of the cylinder. 


1 Sec Fig. 525b. The wall reaction at В is purely horizontal. Then the log weight must exactly balance the 
vertical hydrostatic force, which equals the equivalent weight of water in the shaded area. W,, — К, = 
(9.79)(8)[(G) ()(0.5? - (0.5)(0.5)] 2 65.71 kN, v, — 65.71/[(8)(x)(0.5)^] 2 10.46 kN/m?, s.g. = 10.46/9.79 = 
1.07. 





Fig. 5-25(a) | г=О.5т Fig. 5-25(Ь) 


The tank in Fig. 5-26a is 3 m wide into the paper. Neglecting atmospheric pressure, compute the hydrostatic 
horizontal, vertical, and resultant force on quarter-circle panel BC. 


f Fa = yha A = (9.79)(4 + 3)[(5)(3)] = 954.5 kN, F, = weight of water above panel BC = (9.79)[(3)(5)(4)] + 
(9.79)[(3)(22)(5)?/4] = 1164 KN, Fresuttant = V954.57 + 11647 = 1505 kN. As seen in Fig. 5-26b, F,esutant PASSES 
through point O and acts down and to the right at an angle of arctan (1164/954.5), or 50.6°. 


1505 kN 
B 


Fig. 5-26(a) Fig. 5-26(b) 
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5.27 Gate AB in Fig. 5-27a is a quarter circle 7 ft wide, hinged at B and resting against a smooth wall at A. Compute 
` the reaction forces at A and B. 


F Fy = yhegA = (64)(11 — $)[(7)(6)] = 21 504 Ib Yop = een’ = M Ла) - —0.375 ft 


Thus, Fy acts at $ — 0.375, or 2.625 ft above point B. F, = weight of seawater above gate AB = 
(64)(7)[(11)(6)] — (64)(7)[(2)(6)7/4] = 29 568 — 12 667 = 16 901 Ib. The location of F, can be determined by 
taking moments about point A in Fig. 5-27b. (29 568)($) — (12 667)[(4)(6)/(3x)] = 16 901x, x = 3.340 ft. The 
forces acting on the gate are shown in Fig. 5-27c. 


> M, =0 (21 504)(2.625) + (16 901)(6 —3.340) 264, -0 — A, — 169011b 
ХЕ-о 21504-В,-16901-0 В, = 46031 
УЕ =0. В, -–16901=0 В, =169011Ь 


Seawater 
y264 Ib /ft 













Fig. 5-27(a) 
6 tt efr 
| 
F,7 16,301lb F, = 29,568 Ib 
— Е, = 12,667 ib 
— Il ft — 4r 
3T 
А А 
eft 
6 ft 
Fig. 5-27(5) 
Fe IG 901 Io 
“« -- А * 


F = 21,504 |b 


By Fig. 5-27(c) 


чя 
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5.28 Curved wall ABC in Fig. 5-28a is a quarter circle 9 ft wide into the paper. Compute the horizontal and vertical 
hydrostatic forces on the wall and the line of action of the resultant force. 


I See Fig. 5-28b. Fy = yh.,A = (62.4)(3.536)[(7.072)(9)] = 14.044 Ib, F, = weight of (imaginary) water in 
crosshatched area in Fig. 5-28b = (62.4)(9)[(2)(5)?/4 — (2)(5 sin 45°)(5 cos 45°)/2] = 4007 Ib; Fresatant = 
V4007 + 14 044? = 14 604 Ib. F.esuzant passes through point O and acts at an angle of arctan 4%, or 15.9°, as 
shown in Fig. 5-28c. 








3.536 f4 


7.012. ft 


3.536 ft 





P 





Fy 
Fig. 5-28(b) 


i 
k 
i 
i 
£ 





Fresultant = 14,604 Ib 


Fig. 5-28(c) 


5.29  Pressurized water fills the tank in Fig. 5-29a. Compute the net hydrostatic force on conical surface ABC. 


B From symmetry, F,, — 0. The gage pressure of 100 kPa corresponds to a fictitious water level at 100/9.79, or 
10.215 m above the gage or 10.215 — 7, or 3.215 m above AC (see Fig. 5-29b). F, — weight of fictitious water 
above cone ABC = 9.79[(3.215)()(3)°/4 + (3)(6)(x)(3)*/4] = 361 KN (up). 


-т------- fictitious. waley 
level 





100 kPa 
gage 





Fig. 5-29(a) Fig. 5-29(5) 
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5.30 Gate AB in Fig. 5-30a is 7 m wide into the paper. Compute the force F required to prevent rotation about the 
hinge at B. Neglect atmospheric pressure. 


1 ЕБ. = yhA =9.79[(9.6 + 0)/2][(9.6)(7)] = 3158 kN. F, acts at $$, or 3.200 m above B (see Fig. 5-305). 
F, — weight of water above the gate — 9.79[(3)(6)(9.6)(7)] = 2632 KN. F, acts at “8, or 2.250 m right of B (see 
Fig. 5-30b). 3 M5 = 0; (3.200)(3158) + (2.250)(2632) — 9.6F =0, F = 1670 kN. 
F 
A 
Fy = 2632KN 





9.6 т 
Fy > 3158 KN 
3.200 m 
X. 
4 2.250 
m 
Fig. 5-30(a) Fig. 5-30(5) 


5.31 The cylindrical tank in Fig. 5-31 has a hemispherical end cap ABC. Compute the total horizontal and vertical 
forces exerted on ABC by the oil and water. 


1 F-yh4A (Еһ), - [(0.9)(9.79)](3 + 3)[()(2)?/2] =221kN (left) 
(Fiz)2 = ([(0.9)(9.79)](3 -- 2) - (9.79) (3) [() Q^]/2 2 338 kN. (left) 
(Fiz) tot —221--338 — 559 kN. (left) 
F, = weight of fluid within hemisphere — [(0.9)(9.79)][(3) (5) 2) 2] - (9.79)[(($)()(2] 2 156 kN (down) 





Fig. 5-31 
5.32 A cylindrical barrier holds water, as shown in Fig. 5-32. The contact between cylinder and wall is smooth. 

Consider a.1-m length of cylinder and determine its weight and the force exerted against the wall. 

I | (Fr Jaco = (9.79)(1)[(л)(2)°/2 + (2)(2) + (2)(2)] = 139.8 КМ (ир) 

(Е,)дв = (9.79)(1)[02)02) – (л)(2)°/4] = 8.4КҸ (дот) 
УЕ =0 139.8 — И, аг — 8.4=0 Жуас = 131.4КМ 
Fa = Үһ.„А (Fasc = (9.79)(2)[(2 + 2)(1)] = 78.3KN (right) 
(Е.)ьс = (9.79)(2 + 3)[0)(1)] = 58.7 kN (left) (Fa)against wan = 78.3 — 58.7 = 19.6 КМ (right) 





Fig. 5-32 
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833 The revolving gate in Fig. 5-33 is a quarter-cylinder with pivot through O. What force F is required to open it? 
(Treat the gate as weightless.) 


ет 
MB At each point of ABC the line of action of the pressure force passes through O; hence the pressure has no 
moment about O. It follows that any F, no matter how small, suffices to produce a net opening moment. 





Fig. 5-33 


5.34 Find the vertical component of force on the parabolic gate of Fig. 5-34a and its line of action. 


киир ET pts oxo m 





t I F, = weight of imaginary liquid above gate = yL Í (H — y) dx (see Fig. 5-345) 
` 0.8 532708 
E. = (9.00)(3) Í (2 — V5x) dx = (9.00)(3)] 2х — V5x | = 14.40 kN 

0 2 0 


c [exe 


Xe-— —g—— (see Fig. 5-34b) 


(9.00)(3) | о-\У5хухах (9.00)(3) | " Qx — VS?) dx 


| 14.40 14.40 
= (9.00)(3)[х* — (М5х°?)/$]р*/14.40 = 0.240 m 

















3 Gat 
yz 4.00 kN/m ede 3m) 
Gate 3m 
wide 





e 
^r © 
>, 
% 
ae 


Fig. 5-34(a) Fig. 5-34(5) 


535 . Determine the moment M needed to hold the gate of Fig. 5-34a shut. Neglect its weight. 


1 Е. = yhA =9.00[(0 + 2)/2][(2)(3)] ^ 54.0 kN (left). F; acts at 3, or 0.667 m above point 0. F, — 14.40 kN 
(up) and x, — 0.240 m (from Prob. 5.34 and Fig. 5-345). 5; Mo = 0; M — (14.40)(0.240) — (54.0)(0.667) — 0, 
М = 39.5 КМ · т. 
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5.36 


5.37 


5.38 


Find the force on the body (part of a parabolic cylinder) of Fig. 5-35. The length normal to the paper is 
L —4.5 m, and y is 9.20 kN/m*. 


І Fa = yhA = (9.20)(3)[(1)(4.5)] = 20.70 kN 
; Ve x? x3 М 
F; = weight of liquid above OA = Í yLy dx = Í (9.20)(4.5) (=) dx = (9.20(4.5)| =| = 39,03 kN 
9 9 


Fresuttant = \/39.03° + 20.707 = 44.18 kN 





Fig. 5-35 


The curved plate in Fig. 5-36 is an octant of a sphere. Find the resultant force, including its line of action, acting 
on the outer surface, if the radius of the sphere is 600 mm and its center is 2 m below the water surface. 


Е 5се Fig. 5-36. Fy = yhA = y[H — 4r/(3x)|(2r?/4), F = Е = Е = 9.79[2 — (4)(0.6)/(320)][(20)(0.6)2/4] = 
4.831 KN (both F, and F, act toward 0); F, = Fy = weight of water above curved surface = y[(H)(x)(r)*/4 — 
(3) (л) (7) /8] = 9.79[(2)(2)(0.6)2/4 — ($)(2t)(0.6)?/8] = 4.429 KN. Fresuttant acts on a line through 0 making a 45° 
angle with the x and z axes because of symmetry; Fyesuntant = V4.429° + 4.8317 + 4.8317 = 8.142 KN. It acts at an 
angle 6 = arccos (4.429/8.142) = 57.0°. 





Fig. 5-36 


Find the horizontal and vertical components of the force per unit width exerted by fluids on the horizontal 
cylinder in Fig. 5-37a if the fluid to the left of the cylinder is (a) a gas confined in a closed tank at a pressure of 
35.0 kN/n*? and (b) water with a free surface at an elevation coincident with the uppermost part of the cylinder. 
Assume in both instances that atmospheric pressure occurs to the right of the cylinder. 


B (a) The "net vertical projection" (see Fig. 5-37a) of the portion of the cylinder surface under consideration 
is 4 — (2 — 2. cos 30°), or 3.732 m. Fy, = pA = 35.0[(1)(3.732)] = 130.6 kN (right). Note that the vertical force of 
the gas on surface ab is equal and opposite to that on surface bc. Hence, the *'net horizontal projection" with 
regard to the gas is ae (see Fig. 5-38b), which is 2 sin 30^, or 1.000 m. F, — 35.0[(1)(1.000)] — 35.0 kN (up). 
(5) Fy = yhA = (9.79)(3.732/2)[(1)(3.732)] = 68.2kN (right) 
F, = weight of crosshatched volume of water (Fig. 5-37b) 
7 (9.79) (0E G5) 90) (4)"/4 + (3)(1.000)(3.732 — $) + (1)()] =99.8KN (ар) 


— — 
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Net horizontal 
projection 






Net vertical 
projection 





Fig. 5-37(a) Fig. 5-37(5) 


539  Avertical-thrust bearing consists of an 8-in-radius bronze hemisphere mating into a steel hemispherical shell. At 


what pressure must grease be supplied to the bearing so that an unbroken film is present when the vertical 
thrust on the bearing is 600 000 Ib? 


i Projected area = ar? = ()(8)?=201.1in? p = F/A = 600 000/201.1 = 2984 Ib/in’ 
. 540 Find horizontal and vertical forces per foot of width on the Tainter gate shown in Fig. 5-38. 
IF, = yhA = (62.4)[(0 + 25)/2][(25)(1)] = 19 500 Ib. F;; acts at (3)(25), or 16.67 ft below.the water surface. 


F, = weight of imaginary water in ACBA = (62.4)(1)[(2)(25)°/5 — (2)(25 cos 36°)(25 sin 36°)/2] = 5959 Ib. F, 
acts through the centroid of segment ABCA. 





Fig. 5-38 


* S41 The tank indicated in cross section in Fig. 5-39 is 6m long normal to the paper. Curved panel MN is one-quarter 
of an ellipse with semiaxes b and d. If b — 5 m, d — 7 m, and a — 1.0 m, calculate the horizontal and vertical 
components of force and the resultant force on the panel. 





i Fy = yhogA = 9.79(1.0 + 3)[(6)(7)] = 1850 kN 
"NN la ; (00/12 — 
hep = hat кА = (1.0+ 5) + 00+ DOD] + КӨС 5.407 m below water surface 


F, = weight of water above surface MN = (9.79) (6)((2)(5)(7)/4 + (1.0)(5)] = 1908 kN 
x4, 7 4b/ (32) — (4(5)/(32) = 2.122 m to the right of МУ Е, = У1908° + 1850? = 2658 КМ 
Fans acts through the intersection of Fj; and F, at an angle of arctan (1908/1850), or 45.9°. 








M 

A 2 Thh 
ей е. port of eese т 4- 

Area - 244 


pavebola Pío 3 | Fig. 5-39 
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5.42 


5.44 


5.45 


5.46 
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Solve Prob. 5.41 if a = 1.0ft, b = 5ft, d —7 ft, the tank is 6ft long, and MN represents a parabola with vertex 





at N. 
i Fy = yhogA = (62.4)(1.0 + 3)[(6)(7)] = 11 794 Ib 
B Lo 1 (6)(7)2/12 
Ка = ћ + hA =(1.04+4)+ (9 ӨСІ” 5.407 ft below water surface 


F, = weight of water above surface MN = (62. 4)(6)[(3)(7)(5) + (1.0)(5)] = 10 608 Ib 
Xep = (3)(b) = (BG) = 1.88 ft to the right of N 


F esuitant acts through the intersection of Fy and F, at an angle of arctan (10 608/11 794), or 42.0°. 


F .ccuttane = W10 608? + 11 794? = 15 863 Ib 


In the cross section shown in Fig. 5-40, BC is a quarter-circle. If the tank contains water to a depth of 6 ft, 
determine the magnitude and location of the horizontal and vertical components on wall ABC per 1 ft width. 


i Fa = yhA = (62.4)[(0 + 6)/2][(1)(6)] = 1123 Ib 
F, = weight of water above surface BC = (62.4)(1)[(6)(5)] — (62.4)(1)[(7)(5)’/4] = 1872 — 1225 = 647 Ib 
The location of F, can be determined by taking moments about point B. (1872)(3) — (1225)[(4)(5)/(3)] = 


OAT Keo, Xep = 3-22 ft. 





с 


hep = (3)(6) = 4.00 ft 


5-ft radius 


Fig. 5-40 


Rework Prob. 5.43 where the tank is closed and contains gas at a pressure of 10 psi. 
i Fa = pAy = [(10)(144)][(1)(6)] = 8640 Ib 
Е, =рАн = [(10)(144)][)(S)] = 7200 Ib 


A spherical steel tank of 22 m diameter contains gas under a pressure of 300 kPa. The tank consists of two 
half-spheres joined together with a weld. What will be the tensile force across the weld? If the steel is 25.0 mm 


thick, what is the tensile stress in the steel? 


i Е = рА = 300[(2)(22)/4] = 114 040 КМ 


f 11 
о = force/length _ 114 040/227) 66 000 kPa 


thickness 


25.0/ 1000 


Determine the force required to hold the cone shown in Fig. 5-41¢ in position. 
B Figure 5-41b shows the vertical projection above the opening. p,; — 0.6 — [(0.83)(62.4)](5.1)/144 — 


—1.23 psi, E, — [(1.23)(144)][(:)(0.804)?] = 360 Ib, Fi... — (62.4)(0.83)[(7:)(0.804) (5.1 -- 3)] — 8521b, 
Ек = (62.4)(0.83)[(3)(2)(0.804)?/3] = 105 Ib; X. F, — 0, 360 — 852 + 105+ Е = 0, Е = 38710. 





Fig. 5-41(a) 


Far 


1 
| 


(ке. 


«— 0.804 ft 
Cradius) 





LT 


Fig. 5-41(0) 
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5.47 The cross section of the gate in Fig. 5-42 is given by 10x = 3y’; its dimension normal to the plane of the paper is 
7m. The gate is pivoted about O. Find the horizontal and vertical forces and the clockwise moment acting on 
the gate if the water depth is 1.8 m. 


І F4 7 yhA — 9.79((0 4- 1.8)/2][(7)(1.8)] ^ 111.0 kN 


1.8 1.8 3431.8 
F, = weight of water above the gate = І (9.79)(7)(x dy) = (9.79)(7) І 0.3y? dy = e| *2-] - 40.0 kN 
iu 0 0 


Mo - (111.0) 8) + [ © (9.79)(1)( 5) e dy) = 66.6 + (9.79)(7) [ 03у) dy 


541.8 
= 66.6 + өлөт 29% | =78.3kN -m 


10 Jo 





Fig. 5-42 


5.48 Find the wall thickness of steel pipe needed to resist the static pressure in a 36-in-diameter steel pipe carrying 
water under a head of 750 ft of water. Use an allowable working stress for steel pipe of 16 000 psi. 


І p = yh = (62.4)(750) = 46 800 lb/ft? ог 325 Ib/in? 
T = pd/2 = (325)(36)/2 = 5850 lb/in of pipe length t = 5850/16 000 = 0.366 in 
5.49 A vertical cylindrical tank is 6 ft in diameter and 10 ft high. Its sides are held in position by means of two steel 
hoops, one at the top and one at the bottom. The tank is filled with water up to 9 ft high. Determine the tensile 
stress in each hoop. 


B Sce Fig. 5-43. F = yhA = 62.4[(0 + 9)/2][(9)(6)] = 15 163 lb, T = F/2 = 15 163/2 = 7582 Ib; stress in top 
hoop = (7582)(2;) = 2275 16, stress in bottom hoop = (7582)[(10 — 3)/10] = 5307 Ib. 


T 


| 10 ft l ft 


9 ft 
10 ft 
T 


ors (a) 3 ft 


Fig. 5-43(a) Fig. 5-43(5) 
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5.50 A 48-in-diameter steel pipe, 1 in thick, carries oil of s.g. — 0.822 under a head of 400 ft of oil. Compute the 
(a) stress in the steel and (b) thickness of steel required to carry a pressure of 250 psi with an allowable stress of 


18 000 psi. 
I р = yh — ((0.822)(62.4) 400) 2205171b/fü or 142.51b/i? о =I 
(a) o= (142.5)(48/2) = 13 680 psi 
4 
(5) | 18 000 = (220008/2) 035 


5.51 A wooden storage vat, 20 ft in outside diameter, is filled with 24 ft of brine, s.g. = 1.06. The wood staves are 
bound by flat steel bands, 2 in wide by 1 in thick, whose allowable stress is 16 000 psi. What is the spacing ofthe : 
bands near the bottom of the vat, neglecting any initial stress? Refer to Fig. 5-44. 


MB Force P represents the sum of all the horizontal components of small forces dP acting on length y of the vat, · 
and forces T represent the total tension carried in a band loaded by the same length y. : 


УЕ-0 2Т-Р-0  T-Aa04- [Q)()](16 000) = 8000 Ib 
p = yhA = [(1.06)(62.4)](24)(20y) =31749y — (2)(8000)—31749y20 — y-0.504ft or 6.05іп 


20” 





Fig. 5-44 


5.52 A 4.0-in-ID steel pipe has a }-in wall thickness. For an allowable tensile stress of 10 000 psi, what is the 
maximum pressure? 


I pr 10 000 = (220/2) p = 1250 Ib/in? 
4 


о-- 
t 


5.53 A thin-walled hollow sphere 3.5 m in diameter holds gas at 1700 kPa. For an allowable stress of 50 000 kPa, 
determine the minimum wall thickness. 


À B Considering half a sphere of diameter d (3.5 m) and thickness t, (zdt)(o) — (p)(zd^/4), 
[(2)(3.5)()]050 000) = 1700[(2)(3.5)?/4], ; = 0.02975 т, ог 29.75 тт. 
5.54 A cylindrical container 8 ft high and 3 ft in diameter is reinforced with two hoops a foot from each end. When it 


is filled with water, what is the tension in each hoop due to the water? 


Ш 5се Fig. 5-45. F = yhA = 62.4[(0 + 8)/2][(8)(3)] = 5990 Ib. F acts at (3)(8), or 5.333 ft from the top of the 


container. 
ХЕ-0 
2T, + 2T, — 5990 =0 (1). 
У.М,-0 (215)(1.667) – (21;)(4.333) =0 | 
Т, = 2.601, (2): 





: Solve simultaneous equations (1) and (2). 27; 4- (2)(2.607;) — 5990 = 0, T, = 832 Ib, Ty = (2.60)(832) = 216316. 


— 
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HL. 


5.33311 
4.333 ft 
F 
A 44 
1.667ft 


et l 
—— Fig. 5-45 


5.55 A 30-mm-diameter steel ( y —- 77.0 kN/m?) ball covers a 15-mm-diameter hole in the bottom of a chamber in 
` which gas pressure is 27 000 kPa. What force is required to push the ball up into the chamber? 


І F =pA + weight оѓ ъа! = 27 000[(л)(1255)2/4] + [(2)(л)(529)°1077.0) = 4.780 kN 


CHAPTER 6 
Buoyancy and Flotation 


6.1 


6.3 


6.4 


6.5 
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A stone weighs 105 Ib in air. When submerged in water, it weighs 67.0 1b. Find the volume and specific gravity 
of the stone. 


І Buoyant force (F,) = weight of water displaced by stone (W) = 105 — 67.0 = 38.0 1b 
W-2yV-2624V  380-2624V V -0.609f? 
se - weight of stone in air 105 

%. weight of equal volume of water = (0.609)(62.4) = 
A piece of irregularly shaped metal weighs 300.0 N in air. When the metal is completely submerged in water, it 
weighs 232.5 N. Find the volume of the metal. 
І F,-W 300.0 – 232.5 = [(9.79)(1000)](V) У = 0.00689 т? 
A cube of timber 1.25 ft on each side floats in water as shown in Fig. 6-1. The specific gravity of the timber is 
0.60. Find the submerged depth of the cube. 
І E-W  624[(.25)(.25)(D)] » [(0.60)(62.4)][(1.25) (1.25) (1.25)] D = 0.750 6 





Fig. 6-1 


Determine the magnitude and direction of the force necessary to hold a concrete cube, 0.300 m on each side, in 
equilibrium and completely submerged (a) in mercury (Hg) and (b) in water. Use 8.g. concrete = 2-40. 


Ё (a) Since S.2-14, = 13.6 and S.g.concrete = 2-40, it is evident that the concrete will float in mercury. Therefore, a 
force F acting downward will be required to hold the concrete in equilibrium and completely submerged in 
mercury. The forces acting on the concrete are shown in Fig. 6-2a, where F is the force required to hold the 
concrete cube in equilibrium and completely submerged, W is the weight of the concrete cube in air, and F, is 
the buoyant force. X; F, 20, F - W — F, 20, F + [(2.40)(9.79)][(0.300)(0.300)(0.300)] — 

[(13.6)(9.79)][(0.300) (0.300) (0.300)] — 0, F — 2.96 kN (downward). (b) Since s.g. concrete = 2-40, it will sink in 
water. Therefore, a force F acting upward will be required to hold the concrete in equilibrium and completely 
submerged in water. The forces acting on the concrete in this case are shown in Fig. 6-2b. Y; F, — 0, 

W-F- F,-0, [(2.40)(9.79)][(0.300)(0.300)(0.300)] — F — 9.79[(0.300)(0.300)(0.300)] 2 0, F = 0.370 kN 
(upward). 


A concrete cube 10.0 in on each side is to be held in equilibrium under water by attaching a lightweight foam 
buoy to it, as shown in Fig. 6-3. (In theory, the attached foam buoy and concrete cube, when placed under 
water, will neither rise nor sink.) If the specific weight of concrete and foam are 150 іле and 5.01b/ft, 
respectively, what minimum volume of foam is required? 
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0300» ——] 





0.300 m 


a 


d. 


т 





Fig. 6-2(a) | F Fig. 6-2(b) 


Ë The forces acting in this problem are shown in Fig. 6-3, where W, and W, are the respective weights of the 
foam and the concrete, and F;, and F,, are the respective buoyant forces on the foam and the concrete. } F, =0, 
W, — Fog + We — Foc = 0, 5.OVecam 7 62.4 Vous t 150[(22)(32)(12)] — 62-4[02) (3) (82)] = 0, Vioam = 0.883 ft’. 





Wire Wire 


Concrete cube 10.0 in ori each side 





Fig. 6-3 


6.6 A barge is loaded with 150 tons of coal. The weight of the empty barge in air is 35 tons. If the barge is 18 ft 
wide, 52 ft long, and 9 ft high, what is its draft (i.e., its depth below the water surface)? 


І ЕЁ = № 62.4[(18)(52)(D)] = (150 + 35)(2000) D =6.33ft 

6.7 Determine the submerged depth of a cube of steel 0.30 m on each side floating in mercury. The specific gravities . 
of steel and mercury are 7.8 and 13.6, respectively. 
І Е=— ([(13.6)(9.79)|[(0.3)(0.3)(0)] = [(7.8)(9.79)][(0.3)(0.3)(0.3)] р =0.172 т 


6.8 A cube of wood (s.g. = 0.60) has 9-in sides. Compute the magnitude and direction of the force F required to 
hold the wood completely submerged in water. 


B Since s. £-wooa = 0.60, it is evident that the wood will float in water. Therefore, a force F acting downward will 
be required to hold the wood in equilibrium and completely submerged. The forces acting on the wood are 
essentially the same as those shown acting on the concrete cube in Fig. 6-2a: È F =0, F+W -F =0, 

F + [(0.60)(62.4)][ G5) (2) 2)] — 62-465) (35) (35)] = 0, F = 10.5 Ib (downward). 
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A hollow cube 1.0 m on each side weighs 2.4 kN. The cube is tied to a solid concrete block weighing 10.0 kN. 
Will these two objects tied together float or sink in water? The specific gravity of the concrete is 2.40. 


f Let W = weight of hollow cube plus solid concrete block, (F,), = buoyant force on hollow cube, and 

(Е), = buoyant force on solid concrete Ыоск. И = 2.4 + 10.0 = 12.4 КМ, (А), = 9.79[(1)(1)(1)] = 9.79 КМ, 
Voiock = 10/[(2.40)(9.79)] = 0.4256 m?, (5), = (9.79)(0.4256) = 4.17 КМ, (5), + (5), = 9.79 + 4.17 = 13.96 KN. 
Since [W = 12.4] <[(F,), + (4). = 13.96 kN], the two objects tied together will float in water. 


A concrete cube 0.5 m on each side is to be held in equilibrium under water by attaching a light foam buoy to it. 
What minimum volume of foam is required? The specific weights of concrete and foam are 23.58 kN/m? and 
0.79 kN/m’, respectively. 


B Let W, = weight of foam in air, (F,), = buoyant force on foam, W, = weight of concrete in air, and 
(Е). = buoyant force on concrete. X F, = 0, W, — (Fp); + W; — (F5 )e = 0, 0.79 Vioam ~ 9-79Vioam + 
23.58[(0.5)(0.5)(0.5)] — 9.79[(0.5)(0.5)(0.5)] = 0, Vroam = 0-192 m*. 


A prismatic object 8 in thick by 8 in wide by 16 in long is weighed in water at a depth of 20in and found to 
weigh 11.0 Ib. What is its weight in air and its specific gravity? 


Е The forces acting on the object are shown in Fig. 6-4. X F, 20, T + F, — W =0, F, = weight of displaced 
water = 62.4[(8)(8)(16)/1728] — 37.01b, 11.0 -- 37.0 — W =0, W = 48.0 lb, s.g. = 48.0/37.0 = 1.30. 





T-110 Ib 


= 


| 


A hydrometer weighs 0.00485 Ib and has a stem at the upper end which is cylindrical and 0.1100 in in diameter. 
How much deeper will it float in oil of s.g. 0.780 than in alcohol of s.g. 0.821? 


Ё esce = Weisptacea quia For position 1 in Fig. 6-5 in the alcohol, 0.00485 — [(0.821)(62.4)](V.), 
V, — 0.0000947 ft? (in alcohol). For position 2 in Fig. 6-5 in the oil, 0.00485 — [(0.780)(62.4)][0.0000947 -- 
(h)(2¢)(0.1100/12)?/4], h = 0.0750 ft, or 0.900 in. 


Oo P 


Fig. 6-4 


s.g, = 0.821 5.9.5 0.780 Fig. 6-5 


A piece of wood of s.g. 0.651 is 3 in square and 5 ft long. How many pounds of lead weighing 700 lb/ft? must be | 
fastened at one end of the stick so that it will float upright with 1 ft out of water? 


1 Wicca and lead — Waispiacea water 
[(0.651)(62.4)][6) GG (82)] - 700V — 62-4[(5 — 2)G2)G3) * V] 
V — 0.00456 ft? Wieaa = (0.00456)(700) = 3.19 Ib 
What fraction of the volume of a solid piece of metal of s.g. 7.25 floats above the surface of a container of 
mercury? 


MB Let V = volume of the metal and V’ = volume of mercury displaced. F, = W, [(13.6)(62.4)](V’) = 
[(7.25)(62.4))(V), V'/V — 0.533. Fraction of volume above mercury — 1 — 0.533 — 0.467. 





6.16 


6.17 


6.18 
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A rectangular open box 25 ft by 10 ft in plan and 12 ft deep weighs 40.tons and is launched in fresh water. 
(a) How deep will it sink? (b) If the water is 12 ft deep, what weight of stone placed in the box will cause it to 
rest on the bottom? 


I Е, = № 
(а) 62.4[(25)(10)(D)] = (40)(2000) Рр = 5.13 
(b) 62.4[(25)(10)(12)] = (40 + Werone)(2000) Watone = 53.6 tons 


A block of wood floats in water with 2.0 in projecting above the water surface. When placed in glycerin of 
s.g. 1.35, the block projects 3.0 in above the liquid surface. Determine the specific gravity of the wood. 


І Let A=area of block and h = height of block. Ж, = [(S-g-)(62-4)](Ah/12), Waisptaced water = 62.4[(A)(A— 2)/12], 
Waisptacea gtycerin = [(1.35)(62.4)][(A)(A — 3)/12]. Since the weight of each displaced liquid equals the weight 

of the block, Wisptace water = Waispiaced glycerin? 62-4[(A)(h — 2)/12] = [(1.35)(62.4)]((A) (h — 3)/12], A — 5.86 in. 
Also, Woiocr = Waisptacea wer: [(8-8-)(62.4)][(A)(5.86/12)] = 62.4[(A)(5.86 — 2)/12], s.g. = 0.659. 


To what depth will an 8-ft-diameter log 15 ft long and of s.g. 0.425 sink in fresh water? 


B The log is sketched in Fig. 6-6 with center O of the log above the water surface because the specific gravity is 
less than 0.5. (Had the specific gravity been equal to 0.5, the log would be half submerged.) F, = W, F, = weight 
of oases liquid 2 62.4((15)[(20/360)(z:4?) — (2)(3)(4 sin 6)(4 cos 0)]) — 261.40 — (14 976)(sin 0)(сов 6), 

= [(0.425)(62.4)][(15)(24?) = 19 996. 


261.40 – (14 976) (іп 0)(cos 0) = 19 996 


This equation can be solved by successive trials. 


Try @ = 85°: (261.4)(85) - (14 976)(віп 85%(сов 85%) -- 20919 (#19 996) 
Try Ө = 83°: (261.4)(83) – (14 976) (іп 83°)(соѕ 83°) = 19 885 (19996) 
Тгу 0 = 83.2°: (261.4)(83.2) — (14 976)(sin 83.2°)(cos 83.2°) = 19988 (519996) 


Try 6 =83.22°: (261.4)(83.22) — (14 976)(sin 83.22°)(cos 83.22°) = 19998 (close enough) 
Depth of flotation = DC = OC — OD = 4.00 — 4.00 cos 83.22° = 3.53 ft 





(a) Neglecting the thickness of the tank walls in Fig. 6-7a, if the tank floats in the position shown what is its 
weight? (b) If the tank is held so that the top is 10 ft below the water surface, as shown in Fig. 6-7b, what is the 
force on the inside top of the tank? Use an atmospheric pressure equivalent to a 34.0-ft head of water. 


ї (a) Wank = Weisplacea tiquia = 62.4[(1)(42/4)] — 784 Ib 


(b) The space occupied by the air will be less at the new depth shown in Fig. 6-7b. Assuming that the 
temperature of the air is constant, then for positions a and b, p,V4 — ppVp, |62.4(34.0-- 1)|(4)(л47/4)| - 
[(62.4)(34.0 -- 10 - »)][(y)(42/4)], y? -- 44.0y — 140 — 0, y — 2.98 ft. The pressure at D is 10 + 2.98, or 12.98 ft 
of water (gage), which is essentially the same «s the pressure on the inside top of the cylinder. Hence, the force 
on the inside top of the cylinder is given by F = yhA = (62.4)(12.98)(247/4) = 10 180 Ib. 


A ship, with vertical sides near the water line, weighs 4000 tons and draws 22 ft in salt water (y — 64.0 Ib/ft)) (see 
Fig. 6-8). Discharge of 200 tons of water ballast decreases the draft to 21 ft. What would be the draft d of the 
ship in fresh water? 
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Fig. 6-7(a) Fig. 6-7(b) 


B Because the shape of the underwater section of the ship is not known, it is best to solve this problem on the 
basis of volumes displaced. A 1-ft decrease in draft was caused by a reduction in weight of 200 tons, or 

yV, = 64.0[(1)(A)] = (200)(2000) where V, represents the volume between drafts 22 ft and 21 ft, and [(1)(A)] 
represents the water-line area times 1 ft, or the same volume V,. From the equation above, У, = 
(200)(2000)/64.0 — 6250 ft? (this is per foot depth), F, — weight of displaced liquid = yV,, V, = E,/ y. In Fig. 6-8, 
the vertically crosshatched volume is the difference in displaced fresh water and salt water. This difference in 
volume can be expressed as W / ys. j,o — W / Y i0; 0r (4000 — 200)(2000)/62.4 — (4000 — 200)(2000)/64.0. 
Since V, — 6250 ft’/ft depth, the vertically crosshatched volume can also be expressed as 6250y. Hence, 

6250y = (4000 — 200)(2000) /62.4 — (4000 — 200)(2000)/64.0, y =0.49 ft; d = 21 + 0.49 = 21.49 ft. 






2174 99 {1 
Fig. 6-8 


A barrel containing water weighs 283.5 lb. What will be the reading on the scales if a 2 in by 2 in piece of wood 
is held vertically in the water to a depth of 2.0 ft? 


1 For every acting force, there must be an equal and opposite reacting force. The buoyant force exerted by the 
water upward against the bottom of the piece of wood is opposed by the 2 in by 2 in area of wood acting 
downward on the water with equal magnitude. This force will measure the increase in scale reading. 

F, = 62.4[(2)(4)(4)] = 3.5 lb, new scale reading = 283.5 + 3.5 = 287.0 Ib. 


Find the weight of the floating can in Fig. 6-9. 
І K=W 9.79[(:5)(2)(5)/4]= W W=0.00344kN or 3.44N 





Ы-4-8ст Fig. 6-9 
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The weight of a certain crown in air was found to be 14.0 N and its weight in water, 12.7 N. Was it gold 
(s.g. = 19.3)? 


І Е, = 14.0 – 12.7=1.3 № Vesisptacea 0 = Verown = 1.3/[(9.79)(1000)] = 0.0001328 m? 

 Yaow 7 14.0/0.0001328 — 105 422 N/m? or 105.4 kN/n? S.E-cows 77 105.4/9.79 = 10.77 
Thus the crown was not pure gold. 
Repeat Prob. 6.22 assuming the crown is an alloy of gold (s.g. = 19.3) and silver (s.g. = 10.5). For the same 
measured weights, compute the fraction of silver in the crown. 
B From Prob. 6.22, s.2-crown = 10.77. Let a = fraction of silver in crown. (0)(10.5) + (1 — 2)(19.3) = 10.77, 
10.5a@ + 19.3 — 19.3@ = 10.77, a = 0.969. 
A plastic sphere is immersed in sea water (y — 64.0 lb/ft®) and moored at the bottom. The sphere radius is 15 in. 
The mooring line has a tension of 160 Ib. What is the specific weight of the sphere? 


f The mooring line tension (T) and sphere weight (W) act downward on the sphere, while the buoyant force 
(F) acts upward. Y, E, 20; FK, — T — W — 0, 64.0(($) 0) 83^] — 160 — Crane EG) G3] = 0, у = 
44.4 ]b/ft. 


If the total weight of the hydrometer in Fig. 6-10 is 0.035 Ib and the stem diameter is 0.35 in, compute the 
elevation h for a fluid of specific gravity 1.4. 


B Let AV — submerged volume between s.g. — 1 and s.g. — 1.4, V, — submerged total volume when s.g. = 1.0, 
y = specific weight of pure water, and W = weight of hydrometer. W = YV = (s.g.)(y)(Vo — AV) = 
(6.в.)(У)(%) — (s-8.)(y)(AV). Since (y)(Vo) = W and AV — hA = h(xd?/4), W = (s.g.)(W) — 
(s-g-)(y)[(A)(sed?/4)], 0.035 = (1.4)(0.035) — (1.4)(62.4)[(8)(2)(0.35/12)2/4], һ = 0.240 ft, or 2.88 in. 





Fig. 6-10 


For the hydrometer of Fig. 6-10, derive a formula for float position h as a function of s.g., W, d, and the specific 
weight y of pure water. Are the scale markings linear or nonlinear as a function of s.g.? 


B From Prob. 6.25, W — (s.g.)(W) — (s.g.)G)[(5) (42/4). 
 (eg)W)-W (W)sg.—-1) 
(.в.(уХла/4) (в.в-ХуХта:/4) 
When plotted in Fig. 6-11 (in arbitrary units), it is slightly nonlinear. 
A hydrometer weighs of 0.17 N and has a stem diameter of 11 mm. What is the distance, between scale markings 
for s.g. = 1.0 and s.g. = 1.1? Between 1.1 and 1.2? 


B Let h, = distance between markings for s.g. = 1.0 and s.g. = 1.1 and ^h; — distance between scale markings 
for s.g. = 1.1 and s.g. = 1.2. From Prob. 6.26, 


., (QV) s.g. — 1) _ (0.17)(1.1 — 1) _ 
“Gennes "711(679)(1000/(Х0.011)/47 2:0166т ог 16-6іш 
hi+h = 0.17(1.2-1) -0.0305 ог 30.5 тт 


1.2[(9.79)(1000)][(2)(0.011)2/4] 
А, — 30.5 — 16.6 — 13.9 mm 
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6.28 A square pole (s.g. = 0.68), 80 mm by 80 mm by 6 m long, is suspended by a wire so that 4 m is submerged in 
water and 2 m is above the surface. What is the tension in the wire? 


B Tension (T) and buoyant force (F,) act upward on the pole, while pole weight (W) acts downward. Ў, F, — 0; 
T + F, — W =0, T + 9.79[(0.080)(0.080)(4)] — [(0.68)(9.79)][(0.080)(0.080)(6)] = 0, T = 0.00501 kN, or 5.01 N. 


6.29 The spar in Fig. 6-12 is wood (s.g. — 0.62), 2 in by 2 in by 10 ft, and floats in sea water (s.g. = 1.025). How many 
pounds of steel (s.g. = 7.85) should be attached to the bottom to make a buoy that floats with exactly A = 1.5 ft 
of the spar exposed? 


I Vos 7 (8650) 0.277818. — V = (8)(8)(8.5) - 0.2361 fe 
V eet = steet/[(7-85)(62.4)] = 0.002041 Wareet F, = Wwooa + Жы 
[(1.025)(62.4)](0.2361 + 0.0020419.) = [(0.62)(62.4)](0.2778) + Wercer Wee 7 5.01 lb 





ШТ Fig. 6-12 


6.30 A right circular cone is 50 mm in radius and 170 mm high and weighs 1.5 N in air. How much force is required 
to push this cone vertex-downward into ethanol so that its base is exactly at the surface? How much additional 
force will push the base 6.5 mm below the surface? 


f Downward force (F) and cone weight (W) act downward on the cone, while buoyant force (F,) acts upward. 
E E =0; F, — F — W -—0,[(0.79)(9.79)(1000)][(7:)(0.050)(0.170)/3] — F — 1.5 — 0, F — 1.94 N. Once the cone 
is fully submerged, F is constant at 1.94 N. 


6.31 A 2-in by 2-in by 10-ft spar has 7 Ib of steel weight attached (Fig. 6-12); the buoy has lodged against a rock 7 ft 
deep, as depicted in Fig. 6-13. Compute the angle 0 at which the buoy will lean, assuming the rock exerts no 
moment on the buoy. 


B From Prob. 6.29, V... — 0.2778 92. И.а = [(0.62)(62.4)](0.2778) = 10.75 1 апа Е, = 62.4[(2)(2)(1)] = 
1.733L. W,ooa acts downward at a distance of 5 sin 0 to the right of A, and F, acts upward at a distance of 
(L/2)(sin 0) to the right of A; while the steel force passes through point A. Hence, ©) M4 — 0, 10.75(5sin 0) — 
(1.733L)[(L/2)(sin @)] = 0, L = 7.876 ft; cos 6 = 7/L = 7/7.876 = 0.88878, 6 = 27.3°. 


6.32 The submerged brick in Fig. 6-14 is balanced by a 2.54-kg mass on the beam scale. What is the specific weight of 
the brick, if it displaces 2.197 liters of water? 
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(s.g.z0.62) 


Seawater 


б уи Ө Fig. 6-13 


f F = mg = (2.54)(9.81) = 24.92 N. Upward force (F) and buoyant force (F,) act upward on the brick, while its 
weight (W) acts downward. Y, F, = 0; F, - F — W —0, [(9.79)(1000)](2.197 x 107) - 24.322 № = 0, У = 
46.43 N; y —46.43/(2.197 x 107?) = 21 133 N/m’, or 21.13 kN/m’. 





Fig. 6-14 


633 The balloon in Fig. 6-15 is filled with helium pressurized to 111 kPa. Compute the tension in the mooring line. 


Boy =p/RT; Yair = [(101)(1000)]/[(29.3)(273 + 20)] = 11.76 N/m”, yu. = [(111)(1000)}/[(212.0)(273 + 20)] = 
1.787 N/m’. Weight of helium (W) and tension in mooring line (T) act downward on the balloon, while buoyant 
force (F,) acts upward. X; F, = 0; F, — W — Т = 0, 11.76[(3)(7)(3)] – 1.787[(3)(2)()]- Т = 0, Т = 3807 №. 


Air at 101kPa 
and 20°C 


Ж Fig. 6-15 


634 A1.1-ft-diameter hollow sphere is made of steel (s.g. = 7.85) with 0.015-ft wall thickness. How deep will the 
sphere sink in water (i.e., find ^ in Fig. 6-16)? How much weight must be added inside to make the sphere 


neutrally buoyant? 
i F, = W = weight of displaced water = y[(2/3)(h)*(3r — h)} 
= 62.4{(2/3)(h7)[(3)Cs!) — A)]}} = 107. 8h? — 65.35h7 
Ж = (улеа) (Улы) Yaca = (7.85)(62.4) = 489.8 Ib/ft? 


Vaca = GC — GYGO([1.1 — (2)(0.01500)]/2)? — 0.05548 ft 
W = (489.8)(0.05548) = 27.17 Ib 107.8h? — 65.35h? = 27.17 
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Two roots of this equation are complex. The other, obtained by trial and error, is h = 0.643 ft. For neutral 
buoyancy, the total weight of the sphere plus added weight must equal the weight of water displaced by the 
entire sphere. Hence, 27.17 + W,asea = 62.4[(3)(2)C4#)"], Waaaea = 16.32 Ib. 


dz14ft 
Steel t=0.015ft 





= Zn2(3r- 
Submerged volume = 3 h°(3r-h) Fig. 6-16 


When a 6-Ib weight is placed on the end of a floating 5-in by 5-in by 10-ft wooden beam, the beam tilts at 1.6° 
with the weight at the surface, as shown in Fig. 6-17. What is the specific weight of the wood? 


І tan1.6°=h/10 А =0.2793 6 Voca 77 (33) (5)(10) — 1.736 ft? 
Е, = № = 62.4[1.736 — (1)(0.2793)($)(10)] = 72.02 Ib 
W = (Ywooa)(1.736) +6 = 72.02 = (Ywooa)(1.736)+6  Ywooa = 38.0 Ib/ft? 


| 16° 6lb 






5in x 5in 
Fig. 6-17 





10ft 


A wooden beam (s.g. = 0.64) is 140 mm by 140 mm by 5 m and is hinged at A, as shown in Fig. 6-18. At what 
angle 0 will the beam float in water? 


I The forces acting on the beam are shown in Fig. 6-18. W,,,,, — [(0.64)(9.79)][(0.140)(0.140)(5)] = 0.6140 kN 
and F, — 9.79[(0.140)(0.140)(L)] — 0.1919L. X; M4 —0; (0.1919L)[(5 — L/2)(cos 8)] — (0.6140)[(3)(cos 0)] — 0, 
—0.0960L? + 0.9595L — 1.535 — 0, L —2.000 m; sin 0 — 1/(5 — 2.000) — 0.33333, 0 — 19.5*. 


Fig. 6-18 


7 
Weeam 


A barge weighs 45 tons empty and is 18 ft wide, 45 ft long, and 9 ft high. What will be its draft when loaded with 
125 tons of gravel and floating in sea water (s.g. = 1.025)? 


І E-W ([(1.025)(62.4)|((18)(45)(л)] = (45 + 125)(2000) h = 6.56 ft 
A block of steel (s.g. — 7.85) will "float" at a mercury—water interface as in Fig. 6-19. What will be the ratio of 
distances a and b for this condition? , 


П Let w = width of block and L = length of block. F, = W, (¥1,0)(@Lw) + (13.6)(y:,0)(BLw) = 
(7.85)(Yu,o)(a + 6)(Lw), a + 13.6b = 7.854 + 7.856, a/b = 0.839. 
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A balloon weighing 3.2 Ib is 5.5 ft in diameter. Upon release it is filled with hydrogen at 17 psia and 65°F. At 
what altitude in the standard atmosphere will this balloon be neutrally buoyant? 


i F =W y = p/RT Үн = (17)(144)/[(765.5)(460 + 65)] = 0.006091 lb/ft? 
(Yad ENEE] = 3.2 (0.006091) (9) (3)C2] — ya, 7 0.04282 Ib/ft? 
From Table A-7, altitude = approximately 18 600 ft. 


A rectangular barge 18 ft wide by 46 ft long by 9 ft deep floats empty with a draft of 4 ft in a canal lock 28 ft wide 
by 56 ft long and water depth 7 ft when the empty barge is present. If 170 000 lb of steel is loaded onto the 
barge, what are the new draft of the barge (h) and water depth in the lock (H)? 


I The weight of the barge (W,) is equal to the buoyant force when the draft is 4 ft. W, = 62. 4[(18)(46)(4)] = 
206 669 Ib; F, — W, 62.4[(18)(46)(h)] = 206 669 + 170 000, h = 7.290 ft. Volume of water in lock — (7)(28)(56) — 
(4)(18)(46) = 7664 ft’. After steel is added, (H)(28)(56) — (7.290)(18)(46) = 7664, H = 8.74 ft. 


A 4-in-diameter solid cylinder of height 3.75 in weighing 0.85 Ib is immersed in liquid (y — 52.0 lb/ft’) contained 
in a tall, upright metal cylinder having a diameter of 5 in. Before immersion the liquid was 3.0 in deep. At what 
level will the solid cylinder float? See Fig. 6-20. 


I Let x = distance solid cylinder falls below original liquid surface, y = distance liquid rises above original 
liquid surface, and x + y = depth of submergence. У, = У», x[(1)(4/4] 7 y[($)(5?/4] — y[(x)(4Y/4], x = 
0.5625y. Б, = №, 52.0[(2)(:5)/4[(х + у)/12] = 0.85, х + y = 2.248, 0.5625y + y = 2.248, y = 1.44іп, х = 
(0.5625)(1.44) = 0.81 in. The bottom of the solid cylinder will be 3.0 — 0.81, or 2.19 in above the bottom of the 
hollow cylinder. 





Fig. 6-20 


An iceberg in the ocean floats with one-seventh of its volume above the surface. What is its specific gravity 
relative to ocean water? What portion of its volume would be above the surface if ice were floating in pure 
water? Yocean mo = 64.0 lb/ft’. ~ 


i (Viceberg) submerged = (1 = 3) Viceberg = 0.857 Vceberg 
Б, = W (Yocean 1,0) (Viceverg) submerged = (Yiceverg) (Viceberg) 


S.B. iceberg = Yiceberg/ Yocean H20 = (Viceberg) submergea/ Viceberg 
= 00.857 Viccberg/ Viceberg = 0-857 (relative to ocean water) 


Yiceberg = (0.857)(64.0) = 54.85 Ib/ft? S.2 iceberg = 54.85/62.4 = 0.879 (relative to pure water) 


Therefore, 1 — 0.879 = 0.121, or 12.1 percent of its volume would be above the water surface in pure water. 


A hydrometer consists of an 11-mm-diameter cylinder of length 220 mm attached to a 26-mm-diameter weighted | 
sphere. The cylinder has a mass of 1.5 g, and the mass of the sphere is 13.0 g. At what level will this device float 
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in liquids having specific gravities of 0.8, 1.0, and 1.2? Is the scale spacing on the cylindrical stem uniform? Why 
or why not? 


Ё Let y = submerged length of cylinder in millimeters. V... — (3) (x) (29 = 9203 mm’, Veutmerged cylinder = 
(у)(л)(®)? —95.03y, Е, = И — (s.g.)[(9.79)(1000)/10007](9203 -- 95.03y) -- (0.09010) s.g.) -- 
(0.0009303)(s.g.)(y), W = mg = (1.5 + 13.0)(9.81) = 142.2 g - m/s’, or 0.1422 N, (0.09010)(s.g.) + 
(0.0009303)(s.g.)(y) = 0.1422, y = [0.1422 — (0.09010)(s.g.)]/[(0.0009303)(s.g.)]. 


For s.g. = 0.8 y = [0.1422 — (0.09010)(0.8)]/[(0.0009303)(0.8)] — 94.2 mm 
For s.g. = 1.0 y = [0.1422 — (0.09010)(1.0)]/[(0.0009303)(1.0)] — 56.0 mm 
For s.g. = 1.2 y = [0.1422 — (0.09010)(1.2)}/[(0.0009303)(1.2)] = 30.5 mm 


Scale spacing is not uniform because buoyant force is not directly proportional to submergence. 


A typewriter weighs 6 lb in water and 8 Ib in oil of specific gravity 0.86. Find its specific weight. 


l F, =W, 62.4V =W - 6, [(0.86)(62.4)}(V) = W — 8. Subtracting the second equation from the first gives 
62.4V — 0. 86)(62.4)(V) — —6 — (—8), V = 0.229 ft’; (62.4)(0.229) = W — 6, W = 20.3 lb. y = 20.3/0.229 = 
88.6 lb/ft? 


A balloon weighs 270 Ib and has a volume of 14 900 ft. It is filled with helium, which weighs 0.0112 Ib/f& at the 
temperature and pressure of the air, which weighs 0.0807 Ib/ft). What load will the balloon support? 


F,-W  (0.0807)(14900) 2 270  (0.0112)(14 900) + load Load = 76616 
A small cylindrical drum 32 cm in diameter and 52 cm high, weighing 27.0 N, contains perfume (s.g. = 0.83) toa 


depth of 22 cm. (a) When placed in water, what will be the depth y to the bottom of the drum? (6) How much 
perfume can the drum hold and still float? 


Ё (а) EK-W 9.79[(у)(л))/4 = 27. 0/1000 + [(0.83)(9.79)][(0.22)(жх)(0.32)°/4] 
y=0.217m or 21.7cm 
(b) 9.79((0.52)(л)(0.32)2/4| -- 27.0/1000 -- ((0.83)(9.79)|(%)(л)(0.32)2/4| h=0.585m or 58.5cm 


Since h = 58.5 cm is greater than the height of the drum (52 cm), the drum will float when full. Therefore, 
Уша = (0.52)(2)(0.32Y//4 — 0.0418 m?, or 41.8 L. 


A block (y = 124 lb/ft’) 1 ft square and 9 in deep floats on a stratified liquid composed of a 7-in layer of water 
above a layer of mercury. (a) Determine the position of the bottom of the block. 

(b) If a downward vertical force of 260 lb is applied to the center of mass of this block, what is the new position 
of the bottom of the block? 


1 (a) F, = W. Let x = depth into mercury below water—mercury interface. [(13.6)(62.4)}[(1)(1)(x)] + 


62.4[(1)(1)(5)] = (124)[(1)(1)(9)], х = 0.0667 #, ог 0.800 in. (b) In this case the top of the block will be below 
the water surface. Hence, [(13.6)(62.4)][(1)(1)(x)] + 62.4[(1)(1)(% — х)] = 124[(1)(1)(3)] + 260, x = 0.389 ft, or 
4.67 in. 


Two spheres, each 1.3 m in diameter, weigh 5 kN and 13 kN, respectively. They are connected with a short rope 
and placed in water. What is the tension (T) in the rope and what portion of the lighter sphere protrudes from 
the water? 

i 


B For the lower (heavier) sphere, the buoyant force and T act upward and its weight acts downward. Hence, 
X E, —-0, F, -9.79[(3)(z)(1.3/2)] — 11.26 kN, 11.26 - T — 13-0, T — 1.74 kN. For the upper (lighter) sphere, 
the buoyant force acts upward and its weight and T act downward. Hence, F, — 5 — 1.74 — 0, F, — 6.74 kN. 
Portion above water = (11.26 — 6.74)/11.26 = 0.401, or 40.1 percent of volume. 


A board weighing 2.2 lb/ft and of cross-sectional area 8 in? dips into oil as shown in Fig. 6-21. If the hinge is 
frictionless, find 0. 


M The forces acting on the board are shown in Fig. 6-21. W — (2.2)(11) — 24.21b; F, — (53)[(53)(x)] — 2.944x, 
E Mainge = 0, (24.2)[(2)(sin @)] — (2.944x)[(11 — x/2)(sin 0)] — 0, 1.472x? — 32.38x -- 133.1 — 0; x, — 16.53 ft and 
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x, = 5.47 ft. Using x = 5.47 ft (since x = 16.53 ft is impossible for this situation), cos @ = 5/(11 — 5.47) = 0.90416, 
Ө = 25.3°. 





Fig. 6-21 


A cube 2.2 ft on an edge has its lower half of s.g. = 1.6 and upper half of s.g. = 0.7. It rests in a two-layer fluid, 
with lower s.g. = 1.4 and upper s.g. = 0.8. Determine the height h of the top of the cube above the interface 
(see Fig. 6-22). 


i Е,= м 


[(1.4)(62.4)}[(2.2)(2.2)(2.2 — h)] + [(0.8)(62.4)][(2.2)(2.2)()] 
= [(1.6)(62.4)](02.2)(2.2)(22)] + [(0.7)(62.4)][02.2)(2.2)(22)] 
h=0.917 ft 







5.4.:0.8 


interface 


$.9.=1.4 


— 2.2ft —— 
- Fig. 6-22 


Determine the volume and density of an object that weighs 4 N in water and 5 N in an alcohol of s.g. 0.80. 
І E-W  [(9.79(0000)(Voj.4) 7 Wo — 4.  [(0.80)(9.79)(1000)](Vavject) = Wovjea — 5 


Subtracting the second equation from (ће бгзі річеѕ 97907... – 7832У,,,... = 1, И, = 0.0005107 m?. 
[(9.79)(1000)1(0.0005107) = Ж... – 4, И. = 9.000 №; у = 9.000/0.0005107 = 17 623 N/m’. 


1 


1 
= “= = 1796 kg/m? ------ 
p 96 kg/m V, p^ 1796 


= 0.000557 m?/kg 


With how many pounds of concrete ( y — 25 kN/m?) must a beam of volume of 0.2 m? and s.g. = 0.67 be coated 
to insure that it sinks in water? 


Woeoncrete = (0.04248)(25) = 1.062KN or 1062N or 1062/4.448 = 239 lb 
The gate of Fig. 6-23 weighs 160 lb/ft normal to the page. It is in equilibrium as shown. Neglecting the weight of 


the arm and brace supporting the counterweight, find W (weight in air). The weight is made of concrete, 
s.g. = 2.50. 


І Fa = yhA = (62.4)(8)[06)(1)] = 112360 У.М,,,-0 (1123)($) — (W) (5 sin 30°) = 0 
| W = 898 Ib 
This is the submerged weight. 
EK-W 62. 4Veoncrete = [(2-50)(62.4)](Veoncrete) — 898 Veoncrere = 9.594 ft? 
Weoncrete = [(2.50)(62.4)](9.594) = 1497 lb 
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Fig. 6-23 


A wooden pole (s.g. = 0.55), 550 mm in diameter, has a concrete cylinder (s.g. = 2.50), 550 mm long and of the 
same diameter, attached to one end. Determine the minimum length of pole for the system to float vertically in 
static equilibrium. 

I The system will float at minimum length of wooden cylinder as shown in Fig. 6-24. F, = W, 

(y)(A)CE + 0.550) = [(0.55)(y)](L)(A) + [(2.50)(7)](A) (0.550), L = 1.833 m. 





ЖЕ 550mm | 


- iamete 


Fig. 6-24 

A hydrometer weighs 0.040 N and has a stem 7 mm in diameter. Compute the distance between specific gravity 
markings 1.0 and 1.1. 

B From Prob. 6.26, 


..QVsg—-1 , 000)01-) 1. 
h =T Ead 7 (11)(9.79)(1000)4(7(0-007)74|7 0:997т ог 9.7 пш 


What is the weight of the loaded barge in Fig. 6-25? The barge is 7 m in width. 
i » K=W  9,79{(7)[(14)(2.4) + (2)(2.4)(2.4)/2]} =W Ж = 2359 КҸ 





In Fig. 6-26, a wedge of wood having specific gravity 0.66 supports a 160-lb mermaid (not shown). The wedge is 
3 ft in width. What is depth d? 


I The 160-Ib force and the weight of the wood (W) act downward on the wedge, while the buoyant 
force (F,) acts upward. )) F, = 0, F, — 160 — W = 0, 62.4[(2)(3)(4)(4 (ап 30/2] — 160— 
[(0.66)(62.4)}{(2)(3)()[@)/tan 30°]/2} =0, d = 2.44 ft. 


The tank in Fig. 6-27 is filled brimfull with water. If a cube 700 mm on an edge and weighing 530 N is lowered 
slowly into the water until it floats, how much water flows over the edge of the tank? Neglect sloshing, etc. 


f F, = W. Let h = the depth to which the cube will sink in the water. [(9.79)(1000)}[(0.700)(0.700)(h)] = 530, 
h =0.120 m, Vaispiacea = [(0.700)(0.700)(0.120)] — 0.0588 m. This is the amount of water that will overflow. 


6.59 


6.60 


6.61 


BUOYANCY AND FLOTATION JZ 121 





5.9m Fig. 6-27 


A stone cube 280 mm on a side and weighing 425 N is lowered into a tank containing a layer of water over a 
layer of mercury. Determine the position of the block when it has reached equilibrium. 


KB Yave = 425/ (0.280)? = 19.360 kN/m?. Since the cube is heavier than water but lighter than mercury, it will 
sink beneath the water surface and come to rest at the water—mercury interface, as shown in Fig. 6-28. F, = W, 
9.79[(0.280)(0.280)(0.280 ~ x)] + [(13.6)(9.79)}[(0.280)(0.280)(x)] = 0.425, x = 0.0217 m, or 21.7 mm. Thus, the 
bottom of the cube will come to rest 21.7 mm below the water—mercury interface. 





Fig. 6-28 


An iceberg (y = 9 kN/m’) floats in ocean water (y — 10 kN/m?) with 3000 m? of the iceberg protruding above 
the free surface. What is the volume of the iceberg below the free surface? 


І Е, = УМ 10000), = 9000(У,о + 3000) Уа = 27 000 m? 


A rectangular tank of internal width 7 m, partitioned as shown in Fig. 6-29, contains oil and water. (a) If the 
oil’s specific gravity is 0.84, find its depth h. (6) If a 900-N block of wood is floated in the oil, what is the rise in 
free surface of the water in contact with air? 


Ё (а) рь + [(0.84)(9.79)]() + (9.79)(3) — (9.79)(4) = pas; P = 1.190 m. (b) Let h' = the new value of A with 
the 900-N block in flotation. Since the volume of oil does not change, (1.190)(0.5)(7) = (h')(0.5)(7) — 
900/[(0.84)(9.79)(1000)], A’ = 1.221 m. If the oil-water interface drops by a distance д, the free surface of 
water with air will rise by 5/2. Dam + [(0.84)(9.79)](1.221) + 9.79(3 — 6) — 9.79(4 + 5/2) = Pam, 6 = 0.01709 m, 
or 17.09 mm. The free surface of the water will rise by 17.09/2, or 8.54 mm. 





Fig. 6-29 
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A balloon is filled with 3000 m? of hydrogen having specific weight 1.1 N/m?. What lift does the balloon exert 
(a) at the earth's surface, if the balloon weighs 1400 N and the temperature is 15°C; (b) at an elevation of 
10 km, assuming that the volume has increased 6 percent? 


B From Table A-8, Yair = 12.01 N/m? at elevation 0 and 4.04 N/m? at elevation 10 000 m. Y; F, = 0, 
F, — Wosticon — We = 0. 


(a) (12.01)(3000) — 1400 — (1.1)(3000) —lift=0 Lift=31330N or 31.33kN 
(5) 4.04[(1.06)(3000)] — 1400 — (1.1)(3000) — lift —O Lift=8147N or 8.15kN 
A wooden rod weighing 4 lb is hinged at one end (Fig. 6-30). The rod is 9 ft long and uniform in cross section, 


and the support is 4 ft below the free surface of a freshwater pond. At what angle a will it come to rest when 
allowed to drop from a vertical position? The cross section of the stick is 1.4 in? in area. 


I The forces acting on the beam are shown in Fig. 6-30. 
| Б, = 62.4[(9 — e)(1.4/144)] — 5.460 — 0.6067e Y M.-0 
4(4.5 cos «) — (5.460 — 0.6067e)[(9 — e)/2](cos a) =0  —0.303e? +5.46e-6.57=0 — e—1.297ft 
sin a = 4/(9 —e) = 4/(9 — 1.297) = 0.51928 @=31.3° 





Fig. 6-30 


A block of wood having a volume of 0.034 m? and weighing 300 N is suspended in water as shown in Fig. 6-31. 
A wooden rod of length 3.4 m and cross section of 2000 mm is attached to the weight and also to the wall. If 
the rod weighs 16 N, what will angle 0 be for equilibrium? 


П (Б) = [(9-79)(1000) ] (0.034) = 333 N (F,) oa = [(9.79)(1000)][(AC)(2000/10°)} = 19.58AC N 
> M; =0 
333(3.4 cos Ө) + (19.58АС)[(АС/2) + (225) /ѕіп 0](cos 8) — 300(3.4 соѕ Ө) — (16)(3.4/2)(cos 6) = 0 
АС = 3.4 — (219) /ѕіп Ө 
333(3.4 соѕ Ө) + 19.58[3.4 — (219) /ѕіп Ө] 
x {[3.4 — (229)/ѕіп 01/2 + (229)/ іп Ө}(соѕ Ө) – 300(3.4 соѕ Ө) – (16)(3.4/2)(соѕ 0) =0 
4.341 = [3.4 — (229) /ѕіп 0][1.700 + (210) /(2 ѕіп 0)] 14.341 = 5.780 — 0.048/ѕіп> Ө 
sin? 0 = 0.033357 зіп Ө = 0.18264 Ө = 10.5° 





Fig. 6-31 
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A barge with a flat bottom and square ends has a draft of 6.0 ft when fully loaded and floating in an upright 
position, as shown in Fig. 6-324. The center of gravity (CG) of the barge when fully loaded is on the axis of 
symmetry and 1.0 ft above the water surface. Is the barge stable? If it is stable, what is the righting moment 
when the angle of heel is 12°? 


1 МВ=1/У, = [(42)(25)°/12]/ [(25)(42)(6)] = 8.68 ft. Therefore, the metacenter (mc) is located 8.68 ft above 
the center of buoyancy (CB), as shown in Fig. 6-32b. Hence, it (the metacenter) is located 8.68 — 3 — 1, or 
4.68 ft above the barge’s center of gravity and the barge is stable. The end view of the barge when the angle 
of heel is 12° is shown in Fig. 6-32c. Righting moment = (F,)(x), Б, = 62.4[(25)(42)(6)] = 393 120 Ib, 

x = (sin 12°)(distance from mc to CG) = (sin 12°)(4.68) = 0.973 ft, righting moment = (393 120)(0.973) = 

382 500 Ib - ft. 


25 ft 


(a) Top view 





“----254------ 


(b) End view Fig. 6-32(a) 


Fig. 6-32(5) 
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Fig. 632c) | 


6.66 Would the wooden cylinder (s.g. = 0.61) in Fig. 6-33a be stable if placed vertically in oil as shown in the figure? 


B The first step is to determine the submerged depth of the cylinder when placed in the oil. F, = W, 
[(0.85)(9.79)][(D)(7)(0.666)^/4)] — [(0.61)(9.79)][(1.300)(z:)(0.666)?/4)], D = 0.9333 m. The center of buoyancy 
is located at a distance of 0.933/2, or 0.466 m from the bottom of the cylinder (see Fig. 6-33b). 

MB - IJV, — [(1)(0.666)*/64]/[(0.933)(2:)(0.666)?/4] — 0.030 m. The metacenter is located 0.030 m above the 
center of buoyancy, as shown in Fig. 6-335. This places the metacenter 1.300/2 — 0.466 — 0.030, or 0.154 m 


below the center of gravity. Therefore, the cylinder is not stable. 


Е 


0.666-т 
diameter 






Oil (s.g. = 0.85) 


Oil (s.g. = 0.85) 


Fig. 6-33(a) 
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0.666-m 
diameter 






0.466 m i 
Oil (s.g. 2 0.85) 


Fig. 6-33(b) 


6.67 Figure 6-34a shows the cross section of a boat. The hull of the boat is solid. Show if the boat is stable or not. If 
the boat is stable, compute the righting moment when the angle of heel is 10?? 


I MB=1/V, = [(20)(10)?/12]/[(10)(5)(20)] = 1.67 ft. Therefore, the metacenter is located 1.67 — 0.5, or 1.17 ft 
above the center of gravity, as shown in Fig. 6-345, and the barge is stable. The end view of the barge when the 
angle of heel is 10° is shown in Fig. 6-34c. Righting moment = (F,)(x), F, = 62.4[(10)(5)(20)] = 62 400 Ib, 

x — (sin 10*)(1.17) — 0.203 ft, righting moment = (62 400)(0.203) = 12 670 Ib - ft. ` 


20ft 





(a) Top view 


STS ORR eR науча 
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(b) End view 
Fig. 6-34(a) 
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1.17 ft 


—~t_ 


Fig. 6-34(c) 


6.68 A solid wood cylinder has a diameter of 2.0 ft and a height of 4.0 ft. The specific gravity of the wood is 0.60. If 
.. the cylinder is placed vertically in oil (s.g. — 0.85), would it be stable? ` 


8 F,- W, [(.85)(62.4)]((D) G0) 2/4]  [(0.60)(62.4)] (4) (X) QY/4], D = 2.82 ft. The center of buoyancy is 
located at a distance of 2.82/2, or 1.41 ft from the bottom of the cylinder (see Fig. 6-35). MB = I/V, — 
[()2)*/64]/ [(2.82)(z)(2)^/4] = 0.09 ft. The metacenter is located 2 — 1.41 — 0.09, or 0.50 ft below the center of 
gravity, as shown in Fig. 6-35. Therefore, the cylinder is not stable. 
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4 ft 
Oil (s.g. = 0.85) 
2.82 ft 


2 ft 


d4 


A wood cone floats in water in the position shown in Fig. 6-36a. The specific gravity of the wood is 0.60. Would 
it be stable? 


Fig. 6-35 


B The center of gravity is located 12, or 2.50 in from the base of the cone or 7.50 in from the tip, as shown in 
Fig. 6-36b. Weone — [(0.60)(62.4)][(10)(z)(7)/12]/1728 — 2.779 lb. Let x — submerged depth. 


D, =0.700x У, = (x)(25)(D,/12 — (x)(z)(0.700x?/12 = 0.1283x? 
F,=W 62.4(0.1283х°)=2.779 x=0.703ft or 8.44in 
D, = (0.700)(8.44) =5.91in — —V,-—(0.1283)(0.703? — 0.0446 f or 77.1 in? 
MB - IJV, 7 [(2)(5.91)*/64]/77.1 = 0.78 іп 


The metacenter is located 0.78 in above the center of buoyancy. Hence, the metacenter is located 
7.50 — 6.33 — 0.78, or 0.39 in below the cone's center of gravity, and the cone is not stable. 


A block of wood 6 ft by 8 ft floats on oil of specific gravity 0.751. A clockwise couple holds the block in the 
position shown in Fig. 6-37. Determine the (a) buoyant force acting on the block and its position, 
(b) magnitude of the couple acting on the block, and (e) location of the metacenter for the tilted position. 


B (a) F,-W - [(0.751)(62.4)][(10)(4 - 4)(4.618)/2] — 8656 Ib. F, acts upward through the center of gravity O' 
of the displaced oil. The center of gravity lies 5.333 ft from A and 1.540 ft from D, as shown in Fig. 6-37. 

AC = AR +RC=AR + LO’ = (5.333)(cos 30°) + (1.540)(sin 30°) = 5.388 ft. Hence, the buoyant force of 

8650 Ib acts upward through the center of gravity of the displaced oil, which is 5.388 ft to the right of A. 

(b) One method of obtaining the magnitude of the righting couple (which must equal the magnitude of the 
external couple for equilibrium) is to find the eccentricity e. This dimension is the distance between the two 
parallel, equal forces W and F,, which form the righting couple. e= FC = AC — AF, AF = AR + RF = 
(5.333)(cos 30°) + GR sin 30° = 4.619 + (0.691)(sin 30°) = 4.964 ft, e = 5.388 — 4.964 = 0.424 ft; couple = 
(8656)(0.424) = 3670 ft - Ib. 

(c) Metacentric distance MG = MR – СК = RC/sin 30° — GR = 0.770/sin 30° — 0.691 = 0.85 ft 








d=7in - 
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KA, ù 





All lengths in feet, Fig. 6-37 


A rectangular scow 7 ft by 18 ft by 32 ft long; its load of garbage has its center of gravity 2 ft above the 
waterline, as shown in Fig. 6-38. Is the scow stable for this configuration? 


HMB =1/V, =[(32)(18)°/12}/{(5)(18)(32)] = 5.40 ft. The metacenter is located 5.40 ft above the center of 
buoyancy, which is 2.5 ft above the bottom of the scow. Hence, the metacenter is located at 5.40 — 4.5, or 
0.90 ft above the center of gravity, and the scow is stable. 





| 


18ft ——+| Fig, 6-38 





In Fig. 6-39, a scow 20 ft wide and 60 ft long has a gross weight of 225 tons. Its center of gravity is 1.0 ft above 
the water surface. Find the metacentric height and restoring couple when Ay = 1.0 ft. 


IF, =W, 62.4{(60)(20)(h)] = (225)(2000), h = 6.01 ft. To locate CB’, the center of buoyancy in the tipped 
position, take moments about AB and BC. (6.01)(20)(x) = (6.01 — 1.0)(20)(10) + ((1.0 + 1.0)(20)/2](®), 

x = 9.45 ft; (6.01)(20)(y) = (6.01 — 1.0)(20)[(6.01 — 1.0)/2] + [(1.0 + 1.0)(20)/2][(6.01 — 1.0) + (1.0 + 1.0)/3], 
y =3.03 ft. By similar triangles AEO and CB'PM, 


Ay CB'P 1.0 10— 9.45 
b/2 MP 20/2 МР 
CG is 6.01 + 1.0, or 7.01 ft from the bottom. Hence, CGP = 7.01 — 3.03 = 3.98 ft, MCG = MP — CGP - 


5.50 — 3.98 = 1.52 ft. The scow is stable, since MCG is positive. Righting moment = W(MCG) sin 6 = 
[(225)(2000)}(1.52)[1/V(2)? +.1.07] = 68 060 ft - Ib. 


MP = 5.50 ft 





What are the proportions of radius to height (7o//) of a right-circular cylinder of specific gravity s.g. so that it 
will fioat in water with end faces horizontal in stable equilibrium? 
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I See Fig. 6-40. 
hg = h/2 hp =h,/2 Қ-М (Airs) = [(s.8.)(y) (har6) h, = (s.g.)(h) 
| hp =(s.g.)(h)/2 MG - MB - GB | 
МВ = У, = (л75/4)/ (лт) = т/(Аһ у) ^ rol (9 (s.g.)(5)]. 
GB = hg — hg =h/2—(s.g.)(h)/2 = (h)(1 —s.g.)/2 MG = r3{(4)(s.g.)(h)] — (A)(1 —.g.)/2 
For stable equilibrium, MG = 0, in which case r3/[(4)(s.g.)(A)] = (A)(1 — 8.g.)/2, ro/h = V(2)(8.8.)(1 — .в.). 





The plane gate in Fig. 6-41a weighs 2.1 kN/m normal to the paper, and its center of gravity is 2m from the 


hinge at O. (a) Find A as a function of 0 for equilibrium of the gate. (5) Is the gate in stable equilibrium for any 
values of 0? 


B Consider a unit width of gate, as shown in Fig. 6-41b. 
(a) F = yhA F, =[(9.79)(1000)](#/2)(A/sin 6) = 4895h7/sin 0 > Mo=0 


(4895h7/sin 6)[(A/sin 6)/3] — 2100[($)(cos 0) 20 А? = 2.574 ѕіп? Ө соѕ Ө h 7 1.370(sin? 0 cos 8)? 


(b) From part (a) X; Mo — (1632h?)/sin? 0 — 4200 cos 0, dM/d@ = —3264h? sin ? 0 cos 0 -- 4200 sin Ө. 
Substituting  — 1.370(sin? 0 cos 8)!? [from part (a)], dM/d0 — —(3264)(1.370) (cos? @/sin @) + 4200 sin 6 = 
—(8393)(cos? 0/sin 8) + 4200 sin 0. For stability, 4M /d0 « 0, in which case 4200 sin 0 « 8393(соѕ? Ө /ѕіп Ө), 
0.500 sin 6 « cos? 0/sin 8, tan? 0 « (1/0.500 — 2.00). This occurs for 0 - 54.7? (upper limit). For the lower limit 
(when water spills over the top of the gate), A — 4sin 0, X; Mo — (1632h?)/sin? 8 — 4200 cos 0. Substituting 

В = 45іп Ө, У, Мо = 1632(4sin @)°/sin? 68 — 4200 cos 0 — 104 448 sin 0 — 4200 cos 0. In this case, X; Мо = 0, 

tan 0 = 4200/104 448 — 0.040211, 0 — 2.3?. Thus for stable equilibrium, 0 must be between 2.3? and 54.7". 





The barge shown in Fig. 6-42 has the form of a parallelopiped having dimensions 10 m by 26.7 m by 3 m. The 
barge weighs 4450 kN when loaded and has a center of gravity 4 m from the bottom. Find the metacentric height 
for a rotation about its longest centerline, and determine whether or not the barge is stable. 

I First, find the center of buoyancy of the barge. F, = W, 9.79[(10)(26.7)(D)] = 4450, D = 1.702 m. Hence, the 
center of buoyancy (CB) is at a distance 1.702/2, or 0.851 m above the bottom of the barge. MB = 1/V, = 
[026.7)(10)°/12]/((10)(26.7)(1.702)] = 4.896. The distance from CB to CG is 4 - 0.851, or 3.149 m. Therefore, 
the metacenter is located 4.896 — 3.149, or 1.747 m above the CG, and the barge is stable. 
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| өз m——— —— —— Fig. 6-42 


A plastic cube of dimension L and specific gravity 0.82 floats in water. Is the cube stable? 


B The cube's center of gravity is at 0.5L above its bottom. If the cube has a s.g. — 0.82, it will float at a 
submerged depth of 0.82L, and its center of buoyancy will be at 0.41L above its bottom. MB = I/V; = 
[(L)(L)°/12]/[(L)(L)(0.82L) = 0.1016L. Therefore, the metacenter is located 0.1016L above the center of 
buoyancy and 0.1016L + 0.41L — 0.5L, or 0.0116L above the center of gravity, and the cube is stable (although 
just barely). 


For the cube specified in Prob. 6.76, determine the range of values of specific gravity between 0 and 1.0 for 
which the cube is stable. 


I The cube’s center of gravity is at 0.5L above its bottom. For any specific gravity s.g., the cube will float at a 
submerged depth of (s.g.)(L), and its center of buoyancy will be at (s.g.)(L)/2 above its bottom. 

MB =1/V, = [(L)(L)’/12]/{(L)(L)[(s.g.)(L)]} = 0.08333L/(s.g.). Therefore, if the cube is stable, the 
metacenter must be located 0.08333L/(s.g.) above the center of buoyancy and 0.08333L/(s.g.) + (s.g.)(L)/2 — 
0.5L above the center of gravity. For this to occur, 0.08333L/(s.g.) + (s.g.)(L)/2 — 0.5L > 0, (s.g.)?/2 - 
(0.5)(s.g.) + 0.08333 > 0. This condition is true (i.e., the cube is stable) for s.g. > 0.789 and s.g. <0.211. 
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A nozzle with base diameter 75-mm and a 35-mm-diameter tip discharges 12 L/s of fluid. Derive an expression 
for fluid velocity along the nozzle’s axis. Measure distance x along the axis from the plane of the larger 
diameter. 


f Let L = length of nozzle and D = diameter of nozzle at any point. D = 335 — (19 — 19) (x/ L) 2 0.075 — 
0.040x/ L, v 2 Q/A — 0.012/[z(0.075 — 0.040x / LY/4] — 1.528/(0.70 — 0.40x / LY. Note: x and L in millimeters 
gives v in m/s. 


What angle « of jet is required to reach the roof of the building in Fig. 7-1 with minimum jet velocity v, at the 
nozzle? What is the value of vo? 


I d’y/d? = —-g, dy/dt = —gt+c,. Att=0, dy/dt =vysin a. Therefore, c, =u, sin w, and dy/dt = —gt + 
Чо зіп а, у = —gt’/2 + tupsina +c,. Att=0, y =0. Therefore c, =0, and y = —gt?°/2 + tvosin œ, L = tvo cos а, 
t= L/(vo cos a). 


H - —g[L/(vo cos o)]?/2 * [L/(vo cos a)](vo sin a) (1) 


Let F — gL?/(2v2). Then, from Eq. (1), F — (cos a)(L sin « — H cos à) 2 Lcos « sin « — H cos? e. Find 
maximum F for minimum vg. 


dF/da = L(cos? « — sin? œ) + 2H sin æ cos~=0 2H/L = —(cos? « — sin? «)/(sin a cos wv) = —2 cot 2a 
(2)(28)/24=-2cot2a  «a=69.7° 
Substituting into Eq. (1), 28 = —(9.807)[24/(u» cos 69.7°) 7/2 + [24/(vo cos 69.7°)](vo sin 69.7°), Uo = 25.2 m/s. 





Fig. 7-1 


Given the velocity field, V(x, y, z, t) = (Sxy? + Hi+ (2z + 8)j + 18k m/s, with x, y, z in meters and t in seconds. 
Calculate V(9, —2, 1, 4). What is the magnitude of this velocity? 


I У = [(5)(9)(—2)? + 4]4 + [(2)(1) + 8]j + 18k = 184i + 10f + 18k m/s 
[V| = V184? + 10? + 18? = 185 m/s 


Note: Boldface letters are used herein and hereafter to denote vectors. 


The velocity components in a flow of fluid are specified as v, = 4xt -- y?z -- 14 m/s, v, =2xy?+ P + y m/s, and 
v, —3 + 21у m/s, where x, y, and z are given in meters and t in seconds. What is the velocity vector at 
(2, 4, 3) m at tire t 2 4s? What is the magnitude of this vector at this point and time? 
І У = [(4)(2)(4) + (4)°(3) + 14]i + [(2)(2)(4) + 4  4]j + [3 + (2(4)(4)]k = 94i + 84j + 35k m/s 
|V] = 94? + 84? + 35? = 131 m/s 


Given the velocity field V = (Sx)i + (15y + 11)j + (19¢?)k m/s, determine the path of a particle which is at 
(4, 6, 2) m at time ¢=3s. 
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1 v, = dx/dt = 5x (1) 
| v, 7 ду/й = 15у +11 (2) 
v, = 4:1 = 192 (3) 

From (1), dx/x —5dt, Inx 25t t c,. Att 23, x 2 4. Hence, In 4 — (5)(3) * c,, c, 7 —13.6. 
Inx — 5t — 13.6 (4) 


From (2), dy/(15y -- 11) - dt, In (15y -- 11) 2 15r * c;. Att 23, y 2 6. Hence, In [(15)(6) 4 11] 2 (15)(3)  c;, 


о —40.4. 


In (15y + 11) — 15t — 40.4 (5) 
From (3), dz = 19£? dt, z 2 19/3 - c4. Att 23, z 2. Hence, 2 —- (19)(3)°/3 + сз, с, = —169. 
2 = 191/3 – 169 (6) 
Add Eqs. (4) and (5) to get 
Inx + In (15y + 11) = 20; — 54.0 (7) 


Solve for t in Eq. (6): t — [(z + 169)(3)]'*. Substitute this value of ¢ into Eq. (7): Inx + In (15y + 11) = 
20[(2 + 169)(5)]° – 54.0, In [(x)(15y + 11)} = 10.81(z + 169)!? — 54.0. 


An incompressible ideal fluid flows at 0.5 cfs through a circular pipe into a conically converging nozzle, as shown 
in Fig. 7-2. Determine the average velocity of flow at sections A and B. 


I Asa first step, an approximate flow net is sketched to provide a general picture of the flow. Since this is an 
axially symmetric flow, the net is not a true two-dimensional flow net. At section A, the streamlines are parallel; 
hence, the area at right angles to the velocity vectors is a circle. Thus, v4 — Q/A, = 0.5/[(x)(4)*/4] = 1.43 ft/s. 
At section B, however, the area at right angles to the streamlines is not clearly defined; it is a curved, 
dish-shaped section. As a rough approximation, it might be assumed to be the portion of the surface of a sphere 
of radius 2.0 in that is intersected by a circle of diameter 2.82 in. us = Q/A, = Q/(2arh) = 
0.5/[(2)(2)($)(0.59/12)] = 9.71 ft/s. 


A 
* B indiam 





Fig. 7-2 


Water flows at 6 gal/min through a small circular hole in the bottom of a large tank. Assuming the water in the 
tank approaches the hole radially, find the velocity in the tank at 2, 4, and 8 in from the hole. 


B The area through which flow occurs is a hemispherical surface, with A = 2ar’. Q = 6/[(7.48)(60)] = 
0.01337 ft?/s, v= Q/A. At 2in from the hole, у = 0.01337/[(2)(2)(5)?] = 0.0766 ft/s. At 4 in from the hole, 
uv = 0.01337/[(2)()(45)"] = 0.0192 ft/s. At 8 in from the hole, v = 0.01337/[(2)(s)(4)’] = 0.00479 ft/s. 
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Given the eulerian velocity-vector field V(x, y, z, t) = 3ti + xzj + ty’k, find the acceleration of a particle. 


I MM (pHs pM „ЭУ 
Әх ду д: 


= = = fy? 
a Ot ) u=3t у=х?2 и = іу 





арор At = 2) ay" 29k -xj 


Әх 92 


- (зі + y7k) + (3t)(zj) + (xz)(2tyk) + (ty)(xj) = 3+ Bez + exy?)j * (y? * 2xyzt)k 
If V is valid everywhere as given, this acceleration applies to all positions and times within the flow field. 


Flow through a converging nozzle can be approximated by a one-dimensional velocity distribution u = u(x). For 
the nozzle shown in Fig. 7-3, assume the velocity varies linearly from u = vo at the entrance to u — 3v, at the 
exit: u(x) = uo(1 + 2x/L); du/dx = 2uo/L. (a) Compute the acceleration du/dt as a general function of x, and 
(b) evaluate du/dt at the entrance and exit if v, — 10 ft/s and L = 1 ft. 


du ди ди ди ди ди_ v- , 2t 2x ди 29 
І == +u—+u—+w— = ( =) ~= 
0^ — . wm a'"x "Sy "al a “ду "3; 0 VTT 


ox L 
du _ 2x 2n) (722) ( >) 
aom *040- L 1+7 


(b) At the eftrance, where x — 0, du/dt — [(2)(10)(1)][1 + (2)(0)/(1)] = 200 ft/s?. At the exit, where x = 1 ft, 
du fdt = [(2)(10)°(1)][1 + (2)(1)/(1)] = 600 ft/s”. 


x=0 Fig. 7-3 


A two-dimensional velocity field is given by u = 2y”, v = 3x, w =0. At (x, y, z) — (1, 2, 0), compute the 
(a) velocity, (6) local acceleration, and (c) convective acceleration. 


1 о v - QQ +E] = 44 3j 
av 
(6) at =0 
(с) drm “эк US "р" 0* @УО@ + Өх)(ду) + фу) = 12у 
dv du du 


eats ыты дым = 0 + (2y®(3) + (3x)(0) + (0)(0) = 6y? 


a = (12)(1)(2)i + (6(2)'j 2 24 * 24j 
For the velocity field described in Prob. 7.10, at (1, 2, 0) compute the (a) acceleration component parallel to the 
velocity vector and (b) component normal to the velocity vector. 


B From Prob. 7.10, V = 4i + 3j and a = 24i + 24j at (1, 2, 0). 
(a) Tangential acceleration: 


a,- V/IV|2fi*2j a, =a- n, = (24i + 24j) - (i + 2j) = 19.2 + 14.4 = 33.6 units parallel to V 


CT meme mem ome 


as ETE RE SEE RT a EE TE SR ETE TT 
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(b) From Fig. 7-4, the angle @ between V and a is determined by cos 0 — a,/|a| — 33.6/(24" - 24^)? — 0.98995, 
0 —8.1?*, a, — |a| sin 0 = (24 -- 24?) "(sin 8.13?) = 4.80 units normal to V. 


qim , 
6 QU 
0. „2 *^ 
An Fig. 7-4 


Is the flow with velocity field V — 2txi — Pyj + 3xzk steady or unsteady? Is it two- or three-dimensional? At the’ 
point (x, y, z) = (2, —2, 0), compute the (a) total acceleration vector апа (Б) unit vector normal to the 
acceleration. 


f Flow is unsteady because time t appears explicitly. Flow is three-dimensional because и, v, w ¥ 0. 


du ди ди ди ди 
—=— — —+w— + - 2x + 477 
a Ot tu Эх +v ay w 22 = 2x + (2tx)(2t) + (-#y)(0) + (3xz)(0) = x 


dv Әу |Ә ди ӘУ -- Aye = 4 
d 3" Әх Эу two 2ty + (2tx)(0) + (—t#’y)(—#°) + (3xz)(0) = —2ty + tty 


dr^ 8i uL * 75у + w2- 0 + (2t)(3z) + (—#?y)(0) + (3xz)(3x) = 6txz + 9x7z 


du д dw 
(a) а-іс іл ЕС 


At point (2, —2, 0), du/dt = (2)(2) + (4)(F)(2) = 4 + 87, du/dt = —(2)(#)(—2) + ()(—2) = 4t — 244, dw/dt = 
(6)(t)(2)(0) + (9)(2)?(0) = 0. Hence, a = (4 + 82)і + (47 — 20*)j. (b) The unit vector normal to a must satisfy 
a-n=0=n,(4 + 87) + n,(4t — 2t") + n,(0) plus n2 *- n2  n2— 1. A special case solution is n = +k. 


For steady flow through a conical nozzle, the axial velocity is approximately u = U,(1— x/L) ?, where U, is the 
entrance velocity and L is the distance to the geometrical vertex of the cone. Compute (a) a general expression 
for the axial acceleration du/dt and (b) its values at the entrance and at x —2 m, if U; — 4 m/s and L —3 m. 


du ди ди ди 


Bay ha Fh use ewe os[u(-7) ]i-z) 200(-7)]+0+0- (1-7) Cr) 
(b) At entrance (x = 0): = = (1 — )—5[(2)(4)°/3] = 10.7 m/s? 
Atx=2m: ы = (1 — 23)7[(2)(4)?/3] — 2592 m/s? 


A two-dimensional velocity field is given by V = (x? — 2y? + 2x)i— (xy + y)j. At x =2 and y = 2, compute the 
(a) accelerations a, and a,, (6) velocity component in the direction @ = 32°, and (c) directions of maximum 
acceleration and maximum velocity. 

du ди ди ди 


— = —+u—+ ёи 0+ — 2y? + 2x)(2x + 2) + (3 —4у) +0 
i d ^7 a "ax ay "a 0+ (х2 ~ 2у X ) + (—3xy — y)(—4y) 


vag Hak aig SPSS oo ET ow cem IAS E ы мыс салым 


aunt 


% 
a 
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d 
40 4, 29.8080. 89 = 0+ (х? – 2у? + 2х)(– зуу +(- 3xy — y)(—-3x — 1) +0 


dt 8t ^ Әх д дт: 
(a) a, = [2 — (2)(2)” + (2)(2)][(2)(2) + 2] + [(—3)(2)(2) – 2I[(—4)(2)] = 112 
= [22 – (2)(2)? + (2)(2)][С—3)02)] + [С—3)02)02) — 21[(-3)(2) - = 98 
(5) Озу = V e = [2? — (2)(2)? + (2)(2)]i — [3)(2)(2) + 2]j = OF — 145 
‚ пу» = 0.8481 + 0.530) Use = (Oi — 14§)(0.848i + 0.530J) = -7.42 


(с) Direction of a: aw = arctan (98/112) = arctan 0.87500 = 41.2°. Direction of V (direction of —j): B = —90° 


The velocity field in the neighborhood of a stagnation point is given by u = Upx/L, uv = —Upy/L, w =0. 
(a) Show that the acceleration vector is purely radial. (b) If L —3 ft, what is the magnitude of U, if the total 
acceleration at (x, y) = (L, L) is 29 ft/s”? 











du ди ди аи ди U, U, Uix 

d ^^ Э, Ux * "sy * "5; 0+ LAL +040 D 
dv 3a Әу dv Әт (= =) ( - =) Шу 
a ә! “ах "ду Maz Ot OTN /\/ О 1? 


(a) a= a,i + a,j 2 (U2/ L)(xi ^ yj) = (07/12)(к). (Непсе, purely radial.) 
(b) |а| = а(1„ Г) = (U2/L?) Là * Lj| - U2V2/L. Yt L —3 ft and |a| — 29 ft/s?, 29 — U2V2/3, U, — 7.84 ft/s. 


A particle moves around the circular path x? -- y? — 9 m? at a uniform speed of 4 m/s. Express the u and v 
components as functions of time, assuming 0 = 0 at t = 0. See Fig. 7-5. 


i u = u, cos 0 — ue sin 0 = —4 sin 0 m/s v =v, sin 0 + ve cos 0 = +4с05  т/ѕ 


But v, — rÓ, 4—30, 0 = $t; hence u = —4 sin $t and v — 4 cos $t. 


Fig. 7-5 


A perfect fluid flows from the bottom of a large tank through a small hole at the rate Q = 0.9 L/s. If the fluid 
flows radially toward the hole with the same volume flow across every section, compute the convective 
acceleration at points 100 mm and 200 mm from the hole. 


B Consider the radial velocity (v,): v, » - Q/A, » —Q/(2r’) (A, is the area of a hemisphere). 


A GS )- 


Or = \Qar?/\ ar? 2л?г? 











At r=0.100m, a, = —(0.9 x 1072)2/[02)(т5(0. 1007] - —0.0041 m/s’, or —4.1 mm/s’. At r = 0.200 m, a, = 
—0.0041/32 — —0.000128 m/s?, or —0.128 mm/s?. 
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Given the velocity field V(x, y, z, t) = 10x?i — 20yxj + 100¢k, determine the velocity and acceleration of a 
particle at position x = 1 m, y -2m, z =5 т, апі г = 0.1 5. 
І У = (10) (1) – (20)(2)(1)ј + (100)(0.1)К = 101 – 40j + 10k m/s 


aV aV aV aV 
a(5 y, z, t) 5 * Ux "ax ray tns az 


a = 100k + [(10x7)(20xi — 20yj) + (—20yx)(—20x§) -- (1007)(0)] — 200x?i -- (—200x?y -- 400yx?)j -- 100k 
At position x = 1 m, y =2 m, z = 5 m, and t =0.1 s, a = (200)(1)°i - [(—200)(1)*(2) -- (400)(2)(1?]j - 100k — 
200i + 400j + 100k m/s?. 
If the flow in Fig. 7-2 is steady at 0.50 cfs, find the acceleration in the flow at sections A and B. 


B Since the flow at section A is uniform and also steady, а, — 0. 


.-2У,,9%,,47,,95 | 2,,2Ұ,,9У, ,2У, |2 
д “әх Oy. az пох эу дах ду 
For point B on the axis of the pipe at section B, v = 0; hence, 
a, =u 2Y 
в Ox 


The effective area through which the flow is occurring in the converging section of the nozzle may be expressed 
approximately as A — 2zhr, where h = r(1 — cos 45°) = 0.293r and r is the distance from point C. Thus 

A = (2x)(0.293r7) = 1.84r”, and the velocity in the converging nozzle (assuming the streamlines flow radially 
toward C) may be expressed approximately as v — Q/A — 0.50/(1.84r^). At section B, r = 2 in = 0.167 ft; hence, 
v — 0.50/[(1.84)(0.167)?] = 9.744 fps. 


av OV [oe 2-2 (2Х0.50 _ _ ду_ 2 
x or 184 | (1850165) - 116.7fps/ft ag=u Ax (9.744)(116.7) — 1137 ft/s 

A two-dimensional flow field is given by u — 2y, v = x. Sketch the flow field. Derive a general expression for the 
velocity and acceleration (x and y are in units of length L; u and v are in units of L/T). Find the acceleration in 
the flow field at point A (x = 3.5, y = 1.2). 


I The flow field is sketched in Fig. 7-6a. Velocity components u and v are plotted to scale, and streamlines are 
sketched tangentially to the resultant velocity vectors. This gives a general picture of the flow field. 


ди 
V=(u? +07)? = (4y? +x)? а, mutes = 2у(0) + х(2) = 2х a, =u Se + v= 2y(1) + (0) y 


а = (а? + a2)? = (4x7 + 4у?!? (aa) = 2X =7.0L/T? — (aa), = 2y =2.4L/T? 
ад = [(а2)2+ (а) = [07.0)? + (2.4)7]'? = 7.4L/T? 


To get a rough check on the acceleration imagine a velocity vector at point A. This vector would have a 
magnitude approximately midway between that of the adjoining vectors, or V4 ^ 4L/T. The radius of curvature 
of the sketched streamline at A is roughly 3L. Thus (a,),, = 4’/3 ~ 5.3L/T’. The tangential acceleration of the 
particle at A may be approximated by noting that the velocity along the streamline increases from about 
3.2L/T, where it crosses the x axis, to about 8L/T at B. The distance along the streamline between these two 
points is roughly 4L. Hence a very approximate value of the tangential acceleration at A is 


8-3.2 


(а4), = vr (М 4 


Ly 4.8L/ T? 
Vector diagrams of these roughly computed normal and tangential acceleration components are plotted 
(Fig. 7-65) for comparison with the true acceleration as given by the analytic expressions (Fig. 7-6c). 


The velocity along a streamline coincident with the x axis is u — 9 + x™?. What is the convective acceleration at 
x — 3.2? Specify units in terms of L and T. Assuming the fluid is incompressible, is the flow converging or 
diverging? 

І ди ди ди wot 


а Чох Уу "эг 
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Flow field 


Fig. 7-6(a) 





А а,-704/17 Fig. 7-6(b) Fig. 7-6(c) 
Since 
ou ye ёи 0 а ион) зо т 
a ay” az iE" 3 3 


Atx 23.2, a, — (3)(3.2) 7? -- (3)(3.2) 7? — 1.61L/T?. For incompressible flow, the flow is converging. 


7.22 A large hemispherical vat has a small taphole centered on its lowest point. Ideal liquid drains through the hole 
according to Q — 11 — 0.5t, where Q is in cubic feet per second and : is in seconds. Find the total acceleration at 
a point 3 ft from the center of the hole at ¢ = 16s. Assume that liquid approaches the center of the hole radially. 


1 v=Q/A. The area through which flow occurs is a hemispherical surface, so v = (11 — 0.5¢)/ (2лт?). 


ду 0” Ш - 0-5) =O - 250] 295 


амы = У 
total" Or а; 2лт? zr? 2лт? 


Atr —3ft and t — 16s, aq, — {[11— (0.5)(16)]/[(2)(л)(3)°]}(—[11 — (0.5)(16)]/1(ж)(3)°]} — 0.5/[(2)(л)(8)°] = 
—0.0107 ft/s?. : 


7.23 ` Under what conditions does the velocity field V = (a,x + Б, у + 2) + (ах + Бу + с,2)ў + (ах + Ьу + су2)ї, 
where @,, a2, etc. = constant, represent an incompressible flow which conserves mass? 


I ди ду Ow 


a ` a a 
ax * ay t 22 -0 ax (nx tbiy +12) + ау (азх + Вау + саг) + 22 (азх + Бзу + сз2) = 0 
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or a, + b, + c, =0. At least two of the constants a4, b2, and c, must have opposite signs. Continuity imposes no 
restrictions whatever on the constants 5, c, a, c;, аз, апі b,, which do not contribute to a mass increase or 
decrease of a differential element. 


An incompressible velocity field is given by u — a(x? — y?), v unknown, w — b, where a and b are constants. 
What must the form of the velocity component v be? 

ди Әу Әм х, до ӘБ du 

--- - — — m -2, 

i a yt r^ =0 2 (а? ay) +5 y taz” 0 Эу ах 
This is integrated partially with respect to у: v(x, y, z, t)= —2axy +f (x, z, t). This is the only possible form for 
v that satisfies the incompressible continuity equation. The function of integration f is entirely arbitrary since it 
vanishes when v is differentiated with respect to y. 


An incompressible flow field has u =xz* and у = хе? (dimensional factors omitted). What form does continuity 
imply for the velocity component v? 
Ou ðv ow дә з 


Qv 
і “= 34 4+0= Z=- = -7° 
ax*8y* Эг 0 2 7% 0 2 v zy-tf(x,z) 


A two-dimensional incompressible velocity field has u = K(1 — e77), for x = L and 0 = L =œ. What is the most 
general form of v(x, y) for which continuity is satisfied and v = vo at y = 0? What are the proper dimensions for 
the constants K and a? 


f Dimensions of constants: {K} = {L/T}, {a} = {1/L}. 


ди àv | ow до до 
Эх ду * az 0+ ay +0=0 ay 0 v=f(x) only 
If v = vp at y = 0 for all x, then v = vo everywhere. 
Which of the following velocity fields satisfies conservation of mass for incompressible plane flow? 
(а) u=—-x,v=y (b) u=3y, v=3x (с) u = 4х, 0 = —4y 
(d) и = 3х1, 0 = Зуі (e) u 2 xy * yt, v 2 xy * x*t Q) u= 4xy?, v = —2xy* 


Ignore dimensional inconsistencies. 


B In order to satisfy continuity, 


ди + ov =0 or ди = — 9v 
х д ox Әу 
a a 
(a) SI жа 0-1 therefore, it does satisfy continuity. 
Ox oy 
ди до . . 221 
(b) —=0 and —=0 therefore, it does satisfy continuity. 
Ox oy 
. à a 
(c) “=4 and  L52-4 therefore, it does satisfy continutiy. 
: Ox oy 
ди до . . 22. 
(d) Эх =3t and ay = 3t therefore, it does not satisfy continuity. 
a до 
(е) си апа шт therefore, it does not satisfy continuity. 
ox ду. 
ди з du 3 : : "P 
(Р ax &xy and y = –8ху therefore, it does satisfy continuity. 


If the radial velocity for incompressible flow is given by v, = b cos @/r’, b = constant, what is the most general 
form of ve(r, @) that satisfies continuity? 


18 18 dv, | 18 b cos 0 19% 
I rar) +736 s 920 А г? ЛЫ 30 97 0 


s b cos 0 b sin nó 
90 pr Ve = 














+f(r) 
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A two-dimensional velocity field is given by 


ve ос. 
х? + у? x? y? 


where K is constant. Does this field satisfy incompressible continuity? Transform these velocities into polar 
components v, and vg. What might the flow represent? 








Ou Ov Ow 2xKy 2yKx 
i —+—4+—= ss - a + 0 = 0 
ox ду oz G-yy QUeyy 
Therefore, continuity is satisfied. x? + y?=r’, cos 0 — x/r, sin 0 — y/r. 
K Kx 
v, =u cos 0 + vsin ð = — Ky ДЕ „Кх jJ) - -"F += =0 
+y°/\r +y r r 








; Ky y Кх \үүхү Ку? Кх? К 
=-usind +ve0s 0=-[ - (=) |(*)+(G all )- d + =? Е =" 
Hence, in polar coordinates v,(r, 0) and ve(r, 0), v, 2 0, v, — K/r. (This represents a potential vortex.) 


For incompressible polar coordinate flow, what is the most general form of a purely circulatory motion, 
ve — v(r, 0, t) and v, = 0, which satisfies continuity? 


18 19 


I ra; V? +759 


18 18 19 = 
=0 SS IMO] += Zhe) +0=0 --500-0 ve = f(r) 





What is the most general form of a purely radial polar coordinate incompressible flow pattern, v, = v,(r, 0, В 
апа 9 -- 0 that satisfies continuity? 


і 150) ды 0 12m +(C)oro=0 120-0 v= (Wo 


An incompressible steady flow pattern is given by u = x* + 3z* and w = y* — 3yz. What is the most general form 
of the third component, u(x, y, z), that satisfies continuity? 


ді. àv | ди д» Qv 
I — =0 47°4+—-3y=0 ---3у-4х? у = By? - Ay f(x, z 
ty ar ay ?У ay 3) 2y y +f (x, z) 
A certain two-dimensional shear flow near a wall, as in Fig. 7-7, has the velocity component 
Зу_ у ) 
=U(~-=. 
и Е ax? 


where a and U are constants. Derive from continuity the velocity component u(x, y) assuming that v = 0 at the 
wall, y = 0. 


ди ðv Әм ди Әу au ди -3y 2y? 3?  2y 

Bago goo g-a) vo) 

ax ay ae Әх Әу Әу Әх a ax? =U 2a) 34 F(x) 
Enforce no-slip condition: u(x, 0) = U(0 — 0) + f(x) =0, f(x) =0. 








y 


u(x, y) 


0 7*7 Fig. 7-7 


Consider the flat-plate boundary-layer flow in Fig. 7-8. From the no-slip condition v = 0 all along the wall y =0, 
and u = U = constant outside the layer. If the layer thickness ô increases with x as shown, prove with 


ЫЛЕ ысы сіздік ы тын тана eee ce cen ee ee ree UT 


7.35 


| 336 


ЕК) 


21% 
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incompressible two-dimensional continuity that (a) the component v(x, y) is everywhere positive within the 
layer; (b) v increases parabolically with y very near the wall; and (c) v reaches a positive maximum at y = ô. 


1 (a) If ô increases with x, the streamlines in the shear layer must everywhere move upward to satisfy 
continuity. Therefore, 9u/8x « 0 everywhere inside the shear layer. Since continuity requires 


everywhere, it follows that du/dy > 0 everywhere in the shear layer. 
(b) Near the wall, u =y f(x), dv/dy = —du/dx = — f'(x); therefore, 


v=- x f'(x) (parabolic) 


(c) At y z (x), 8u/8x 0; therefore 3v/3y — 0, and v 2 maximum. 


Layer thickness 5(x) 






-- 
U = constant 


The axial velocity field for fully developed laminar flow in a pipe is v, 2 u4,,(1 — r?/R?) and there is no swirl, 
Va = 0. Determine the radial velocity field v,(r, z) from the incompressible relation if u,,,, is constant and v, = 0 
at r= R. (r denotes radial distance from the pipe’s center; R denotes the pipe’s radius.) 


18 ду, 19 _ 9 _ _f(9, z) 
І (rv +5 (ve) + =0 507) +0+0=0 30%) =0 „=——— 





if v,(R) = 0 for all 0, z, v, =0. 


An incompressible flow field has the cylindrical components ve = Cr, v, = K(R? — r°), v, =0, where C and K 
are constants and r £ R, z = L. Does this flow satisfy continuity? What might it represent physically? 


І 19 (а) (ve) + = 0 LAO eL = (Cr) + ÉIKqe -r)- 





04+0+0=0 (satisfies continuity) 


This flow represents pressure-driven, laminar, steady flow in a rotating tube (fully developed). 


An incompressible flow in polar coordinates is given by v, = K cos 0(1 — b/r?), vy = —K sin 0(1 + b/r?). Does 
this field satisfy continuity? For consistency, what should the dimensions of the constants K and b be? 


18 19 av 18 b\] 109 | b 
І (+2 0() +500 > [x cos 6(1-3)] +25. [-xK sin o(1+5)] +0=0 





1 b\ 1 b 
7K cos e(1 + » - 7K cos e(1 + 5) =0 020 (satisfies continuity) 


Dimensions of constants: {K} = {L/T}, {b} = {L7}. 


The x component of velocity is u = х? + z* + 6, and the y component is v = y° + z*. Find the simplest z 
component of velocity that satisfies continuity. 
І ди Ov ow ow ow 


5и 95,992 24132427 SW oca 2 --- 2 2 
ax * dy az О 3x*+3y az 0 22 3(x^ y^) w 3z(x^ y^) 


oot met remet 
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Is the continuity equation for steady, incompressible flow satisfied if the following velocity components are 
involved? 


u-2x!-xy tz? v -x5-4xy ey? = —2xy — yz + y? 
ди Ov Ow . 22: 
І àx Эх ду! ar 0 (4х-у) +(-4х +2у) +(-у) =0 (satisfies continuity) 


For steady, incompressible flow, are the following values of u and v possible? 
(а) и = 4ху + у?, о = бху + 3х (b) u -2x € y^, v =—4xy 


ди àv | ow 
— +4 — — == 
I əx зу” д: 0 


(a) 4y * 6x * 0:50 (Flow is not possible.) 
(b) 4x - 4x - 020 (Flow is possible.) 
Determine whether the velocity field V = 3ti + xzj * ty^k is incompressible, irrotational, both, or neither. 


B The divergence of this velocity field is 
a ә, 
У-У- 2 G1) a, €? 2209250 


Therefore, this velocity field is incompressible: The curt of this velocity field is 
уху=|— — =| = (ty —x)i+ zk 


This is not zero; hence, the flow field is rotational, not irrotational. 


If a velocity potential exists for the velocity field u = a(x” — y”), v = —2axy, w =0, find it and plot it. . 
B Since w — 0, the curl of V has only one (z) component, and we must show that it is zero. 
dv. ðu 9 a 
ҮХУ),-20,---------(- – = (ах? – ау?) = – = h 
( ). = 20, ax dy a 2axy) эу (8% ay) 2ay + 2ay =0 checks 
The flow is indeed irrotational. ‘A potential exists. To find ф(х, у), set 


u == =ax’—ay’ 


Әх 
у= 3e. —2axy 
y 
Integrate (1) ax? 
Ty ax + f(y) 
Differentiate (3) and compare with (2) 
op 


ay” —2axy + f'(y) = —2axy 


(1 


(2 


(3 


(4 


Therefore f 7-0, or f= constant. The velocity potential i is.$ — ax?/3 — axy? * C. Letting C — 0, we can plot the 


ф lines as shown in Fig. 7-9. 


Given the velocity field V = 13x’yi + 18(yz + x)j + 15k, find the angular velocity vector of a fluid particle at 
(2,3,4) т. 








I =5( 2-52) = - -— -3 (= 3) a4 Dm- 
о, 2 ay az 2(0 18y) 9y o, 2 \ dz Әх 2(0 0) 0 
1/8V, дУ, : , 
0,775 (5: Bx. -%) = 5(18 — 13x”) =9-6.5x7 wm = —9yi + Of + (9 — 6.5x?)k 


At point (2,3, 4) m, w = (—9)(3)i + [9 — (6.5)(2)^]k - -27i - 17k rad/s. 


"Le o 


744 


745 


7.46 


147 


748 


KINEMATICS OF FLUID MOTION J 143 





Fig. 7-9 


Given the velocity field V = 6x?yi — (4x — 4z)j + 12z7k m/s, compute the angular velocity field w(x, y, z). 





-.l(83V. 9VA., - 8V, 8VA , _ 
! 0-3 (5 22)-10-9--2 = -z(S5- 24) 240-0) -0 
ƏV; ӘУ, = Қ - 2) — _ . . 2 
= 2 »)" 3(—4 — 6x?) = —(2+3х) œ= —2i + 0j — (2 + 3x°)k rad/s 


Show that any velocity field V expressible as the gradient of a scalar @ must be an irrotational field. 
B Show curl (grad $) - 0 


өші (9% 99, +2542 к) = 


[5 (Se) ~ae (Sy) + [ae (Se) ~& (SE) * [ж (э) - (a£) e 

8y Naz) az Nay az Vax) dx Vaz) P* Lax Vay)” dy Vax) 

Since 8^$/8y az — 8*$/8z 8y, etc., we see that we have proven our point provided the partial derivatives of ф 
are continuous. 


Is the following flow field irrotational or not? V = 12x°yi + 3x*j + 10k ft/s. 


ӘУ, ӘУ, ӘУ, ӘУ, ӘУ, ӘУ, 
I ——-——-12-12-0 I-—- 2———:= 
| ду ox Oz Oy ôx д2 


Therefore, the flow is irrotational. 





For the velocity vector V = 3ti+ xzj + ty’k evaluate the volume flow and the average velocity through the 
square surface whose vertices are at (0, 1, 0), (0, 1, 2), (2, 1, 2), and (2, 1, 0). See Fig. 7-10. 


B The surface S is shown in Fig. 7-10 and is such that n = j and dA = dx dz everywhere. The velocity field is 
=3ti + xzj + ty’k. The normal component to S is V- m= V+ j=v, the y component, which equals xz. The 
limits on the integral for Q are 0 to 2 for both dx and dz. The volume flow is thus 


2 (2 
Q -Í V, dA = Í Í xz dx dz = 4.0 units 
The area of the surface is (2)(2) = 4 units. Then the average velocity is V,, = Q/A = 4.0/4.0 = 1.0 unit. 
At low velocities, the flow through a long circular tube has a paraboloid velocity distribution 
и = Umex(1 — r?/ R?), where R is the tube radius and u,,,, is the maximum velocity, which occurs at the tube 


centerline. (a) Find a general expression for volume flow and average velocity through the tube; (b) compute 
the volume flow if R = 3 cm and u,,,, = 8 m/s; and (c) compute the mass flow if p = 1000 kg/m’. 
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dA = dx dz 


(2, 1, 0) 





(0, 1,2) (2, 1, 2) 


z Fig. 7-10 


f (а) Тһе area S is the cross section of the tube, and n = i. The normal component V · а = У ·і = и. Ѕіпсе и 
varies only with r, the element dA can be taken to be the annular strip dA = 27 dr. The volume flow becomes 


R г? 
о- | «ал | ш.(1- рға 
5 0 R 


Carrying out the integration over r, we obtain Q = 3u,,,,0R’. The average velocity is u,,=Q/A = 

lu, AR? / xR? — ius. The average velocity is half the maximum, which is an accepted result for low-speed, 
or laminar, flow through a long tube. (b) For the given numerical values Q = 3(8)2(0.03)* — 0.0113 m?/s. 
(c) For the given density, assumed constant, 7 — pQ — (1000)(0.0113) = 11.3 kg/s. 


For low-speed (laminar) flow through a circular pipe, as shown in Fig. 7-11, the velocity distribution takes the 
form u — (B/u)(ri — r^), where p is the fluid viscosity. Determine (a) the maximum velocity in terms of B, p, 
and n and (b) the mass flow rate in terms of B, u, and ғо. 


B. (a) uma occurs when du/dr =0. du/dr = —2Br/u =0, r =0, Umas = Bro/u. 





т В 2 47% 
(b) rn= | pu, da = [ pP ei- Pyanran eno [Z-T 
Bri 
He n 
Pipe wall 
2 ғ- һ 
==, 
dé, 
Со 
Г o A 
[=N n 
У, 
O 
Doo 
nmm. 
| 7, Fig. 7-11 


If the fluid in Fig. 7-11 is water at 20°C and 1 atm, what is the centerline velocity U, if the tube radius is 20 mm 
and the mass flow through the tube is 1.3 kg/s? 


fF From Prob. 7.49, m = (p/2)tmax(0r2), 1.3 = (232)(tmax){(2)(0.020)7], Umax = Uo = 2.07 m/s. (Actually, this is 
unrealistic. At this u, Ng > 2000, so the flow is probably turbulent.) 

A velocity field in arbitrary units is given by V — 3x^i — xyj — 6xzk. Find the volume flow Q passing through the 
square with corners (x, y, z) — (1, 0, 0), (1, 1, 0), (1, 1, 1), and (1, 0, 1). See Fig. 7-12. ' 
I Q=Sf§ (W,-1 dy dz. Since n =i, V - n = u = 3x?. Q = f} f1 (3) dy dz =3 units. 
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Fig. 7-12 





For an incompressible fluid, express the volume flow Q across the upper surface in Fig. 7-13 in terms of the inlet 
velocity U, and the height ô of the fluid region shown in the figure? 


І О = [ Ub dy — [ Uasin (25 dy 7 Ubb[y 5 — Urb(=)| -cos (2) 


б 
- Ubó — а п + 1] = Ubd - 242) 
X л 


= Upb5(1 — 2/2) = 0.363Ugb5 





Plate (width b into paper) Fig. 7-13 


The velocity profile in water flow down a spillway is given approximately by u — (U;)( y/h)"" where y 20 
denotes the bottom and the depth is ^ (see Fig. 7-14). If U, 2 1.4 m/s, h 23 m, and the width is 17 m, how long 
will it take 105 m? of water to pass this section of the spillway? 


I Q= І udA= | " (2) e dy)- шә], = ZUgbh = (2)(1.4)(17)(3) = 62.5 m*/s 


t= V/Q = 10°/62.5=1603s or 26.7 min 





Fig. 7-14 
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Find the total derivative, dp/dt, at x = 1 and y — 3 of the density field p — 3x? — 4y? corresponding to the 
velocity field V 2 (x? — y? - x) — (3xy + » 


dp _ 9р др др 2_ 2 2 
p т” —ctw 9p. - - _ + 
І dt at Әх! ду 0 G^ -y *x)9x ) - Gry + y)(—By) + 0 


Atx - 1and y 23, dp/dt 2 (P 3 + evan — [(3)(1)(3) + 3][(—8)(3)] = 279 units. 
A frictionless, incompressible (p = po) steady flow field is given by V — 3xyi — 2y?j in arbitrary units. Neglecting 
gravity, calculate the pressure gradient and evaluate this gradient at (3, 1, 0). 
dV aV OV 2) Aaa . . 
--- —+u— — |= і - — 4yj) + 0] = -V, Үр- 
р ри ax "ay "5; Pol (3xy)(3yi) + (—2y*)(3xi — 4yj) + 0] p р = pe(6xy^i * 4y^j) 
At (3, 1, 0), Vp = pol(6)(3)(1)7i + (4)(1)°5] = Po(18i + 45). 
A temperature field T — 5xy? is associated with a velocity field given by u — 2y?, v — 3x, w =0. Compute the 
rate of change dT /dt at the point (x, y) = e М 

ат ƏT OT 

—=u—+u—+w— P= (оу?у(5у? 1 +0= + 30x? 
i di Tu +u 8y „© (2у2)(5у2) + (3х)(10ху) + 0 = 10у* + 30х?у 
At (3, 4), 


oe = (10)(4)* + (30)(3)?(4) = 3640 units 


Take the velocity field u = a(x” — y”), v = —2axy, w =0 and determine under what conditions it is a solution to 
the Navier-Stokes momentum equation. Assuming that these conditions are met, determine the resulting 
pressure distribution when z is “up” (g, = 0, g, =0, g, = —g). 


I -&, (24, 4 , Pa) _ ae ар (24,24, 2) _ 9M 
ра” а” зу sz) Pd PL әу РӘ әу oz) Oa 
Әр (2% 8w +2) -= dw 


08: — 52 2 PU 


+ += 
PN?” әу?" 922 


Make a direct substitution of u, v, w 


рб) - 2+ u(2a— 2a) = 2a^p( xy?) @ 
Әр 2 3 
(0) — By + #0) - 2a^p(x^y y) (2) 
op _ 
р(-в) +00) =0 O) 


The viscous terms vanish identically (although p is not zero). Equation (3) can be integrated partially to obtain 


р = –рв2 + (х, у) (4) 
i.e., the pressure is is hydrostatic i in the z direction, which follows anyway from the fact that the flow is two- 
dimensional (w = 0). Now the question is: Do Eqs. (1) and (2) show that the given velocity field is a solution? 
One way to find out is to form the mixed derivative д?р /(8x dy) from (1) and (2) separately and then compare 
them. 
Differentiate Eq. (1) with respect to y 


Фр _ 





-4а?рху (5) 





Әх ay 
Now differentiate Eq. (2) with respect to x 
9. - 2 QapG?y + y°)] = —4a°pxy 6 
Әх ду ~ Ox , 


Since these are identical, the given velocity field is an exact solution to the Navier-Stokes equation. 
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To find the pressure distribution, substitute Eq. (4) into Eqs. (1) and (2), which will enable us to find fi(x, y) 
afi 


ay ^ 24 PG xy) (7) 
2 = —2a°p(x’y + у) (8) 
Integrate Eq. (7) partially with respect to x 
f= —2ap(x* + 2x°y’) + f(y) (9) 
Differentiate this with respect to y and compare with Eq. (8) 
д , 
adu -aa'pr^y * fiy) (10) 


Comparing (8) and (10), we see they are equivalent if 


, - -2а2 3 
or fX») -2 ру (1) 
£() - 3a^py' € € 
where C is a constant. Combine Eqs. (4), (9), and (11) to give the complete expression for pressure distribution 
р(х, у, т) = —pgz — a^p(x* * y* t 2x^y") € C (12) 


This is the desired solution. Do you recognize it? Not unless you go back to the beginning and square the 
velocity components: 


и? +? + wi m V? mat (x^ yt 2x!y?) | (13) 
Comparing with Eq. (12), we can rewrite the pressure distribution as 
р+їрУ?+ ре: = С (14) 


The sprinkler shown in Fig. 7-15 on p. 148 discharges water upward and outward from the horizontal plane so 
that it makes an angle of 6° with the ¢ axis when the sprinkler arm is at rest. It has a constant cross-sectional 
flow area of Aj and discharges q cfs starting with « — 0 and t = 0. The resisting torque due to bearings and seals 
is the constant 7o, and the moment of inertia of the rotating empty sprinkler head is 1,. Determine the equation 
for c as a function of time. 


B The control volume is the cylindrical area enclosing the rotating sprinkler head. The inflow is along the axis, 
so that it has no moment of momentum; hence, the torque — 7, due to friction is equal to the time rate of 
change of moment of momentum of sprinkler head and fluid within the sprinkler head plus the net efflux of 
moment of momentum from the control volume. Let V, = 4/2А%. 


w [252% 
* dt 


d (^ 2 d 
-ъ=25[ A,por^ dr t 1,—— — (V. cos 0 – ољ) 
dt Jo 2 


The total derivative can be used. Simplifying gives 
do 2 3 
d (1, * $pAoro) 7 pqn(V. cos 0 — on) — To 


For rotation to start, pqroV, cos 6 must be greater than To. The equation is easily integrated to find œw as a 
function of t. The final value of @ is obtained by setting dw/dt = 0 in the equation. 


A turbine discharging 10 m°/s is to be so designed that a torque of 10 000 N - m is to be exerted on an impeller 
turning at 200 rpm that takes all the moment of momentum out of the fluid. At the outer periphery of the 
impeller, r = 1m. What must the tangential component of velocity be at this location? 


I T-pQl(ru);—-(rv)] ^ 10000-(1000)(10)(1)(v) —0] — (v)i 7 1.00 m/s 
The sprinkler of Fig. 7-16 discharges 0.01 cfs through each nozzle. Neglecting friction, find its speed of rotation. 
The area of each nozzle opening is 0.001 ft’. 


B The fluid entering the sprinkler has no moment of momentum, and no torque is exerted on the system 
externally; hence the moment of momentum of fluid leaving must be zero. Let w be the speed of rotation; then 


148 [] CHAPTER 7 





Fig. 7-15 


· the moment of momentum leaving is pQ;riv; * pQ;r;v;; in which Ya and v,, are absolute velocities. Then 
va = Vn — or, = Q,/0.001 — wr, = 10 — w and v,. = v,. — or, = 10 - $0. For the moment of momentum to be 
Zero, pQ(r.va t nU?) = 0 ог (1)(10 – о) + (2)(10 — 20) — 0 and о = 11.54 rad/s, or 110.2 rpm. 


| x | 
вт 2 іп __ Fig. 7-16 


7.61 The velocity profile for laminar flow between two plates, as in Fig. 7-17, is 


- Al sax Y (h ту ) 

= 
Tf the wall temperature is T,, at both walls, use the incompressible-flow energy equation to solve for the 
temperature distribution T(y) between the walls for steady flow. | 


v=w=0 





I c dT к4Т, (4) 0 кё ФТ (= 
Plu ae Kat Hay Ку “49у 
STO du A E Ї- (= ба) 2 2 
dy^ ЧЕ “-к| м 0-00 к^ ) c My t Ay) 
4Т- (-16ші,,, 
es Cre Py — Aly? +O)? + Cl 
Since dT /dy =0 at y =h/2, C, = —h?/6. 
ат н) 2 2 , (4 3 K] =(= н з * уһ? | 
ы) -2 ы Фоу-5| те (Ст Юну) ес). 


If T = T, at y = 0 and y =h, then C,= T,,. 


rr (GE GG 758 0) - GG] 
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Consider a viscous, steady flow through a pipe (Fig. 7-186). The velocity profile forms a paraboloid about the 
pipe centerline, given as 


У = –С(г – 02/4) т/ (1) 


where C is a constant. (a) What is the flow of mass through the left end of the control surface shown dashed? 
(b) What is the flow of kinetic energy through the left end of the control surface? Assume that the velocity 
profile does not change along the pipe. 


B InFig. 7-18b, we have shown a cross section of the pipe. For an infinitesimal strip, we can say noting that V 
and dA are collinear but of opposite sense: pV - dA = p[C(r? — D?/4)]2zr dr. For the whole cross section, we 
have 





4 2,24D2 4 
t Dr Б], _ _ pCxD kg/s (2) 


Da D 
I pv-dA= Pj clr — Paar dr = 2noc|*. - 42 32 


We now turn to the flow of kinetic energy through the left end of the control surface. The kinetic energy for an 
element of fluid is 3 dmV?. This corresponds to an infinitesimal amount of an extensive property N. To get 1, 
the corresponding intensive property, we divide by dm to get 


n= iV (3) 


We accordingly wish to compute f f 3p V * dA — ff (V?) (pV - dA). Employing Eq. (1) for V, and noting again 
that V and аА are collinear but of opposite sense, we get 


ПЕЧЕ ТСЕ 


DR D? 3 3 DE : 
=pC'x | (2-7) rdr =LE T N- m/s (4) 
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Left control 
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. Fig. 7-18(a) Fig. 7-18(5) 


In Prob. 7.62, assume a one-dimensional model with the same mass flow. Compute the kinetic energy flow 
through a section of the pipe for this model. That is, compute kinetic energy flow with an average constant 
velocity. What is the ratio of the actual kinetic energy to the kinetic energy flow for the one-dimensional model 
flow? 


I We first compute the constant velocity at a section for the one-dimensional model. Hence, using Eq. (2) of 
Prob. 7.62, 














_ рлі: )= _ pCD*x 
(кә(#®”-) = - PE 
2 
Vn = D m/s (1) 
8 
The kinetic energy flow for the one-dimensional model is then | 
CD^ (xD? ӘСІ? 
Ll =f -- . 2 
[F (PV: dA) = E) 49e Nm (2) 


We now define the kinetic-energy correction factor « as the ratio of the actual flow of kinetic energy through a 
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7.67 


cross section to the flow of kinetic energy for one-dimensional model for the same mass flow. That is 


_KE fiow for section X 
KE flow for 1-D model 


For the case at hand, we have from Eq. (2) of this problem and Eq. (4) of Prob. 7.62 
— nC? 6n$ 

pC /2048 -2 (4) 
—pC xD^/4096 


The factor a exceeds unity, so there is an underestimation of kinetic energy flow for a one-dimensional model. 


(3) 


а = 
а = 


The velocity field in a diffuser is u — е 251, and the density field is p — poe "^. Find the rate of change of 
density at x = L. 


dp Әр, 9p, 9p, Әр -zL (=) Polo -aiL 
——— +u—+w—=0+ (Ue —— }+0+0= -——e 
I dt ot ax ay az (He NT L 
Atx=L, 

dp. Polo p- = _ 0.0498р, U, 

dt L L 
Gas is flowing in a long 4-in-diameter pipe from A to B. At section A the flow is 0.30 Ib/s, while at the same 


instant at section B the flow is 0.33 Ib/s. The distance between A and B is 700 ft. Find the mean value of the 
time rate of change of the specific weight of the gas between sections A and B at that instant. 


a 
ШЕ у,А,,-у,А,9- (%) (volume of section). Since G = yAv, 
avg 


0.30— 0.33 = (2) (C00) C) $4] (%) = _0.000491 Ib/f°/s 


An incompressible flow field is given by V — x^ — z?j — 3xzk with V in meters per second and (x, y, z) in 
meters. If the fluid viscosity is 0.04 Pa - s, evaluate the entire viscous stress tensor at the point 
(x, y, 2) = (3, 2, 1). 


Tx Tx Т.х 


ди aw 
i Ty = | Tey Ty Tay Tax = 2U 5 = Aux By = nS 0 T4 72477 — -Óux 
Та Tyz Taz 
Әу ди ди ди Ow 
by = 5. ($+ $j-0 w-n-0i т --2ше tae ta = (M(E +E) = -3uz 
At (x, y, z) ^ (3, 2, 1) for p — 0.04 kg/(m : s): 
048 0 —0.12 
T;-2| 0 0 —0.08 Pa 
—0.12 -0.08 -0.72 
Given the velocity distribution 


where k is constant, compute and plot the streamlines of flow, including directions, and give some possible 
interpretations of the pattern. 


I Since time does not appear explicitly in Eqs. (1), the motion is steady, so that streamlines, path lines, and 
streaklines will coincide. Since w = 0 everywhere, the motion is two-dimensional, in the xy plane. The 
streamlines can be computed by substituting the expressions for u and v into 


ж даа ж. Фф dx a. [9 


--ш--- — = = — or 


u v w V Kx Ky 
Integrating, we obtain In x = —1п у + In C, ог 
ху=С (2) 
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This is the general expression for the streamlines, which are hyperbolas. The complete pattern is plotted in 
Fig. 7-19 by assigning various values to the constant C. The arrowheads can be determined only by returning 
to Eqs. (1) to ascertain the velocity component directions, assuming K is positive. For example, in the upper 
right quadrant (x > 0, y > 0), u is positive and v is negative; hence the flow moves down and to the right, 
establishing the arrowheads as shown. 

Note that the streamline pattern is entirely independent of the constant K. It could represent the 
impingement of two opposing streams, or the upper half could simulate the flow of a single downward stream ` 
against a flat wall. Taken in isolation, the upper right quadrant is similar to the flow in a 90? corner. 

Finally note the peculiarity that the two streamlines (C = 0) have opposite directions and intersect each other. 
This is possible only at a point where u = v = w = 0, which occurs at the origin in this case. Such a point of zero 
velocity is called a stagnation point. 





Fig. 7-19 


A velocity field is given by u = V cos 0, v = V sin 6, and w =0, where V and @ are constants. Find an 
expression for the streamlines of this flow. 








І dx dy dz dr dx d» шШш 
u vw V VcosÓ Vsinü 0 
(Note: dz/0 indicates that the streamlines do not vary with z.) 
dy Vsin0 
dx Vcg ^ An? y=xtand+C 


Hence, the streamlines are straight and inclined at angle 6, as illustrated in Fig. 7-20. 
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A two-dimensional steady velocity field is given by u = 3x? — 2y”, v = —éxy. Derive the streamline pattern and 
sketch a few streamlines in the upper half-plane. 


I dx dy dz dr dx dy 


—=—=—хж=— i 


u v w V 3x? — 2y? —6xy 
—6xy dx = (3x? — 2y?) dy df = 6xy dx - (3x* — 2y?) dy f(x, y) 2 3x!y — 2y?/3 = const. 


Hence, the streamlines represent inviscid flow in three corners, as illustrated in Fig. 7-21. 





Fig. 7-21 


A two-dimensional unsteady velocity field is given by u = x(1 + 3t), v = y. Determine the one-parameter (t) 
family of streamlines through the point (Xo, yo). 


I dx dy dz dr dx dy 


we Se — 


u vw V (1+3) y 





Integrate, holding t constant. 


inx _ 


1 ш 1/(1+3г) 
1-3 ny+C у = Сх 


If y = yo at x = Xo, Yo = Схуа+30, 


yo yo езе Mu 
C= aH y= [ sti lle ]- оә(3 ) 
Xo Xo 9 


Some streamlines of the family are sketched in Fig. 7-22. 





Fig. 7-22 
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Investigate the stream function in polar coordinates 
y = Usin 6(r — R’/r) (1) 


where U and R are constants, a velocity and a length, respectively. Plot the streamlines. What does the flow 
represent? Is it a realistic solution to the basic equations? 


I The streamlines are lines of constant sy, which has units of square meters per second. Note that y/UR is 
dimensionless. Rewrite Eq. (1) in dimensionless form 


v/UR -sin0(y —1/y n=r/R (2) 


Of particular interest is the special line y — 0. From Eq. (1) or (2) this occurs when (a) @ = 0° or 180° and 
(b) т = R. Case (a) is the x axis and case (b) is a circle of radius R, both of which are plotted in Fig. 7-23. 
For any other nonzero value of + it is easiest to pick a value of r and solve for 8: 
p/UR 
r/R—R/r (3) 
In general, there will be two solutions for 6 because of the symmetry about the y axis. For example take 
wy /UR = +1.0: 


Guess r/R 


sin 0 — 










42° 
138° 


Compute 8 


This line is plotted in Fig. 7-23 and passes over the circle r = R. You have to watch it, though, because there is a 
second curve for y/UR = +1.0 for small r < R below the x axis: 







Compute 6 


This second curve plots as a closed curve inside the circle r = R. There is a singularity of infinite velocity and 
indeterminate flow direction at the origin. Figure 7-23 shows the full pattern. 

The given stream function, Eq. (1), is an exact and classic solution to the momentum equation for frictionless 
flow. Outside the circle r = R it represents two-dimensional inviscid flow of a uniform stream past a circular 
cylinder. Inside the circle it represents a rather unrealistic trapped circulating motion of what is called a line 
doublet. 


Streamlines converge, 
high-velocity region 


Mo. 
UR" +1 
1 
+3 
0 —X 
-1 
3 
-1 
Singularity 
at the origin Fig. 7-23 


In two-dimensional, incompressible steady flow around an airfoil, the streamlines are drawn so that they are 
10 mm apart at a great distance from the airfoil, where the velocity is 40 m/s. What is the velocity near the 
airfoil, where the streamlines are 7.5 mm apart? 


m?/s 


І Q - Av — (iiis) (40) — 0.407777 0.40 = (7.5/1000)(v) v = 53.3 m/s 


! 
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A three-dimensional velocity distribution is given by u = —x, v = 2y, w = 6 — z. Find the equation of the 
streamline through (1, 2, 3). 





1 dx dy dz dr 9 -Inx=InVy+inC,  xVy--C, 
и v w —x 7 2у 
Atx 21, y 22, 1V22 -C,, C, = 1.414; x Vy = 1.414. | 
ах 02 ny =-in6—z)+inc, 617 





-х 5-2 


Atx=1, z=3, (6—3)/1=C,, C,=3; (6—z)/x =3. Therefore, xVy = 1.414 and (6 — z)/x =3 is the equation 
of the streamline. 


A two-dimensional fiow can be described by u = —y/b?, v =x/a?. Verify that this is the flow of an 
incompressible fluid and that the ellipse x?/a” + y?/b? = 1 is a streamline. 








1 = + ж. 0+0=0 (Therefore, continuity is satisfied.) 
dx dy dz жа . dy  xdx —ydy 
u v w -у/Ь?% х[а? 2? b 


х?[а? + у?[Ь? = constant — (Therefore, ellipse x?/a? * y?/b? — 1 is a streamline.) 


A velocity potential in two-dimensional flow is $ — xy + x’ — y’. Find the stream function for this flow. 


Әф Әу дф oy 102 
=L = — Шшу-- —=y+ =1 

1 Әх" ду Эх? 2х 8y у+2х р = 5у2+ 2ху +р(х) 
8$ 9v 96 , d a оу f(x) = 
y^ Әх ay = * 2у oy * 2y 2y f'x)-2x 2y 


Therefore, f(x) = —4x7(+C) and y 2 2xy - à? - 1x?(4 C). 
For the steady two-dimensional flow shown in Fig. 7-24, the scalar components of the velocity field are V, — —x, 
V, — y, V, =0. Find the equations of the streamlines and the components of acceleration. 


EE (dy/4X) grea = V,/V, = —y/x, dy/y = —dx/x, ny =—Inx + In C. Hence, xy = C. Note that the streamlines 
form a family of rectangular hyperbolas. The wetted boundaries are part of the family, as is to be expected. 


әу, (әу) әу) әу, 
r (v. + a j- 04 (-x)-1) - 9X0) -02 x 








а, = 








= Be (vba yh v.54) = 0+(—х)(0) + (у)1) +0= у 


a, =0 a -xi yj 
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Fig. 7-24 
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7.71 А two-dimensional dipole source at the origin produces steady incompressible flow with stream function 


y= x+y 
Find the direction of motion of a fluid particle at the point x = 6, y = 9. 
I Along the streamline y = const. through the given point, 
"m .€ +y’) dy — y (2x dx + 2y dy) 
(ау? 


from which 


Therefore the particle is moving at an angle of arctan (—2.4) = —67.4° with the positive x-axis. 


7.78 Sketch the streamlines for Prob. 7.77. 
B The streamline y — 1/24 has the equation 


-2-4 (уар д2 
ty? 2A or x!*t(y-Ay-cA 
It is thus a circle of radius |A| centered at (0, A); see Fig. 7-25. 


з 


Fig. 7-25 
7.9 In Prob. 7.76 find the normal acceleration of a fluid particle as it moves through the position x = 3, y = 5. 


Е At (3,5), V=—3i + 5j and a= 3i + 5]. Therefore (see Fig. 7-26), 
| X73) * 9) 
"NP wey" (37 + (5° 
an =a — ay = 5 (51+ 3) 


(-3i + 5j) = —#i+ Bj 





Fig. 7-26 
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7.80 Repeat Prob. 7.70 to find the equation of the path line that passes through (xo, yo) at time ¢ = 0. Sketch it. 
І u=dx/dt=x(i+3t) dx/x=(1+31)dt Inx-t 1.57 4 C, 
x =exp (t + 1.5? + C,) = {exp (t + 1.57) (C2) 


Atx =xand t =0, xo = e°C,, Cz = Xo; x = xo €xp (t + 1.5), v 2 dy/dt x y, dyly 2 dt, (ny 21 C5, 
y = exp (t + C3) =е'С,. | 

At y =yo and t = 0, у, = е°С,„, С, = у; у = же', t=In (y/yo), x = Xo exp (t + 1.5t7) =x, exp [In (y/yo) + 1.5 
In’ (y/yo)]- This pathline is sketched in Fig. 7-27. 


0.5 





Xo X Fig. 7-27 | 
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CHAPTER 8 
Fundamentals of Fluid Flow 


Water flows through a 3-in-diameter pipe at a velocity of 10 ft/s. Find the (a) volume flow rate in cfs and gpm, 
(b) weight flow rate, and (c) mass flow rate. 


i @ Q = Av = [(x)(%)7/4](10) = 0.4909 cfs = 0.4909/0.002228 = 220 gpm 
Фф) W = yAv = 62.4[(2)(3)7/4](10) = 30.6 Ib/s 
(с) M 2 pAv - 1.94[(1)(&//4](10) — 0.952 slug/s 


Benzene flows through a 100-mm-diameter pipe at a mean velocity of 3.00 m/s. Find the (a) volume flow rate in 
m?/s and L/min, (b) weight flow rate, and (c) mass flow rate. 


1 (а О = Ао = [()(283)?/4](3.00) = 0.0236 m?/s = 0.0236/0.00001667 = 1416 L/min 
Ф) W = yAv = 8.62[(2)(48)?/4](3.00) = 0.203 kN/s 
(с) М = рАъ = 879[(л)(4%)°/4](3.00) = 20.7 Кр/ 


The flow rate of air moving through a square 0.50-m by 0.50-m duct is 160 m?/min. What is the mean velocity of 
the air? 


І о = ОЈА = 160/[(0.50)(0.50)] = 640 т/тіп ог 10.7 т/ѕ 
Assume the conduit shown in Fig. 8-1 has (inside) diameters of 12 in and 18 in at sections 1 and 2, respectively. 


If water is flowing in the conduit at a velocity of 16.6 ft/s at section 2, find the (a) velocity at section 1, 
(b) volume flow rate at section 1, (c) volume flow rate at section 2, (d) weight flow rate, and (e) mass flow rate. 


1 (а) Ау = Аи KBP = EGO) G3Y/4](16.6) — v1 — 37.3 ft/s 
(6) О, = Ayu, = [(2)(23)7/4](37.3) = 29.3 ft/s 


(с) Q= Azv = [(x)(78)7/4](16.6) = 29.3 ft?/s. (Since the flow in incompressible, the flow rate is the same at 
sections 1 and 2.) 
(d) W = удо, = 62.4[(2)(3)2/4](37.3) = 1828 Ib/s 


(e) М-рА,ц-1.94 (л)(2)2/4|(37.3) -< 56.8 вімре/5 







Fluid flow ————> 


Fig. 8-1 


A gas flows through a square conduit. At one point along the conduit, the conduit sides are 0.100 m, the 
velocity is 7.55 m/s, and the gas’s mass density is (for its particular pressure and temperature) 1.09 kg/m’. At a 
second point, the conduit sides are 0.250 m, and the velocity is 2.02 m/s. Find the mass flow rate of the gas and 
its mass density at the second point. 


| М = руАхъ, = 1.09[(0. 100)(0. 100)](7.55) = 0.0823 kg/s piAi v = р2А:9: 
1.09[(0.100)(0.100)1(7.55) = (џ;)[(0.250)(0.250)1(2.02) р» = 0.652 kg/m? 
Water enters the mixing device shown in Fig. 8-2 at 150 L/s through pipe A, while oil with specific gravity 0.8 is 


forced in at 30 L/s through pipe B. If the liquids are incompressible and form a homogeneous mixture of oil 
globules in water, find the average velocity and density of the mixture leaving through the 30-cm-diameter 


pipe C. 
i M = pAv=pQ Y. (mass flow in unit time), = > (mass flow in unit time), 
(1000)(0.15) -- [(0.8)(1000)](0.03)  (p)[()(0.30/4](v) pv =2462 kg/m’ - s 
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We can assume no chemical reaction between oil and water and its mixture is incompressible; it is clear that 
volume is conserved. Hence, Q = 0.15 + 0.03 = 0.18 m?/s; Q — Av, 0.18 — [()(0.30)/4](v), vc = 2.55 m/s; 
Pc = 2462/2.55 = 965 kg/m’. 





Fig. 8-2 


Water flows into a cylindrical tank (Fig. 8-3) through pipe 1 at the rate of 25 ft/s and leaves through pipes 2 and 
3 at 10 ft/s and 12 ft/s, respectively. At 4 is an open air vent. Inside pipe diameters are: D, — 3in, D; — 2 in, 
D,=2.5in, D,=2in. Calculate (a) dh/dt; (b) the average velocity of airflow through vent 4, assuming that the 
flow is incompressible. 


Е (а) With the entire volume of the tank as control volume, 
M = pAv= pQ У (mass flow in unit time);, = У (mass flow in unit time). 
(о)[(л)($%)*/41(25) = (р)[(хт)(&)?/41(10) + (р)[(хт)(2.5/12)°/4](12) + (ру[(т)(2)°/4](4һ/й) 
dh /dt= 0.1910 ft/s 


(b) Consider only air in the control volume. It must be conserved. Hence, (p,::)[(7)(%)7/4|(v) = 
(о„.)1(т) (2)? /410.1484), о = 21.4 #/5. 





Fig. 8-3 


The piston of a hypodermic apparatus (Fig. 8-4) is being withdrawn at 0.30in/s; air leaks in around the piston at 
the rate 0.0012 in?/s. What is the average speed of blood flow in the needle? 


B Choose as a control volume the region between the piston and the tip of the needle. 
M=pAv=pQ > (mass flow іп unit time) = >, (mass flow in unit time) our 


(рысоа) (т) (0.02/12)?/4}00) + (рыга) (0.0012/1728) = (ры.а)[(т)(0.2/12)?/410.30/12) v =2.18ft/s 
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8.9 Air at 30°C and 110 kPa flows at 16 N/s through a rectangular duct that measures 160 mm by 320 mm. Compute 
the average velocity and volume flux. 
І W = yAv y = p/RT = (110)(1000)/[(29.3)(30 + 273)] = 12.39 N/m? 
16 = 12.39[(0.160)(0.320)](v) v —25.2 m/s Q = Av = [(0.160)(0.320)](25.2) = 1.29 m?/s 


8.10 Oil (s.g. = 0.86) flows through a 30-in-diameter pipeline at 8000 gpm. Compute the (a) volume flux, (b) average 
velocity, and (c) mass flux. 


Í (а) Q = 8000/[(7.48)(60)] = 17.8 ft?/s 
(b) Q-Av  178-[(m)G$)/4(v)  v-3.63ft/s 
(с) M - pAv - [(0.86)(1.94)][(x)(32)^/4](3.63) — 29.7 slugs/s 


8.11 In the rectilinear chamber of Fig. 8-5, section 1 has a diameter of 4 in and the flow in is 2 cfs. Section 2 has a 
diameter of 3 in and the flow. out is 36 fps average velocity. Compute the average velocity and volume flux at 
section 3 if D, = 1 in. Is the flow at 3 in or out? 


І О.= 0+ Оз (assuming Озі ош) 
2= [(2)(2)?/4166) + Q; 370.233cfs ^ (out) v = Q/A — 0.233/[(x)()?/4] — 42.7 fps 
Water — 


лы na 


8.12 The water tank in Fig. 8-6 is being filled through section 1 at v, = 5 m/s and through section 3 at 
Q; — 0.012 m?/s. If water level h is constant, determine exit velocity v2. 


І 0,%0:-0. [(л)(0.040)°/4](5) + 0.012 = Q, 
Q, = 0.01828 m?/s v, = Q,/A, = 0.01828/[(x)(0.060)?/4] = 6.47 m/s _ 






| Q3:0.012m?/s 





Fig. 8-6 


8.13 Kf the water level varies in Prob. 8.12 and v; — 8 m/s, find rate of change dh/dt. Assume d = 1.0m. 


І  о.%0.-о..4084 (Gn) GIA) 0.012 — [GO GR1416) * T" EG .0)14 


dh/dt = —5.52mm/s — (i.e., falling) 
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8.17 


8.18 


For the general case of the flow depicted in Fig. 8-6, derive an expression for dh/dt in terms of tank size and 
volume flows Q,, Q2, and Q; at the three ports. 


9,4 had dh_ 4 Q,~0,+ 0s) 
І 0.+0,=0,+2 4 dt ла? 


Water at 20°C flows steadily through the nozzle in Fig. 8-7 at 60 kg/s. The diameters are D, — 220 mm and 
D, — 80 mm. Compute the average velocities at sections 1 and 2. 


І О = Мір = $ — 0.0601 m?/s 
vı = Q/A, — 0.0601/[(2)(0.220)/4] — 1.58 m/s өз = 0/А» — 0.0601/[(2)(0.080)"/4] — 12.0 m/s 





The inseminator in Fig. 8-8 contains fluid of s.g. — 1.04. If the plunger is pushed in steadily at 1.0 in/s, what is 
exit velocity V,? Assume no leakage past the plunger. 


І PAS YA; 
[(1.04)(62.4)][(2)(0.80/12)^/4](1.0/12) — [(1.04)(62.4)][()(0.04/12)?/4](V;) 
V, = 33.3 ft/s 
(Note that the answer is independent of the fluid’s specific gravity.) 


0, 20.80 in 


Do 20.04 in 


=}, 
A Fig. 8-8 


Repeat Prob. 8.16 assuming there is leakage back past the plunger equal to 1/4 of the volume flux out of the 
needle. Compute V, and the average leakage velocity relative to the needle walls if the plunger diameter is 
0.796 in. 


i О = 0, = А, = [(2)(0.750/12)2/4](1.0/12) = 0.000256 #2/5 
Q, = (3)(0.000256) = 0.000192 ft?/s 
№ = Q;/A; — 0.000192/[(7)(0.040/12)^/4] = 22.0 ft/s 
Оке = (1)(0.000256) — 0.000064 ft?/s 

Уак = О.к / Азак = 0.000064/[(2)(0.80/12)2/4 – (2)(0.796/12)2/4] = 1.84 ft/s 
A 100-mm-diameter plunger (1) is being pushed at 60 mm/s into a tank filled with a fluid of s.g. = 0.68. If the 
fluid is incompressible, how many pounds per second is being forced out at section 2, D, = 20 mm? 
І А0, = А,0, [(2)(0.100)2/4](0.060) = [(2)(0.020)2/4о,) v = 1.500 m/s 

W = yAv = [(0.68)(9.79)][(2)(0.020)?/4](1.500) = 0.003137kN/s or 3.137М/8 
= 3.137/4. 448 = 0.705 lb/s 


A gasoline pump fills a 80-L tank in 1 min 15 s. If the pump exit diameter is 4 cm, what is the average pump-flow 
exit velocity? 


І Q =V/t = (1805)/(60 + 15) = 0.001067 m?/s v = Q/A = 0.001067/[()(0.04)?/4] = 0.85 m/s 
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8.20 The tank in Fig. 8-9 is admitting water at 100 N/s and ejecting gasoline (s.g. = 0.69) at. 52 N/s. If all three fluids 

are incompressible, how much air is passing through the vent? In which direction? 
І О,= 0+ 0, (assuming airflow is out) 

О, = W/ uo 7 100/[(9.79)(1000)] — 0.01021 m?/s 

О, = Њ/Ү,.. = 52/[(0.69)(9.79)(1000)] = 0.007698 m?/s 
0.01021 = 0.007698 + О, 0, = 0.002512 т3/ѕ (ош) 
Ya = p/RT = (1)(101.3)/[(29.3)(20 + 273)] = 0.01180 kN/m? 
Ws = (Yeiz)(Q) = (0.01180)(0.002512) — 0.00002964 kN/s or 0.0296 N/s 





Air at 20°C, | atm 


Fig. 8-9 


8.21 Air at 72°F and 16 psia enters a chamber at section 1 at velocity 210 fps and leaves section 2 at 1208 °F and 
202 psia. What is the exit velocity if D, = 8in and D, =3 in? Assume the flow is steady. 


І р1А У, = р›403 p=p/RT рх = (16)(144)/[(1716)(460 + 72)] = 0.002524 slug/ft® 
P2 = (202)(144)/[(1716)(460 + 1208)] = 0.01016 slug/ft? 
0.002524[(2)(:5)/41(210) = 0.01016[(2)(5)/4](0) >, = 371 #рѕ 
8.22 Kerosene (s.g. = 0.88) enters the cylindrical arrangement of Fig. 8-10 at section 1, at 0.08 N/s. The 


80-mm-diameter plates are 2 mm apart. Assuming steady flow, compute the inlet average velocity v,, outlet 
average velocity v; assuming radial flow, and outlet volume flux. 


I W,=YorAiv, 0.08 = [00.88)(9.79)(1000)][С2)(0.004)/400:) ^ v, —0.739 m/s 
Q, = Ayu, = [(7)(0.004)?/4](0.739) = 0.00000929 m?/s Q,2= 0: =0.00000929 m?/s or 9.29mL/s 
V2 = Q2/ Az = 0.00000929/[(2)(0.080)(0.003)] = 0.0123 m/s or 12.3 mm/s 





Fig. 8-10 


$23  InFig. 8-11, pipes 1 and 2 are of diameter 3 cm; D, — 4cm. Alcohol (s.g. = 0.80) enters section 1 at 6 m/s while 
water enters section 2 at 10 m/s. Assuming ideal mixing of incompressible fluids, compute the exit velocity and 
density of the mixture at section 3. The temperature is 20 *C. 


i О,+ О„= О, [(7)(0.03)?/4](6) + [(жх)(0.03)°/4](10) = Q3 О» = 0.01131 т?/$ 
эз = О›/Аз = 0.01131/[(л)(0.04)°/4] = 9.00 т /$ M, + М,= М, 
PatconorA1 U1 + Py,0A2U2 = P mixture A33 
[(0.80)(998)][()(0.03)*/4](6) -- 998[(7:)(0.03)*/4)(10) — (psa) [(7)(0.04)^/4)(9.00) —— pause 7 923 kg/m? 
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(1) 
— 
| (3) 
Ideal mixing — 
(2) V: ps 
— | 
Fig. 8-11 


8.24 Іп the wind tunnel of Fig. 8-12, the test-section wall is porous; fluid is sucked out to provide a thin viscous 
boundary layer. The wall contains 800 holes of 7-mm diameter per square meter of area. The suction velocity 
out each hole is V, = 10 m/s, and the test section entrance velocity is V, — 46 m/s. Assuming incompressible flow 
of air at 20°C and 1 atm, compute (a) Vo, (6) the total wall suction volume flow, (c) V,, and (d) V,. 


Еа) AVo=A V — [GQ-9*/4I(V9) 2 [GX)(0.9)/445) — Vo 5.4 m/s 
(b) О.о = № һе Npotes = 800[(2)(0.9)(4)] = 9048 
Quae 7 Anci Vote = [()(z005)"/4](10) = 0.003848 m?/s 
Qsuction = (9048)(0.0003848) = 3.48 m?/s 


(c) Q1 = Q2+ Qsuction [02)00.9)2/41(46) = О, + 3.48 О, = 25.78 т2/$ 
V2 = ОА, = 25.78/[(2)(0.9)2/4] = 40.5 m/s 
(d) А, = АУ, [(л)(2.4)'/4](®,) = [(х)(0.9)°/4](40.5) У, = 5.70 m/s 
Test section 


7D42=0.9m 


Uniform suction , 





Fig. 8-12 


8.25 A rocket motor is operating steadily as shown in Fig. 8-13. The exhaust st products may be considered an ideal gas 
of molecular weight 26. Calculate v;. 


i M,- M, * M, - 0.7 +0.1=0.8 slug/s = p,A3v, К = 49 709/26 = 1912 Ib - ft/(slug - *R) 
= p/RT = (16)(144)/[(1912)(1105 + 460)] = 0.000770 slug/ft? 
0.8 = 0.000770[(%)(6.0/12)?/4](v2) v2 = 5291 ft/s 


| Шаша 
охуреп: 
0.7 slug/s 









4000 *R 
400 Ib/in? 


І 
І 

— 1 
І 
І 





Шаша 
} fuel: 
| O.1 slug/s 


Fig. 8-13 


4% 
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For the solid-propellant rocket in Fig. 8-14, compute the rate of mass loss of the propellant, assuming the exit 
gas has a molecular weight of 30. 


d d 
І Mig = Mou + dt (т.креша) O= Mou + dt (Mpropenant) 


d 
"b (M propettant) = -Mow = —p. A.V. 
dt 


R=82=277N-m/(kg-K)  p.-p./RT, — (105)(1000)/[(277)(800)] — 0.4738 kg/m? 
(л)(0.200). 
4 


4 (торов) = 00.4738 |в) = —16.4 kg/s 


dt 


Exit section 


OO mm 
—e. p, - 105 kPa 
V, 2 1100 m/s 
T, - BOOK 






Fig. 8-14 


The water-jet pump in Fig. 8-15 injects water at U, — 80 ft/s through a 4-in pipe which is surrounded by a 
secondary flow of water at U, = 8 ft/s. The two flows become fully mixed downstream, where U; is 
approximately constant. If the flow is steady and incompressible, compute U3. 


I О,+0.= з [(2)(5)2/41680) + (G — GY I448) = aG) Us = 16.0 ft/s 





Fig. 8-15 


The flow in the inlet between parallel plates in Fig. 8-16 is uniform at U, — 50 mm/s, while downstream the flow 
develops into the parabolic laminar profile u = az(z)— z), where a is a constant. If z;, — 20 mm, compute v,,,,. 


П Let b = width of plates (into paper). 


0,1-0. = | иа 
_ {* _ we)” (88-55) 8 
Ы] а2(2 z)b dz = ab| 2 3 Q7 2 3/77 
а = 60/25 u — az(zo — z) ^ (6Us/ zo)(z) (2 — z) 


Umax OCCUTS at Z = Zo/2 = 0.020/2 = 0.010 m: trax = [(6)(0.050)/(0.020)7](0.01)(0.020 — 0.010) = 0.0750 m/s or 
75.0 mm/s. 








Fig. 8-16 
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8.29 


8.30 


8.31 


8.32 


8.33 


8.34 


Assuming the container in Fig. 8-17a is large and losses are negligible, derive an expression for the distance Y - 
where the free jet leaving horizontally will strike the floor, as a function of h and H. Sketch the three 
trajectories for h/H - 0.25, 0.50, and 0.75. 


ШІ қ-Уж(Н-й) h = gt’/2 t= V2h/g X = vot = V2g(H — h) V2h/g — 2Vh(H —h) 


For h/H — 0.25, or h - 0.25H, X 22V (0.25H)(H — 0.25H) = 0.866H. For h/H —0.50, or — 0.50H, X - 
2V(0.50H)(H — 0.50H) ^ H. For h/H — 0.75, or h 20.75H, X = 2V(0.75H)(H — 0.75) — 0.866H. These three 
trajectories are sketched in Fig. 8-17b. 





олан 
| т 0.50 
H Free jet 0.*sU 
|| oR 


- -— —X*——— Fig. 8-17(a) б "mm М Fig. 8-176) 


In Fig. 8-18 what should the water level be for the free jet just to clear the wall? 
І Uo = V2gh Fall distance = gt?/2 = 0.40 t = 0.8944/Vg 
Horizontal distance = uot = (V2gh)(0.8944/Vg) = 0.50 В = 0.156 т = 15.6 ст 


Thin 
wall 


Fig. 8-18 





When 500 gpm flows through a 12-in pipe which later reduces to a 6-in pipe, calculate the average velocities in 
the two pipes. 


І Q = 500/[(7.48)(60)] = 1.114 ft?/s 
Ui; 7 Q/Ay = 1.114/[(2)(B)/4] = 1.42 ft/s vs 7 Q/Ag= 1.114/{()($)*/4] = 5.67 ft/s 


If the velocity in a 12-in pipe is 1.65 ft/s, what is the velocity in a 3-in-diameter jet issuing from a nozzle 


attached to the pipe? 
І Аууу = Ау _ [(л)(%)?/4](1.65) =[(лх)(%)°/4]() — v; 526.4 ft/s 
Air flows in a 6-in pipe at a pressure of 30.0 psig and a temperature of 100 °F. If barometric pressure is 14.7 psia 
and velocity is 10.5 ft/s, how many pounds of air per second are flowing? 
І y = p/RT = (30.0 + 14.7)(144)/[(53.3)(100 + 460)] = 0.2157 Ib/ft? 
W = yAv = 0.2157[(1)($)"/4] (10.5) = 0.445 Ib/s 
Carbon dioxide passes point A in a 3-in pipe at a velocity of 15.0 ft/s. The pressure at A is 30 psig and the 


temperature is 70 °F. At point B downstream, the pressure is 20 psig and the temperature is 90 °F. For a 
barometric pressure reading of 14.7 psia, calculate the velocity at B and compare the flows at A and B. 


I y=p/RT ул = (30 + 14.7)(144)/[(35.1)(70 + 460)] = 0.3460 Ib/ft? 
Yp = (20 + 14.7)(144)/[(35.1)(90 + 460)] = 0.2588 Ib/ft? УЛА дул = YpÁnUR 


8.35 


8.36 


8.37 


8.38 


8.39 


8.40 


8.41 
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Since A, = Ag, (0.3460)(15.0) = (0.2588)(ug), vg = 20.1 ft/s. The number of pounds per second flowing is 
constant, but the flow in cubic feet per second will differ because the specific weight is not constant. 
Qn = Agu, = [(2)(G)?/4] (15.0) = 0.736 ft?/s; On = ApUp = [(0)(32) /4](20. 1) = 0.987 ft?/s. 


What minimum diameter of pipe is necessary to carry 0.500 Ib/s of air with a maximum velocity of 18.5 ft/s? 
The air is at 80 °F and under an absolute pressure of 34.0 psi. 
1 W = yAv Yar = p/RT = (34.0)(144)/[(53.3)(80 + 460)] = 0.170 1b/ft? 

0.500 = (0.170) {(2x)(d)?/4](18.5) d —0.450ft or 5.40in 


In the laminar flow of a fluid in a circular pipe, the velocity profile is exactly a true parabola. The rate of 
discharge is then represented by the volume of a paraboloid. Prove that for this case the ratio of the mean 
velocity to the maximum velocity is 0.5. 


1 Sec Fig. 8-19. For a paraboloid, u — us [1— (r/ro)']. 


o= uaa а (ена t 2T m 2] 02) 


Vean 7 Q/A = Umax(72/2)/ (2078) = Umax/2. Thus Vinean/Umax = 0.5. 








Fig. 8-19 


A gas (y = 0.05 lb/ft’) flows at the rate of 1.6 lb/s past section A through a long rectangular duct of uniform 
cross section 2 ft by 2 ft. At section B, the gas weighs 0.060 lb/ft’. Find the average velocities of flow at sections 
A and B. 


ШІ У-ул) 16-(0050)0)0))  va=8.00ft/s 1.6 = (0.060)[(2)(2) (vs) Vs =6.67 ft/s 


The velocity of a liquid (s.g. = 1.26) in a 6-in pipeline is 1.6 ft/s. Calculate the flow in: (a) ft/s, (b) slug/s. 


1 (а) О-Ағ-(л)(5)7/4(1.6) = 0.314 #2/5 
(b) M = pAv = {(1.26)(1.94)][(22)(6)7/4](1.6) = 0.768 slug/s 


Oxygen flows in a 3-in by 3-in duct at a pressure of 42 psi and a temperature of 105 °F. If atmospheric pressure is 
13.4 psia and the velocity of flow is 18 fps, calculate the weight-flow rate. - 


І y =p/RT = (42 4- 13.4)(144)/[(48.2)(460 4- 105)] — 0.2929 Ib/ft? 
W - yAv — (0.2929)(($)(3)](18) — 0.330 Ib/s 


Air at 42 ^C and at 3 bar absolute pressure flows in a 200-mm-diameter conduit at a mean velocity of 12 m/s. 
Find the mass flow rate. 


Ё р=р/ІКТ = 3 х 10°/[(287)(273 + 42)] 2 3.318kg/m' — M - pAv —3.318[()(0.200)"/4](12) — 1.25 kg/s 


A 120-mm-diameter pipe enlarges to a 180-mm-diameter pipe. At section 1 of the smaller pipe, the density of a 
gas in steady flow is 200 kg/m? and the velocity is 20 m/s; at section 2 of the larger pipe the velocity is 14 m/s. 
Find the density of the gas at section 2. 


/ рі419-р>А:0: 200(л)(0.120)2/4|20) -(р2Л0ғ)(0.180)2/4(1) р, = 127 кр/т? 
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The Peconic River is spanned by Noyack Bridge and Smith's Bridge. At noon on July 4, the measured flows 
under the two bridges were Q, = 50 m/s and Qs — 40 m?/s. Neglecting losses, compute the instantaneous rate _ 
of water storage between the two bridges. ` 


i Ом – О = 45140 | 50—40-— dS/dt 45/й--10 т3/8 


A worker in a children's playground is cleaning a slide with a hose. She observes that a horizontal stream 
directed into the low end climbs to a point 12 ft above the nozzle. What is the nozzle velocity of the stream? 


І о = Мен = У(2)(32.2)(12) = 27.8 #/5 


At section 1 of a pipe system carrying water the velocity is 3.0 fps and the diameter is 2.0 ft. At section 2 the 
diameter is 3.0 ft. Find the discharge and velocity at section 2. 


I Q, = Q, = Av =[(x)(2.0)?/4](3.0) = 9.42 cfs ө» = О„/А» = 9.42/{(s)(3.0)/4] = 1.33 fps 


In two-dimensional flow around a circular cylinder (Fig. 8-20), the discharge between streamlines is 34.56 in’/s 
per foot of depth. At a great distance the streamlines are 0.25 in. apart, and at a point near the cylinder they are : 
0.12in. apart. Calculate the magnitudes of the velocity at these two points. 


1 v-(Q/d)/w. At great distance, v — (34.56/12)/0.25 — 11.52 in/s. Near the cylinder, v — (34.56/12)/0.12- 
24.0 in/s. 





Fig. 8-20 


A pipeline carries oil (s.g. = 0.86) at v = 2 m/s through a 20-cm-ID pipe. At another section the diameter is 
8 cm. Find the velocity at this section and the mass flow rate. 


І О = Av, [(x)(0.20)?/4](2) — 0.06283 m?/s vz = Q/A —- 0.06283/[(7)(0.08)^/4] — 12.5 m/s 

М = pAv - ((0.86)(1000)]((77)(0.20)?/4](2) — 54.0 kg/s 
Hydrogen is flowing in a 3.0-in-diameter pipe at the steady rate of 0.03 Ibm/s. Calculate the average velocity 
over a section where the pressure is 30 psia and the temperature is 80 °F. 
І M = pAv p = p/RT = (30)(144)/{(765.5)(460 + 80)] = 0.01045 Ibm/f£ 

0.03 — (0.01045)[(7:)(3.0/12)?/4](v) v = 58.5 ft/s 

If a jet is inclined upward 30° from the horizontal, what must be its velocity to reach over a 10-ft wall at a 
horizontal distance of 60 ft, neglecting friction? ` 


MB (v,)o — vo cos 30? — 0.8660v,, (Uz )o = Uo Sin 30° = 0.500000. From Newton’s laws, x = (0.8660v,)(t) = 60, 
2 = 0.50000, – 32.222 = 10. Егот ће first equation, t = 69.28/vo. Substituting this into the second equation, 
(0.5000) (v9)(69.28/v9) — (32.2)(69.28/voy^/2 — 10, ug = 56.0 fps. 


Water flows at 10 m/s in a 150-cm-diameter pipe; the head loss in a 1000-m length of this pipe is 20 m. Find the 
rate of energy loss due to pipe friction. 
І Rate of energy loss = yQH = (9.79)(10)(20) = 1958 kW 


Oil with specific gravity 0.750 is flowing through a 6-in pipe under a pressure of 15.0 psi. If the total energy 
relative to a datum plane 8.00 ft below the center of the pipe is 58.6 ft - Ib/Ib, determine the flow rate of the oil. 


| H-z*vig*ply 58.6 =8.00 + v2/[(2)(32.2)] + (15)(144)/[(0.750)(62.4)] 
v = 16.92 ft/s Q = Av - [GO (&y/4)(6.92) = 3.32 ft/s 
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In Fig. 8-21, water flows from A, where the diameter is 12 in, to B, where the diameter is 24 in, at the rate of 
13.2 cfs. The pressure head at A is 22.1 ft. Considering no loss of energy from A to B, find the pressure head 
at B. 


І paly + v3,/2g + 24 = pal y + 03/28 + Zp v4 7 Q/A, - 13.2/[(x)(33)/4] 2 16.81 ft/s 
Us = Q/As = 13.2/[(2) (32) /4] = 4.202 ft/s 
22.1 + 16.812/[(2)(32.2)] + 0 = ps/ Y + 4.202 /{(2)(82.2)] + (25.0 — 10.0) — ps/y — 11.2 ft of water 


1 


za = 25.0 €t 






D D Fig. 8-21 


A pipe carrying oil with specific gravity 0.877 changes in size from 6 in at section E to 18 in at section №. 
Section E is 12 ft lower than R, and the pressures are 13.2 psi and 8.75 psi, respectively. If the discharge i is 
5.17 cfs, determine the lost head and the direction of flow. 


f H=z +v?/2g +pl/y. Use the lower section (E) as the datum plane. vg = Q/Az — 5.17/[(1)(&y/4] 
26.33 ft/s, v. 2 Q/Ag — 5.17/[(x)(3)^/4] — 2.926 ft/s; He = 0+ 26.332/[(2)(32.2)| + 

(13.2) (144)/[(0.877)(62. 4)] — 45.50 ft, H4 — 12 4- 2.926?/[(2)(32.2)] - (8.75)(144)/[(0.877)(62. 4)] 35.16 ft. 
Since the energy at E exceeds that at R, flow occurs from E to R. The lost head is 45.50 — 35.16, or 10.34 ft, 
Eto R. 


A horizontal air duct is reduced in cross-sectional area from 0.75 ft? to 0.20 f. Assuming no losses, what 
pressure change will occur when 1.50 Ib/s of air flows? Use y — 0.200 Ib/ft? for the pressure and temperature 
conditions involved. 


1 О = 1.50/0.200 = 7.500 ft*/s Paly +03/2g + z4 = Daly + 02/28 * zs 
pal Y * (7.500/0.75?/[(2)(32.2)] + 0 = ps/y + (7.500/0.20)?/[(2)(32.2)] + 0 
pal y — pal y 2 20.28ftofair pa — Pp = (20.28)(0.200)/144 = 0.0282 psi 
A turbine is rated at 600 hp when the flow of water through it is 21.5 cfs. Assuming an efficiency of 87 percent, 
what head is acting on the turbine? 
1 Rated horsepower = (extracted horsepower)(efficiency) = (yQH/550)(efficiency) 
600 = [(62.4)(21.5)(H)/550](0.87) H=283 ft 


A standpipe 20 ft in diameter and 40 ft high is filled with water. Calculate the potential energy of the water if the 
elevation datum is taken 10 ft below the base of the standpipe. 


І РЕ = Wz = [(62.4)(40)()(20)2/41(10 + 40/2) = 2.35 х 10° - 1b 

How much work could be obtained from the water in Prob. 8.55 if run through a 50-percent-efficient turbine 
that discharged into a reservoir 30 ft below the base of the standpipe? 

1 Work = nPE = nWz = (0.50)[(62.4)(40)(2)(20)?/4](30 + 2) = 1.96 x 10’ ft - Ib 


Determine the kinetic-energy flux of 0.01 m?/s of oil (s.g. = 0.80) discharging through a 40-mm-diameter nozzle. 
/ v = Q/A = 0.01/[(7)(0.040)?/4] ^ 7.96 m/s 
KE = rhv?/2 = pQv^/2 = [(0.80)(1000)}(0.01)(7.96)"/2 = 253 W 


Neglecting air resistance, determine the height a vertical jet of water will rise if projected with velocity 58 ft/s. 


1 - PE=KE Wz = mv?/2 = (W/32.2)(58y/2 z=52.2ft 
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If the water jet of Prob. 8.58 is directed upward 45? with the horizontal and air resistance is neglected, how high 
will it rise? 
A At 45°, vy, = vy = (58)(0.7071) = 41.01 ft/s; Wz = mv?/2 = (W/32.2)(41.01)?/2, z — 26.1 ft. 


Show that the work a liquid can do by virtue of its pressure is f p dV, in which V is the volume of liquid 
displaced. 


B Work — f Fds. Since F = pA, work = f pA ds. Since A ds = dV, work = Í p dV. 


A fluid is flowing in a 6-in-diameter pipe at a pressure of 4.00 Ib/in? with a velocity of 8.00 ft/s. As shown in 
Fig. 8-22, the elevation of the center of the pipe above a given datum is 10.0 ft. Find the total energy head 
above the given datum if the fluid is (a) water, (b) oil with a specific gravity of 0.82, and (c) gas with a specific 
weight of 0.042 Ib/ft?. 








/ H =z +v?’/2g +plY 
(a) H = 10.0 + 8.00°/[(2)(32.2)] + (4.00)(144)/62.4 = 20.22 ft 
(b) H = 10.0 + 8.00°/[(2)(32.2)} + (4.00)(144)/[(0.82)(62.4) = 22.25 ft 
(c) Н — 10.0 4- 8.007/[(2)(32.2)] + (4.00)(144)/(0.042) = 13 725 ft 
d. 
6-in diameter А 
E i 
10 ft 


Datum і 
SIR ITISITIRSTIRS TIS TIES IBS TIR IRI TINS AIZI RIII IIZ АА Fig. 8-22 


A 100-mm-diameter suction pipe leading to a pump, as shown in Fig. 8-23, carries a discharge of 0.0300 m’/s of 
oil (s.g. = 0.85). If the pressure at point A in the suction pipe is a vacuum of 180 mmHg, find the total energy 
head at point A with respect to a datum at the pump. 


1 v = Q/A —0.0300/[()(359) /4] 23.820m/s — p — yh —[(13.6)(9.79)]( 399) — —23.97 kN/m* 
Н =2 +12126 + p/y = —1.200 + 3.820°/[(2)(9.807)] + (—23.97)/[(0.85)(9.79)] — —3.337 m 
Figure 8-24 shows a pump drawing water from a reservoir and discharging it into the air at point B. The 


pressure at point A in the suction pipe is a vacuum of 10 in mercury, and the discharge is 3.00 ft?/s. Determine 
the total head at point A and at point B with respect to a datum at the base of the reservoir. 


І Н =2 +12126 +р/ү v4 7 Q/A, —3.00/[(z)(39)?/4] — 5.50 ft/s 

H4 — 25 4- 5.50/[(2)(32.2)] 4- [(13.6)(62.4))( —19)/62.4 — 14.14 ft 

vs = ОГА» = 3.00/[(2)(5)2/4| = 8.59 #/5 Нь = (25 + 15 + 40) + 8.59?/[(2)(32.2)] + 0 = 81.15 ft 
If the total available head of a stream flowing at a rate of 300 ft?/s is 25.0 ft, what is the theoretical horsepower 
available? 
1 Р = QyH - (300)(62.4)(25.0) = 468 000 ft - Ib/s = 468 000/550 = 851 hp 
A 150-mm-diameter jet of water is discharging from a nozzle into the air at a velocity of 36.0 m/s. Find the 
power in the jet with respect to a datum at the jet. 
І О = Av - [GO (335)^/4](36.0) — 0.6262 m?/s 
H=z +0"/2g + p/y =0 + 36.07/[(2)(9.807)] + 0 = 66.08 m 
Р = QyH — (0.6362)(9.79)(66.08) 2: 412 kN - m/s or 412kW 
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(s.g. = 0.85) 


—--—— Discharge pipe 


Suction pipe 


. Oil 
(s.g. = 0.85) 
| Fig. 8-23 









10-in-diameter 8-in-diameter 
suction pipe discharge pipe ` 





Fig. 8-24 


Oil (s.g. = 0.84) is flowing in a pipe under the conditions shown in Fig. 8-25. If the total head loss (^) from 
point 1 to point 2 is 3.0 ft, find the pressure at point 2. 


i риу + vi2g  z =palY + vil2g + 2+ he e 
v1 = Q/A, = 2.08/{(7)($)?/4] = 10.59 ft/s U2 = Q/A; 7 2.08/[(x)(&y/4] = 4.71 ft/s 
(65)(144)/[(0.84)(62.4)] + 10.59?/[(2)(32.2)] + 10.70-= p;/ y + 4.712/{(2)(32.2)] + 4.00 + 3.00 
Poly ='183.67 ft. p,— [(0.84)(62.4))(183.67) — 9627 lb/ft? or 66.9 Ib/in? 
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Point 1 
р, = бїз 
P, = 65 psi 


Q = 2.08 efs 






Q = 2.08 cfs 








Point 2 
D, = Yin 
р: =? 


Reference datum 


Fig. 8-25 


8.67 An 8-in-diameter horizontal pipe is attached to a reservoir, as shown in Fig. 8-26. If the total head loss between 
the water surface in the reservoir and the water jet at the end of the pipe is 6.0 ft, what are the velocity and flow 
rate of the water being discharged from the pipe? 


4 1 Pily + v?/2g + z =р,у + 02/28 + 25 +, 0+0+ 15 =0+ 02/[(2)(32.2)] +0 + 6.0 
; v= 24.1 ft/s О = Азу» = [(л)5)2/4]024.1) = 8.41 6/8 












150 Water jet 





8-in diameter Fig. 8-26 


8.68 A 50-mm-diameter siphon is drawing oil (s.g. = 0.82) from an oil reservoir, as shown in Fig. 8-27. If the head 
loss from point 1 to point 2 is 1.50 m and from point 2 to point 3 is 2.40 m, find the discharge of oil from the 
siphon and the oil pressure at point 2. 


i р/у + 0/28 + 2 =ps/y + 03/2g +2 4- hy. 0 +0+5.00=0 + v2/[(2)(9.807)] + 0+ 3.90 
v3=4.645m/s  — Q = Agus = [()(835)?/4](4.645) = 0.00912 m?/s 
ру + 71/28 + 2, =р,у + 05/28 +22 +} 0+0+ 5.00 =р,/у + 4.6452/[(2)(9.807)] + 7.00 + 1.50 
P2ly = —4.60m р» = [(0.82)(9.79)](—4.60) = —36.9kN/m? or —36.9kPa 


8.69 Figure 8-28 shows a siphon discharging oil (s.g. = 0.84) from a reservoir into open air. If the velocity of flow in 
the pipe is v, the head loss from point 1 to point 2 is 2.0v?/2g, and the head loss from point 2 to point 3 is 
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50-mm-diameter siphon 





“ө Fig. 8-27 





3.0v?/2g, determine the volume flow rate in the siphon pipe and the absolute pressure at point 2. Assume an 

0 +0 + 10 = 0 4- v2/[(2)(22.2)] - 0 - 5(v2/[(2)(32.2)]) 

р\/ү + %1/2в + т, = р„/у + 11/2в + 2+ 
P2/y = —10.0 ft of oil 


atmospheric pressure of 14.70 psia. 
ШЕ opy/y + v3/2g + 21 = ps/y + 03/2g + 3+ hy 
v,—10.36ft/s — Q  A,vs 7 [(1)(55)//4](10.36) — 0.509 ft? /s 
0+0+ 10 =р,/у + 10.362/[(2)(32.2)] + 15 + 2{10.367/[(2)(32.2)]} 
р» = 14.70 — 3.64 — 11.06 Ib/in? abs 


р» = [(0.84)(62.4)(—10.0) — —5241b/ff or —3.641Ь/їп? 


3-in-diameter pipe 





(9 


PS 


Fig. 8-28 


figs 


22870 Once it has been started by sufficient suction, the siphon in Fig. 8-29 will run continuously as long as reservoir 
fluid is available. Using Bernoulli’s equation with no losses, show (a) that the exit velocity v; depends only 
upon gravity and the distance H and (b) that the lowest (vacuum) pressure occurs at point 3 and depends on the 


distance L + H. 
MB py * vil2g zi - pily t vil2g  z; - h,, 0-0 z, 0 02/26 + 2, +0, о = V2g(z, — z) = МЕН. 


For any point B in the tube, ps/y + v2/2g + 25 = p2/y + v3/2g + z, +h. Since ug = vz and P2 = Pam» 
Ps = Pam 7 Y(2s — 2). The lowest pressure occurs at the highest 25, Or pai, = P3 = Pam ~ Y(L + H). 


Fig. 8-29 
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8.71 The siphon of Fig. 8-30 is filled with water and discharging at 150 L/s. Find the losses from point 1 to point 3 in 
terms of velocity head v?/2g. Find the pressure at point 2 if two-thirds of the losses occur between points 1 
and 2. 


І рү + 02/28 + z = р/у + 02/28 + 23 + 0+0+1.5=0+ 02/25 +0 + (К) (02/26) 
оз = О/Аз = (125) /[(2)(2)/4] = 4.775 т/ѕ 1.5 = 4.7752/[(2)(9.807)] + К{4.7752/[(2)(9.807)]} 
К = 0.2904 h, = (0.2904) {4.7752/[(2)(9.807)]) = 0.338 т 
pil y + 02/28 +2, =р,Гү + 02/28 + 2 +, 0+0+0=р,/у + 4.775°/[(2)(9.807)] + (3)(0.338) 
P2/y = —3.388 m of water р» = (—3.388)(9.79) = —33.2 kN/m? 


Control volume boundary 1-2 







200 mm diam 


Contro! volume 
boundary 


Fig. 8-30 


8.72 For the water shooting out of the pipe and nozzle under the conditions shown in Fig. 8-31, find the height above 
the nozzle to which the water jet will "shoot" (i.e., distance ^ in Fig. 8-31). Assume negligible head loss. 


1 Daly + U4/2g + ZA = Prop! ¥ + 0/28 + 20р + hr 
55.0/9.79 + 02/26 +0=0+0+ (1.00 +л) +0 h=4.518 + 3/22 
Baly + u3/2g + 24 = Dnomtel ¥ + Urorte!28 + Znoete tht 55.0/9.79 + 02/22 +0=0 + 02,.,./28 + 1.100 +0 
Адод = Алаа [(л)( 4л = (Ст) )'/4} шь Vuorio = 4.004 
55.0/9.79 + 02/[(2)(9.807)] +0 =0 + (4.00%)2/[(2)(9.807)] + 1.100 +0 
уд = 2.431 m/s h = 4,518 + 2.4317/[(2)(9.807)] = 4.82 m 
8.73 Water flows from section 1 to section 2 in the pipe shown in Fig. 8-32. Determine the velocity of flow and the 
fluid pressure at section 2. Assume the total head loss from section 1 to section 2 is 3.00 m. 
І Q-Awi-A, —[()99)/4]0-0) ^ [Gr) G5) /4((v) 0 = 8.00 m/s 
pil Y t vil2g t z, - ply t vil2g + thy 
300/9.79 + 2.07/[(2)(9.807)] + 2 = p2/9.79 + 8.007/[(2)(9.807)] +0+3.00 р, = 260 КРа 
8.74 A nozzle is attached to a pipe as shown in Fig. 8-33. The inside diameter of the pipe is 100 mm, while the water 


jet exiting from the nozzle has a diameter of 50 mm. If the pressure at section 1 is 500 kPa, determine the water 
jet's velocity. Assume head loss in the jet is negligible. 


I Q-Aw-Aw. —[GGRS)/4(v;) - [Go G899)/4](v;) о = 0.2500 
Pily + vi/2g + 2, = po/y * vi/2g + +В 
500/9.79 + (0.250v2)/[(2)(9.807)] + 0 = 0 + v3/[(2)(9.807)] +0+0 — v; 32.7 m/s 
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Nozzle 
D = 100 mm 


Point A 
D = 200 тт 
pa = 55.0 kPa 





Fig. 8-31 


КЕҢ O 


diameter j 
BN 











hay 73m Fig. 8-32 


100-mm diameter 





Fig. 8-33 
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8.76 


8.77 
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Oil flows from a tank through 500 ft of 6-in-diameter pipe and then discharges into the air, as shown in 
Fig. 8-34. If the head loss from point 1 to point 2 is 1.95 ft of oil, determine the pressure needed at point 1 
to cause 0.60 ft? of oil to flow. 


І v; — Q/A = 0.60/[(2)(5)/4] = 3.06 #/5 pilY t 01/28 + 21 = poly + 02/25 + 22+. 
р.1у+0+80= 0+ 3.062/[(2)(32.2)] + 100+ 1.95  p,/y = 22.10 ft of oil 
pi [(0.84)(62.4)](22.10)/144 — 8.04 Ib/in? 


-—TDei.idi Elev. 100 ft 


Air pressure = ? 


—— 500 ft of 


Elev. 80 ft 6-in-diameter pipe 





Fig. 8-34 


Water is to be delivered from a reservoir through a pipe to a lower level and discharged into the air, as shown in 
Fig. 8-35. If head loss in the entire system is 11.58 m, determine the vertical distance between the point of water 
discharge and the water surface in the reservoir. 


i v; 7 Q/A; — 0.00631/[(x)(3395)/4] = 3.214 m/s pily + 2/2g + 2, = po/y + u3/2g t+ ath, 
0+0+ 2, =0+ 3.2142/[(2)(9.807)]+0+11.58 2, = 12.11 т 


50-mm-diameter pipe 





; 
Q = 0.00631 m° s Fig. 8-35 


Determine the velocity and pressure at section 2 and section 3 if water flows steadily through the pipe system 
shown in Fig. 8-36. Assume a head loss of 6.0 ft from section 1 to section 2 and of 15.0 ft from section 2 to 
section 3. 


i Av, = А,» [(2)(38)?/4](5.0) = [(2)(5)/4](0) U2 = 20.0 ft/s 
риу + 03/28 + 2, =р,[у + 102/28 +2, +1, 
(25)(144)/62.4 + 5.0?/[(2)(32.2)] + 20 = (p.)(144)/62.4 + 20.07/[(2)(32.2)] + 15 + 6.0 
p; — 22.0 Ib/in? Av = Aw 00 
[02)(5)/4165.0) = [(л) (82/400) va =8.99 ft/s 
pil y + 01/28 + 2 = pil y + 05/28 + 23 +. 
(25)(144)/62.4 + 5.07/[(2)(32.2)] + 20 = (p3)(144)/62.4 + 8.897/[(2)(32.2)] + 10 + (15.0 + 6.0) 
ps 2 19.9 Ib/in? 


И а ам 
2 "eos 


дле эз зг ERR MAES ETRE мди?" 
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р, = 16а 


pı = 25 psi 
v, = 5 ft/s 





10 ft 


| 
1212 9% sum 
. Datum Fig. 8-36 


8.78 | Compute the ideal flow rate through the pipe system shown in Fig. 8-37. 
B8 /— püívtvi?gt*z-piyvi2gtz-h, — pily +v3/[(2)(9.807)] + 0.6 sin 30° = p,/y +0+0+0 
vi/[(2)(9.807)] — p;/ y — p./' — 0.300 


From the manometer reading, p; — 9.79(1.2 sin 60*) — p2, Pi — P2 = 10.17 KN/m’; v7/[(2)(9.807)] = 10.17/9.79 — 
0.300, v, = 3.807 m/s; Q = A,u, = [(%)(3%)*/4] (3.807) = 0.120 m?/s. 





Fig. 8-37 


$79 A large tank with a well-rounded, small opening as an outlet is shown in Fig. 8-38. What is the velocity of a jet 
issuing from the tank? 


І рү +0128 +2,=р,/у + 02/28 +2 + 0-0-h-20-4v2g-0-0  v,-V2gh 





Fig. 8-38 


$80 Neglecting friction, find the velocity and volumetric discharge at the exit 2 in Fig. 8-39. 


Topsy +vi/2gt+z=plytvz/g+mth, 04+04(3.0+ 0.6 + 1.5) =0+ v3/[(2)(9.807)] +0+0 
vz = 10.0 m/s: Q - Av - [(x)(399)//4](10.0) ^ 0.177 m?/s 
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8.81 


8.82 


8.83 


O CHAPTER 8 





Fig. 8-39 


One end of a U-tube is oriented directly into the flow (Fig. 8-40) so that the velocity of the stream is zero at this 
point. The pressure at a point in the flow that has been stopped in this way is called the stagnation pressure. The 
other end of the U-tube measures the undisturbed pressure at that section in the flow. Neglecting friction, 
determine the volume flow of water in the pipe. 


ЕБ p,/y + vi/2g + 2, = poly + 03/2g + 22+ Az, pily +0 + 0=p./y + v3/2g + 0+ 0, 03/26 — pi/ y — pil y. From 
the manometer reading, p, + (62.4)(23) — [(13.6)(62.4)](22) = p2, pi — P2 = 163.8 lb/ft”; v3/[(2)(32.2)] = 
163.8/62.4, v, = 13.00 ft/s; Q = Av = [(x)($)°/4](13.00) = 4.54 ft?/s. 





Fig. 8-40 


A cylindrical tank contains air, oil, and water, as shown in Fig. 8-41; the air is under gage pressure p = 4 lb/in’. 
Find the exit velocity at 2, neglecting any friction and the kinetic energy of the fluid above elevation A. The jet 
of water leaving has a diameter of 1 ft. 


i pily + vi/2g + z1=poly + u3/2g+ mth,  —pi=(4)(144) + [(0.8)(62.4)](2) = 675.8 lb/ft? 
675.8/62.4 + 0 + 8 = 0 + 02/[02)(32.2)]+0+0 v,—34.8 ft/s 


Air 

Ой 

specific gravity 
8 


Water 





Fig. 8-41 


A large tank contains compressed air, gasoline at specific gravity 0.68, light oil at specific gravity 0.80, and 
water, as shown in Fig. 8-42. The pressure p of the air is 120 kPa gage. If we neglect friction, what is the mass 
flow of oil from a 20-mm-diameter jet? 


I Daily + v3/2g + 21 = poly t vi/2g t z, th, р. = 120 + [(0.68)(9.79)|(2) = 133.3 КҸ/т? 
133.3/[(0.80)(9.79)] + 0 +0 =0 + v2/[(2)(9.807)] +4+0 v,=15.98m/s 
M = pAv = [(0.80)(1000)][ (27)(385)?/4](15.98) = 4.02 kg/s 


MS 


FUNDAMENTALS OF FLUID FLOW J 177 


Oil specific gravity = 0.80 


Gasoline 
specific 
gravity = 0.68 





Water 





Fig. 8-42 


A flow nozzle is a device inserted into a pipe as shown in Fig. 8-43. If A, is the exit area of the flow nozzle, show 
that for incompressible flow we get for Q, 


Q= ol V (22 св) 


where C, is the coefficient of discharge, which takes into account frictional effects and is determined 
experimentally. 


рл, УА Рв РА Рв 2222 ( 
Pay Yay, Рв УВ ah ра Mis P24 040 =v3+2 
Y 2g ^ y 2g 2270 y 2g Y 2g 4707528 


But ps — Pa = P2 — P1 and v, = (v,)(A;/A,)); hence, 


MB) sra KEA 
o-a- caraga VE) eaa am 


Multiplying by A2/A1 in the numerator and denominator of the radical gives 





Рв” Pa) 
Y 











Q= eT aa V (22 22] 





Fig. 8-43 
In Prob. 8.84, express Q in terms of A, the height of the mercury column (Fig. 8-43), and the diameters of the 


pipe and flow nozzle. 
B rrom Prob. 8.84, 


Q= e T AE (22Р 2222] 
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From the manometer, p, — p» = (унг – Ун,о)(/). 





-c| 5 ла3/4 28 (унг – aee] 
V1 - (di/diy Ymo 
8.86 A hump of height ô is placed on the channel bed in a rectangular channel of uniform width over its entire width 
(see Fig. 8-44). The free surface has a dip d as shown. If we neglect friction, we can consider that we have 
one-dimensional flow. Compute the flow q for the channel per unit width. This system is called a venturi flume. 
І ру +12128 + 2, = р/у +102[28 +2. +. O+v7/2¢+h=0+03/2g +(h-d) +0 
– 284 Aw, =Av, [()(8)0) = (DE — d- 8))(v;) 
2 h 2 
= ғ. 2714 ([|(. "5 . =— 
„= (ғ-а-% 4- EM (i) (ғ-а 4- 5) ~ 84 4 (; -4- 3) | 24 
=, — doo =~ hy, = | — 8i - 
““Ұ-іма-а-әр 157S Vim- uha- 
8.87 


In the fountain of Fig. 8-45, water flows steadily up the vertical pipe, enters the annular region between the 


circular plates, and emerges as a free sheet. Find the volume flow of water through the pipe, if the pressure at A 
is 70 kPa gage and friction is negligible. 


І PalY + УА[28 + 2а = рьЇү + 0/28 +26 + һи, 


70/9.79 + v3 /[(2)(9.807)] + 0 = 0 + v2/[(2)(9.807)] + 1.5 +0 
A4VAT Águg — [(2)(0.2007/4](v4) — ((0.013)(2)(0.3 -0.3)](ug) v4 = 0.7800, 
70/9.79 4- (0.780v Y /[(2)(9.807)] + 0 2 0 - v2/[(2)(9.807)] --2.0--0 — vg — 16.06 m/s 

QO = Agus = [(0.015)(x)(0.5 + 0.5)](16.06) = 0.757 m?/s 


0.5m 


15mm [——| 


Db ei E 


200}mm 
View B-B 


A ~e 


в} ' gp 
Fig. 8-45 
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888 If the velocity at point A in Fig. 8-46 is 18 m/s, what is the pressure at point B if we neglect friction? 
І Pel Y + v5/2g + 25 = рлГү +10128 + 24 + hy 
Pa/9.79 + vz /[(2)(9.807)] + 0 = 0 + 187/[(2)(9.807)] + (0.5 + 15) +0 
рв = —0.49910% + 313.5 рс/ү + 74/28 + 2с = paly + U4 /2g +24 + hy 
0 + u2/[(2)(9.807)] +0 = 0 + 182/[(2)(9.807)] + 15+0 ъс = 24.86 т/ѕ 
[GO GS) /4)(v») 7 [Gr)G83)/4]24.86) — vs —3.496 m/s 
Pp = (—0.4991)(3.496)? + 313.5 — 319.6 kN/m? 


Agus = Асус 





$39  Arocket-powered sled is used in the training of astronauts (Fig. 8-47). For braking, scoops are lowered to 
E deflect water from a stationary tank of water. To what height ^ does a sled traveling at 100 km/h deflect water? 


f In an inertial frame fixed to the sled, apply Bernoulli’s equation between the scoop (point 1) and the highest 
point in the trajectory (point 2); p:/y + vi/2g + z, =p2/y + v3/2g + 2› + hz, 0 + v2/[(2)(9.807)] +0=0+ 

(v, cos 20°)?/[(2)(9.807)] + (A — 0.150) + 0. From the data, v, = (100)(1000)/3600 = 27.78 m/s, 

27.78 /[(2)(9.807)] — (27.78 cos 20*)?/[(2)(9.807)] + (A — 0.150), h = 4.80 m. 





Scoop 





— Stationary — E LU 
— 2 маїег Soma et vc 





(b) Fig. 8-47 





A venturi meter is a device which is inserted into a pipe line to measure incompressible flow rates. As shown in 

Fig. 8-48, it consists of a convergent section which reduces the diameter to between one-half and one-fourth the 
pipe diameter. This is followed by a divergent section. The pressure difference between the position just before 
| the venturi and at the throat of the venturi is measured by a differential manometer as shown. Show that 





19-та Ves) 
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where C, is the coefficient of discharge, which takes into account frictional effects and is determined 


experimentally. 
2 2 
Іі тут де =f, 0% nh үр РЗ Ол v-o ia (BP т) 
үл yg? © yg Y 2g Y 


Аууу = A;U; | v= вә(%) (еә(2)| -v= p (6) - %- (22 ») 
Q =Av=C,A2\ NEAJ а? Pe( pi— m) MM ЖЕ 2) | 

















Venturi meter Fig. 8-48 


8.91 A necked-down, or venturi, section of a pipe flow develops a low pressure which can be used to aspirate fluid 
upward from a reservoir, as shown in Fig. 8-49. Using Bernoulli’s equation with no losses, derive an expression 
for the exit velocity v; that is just sufficient to cause the reservoir fluid to rise in the tube up to section 1. 


I pily + v3/2g + 21 = poly + 3/2g tz, th, — pily + 04/28 +0= Pam/ Y + 03/2 +0 +0 
А-А: (ndi/4)(vi) 7 (1d2/4)(v;) v; 7 (v)(d;/di 
Pal Y + [(vz)(d,/ di /28 — pas y + 03/28 Pun — Pi = (y/2g)(v2)[(d/d.)* — 1] 
For fluid to rise in the tube, Pata — p, 7 yh; hence, (y/2g)(v2)[(d;/d.)* - 1] z 


v= {28h 
2” Y(ddy-1 





Fig. 8-49 
8:92 Neglecting losses, find the discharge through the venturi meter of Fig. 8-50. 


El opj/y + v3/2g +z, = = р/у + v3/2g + 2, + hy. From the manometer, p,/ y — (k + 0.200) + (z, - 2, + А) =р,/у; 
Азу = Азоо, [(л)(0.300)>/4](0,) = [(2)(0.150)?/4](0,), о, = 0.2500; р‚/у + (0.2500)2/[02)(9.807)] + 2, = 
[р/у — (k + 0.250) + (2, — 22 + k)] + v2/[(2)(9.807)] + 2, +0, v2 = 2.287 m/s; Q = Av. = 

[(x)(0.150)?/4](2.287) — 0.0404 m?/s. 






300 mm diam M 


A EA RT GETS PTI Tu aem TE: ET TEL TE TE LL TT ITT: AS . зт 


8.95 


FUNDAMENTALS OF FLUID FLOW ^ 7 181 


With losses of 0.2u7/2g between sections 1 and 2 of Fig. 8-50, calculate the flow in gallons per minute. 


B From Prob. 8.92, v, — 0.250v, — (0.250)(2.287) = 0.5718 m/s; p,/y t (0.250v;)^/[(2)(9.807)] + z, = 
[pi/y — (kK + 0.250) + (z, — 2, + k)] + v3/[(2)(9.807)] + z2 + 0. For Prob. 8.93, add a term 0.2v1/2g to the 
previous equation, giving p,/y + (0.250v,)7/[(2)(9.807)] + z, =[pi/y — (k +. 0.250) + (z,~ 2, + К)] + 
v2/[(2)(9.807)] + z + (0.2){0.57182/[(2)(9.807)]}, v2 = 2.272 m/s; Q — A;v; — [()(0.150)?/4](2.272) = 
0.0401 m?/s = [0.0401/(0.3048)*](7.48)(60) = 636 gpm. 


The device shown in Fig. 8-51 is used to determine the velocity of liquid at point 1. It is a tube with its lower 
end directed upstream and its other leg vertical and open to the atmosphere. The impact of liquid against 


opening 2 forces liquid to rise in the vertical leg to the height z above the free surface. Determine the 
velocity at 1. 


B8  p/vtviDgtzn-plytv2gtznz-th, k+vz/2g+0=0+(kK+Az)+0+0 v,=V2g Az 





Fig. 8-51 


In Fig. 8-52 the losses in the exit pipe equal Kv?/2g, where K — 5.0. The tank reservoir is large. Compute the 
flow rate in cubic feet per minute. 


i Dil y + v3/2g + 2, = poly + 03/2g +z +h, 
(15)(144)/[(0.86)(62.4)] + 0 + 6 = (14.7)(144)/[(0.86)(62.4)] + v2/[(2)(32.2)] + 0 + (5.0){v2/[(2)(32.2)]} 
vu, = 8.54 ft/s Q = Av = [(x)(4)"/4](8.54) = 0.0466 ft?/s or 2.80 ft?/min 









Air. Z 
|p 2 18 Ib /in? abs 


Fig. 8-52 


The manometer fiuid in Fig. 8-53 is mercury. Neglecting losses, calculate the flow rate in the tube if the flowing 
fluid is (a) water, (6) air. Use 60°F as the fluid temperature. 


MB pav v3/2g + 2, = poly + 03/2g + + hr, pyly + v3/2g + 0 = p2/y +0 +0 +0, po — pi = (y)(v3/2g). From 
the manometer, p, + (62.4)(y /12) + [(13.6)(62.4)](4) — (62.4)() — (62.4)(y /12) = р», р» — ру = 65.52 lb/ft’; 
(у)(92/2:) = 65.52. 


(a) (62.4)(02/[02)(32.2)]) = 65.52 v, =8.223ft/s QO =A,v,=[(x)(4)?/4](8.223) = 0.718 ft?/s 
(b)  (0.0763)(v2/[(2)(32.2]) 265.522 vy =235.2ft/s О-Аул-(а)(5)/4|235.2) = 20.5 ft?/s 





Fig. 8-53 
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In Fig. 8-54 the fluid is air (y — 12 N/m?), and the manometer fluid has s.g. — 0.827. Assuming no losses, 
compute the flow rate in L/s. 


F p,/y +v}/2g + z =p2/y + v3/2g t zo t hi, ply +0+0=p2/y + v3/2g +0 +0, pi — po = (y)(v2/2g). From 
the manometer, p, + (12 x 10~°)(y + 0.080) — [(0.827)(9.79)](0.080) – (12 х 1073)у =р,, р, –р, = 

0.6467 KN/m?; (y)(v2/2g) = 0.6467, (12 x 10°?) {v2/[(2)(9.807)]} = 0.6467, о, = 32.51 m/s; 0 = A,v,= 
[(2)(0.050)?/4](32.51) — 0.0638 m?/s — 63.8 L/s. 


D, =100mm D, =50mm 





The flow from two reservoirs mixes together and flows through a common pipe. The elevations and pipe 
diameters are indicated in Fig. 8-55. Both reservoirs contain the same liquid and are open to the atmosphere. 
The common pipe empties to the atmosphere. Neglecting any frictional effects, find the flow rate through the 
common pipe. 


І р/у + 12/28 +2, =р/ү+ 02/26 +2, +В  Pamly +0+h,=p/Y + 102/25 +0+0 
Pam + Yh, = p2 + yvi/2g (1) 
Daly t vil2g tz — pil y t vil2g tz, thy, — pas Y tO h;—píly t vil2g c 00 
Pam + Yho = pat yus/2g (2) 
psly t vil2g tz, poly tvilgtzsth, — psy t vil2g +0=pam/y + v2/2g + (—A3) +0 
Since Us = Ug, 
Ps = Pam — Yh3 (3) | 


Assume ps = p2 = p4 Substituting this common value of pressure back into Eqs. (1) and (2) and solving for the 
velocity in each branch, we get v; — V2g(/; + Аз), 04 = У20(й, +А,) О = Ао = (xd2/A4) 2g (h, - h5) + 
(xd2/4) 2g (h; * h3) ^ (x/4)|dt V2g(h, Һз) + 4 V2g(h; ^ h;)]. 


A steady jet of water comes from a hydrant and hits the ground some distance away, as shown in Fig. 8-56. If 
the water outlet is 1 m above the ground and the hydrant water pressure is 862 kPa, what distance from the 
hydrant does the jet hit the ground? Atmospheric pressure is 101 kPa. 


B The magnitude of v, can be obtained by noting that at the hydrant outlet the flow is entirely in the x 
direction, v, = V,. Applying the Bernoulli equation between the interior of the hydrant and the outlet gives 
р. + рву, + 40Vi =p. + pgy. + 3pV3. The pressure in the hydrant p, is given, and the outlet is open to the 
atmosphere, Pp» = Pxm. The elevation of points 1 and 2 is the same, y, = y.. We assume that the outlet area is 
small enough compared with the hydrant cross-sectional area for the hydrant to be essentially a reservoir, 
Vi <« V3. Neglecting V,, we get v, = V(2/p)(p: — Pam)- Since v, is constant, it can be brought outside the 
integral for /, giving / = 9,7. 

To find the time T required for a fluid particle to hit the ground, we apply the Bernoulli equation between 
point 1 and some arbitrary point on the jet having elevation y and velocity V: p, + pgh = Pum + рву + 50У?. 
Now V? = v} + v). When we use the previously determined value of v, and note that v, — dy /dt, the Bernoulli 
equation becomes (dy /dt)” = 2g(h — y). We take the square root (the negative root is the appropriate one since 
dy/dt must be negative): dy /dt — —V2g(h — y). Then we separate variables and integrate between the limits of 
y-h,t-0andyz0,t- T: 





Ф---уж(а 
hn Vh-y d 


Integrating and solving for T gives T — V2h/g. The y component of the fluid motion is that of a body freely 
falling under the influence of gravity. 

Finally, we substitute numerical values to get v. — V3&x[(862 — 101)(1000)] = 39.0 (m - N/kg)'2, or 39.0 m/s; 
T = V(2)(1.0)/9.807 = 0.452 s; L = ut = (39.0)(0.452) = 17.6 m. 
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элю Water flows between the two reservoirs in Fig. 8-57 at the rate of 16 L/s. What is the head loss in the pipe? If 
atmospheric pressure is 100 kPa and the vapor pressure is 8 kPa, for what constriction diameter d will cavitation 
occur? Assume. no additional losses, due to changes in the constriction. 


B pulv * vig 21 = poly + vil2g tz, hi, 0*0 20-0 OF 5 hu, h, — 15 m; Viron = Q/Anron = 
0.016/(242/4). Assume a central constriction, with ¥, or 7.5-m head loss on each side. Apply Bernoulli's 
equation between point 1 and the constriction, with p, = p..q = 100 kPa and p, = 8 kPa at the constriction. 
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100/9.79 + 0 + 20 = 8/9.79 + vx2x/[(2)(9.807)] + 0 + 7.5, Umax = 20.7 m/s; 20.7 = 0.016/(ла?/4), d — 0.0314 m, or 


2.98 cm. 
\ 





| | 
Sem Fig. 8-57 


8.101 The horizontal wye fitting in Fig. 8-58 splits Q, into two equal flow rates. At section 1, Q, = 4 ft*/s and 
P1 = 20 psig. Neglecting losses, compute pressures p. and p3. 


1 рү +02128 + 2 =р,/ү+ 02/28 +2,+һ у= 01А, = 4/[(л)(®)°/4] = 20.37 ft/s 
v; 7 QA: - $/[Gr) 5/4] = 22.92 ft/s 
(20)(144)/62.4 + 20.372/[02)(32.2)] + 0 = (р;)(144)/62.4 + 22.922/[(2)(32.2)] +0 +0 
р, = 19.3 рѕів pil Y t vil2g * z, pul y t vil2g - z, t h, v; 7 Q4/ As — $/[()(3)?/4] — 40.74 ft/s 
(20)(144)/62.4 + 20.37°/[02)(32.2)] + 0 = (рз)(144)/62.4 + 40.742/[(2)(32.2)]+0+0 р, = 11.6рѕів 


2 


d, =4іп 








| Td,=3in Fig. 8-58 


8.102 A cylindrical tank of diameter dọ contains liquid to an initial height ho. At time ¢ = 0 a small stopper of diameter 
* dis removed from the bottom. Using Bernoulli's equation with no losses, derive a differential equation for the 
free-surface height k during draining and an expression for the time fy to drain the entire tank. 


B Letting point 1 be the liquid surface and point 2 at the exit, p,/y + v3/2g + z, = p2/y + 22/28 + 2, + А,, 


0 vi/2g +h =0+ v2/2¢ +0+0, v2 v? -2gh; Avv, — A;v;, (do/4)(vi) 9 (nd?/4)(v,), v, 5 (do/dY (vi); 
vi — [(d/dY (vf —2gh, v, — V2gh/(dé/d* — 1). Or vı = VKh where K — 2g/[(do/d)* — 1]. But also, 
vy, =—dh/dt, dh/dt = УК 


dh t 12]һ t nopan _ „_УКгү 
[2 І -vVKdt  (2)[h ho = VK [ths Xh — ho”) = VKt h= ( 1 > ) 
Or, h = {h3 — [g/(2)(do/d* — 1)] "t". 


8.103 In the water flow over the spillway in Fig. 8-59, the velocity is uniform at sections 1 and 2 and the pressure 


approximately hydrostatic. Neglecting losses, compute v, and vz. Assume unit width. 
1 ріү+ 0128 +2, =р,/ү+ 02/28 +2 +а. 0+ 102/28 +6=0 + 02/28+1+0 
Апл = А0 KOMODO) = б, 
vi/[Q)(9.807)] + 6 = (6v.^/[(2)(9.807)] *1 v1.67 m/s v; — (6)(1.67) — 10.02 m/s 


1 
1 
1 
1 
1 
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8.104 For the water channel flow down the sloping ramp of Fig. 8-60, А, = 1m, H =3 m, and v, = 4m/s. The flow is 
uniform at 1 and 2. Neglecting losses, find the downstream depth h; and show that three solutions are possible, 
of which only two are realistic. Neglect friction. 


EE ps/y + 3/2g + 2, = poly + v3/2gt mth, 0+ 42/[(2)(9.807)] + (3+1) =0+ v3/[(2)(9.807)] +h, +0 
Aiwi-A;; [O00 -[(X2))(v2) — v2 4/h; 
4/[(2)(9.807)] + 4 = (4/h;Y'/[(2)(9.807)] *- ^; hj — 4.816h2 -- 0.8157 — 0 
There are three mathematical solutions to this equation: | 
h;—4.78m (subcritical) 
Һ, = 0.432 т (supercritical) 
h.=—0.396m (impossible) 





Fig. 8-60 


8.105 For water fiow up the sloping channel in Fig. 8-61, k, = 0.5 ft, v, = 15 ft/s, and H =2ft. Neglect losses and 
assume uniform flow at 1 and 2. Find the downstream depth A; and show that three solutions are possible, of 
which only two are realistic. 


f pi/y+v?/2g +z =p:/Y +v}/2g +z +h,  0+157/[(2)(32.2)] + 0.5 = 0+ v3/[(2)(32.2)] + (2+h,) +0 
Ан =Ам»  [(0.50)05 -[09:(0)) (v2) — v;-7.5/h; 
15?/[(2)(32.2)] * 0.5 = (7.5/һ„)°/[(2)(32.2)] + (2+) — h2—1.994h2 * 0.8734 - 0 
There are three mathematical solutions to this equation: 
h, = 1.69 ft (subcritical) 
h, = 0.887 ft (supercritical) 
h, = —0.582 ft (impossible) 
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8.106 


8.107 


8.108 


8.109 


8.110 


A constant 12-Ib force is applied to the piston in Fig. 8-62, and flow losses are negligible. Compute the water-jet 
exit velocity v;. 


i рҮ + 02/28 + 21 = Pam/ Y + U3/2g + z + h,. Considering the force acting on the piston, 12 = 

(р: – PasJ[ (G3) /4]. p1 — Pam = 34.38 Ib/fC; Aivi 9 Azv;, [(0) (3) /4)(v:) = [(2)G5)7/4] (v2), v1 = 0.25002; 
(P1 — Pam)/ Y + (0.2500, /[(2)(32.2)] + 0 = v3/[(2)(32.2)] + 0 + 0, 34.38/62.4 - (0.250v,)/[2)(32.2)] - 0 = 
v2/[(2)(32.2)] *- 0 + 0, v2 = 6.15 ft/s. 





Ре, 





Fig. 8-62 


The horizontal lawn sprinkler of Fig. 8-63 is fed water through the center at 1.2 L/s. If collar friction is 
negligible, what is the steady rotation rate for (a) 0 — 0? and (5) 30°? 
І v -0- (1.2х1077)/3 
° A (x)(0.007)?/4 
Choose an inertial (nonrotating) frame with origin at the center of the sprinkler; let (p, 9) be polar coordinates 
relative to this frame. 
An emergent water jet has velocity components 


= 10.39 m/s 


v, — v, sin 0 Ve = UV, cos Ü — ro 
For zero reactive torque—the criterion for the steady state—v, — 0, or e — (vo cos 0)/r. 
(a) w = (10.39)(cos 0°)/0.20 = 51.95 rad/s or 496 rpm 
(b) Ф = (10.39)(соѕ 30°)/0.20 = 44.99 гай/ѕ ог 430 трт 
Water flows at 6 ft/s through a pipe 500 ft long with diameter 1 in. The inlet pressure p, = 200 psig, and the exit 
section is 100 ft higher than the inlet. What is the exit pressure p; if the friction head loss is 350 ft? 
І pily t vil2g + 2, = р/у + 03/26 + 2 + №, 
(200)(144)/62.4 + 22/22 +0 = (p2)(144)/62.4 + v3/2g +100+350 — vi/2g— vil2g р, = 5.00 рѕів 
A 30-in-diameter pipeline carries oil (s.g. = 0.86) at 600 000 barrels per day. The friction head loss is 10 ft per 
1000 ft of pipe. Compute the pressure drop per mile. 
i | piv t vilg * z ^ ply t vig tz, th, 
р1/[00.86)(62.4)] + v1/2g + 0 = p2/[(0.86)(62.4)] + v3/2g + 0 + (10/1000)(5280) 
vi/2g — vi/2g P1— P2= 2833 lb/ft? or 19.7 lb/in? 
The long pipe in Fig. 8-64 is filled with water. When valve A is closed, p; — p; — 12 psi. When the valve is open 


and water flows at 10 ft/s, p, — p; — 25 psi. What is the friction head loss between 1 and 2 for the flowing 
condition? 


i pily t vil2g tz, - ply tvigtz th, 9/2 = 92/26 
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Valve closed: 


(р – р:)(144)/62.4 = 2-2. — z, — Z = (12)(144)/62.4 = 27.69 ft 
Valve open: 


(pi — p2(144)/62.4-- (z,—2)-h,  (25)(144)/62.4 +27.69=h, h, =85.4ft 







Constant- 
diameter 
pipe 


Fig. 8-64 


8.111 Find the manometer reading in the lossless system of Fig. 8-65. 
І рУ + 11/28 + д = р/у + 03/25 + 2 +}, | 
Awi-AS. — [GOG4)Q) - [GO G4 v») — v; 18.0 ft/s 
pil Y * 2/[(2)(32.2)] + 0 = 0 + 18.0°/[(2)(32.2)] +8+0 Pil y = 12.97 ft 
For the manometer, 12.97 + 2.5 — 13.6h = 0, h = 1.14 ft. 





™ Mercury Fig. 8-65 
8.112 In Fig. 8-66 on p. 188 the pipe exit losses are (1.5)v?/2g, where v is the exit velocity. What is the exit weight 
flux of water? | 
i Pily + vil2g + 2, — pil y t vil2g  z; t hy, рх = (20)(144) + [(0.68)(62.4)](4) = 3050 Ib/ft? 
3050/62.4 +0 +5 =0 + v3/[(2)(32.2)} +0 + (1.5){v2/[(2)(32.2)]} о = 37.25 #/5 
W = yAv = (62.4)[(2)(2)2/41(37.25) = 50.7 10/ѕ 


8.113 In Fig. 8-67 the fluid is water, and the pressure gage reads p, = 180 kPa gage. If the mass flux is 15 kg/s, what is 
the head loss between 1 and 2? 


I Pil Y + 11/28 + zi — pil y t vil2g * z; * hy, | 
M=pAv  15-1000()(0.08)/4(v,) vı=2.984m/s 15=1000[(л)(0.05)°/4]) v+ =7.639 m/s 
180/9.79 + 2.984?/[(2)(9.807)] + 0 = 0 + 7.6397/[(2)(9.807)]+12+h,  h,=3.86m 
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Air: 
20 Ib fin? gage 7 


Gasoline 
$ 4. = 0.68 









Fig. 8-67 


8.114 Oil at specific gravity 0.761 flows from tank A to tank E, as shown in Fig. 8-68. Lost head items may be 
assumed to be as follows: A to B —0.60v2,/2g; B to C —9.0v2,/2g; C to D —0.40v2/2g; D to E —9.0v;/2g. 
Find the flow rate and the pressure at C. 


І Daly + v4/2g + 24 = реу + 0/28 + zg +h, 

0+0 + 40.0=0+0+ 0+ (0.6022, + 9.002, + 0.4022 + 9.002)/[(2)(32.2)] 
9.6002, + 9.4008 = 2576 Аууу = Ам» [(л)()'/4]() =[(л)(%&)/4]() 206 = 4.000, 
9.6092, - (9.40)(4.000,,)! 22576 — vi; — 4.012 ft/s 
Q = Av = [()(23)?/4](4.012) = 3.15 ft?/s 
раЇҮ + 04128 + 24 = рсЇү + 00128 + 2с + hy 
0+ 0+ 40.0 = (рс)(144)/[00.761)(62.4)] + 4.0122/[02)(32.2)] 
+ (40.0 + 2) + [00.60)(4.012) + (9.0)(4.012)21/[02)(32.2)] 
рс = —1.53 lb/in? 





Fig. 8-68 


8.115 (a) What is the pressure on the nose of a torpedo moving in salt water at 100 ft/s at a depth of 30.0 ft? (b) If the 
pressure at point C on the side of the torpedo at the same elevation as the nose is 10.0 psig, what is the relative 
velocity at that point? 


B (a) In this case, greater clarity in the application of the Bernoulli equation may be attained by considering 
the relative motion of a stream of water past the stationary torpedo. The velocity of the nose of the torpedo will 


8.116 


8.117 


8.118 


8.119 
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then be zero. Assume no lost head in the streamtube from a point A in the undisturbed water just ahead of the 
torpedo to a point B on the nose of the torpedo: p4/y + 04/22 + 24 = рь/ү + 02/22 + 26 +, 30.0 + 
1002/[(2)(32.2)] +0 = рь/у+0+0 +0, рь/у = 185.3 #, рь = (64.2)(185.3)/144 = 82.6 psi. This pressure is 

called е ѕќарпайоп ргеѕѕиге апі тау Бе ехргеѕѕей аѕ р, = ро + 012/2. 


(b) DA Y * 02/25 + 24 = рс[ү + 00/28 + 2с +. 
30.0 + 1007/[(2)(32.2)] + 0 = (10.0)(144)/64.2 + v2/[(2)(32.2)]+0+0 ъс = 102.4 ft/s 


A sphere is placed in an air stream which is at atmospheric pressure and is moving at 100.0 ft/s. Using the 
density of air constant at 0.00238 slug/ft?, calculate the stagnation pressure and the pressure on the surface of 
the sphere at a point B, 75° from the stagnation point, if the velocity there is 220.0 ft/s. 


I From Prob. 8.115, p, = po + pv2/2 = (14.7)(144) + (0.00238)(100.0)?/2 = 2129 Ib/ft?, or 14.8 Ib/in”. ps/y + 
vi/2g + Zs = Pal y + 04/2g + za  h,, 2129/[(0.00238)(32.2)] + 0 + 0 = pa/y + 220.07/[(2)(32.2)] + 0 +0, 
Pal y = 27029 ft of air, py = [(0.00238)(32.2)|(27 029) = 2071 lb/ft”, or 14.4 Ib/in’. 


A large closed tank is filled with ammonia (NH;) under a pressure of 5.30 psig and at 65 °F. The ammonia 
discharges into the atmosphere through a small opening in the side of the tank. Neglecting friction losses, 
calculate the velocity of the ammonia leaving the tank assuming constant density. The gas constant for ammonia 
is 89.5 ft/°R. 


I Apply Bernoulli’s equation between the tank (1) and the atmosphere (2). р,/у + v3/2g + 2; = p2/y + 
v3/2g * z; * h,, y * p/ RT, yw, = (5.30 + 14.7)(144)/[(89.5)(460 + 65)] = 0.06129 Ib/ft*, (5.30)(144)/0.06129 + 
0+0=0 + v3/{(2)(32.2)] +0 +0, v; — 896 ft/s. 


Water at 90 °F is to be lifted from a sump at a velocity of 6.50 ft/s through the suction pipe of a pump. Calculate 
the theoretical maximum height of the pump setting under the following conditions: pain = 14.25 psia, 
р, = 0.70 psia, апа л, іп the suction pipe = 3 velocity heads. 


1 тһе minimum pressure at the entrance to the pump cannot be less than the vapor pressure of the liquid. 
Apply Bernoulli's equation between the water surface outside the suction pipe and the entrance to the pump: 
pily t vil2g tz — ply * vil2g t z; * h,, (14.25)(144)/62.1 + 0 + 0 = (0.70)(144)/62.1 + 6.507/[(2)(32.2)] + 
z + 3{6.502/[(2)(32.2)]), 2 = 28.8 ft. (Under these conditions, serious damage due to cavitation will probably 
occur.) 


For the Venturi meter shown in Fig. 8-69, the deflection of mercury in the differential gage is 14.3 in. Determine 
the flow of water through the nieter if no energy is lost between A and B. 
I pAl Y * vil2g + 24= Daly * vil2g + za + hy 
Paly + v4/{(2)(32.2)] + 0 = pa/y t v3/[(2)(32.2)] -30.0/12-0 — pa/y — pa/ y = 0.01553(v%, – v4) + 2.500 
Av, = Agua (л) 2y/4Y(v4) = [GOGSY/4) (v3) v4 = 0.2505 


From the manonteter, p4/y + z + 14.3/12 ~ (13.6)(14.3/12) ~ z — 30.0/12 = pa/y, Pal Y — Pal y = 17.52 ft, 
17.52 = 0.01553[v5 ~ (0.250u,)"] + 2.500, us = 32.12 ft/s; Q = Av = [(7)($)?/4](32. 12) = 6.31 ft’/s. 
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8.120 


8.121 


8.122 


8.123 


8.124 


8.125 


For the meter in Fig. 8-69, consider air at 80 °F with the pressure at A = 37.5 psig. Consider a deflection of the 
gage of 14.3 in of water. Assuming that the specific weight of the air does not change between A and B and that 
the energy loss is negligible, determine the amount of air flowing in pounds per second. 


І рА/У + 02/28 + 2л = рвЇу + 0/28 + 28 +ћ,. 
рл/у + 02/10)(32.2)]1+ 0 =р»/у + 05/[02)(32.2)] + 30.0/12+0 рд/у –рь/у = 0.01553(05 – 02) + 2.500 
Agva=Apguy — [(%)(32)"/4](va) = [(2)8)7/4] U5) ол = 0.2500 
y=pIRT Yeu = (37.5 + 14.7)(144)/[(53.3)(460 + 80)] = 0.2612 Ib/ft? 


From the manometer, p,/y + z + 14.3/12 — (62.4/0.2612)(14.3/12) — z — 30.0/12 =ps/y, paly — Pel Y = 
286.0 ft of air; 286.0 = 0.01553[v2, — (0.250v,)"] + 2.500, vs = 139.5 ft/s; W = удо = 
0.2612 ((л)(5)/4|(139.5) = 7.15 Ib/s. 


Given a frictionless flow of water at 125.6 ft/s in a long, horizontal, conical pipe, of diameter 2 ft at one end 
and 6 ft at the other. The pressure head at the smaller end is 18 ft of water. Find the velocities at the two ends 
and the pressure head at the larger end. 


i vı = Q/A, = 125.6/[()(2)?/4] = 39.98 ft/s v; — ОГА = 125.6/[(2)(6)2/4] = 4.44 #/5 
pily * 01/28 + 21 =р,/ү + 02/2& + 2 + h,, 
18 + 39.987/[(2)(32.2)] + 0 = po/y + 4.44?/[(2)(32.2)] + 0 +0 P2/ y = 42.5 ft of water 


Water flows through a long, horizontal, conical diffuser at the rate of 4.0 m?/s. The diameter of the diffuser 
varies from 1.0 m to 2.0 m; the pressure at the smaller end is 8.0 kPa. Find the pressure at the downstream end 
of the diffuser, assuming frictionless flow and no separation from the walls. 


І Pily + v3/2g + 2, = poly + 3/2g + z+ hy 
vı = Q/A, = 4.0/[()(1.0)?/4] = 5.093 m/s v2 = Q/A, = 4.0/[(2)(2.0)?/4] = 1.273 m/s 
8.0/9.79 + 5.0932/[(2)(9.807)] + 0 = p2/9.79 + 1.2737/[(2)(9.807)] +840’  p,=20.13kPa 
A vertical pipe 3 ft in diameter and 30 ft long has a pressure head at the upper end of 22 ft of water. When water 


flows through it with mean velocity 15 fps, the friction loss is 6 ft. Find the pressure head at the lower end of the 
pipe when the flow is (a) downward апа (5) upward. 


Ё (а) рҮ + 02/28 + 2 = р,[ү+ 02/28 + 2+ №, 
22 + 157/[(2)(32.2)] + 30 = р,/у + 152/(2)(32.2)]+0+6 р,/у=46.0# 
(5) Poly + ¥3/2g + 2 = pily * vil2g t zi th, 


Poly + 15?/[(2)(32.2)] + 0 = 22 + 15?/[(2)(32.2)] +30+6  po/y=58.0ft 


A vertical conical pipe has diameter 1.5 ft at the top and 3.0 ft at the bottom, and is 60 ft long. The friction loss 
is 10 ft for flow in either direction when the velocity at the top is 30 fps and the pressure head there is 6.5 ft of 
water. Find the pressure head at the bottom when the flow is (a) downward and (b) upward. 


І О = Азу, = [(2)(1.5)2/4}(30) = 53.01 #2/5 V2 = Q/A; — 53.01/[(x)(3.0)?/4] — 7.50 ft/s 
(a) р/у + vil2g * z ^ ply * vi2g + 2+ hy 

6.5 + 30°/[(2)(32.2)] + 60 = po/y + 7.507/{(2)(32.2)] +0+10 — p;/y — 69.6 ft 
(5) Pal y + 05/28 + 2, =р,/ү+ 02/26 +2, +, 


Poly + 7.57/[(2)(32.2)] + 0 = 6.5 + 30°/[(2)(32.2)] + 60+10 р,/у= 89.68 


The inclined pipe in Fig. 8-70 is of uniform diameter. The pressure at A is 20 psi and at B, 30 psi. In which 
direction is the flow, and what is the friction loss of the fluid, if the liquid has specific weight (a) 30 lb/ft? and 
(8) 100 Ib/ft*? 


ШЕ opaly +v3/2g + z, =ps/y + v3/2g + z3 + h,. Assume flow is from A to B. 


PCA NTT nae eee ек 


Sencar. 
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(а) (20)(144)/30 + 02/28 + 25 = (30)(144)/30 + 05/22 +0 +, , 02/26 = 02/26, h, = —23.0 ft. Since A, is 
negative, flow is actually from B to А. 

(b) (20)(144)/100 + v4/2g 4- 25 — (30)(144)/100 4- v5/2g +0+h,, v2,/2g = v2,/2g, h, = 10.6 ft. Since h, is 
positive, flow is from A to B, as assumed. 





Fig. 8-70 
8.126 In Fig. 8-70, if the difference in elevation between A and B is 10 m and the pressures at A and B are 150 kPa 
and 250 kPa, respectively, find the direction of flow and the head loss. The liquid has specific gravity 0.85. 


F paly + vÀl2g * za — pal y * vi[2g * zs - hi. Assume flow is from A (0 В. 150/[(0.85)(9.79)] + 02/26 + 
10 = 250/[(0.85)(9.79)] + 05/22 +0 +л,, 02/22 = 02/28, ћ, = —2.02 m. Since A, is negative, flow is actually 
from B to A. 


8.127  Anirrigation line carries water from a lake down into an arid valley floor 810 ft below the surface of the lake. 
The water is discharged through a nozzle with a jet velocity of 220 fps; the diameter of the jet is 4in. Find the 
power of the jet and the power lost in friction. 


І PAl Y * 04/28 + 24 = рв/ү + 0/28 +28 +һ. 0+0+ 810 = 0 + 2202/[(2)(32.2)] +0+ л, 
h, = 58.45 ft Q = Av = [(2)(%)*/4](220) = 19.2 ft?/s 
Pree = Qyv3/2g = (19.2)(62.4) (2202/[(2)(32.2)]) -- 900 000 ft - Ib/s = 900 000/550 = 1636 hp © 
Prost = yh, = (19.2)(62.4)(58.45) = 70 000 ft - Ib/s = 70 000/550 = 127 hp 


8.128 Water is flowing in a channel, as shown in Fig. 8-71. Neglecting all losses, determine the two possible depths of 
flow y, and y;. xo 


I Daly + 03/29 + 24 = рь/ү + 05/28 + 25 + |, 
О = Алу = [(4)(10)](16.1) = 644 #0/ѕ у= О/Аһ = 644/(10у) = 64.4/у 
0 + 16.12/[(2)(32.2)] + (8 + 4) =0 + (64.4/y)?/[(2)(32.2)] +y +0 — 644/y? y — 16.02 =0 
y!-16024644-0  y,-216ft  y,-158ft 


| 
M 
= à 


™ 
16.1 ft/s a ft M | 






Channel ‘ m 
8ft 10 ft wide 








Fig. 8-71 


8.129 Neglecting all losses, in Fig. 8-71 the channel narrows in the drop to 6 ft wide at section B. For uniform flow 
across section B, determine the two possible depths of flow. 


I Daly + v4/2g + Z4 = pal y * vi[2g ^ zg + №, 
Q-A,v, - [(4(10)(16.1) 2 644 f/s — v& — Q/As —644/(6y) — 107.3/y 
0 + 16.17/[(2)(32.2)] + (8 + 4) =0 + (107.3/у)2/[02)(32.2)] +у +0 — 1788/y? * y — 16.02 = 0 
| y? — 16.02y?+ 178.8=0 y,=3.83ft  y.=15.3ft 














i 


1% 
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8.130 


8.131 


8.132 


8.133 


8.134 


8.135 


If the losses from section A to section B of Fig. 8-71 are 1.9 ft, determine the two possible depths at section B. 
І Dal y t VAl2g € z, 7 poly * vs[2g zo hy 
О = Aava = [(4)(10)](16.1) =644 ft/s vs = Q/As =644/(10y) = 64.4/y 
0+ 16.17/[(2)(32.2)] + (8 + 4) =0. + (64.4/y)?/[(2)(32.2)] ty +1.9 64.4/y?+y—-14.12=0 
у? – 14.12у2 + 644=0 y,=2.34ft y,=13.8 ft 
High-velocity water flows up an inclined plane, as shown in Fig. 8-72. Neglecting all losses, calculate the two 
possible depths of flow at section B. 
І Paly + ¥4/2g + 24 =рв/ү + 0/28 + 25 + һ, 
О = Адол = [(5)(2)109.806) = 9.806 п/з о, = О/А, = 9.806/(2у) = 4.903/у 
0+ 9.8062/[(2)(9.807)] + 290 = 0 + (4.903/у)2/[(2)(9.807)] + (2.5 +у) +0 1.226/у?+у – 2.903 =0 
у? — 2.903у2 + 1.226=0 y,=0.775m у, =2.74т 





А В Fig. 8-72 
In Fig. 8-72, the channel changes in width from 2 m at section A to 3 m at section B. For losses of 0.3 m between 
sections A and B, find the two possible depths at section B. 
i Daly + v4/2g +z4=psly t+uzl/agtzsth, О = Aív, - [G99)(2)] (9.806) — 9.806 m?/s 
ув = ОГА» = 9.806/(3у) = 3.269/у 
0 + 9.8062 /[(2)(9.807)] + 229 = 0 + (3.269/у)2/[(2)(9.807)] + (2.5 +у) +0.3 
0.5448/у? + у – 2.603=0 у? 2.603? + 0.5448=0 y,=0510m у, = 2.52 т 


For losses of 0.05H through the nozzle of Fig. 8-73, what is the gage difference R in terms of Н? 
І 1.2Н +1.2у +1.28 – 3.08 – 1.2у = (0.95)(1.2)(Н) = 0.0333Н 





$9. 730 Fig. 8-73 
Neglecting losses, calculate H in terms of R for Fig. 8-73. 
f 12H 12y + 1.2R —3.0R — 1.2y =1.2H. Therefore, R = 0 for all H. 
At point A in a pipeline carrying water, the diameter is 1 m, the pressure 100 kPa, and the velocity 1 m/s. At 


point B, 2 m higher than A, the diameter is 0.5 m and the pressure is 20 kPa. Determine the head loss and the 
direction of flow. 
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B. Assume the direction of flow is from A to B. p4/ y - v4/2g * za 7 ps/y t vi/2g ^ zs th, Q- Aui 
[(z)(1)?/4](1) 7 0.7854 m?/s, v; - Q/ A; — 0.7854/[()(0.5)?/4] & 4.00 m/s, 100/9.79 + 12/[(2)(9.807)] + 0 = 
20/9.79 + 4.00°/[(2)(9.807)] + 2 + hz, А, — 5.40 m. Since h, is positive, flow is from A to B as assumed. 


8.136 Water is flowing in an open channel at a depth of 2 m and velocity of 3 m/s, as shown in Fig. 8-74. It then flows 
down a contracting chute into another channel where the depth is 1 m and the velocity is 10 m/s. Assuming 
frictionless flow, determine the difference in elevation of the channel floors. 


1 The velocities are assumed to be uniform over the cross sections, and the pressures hydrostatic. 


pal y * vÀl2g * zo 2 pal Y * vi[2g * zg + hz, 0 + 37/[(2)(9.807)] + (y * 2) 20 107/[(2)(9.807] 1-0, y — 
3.64 m. 





Fig. 8-74 


8137 For losses of 0.1 m, find the velocity at A in Fig. 8-75. The barometer reading is 750 mmHg. 
І pal y * vi/2g * zy - pAl Y * 0,125 + 24 + 
75/9.79 + 0 + 3 = [(13.6)(9.79)](0.750)/9.79 + v4/[(2)(9.807)] +0+0.1 — v4 — 2.66 m/s 






un aa a a E a a a a lal a e 


[A 
75kPa abs 


N 





SN 















КА ыы 


——— 


| Fig. 8-75 
| . » . 2 
: 8.138 Ғог flow of 375 gpm in Fig. 8-76, determine H for losses of 59/28. 
| Рв Up _Pa . Q (375/7.48)/60 
= +2 + =Рл Yay +h yea _ = 4.255 ft/s 
| ! Y 3g 7а ^ 0n A- (m($y/4 
| 0+0+H =0+ 4.2557/[(2)(32.2)] +0+ 5{4.2557/[(2)(32.2)]} H =1.69 ft 





Fig. 8-76 


8.139 For 1500-gpm flow and H = 30 ft in Fig 8-76, calculate the losses through the system in velocity heads, Kv?/2g. 
"và 1500/7.48)/60 
І Pea Yei zy =Ра tA a +z,th y = 2 = (500/7.48)/60 L 17.02 ft/s 
y'2g y tag athe a~ EA / 


0+ 0+ 30=0+ 17.027/{(2)(32.2)] + 0 + K{17.02?/[(2)(32.2)]} К-5.67  (i.e., 5.67 velocity heads) 
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8.149 The losses in Fig. 8-76 for H — 20 ft are 8(v?/2g). What is the discharge? 
MB p.ly*vsl2g * ze - ply t val2g tz, th; — 0020-0 v2/[2)(32.2)] - 0 - 8(v2/[2)2.2)] 
va = 11.96 ft/s Q = Ava = [(x)( $Y/4K(11.96) = 2.35 ft?/s | 


8.144 In Fig. 8-77, the losses up to section A are 5v1/2g and the nozzle losses are 0.05v2/2g. Determine the discharge 
and pressure at A, if H —8 m. 


І Pal y +12128 + 25 = рс[ү + 02/28 * zc t hi 
0+0+8=0 + 23/[(2)(9.807)]| +0 + 5(22/[(2)(9.807)|) + 0.05 {02/[(2)(9.807)]) 
0.05353v2 0.2549vi -8-0 Aww = Aw  [G)G9)/4 vi - [Gr)G909) /4v)) — v, 0.1111v, 
0.0535312 + (0.2549)(0.11110,}? – 8 = 0 v = 11.88 m/s v; = (0.1111)(11.88) = 1.320 m/s 


Q =A,v,= [Gr) G5) /4](11.88) — 0.0233 m/s Psly + v»l2g + 23 =paly + 93/26 +zath, 
0+0+8=p,/9.79 + 1.3207/[(2)(9.807)] + 0 + 5{1.3207/[(2)(9.807)}} Pa = 73.1 kN/m? 





v 
d= 50 mm Fig. 8-77 
8.142 For pressure at A of 25 kPa in Fig. 8-77 with the losses given in Prob. 8.141, determine the discharge and the 


head H. 
i | рв/Ү + ®%/2в + zp = paly * vA/2g t za h, 
0+0+H =25/9.79 t v2/[(2)(9.807)] - 0  5(v2/[(2)(9.807)]) 
H =0.3059v? + 2.554 (1) 


Pal ¥ + 02/28 za - pc/y * v2/2g * zc ҰЙ 
0+0+H =0 + v3/[(2)(9.807)] + 0 5(v2/[(2)(9.807)]) »- 0.05 (v2/[(2)(9.807)]) 
0.0535302 + 0.254902 – Н =0 А =Ал. ([(л)0)/4(.) = Кт) (5) /4(v2) — v2 —9.000v, 
(0.05353)(9.0000,) + 0.254902 = Н (2) 


Solving Ед. (1) апа (2) ѕітшќапеоџѕ]у, (0.05353)(9.0002,)> + 0.254912 = 0.305912 + 2.554, о; = 0.7720 m/s; 
О = Ази, = [(л)218)2/4}0.7720) = 0.0136 т>/, Н = (0.3059)(0.7720) + 2.554 = 2.736 т. 


8.143 The system shown in Fig. 8-78 involves 6-in.-i.d. pipe. The exit nozzle diameter is 3 in. What is the velocity v, of 
flow leaving the nozzle? Neglect losses. 


І pil Y * vil2g * z,—- pA/ y * vÀ/2g t z, t hi 
(14.7)(144)/62.4 + 0 + 40 = 4000/62.4 + v3/[(2)(32.2)] +0 +0 
vu, = 25.14 ft/s Аул = Аьь ([(7я)(5)105.14) = (л)(5)20.) — v, — 100.56 ft/s 






4000 lb/ft? abs 
Y 





^ 


Fig. 8-78 
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$14  InFig. 8-79, H — 6m and h — 5.75 m. Calculate the head loss. 
I v2 = V2gh = V(2)(9.807)(5.75) = 10.62 m/s р,/у+ 12/28 + 2 =р,/у + 102/28 + 2, +. 
0+0+6=0+ 10.622/[(2)(9.807)] +0+л, А, = 0.250 т 





8.145  InFig. 8-80, 0.1 m?/s of water flows from section 1 to section 2 with losses of 0.4(v, — v;)^/2g. If p, = 100 kPa, 
| find p>. 


1 py t vil2g tz, — pily t 02/26 +z +h, 
v, = Q/A, = (0.1)/[()(0.300)?/4] = 1.415 m/s о, = О/А, = (0.1)/[02)(0.450)2/4] = 0.629 m/s 
0.4(1.415 — 0.629)? 





100/9.79 + 1.415°/[(2)(9.807)] +0 = p2/9.79 + 0.6297/[(2)(9.807)] +0 + (2)(9.807) P2= 100.8 kPa 
300 mm dam. 20° 450 mm diam 
Ө; - © Fig. 8-80 


8.146 Neglecting losses, determine the discharge in Fig. 8-81. : 
8 piv-vi?g-zn-p/vtvl2g tz *h,  [(0.6)(62.4)]](3)/62.4 - 0 4 —- 0 - v2/[(2)(32.2)] - 0 - 0 
v; — 20.59 ft/s О = Av 7» [(1)(&)?/4](20.59) — 0.45 ft?/s 







01 59.:0:86| 





Fig. 8-81 


8.147 A pipeline leads from one reservoir to another which has its water surface 10 m lower. For a discharge of 
1.0 m’/s, determine the losses in meters and in kilowatts. 


1 piv twigez-plytv2gtzth, 0+0+10=0+0+0+л, А, =10 т 
Losses = Qyh, = (1.0)(9.79)(10) = 97.9 kW 
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8.148 In the siphon of Fig. 8-82, h, = 1 m, h, = 3 m, d, = 3 m, and d, — 5 m, and the losses to section 2 are 2.6v2/2g, 


with 10 percent of the losses occurring before section 1. Find the discharge and the pressure at section 1. 


Pal Y * vaí2g * za 7 pil y + U3/2g + 22+ hy 
0+0+(1+3) =0 + v2/[(2)(9.807)] + 0 + 2.6v2/[(2)(9.807)] о, = 4.668 m/s 
О = Ау, = [(л)(5)?/4](4.668) = 91.7 m?/s у, = ОЈА, = 91.7/[(2)(3)/4] = 12.97 т/ѕ 
РвЇҮ + 05/28 + 28 = р.у + 01/22 +2, +, 
0+0+ (1+3) =р,/9.79 + 12.97 /[(2)(9.807)] +3 + 0.10{(2.6)(4.668)2/[(2)(9.807)]} 
Pı = —77.0 КРа 





8.149 Find the pressure at A of Prob. 8.148 if it is a stagnation point (velocity zero). 
f opsly +2 /2g+z5=paly+vi4l2gt+zath, 0+0+0=p,/9.79+04+4+0 p,=—39.2kPa 
8.150 _In the friction-free siphon shown in Fig. 8-83, what are the pressures of the water in the tube at B and at A? 
І Poly + v5/2g + 2p = Pcl y + 02/28 + zc +h, 
0+0+3.0=0 + v2/[(2)(9.807)]}+0+0 — vc —7.67 m/s va - v4 
Poly * vb/2g * zo — pal y * vaí2g + Zp + hy 
0+0+3.0=рь/9.79 + 7.672/[(2)(9.807)] + (3.0+ 1.5) +0 рь = –44.0 КРа 
Poly + v7,/2g + Zp = Daly + v4/2g + Z4 + hy 
0+0+3.0=p,/9.79 + 7.672/[(2)(9.807)] +3.0+0 рл = —29.4 kPa 





8.151 If the vapor pressure of water is 0.1799 m of water, how high (A) above the free surface can point B be in 


Prob. 8.150 before the siphon action breaks down? Assume atmospheric pressure is 101 kPa. 


f poly * vil?g t zo - paly * vi/2g ^ zs * h,. Using absolute pressures and considering that vp = 0 at 
maximum A when the siphon action breaks down, 101/9.79 -- 0 -- 3.0 — 0.1799 + 0 + (3.0 + h) +0, h 2 10.14 m. 
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CHAPTER 9 
Flow in Closed Conduits 


Water at 10?C flows in a 150-mm-diameter pipe at a velocity of 5.5 m/s. Is this flow laminar or turbulent? 
EB N.- dv|v - (0.150)(5.5)/(1.30 x 1075) = 634 615. Since 634 615 > 4000, the flow is turbulent. 
SAE10 oil at 68 °F flows in a 9-in-diameter pipe. Find the maximum velocity for which the flow will be laminar. 


f Nr = pdv/p. For laminar flow, assume М, << 2000. 2000 -- (1.68)(%)(у)/(1.70 х 1072, v = 2.70 ft/s. 


The accepted transition Reynolds number for flow past a smooth sphere is 250 000. At what velocity will this 
occur for airflow at 20°C past a 10-cm-diameter sphere? 


І Ne=dv/v 250000 = (0.10)(0)/(1.51 х 1075) о = 37.8 т/ѕ 

Repeat Prob. 9.3 if the fluid is (a) water at 20? and (b) hydrogen at 20?C (v — 1.08 x 10 * m?/s). 

а) Nr=dv/v 250000 = (0.10)(v)/(1.02 x 107$) v=2.55 m/s 
(b) Nr=dv/v 250000 = (0.10)(v)/(1.08 x 10-*) v =270 m/s 


A }-in-diameter water pipe is 60 ft long and delivers water at 5 gpm at 20°C. What fraction of this pipe is taken 
up by the entrance region? 


1 0 = (5)(0.002228) =0.01114#/5 У-= 0/4 = 0.01114/((2)(0.5/12)/4] = 8.170 = М = д/у 


Егот Табе А-2, у = 1.02 х 107% т2/5 аї 20 °С, which equals 1.10 x 10°° ft?/s; hence, Ng = 
(0.5/12)(8.170)/(1.10 x 107?) = 30 947. Since 30 947 > 4000, the flow is turbulent and for entrance length, 
L,/d =4.4NX° = (4.4)(30 947)” = 25. The actual pipe has L/d = 60/[(3)/12] = 1440; hence, 





=—= 740 =0.017 or 1.7 percent 


An oil with p = 900 kg/m’ and v = 0.0002 m’/s flows upward through an inclined pipe as shown in Fig. 9-1. 
Assuming steady laminar flow, (a) verify that the flow is up and find the (5) head loss between section 1 and 
section 2, (c) flow rate, (d) velocity, and (e) Reynolds number. Is the flow really laminar? 


аа) HGL=z+p/pg HGL, = 0 + 350 000/[(900)(9.807)] = 39.65 m 
HGL, = (10)(sin 40°) + 250 000/[(900)(9.807)] = 34.75 m 
Since HGL, > HGL,, the flow is upward. 


(b) h; = HGL, — HGL, - 39.65 — 34.75 — 4.90 m 
(c) u = pv = (900)(0.0002) = 0.180 kg/(m - s) 
 ztpgd'h, (z)(900)(9.807)(15:) (4.90) - 3 
Q- NL (128)0.18000) — — 0.00764 m /s 
(d) о = О/А = 0.00764/[(2)(5%)2/4] = 2.70 т/ѕ 
(е) Nz = du/v = (385)(2.70)/0.0002 = 810 


This value of Nz is well within the laminar range; hence, the flow is most likely laminar. 





Fig. 9-1 
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9.7 


9.8 


9.9 


9.10 


9.11 


9.12 


9.13 


For flow of SAE10 oil through a 100-mm-diameter pipe, for what flow rate in cubic meters per hour would we 
expect transition to turbulence at (a) 20°C [u = 0.104 Pa - s], and (b) 100 °C [u = 0.0056 Pa - s]? 


B Assume transition to turbulence occurs at N& — 2300. Na — рӣо/и. 
(a) 2300 = (869)(0.100)(v)/0. 104 v — 2.753 m/s 
О = Av 7 [()(0.100)?/4](2.753) — 0.0216 m?/s or 77.76 m"/h 
(b) 2300 = (869)(0.100)(v)/0.0056 v 7: 0.1482 m/s i 
Q = Av = [(z)(0.100)?/4](0. 1482) — 0.00116 m?/s or 4.18 m°/h 


A fluid at 20 °C flows at 0.8 L/s through an 100-mm-diameter pipe. Determine whether the flow is laminar or 
turbulent if the fluid is (a) hydrogen (v -- 1.08 x 10 * m?/s), (b) air, (e) gasoline (v = 4.06 х 107 m?/s), 
(d) water, (e) mercury (v — 1.15 x 10^" m?/s), or (f) glycerin. 


І № = дуу о = ОЈА = (0.8 х 10-3) /[(2)(0.100)2/4] = 0.1019 т/ѕ 
(a) Nr = (0.100)(0.1019)/(1.08 x 10-*) = 94 (laminar) 

b) Nr = (0.100)(0.1019)/(1.51 x 105) =675 (laminar) 

(с) Ма = (0.100)(0.1019)/(4.06 x 10-7) = 25099 (turbulent) 
(d) Ма = (0.100)(0.1019)/(1.02 x 10-5) 9990 —— (turbulent) 
(е) Ма = (0.100)(0.1019)/(1.15 x 107) = 88609 (turbulent) 
o Na =(0.100)(0.1019)/(1.18 x 10-3) =9 — (laminar) 


Oil (s.g. = 0.9, v = 0.0003 m?/s) enters a 50-mm-diameter tube. Estimate the entrance length if the flow rate is 
1L/s. 


I Np=dv/v 
у-О/А-0.001/Г(л)(0.050)2/4) -- 0.5093 т/ѕ Nz = (0.050)(0.5093)/0.0003 = 85 (laminar) 
L./d =0.06Np L, = (0.050)(0.06)(85) = 0.255 m 
What is the Reynolds number for a flow of oil (s.g. = 0.8, # = 0.00200 Ib - s/ft”) in a 6-in-diameter pipe at a flow 
rate of 10 ft?/s. Is the flow laminar or turbulent? 
І 0= О/А = 10/[02)(%5)2/4] = 50.9 ft/s 
М№ = рао/и - [(0.8)(1.94)]($)(50.9)/0.00200 — 19 749 (turbulent) 
Gasoline at a temperature of 20°C flows at the rate of 2 L/s through a pipe of inside diameter 60 mm. Find the 
Reynolds number. . 
І v - Q/A = (2х 1073)/[(л)(0.060)?/4] = 0.707 т/ѕ 
Npr = рао/и = (719)(0.060)(0.707)/(2.92 х 107) = 104 452 


The Reynolds number for fluid in a pipe of 10 in diameter is 2000. What will be the Reynolds number in а 
6-in-diameter pipe forming an extension of the 10-in pipe? Take the flow as incompressible. 


BN. — dv/v. Since v is constant, [N4/(dv)]; 7 [Ns/(dv)h; Aii 9 A2vo, [Gr) G3Y/4](v1) 9 [GO SY/4](v2), 
v = 0.360v;, 2000/[(42)(0.360v2)} = (М )„/[(%)(®»)], (Мх)» = 3333. 


Water is flowing through capillary tubes A and B into tube C, as shown in Fig. 9-2. If Q, =3 mL/s in tube A, 
what is the largest Q, allowable in tube B for laminar flow in tube C? The water is at a temperature оѓ 40 °С. 
With the calculated Q5, what kind of flow exists in tubes A and B? 


MB For laminar flow, assume N4 - 2300. Na - dv/v. In tube C, 2300 — (0.006)(vc)/(6.56 x 1077), vc — 
0.2515 т/5; Ос = Асос = [(%)(0.006)?/4](0.2515) = 7.11 x 10° m*/s, or 7.11 mL/s, Q, = 7.11 ~3 = 4.11 mL/s. 
In tube A, v4 7 Q4/A, 7 (3 x 10 5)/[(2:)(0.005)?/4] = 0.1528 m/s, 


` Nr = (0.005)(0.1528)/(6.56 х 107”) = 116 (laminar) 
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In tube B, ө» = О„/Ав» = (4.11 х 10-5)/[(:)(0.004)?/4] — 0.3271 m/s, 
Ng = (0.004)(0.3271)/(6.56 x 10-7) = 1995 (turbulent) 





Fig. 9-2 


9.14 Incompressible steady flow of water occurs in a tube of constant cross section, as shown in Fig. 9-3. What is the 
head loss between sections A and B? 


/ Daly + v4/2g + 24 = poly + V5/2g + Zp + hy 
(90)(144)/62.4 + 02/26 +0 = (30)(144)/62.4 + 05/28 + 100 + h, 
12,128 = 0/25 h, = 38.5 ft 





Fig. 9-3 


e 


9.15 — Water flows through a pipe at 5 L/s, as shown in Fig. 9-4. If gage pressures of 12.5 kPa, 11.5 kPa, and 10.3 kPa 
are measured for p;, p; and p,, respectively, what are the head losses between 1 and 2 and 1 and 3? 


ШЕ pjívy*vig tz 2 ply * vil2g t z; * (hz 12.5/9.79 + 02/26 + 10 = 11.5/9.79 + 02/2р + 10+ (hia 
102/28 = 02/28 (hj. = 0.1021 т Pily + vi/2g + 2, = ps/y + v3/2g t z, t (h,), s 
v, 7 Q/A, » (5 x 10)/[(2)(0.050)/4] 22.546 m/s vy = Q/A, = (5 X 10-3)/[(x)(0.030)?/4] = 7.074 m/s 
12.5/9.79 + 2.546/{(2(9.807)] + 10 = 10.3/9.79 + 7.0747/[(2)(9.807)] +0+(h,):-3  (hz)s-3 = 8.00m 





a, = 30 mm Fig. 9-4 


9.16 A large oil reservoir has a pipe of 3 in diameter and 7000-ft length connected to it, as shown in Fig. 9-5. 
Assuming laminar flow through the pipe, compute the amount of oil issuing out of the pipe as a free jet. 





? 
: 
i 
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Compute the velocity and Reynolds number to see if the fiow is laminar. Voa = 1 x 10~‘ ft?/s. Neglect entrance 
losses to the pipe. 


Ё о р/ү+її/2в+®=р,/ү +%3/2&Е+23+һ,  p2/62.4 + 9/2 %0-0- 92/2 «0-7, 02/26 = 02/26 


р,/62.4 = №, (1) : 
d'h 
Q= а 
hy = 128QuL _128[(ad7/4)(v2)JuL _32vzvL _ (32)(v2)(1 x 107*)(7000) _ 1139, a 
zpgd* zpgd* 802 (32.2)(3/12)? 
рү + 02/28 +2, =р,/ү+ 10/28 +2 +һ 0+0+10=р,/62.4+ 02/[(2)(32.2)| +0 +0 
р/62.4 = 10 – 02/[(2)(32.2)] 9) : 
Equating h, from Eqs. (1) and (2), | 
p2/62.4 = 11.130, (4) 


Equating p,/62.4 from Egs. (3) апа (4), 11.130, = 10 – 02/[(2)(32.2)], 03 + 716.80, —– 644 = 0, у, = 0.8973 ft/s; 
О = Av = [(л)(5)/4100.8973) = 0.0440 ft°/s; Na = dv/v = (3)(0.8973)/(1 x 107*) — 2243 (barely laminar). 





Fig. 9-5 


9.17 If 140 L/s of water flows through the system shown in Fig. 9-6, calculate the total head loss between 2 and 3. 
I Poly + 03/28 + z2 = pal Y + V3/2g + 25+ he 
= Q/A, = (140 x 10-*)/[(1)(0.300)?/4] = 1.981 m/s — v Q/A; (140 x 10)/[(2)(0.150)?/4] — 7.922 m/s 
P2/9.79 + 1.981?/[(2)(9.807)] + 0 =.0 + 7.9227/[(2)(9.807)] +15+h, hı = p2/9.79 — 18.00 
Pil y * vil2g t zo» p,ly t vil2g tz, th, 0+0+30=p,/9.79 + 1.9817/[(2)(9.807)] +0+0 
| p2/9.79 = 29.80 m hi 729.80 — 18.00 7 11.80 m 





=a == 








Fig. 9-6 


9.48 Determine the maximum velocity for laminar flow for (a) medium fuel oil at 60 °F (v — 4.75 x 107? ft^/s) flowing 
through a 6-in pipe and (b) water at 60 °F flowing in the 6-in pipe. 


B For laminar flow, assume N4 < 2000. Nz = du/v. 
(a) 2000 = (5)(0)/(4.75 х 1075) su = 0.190 ft/s 


(b) | ^. 2000-(&Yv)121x107) v = 0.0484 ft/s 


9” 


9.20 


921 


9.22 


9.23 


9.24 


9.25 


9.26 


927 


9.28 


9.29 
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Determine the type of flow occurring in a 12-in pipe when (a) water at 60 °F flows at a velocity of 3.50 ft/s and 
(b) heavy fuel oil at 60 °F (v = 221 x 107° ft?/s) flows at the same velocity. 


i N,=dv/v 
(a) Ne = (3)(3.50)/(1.21 x 1075) = 289 256 (turbulent) 
(b) № = (8)(3.50)/(221 х 1075) = 1584 (атіпаг) 


For laminar flow conditions, what size pipe will deliver 90 gpm of medium fuel oil at 40 °F 
(v=6.55 x 107° ft?/s)? 


f 0 = (90)(0.002228) — 0.2005 ft/s. For laminar flow, assume Np = 2000. Nz = du/v, v=Q/A= 
0.2005/(x d?/4) = 0.2553d~?, 2000 — (d)(0.2553d ?)/(6.55 x 1075), d — 1.95 ft. 
What is the Reynolds number of flow of 0.4 m?/s of oil (s.g. = 0.86, u = 0.025 Pa - s) through a 
450-mm-diameter pipe? 
І v = Q/A — 0.4/[(2)(0.450)^/4] = 2.515 m/s 

Nr = p du/ pu = [(0.86)(1000)](0.450)(2.515)/0.025 = 38 932 
An oil with s.g. = 0.85 and у = 1.8 x 107? m?/s flows in a 10-cm-diameter pipe at 0.50 L/s. Is the flow laminar or 
turbulent? 
1 о = ОЈА - (0.50)(1000)/[( 2) (38)?/4] — 0.06366 m/s 

= du/v = (7)(0.06366)/(1.8 x 10~*) = 354 (laminar) 


Fluid with kinematic viscosity 0.00015 ft?/s flows through a pipe of diameter 9 in. What is the maximum velocity 
for laminar flow? 


Ё For laminar flow, assume Nz = 2000. Nz = du/v, 2000 = (%)(v)/0.00015, v = 0.400 ft/s. 
An oil with v = 0.005 ft?/s flows through a 6-in-diameter pipe at 10 ft/sec. Is the flow laminar or turbulent? 
1 Nr = du/v = (§)(10)/0.005 = 1000 (laminar) 


Hydrogen at atmospheric pressure and 50 °F has a kinematic viscosity of 0.0011 ft?/s. Determine the maximum 
mass flow rate for laminar flow in a 3-in-diameter pipe. y = 0.00540 lb/ft’. 


1 For laminar flow, assume Nz = 2000. Nz = du/v, 2000 = (%)(v)/0.0011, v = 8.80 ft/s; W = yAu = 
(0.00540) [(2)(2)2/4](8.80) = 0.001037 Ib/s. 
Air at 1500 kPa abs and 100°C flows in a 20-mm-diameter tube. What is the maximum laminar flow rate? 


f For laminar flow, assume Nz = 2000. Nz = pdu/p, p =p/RT = (1.5 x 105)/[(287)(273 + 100)] = 14.01 kg/m’, 
2000 = at oo. 020)(v)/(2.17 x 105), v — 0.1549 m/s; Q — Av - [(2)(0.020)?/4](0.1549) — 0.0000487 m?/s, or 
0.0487 L 


What is the hydraulic radius of a rectangular air duct 8 in by 14 in? 


І К, = Ајр,, = [(8)(14)]/(8 +8 +14 + 14) = 2.55іп ог 2.55# 


What is the percentage difference between the hydraulic radii of 30-cm-diameter circular and 30-cm square 
ducts? 
і R, = Alp, 
(Ra Jeircutar = [(0)(30Y//4]/[(2)(30)] 2 7.50 cm (Ra)square = (30)(30)/(30 + 30 + 30 + 30) = 7.50 cm 
Since they are equal, the percentage difference is zero. Note that the hydraulic radius of a circular section is 


one-fourth its diameter. 


Two pipes, one circular and one square, have the same cross-sectional area. Which has the larger hydraulic 
radius, and by what percentage? 


202 


9.30 


9.31 


9.32 


9.33 


9.34 


0 CHAPTER 9 


1 Let d = diameter of the circular pipe and a = the side of the square one. Since they have the same 
cross-sectional area, 02/4 = a”, a = Vird/2; (Rp) circutar = 4/4 = 0.2500d, (Ry) square = A/Pw = a7/4a = a/4, Since 
a= Vxd/2, (Rp) square = (Vzd/2)/4 — 0.2216d, hence, the circular pipe has the larger hydraulic radius by 
(0.2500 — 0.2216)/0.2216 = 0.128, or 12.8 percent. 


Steam of weight density 0.26 lb/ft? flows at 100 fps through a circular pipe. What is the shearing stress at the 
wall, if the friction factor is 0.015? 
І To = (f/4)(y)(v?/2g) = (0.015/4)(0.26){100"/[(2)(32.2)]} = 0.151 Ib/ft? 


Glycerin at 68 °F flows 120 ft through a 6-in-diameter new wrought iron pipe at a velocity of 10.0 ft/s. 
Determine the head loss due to friction. 


1 hy = (f)(L/d)(v/2g) Ng = pdu/ — (2.44)($)(10.0)/ (3.11 x 107?) = 392 


Since Ng < 2000, the flow is laminar and f — 64/ Ng — $5; = 0.1633, h, — 0.1633[120/($)] (10.07/[(2)(32.2)]) = 
60.9 ft. . 





SAE10 oil flows through a cast iron pipe at a velocity of 1.0 m/s. The pipe is 45.0 m long and has a diameter of 
150 mm. Find the head loss due to friction. 


/ hy = (f)(L/d)(v7/2g) Npr = pdu/p = (869)(255)(1.0)/0.0814 = 1601 
Since Ng < 2000, the flow is laminar and f = 64/Nz = 747 = 0.0400, h; = 0.0400[45.0/(383)]{1.07/[(2)(9.807)]} = | 
0.612 m. 


A 60-mm-diameter pipe (Fig. 9-7) contains glycerin at 20°C flowing at 8.5 m°/h. Verify that the flow is laminar. 
For the pressure measurements shown, is the flow ascending or descending? What is the head loss for these 
pressures? 


1 о = ОГА = (8.5/3600)/[(2)(0.060)/4] = 0.835 т/ѕ 
Nr = pdu/p = (1258)(0.060)(0.835)/1.49=63 (laminar) 
HGL=z+p/pg НСІ, = 0+ (2.0)(101 400) /[(1258)(9.807)] = 16.44 т 
НСІ в = 12 + (3.8)(101 400)/[(1258)(9.807)] = 43.23 m 
Hence, the flow is from B to A (i.e., descending). Head loss = 43.23 — 16.44 = 26.79 m. 


38 atm 






20}atm 


Fig. 9-7 


For the data of Prob. 9.33, compute the theoretical head loss if the pipe length is 30 m between A and B. 
Compare with the head loss corresponding to the measured pressures. 


zpgd'h, 8.5. (2)(1258)(9.807)(0.060)*(h,) 
128uL 3600 (128)(1.49)(30) 


which is only 10 cm greater than the value found in Prob. 9.33. 


І Q= h; =26.89 m 


Two horizontal infinite plates keep a distance h apart as the upper plate moves at speed V, as in Fig. 9-8. There 
is a fluid of constant viscosity and constant pressure between the plates. If V = § m/s and h = 20 mm, compute 
the shear stress at the plates, given that the fluid is SAE 30 oil at 20°C. 


9% 
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B N,- phV /u — (888)(0.020)(5)/0.440 — 202. Since the flow is laminar, 


where u = (V/h)(y), t = (u)(V/h) = 0.440[5/(2.0/100)] = 110 Pa. 
ыу 


У „r н h 


x 
o. Fixed Fig. 9-8 


Find the head loss per unit length when a fluid of s.g. 0.86 and kinematic viscosity 0.008 ft?/s flows in a 
3-in-diameter pipe at a rate of 5 gpm. 


i o= (5)(0.002228) = 0.01114 ft/s hy = (f )(L/d)(v?/2g) v = Q/A =0.01114/[(x)(4)7/4] = 0.2269 ft/s 
Ng = dv/ v — (15)(0.2269)/0.008 — 7.09 

Since Nz < 2000, the flow is laminar and f — 64/N, — 64/7.09 — 9.03, h, — 9.03[1/(12)] (0.2269?/[(2)(32.2)]) = 

0.0289 ft per foot of length. 

Tests made on a certain 12-in-diameter pipe showed that, when V — 10 fps, f — 0.015. The fluid used was water 

at 60°F. Find the unit shear at the wall and at radii of 0, 0.2, 0.3, 0.5, and 0.75 times the pipe radius. 

І To 7 (f/A)(Y)(V?/2g) — (0.015/4)(62.4){107/[(2)(32.2)]} = 0.3634 Ib /ft? 


The stress distribution is linear; hence, 


г/т, z, Ib/f? 
0 0 

0.2 0.0727 
0.3 0.1090 
0.5 0.1817 
0.75 0.2726 


If oil with a kinematic viscosity of 0.005 ft?/s weighs 54 Ib/ft®, what will be the flow rate and head loss in a 
3600-ft length of 4-in-diameter pipe when the Reynolds number is 800? 


І Ng=dv/v 800 = (%)(0)/0.005 v = 12.00 ft/s О = Ао = [(л)(5)2/4(12.00) = 1.047 ft?/s 

У = 64/1 № = 64/800 = 0.0800 hy = (f)(L/d)(v?/2g) — 0.0800[3600/(15)] (12.00?/[(2)(32.2)]) — 1932 ft 
How much power is lost per kilometer of length when a viscous fluid (4 = 0.20 Pa - s) flows in a 
200-mm-diameter pipeline at 1.00 L/s? The fluid has a density of 840 kg/m’. 
1 v = Q/A = (1.00 x 10 7)/[(2)(0.200)?/4] — 0.03183 m/s 

Npr = pdv/ u = (840)(0.200)(0.03183)/0.20 — 26.74 h,/L = (f)(1/d)(v?/2g) 

Since Ng < 2000, the flow is laminar and f = 64/N, — 64/26.74 — 2.393, h, /L — 
2.393[1/(0.200)]{0.031837/[(2)(9. 807)]} = 0.0006180 m, P/L = Qyh,/L = Qpgh,/L — 
(1.00 x 107*)(840)(9.807)(0.0006180) = 0.00509 W/m = 5.09 W/km. 
Calculate the discharge of the system in Fig. 9-9, neglecting all losses except through the pipe. 
B. Assume laminar flow and use the conversion 1.0 centipoise — 0.0002089 Ib - s/ft^. 


_уАһа? (55)(18)[()/12] 
7 32Ш, (32)(0.0002089)(16) 


Ne = pdu/p = (y/g)(d)(v)/p = (55/32.2)[(4)/12](4.017)/0.0002089 = 684 —— (laminar) 
Q = Av = {(x)[(2)/12}7/4}(4.017) = 0.00137 ft?/s 





v = 4.017 ft/s 
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ЕСТІҢ сепрозе rig. 9.9 


9.41 In Fig. 9-10, H = 25m, L = 40m, 0 = 30°, d = 8 mm, y = 10 kN/m’, and u = 0.08 Pa - s. Find the head loss per 
unit length of pipe and the discharge in liters per minute. 


f Assuming laminar flow, 


_yAhd? _(10*)(25)(8 x 107)? - 
aL ^ Goo 7 21583 m/s 


Ns — pdv/ n — (v/g)(dY(v)/u — [10/9.807](8 x 10-5)(0.1563)/0.08 — 16 — (laminar) 
Q = Av = [(x)(8 x 1072)?/4(0.1563) — 7.857 x 1075 m?/s — 0.471 L/min 


Ah/L = 3$ —0.625 m/m 





9.42 For the data of Prob. 9.41, find H if the velocity is 0.1 m/s. 
B By proportion, H — (0.1/0.1563)(25) — 16.0 m. 


9.43 Water flows at 0.20 m?/s through a 300-mm-diameter, 120-m-long pipe, under a pressure difference of 
280 mmHg. Find the friction factor. | 
Ih, =(f)(L/d)(v?/2g). From the pressure gradient, h; = (13.6/1)(0.280) = 3.808 m; v = Q/A = 
0.20/(2)(0.300)2/4] = 2.829 m/s, 3.808 = (f)[120/(0.300)]{2. 829?/[(2)(9.807)]), f = 0.0233. 
9.44 Use the Blasius equation for determination of friction factor to find the horsepower per mile required to pump 
3.0 ft?/s of liquid (v = 3.3 x 10~* ft’/s, y = 60 Ib/ft*) through an 18-in pipeline. 
І h,—-(f)L/d)v/2g) Р = 0.316/№* ъ= ОЈА = 3.0/[(2)(18)2/4] = 1.698 ft/s 
М№ = du/v = (38)(1.698)/(3.3 x 107*) = 7718 f =0.316/7718" = 0.03371 
hy = 0.03371[5280/(48)]{1.6987/[(2)(32.2)]} = 5.312 ft 
Р = Qyh, = (3.0)(60)(5.312) = 956.2 ft - Ib/s per mile 956.2/550 = 1.74 hp per mile 


9.45 Determine the head loss per kilometer required to maintain a velocity of 3 m/s in a 20-mm-diameter pipe, if 
v 24X 107 m?/s. 


I h; = (f)(L/d)(v?/2g) Ne = du/v = (0.020)(3)/(4 х 1075) = 1500 (laminar) 
f =64/Np = 64/1500 = 0.04267, _h, = 0.04267[1000/(0.020)] {37/[(2)(9.807)]} = 979.0 m per km 
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:946 Fluid flows through a 10-mm-diameter tube at a Reynolds number of 1800. The head loss is 30 m in a 120-т 
length of tubing. Calculate the discharge in liters per minute. 


Ih, =(f)(L/d)(v?/2g). Since Nz < 2000, flow is laminar and f — 64/ № = 64/1800 = 0.03556, 
30 = 0.03556[120/(0.010)]{v?/[(2)(9.807)]}, v = 1.174 m/s; О = Ао = [(x)(0.010)?/4](1.174) = 
92.21 X 10 * m?/s = 5.53 L/min. 


:947  Oilofabsolute viscosity 0.00210 Ib - s/ft” and specific gravity 0.850 flows through 10 000 ft of 12-in-diameter cast 
iron pipe at the rate of 1.57 cfs. What is the lost head in the pipe? 


I h,-(fKLld(w^Dg) ъ=О/А=1.57/[(л)(2)/4] = 1.999 1/5 
Мк = pdu/ pu — [(0.850)(1.94)](32)(1.999)/0.00210 — 1570 (laminar) 
У = 64/Np = 1% = 0.04076 = 0.04076[10 000/(#3)]{1.9997/[(2)(32.2)]} = 25.3 ft 


: 948 When first installed between two reservoirs, a 4-in-diameter metal pipe of length 6000 ft conveyed 0.20 cfs of _ 
water. (a) If after 15 years a chemical deposit had reduced the effective diameter of the pipe to 3.0 in, what then 
would be the flow rate? Assume f remains constant. Assume no change in reservoir levels. (b) What would be 
the flow rate if in addition to the diamater change, f had doubled in value? 


: Е (a) (A)(Li/d,) (3/28) = (f)(L2/d2)(v3/2g). Since f, L, and g are constant and v = Q/A = Q/(xd?/4), 
; Q3/d3 = Q2/d3, 0.207/4° = Q2/3.0°, Q, = 0.0974 cfs. 

; (b) ) (0001/4) = (f2)(Q3/d3). Ѕіпсе р = 23, 01/4: = (2)(02/45), 0.202/4° = (2)(02/3. 0), 

0: =0 


:949 Aliquid with y —581b/ft? flows by gravity through a 1-ft tank and a 1-ft capillary tube at a rate of 0.15 ft?/h, as 
shown in Fig. 9-11. Sections 1 and 2 are at atmospheric pressure. Neglecting entrance effects, compute the 
viscosity of the liquid in slugs per foot-second. 


ІС piytviDgtz-plytviDgtzth,  v;—-QlA;-(0.15/3600)/[(2)(0.004)?/4] — 3.316 ft/s 
0+0+ (1+ 1) =0 + 3.3167/[(2)(32.2)] +O+h, h; =1.829ft 
Assuming laminar flow, , 


32uLv 2 (32Х(и7(1)(3.316) 
yd? 1.829 = (58)(0.004)? 


Мк = pdv/y — (y/g)(d)(v)/u — (58/32.2)(0.004)(3.316)/(1.600 x 10^) = 1493 (laminar) 


h,— 





— 1.600 x 107? slug/(ft - s) 





| Q) 


050.15 2/һ Fig. 9-11 


: 950 InProb. 9.49, suppose the flow rate is unknown but the liquid viscosity is 2.1 x 10^? slug/(ft - s). What will be 
: the flow rate in cubic feet per hour? Is the flow still laminar? 


І pily + v3/2g + z, = poly + v3/2g + 2+ hy 
0+0+(1+1)=0+ v^/[(2)(32.2)] *0-ch, һ,-2- 0.01553v? 





| 


i 
“ 
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Assuming laminar flow, 
h,-32uLv|yd! 2 0.015530 = (32)(2.1 х 107°)(1)(0)/158)(0.004) 
12 + 46.630 – 128.8=0 о = 2.616 #/5 
QO = Av = [(2)(0.004)?/4](2.616) = 0.00003287 ft?/s = 0.118 ft?/h 

Ne = pdu/u = (y/g)(d)(v)/p = (58/32.2)(0.004)(2.616)/(2.1 x 10-5) =897 (laminar) 
9.51 In the syringe of Fig. 9-12 the drug has p = 900 kg/m? and p = 0.002 Pa - s. What steady force F is required to : 
produce a flow of 0.4 mL/s through the needle? Neglect head loss in the larger cylinder. 

I palpg * vi/2g t z, — palpg * vil2g * zg * hy, 

Us 7 ОГАь = 0.4 х 107%/[(л)(0.25 х 1073)2/4] = 8.149 m/s 

Npr = pdv/ u = (900)(0.25 x 107*)(8. 149) /0.002 = 917 (laminar) 


шіл _ (32)(0.002)(0.020)(8.149) _ 
t= “bed? ~ (900)(9.807)(0.25 x 103)? 18:91 0 


Pal[(900)(9.807)] + 0 + 0 = pz/[(900)(9.807)] + (8. 149)*/[(2)(9.807)] + 0 + 18.91 
Pa — Pp= 196788 N/m? 
F= (pa — Pr)(Apiston) = 196 788[(2)(0.010)?/4] 2 15.5 N 


ds - 10mm 





20 mm—l— 30mm—+ Fig. 9-12 


9.52 Paint issues from the tank in Fig. 9-13 at Q — 45 ft^/h. Find the kinematic viscosity. Is the flow laminar? 
f — pilpg vig t za —palpg * vsl2g t za th; — ов = О/Ав = (iio) /[(x)(0.5/12)^/4] — 9.167 ft/s 
0+0+9=0+9.1672/[(2)(32.2)] +0+л, — h, —7.695ft 


Assuming laminar flow, 


| 128vLQ _ Q28)()() Gi _ ‚ 
y= age 795”{кузәо5уб.з2ў у = 0.0002444 #2/5 


Nr = dulv = (0.5/12)(9.167)/0.0002444 = 1563 (laminar) 





Fig. 9-13 


9.53 In Prob. 9.52, what will the flow rate be if the paint properties are p — 1.78 slugs/ft? and u = 0.00217 lb - s/ft”? 
І ра/рЕ + 05125 + 24 =рьіра + 0/28 +26 +, 0+0+9= 0+ 02/[(2)(32.2)] +0+ №, 


9.54 


ЕТ 


: 956 
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Assuming laminar flow, 


— S2ubv _ (32)0.00217)(9)00) _ 
"= ped! ^ (1.78)(32.2)(0.5/12)" 487% 


0+0+9=0+ 202/[(2)(32.2)] +0 + 4.1870 о? + 269.60 – 579.6=0 v=2.133 ft/s 
Q = Av =[(x)(0.5/12)/4](2.133) = 0.002908 ft/s ог 10.47 ft?/h 
Ne = pdu/u = (1.78)(0.5/12)(2.133)/0.00217=73 — (laminar) 


The smaller tank in Fig. 9-14 is 50 m in diameter. If the fluid is ethanol at 20°C, find the flow rate. 


І paly c vil2g tz, psly * vsl2g t zg th; — 0*0 (040.6 20-00 hy 
1284LQ (128)(1.20 x 10-5)(0.8 + 0.4)(Q) 
h = 1. = ———— . = a ——————————————--5 
= 1.000m =~ ed? 1-000 =" ~)(788)(9.807)(0.002)" 


О = 2.107 х 10% т?/5 ог 7.591/һ 





Fig. 9-14 


For the system in Fig. 9-14, if the fluid has density of 920 kg/m? and the flow rate is unknown, for what value of 
viscosity will the capillary Reynolds number exactly equal the critical value 2300? 





_ _ 32uLu 
I h, = 1.000 m = pgd? (from Prob. 9.54) 
_ (32)(u)(0.8 + 0.4)(v) _ 0.0009398 
1.000 ="o70)(9.807(0.002 — "^ н 


Np =pdv/ 2300—(920)(0.002)(0.0009398/4)/u и = 0.000867 Ра · 


For the pressure measurements shown in Fig. 9-15, determine (a) whether the flow is up or down, and (5) the 
flow rate. Use p — 917 kg/m? and u = 0.290 Pa - s. 


i HGL=z+p/pg 
(a) HGL, = 15 + (200)(1000)/[(917)(9.807)] = 37.24 m 


HGL, = 0 + (600)(1000)/[(917)(9.807)] = 66.72 m 


Since HGL, > HGL,, the flow is from A to B (i.e., up). 
(6) Assume flow is laminar. 





_128pLQ _ _ _ AS - . (128)(0.290)(25.00)(Q) 
r= pgd 7 06:72 ~ 37.24 = 29.48 m L- VAS! + 20° =25.00m 29.48 — (917. 807Y(0.030) (917)9:807)(0.050) 
Q 20.000727 m?/s or. 2.617 m?/h v= Q/A = 0.000727/[()(0.030)?/4] = 1.028 m/s 


Ne = pdu/u = (917)(0.030)(1.028)/0.290 = 98 . (laminar) 
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Рв =2ООКРа 


а:ЗОтт 





Fig. 9-15 


9.57 Repeat Prob. 9.56 if the pressures are the same but there is a pump between A and B which adds a 10-m head 
rise in the flow direction. Is the flow still laminar? 


Ish, =HGL,-—HGL, + Aoump- Using values of HGL, and HGL, from Prob. 9.56, 





h; = 66.72 — 37.24 + 10 = 39.48 m= 1281,0 L=25.00m (from Prob. 9.56) 
zpgd* 
_ (128)(0.290)(25.00)(Q) - 3 3 
39.48 — (1(917)(9.807)(0.030)* О = 0.000974 т?/5 ог 3.51 m"/h 


v = Q/A - 0.000974/[(7:)(0.030)?/4] 2 1.378 m/s 
Ng = pdu/ pu = (917)(0.030)(1.378)/0.290 = 131 (laminar) 
9.58 Water at 40°C flows from tank A to tank B as shown in Fig. 9-16, Find the volumetric flow, neglecting entrance 
losses to the capillary tube as well as exit losses. | 
i рА/Ү + ®М/2& + гл = рь/ү + %Ъ/2&+ 25+,  0+0+(022+0.1)=0+0+0+, А = 0.32 
Assume laminar flow. | 


1 
hy = 28uLQ 





0.32 = (128)(6.51 x 10~*)(0.22 + 0.08)(Q) 
apgd* Un (x)(992)(9.807)(0.001)* 


v =Q/A =3.912 x 1077/[()(0.001)?/4] = 0.4981 m/s 
Ne = pdv/p — (992)(0.001)(0.4981)/(6.51 x 10-*) = 759 (laminar) 


О =3.912 x 1077 m?/s = 1.41 L/h 





| Fig. 9-16 
9.59 In Prob. 9.58, what should the internal diameter of the tube be to permit a flow of 2.16 L/h? 
B Assuming laminar flow, Q « d* or d « Q"^; hence 


(226 
41.41 


Computation of Nj shows the flow to be indeed laminar." 


1/4 
d= ) (1 mm) = 1.534 mm 


Fp ORO 2. 


9.60 


9.61 


9.62 


9.63 
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A hypodermic needle has an inside diameter of 0.3 mm and is 60 mm in length, as shown in Fig. 9-17. If the 
piston moves to the right at a speed of 18 mm/s and there is no leakage, what force F is needed on the piston? 
The medicine in the hypodermic has a viscosity of 0.980 x 107° Pa - s and its density p is 800 kg/m?. 

Consider flows in both needle and cylinder. Neglect exit losses from the needle as well as losses at the juncture 
of the needle and cylinder. 


Al. For cylinder: 


О = Ао = [(2)(0.005)2/4](0.018) = 3.534 х 107” т2/ѕ 
Na = рдо/и = (800)(0.005)(0.018)/(0.980 х 10°) =73 (laminar) 


«Шы, (1280.980 x 10-?)(0.050)(3.534 x 1077) 


a 1 (00.005)* = 1.129 Ра 





For needle: 
v = О/А = 3.534 х 1077 /[(2)(0.3/1000)2/4] = 5.000 т/ѕ 
Мк = (800)(0.3/1000)(5.000)/(0.980 х 107°) = 1224 (laminar) 


__ (128)(0.980 x 1073)(0.060)(3.534 x 1077) 
ра" (л)(0.3/1000) 


Е-(АрУА.ута«) < (104 525-1.129)((л)(0.005)/4|--2.05М 


= 104525 Pa 





Cylinder Needle 
р) n 
V= 18 mm/s 04 = 0.3 тт 
| [so mm 60 mm Fig. 9-17 


In Prob. 9.60, suppose that medicine is drawn from a bottle at atmospheric pressure. What is the largest flow of 
fluid if the fluid has a vapor pressure of 4.8 kPa abs? Neglect losses in the cylinder. 


128u LQ (128)(0.980 x 10-)(0.060)(Q max) 
ла (x) x 1075 


Ома, = 3.27 х 107° т?/5 « 0.327 mL/s 





i Ap = 101 400 ~ 4800 = 96 600 Pa = 





96 600 = 


In Prob. 9.60, it took a force of 2.05 N to move the piston to the right at a speed of 18 mm/s. What should the 
inside diameter be for the cylinder if the force needed is only 1.2 N for the same piston speed? Neglect losses in 
cylinder. 


-3 -7 
І n= 1.2 =61116Pa p= Ре 61 116 = (128)(0.980 x 10 7)(0.060)(3.534 x 10) 


А (2)(0.005)2/4 ла" 
а = 0.343 тт М№ = рао/и = (800)(0.343/1000)(0.018)/(0.980 х 107?) = 5 (Іатіпаг) 

Water at 70 °F flows through a new cast iron pipe at a velocity of 9.7 ft/s. The pipe is 1200 ft long and has a 
diameter of 6 in. Find the head loss due to friction. 
i hy = (f)(L/d)(v?/2g) Мк = du/v = (5)(9.7)/(1.05 х 107°) = 461 905 
From Table A-9, € = 0.00085 ft for new cast iron pipe; €/d = 0.00085/(35) = 0.0017. From Fig. A-5, f = 0.0230; 
hy = 0.0230[1200/(8)]{9.77/[(2)(32.2)]} = 80.6 ft. 
A 96-in-diameter new cast iron pipe carries water at .60 °F. The head loss due to friction is 1.5 ft per 1000 ft of 
pipe. What is the discharge capacity of the pipe? 
І h,-(L/d)w^2g) —1.5-(f)000/09)v/[2)92.2]) fv? = 0.728 
Assume f = 0.0150; (0.0150)(v°) = 0.7728, v = 7.178 ft/s; Ne = д0/у = (25)(7.178)/(1.21 х 10-3) = 4.75 х 105. 
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From Table A-9, € = 0.00085 ft for new cast iron pipe, e/d = 0.00085/(38) = 0.000106. From Fig. A-5, 

f =0.0124. Evidently, the assumed value of f of 0.0150 was not the correct one. Try a value of f of 0.0124. 
(0.0124)(v?) = 0.7728, v = 7.894 ft/s; Nz = (73)(7.894)/(1.21 x 1075) — 5.22 x 105. From Fig. A-5, f — 0.0124. 
Hence, 0.0124 must be the correct value of f, and v = 7.894 ft/s. О - Ау -((л)(%5)2/4|(7.894) - 397 4/5. 


9.65 Water at 70 °F is being drained from an open tank through a 24-in-diameter, 130-ft-long new cast iron pipe, as 
shown in Fig. 9-18. Find the flow rate at which water is being discharged from the pipe. Neglect minor losses. 
1 р/у + 1/28 + 2 = р,[ү+ 12/28 +z +h, 


= hy = (f)(L/d)(u"/2g) = (f)[130/ (48) v2/[(2)(32.2)]} = 1.009fv2 


0+0+ 150.5 =0 + v3/[(2)(32.2)] + 98.4 + 1.009702 
Assume f = 0.0240. 


150.5 = v3/[(2)(32.2)] + 98.4 + (1.009)(0.0240)(v3) 2 = 36.21 ft/s 
Np = du/v = (#)(36.21)/(1.05 x 107°) = 6.90 x 10° 


From Table A-9, e = 0.00085, €/d = 0.00085/(23) — 0.000425. From Fig. A-5, f = 0.0162. Evidently, the 
assumed value of f of 0.0240 was not the correct one. Try a value of f of 0.0162. 


150.5 = 02/[(2)(32.2)] + 98.4 + (1.009)(0.0162)(02) о, = 40.43 #/5 
Ne = (24)(40.43)/(1.05 x 10-5) = 7.70 x 10° 


From Fig. A-5, f = 0.0162. Hence, 0.0162 must be the correct value of f, and v = 40.43 ft/s. Q = Au = 
[(20)(34)7/4](40.43) = 127 ft/s. 


--Ее 193558 


Elev. 98.4 ft 





Fig. 9-18 


9.66 Gasoline is being discharged from a pipe, as shown in Fig. 9-19. The pipe roughness (e) is 0.500 mm, and the 
pressure at point 1 is 2500 kPa. Find the pipe diameter needed to discharge gasoline at a rate of 0.10 m?/s. 
Neglect any minor losses. 


f p,/y +1}/28 +2 ply + 102/25 + 22+ №, 
-h, - (f)L/d)(v^/2g)  (f)(965.5/d) (v?/[(2)(9.807)]) — 49.23fv?/d 
2. 507.05 + 02/28 + 82.65 = 0 + 02/26 + 66.66 + 49.23fv2/d 02/22 = 02/25 
fu2/d =0.3320 ъ= ОЈА,= 0.10/(л42/4) = 0.1273/42 (Ғ)0.1273/47/4 = 0.3320 4 = (0.048817)! 


Assume f = 0.0200. d = [(0.04881)(0.0200)]'* = 0.2500 m, v, = 0.1273/0.2500? = 2.037 m/s; Nz = pdu/p = 
(719)(0.2500)(2.037)/(2.92 x 107*) — 1.25 x 105. From Table A-9, e — 0.00050 m. €/d = 0.00050/0.2500 — 
0.0020. From Fig. A-5, f — 0.0235. Evidently, the assumed value of f of 0.0200 was not the correct one. Try a 
value of f of 0.0235. 


d — [(0.04881)(0.0235)]'5 — 0.2582 m v — 0.1273/0.2582? — 1.909 m/s 
= (719)(0.2582)(1.909)/(2.92 x 107*) — 1.21 x 10° 


є/а = 0.00050/0.2582 = 0.00194 f 20.0235 
Hence, 0.0235 must be the correct value of f, and d 2 0.2582 m. 
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Elev. 82.65 m 





Elev. 66.66 m 


Water at 20°C flows through a new cast iron pipe at a velocity of 4.2 m/s. The pipe is 400 m long and has a 
diameter of 150 mm. Determine the head loss due to friction. 





965.5 m 


i hy = (f)(L/d)(v/2g8) = du/v = (453)(4.2)/(1.02 x 10-°) = 6.18 x 10° 
From Table A-9, € = 0.00026 m. €/d = 0.00026/0. 150 = 0.00173. From Fig. A-5, f = 0.0226. hy = 
0.0226[400/ (7855) ]{4.27/[(2)(9.807)]} = 54.20 m. 


SAE10 oil at 68 °F is to be pumped at a flow rate of 2.0 ft?/s through a level 6-in-diameter new wrought iron 
pipe. Determine the pressure loss in pounds per square inch per mile of pipe and compute the horsepower lost 
to friction. 


І hy = (f)(L/d)(v?/2g) v = Q/A =2.0/[(2)($)"/4] = 10.19 ft/s 
= pdu/p = (1.68)(5)(10.19)/(1.70 х 1073) = 5035 (turbulent) 


From Table A-9, e — 0.00015 ft. e/d — 0.00015/($) — 0.00030. From Fig. A-5, f =0.038. h; = 
0.038|5280/(:5)|(10.192/((2)(32.2))) - 647 Е оі oil; p = yh = (54.2)(647)/144 = 244 psi/mile. 


Water at 20 °C flows in a 100-mm-diameter new cast iron pipe with a velocity of 5.0 m/s. Determine the 
pressure drop in kilopascals per 100 m of pipe and the power lost to friction. 


І hy = (f)(L/d)(v?/2g) = du/v = (28%)(5.0)/(1.02 x 10-*) = 4.90 x 10° 
From Table A-9, e = 0.00026 m. €/d = 0.00026/ (4%) = 0.0026. From Fig. A-5, f = 0.0252. 


h; = 0.0252[100/(28%)]{5.07/[(2)(9.807)]} =32.12m р = (9.79)(32.12) = 314 kN/m? per 100 m of pipe 


Q = Av = [(2)(;000)"/4](5.0) = 0.03927 m?/s 
Power lost = Qyh, = (0.03927)(9.79)(32. 12) = 12.35 kW per 100 m of pipe 


Determine the discharge capacity of a 150-mm-diameter new wrought iron pipe to carry water at 20°C if the 
pressure loss due to friction may not exceed 35 kPa per 100 m of level pipe. 


i = du/v = (333)(v)/(1.02 x 107%) = = 1.47 x 10°v 


Trial No. 1 

Assume v = 3.0 m/s: Ng = (1.47 x 10°)(3.0) = 4.41 x 10°, €/d = 0.000046/(3:3) = 0.000307. From Fig. A-5, 

f =0.0164, hy = (f)(L/d)(v?/2g) = p/y = 35/9.79 = 3.575 m, 3.575 — 0.0164[100/(3:2)) (v?/[(2)(9.807)]), у = 
2.53 m/s. 


Trial No. 2 | 
Assume v = 2.53 m/s: Ng = (1.47 х 10°)(2. 53) = 3.72 x 10°, f =0.0166, 3.575 = 
0.0166[100/ (7650) ]{v7/[(2)(9.807)]}, v = 2.52 m/s; Q = Av = [(2)(G8S)"/4](2.52) = 0.0445 m?/s. 


SAE30 oil at 68 °F is to be pumped at a flow rate of 3.0 ft*/s through a level new cast iron pipe. Allowable pipe 
friction loss is 10 psi per 1000 ft of pipe. What size commercial pipe should be used? 


І p=yh (10)(144) = 55.4 — h, —26.0ft of oil per 1000 ft of pipe 
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Trial No. 1 
Assume v = 5.0 ft/s: 


Q-A/v  30-(xd^/4 5.0 d=0.874ft | 
Na 7 pdv/u —(1.72)(0.874)(5.0)/(9.2x 107) 2 817 — (laminar) 
hy =(f)(L/d)(v7/2g) 7 = 64/№ = #% = 0.0783 
26.0 = (0.0783)(1000/0.874){v?/[(2)(32.2)]} о = 4.32 ft/s 


Trial No. 2 
Assume v = 4.32 ft/s: 


3.0 = (ad?/4)(4.32) d=0.940ft АМ, = (1.72)(0.940)(4.32)/(9.2 х 107°) = 759 (Іатіпаг) 
= 55 = 0.0843 26.0 = (0.0843)(1000/0.940) (v?/[(2)(32.2)]) v = 4.32 ft/s 
Hence, a pipe diameter of 0.940 ft, or 11.28 in, would be required. A 12-in-diameter commercial pipe should be 
used, which would result in a pipe friction loss somewhat less than the allowable 10 psi per 1000 ft of pipe. 
SAE10 oil at 20°C is to flow through a 300-m level concrete pipe. What size pipe will carry 0.0142 m?/s with a 
pressure drop due to friction of 23.94 kPa? 
| p=yh 23.94=8.52h, h,=2.81m 


Trial No. 1 
Assume v = 1.5 m/s: 
О = Ајо 0.0142 = (л42/4)(1.5) 4= 0.110 т 


Na = pdu/p = (869)(0.110)(1.5)/(8.14 x 10-2) = 1761 (laminar) 
hy = (f )(L/d)(v?/2g) f =64/Ne = 4; = 0.0363 
2.81 = (0.0363)(300/0.110)(v?/[(2)(9.807)]) ^ v — 0.746 m/s 


Trial No. 2 
Assume v — 0.746 m/s: 


0.0142 = (л4°/4)(0.746) ӣ = 0.156 т Np = (869)(0. 156)(0.746)/(8.14/10-7) =1242 (laminar) 
Р = 1 = 0.0515 2.81 = (0.0515)(300/0.156)(02/[02)(9.807)]} v = 0.746 m/s 
Hence, a pipe diameter of 0.156 m, or 156 mm, would be required. 
Compute the friction factor for flow having a Reynolds number of 5 x 10° and relative roughness (€/d) of 0.015 - 
(transition zone). Use the Colebrook formula, the Swamee—Jain formula, and the Moody diagram. 
f Colebrook formula: | 
1/ Vf — 1.14 — 2.01og [e/d + 9.35/(№УЎ)] = 1.14 – 2.010 [0.015 + 9.35/(5 x 10°Vf)] 


Р = 0.0515 (by trial and error) 
Swamee-Jain formula: 


f» 0.25/[log (€/3.7d) 4 (5.47/N&?)T — 0.25/ (log (0.015/3.7) -- [5.47/(5 x 10°)°°]} = 0.0438 
Moody diagram (Fig. A-5): у = 0.0512 
Repeat Prob. 9.73 for flow having a Reynolds number of 4 x 10° and relative roughness (€/d) of 0.0001 
(rough-pipe zone). 
I Colebrook formula: 

f =1/[1.14 — 2.0 log (e/d) = 1/[1.14 — 2.0 log (0.0001)? = 0.0120 

Swamee—Jain formula: ; 

f =0.25/[log (€/3.7d) *- (5.74/ N^) = 0.25/ {log (0.0001/3.7) 4- [5.74/(4 x 105)? 1? == 0.0120 
Moody diagram (Fig. A-5): 

f =0.0125 
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We have oil of kinematic viscosity 8 x 1075 ft?/s going through an 80-ft horizontal pipe. If the initial pressure is 
5.0 psig and the final pressure is 3.5 psig, compute the mass flow if the pipe has a diameter of 3 in. At a point 

10 ft from the end of the pipe a vertical tube is attached to be flush with the inside radius of the pipe. How high 
will the oil rise in the tube? p — 50 Ibm/ft?. Pipe is commercial steel (e — 0.000145 ft). 


І | pily * vil2g t zi — pily + 03/26 + 22 +. 
(5.0)(144)/(50/32.2) + 02/26 + 0 = (3.5)(144)/(50/32.2) + 02/28 +0 + hy 
101/26 = 02/25 hy = 139.1 ft =(f)(L/d)(v?/2)  1391-(f)[80/($))(v^/2) — fv? — 0.8694 


Try f = 0.020: 0.020u? = 0.8694, v = 6.593 ft/s; Nz = du/v = (3)(6.593)/(8 x 107°) = 2.06 x 10*; €/d = 
0.000145/(#) = 0.000580. From Fig. A-5, f = 0.0265. Try f = 0.0265: 0.0265v? = 0.8694, v = 5.728 ft/s; 

Ne = (%)(5.728)/(8 x 1075) = 1.79 x 10°; f = 0.0267, 0.0267u” = 0.8694, v = 5.706 ft/s; M = pAv = 
50[(л)(5)?/4](5. 706) = 14.0 lbm/s. To find the pressure at the point 10 ft from the end of the pipe (call it point 
A), apply the Bernoulli equation between point 1 and point A: 


(5.0)(144)/(50/32.2) + v3/2g + 0 = p,/(50/32.2) + v3/2g + 0+ hy 
hy = 463.7 — 0.6440p,, = 0.0267[70/(%)](5.7067/2) = 121.7 ft 
121.7 = 463.7 – 0.6440рл  p, = 531.1 Ibm/ft? h =p/p =531.1/50 = 10.62 ft 
How much water is flowing through the pipe shown in Fig. 9-20? Take v = 0.114 x 10? m?/s and 
є = 0.0000442 т. 
i piy*vilgtz-plyctv2gtzth, 1.6+03/2g+0=0.3 + v3/2g +0+h, 
vi/2g = 03/28 h; =1.3 m = (f X(L/d)(v?/28) 
Try f = 0.015: 
1.3 = 0.015[10/(0.150)}]{v?/[(2)(9.807)]}} v = 5.050 m/s 
Nr = dv /v = (0.150)(5.050)/(0.114 x 107°) = 6.64 x 10° e/d = 0.0000442/(0.150) = 0.000295 
From Fig. A-5, f = 0.016. 
1.3 = 0.016[10/(0.150)]{v?/[(2)(9-807)]} о 4.889 m/s 
M = pAv = 1000[()(0.150)?/4](4.889) = 86.4 kg/s 


10m Fig. 9-20 


Whiskey (s.g. — 0.6, v — 5.0 107 m?/s) is drawn from a tank through a hose of inside diameter 25 mm (see 
Fig. 9-21). The relative roughness for the hose is 0.0004. Calculate the volumetric flow and the minimum 
pressure in the hose. The total length of hose is 9 m and the length of hose to point A is 3.25 m. Neglect minor 
losses at head entrance. 


1 pily € vif2g + 21 = poly + v3/2gt+ mth, 0+0+(5—1.5)=0 + v3/[(2)(9.807)] + 0 + hy 
hy = 3.5 ~ 0.050982 = (f)(L/d)(v?/2g) 
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Try f = 0.016: 
һ, = 0.016[9/(0.025)] (v2/[(2)(9.807)]) —0.2937»2 ^ 0.293702—3.5 —0.05098v2 — v —3.187 m/s 
М№ = du/v = (0.025)(3.187)/(5.0 x 107”) = 1.59 x 10° | 
From Fig. A-5 with e/d — 0.0004, f — 0.019. Try f —0.019: 
hy = 0.019[9/(0.025)] {v3/[(2)(9.807)]} = 0.348703  0.3487v2— 3.5 — 0.050982. — v — 2.959 m/s 
Np = du/v = (0.025)(2.959)/(5.0 x 1077) = 1.48 x 10° f =0.019 
Q = Av = [(2)(0.025)?/4)(2.959) = 1.45 L/s pily * vil2g * zi - pAl y * vÀ/2g  z, hi 
0-- 0-- (5— 1.5) 2 pA/[(0.6)(9.79)] -- 2.959?/[(2)(9.807)] --5-Fh, pa =—11.43 — 5.874h, 
h, — 0.019[3.25/(0.025)] (2.959?/[(2)(9.807)]) = 1.103 m рл = —11.43 — (5.874)(1.103) = —17.91 kPa 





Fig. 9-21 
9.78 In using the Darcy-Weisbach equation for flow in a pressure conduit, what percentage error is introduced in Q 
when f is misjudged by 20 percent? 
i h; —- (f)(L/d)(v^/2g) - KifQ? ^ (where K, is a constant) 
Assume h, is constant. Q = K,/Vf = K,f "^, dQ — —X(K))(f ??)(df) 
dQ -K)f Xd id 
4Q _ ZAKA DX) - T —(3)(0.20) = —0.10 or —10 percent 
9.79 For the system in Fig. 9-13, find the flow rate if the liquid is water at 68 °F. 


B Assume smooth-wall turbulent бож. ра/у + 02/25 + 24 = рь/у + 02/28 + 25 c h,, 0-0-- 10-04 
v3/[(2)(32.2)] + 0 + hy, hy = 10 — 0.01553v = (f)(L/d)(v?/2g). Try f = 0.02: 


hy = 0.02[6/(0.5/12)] {v5 /[(2)(32.2)]} = 0.044725 10 — 0.015533 = 0.044720, о» = 12.88 ft/s 
Na = pdu/ pu — (1.93)(0.5/12)(12.88)/(2.04 x 1075) = 5.08 x 10* (turbulent) 
From Fig. A-5, f — 0.0208. Try f — 0.0208: 
Һ, = 0.0208[6/(0.5/12)](05/[(2)(32.2)])} = 0.0465105 10 0.015530% = 0.046510 Vs = 12.70 ft/s 
Ng — pdv/p — (1.93)(0.5/12)(12.70)/(2.04 x 1075) 2 5.01 x 10*.— (turbulent) 


f = 0.0208 Q = Аъ = [(л)(0.5/12)°/4](12.70) = 0.0173 ft?/s 
9.80 If 1 mile of 3-in-diameter wrought iron pipe carries water at 68 °F and v = 23 ft/s, compute the head loss and the | 
: pressure drop. 
i hy = (f)(L/d)(v?/2g) № = pdv/p — (1.93)(35)(7/0.3048)/ (2.04 x 1075) = 5.43 x 10° 


є/4 = 0.00015/(%) = 0.000600 
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From Fig. A-5, f = 0.0182. 
hy = 0.0182[5280/(3)]{(23)?/[(2)(32.2)]} =3157 ft p = yhp = (62.4)(3157)/144 = 1368 lb/in? 


Mercury at 20 °C flows through 3 m of 6-mm-diameter glass tubing with average velocity 2.0 m/s. Compute the 
head loss and the pressure drop. 


i hy = (f )(L/d)(v?/22) Nz = pdu/p = (13 570)(0.006)(2.0)/(1.56 x 107%) = 1.04 x 10° 
From Fig. A-5, f = 0.0180 (assuming glass to be “smooth’’). 
hy = 0.0180[3/(0.006)] {2.0°/[(2)(9.807)]} = 1.835 m p — yh, — [(13.6)(9.79)](1.835) — 244 kPa 


Gasoline at 20°C is pumped at 0.2 m?/s through 16 km of 180-mm-diameter cast iron pipe. Compute the power 
required if the pumps are 75 percent efficient. 


І hy = (f )(L/d)(v?/2g) v = ОЈА - 0.2/[(x)(0.180)/4] — 7.860 m/s 
Npr = pdv/ u = (719)(0.180)(7.860)/(2.92 x 107^) = 3.48 x 10° є/4 = 0.00026/(0.180) = 0.00144 
From Fig. A-5, f = 0.0216. 


h, — 0.0216[(16)(1000)/(0.180)](7.860?/[(2)(9.807)]) — 6048 m 
Р = pgQh, [n — (719)(9.807)(0.2)(6048)/0.75 2 11.37 X 10 W. or 11.37MW 


Vinegar (s.g. = 0.86, v = 0.00003 ft?/s) flows at 1 ft?/s through a 6-in asphalted cast iron pipe. The pipe is 2000 ft 
long and slopes upward at 10° in the flow direction. Compute the head loss and the pressure change. 


І hy = (f )(L/4)(v?/2g) v = Q/A = 1/[(«)(8)'/4] = 5.093 ft/s 
Na — dv| v — ($)(5.093)/0.00003 = 8.49 x 10“ €/d — 0.0004/($&) — 0.000800 

From Fig. A-5, f = 0.0219. 

hy  0.0219[2000/($)] (5.093?/[(2)(32.2)]) = 35.28 ft h, = 35.28 + 2000 sin 10° = 382.6 ft 

р = yh, = [(0.86)(62.4)|(382.6)/144 = 142.6 Ib/in? 

The pipe flow in Fig. 9-22 is driven by pressurized air in the tank. What gage pressure p, is needed to provide a 
flow rate of 50 m?/h of water? Assume a “smooth” pipe. 
i pily * vig * z = рү + 02/28 +2,+һ.  v-QlA,-(50/3600)/[(2)(0.050)/4] — 7.074 m/s 

hy, = hy = (f )(L/d)(v?/2g) Na — pdv/p — (998)(0.050)(7.074)/ (1.02 x 107?) = 3.46 x 10° 
From Fig. A-5, f = 0.0140. | | 

h, — 0.0140[(40 4- 80 4- 20)/0.050](7.074?/[(2)(9.807)]) - 100.0 m 
P,/9.79 + 0 + 10 = 0 + 7.0747/[(2)(9.807)] + 80+ 100.0 — p, — 1689 kPa gage 





Fig. 9-22 
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In Fig. 9-22 suppose the fluid is methanol at 20 °C and p; = 900 kPa gage. What flow rate Q results? 
І Pil y + v3/2g + 2,= poly + 05/25 + 2 +А. 900/7.73+0 +10 =0 + 02/[(2)(9.807)] +80 + л, 


= 46.43 — 0.05098v2 — h, — (f)(L/d)(v?/2g) 
Try f = 0.02: 


h, = 0.02[(40 + 80 + 20)/0.050]{v2/[(2)(9.807)]} =2.855u2  2.855v2—46.43— 0.05098v2.  v,— 4.000 m/s 
Ма = pdv/ p — (788)(0.050)(4.000)/(5.98 x 107*) 2 2.64 x 10 
From Fig. A-5, f = 0.0150. Try / - 0.0150: 
h, —0.0150[(40 4- 80 - 20)/0.050](v2/[(2)(9.807)]) 22.141v2. 2.14102= 46.43 — 0.050982  v,—4.602 m/s 


Na — (788)(0.050)(4.602)/(5.98 x 107*) — 3.03 x 10 
Try f — 0.0145: 


h, =0.0145[(40 + 80 + 20)/0.050]{v2/[(2)(9.807)]} 22.070v2 2.07002 = 46.43 — 0.050982 о,=4.679 т/в 
Npr = (788)(0.050)(4.679)/(5.98 x 107^) = 3.08 x 10° f =0.0145 
At this Reynolds number, Q — Av - [(7)(0.050)?/4](4.679) — 0.00919 m?/s or 33.1 m?/h. 


In Fig. 9-22 suppose the fluid is carbon tetrachloride at 20°C and p, — 1300 kPa. Calculate the pipe diameter 
needed for a volumetric flow of 5.555 L/s. 


I риу + 12/28 + 2, = р/у + 03/28 +z +h, Pily +0 +2, =0 + 03/2g + z, + (f)(L/d)(v3/2g) 
› _ (2g)(pily + 21 — %) _ (2)(9.807)(1300/15.57+ 10-80) _ 264.7 
ИШ 1+fL/d ~~ 1+ (f)(40 + 80 + 20)/4 1+ 140f /d 
= (О/А,) = [05.555 х 107°)/(ла2/4)]> = 0.00005004/4* 
о, = 0.007074/d? 
0.00005004 264.7 (2+ 1407/4)!“ 
— &àd'  14«140f/d ^. 47.96 


Try d — 50 mm, or 0.050 m: Na — pdv/p — (1588)(0.050)(0.007074/0.0507)/(9.67 x 107*) — 2.32 x 10°. From 
Fig. A-5, f = 0.0151. d = [1 + (140)(0.0151/0.050)]"*/47.96 = 0.0535 m. Try d = 0.0535 m: 


Ne = (1588)(0.0535)(0.007074/0.05357)/(9.67 x 10°“) =2.17x 10° f —0.0155 
d — [1 *- (140)(0.0155/0.0535)]"^/47.96 — 0.0529 m 
Try d — 0.0529 m: 
М, - (1588)(0.0529)(0.007074/0.05292)/(9.67 х 107%) 2 2.20 x 10 f —0.0155 
d = (1 + (140)(0.0155/0.0529)}'*/47.96 = 0.0531 m 
Try d — 0.0531 m: 
Na — (1588)(0.0531)(0.007074/0.05317)/(9.67 x 107*) 22.19 x 10 f = 0.0155 
d=[1 + (140)(0.0155/0.0531)}'*/47.96 = 0.05301 m 
Hence, use d = 0.053 m, or 53 mm. 
The reservoirs in Fig. 9-23 contain water at 20 *C. If the pipe is smooth, with L — 7 km and d — 50 mm, what will 
the flow rate be for Az = 98 m? 
Í pi/y +03/2g +z =p:/Y +02/2g8 +z +h, 0+0+100=0+0+0+h; hp =98m=(f)(L/d)(v7/2g) 
98 = (f )[7000/0.050}{v?/[(2)(9.807))} v =0.1172/Vf 


Try f = 0.02: v = 0.1172/V0.02 = 0.8287 m/s, Ng = pdv/ u = (998)(0.050)(0.8287)/(1.02 x 107?) = 4.05 x 10. 
From Fig. A-5, f — 0.022. Try f — 0.022: 


v 20.1172/V0.022 2 0.7902 m/s Npr — (998)(0.050)(0.7902)/ (1.02 x 107?) = 3.87 x 10* 
f-002 (ОК) 
О = Av = [(%)(0.050)?/4](0.7902) = 0.00155 m?/s_ or 5.58 m°/h 
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Fig. 9-23 


Repeat Prob. 9.87 to find Q if L = 2500 ft, d =3 in, and Az = 82 ft. 
EB piv vil2g +2,=p,/y +v3/2g+m+hz 0+0+82=0+0+0+h, А; =82 ft =(f)(L/d)(v"/2g) 
82 = (f)[2500/(%)}{v7/[(2)(32.2)]} ^ v—0.7267/ Vf 
Try f = 0.02: 
о = 0.7267/V0.02 =5.139 ft/s N& — pdv/p — (1.93)($)(5.139)/(2.04 x 1075) = 1.22 x 10° 
From Fig. A-5, f — 0.0175. Try f — 0.0175: 
v —0.7267/V0.0175 — 5.493 ft/s — N& —(1.93)(2)(5.493)/(2.04 x 105) 21.30 x 105 f 0.0170 
Try f = 0.0170: 
ө = 0.7267/V0.0170 = 5.574 ft/s Мк = (1.93)(3)(5.574)/(2.04 x 1075) = 1.32 x 10° 
f-001700 (OK) Q=Av=[(x)(3)7/4](5.574) = 0.2736 f2/s or 985 ft?/h 


Repeat Prob. 9.88 if the pipe has a roughness of 0.2 mm. 
B From Prob. 9.88, v — 0.7267/ Vf. Try f = 0.02: 
Np = 1.22 x 10° €/d = 0.2/[(3)(25.4)] = 0.00262 
From Fig. A-5, f — 0.0265. Try f — 0.0265: | 
v — 0.7267/ 0.0265 = 4.464 ft/s Nr = (1.93)(%)(4.464)/(2.04 x 1075) = 1.06 x 10° 
f =0.0265 (О.К) Q = Av = [(л)(5)2/4](4.464) = 0.2191 #2/5 ог 789 #/һ 
This is (985 — 789)/985 = 0.199, or 19.9 percent less than when the pipe is smooth. 


Water at 20°C flows through a 598-m pipe 150 mm in diameter at 60 L/s. Determine the pipe roughness if the 
head loss is 49 m. 


i hy = (f)(L/d)(v?/2g) v = Q/A = 0.06/[()(0. 150)?/4] = 3.395 m/s 
49 —(f)[598/(0.150)] (3.395?/[(2)(9.807)) У = 0.0209 
Np = pdu/u = (998)(0.150)(3.395)/(1.02 x 107?) — 4.98 x 10° 
From Fig. A-5 with f = 0.0209 and Nz = 4.98 x 10°, є/4 = 0.0012; є = (150)(0.0012) = 0.180 mm. 


A 4in-diameter commercial steel pipe is to be sloped so that 198 gpm of water at 20 °C passes through it in 
gravity flow. Find the declination @ of the pipe. 


i Q = (198)(0.002228) = 0.4411 ft/s v= Q/A =0.4411/[(2)(4)?/4] = 5.055 ft/s 
€/d =0.00015/(#) = 0.00045 Nr = dv /v = ($)(5.055)/(1.05 x 1075) — 1.60 x 10° 
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From Fig. A-5, f =0.0190. ѕіп Ө = Az/L=h,/L =(f)(1/d)(v?/2g), їп Ө = 0.0190[1/(4)]{5.0557/[(2)(32.2)]}, 
Ө = 1.30°. 
9.92 In Prob. 9.91 find the volume flow corresponding to @ = 3°. 
B From Prob. 9.91, (f)(1/d)(v?/2g) = sin 9, CF [1/5] {v?/[(2)(32.2)]} = sin 3°, v = 1.060/VF. Try f = 0.02: 
v = 1.060/V0.02 = 7.495 ft/s Nr = du/v = (4)(7.495)/(1.05 x 1075) = 2.38 x 10° 
є/4 = 0.00045 (from Prob. 9.91) 
From Fig. A-5, f = 0.0182. Try f — 0.0182: 
v —1.060/V0.0182 — 7.857 ft/s —. N 4 — ($)(7.857)/(1.05/1075) = 2.49 x 10° 
f=0.0182  (O.K) Q = Av = [(2)(4)7/4](7.857) = 0.6857 ft?/s = 0.6857/0.002228 = 308 gpm 
9.93 A tank containing 1 m? of water at 20 *C has an outlet tube at the bottom, as shown in Fig. 9-24. Find the 
instantaneous volume flux Q, if the roughness of the tank is € = 1.5 um. 
i Daily + vi/2g +z, =po/y + u3/2g + 22+ hy 
hy = hy = (f (L/d)(v7/2g) = (f)[0.82/0.04]{ v2/[(2)(9.807)]} = 1.045fv2 
0+0+ (1+ 0.82) =0 + v2/[(2)(9.807)] + 0+ 1.045fu2 v, =1.349/V0.05098 + 1.045f 
Try f =0.02: 
v = 1.349/ V0.05098 -- (1.045)(0.02) — 5.032 m/s 
Na — dv| v — (0.04)(5.032)/(1.02 x 1075) = 1.97 x 10° є/4 = 0.0000015/0.04 = 0.0000375 
From Fig. A-5, f — 0.016. Try f = 0.016: 
v; — 1.349/ 0.05098 4- (1.045)(0.016) 2 5.185 m/s — Na — (0.04)(5.185)/(1.02 x 1075) — 2.03 x 10 
f=0.016  (O.K) Q = Av = [(x)(0.04)?/4](5.185) — 0.006516 m?/s — 6.516 L/s 





Fig. 9-24 


9.94 Repeat Prob. 9.93 for a fluid with p — 917 kg/m? and p — 0.29 Pa - s. 
B piv * vig * zi - piv * vi/2g * z, * h,. Assume laminar flow. 


һ.в 32819 _ (32)(0.29)0.82)00) _ 9 sree, 


0+0 + (1 +0.82) = 0 + 02/[(2)(9.807)]| +0 + 0.52880, 202 +10.370, – 35.70=0 о = 2.726 т/ѕ 
№ = рӣо/и = (917)0.04)(2.726)/0.29 = 345 (laminar) 
Q = Av — [(2:)(0.04)/4](2. 726) — 0.003426 m*/s = 3.426 L/s 
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What depth of water behind a dam (Fig. 9-25) will yield a flow rate of 0.02 ft?/s through the 0.5-in commercial 
steel exit pipe? 


1 м + v?/2g +z = p2/Y + 12/28 + z2 +h, v; — Q/A = 0.02/[()(0.5/12)?/4] = 14.67 ft/s 
=h, = (f)(L/d)(v’/2g) Ng = du/v = (0.5/12)(14.67)/(1.05 x 107°) = 5.82 х 10* 
e/d = 0,00015/(0.5/12) = 0.00360 


From Fig. A-5, f = 0.0295: h, = 0.0295[100/(0.5/12)]{14.672/[(2)(32.2)]} = 236.6 ft, O+ 0+ H = 
0+ 14.672/[(2)(32.2)] + 0 + 236.6, H = 239.9 ft. 





In Fig. 9-25, imagine the fluid to be benzene at 20°C and H = 100 ft. What pipe diameter is required for the 
flow rate to be 0.02 ft?/s? 


1 Pily + vi/2g + z,=p2/y + v3/2g + 2th, 
= hy = (f)(L/d)(v?/2g) = (f)(100/d) {v3/[(2)(32.2)]} = 1.553fu2/d 
0+0+ 100=0 + v3/[(2)(32.2)] + 0+ 1.553fu3/d U2 = Q/ A, = 0.02/(ad?/4) = 0.02546/ a? 
100 = (0.02546/a?)/[(2)(32.2)] + (1.553)(f)(0.02546/d2)?/d  d =[(1.007 x 107) + (1.007 x 10°F /d)]" 


Try d=0.05 ft: Nz = pdv/p — (1.70)(0.05)(0.02546/0.057)/(1.36 x 1075) — 6.36 x 10%, е/4 - 0.00015/0.05 - 
0.00300. From Fig. A-5, f = 0.028. d =[(1.007 x 10-7) + (1.007 x 107 5)(0.028)/0.05]"* — 0.0489 ft. Try d'= 
0.00489 ft: 


— (1.70)(0.0489)(0.02546/0.04897)/(1.36 x 1075) 2 6.51 x 10* f=0.028 (OK) 
d —0.0489ft or 0.59іп 


Water at 70 °F flows through 102 ft of 0.5-in-diameter piping whose roughness is 0.01 in. Find the volumetric 
flow if the pressure drop is 60 psi. 


i Pily + v2/2g + 21 =po/y + v3/2eg+ 2+ h, 
h, = hy = (f)(L/d)(v?/2g) = (f)[102/(0.5/12)] {v?/[(2)(32.2)]} = 38.01fv? 

(60)(144)/62.3 + v2/2g + 0=0+ v2/2g +0+38.01fu2 2/23 = 02/258  v,=1.910/Vf 
Try f =0.05: 

v, = 1.910/ 0.05 = 8.542 ft/s Ng = du/v = (0.5/12)(8.542)/(1.05 x 107°) = 3.39 x 10° 

€/d =0.01/0.5 = 0.0200 
f=0.050  (O.K) О = Ао = [()(0.5/12)?/4](8. 542) = 0.0116 ft?/s 
Ethanol at 20 ?C flows at 3.2 m/s through a 10-cm-diameter pipeline (e — 1.5 um). Compute (a) the head loss 
per kilometer of tube and (b) the wall shear stress. 
1 (а) hy = (f)(L/d)(v7/2g) | Na — pdv/u — (788)(0.10)(3.2)/(1.20 x 107?) 2 2.10 x 10? 
€/d — 0.0000015/0. 10 — 0.0000150 
From Fig. A-5, f = 0.0158. h, = 0.0158[1000/0. 10] ((3.2)/[(2)(9.807)]) 2 82.5 m per 1000 m. 
(b) u* = vVF/8 = (3:2)V0.0158/8 = 0.1422 m/s Twan = (p)(u*)? = (788)(0. 1422)? = 15.9 Pa 
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In Fig. 9-26, the 50-m duct is 60 mm in diameter. Compute the flow rate if the fluid has p — 917 kg/m? and 


и =0.29Ра-$. 


B Assume laminar flow from 1 to 2. 


Pil pg + vi/2g + 2 = pol pg + 03/2g * zo * hy 


., 12800. (128)(0.29)(50)(00) _ 
hi = hy = mpgd* — (2)(917)(9.807)(0.060)* 50690 


0 + 0+ 12 = (205)(1000)/[(917)(9.807)] +0+0+50699 О = –0.002130 т2/5 ог -7.67 п/һ 


Since Q is negative, flow is from 2 to 1. 


v = Q /A — 0.002130/[(7)(0.060)?/4] — 0.7533 m/s 
Nr = pdv/ u = (917)(0.060)(0.7533)/0.29 = 143 (laminar) 


205 kPa 
gage 


7 2 





L=SOm Fig. 9-26 


Compute the diameter of duct in Fig. 9-26 required to maintain a flow rate of 25 m?/h. 


2 
v 
Pr 


pg 28 


pi 





1284LQ _ (128)(0.29)(50)(25/3600) 4.5621x 10"* 


vi 
—+—+24,+h, В, =, = = 
ps8 


2g zipgd* (2)(917)(9.807)((d4) а 


(205)(1000)/[0917)(9.807)] +0 +0=0+0 +12 + 4.5621 х 1074/4 4 = 0.0806 т 


A 40-ft-long conduit, having an annular cross section with a = 1in and b = 0.5 in, connects two reservoirs which 


v — Q/A — (25/3600)/[(2)(0.0806)?/4] — 1.361 m/s 
М№ = pdu/u = (917)(0.0806)(1.361)/0.29 — 347 (laminar) 


differ in surface height by 21 ft. Compute the flow rate if the fluid is water at 20°C and the conduit is made of 


commercial steel. 


I Hydraulic diameter = D, — (2)(a — b) - (2) — 05)2100in  pilytv2g tz -piy-ctvl2gtzcth, 


Try f = 0.02: 


0-0-21-0-0-04h,  h,-2lft- h, - (F(Lid)(v^/2g) 
21 = (f)[40/(1.00/12)]{v?/[(2)(32-2)]} v = 1.679/ Vf 


v = 1.679/V0.02 = 11.87 ft/s Ne = du/v — (1.00/12)(11.87)/(1.05 x 1075) = 9.42 x 10* 


є/4 = 0.00015/(1.00/12) = 0.00180 


From Fig. A-5, f = 0.0246. Try f = 0.0246: 
о = 1.679/V0.0246 = 10.70 ft/s Nr = (1.00/12)(10.70)/(1.05 x 1075) 2 8.49 x 10* f —0.0250 


Try f = 0.0250: 


w 


v = 1.679/V0.0250 = 10.62 ft/s Npr = (1.00/12)(10.62)/(1.05 x 1075) = 8.43 x 10* 


f =0.0250 


(O.K.) Q = Av = {(m){(1.00/12)* — (0.5/12)?}} (10.62) = 0.174 ft?/s 


* 
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An annular capillary causes a very large pressure drop and is useful in an accurate measurement of viscosity. If 
a smooth annulus 1 m long with a — 50 mm and b = 49 mm carries an oil flow at 0.0012 m?/s, what is the oil 


viscosity if the pressure drop is 260 kPa? 
І О = (л/8и)(Ар/1)[а* – Ь* – (а? – Ь?)? Ла (а/Ь)] 
0.0012 = (л/8и)(260 000/1){0.050* – 0.049* — (0.0507 — 0.0497)?/In (0.050/0.049)] и = 0.0738 Ра · 5 


A metal ventilation duct (€ = 0.00015 ft) carries air at 20°C and 1 atm. The duct section is an equilateral 
triangle 1 ft on a side, and its length is 100 ft. If a blower can deliver 1 hp to the air, what flow rate can occur? 


1 From Fig. 9-27, 
A = 3(1)(4V3) = 0.4330 ft? 
P-Qyh  Q-Av-04330 h,=(f)(L/d)(v7/2g)  d-D,-4Alp, 
D,, = (4)(0.4330)/[(12 + 12 + 12)/12] = 0.5773 ft hy = (f (100/0.5773){v?/[(2)(32.2)]} = 2.69fv? 
(1)(550) = (0.4330v)(0.0750)(2.69fu?) ^ v—18.47/f'? 
Try f =0.02: 
= 18.47/0.02"3 = 68.04 ft/s Ма = du/v = (0.5773)(68.04)/(1.64 X 10-*) = 2.40 x 10° 
e/D,, = 0.00015/0.5773 = 0.000260 
From Fig. A-5, f = 0.0176. Try f = 0.0176: 
v = 18.47/0.0176'? = 71.00 ft/s Np = (0.5773)(71.00)/ (1.64 x 107*) = 2.60 x 10° 
f =0.0176 (ОК) Q = (0.4330)(71.00) = 30.7 ft?/s 






he 
^ 
| “ | Fig. 9-27 


A fluid with p — 917 kg/m? and yt = 0.29 Pa - s flows between two smooth parallel plates 5 cm apart (h = 5 cm) at 
an average velocity of 3 m/s: Compute the pressure drop, centerline velocity, and head loss for each 100 m of 


length. 
1 d= D, = 2h = (2)(0.05) = 0.1000 т Ne = pdu/p = (917)(0.1000)(3)/0.29 = 949 (laminar) 
v=(h?/12u)(Ap/L) 3 = {(0.05)?/[(12)(0.29)]}(Ap/100) Ap = 417 600 Pa 
h; = Ap/pg = 417 600/[(917)(9.807)] — 46.44 m Ug = 1.5u = (1.5)(3) = 4.50 m/s 


7 


Air at STP is forced at 25 m/s through a 30-cm-square steel duct 148 m long. Compute the head loss, pressure 
drop, and power required if the blower efficiency is 60 percent. Use € — 0.000046 m. 


1 d — D, = 4A/p,, = (4)((0.30)(0. 30)]/[(4)(0.30)] — 0. 3000 m 
hy = (f LI d)(v^/2g) = (£)(148/0.3000) {257/[(2)(9.807)]} — 15 720f 
№ = ріо/и = (1.20)(0.3000)(25)/(1.81 х 1075) = 4.97 х 105 e/d — 0.000046/0.3000 — 0.000153 
From Fig. А-5, Ў = 0.0150. 
h; = (15 720)(0.0150) = 235.8 т Ap = pgh, = (1.20)(9.807)(235.8) = 2775 Pa 


Q = Av = [(0.30)(0.30)](25) = 2.25 т?/$ 
Р = рвОћ,Іц = (1.20)(9.807)(2.25)(235.8)/0.60 = 10406W or 10.4kW 
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9.106 — A 50-m-long wind tunnel has a wooden (e — 0.0001 m) rectangular section 40 cm by 1 m. The average flow 
velocity is 45 m/s for air at STP. Compute the pressure drop, assuming fully developed conditions, and the 
power required if the fan has 70 percent efficiency. 


i I а= Р, = 4A/p, = (4)[G%)()/ Gos + 2 + 1+ 1) 20.5714 m 
| hy = (f)(L/d)(v?/2g) = (/)(50/0.5714){45°/[(2)(9.807)у]} — 9034f 
N, 7 pdv/u — (1.20)(0.5714)(45)/(1.81 x 1075) = 1.70 x 10° є/4 = 0.0001/0. 5714 = 0.000175 
From Fig. A-5, f = 0.0140. 
h, = (9034)(0.0140) = 126.5 m Ap = pgh, = (1.20)(9.807)(126.5) = 1489 Pa 
Q = Au = [(765)(1)](45) = 18.00 m?/s 
P = pgQh, /n = (1.20)(9.807)(18.00)(126.5)/0.70 =38 281 W ог 38.3kW 
9.107 A smooth rectangular duct 82 m long, of aspect ratio 6 : 1, is designed to transport 0.6 m?/s of hydrogen at STP. | 


If the pressure drop is 75 Pa, calculate the dimensions of the cross section. For hydrogen, p = 0.0838 kg/m’ and i 
и = 9.05 иРа · ѕ. 


B Leth = height of duct; then duct width = 6h. 
d=D,=4A/p, =(4)[(6h)(A)|/(6h + 6h +h +h)=1.714h uv =Q/A=0.6/[(6h)(h)] = 0.1000/h? 
hy = (f)(L/d)(v?/2g) = (f )(82/1.714h) {(0.1000/h7)/[(2)(9.807)]} — 0.02439f /h* 
Ар = реп 75 = (0.0838)(9.807)(0.024397/л) h — 0.1929f!^ 


Try f = 0.02: h — (0.1929)(0.02)'^ — 0.08821 m, Na — pdv/u — 

0.0838[(1.714)(0.08821)](0. 1000/0.088212)/(9.05 x 10-5) — 1.80 x 10*. From Fig. A-5, f = 0.0265. Try f = 
0.0265: h — (0.1929)(0.0265)"5 — 0.09332 m, N; — 0.0838[(1.714)(0.09332)](0. 1000/0.093322)/(9.05 x 10-9 = 
1.70 x 10*, f — 0.0267. Try f = 0.0267: ћ = (0.1929)(0.0267)'° = 0.09346 т, № = 
0.0838[(1.714)(0.09346)]00.1000/0.093462)/(9.05 х 107) = 1.70 х 10*. 


f=0.0267 (ОК) 
! Hence, h = 9.35 cm and width = 6h = 56. 1 cm. 





9.108 Kerosene at 10°C flows steadily at 15 L/min through a 150-m-long horizontal length of 5.5-cm-diameter cast 
iron pipe. Compare the pressure drop of the kerosene flow with that of the same flow rate of benzene at 10°C 
through the same pipe. At 10°C, p = 820 kg/m’ and u = 0.0025 N - s/m” for kerosene, and p = 899 kg/m’ and 
ui — 0.0008 N - s/m? for benzene. 


MB For kerosene: 
v = Q/A 7 (Glig)/60]/[(x)(5.5/100)?/4] — 0.1052 m/s 
Np = pdv /u = (820)(5.5/100)(0.1052)/0.0025 = 1898 (laminar) 
Ap = 8uvL/r3 = (8)(0.0025)(0. 1052)(150)/{(5.5/100)/27 = 417 Pa 


оао ады 


EL EE 


For benzene: 
i Nr = (899)(5.5/100)(0. 1052)/0.0008 = 6502 —— (turbulent) 
$ Ap = (f)(L/d)(p)(v?/2) e/d = 0.00026/(5.5/100) = 0.00473 


From Fig. A-5, f = 0.040: Ap = (0.040)[150/(5.5/100)](899)(0. 1052/2) = 543 Pa. The pressure drop is greater 
for the benzene than the kerosene, although the benzene has a lower viscosity. If both flows had been laminar 
or both turbulent, the lower-viscosity fluid, benzene, would have had the lower pressure drop. However, the 
viscosity of the kerosene is high enough to give laminar flow, while the lower viscosity of the benzene causes a 
3 high enough Reynolds number for turbulent flow. 


9.109 Water at 60°F flows through a 250-ft length of horizontal 2-in-diameter drawn tubing. If the pressure drop 
across the tubing is 10 psi, what is the flow rate? 


B Assume turbulent flow. h, = (f)(L/d)(v?/2g), hy = (10)(144)/62.4 = 23.08 ft, 23.08 = 
á (f)[250/(2){v?/[(2)(32.2)]}, v = 0.9954/Vf. Try v =5 ft/s: Nx = pdu/p = (1.94)(2)(5)/(2.35 x 10-5) = 6.88 x 
5 10% (ашішепі). €/d = 0.000005/(%) = 0.000030. From Fig. A-5, f = 0.0195. v = 0.9954/V0.0195 = 7.13 ft/s. 


9.110 


9.111 


9.112 


9.113 


9.114 


FLOW IN CLOSED CONDUITS J 223 


Try v — 7.13 6/5: № = (1.94)(2)(7.13)/(2.35 х 10-5) = 9.81 х 10*, f = 0.0180, v = 0.9954/ 0.0180 — 7.42 ft/s. 
Try v — 7.42 ft/s: N4 — (1.94(2)(7.42)/(2.35 x 10.5) 2 1.02 x 105, f = 0.0180 (O.K.);Q =Au= 
[(л)(2)7/4](0.42) = 0.162 #2/5. 


Air at 200 °F and 15 psig is to be passed through a 150-ft length of new galvanized iron pipe at a rate of 15 ft?/s. 
If the maximum allowable pressure drop is 5 psi, estimate the minimum pipe diameter. 
І hy = (f)(L/d)(v?/2g) = p/y y = p/RT = (15 + 14.7)(144)/[(53.3)(200 + 460)] = 0.1216 lb/ft? 
h, = (5)(144)/0.1216 = 5921 ft v = Q/A — 15/(zd?/4) = 19.10/d? 
5921 - (f)(150/4)((19.10/4??/[(2)(32.2)) 4 = 0.67827" 
Try d=0.5 ft: 
Ng 7 pdv/u — (y/g)(dv)/u — (0.1216/32.2)(0.5)(19.10/0.5?)/(4.49 x 1077) 2 3.21 x 10? 


є/4 = 0.0005/0.5 = 0.0010 
From Fig. A-5, f = 0.0205; d = (0.6782)(0.0205)'5 — 0.3117 ft. 


Try d =0.3117 ft: 
№, = (0.1216/32.2)(0.3117)(19.10/0.31172)/(4.49 х 1077) = 5.15 х 105 €/d =0.0005/0.3117 = 0.0016 


У = 0.0225 d = (0.6782)(0.0225)"* = 0.3175 ft 
Try d = 0.3175 ft: | 
№ = (0.1216/32.2)(0.3175)(19.10/0.31752)/(4.49 х 107?) = 5.06 х 10° є/4 = 0.0005/0.3175 = 0.0016 


Hence, d = 0.3175 ft, or 3.81 in. ў= 0.0225 (О.К.) 


Compute the loss of head and pressure drop in 200 ft of horizontal 6-in-diameter asphalted cast iron pipe 
carrying water with a mean velocity of 6 ft/s. 


fh, =(f)(L/d)(v?/2g) Npr = du/v = ($)(6)/(1.05 x 1075) = 2.86 x 10° e/d = 0.0004/($) = 
0.00080 
From Fig. A-5, f = 0.020: 

h; = (0.020)[200/(%)]{6°/[(2)(32.2)]} = 4.47 ft Ap = yh, = (62.4)(4.47) = 279 lb/ft 


Oil with p = 900 kg/m? and v — 0.00001 m?/s flows at 0.2 m/s through 500 m of 200-mm-diameter cast iron 
pipe. Determine (a) the head loss and (b) the pressure drop if the pipe slopes down at 10° іп the flow direction. 


Е (а) hy = (f)(L/d)(v7/2g) v - Q/A — 0.2/[() (39) /4] 7 6.366 m/s 
Npr = du /v — (195)(6.366)/0.00001 — 1.27 х 10° є/4 = 0.00026/ (229) = 0.00130 
From Fig. A-5, f — 0.0225, һ, - 0.0225[500/(29)]{6.3662/[02)(9.807)}) = 116.2 т. 
(Ь) h, = Ap/(pg)+ Lsin 10° 116.2 = Ap /[(900)(9.807)] + (500) (іп 10°) 


Ар = 259 300 Ра ог 259.3 КРа 
Oil with p = 950 kg/m’ and v = 0.00002 m?/s flows through a 30-cm-diameter pipe 100 m long with a head loss 
of 8m. The roughness ratio e /d is 0.0002. Find the average velocity and flow rate. 
І hy =(f)(L/d)(v?/2g) 8 = (р)[100/0:8)002/(0)09.807)]) о = 0.6861/Vf 


Try v = 5m/s: Ng = du /v = ($&)(5)/0.00002 = 7.50 x 10*. From Fig. A-5, f = 0.020, v = 0.6861/У0.020 = 
4.851 m/s. Try v = 4.851 m/s: Ne = (35)(4.851)/0.00002 = 7.28 x 10°, f =0.020 (O.K.). Q = Av = 
[(=)Go5)/4](4.851) = 0.343 m°/s. 


Fluid flows at an average velocity of 6 ft/s between horizontal parallel plates a distance of 2.4 in apart 
(h = 2.4 in). Estimate the head loss and pressure drop for each 100 ft of length for p = 1.9 slugs/ft? and 
v — 0.00002 ft?/s. Assume smooth walls. 


І hy =(f)(L/d)(v7/2g) а= р, =2һ Р,-(2)2.4/12) - 0.4006 
Npr = du /v = (0.400)(6)/0.00002 = 1.20 x 10° (turbulent) 
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From Fig. A-5, f = 0.0173. 


h, — (0.0173)(100/0.400) (6/[(2)(32.2)]) 22.42ft Ap = pgh; = (1.9)(32.2)(2.42) = 148 Ib/f£ 


9.115 Repeat Prob. 9.114 if v = 0.002 ft/s. 
І Nz = du/v = (0.400)(6)/0.002 = 1200 (laminar) Р = 96/№ = 25 = 0.0800 
hy = (f )(L/d)(v?/2g) = (0.0800)(100/0. 400) {67/[(2)(32.2)]} = 11.18 ft 
Ap = pgh; = (1.9)(32.2)(11.18) = 684 Ib/ft? 
9.116 — Estimate the reservoir level 4 needed to maintain a flow of 0.01 m?/s through the commercial steel annulus 30m | 
long shown in Fig. 9-28. Neglect entrance effects and take p — 1000 kg/m? and v — 1.02 x 1075 m/s for water. 
8 p/y*vige zopiytvi2gtz*h, 9-О/А-00/(а)- (467) = 1.989 т/5 
hy = (f)(L/d)(v7/2g) d= D, =(2)(a—b) . D,- Q)Gis — ie) = 0.0400 т 
hy —- (f)(30/0.0400) (1.989?/[(2)(9.807)]) - 151.37 0+0+h =0+ 1.9897/[(2)(9.807)] + 0+ 151.3f 
h =0.2017 + 151.3f Np = du/v = (0.0400)(1.989)/(1.02 107°) = 7.80 x 10* 
| є/4 = 0.000046/0.0400 = 0.00115 
From Fig. A-5, f = 0:0232, h = 0.2017 + (151.3)(0.0232) = 3.71 т. 





9.117 Air with p — 0.00237 slug/ft and v — 0.000157 ft^/s is forced through a horizontal square 9-in by 9-in duct 100 ft 
long at 25 ft^/s. Find the presssure drop if € = 0.0003 ft. 


I h,- (FXLldyv'fag) Ne=du/v D, =4A/pu = ACAENA] = 0.7500 ft 
From Table A-10, for b/a = 3, or 1.0, the effective diameter is d = Dg = (64/56.91)(D,) = (64/56.91)(0.7500) = 
0.8434 ft, v 2 Q/A = 25/[(&)(3)] = 44.44 ft/s, Nz = (0.8434)(44.44)/0.000157 = 2.39 х 10°, є/4 = 


0.0003/0.8434 = 0.000354. From Fig. A-5, f = 0.0177; hy = (0.0177)(100/0.7500){44.44?/[(2)(32.2)]} = 72.37 ft, 
Ap = pgh; = (0.00237)(32.2)(72.37) = 5.52 lb/ft. 


9.118 Find the head loss in 1 ft of 6-in-diameter pipe (€ = 0.042 in) when turpentine (s.g. = 0.86) having a viscosity of 
0.0008 Ib - s/ft? flows at a rate of 16 cfs. Also find the shear stress at the wall of the pipe. 


I Oh -(fKLid(wg) v= Q/A=16/{(x)($)7/4] = 81.49 ft/s 


Ng = pdu/p = [(0.86)(1.94)]()(81.49)/0.0008 = 8.50 x 10* є/4 = 0.042/6 = 0.00700 
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From Fig. A-5, f = 0.0324. 
hy = 0.682119" /(2)92:2)]) — 6.68 ft 


To = fpv?^/8 = 0.0324[(0.86)(1.94)](81.49)?/8 = 44.9 1b/ft? 


When water at 150°F flows in a 0.75-in-diameter copper tube at 1.0 gpm, find the head loss per 1000 ft. Also 
find the centerline velocity. 


І О = (1.0)(0.002228) = 0.002228 #/5 v — Q/A —0.002228/[(2)(0.75/12)^/4] = 0.7262 ft/s 
hy = (f)(L/d)(v?/2g) Ng = du/v = (0.75/12)(0.7262)/(4.68 x 1075) = 9.70 x 10° 
є/4 = 0.000005/(0.75/12) = 0.0000800 
From Fig. A-5, f = 0.030. 
hy = (0.030)[1000/(0.75/12)]{0.72627/[(2)(32.2)]} = 3.93 ft 
ика = (®)(1 + 1.33/12) = 0.7262[1 + (1.33)(0.030)'7] = 0.893 ft/s 
5, = 32.8) (uf?) = (32.8)(4.68 x 10°) [(0.7262)(0.030)'7] = 0.00122 ft 


Refer to Prob. 9.119. How thick is the viscous boundary layer for a flow of 20 gpm? 


1 тһе Reynolds number is now (20/1.0)(9.70 x 10?) = 1.94 x 10°. From Fig. A-5, f = 0.016. Then, 


6, — 32.8v/ (vf ^) = (32.8)(4.68 x 10-*)/[(20)(0.7262)(0.016)'7] = 8.36 x 10° ft 


Find the maximum velocity in a 100-mm-diameter pipe (e — 0.00085 m) when oil (s.g. = 0.84), of viscosity 
0.0052 Pa - s flows at a rate of 40 L/s. 


І v = Q/A = (40 x 102)/[(z)(0.100)?/4] — 5.093 m/s 
Nr = pdu/p = [(0.84)(1000)](0. 100)(5.093)/0.0052 = 8.23 X10* є/4 = 0.00085/(0.100) = 0.0085 


From Fig. A-5, f = 0.0365. Hence, 


Umax = (V)(1 + 1.33f 7) = 5.093[1 + (1.33)(0.0365)'7] = 6.387 m/s 
The head loss in 240 ft of 6-in-diameter pipe is known to be 30 ft when oil (s.g. = 0.90) flows at 2.0 ft*/s. 
Determine the shear stress at the wall of the pipe. 
1 о= ОЈА = 2.0/[(2)(5)/4] = 10.19 ft/s 
Ng — pdv/u — [(0.90)(1.94)]($)(10. 19)/0. 0008 — 1.11 x 10^ (turbulent) 
hy =(f)(L/d)(v7/2g) | 30-(f)[240/(5)](10.19/(2)(32.2)]) f = 0.0388 
To = fv /8 = 0.0388[(0.90)(1.94)](10. 19)?/8 = 0.879 Ib/f? 
If, in a 1-m-diameter pipe, velocities are 5.03 m/s on the centerline and 4.85 m/s at r = 100 mm, what is the flow 
rate? 


1 U = Umax — (5.75)(to/ p)'? log [ro/(ro — r)] 
4.85 = 5.03 — (5.75)(v,/p)'"^ log [500/(500 — 100)] (т,/р)'2 = 0.3230 


U = Umax — (3)(2.5Vto/p) = 5.03 ~ (3)(2.5)(0.3230) =3.819m/s  Q =Av=[(x)(1)?/4](3.819) = 3.00 m?/s 
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The velocities in a 30-in-diameter pipe are measured as 15.0 and 14.5 ft/s at r= 0 and r =4 in, respectively. 
Approximate the flow rate. 


І и = има, — (5.75)(т/р)'?1ор [/(т—г)] — 14.52 15.0 — (5.75)(to/ p)'” log [15/(15 — 4)] 
(т/р)? = 0.6456 то/р = 2/8 — (v/p)^ — (fv^/8)? 20.6456 — f —3.3344/v* 
Umax = (%)(1 КЕС 15.0 = (v)(1 + 1.33f") 15.0 = (0)[1 + (1.33)(3.3344/v?)!7] 
15.0 =v +2.4286 v= 12.57 ft/s Q = Av = [(x)(12)/41(12.57) = 61.7 ft?/s 


With turbulent flow in a circular pipe, prove that the mean velocity occurs at a distance of approximately 0.78% 
from the centerline of the pipe. 


І и = (1+ 1.337 '2)(и) — (2.04)(f'?)(v)log [r/(ros ^ r) 90 1.33f'?v — (2.04f '?v) (log [ro/ (ro — r)]} 
log [ro/ (ro — r)] = 0.65196 ro/ (ro — r) ^ antilog 0.65196 = 4.487 г = 0.776% 


The flow rate in a 12-in-diameter pipe is 8 cfs. The flow is known to be turbulent, and the centerline velocity is 
12.0 fps. Determine the velocity profile, and determine the head loss per foot of pipe. 


i v = Q/A-8/[(x)(2y/4] 2 10.19 ft/s — Umax =(v)(1 + 1.33f'7) 12.0 = (10.19) (1 + 1.33") 
f =0.01784 hy = (f )(L/d)(v?/2g) — 0.01784[1/(8)] (10. 197/[(2)(32.2)]) — 0.0288 ft per foot 
To = (f/4)(p)(7/2) ^ (0.01784/4)(p)(10.19?/2) ^ (vo/p)'? — 0.4812 


U = Umax -5. 75(то/р) 2 log [ro/ (ro т [2] 


For r =0, u = 12.0 — (5.75)(0.4812) log [6/(6 — 0)] = 12.0 ft/s. For r =2, u — 12.0 — (5.75)(0. 4812) log [6/(6- 
2)] = 11.5 ft/s. For r = 4, u = 12.0 — (5.75)(0.4812) log [6/(6 — 4)] = 10.7 #/5. Еогг = 5, и = 12.0 – 

(5.75)(0.4812) log [6/(6 — 5] — 9.85 ft/s. For r — 5.5, u — 12.0 — (5.75)(0.4812) log [6/(6 — 5. 512 9.01 ft/s. For 
г=5.9, и = 12.0 —(5.75)(0.4812) log [6/(6 — 5.9)] = 7.08 ft/s. For r = 5.99, u = 12.0 — (5.75)(0.4812) log [6/(6- 
5.99)] = 4.31 ft/s. 


Tung oil (s.g. = 0.82) flows at a temperature оѓ 80 °Е (у = 2.21 х 107° #2/5) in a 2-in-diameter smooth brass 
pipeline at 10 gpm. Find the head loss per mile. 


I Q = (10)(0.002228) = 0.02228 ft?/s о = ОЈА = 0.02228/[(л)(2)?/4] = 1.021 ft/s 
hy = (f)(L/d)(v?/2g) Na = du/v = (%)(1.021)/(2.21 x 1075) 2 7.70 x 10? 
From Fig. A-5 for smooth pipe, f = 0.0333. A, = 0.0333[5280/(%)]{1.0217/[(2)(32.2)]} = 17.1 ft per mile. 


Water at 40°C flows in a 20-cm-diameter pipe with v — 5.1 m/s. Head loss measurements give f — 0.022. 
Determine the value of € and find the shear stress at the wall of the pipe and at r — 3 cm. 


I Ng =dv/v = (0.20)(5.1)/(6.56 X 10°”). From Fig. A-5, €/d = 0.0015, € = (20)(0.0015) = 0.0300 cm; t= 
fpv^/8 — (0.022)(992)(5.1?/8 — 71.0 Pa; v — (ro)(r/ro) — (71.0)(0.03) = 21.3 Pa. 


Water at 15 ^C flows through a 200-mm-diameter pipe with € — 0.01 mm. (a) If the mean velocity is 3.6 m/s, 
what is the nominal thickness ô, of the viscous boundary layer? (b) What will be the boundary layer thickness if 
the velocity is increased to 6.0 m/s? _ 


i @ 5, = 32.8v/ (vf '?) Ng — dv| v = (0.200)(3.6)/(1.16 x 1079) 26.21 x 10 
€/d = (0.01/10)/20 — 0.0000500 
From Fig. A-5, f = 0.0133. à, — (32.8)(1.16 x 10-5)/[(3.6)(0.0133)'2] — 9.16 x 10? m, or 91.6 um. 
(b) Ng = (0.200)(6.0)/(1.16 x 1075) = 1.03 x 10° f = 0.0126 
6, — (32.8)(1.16 x 1079)/[(6.0)(0.0126)?] 25.65 x 105m or 56.5 um 
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When water at 50 °F flows at 3.2 cfs in a 2-ft pipeline, the head loss is 0.0004 ft per foot. What will be the head 
loss when glycerin at 68°F flows through the same pipe at the same rate? 


І hy = (f)(L/d)(v7/2g) v = Q/A = 3.2/[(2)(3)7/4] = 1.0186 ft/s 
For water: 
0.0004 = (f)[1/(2)]{1.01867/[(2)(2.2)]}} — f = 0.04966 
М№ = ріуи = (1.94)(2)(1.0186)/(2.72 х 107°) = 1.45 х 10° (turbulent) 
From Fig. A-5, €/d = 0.021. 
For glycerin: 
Npr = (2.44)(2)(1.0186)/(3.11 x 107°) = 160 (laminar) 
f =64/Npr = 64/160 = 0.4000 hy = 0.4000[1/(2)]{1.01867/[(2)(32.2)]} = 0.00322 ft per ft 
Air flows at 50 Ib/min in a 4-in-diameter welded steel pipe (€ = 0.0018 in) at 100 psia and 60 °F. Determine the 
head loss and pressure drop in 200 ft of this pipe. Assume the air to be of constant density. 
Toh, =(f\(L/d)(v?/2g) Ng — pdv/u p 2 p/RT — (100)(144)/[(1716)(460 4- 60)] — 0.01614 slug/ft? 
W=yAv=pgAv #9 = (0.01614)(32.2)[(2)(:5)/4](0) v = 18.37 ft/s 
Ng = (0.01614)()(18.37)/(3.74 x 1077) = 2.64 x 10° €/d = 0.0018/4 = 0.00045 


From Fig. A-5, f = 0.018. hy = 0.018[200/(45)]{18.377/[(2)(32.2)]} = 56.6 ft of air, Ар = рей, = 
(0.01614)(32.2)(56.6) = 29.4 Ib/ft?, or 0.204 Ib/in?. 


Air flows at an average velocity of 0.5 m/s through a long, 3.2-m-diameter, circular tunnel. Find the head-loss 
gradient at a point where the air temperature and pressure are 16 °C and 109 kPa abs, respectively. Assume 
€ = 2mm. Find also the shear stress at the wall and the thickness of the viscous sublayer. 


I h,/L = (f /d)(v?/2g) p =p/RT = (109)(1000)/[(287)(273 + 16)] = 1.314 kg/m’ 
Np = pdv/p = (1.314)(3.2)(0.5)/(1.79 x 107°) = 1.17 x 10° €/d = (0.002)/3.2 = 0.000625 
From Fig. A-5, f = 0.021. 


h,/L — (0.021/3.2) (0.5?/[(2)(9.807)]) — 8.36 x 10:5 m/m or 83.6 um/m 
1o — fpv?^/8 — (0.021)(1.314)(0.5?/8 = 0.862 mPa 
6, —32.8v/ (vf ^) — (32.8)(u/ p)/ (vf'?) — (32.8)(1.79 x 10-*/1.314)/[(0.5)(0.021)'7] = 0.00620m ог 6.20 тт 


Repeat Prob. 9.132 for the average velocity 5.0 m/s. 
1 From Fig. A-5, for Ng = (5.0/0.5)(1.17 x 10°) = 1.17 x 10° and €/d = 0.000625, f — 0.018. 
h,/L = (f /d)(v?/2g) = (0.018/3.2){5.07/[(2)(9.807)]} — 7.17 x 10? m/m 
To = fpv?/8 = (0.018)(1.314)(5.0)2/8 = 73.9 тра 
6, = 32.8¥/ (uf) = (32.8)(u/p)/(uf™) | 
= (32.8)(1.79 x 1075/1.314)/[(5.0)(0.018)'?] — 6.66 x 10-* т ог 0.660 тт 


Air at 20°C and atmospheric pressure flows with a velocity of 6 m/s through a 50-mm-diameter pipe. Find the 
head loss per meter of pipe if « = 0.0025 mm. | 


І h,/L =(f)(1/d)(v?/2g) Ма = доу = (0.050)(6)/(1.51 х 1075) = 1.99 х 10* 
є/4 = 0.0025/50 = 0.000050 
From Fig. A-5, f = 0.026. h,/L = 0.026[1/0.050]{6?/[(2)(9.807)]} = 0.954 m/m. 
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What is the head loss per foot of pipe when oil (s.g. = 0.88) having a viscosity of 1.9 x 10 *1b - s/ft? flows ina 
2-in-diameter welded steel pipe at 0.15 cfs? 


І h,|L-(fld)vg) = v = Q/A =0.15/[(%)(4%)"/4] = 6.875 ft/s 


Ne = pdu/u = [(0.88)(1.94)](%)(6.875)/(1.9 x 10-4) = 1.03 x 10 €/d = 0.00015/(%) = 0.00090 


From Fig. A-5, f = 0.033. h,/L = [0.033/(3)]{6.8757/[(2)(32.2)]} = 0.145 ft/ft. 


Water at 50 °F flows in a 36-in-diameter concrete pipe (€ = 0.02 in). For a flow rate of 202 cfs, determine Nz and 
To. 


І у= ОЈА -202/[(x)(0$Y/4] 228.58 ft/s — Nr = dv/ v — (1$)(28.58)/(1.40 x 105) = 6.12 x 10° 
t, — fpv?/8 €/d = 0.02/36 = 0.000556 


From Fig. A-5, f = 0.0175. 
To = (0.0175) (1.94)(28.58)?/8 = 3.47 Ib/ft? 


What is the flow regime in Prob. 9.136? 
І 5, = 32.8v/(uf 12) = (32.8)(1.40 x 10 5)/[(28.58)(0.0175)!?] — 0.000121 ft 


Since [ó, — 0.000121] « [0.3€ — (0.3)(0.02/12) — 0.000500], regime is “rough.” 


Find the flow rate if water at 60°F experiences a head loss of ag ft/ft in 6-in cast iron pipe. 


І hL-()uld)^2g) = PGD) о =0.2809/У7 


Try v =2 ft/s: Nz =du/v =($)(2)/(1.21 x 10>) = 8.26 х 10*, є/4 = 0.00085/(5) = 0.00170. Егот Ее. А-5, 
f — 0.0245. v — 0.2809/ 0.0245 = 1.79 ft/s. Try v = 1.79 ft/s: Na — ($)(1.79)/(1.21 x 105) — 7.40 x 10*, 

У = 0.025, v — 0.2809/ V 0.025 — 1.78 ft/s. Try v = 1.78 ft/s: Nz = (&)(1-78)/(1.21 x 1075) — 7.40 x 10*, 

f =0.025 (O.K.); Q = Av = [()($)7/4](1.78) = 0.350 ft?/s. 


Kerosene with kinematic viscosity 5.1 x 10" m?/s flows in a 30-cm-diameter smooth pipe. Find the flow rate 
when the head loss is 0.4 m per 100 m. 


i hy =(f)(L/d)(v?/2g) —0.4- (f)[100/(32)] (v^/[(2)(9.807)) ^ v—0.1534/ Vf 


Try v - 1 m/s: Ns — dv/v — (28)(1)/(5.1 x 1077) 5.88 x 105. From Fig. A-5, f = 0.0128. v = 

0.1534/ 0.0128 — 1.36 m/s. Try v — 1.36 m/s: Ns = (73)(1.36)/(5.1 x 1077) = 8.00 x 10°, f = 0.0122, v = 
0.1534/V0.0122 = 1.39 m/s. Try v = 1.39 m/s: Ng = (23)(1.39)/(5.1 x 10-7) = 8.18 x 10°, f =0.0122 (O.K); 
О = Ау = [(л)(25)2/4](1.39) = 0.0983 т>/. 


A pipe with € — 0.00015 ft is required to carry fluid of kinematic viscosity 0.00021 ft^/s at the rate of 8.0 cfs. If 

the head loss is to be 0.004 ft/ft, calculate the pipe diameter. 

M8  niL-(flayv2g) у= ОЈА = 8.0/(ла2/4) = 10.19/42 0.004 2 (f/d)((10.19/2?/[(2)(32.2)]) 
а = 3.3207'° Ng = du/v = (d)(10.19/d?)/0.00021 = 48 524/4 


Try d = 1 ft: Ng = 48 524/1 = 4.85 x 10*, e/d = 0.00015/1 = 0.00015. From Fig. A-5, f = 0.0215. d= 
(3.320)(0.0215)!5 — 1.54 ft. Try d = 1.54 ft: N4 — 48524/1.54 —3.15 x 10*, e/d — 0.00015/1.54 — 0.0000974, 

f — 0.0235, d — (3.320)(0.0235)!^ — 1.57 ft. Try d = 1.57 ft: Nz = 50 950/1.57 = 3.25 х 10*, є/4 = 0.00015/1.57 = 
0.0000955, f =0.0235  (O.K.). Hence, d = 1.57 ft, or 18.8 in. 
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(a) Find the shear stress on 40-in-diameter asphalted iron pipe if the fluid is water at 72 °F and the average 
velocity is 10 fps. (b) What will be the shear stress if the average velocity is reduced to 5 fps? 


I To = fpv?/8 М№ = du/v 
(a) = (48)(10)/(1.02 x 1075) = 3.27 x 10° є/4 = 0.0004/(13) = 0.00012 
From Fig. A-5, f = 0.0127. 
то = (0.0127)(1.93)(10)?/8 = 0.306 Ib/ft? 
(b) Na = (43)(5)/(1.02 x 1075) = 1.63 х 105 f = 0.0132 
To = (0.0132)(1.93)(5^/8 — 0.0796 Ib/ft? 


A straight steel pipeline (€ — 0.00015 ft) slopes downward at a small angle 0, where sin 0 = 8 = 0.01523. For 
gravity flow of oil (у = 0.0006 ft?/s) at 10 ft’/s, what pipe size is needed? 
І sin 6 =h,/L = (f/d)(v7/2g) v 2 Q/A — 10/(xd?/4) 2 12.73/d? 
0.01523 — (f/d)((12.73/d?y/[(2)(32.2)]) 
d=2.777f"" Ng = du/v = (d)(12.73/d”)/0.0006 = 21 217/d 


Try d = 1 ft: Ng = 21 217/1 =2.12 x 10*, e/d =0.00015/1 = 0.00015. From Fig. A-5, f = 0.0265. d = 
(2.777)(0.0265)!^ — 1.34 ft. Try d — 1.34 ft: Ng = 21 217/1.34 = 1.58 x 10*, €/d = 0.00015/1.34 = 0.00011, f = 
0.0284, d — (2.777)(0.0284)'^ — 1.36 ft. Try d — 1.36 ft: N4 —21217/1.36 — 1.56 x 10*, €/d = 0.00015/1.36 = 
0.00011, £f — 0.0284  (O.K.). Hence, d — 1.36 ft, or 16.3 in. 


Water at 140 °F flows in a 0.824-in-diameter iron pipe (€ — 0.00015 ft) of length 400 ft between points A and B. 
At point A the elevation of the pipe is 104.0 ft and the pressure is 8.50 psi. At point B the elevation of the pipe 
is 100.3 ft and the pressure is 9.00 psi. Compute the flow rate. 


І pal Y + 02/28 + 24 = рву + 05/28 +в +}, | 
UD 5 92/26 + 104.0 = (9.00)(144)/61.4 + 02/25 + 100.3 +, 02/28 = 05/22 
№, = 2.52% =h,=(f)(L/d)(v7/2g) 2.52 = (f)[400/(0.824/12)]{v7/[(2)(32.2)]} — v —0.1669/ Vf 


Try v =1 ft/s: Nz = "m (0.824/12)(1)/(5.03 x 105) 2 1.37 x 10*, e/d — 0.00015/(0.824/12) — 0.0022. From 
Fig. A-5, f — 0.0325. v — 0.1669/'V0.0325 — 0.926 ft/s. Try v — 0.926 ft/s: N4 — (0.824/12)(0.926)/(5.03 x 

10 5 — 1.26 x 10*, f — 0.0330, v — 0.1669/V0.0330 = 0.919 ft/s. Ту о = 0.919 6/5: № = 
(0.824/12)(0.919)/(5.03 x 10 9) 2 1.25 x 105, 7 = 0.0330 (О.К.); О = Ао = [(л)(0.824/12)2/4](0.917) = 
0.00339 ft?/s. 


Air at 50 psia and 160 °F flows in a 1-ft by 1.5-ft by 1000-ft duct at the rate of 11b/min. Find the head loss if 
€ = 0.0005 in. 


i h, =(f)(L/d)(v2/2g) d=4R, К, = A/p; = (1)(1.5)/(1 + 1 + 1.5 + 1.5) = 0.300 ft 
d = (4)(0.300) = 1.20 ft W = yAv y =p/RT — (50)(144)/[(53.3)(460 4- 160)] — 0.2179 Ib/ft? 
1/60 = 0.2179[(1)(1.5)(v) v = 0.05099 ft/s A, = (f)(1000/1.20){0.05099/[(2)(32.2)]} = 0.03364f 
Мк = dv/v = (1.20)(0.05099)/(2.06 x 10°*) = 297 (laminar) 
f =64/Np = 64/297 = 0.2155 h, = (0.03364)(0.2155) = 0.00725 ft 


9.45 Find the approximate rate at which 60 °F water will flow in a conduit shaped in the form of an equilateral 


triangle if the head loss is 2 ft per 100 ft. The cross-sectional area of the duct is 120 in?, and € = 0.0018 in. 
I First, find the length of each side (s) of the cross section (see Fig. 9-29): 
A=bh/2 120 = (х + х)(У3х)/2 x =8.324in s= 2x = (2)(8.324) = 16.65 in 
hy = (f)(L/d)(v?/2g) R, = A/p, = 120/[(3)(16.65)] = 2.402 in or 0.2002 ft 
d =4R,, = (4)(0.2002) = 0.8008 ft 2 = (f)(100/0. 8008) { v?/[(2)(32.2)]} v — 1.016/ Vf 
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Try v =10 ft/s: Nz = du/v = (0.8008)(10)/(1.21 x 1075) = 6.62 x 105, e/d = (0.0018/12)/0.8008 = 0.000187. ~ 
From Fig. A-5, f = 0.0150. v = 1.016/V0.0150 = 8.30 ft/s. Try v = 8.30 ft/s: Nz = (0.8008)(8.30)/(1.21x — . 
1075) = 5.49 x 10°, f = 0.0155, v — 1.016/V0.0155 = 8.16 ft/s. Try v = 8.16 ft/s: Nz = (0.8008)(8.16)/(1.21x . 
1075) = 5.40 х 10°, f = 0.0155 (O.K.); Q = Au = (22)(8.16) = 6.80 ft?/s. 


| 
| 
Ri 
7 
x i x 


k— a —> Fig. 9-29 


9,146 When fluid of weight density 50 lb/ft’ flows in a 6-in-diameter pipe, the frictional stress between the fluid and · ` 


the pipe wall is 0.5 lb/ft’. Calculate the head loss per mile of pipe. If the flow rate is 2.5 cfs, how much power is. 
lost per mile? : 


ШІ R,-d/A-($)/4-0.1250ft — hp = (n(L/R,y) — 0.5(5280/[(0.1250)(50)]) — 422.4 ft per mile 
P — Qyh, — (2.5)(50)(422.4) — 52 800 ft - Ib/s per mile — 52 800/550 — 96.0 hp per mile ? 


a 


9.147 Prove that for a constant rate of discharge and a constant value of f the friction head loss in a pipe varies 
inversely as the fifth power of the diameter. 


І v-Q/A-4Q[nd — h,—(fYyLI/d)(v^2g) - (£F LId)(4Q/nd^y 2g] = (f (L/d°)(8Q7/20’g) 
Thus for constant f and constant Q, h, «1/45. 
9.148 Two long pipes are used to convey water between two reservoirs whose water surfaces are at different 


elevations. One pipe has a diameter twice that of the other. If both pipes have the same value of f and if minor . 
losses are neglected, what is the ratio of the flow rates through the two pipes? 


І h, = (f)(L/d)(v?/2g) = A elevation h; « Q?/d° (from Prob. 9.147) 
(he) = (he) 
Therefore, Q1/di — Q3/d3, Q./Q1 = (d2/d,)" = 2°? = 5.66. Thus the flow in the larger pipe will be 5.66 times 


that in the smaller one. 


9.149 Points C and D, at the same elevation, are 500 ft apart in an 8-in pipe and are connected to a differential gage 


by means of small tubing. When the flow of water is 6.31 cfs, the deflection of mercury in the gage is 6.43 ft. 
Determine the friction factor f. 


MB pcly * vil2g * zc - poly * v5l2g * zp * hj. Since v2/2g — v2/2g and zc — zo, P./y ^ pply ^ hj — 
(6.43)(13.6 — 1) = 81.02 ft, v = Q/A — 6.31/[(x)(&Y'/4] — 18.08 ft/s, hy = (f)(L/d)(v2/2g) = 
(f)[500/(8)]{18. 087/[(2)(32.2)]} = 3807f, 81.02 = 3807f, f = 0.0213. 


9.150 Ой lows from tank A through 500 ft of 6-in new asphalt-dipped cast iron pipe to point B, as shown in Fig. 9-30. 


What pressure in pounds per square inch will be needed at A to cause 0.450 cfs of oil to flow? (s.g. — 0.840; 
v 2227 x 10? f/s; € — 0.0004 ft.) 


І Paly + 04/28 + 24 = рь/у + 05/28 +в +Һ ув = ОГАв= 0.450/02)8)/4] = 2.292 ft/s 
hy = hy = (f)(L/d)(v?/2g) — (f)[500/(&)] (2.2922/[(2)(32.2)]) — 81.57f 
Pa/[(0.840)(62.4)] + 0 + 80.0 = 0 + 2.2922/[(2)(32.2)] + 100.0 + 81.577 рл = 1053 + 4276 
Na = dv/v = ($)(2.292)/(2.27 x 10-5) = 5.05 x 10* є/4 = 0.0004/(5) = 0.000800 
From Fig. A-5, f = 0.0235. pa = 1053 + (4276)(0.0235) = 1153 Ib/ft?, or 8.01 Ib/in?. 
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Fig. 9-30 


An old 12-in by 18-in rectangular duct carries air at 15.2 psia and 68 °F through 1500 ft with an average velocity 
of 9.75 ft/s. Determine the loss of head and the pressure drop, assuming the duct to be horizontal and the size 
of the surface imperfections is 0.0018 ft. 


1 К, = Ар, = (12)(18)/(12 +12 + 8 + 8) =0.300ft d = 4R, = (4)(0.300) = 1.20 ft 
h; = (f)(L/d)(v?/2g) = (f)(1500/1.20){9.757/[(2)(32.2)]} = 1845f 
Ne = du/v = (1.20)(9.75)/[(14.7/15.2)(1.64 x 1075)] — 7.38 x 10*. (turbulent) €/d = 0.0018/1.20 — 0.00150 
From Fig. A-5, f = 0.024. 
h; = (1845)(0.024) = 44.28 ft of air Ар = үл, =[(15.2/14.7)(0.0750)](44.28)/144 = 0.0238 Ib/in 


What size of new cast iron pipe, 8000 ft long, will deliver 37.5 cfs of water at 70 °F with a drop in the hydraulic 
grade line of 215 ft? 


1 Daly + 05/28 + 24 = рь/ү +05/25 +26 +Һ., [(ра/ү + 2а) – (р»/Ү +в) =. 
[(pa/Y + 24) – (р»/ү + »)] = НСІ. = 215 # о = ОЈА = 37.5/(л42/4) = 47.75/4° 
hy =h, = (f)(L/d)(v?/2g) = (f)(8000/d) {(47.75/d2)?/[(2)(32.2)]} = 283 238/ /а° 
215 = 283238f/d>  d=4.207F"% Мк = du/v = (d)(47.75/d?)/(1.05 x 1075) = 4.55 x 10°/d 


Try d — 2 ft: Na — (4.55 x 10°)/2 = 2.28 x 10°, €/d = 0.00085/2 = 0.000425. From Fig. A-5, f = 0.0164. d= 
(4.207)(0.0164)' — 1.85 ft. Try d — 1.85 ft: N4 — (4.55 x 10°)/1.85 = 2.46 x 10°, €/d = 0.00085/1.85 = 0.000459, 
f =0.0164 (O.K.). Hence, d — 1.85 ft, or 222 in. ` 


What rate of flow of air at 68 °F will be carried by a new horizontal 2-in-diameter steel pipe at an absolute 
pressure of 3 atm and with a drop of 0.150 psi in 100 ft of pipe? Use e — 0.00025 ft. 


B At 68°F and standard atmospheric pressure, y = 0.0752 lb/ft? and v = 1.60 x 10^* ft^/s. At a pressure of 
3 atm, y = (0.0752)(3) — 0.2256 Ib/f£ and v = (1.60 x 10°*)/3 = 5.333 x 10 ? f /s. h, = (f (L/d)(v/2g), 
(0.150)(144)/0.2256 — (f )[100/(2)] (v?/[(2)(32.2)]), v —3.206/ Vf. Try v — 10 ft/s: №, = dv/v 
(2)(10)/(5.333 x 1075) 2 3.13 x 10*, e/d — 0.00025/(&) — 0.00150. From Fig. A-5, f = 0.027. 

v = 3.206/V0.027 = 19.51 ft/s. Try v = 19.51 ft/s: Ne = (%)(19.51)/(5.333 x 1075) = 6.10 x 10°, f = 0.0248, 
v = 3.206/V0.0248 = 20.36 ft/s. Try v = 20.36 ft/s: Nz = (%)(20.36)/(5.333 х 1075) = 6.36 х 10°, 

f =0.0248 (O.K.); Q = Av = [(2)(%)*/4](20.36) = 0.444 ft?/s. 


Determine the nature of the distribution of shear stress at a cross section in a horizontal, circular pipe under 
steady flow conditions. 


B For the free body in Fig. 9-31a, since the flow is steady, each particle moves to the right without 
acceleration. Hence, the summation of the forces in the x direction must equal zero. (p;)(zr?) — (pa) (ar?) — 
(т)(2лг1.) = 0 ог 

T= (pi — p2)(r)/(2L) (1) 


When r — 0, the shear stress t is zero; and when r — 7,, the stress t; at the wall is a maximum. The variation is 
linear and is indicated in Fig. 9-315. Equation (1) holds for laminar and turbulent flows as no limitations 
concerning flow were imposed in the derivation. Since (p, — p;)/ y represents the drop in the energy line, or the 
lost head h,, multiplying Eq. (1) by y/y yields t = (yr/2L)[(p1 — p2)/y] or 


t =(yh,/2L)(r) (2) 


Develop the expression for shear stress at a pipe wall. 


B 5, — (f)(L/d)(v?/2g). From Prob. 9.154, hy — 2179 L/ yr, - AtoL/ yd, Avo L| yd — (f)(Lí/d)(v?/2g), v, 
fyv?/8g = fpv?/8. 


232 [ CHAPTER 9 


Lost head ^ 


— 24 
Energy Line 1 |: f __ т, | | dA 
Wa 





| 1, | Shear Velocity 
(a) (b) (e) (d) 
Fig. 9-31 


9,156 For steady, laminar flow (a) what is the relationship between the velocity at a point in the cross section and the i 
velocity at the center of the pipe, and (5) what is the equation for velocity distribution? : 


I (а) т = —(u)(dv/dr) - (p— p3(r) QL) (from Prob. 9.154) 


—(u)(dv/dr) — (py — p()/QL) 
Since (p, — p;)/ L is not a function of r, 





_f 4 BRI nae — Pit P2 a tcu vL Iz pn 
| a= 2uL [rar [v], 7 4uL [r^] (v — vq) 4uL | 
(pi-p2r 
= yn m W PX, 1): 
у= 0с дш. (1). 


But the lost head in L feet is h, = (p,—p2)/y; hence, 








yh,r | 
= -- 2 
| v= Ue т | (2) 
(b) Since the velocity at the boundary is zero, when r — r,, v —0 in Eq. (1), we have 
v= (р. pare ҮТ? Wo (at centerline) (3) : 
Thus, in general, 
ve (ES) - n (4 
9.157 Develop the expression for the loss of head in a pipe for steady, laminar flow of an incompressible fluid. Refer 
to Fig. 9-31d. 
v dA | * (v)(2ar dr - 
I v ol = 0 ( X д яро |" ура 
ау 2 2 о 
А | dA ara (ur; 4uL) Jo 
_ 2 
Vay = (рі P2)(ro) (1) 
8uL 


Thus for laminar flow, the average velocity is half the maximum velocity v, in Eq. (3) of Prob. 9.156. 
Rearranging Eq. (1), we obtain 


- 8 Lv, 32uLv,, 
h, Pip. ae = s (2) 
Y Yro yd 


These expressions apply for laminar flow of all fluids in all pipes and conduits. 
9.158 Determine (a) the shear stress at the walls of a 12-in-diameter pipe when water flowing causes a measured head 


loss of 15 ft in 300 ft of pipe length, (b) the shear stress 2 in from the centerline of the pipe, (c) the shear 
velocity, (d) the average velocity for an f value of 0.50, and (e) the ratio v/v,. 
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Е (a) 1, — yh, r,/2L = (62.4)(15)[(32)/2]/[(2)(300)] = 0.780 Ib/ft?, or 0.00542 Ib/in’. 
(b) Since zt varies linearly from centerline to wall, t = (0.00542)(2) = 0.00181 Ib/in*. 
(c) v, — Vz,/p — V0.780/1.94 = 0.634 ft/s. ° 
(d) v, — fpv^/8, 0.780 = (0.050)(1.94)(v?)/8, v = 8.02 ft/s. 
(е) т, = (и)(0/у), у = Шр, то = ру(о/у), т.р = (у)(о/у) = 04 = (У)(о/у), v/v — y/v, v/v, — v,ylv. 


If in Prob. 9.158 the water is flowing through a 3-ft by 4-ft rectangular conduit of the same length with the same 
lost head, what is the shear stress between the water and the pipe wall? 
І R, — Alp, — (3(4)/(3 - 3 - 4 4) 2 0.8571 ft 

T — (yh, / L(R,) ^ [(62.4)(15)/300](0.8571) 2 2.67 Ib/f^ or 0.0186 Ib/in? 
Medium lubricating oil (s.g. — 0.860) is pumped through 1000 ft of horizontal 2-in pipe at the rate of 0.0436 cfs. 
If the drop in pressure is 30.0 psi, what is the absolute viscosity of the oil? 


B | Assuming laminar flow, 
pi-po 32uLw,, 
y | yf 
v,, — Q/A = 0.0436/[(2)(2)/4] = 1.998 6/5 
(30.0)(144)/[00.860)(62.4)] = (32)()(1000)(1.998)/{[00.860)(62.4)]02)) и = 0.001881b - s/ft 


| Na = pdu/p = [(0.860)(1.94)](3;)(1.998)/0.00188 =296 (laminar) 


(from Prob. 9.157) 


A horizontal wrought iron pipe, 6-in inside diameter and somewhat corroded, is transporting 4.50 Ib of air per 
second from A to B. At A the pressure is 70 psia and at B the pressure must be 65 psia. Flow is isothermal at 
68 °F. What is the length of pipe from A to B? Use € — 0.0013 ft. 





I pipa, 2P1In (v;/vi) * (FüL/d))i/2g) 
n 1 pipi 
yi 7 (0.0752)(70/14.7) — 0.3581 Ib/ft y» — (0.0752)(65/14.7) — 0.3325 Ib/ft 


W-yAv 4.50-(0.3581)[(z)($Y/4](v) v; — 64.00 ft/s 
4.50 = 0.3325[(2)($)?/4](v2) ^ vi 68.93 ft/s 
Np = du/v = ($)(64.00)/[(14.7/70.0)(1.60 x 1074)] — 9.52 x 10° є/4 = 0.0013/(5) = 0.0026 
From Fig. A-5, f — 0.025. 


(70 — 65)(144) _ 2{2 In (68.93/64.00) + 0.025[L/(5)]} {64.00°/[(2)(32.2)]} 
0.3581 —— 1-6 | 





L= 607 ft 


Heavy fuel oil flows from A to B through 3000 ft of horizontal 6-in steel pipe. The pressure at A is 155 psi and at 
B is 5.0 psi. The kinematic viscosity is 0.00444 ft^/s and the specific gravity is 0.918. What is the flow rate? 


B Assuming laminar flow, from Eq. (2) of Prob. 9.157, 


рі = рг 32uLv,, (32) vpY(Lv,.) (155 – 5.0)(144) 32((0.00444)[(0.918)(1.94)]) (3000)(v..,) 
y y yd? (0.918)(62.4) [(0.918)(62.4)]( $Y 


v,, = 7.11 ft/s Na —dv/v —($)(7.11)/0.00444 2 808 — (laminar) 
Q = Av = [(2)($)2/4](7.11) = 1.40 ft/s 











What size pipe should be installed to carry 0.785 cfs of heavy fuel oil (v = 0.00221 ft?/s, s.g. = 0.912) at 60 °F if 
the available lost head in the 1000-ft length of horizontal pipe is 22.0 ft? 


B Assuming laminar flow, 
32uLv 
f yd? 
v-— Q/A - 0.785/(xd^|4) -0.9995/d? — 22.0— (32)(0.003910)(1000)(0.9995/4")/ ([(0.912)(62.4)](4)) 
d=0.562ft or 6.75in Ng = dv/v = (0.562)(0.9995/0.5622)/0.00221 = 805 — (laminar) 





и = ру = [(0.912)(1.94)](0.00221) = 0.003910 Ib - s/ft? 
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9.164 Determine the head loss in 1000 ft of new, uncoated 12-in-ID cast iron pipe when water at 60°F flows at 
5.00 ft/s. Use €/d = 0.0008. 
І h, — (f)(L/d)(v^/2g) Na = du/v = (#)(5.00)/(1.21 x 107°) = 4.13 x 10° 
From Fig. A-5, f = 0.0194. h; = 0.0194[1000/(22)}{5.002/[(2)(32.2)]} = 7.53 ft. 


9.165 Rework Prob. 9.164 if the liquid is medium fuel oil at 60?F (v — 4.75 x 10 ? ft?/s) flowing at the same velocity. 
І hy = (f )(L/d)(v72g) Na — dv| v — (12)(5.00)/(4.75 x 105) 2 1.05 x 10 
From Fig. A-5, f = 0.0213. h, = 0.0213[1000/(73)]{5.007/[(2)(32.2)]} = 8.27 ft. 





9.166 Points A and B are 4000 ft apart along a new 6-in-ID steel pipe. Point B is 50.5 ft higher than A and the 
pressures at A and B are 123 psi and 48.6 psi, respectively. How much medium fuel oil at 70?F will flow from A 
to B? Use s.g. = 0.854, v 2 4.12 x 10? ft?/s, € — 0.0002 ft. 


І рлу + 02/28 + 2л =рьіу + 02/28 + 26 + №, 
(123)(144)/[(0.854)(62.4)] + 02/28 + 0 = (48.6)(144)/[00.854)(62.4)] + 02/28 + 50.5 +h, 
02/25 = 05/28 h, = 150.5 ft = h, = (f)(L/d)(v?/2g) 
150.5 = (f)[4000/($)]{v2/[(2)(32.2)]} ^ v5 1.101/Vf 


Try v = 10 ft/s: Nz = du/v — ($)(10)/(4.12 x 107?) = 1.21 x 10°, e/d = 0.0002/() = 0.000400. From Fig. A-5, 
f — 0.0195. v — 1.101/V0.0195 — 7.884 ft/s. Try v — 7.884 ft/s: Na — ($)(7.884)/(4.12 x 105) = 9.57 x 10°, 
f =0.0195 (O.K.); Q — Av - [(3)($)?/4](7.884) = 1.55 ft?/s. 


9.167 How much water (60°F) would flow under the conditions of Prob. 9.166. 
І Рау +04128 + 24 =рь/ү + 02/28 + 26 + ћ,. 
(123)(144)/62.4 + 02/28 + 0 = (48.6)(144)/62.4 + 02/28 + 50.5 +h, 
02/28 = 02/25 hı = 121.2 ft = h, = (f)(L/d)(v?/2g) 
121.2 - (f)[4000/(8)](v?/[2)32.2)]) — v —0.9878/Vf 


Try v — 10 ft/s: Na — dv/v — ($)(10)/(1.21 x 1075) = 4.13 x 10°, e/d — 0.0002/(&) — 0.000400. From Fig. A-5, 
f — 0.0172. v 2 0.9878/V0.0172 — 7.532 ft/s. Try v — 7.532 ft/s: N. 2 ($)(7.532)/(1.21 x 10 5) = 3.11 х 10°, 

f =0.0176, v = 0.9878//0.0176 = 7.446 ft/s. Try v — 7.446 ft/s: Na — ($)(7.446)/(1.21 x 105) = 3.08 x 10°, 

f 20.0176 . (O.K.); Q — Av 7 [(2)($Y//4](7.446) = 1.46 ft?/s. 


9.168 To transport 300 cfs of air, p = 16 psia, T = 68 °F, with a head loss of 3 in of water per 1000 ft, what size 
galvanized pipe is needed? (є — 0.0005 ft.) 


! d = 0.66[(€'*)(LO?/ghy)*" + (у)(О)? (вњ 2] 
Y = p/RT = (16)(144)/[(53.3)(460 + 68)] = 0.08187 Ib/ft? №, = (%)(62.4/0.08187) = 190.5 б оѓ айг 
= 1.25 (1000)(300): 475 4 9.4 1000 5.24 0.04 B 
4- 0.66 (0.000 5220195) * (1.64 x 10 7)(300) |22193; 2)(190: sl | = 2.84 ft 


9.169 — Two tanks of a solvent (y — 0.05 Pa - s, y 2 8kN/m?) are connected by 300 m of commercial steel pipe. What 
size must the pipe be to convey 50 L/s, if one tank is 4 m higher than the other? 
І d —0.66[(e* ^)(LQ?/gh,)*" - (v)(Q)*(L/gh, y ^p ^* 
v = u/p = ug/ y — (0.05)(9.807)/[8 x 107] 2 6.129 x 105 m?/s 


(300) (1305)? 


(9.807)(4) | + (6.129% m src —0.222m 


d- o.&e[(.ooooae'-S[ (9.807)(4) 


9.170 Calculate the diameter of a wooden conduit (€ -- 0.006 ft) that is to carry 300 ft^/s of water at 60 °F a distance of 


1000 ft with a head loss of 1.1 ft. 
I d = 0.661€" PLQ? / gh)" + (v)(Q)*(Liahy T 


d= 0.66{ 0.0006) (50/30) 17” +(1.21x vL] — 7.59 ft 





9.173 


9.174 


1.175 


1.176 
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An old pipe 2 m in diameter has a roughness of € = 30 mm. A 12-mm-thick lining would reduce the roughness 
to €= 1mm. How much would pumping costs be reduced per kilometer of pipe for water at 20?C with 
discharge of 6 m?/s? The pumps are 75 percent efficient, and the cost of energy is $1 per 72 MJ. 


І ө, = ОЈА, = 6/1(2)(2)/4] = 1.910 m/s № = до/у 
(№), = (2)(1.910)/(1.02 х 107%) = 3.75 х 10% €,/d, = (0.030)/2 = 0.015 
From Fig. A-5, f, — 0.044. 
4, = [2 – (2)(0.012)] = 1.976 т v2 = Q/A2 = 6/[(2)(1.976)?/4] = 1.957 m/s 
(№) = (1.976)(1.957)/(1.02 х 107%) = 3.79 х 10% є,/4, = (0.001)/1.976 = 0.000506 
£-0017 hy = (fF )(L/d)(v?/2g) 
(hy), — 0.044[1000/2] (1.910?/[(2)(9.807)]) = 4.902 m 
(Ay); — 0.017[1000/1.976](1.957?/[(2)(9.807)]) = 1.680 m 
Saving in head = 4.092 — 1.680 — 2.412 m P= Qyh,/n = (6)(9.79 x 10°)(2.412)/0.75 = 0.1889 MJ/s 
Savings per year = (0.1889)[(365)(24)(3600)]/72 = $82 738 

What size of new cast iron pipe is needed to transport 0.5 m?/s of water at 25 "C for 1000 m with head loss of 
2m? 
І d =0.66[(€"*)(LQ?/gh, )*” + (у)(О)?*(1./8һ,) ^" 


(1000)(0.5)? 


(9.80750) Г + (9.02 x 10-"0.5)"4| 1000 Гр -0.713ш 


d= 0.66{ (0. оов) (9.807)(2) 


Pure water at 70 °F runs at 2.778 lb/s through a smooth tube between two reservoirs 30 ft apart and having a 
difference in elevation of 4.1 ft. What size tubing is needed? 


i Q =2.778/62.3 = 0.04459 ft?/s hy - (f)(L/d)(v^/2g) 
v = Q/A =0.04459/(nd?/4) = 0.05677/d? 4.1 = (f )(30/d) {(0.05677/d)?/[(2)(32.2)]}  d =0.2055f" 
Мк = dv|v — (d)(0.05677/d?)/(1.05 x 1075) — 5.41 x 10°/d 


Try f = 0.020: d = (0.2055)(0.020)"* = 0.09398 ft, Nz = 5.41 x 10°/0.09398 — 5.76 x 10*. From Fig. A-5, 
f =0.0205. Try f = 0.0205: а = (0.2055)(0.0205)! — 0.09444 ft, Nz = 5.41 x 10°/0.09444 = 5.73 x 10*, 
f =0.0205 (O.K.). Hence, d = 0.09444 ft, or 1.13 in. | 


In Fig. 9-10, H = 20m, L = 150m, d = 50 mm, s.g. = 0.85, 4 = 0.400 N - s/m’, and e = 1 mm. Find the newtors 
per second flowing. Neglect minor losses. 


І hy = (f )(L/d)(v7/2g) 20 = (fF )[150/(a885) ]{v7/[(2)(9.807)]} ә = 0.03616/ Vf 
Ма = pdv/y — [(0.85)(1000)] (1295) (v)/0.004 — 10 625v 


Try f — 0.050: v — 0.3616/V0.050 — 1.617 m/s, Ng = (10 625)(1.617) = 1.72 х 10*, €/d — (xao; )/ (1900) = 0.0200. 
From Fig. A-5, f — 0.051. 


о = 0.3616/У0:051 = 1.601 m/s Np = (10 625)(1.601) = 1.70 x 10* f=0.051 (O.K.) 
W — yAv — [(0.85)(9.79)] c) (3395^/4](1.601) — 0.0262 kN/s or 26.2N/s 


Determine the head loss for flow of 140 L/s of oil, v — 0.00001 m?/s, through 400 m of 200-mm-diameter cast 
iron pipe. 
І hy = (f )(L/d)(v?/2g) v = ОЈА = (1000) / 107) (1) /4] = 4.456 т/5 

Nr = du / v = (29,)(4.456)/0.00001 = 8.91 х 10* e/d = 0.00026/ (3%) = 0.00130 


From Fig. A-5, f = 0.023. h, = 0.023[400/(22%)]{4.456?/[(2)(9.807)]} = 46.6 m. 


Water at 15 °C flows through a 300-mm-diameter riveted steel pipe, € = 3 mm, with a head loss of 6 m in 300 m. 
Determine the flow. 
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Hh, = (f)(L/d)(v?/2g). Try f = 0.040: 6 = 0.040[300/ 388) (^/[2)(9.807)]), v = 1.715 m/s; Ne= dv/v= 
(3%)(1.715)/(1.16 x 10°%) = 4.44 x 10°; €/d = 5 = 0.0100. From Fig. A-5, f = 0.038. Try f = 0.038: 

6 = (0.038)[300/ (83) ]{v?/[(2)(9.807)]}, v = 1.760 m/s; Nz = (223)(1.760)/(1.16 x 1075) — 4.55 x 105; 

f =0.038 (O.K.); Q = Au = [(2)(33)?/4](1.760) = 0.124 m?/s. 


9.177 Determine the size of clean wrought iron pipe required to convey 4000 gpm of oil, v = 0.0001 ft’/s, 10 000 ft 
with a head loss of 75 ft. 
i О = (4000)(0.002228) = 8.912 ft?/s hy = (f)(L/d)(v?/2g) 
v = Q/A =8.912/(ad*/4) =11.35/d? 75 = (})(10 000/4){(11.35/42)2/[(2)(32.2)]} d = 3.056f"" 


Try f = 0.020: d = (3.056)(0.020)"* = 1.398 ft, Ne = du/v — (1.398)(11.35/1.398?)/0.0001 = 8.12 x 10°, 
e/d — 0.00015/1.398 — 0.000107. From Fig. A-5, f = 0.019. Try f = 0.019: d = (3.056)(0.019)"* = 1.383 ft, 
№, = (1.383)(11.35/1.3832)/0.0001 = 8.21 х 10*, f =0.019 (O.K.). Hence, d = 1.383 ft, or 16.6 in. 


9.178 — In Prob. 9.177, for d — 16.6 in, if the specific gravity is 0.85, p, = 40 psi, z, = 200 ft, and z, = 50 ft, determine 
pressure at point 2. 
i Pily + v3/2g + 2, =po/y + v3/2g + 2+ hy 
(40)(144)/[(0.85)(62.4)] + v7/2g + 200 = (p2)(144)/[(0.85)(62.4)] + v3/2g + 50 + 75 
v2/2g = 02/28 р» = 67.616/іп? 


9.179 | What size galvanized iron pipe is needed to be “hydraulically smooth” at Nz = 3.5 x 10°? (A pipe is said to be : 
hydraulically smooth when it has the same losses as a smoother pipe under the, same conditions.) 


B From Fig. A-5, e/d — 0.00001 is equivalent to smooth pipe. 0.0005/d = 0.00001, d = 50.0 ft. 


9.180 — Above what Reynolds number is the flow through a 3-m-diameter riveted steel pipe, e — 30 mm, independent of 
the viscosity of the fluid? : 


MB «/d —0.030/3 — 0.010. From Fig. A-5, Na — 1.0 x 105 at complete turbulence. 


9.181 Determine the absolute roughness of a 1-ft-diameter pipe that has a friction factor of 0.032 when N4 — 1.0 x 10. | 
B From Fig. A-5, e/d — 0.006. €/1-— 0.006, є — 0.006 ft. | 

9,182 Galvanized iron pipe of diameter d has the same friction factor for Nz = 100 000 as 400-mm-diameter cast iron 
pipe. Evaluate d. 


I For cast iron: €/d = 0.00026/0.400 = 0.00065. 
For galvanized iron; €/d = 0.00015/d = 0.00065, а = 0.231 т, ог 231 тт. 


9.183 Calculate the friction factor for atmospheric air at 80 °F, flowing at v = 40 ft/s in a 2-ft-diameter galvanized pipe. 
І f — 1.325/[In (e/3.7d - 5.74/ N^) Na — dv/ v = (3)(40)/(1.69 x 107*) = 710 059 
f =1.325/{In [0.0005/(3.7\(2) + 5.74/710 059°}? = 0.0156 


9,184 Atmospheric air at 92 °F is conducted through a 4-ft-diameter, 1000-ft-long wrought iron pipe. Find the head 
loss corresponding to a flow of 266.7 cfs. 


І h; = (f)(L/d)(v?/2g) p = p/RT =(14.7)(144)/[(1716)(460 + 92)] = 0.002234 slug/ft? 
v = Q/A = 266.7/[(1)(4)?/4] = 21.22 ft/s 
= pdv/ u = (0.002234)(4)(21.22)/(3.90 х 1077) = 4.86 х 105 є/4 = 0.00015/4 = 0.0000375 


From Fig. А-5, ў = 0.013. А, = (0.013)(1000/4){21.222/102)(32.2)]} = 22.728. 
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' 9.185 A smooth toroidal wind tunnel is 60 m around at the centerline and has cross-sectional diameter 2 m; the fluid is 
air at 1 atm and 20 °C. Determine the horsepower rating of a fan that will produce a 500-km/h airstream. 
i hy = (f)(L/d)(v?/2g) v 25x 10/3600 — 138.9 m/s 
Na = du/v = (2)(138.9)/(1.46 x 107?) = 1.90 х 10° 
From Fig. A-5, f — 0.0072 (extrapolated). 
hy = (0.0072)(60/2) {138.97/[(2)(9.807)]} = 212.5 m О = Аъ = |(л)(22/4)[(138.9) = 436.4 m*/s 
Р = Оуһ, = (436.4)(11.8)(212.5) = 1.09 х 10% И ог 1460 һр 


1 9.186 — Assume that 2.0 cfs of oil (yu — 0.0003342 slug/ft - s, p — 1.677 slug/ft) is pumped through a 12.in pipeline of 
1 cast iron. If each pump produces 100 psi, how far apart can they be placed? 
І hy = (f )(L/d)(v?/2g) = p/pg = (100 x 144)/(1.677)(32.2) = 266.7 ft 
v = Q/A =2.0/[(2)(3)7/4] = 2.546 ft/s 
Ng = pdu/u = (1.667)(23)(2.546)/0.0003342 = 1.27 x 10* €/d = 0.00085/(33) = 0.00085 
From Fig. A-5, f = 0.031. 266.7 = 0.031[L/()]{2.546°/[(2)(32.2)]}, L = 85 473 ft, or 16.2 miles. 


= 
3 


A 60-mm-diameter smooth pipe 160 m long conveys 36 m*/h of water at 25 °C from a sidewalk hydrant to the 


top of a building 25 m tall. What pressure can be maintained at the top of the building, if the hydrant pressure is 
1.6 MPa? 


Аа ады ыы аттын аттағалы 


І pil y t 01/26 + 2, = pol y + 02/28 + z+ h, Lm h, - (f)LId)(v* 2g) 
v = Q/A = (36/3600)/[()(0.060)2/4] = 3.537 m/s Ne = dv| v = (0.060)(3.537)/(9.10 x 1077) = 2.33 x 10° 
From Fig. A-5, f = 0.016. 
1. = 0.016[160/0.060]{3.5372/[(2)(9.807)]} = 27.21 m 
(1.6)(1000)/9.79 + 05/28 +0 = (р,)(1000)/9.79 + 0/26 + 25 + 27.21 02/28 -ң 92/20 р: = 1.09 МРа 


9.188 Calculate the discharge for the pipe of Fig. 9-32; the fluid is water at 150 °F. 


i һ, =һ, = (/)(1/4)(%°/2в)  258-(f)D38/(2)](v2/[Q)32.2] su = 3.411/VF 


Try f = 0.019: о = 3.411/ү0.019 = 24.74 #/5, є/4 = 0.00015/(2) = 0.000900, № = du/v = (3)(24.74)/(4.68 x 
10-5) — 8.81 x 10*. From Fig. A-5,f - 0.019 (O.K.); Q — Av — [(2)(3)?/4](24.74) — 0.540 ft^ /s. 






|258 tt 


238tt 
| | Fig, 9-32 


2-in -diam-]. 
wrought iron 


4189  InFig. 9-32 how much power would be required to pump 160 gpm of water at 60 °F from a reservoir at the 
bottom of the pipe to the reservoir shown? 


I О = (160)(0.002228) = 0.3565 ft?/s Pily + v3/2g + 2, = poly + v3/2g +2, + h, 
о, = Q/A, —0.3565/[()( 8/4] — 16.34 ft/s hi = hy = (f)(L/d)(v?/2g) 
Ne = du/v = (8)(16.34)/(1.21 x 1075) 2 2.25 x 10 e/d — 0.00015/(&) = 0.000900 
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9.190 


9.191 


9.192 


9.193 


9.194 


From Fig. A-5, f — 0.0205. 
h, = 0.0205[238/(%)]{16.347/{(2)(32.2)]} = 121.4 ft Paly + 16.347/[(2)(32.2)] + 0 =0 + 0 + 260 + 121.4 
Pily = 377.3 ft P= Qy(Ap/y) = (0.3565)(62.4)(377.3) = 8393 ft - Ib/s = 15.3 hp 
A 12-mm-diameter commercial steel pipe 16 m long is used to drain an oil tank. Determine the discharge when 
the oil level in the tank is 2m above the exit end of the pipe. (u = 0.10 Pa-s, y - 8kN/m? o) 
B Assuming laminar flow, 


h,yd^ 2[(8)(1000)((0.012)? 
32uL  (32)[(0.1)(0.10)](16) 


Na — pdv/u — (y/g)(dv)/u — [(8)(1000)/9.807](0.012)(0. 4500)/[(0. 1)(0. 10)] — 440 (laminar) 
Q —- Av - [(2)(0.012)?/4](0.4500) — 0.0000509 m?/s ог 0.0509 L/s 





v= = 0.4500 m/s 


Two liquid reservoirs are connected by 198 ft of 2-in-diameter smooth tubing. What is the flow rate when the 
difference in elevation is 50 ft? (v = 0.001 ft’/s). 


І риу + 102/28 * z, = р/у + 02/28 + 2+}, h, =h, = (f)(L/d)(v?/2g) 
Assuming laminar flow, 7 
f-94/N. № = йоу = ()(0)/0.001 = 166.70 Һ, = (64/166.70)[198/(2)]0°/[0)(32.2)]) = 7.0822 
0+0 + 50=0+0+0 + 7.0820 v = 7.060 ft/s Ng — ($)(7.060)/0.001 = 1177 (laminar) 
О = Аш = [(л)(%)?/4](7.060) = 0.154 ft?/s 
Atmospheric air at 16 °C flows for 200 m through а 1.25-m-diameter duct (€ = 1 mm). Calculate the flow 


volume, if the head loss measures 80 mmH,O. 


Fh, =(f)(L/d)(v"/2g) (hy Yh)wo — Ya — p/RT —101.4/(29.3)073 + 16)] = 
0.01197 KN/m? 


(0.01197)(h,),, — (9.79)(0.080) — (h,),,—65.43m 65.43 = (f)(200/1.25){v?/[(2)(9.807)]} ^ v —2.822/Vf 


Try f — 0.020: v —2.832/V0.020 — 20.03 m/s, Ns — dv/v — (1.25)(20.03)/(1.46 x 1075) = 1.71 x 10°, e/d — 
0.001/1.25 — 0.000800. From Fig. A-5, f = 0.0205. Try f = 0.0205: v —2.832/ V0.0205 = 19.78 m/s, Nz = 
(1.25)(19.78)/(1.46 x 1075) — 1.69 x 105, f 20.0205. (O.K.); Q — Av — [(2)(1.25?/4)](19.78) = 24.3 m?/s. 


Water at 20°C is to be pumped through 2 km of 200-mm-diameter wrought iron pipe at the rate of 60 L/s. 
Compute the head loss and power required. 


І hy = (f )(L/d)(v?/2g) v = Q/A = (60 x 1075)/[()(0.200)?/4] = 1.910 m/s 
Nr = dv| v — (0.200)(1.910)/(1.02 x 1075) = 3.75 x 10° €/d = 0.000046/(0.200) = 0.000230 
From Fig. A-5, f = 0.016. 
h, — 0.016[2000/0.200] (1.910?/[(2)(9.807)]) — 29.76 m Р = Qyh, = (60 x 107*)(9.79)(29.76) = 17.48 kW 


An industrial ventilation system contains 4000 ft of 12-in-diameter galvanized pipe. Neglecting minor losses, 
what head must a blower produce to furnish 3 ton/h of air at p = 14 psia, T = 90 °F? 


Eh, =(f)(L/d)(v?/2g) Nr = pdu/u p = p/RT = (14)(144)/[(1716)(460 + 90)] = 0.002136 slug/ft’ 
М=рАо 6000/3600 = [(0.002136)(32.2)][() ($^ /4](v) v = 30.85 ft/s 
= (0.002136)(12)(30. 85)/(3.90 х 1077) = 1.69 x 10° є/4 = 0.0005/(2) = 0. 000500 

From Fig. A-5, f = 0.019. 


h, = 0.019[4000/ (43)] (30. 85?/[(2)(32.2)]} = 1123.2 ft of air or 1.24 ft of water 


9.195 


9.196 


FLOW IN CLOSED CONDUITS J 239 


A 2.0-m-diameter pipe of length 1560 m for which € = 1.5 mm conveys water at 12 °C between two reservoirs at 
a rate of 8.0 m?/s. What must be the difference in water-surface elevations between the two reservoirs? Neglect 
minor losses. 


i pily +02/2g + 2 = poly + 3/2 + z+ hy 0+0+2,=04+0+2z+h, 
zı — 2, = hy = (/)(1/4)(0°2в) 
v = Q/A = 8.0/[(x)(2.0)?/4] = 2.546 m/s Ng — dv/ v = (2.0)(2.546)/(1.24 x 105) — 4.11 x 10° 
€/d = (1.5/1000)/2.0 = 0.000750 


From Fig. A-5, f = 0.018. h, = (0.018)(1560/2.0){2.546°/[(2)(9.807)]} = 4.64 m. Hence, the difference in 
water-surface elevations between the two reservoirs is 4.64 m. 


Water flows from reservoir 1 to reservoir 2 through a 4-in-diameter, 500-ft-length pipe, as shown in Fig. 9-33. 
Assume an initial friction factor (f) of 0.037 and a roughness (e) of 0.003 ft for the pipe. Find the flow rate. 


РЁ pdjvviDgtn-plytvDgtnth, 04+04+700.6=0404+655.5+h, — h,—452ft- hi +h,, 


(I) Friction loss: — ^, - (f)(L/d)(v?^/2g) — 0.037[(500/($)](v?/2g) ^ 55.50v?/2g. 


(II) Minor losses: с 
(а) Due to entrance: From Fig. A-7, take K, = 0.45. 
(b) Due to globe valve: From Table A-11, K,,.. =5.7. From Table A-12, take K2/Kopen = 1.75. Hence, 
К, = (5.7)(1.75) = 9.98. 
(c) Due to bend: R/D = 2 =3.0, €/D =0.003/(4) = 0.00900. From Fig. A-12, K, = 0.45. 
(d) Due to elbow: From Table A-11, K, — 0.23. 
(e) Due to exit: From Fig. A-7, K, = 1.0. 
Thus, 


hy + My, = (v?/[(2)(32.2)]) (55.50 -- 0.45 -- 9.98 -- 0.45 -- 0.23 + 1.0) = 1.0500? 
1.050v?= 45.2 v=6.561 ft/s 
№ = Ро/у = (#)(6.561)/(1.9 х 1075) = 1.15 x 10° є/р = 0.003/(55) = 0.00900 


From Fig. A-5, f = 0.037. (Assumed value of f O.K.) О = Av = [(7)(4)*/4](6.561) = 0.573 #/5. 







Elev. 700.6 ft 
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Globe valve, 
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Sharp-edged exit 





90° long-radius elbow | Fig. 9-33 


240 JU CHAPTER 9 


9.197 
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9.199 


Determine the head loss in the system shown in Fig. 9-34 and the discharge in the pipe. 
i pily + vi/2g + Z, =p2/y + v3/2g + z+ hy 0+0+ 100 =0 + v3/[(2)(32.2)] + 0+ A, 
hp=hy thy hy =(f)(L/D)(v7/2g) = f (500/($)]{v3/[(2)(32.2)]} = 15.53fv} hy, = (K)(v7/2g) К-05 
hm = 0.5{v3/[(2)(32.2)]} = 0.007764v2 hy = 15.532 + 0.00776405 
100 = 0.015530? + 15.532 + 0.00776402 va = М100/(0.02329 + 15.537) 
Тгу о, = 10 #/: № = Ро/у = (5)(10)/(1.21 х 10-5) = 4.13 х 10°, є/р = 0.00015/(55) = 0.00030. From 
Fig. A-5, f = 0.0165. о. = У100/[(0.02329 + (15.53)(0.0165)] = 18.91 #/5. Тгу о, = 18.91 #/5: № = 
(5)(18.91)/(1.21 х 107°) = 7.81 х 10°, У = 0.0157, о, = У100/[0.02329 + (15.53)(0.0157)] = 19.35 ft/s. 


Try о, = 19.35 #/5: № = (5)(19.35)/(1.21 х 10-5) = 8.00 х 10°, / = 0.0157 (О.К.); h1 = 
(15.53)(0.0157)(19.35)> + (0.007764)(19.35) = 94.2 # of water, Q — Av — [()($)^/4](19.35) — 3.80 ft^/s. 






6-in-diameter new wrought iron pipe 





Figure 9-35 shows two reservoirs containing water at 60 °F. The water in the upper reservoir is to be drained to 


- the other reservoir at a lower level as shown. The total length of commercial steel pipe is 100 ft, and the 


diameter of the pipe is 4 in. What will be the flow rate of water through the pipe when the water surface 
elevations are as shown in Fig. 9-35? 


І рі + 02/28 + 2 = руу +0225 + 2+ 0+0+ 335=0+0+ 300+ А, 
ha =hy +m hy = (f)(L/D)(v?/2g) = f[100/($)]{v3/[(2)(32.2)]} = 4.658/03 hy, = (K)(v?/28) 


Due to entrance, take K, = 0.45. Due to elbow, K, = 0.64. Due to gate valve, Kopen = 0.11. 
Take K3/K pen = 17. Hence, K, = (0.11)(17) = 1.87. Due to exit, K,= 1.0. 


hin = (0.45 + 0.64 + 1.87 4- 1.0) (v//[(2)(32.2)]) = 0.06149? hy = 4.658fv? + 0.06149v? 
335 — 300 -- 4.658fv?  0.06149v? — v — V35/(4.658f + 0.06149) 
Try f —0.019: v — V35/[(4.658)(0.019) + 0.06149] = 15.28 ft/s, Nz = Dv/v — ($)(1528)/(1.21 x 107) -- 


4.21 x 10°. From Fig. A-5, f = 0.0175. Try ў = 0.0175: о = ү35/[(4.658)(0.0175) + 0.06149] = 15.64 ft/s, 
№ = (5)(15.64)/(1.21 х 10-5) = 4.31 х 10, У = 0.0175 (О.К.); О = Ао = [(л)(55)2/41(15.64) = 1.36 #2/5. 


A 15-in-diameter new cast iron pipe connecting two reservoirs as shown in Fig. 9-36 carries water at 60°F. The 
pipe is 120 ft long, and the discharge is 20 ft/s. Determine the difference in elevation between water surfaces in 
the two reservoirs. 


I рү +0128 + 2 =р›/ү+ 02/26 + 2+1 04+04+2,=040+z+h, 
Since z, — z, ^ H and h,  h, + hy, H=hy + hy, hy = (f)(L/D)(v?/28). 
v = Q/A = 20/[()(43)?/4] = 16.30 ft/s 
Ng = Du/v = (33)(16.30)/(1.21 x 1075) = 1.68 х 10° €/D = 0.00085/ (33) = 0.00068 


From Fig. A-5, f — 0.018. ^, — 0.018[120/(73)]{16.307/[(2)(32.2)]} = 7.13 ft, h,, = (K)(v?/2g). For entrance, 
take K, = 0.45. For exit, K, = 1.0. h,, = (0.45 + 1.0){16.30°/[(2)(32.2)]} = 5.98 ft, H = 7.13 + 5.98 = 13.11 ft. 
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90° regular elbow Elev. 300 ft 














Fig. 9-35 
———— —— 
v 
Water A 
at 60°F 
Sharp-edged entrance 
Water 
at 60°F 
Sharp-edged exit 
Fig. 9-36 


| 9.200 Repeat Prob. 9.87 by including losses due to a sharp-edged entrance, the exit, and a fully open flanged globe 
valve. 


fl For entrance, K, = 0.5. For exit, K, = 1.0. For globe valve, K; = 8.5. From Prob. 9.87, hy = hy + hy = 
[(f)(L/d) + K, + Kı + K3](v?/2g), 98 = {f[7000/0.050] + 0.5 + 1.0 + 8.5} {v?/[(2)(9.807)]}, 1922 = (140 000f + 
10.0)(7?), v — [1922/(140 000f + 10.0)]'7. Try f = 0.02: v = {1922/[(140 000)(0.02) + 10.0])'? — 0.8270 m/s, 

М№ = pdv/y — (998)(0.050)(0.8270)/(1.02 x 107?) 2 4.05 x 10*. From Fig. A-5, f = 0.022. Try f = 0.022: 

v — (1922/[(140 000)(0.022) - 10.0])'? — 0.7887 m/s, N4 — (998)(0.050)(0.7887)/(1.02 x 107?) 2 3.86 x 10*, 

f =0.022 (O.K.); Q = Av - [(2(0.050)/4](0.7887) — 0.001548 m?/s, or 5.57 m?/h. 


9201 — Repeat Prob. 9.95 by including losses due to a sharp entrance and a fully open screwed swing-check valve. 


B For sharp entrance, K, — 0.5. For swing-check valve, K; — 5.1. h,, =(K, + K,)(v?/2g). From Prob. 9.95, 
uv = 14.67 ft/s. h,, = (0.5 + 5.1){14.677/[(2)(32.2)]} = 18.71 ft. From Prob. 9.95,0+0+h=0+4 
14.677/[(2)(32.2)] + 0 + (236.6 + 18.71), h — 258.7 ft. 


9.202 Two lakes (Fig. 9-37) communicate via two 20-ft-long wrought iron pipes joined abruptly. The entrance and exit 
are sharp-edged. Including minor losses, compute the flow rate if lake 1 stands 59 ft higher than lake 2, and the 
average temperature of the system is 20 °C. 


i Pily + vi/2g +z, =p2/y + v3/2g + 2th, hr=h thn 
№, - (XLI D)G 28) — (5)[20/65)] 2/[0)2-2)]) f, [20/(8)] CU2/[0)(32-2)] 
A, TA. OSANO) = AAE) Vs = valt 
hy = 3.727f,u2 + (1.863)(f,)(va/4)? = 3.727f,u2 + 0.01164f,u2 
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For sharp entrance, K, — 0.5. For sharp exit, K, = 1.0. For sudden expansion, K, = (1 — 0.5)? — 0.5625. 
h,, = (0.5 + 0.5625) {v2/[(2)(32.2)]} + (1.0) (v2/[(2)(32.2)]) — 0.01650v2 - (0.01553)(v,/4Y? — 0.01747v2, 0-0 
59 —0-- 0-- 0 - ((3.727f,v2 -- 0.1164f, v2) -- 0.01747v?]. Try f, — f, — 0.020: 


59 = (3.727)(0.020)(02) + (0.1164)(0.020)(02) + 0.017472 vu, = 25.01 ft/s v, —25.01/4 = 6.253 ft/s 
N.— Dv/v |. (Nà), 7 (5)025.01)/(1.11 x 1075) 2 1.88 x 10 (є/р), = 0.00015/(1;) = 0.00180 


From Fig. A-5, f, = 0.024. (Np)» = (3)(6.253)/(1.11 x 1075) = 9.39 x 10^, (e/D), — 0.00015/( 4) = 0.000900, 
fy = 0.022. Try f, = 0.024 and f, = 0.022: 


59 = (3.727)(0.024)(v2) + (0.1164)(0.022)(v2) + 0.0174702 — v,—2321ft/s — v, — 23.21/4 — 5.803 ft/s 
(№), = ()(23.41)/(1.11 x 1073) =1.76x 10° f,—0.024 
(Na), — (8)(5.852)/(1.11 X 105) 28.79 x 10* 3 = 0.022 
Therefore, f, — 0.024 and h = 0.02215 О.К. О = Ао = [(ж)(%)2/4](23.21) = 0.127 ft?/s. 





Fig. 9-37 


Two reservoirs containing water at 20°C are connected by 800 m of 180-mm cast iron pipe, including a sharp 
entrance, a submerged exit, a gate valve 75 percent open, two 1-m-radius bends, and six regular 90° elbows. If 
the flow rate is 9 m?/min, find the difference in reservoir elevations. 


I Pily + vi/2g + 2 =р,/ү + 02/28 + 2, + №, һ, = һу + һ„ hy = (f)(L/D)(v?/2g) 
v = Q/A = (9/60)/[(2:)(0.180)?/4] — 5.895 m/s Nz = Du/v = (0.180)(5.895)/(1.02 x 1075) — 1.04 x 10* 
e/D = 0.00026/0. 180 = 0.00144 


From Fig. A-5, f = 0.0217. h; = 0.0217[800/0. 180] {5.8957/[(2)(9.807)]} = 170.9 m. For sharp entrance, K, -0.5. 
For exit, K, = 1.0. For gate valve 75 percent open, K; = 0.3. For bends, K, = (2)(0.15) = 0.30. For elbows, 

К, = (6)(0.27) = 1.62. h,, = (0.5 + 1.0 + 0.3 + 0.30 + 1.62) {5.895/[(2)(9.807)]} = 6.6m, h, = 170.9 + 6.6= 
177.5 т,0+0+ 2,=0 +0 + 2, + 177.5, 4, – 2, = 177.5 т. 


The system in Fig. 9-38 consists of 1000 m of 50-mm cast iron pipe, two 45° and four 90° flanged long-radius 
elbows, a fully open flanged globe valve, and a sharp exit into a reservoir. What gage pressure is required at 
point 1 to deliver 5 L/s of water at 20°C into the reservoir, whose free surface lies 100 m above point 1? 


I Pily + vi/2g + 2, = poly + v3/2g + athe h= h; + hn h; = (fFXL/D)X(v?/28) 
v = Q/A =0.005/[()(0.050)?/4] = 2.546 m/s Ng = Du/v = (0.050)(2.546)/(1.02 x 107%) = 1.25 x 10° 
€/ D = 0.00026/0.050 = 0.00520 


From Fig. A-5, f = 0.0315. hy = 0.0315[1000/0.050] {2.5467/[(2)(9.807)]} = 208.2 m. For 45° elbows, К, = 
(2)(0.20) = 0.40. For 90° elbows, K, = (4)(0.30) = 1.20. For the open valve, K; = 8.5. For exit, K,= 1.0. 
Һ.„ = (0.40 + 1.20 + 8.5 + 1.0) (2.5462/[(2)(9.807)]) = 3.7 т, А, = 208.2 + 3.7 = 211.9 т, р,/9.79 + 
2.5462/[(2)(9.807)] +0=0 +0 + 100 + 211.9, р, = 3056 kPa gage. 





Fig. 9-38 


9.205 
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A 1-in-diameter smooth water pipe slopes upward at 30° (Fig. 9-39); the flanged globe valve is fully open. 
Calculate the flow rate. 


I py t vil2g * z —paly * vil2g + z2 +h, 02128 = 05258  h,-hjth, 
Тһетеѓоге, р/у + 2, = P/Y + zz + hs + hm, 
(р. – р2)/Ү = 2 — 2, + + А, (1) 
From manometer, 
Pi — P2 7 (Yu — Yro)(i2) + (Ymo)(2 — 21) (2) 


Combining Eqs. (1) апа (2), [(Ун„— Ун,о)/Ун,о](тз) = Ay + Am, hy = (f)(L/D)(v?/2g) = (f )[(9/cos 30°)/ 
(d)]{v7/[(2)(32.2)]} = 1.936fv?, hm = (K)(v?/2g). For globe valve, K = 13. h,, = 13{v?/[(2)(32.2)]} = 
0.2019v?, ([(13.6)(62.4) — 62.4]/62.4) (35) — 1.936fv? + 0.2019”, у = ү7.350/(1.936/ + 0.2019). 

Try f =0.02: ө = V7.350/[(1.936)(0.02) + 0.2019] = 5.527 ft/s, Nz = Du/v = ()(5.527)/(1.05 x 107°) = 

4.39 x 10*. From Fig. A-5, f = 0.0217. Try f = 0.0217: v = V7.350/[(1.936)(0.0217) + 0.2019] = 5.489 ft/s, 
№ = (5)(5.489)/(1.05 х 1075) = 4.36 х 10*, = 0.0217 (ОК.); О = Аъ = [(л)(5)2/4](5.489) = 0.0299 #2 /5. 








ШЕ Л ne ee Oe oe ЫДА 





Fig. 9-39 
A pipe system carries water from a reservoir and discharges it as a free jet, as shown in Fig. 9-40. How much 
flow is to be expected through a 200-mm steel commercial pipe with the fittings shown? 
I pil Y * vil2g * z, 7 pil y + 03/28 + 22 +ћ. h,—h, th, 

hy = (f )(L/D)(v7/2g) =f [(60 + 20 + 60)/(7260)]{v2/[(2)(9.807)]} = 35.69fv3 

hy, = (K)(v?/2g) = [0.05 + (2)(0.40)]{v3/[(2)(9.807)]} = 0.043343 
0+0+ 30=0 + v3/[(2)(9.807)] + 20 + (35.69fv2 + 0.04334v2) va = V10/(35.69f + 0.09432) 
Try f — 0.014: v; — V10/[(35.69)(0.014) + 0.09432] = 4.103 m/s, N, 2 Dv/v — (28$) (4.103)/(0.0113 x 10 5) = 
7.26 x 105, €/D = 0.000046/ (48%) = 0.000230. From Fig. A-5, f = 0.0152. Try f —0.0152: v, — 
10/[(35.69)(0.0152) + 0.09432] = 3.963 m/s, Nz = (45)(3.963)/(0.0113 x 10-4) = 7.01 x 10°, 

f =0.0152 (О.К.); Q = Av - [(z) ($99) /4](3.963) — 0.125 m?/s. 
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К = 0.40 














v 7 .0113 X 107 m?/s 
p= 999 kg/m? Fig. 9-40 


‚ 9287 A pipe system having a given centerline geometry as shown in Fig. 9-41 is to be chosen to transport a maximum 


of 1 ft/s of oil from tank A to tank B. What is a pipe size that will do the job? 
І | p.lY *vil2g tz, - р„/ү +%/2&+ь+һ, hr=h +h, 
hy = (f)(L/D)(v?/2g) = f[(100 + 130 + 300)/D]{v2/[(2)(32.2)]} = 8.230fu2/D 
hy, = (K)(v?/2g) = (0.05 + 0.5 +.0.5 + 1) {v2/{(2)(32.2)]} = 0.03183v2 
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(100)(144)/50 + 0 + 130 = (50)(144)/50 + v2/[(2)(32.2)] + 0 + 8.230fv2/D + 0.03183u; 
0.04736v2 -- 8.230fv2/D 2274 — v-274/(0.04736 - 8.230£/D) | v, — Q/A, — 1/(жр0?/4) = 1.273/0° 
(1.273/ D?y —- 274/(0.04736 —- 8.230f /D) 
Try f — 0.015: (1.273/ D? — 274/[0.04736 + (8.230)(0.015)/D]. By trial and error, D — 0.240 ft. ; 
v — 1.273/0.240? = 22.1 ft/s Nr = pDv/u 7 (y/gY(Dv)/u - (50/32.2)(0.240)(22. 1)/(50 x 1075) = 1.65 x 10 | 
є/0 = 0.00015/0.240 = 0.000625 | 


Егот Рїр. А-5, / = 0.0285. Тгу / = 0.0285: (1.273/Р?)? = 274/[0.04736 + (8.230)(0.0285)/ О]. By trial and error, 
D —0.272 ft. 1 


v = 1.273/0.272 = 17.2 ft/s Ма = (50/32.2)(0.272)(17.2)/(50 x 107) = 1.45 x 10* 
f =0.0285 (О.К) 


Hence, D = 0.272 ft, or 3.26 in. 








Ib/in? gage 


ой 


-50x 10 ^b. s/ft? 


^ 5-50 1b/t? tb/in? gage Fig. 9-41 


9.208 What gage pressure p, is required to cause 5 ft^/s of water to flow through the system shown in Fig. 9-42? 
Assume that the reservoir is large, that minor losses are negligible, and that v — 2.11 x 1075 ft^/s. 
I Pily + v3/2g + 2) = poly + u3/2g * zz; th, va = Q/A; — 5/[(z)(&)^/4] = 25.46 ft/s 
hı = h; = (f)(L/D)(v" /2g) ҒА = du/v = (§)(25.46)/(2.11 x 107°) = 6.03 x 10° 
є/4 = 0.00015/(%) = 0.00030 
From Fig. А-5, / = 0.016. 
h, = 0.016[(400 + 160 + 250)/(9)]{25.46?/[(2)(32.2)]} = 260.9 ft 
(р.)(144)/62.4 + 0 + 120 = 0 + 25.467/[(2)(32.2)] + 160 + 260.9 р, = 135 Ib/in? gage 







6-in new commercial 


120 ft - 
рїре 


400 ft __.| Fig. 9-42 


9.209 In Prob. 9.208, let 6in be the nominal diameter of the pipe. For the entrance fitting, r/d = 0.06. Calculate the 
pressure p,. The elbows are screwed elbows and there is now an open globe valve in the pipe system. Include 
minor losses. , l . 


1 Used =6.065 in 
Pily + vi/2g+z=plyt+v3/agtmth,  v.=Q/A,=5/[(x)(6.065/12)7/4] = 24.92 ft/s 
AL=hy+lm hy = (fF (L/d)(v?/2g) Np = du/v = (6.065/12)(24.92)/(2.11 x 1075) = 5.97 x 10° 
€/d = 0.00015/(6.065/12) = 0.000297 


ig 
Pu 
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From Fig. A-5, f — 0.016. ^, — 0.016[(400 + 160 + 250)/(6.065/12)]{24.927/[(2)(32.2)]} = 247.3 ft, hm = 
(K)(v?/2g). For entrance, K, = 0.15. For elbows, K, = (2)(0.45) = 0.90. For globe valve, K; =5.1. 


h,, = (0.15 + 0.90 + 5.1){24.92?/[(2)(32.2)]} =59.3 ft А, = 247.3 + 59.3 = 306.6 ft 

(р.)(144)/62.4 + 0 + 120 = 0 + 24.92?/[(2)(32.2)] + 160 + 306.6 p, = 154 1b/in? gage 
; 9210 The industrial scrubber B of Fig. 9-43 consumes water (v = 0.113 x 107° m’/s) at the rate of 0.1 m?/s. If the pipe 

is 150-mm commercial pipe, compute the necessary tank pressure p,. 

І pAl Y + 04/25 + 2л =рьіү+ 0/28 +26 +, Уһ = Q/As —0.1/[(x)(0.150)?/4] — 5.659 m/s 

h,—h, * h,, hy = (f)(L/d)(v?/2g) Ng — dv/v — (0.150)(5.659)/(0.113 x 1075) = 7.51 x 10° 
€/d = 0.000046/0.150 = 0.000307 | 

From Fig. A-5, f = 0.016. 
Һ, = 0.016[(300 + 150 + 295)/0. 150]{5.6597/[(2)(9.807)]} = 129.7 т 
hn = (K)(v?/2g) = (0.4 + 0.9+0.9+ 1){5.6597/[(2)(9.807)]} = 5.2m һ, = 129.7 + 5.2 = 134.9 т 

р\/9.79 + 0 + 25 = 40/9.79 + 5.659°/[(2)(9.807)] + 150 + 134.9 р, = 2600 kPa gage 


P2240kPa gauge 


K=0.9 295m 


Fig. 9-43 





9.211 What pressure p, is required in Fig. 9-44 to cause 1 ft*/s of water to flow, given p, = 5 psig? Take 
BH 2.11 x 10? Ib - s/ft? for water. 


ІС opaly + v3 /2g + z4=paly + v3/2g + zs +h, Paly = (p1)(144)/62.4 + (10)(0.8) = 2.308p, + 8.00 
9-О/Аь- М(л/(8У/41-54998/в hy = hy thy hy = (f(L/d)(v7/2g) 
Na — pdv/u — (1.94)($)(5.093)/(2.11 x 1075) 2 2.34 x 10 €/d — 0.00015/($) — 0.00030 
From Fig. A-5, f — 0.0175. 
h = 0.0175[2800/($)](5.093*/[(2)(32.2)]) =39.47ft — h, —- (K)(v?^/2g) — (0.5 *- 1)(5.0937/[(2)(32.2)]) — 0.60 ft 
h, = 39.47 + 0.60 = 40.07 ft 
(2.308p, + 8.00) + 0 + 25 = (5)(144)/62.4 - 5.093?/[(2)(32.2)] - 0-- 40.07 p,=8.2 psig 








6-in new commercial 


steel pipe K=1 Fig. 9-44 
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9.212 Find the flow through the system of Fig. 9-45. Use € — 0.00015 ft. | 
Ü paly vil2g + сл = рь/ү + 0/28 +в +ћ. 0+0 + (100 + 100) =0+0+100+л, h,=100ft=h, +h, 
hy = (f)(L/D)(v?/2g) = [0500 + 100 + 102)/(%)]0°/102)(32.2)]) = 21.803? 
hm = (K)(v?/2g) = (0.4 + 0.8 + 0.8 + 1){v?/[(2)(32.2)]} = 0.046580” h, — 21.80fv? - 0.04658" 
100-21.80fv? - 0.04658v? — v V100/(21.80f + 0.04658) 
Try f = 0.015: v = V100/{(21.80)(0.015) + 0.04658] — 17.49 ft/s, М = Dv/v — ($)(17.49)/(1.21 x 1079 - 
7.23 x 10°, €/D — 0.00015/(&) — 0.00030. From Fig. A-5, f — 0.016. Try f = 0.016: v= 
V100/[(21.74)(0.016) + 0.04658] = 15.92 ft/s, Nz = ($)(15.92)/(1.21 x 10:5) 2 6.58 x 10°, f = 0.016 (O.K.); 
О = Аъ = [(л)(5)2/4](15.92) = 3.13 ft?/s. 





9.2313  Afiow of 170 L/s is to go from tank A to tank B in Fig. 9-46. If v = 0.113 x 10 5 m?/s, what should the diameter 
be for the horizontal section of pipe? 
B opaly + ¥3/2g + z4= poly + vd/2g tzpth, 0+0+4+(354+35)=0+0+16+h,  h,—54m-h, *h, 
vı = Q/A, = (fam) /(4D?/4) = 0.2165/D?_ v= Q/A: = (Ii) / (Cr) Gy /4] = 9.620 m/s 
hy = (f)(L/D)(v"/2g) 7 (5(65/ D) ((0.2165/ D^Y'/[(2)(9.807)]) 
* f[35/ (155) (9.620?/ [(2)(9.807)]) = 0.1553f,/D* + 1101f, 
hm = (K)(v?/2g) = (0.4 + 0.9){(0.2165/D7)?/[(2)(9.807)]} 
+ 1.0{9.6207/[(2)(9.807)]} = 0.003107/D* + 4.718 
h, = 0.1553f,/D* + 1101f, + 0.003107/D* + 4.718 
54 = 0.1553f,/D* + 1101f, + 0.003107/D* + 4.718 


Try fi =f = 0.015: 54 = (0.1553)(0.015)/D* + (1101)(0.015) + 0.003107/D* + 4.718. 
By trial and error, D = 0.154 m. 


v, = 0.2165/0.1542=9.129m/s № = Рь/у 
(Np): = (0.154)(9.129)/(0.113 x 1075) = 1.24 x 10° (€/D), = 0.000046/0. 154 = 0.00030 


From Fig. A-5, f, — 0.0155. (N&); — (769) (9.620)/(0.113 x 107°) = 1.28 x 10°, (€/D)2 = 0.000046/ (73%) = 
0.00031, f, = 0.0155. Try f, — f, = 0.0155: 54 = (0.1553)(0.0155)/ D? + (1101)(0.0155) + 0,003107/D* + 4.718. Ву 
trial and error, D — 0.155 m. 


v, = 0.2165/0. 155" = 9.011 m/s ` (№), = (0.155)(9.011)/(0.113 х 1075) = 1.24 х 10° 
(€/D), = 0.000046/0.155 = 0.00030 fi: =0.0155 
(Nr)2 = (7650)(9.620)/(0.113 x 10~*) = 1.28 x 10° fa= 0.0155 (O.K.) 
Therefore, D — 0.155 m, or 155 mm. 
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= 0.9 
35m 
q 7» 170 L/s 
v 2 0.113 X 1079 m?/s 
commercial steel pipe Fig. 9-46 


In Prob. 9.208, if p, — 200 Ib/in* gage, what should the inside pipe diameter be to enable transport of 12 ft?/s of 
water? Again neglect minor losses. 


1 Pil y + v3/2g + 2; = poly + v3/2g + 22+h, ъ= ОГА = 12/(nd^/4) — 15.28/d? 
hy, = hy = (f)(L/d)(v"/2g) 
hy = (f)[(400 + 160 + 250)/d]{(15.28/d”)?/[(2)(32.2)]} = 2937f /d° 

(200)(144)/62.4 + 0 + 120 = 0 + (15.28/42)2/[(2)(32.2)] + 160 + 29377 /а° 421.5 = 3.625/d* + 2937f /d° 
Try f =0.015: 421.5 = 3.625/d* + (2937)(0.015)/d°. By trial and error, d = 0.643 ft. v = 15.28/0.643? = 
36.96 ft/s, Np = du/v = (0.643)(36.96)/(2.11 x 1075) = 1.12 x 10°, €/d = 0.00015/0.652 = 0.00023. From Fig. 
A-5,f =0.015 (O.K.). Therefore, d — 0.643 ft, or 7.72 in. 
Under the pressures established in Prob. 9.210, what size pipe is needed to double the flow? 
1 раГу + 05/28 + 24 = рь/ү + 05/28 +26 +ћ, — vg Q/As — 0.2/(zxd^/4) — 0.2546/d? 

hy = (f )(L/d)(v?/2g) = f [(300 + 150 +. 295)/d]{(0.2546/d?)/[(2)(9.807)]} = 2.462f /d* 
hn = (K)(v?/2g) = (0.4 + 0.9 + 0.9 + 1){(0.2546/d7)*/[(2)(9.807)]} = 0.01058/d* 
h, =h, + h,, = 2.462f /d° + 0.01058/d* 
2600/9.79 + 0 + 25 = 40/9.79 + (0.2546/42}2/[(2)(9.807)] + 150 + 2.4627 /4° + 0.01058/4* 
136.5 = 2.4627 /4° + 0.01388/4* 


Try f — 0.015: 136.5 — (2.462)(0.015)/d° + 0.01388/d*. By trial and error, d — 0.196 m. v = 0.2546/0. 196? = 
6.627 m/s, Nz = du/v = (0.196)(6.627)/(0.113 x 1075) = 1.15 x 10°, e/d — 0.000046/0. 196 = 0.000235. From Fig. 
A-5,f =0.015 (O.K.). Therefore, d = 0.196 m, or 196 mm. 


A 12-in-diameter pipe with a friction factor of 0.02 conducts fiuid between two tanks at 10 fps. The ends of the 
pipe are flush with the tank walls. Find the ratio of the minor losses to the pipe friction loss if the length of the 
pipe is (a) 10 ft, (b) 250 ft, and (c) 1500 ft. 


I hy = (f )(L/d)(v"/2g) hm = (K)(v^/2g) 
(a) hy = 0.02[(10/45)](v?/2g) =0.20v7/2g hy, = (0.5 + 1.0)(v?/2g) = 1.5v7/2g 
h,/h, — (1.57?/2g)/(0.2077/2g) 27.5 (7.5:1) 
(b) hy = 0.02[250/(33)](v?/2g) = 5.0v?/2g hm = (0.5 + 1.0)(v?/2g) = 1.5v?/2g 
| h,[h, - (1.5v/2g)/(5.0v7/2g) 20.3 — (03:1) 
(c) — h, - 0.02(1500/(33)](v^/2g) — 30v?/2g hn = (0.5 + 1.0)(v?/2g) = 1.5v?/2g 


hn/hy = (1.5v7/2g)/(30v?/2g) = 0.05 (0.05:1) 
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A smooth pipe 30 cm in diameter and 100 m long has a flush entrance and a submerged discharge. The velocity 
is 3 m/s. If the fluid is water at 15 °C, what is the total loss of head? 


І hy hh; th, hy = (f)(L/d)(v?/2g) Npr = dv/v — (0.30)(3)/(1.16 x 1075) 2 7.76 x 10 
From Fig. A-5, f = 0.0122. hy = 0.0122[100/0.30]{37/[(2)(9.807)]} = 1.87 m, h,, = (K)(v?/2g) = 
(0.5 + 1.0){37/[(2)(9.807)]} = 0.69 m, h, = 1.87 + 0.69 = 2.56 m. 
The water of Prob. 9.217 is replaced by oil with kinematic viscosity 9.3 x 10 ? m?/s and specific gravity 0.925. 
Determine the pressure loss. 
І hL=h; +h №, = (f)(L/d)(v?/2g) М = du/v = (0.30)(3)/(9.3 x 107) 29.68 x 10? 
From Fig. A-5, f = 0.031. 
h, —0.031[100/0.30] (32/[(2)(9.807)]) 24.74m — h, = (K)(v?/2g) = (0.5 - 1.0) (32/[(2)(9.807)]) — 0.69 m 
h, = 4.74 + 0.69 = 5.43 m of oil Ap = yh, = [(0.925)(9.79)](5.43) = 49.2 kPa 





A smooth pipe consists of 100 ft of 8-in pipe followed by 200 ft of 24-in pipe, with an abrupt change of cross 
section at the junction. It has a flush entrance and a submerged exit. If it carries water at 60 °F in the smaller leg 
with a velocity of 18 fps, what is the total head loss? 


Т -һей, hy =(f)(L/d)(v?/2g) М.-аУу — (Na)a-s— (&Y(18)/(1.21 x 105) = 9.92 x 10° 
From Fig. A-5, (f )a=s = 0.0117. | 
Ал = А). А, = [(2)(8)/4] = 0.349102 А,-(л)(%)/4|-3.142 02 
(0.3491)(18) - (3.142)(v;) — v, — 2.000 ft/s (Na)a-24 — (25)(2.000)/(1.21 x 1075) — 3.31 x 10° 
(f)a=24 = 0.0142 hy = 0.0117[100/(5)]{18?/[(2)(32.2)]} + 0.0142[200/(3)]{2.0007/[(2)(32.2)]} = 8.92 ft 
hm = (K)(v?/2g) 

For entrance, K,= 0.5. For abrupt change, К, = (1 — A,/ A2} = (1 — 0.3491/3. 142)’ = 0.7901. For exit, K; =1.0. 
hn = (0.5 + 0.7901) {18?/[(2)(32.2)]} + 1.0{2.0007/[(2)(32.2)]} = 6.55 ft, h, = 8.92 + 6.55 = 15.47 ft. 


A 6-in-diameter pipe (f = 0.032) of length 110 ft connects two reservoirs whose water-surface elevations differ 
by 10ft. The pipe entrance is fiush, and the discharge is submerged. (a) Compute the flow rate. (b) If the last 
10 ft of pipe were replaced with a conical diffuser with a cone angle of 10°, compute the flow rate. | 


І pily * vif2g + д = poly + 02/28 + z+ hy 
(а) hy = (f)(L/d)(v?/2g) —0.032[110/($)] (77/[(2)(32.2)]) —.0.1093v? 
Im = (K)(v?/2g) = (0.5 + 1.0){v?/[(2)(32.2)]} = 0.02329v? 
hy = hy + hp = 0.1093? + 0.02329v? = 0.1326v? 
0+0+10=0+0+0+ 0.132602 v=8.684 ft/s 

Q = Av = [(2)($)*/4](8.684) = 1.71 ft?/s | 

(5) h; = 0.032[(110 — 10)/($)]{v/[(2)(32.2)]} = 0.09938u? A, = (0.5 + 0.40) {v?/[(2)(32.2)]} = 0.013980” 
ҺА, = 0.099381? + 0.013981? = 0.113407 0+0+10=0+0 +0 +0.1134v? 
v = 9,391 ft/s Q = Av =[(x)(8)7/4](9.391) = 1.84 ft?/s 


Given two pipes in series with a diameter ratio of 1:2 and fiow velocity of 15 fps in the smaller pipe, find the 
loss of head due to abrupt (a) contraction and (b) enlargement. 


І | hm = (K)(v7/2g) 
(a) d/D =0.5 К-озз him = 0.33{15?/[(2)(32.2)]} = 1.15 ft 
(5) К = 0.55 Am = 0.55{15?/[(2)(32.2)]} = 1.92 ft 


In a 50-ft length of 4-in-diameter wrought iron pipe there are one open globe valve (K = 10), one 45° regular 
elbow (K = 0.75), and one pipe bend with a radius of curvature of 40 in (K = 0.10). The bend is 90°, and its 
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length is not included in the 50 ft. No entrance or discharge losses are involved. If the fluid is water at 72 °F and 
the velocity is 6 fps, what is the total head loss? 


І hL=hs+hm hy =(f)(L/d)(v?/2g) 
№ = 01у = (5)(6)/(1.02 х 1075) = 1.96 х 105 “ є/4 = 0.00015/(%) = 0.00045 
From Fig. A-5, f = 0.0185. . 
І = 50 + 11(2)(2)(%)] = 55.2 6 Һу = 0.0185[55.2/(15)]62/[02)(32.2)]) = 1.71 ft 
hn = (K)(v?/2g) = (10 + 0.75 + 0. 10){6?/[(2)(32.2)]} = 6.07 ft hy = 1.71 + 6.07 = 7.78 ft 


Compute the friction head per 1000 ft of pipe for laminar flow at Reynolds number 50 000 (the empirical upper 
limit). Consider two situations: one where the fluid is water at 60 °F, the other where the fluid is SAE10 oil at 
150 °F (v = 0.00016 ft?/s). Pipe diameter is 2.0 in. 


І hy = (f)(L/d)(v?/2g) = 64/№, = 64/50 000 = 0.00128 Nr = dulv 
For water: 
50 000 = (2.0/12)(v)/(1.21 x 1075) v = 3.630 ft/s 
hy = 0.00128[1000/(2.0/12)]{3. 6307/[(2)(32.2)]} = 1.57 ft 
For oil: 
50 000 = (2.0/12)(v)/0.00016 — v —48.00 ft/s 
hy = 0.00128[1000/(2.0/12)]{48.007/[(2)(32.2)]} = 275 ft 


Repeat Prob. 9.223 if the flow is turbulent in a smooth pipe. 


EB n, - (f)(L/d)(v?^/2g). From Fig. A-5, f — 0.0207. 
For water: From Prob. 9.223, v — 3.630 ft/s. hy = 0.0207[1000/(2.0/12)]{3.6307/[(2)(32.2)]} = 25.4 ft. 
For oil: From Prob. 9.223, v — 48.00 ft/s. hy — 0.0207[1000/(2.0/12)] (48.00^/[(2)(32.2)]) — 4443 ft. 


Repeat Prob. 9.223 if the flow is turbulent in a rough pipe with e/d = 0.05. 


F n, - (f)(L/d)(v?/2g). From Fig. A-5, f — 0.072. 
For water: From Prob. 9.223, v — 3.630 ft/s. h, — 0.072[1000/(2.0/12)](3.630?/[(2)(32.2)]) — 88.4 ft. 
For oil: From Prob. 9.223, v = 48.00 ft/s. hy = 0.072[1000/(2.0/12)]{48.007/[(2)(32.2)]} = 15 455 ft. 


Water at 60 °F flows through 10 000 ft of 12-in-diameter pipe between two reservoirs whose water-surface 
elevation difference is 200 ft. Find the flow rate if € — 0.0018 in. 


1 pily + u3/2g + z= poly + v3/2g + 2 t+he 0+0+200=0+0+0+h, 
hy = 200 ft = hy = (f)(L/d)(v?/2g) = f [10 000/(4)]{v7/{(2)(32.2)]} = 155. 3fu? 
200 = 155.32 — v-1.35/Vf 


Try f = 0.03: о = 1.135/ү0.03 = 6.553 ft/s, Na — dv/ v — (13)(6.553)/ (1.21 x 1075) — 5.42 x 10°, 

e/d = 0.0018/12 = 0.00015. From Fig. A-5, f — 0.015. Try f — 0.015: v — 1.135/V0.015 — 9.267 ft/s, 

№, = (2)(9.267)/(1.21 х 10-5) = 7.66 х 10°, f = 0.0145. Try f — 0.0145: v = 1.135/V0.0145 = 9.426 ft/s, 

Ne = (3)(9.426)/(1.21 x 1075) = 7.79 x 10°, f =0.0145 (O.K.); Q = Av = [(x)(33)?/4](9.426) = 7.40 ft/s. 


Repeat Prob. 9.226 if € is twenty times larger than in Prob. 9.226. 


f v= 1.135/Vf (from Prob. 9.226). Try f = 0.03: v = 1.135/V0.03 = 6.553 ft/s, Np = du/v = 
(22)(6.553)/(1.21 х 107°) = 5.42 x 10°, €/d = (20)(0.0018)/12 = 0.00300. From Fig. A-5, f = 0.027. 

Try f = 0.027: v = 1.135/V/0.027 = 6.907 ft/s, Nz = (#3)(6.907)/(1.21 x 107°) = 5.71 x 10°, f = 0.027 (O.K.); 
О = Аъ = (л)(22)2/41(6.907) = 5.42 #/5. 
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How large a wrought iron pipe is required to convey oil (s.g. — 0.9, u — 0.0008 Ib - s/ft^) from one tank to 
another at a rate of 1.0.cfs if the pipe is 3000 ft long and the difference in elevation of the free liquid surfaces is 
40 ft? 


І рү + 0/28 + д=р,/ү+ 02/26 + 2+ 0+0+40=0+0+0 +0, 
h, — 40 ft — h, — (f)(L/d)(v^/2g) v = Q/A=1.0/(ad?/4) = 1.273/d? 
h, - (fy(3000/4)((1.273/d4?/[(2)(32.2)]) 2 75.49f/d? 40=75.49f/d5 d=1.135f"" 


Try f = 0.03: 4 = (1.135)(0.03)' — 0.5629 ft, N4 — pdv/u — [(0.9)(1.94)](0.5629)(1.273/0. 56297)/0.0008 — 4936, 
є/4 = 0.00015/0.5629 = 0.00027. From Fig. A-5, f — 0.0375. Try f — 0.0375: d — (1.135)(0.0375)'^ = 0.5886 ft, 
Nr = [(0.9)(1.94)](0.5886)(1.273/0.58867)/0.0008 — 4720, f — 0.038. Try f — 0.038: d — (1.135)(0.038)^ — 
0.5901 ft, Na — [(0.9)(1.94)](0.5901)(1.273/0.59017)/0.0008 — 4708, f —0.038  (O.K.). Therefore, d — 0.5901 ft, 
or 7.08 in. 


If the diameter of a pipe is doubled, what effect does this have on the flow rate for a given head loss if the flow 
is laminar? 
І hı = (32)()(L/gd?)(v) 2 (constant) (v/d) | v-kd?^ Q=Av=k'd' 


Thus, doubling the diameter will increase the flow rate by a factor of 2^, or 16. 


If the diameter of a pipe is doubled, what effect does this have on the flow rate for a given head loss if the flow 
is turbulent? 


B itf — constant (complete turbulence): A; — k,v?/d, v 2 k;d"?, Q — Av — k,d?". Thus, doubling the diameter 
will increase the flow rate by a factor of 2°’, or 5.66. 

For smooth pipe with Nz < 100 000: f = 0.316/N%”, hy = (f)(L/d)(v?/2g) = (k,)(v74/a™), v = kd”, 
Q = Av =k,d’”. Thus, doubling the diameter will increase ће Йом rate by a factor of 2", or 6.56. 


A 150-mm-diameter pipeline 100 m long discharges a 50-mm-diameter jet of water into the atmosphere at a 
point 60 m below the water surface at intake. The entrance to the pipe is a projecting one, with K = 0.9, and the 
nozzle loss coefficient is 0.05. Find the fiow rate and the pressure head at the base of the nozzle, assuming 

f =0.03. 


І pil y + 01/28 + д =р:/ү + 0/28 + 22+ (1) 
hy = (f)(L/d)(v?/2g) = 0.03[100/0.150] {v?/[(2)(9.807)]} = 1.0200? 
m = (K)(v?/2g) = (0.9){v?/[(2)(9.907)]} + (0.05) {v2../[(2)(9.907)]} = 0.04589v? + 0.002549v2,, 
hy = hy + hm = 1.0200 + 0.04589v? + 0.002549v2,, = 1.0660? + 0.00254902, 
0 + 0 + 60 = 0 + vi,/[(2)(9.807)] + 0 + 1.066u? + 0.00254902,, 


Since velocity varies as the square of the diameter, Vje = ($) (v) = 90, 60 = (90)2/[(2)(9.807)] + 1.0660° + 
(0.002549)(9v)?, v = 3.333 m/s; Q = Av = [(æ)(0.150)?/4](3.333) = 0.0589 m?/s. Applying Eq. (1) to the nozzle, 
р\/9.79 + 3.333°/[(2)(9.807)] + 0 = 0 + [(9)(3.333)]?/[(2)(9.807)] + 0 + 0.05{[(9)(3.333)]?/[(2)(9.807)]}, p1= 
46.9 kPa. 


A 2.0-m-diameter, 1600-m-long concrete pipe (€ = 1.5 mm) carries water at 12°C between two reservoirs at 
8.0 m?/s. Find the difference in water-surface elevation between the two reservoirs, considering minor losses at 
entrance and exit. 


i pil y * vilog + 2 = р./ү+ 02/28 +2, + һ-һ,%һ, hy =(f (L/d)(v7/2g) 
v — Q/A —8.0/[(x)(2.0)?/4] — 2.546 m/s Ng = du/v = (2.0)(2.546)/(1.24 x 107°) = 4.11 x 10° 
є/4 = 0.0015/2.0 = 0.00075 
From Fig. A-5, f = 0.0185. 
h; = (0.0185)(1600/2. 0) {2.5467/[(2)(9.807)]} = 4.89 m 
hy = (K)(v7/2g) = (0.5 + 1.0){2.5467/[(2)(9.807)]} = 0.50 m 
h, = 4.89 + 0.50=5.39m 0+0+2,=0+0 + 2, + 5.39 т 21 — 2, = 5.39 т 
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A pipe of mean diameter 5 ft and length 6000 ft delivers water to a facility 1300 ft below the water surface at 
intake. Assume f = 0.025. When the pipe delivers 300 cfs, what is the horsepower delivered? 


I -v= Q/A1=300/[(x)($)}/4] = 15.28 ft/s 
hy = (f)(L/d)(v?/2g) = 0.025[6000/($8)]{15.287/[(2)(32.2)]} = 108.76 ft 
hm = (K)(v2/2g) = 0.50{15.287/[(2)(32.2)]} = 1.81 ft 
hy = hy + hm = 108.76 + 1.81 = 110.57 ft 
P = QY(Az — h,) = (300)(62.4)(1300 — 110.57) = 2.227 x 107 ft - Ib/s — (2.227 x 107)/550 — 40 491 hp 


Find the kilowatt loss in 500 m of 50-cm-diameter pipe for which € = 0.05 mm when dye at 45 °C (s.g. = 0.86, 
v=4.4x 107° ft?/s) flows at 0.22 m*/s. Neglect minor losses. 


1 hy = (f)(L/d)(v?/2g) v= Q/A=0.22/[(1)(G3)°/4] = 1.120 m/s 
Na — dv|v — (0.50)(1.120)/(4.4 x 1075) — 1.27 x 10 €/d — (5 x 1075)/(5 x 107") = 0.0001 


From Fig. A-5, f = 0.018. hy = 0.018[500/0.50]{1.120?/[(2)(9.807)]} = 1.151 m, P = Qyh, — 
0.22[(0.86)(9.79)](1.151) = 2.13 kW. 


Linseed oil, of kinematic viscosity 0.0005 ft"/s and weight density 59.8 lb/ft’, is pumped through a 3-in pipe 
(є = 0.001 in). (a) At what maximum velocity would the flow still be laminar? (b) What would then be the loss 
in energy head per 1000 ft of pipe? 


Е (а) Assume laminar flow exists for Nz < 2000. Nz = du/v, 2000 = (3)(v)/0.0005, v = 4.00 ft/s. 
(b) f =64/Np = з = 0.032 hy = (f )(L/d)(v?/2g) = 0.032[1000/(5)]{4.007/[(2)(32.2)]} = 31.80 ft 
р = yh, = (59.8)(31.80)/144 = 13.2 psi per 1000 ft 


Repeat Prob. 9.235 if the velocity is three times the maximum velocity for laminar fiow. 
1 v — (3)(4.00) = 12.00 ft/s hy = (f (L/d)(v?/2g) 
Ng — dv/ v — (35)(12.00)/0.0005 — 6000 €/d = 0.001/2 = 0.00050 
From Fig. A-5, f = 0.036. 
hy = 0.036[1000/(3)]{12.00°/[(2)(32.2)]} = 322.0 ft 
р = yh, — (59.8)(322.0)/144 — 134 psi per 1000 ft 


Water flows upward at 3 m/s through a vertical 150-mm-diameter pipe standing in a body of water with its lower 
end 1.0 m below the surface. Considering all losses and with f — 0.022, find the pressure at a point 3 m above 
the surface of the water. 


I рҮ + 12/28 + 2 = poly + 15 [286 + 2. + hı. Let point 1 be at the water surface and point 2 be 3 m above the 
water surface. h, = hy + h,,, he = (f)(L/d)(v7/2g) = 0.022[(3 + 1.0)/0. 150] {37/[(2)(9.807)]} = 0.269 m, A,, = 
(K)(v?/2g). For entrance loss, assume K = 0.8. h,, = 0.8{37/[(2)(9.807)]} = 0.367 m, h, = 0.269 + 0.367 = 
0.636 m, 0+ 0+ 0=p,/9.79 + 37/[(2)(9.807)] + 3 + 0.636, p. = —40.1 kPa. 


Work Prob. 9.237 if the flow is downward. 


I р2/ү + 0/28 + 2. = рү +02 [28 + 20 + А, һ, = В, + һ„ 
h,—0.260m (from Prob. 9.237) Һ„ = (K)(v?/2g) 
For exit loss, assume K = 1.0. 
Ay = 1.0(3?/[(2)(9.807)]} = 0.459 m hı = 0.269 + 0.459 = 0.728 т 


р2/9.79 + 32/[(2)(9.807)] +3=0+0+0+ 0.728 р, = –26.7 Ра 
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9.239 A horizontal pipe 20cm in diameter and for which f — 0.030 projects into a pond 1 m below the surface. 
Considering all losses, find the pressure at a point 4 m from the end of the pipe if the flow is at 3 m/s from the 
pipe into the pond. 
i pil y + ui/2g + 2, =p2/y + v3/2g + z+ h,. Let point 1 be 4m from the end of the pipe and point 2 be 
at the water surface. h; = h; + hm, he = (f)(L/d)(v/2g) — 0.030[4/0.20] (3?/[(2) (9.807)]) — 0.275 m, 
h,, — (K)(v?/2g). For exit loss, K = 1.0. h,, = 1.0{3/[(2)(9.807)]} = 0.459 m, h, = 0.275 + 0.459 = 0.734 m, 
р.!9.79 + 32/[(2)(9.807)] +0=0+0+1 + 0.734, р, = 12.5 kPa. 

9.240 Repeat Prob. 9.239 if the flow is from the pond into the pipe. 
1 Daly + 72/28 + 2 = рү + 02/28 + 2, + й, В. =, +, 


Һ, = 0.275 т (from Prob. 9.239) h,, = (K)(v?/2g) 
For entrance, K = 0.8. 


hm = 0.8{37/[(2)(9.807)]} = 0.367 m h, = 0.275 + 0.367 = 0.642 т 


0+ 0+ 1=p,/9.79 + 32/[(2)(9.807)] +0+0.642 р, = —0.99 kPa 


9.241 A pipe runs from one reservoir to another, both ends of the pipe- being under water. The intake is 
nonprojecting; the length of pipe is 480 ft; its diameter is 10.25 in; and the difference in the two water levels is 
106 ft. If f = 0.02, what will be the pressure at a point 300 ft from the intake and 120 ft below the surface of the 
water in the upper reservoir? 


1 pily + 01/28 + 2 = р/у + 03/28 + 22+ №. (1) 
Let points 1 and 2 be at the water surface in the upper and lower reservoirs, respectively. 
hy = (f)(L/d)(v?/2g) = 0.02[(480)/(10.25/12)] {v7/[(2)(32.2)]} = 0.1745v? 
hn = (K)(v?/2g) = (0.5 + 1.0){v?/[(2)(32.2)]} = 0.02329v7 
hy =hy + h,, = 0.17450? + 0.023290? = 0.197802 0+ 0+ 106=0 + 0+ 0+ 0.1978" v = 23.15 ft/s 
Now apply Eq. (1) between the upper reservoir (point 1) and the point 300 ft from the intake (point 2). 
hy = 0.02[(300)/(10.25/12)]{23.15°/[(2)(32.2)]} = 58.46 ft A, = 0.5{23. 15?/[(2)(32.2)]} = 4.16 ft 
h, — 58.46 + 4.16 = 62.62 ft 0+0+ 120 = (р,)(144)/62.4 + 23.152/[(2)(32.2)] +0 + 62.62 р, = 21.316/іт 
9.242  A9.5-in-diameter pipeline runs from one reservoir to another, both ends being under water, and the intake end 
is nonprojecting. The difference in water levels between the two reservoirs is 110 ft, and the length of pipe is 
1000 ft. What is the discharge if f — 0.06? 
i pily + vi/2g + z,=po/y + v3/2g+ ath. 
hy = (f)(L/d)(v?/2g) = 0.06[(1000)/(9.5/12)]{v?/[(2)(32.2)]} = 1.1769? 
h,, = (K)(v?/2g) = (0.5 + 1.0){v?/[(2)(32.2)]} = 0.02329v? 
hy = h; + hn = 1.1769v? + 0.02329v? = 1.200v? 0+0+110=0+0+0+ 1.200? 
v — 9.57 ft/s Q — Av - [(1)(9.5/12y/4](9.57) = 4.71 ft^/s | 


9.243 _ A jet of water is discharged through a nozzle at a point 200 ft below the water level at intake. The jet is 4in in 
diameter, and the loss coefficient of the nozzle is 0.15. If the pipeline is 12 in in diameter, 600 ft long, with a 
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nonprojecting entrance, what is the pressure at the base of the nozzle? Assume f = 0.0125. 
І pily t vil2g * z — pily * vil2g * zz * h, (1) 
hy = (f )(L/d)(v?/2g) — 0.0125[600/(12)] (7?/[(2)(32.2)]) = 0.1165? 
hm = (K)(v?/2g) = 0.5{v?/[(2)(32.2)]} + (0.15) {v5../[(2)(32.2)]} = 0.007764u? + 0.002329v7., 
hy = hy +h = 0.1165v? + 0.007764v? + 0.002329u2,, = 0.1243? + 0.002329v2,, 
0+ 0+ 200=0 + 07.,/[(2)(32.2)] + 0 + 0.12430? + 0.00232907., 


Since velocity varies with the square of diameter, Vje = (22)2(0) = 90, 200 = (90)2/[(2)(32.2)] + 0.124302 + 
(0.002329)(9v)2, v = 11.28 ft/s. Applying Eq. (1) to the nozzle, (p,)(144)/62.4 + 11.28?/[(2)(32.2)] + 0 = 
0 + [(9)(11.28)]7/[(2)(32.2)] + 0 + (0.15){[(9)(11.28) F/[(2)(32.2)]}, ps = 78.9 Ib/in?. 


Compute the losses due to flow of 25 m?/min of air, p = 1 atm, T = 20°C, through a sudden expansion from 
300-mm pipe to 900-mm pipe. How much head would be saved by using a 10° conical diffuser? 


B For sudden expansion: 5, — [1 - (D// DY (v2/2g), v - Q/A, ^ (8)/[G0) (299) /4] — 5.895 m/s, 
h,, [1 — (28)? (5.895/[(2)(9.807)]} = 1.400 m. 


For conical diffuser: Л„ = 0.152[(v, — v2)"/2g], v2 = Q/Az — ($)/ [GX) (99) /4] ^ 0.655 m/s, 
m = 0.152{ (5.895 — 0.655)?/[(2)(9.807)]} = 0.213 m. 


Saving in head — 1.400 —0.213— 1.187 m or 1.187 N- m/N or 1.187 J/N 


Calculate the value of H in Fig. 9-47 for 125 L/s of water at 15 °C through commercial steel pipe. 
І рі/у + 02/28 + д =роЈү+ 0/28 +2.+  h,-hj*h, — hy =(f)(L/d)(v?/2g) 
v = ОЈА = (125 х 107°)/[(л)(0.30)2/4] = 1.768 т/ѕ 
Na 7 dv/ v — (0.30)(1.768)/(1.16 x 1075) — 4.57 x 10? .€/d — 0.000046/0.30 = 0.00015 
From Fig. A-5, f — 0.015. 
h, — 0.015[50/0.30](1.768?/[(2)(9.807)]) — 0.398 m 
h,, = (K)(v?/2g) = (0.5 + 1.0){1.7687/[(2)(9.807)]} = 0.239 m 
А, = 0.398 + 0.239 = 0.637 т 0+0 +2,=0+0 + 2, + 0.637 2—2 = Н = 0.637 т 








In Fig. 9-47, for H —3 m and a fluid with s.g. — 0.8 and џи = 0.007 Ра · ѕ, calculate the discharge through smooth 
pipe. 
І pily + 02126 + 2 = рү + 035/28 tz; th, 
hy = (f (L/d)(v?/2g) = (f )[50/0.30] (v*/[(2)(9.807)]) — 8.497fv* 
» ^ (K)(v?/2g) ^ (0.5 - 1.0) (7?/[(2)(9.807)]) 20.076487? — h, —h,  h,, — 8.497fv? -- 0.07648? 
0+0+3=0+0+0 + 8.4972 + 0.0764802 о = V3/(8.497f + 0.07648) 


Try f =0.02: v = V3/[(8.497)(0.02) + 0.07648] = 3.489 m/s, Nz = pdu/p = [(0.8)(1000)](0.30)(3.489)/ 
0.007 = 1.20 x 10°. From Fig. A-5, f = 0.017. Try f = 0.017: v = V3/[(8.497)(0.017) + 0.07648] = 
3.685 m/s, Nz = [(0.8)(1000)](0.30)(3.685)/0.007 = 1.26 x 10°, f =0.017 (O.K.); Q = Av = 
[()(0.30)?/4](3.685) — 0.260 m?/s. | 
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Evaluate K for a valve that, placed in the line in Prob. 9.246, would reduce the discharge by 50%. 


Е From Prob. 9.246, H = 3 — [(f)(50)/0.30 + 0.5 + 1.0 + Kvawvel{(3.685/2)?/[(2)(9.807)]}, Kvaive = 15.83 — 
166.7f, Ne = pdv / u = [(0.8)(1000)](0.30)(3.685/2)/0.007 = 6.32 x 10*. From Fig. A-5, f = 0.0197. Kyave = 
15.83 ~ (166.7)(0.0197) = 12.5. 


A water line connecting two reservoirs at 70 °F has 4860 ft of 24-in-diameter steel pipe, three standard elbows 
(К = 0.9), a globe valve (K = 10), a re-entrant pipe entrance (K = 1.0), anda submerged pipe exit (K = 1.0). 
What is the difference in reservoir elevations for 20 cfs? 


i pily + vi/2g +z =poly+vi/2gt+mth,  hy=hy+hm hy =(f)(L/d)(v?/2g) 
v = Q/A = 20/[(2)(%)"/4] = 6.366 ft/s — dv/ v = (24)(6.366)/(1.05 х 10-5) = 1.21 х 10 
€/d = 0.00015/(7$) = 0.000075 
From Fig. A-5, f = 0.013. 


h; = 0.013[4860/(34)]{6.3662/[(2)(32.2)]} = 19.88 ft 
hm = (K)(v?/2g) = [(3)(0.9) + 10 + 1.0 + 1.0]{6.3662/[(2)(32.2)]} = 9.25 ft 


h, = 19.88 + 9.25 = 29.13 ft 0-0-2,-0--0--2,--29.13 Z, — 2; — 29.13 ft 


For the conditions given in Prob. 9.248, determine the discharge if the difference in elevations is 40 ft. 
B From Prob. 9.248, 40 — hy  h,, — (v?/[2)(32.2)]) ((P)[4860/ (2)] - [(3)(0.9) - 10 + 1.0 + 1.0]}, 
о = V2576/(2430f + 14.7). Try f = 0.013: v = V2576/[(2430)(0.013) + 14.7] = 7.46 ft/s, Nr = du/v = 


(#)(7.46)/(1.05 x 107) — 142 x 108, €/d = 0.000075 _ (from Prob. 9.248). From Fig. А-5, 
f 20.0125. Try f = 0.0125: v = V2ST6/[(2430)(0.€ 0125) + 14.7] = 7.560 ft/s, Ne = (2)(7-560)/(1.05 x 107%) = 
144x105, f 20.0125. (O.K.); Q = Av = [(2)(24)?/4](7.560) = 23.8 ft?/s. 


What size commercial steel pipe is needed to convey 200 L/s of water at 20°C a distance of 5000 m with a head 
drop of 4 m? The line connects two reservoirs, has a re-entrant (K = 1.0), a submerged outlet (K = 1.0), four 
standard elbows (K = 0.9), and a globe valve (K = 10). 
І р/у +028 +2 =рьЈу+ 02/28 +2 + 0+0+4=0+0+0+л, hr=hy +h, 
о= О/А = (2) /(ла?/4) = 0.2546/а? 
hy = (f)(L/d)(v?/2g) = (f)(5000/d){(0.2546/d”)*/[(2)(9.807)]} = 16.52f /d° 
h,, = (K)(v?/2g) = [1.0 + 1.0 + (4)(0.9) + 10]{(0.2546/d7)?/[(2)(9.807)]} = 0.05156/4^ 
4= 16.52f /d* + 0.05156/d* 
Try f = 0.02: 4 = (16.52)(0.02)/4° + 0.05156/4*. By trial and error, d — 0.619 m. 
v = 0.2546/0.619 = 0.6645 m/s Na — dv/v — (0.619)(0.6645)/(1.02 x 10 5) = 4.03 x 10° ` 
€/d = 0.000046/0.619 — 0.000074 


From Fig. A-5, f — 0.0145. Try f — 0.0145: 4 — (16.52)(0.0145)/d5 -- 0.05156/d^, d 2 0.588m, = 
0.2546/0.588? — 0.7364 m/s, Na — (0.588)(0.7364)/(1.02 x 1075) « 4.25 x 10?, f — 0.0145. Therefore, 
d = 0.588 т, ог 588 тт. 


Find the equivalent lengths of 167-mm-diameter pipe, f — 0.024, for (a) a re-entrant pipe entrance (K = 1.0), 
(b) a sudden expansion from 167 mm to 334 mm diameter, and (c) a globe valve and a standard tee? 


І L, - KD/f 
(a) = (1.0)(0. MM 024 — 6.94 m 
(5) K-[1-(D/D;yl-[1—- m = 0.5625 = (0.5625)(0.167)/0.024 = 3. 91 m 


(c) К=10+1.8 = 11.8 L, — (11. MM 024 = 81.9 т 
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Find H in Fig. 9-48 for 200 gpm of oil (u = 1 cP, y = 60 lb/ft’) for the angle valve wide open (K = 5.0). 
І рү + 02/28 + 2 = poly + v3/2g + 224+ hy hL=h, +h,, hy = (f )(L/d)(v7/2g) 
О = (200)(0.002228) — 0.4456 ft^/s v = Q/A — 0.4456/[(x)(35)/4] = 9.078 ft/s 


By Prob. 9.40, p = 0.0002089 Ib - s/ft?; Ne = (v/g)(dv)/p = (60/32.2)(72)(9.078)/0.0002089 = 2.02 x 10‘, 
€/d = 0.00015/(3,) = 0.000600. From Fig. A-5, f = 0.0275. 


hy = 0.0275[212/(+5)]{9.0787/[(2)(32.2)]} = 29.84 ft 
Mm = (K)(v?/2g) = [0.5 + 5.0 + 1.0] {9.078?/[(2)(32.2)]} = 8.32 ft 
h,—29.8448.32—38.16ft 04+0+2,=04+0+z%+3816 2,-2=H=38.16ft 





Fig. 9-48 


Find K for the angle valve in Prob. 9.252 for a flow of 10 L/s at the same H. 
І v 2 Q/A = [—295)/0.3048]/[(л2)(5)/4] = 7.194 9/5 
= pdu/u = (y/g)(dv)/ = (60/32.2)(4%)(7.194)/0.0002089 = 1.60 x 104 

€/d = 0.000600 (from Prob. 9.252) 
From Fig. A-5, f = 0.0285. From Prob. 9.252, H =[(f)(L/d) + K, + K2+ Ks](v7/2g), 38.16 = 
{(0.0285)[212/(4)] + 0.5 + K2 + 1.0} {7. 194°/[(2)(32.2)]}, К, = 21.8. 
Calculate the discharge through the system of Fig. 9-48 for water at 25 °C and H = 8m. 
І р/у+Ъ2/28 + 2 =р,/ү+ 02/26 + 22+, 
In British Engineering units, we have 

hy = (f)(L/d)(v?/2g) = (F)[212/(3)(v?/[2)B2.2)]} = 13.17f 
hm = (K)(v?/2g) = (0.5 + 5.0 + 1.0){v?/[(2)(32.2)]} =0.1009v? hı = h; + hm = 13.17 fv? + 0.1009v7 
0 + 0 + 8/0.3048 = 0 + 0 + 0 + 13.17fu? + 0.1009v? v = V26.25/(13.17f + 0.1009) 


Try f = 0.02: v = V26.25/[(13.17)(0.02) + 0.1009] = 8.489 ft/s, Nx = du/v = (#)(8.489)/(9.56 х 107% - 
2.22 x 10°, €/d — 0.00015/(55) — 0.000600. From Fig. A-5, f = 0.019. Try f = 0.019: v = 
V26.25/[(13.17)(0.019) -- 0.1009] = 8.646 ft/s, Nz = (4)(8.677)/(9.56 x 10°) = 2.27 x 10°, f = 0.019 
(О.К.); О = Ао = [(л)(5)2/41(8.646) = 0.4244 #/5 = (0.4244)(0.3048)* = 0.0120 m*/s, or 12.0 L/s. 


Find the discharge through the pipeline in Fig. 9-49 for H — 10 m, as shown. Use minor loss coefficients for the 
entrance, elbows, and globe valve of 0.5, 0.9 (each), and 10, respectively. 


І р/у + 02/28 + 2, = poly + u3/2g + 22+ hy 
hy = (f )(L/d)(u7/2g) = f [30 + 12 + 60)/(185)1(02/[02)09.807)]) = 34.6702 
hm = (K)(v?/2g) = [0.5 + (2)(0.9) + 10] {v3/[(2)(9.807)]} = 0.627103 
hy = hy + Ay, = 34.6773 + 0.627102 0+. 0+ 10 =0 + v3/[(2)(9.807)] + 0 + 34.67fv3 + 0.62713 
= V10/(34.67f + 0.6781) 


Try f = 0.02: v = V10/[(34.67)(0.02) + 0.6781] = 2.700 m/s, Ng = du/v — (358)(2.700)/(1.02 x 1075) — 
3.97 x 10°, €/d = 0.00026/ (41%) = 0.00173. From Fig. A-5, f = 0.023. Try f = 0.023: v = 
V10/[(34.67)(0.023) + 0.6781] = 2.603 m/s, Ng = (83)(2.603)/(1.02 x 1075) = 3.83 x 10, f = 0.023 
(O.K.); Q = Av = [(x)(483)"/4](2.603) = 0.0460 m?/s, or 46.0 L/s. 
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Square- edged entrance Fig. 9-49 
Rework Prob. 9.255 to find H if Q = 60 L/s. 
І р/у + 01/28 + 2 = р/у + 03/28 + 2+  h,-h th, hy =(f)(L/d)(v?/28) 
v — Q/A = (185) /[07) 09) /4] = 3.395 m/s Np = du/v — (155)(3.395)/(1.02 x 1075) = 4.99 х 10° 


є/а = 0.00173 (from Prob. 9.255) 
From Fig. A-5, f = 0.0225. 


hy = 0.0225[(30 + 12 + 60)/(aé05)] {3.3957 /[(2)(9.807)]} = 8.99 m 
him = (K)(v?/2g) = [0.5 + (2)(0.9) + 10]{3.395?/[(2)(9.807)]} = 7.23 m 
һ, = 8.99 + 7.23 = 16.22m 0+0+ 2, =0 + 3.3952/[(2)(9.807)] + 2, + 16.22 2-2 = Н = 16.81 т 


Assume that water at 10°C is to be conveyed at 300 L/s through 500 m of commercial steel pipe with a total 
head drop of 6 m. Minor losses are 12v?/2g. Determine the required diameter. 


І № = R;/D (1) 
f =R,/[In(R,/D + к,/№%ур (2) 

x=R,+R,D/f (3) 

D = (R) (x475 + R,x* P (4) 


where Ro = (0.66)( 250%5)0-%, R, = v/e 5991. R, = 5.74, К, = €/3.7, R, = K/gh,, R; = 4Q/xv, Re = Ligh,, 
К, = 1.325, € = 0.000046 m, Q = 300 L/s, or 0.300 m?/s, v = 1.30 x 107° m?/s. 


K=12 h, = 6mm Ко = (0.66)(0.000046'220.300°:2)% = 0.25351 
R, — 1.30 x 1075/(0.000046'?50. 3009) — 0.38707 К, = 0.000046/3.7 - 1.2432 х 1072 
R, = 12/[(9.807)(6)] = 0.20394 R; — (4)(0.300)/[(7)(1.30 x 1075)] — 2.9382 x 10° 
К, = 500/[(9.807)(6)] = 8.4973 
Assume D = 1 m. Substituting into Eqs. (1), (2), (3), and (4), 
Мк = 2.9382 X 10°/1 = 2.9382 x 10° f = 1.325/ {In [(1.2432 x 1075)/1 + 5.74/(2.9382 x 10°)°°]}? = 0.014938 
x = 8.4973 + (0.20394)(1)/0.014938 2 22.150 Р = (0.25351)[22.150*75 -- (0.38707)(22.15057)]?^* — 0.47418 m 


Try D — 0.47418 m: Ng = 2.9382 х 107/0.47418 - 6.1964 х 10°, f — 1.325/ (In [(1.2432 x 1075)/0.47418 
5.74/(6.1964 х 10°)°°]} = 0.014086, х = 8.4973 + (0.20394)(0.47418)/0.014086 = 15.363, D = 
(0.25351)[15.363*7 + (0.38707)(15.363°2)]" = 0.44063 m. Try D = 0.44063 m: Np = 2.9382 x 10°/0.44063 = 
6.6682 x 10°, f — 1.325/ (In [(1.2432 x 10 5)/0.44063 -- 5.74/(6.6682 x 105)?*])? 2 0.014075, x — 8.4973 
(0.20394)(0.44063)/0.014075 — 14.882, D = (0.25351)[14.882“"5 + (0.38707)(14.8825?)]^** — 0.43783 m. Try D — 
0.43783 т: № = 2.9382 х 10°/0.43783 — 6.7108 x 10, f — 1.325/ (In [(1.2432 x 1075)/0.43783 + 5.74/(6.7108 x 
10525} = 0.014074, х = 8.4973 + (0.20394)(0.43783)/0.014074 = 14.842, Р = (0.25351)[14.842*"5 + 
(0.38707)(14.8425?) ** — 0.43759 m. Therefore, D — 0.438 m, or 438 mm. 


One equation for determining the friction factor is 1/ Vf — 0.869 In (Ne Vf) — 0.8. Compare the smooth pipe 
curve on the Moody diagram (Fig. A-5) with results from the equation above for values of Reynolds number of 
10°, 10°, and 10’. 


I For Nz = 10°, from Fig. A-5, f = 0.0178. From the equation, 1/Vf = 0.869{In [(10°)(Vf)]} — 0.8. By trial and 
error, f = 0.0183. For Nz = 10°, from Fig. A-5, f = 0.0116. From the equation, 1/Vf = 0.869{In [(10°)(Vf)]} — 
0.8. By trial and error, f = 0.0116. For Nz = 10’, from Fig. A-5, f = 0.0082. From the equation, 

1/ Vf - 0.869 (In [(107)(V£)]) — 0.8. By trial and error, f = 0.00810. 
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An equation for determining the friction factor developed by Colebrook is 1/Vf = —0.869 In [(€/D)/3.7 + 
2.523/(N, Vf)]. Check the location of line €/D = 0.0002 on the Moody diagram (Fig. A-5) with the equation 
above for a Reynolds number of 10°. 


1 From Fig. A-5, f = 0.0190. From the equation, 1/ Vf — —0.869 In (0.0002/3.7 + 2.523/[(10°)(Vf)]}. By trial 
and error, f — 0.0192. 


Find the head loss in a pipeline consisting of 200 ft of 4-in steel pipe, a 90? bend on 24-in radius (K — 0.15), 4-in 
gate valve (fully open) (K — 0.20), 100 ft of 4-in steel pipe, expansion to 6 in with a 20° taper (K = 0.4), 300 ft of 
6-in steel pipe, abrupt contraction to 3-in diameter (K = 0.35), and 50 ft of 3-in steel pipe. The discharge rate is 
1.5 cfs. 


Toh, =(f)(L/d)(v?/2g), hn, = (K)(v?/2g). For 200 ft of 4-in pipe: vı = Q/A = 1.5/[(#)(4)7/4] = 17.19 ft/s, 
Ne = dv,/v = (8)(17.19)/(1.05 x 1075) — 5.46 x 105, e/d.— 0.00015/(5) — 0.00045. From Fig. A-5, f = 0.0175. 
hy — 0.0175[200/($)] (17. 197/[(2)(32.2)]} = 48.2 ft. 


For bend: h,, = 0.15{17.19?/[(2)(32.2)]} =0.7 ft. 

For gate valve: h, — 0.20(17.19?/[(2)(32.2)]) — 0.9 ft. 

For 100 ft of 4-in pipe: h, = 0.0175[100/(5)] (17. 19?/[(2)(32.2)]) — 24.1 ft. 

For expansion: о, = 1.5/[()(&)*/4] = 7.639 ft/s, A» = 0.4{17.19 — 7.639)/[(2)(32.2)]} = 0.6 ft. 


For 300 ft of 6-in pipe: Nr = ($)(7.639)/(1.05 x 10-5) = 3.64 х 10°, €/d = 0.00015/ ($) = 0.00030, f = 0.0170, 
h, = 0.0170[300/(-5)]{7.6397/[(2)(32.2)]} = 9.2 ft. 


For abrupt contraction: v, = 1.5/[()(3)2/4] = 30.56 ft/s, h,, = 0.35{30.56/[(2)(32.2)]} = 5.1 ft. 
For 50 ft of 3-in pipe: Nz = (%)(30.56)/(1.05 x 1075) = 7.28 x 10°, €/d = 0.00015/(3,) = 0.00060, f = 0.0180, 
h; = 0.0180[50/(#)]{30.56?/[(2)(32.2)]} = 52.2 ft, hy, = 48.2 + 0.7 + 0.9 + 24.1+0.64+9.2 + 5.1 + 52.2 = 141.0 ft. 


Using the Darcy- Weisbach formula, find the head loss in 1000 ft of 6-ft-diameter smooth concrete pipe carrying 
80 cfs of water at 50°F. 


І (0h -(XLID)I2g) | v5 Q/A-80/[G0)(6)/4] — 2.829 ft/s 
Np = Du/v = (6)(2.829)/(1.40 x 1075) = 1.21 x 10* є/р — 0.001/6 — 0:000167 
From Fig. A-5, f — 0.014. 
h, — (0.014) (199) (2.829?/[(2)(32.2)]) = 0.290 ft 
Solve Prob. 9.261 using the Manning formula. 


i v = (1.486/n)(R)?"(s)' = 2.829 ft/s — (from Prob. 9.261) 
n=0.013 (from Table A-13) R=D/4=$=1.500ft 
2.829 —(1.486/0.013)(1.500)(s)? — s —0.0003567 h, — (0.0003567)(1000) = 0.357 ft 


Solve Prob. 9.261 using the Hazen- Williams formula. 


І v = 1.318CR° “5° = 2.829 ft/s — (from Prob. 9.261) 
C — 120 (from Table A-14) R = 1.500 ft (from Prob. 9.262) 
2.829 = (1.318)(120)(1.500)°(s)"* s =0.0003618 — A, — (1000)(0.0003618) — 0.362 ft 


Using the Darcy-Weisbach formula, find the head loss in 100 ft of 3-ft-diameter welded steel pipe carrying 
15 cfs of water at 60°F. 


І hy = (f)(L/D)(v?/2g) v = Q/A = 15/[(x)(3)?/4] = 2.122 ft/s 
Ng = Du/v = (3)(2.122)/(1.21 x 1075) = 5.26 x 10° €/ D — 0.00015/3 = 0.000050 
From Fig. A-5, f — 0.0135. ^, — (0.0135)(199) (2.122?/[(2)(32.2)]) = 0.031 ft. 
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Solve Prob. 9.264 using the Manning formula with n — 0.012. 
І v — (1.486/n)(Ry^(s)'? 2 2.122ft/s — (from Prob. 9.264) 
R-D/A-i-0.7500ft 2.122-(1.486/0.012)(0.7500)2(8)/2: %- 0.0004309 
h; = (0.0004309)(100) = 0.043 ft 


Solve Prob. 9.264 using the Hazen- Williams formula with C = 120. 
І v —1.318CR?9595* —2 122 ft/s — (from Prob. 9.264) 
R — 0.7500 ft (from Prob. 9.265) 

2.122 —(1.318)(120)(0.7500)"9(s)5* — $ —0.0004769 h, — (100)(0.0004769) — 0.048 ft 
A 36-in-diameter concrete pipe is 4000 ft long and has a head loss of 12.7 ft. Find the discharge capacity of water : 
for this pipe by the Hazen- Williams formula : 
І v = 1.318CR° 5° = (1.318)(120)[(2)/4]%(12.7/4000)°* = 5.906 #/5 

Q = Av = [(2)(8)?/4] (6.906) = 41.7 ft*/s 


Solve Prob. 9.267 using the Manning formula. 
І о = (1.486/п)(К)2?()'2 = (1.486/0.013)[()/4]22(12.7/4000)'? = 5.317 ft/s 
О = Ао = [(л)()2/41(5.317) = 37.6 92/5 
A 1-m-diameter new cast iron pipe is 845 m long and has a head loss of 1.11 m. Find the discharge capacity of 
water for this pipe by the Hazen- Williams formula. 
І v = 0.8492CR® “5° = (0.8492)(130)(1)°%(1.11/845)°5* = 1.281 m/s 
Q = Av = [(2)(1)7/4](1.281) = 1.01 m?/s 


Solve Prob. 9.269 using the Manning formula. 
І о = (1.0/п)(К)2°()'? = (1.0/0.013)(1)2(1.11/845)'^ = 1.106 т/ѕ 
Q = Av = [(2)(1)*/4](1.106) = 0.869 m?/s 


A riveted steel pipe must transport 2.4 ft?/s of water a distance of 190 ft with a head loss of 2.7 ft. Find the 
necessary pipe diameter using the Hazen- Williams formula. 


І v = 1.318CR° 5° = Q/A =2.4/(aD?/4) = 3.056/D? 
3.056/D? — (1.318)(110)(D/4)*9(2.7/190) 5^ D =0.7695ft or 9.23in 
A square concrete conduit must transport 4.0 m?/s of water a distance of 45 m with a head loss of 1.80 m. Find 
the necessary conduit size using the Hazen- Williams formula. 
B v —0.8492CR? 95?^*. Let a = length of conduit side. v = Q/A — 4.0/a?, 4.0/a? = 
(0.8492) (120)(a^/4a" 9 (1.80/45)95*, a — 0.788 m. 
Solve Prob. 9.267 using the Hazen- Williams pipe diagram. 
f Leth, = unit head 1055. А, = 12.7/4000 = 0.003175. From Fig. A-13 with h, = 0.003175 and D = 3 ft, or 36in, 
Q — 41.5 ft /s. 
Solve Prob. 9.269 using the Hazen- Williams pipe diagram. 


B 5n,—1.11/845 — 0.001314. From Fig. A-14 with A, — 0.001314 and D — 1 m, or 1000 mm, Q — 0.91 m?/s. This 
value of Q is for C — 120 (since the pipe diagram is for C — 120). Inasmuch as C — 130 for new cast iron (Table 
A-14), this value of Q must be adjusted. Since Q varies directly with C, 0.91/(Q)c=130 = 25, (О)с-1з = 

0.99 m?/s. 


Water is flowing in a 500-mm-diameter new cast iron pipe at a velocity of 2.0 m/s. Using the Hazen- Williams 


. pipe diagram, find the pipe friction loss per 100 m of pipe. 
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Е С-130 for new cast iron pipe. In order to use the pipe diagram (Fig. A-14) for which C = 120, the given 
velocity must be adjusted for a value of C of 120. Since velocity varies directly with C, 2.0/(v)c=120 = 430 
(U).-12o — 1.85 m/s. From Fig. A-14 with v — 1.85 m/s and D = 500 mm, h, = 0.0067 m/m, or 0.67 m per 100 m. 
p= yh = (9.79)(0.67) — 6.6 kPa per 100 m. 


A new cast iron pipe must carry 30 cfs of water at a head loss of 19.0 ft per mile of pipe length. Find the 
required pipe diameter using the Hazen- Williams pipe diagram. 
B h,- 19.0/5280 — 0.003598. C — 130 for new cast iron pipe. In order to use the pipe diagram (Fig. A-13) for 


which C = 120, the given discharge must be adjusted for a value of C of 120. Since discharge varies directly with 


C, 30/(Q) ca120 = 18, (Q)c=12 = 27.7 cfs. With Q — 27.7 cfs and A, — 0.003598, a pipe diameter of 30 in is 
determined from Fig. A-13. 


Solve Prob. 9.270 using the Manning pipe diagram with n = 0.012. 


B 5,—1.11/845 2 0.001314. With D = 1 m, or 1000 mm, and A, — 0.001314, a discharge of 0.88 m?/s is 
determined from Fig. A-16. Inasmuch as Fig. A-16 is for n — 0.013 and n is 0.012 in this problem, this discharge 
must be adjusted. Since discharge varies inversely with n, 0.88/(Q), 5.012 = 0.012/0.013, (О), ооз = 0.95 m/s. 


A concrete pipe must carry 80 cfs of water at a head loss of 1.5 ft per 100 ft of pipe length. Find the required 
pipe diameter using the Manning pipe diagram. 

B h,—1.5/100— 0.015. With Q — 80 cfs and ^, — 0.015, a pipe diameter of about 36 in is determined from 
Fig. A-15. 

Solve Prob. 9.278 for the-same given conditions except that the pipe has an 7 value of 0.015. 

І h,—0.015 (from Prob. 9.278) 

The Manning pipe diagram (Fig. A-15) is for a value of n of 0.013. The given discharge (80 cfs) is for a value of 
n of 0.015. In order to use Fig. A-15, the given discharge must be adjusted for a value of n of 0.013. Since 


discharge varies inversely with n, 80/(Q),,<0.013 = 0.013/0.015, (Q), 20.015 = 92.3 cfs. With Q = 92.3 cfs and 
h, — 0.015, a pipe diameter of about 38 in is determined from Fig. A-15. 


A capillary tube of inside diameter 6 mm connects tank A and open container B, as shown in Fig. 9-50. The 
liquid in A, B, and capillary CD is water having a specific weight of 9780 N/m’ and a viscosity of 
0.0008 kg/(m - s). The pressure p4 — 34.5 kPa gage. Which direction will the water flow? What is the flow rate? 


B Assume laminar flow from B to A. 


Pe Us Pa 1284LQ  (128)(0.0008)(4.3)(Q) — 
24427 -2a tá, +h, h = ool 
2g ^ y 2g ^ ' myD' (л)(9780)(1%) 10580 


0+0+ (1.4 + 4.3 sin 45°) = 34.5/9.79 + 0 + 1 + 11 0580 
О = —7.55 х 107% т?/5 ог —7.55 x 10? L/s 


Since Q is negative, the flow must be from A to B. Check for laminar flow: v = Q/A = (7.55 x 
1075/[(r) (399) /4] — 0.2670 m/s, Na — pDv/p — (9780/9.807)(1555)(0.2670)/0.0008 — 1997 (laminar). 






Container B 


Datum 


Fig. 9-50 
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An equivalent length of pipe is one whose head loss for the same value of flow is equal to that of some other 
system of different geometry for which it is equivalent. Consider a steel pipe of inside diameter 10.02 in having 
in it an open globe valve (K — 4.8) and four screwed 90? elbows (K — 0.42 each). The length of the pipe is 

100 ft, and 5 ft?/s of water at 60 ?F flows through the pipe. What is the equivalent length of pipe with inside 
diameter 13.00 in? 


I For the given pipe: h, =h; + hm, hy = (f)(L/d)(v?/2g), v = Q/A = 5/[()(10.02/12)?/4] = 9.131 ft/s, 
Nr = dV [v = (10.02/12)(9.131)/(1.21 х 105) = 6.30 x 10°, €/d = 0.00015/(10.02/12) = 0.00018. From 
Fig. A-5, f = 0.015. h, = 0.015{100/(10.02/12)]{9. 1312/[(2)(32.2)]} = 2.33 ft, Ay, = (K)(v?/2g) = [4.8 + 
(4)(0.42)]{9. 1312/[(2)(32.2)]} = 8.39 ft, hy = 2.33 + 8.39 = 10.72 ft. 


For the equivalent pipe: v = 5/[(2)(13.00/12)?/4] = 5.424 ft/s, Ne = (13.00/12)(5.424)/(1.21 x 1075) — 4.86 x 
105, €/d — 0.00015/(13.00/12) — 0.000138, f — 0.015, 10.72 — 0.015[L,/(13.00/12)] (5.424/[(2)(32.2)]), L, — 
1695 ft. 


A 100-ft-long duct transports air at 50°F (assumed constant) at the rate of 8000 ft?/min. The duct is made of 
galvanized iron and has a cross section of 2 ft by 1 ft. Find the outlet pressure, if the inlet pressure is 16.7 psia. 


B Assume incompressible, isothermal, fully turbulent flow. 
pil Y t vil2g * z,— pily t vil2g t zz * h, L—h,-(f)L/d)v/2g) | Na — pdv/u 
p — p/RT = (16.7)(144)/[(1716)(460 + 50)] = 0.002748 slug/ft? ¥ = pg = (0.002748)(32.2) = 0.08849 lb/ft’ 
а= Р”, = 4A/p, = 4[(2)()|/[Q)(2 + 1)] = 1.333 ft v = Q/A = (®2)/[(2)(1)] = 66.67 Н /5 
Ne = (0.002748)(1.333)(66.67)/(3.68 х 1077) = 6.64 х 10° (О.К.) €/d = 0.0005/1.333 = 0.000375 
From Fig. A-5, f = 0.0165. 
h, = (0.0165)(100/1.333){66.67°/[(2)(32.2)]} = 85.43 ft 
р.10.08849 + 02/25 + 0 = р,/0.08849 + 15/26 + 85.43 
02/28 = 02/28 Pi— P2= 7.56 lb/ft? P2= 16.7 — 7.56 = 9.1 psia 


In a heating system, there is a run of insulated duct of 50 m carrying air at a temperature of 35 °C at a pressure 
at the inlet of 100 kPa. The duct has a rectangular cross section of 650 mm by 320 mm. If there is a pressure 
drop from inlet to outlet of 5 mm of mercury, what is the volumetric flow? For such a small pressure drop in the 
duct, treat the flow as incompressible. Take R = 287 J/(kg- K). The duct is galvanized iron. Consider that the 
flow is entirely turbulent. 


I pily +0$/28 +z =p:/Y + v}/2g+z2+h,  h,-h,-(fyLld)wiDg) | Na-pdvlu 
p =p/RT = (100)(1000)/[(287)(273 + 35)] =1.131 kg/m? y= pg = (1.131)(9.807) = 11.09 N/m? 
d= D, =4A/p,, = 4{( i600) (i000) 1/[(2)(t000 + i600)] = 0.4289 m А, = (7)(50/0.4289){0?/[(2)(9.807)}) — 5.944fv' 
P1 — P2= 1@91(13.6)(9.79)] = 0.6657 КРа ог 665.7Ра р,/у –р:/ү + 01/28 + 2, = 03/28 +2 + №, 
v?/2g =v2/2g 665.7/11.09+0=0+ 5.94402 о =3.178/ү7 
Try / = 0.016: о = 3.178/ү0;016 = 25.12 т/ѕ, № = (1.131)(0.4289)(25.12)/(1.88 х 1075) = 6.48 х 105, e/d= 
0.00015/0.4289 = 0.000350. From Fig. A-5, f = 0.0165. Try f = 0.0165: v = 3.178/V0.0165 = 24. 74 m/s, 


Np = (1.131)(0.4289)(24.74)/(1.88 х 107°) = 6.38 х 10°, = 0.0165 (О.К.); О= Ао = [(85)(:225)[(24.74) = 
5.15 т2/5. 


Water.at 60 °F flows through a smooth pipe of 12 in diameter at 9 ft/s. Estimate the shear stress at the wall and 
the thickness of the viscous sublayer. 


I Q/A = 9/[(2)(3)*/4] = 11.46 ft/s 
T = 0.03325pu7(v/Ru)"* = (0.03325)(1.94)(11.46)?{(1.21 x 1075)/[($)(11.46)])^ — 0.323 lb/ft? 
6, = Sv/v, — 5v V p[ v, — (5)(1.21 X 10-*)V1.94/0.323 = 0.000148 ft or 0.00178 in 
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Solve Prob. 9.284 if the shear stress is given by t, — (f /4)(pv?/2). 
I М№ = du/v = (12)(11.46)/(1.21 х 107°) = 9.47 х 105 
From Fig. A-5, f = 0.0118. 
To = (0.0118/4)[(1.94)(11.46)?/2] — 0.376 Ib/ft? 
ó, — 5v[v, — 5vVp/1,— (5)(1.21 x 1075) V/1.94/0.376 — 0.0001374 ft or 0.00165in 
What head H is needed in Fig. 9-51 to produce a discharge of 0.3 m?/s? Use minor loss coefficients of 0.5 for the 
entrance and 0.12 for the diffusers. 


i Daly * vi/2g * z,— pal Y * vsl2g  zg + hy h,—-h, th, h; = (f)(L/d)(v?/2g) Мк = dv/(u/p) 


vi — О/А, = 0.3/[(л)(0.210)?/4] = 9.549 т/5 (Ми), = (0.210)(9.549)/[(0.04)(0. 1)/1000] = 5.01 x 10° 
From Fig. A-5, f, — 0.013. 
v; — ОГА, = 0.3/[(2)(0.305)/4] = 4.244 m/s (N&), ^ (0.305)(4.244)/ [(0.04)(0. 1)/1000] — 3.24 x 10? 


£-0014 h, —0.013[30/(0.210)] (9.549?/[(2)(9.907)]) ^ 0.014[60/(0.305)](4.244?/[(2)(9.907)]) — 11.64 m 
For entrance: h, = (K)(v^/2g), (h,.), — 0.5{9.549/[(2)(9.907)]} = 2.32 т. 
For first diffuser: ^,, — (K)(vi — v;)^/2g, (h,.); — (0.12)(9.549 — 4.244/[(2)(9.807)] — 0.17 m. 


For second diffuser: v, = Q/A, = 0.3/[(x)(0.450)/4] = 1.886 m/s, (hm); = (0.12)(4.244 — 1.886)?/[(2)(9.807)] — 
0.03 m. 


For exit: (hn), = 1.0{1.886°/[(2)(9.807)]} = 0.18 m, 
H =h, =11.64 + 2.32 + 0.17 + 0.03 + 0.18 = 14.34 m. 
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Calculate the discharge through the siphon of Fig. 9-52 (H = 4 ft) without the conical diffuser. Use minor loss 
coefficients of 1.0 for both the entrance and exit, and 0.9 for each elbow. 









Fig. 9-51 


і paly + u4/2g + 24 = рьіү +05/28 + 25 + ћ,. 
hy = (f )(L/d)(v7/2g) = f[(10 + 18 + 12)/(%5)1002/[0)(32.2)]) = 0.93177? 
Am = (K)(v?/2g) = [(1.0 + (2)(0.9) + 1.0] {v?/[(2)(32.2)]} = 0.05901v? А, = №; +№,„ = 0.9317 + 0.05901? 
04+0+4=04+040+ 0.9317fu?+0.05901u2 о = V4/(0.9317f + 0.05901) 


Try f = 0.016: v = V4/[(0-9317)(0.016) + 0.05901] = 7.356 ft/s, Nr = dv /v = ($)(7.356)/(1.21 x 107°) = 
4.05 х 105, e/d —0.00015/(&) = 0.000225. From Fig. A-5, f =0.016 (O.K.). Q = Av = [(x)(&)*/4](7.356) = 


a Standard elbow | 
‚О BEN 


2.51 ft /s. 





8-in.-diam 
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- Calculate the discharge in the siphon of Fig. 9-52 for H — 8 ft and with diffuser included. Use minor loss 


coefficients of 1.0 for both the entrance and exit, 0.9 for each elbow, and 0.15 for the diffuser. 
І Paly + v4/2g + 24 = Poly + U5/2g + Za +h. (1) 
ho—h,*h, hy =(f)(L/d)(v7/2g) = f[(10 + 18 + 12)/ 2) ]{vi/[(2)2.2)]} = 0.9317fv7 

hm = (K)(v?/2g) for entrance, exit, and elbows. h,, = (K)(v; — v;)^/2g for diffuser. 

Ал = Am KEEA = AASE) v2 = 0.44440, 

hy, = [1.0 + (2)(0.9)]{v?/[(2)(32.2)]} + 0.15(v, — 0.4444v,)7/[(2)(32.2)] 
+ 1.0{(0.44440,)2/[(2)(32.2)]} = 0.047260? 
№, = 0.9317#0? + 0.0472602 0+0+8=0+0+0 + 0.931702 + 0.047260? 


v — V8/(0.9317f + 0.04726) 


Try f 2 0.015: v — V8/[(0.9317)(0.015) + 0.04726] = 11.43 ft/s, Nz = du/v = (&)(11.43)/(1.21 х 107$) = 


6.30 x 105, е/4 -0.09015/(2;) = 0.000225. From Fig. A-5, f — 0.0155. Try f = 0.0155: v = 
V8/[(0.9317)(0.0155) + 0.04726] = 11.39 ft/s, Nz = (8)(11.39)/(1.21 x 107°) = 6.28 x 10°, 
f =0.0155 (O.K.); Q = Av » [(2)( &)^/4](11.39) — 3.98 ft?/s. 


Find the discharge through the siphon of Fig. 9-53, as well as the minimum pressure in the system. Use minor 
loss coefficients of 1.0 for the entrance, 0.1 for the nozzle, and 2.2 for the bend. 


MB Let v = velocity of water in the pipe and v, = velocity through the nozzle. Since velocity varies with the 
square of diameter, v; — 4v. 
pily + v3/2g + 2: = poly + 03/2g + z+ hy (1) 
hy = (f)(L/d)(v?/2g) =f [(6 + 1.8 + 3.6)/0. 100] {v?/[(2)(9.807)]} — 5.812fv* 
hy, = (K)(v?/2g) = (1.0 + 2.2){v?/[(2)(9.807)]} + (0.1) {v3/[(2)(9.807)]} 
=(1.0+ 2.2){v?/[(2)(9.807)]} + (0.1){(4v)?/[(2)(9.807)]} = 0.2447? 

һа, ЖА, = 5.812fv? + 0.244707 0+ 0 + (6— 1.8) =0 + (4v)?/[(2)(9.807)] 

| + (6 — 1.8 — 3.6) -- 5.812fv? - 0.2447v? v — V3.6/(5.812f 1.060) 
Try f = 0.03: v = V3.6/[(5.812)(0.03) + 1.060] = 1.708 m/s, Nz = pdu/p = [(0.81)(1000)](0. 100)(1.708)/0.01 = 
1.38 x 10*. From Fig. A-5, f — 0.028. Try f = 0.028: v = V3.6/[(5.812)(0.028) + 1.060] = 1.716 m/s, Nr= 
[(0.81)(1000)](0.100)(1.716)/0.01 — 1.38 x 10*, f = 0.028 (O.K.); О = Av - [()(0.100)?/4](1.716) — 
0.0135 m?/s, or 13.5 L /s. 

Minimum pressure would occur at point 3. Apply Eq. (1) between points 1 and 3: h; = 


0.028[6/0.100]{1.716?/[(2)(9.807)]} = 0.2522 m, hy, = (1.0 + 2.2)(1.716/[(2)(9.807)]) = 0.4804 m, h, = 
0.2522 + 0.4804 = 0.7326 m, 0 + 0 + 0= p;/[(0.81)(9.79)] + 1.7167/[(2)(9-807)] + 1.8 + 0.7326, ps = —21.3 kPa. 


— Close return bend 
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With reference to Fig. 9-54, what is the maximum height of point A for no cavitation? Barometer reading is 
29.5 in of mercury. Use minor loss coefficients of 1.0 for both entrance and exit, and 4.5 for the globe valve. 


M First calculate the flow velocity v. 
py + vi/2g + 2, = poly t vil2g ^ z, th, (1) 
hy = (f (L/d)(v7/2g) = #1000 + 70 + 105)/(15)100°2/[02)(32.2)]) = 6.40570? 
hm = (K)(v?/2g) = (1.0 + 4.5 + 1.0){02/[(2)(32.2)]) = 0.100902 
h =h; + һ„ = 6.4050? + 0.1009? — 0-0 12=0+0+0 + 6.4053? + 0.100902 
о = У12/(6.405 + 0.1009) 


Try f. — 0.013: v — V12/[(6.405)(0.013) -- 0.1009] — 8.072 ft/s, Na — dv/v — (&)(8.072)/(1.21 x 105) -- 

4.45 x 10°. From Fig. A-5, f = 0.0135. Try f — 0.0135: v = V12/[(6.405)(0.0135) + 0.1009] = 8.003 ft/s, 

Nr = (%)(8.003)/(1:21 x 107°) = 4.41 x 10°, f = 0.0135 (O.K.). Now, to find the maximum height of point A, 
apply Eq. (1) between points 1 and A: h; = 0.0135[100/(2)]{8.003/[(2)(32.2)]} = 2.014 ft, hm =0, hy = 

2.014 + 0 =2.014 ft. From Table A-1, p, = 36.5 Ib/ft?. Daum = [(13.6)(62.4)](29.5/12) = 2086.2 Ib/ft?. At 
cavitation, p = (2086.2 — 36.5)/62.4 = 32.85 ft (vacuum), or —32.85 ft, 0 + 0 + 0 = —32.85 + 0.995 + z, + 2.014, 
Z4 — 29.8 ft. (z, is the height of point A above the water surface in the left reservoir.) 


Globe valve 











8-in.diameter Smooth pipe 22 
Water at 60°F piP Fig. 9-54 


What diameter smooth pipe is required to convey 8 L/s of kerosene (v — 1.93 x 10 * m?/s) at 32 °С, 150 т with 
a head of 5 m? There are a valve and other minor losses with total K of 7.6. 


І pil Y + vil2g * z = рү + 02/28 + 2+. v — Q/A — (i)/ (aD?/4) — 0.01019/ D? 
hy = (f (L/d)(v?/2g) = (f )(150/D){(0.01019/ D?)?/[(2)(9.807)]} = 0.0007941f /D° 
hy, = (K)(v?/2g) = 7.6{(0.01019/ D*)?/[(2)(9.807)]} = 0.00004023/D* 
h_=h, + h,, = 0.0007941f / D? -- 0.00004023/ D* рМүза-р/ү-а-5 
vi/2g — vi/2g 5 — 0.0007941f / D -- 0.00004023/ D* 


Try f — 0.02; 5 — (0.0007941)(0.02)/ D? -- 0.00004023/ D^. By trial and error, D = 0.0826 m. № = Ри/у = 
(0.0826)(0.01019/0.0826)/ (1.93 x 1075) — 6.39 x 10*. From Fig. A-5, f = 0.0195. Try f = 0.0195: 5 = 
(0.0007941)(0.0195)/ D? 4- 0.00004023/ D^, D — 0.0822 m, N — (0.0822)(0.01019/0.0822?)/ (1.93 x 1075) — 
6.42 x 10^, f — 0.0195. Therefore, D — 0.0822 m, or 82.2 mm. 


Find the value of the Hazen- Williams coefficient for the water flow in Prob. 9.130. 
І v — 1.318CR? 95?5* — Q/A — 3.2/[(7) (25)^/4] — 1.0186 ft/s 
1.0186 — (1.318)(C)[G2)/4]* 9(0.0003/1^* С = 95.5 
Find the value of the Hazen- Williams coefficient for the case where water flows at 0.20 m?/s in a 1-m-diameter 
pipeline with a head loss of 0.0012 m/m. 
i v — 0.8492 CR? 5?5* = Q/A =0.20/[(x)(1}/4] = 0.2546 m/s 
0.2546 = (0.8492)(С)[1/41°%(0.0012)°5* С = 27.1 


Manning’s n equals 0.0132 when water at 50 °F flows at a Reynolds number of 1.10 x 10’ through a tunnel that is 
16 ft in diameter. Determine the average value of e. 


Г (He ia ONG) — 2-6) 
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Equating 5 and h, / L gives 


nv Y (2) | 0.01320 Ї ( f М v? | 
={5|{—<—|- ————!={—Н—-— = 0.0128 
(casos) (% 2g (1.486) 28)" 16/10)(32.2) f 
From Fig. A-5 with f — 0.0128 and Na — 1.10 x 10", €/d — 0.00015; e — (16)(0.00015) — 0.00240 ft, or 0.0288 in. 


9.295 Prepare a computer program that will determine for a single pipe with constant diameter either the flow rate or 
the required conduit diameter for closed conduit, incompressible flow. The program must be usable for 
problems in both the USCS and the SI. 


THIS PROGRAM DETERMINES THE FLOW RATE OR THE REQUIRED CONDUIT 
DIAMETER FOR CLOSED CONDUIT, INCOMPRESSIBLE FLOW. IT CAN BE USED 
FOR PROBLEMS IN BOTH THE ENGLISH SYSTEM OF UNITS, AND THE INTER- 
NATIONAL SYSTEM OF UNITS. THE APPLICATION OF THE PROGRAM IS 
LIMITED TO CASES INVOLVING A SINGLE PIPE WITH CONSTANT DIAMETER. 


THIS PROGRAM IS BASED ON THE SOLUTION OF THE BERNOULLI EQUATION; 
ACCORDINGLY, CERTAIN DATA MUST BE ENTERED FOR EACH OF TWO POINTS 
IN A PIPE SYSTEM. HOWEVER, BOTH THE VELOCITY AT POINT 1 AND THE 
VELOCITY AT POINT 2 ARE NOT CONSIDERED AS KNOWN VALUES INITIALLY. 
IF EITHER VALUE OF VELOCITY IS ESSENTIALLY. ZERO (SUCH AS AT A 
RESERVOIR OR TANK SURFACE), ENTER O (ZERO) FOR THAT VELOCITY (OR 
FOR BOTH VELOCITIES IF BOTH ARE ESSENTIALLY ZERO). OTHERWISE, 
ENTER 1.0 FOR ALL OTHER VELOCITIES. 


INPUT DATA MUST BE SET UP AS FOLLOWS. 


CARD 1 COLUMN 1 ENTER O0 (ZERO) OR BLANK IF ENGLISH SYSTEM 
OF UNITS IS TO BE USED. ENTER 1 (ONE) 
IF INTERNATIONAL SYSTEM OF UNITS IS TO 
BE USED. 
COLUMNS 2-79 ENTER TITLE, DATE, AND OTHER INFORMATION, 
IF DESIRED. 
CARD 2 COLUMNS 1-10 ENTER NUMBER INCLUDING DECIMAL GIVING 
GAUGE PRESSURE AT POINT 1 (IN POUNDS 
PER SQUARE INCH OR KILOPASCALS). 
COLUMNS 11-20 ENTER NUMBER INCLUDING DECIMAL GIVING 
GAUGE PRESSURE AT POINT 2 (IN POUNDS 
PER SQUARE INCH OR KILOPASCALS). 
COLUMNS 21-30 ENTER O (ZERO) OR BLANK IF VELOCITY AT 
POINT 1 IS ESSENTIALLY ZERO; OTHERWISE, 
ENTER 1.0. 
COLUMNS 31-40 ENTER O (ZERO) OR BLANK IF VELOCITY AT 
POINT 2 IS ESSENTIALLY ZERO; OTHERWISE, 
ENTER 1.0. 
COLUMNS 41-50 ENTER NUMBER INCLUDING DECIMAL GIVING 
ELEVATION AT POINT 1 (IN FEET OR METERS). 
COLUMNS 51-60 ENTER NUMBER INCLUDING DECIMAL GIVING 
. . ELEVATION AT POINT 2 (IN FEET OR METERS). 
COLUMNS 61-70 ENTER NUMBER INCLUDING DECIMAL GIVING 
ACTUAL ENERGY ADDED (IN HORSEPOWER OR 
_ KILOWATTS). 
COLUMNS 71-80 ENTER NUMBER INCLUDING DECIMAL GIVING 
ACTUAL ENERGY REMOVED (IN HORSEPOWER OR 
KILOWATTS) . 
CARD 3 COLUMNS 1-10 ENTER NUMBER INCLUDING DECIMAL GIVING 
TOTAL "MINOR LOSSES" (IN FEET OR METERS). 
COLUMNS 11-20 ENTER NUMBER INCLUDING DECIMAL GIVING 
DIAMETER OF CONDUIT (IN INCHES OR 
MILLIMETERS). 
COLUMNS 21-30 ENTER NUMBER INCLUDING DECIMAL GIVING 
LENGTH OF CONDUIT (IN FEET OR METERS). 


COLUMNS 31-40 ENTER NUMBER INCLUDING DECIMAL GIVING 
KINEMATIC VISCOSITY OF FLUID (IN SQUARE 
FEET PER SECOND OR SQUARE METERS PER 
SECOND). 

COLUMNS 41-50 ENTER NUMBER INCLUDING DECIMAL GIVING 
ROUGHNESS OF CONDUIT MATERIAL (IN FEET 
OR METERS). ENTER A VALUE OF 0 (ZERO) 
FOR "SMOOTH" CONDUITS. 
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COLUMNS 51-60 ENTER NUMBER INCLUDING DECIMAL GIVING 
SPECIFIC (OR UNIT) WEIGHT OF FLUID (IN 
POUNDS PER CUBIC FOOT OR KILO- 
NEWTONS PER CUBIC METER). 

COLUMNS 61-70 ENTER NUMBER INCLUDING DECIMAL GIVING 
FLOW RATE OF FLUID (IN CUBIC FEET PER 
SECOND OR CUBIC METERS PER SECOND). 

CARD 4 COLUMNS 1-24 ENTER TYPE OF FLUID 
COLUMNS 25-48 ENTER TYPE OF CONDUIT. 


eee e e eee ie e e e e e e ee e e e e e e e e e e e e e e e e e e e e Re oe e e e e e e e e e e e e e e e e e e e d dfe n à КЕК 


* 
NOTE WELL....EITHER THE FLOW RATE (COLUMNS 61-70) OR THE * 
CONDUIT DIAMETER (COLUMNS 11-20), WHICHEVER ONE IS TO BE DETER- * 
MINED BY THIS PROGRAM, SHOULD BE LEFT BLANK ON CARD 3. * 
a * 

* 


таж 


nie e e ee ce ee ce oe e e e e e К 


MULTIPLE DATA SETS FOR SOLVING ANY NUMBER OF PROBLEMS MAY BE 
INCLUDED FOR PROCESSING. . 


REAL L 
DIMENSION TITLE (13) ,FLUID(4) , PIPE (4) 
INTEGER UNITS 
COMMON F,ED,RN 
PI=3.14159265 
READ (5,100,END=2) UNITS , TITLE 
FACTOR=12.0 
IF (UNITS. EQ. 1) FACTOR=1000.0 
100 FORMAT (I1,13A6) 
WRITE (6,101) TITLE 


7101 FORMAT('1',13A6,////) ^ 


READ(5,102) P1,P2,V1,V2,Z21,Z2,HA, HR, HM,D, L, VIS, E, SW,Q,FLUID,PIPE 
102 FORMAT (8F10.0/7F10.0/8A6) 
PISW-Pl/SW*FACTOR**2 
IF (UNITS.EQ.1) PISW=P1/SW 
G=32.2 
IF (UNITS. EQ. 1)G=9.807 
P2SW=P2/SW*FACTOR**2 
IF(UNITS.EQ.1)P2SW-P2/SW 
FF=0.02 
IF (Q.GT.0.0001)GO TO 117 
IF (V1.GT.0.0001) V1=1.0/2.0/G 
IF (V2.GT.0.0001) V2=1.0/2.0/G 
105 HF-FF*L/D*FACTOR/2.0/G 
HAT=550. *HA/SW 
IF (UNITS.EQ. 1) HAT=HA/SW 
HRT=550. *HR/SW 
IF (UNITS. EQ. 1)-HRT=HR/SW 
Q=0.001 
VIRY=(Q/(PI* (D/FACTOR) **2/4.0)) **2 
TRY 1=P1SW+VTRY*V1+Z1+HAT /Q-HRT/Q- (P2SW+VTRY *V2+Z2+HF*VTRY) 
116 Q=Q+0.001 
VTRY= (Q/(PI* (D/FACTOR) **2/4.0) ) **2 
TRY 2=P1SW+VTRY *V1+Z1 +HAT /Q~HRT/Q- (P2SW+VTRY*V2+Z2+HF* VTRY) 
IF(TRY1*TRY2) 114,114,115 
115 TRY1=TRY2 
GO TO 116 
114 О«0-0.0005 
v=Q/(PI*(D/FACTOR) **2/4.0) 
'RN*D/FACTOR*V/VIS 
ED=E/D*FACTOR 
CALL ROUGH 
DIFF=ABS (F-FF) 
IF (DIFF.LT.0.0001)GO TO 104 
FF-F 
GO TO 105 
104 IF(VI.GT.0.0001)V1sV 
IF(V2.GT.0.0001) V22V 
IF(UNITS.EQ.O)WRITE(6,106) P1,P2,Z1,Z2, HA, HR,HM,D,L,FLUID,PIPE,Q, 
*V1,V2 
106 FORMAT(1X,'GIVEN DATA FOR A CIRCULAR CLOSED CONDUIT CARRYING INCOM 
*PRESSIBLE FLOW',//5X,'PRESSURE AT POINT [| =',F7.1,' PSI',//5X,'PRE 


\ 
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107 


103 


*SSURE AT POINT 2 =',F7.1,' PSI',//5X, ‘ELEVATION AT POINT 1 =', 
*F7.1,' FT',//5X,'ELEVATION AT POINT 2 =',F7.1,' FT',//5X,'ACTUAL E 
*NERGY ADDED BETWEEN POINTS 1 AND 2 -',F5.1,' HP',//5X,'ACTUAL ENER 
*GY REMOVED BETWEEN POINTS 1-AND 2 =',F5.1,' HP',//5X,'MINOR HEAD L 
*OSSES BETWEEN POINTS 1 AND 2 -',F5.1,' FT',//5X,'DIAMETER OF CONDU 
*IT =',F6.2,' IN',//SX,‘LENGTH OF CONDUIT =',F8.1,' FT',//5X,'FLUID 
* FLOWING IS ',4A6,//5X,'CONDUIT MATERIAL IS ',4A6,////1X,'THE FLOW 
* RATE WILL BE',F7.1,' CU FT/S',//5X,'VELOCITY AT POINT 1 =',F6.2, 
*' FT/S' ,//5X,' VELOCITY AT POINT 2 =',F6.2,' FT/S') 

IF(UNITS.EQ. 1) WRITE(6,107) P1,P2,21,Z2,HA, HR, HM,D,L,FLUID,PIPE,Q, 
*V1,V2 

FORMAT(1X,'GIVEN DATA FOR A CIRCULAR CLOSED CONDUIT CARRYING INCOM 
*PRESSIBLE FLOW',//5X,'PRESSURE AT POINT 1:-',F7.1,' KPA',//5X,'PRE 
*SSURE AT POINT 2 5',F7.1,' KPA',//5X,'ELEVATION AT POINT 1 -', 
*F7.1,' M ',//5X,'ELEVATION AT POINT 2 =',F7.1,' M ' ,//5X, 'ACTUAL E 
*NERGY ADDED BETWEEN POINTS 1 AND 2 z',F5.1,' KW',//5X,'ACTUAL ENER 
*GY REMOVED BETWEEN POINTS 1 AND 2 -',F5.1,' KW',//5X,'MINOR HEAD L 
*OSSES BETWEEN POINTS 1 AND 2 s',F5.1,' M ',//5X,'DIAMETER OF CONDU 
*IT =',F7.1,' MM',//5X,'LENGTH OF CONDUIT -',F8.1,' M ' ,//5X,' FLUID 
* FLOWING IS ',4A6,//5X,'CONDUIT MATERIAL IS ',4A6,////1X,'THE FLOW 
* RATE WILL BE',F7.3,' CU M/S',//5X,'VELOCITY AT POINT 1 =',F6.2, 
** M/S ',//5X,'VELOCITY AT POINT 2 =',F6.2,' M/S ") 

GO TO 1 

Visv1*(Q/PI*4.0) 

V2=V2* (Q/P1I*4.0) 

HF=FF*L* (Q/PI*4.0) **2/2.0/G 

HAT-550. *HA/SW/Q 

IF(UNITS.EQ.1)HAT-HA/SW/Q 

HRT=550. *HR/SW/Q 

IF (UNITS .EQ. 1) HRT=HR/SW/Q 

D=0.001 

TRY1=HF/D* *5+4(V2**2/2.0/G) /D**4- (V1**2/2.0/G) /D**4~P1SW-Z1-HAT 
*+HRT*P2SW+Z2+HM 


110 D=D+0.001 


TRY2-HF/D**54(V2**2/2.0/G) /D**4- (V1**2/2.0/G) /D**4-P1SW-Z1-HAT 
*+HRT+P2SW+Z2+HM 
IF (TRY1*TRY2) 108,108,109 


109 TRY1=TRY2 


GO TO 110 


108 D-D-0.0005 


111 


112 


113 


RN=D*Q/(PI*D**2/4.0) /VIS 

ED=E/D 

CALL ROUGH 

DIFF=ABS (F-FF) 

IF(DIFF.LT.0.0001)GO TO 111 

FF=F 

GO TO 103 

у1=\у/1 /р**2 

у2=у2/р**2` 

D=D*FACTOR 
IF(UNITS.EQ.O)WRITE(6,112) P1, P2,Z1,Z2,HA,HR,HM,Q,L,FLUID,PIPE,D, 
*V1,V2 : | 
FORMAT(1X,'GIVEN DATA FOR A CIRCULAR CLOSED CONDUIT CARRYING INCOM 
*PRESSIBLE FLOW',//5X,'PRESSURE AT POINT 1 -',F7.1,' PSI',//5X,'PRE 
*SSURE AT POINT 2 -',F7.1,' PSI',//5X,'ELEVATION AT POINT ! =', 
*F7.1,' FT',//5X,'ELEVATION AT POINT 2 -',F7.1,' FT',//5X,'ACTUAL E 
*NERGY ADDED BETWEEN POINTS 1 AND 2 =',F5.1,' HP',//5X,'ACTUAL ENER 
*GY REMOVED BETWEEN POINTS 1 AND 2 =',FS.1,' HP',//5X,'MINOR LOSSES 
* BETWEEN POINTS 1 AND 2 =',F5.1,' FT',//5X,'FLOW RATE =',F7.1, 
*" cu PT/S',//5X,'LENGTH OF CONDUIT =',F8.1,' FT',//5X,'FLUID FLOWI 
*NG IS ',4A6,//5X,'CONDUIT MATERIAL IS ',4A6,///1X,'THE CONDUIT DIA 
*METER REQUIRED WILL BE',F6.2,' IN',//5X,'VELOCITY AT POINT 1 =', 
*F6.2,' FT/S' ,//5X,'VELOCITY AT POINT 2 =',F6.2,' FT/S') 
IF(UNITS.EQ.1) WRITE(6,113) P1, P2,21,Z2, HA, HR, HA,Q,L, FLUID,PZPE,D, 
*V1,V2 

FORMAT(1X,'GIVEN DATA FOR A CIRCULAR CLOSED CONDUIT CARRYING INCOM 
*PRESSIBLE FLOW',//5X,'PRESSURE AT POINT 1 -',F7.1,' KPA',//3X,'PRE 
*SSURE AT POINT 2 -',F7.1,' KPA',//5X,'ELEVATION AT POINT 1l =', 
*F7.1,' M ',//5X,'ELEVATION AT POINT 2 =',F7.1,' M ' ,//5X,'ACTUAL E 
*NERGY ADDED BETWEEN POINTS 1 AND 2 -',F5.1,' KW',//5X,'ACTUAL ENER 
*GY REMOVED BETWEEN POINTS 1 AND 2 -',F5.1,' KW',//5X,'MINOR LOSSES 
* BETWEEN POINTS 1 AND 2 -2',F5.1,' M ',//5X,'FLOW RATE =',F7.3, 

*' CU M/S ',//5X,'LENGTH OF CONDUIT =',F8.1,' M ",//5Х, БІЛІС ҒҺОМІ 
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*NG IS ',4A6,//5X,'CONDUIT MATERIAL IS ‘',4A6,///1X,'THE CONDUIT DIA 
*METER REQUIRED WILL BE',F7.1,' MM',//5X,'VELOCITY AT POINT 1 =', 
*F6.2,' M/S ',//5X,'VELOCITY AT POINT 2 z',F6.2,' M/S ') 
Go TO Í ` 
2 STOP 
END . 
SUBROUTINE ROUGH 
COMMON F,ED,RN 
IF (RN. LE. 2000.0) F=64.0/RN 
IF(RN.LE.2000.0) RETURN 
IF (RN.LT.4000.0) WRITE (6,103) 

103 FORMAT(1X,'A REYNOLDS NUMBER IS IN THE CRITICAL ZONE, FOR WHiCH ТН 
*E FRICTION FACTOR IS UNCERTAIN. HENCE, PROGRAM EXECUTION WAS TERM 
*INATED. ') 

IF (RN.LT. 4000.0) STOP 
F=0.006 
TRY 1=1.0/SQRT(F) +2.0*ALOG10(ED/3.7+2.51/RN/SQRT(F) } 
102 F=F+0.00001 
TRY2=1.0/SQRT(F) +2.0*ALOG10(ED/3.7+2.51/RN/SQRT(F) ) 
IF (TRY1*TRY2) 100,100,101 
101 TRY1=TRY2 
GO TO 102 
100 Ғ-Ғ-0.000005 
RETURN 
END 





976 For the data given in Prob. 9.65, find the flow rate at which ` water is being discharged from the pipe, » utilizing 
the computer program of Prob. 9.295. 





INPUT 


82245678 %10111213141516 171814 2021 222324252627 28 2? 30 21 22 33 4 5 34.27 00.3 40 411424144 45 06 47 48.49 50 51 52 52 54 55 56 57 58 59 40 01.62 4364 05464 67 48 09701 72717475 76 7 O79 00 


OSAMPLE ANALYSIS ØF INC@MPRESSIBLE FLOW 


| 1.0 150.5 98.4 
24.0 130.0 0.0000105 0.00085 62.4 
WATER NEW CAST IRGN 


OUTPUT 


: SAMPLE ANALYSIS OF INCOMPRESSIBLE FLOW 


GIVEN DATA FOR A CIRCULAR CLOSED CONDUIT CARRYING INCOMPRESSIBLE FLOW 





PRESSURE AT POINT 1 = 0.0 PSI 
PRESSURE AT POINT 2 = 0.0 PSI 
ELEVATION AT POINT 1 = 150.5 FT 


ELEVATION AT POINT 2 98.4 FT 


ACTUAL ENERGY ADDED BETWEEN POINTS 1 AND 2 = 0.0 НР 





ACTUAL ENERGY REMOVED BETWEEN POINTS 1 AND 2 = 0.0 HP 
MINOR HEAD LOSSES BETWEEN POINTS 1 AND 2 = 0.0 FT 


DIAMETER OF CONDUIT = 24.00. IN 





LENGTH OF CONDUIT = 130.0 FT 
FLUID FLOWING IS WATER 


CONDUIT MATERIAL IS NEW CAST IRON 





THE FLOW RATE WILL BE 127.0 CU FT/S 
VELOCITY AT POINT 1 = 0.00 FT/S 


VELOCITY AT POINT 2 = 40.44 FT/S 
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9.297  Forthe data given in Prob. 9.66, find the pipe diameter, utilizing the computer program of Prob. 9.295. 


INPUT 
121232452679 10112110101516007 101920212222 24252627 28 22.2001 22 22 243526 37 24.0340 1 41 444 49664740 495051 $21 2455 54 97 58 59 40 61 02 64.45 64 07 08 0970 1 273 479 74 378790 
ISAMPLE ANALYSIS @F INCQMPRESSIBLE FLW 
2.5 1.0 1.0 82.65 66.66 
965.5 .000000406.00050 7.05 .10 - 
GAS@LINE (R@UGHNESS = 0.500 MM) 
OUTPUT 


SAMPLE ANALYSIS OF INCOMPRESSIBLE FLOW 


GIVEN DATA FOR A CIRCULAR CLOSED CONDUIT CARRYING INCOMPRESSIBLE FLOW 


PRESSURE AT POINT 1 = 2.5 KPA 
PRESSURE AT POINT 2 = 0.0 KPA 
ELEVATION AT. POINT 1 = 82.7 M 
ELEVATION AT POINT 2- 66.7 M 


ACTUAL ENERGY ADDED BETWEEN POINTS | AND 2 = 0.0 KW 
ACTUAL ENERGY REMOVED BETWEEN POINTS 1 AND 2 = 0.0 KW 
MINOR LOSSES BETWEEN POINTS 1 AND 2 = 0.0 M 

FLOW RATE = 0.100 cU M/S 

LENGTH OF-CONDUIT = 965.5 M 

FLUID FLOWING IS GASOLINE 


CONDUIT MATERIAL IS (ROUGHNESS = 0.500 MM) 


THE CONDUIT DIAMETER REQUIRED WILL BE 257.5 MM 
VELOCITY AT POINT 1 = 1.92 M/S 


VELOCITY AT POINT 2 = 1.92 M/S 


10.1 


10.2 


10.3 


10.4 


П СНАРТЕН 10 
Series Pipeline Systems 


For a 12-in-diameter concrete pipe 12 000 ft long, find the diameter of a 1000-ft-long equivalent pipe. 


I Assume a flow rate of 3.0 cfs. (The result should be the same regardless of the flow rate assumed.) From Fig. 
A-13, with D — 12 in and Q — 3.0 f/s, h, = 0.0052 ft/ft. Therefore, h, — (0.0052)(12 000) = 62.40 ft. For a 
1000-ft-long equivalent pipe with the same head loss, ^, — 62.40/1000 — 0.06240 ft/ft. From Fig. A-13, with 

h, = 0.06240 ft/ft and Q —3.0 fÜ/s, D —7.3 in. 


A 480-ft-long, 18-in-diameter concrete pipe and a 590-ft-long, 12-in-diameter concrete pipe are connected in 
series. Find the length of an equivalent pipe of 10 in diameter. 


B Assume a flow rate of 5 cfs through the two given pipes. For the 18-in-diameter pipe, from Fig. A-13, 

h, = 0.00180 ft/ft. For the 12-in-diameter pipe, A, = 0.0137 ft/ft. The total head loss for both pipes is 

h, = (0.00180)(480) + (0.0137)(590) — 8.947 ft. For a 10-in-diameter pipe with Q — 5.0 cfs, from Fig. A-13, 
h, — 0.032 ft/ft. Since the equivalent pipe must have the same head loss as that of the system it replaces (i.e., 
8.947 ft), the required length of a 10-in-diameter equivalent pipe can now be determined by 0.032L = 8.947, 
L = 280 ft. Note that the required length of pipe can be determined in a single computation as follows: 

L = (0.00180)(480)/0.032 + (0.0137)(590)/0.032 = 280 ft. 


A 225-m-long, 300-mm-diameter concrete pipe and a 400-m-long, 500-mm-diameter concrete pipe are 
connected in series. Find the diameter of a 625-m-long equivalent pipe. 


B Assume a flow rate of 0.1 m?/s. For the 300-mm-diameter pipe, from Fig. A-14, ^, — 0.0074 m/m. For the 
500-mm-diameter pipe, A, — 0.00064 m/m. The total head loss for both pipes is A, — (0.0074)(225) + 
(0.00064)(400) — 1.921 m. For a 625-m-long equivalent pipe with this head loss, A, = 1.921/625 = 0.00307 m/m. 
From Fig. A-14, D —360 mm. 


Water flows at a rate of 0.020 m?/s from reservoir A to reservoir B through three concrete pipes connected in 
series, as shown in Fig. 10-1. Find the difference in water-surface elevations in the reservoirs. Neglect minor 
losses. 


i раЇү + 05/28 + 24 =рьіү + 05/28 +в +ћ, 0-0-24-0-0-2,-4й, В = = 24 — 28 
With Q = 0.020 m’*/s and D = 160 mm, from Fig. A-14, h, = 0.0082 m/m. With Q = 0.020 m?/s and D = 

200 mm, h, — 0.0028 m/m. With Q — 0.020 m?/s and D = 180 mm, h, = 0.0046 m/m. H - h, = (0.0082)(1000) + 
(0.0028)(1600) + (0.0046)(850) — 16.59 m. 
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10.5 


10.6 


10.7 


10.8 


Compute the flow rate of water through the three concrete pipes connected in series as shown in Fig. 10-2 by 
the equivalent length method. 


Ë h, =z,- zs =20ft/ft. Assume Q = 1 cfs. From Fig. A-13, (h;):2in = 0.00067 ft/ft; (h1)101n = 0.0016 ft/ft; 
(hi) sin = 0.00475 ft/ft. 


Consider a 10-in-diameter equivalent pipe: L. = 120 + (0.00475)(150)/0.0016 + (0.00067)(100)/0.0016 = 607 ft. 
With D = 10in and h, = & = 0.0329 ft/ft, from Fig. A-13, Q = 5.1 cfs. 





Fig. 10-2 
Solve Prob. 10.5 by the equivalent diameter method. 


Е Using values obtained from Prob. 10.5, A, — (0.00067)(100) + (0.00475)(150) + (0.0016)(120) = 0.972 ft. 
With О = 1 cfs and h, = 0.972/(100 + 150 + 120) — 0.00263 ft/ft, D — 8.9 in. With D =8.9 in and h; = Z = 
0.0541 ft/ft, Q = 5.1 cfs. 


Two concrete pipes are connected in series. The flow rate of water through the pipes is 0.14 m?/s with a total 
friction loss of 14.10 m for both pipes. Each pipe has a length of 300 m. If one pipe has a diameter of 300 mm, 
what is the diameter of the other one? Neglect minor losses. 


B For first pipe: With Q — 0.14 m?/s and D —300 mm, ^, — 0.014 m/m. h, — (0.014)(300) = 4.20 m. 
For second pipe: ^, — 14.10 — 4.20 — 9.90 m, h, — 9.90/300 — 0.033 m/m. With О — 0.14 m?/s and 5, — 
0.033 m/m, D = 250 тт. 


Three concrete pipes are connected in series, as shown in Fig. 10-3. Determine the length of an 8-in-diameter 
equivalent pipe. 

B Assume Q — 1 cfs. (A1)s.in = 0.00475 ft/ft; (41)¢in = 0.0195 ft/ft; (A1)10in = 0.0016 ft/ft; L, = 1200 + 
(0.0195)(1000)/0.00475 + (0.0016)(2000)/0.00475 = 5979 ft. 


1200 ft, 8-in diameter 1000 ft, 6-in diameter 2000 ft, 10-in diameter 


4200 
n Fig. 10-3 


For the three pipes in Fig. 10-3, detérmine the diameter of a 4200-ft-long equivalent pipe. 


B Using values obtained from Prob. 10.8, for a 4200-ft-long equivalent pipe, A; = (0.00475)(1200) + 
(0.0195)(1000) + (0.0016)(2000) = 28.4 ft, h, — 28.4/4200 — 0.00676 ft/ft. With Q — 1 cfs and h, = 0.00676 ft/ft, 
D -7.5іп. | | 
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For three pipes in series, the total pressure drop is p4 — ps = 150 000 Pa, and the elevation drop is 
Z4 — Zzg — 5m. The pipe data are ` 





The fluid is water, p — 1000 kg/m?, and v — 1.02 x 105 m?/s. Calculate the flow rate in cubic meters per hour 
through the system. Neglect minor losses. 


B The total head loss in the system is h; = (p4 — ps)/pg + (Za — 2в) = 150 000/[(1000)(9.807)] + 5 = 20.30 m = 
hy = = (f)(L/d)(v?/2g). From the continuity relation, v. = (di/d;)'(v,) ^ ($) (vi) ^ 1.778v,, vs — (di/ds) (vi) 
£y'(v,) 2 4.000v,, and 





(№), = ЕЗГЕ [9720209 


(v1)(8) 
оз, (4.000v,)(4) 
v9» - [550 
20.30 — f[100/(:55)] (vi/[(2)(9.807)]) -- f[150/ (35) ((1.778v1)"/[Q2)(9.807)]) -- f4[80/ (35) ((4.000v)?/[(2)(9.807)]) 
| 20.30 = (63.734 + 402.9№ + 1631f,)(v,)" 
From Fig. A-5 from the fully rough regime, estimate f, — 0.0262, f, = 0.0234, and f, = 0.0304. 


Jv. - 2:590. 





(м, = (2 | eve. = @.000)(%e) 


20.35 = [(63.73)(0.0262) + (402.9)(0.0234) + (1631)(0.0304)](v,)? — v,—0.5791 m/s — Nga — dv/v 
(Ng). — (355)(0.5791)/(1.02 x 1075) — 4.54 x 10* 
(№), = (1.333)(4.54 х 10-*) = 6.05 х 10 (№), = (2.000)(4.54 х 107%) = 9.08 х 10* 


From Fig. A-5, f, — 0.0288, f, — 0.0260, and f; — 0.0314. 20.35 = [(63.73)(0.0288) + (402.9)(0.0260) + 
(1631)(0.0314)](v,?, v, — 0.5660 m/s; Q — Av — [(2:)(385) /4](0.5660) — 0.002845 m?/s, or 10.2 m?/h. An 
additional iteration (not shown) gives essentially the same result. 


For a head loss of 5.0 ft/1000 ft, and using C — 120 for all pipes, how many 8-in pipes are equivalent to a 16-in 
pipe? To a 24-in pipe? 


f From Fig. A-13, for h, = 5.0/1000, or 0.005, and d = 8 in, Q = 1.0 cfs. For d = 16 in, Q = 6.6 cfs. For 
d=24in, Q =17 cfs. Thus it would take 6.6/1.0, or 6.6 eight-in pipes to be hydraulically equivalent to a 16-in 
pipe of the same relative roughness. Likewise, 17/1.0, or 17 eight-in pipes are equivalent to a 24-in pipe for a 
head loss of 5.0 ft/1000 ft, or for any other head loss condition. 


A series piping system consists of 6000 ft of 20-in new cast iron pipe, 4000 ft of 16-in, and 2000 ft of 12-in pipe. 
Convert the system to an equivalent length of 16-in pipe. 


B Assume a value of Q of 3.8cfs. For new cast iron, C — 130. In order to use Fig. A-13, change Qs to Quo. 
Quo — (89)(3.8) — 3.5 cfs. From Fig. A-13, (4,), = 0.00064 ft/ft, (h,). = 0.00187 ft/ft, and (h,)3 = 0.0070 ft/ft. 
h, = (0.00064)(6000) + (0.00187)(4000) + (0.0070)(2000) = 25.32 ft. The equivalent 16-in pipe must carry 3.8 cfs 
with a head loss of 25.32 ft (C = 130). Hence, 25.32/L, = 0.00187, L. = 13 540 ft. 


Convert the system of Prob. 10.12 to an equivalent size pipe 12 000 ft long. 
B The 12000 ft of pipe, C — 130, must carry 3.8 cfs with a head loss of 25.32 ft. Hence, h, — 25.32/12 000 — 
0.00211. From Fig. A-13, using Q —3.5cfs, d — 15.5 in. 


Suppose in Fig. 10-4 pipes 1, 2, and 3 are 300 m of 30-cm-diameter, 150 m of 20-cm-diameter, and 250 m of 
25-cm-diameter, respectively, of new cast iron and are conveying water at 15°C. If A = 10 m, find the rate of 
flow from A to B by the equivalent velocity method. Neglect minor losses. 


I (e/d), = 0.00026/(%) 20.000867 (є/4), = 0.00026/(25) = 0.00130 (є/4), = 0.00026/(25) = 0.00104 








a 
EH 
1 
ү 
P 
t 
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From Fig. A-5, assume f, — 0.019, f = 0.021, and f, = 0.020. hy = (f)(L/d)(v?/2g) = 10 = 
0.019[300/(#8)]{v3/{(2)(9.807)]} + 0.021[150/ (%)]{v3/[(2)(9.807)]) + 0.020[250/С#%)1(03/102)09.807))), 
10- 0.968702 + 0. 803002 + 1.02003. Егот Һе сопііпџіќу гејайоп, 0 = (4,/4,) (0) = (8)(0,) = 2.2500, 
= (d,/d3)"(v,) = (38)°(v,) = 1.4400, апа 
9,4, (2.250v,)(20) 
M C 2) №) | (v,)(30) 
vad, (1.440v,)(25) 
ШЫ ЕСТЕ 





очо = а. зоом), 





(з= (2 |вә-а.2хм) 


10 = 0.968701 + (0.8030)(2.250v,)? + (1.020)(1.440v,)? vu, = 1.183 m/s — Na —dv/v 
(№), = (33)(1.183)/(1.16 x 107°) = 3.06 X 10° (№), = (1.500)(3.06 х 105) = 4.59 х 10° 
(№) = (1.200)(3.06 x 10°) = 3.67 x 10° 
From Fig. A-5, f, — 0.021, f; — 0.021, and f, — 0.020. : 
hy = 10 = 0.021[300/(i05)] { ¥i/[(2)(9.807)]} + 0.021[150/(#05)]{ v3/[(2)(9.807)]} + 0.020[250/ (385) (v$/[Q2)(9.807)]) ; 
10 = 1.07102 + 0.803002 + 1.02002 = 1.0710? + (0.8030)(2.2500,)> + (1.020)(1.4400,)? 
v-7117m/s  Q-Av-[(x)(29)/4](1.174) 2 0.0830 m?/s 








Solve Prob. 10.14 by the equivalent length method. 
B Using data from Prob. 10.14 and choosing a 30-cm pipe as the standard, 
(L,)2 = (150)(0.021/0.020)(33)° = 1196 m of 30-cm pipe 
(L..)s = (250)(0.020/0.020)(32)° = 622 m of 30-cm pipe 
(L.)rota = 300 + 1196 + 622 = 2118 m of 30-cm pipe й = 10 = 0.020[2118/(39)] (^/[(2)(9.807)]) 
v — 1.179 m/s Q = [(2)GS)*/4](1.179) = 0.0833 m?/s 
In Fig. 10-4 pipes 1, 2, and 3 are 500 ft of 3.068-in, 200 ft of 2.067-in, and 400 ft of 2.469-in wrought iron pipe. 
Given a head loss of 19.5 ft from A to B, find the flow of water at 60°F. 
І ` (є/4), = 0.00015/(3.068/12) = 0.000587 (є/4), = 0.00015/(2.067/12) = 0.000871 
(є/4)з = 0.00015/(2.469/12) = 0.000729 
From Fig. À-5, assume f, — 0.0172, f, — 0.0190, and f, — 0.0181. 
hp = (f)(L/d)(v?/2g) — 19.5 —- 0.0172[500/(3.068/12)] (v1/[(2)(32. 20 -- 0.0190[200/(2.067/12)] (v2/[(2)(32.2)]] 
+ 0.0181[400/(2.469/12)]{v3/[(2)(32.2)]} 
19.5 = 0.52230? + 0.342605 + 0.546403 


From the continuity relation, v, = (4,/4,)2(0.) = (3.068/2.067)(0,) = 2.2030,, v3 = (d,/d3)*(v,) = 
(3.068/2.469)'(v,) 2 1.544v,, and 


(№), = (5 





st) (м), = [220200 06) 


(v1)G.068) Jow. 7 (1.484) (Nx): 


м, = (22) ме), = | E 2 ave - (24389) 
20 — 0.5223v? 4- (0.3426)(2.203v, Y! - (0.5464)(1.544v,Y — v, — 2.365 ft/s 
Ne=du/v - — (Ng) (3.068/12)2.365)/(1.21 x 1075) — 5.00 x 10* 
(№), = (1.484)(5.00 х 10%) = 7.42 х 10 (№), = (1.243)(5.00 x 10*) = 6.22 x 10° 
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From Fig. А-5, /, = 0.0228, f, = 0.0225, and f, = 0.0225. | 
һ, = 19.5 = 0.0228[500/(3.068/12)]{и1/[(2)(32.2)]} + 0.0225[200/(2.067/12)]{ь/[(2)(32.2)]} 
-- 0.0225[400/ (2.469/12) (v$/[(2)(32.2)]) 
19.5 = 0.692401 + 0.405703 + 0.679203 = 0.692407 + (0.4057)(2.2030,)? + (0.6792)(1.5440,)> v, — 2.134 ft/s 
Q = Av - [(x)(3.068/12)?/4](2.134) — 0.110 ft?/s 
An additional iteration (not shown) produces an insignificant difference. 
Suppose that 100 ft of 1-in (e — 0.000005 ft) pipe and 500 ft of 6-in (« — 0.0008 ft) pipe are connected in series. 
For a total head loss of 24 ft, find the flow of water at 60°F. 
I (€/d), = 0.000005 /(#;) = 0.0000600 (€/d) = 0.0008/(75) = 0.00160 
From Fig. A-5, assume f, = 0.0110 and f = 0.0215. 
hy = (f )(L/d)(v?/2g) = 25 = 0.0110[100/(i2)] {vi/[(2)(32-2)]} - 0.0215[500/65)] (v2/[00(22.2)]) 
25 — 0.2050v; + 0.3339: 
From the continuity relation, v, — (d;/d;)'(vi) ^ (5) (v,) - 0.02778у, and 


ШІ _ [(0.02778v,)(6) _ 
(Nada = (S28) Mada = [OO (м, = о.16вту(м), 


24 = 0.20500? + (0.3339)(0.027780,)2 о, =11.04 #/5 № = до/у 
(№), = (2)(11.04)/(1.21 х 1075) = 7.60 х 10 (№), = (0.1667)(7.60 x 10*) = 1.27 х 10* 
From Fig. А-5, f, = 0.0195 and f = 0.032. . 
hy = 24 = 0.0195[100/(3:)] (v?/[(2)(32.2)]) -- 0.032[500/($)] (2/[(2)(32.2)]) 
24 = 0.3634v? -- 0.4969v2 — 0.3634v1 - (0.4969)(0.02778v, ^ v, — 8.122 ft/s 
(№), = (5)(8.122)/(1.21 х 107°) = 5.59 х 10 (№), = (0.1667)(5.59 х 10*) = 9.32 х 10° 
From Fig. A-5, f, — 0.0203 and f, — 0.033. 
h, — 24 — 0.0203[100/(55)] (v1/[(2)(32.2)]) + 0.033[500/($)] (2/[(2) (32.2)]) 
24 — 0.3783v1 -- 0.5124v2 — 0.3783v1 - (0.5124)(0.02778v, о, = 7.961 #/5 
Q = Av 7 [(x)(5Y/4](7.961) = 0.0434 ft?/s 





An additional iteration (not shown) produces an insignificant difference. 


Repeat Prob. 10.16 for the case where the fluid has s.g. = 0.9 and u = 0.0008 Ib - s/ft’. 
B First apply h, — (f)(L/d)(v^/2g), using values from Prob. 10.16 and assuming f — 0.03 for all pipes. 
19.5 — 0.03[500/(3.068/12)] (v1/[(2)(32.2)]) »- 0.03[200/(2.067/12)] (2/[Q) (32.2)]) 
+ 0.03[400/(2.469/12)]{v3/[(2)(32.2)]} 
— 0.9110v? + 0.540902 + 0.905612 
= 0.911007 + (0.5409)(2.2030;)? + (0.9056)(1.5440,)? 
v, = 1.850 ft/s Nr = pdu/u (Ne): = [(0.9)(1.94)](3.068/12)(1.850)/0.0008 = 1032 
(№), = (1.484)(1046) = 1532 (№), = (1.243)(1046) = 1283 
Therefore, the flow is laminar and h, — (32)(u/ y)(L./d?)(v). 
19.5 — 32(0.0008/[(0.9)(62.4)]) [500/(3.068/12Y](vi) 
+ 32{0.0008/[(0.9)(62.4)]}[200/(2.067/12)7](2.203v,) 
+ 32(0.0008/[(0.9)(62.4)]) [400/ (2. 469/12 ](1.544v;) 
v, — 1.074 ft/s О = Ао = [(л)(3.068/12)2/4](1.074) = 0.0551 #2/5 
One end of a 150-m-long, 300-mm-diameter pipe is submerged in a reservoir; the other end abuts on a 


90-m-long, 200-mm-diameter pipe at a point 30 m below the reservoir surface. Water discharges freely (K = 1.0) 
from the free end of the shorter pipe, which is 15 m below the junction. [This implies a 2° bend at the junction. ] 
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Determine the pressure heads just above and just below the junction, if f — 0.04, K — 0.8 for the entrance, and 
K — 0.24 for the contraction-bend at the junction. 


1 Pily + 01/28 + 2 = р/у + 03/28 + 22 +. (1) 
hy= (f )(L/d)(v?/2g) = 0.04[150/0.300] {v7/[(2)(9.807)]} + 0.04[90/0. 200] {v3/[(2)(9.807)]} = 1.020v? -- 0.91772 
hm = (K)(v?/2g) = 0.8{v3/[(2)(9.807)]} + 0.24 {v3/[(2)(9.807)]} = 0.04079v? + 0.01224v? 

h, = hş + А, = (1.0200 + 0.917702) + (0.0407902 + 0.0122402) = 1.06102 + 0.929902 
А9 - Аҙ»; [(7)(0.300)*/4](v;) = [(z)(0.200)"/4](v2) v, — 0.4444v, 

h, = (1.061)(0.4444v,) + 0.9299v3 = 1.13902 0+ 0+ 45 =0 + v3/[(2)(9.807)] + 0 + 1.13902 
v; — 6.149 m/s v, = (0.4444)(6.149) — 2.733 m/s Q = Azv2 = [(2)(0.200)?/4](6. 149) — 0.193 m?/s 

Now apply Eq. (1) between the water level at intake and a point just above the junction. 0 + 0 + 30 = 
Pay + 2.7337/[(2)(9.807)] + 0 + (1.020v? + 0.040792), 30 = р,/у + 0.3808 + (1.020 + 0.04079)(2.7332), р,/у = 
21.70 m. Finally apply Eq. (1) between the water level at intake and a point just below the junction. 


0+0+30=p,/y + 6.149/[(2)(9.807)] + 0 + (1.020u? + 0.04079v3 + 0.01224v2), 30 = po/y + 1.928 + [(1.020+ 
0.04079)(2. 7337) + (0.01224)(6.149°)], p2/y = 19.69 m. 


Repeat Prob. 10.19 neglecting minor losses. 


І Pily + vilag +z = py +g +z +h, (1) 
h, m hy hs, Aim = 0 

Using data from Prob. 10.19, Ay = 1.0200? + 0.917705, h, = (1.020)(0.44440,)? + 0.917702 = 1.11902, 0+0+ 

45 =0 + v3/[(2)(9.807)] + 0 + 1.119v?, v, — 6.202 m/s, v, — (0.4444)(6.202) — 2.756 m/s; Q = Azv, = 

((л)(0.200)2/4|(6.202) - 0.195 m?/s. For the pressure head just above the junction, 0 + 0 + 30 = Poly + 

2.756°/[(2)(9.807)] + 0 + 1.020207, 30 = р,/у + 0.3873 + (1.020)(2.756"), p2/y — 21.87 m. For the pressure head 

just below the junction, 0 + 0 + 30 = p2/y + 6.2022/[(2)(9.807)] + 0 + 1.020272, 30 =р,/у + 1.961 + 

(1.020)(2. 756%), p2/y = 20.29 m. 


Three new cast iron pipes, having diameters of 30 in, 24 in, and 18 in, respectively, each 500 ft long, are 
connected in series. The 30-in pipe leads from a reservoir (flush entrance), and the 18-in pipe discharges into the 
air at a point 11.5 ft below the water surface in the reservoir. Assuming all changes in section to be abrupt, find 
the rate of discharge of water at 60 °F. 


i piy *vil2g tz —pilytvil2g tz th, hp=hyth, hy =(f)(L/d)(v?/2g) 
Assume f = 0.016 for each pipe. v; — velocity for 18-in pipe, velocity for 24-in pipe — (3$) (v;). — 0.5625v;, 
velocity for 30-in pipe — (35) (vz) — 0.3600v,. 
№, = 0.016[500/(20)]{(0.36000,)2/[(2)(32. 2)]) + 0.016[500/(22)]{(0.56250,)2/[(2)(32.2)]} 
+ 0.016[500/(28)]{22/[02)(32.2)]) = 0.108902 
| hm = (K)(v?/2g) 


For entrance, take K — 0.5 (Fig. A-7). For sudden contractions, with d/D — 33, or 0.80, K = 0.15 and with 
d/D = 33, or 0.75, K — 0.18 (Fig. A-9). For exit, K — 1.0 (Fig. A-7). 


h,, — (0.5)(0.3600v;)* -- (0.15)(0.5625v;)* -- 0.18v2 — 0.2923v? h, =0.1089v? + 0.292302 — 0.40122 
0+0+11.5=0+ 02/[(2)(32.2)] +0+0.401202 v, = 5.253 ft/s Np =dv/v 
(Np) soin = 22[(0.3600)(5.253)]/(1.21 x 10-5) = 3.91 x 10° (Ne)oain = 24[(0.5625)(5.253)]/(1.21 x 1075) — 4.88 x 10* 
(Ne) iin = (18)(5.253)/(1.21 х 107) = 6.51 х 105 (є/4) in = 0.00085/(32) = 0.000340 


(є/4) 4. = 0.00085/(74) = 0.000425 (є/4), в, = 0.00085/(18) = 0.000567 
From Fig. A-5, faoin = 0.0168, fz4n = 0.0172, and fisin = 0.0176. 
h; = 0.0168[500/(29)]{(0.3600,)°/[(2)(32.2)]} + 0.0172[500/(@)]{(0.5625ь„)°/[(2)(32.2)]} 
+ 0.0176[500/(12)] (v3/[(2)(32.2)]} = 0.1190ь 
h, = 0.1190v3 + 0.2923u3 = 0.411303 0+. 0+ 11.5=0 + v3/[(2)(32.2)] + 0+ 0.411303 о, = 5.191 #/5 
An additional iteration (not shown) gives no significant change in vz. Q = Av = [(2)(38)"/4](5.191) = 9.17 ft/s. 
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In Бір. 10-5, К, = 0.5, Г, = 300 т, Р, = 600 тт, є, = 2 тт, Г, = 240 т, Р, = 1 т, є, = 0.3 тт, 
v 23x 1075 m?/s, and H = 6m. Determine the discharge through the system. | 
І pil Y t vil2g * z, ^ pily t vi/2g t z, t hy hp=hy thy. — hy -(fyL/d)(v?/2g) 
Assume f, = 0.026 and f; — 0.015. v; — [()/1р(о,) = 0.36000,, А; = 0.026[300/(:,)]{21/[0)(9.807)]) + 
(0.015)(240/1){(0. 36000,)2/[(2)(9.807)]} = 0.686602. 
For entrance: h,, = (K)(v?/2g) = 0.5{v2/[(2)(9.807)]} = 0.02549v3. 
For exit: ^,, — 1.0(v2/[(2)(9.807)]) — 0.05098v3 — (0.05098)(0. 3600v,)? — 0.006607v7. 
For sudden contraction: 
hm = (vı — 0,)2/28 = (0, — 0.3600v,)?/[(2)(9.807)] 
= 0.02088v} (hm Jora = 0.025490? + 0.0066070? + 0.020880? = 0.052982 
Һ, = 0.686602 + 0.0529802 = 0.739602 0+0+6=0+0+0+ 0.739602 v, — 2.848 m/s 
v; — (0.3600)(2.848) — 1.025 m/s 
Ng — dvív (Nr): 7 G9) 2. 848)/ (3 x 1075) — 5.70 x 10° (№), = (1)(1.025)/(3 x 1075) 2 3.42 x 10? 
(e/d), ^ à = 0.00333 (є/4), = (0.3/1000)/1 = 0.000300 
From Fig. A-5, f, — 0.0265 and f, = 0.0168. 
h, — 0.0265[300/ ($29)] (v2/[(2)(9.807)]) + (0.0168)(240/1) {(0.36000,)2/[(2)(9.807)])} = 0.702202 
h, — 0.7022vi -- 0.05298v1 — 0.7552v 0+0+6=0+0+0+0.7552u? v, — 2.819 m/s 


An additional iteration (not shown) gives no significant change in v,. Q = Av = [()(40)"/4](2.819) = 
0.797 m/s. | 





Fig. 10-5 





Solve Prob. 10.22 by means of equivalent pipes. 


I Expressing the minor losses in terms of equivalent lengths gives for pipe 1: K, = 0.5 + [1— (19) ] - 0.9096, 
(Le) = Ki D,/f, = (0.9096)(23;) /0.026 = 20.99 m; and for pipe 2: Kz = 1.0, (L.)2 = KD2/f, = (1.0)(1)/0.015 = 
66.67 m. The values of f, and f, are selected for the fully turbulent range as an approximation. The problem 

is now reduced to 300 + 20.99, or 320.99 m of 600-mm pipe and 240 + 66.67, or 306.67 m of 1-m pipe. 
Expressing the 1-m pipe in terms of an equivalent length of 600-m pipe, L. = (fi/f:)(L2)(D,/D2)° = 
(0.015/0.026)(306.67 5/1  - 13.76 m. By adding to the 600-mm pipe, the problem is reduced to finding the 
discharge through 320.99 + 13.76, or 334.75 m of 600-mm pipe, €; = 2mm, H = 6 m: hy = (f)(L/D)(v"/2g), 

6 = (f)[334. 75/23) ]{v?/[(2)(9.807)]}, v = 0.4593/ Vf, Try f = 0.026: v = 0.4593/1/0.026 = 2.848 m/s, Мк = 
Dv|v — ($8)(2.848)/(3 x 1075) — 5.70 x 10°. From Fig. A-5, with Nz = 5.70 x 10° and €/D = 0.00333, 

f =0.0265. Try f — 0.0265: v — 0.4593/V0.0265 — 2.821 m/s, Na — ($8)(2.821)/(3 x 1079) — 5.64 x 10, 
f-0.0068 (O.K.; Q = Av = [(x)(23)"/4](2.821) = 0.798 m/s. 


Two reservoirs are connected by three clean cast iron pipes in series: L, = 300 m, D, = 200 mm; L, = 400 m, 
D, = 300 mm; L, = 1200 m, D, = 450 mm. If the flow is 360 m?/h of water at 20 °C, determine the difference in 
elevation of the reservoirs. 
І о= О/А о, = (360/3600)/[(2)(0.200)>/4] = 3.183 т/ѕ 
V2 = (360/3600)/[(z)(0.300)"/4] 2 1.415 m/s v, = (360/3600)/[(z:)(0.450)?/4] 2 0.6288 m/s 
Nr = Dvív (Np); = (0.200)(3.183)/(1.02 x 1075) — 6.24 x 10* 
(№), = (0.300)(1.415)/(1.02 х 107%) = 4.16 х 10° (№); = (0.450) (0.6288)/(1.02 х 107%) = 2.77 х 10° 
(є/ Р), = 0.00026/0.200 = 0.00130 (e/D), = 0.0026/0.300 = 0.000867 
(e/ D), — 0.00026/0.450 — 0.000578 

From Fig. A-5, f, = 0.0215, f, = 0.020, and f, = 0.0185. H = hy = (f)(L/D)(v?/2g) = 


0.0215[300/0.200]{3. 1832/[(2)(9.807)]} + 0.020[400/0. 300] {1.415?/[(2)(9.807)]} + 
0.0185[1200/0.450] {0.62887/[(2)(9.807)]} = 20.37 m. 
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10.25 Solve Prob. 10.24 by the method of equivalent lengths. 


B Express pipes 2 and 3 in terms of pipe 1: 
L. = (f/f (L2)(D,/ Day 
(L.)2 = (0.020/0.0215)(400)(355)° = 49.00m (Le) = (0.0185/0.0215)(1200)(2%)° = 17.91 т 
(Le)ota = 300 + 49.00 + 17.91 = 366.9 т 
H =h, = (f)(L/D)(v?/2g) = 0.0215[366.9/0. 200] {3. 1837/[(2)(9.807)]} = 20.37 m 
10.26 X Air at atmospheric pressure and 60 °F is carried through two horizontal pipes (e — 0.06 in) in series. The 


upstream pipe is 360 ft of 24 in diameter, and the downstream pipe is 120 ft of 36 in diameter. Estimate the 
equivalent length of 18-in (e — 0.003 in) pipe. Neglect minor losses. 


І є/Ю, = 0.06/24 = 0.0025 Єє/Рр, = 0.06/36 = 0.00167 
From Fig. A-5, assuming high Reynolds numbers, f, — 0.025 and f; — 0.022. 
L. = (0.025/f;)(360)(38)° + (0.022/f;)(120)(28)° = 2.218/f, 
€,/D,—0.003/18— 0.000167 — f,=0.013 — L,—2.218/0.013 — 171 ft 


10.27 What pressure drop is required for flow of 6000 f /min in Prob. 10.26? Include losses due to sudden expansion. 
I | hh bh, hy = (fF )(L/D)(v/2g) 
From Prob. 10.26, €/D, = 0.0025, €/D, — 0.00167. 
vı = Q/A.— ($8)/[G002) /4] 231.83 ft/s — v4— Q/A; — C )/ C) 2) /4] — 14.15 ft/s 
N.—Dvív |. (Ng) = (73)(31.83)/(1.58 x 1074) = 4.03 x 10° (№), = (38)(14.15)/(1.58 x 107*) = 2.69 x 10° 
From Fig. A-5, f, — 0.025 and f, — 0.022. 
h, — 0.025[360/(25)] (31.832/[(2)(32.2)]) - 0.022(120/(1$)] (14. 15?/[(2)(32.2)]) = 73.53 ft 
h,, 7 (vi — v;Y/2g — (31.83 — 14.15Y/((2)(32.2)] 24.88 m — h, = 73.53 + 4.85 = 78.38 ft 
Ap — yh y -p/RT 
Y = (14.7)(144)/[(53.3)(460 + 60)] = 0.07637 ib/ft’ Ap = (0.07637)(78.38) = 5.99 Ib/ft? 
10.28 — Two pipes, D, —3 in, L, —300 ft, and D, — 2 in, L; — 180 ft, are joined in series with a total pressure drop of 
31b/in". What is the flow rate of syrup (p — 1.78 slugs/ft?, u — 0.00606 Ib - s/ft”) at 20°C? 
І hy = Ap/y = Ap/pg = (3)(144)/[(1.78)(32.2)] = 7.537 ft 
Assume laminar flow 


p, 128000 ау. (128)(0.00606)(300)(Q) , (128)(0.00606)(180)(Q) 
!  npgD* | (л7(1.78)32.2)(%)" (x)(1.78)(32.2)(%)* 


Computation of Nz (not shown) indicates the flow is indeed laminar. 


О = 0.00564 ft? /s 


10.29 Convert the piping system shown in Fig. 10-6 to an equivalent length of 6-in pipe. 
І pal v + VÀ2g t za- puly * Vi2g 52450, һф-һ В, 
hy = (f (L/d)(V?/2g) — 0.025[150/ (8) (V1,/1(2)(32.2)]) *- 0.020[100/(&))(V2/12)2.2)]) 
= 0.05823V7, + 0.06211V2 | 

hm = (K)(V?/2g) = [8.0 + (2)(0.5) + 0.7 + 1.0]{9У2,/[(2)(32.2)]} 

+ [0.7 + 6.0 + (2)(0.5) + 3.0 + 1.0]{V2/[(2)(32.2)]} 

= 0.1661V7, + 0.1817V2 
h, = 0.05823V 7, + 0.06211V2 + 0.1661V2, + 0.1817V% = 0.2243V7, + 0.2438V2 
0+0+h=0+0+0+ 0.22437, +0.2438V2 У, = (5)(У,) = 0.25007, 
Һ = (0.2243)(0.2500У,)> + 0.243802 = 0.257802 


For a 6-in equivalent ріре, А = 0.020[1,,/(%5)1{12/[(2)(32.2)]) = 0.00062117.,У2, 0.257812 = 0.00062111.,/?, 
L, — 415 ft. 
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A | Factors K 
Strainer B = 8.0 
12” Bends C, F (each) = 0.5 
12” Tee D = 0.7 
12" Valve E = 1.0 
12" x 6" Cross G (x V$/2g) — 0.7 
150'—12" (f — .025) — 6" Meter H = 6.0 
с i 020) 6” Bends J, K (each) = 0.5 
6” Valve L = 3.0 


Fig. 10-6 


For the compound piping system described in Prob. 10.12, what flow will be produced for a total head loss of 
70.0 ft? 


B From Prob. 10.12, 13 540 ft of 16-in pipe is equivalent to the compound system. For a head loss of 70.0 ft, 
О = 70.0/13 540 = 0.00517. From Fig. А-13, Q= 6.3 cfs. This is for C = 120.. For new cast iron pipe (C = 130), 
= (45)(6.3) = 6.8 cfs. 


For the system shown in Fig. 10-7, when the flow from reservoir A to main D is 3.25 mgd, the pressure at D is 
20.0 psi. The flow to D must be increased to 4.25 mgd with the pressure at 40.0 psi. What size pipe, 5000 ft long, 
should be laid from B to C (shown dashed) parallel to the existing 12-in pipe to accomplish this? 


I The elevation of reservoir A can be determined as follows: Q = (3.25 x 10°)/[(7.48)(86 400)] = 5.03 cfs. 
From Fig. A-13, (h1)16 = 0.0038 ft/ft, (1)12 = 0.0150 ft/ft. These values of h, are for C — 120; they must be 
adjusted for C — 100: 


(A1)16 = (405)(0.0038) = 0.0046 ft/ft (А), = (238)(0.0150) = 0.018 ft/ft 
(л) = (0.0046)(8000) = 36.8 ft (hy):2 = (0.018)(5000) = 90.0 ft (hy rota = 36.8 + 90.0 = 126.8 ft 


The hydraulic grade line drops 126.8 ft to an elevation of 46.2 ft above D (the equivalent of 20.0 psi). Thus 
reservoir A is 126.8 + 46.2, or 173.0 ft above point D. For a pressure of 40.0 psi, the elevation of the hydraulic 
grade line at D will be 92.4 ft above D, or the available head for the flow of 4.25 mgd will be 173.0 — 92.4, or 
80.6 ft. In the 16-in pipe with Q = 4.25 mgd, or 6.58 cfs, (h,),, — 0.0062 ft/ft for C = 120. 

For C = 100: (h1)16 = (43)(0.0062) = 0.0074 ft/ft, (hy),¢ = (0.0074)(8000) = 59.2 ft, (h)a toc = 80.6 — 59.2 = 

21.4 ft. 

For the existing 12-in Pipe: (А,), = 21.4/5000 — 0.0043 ft/ft, O,. = 2.7 cfs for C = 120. 

For С = 100, Q = (333)(2.7) = 2.3 cfs. The flow in the new pipe must be 6.58 — 2.3, or 4.28 cfs with an available 
head (drop in the hydraulic grade line) of 21.4 ft from B to C. h, = 21.4/5000 = 0. 0043 ft/ft. From Fig. A-13, 

D — 14 in, approximately. 





TU 
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Figure 11-1 shows a looping pipe system. Pressure heads at points A and E are 70.0 m and 46.0 m, respectively. 
Compute the flow rate of water through each branch of the loop. Assume C = 120 for all pipes. 


f (h,) 4-2 = 70.0 — 46.0 = 24.0 m. From Fig. A-14, for pipe ABE, with h, = 24.0/3000, or 0.0080 m/m, and 
D = 300 тт, О дье = 0.105 m?/s. For pipe ACE, with h, = 24.0/1300, or 0.0185 m/m, and D = 200 mm, 
Qace = 0.056 m?/s. For pipe ADE, with h, = 24.0/2600, or 0.0092 m/m, and D = 250 mm, Q4pz = 0.070 m?/s. 






3000 m, 300-mm diameter 


1300 m, 200-mm diameter 


2600 m, 250-mm diameter _ Fig. 11-1 


A looping concrete pipe system is shown in Fig. 11-2. The total flow rate of water is 18.0 cfs. Determine the 
division of flow and the loss of head from point B to point E. 


I Assume a head loss of 20 ft from point B to point E. With (h,) ace = 335, or 0.0040 ft/ft and D — 15in, 
Qace = 4.75 cfs. With (h,) ape = 205, ог 0.0050 #/# апа р = 18 іп, Оьье = 8.60 cfs. Fraction of flow through 
pipe BCE = 4.75/(4.75 + 8.60) = 0.356. Fraction of flow through pipe BDE = 8.60/(4.75 + 8.60) = 0.644. 
Qace = (18.0)(0.356) = 6.4 cfs, Q ape = (18.0)(0.644) = 11.6 cfs. With Qpce = 6.4 cfs and D = 15 іп, (А,)ь == 
0.0070 #/6. (А, )ь_ = = (0.0070)(5000) = 35.0 к. 







5000 ft, 15-in diameter 


3000 ft, 30-in diameter 
A Q=18 ft/s 


4000 ft, 24-in diameter 
Q = 18 ft?/s 








4000 ft, 18-in diameter Fig. 11-2 


The discharge of water in the concrete pipe looping system shown in Fig. 11-3 if 15.0 ft?/s. Compute the head 


loss from point A to point G. 


i With Q,_,= 15.0 cfs and D = 30 in, (hy) 4-, = 0.00116 ft/ft. With Org = 15.0 cfs and D = 24 in, (hy) rg = 
0.00345 ft/ft. (Ay)az = (0.00116)(2500) = 2.90 ft, (hy) rg = (0.00345)(3000) = 10.35 ft. Assume (hy) ar = 30 ft. 
With D = 18 in and (h,) scr = хз = 0.020 ft/ft, Qacr = 18.1 cfs. With D = 12 in and (h,) spr = ids = 0.030 ft/ft, 
Qspr= 7.7 cfs. With D = 15 in and (h,) scr = зд = 0.015 ft/ft, Quz — 9.6 cfs. Fraction of flow through pipe 
BCF - 18.1/(18.1 -- 7.7 -- 9.6) 2 0.511, fraction of flow through pipe BDF = 7.7/(18.1 -- 7.7 -- 9.6) — 0.218, 
fraction of flow through pipe BEF = 9.6/(18.1 + 7.7 + 9.6) = 0.271; Овсь = (15.0)(0.511) = 7.67 cfs. With 
Qacr = 7.67 and D = 18 in, (hi) acr = 0.0040 ft/ft. (Ay) pr = (0.0040)(1500) = 6.00 ft; (Ap) ac = (h)an + 

(Ay) n.r t (hy) rg = 2.90 + 6.00 + 10.35 = 19.25 ft. 
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—~ 
1500 ft, 18-in diameter 






2500 ft, 30-in diameter 


3000 ft, 24-in diameter 
---------і»- 
A 0-15) В 


---- 
Е 02-154 G 





2000 ft, 15-in diameter Fig. 11-3 


If the flow rate of water through the pipe system shown in Fig. 11-4 is 0.050 m?/s under total head loss of 9.0 m, 
determine the diameter of pipe C. Assume a C coefficient of 120 for all pipes. 


B. With Q, — 0.050 m/s and D, = 200 mm, (hi), — 0.015 m/m and (h;)4 — (0.015)(300) — 4.50 m. With 

Q» — 0,050 m?/s and Dp — 250 mm, (h,)p = 0.0049 m/m and (hy) p = (0.0049)(510) = 2.50 m. (Ay) = (hyo = 
9.0 — 4,50 — 2.50 — 2.00 m. With (/;), — 2.00/266 — 0.0075 m/m, Q, — 0.019 m?/s. Qc — 0.050 — 0.019 — 
0.031 m?/s. With Qc — 0.031 m?/s and (hı)c = 2.0/190 = 0.0105 m/m, Dc — 180 mm. 


Pipe B 







266 m, 160-mm diameter 
Pipe A 


— t Pipe D 
300 m, 200-mm diameter 


510 m, 250-mm diameter 


190 m Fig. 11-4 


For the looping pipe system shown in Fig. 11-5, the head loss between points A and F is 160.0 ft of water. 
Determine the flow rate of water in the system. Assume C — 120 for all pipes. 


B Assume a head loss of 12 ft from point B to point E. With (hi) scc — zoo — 0.0030 ft/ft and D — 15 in, 

Qace = 4.0 cfs. With (Ay) ane = зо = 0.0040 ft/ft and D = 12 in, Qspz = 2.6 cfs. Fraction of flow through pipe 
ВСЕ =4.0/(4.0 + 2.6) = 0.606; fraction of flow through pipe BDE = 2.6/(4.0 + 2.6) = 0.394; Q45 = Qer = 

4.0 + 2.6 = 6.6 cfs. With Q,, = 6.6 cfs and D = 24 in, (hy) 5 = 0.00075 ft/ft; (hy) 45 = (0.00075)(8000) = 6.0 ft. 
With Q,, = 6.6 cfs and D — 18 in, (A;)c, — 0.0030 ft/ft; (h,) <7 = (0.0030)(6000) = 18.0 ft. Fraction of total head 
loss through pipe AB = 6.0/(6.0 + 12.0 + 18.0) = 0.167, fraction of total head loss from B to E = 12.0/(6.0 + 
12.0 + 18.0) = 0.333, fraction of total head loss through pipe EF = 18.0/(6.0 + 12.0 + 18.0) = 0.500. Actual head 
losses are, therefore, (hy) a5 = (160)(0.167) = 26.72 ft, (hy)s-z = (160)(0.333) = 53.28 ft, (hp xr = (160)(0. 500) = 
80.00 ft. With (1) 4, = 26.72/8000 = 0.00334 ft/ft and D = 24 in, Q,, = 14.5 cfs. With (h,) zr = 80.00/6000 = 
0.0133 ft/ft and D — 18 in, Qzr — 14.5 cfs. Quce = (14.5)(0.606) = 8.8 cfs, Qanz = (14.5)(0.394) = 5.7 cfs. 


C 
4000 ft, 15-in diameter 






8000 ft, 24-in diameter 6000 ft, 18-in diameter 


3000 ft, 12-in diameter Fig. 11-5 
A flow of 570 L/s is proceeding through the pipe network shown in Fig. 11-6. For a pressure of 690 kPa at node 
A, what pressure may be expected at node B? Neglect minor losses. Take p — 1000 kg/m’. 


MB opaly + v2,/2g + z4=paly + v2/2g t z5 * h,. Assume that a flow Q1! of 170 L/s is proceeding through 
branch 1. 


һ, = (LI D)v*/2g) - Qi- (o) /[Gv) (9) /4] — 2.405 m/s М№ = ро[у 
(№), = (2902.405) /(0. биз» x 1075) = 6.38 х 10° є/0, = 0.00026/(2%) = 0.00087 
From Fig. A-5, f = 0.0198. ћ, = (hy); = 0.0198[600/(22)]{2.405?/[(2)(9.807)]} = 11.68 m. For branch 1, 
Paly + (v3)4/2g + 6=paly t (v3)s/2g + 15 + 11.68 (v)4/2g 2 (v2)4/2€  [(pa—ps)/vh —20.68m 
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Using this pressure head, which must be the same for each loop, for branch 2, 
20.68 + (v2)a/2g * 67 (vi)s/2g t 15 (hj); — (v24/2g - (v)a/2g — (hj); 11.68 ә 
11.68 = 51460/(100)1(02/102)09.807)]) = 49.9002 (є/р), = 0.00026/ G) = 0.00055 
Estimate f, = 0.018. 


11.68 = (49.90)(0.018)(v3) у, = 3.606 т/ѕ 
О; = А›ъ» = [(л)(+ф)'/4](3.606) = 0.6256 т2/5 ог 625.61./5 


Now the desired actual flows Q, and Q, may be computed so as to maintain the ratio Q1/Q and to satisfy 
continuity so that Q, + Q, = 570 L/s. 


Q, = [170/(625.6 + 170)](570) = 121.8 L/s 2 = [625.6/(625.6 + 170)](570) = 448.2 L/s 
v; — (121.8/1000)/[( zx) (39) /4] — 1.723 m/s v; — (448.2/1000)/[(x:)(1600) /4] — 2.583 m/s 
(Nr): = (339)(1.723)/(0.0113 x 1075) 2 4.57 x 10 (Na); 7 (139)(2.583)/(0.0113 x 107*) = 1.07 x 10° 
f, =0.0198 № = 0.0180 (hy), = 0.0198[600/ (#855) }{1.7237/[(2)(9.807)]}} = 5.99 m 
Daly + (07) 2/28 +6 =рь/у + (01),/28 + 15 + 5.99 [(рл – рв)/Ү\ = 14.99 т 
(hy )2 = 0.0180[460/ (9%) ]{2. 5837/[(2)(9.807)]} = 5.99 m 
Daly + (v3)4/2g * 6 — pal y + (vi)s/2g + 15 + 5.99 
[(рл – рв)/ү = 14.99 т [(690— р,)/9.79]= 14.99 pp = 543 kPa 








Cast iron pipe 
throughout 


p =0.0113 x 10-4 m2/s 


Fig. 11-6 


11.7 The system shown in Fig. 11-7 receives at A 66 f /min of water at a pressure of 95 psig. Neglecting minor losses, 
find the pressure at B. The pipe is commercial steel and u — 2.11 x 10? Ib - s/ft^. 


i Paly + 03/2g +24 =pcly + u2/2g + Zc + hy. 
Assume that a flow Q} of 30 ft/min — 0.5 ft?/s is proceeding through branch 1. 
h;  GXL/D)(?/2g) z Qi/A, -0.5/[()(&Y/4] — 2.546 ft/s Nr = pDvíu 


(Ne): = (1.94)()(2. вол: 11x 1075) 2 1.17 x 10 €/ D, — 0.00015/(&) = 0.00030 
From Fig. A-5, f — 0.0195. h, = (hy); = 0.0195[(35 + 1200 + 35)/(8)]{2.546?/[(2)(32.2)]} = 4.985 ft. 


For branch 1, pa/y + (vi)4/2g * 0— pa/'y * (vi)s/2g * 0 * 4.985, (vi)4/2g — (01)/28, l(pa — P)/Yh = 
4.985 ft. Using this pressure head, which must be the same for each loop, for branch 2, 


4.985 * (v2)4/2g * 0 — (v2)s/2g 0 (hj); (v3)4/2g =(v3)n/2g — (hj) = 4.985 ft 
4.985 = £[(35 *- 1200 - 35)/(3)] (v2/[(2)(32.2)]) = 29. 586,03 (e/ D), ^ 0.00015/(&) — 0.000225 
Estimate f, — 0.018. 


4.985 = (29.58)(0.018)(v2) — v,—3.060ft/s Q; = Azv = [(æ)($)?/4](3.060) = 1.068 ft?/s 


Now the desired actual flows Q, and Q; may be computed so as to maintain the ratio Q;/ о: and to satisfy 
continuity so that Q, + Q. = 66 ft?/min = 1.1 ft?/s. 


О, = [0.5/(0.5 + 1.068)}(1.1) = 0.3508 ft?/s О, = [1.068/(0.5 + 1.068)](1.1) = 0.7492 ft?/s 
v; = (0.3508)/[(2)($)"/4] = 1.787 ft/s v; — (0.7492)/[(x)( 8/4] = 2.146 ft/s 
(№), = (1.94)(5)(1.787)/(2.11 х 1075) =8.22х 10 (№), = (1.94)(8)(2.146)/(2.11 х 10-5) = 1.32 х 105 
Ў = 0.0205 f; 0.0190 (hj), — 0.0205[(35 + 1200 + 35)/()]{1.7872/[(2)(32.2)]} = 2.582 ft 
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Paly + (02) 2/22 +0=pcly + (v)c/2g +0 + 2.582 [(P4 – р»в)/ ү}, = 2.582 1 
(hy = 0.0190[(35 + 1200 + 35)/(25)](2.146°/[(2)(32.2)]) = 2.588 % 
Paly + (v2)4/2g + 0 = pel y + (v2)c/2g +0+2.588 — [(Pa— Pc)/ ¥]2 = 2.588 ft 
~ [(95 — pc)(144)/62.4] = 2.588 ft рс = 93.9 Ib/in? 


For pipe CB, . 
v= Q/A=1.1/[(x)(8)7/4] = 3.151 ft/s № = (1.94)(5)(3.151)/(2.11 х 1075) = 1.93 х 10° У = 0.0178 
h, = 0.0178[3200/(35)]{3. 1517/[(2)(32.2)]} = 13.17 ft ps = 93.9 — (13.17)(62.4)/144 = 88.2 psig 





Fig. 11-7 


11.8 Repeat Prob. 11.7 using nominal pipe sizes (6.065 in and 7.981 in diameters) and supposing an open globe valve 
in the &-in pipe just before B. The fittings are all screwed fittings. Use K = 0.45 for a 6-in standard tee, 0.30 for 
elbows, and 4.8 for the globe valve. 


f paly * vil2g * zu pclv * vi/2g + zc + hy. Assume that a flow Q} of 0.5 ft?/s is proceeding through 
branch 1. 


hi =hy +h hy = (f)(L/D)(v"/2g) v, 7 Qi/A, 7 0.5/[()(6.065/12)?/4] — 2.492 ft/s 
Nr = pDvíu (№), = (1.94)(6.065/12)(2.492)/(2.11 х 10-5) = 1.16 х 10° €/ D, ^ 0.00015/(545) — 0.00030 
From Fig. A-5, f — 0.0198. 

(hj) — 0.0198[(35 -- 1200 4- 35)/(6.065/12)] (2.492?/[(2)(32.2)]) = 4.798 ft 
hy, = (K)(v?/2g) (Am) = [(2)(0.30) + (2)(0.45)]{2.492?/[(2)(32.2)}} = 0.145 ft 
(hz), = 4.798 + 0.145 = 4.943 ft 
For branch 1, 
РлГу + (02)А/26 +0 =рь/у + (01)/28 +0+ 4.943 (01)4/28 = (01)/28я (ра –Рв)/Үһ = 4.943 % 
Using this pressure head, which must be the same for each loop, for branch 2, 
4.943 + (v3) 4/2g + 0 = (v2)s/2g * 0 * (hi); (02) 4/28 = (02), /22 (hL) = 4.943 
4.943 =f,[(35 + 1200 + 35)/(7.981/12)}{v3/[(2)(32.2)]}} + [(2)(0.30) + (2)(0.45)] (v2/[(2)(32.2)]) 
= 29.65f,u3 + 0.02329u3 
(e/ D); 2 0.00015/(7.981/12) — 0.000226 
Estimate f, = 0.018. 
4.943 — (29.65)(0.018)(v2) + 0.023293 v; — 2.979 ft/s Q- A;v; - [(x)(7.981/12)?/4](2.979) — 1.035 ft?/s 
Now the desired actual flows Q, and Q, may be computed so as to maintain the ratio Q;/Q3 and to satisfy 
continuity so that Q, + Q. = 1.1 ft’/s. 
О, = [0.5/(0.5 + 1.035)}(1.1) = 0.3583 ft^/s О, = [1.035/(0.5 + 1.035)](1.1) = 0.7417 ft?/s | 
v, = (0.3583)/[(21)(6.065/12)?/4] = 1.786 ft/s U2 = (0. 7417)/[(2)(7.981/12)2/4] = 2.135 #/5 
(№), = (1.94)(6.065/12)(1.786)/(2.11 х 10-5) = 8.30 х 10* 
(№) = (1.94)(7.981/12)(2.135)/(2.11 х 105) = 1.31 х 10° 
Л = 0.0205 № = 0.019 
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(hj), = 0.0205[(35 + 1200 + 35)/(6.065/12)]{1.7867/[(2)(32.2)]} = 2.551 ft 
(Am)1 = [(2)(0.30) + (2)(0.45)]{ 1.7867/[(2)(32.2)]} = 0.074 ft (Ri). = 2.551 + 0.074 = 2.625 ft 
PAl Y * (vi)a/2g * 0 — pc/y * (vi)c/2g + 0 + 2.625 [(pa — pa)! vh — 2.625 ft 
(hy 2 = 0.019[(35 + 1200 + 35)/(7.981/12)}]{2. 1357/[(2)(32.2)]} = 2.568 ft 
(Am 2 = [(2)(0.30) + (2)(0.45)]{2. 1357/[(2)(32.2)]} = 0.106 ft 
(hz); = 2.568 + 0.106 = 2.674 ft paly + (v3)a/2g + 0=pely + (v2)c/2g + 0 + 2.674 
[Крл – рс)/Ү = 2.674#й [(95 — pc)(144)/62.4] = 2.674 ft = pe = 93.8 1b/in? 


For pipe CB, 
v - Q/A 2 1.1/[(x)(7.981/12)?/4] — 3.166 ft/s Ng — (1.94)(7.981/12)(3.166)/ (2.11 x 1075) = 1.94 x 10° 
f =0.0178 h, —0.0178[3200/(7.981/12)](3.166/[(2)(32.2)]) — 13.33 ft 
Nm = 4.8{3. 1667/[(2)(32.2)]} — 0.75 ft h, = 13.33 + 0.75 = 14.08 ft 


Pp = 93.8 — (14.08)(62.4)/144 = 87.7 Ib/in? 


11.9 A two-branch, commercial steel pipe system (Fig. 11-8) delivers 0.42 m?/s of water at 5?C. The pressure at B is 
22 kPa gage. What is the pressure at A? Neglect minor losses. 


i Daly + 02/28 +24 =Daly + 15/28 * zy ^ h,. Assume that a flow Q; of 0.20 m?/s is proceeding through 


branch 1. 
hy = (f)(L/D)(v?/2g) (U1 )250 = Qi/A1 = 0.20/[()(0.250)?/4] = 4.074 m/s 
(U1)200 = Q1/A, = 0.20/[(2)(0.200)7/4] = 6.366 m/s Ng — Dv/v 
[(Np):}o50 = (0.250)(4.074)/(1.52 x 1075) = 6.70 x 10° (€/D,)250 = 0.000046/0.250 = 0.000184 


From Fig. A-5, (fi)zso = 0.015. 


[(Nr):}200 = (0.200)(6. 366) /(1.52 x 107°) = 8.38 x 10° (€/D,)200 = 0.000046/0.200 = 0.00023 (fi) 200 = 0.015 
h, = 0.015[(60 + 110 + 40)/0.250]{4.074?/[(2)(9.807)]} + 0.015[(110 4- 40)/0.200](6.366?/[(2)(9.807)]) — 33.91 m 
For branch 1, — 

Pal Y * (vi)a/28 * 0 = pa/y t (vi)s/2g £033.91  (v7)a/28 = (Vi)a/28  [(рх—ра)/У] =33.91m 


Using this pressure head, which must be the same for each loop, for branch 2, 


33.91 + (v3)4/2g - 0 — (v3)a/28 +0 + (hy); (v3) 4/2g = (¥3)a/2g (hp)2 = 33.91 m 


33.91 =f,[(20 + 220)/0.200] {v2/[(2)(9.807)]} = 61.18fv2 (€/ D); — 0.000046/0. 200 —.0.00023 
Estimate f, — 0.015. 
33.91 = (61.18)(0.015)(v3) у», = 6.079 т/ѕ О; = Ао, = [(x)(0.200)?/4](6.079) = 0.1910 m?/s 


Now the desired actual flows Q, and Q, may be computed so as to maintain the ratio Q1/Q; and to satisfy 
continuity so that Q, + Q; — 0.42 m/s. 


Q, = [0.20/(0.20 + 0.1910)](0.42) = 0.2148 m?/s Q; — [0.1910/(0.20 -- 0.1910)](0.42) — 0.2052 m?/s 
(Vi)aso — 0.2148/[(7:)(0.250)?/4] — 4.376 m/s (¥1)200 = (0.2148)/[(2)(0.200)?/4] = 6.837 m/s 
| v; — (205.2/1000)/[(z:)(0.200)?/4] — 6.532 m/s | 
Since the assumed value of Q, is close to 0.2148 m?/s, the values of f of 0.015 should be close enough. 
(hp), = 0.015[(60 + 110 + 40)/0.250] {4.3767/[(2)(9.807)]} 

+ 0.015[(110 + 40)/0.200] {6.8377/[(2)(9.807)]} = 39.11 m 

Paly + (vj)4/2g + 0 =pa/y + (vi)s/2g + 0 + 39.11 [pa — p3)/vh 7 39.11 m 
(hj); — 0.015[(20 4- 220)/0.200] (6.532?/[(2)(9.807)]) — 39.16 m 

Paly + (03) 2/26 +0=рь/у + (02),/22+0+ 39.16 [(pa — pa)/y] —39.16m 


These values of [(p., — Ps)/y] are close enough, s so take an average value of (39.11 + 39.16)/2, or 39.14 m: 
(pa — 22)/9.79 = 39.14, p, — 405 kPa. 
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D; = 200 mm 







D, = 200 mm 


Branch II 


220 m Fig. 11-8 


The vertical, commercial steel pipe system shown in Fig. 11-9 (D — 300 mm throughout) carries 0.82 m?/s of 
water. Find the pressure drop between A and B if B is 100 m higher than A. Neglect minor losses. The water is 
at 5°C. 


І Paly * vil2g t zo - paly * vi/2g t zg t h, 


For branch I: Estimate Qi — 0.25 m?/s, h, - (F)(L/D)(v?/2g). Let f 20.014: v; 2 Qi/Ai— 
0.25/[(7:)(0.300)^/4] — 3.537 m/s, h, — 0.014[(250 + 550 -- 250)/0.300](3.537?/[(2)(9.807)]) — 31.25 m, p,/ y + 
02/26 * 0— рь/ү + 02/25 + 100 + 31.25, 02/28 = 02/28, (р — pa)/ Y — 131.25 m. 

For branch Il: Let f — 0.015: ^, —0.015[550/0.300] ((v1)/[2)(9.807)]) — (1.402)(vn^, pa/y + ¥4/2g + 0= 
Pal Y + 7/25 * 100 - (1.402) (vt, (pA — pa)/ y = 100 + (1.402)(01)?. Use (p4 — pa)/ y ^ 131.25 m. 131.25 - 
100 + (1.402)(01)?, vi = 4.721 m/s. 

For branch III: Let f = 0.013: h, = 0.013[(350 + 550 + 350)/0.300]{(vin)?/[(2)(9.807)]} = (2.762)(vin)”, Daly + 
12/26 +0 = pal y - v3/2g + 100 + (2.762)(vin)’, (Pa — Pa)/Y = 100 + (2.762)(vin)’. Use (p — pa) y = 

131.25 m. 131.25 = 100 + (2.762)(vin)’, Vin = 3.364 m/s. The new values of Q are Q; = 250 L/s; 

Qu 7 [(7)(0.300)?/4](4.721) — 0.3337 m?/s, or 333.7 L/s; Qus — [(2)(0.300)//4](3.364) — 0.2378 m?/s, or 

237.8 L/s. Find new values of Q: Q, = [250/(250 + 333.7 + 237.8)](820) = 249.5 L/s, Qu = [333.7/(250 + 

333.7 + 237.8)](820) = 333.1 L/s, Qin = [237.8/(250 + 383.4 + 237.8)](820) = 237.4 L/s. 

For branch E: v, = (249.5/1000)/[()(0.300)?/4] = 3.530 m/s, Nz = Du/v = (0.300)(3.530)/(1.52 x 107°) = 

6.97 x 10°, €/D = 0.000046/0.300 = 0.00015. From Fig. A-5, f = 0.0146. 

For branch Il: v,, — (333.1/1000)/[(7:)(0.300)?/4] — 4.712 m/s, Na — (0.300)(4.712)/(1.52 x 105) 2 9.30 x 105, 
f — 0.0141. 

For branch III: v; — (237.4/1000)/[(7:)(0.300)?/4] — 3.359 m/s, N& — (0.300)(3.359)/(1.52 x 1075) 2 6.63 x 105, 
f 70.0146. Compute (p4 — pa)/ y for each branch. 

For branch I: h, = 0.0146[(250 + 550 + 250)/0.300]{3.5307/[(2)(9.807)]} = 32.46 m, p,/y + 02/22 +0 = рь/у + 
v2/2g -- 100 -- 32.46, (p4 — pa)/ y — 132.46 m. 

For branch Il: А, = 0.0141[550/0.300]{4.7122/[(2)(9.807)]) = 29.26 т, рл/у + 02/28 +0 = рь/у + 02/28 + 

100 + 29.26, (рл – рв)/Ү = 129.26 т. 

For branch III: 7, -- 0.0146[(350 -- 550 + 350) /0.300]{3.3592/[(2)(9.807)]} = 34.99 т, р„/у + 02/22 +0 = 
Pal y + 12/25 + 100 + 34.99, (рл – рь)/у = 134.99 т. 

We could go through another cycle. Instead, we stop here and take an average value of (p, — ps)/Y: 

(132.46 + 129.26 + 134.99)/3, ог 132.24 т. (р, – рв) = (132.24)(9.79) = 1295 kPa gage. 


In Fig. 11-10, L, — 3000 ft, D, — 1 ft, €, — 0.001 ft; L; — 2000 ft, D; — 8in, €; — 0.0001 ft; L, — 4000 ft, D, — 16in, 
€; — 0.0008 ft; p — 2.00 slugs/ft), v — 0.00003 ft^/s, p, — 80 psi, z4 = 100 ft, zs = 80 ft. For a total flow of 12 cfs, 
determine the flow through each pipe and the pressure at B. 


F 5,—- (f)(L/D)(v?^/2g). Assume Q; —3 cfs. 
v1 = Q1/A, =3/[(x)(1)"/4] = 3.820 ft/s № = Du/v 
(Ne); = (1)(3.820)/0.00003 = 1.27 x 10° €/ D, — 0.001/1 — 0.0010 
From Fig. A-5, f; — 0.022. (hp); = (0.022) 029) (3.820?/[(2)(32.2)]) — 14.95 ft. For pipe 2, assume f; — 0.020. 
14.95 —0.020[2000/(8))(v2/[(2)(32.2)) ^ vi 4.006 ft/s (Ne); = (&)(4.006)/0.00003 = 8.90 x 10* 
€,/D, = 0.0001/(%) = 0.00015 fi- 0.019 14.95 = 0.019[2000/(5)] (v /[C)(32-2)]) 
v; — 4.110 ft/s О; 7 [(x)($Y/4](4. 110) — 1.43 #/5 
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For pipe 3, assume f ; — 0.020. 
14.95 — 0.020[4000/(35)] (v?/[(2)(32.2)]) v4 = 4.006 ft/s (№); = (18)(4.006) /0.00003 = 1.78 х 10° 
€;/D; = 0.0008/(1$) = 0.00060 Ўз = 0.020 О; = [(л)(15)2/41(4.006) = 5.59 #2/5 
ZO =3+ 1.43 + 5.59 = 10.02 ft?/s О, = (3/10.02)(12) 23.59 ft?/s | 
О, = (1.43/10.02)(12) = 1.71 ft?/s Q; = (5.59/10.02)(12) = 6.69 ft?/s 


Check the values of h,, h;, and ^: 


v, = 3.59/[(2)(1)?/4] = 4.571 ft/s (Ne): = (1)(4.571)/0.00003 = 1.52 x 10° 
f,=0.021 (hy), = (0.021)(2%) {4.5712/[(2)(32.2)]} = 20.44 ft v; 7 1.71/[(x)C5)^/4] « 4.899 ft/s 
(Nr) = (4)(4.899) /0.00003 = 1.09 10° £—0.018 — (h,), — 0.018[2000/(&)] (4.899?/[(2)(32.2)]) » 20.12 ft 
v5 7 6.69/[(2)(48)?/4] = 4.791 ft/s (Nz) = (1$)(4.791)/0.00003 —- 2.13 x 107 
f. 0.019 (h) = 0.019[4000/(48)]{4.7917/[(2)(32.2)]} = 20.32 ft 


Since these values of h; are close, accept the flow values determined above and take an average value of 
(20.44 + 20.12 + 20.32)/3, or 20.29 ft for calculating ps: pA/ y 92/22 524 -рь/у% 92/26 -52, 5 1, 
(80)(144)/62.4 + 04/28 + 100 = (рв)(144)/62.4 + 05/28 + 80 + 20.29, 02/28 = 05/28, рв = 79.9 Ib/in?. 


=> Fig. 11-10 


11.12 Prepare a computer program to solve for the head drop and flow distribution through N pipes in parallel. Check 
it out with the data in Prob. 11.11. 


І 10 БЕМ В; SOLUTION OF PARALLEL PIPE PROBLEMS 
20 DEFINT I,N: DEF FNQ(D1, D2, D3, DH) =D1 8DHSLOG (D2+D3/DH) 
30 READ N,GQ,RHO,KVIS.PA, ZA, ZB,G, T1 
40 DATA 3,12.,2.,3E-5,80. , 100. , B0. , 32.2, 15 


50 LPRINT: LPRINT"N, GQ, RHO, KVIS="3N; QQ; RHO; KVIS 

60 LPRINT: LPRINT"PA, ZA, ZB, G, L1="; PAs ZA; ZB; G3 11: LPRINT 

70 РОВ 1=1 ТО М: READ L(1), DCI), EP (IDs NEXT I 

80 DATA 3000. ,1.,.001, 2000. , . 6667, .0001, 4000, , 1. 3333, .0008 

90 FOR I=1 TO N: LPRINT"I,L,D,EPS="313L (1) 3D(1) sEP (I): NEXT I: LPRINT 
100 FOR I=1 TO N: C-SQR (G3D CI) /LCID) : E1CI)2-.96500018D(I) ^28C 

110 Е2(1) =ЕР(1)/ (5.780 (1) 01 ES()$1.7848KVIS/ (DCID 8C) : NEXT I 

120 X-.025L(1) $90^2/(.78543D(1)^532'8G) ' MAX POSS. HEAD WITH FLOW THRU PIPE 1 
130 HMA=SOR(X): HMI=0! 

140 FOR I1-1 TO II: $-0!; HF=, §(HMASHMI) * START OF BISECTION METHOD 
150 FOR I=1 TO N: S=S+FNQ (E1 (I), E (IJ,ESCGD,HE) : NEXT I 


160 IF S-@@>0! THEN HMA=HF ELSE HMI= F 
170 PRINT"S, QO, HF=";S;0Q; HF 


11.13 


11.14 


11.15 


11.16 


PARALLEL PIPELINE SYSTEMS J 285 


180 NEXT 11: HFR=.58 (HMAtHMI) s HFF:HFR^2 * FINAL VALUE OF HEAD DROP 
190 FOR I-1 TO N: LPRINT"1,HFF,Q="3 1;HFF3FNQ(E1(1),E2¢1),E3(1),HFR)s NEXT I 
200 LPRINT: LPRINT"PBz";: LPRINT USING" W44. 444. ";PA* CZA-ZB-HFF ) 5RHOSG/144' 
N,QQ,RHO,KVIS- 3 12 2 .00003 

РА,7А,7В,56,11- 80 100 ВО 52.2 15 

L,D,EPS= 1 3000 1 .001 


D,EPS- 2 2000 .6667 .0001 


I, 
I,L, 
1,L,D,EPS- 3 4000 1.3333 .0008 


I,HFF,0- 1 20.6B776 3.576553 
1,HFF,Q= 2 20.68776 41.710832 
I,HFF,0- 3 20.68776 6.713136 


PB= 79.692 


Two pipes are connected in parallel between two reservoirs: L, = 2600 m, D, = 1.3 m, C = 90; L, = 2400 m, 
D,= 0.9m, C = 100. For a difference in elevation of 3.8 m, determine the total flow of water at 20°C. 
I v = 0.8492CR° 85°54 
v; — (0.8492)(90)(1.3/4)" 9 (3.8/2600)?^* = 1.109 m/s 
v; — (0.8492)(100)(22)* 5 (3.8/2400)??* = 1.020 m/s 
Q = Av 7 [(2)(1.30/4](1.109) - [(2)(0.9)?/4](1.020) — 2.12 m?/s 


For 5.4 m/s of flow in the system of Prob. 11.13, determine the difference in elevation of reservoir surfaces. 


І О = Av = 0.8492ACR° 595^ 
5.4 = 0.8492[()(1.3)7/4](90)(1.3/4)° 5° + 0.8492[(2)(0.9)?/4](100)(22)° 5° 
s = 0.008455 m/m A elevation = (0.008455)(2400) = 20.3 m 


Three smooth tubes are connected in parallel: L, = 45 ft, D, = 4 in; L, = 55 ft, D, = 1 in; L, = 60 ft, D=} in. 
Given Q = 33 gpm, y = 55 lb/ft’, and 4 = 0.13 Pa - s, what is the drop in hydraulic grade line between junctions? 


128uL 
І hy = Su 0 
лүр 





Therefore, L,Q,/D1 — L;Q;/D$ - L,Q,/ D$. 
Q=Q,+ Q2 + Qs = (33)(0.002228) = 0.07352 ft?/s 450,/[()/12]* = 550,/(5)* О, = 0.076390, 
55QJ(hY-60Q,[()/12 0,= 0.29000, 0.076390, + О,+ 0.29000, = 0.07352 0, = 0.05381 ft?/s 
„ = (0:13)(0.3048) _ (128)(0.002716)(55)(0.05381) _ 


— 0.002716 Ib - s/ft? фің------------------- 123.48 
4.448 M у (2) $5) G)* 


If H=11m, u 28x 10 ? Pa - s, and s.g. — 0.9 in Fig. 11-16, find the discharges through pipes 1, 2, and 3. 


1 hy = (f)(L/D)(v?/2g) (є/р), = 0.006/0.050 = 0.120 А = 0.114 
(є/р), = 0.009/0.120 = 0.075 = 0.088 (e/D), — 0.012/0.100 = 0.120 Б = 0.114 
(he) = y) vı = Q,/A, = Qi/[(x)(0.050)/4] - 509.30, V2 = Q2/A2 = Q2/[(%)(0.120)"/4] = 88.420, 
0.114[70/0.050]((509.3Q,)*/[(2)(9.807)]) — 0.088[80/0. 120] ((88.42Q;)"/[(2)(9.807)]) 
Q.= 9.5009, 0,= 0+ 0,= О, + 9.5000, = 10.5000, 
U3 = О3/Аз = 10.5000,/[(2)(0.100)°/4] = 13370. — H — (hi 03) 
11 = 0.114[70/0.050]{(509.30,)?/[(2)(9.807)]} + 0.114[110/0. 100] {13370,)7/[(2)(9.807)]} 
О, = 0.000901 m?/s =0.901L/s 0,-(9.500)(0.901) - 8.56L/s О, = (10.500)(0.901) = 9.461/5 

40р _ (4)(0.00946)(0.9)(1000) 


№ = ри (2)(0.100)(8 x 10°) 


= 13 550 


Hence, both f’s аге О.К. 
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Fig. 11-11 
Find H in Fig. 11-11 for Q, — 20 L/s, u — 5 x 10 ? Pa : s, s.g. = 0.9. 


f Q, and Q, will be in the same proportion as in Prob. 11.16. Hence, Q; — (0.901/9.46)(20) — 1.90 L/s, 
2 = (9.500)(1.90) = 18.0 L/s. 
H = (he) + (y); hy = (f)(L/D)(v?/2g) 
v, = Q,/A, = 0.00190/[(2)(0.050)?/4] = 0.9677 m/s U3 = Q3/A3 = 0.020/[(2)(0. 100)?/4] = 2.546 m/s 
Using values of f from Prob. 11.16, 


H =0.114[70/0.050]{0.96772/[(2)(9.907)]} + 0.114[110/0. 100]{2.5462/[(2)(9.907)]} = 49.06 m 


What length of 300-mm-diameter, clean cast-iron pipe could replace the system of Fig. 11-12? 
1 (є/р), = 0.00026/0.200 = 0.0013 (є/р), = 0.00026/0.300 = 0.00087 (є/0), = 0.00026/0.500 = 0.00052 
(e/D), = 0.00026/0.300 = 0.00087 (є / Р)» = 0.00026/0.300 = 0.00087 
Try f, — 0.023, f, — 0.021, f, — 0.018, f, — 0.021, and f; = 0.021: Assume a head loss in pipes 1 and 2 of 3 m. 
hp = (f)(L/D)(v?/2g) 3 = 0.023[310/0.200]{v7/[(2)(9.807)]} v, — 1.285 m/s 
О, = Av, 7 [(x)(0.200)//4](1.285) — 0.04037 m?/s 3 = 0.021[310/0.300]{v3/[(2)(9.807)]} v; — 1.647 m/s 
Q;— A;v; — [(70)(0.300)?/4](1.647) — 0.1164 m?/s 
To find equivalent for 1 and 2, v, — (0.04037 + 0.1164)/[(2)(0.300)?/4] = 2.218 m/s, 3 = 
0.021[L,/0.300]{2.2187/[(2)(9.807)]}, L.=170.9m (for pipes 1 and 2). 


For pipe 3: 2 
290 \ {Q/[(%)(0.500)*/4]}? _ L.  (Q/[(z)(0.300)/4] 
0.018(5 90) (2)(9.807) =0. 021(5300) (2)(9.807) 
L. =53.7 m (for pipe 3) 


Assume a head loss in pipes 4 and 5 of 3 m. 
3—0.021[620/0.300](v2/[(2)(9.807)]]) ^ v,— 1.164 m/s 
Q, = [(x)(0.300)?/4](1. 164) — 0.08228 m?/s — 3— 0.021[790/0.300] (v2/[(2)(9.807)]) 
vs = 1.032 m/s Qs = [(x)(0.300)?/4](1.032) = 0.07295 m?/s 
To find equivalent for 4 and 5, 
о, = (0.08228 -- 0.07295)/[(7)(0.300)?/4] 22.196 m/s 3=0.021[L,/0.300]{2.1967/[(2)(9.807)]} 
L,—1743m (for pipes 4 and 5) (1..) „а = 170.9 + 53.7 + 174.3 = 398.9 т 









Clean cast-iron pipes 


Fig. 11-12 
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For a velocity of 1.1 m/s in pipe 1 of Fig. 11-12, calculate the flow through the system and the head H required. 
The fluid is water at 15 °C. 


f Using values from Prob. 11.18, hy = (f)(L/D)(v?/2g), (hy): = 0.023[310/0.200]{1.17/[(2)(9.807)]} = 2.199 m, 
(hj); — (hj), = 0.021[310/0.300] (v2/[(2)(9.807)]) — 2.199 m, v; — 1.410 m/s; Q — Av - [(2)(0.200)/4](1.1) + 
[()(0.300y//4](1.410) ^ 0.134 m/s. (This is the flow through the system.) v, — Q3/A3 = 0.134/[()(0.500)?/4] = 
0.6825 m/s, (hp )s = 0.018[290/0.500] {0. 68257/[(2)(9.807)]} = 0.363 m. The flow of 0.134 m/s will split in pipes 4 
and 5 in the same proportions as determined in Prob. 11.18. Hence, Q, = [0.08228/(0.08228 + 

0.07295)](0. 134) — 0.0710 m?/s, v, — 0.0710/[()(0.300)?/4] — 1.004 m/s, (A;), — 
0.021[620/0. 300] (1.004?/[(2)(9.807)]) — 2.230 m, Н = 2.199 + 0.363 + 2.230 = 4.792 т. 


Three pipes are in parallel with a total head loss of 20.3 m. The pipe data are 





The fluid is water, p = 1000 kg/m’, and v — 1.02 x 1075 m?/s. Calculate the total flow rate in cubic meters per 
hour, neglecting minor losses. 


I oh, =(f\(L/D)(v?/2g), (hj) = (heh = (hj). Guess fully rough flow in pipe 1: f, — 0.0262. 
(hj), — 20.3 —0.0262[100/(:35)] (2/[(2)(9.807)) ^ v, —3.487 m/s 
№ = Ръ/у (№), = (35)(3.487)/(1.02 х 107%) = 2.73 х 10° 
From Fig. А-5, ў, = 0.0267. 
_ 20.3 = 0.0267[100/(5%)]{02/[02)(9.807)]) v, 3.454 m/s 
Qi 7 Aii 7 [Gr)(335)^/4](3.454) — 0.01736 m?/s 
Guess f, — 0.0234: 
(hj), — 20.3 — 0.0234[150/(5$;)] (v2/[(2)(9.807)]) v = 2.609 m/s 
(N&); — (365)(2.609)/(1.02 x 1075) 2 1.53 x 10? р = 0.0246 20.3 — 0.0246[150/ (3$5)] (v2/[(2)(9.807)]) 
v; — 2.544 m/s 0.- Г(ту(15)7/4|2-544) - 0.007193 т2/8 
Guess f, — 0.0304: | / 
(Л,)» = 20.3 = 0.0304[80/(+)]{%/[(2) ( .807)]) U3 = 2.559 m/s 
(Nr) — (355)(2.559)/(1.02 x 1075) — 1.00 x 10* 
f= 0.0313 20.3 = 0.0313[80/(z5)] {v3/[(2)(9.807)]} ^— v,—2.522 m/s 
3 = [()(qaa)"/4] (2.522) = 0.003169 m?/s 
This is satisfactory convergence. Hence, Qot = 0.01736 + 0.007193 + 0.003169 = 0.02772 m?/s, or 99.8 m°/h. 
For the parallel pipe system of Fig. 11-13, each pipe is cast iron, and the pressure drop p, — p; equals 2.5 psi. 
Compute the total flow rate between 1 and 2 if the fluid properties are y = 57.32 lb/ft’, 4 = 0.00606 Ib - s/ft^. 
Ё һ,-(р.-р./у- (2.5)(144)/57.32 = 6.281 ft. Assume laminar flow. 





p, — 28uLQ 
a zyD* 
For the 3-m-diameter pipe: 
6.281 = 028 0.00606225(Q9 ^ (, = 0.02531 ft/s Np = ŽP” 


(л)(57.32)(%) ug 
v3 = Q,/A, = 0.02531/[(x)()*/4] = 0.5156 ft/s  (Ne)s = (57.32)(%)(0.5156)/(0.00606)(32.2) = 38 (laminar) 





288 J CHAPTER 11 


For the 2-in-diameter pipe: 
_ (128)(0.00606)(185)(Q2) _ 3 = 232/4] = 
6.281 = (л)(57.32)(®)* О, = 0.006081 #?/5 0, = 0.006081/[(2)(5)?/4] = 0.2787 #/5 | 
(Ne)s = (57.32)(#)(0.2787) /(0.00606)(32.2)=14 (laminar) Qora = 0.02531 + 0.006081 = 0.0314 ft/s 


D=3in 1 #226 






1 -185 г 


Fig. 11-13 


11.22 The system of Fig. 11-14 consists of 60-mm-diameter, wrought iron pipes containing water at 20°C. If the total 
flow rate from 1 to 2 is 13 L/s, compute the total pressure drop p, — p;. Neglect minor losses. 


1 For pipe с: 
= Qc/Ac = 0.013/[()(0.060)?/4] = 4.598 m/s Np = dv/v 
(№). = (0.060)(4.598)/(1.02 x 1075) = 2.70 х 10° є/4 = 0.000046/0.060 = 0.00077 
From Fig. A-5, f, = 0.020. 
h; = (f )(L/d)(v?/2g) (hy). -- 0.020[175/0.060] (4. 598/[(2)(9.807)]) — 62.88 m 
(Ар). = (yY(h,). 7 (9.79)(62.88) — 616 kPa 


For pipes a and b: (^), = (А; )ь, Ug = Qal Aa = Q./[()GS)?/4] = 353.70., Us = Q,/As = Q,/[(2©)(G8)"/4] = 
353.70,. 


/1240/0.060]{(353.70„)*/[(2)(9.807)]) = [120/0.060]((353.70,)?/[2)09.807)]} а) 


и, =}, 0, =0.10710Ь, 0, + Op = 1.70710, = 0.013 m°/s, 0, = 0.007615 m"/s, Q, = (0.7071)(0.007615) = 
0.005385 m?/s; (Ne)e = x$5[(353.7)(0.005385)]/(1.02 x 1076) = 1.12 X 105, f, = 0.0219; (Nr)s = 

-S [(353.7)(0.007615)]/(1.02 x 1076) = 1.58 x 10%, f, = 0.0208. Substituting these values of f into Eq. (1), 
0.0219[240/(:%)](353.70.)?/[(2)09.807)]) = 0.0208[120/(:%)]{(353.70,)/[(2)09.807)]), О. = 0.68910, 

О, + О, = 0.68910, + О, = 0.013, О, = 0.007696 п?/, О, = (0.6891)(0.007696) = 0.005303 т?/5. 


(№), = 0.060[(353.7)(0.005303)]/(1.02 х 10-5) = 1.10х10 f£,-00219 (ОК. 
(Nao = 0.060[(353.7)(0.007696)]/(1.02 10-9) =1.60x 10° f =0.0208 (ОК) 
Hence, Q, = 0.005303 m?/s and Q, — 0.007696 m?/s. | 
(hy), = (hy) = 0.0219[240/0.060]{[(353.7)(0. 005303))/[(2)(9.807))) = =15.71m 
(Ар), ь = (9.79)(15.71) = 154 КРа (Ар), „ы = 616 + 154 = 770 КРа 





11.23 Reconsider Prob. 11.22 with the flow rate unknown but with the total pressure drop given as 850 kPa. Find the 
resulting flow rate Q. 


І Using data from Prob. 11.22, guess Q, — 0.006 m?/s: Q, — 0.006/0.6891 — 0.008707 m?/s, Q. — 0.006 
0.008707 = 0.014707 т?/5, у, = О. /А, = 0.014707/[(2)(0.060)2/4] = 5.202 т/ѕ, № = Фо/у, (№). = 
(0.060)(5.202)/(1.02 x 1075) — 3.06 х 10°, є/4 = 0.000046/0.060 = 0.00077. Етот Fig. A-5, f, — 0.0195: 

— (FYL/d)(v^/2g), (h,), —0.0195[175/0.060] (5.2027/[(2)(9.807)]) — 78.47 m. 
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For pipes a and b: 
(h)-(h)  wv-Q./A, -0.006/[(x)(0.060)/4] = 2.122 m/s 


v, 7 Q,/A, — 0.008707/[(7:)(0.060)/4] = 3.079 m/s 
(№), = (0.060)(2.122)/(1.02 x 1075) — 1.25 x 10 f, = 0.0205 
(Na), — (0.060)(3.079)/(1.02 x 1075) — 1.81 x 10° fs = 0.020 
(h;)a = 0.0205[240/0.060]{2. 122?/[(2)(9.807)]} = 18.83 m 
(h;)s = 0.020[120/0.060] {3.0797/[(2)(9.807)]} = 19.33 m 


Since these are fairly close, forego another iteration and take an average value of (/,), ,: 

(h)a, = (18.83 + 19.33)/2 = 19.08 m, (hy )ota = 78.47 + 19.08 = 97.55 m, (AP Jorat = (Y)(hs Jota = (9.79)(97.55) — 
955 kPa. Since this is slightly larger than the required 850 kPa, reduce Q, a small amount; e.g., try 

Q, = 0.00565 m?/s: 


Q, = 0.00565/0.6891 = 0.008199 m?/s Q. = 0.00565 + 0.008199 = 0.013849 m?/s 
о. = ОЛА. = 0.013849/[(2)(0.060)/4] = 4.898 m/s (Na)c = (0.060)(4.898)/(1.02 x 107°) = 2.88 x 10° 
f. — 0.0195 (hy). = 0.0195[175/0.060]{4. 8987/[(2)(9.807)]} = 69.57 m 
For pipes a and b: 


Va = = 0./А. = 0.00565/[(2)(0.060)2/4] = 1.998 m/s Vs = О,/А, = 0.008199/[(л)(0.060)2/4] = 2.900 т/ѕ 
(№), = (0.060)(1.998)/(1.02 х 107%) = 1.18 х 10° fa = 0.0205 
(Nr)s = (0.060)(2.900)/(1.02 x 1075) 2 1.71 x 10? Љ = 0.020 
(hy a = 0.0205[240/0.060](1.998^/[(2)(9.807)]) — 16.69 m 
(hj), = 0.020[120/0.060]{2.9007/[(2)(9.807)]} = 17.15 m 
Since these are fairly close, forego another iteration and take an average value of (,), ,: 


(h;), s — (16.69 4- 17.15)/2 — 16.92 m, (hj) = 69.57 + 16.92 = 86.49 m, (Ap) = Y) exu 7 (9.79) (86.49) — 
847kPa (close enough). Hence, Q — Q, — 0.0138 m?/s — 13.8 L/s. 


For the piping system of Fig. 11-15, all pipes are concrete with roughness of 0.03 in. If the flow rate is 23 cfs of 
water at 20°C, compute the pressure drop p, — p, and the three volumetric flows. 


I For pipe a: 
о, = ОГА, = 23/1(2)(12)2/4] = 29.28 6/5 № = Ро[у © 


(№), = (12)(29.28)/(1.08 х 10-5) = 2.71 х 10° є/р = 0.03/12 = 0.0025 


From Fig. A-5, f, = 0.0249. h, = (f)(L/D)(v?/2g), (hy)a = 0. 0249[1200/(8 2)](29.28/[2)(32.2)]) ^ 397.8 ft. 
For pipes b, c, and d: 


(hs o (hy). (h)a = был, = ОУ - 2.8650, 





Ve = Q./A. » Q./ [GO 03) /4] 7 1.2730, -Q4/A,7 Q4/[G)3)/4] — 0.81490, 
2.8650,) 1.2730.) 1300\ [ (0.81490, 
ACE Gees СС jer. CE sas] 0 
If f, — f. — fa, 
О, = 0.22090. О, = 1.4530. Qs + Q. + О, = 0.22090, + О, + 1.4530. =23 0. = 8.602 ft/s 

QO, = (0.2209)(8.602) = 1.900 ft?/s Qu = (1.453)(8.602) = 12.50 ft?/s 

(№), = &[(2.865)(1.900)]/(1.08 x 1075) = 3.36 x 10° (є/р), = 0.03/8 = 0.0038 fy = 0.028 

(Na). 7 3[(1.273)(8.602)]/(1.08 x 1075) = 1.01 x 10° (e/D), = 0.03/12 = 0.0025 f, = 0.025 

(N&)4 — 15[(0.8149)(12.50)]/(1.08 x 1075) = 1.18 x 10° (€/D)4 = 0.03/15 = 0.0020 fa = 0.0235 


Substituting these values of f into Eq. (1), 
0.028[1400/(#)]{(2.865Q,)”/[(2)(32.2)]} = 0.025[900/(13)]{(1.2730..)?/[(2)(32.2)]} 
— 0.0235[1300/(32)]((0.8149Q,)?/[(2)(32.2)]) 
О, -0.27490. О. = 1.4990, О + О, + О, = 0.27490. + О, + 1.4990, = 23 О. = 8.292 0/5 
О, = (0.2749)(8.292) = 2.279 2/5 Qa = (1.499)(8. 292) = 12.43 ft?/s 
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(N&), = $[(2.865)(2.279)]/(1.08 x 1075) = 4.03 x 10° f£-7008 (OK) 
(Ne )e = 33[(1.273)(8.292)]/(1.08 x 1075) 2 9.77 x 10 £209.00  (O.K) 
(Na), — B[(0.8149)(12.43)]/(1.08 x 105) = 1.17 x 10° f,70.085  (O.K) 
Hence, Q, = 2.28 ft?/s, Q. = 8.29 ft?/s, and Q4 = 12.43 ft’/s. 
(^,)ь — (hy). — (Aya (hj), — 0.028[1400/(35)] (2.865) (2.28) ]*/[(2)(32.2)]) = 39.0 ft 
(Ay) = 397.8 + 39.0 = 436.8 ft (Ар), ы = (У)(А, ori = (62.4)(436.8) = 27 256 lb/ft? or 189 Т/п 


D=8in 
e L =1400ft 







L:1200ft 


D 7 15 in 
L-1300n Fig. 11-15 


11.25 For the system of Fig. 11-15, with vegetable oil (v — 4.62 x 10^ f?/s, y — 42.5 Ib/ft^) as the fluid, compute the 
flow rate in all pipes if the pressure drop p, — p; is 44 psi. Neglect minor losses. 


f Using data from Prob. 11.24, note that pipe a takes 397.8/436.8 — 0.9107, ог 91.07 percent of the total 
pressure drop. Hence, take (Ap), = (44)(144)(0.9107) = 5770 lb/ft”, (Ay). = (Ap )a/ Y = 5770/42.5 = 135.8 ft, 

hy = (f )(L/d)(v?/2g), 135.8 = f,[1200/(33)] {v2/[(2)(32.2)]}, va = V7.288/f,. Try f, = 0.025: v, — V7.288/0.025 - 
17.07 ft/s, Ne = dv/v, (Ne)a = (12)(17.07)/(4.62 х 107%) = 3.69 х 10%, (€/d), = 0.03/12 = 0.0025. From Fig. A-5, 
f, = 0.0245. Try f, — 0.0245: v, = V7.288/0.0245 = 17.25 ft/s, (Nr)a = (12)(17.25)/(4.62 x 1075) — 3.73 x 10°, 

f, =0.0245 (O.K.); QO, =A,uz = [(1)(13)7/4](17.25) = 13.55 ft?/s. This flow of 13.55 ft?/s for Q, will divide 
among the three parallel pipes in the same proportions as found in Prob. 11.24. Hence, 


О, = [2.28/(2.28 + 8.29 + 12.43)[(13.55) = 1.343 8/5 О, = [8.29/(2.28 + 8.29 + 12.43)(13.55) = 4.884 #2/ 


О, = [12.43/(2.28 + 8.29 + 12.43)](13.55) = 7.323 2/5 0, = 1.343/[(2)(5)2/4] = 3.847 ft/s 
(є/4), = 0.03/8 = 0.0038 (№)ь = (5)(3.847)/(4.62 х 1076) = 5.55'х 10° f, = 0.028 
(hr )o.c,a = 0.028[1400/(¢)]{3.847°/[(2)(32.2)]} = 13.51 ft (AP )o,c,4 = (42.5)(13.51) = 574 lb/ft” 


(Ap) rota = 5770 + 574 = 6344 lb/ft? or 44.11b/in? (O.K.) 
Hence, Q, = 13.55 cfs, Q, = 1.34 cfs, QO. = 4.88 cfs, and Q, = 7.32 cfs. 


11.26 In Fig. 11-16 all pipes are cast iron and p, — p2 = 49 psi. Compute the total flow rate of water at 20°C. 
І hy = (49)(144)/62.4 = 113.1 ft = (f )(L/d)(v?/2g) 


- For pipe c: (h,), = 113.1 = f,[2000/(#)]{v2/[(2)(32.2)]}, vu. — V0.9105/f.. Try f. — 0.03: v. — V0.9105/0.03 = 
5.509 ft/s, Na — dv/v, (Ng). = (%)(5.509)/(1.08 x 107°) = 1.28 x 10°, (e/d). — 0.00085/(5) = 0.0034. From Fig. 
А-5, f, = 0.0283. Try f. — 0.0283: v, — V0.9105/0.0283 — 5.672 ft/s, (Nr )e = ($)(5.672)/ (1.08 x 1075) 2 1.31 x 
10°, 5. = 0.0283 (О.К.); О. = А.о. = [(л)(5)2/4105.672) = 0.2784 ft/s. 

For pipes a and b: (h,),,, = 113.1 = f,[1200/(#)]{v2/[(2)(32.2)]} *- f, [1300/(55)] (v?/[(2)(32.2)]). From 
continuity, 9 - v,/4. 113.1 = f£, [1200/(35)](v;/[(2)(32.2)]) + f. [1300/(12))((v./4)/[02)(32.2)]), 7284 — 
(v2)(7200f, + 243.8f,). Try f, =f, = 0.03: 
7284 = (v2)[(7200)(0.03) + (243.8)(0.03)] Ù, = 5.711 ft/s ` (N&), = (%)(5.711)/(1.08 х 1075) = 8.81 x 10' 
(є/4), = 0.00085/(2) = 0.0051 Ў, = 0.031 v, = 5.711/4 = 1.428 ft/s 
(Na), — ($)(1.428)/(1.08 x 1075) = 4.41 x 10* 
(є/4) , — 0.00085/ (35) — 0.0026 f, = 0.028 
Try f, — 0.031 and f, — 0.028: 
7284 — (v2)[(7200)(0.031) -- (243.8)(0.028)) ^ v, — 5.627 ft/s 
(№), = (2)(5.627)/(1.08 x 1075) — 8.68 x 10* һ=0.031_ (ОК.) 
Ve = 5.627/4 = 1.407 ft/s (N«)s — ($)(1.407)/(1.08 x 1075) — 4.34 x 10* f£-008 (OK) 
Q, — [()(&Y/4](5.627) = 0.1228 fË/s О, = 0.2784 + 0.1228 = 0.4012 ft/s 
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1.277 Refer to Prob. 11.26. Given Q,..a: = 0.7 ft?/s, compute the pressure drop p; — p; and the division of flow 


between the two paths. 

B The flow will divide between the two paths in the same proportions as found in Prob. 11.26. Hence, 
О. = [0.2784/(0.2784 4- 0.1228)](0.7) — 0.4857 ft^/s 

О, = Q, = [0.1228/(0.2784 + 0.1228)](0.7) = 0.2143 ft?/s 


(€/d). = 0.00085/(2) = 0.0034 


hy = (f)(L/d)(v"7/2g) Np = du/v 

(№). = (%)(9.895)/(1.08 x 1075) = 2.29 х 105 

From Fig. A-5, f. — 0.028. (h,). = 0.028[2000/()]59.895°/[(2)(32.2)]} = 340.6 #, р, – р = (У)(№,). = 
(62.4)(340.6) = 21 253 lb/ft”, or 147.6 Ib/in?. 


Two cisterns are connected by cast iron pipes as in Fig. 11-17. Neglecting minor losses, compute the flow rate in 


11.28 
each pipe for water at 20°C. 


I Assume (h,), = 20 ft. 


a = gd*h,/Lv? 
а, = (32.2)($(20)/[(1300)(1.08 x 10-*)] = 1.573 x 10° 
(№). = —V(8)(1.573 X 10°) log [0.00255/3.7 + 2.51/V(2)(1.573 x 10°)] = 1.093 x 10° 
1.093 x 10° = 4Q,/[()(1.08 x 10)($)] О, – 0.3090 ft?/s (hy )a = (hyo = 59 — 20 = 39 ft 

a, = (32.2)(3)°(39)/[(900)(1.08 x 10-5)?] = 1.869 x 10% (€/d), = 0.00085/(%) = 0.00340 

(№), = — V(8)(1.869 x 10) log [0.00340/3.7 + 2.51/V(2)(1.869 X 10°)] = 1.152 x 10° 
1.152 х 10° = 40,/1(2)(1.08 х 10-5)(2)] О, = 0.2443 #2/5 
оь = (32.2)(%)°(39)/[(600)(1.08 x 107°)?] = 8.308 x 10” (€/d), = 0.00085/(#) = 0.00510 


(Neo = — V(8)(8.308 x 10”) log [0.00510/3.7 + 2.51/V(2)(8.308 х 10’)] = 7.227 х 10* 


Q, = 0.1022 ft?/s Qa + Qs = 0.2443 + 0.1022 = 0.3465 ft’/s 


№ = —V8ar log [(€/d)/3.7 + 2.51/V2a] 
(€/d), = 0.00085/(75) = 0.00255 
Мұ, -4О/луа 


7.227 х 10* = 40,/[(2)(1.08 х 107°)(2)] 
Since this value of Q, + Q, = 0.3465 ft/s is not equal to Q, = 0.3090 ft?/s, the assumed value of (h,), = 20 ft is 
incorrect. Try (hy), — 23.3 ft: 
а, = (32.2)(55 (23.3)/[(1300)(1.08 x 1075)?] — 1.833 x 10° 

(N«).— —V(8)(1.833 x 105) log [0.00255/3.7 + 2.51/V(2)(1.833 x 105)] — 1.182 x 10 
1.182 х 10° = 40./[(2)(1.08 х 10-5)(5)] О. = 0.3341 ft^/s 
(hy), 9 (hy), — 59 — 23.3 = 35.7 ft &, = (32.2)(%)°(35.7)/[(900)(1.08 x 1075)?] = 1.711 x 108 
(№), = —V(8)(1.711 X 10°) log [0.00340/3.7 + 2.51/V(2)(1.711 x 10°)] = 1.101 x 10° 
1.101 x 10° = 40,/[(2)(1.08 х 107°)(2)] Q, = 0.2336 ft?/s 
a, = (32.2)(%)°(35.7)/[(600)(1.08 x 107>)?] = 7.604 x 107 


(N«), — — V(8)(7.604 x 10”) log [0.00510/3.7 + 2.51/V(2)(7.604 x 107)] — 6.908 x 10* 
6.908 x 10*— 4Q,/[(z)(1.08 x 10-5)(2)] 0,-0.0977 4/8 О, + О, = 0.2336 + 0.0977 — 0.3313 ft^/s 


-This value of Q, + Q, — 0.3313 ft^/s is practically the same as О, - 0.3341 ft^/s. Hence, take Q, — 0.235 ft^/s, 
= 0.098 12/5, О, = 0.333 92/5. 
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For the pipe system in Fig. 11-18, the pressure head at A is 120.0 ft of water and the pressure head at E is 72.0 ft 
of water. Assuming the pipes are in a horizontal plane, what are the flows in each branch of the loop? Neglect 
minor losses. 


I h; = 120.0 — 72.0 = 48.0 ft Q =1.318ACR° 5° 
a = 1.318[G0) (32^/4](100)[G2)/4]* 9(48.0/12 000)°** = 2.19 ft?/s 
'Qc 7 1318[ (0) ($Y/4](000)[(5)/4]* 9(48.0/4000)95* — 1.37 ft?/s 
Ов = 1.318[(2)(32)/4] (100)[02)/4]* 9(48.0/8000)?5* — 1.69 ft?/s 





8000-10". C = 100 Fig. 11-18 


In Fig. 11-18, if the total flow is 6.50 mgd, how much head loss occurs between A and E and how does Q divide 
in the loop? 


B The total flow will divide in the loop in the same proportions as in Prob. 11.29. Hence, Qs — 

[2.19/(2.19 + 1.37 + 1.69)|(6.50) = 2.71 трӣ, ог 4.20 сі; Ос = [1.37/(2.19 + 1.37 + 1.69)](6.50) = 1.70 трӣ, ог 
2.62 cfs; Op = [1.69/(2.19 + 1.37 + 1.69)](6.50) = 2.09 тр, ог 3.24 сб; О = 1.318АСК°%;%7, For pipe B, 

4.20 = 1.318[ (2) (03)/4](100)[(33)/4]9 95955, s — 0.01334; (h,)4 — (0.01334)(12 000) = 160 ft. This is the head loss 
between A and E. It should, of course, be the same when computed by pipes C and D. To confirm this, for pipe 
С, 2.62 = 1.318[(2)(2)2/41(100)[—5)/4]°*%5°*, 5 = 0.04010; (А, ) с = (0.04010)(4000) = 160 #. For pipe D, 
3.24 = 1.318[(2)(39)2/410100)][023)/4]°%5°°*, 5 = 0.02005; (һ,)ь = (0.02005)(8000) -- 160 Ж. 


For the system shown in Fig. 11-19, what flow will occur when the drop in the hydraulic grade line from A to В 
is 200 ft? 


B Assume (h;)wz = 30 ft. Using Fig. A-13: For pipe 2, with d = 12 in and h, = 385 = 0.0060, Q, = 3.2 ft?/s. For 
pipe 3, with d = 16 in and h; = 39 = 0.0100, Q, = 9.0 ft?/s. For pipe 1, with d —24 in and Q =3.2+9.0= 

12.2 ft?/s, (h,), = 0.0024 ft/ft; (hy) aw = (0.0024)(10 000) = 24.0 ft. For pipe 4, with d = 20 in and Q = 12.2 ft’/s, 
(h,)4 = 0.0060 ft/ft; (Ay) zz = (0.0060)(8000) = 48.0 ft, (hy )s-2 = 24.0 +30 + 48.0 = 102.0 ft. This value of 

(hy 4-2 = 24.0 + 30 + 48.0 = 102.0 ft is not equal to the given value of 200 ft, but the actual head losses will be in 
the same proportions as those above. Hence, (h;)4w = (24.0/102.0)(200) = 47.06 ft. For pipe 1, with d = 24 in 
and h, = 47.06/10 000 = 0.0047, Q = 18 cfs. 7 
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C= 120 Fig. 11-19 


In Prob. 11.31, what length of 20-in pipe with C = 120 is equivalent to section A-B? 


B From Prob. 11.31, it is known that a flow of 18 cfs is produced when the drop in the hydraulic grade line 
from A to B is 200 ft. For 18 cfs in a 20-in pipe, from Fig. A-13, h, = 0.012 ft/ft, 0.012L, — 200, L, — 16 700 ft. 


11.33 


11.34 
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In Fig. 11-20, when pump YA delivers 5.00 cfs, find the pressure heads at A and B. Draw the hydraulic grade 
lines. 


I Reduce loop BC to an equivalent pipe, 16 in in diameter, C = 100. By so doing, a single-size pipe of the 
same relative roughness is readily handled for all conditions of flow. Assume a drop in the grade line of 22 ft 
ftom B to C. Q = 1.318AR®5°4, 

For the 10-in pipe: Q;, — 1.318[(7)(32)/4](90)[(13)/4]* (22/10 000)?5* — 0.8843 cfs. 

For the 8-in pipe: Q, = 1.318[()(4)7/4](100)[(8)/4]° ©(22/11 000) = 0.5190 cfs. Qrotaı = 0.8843 + 0.5190 = 
1.403 cfs. For a 16-in-diameter equivalent pipe with C — 100, 1.403 — 1.318[(2:)(12)?/4](100)[ (35) /4]9 9s99*. 

s = 0.0004313 ft/ft; 0.0004313L, — 22, L, — 51 000 ft. For a 16-in-diameter pipe from A to C with a length of 
16 000 + 51 000 = 67 000 ft and carrying 5.00 cfs, 5.00 — 1.318[(2:)(12)^/4](100)[(1$)/4] 9595*, s — 0.004537 ft/ft; 
h; = (0.004537)(67 000) = 304.0 ft. Thus the elevation of the hydraulic grade line at A is 217.0 + 304.0 = 521.0 ft, 
as shown in the figure. The drop from A to B is (0.004537)(16 000) = 72.6 ft and the elevation of the hydraulic 
grade line at B becomes 521.0 — 72.6 = 448.4 ft. Pressure head at A = 521.0 — 50.0 = 471.0 ft, pressure head at 
B= 448.4 — 50.0 = 398.4 ft. 


== El. 217.0 





Fig. 11-20 


In Fig. 11-21, which system has the greater capacity, ABCD or EFGH? Use C — 120 for all pipes. 
B Assume Q =3 cfs in ABCD. Using Fig. A-13, 
(hy)an = 0.0014 ft/ft (Ay) an = (0.0014)(9000) = 12.6 ft 
(А.)вс = 0.0053 ft/ft (A) ac = (0.0053)(6000) = 31.8 ft 
(hi)cp = 0.013 ft/ft (Ay) az = (0.013)(3000) = 39.0 ft (Адош = 12.6 + 31.8 + 39.0 = 83.4 ft (for ABCD) 
For EFGH, assume (h;)ro = 24 ft. 
(hi) ric = зб = 0.00480 ft/ft (An) wg = 724 = 0.00343 ft/ft  Qria=0.97 cfs  Qra= 1.6 cfs 


Hence, pipe FIG carries 0.97/(0.97 + 1.6) = 0.3774, or 37.74 percent of the flow and pipe FJG carries 
1.6/(0.97 + 1.6) = 0.6226, or 62.26 percent. For Q = 3.0 cfs in pipe EF, 


(Ay) er = 0.00074 ft/ft (Ap) er = (0.00074)(11 000) — 8.1 ft Qric — (0.3774)(3.0) — 1.13 cfs 
(Ay) ric = 0.0060 ft/ft (Ap) rig = (0.0060)(5000) = 30.0 ft 
For О = 3.0 cfs in pipe GH, 
(hon =0.013 ft/ft (Асн = (0.013)(2500) = 32.5 ft (hp) tora = 8-1 + 30.0 + 32.5=70.6ft (for EFGH) 
Since EFGH carries the assumed flow of 3.0 cfs with a lesser head loss than ABCD, it (EFGH) has the greater 


capacity. 


. 9000'—16" 6000'—12" 3000-10” 
А В C D 
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Fig. 11-21 
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11.35 


Three pipes A, B, and C are interconnected as shown in Fig. 11-22. The pipe characteristics are as follows: 





Find the rate at which water will flow in each pipe. Find also the pressure at point P. Neglect minor losses. 
1 pily + 02/28 + 2, = р/у + 03/28 * z, * h, (1). 
hy = hy =(f)(L/d)(v?/2g) — 0.020[2000/(55)] (v4/[2)2-2)]) 
+ 0.024[4000/(:8:)]{02./[02)(32.2)])} = 1.24205 + 2.23602 
0+0 + 200 = 0 + 02/[(2)(32.2)] + 50 + 1.24222 + 2.23602 


150 = 1.24202 + 2.2520, (2) 
Qa+tQr=Qe [(т)(%) /4](л) + [GOGS/4Kva) ^ [GOGD?/4K(ve) 
0.196304 + 0.087270» = 0.34910с 2. (3) 


(h).-(A)& 0.020[2000/($))(v4/[2) G2.2)]) = 0.032[1600/(4)]{¥3/[(2)(32.2)]} әв = 0.72170, 


Substituting into Eq. (3), 0.1963v,, + (0.08727)(0.7217u,) = 0.3491luc, v4 = 1.346u¢. Substituting into Eq. (2), 
150 = (1.242)(1.3460.)? + 2.25202, ос = 5.772 1/8; Ос = Асос = [(л)(®)?/416(5.772) = 2.01 ft?/s, v4 = 
(1.346)(5.772) = 7.769 ft/s, O4 = [(2)(4)"/4](7.769) = 1.53 ft?/s. Substituting into Eq. (3), (0.1963)(7.769) + 
0.08727v5 — (0.3491)(5.772), va — 5.614 ft/s; Q5 — [() G3*/4]G. 614) = 0.490 ft?/s. To find pp, apply Eq. (1) 
between points P and 2. (pp)(144)/62.4 + v2/2g + 120 = 0 + v3/2g + 50 + 0.024[4000/(5)]{5.7727/[(2)(32.2)]}, 
v2,/2g = v2/2g, pp = 1.95 lb/in’. 





Fig. 11-22 


Figure 11-23 shows an element of a sugar refinery. Smooth brass pipes 1, 2, and 3 are 550 ft of 2-in diameter, 
350 ft of 3-in diameter, and 600 ft of 4-in diameter, respectively. If the net flow of molasses (v — 6.5 x 10 ? ft^/s) 
is 0.7 ft/s, find the head loss from A to B and the flow in each pipe. 


1 h; = (f )(L/d)(v"/2g) (№), = (Р) = (Р, )з 

1[550/05)1001/[0)632.2)]) = 2[350/(2)] (v2/[2)(32.2)])  fs[600/(35)] (v3/[(2)(32.2)]) (1) 
Iff; - £.— 5, 
51.24y? = 21.742 = 27.95v2 у,-1.5350 9-1.354у) Окы = Ол + О» + О» = Ало, + Ау» + Азу» 


0.7 = [(л)()?/4](ъ®) + [(л)(5)?/4](1.535®,) + [(л)()?/4](1.354,) 
v1 =3.251 ft/s — v,—(1.535)(3.251) 2 4.990 ft/s — v, — (1.354)(3.251) — 4.402 ft/s 


М№ = ду/у, (№), = (5)(3.251)/(6.5 х 107°) = 8336, (№), = (5)(4.990)/(6.5 х 107) = 19 192, (№), = 
(25)(4.402)/(6.5 х 107°) = 22 547. For Reynolds numbers in this range the Blasius formula can be used to 
determine friction factors: f = 0.316/N?”. 


А = 0.316/8336°25 = 0.0331 f, =0.316/19 192°% =0.0268 fz = 0.316/22 547%” = 0.0258 
Substituting these values of f into Eq. (1), | 


0.0331[550/(55)] (v1/[(2)(32.2)]) — 0.0268[350/(12)] (v2/[(2)(32.2)]) — 0.0258[600/()]03/[02)(32.2)]} 
1.69612 = 0.582612 = 0.721102 · у, = 1.7060, 03 = 1.53420; 


PARALLEL PIPELINE SYSTEMS J 295 


0.7 — [Gr) G2 43) * [GG3)*/4](1.706v2) + [(2)G5)°/4](1.5340,) 
v,—2.918ft/s — v,—(1.706)(2.918) 2 4.978 ft/s .— v4 — (1.534)(2.918) = 4.476 ft/s 
(N&) = (&)(2.918)/(6.5 x 10°) 2 74822. (Nr)2 = (%)(4.978)/(6.5 x 107) = 19 146 
(№), = (5)(4.476)/(6.5 х 107°) = 22 954 
А = 0.316/7482°> = 0.0340 fp = 0.316/19 146° = 0.0269 fa = 0.316/22 954°” = 0.0257 
0.0340[550/(#%)]{v7/[(2)(32.2)]}  0.0269[350/ (32) (v2/[2)(32.2)]) 
= 0.0257[600/ (35)](v$/[2)(32.2)]) 
1.74212 = 0.584812 = 0.718312 0, = 1.7260; v = 1.5570, 
0.7 = [(лх)($)?/4](®„) + [(л)(5)?/4](1.726ь,) + [(жх)(%)?/4](1.557,) 

v, = 2.888 ft/s о, = (1.726)(2.888) = 4.985 ft/s оз = (1.557)(2.888) = 4.497 ft/s 
(№), = (2)(2.888)/(6.5 х 107°) = 7405 (№), = (32)(4.985)/(6.5 x 10 5) = 19 173 
(№)з = (5)(4.497)/(6.5 х 1075) = 23 062 
А = 0.316/7405°2° = 0.0341 — (O.K.) Б = 0.316/19 173°? = 0.0269 (О.К. 
fs = 0.316/23 062° = 0.0256 (О.К.) 

О, = [(л)(2)/410.888) = 0.0630 ft/s О, = [(2)(5)/4]1(4.985) = 0.245 ft?/s 
О»= [(х)($)*/4](4.497) = 0.392 ft?/s 
(hy an = (hy) — 0.0341[550/(&)] (2.888?/[(2)(32.2)]) = 14.6 ft 


11.37 Repeat Prob. 11.36 for a flow rate of 0.07 ft?/s. 
B Assume this flow will be laminar. h; = (32v)(L/gD?)(v). Since (hj), — (hj); — (hy )s, 
L,v/Di-L;w|Di-L,.D$  550w/(&y-350v/(By-600v,(i5) о, = 3.5360) уз = 3.6670, 
Окы = О, +0, + Өз = Ао, + А0, + Ast 
0.07 = [(л)(2) 141001) + (Ст) ) 7413.536) + [02) (1)? /4163.6670,) 
v, =0.1358 ft/s о, = (3.536)(0.1358) = 0.4802 #/5 о, = (3.667)(0.1358) = 0.4980 ft/s Np = du/v 
From Fig. A2, v «6.5 x 10 ft^/s; | 
(№), = (8)(0.1358)/(6.5 X107)-348 (laminar) 
(№), = (5)(0.4802)/(6.5 х 1075) = 1847 (laminar) 
(№)з = (55)(0.4980)/(6.5 х 107°) = 2554 (laminar) 
Q; 7 [(0)(&Y/4](0.1358) — 0.00296 f^ /s Q; 7 [Gr (Y /4](0. 4802) — 0.0236 f£ /s 
О» = [(0) G5) ^/4](0.4980) — 0.0435 ft? /s 
(Ay an = (Ay) = (32)(6.5 х 10 5)(550/[(32.2)(5y]) (0.1358) = 0.174 ft 


11.38 Rework Prob. 11.36 if the parameters are changed to: 90 m of 30-mm (pipe 1), 120 m of 40-mm (pipe 2), 90m 
of 50-mm (pipe 3); v 2 4.8 X 10 5 m?/s; 6 L/s net flow. 
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B Assume Reynolds numbers between 3000 and 100 000, in which case the Blasius equation can be used to 
determine f: h, — (F)(L/d)(v?/2g), f —0.316/N?, Nz = du/v. Therefore, 


2 0.25 1.75 1.75 
=| Garr la) (Ge) = Ss Gar h= h= (h) 
(90)(v1^)/(0.030)^ 2 (120)(v2)/(0.040)? —(90)(v3)/(0.050) 5 у, = 0.95970, у; = 1.3820, 
Окы = Q1 + Q2 + Оз = Ауу + Азу, + Аз» 
6 x 10? — [(7)(0.030)?/4](0.9597v;) -- [(7:)(0.040Y/4](v;) - [(77)(0.050)?/4](1.382v;) 
v; — 1.291 m/s v, = (0.9597)(1.291) = 1.239 m/s v3 = (1.382)(1.291) = 1.784 m/s 
(№), = (0.030)(1.239)/(4.8 X 1076) =7.74x 10° (№), = (0.040)(1.291)/(4.8 х 107%) = 1.08 х 10* 
(Nr); = (0.050)(1.784)/(4.8 x 1075) = 1.86 x 10* 
Hence, use of the Blasius equation is O.K. 
Q; — [(2)(0.030)/4](1.239) 2 0.00088 m?/s or 0.88L/s 
Q; — [(7)(0.040)//4](1.291) 2 0.00162 m?/s or 1.62L/s 
О, = [()(0.050)’/4](1.784) — 0.00350 m*/s ог 3.50 L/s 


ль Ф) (0.316)(4.8 x 10~*)°75(90)(1.239)"5 
pan NAT (2)(9.807)(0.030)!-25 
11.39 Repeat Prob. 11.38 for a net flow of 0.5 L/s; other parameters as in Prob. 11.38. 





=7.91m 


B Assume laminar flow, in which case the following equation can be used to determine head loss: 
h; = (32v)(L/gd?)(v), h, « Lv/d". 
(h) = (hp) 9 (hj). 90v,/(0.030)? — 120v;/ (0.040)? — 90v./(0.050)? о, = 0.75000, оз = 2.0830, 
Окы = Qi + Q2 + Q3 = Ауу + Азу + Азу; 
0.5 х 107° = [(л)(0.030)°/4](0.7500.) + [(л)(0.040)?/4](®») + [(х)(0.050)° /4](2.083.) 
vz = 0.08508 m/s v, = (0.7500)(0.08508) = 0.06381 m/s v3 = (2.083)(0.08508) = 0.1772 m/s 
(№), = (0.030)(0.06381)/(4.8 х 10 5) 2399 (laminar) 
(№), = (0.040)(0.08508)/(4.8 х 107%) = 709 (laminar) 
(Nr); = (0.050)(0.1772)/(4.8 x 107°) = 1846 (laminar) 
О, = [(x)(0.030)?/4](0.06381) = 0.0000451 m/s or 0.0451 L/s 
— [(2)(0.040)?/4](0.08508) — 0.0001069 m?/s or 0.1069 L/s 
— [(27)(0.050)?/4](0.1772) — 0.0003479 m?/s_ or 0.3479 L/s 
(h)an = (hr) = (32)(4.8 x 1075) (90/[(9.807)(0.030)?]) (0.06381) — 0.0999 m ог іст 


11.40 Figure 11-24 shows a network of cast iron pipes. Given a flow of 24 cfs, find the head loss from A to D. Neglect 
minor losses. 


iQ, - A, V2gh,/ (f. (L./d,) or Q, — C, Vh,, where C, — A, V2gd, /f, L,. Assume f, 5 f; = ў, = 0.019. 
oe - [GO G3/4]V 222.2) (08)/[(0.019)(3300)] — 1.170 
— [G(3*/4] V 2) 2.2) (3)/1(0.019)(2600)] — 0.8967 
- [GO 09/41 (2) 32-2) 0$)/1(0.019)(3200)] — 1.659 
» — [1.170/(1.170 4- 0.8967 -- 1.659)](24) — 7.537 ft^/s 
= [0.8967/(1.170 + 0.8967 + 1.659)](24) = 5.776 ft?/s 
Q,= [1.659/(1.170 + 0.8967 + 1.659)](24) = 10.687 ft?/s 
0= 0А, =7. E ИИ = 7.050 ft/s эз = 5.776/[(2)(43)"/4] = 7.354 ft/s 
- 10.687/[(z) (1$Y/4] = 7.654 ft/s Nr = du/v 
(№), = (22)(7.050)/(1.05 х 107°) = 7.83 х 10° 
(МӘз-(12)(7.354)/(1.05 х 1075) = 7.00 x 10° 
(№), = (18)(7.654)/(1.05 х 107°) = 9.72 х 10° 
(є/4) = 0.00085/(15) = 0.00073 (є/4), = 0.00085/(8) = 0.00085 (€/d), = 0.00085/(18) = 0.00064 
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From Fig. A-5, f = 0.0185, n 0.0195, and f, = 0.0185. 
- [GO G5?/41V 282.2) 08)/10.0185)(3300)] — 1.186 
с. -((а)(2)7/4|У(2)(32.2)(3У/1(0.0195)(2600)| - 0.8852 
„= [(л)@@/4У@)(2.2)(4)/1(0.0185)(3200)] = 1.585 
Q. = [1.186/(1.186 + 0.8852 + 1.585)](24) = 7.785 ft?/s 
2 = [0.8852/(1.186 + 0.8852 + 1.585)](24) = 5.811 ft?/s 
= [1.585/(1.186 + 0.8852 + 1.585) [(24) = 10.404 #2/5 
0 = 0А, =7. Мт 4)2/4] = 7.282 ft/s о, = 5.811/[(2)(22)/4] = 7.399 #/5 
v4 = 10.404/[(2)(48)?/4] = 7.451 ft/s 
(№) = ()07.282)/(1.05 х 107) = 8.09 х 10° 
(№) = (22)(7.399)/(1.05 х 10-5) = 7.05 х 10° 
(Na).  (3$)(7.451)/(1.05 x 1075) = 9.46 х 10° 
Б= 0.0185 А= 0.0195 апі 7,= 0.01855 (О.К.) 
Окы = МЛ,(С› + С,+С) 24= уб». 186 + 0.8852 + 1.585) 









(hi) ac = 43.09 ft = hy = (f)(L/d)(v?/2g) 
v= 24/[(2)(8)/4] = 7.639 ft/s on, = (33)(7.639)/(1.05 x 10~°) = 1.46 x 10° 
(є/4), = 0.00085/(23) = 0.00042 У, = 0.0168 
(hz); = 0.0168[3300/(33)]{7.6397/[(2)(32.2)]} = 25.12 ft vs — 24/[(x)(8)7/4] = 4.889 ft/s 
(№); = (38)(4.889)/(1.05 x 107°) = 1.16 x 10° (€/d); = 0.00085/(53) = 0.00034 № = 0.016 
(А, )5 = 0.016[5200/(2)]{4.889°/[(2)(32.2)]} = 12.35 6 (А,)лр = 25.12 + 43.09 + 12.35 = 80.56 
3300 ft , 14- in. 
2 
3300ft,24-in.| 2600ft,12-in.  |5200ft,30-in. 


3200ft, 16-in. 
4 Fig. 11-24 





11.41 Find the diameter of the series equivalent of the three parallel pipes in Prob. 11.40. 
fh, =(f)(L/d)(v?/2g). Assume f = 0.016: 
— Q/A —24/(zd^|4) —30.56/d? — 43.09 — (0.016)(2600/4) ((30. 56/d^Y./[((2)(32.2)]) d = 1,695 ft 
= du/v = (1.695)(30.56/1.695*)/(1.05 x 1075) = 1.72 x 105 €/d — 0.00085/1.707 — 0.00050 
From Fig. A-5, f — 0.017. Try f — 0.017: 
43.09 — (0.017)(2600/d) {(30.56/d?)?/[(2)(32.2)}} d — 1.716 ft 
Ne = (1.716)(30.56/1.7167)/(1.05 x 107°) = 1.70 x 10° f =0.017 (O.K.) 
Therefore, d = 1.716 ft = 20.6 in. 
1.42 For the network of Fig. 11-24, determine the five pipe flows, given the head loss from A to D is 91 ft and all 
pipes have f — 0.017. 
i hy = (f )(L/d)(v?/2g) = (fL/d)(Q?/2gA”) = (fL/2gd)[Q/(d?/4)}? = (8f / x^g)(LQ?/d^) 
Hence, 
h,*LO'd* (ә). = В) ә). 330003708) = 260002/(8)? = 320003/08)° 
= 1.3050, 4= 1.8500; Q,=Q25= 02+ 03+ Q,=1. 3050, + О» + 1.8500, = 4.1550; 
(Ayan = (hy), + (hy)s + (hy)s 
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91 = {(8)(0.017)/[(2)?(32.2)])103300)(4.1550;)2/(8)° + (2600)(03)?/(13)° + (5200)(4.1550,)/08)] 
Q3=6.33ft3/s О, = (1.305)(6.33) = 8:26 9/5 
| О,= (1.850)(6.33) = 11.71 #/5 0,-0.-(4.155)(6.33) -26.30 





11.43 In Prob. 11.42, what percentage increase in the capacity of the system would be achieved by adding another 
12-in pipe 2600 ft long between B and C? 


B The additional pipe from B to C is identical to pipe 3. As in Prob. 11.42, 
hy = (8f/2’g)(LQ’/d°) О» = 1.3050; О,= 1.8500; 
О, = 0.= 0,+ 20, + О, = 1.30503 +20, + 1.8500, = 5.1550, (h)an 9 (hy) + (he) + (hj) 
91 — ((8)(0.017)/[()^(22.2)]) [(3300)(5.155 Q )*/(2)? - (2600)(Q ,* / (2? -- (5200)(5.155Q.'/ G2) ] 
Оз, = 5.61 ft?/s Q, = Q; = (5.155)(5.61) = 28.92 ft?/s 


Increase in capacity = (28.92 — 26.30)/26.30 = 0.100, or 10.0 percent. 


11.44 Compute the flows in all pipes of the system shown in Fig. 11-25. Pipe AB is 800 ft long, 6 in. in diameter, 
f — 0.03; pipe u is 500 ft long, 4 in. in diameter, f = 0.02; pipe / is 700 ft long, 2 in. in diameter, f — 0.04; pipe 
CD is 300 ft long, 4 in. in diameter, f — 0.02. The tank surface is 84 ft above the free outlet D. 
Wh, =(f)(L/d)(v?/2g). For B to C, (hj), = (АҺ). 
0.02[500/(4)]{v2/[(2)(32.2)]} = 0.04[700/(3)]{v?/[(2)(32.2)]} о, = 2.366, 
Q =Q, + Q; 5 Aud, + Ал = [(л)(+;)°/4](и„) * EG) G9)?/4)(v) 9 EG GS)/4]Q- 366v) - [Gr GR /4Y() 
= 0.22830, Q =Q, + Ат = Q, + [(2)(4)*/4](Q /0.2283) 
О, = 0.90440 Qi = (1 — 0.9044)(О) = 0.09560 о, = О.ГА, = 0.90440/[(2)()?/4] = 10.360 
Vas = Q/Aas — Q/[()62)/4] 5.0930 о, = (10.36)(0л»/5.093) = 2.0340 №; = (А,)лв + (№), + (Һс | 
84 — 0.03[800/(55)] (v4 4/[(2)(32-2)]) -- 0.02[500/(55)] (v2/[0)(32.2)]) + 0.02[300/(%)]{®е»/[(2)(32.2)]} 
[(2)G3)7/4] (van) = [(2)(5)7/4) (vc) Уср - 2.2500, 
84- 0.03|800/(%) (ә4ь/(0)32.2))) + 0.02[500/(+$)]{(2.034ь„ь)°/[2)(32.2)]} 
+ 0.02[300/(55)] ((2- 250v, 4)?/[(2)(32.2)]) 
Van = 4.533 ft/s О = О.в = [(%)(8)7/4](4.533) = 0.890 ft?/s Qcp — Qas — 0.890 ft?/s 
Q, — (0.9044)(0. 890) — 0. 805 ft?/s Q, = (0.0956)(0. 890) — 0.085 ft?/s 





Fig. 11-25 


11.485  Rework Prob. 11.44 if pipe AB is 400 m long, 200 mm in diameter, and f — 0.03; pipe u is 300 m long, 100 mm 
in diameter, and f = 0.02; pipe / is 200 m long, 150 mm in diameter, and f = 0.025; pipe CD is 700 m long, 
300 mm in diameter, and f = 0.018; the tank surface is 94 ft above D. 
T(t). =(y)- | 0.02[300/(0.100)]{ v2/[(2)(9.807)]} = 0.025[200/(0.150)]{v2/[(2)(9.807)]} v, = 0.74540, 
Q — Q, * Q, - A,v, + Av; = [(7)(0.100/4](v,) - [(z7)(0.150)?/4](v;) 
— [()(0.100)?/4](0.7454v,) -- [(7)(0.150/4)(v;) 
О = 0.02353ь, Q = Q, + Aw, = Qu + [(2)(0.150)/4](Q/0.02353) 
Q, — 0.2490Q Q, = (1 — 0.2490)(Q) = 0.75100 v, — Q,/A, — 0.24900 /[(:)(0.100)?/4] = 31.709 
Vas = Q/Aaz = Q/[(2)(0.200)?/4] = 31.830 о, = (31.70)(04/31.83) = 0.99590, 
hy = (hy)an + (hp)u + (һ,)сь 
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94 = 0.03[400/0. 200] (v7, ,/[(2)(9.807)]) -- 0.02[300/0. 100] (v2/[(2)(9.807)]) 
+ 0.018[700/0.300]{v2.,/[(2)(9.807)]} 
[(700.200)/4Y(v4a) 7 [()(0.300)*/4(vcp) ^^ vco —0.4444v45 
94 — 0.03[400/0. 200] (v, /[(2)(9. 807)]) -- 0.02[300/0. 100] ((0.9959v, J/[(2)(9.807)]) 
*- 0.018[700/0.300] ((0.4444v4 5 ?/[(2)(9.807)]) 
Vag = 3.798 m/s Q - Q.s 7 [(7)(0.200)/4](3.798) — 0.1193 m?/s Ось = Qan = 0.01193 m?/s 
О, = (0.2490)(0. 1193) = 0.0297 m?/s Q, = (0.7510)(0. 1193) = 0.0896 m?/s 


Here, as in Prob. 11.44, the question remains open as to whether the computed flows are physically 
realizable. It all depends on the elevations of junctions B and C. 


11.46 Pump P in Fig. 11-26 develops 27 ft of head, producing a velocity of flow in pipe C of 5 fps. Neglecting minor 
losses, find the flow rates in pipes A and B. The parameters are: pipe A—4200 ft long, 2 ft diameter, f — 0.03; 
pipe B—4200 ft long, 1 ft in diameter, f = 0.03; pipe C—4200 ft long, 2 ft in diameter, f = 0.02. 


Eh, =(f)(L/d)(v?/2g) (hj), 7 (0.03) (529) (v4/[Q)(32.2)]) — 0.9783v, (Р) с = (Р) с – Рр 
(Р,)с = (0.02)(229) {52/[(2)(32.2)]) = 16.30 ft (А, )с = 16.30 – 27 = —10.70 ft 
Hence the energy is greater at the right end of C and flow will be to the left in A. 
0.978302 = 10.7070 — v4 — 3.307 ft/s Ол = Agu, = [(2)(2)?/4](3.307) = 10.39 ft?/s (to the left) 
Qc = [(2)(2)/4](5) = 15.71 fP/s —— (to the right) 
On = Ол + Ос = —10.39 + 15.71 = —5.32 ft?/s (to the right) 


Беу. 2158 





ese? 


Fig. 11-26 
11.47 In Prob. 11.46, find the elevation (El) of pipe B at discharge. 


І Бі, = Elscservoir surtace + Вар — У hy — 05/28 
Un = Оһ/Ав = 5.32/[(л)(1)°/4] 6.774 ft/s 
(һ,)» = (0.03)(®°){6.774°/[2)(32.2)]} = 89.78 ft > hy = 16.30 + 89.78 = 106.08 ft 
El, = 21.5 + 27 — 106.08 — 6.774^/[(2)(32.2)] ^ —58.3 ft 


11.48 Repeat Prob. 11.46 given that the velocity in pipe C is 3 fps and all other data remain the same. 
Boh, =(f)(L/d)(v?/2g) (^), 7 (0.03) 29) (v4/[Q)2.2)]) — 0.9783v7, (Arc = (hy)c — Apump 
(hj)c — (0.02) (529) (3?/[2)(32.2)]) = 5.87 ft (Лһ,)с = 5.87 — 27 = —21.13 ft 
Hence the energy is greater at the right end of C and flow will be to the left in A. 
0.978312 = 21.13 v, = 4.647 ft/s Q4= Agu, =[(%)(2)*/4](4.647) = 14.60 ft?/s (to the left) 
Qc =[(4)(2)7/4](3) = 9.42 ft/s — (to the right) 
Qn = Qa + Oc = —14.60 + 9.42 = —5.18 ft’/s (to the left) 


11.49 In Prob. 11.48, find the elevation of pipe B at discharge. 
І Els = Eljeservoir surface + Mpump ~ Dy Ay + 02/28 vs — Qs/As — 5.18/[(2)(1)/4] — 6.595 Н/8 
(hy)s 7 (0.03)(539) (6.595?/[(2)(32.2)]) — 85.10 ft >: hy = 5.87 — 85.10 = —79.23 ft 


El, = 21.5 + 27 — (—79.23) + 6.595?/[(2)(32.2)] = 127.8 ft 
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11.50 — Refer to Fig. 11-26. Assume the water surface in the reservoir is at elevation 94 m. Pipes A, B, and C are all 
840 m long, and they all have diameter of 0.7 m, with f — 0.022. Neglecting minor losses, find the flow rate in all 
pipes, supposing that the pump develops 9 m of head when the velocity in pipe C is 3.6 m/s. 


В һ, = (Р.а) ов) (Һ,) = 0.0221840/00.7)005/102)09.807)}) = 1.346058 (hi)e = (ә) 
(Ay )c = 0.022[840/(0.7)]{3.67/[(2)(9.807)]}} = 17.44 т (AL)c = 17.44~9=8.44m 
1.346v 2-844 — v4—2.50 m/s 
О, = Аул = [(л)(0.7)2/4](2.50) = 0.962 2/5 (to the right) 
Qc =[(x)(0.7)?/4](3.6) = 1.385 m?/s — (to the right) 
Qs 7 Q4 t+ Qc = 0.962 + 1.385 = 2.347 m/s (to the right) 
11.51 In Prob. 11.50, find the elevation of pipe B at discharge. 


i ЕІ, = Ві, „чо surtace + pump — Dy Ay — 03/28 Up = Op/Az = 2.347/[(20)(0.7)?/4] = 6.099 m/s 


(hy) — 0.022[840/(0.7))(6.099?/[(2)(9.807)]) — 50.07 m X h, = 17.44 + 50.07 267.51 m 
El, = 94 + 9 — 67.51 — 6.099°/[(2)(9.807)] = 33.6 m 


11.52 Using m = 0.013 and neglecting minor losses, express the head loss through the pipe system of Fig. 11-27 in the 
form of h, = KQ". 








маі то _ (0.013) (07500) _ 2 
I h= (1.486) (RY  (1.486¥ RA? (hi Jas = (1.486 [(25)/4] 0[Gc)(25)/4P.— 0.0097700 
_ (0.013) (Q)'(1000) - 2 - 
(һ,)сь = 1.4863 G9)/4] IOC AF 0.090630 (hi) sec = (hi) arc 
ои. _ 021, ..— (Q1)(4000) - (Q2)(5000) 
RA) RA [G3)/4] [G0 G3? /4P.— [G/4] ^ [GO G2 4 
О, = 3.2690, Q = Q, + 0,= 3.2690, + О, 0О,= 0.23420 
(Ва) = ООЗ О0О) = 3.9390; 


(1.486)1(12)/4[°[0т)03)/4р 
(hi) arc = (3-939)(0.2342Q) = 0.054850? (№, )^ь = 0.0097700? + 0.090630? + 0.054850? = 0.1550? 


40005 E 
д 5009 B 18 in. diam с о, 
24 in. diam 5000 ft 18 in. diae, 


12indam F Fig. 11-27 


1153 A pipe system, connecting two reservoirs whose difference in surface elevation is 13 m, consists of 320 m of 
60-cm concrete pipe (pipe A), branching into 640 m of 30 cm (pipe B) and 640 m of 45 cm (pipe C) in parallel, 
which join again to a single 60-cm line 1300 m long (pipe D). f — 0.032 for all pipes, calculate all flows. 


I | ()s-()e № = (F (L/D)(v?/2g) 

(f)[640/0. 30} { v5 /[(2)(9.807)]} = f[640/0.45]{ vc/[(2)(9-807)]} vc — 1.225v, Qa = Qs * Qc 
[(2)(0.60Y//4(v4) = [(2:)(0.30)?/4(v5) *- [Gx)(0.45)/4Kvc) 0.2827v, — 0.07069v, -- 0.1590v. 
0.2827u,, = 0.07069u, + (0.1590)(1.2250ь) vg = 1.065v, 

Convert the parallel pipes to a single equivalent 60-cm-diameter pipe. 
f640/0.30] (v3/[(2)(9.807)]) » f [L./0.60] (v4/[(2)(9.807)]) 
108.8V7 — 0.08497 L, v7, (108.8)(1.065v,)? — 0.08497 L, v, І,-1452т ДЕ = У А, 
13 = 0.032[(320 + 1452 + 1300)/0.60]{22/[(2)(9.807)]) VA 7 1.248 m/s 
Ол = AívA 7 [(2)(0.60)/4)(1.248) — 0.353 m?/s Q»p 7 Q4 — 0.353 m?/s Ов = (1.065)(1.248) — 1.329 m/s 
Qs — [(1)(0.30)/4(1.329) = 0.094 m?/s Qc = Q4 — Ов = 0.353 — 0.094 = 0.259 т?/5 
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11.54 Refer to Fig. 11-27. Suppose .p,/y = 6.5 ft, pp/y = 20 ft, and z, = zp. A pump in the 4000-ft pipe (flow from left 


to right) develops 30 ft of head. Find the flow rate in each pipe. Assume л = 0.013 for all pipes. 


i Qar = =- Оьес – Qarc = Ось 
: 6.5 — (А,;)лв —pslY 
Pal Y + hoump — (hy) pec 7 pcl Y 
Pcl'Y — (hy)src 7 pal Y 
PclY — (hy)co = 20 
h,—n ?^v?L/ (1.486R?^ Улв = Оль Адв = Олв/[(12)(3)/4] = 0.31830 
(№) дв — (0.013) (0.3183, 5) (500)/ ((1.486)[(83)/4]?)? — 0.0097690%, 
Vnsc 7 Qssc/[(2)(3$)^/4] 7 0.56590 5 c 
(hy) ec = (0.013) (0.56590 5.) (4000)/ {(1.486)[(#)/ apy = 0.3625 Q5ec 
Овес = Qsrc/[Gr)G2/4] = 1.2730ькс 
(hy) src 7 (0.013) (1.273 54) (5000)/ ((1.486)[G2)/4P^ Y — 3.9380 5c 
Ucp — Осы/((л)(% $y/4] — 0.5659Qcp 
(hye = (0.013)"(0.5659Qcp)’(1000)/ {(1.486)[(72)/4]°}? = 0.090630 ep 
Substitute Eqs. (6), (7), (8), and (9) into Eqs. (2), (3), (4), and (5), respectively, and then solve 
simultaneously between Eqs. (2), (3), (4), and (5), introducing also Eq. (1). Two equations result, such as 
Бес — 20ъесОвкс — 37.40Q arc = —132 asc + 10.7 Qi rc = 82 
By trial and error, Qarc = 6.25 cfs and Qarc = 2.00 cfs. Hence, Qi = 6.25 — 2.00 = 4.25 cfs. 


(1) 
(2) 
(3) 
(4) 
D 
(6) 
2 
(8) 


(9) 
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In Fig. 12-1, find the flows for the following data: L, — 200 m, D, = 300 mm, €,/D, = 0.0002, z, = 700m, 
pi77 atm; L, = 300 m, D, — 350 mm, €,/D, = 0.00015, z, = 400 m, p, = 2 atm; L, = 400 m, D, = 400 mm, 
€4/ D, — 0.0001, 2, — 100 m, p, —3 atm. The fluid is water with v — 0.113 x 10 ? m?/s. 


I We first calculate H,, H,, and Hy. Thus, H, = z, + (7)(pam)/¥ = 700 + (7)(101 325)/9806 = 772.3 m, 

Н, = 2, + (2)(Pam)/¥ = 400 + (2)(101 325) /9806 = 420.7 m, H; = 23 + (3)(Paun)/¥ = 100 + (3)(101 325)/9806 = 
131.0 m. Now estimate H, = 380 m. We will hence use the continuity equation for test purposes. We can then 
say that (772.3 ~ 380) = (1/g)f,(200/0.300)(V7/2), (420.7 — 380) = (1/g)f,(300/0.350)(V3/2), (380 — 131.0) = 
(1/g)f,(400/0.400)(V3/2). Estimating f, = 0.014, f, = 0.013, and f, = 0.012, we can compute velocities and the 
flows q;. We get 


V,-2872m/s 4, = (л/4)(0.3008)(28.72) = 2.03 m?/s 
V,-8.465m/s q,= (/4)(0.3507)(8.465) = 0.814 m?/s 
V,=20.18m/s 4, = (л/4)(0.4002)(20.18) = 2.536 т?/5 


We see that (q, + q2) > q2- As a second estimate, we increase H; and use more accurate friction factors. Using 
the preceding velocities, we now find a second set of friction factors: (Nz), = (28.72)(0.300)/(0.0113 x 10-*) = 
7.625 x 10°, f, = 0.014; (Nz). = (8.465)(0.350)/(0.0113 х 10-*) = 2.622 х 10%, р = 0.0134; (№), = 
(20.18)(0.400)/(0.0113 x 10 *) = 7.143 x 106, f, — 0.012. Suppose we next choose H, to be 400 m. Thus, we still 
use the continuity equation. We get the following results: V, — 27.98 m/s, q, — 1.977 m?/s; V, — 5.95 m/s, 
2 = 0.5721 m/s; V, — 20.97 m/s, q4 — 2.635 m?/s. 

Note that (qi + q2)<q@3. We now interpolate to get the final result. That is, H, = 380m gave us a value 
(qı + q2) — q3 = 0.308, while H, = 400 m gave us a value (q, + q2) — q3 = —0.0859. Hence we choose a final H; to 
be H, = 380 + [0.308/(0.308 + 0.0859)}(400 — 380) = 396 m. For this we get q, = 1.988 m?/s = 1988 L/s, q2 = 
0.6249 m?/s = 624.9 L/s, q3 = 2.616 m’/s = 2616 L/s. We come very close to satisfying the continuity equation so 
the above are the desired flows. 








| Datum Fig. 12-1 


The three-cistern system of Fig. 12-2 contains water at 5°C, compute the three volumetric flows, given: 

L, = 2000 m, L, = 2300 m, L, = 2500 m; D, = 1 m, D, = 0.60 m, D, = 1.20 m; €,/D, = 0.00015, €,/D, = 0.001, 
€4/ D, = 0.002. 

B. We assume initially a junction head h, = z; + (p;/ y) = 80 m. Using h, — f (L/d)(v^/2g) for each branch we 
get: 


(120 — 80) = f,(2000/ 1)(v3/2g) (100 9^ = f,(2300/0.60)(v2/ 2g) (80—28) = f,(2500/1.20)(v3/2g) 
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Guessing f, = 0.013, f, = 0.020, f, = 0.023, we obtain E 
v,=5.494m/s О, = (л/4)(12)(5.494) = 4.315 т2/5 
v,=2.262m/s 0, = (л/4)(0.60)2(2.262) = 0.6396 2/8 


v, =4.6136m/s | Q4— (x/4)(1.2) (4.6136) — 5.218 m?/s 
Checking with the continuity equation, 
Qi; * Q;— 4.955 


Оз- 5219) А = (Qi * Оз) - Q.-0.2629 


we decrease h, to 76m. Then | 
(120 — 76) = 0.013(®°)(1/28) о, = 5.7613 т/ѕ О, = 4.5249 т?/5 
(100 — 76) — 0.020(2300/0. 6) (v2/2g) v; — 2.4779 m/s О» = 0.7006 m?/s 
(76 — 28) = 0.023(2500/1.20)(v3/2g) v3 = 4.4326 m/s Q; = 5.0132 m?/s 


Qt - 5220) A=0.213 m/s 
Interpolation now yields: 
h, = 80 — [0.2629/(0.213 + 0.2629)](4) = 77.7903 m 

v, = 5.643 m/s QO, = 4.432 m3/s 

v; — 2.3837 m/s О» = 0.674 m?/s 

0з= 4.5145 т/ѕ Q;,= 5.106 m°/s 
Checking: | 

. Q, + Q2 = 4.432 + 0.674 = 5.106 45 = 5.106 О.К. 

Therefore, Q, — 4.39 m?/s, Q; — 0.661 m?/s, Q, — 5.048 m?/s. | 





Fig. 12-2 


The system of Fig. 12-3(a) holds water at 60 °F. Data are: p = 50 psig; z, = 700 ft, L, = 2000 ft, D, = 3 ft, 
(€/D), = 0.001; z, = 650 ft, L, = 2500 ft D, = 3.5 ft, (€/D), = 0.002; z,= 100 ft, L, = 2200 ft, D, = 4 ft, 
(€/D); = 0.002. Determine the three pipe flows. 


I The heads for the free surfaces are h, = 700 ft, h, = 650 ft, hs = 100 + (50)(144)/62. 4 — 215.4 ft. Initially we 
take h, to be 450 ft. Applying hy = f(L/d)(v?/2g), 


(700 — 450) —f.(2000/3)(vi/2g) ' . (650— 450) — f((2500/3.5)(v2/2g) 
(450 — 215.4) = f,(2200/4)(v3/2g) 
Guessing f, = 0.02, f, — 0.023, f, — 0.023, we solve for the velocities and flows: _ 
v, =34.75 ft/s © О0,=245с% v,=28.0ft/s Q, = 269.4 cfs 
v3 = 34.56 ft/s О» = 434.3 cfs 


304 [ CHAPTER 12 


Checking continuity: Q, -- Q; — 245 4 269.4 = 514 cfs, Q; = 434.3 cfs; A = 79.7 cfs. We increase h, to 475 ft. 
(700 — 475) = (0.02)(2000/3)(v?/2g) (650 — 475) — (0.023)(2500/3.5)v2/2g 
(475 — 215.4) = (0.023)(2200/4)(v3/2g) 
from which 


_U, = 32.96 ft/s Q, = 233 cfs U2 = 26.19 ft/s О, = 252 сіѕ Us — 36.35 ft/s Q; = 456 cfs 
- e 


Check continuity again: Q, + Q2 = 485, Q, = 456 ft/s; A = 29.0 cfs. Extrapolating A to zero [Fig. 12-3(b)], we 
get h; = 487 ft: 


(700 — 487) = (0.02)(2000/3)(v2/2g) (650 — 487) = (0.023)(2500/3.5)(v2/2g) 
(487 — 215.4) — (0.023)(2200/4)(v2/2g) 
vı = 32.07 ft/s Q, = 226.7 cfs v; — 25.27 ft/s Q = 243.2 cfs 
U3 = 37.185 ft/s Q; = 467.3 cfs 


Check continuity: Q, - Q; — 469.9, Q4 — 467.3 ft®/s; close enough. Therefore, Q, = 227 cfs, Q2 = 243 cfs, 
О» = 467 cfs. 





777 7 450 470 490 810 530 hj 
fa) fb) 


12.4 In Fig. 12-4, valve F is partly closed, creating a head loss of 3.60 ft when the flow through the valve is 0.646 mgd 
(1.00 cfs). What is the length of 10-in pipe to reservoir A? 


І Q-1318ACR?S9s5?5* 100 = 1.318[(2)(22)2/41(80)(022)/4]°%(ов)%* 
Spp = 0.001414 ft/ft 

(h1) pp = (0.001414)(1000) + 3.60 = 5.01 ft 

If El; = 0, the grade line elevation at B — 20 — 5.01 = 14.99 ft. 
Spe = (14.99 — 0)/5000 = 0.002998 ft/ft 
Ope = 1.318[(л)(22)2/41(120)[022)/4]°%(0.002998)°5* = 2.25 92/5 
Оль = Ope ~ Opp = 2.25 — 1.00 = 1.25 ft?/s 
1.25 = 1.318[(2)(33)?/4](100)[C8)/4]° “(sas)” 


Sap = 0.003436 ft/ft = (hp)an/Lap | 0.003436 = (20 — 15 - 2)/L4n Lap 7 873 ft 


12.5 
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Fig. 12-4 


For the constant elevations of the water surfaces shown in Fig. 12-5a, what flows will occur? 


I Because the elevation of the hydraulic grade line at C cannot be computed (all flows unknown), the problem 
will be solved by successive trials. A convenient assumption is to choose the elevation of the hydraulic grade 
line at C at 190.0 ft. By so assuming, flow to or from reservoir B will be zero, reducing the number of 
calculations thereby. With this assumption, 


Q —-1.318ACR? 9,95 Sac = (212.0 — 190.0)/8000 = 0.002750 ft/ft 
О лв = 1.318[(2)(23)2/410100)[(22) /41°%(0.002750)°°* = 11.1 ft?/s 
Scp = (190.0 — 100.0)/4000 = 0.02250 ft/ft 
Qc» 7 1.318[(2)(8Y/4](100)[(33)/4]* 55(0.02250)*5* = 5.57 ft?/s (away from C) 
Examination of these values of flow indicates that the grade line at C must be higher, thereby reducing the flow 


from A and increasing the flow to D as well as adding flow to B. In an endeavor to “straddle” the correct 
elevation at C, assume a value of 200.0 ft. Thus, for elevation at C — 200.0 ft, 


Sac = (212.0 — 200.0)/8000 = 0.001500 ft/ft 
Qas — 1.318[(7:)(32)/4](100)[(53)/4]* * (0.001500)95* = 7.99 ft?/s 
Sep = (200.0 — 100.0)/4000 = 0.02500 ft/ft 
Qc» 7 1.318[(2) 3/4] (100)[(33)/4]5*(0.02500)9^* — 5.90 ft?/s (away from C) 
$св — (200.0 — 190.0)/4000 — 0.002500 ft/ft 
Осв- 1.3186 (л)(12)/41(120/(43)/412%(0.002500)254 -- 4.35 42/8 (away from C) 
The flow away from C is 5.90 + 4.35, or 10.25 ft?/s compared with the flow to C of 7.90 ft /s. Using Fig. 12-55 to 
obtain a guide regarding a reasonable third assumption, connect plotted points R and S. The line so drawn 
intersects the (Q.. — Qaway) zero abscissa at approximately Q,, — 8.8 ft?/s. Inasmuch as the values plotted do not 
vary linearly, use a flow to C slightly larger, say 9.2 ft?/s. For Q = 9.2 ft?/s to C (i.e., Qas = 9.2 ft’/s), 
9.2 = 1.318[(2) (25)2/41(100)[)/4]9%5° 5, 5,4c = 0.001948 ft/ft; (Ay)4c = (0.001948)(8000) = 15.6 ft. Then, the 
hydraulic grade line at C will be 212.0 — 15.6 = 196.4 ft. 
Scp = (196.4 — 100.0)/4000 = 0.02410 ft/ft 
Qc» 7 1.318[(x) (8) /4](100)[(32)/4]* 90.0241095* — 5.78 ft?^/s (away from C) 
$cg — (196.4 — 190.0)/4000 — 0.001600 ft/ft 
Ось = 1.318[(л)(15)2/41(120)[(:8)/4]°°0.001600°°* = 3.42 2/5 (амау from C) 
The flow away from C is 5.78 + 3.42, or 9.20 ft?/s compared with the flow to C of 9.2 ft/s; hence these values of 
Олс, Ось, and Qc, must Бе О.К. 


Three pipes connect three reservoirs as shown in Fig. 12-6 at these surface elevations: z, = 20m, 2, = 100 m, and 
2, — 40 m. The pipe data are 


pipe L,m d,m €, mm «/d 
1 100 8 0.24 0.003 
2 150 6 0.12 0.002 
3 80 4 0.20 0.005 
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, — 100.0 130 +5.53 


(Qio = Qaway) (b) 





Fig. 12-5 
The fluid is water, p = 1000 kg/m?, and v — 1.02 x 1075 m?/s. Find the resulting flow in each pipe, neglecting 
minor losses. 


I Asa first guess, take h, equal to the middle reservoir height, z, — h; — 40 m. This saves one calculation 
(Q; — 0) and enables us to get the lay of the land: 


reservoir h,,m z —h,,m Í V,, m/s Q;, n?/h ыа, 

1 ET —20 0.0267 —3.43 -62.1 1250 

2- 40 60 0.0241 4.4 45.0 2500 

3 40 0 0: 0 2000 
ХО--171 


Since the sum of the flow rates toward the junction is negative, we guessed h, too high. Reduce h, to 30m and 
repeat: 





reservoir h;, m z; —h,,m Í V, m/s О,, т? /ћ 
1 30 —10 0.0269 —2.42 -—-43.7 
2 30 70 0.0241 4.78 48.6 
3 30 10 0.0317 1.76 8.0 
УО = 12.9 


This is positive X Q, and so we can linearly interpolate to get an accurate guess: h, ~ 34.3 m. Make one final 
list: . 





reservoir h;,m z, №, т Í V,m/s . Q,,m/h 
1 34.3 —14.3 0.0268 —2.90 —52.4 
2 34.3 65.7 0.0241 4.63 47.1 
3 34.3 5.7 0.0321 1.32 6.0 
Xo- 07 


This is close enough; hence we calculate that the flow rate is 52.4 m?/h toward reservoir 3, balanced by 
47.1 m?/h away from reservoir 1 and 6.0 m’/h away from reservoir 3. 

One further iteration with this problem would give h, = 34.53 m, resulting in Q, = —52.8, Q. = 47.0, and 
Q; — 5.8 m?/h, so that © Q = 0 to three-place accuracy. 





12.7 
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For the three-reservoir system of Fig. 12-7, z, = 29 m, L, = 80m, z, = 129m, L, = 150 m, z, — 69 m, and 
L;=110m. All pipes аге 250-mm-diameter concrete with roughness height 0.5 mm. Compute the flow rates for 
water at 20°C. 


Bh, =(f)(L/d)(v?/2g). Guess h, = 69 m: (hy), = zı — ha = 29 — 69 = —40 m, €/d = 0.5/250 = 0.00200 (for all 
pipes), Nz = du/v. Try v, 2 10 m/s: (N4), — (0.250)(10)/(1.02 x 1075) — 2.45 x 105. From Fig. A-5, f, = 0.0235. 
40 —0.0235[80/0.250] (v2/[(2)(9.807)]) {vı = 10.21 m/s 
(№), = (0.250)(10.21)/(1.02 х 107%) = 2.50 х 10° А= 0.0235 (OX.) 
Q, = Av = [(%)(0.250)?/4](10.21) = 0.5012 m?/s (away from a) 
(hj), 9 z, — h, 2129 — 69 — 60m 
Try v; — 10 m/s: 
(№), = (0.250)(10)/(1.02 х 1075) = 2.45 х 10° fa = 0.0235 
60 = 0.0235[150/0.250]{v2/[(2)(9.807)]} v =9.136 m/s 
(№), — (0.250)(9.136)/(1.02 x 1076) = 2.24 x 10° f, = 0.0235 (O.K.) 
О, = [(2)(0.250)2/4](9.136) = 0.4485 т>/ѕ (toward а) 
(hj) 2 z, — №, = 69 – 69 = 0 т | 
Hence, Q3 = 0; Qio a — Qu; — 0.4485 — 0.5012 — —0.0527 m?/s. Hence h, must be a little lower. Try 
h, — 68.5 m: (hj), — z, — h, — 29 — 68.5 — —39.5 m. Try v, = 10 m/s: 
(№), = (0.250)(10)/(1.02 х 1075) = 2.45 х 10° А = 0.0235 
39.5 — (0.0235)[80/0.250] (v?/[(2)(9.807)]) v, — 10.15 m/s 
(№), = (0.250)(10.15)/(1.02 х 1075) = 2.49 х 10° А= 0.0235  (O.K) 
О, = [(2)(0.250)2/4](10.15) = 0.4982 т?/ѕ (away from a) 
(hj) — z; — h, = 129 — 68.5 = 60.5 т 
Try v; — 10 m/s: 
(№), = (0.250)(10)/(1.02 х 107%) = 2.45 х 10% р = 0.0235 
60.5 = 0.0235[150/0.250]{v3/[(2)(9.807)]} о, = 9.174 m/s 
(№) = (0.250)(9.174)/(1.02 х 1076) = 2.25 х 10% р = 0.0235 (O.K.) 
Q, = [()(0.250)"/4](9.174) = 0.4503 m?/s (toward a) 
(А,)з = 23 — һ„ = 69 — 68.5 = 0.5 т 
Try v, — 1 m/s: 
(№), = (0.250)(1)/(1.02 х 107%) = 2.45 х 10° fs — 0.0244 
0.5 = 0.0244[110/0.250]{02/[(2)(9.807)])  v; = 0.9558 m/s 
(Nr) = (0.250)(0.9558)/(1.02 x 107°) = 2.34 x 10° А-9.024 (ОК) 
О, = [(2)(0.250)2/4](0.9558) = 0.0469 т>/ѕ (toward а) 
Qioa — Qtroma = (0.4503 + 0.0469) — 0.4982 = —0.001 m*/s 
Hence, Q, = 0.498 m?/s from a, and Q, = 0.450 m?/s and Q, = 0.047 m/s toward a. 


22 





Fig. 12-7 
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12.8 The three pipes in Fig. 12-8 are cast iron: d, —7 in, L, — 2000 ft; d; — 5in, L,— 1000 ft; d4 — 8in, L4 — 1500 ft. 
Compute the flow rates for water at 68 °F. 


Thy =(f)(L/d)(v?/2g). Guess h, = 48 ft: (hy), = 2, — В, = 18 — 48 = —30 m, (€/d), = 0.00085/(72) = 0.00146, 
Ng — dv[ v. Try v — 5 ft/s: (Nr) = (5)(5)/(1.02 x 105) = 2.86 x 10°. From Fig. A-5, f, — 0.0225. 
30 — 0.0225[2000/(75)]{v7/[(2)(32.2)]} v,—5.004 ft/s — (value of f, O.K.) 
Qi- Aw 7 [GO (5)/4](5.004) 2 1.337 fÜ/s — (away from J) 
(hy); — z; — h, 2 98 — 48 — 50 ft 
Try v; — 7 ft/s: 
(№), = ($)(7)/(1.02 x 1075) = 2.86 х 10 
(є/4), = 0.00085/(5) = 0.00204 р = 0.024 
50 = 0.024[1000/(3)]{v2/[(2)(32.2)]} о: = 7.477 8/5 
(№) = (5)(7.477)/(1.02 х 10-5) = 3.05 х 10° = 0.024 (OK) 
О» = [()(5)7/4](7.477) = 1.020 ft?/s (toward J) (hy)s = zs — hy = 48 — 48 =O Ft 
Hence, Q4 — 0; Qu; — Quo; 7 1.020 — 1.337 — —0.317 ft^/s. Hence h, must be a little lower. Try h, = 47.35 ft: 
(А;), = 2, — hy = 18 — 47.35 = —29.35 m. Try v, = 5 ft/s: 
(Nr), = (5)(5)/(1.02 x 1075) 2 2.86 x 10° f. 0.0225 
29.35 — 0.0225[2000/(55)] (v1/[(2)(32.2)]) vi—4950ft/s — (value of f, O.K.). 
Q; 7 [C0)(5)/4)(4.950) — 1.323 fÜ/s — (away from J) 
(hy); 7 z; — h, 2 98 — 47.35 — 50.65 ft 
Try v, —7.5 ft/s: 
(№) = (3)07.5)/(1.02 x 1075) 23.06 х 10° Б = 0.024 
50.65 = 0.024[1000/(3)]{v2/[(2)(32.2)]} v2 =7.525 ft/s (value of f, O.K.) 
Q.= [(%)(4)7/4](7.525) = 1.026 ft?/s (toward J) 
(hj) 9 z4 — h, 2 48 — 47.35 — 0.65 ft 
Try v, = 1 ft/s: 
(Ng) = (5)(1)/(1.02 х 1075) 2 6.54 x 10* 
(e/d), — 0.00085/(&) — 0.00128 f; 0.024 
0.65 = 0.024[1500/(%)] {v2/[(2)(32.2)]} оз = 0.8804 #/5 
(Nr) = (8)(0.8804)/(1.02 x 1075) — 5.75 x 10* Һ-0.04 (OK) 
| О» = [(x)(8)"/4](0.8804) = 0.307 ft?/s (toward J) 
Qui — Quos; 7 (1.026 - 0.307) — 1.323 = 0.010 ft?/s 
Hence, Q, = 1.323 ft’/s from J, and Q, = 1.026 ft?/s and Q = 0.307 ft?/s toward J. 


2. = 98 ft 


z34 7 48ft 





Fig. 12-8 


12.9 In Fig. 12-9 find the discharges for water at 20 °C with the following pipe data and reservoir elevations: 
L, = 3000m, D, =1m, €,/D, = 0.0002; L, = 600m, D, = 0.45 m, €2/D = 0.002; L, = 1000 m, D, —0.6 m, 
€3/D; = 0.001; 2; = 30 т, 2, = 18 т, 2, =9 т. 


1 Аѕѕите 2; +р,/у = 23 т. Тһеп 7 — f,(99)(V2/2g), f, — 0.014, V; — 1.75 m/s, О, = 1.380 т?/5; 5 = 
f:(600/0.45)(V3/2g), f, = 0.024, V.= 1.75 m/s, Q, = 0.278 m?/s; 14 = f,(1000/0.60)(V2/2g), fs = 0.020, Vs= 
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| 2.87 m/s, Q, — 0.811 m/s; so that the inflow is greater than the outflow by 1.380 — 0.278 — 0.811 — 0.291 m?/s. 
Assume z, + p,/y — 24.6 m. Then 5.4 — f.(3899)(V2/2g), f, — 0.015, V, — 1.534 m/s, Q, — 1.205 m/s; 
6.6 — f(600/0.45)(V2/2g), f, — 0.024, V, — 2.011 m/s, Q; = 0.320 m?/s; 15.6 = f,(1000/0.60)(V3/2g), 
№ = 0.020, У, = 3.029 т/ѕ, Оз = 0.856 т?/ѕ. The inflow is still greater by 0.029 m?/s. By extrapolating linearly, 
2, t pj] y 724.8 m, Q, — 1.183, Q; — 0.325, Q4 — 0.862 m?/s. 





Fig. 12-9 


12.10 Prepare a computer program to balance the flows in a system of N reservoirs connected by a common junction. 
Use the data of Prob. 12.9 to check out the program. 


i 10 REM B: N reservoirs with a common junction 
20 DEFINT I,N: DEF FNQ@(D1,D2, D3, DH) =D1 *DH&SLOG (D2+D3/DH) 
30 READ N,G,KV1S, 11: DATA 3,9.806,1.007E-6,15 
40 LPRINT: LPRINT"N,G,KVIS, II-";N;G;KViS; II 
SO ZMA=-1000!: 7м1=1000! 
60 FOR Is1 TO М: READ L (I) ,D(I) ,EP(I),Z«I) 
70 LPRINT"L,D,EP,Z-";L CI) ;DCI) ; EPCID; ZC€ 1) 
80 NEXT I 
90 DATA 3000.,1.,.0002,30.,600.,.45,.0009,18.,1000.,.6,.0006,9. 
100 FOR 1=1 ТО N: С=50к (640 (1) /1 (1) 5 Е1 (1) =, 96500010 (1) ^24С 
110 Е2(ІӘ-ЕР(1)/ (55,7% (10): ES(I)21.7848KVIS/ (DCI) 8C) * FUR EG. (5.8.15) 
120 IF Z«(I)»ZMA THEN ZMA-Z(ID) * ELEV. OF HIGHEST RESERVOIR 
130 IF Z(I)XZMI THEN ZMI-Z(I) ^ ELEV. OF LOWEST RESERVOIR 
140 NEXT I 
150 ҒОЯ 11=1 ТО 15: НЈОМ=. 54 (2МА+2МІ) : s=0! * START BISECTION METHOD 
160 FOR I-1 TON sHF=Z (1) -HJUN: HF S=SQR (ABS (HF) ) 
170 Q(1)=FN@Q(E1(1),E2¢1),63¢1),HEFS) &SGN (HF) 
180 5=5+0 (1): PRINT"HF,0,S-";HF;Q(1),S 
190 NEXT I 
200 IF S»0! THEN ZMI-HJUN ELSE ZMA-HJUN 
210 NEXT I1 
220 LPRINT"ELEVATION OF JUNCTION IS ";HJUN 
230 LPRINT“PIPE DISCHARGES ARE (POSITIVE INTO THE JUNCTION)“ 
240 FOR I=1 TO N: LPRINT"Q("$ I$; ")z"s$: LPRINT USING" 449.449 “3Q(1);5 
250 NEXT I: LPRINT 
N,G,KVIS, II2 3 9.806001 1.007E-06 15 
L,D,EP,Z- 3000 1 .0002 30 
L,D,EP,Z= 600 .45 .0009 18 
L,D,EP,Z= 1000 .6 .0006 9 
ELEVATION OF JUNCTION IS) 24.9901 
PIPE DISCHARGES ARE (POSITIVE INTO THE JUNCTION) 
Q¢ 1 )= 1.199 @( 2 )= -0.329 Q( 3 )= -0.9869 


12.11 Calculate the three volumetric flows іп Fig. 12-10. 
i (e/D)4, 21/2002 0.0050 (є/0)ь, = 1/200 = 0.0050 (€/D) cy = 3/300 = 0.0100 
far =0.032 = 0.032 fey = 0.088 № = (F (L/D) (v?/2g) = (f)(L/D*)(8Q"/ 827) 
28 — Һ, = 0.032[1000/(0.200)]{802,/[09.807)(2)2]) = 826502, 
25 — Һ, = 0.032[300/(0.200)]{802,/109.807)(л)?]) = 248002, 
№, – 15 = 0.038[600/(0.300)°1(802,/109.807)(2)2]) = 775.502, 
Тгу А, = 19 т: 
28 — 19= 826502, Qua, = 0.03300 m/s 25 19= 248005, Оһ; = 0.04919 т2/5 
19—15 = 775.502, Ос = 0.07182 т2/5 | 
Qu; — Quos; 7 0.03300 4- 0.04919 — 0.07182 = 0.01037 m?/s 
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Try h, 2 20 m: 
28 — 20 = 826504, Qa, = 0.03111 т?/5 25 – 20 = 248003, Оһ, = 0.04490 т?/5 
20 – 15 = 775.502, Qc, — 0.08030 m?/s 

Оз = Quos; 7 0.09111 + 0.04490 — 0.08030 = —0.00429 m?/s 

Try h, = 19.7 m: 

28 — 19.7 = 8265Q3; Qas = 0.03169 m°/s 25 — 19.7 = 248003, Оһ, = 0.04623 т?/ѕ 
19.7 – 15 = 775.502, Qc, — 0.07785 m?/s 

Qu; — Quos; 7 0.03169 -- 0.04623 — 0.07785 — 0.00007 m?/s 

Hence, Qc, = 77.8 L/s from J, and Q4, —31.7 L/s and Q,, — 46.2 L/s toward J. 


ZA :28m 





Fig. 12-10 


12.12. Calculate the five volumetric flows in Fig. 12-11. 
I hy = (f)(L/D)(v?/2g) = (f)(L/D*)(8Q7/g2”) 
h; ~ 78 = 0.025[600/(0.600)°]{8Q3/[(9.807)(2)]} = 15.94502 
h, — 88 = 0.030[600/(0.450)°]{8Q3/[(9.807)(2)"]} = 80.62402 
h; — hy = 0.030[900/(0.450)°]{8Q3,/[(9.807)(2)"]} = 120.9403, 
98 — h; = 0.030[300/(0.450)°]{8Q2,/[(9.807)(x)?]} = 40.31292 
88 — h, — 0.030[300/(0.450)*] (8Q5/[(9.807) (z^]) = 40.31203 
Try h, = 82 m: 
| 82 — 78 = 15.9459? 4 = 0.5009 m?/s 82 — 88 = 80.6240} О» = —0.2728 m/s 
h; — 82 = (120.94)(0.5009 — 0.2728)? h; = 88.29 m 
98 — 88.29 = 40.31202 Qc — 0.4908 m?/s 
88 — 88.29 = 40.3122, p — —0.0848 m?/s 


If the above values are correct, Q,; (0.5009 — 0.2728 = 0.2281 m*/s) must equal Qc + Qp (0.4908 — 0.0848 = 
0.4060 m?/s). Since they are not equal, try A, = 83 m and note that Q,,< Qc + Qo: 


83—78—15.945Q4  Q,20.5600 m)/s 83 — 88 = 80.62403 О» = —0.2490 m?/s 
< h, — 83 = (120.94)(0.5600 — 0.2490)? h; = 94.70 m 
98 – 94.70 = 40.31202. Qc = 0.2861 m?/s 
88 — 94.70 = 40.31203 Qp ^ —0.4077 m?/s 
If these values are correct, Q,; (0.5600 — 0.2490 = 0.3110 m?/s) must equal Qc + Qp 


(0.2861 — 0.4077 = —0.1216 m’/s). Since this time, Qj; Qc + Qp, the correct value of h; must be between 
82 m and 83 m. Try h, — 82.24 m: 


82.24 — 78 —15.945Q? Q4 — 0.5157 m?/s 82.24 — 88 = 80.62403 О» = —0.2673 т°/$ 
h, — 82.24 = (120.94)(0.5157 — 0.2673)? һ,=89.70т 
98 — 89.70 = 40.3120? 0<-0.4538 п?/в 
22 88- 89.70 = 40.3120% Qp = —0.2054 m?/s 
If these values are correct, Q;, (0.5157 — 0.2673 — 0.2484 m/s) must equal Qc + Q» 


"d 
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(0.4538 — 0.2054 = 0.2484 m?/s). Since they are in fact equal, the correct values must be Q, = 516 L/s, 
Ов = 2671/5, О,; = 248 L/s, Oc = 454 L/s, and Qp = 205 L/s. 





Fig. 12-11 


12.13 In Fig. 12-12, pipe 1 is 36-in smooth concrete, 5000 ft long; pipe 2 is 24-in cast iron, 1500 ft long; and pipe 3 is 
18-in cast iron, 4000 ft long. The elevations of water surfaces in reservoirs A and B are 300 ft and 250 ft, 
respectively, and discharge Q, is 50 ft?/s. Find the elevation of the surface of reservoir C. 


I hy = (f)(L/d)(v?/2g) (€/d), = 0.001/(3) = 0.000333. Na =du/v 
vı = Q,/A, = 50/[(x)(38)"/4] = 7.074 ft/s 
(Nr): = (38)(7.074)/(1.05 x 107°) = 2.02 x 10° 


From Fig. A-5, f; — 0.0157. (h,), — 0. 9157 5000/GDC. 074? /[(2)(32.2)]} = 20.33 ft, hy = 300 — 20.33 = 279.67 ft, 
(hy); — 279.67 — 250 = 29.67 ft. Assume f, = 0.0162 


29.67 —0.0162[1500/(22)] (v2/[(2)(32.2)) ^ v, — 12.54 ft/s 
(№), = (23)(12.54)/(1.05 х 1075) = 2.39 х 105 
(€/d), = 0.00085/(24) — 0.000425 Һ-0.0162  (O.K) 
О, = Agu, = [(2)(3)*/4](12. 54) = 39.40 ft?/s Q = 50 — 39.40 = 10.6 ft?/s 
v3 = 10.6/[()(48)?/4] = 5.998 ft/s (Nr) = (13)(5.998)/(1.05 х 107°) = 8.57 x 10° 
(€/d)3 = 0.00085/ (72) = 0.000567 Б = 0.0177 
(hy )3 7 0.0177[4000/(12)] (5.998?/[(2)(32.2)]) — 26.37 ft 
zc — 279.67 — 26.37 — 253.30 ft 


Hydraulic Grade Line 





Fig. 12-12 


12.14 In Prob. 12.13, suppose that the surface elevations of reservoirs A and C are 300 ft and 225 ft, respectively, and 
discharge Q, is 20 cfs into B; other data are unchanged. Find the surface elevation of reservoir B. 


І h; = (f)(L/d)(v"/2g) U2 = Q2/ A2 = 20/[()(12)°/4] = 6.366 ft/s Np = dv/v 
(Na); = (32)(6.366)/(1.05 x 1075) = 1.21 x 10° 
(€/d), = 0.000425 ^ (from Prob. 12.13) 
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From Fig. A-5, f, — 0.0168. (h,); — 0.0168[1500/(23)] (6. келе 2)]} = 7.93 ft. 
01- Оз- ` (1) 
(hy), + (hy)3 = 300 ~ 225 = 75 ft (2) 
We need to find an ^, in line 1 or 3 such that both Eqs. (1) and (2) are satisfied. Try (h,); = 64 ft and 
f; 7 0.0075: 64 = 0.0175[4000/(35)(v3/[2)(32.2)) ^ v, — 9.398 ft/s 
(Nr): = 1$(9.398)/(1.05 x 10 5) = 1.34 x 10° 
(є/4); = 0.000567 ^ (from Prob. 12.13) 
f+=0.0175 (ОК) Qs 7 Asvs 7 [(2)(32)^/4](9.398) — 16.61 ft?/s 
0,-16.61=20 Q,=36.61 ft?/s 
= 36.61/[(2)(38)?/4] = 5.179 ft/s (Ма), = (2)(5.179)/(1.05 х 1075) = 1.48 х 10% 
(є/4), = 0.000333 ^ (from Prob. 12.13) fı = 0.0158 
(hy), = 0.0158[5000/(3)]{5.1797/[(2)(32.2)]} = 10.97 ft 
Zes = Z4 — (hy); — (hj) = 300 — 10.97 — 7.93 = 281.1 ft 


12.15 Given, in Prob. 12.14, that discharge Q; is 20cfs out of reservoir B, find the elevation of the surface of B. 
B Asin Prob. 12.14, (hy). = 7.93 ft, but Eq. (1) becomes 


Q;~ Q, = 20 (1) 
Equation (2) is the same as in Prob. 12.14; that is, 
(Ay), + (hy)s = 300 — 225 = 75 ft (2) 
We need to find an л, in line 1 or 3 such that both Eqs. (1) and (2) are satisfied. Try (hj); — 77 ft and 
В = 0.0175: 


77 = 0.0175[4000/(48)]{v2/[(2)(32.2)]} +з = 10.31 ft/s 
(Ng), — (18)(10.31)/(1.05 х 1075) = 1.47 х 10° 
(є/4). = 0.000567 (from Prob. 12.13) 
fs = 0.0175 (O.K.) 
Q5 — Asv; » [(2)(5)?/4](10.31) — 18.22 ft? /s 18.22 — Q, = 20 
О, = —1.78 ft /s (i.e., flow is into reservoir A) 
z 1.78/[(2)(12)^/4] » 0.2518 ft/s 
(No, $)(0.2518)/(1.05 x 1075) 2 7.19 x 10* 
(€/d), = 0.000333 (from Prob. 12.13) fı = 0.0208 
(hy), = 0.0208[5000/(3$)]{0.2518?/[(2)(32.2)]} = 0.03 ft 
Zp = 2, + (hy), + (hy)2 = 300 + 0.03 + 7.93 = 308 ft 
12.16 In Fig. 12-12, assume that 1, 2, and 3 represent 900 m of 60-cm, 300 m of 45-cm, and 1200 m of 40-cm, 


respectively, of new welded steel pipe. The surface elevations of A, B, and C are 32 m, 20 m, and 2 m, 
respectively. Estimate the water flows in all pipes. 


І (€/d), = 0.000046/(0.60) = 0.0000767 (€/d) = 0.000046/(0.45) = 0.0001022 
(€/d)s = 0.000046/(0.40) = 0.001150 _ 


Assuming complete turbulence (high Reynolds numbers), friction factors for these values of (€/d) will be 
f; — 0.0115, f; — 0.0122, and f, — 0.0126. 


h; = (/)(1./4)(%°/2в) = С/)(1./45у(8О0°/вл?) 
(А), = 0.0115[900/(0.60)°]{8О01/[(9.807)(ж)?]} = 11.0007 
(hy), — 0.0122[300/(0.45)*| (8Q2/[(9.807)(x^]) — 16.3902 
(hy)s — 0.0126[1200/(0.40)*] (8Q2/[(9.807)(x)?^]) — 122.002 
32 — 11.009? =h, (1) 


12.17 


12.18 
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h,— 16.3902 = 20 or 20 — 16.3902 =h, (2) 
| h, - 122.002 -2 (3) 
Q:=Q:+ Q; or Qit Q-Q; (4) 


Assume no flow in pipe 2, in which case h, = 20 m. 32 — 11.00Q7 = 20, Q? = 1.091; 20 — 122.0Q? = 2, 
03 = 0.1475. Since Q, > Qs, flow must be into reservoir B, and h; » 20 m. By trial and error, h; = 23.5 m. 
32 ~ 11.0007 = 23.5, Q, = 0.879 m?/s; 23.5 — 16.3993 = 20, Q, — 0.462 m?/s; 23.5 - 122.0022 2, Q,— 
0.420 m/s. Check Eq. (4): 0.879 = 0.462 + 0.420, 0.879 = 0.882 (close enough). Check the Reynolds numbers 
for normal temperature: 
Nz = du/v ө, = 0.879/[(2)(0.60)?/4] = 3.109 m/s 
(Nr); = (0.60)(3. 109)/(1.02 x 1075) = 1.83 x 10° 
0) = 0.462/[(2)(0.45)/4] = 2.905 т/ѕ 
(№) = (0.45)(2.905)/(1.02 х 107%) = 1.28 х 10° 
0з = 0.420/[(2)(0.40)2/4] = 3.342 m/s 
(№), = (0.40)(3.342)/(1.02 х 107%) = 1.31 х 10° 
From Fig. A-5, f = 0.0135 approximately for all pipes; hence, the above flows should be multiplied by 


(0.012/0.0135), giving О, — (0.012/0.0135)(0.879) — 0.781 m?/s, Q; = (0.012/0.0135)(0.462) = 0.411 m?/s, 
Q; = (0.012/0.0135)(0.420) = 0.373 m?/s. Further refinement of these approximations is not justified. 


Suppose that, in Fig. 12-12, pipe 1 is 1500 ft of 12-in new cast iron, pipe 2 is 800 ft of 6-in wrought iron, and pipe 
3 is 1200 ft of 8-in wrought iron. The water surface of reservoir B is 20 ft below that of A, while junction J is 
40 ft below the surface of A. When the pressure head at J is 30 ft, find the flow in each pipe. 


І (А,), = 40 – 30 = 10 ft (hy); = (40 — 20) — 30 = —10 ft hy = (f)(L/d)(v?/2g) 
Assume f, = 0.019: 
10 = 0.019[1500/(2)1(22/10)(32.2)]) о, = 4.754 #/5 =du/v 
(№), = (2)(4.754)/(1.05 х 107) = 4.53 х 10° (є/4), = 0. "n 2) = 0.00085 


From Fig. A-5, f, = 0.0198. Try f, — 0.0198: 
10 — 0.0198[1500/(12)] (v1/[(2)(32.2)]) v, = 4.657 ft/s 
(№), = (22)(4.657)/(1.05 х 1075) = 4.44 х 10° ў = 0.0198 (ОК) 
О, = Ау, = [(2)(12)2/4](4.657) = 3.658 ft/s 
Assume f, = 0.015: 
10 = 0.015[800/($)](v2/[(2)(32.2))  v2= 5.180 ft/s 
(Na), 7 ($)(5.180)/(1.05 x 10 5) 2 2.47 x 10 (є/4), = 0.00015/(%5) = 0.00030 У = 0.0175 
Try f = 0.0175: 
10 = 0.0175[800/(%)]{v3/[(2)(32.2)]} ^ v;— 4.796 ft/s 
(№), = (5)(4.796)/(1.05 х 10-5) = 2.28 х 10° Б = 0.0175 (О.К.) 
О» = [(л)(&)?/4](4.796) = 0.942 ft?/s О» = 0, — QO, = 3.658 ~ 0.942 = 2.716 ft?/s 
In the reservoir system of Fig. 12-13, z, = 210 ft, z, = 240 ft, z- = 130 ft, zp = 150 ft, BD = 3000 ft of 4-in cast 


iron pipe, AD = 2000 ft of 1-in steel pipe, and DC = 500 ft of 6-in cast iron pipe. Using f = 0.025 and neglecting 
minor losses, determine the flow in each pipe. 


B 5, - (f)(L/d)(v?/2g). Let po/y = —15 ft: 
(Ap) av = 210 — 150 — (—15) = 0.025[2000/(75)] {v4 n/[(2)(32.2)]} vap = 2.837 ft/s 
(Ay) ap = 240 — 150 — (—15) = 0.025[3000/(%)]{van/[(2)(32.2)]} Van = 5.482 ft/s 
(Ay cp = 130 — 150 — (— 15) = 0.025[500/(5)]{¥E/[(2)(32.2)]} vep =3.589 ft/s (away from D) 


If these velocities are correct, Q4» -- Qs) must equal Qcp: Q4p * Овь = [(ж)(чь)?/4](2.837) + 
(От)(5)7/4|(5.482) - 0.4939 Е?/5, Ось - [()($)^/4](3.589) = 0.7047 ft/s. Since they are unequal, try 


; 
i 
| 
i 
i 
i 
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Poly = —17 ft: 
(Ay) av = 210 – 150 – (—17) = 0.025[2000/(5)|{042/[02)(32.2)])) | vap = 2.875 ft/s 
(hy) ap = 240 — 150 – (17) = 0.025[3000/(1)]{7%/[02)(32.2)]) Vap = 5.534 ft/s 
(hy) cp = 130— 150 — (—17) 2 0.025[500/($))(v2,/[(2)32.2))  Ucp = 2.789 ft/s (away from D) 
Оль + Овь = [(2)()/4]0.875) + [(л)(1)2/41(5.534) = 0.4986 0/5 
QOcp = [(#)($)7/4](2.789) = 0.5476 6/5 
Qan + Qan is Still not equal to Ocp; try рь/у = ~17.4 ft: 
(Ay) ap = 210 ~ 150 — (—17.5) = 0.025[2000/(3)]{02/[02)(32.2)]) уль = 2.884 6/5 
(Ay) ep = 240 — 150 — (—17.5) = 0.025[3000/(%5)]{v5/[(2)(32.2)]} vao —5.547 ft/s 
(hy) cp = 130 — 150 — (—17.5) = 0.025[500/(%)]{vZn/[(2)(32.2)]} Ucn = 2.538 ft/s — (away from D) 
Оль + Qen = [(%)(4)7/4](2.884) + [(27)(4)7/4](5.547) = 0.4998 ft? /s 
Qco 7 [(x)($)y^/4)(2.538) — 0.4983 ft^/s 
Since Q4p + Qap iS close enough to Qc», take 
Qa» 7 [GO G5Y/4]2.884) 2 0.015 t? /s — (toward D) 
Qsp — [(G0)(5)/41(5.547) 2 0.483 fü /s — (toward D) 
Ось = 0.498 ft/s (away from D) 


Horizontal 





12.19 Three reservoirs A, B, and C whose water-surface elevations are z4 = 60 ft, zs = 50 ft, and z- = 32 ft, are 
interconnected by a pipe system with a common junction D, zp = 35 ft. The pipes are as follows: from A to 
junction, L = 800 ft, d =3:in; from B to junction, L = 500 ft, d = 10 in; from C to junction, L = 1000 ft, d = 4in. 
Assume f — 0.02 for all pipes and neglect minor losses and velocity heads. Determine whether the flow is into or 
out of reservoir B. 


B Assume no flow between B and D. 
hy = (f)(L/d)(v?/2g) (hy) 7 0.02[800/(35)] (v4/[(2)(32.2)]) = 0.993807, 
(А,) с = 0.02[1000/(4)]{v2/[(2)(32.2)]} = 0.931702, 
Aavg=Actc — [()G3)"/4](v,) = [(2)5)"/41 (ve) 
va = 1.778vc (hy)al (hy )c = 0.993802, /0.9317v2: = (0.9938)(1.7780)2/0.931702. = 3.372 


Hence, (hy) 4 = [3.372/(3.372 + 1)](60 — 32) = 21.60 ft, and zp = 60 — 21.60 = 38.40 ft. Since our no-flow 
assumption makes D too high (by 3.40 ft) relative to B, the flow must be out of B into D. 


CHAPTER 13 
Pipe Networks 


Develop the expression utilized to study flows in a pipe network (Hardy Cross method). 


f Тһе method of attack, developed by Professor Hardy Cross, consists of assuming flows throughout the 
network, and then balancing the calculated head losses (LH). In the simple looping pipe system shown in Fig. 
13-1, for the correct flow in each branch of the loop, 


LHasc = LH ape or LH,s5c - LH45c — 0 (1) 


In order to utilize this relationship, the flow formula to be used must be written in the form LH = kQ”. For the 
Hazen- Williams formula, this expression is LH — КО. 

But, since we are assuming flows Q,, the correct flow Q in any pipe of a network can be expressed as 
О = О„ + А, where A is the correction to be applied to Q,. Then, using the binomial theorem, 
kQ'* =k(Q, + A)'® =k(Q3* + 1.8593"! A +---). Terms beyond the second can be neglected since A is 
small compared with Q,. 

For the loop above, substituting in expression (1) we obtain k(Q1* - 1.88Q9 5 A) — k(QL85 - 1.85095 A) — 
0, k(QZ*9 — Q5) - 1.85k(Q0 5 — Q955) A — 0. Solving for A, 


A = -k(Q;" — Q27)/[1.85k(Q2 — Q275)] (2) 
In general, we may write for a more complicated loop, 
А= У, к01%(1.85 У ко") | (3) 
But kQ;5 2 LH and kQ?5* 2 (LH)/Q,. Therefore 
= —> (LH)/[1.85 5) (LH/Q,)] _ for each loop of a network (4) 


In utilizing expression (4), care must be exercised regarding the sign of the numerator. Expression (1) 
indicates that clockwise flows may be considered as producing clockwise losses, and counterclockwise flows, 
counterclockwise losses. This means that the minus sign is assigned to all counterclockwise conditions in a loop, 
namely flow Q and lost head LH. Hence to avoid mistakes, this sign notation must be observed in carrying out a 
solution. On the other hand, the denominator of (4) is always positive. 





Fig. 13-1 


In Fig. 13-2, for Q = 11.7 mgd total, how much flow occurs in each branch of the loop, using the Hardy Cross 
method? 


B Values of Q,, and Qi¢ are assumed to be 4.0 mgd and 7.7 mgd, respectively. The tabulation below is 
prepared, (note the —7.70 mgd), the values of 5 calculated by Fig. A-17, then LH = S x L, and LH/Q, can be 
calculated. Note that the large ©} LH indicates that the Q’s are not well-balanced. (The values were assumed 
deliberately to produce this large 5; LH, to illustrate the procedure.) 


assumed S, 
Dm ft/1000 ft LH,ft -  LH/Q, 


12 in pot a 97.5 3.15 
16in 3000 ft 4 ШЕЯ 


[|= 11.70 


^- M LH/[..85 Y) (LH/Q)] 7» — (448.6)/[1.85(30.8)] = —0.85 mgd 
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13.3 


Then the Q, values become (4.00 — 0.85) = 3.15 mgd and (—7.70 — 0.85) = —8.55 mgd. Repeating the 
calculation produces 





No further calculation is necessary, since the slide rule or chart cannot be read to the accuracy of 0.06 mgd. 
Ideally, } LH should equal zero, but this goal is seldom attained. 


5000'—12" 





С, = 120 Fig. 13-2 


For the pipe network giving pipe diameters and lengths and external flows entering and leaving the network as 
shown in Fig. 13-3a, find the flow rate in each pipe in the network. 


I The first iteration in carrying out the Hardy Cross analysis is given in the table below. A detailed 
explanation corresponding to steps in carrying out the procedure is given after the table. 


Iteration No. 1 
Loop I 


(2) (4) (5) (6) 
length, diameter, flow rate (Q), unit head loss, head loss (hy), 
ft/s ft/ft 
estimated or from pipe 
given given assumed diagram (2) x (5) 
















О) 






(6)/(4) 










Loop Il 








(4) (5) (6) (7) 
ріре flow rate (Q), unit head loss, head loss (hj), һ,/0, 
OP ft/ft té 


(6)/(4) 
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Step 1: Columns (1), (2), and (3) in the table above record given data. Flow rates recorded in column (4) are 
the initial flow rate estimates. These are listed on the sketch of Fig. 13-3b, but they are not “given” data. The 
flow rate of 14.00 cfs entering joint A was estimated to separate such that 7.00 cfs goes through pipe 1 and an 
equal amount goes through pipe 4. At joint F, since 7.00 cfs enters the joint from pipe 4 and 4.81 cfs leaves the 
joint externally, the flow rate in pipe 3 has to be 2.19 cfs (that is, 7.00 cfs — 4.81 cfs) in the direction away from 
joint F in order to satisfy the principle that the total flow entering a joint must be equal to the total flow leaving 
that joint. Remaining flow rates were estimated in a similar manner, making sure that for each joint the total 
flow entering equaled the total flow leaving. It should be noted that clockwise flows in each loop (such as in 
pipes 1 and 5) are indicated as positive, while counterclockwise flows (such as in pipes 3 and 6) are indicated as 
negative. It should particularly be noted that the flow in pipe 2 is clockwise with respect to loop I but 
counterclockwise with respect to loop II; hence, it is indicated as positive when listed in loop I and negative 
when listed in loop IT. 


Step 2: Unit head losses in column (5) are determined from Fig. A-13, based on diameters [column (3)] and 
flow rates [column (4)]. For example, pipe 1 has a diameter of 18 in and flow rate of 7.00 cfs; hence, the unit 
head loss is determined from Fig. A-13 to be 0.0034 ft/ft. Head losses in column (6) are determined by 
multiplying pipe lengths [column (2)] by unit head losses [column (5)]. For example, pipe 1 has a length of 
2000 ft and unit head loss of 0.0034 ft/ft; hence, the head loss is (2000 ft)(0.0034 ft/ft), or 6.800 ft. It should be 
noted that head losses are positive if their corresponding flow rates are positive and negative if their 
corresponding flow rates are negative. The A,/Q fractions in column (7) are determined by dividing head losses 
[column (6)] by flow rates [column (4)]. For example, pipe 1 has a head loss of 6.800 ft and a flow rate of 

7.00 cfs; hence, h,/Q is 6.800/7.00, or 0.971 s/ft?. 


Step 3: Algebraic sums of head losses are observed from the table to be —2.043 ft in loop I and 13.126 ft in loop 
II. Since these are not zero, the original estimated flows are not correct. 


Step 4: A flow rate correction (AQ) can be computed for each loop: AQ — —X h,/[n Y; (h,/ Q)]. (Since the 
Hazen- Williams formula is being used, n — 1.85.) (AQ): — —(—2.043)/[(1.85)(4.874)] — 0.23 cfs, 
(AQ) oop 1 = —(13.126)/{(1.85)(4.905)] = —1.45 cfs. 


Step 5: Adjusted flow rates for each pipe are determined by adding flow rate corrections to the previous rate 
for each pipe. These are as follows: — 


LoopI 


+0.23 


+0.23 + 1.45 
+0.23 
+0.23 





Loop П 












5 —1.45 

6 —1.45 —4.59 
7 —1.45 -7.14 
2 -1.45-0.23 


These adjusted flow rates are shown in Fig. 13-3c. It should be noted that the flow rate in pipe 2 was adjusted 
using flow rate corrections for both loops, since this pipe is common to both. It should be particularly noted that 
the sign of the flow rate correction for loop II was reversed when it was applied in loop I (and vice versa). 
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Step 6: Return to step 2 and repeat the entire procedure using adjusted flow rates. This is given in the table 
below. 


Iteration No. 2 


Loop I 






























(3) (4) (5) (6) 
pipe diameter, flow a (О), unit head loss, head loss (hj), h,/Q, 
no. ft/ft 8/66 








estimate or ‘om an 
given given assumed (2) х (5) 


(6)/4) 


Loop II 

















(4) 
flow e. (О), 


(5) 
unit head loss, 
ft/ft 


(6) 


head loss (hy), h,/Q 







(6)/(4) 





Since the algebraic sums of head losses are not both zero, new flow rate corrections must be computed. 
(АО), = —(0.023)/[(1.85)(4.637)] = 0.00 cfs, (AQ) oop i — —(1.839)/[(1.85)(3.447)] ^ —0.29 cfs. Revised flow 
rates for each pipe are determined using these flow rate corrections. These are as follows: 
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These adjusted flow rates are shown in Fig. 13-3d. Return to step 2 and repeat the entire procedure using these 
revised flow rates. This is given in the table below. 


Iteration No. 3 


Loop I 


(2) (3) (4) G (6) 
length, diameter, flow rate (Q), unit head loss, head loss (hp), 
ft/s ft/ft fe 
estimate or from pipe 
given given assumed diagram (2) x (5) (6)/(4) 





Loop II 


(2) (3) (4) (5) (6) 
length, diameter, flow rate (Q), unit P loss, head loss (Ry), 
ft^/ ғ 
estimate or from pipe 
given given assumed diagram (2) x (5) (6/(4) 





Since the algebraic sums of head losses are not both zero, new flow rate corrections must be computed. 
(AQ)hoop 1 = — (0.077)/[(1.85)(4.642)] = —0.01 cfs, (AQ Joop 1 = —(—0.053)/[(1.85)(3.060)] — 0.01 cfs. Revised 
flow rates for each pipe are determined using these flow rate corrections. These are as follows: 


Loop I 


+0.01 
+0.01 
+0.01 + 0.01 





These adjusted flow rates are shown in Fig. 13-3e. It would be appropriate to return to step 2 and repeat the 
entire procedure using these revised flow rates. However, an additional iteration (not shown) indicates that the 
next flow rate corrections would be no greater than 0.01 cfs, and further computation would appear to be 
wasted effort. Hence, the “new Q” values just before this paragraph are taken to be the correct flow rates for 
these pipes. ` 


Qe = 14.00 {03/8 








2000 ft 
18-in diameter 2200 ft 
B 12-in diameter Qour = 6.64 ft?/s 


ж 
900 ft С 


(2) 24-іп diameter > 


1100 ft 
24-in diameter 









750 ft 
18-in diameter 









2800 ft 


О... = 4.81 10/5 12-in diameter 2600 ft 


24-in diameter 


| * , 
(a) Pipe network Qam = 2.55 ft?/s 


14.00 ft?/s 













6.64 ft? /s 





3.50 ft*/s 





2.19 ft3/s 
4.81 ft?/s 





5.69 ft?/s 
(b) Initial flow rate estimates : 2.55 ІС /в 


14,00 ft?/s 


6.77 fF /s 6.64 ft? /s 


4.59 ft?/s 
7.14 (03/8 © 









4.81 ft?/s 
2.55 (03/5 
(c) Adjusted flow rates after Iteration No. 1. 
14.00 ft*/s 
A 7.23 ft/s 
6.64 ft? /s 
6.77 (02/8 
П 

© 4.88 ft3/s 


7.43 ft/s 



















4.81 ft/s 2 Е 
| 2.55 ft/s 
(d) Adjusted flow rates after Iteration No. 2 
7 14.00 {02/8 
7.22 103/8 
1.77 6/8 26,64 ГӘ/ 
6.78 ft3/s (D 

© І . 9 

5.45 48/82) п 
1.97 f?/s ; . (6) 4.87 f? /s 


7.42 ft?/s 
4.81 ft?/s © ТЕ - 


2.55 ft?/s 
(e) Adjusted flow rates after Iteration No. 3 Fig. 13-3 


4 
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13.4 For the pipe network shown in Fig. 13-4, find the rate of flow of water in each pipe. Assume C = 120 for all 
pipes. 
І 





AQ: = ~> hy/[n Dd) (h/ Q)] = —0.68/[(1.85)(3.406)] = -O.11 cfs АЛО = –35.02/[(1.85)(8.077)| = –2.34с 





AQ, = —3.45/[(1.85)(2.816)] = —0.66 cfs AQy = —7.36/[(1.85)(5.381)] = —0.74 cfs 





AQ, = —0.98/[(1.85)(2.588)] = —0.20 cfs AQn = —(—0.05)/[(1.85)(5.799)] = 0.00 cfs 
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AQ, = —(—0.11)/[(1.85)(2.630)] = 0.02 cfs АО = —0.16/[(1.85)(5.853)] = —0.01 cfs 


15 f? /s 







1500 ft, 18-in diameter 










500 ft 500 ft 
15-in 12-in 
diameter diameter 








. 5 13/5 
1500 ft, 15-in diameter 





500 ft 500 ft 
12-in 10-іп 
diameter diameter 





1500 ft, 12 in diameter 


5 103/8 | 502/5 Ер. 13-4 


13.5 The pipe network shown in Fig. 13-5 represents a spray rinse system. Find the flow rate of water in each pipe. 
Assume C = 120 for all pipes. 


De [n Dee pee eue e [na n 
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De [ee [ee ume [ eme [ee Dea ur a 





Qi- - Y, hil[n > (A, /Q)] = —(—6.84)/[(1.85)(323.4)] = 0.011 
АО 7 —(—5.04)/[(1.85)(198.0)} = 0.014 AQm = —0.00/[(1.85)(126.4)] = 0.00 





AQ, = -(-2.24)/((1.85)(316.6)] — 0.004: АО» = —(—1.30)/[(1.85)(208.6)] = 0.003 
АОш = —(—1.20)/[(1.85)(136.6)] = 0.005 





AQ, = —(—0.22)/{(1.85)(316.6)] = 0.000 AQn = —(—1.00)/[(1.85)(207.5)] = 0.003 
AQm = —(—0.22)/{(1.85)(140.2)] = 0.001 
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0.4 тз 600m 600 m 600 m 
300-mm 300-mm 300-mm 
diameter diameter D 
















diameter 










400 m 
250-mm 
diameter 


400 m 
250-mm 
diameter 








diameter diameter 







H 





600 m 
300-mm 300-mm 
0.1 m*/s diameter 0.1 m*/s diameter Q.1 m*/s diameter 0.1 m*/s Fig. 13-5 


13.6 The pipe network shown in Fig. 13-6 represents a small industrial park. Find the flow rate of water in each pipe. 
Assume C = 120 for all pipes. 





АО, = - Y hy /[n Y, (h,/Q)]  —(77.16)/[(1.85)(138.6)] = 0.028 AQu = —(—3.66)/[(1.85)(59.8)] = 0.033 


АОш = —4.79/[(1.85)(156.5)] = —0.017 AQry = ~11.18/[(1.85)(171.3)} = —0.035 
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AQ, = —2.34/{(1.85)(96.1)] = —0.013 AQy = —(—0.72)/{(1.85)(58.7)] = 0.007 
AQ = —2.03/{(1.85)(132.6)] = —0.008 AQyy = —(—1.08)/[(1.85)(125.8)] = 0.005 





AQ, = —(-1.12)/{(1.85)(106.6)} = 0.006 АОһ = —0.59/[(1.85)(54.3)] = —0.006 
AQin = —(—0.60)/{(1.85)(142.9)} = 0.002 AQ 7 —2.35/[(1.85)(151.4)] = —0.008 
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AQ, = —1.18/[(1.85)(99.6)] = —0.006 AQu = -(-0.34)/[(1.85)(57.2)] — 0.003 
АО 7 —0.74/[(1.85)(134.4)] = —0.003 AQ = —(—0.43)/[(1.85)(133.6)] = 0.002 


0.5 m?/s 


0.1 m?/s 


1000 m 1000 m 


500-mm 500-mm 
diameter diameter 







1200 m 1200 m 
400-mm 400-mm 
diameter diameter diameter 


1000 m 1000 m 
300-mm 400-mm 


diameter diameter 005 m?/s 


0.1 m?/s 
1200 m 1200 m 1200 m 
400-mm : 300-mm 300-mm 


diameter ` diameter diameter 


1000 m 1000 m 
400-mm 300-mm 


diameter diameter 


0.1 m?/s .. 005 m/s 0.1 m*/s Fig. 13-6 
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13.7 Compute the flow rate of water in each pipe of the network shown in Fig. 13-7. Assume C = 120 for all pipes. 


AB l 





ı = —(—0.81)/[(1.85)(1.518)] = 0.29 AQn = –0.41/[(1.85)(1.660)] = –0.13 
n = —4,73/[(1.85)(3.870)] = —0.66 AQw = —2.11/[(1.85)(3.449)] = —0.33 
AQy = —(—0.82)/[(1.85)(1.253)] = 0.35 AQy; = —0.17/[(1.85)(1.688)] = —0.05 
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AQ, = —0.31/[(1.85)(1.713)] 2 —0.10 АО, = —0.41/[(1.85)(2.295)] - —0.10 
AQin = —0.89/[(1.85)(2.841)] = —0.17 AQ = ~(~0.18)/[(1.85)(3.528)] = 0.03 
AQ, - —0.41/[(1.85)(1.530)] 2 —0.14 AQy, = —(—0.56)/[(1.85)(1.471)] = 0.21 
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0.00050 
0.00020 
—0.0000031 

—0.00045 





AQ; 7 -(-0.01)/[(1.85)(1.760)] — 0.00 AQu 7 —0.48/[(1.85)(2.295)] - —0.11 
AQin = —0.30/[(1.85)(2.516)] = —0.06 AQ = —0.16/[(1.85)(3.484)] = —0.02 


AQy = —(—0.18)/[(1.85)(1.622)] = 0.06 АОм = –0.24/[(1.85)(1.643)] = —0.08 


10 102/8 : 2 ft?/s 


2000 ft 2000 ft 2000 ft 


24-in 24-in 15-in 
diameter diameter diameter 







3000 ft 3000 ft 3000 ft 3000 ft 
24-in 15-in 15-in 12-in 
diameter diameter diameter diameter 


1.5 ft?/s 1.5 ft?/s 


2000 ft Í 2000 ft 2000 fe 
18-in : 18-іп 18-іп 
diameter diameter diameter 


3000 ft 3000 fe 3000 ft 3000 ft 
18-in 15-in 15-in 12-in 
diameter diameter diameter diameter 


2000 ft 2000 ft ` 2000 ft 
24-in 18-in 15-in 


diameter diameter diameter 


2 ft?/s 3fe/s Fig. 13-7 
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13.8 Water flows through the piping system shown in Fig. 13-8 with certain measured flows indicated on the sketch. 
Determine the flows throughout the network. Use C — 120 throughout. 


+0.31 — (0.13) = +0.18 
+0.31 — (0.50) = —0.19 
+0.31 


+0.13 

+0.13 

+0.13 — (—0.12) = +0.25 
-1.48 1.48 +0.13 – (0.31) = —0.18 


У = ~2.76 11.39 


+0.50 — (+0.31) = +0.19 
+0.50 — (—0.12) = +0.62 
+0.50 
+0.50 


У = —13.48 14.77 
9.45 6.30 —0.12 – (0.13) = —0.25 
5.92 5.92 —0.12 


—4.44 4.44 —0.12 
—5.92 5.92 —0.12 — (0.50) — —0.62 


У=+5.01 22.58 


A, = —(—3.29)/[1.85(5.64)] = +0.31 Au = —(—2.76)/[1.85(11.39)] = +0.13 
Aim = —(—13.48)/[1.85(14.77)] = +0.50 Av = ~(+5.01)/[1.85(22.58)] = —0.12 





For line EF in loop I, its net A term is (A; — Ay,) or [+0.31 ~ (+0.50)] = ~-0.19. It will be observed that the A 
for loop I is combined with that of the A for loop III since the line EF occurs in each loop. In similar fashion, 
for line FE in loop III, the net A term is (Ay, — A;) or [+0.50 — (+0.31)] = +0.19. Note that the net A’s have 
the same magnitude but opposite signs. This can readily be understood since flow in EF is counterclockwise for 
loop I, whereas flow in FE in loop III is clockwise. 


ә. 
“ey o 
МУ А зооо-%” B 3000-20" С 


—»-]1 mgd 


4000'—24" 
4000'—16" 


D. 2.5 mgd 


3000'—16" “ 3000-12” 


9; » 
%у 


4000-16” 
4000-12” 





Pn 


8000-16” 8000-12” 


2 
2 mgd 2 mgd ^e, Fig. 13-8 
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In determining the values of Q, for the second calculation, Q45 = (4.00 + 0.31) = 4.31 mgd whereas 
Qer = (—2.00 — 0.19) = —2.19 mgd and Q;, = (—6.00 + 0.31) = —5.69 mgd. 


+0.20 

+0.20 + negl = +0.20 
+0.20 — (—0.06) = +0.26 
+0.20 


negl 
negl 
negl — 0.19 — —0.19 
negl — 0.20 — —0.20 


—0.06 — 0.20 — —0.26 
—0.06 — 0.19 = —0.25 
—0.06 
—0.06 


+0.19 + negl = +0.19 
+0.19 

+0.19 . 

+0.19 — (—0.06) = +0.25 


—0.02 — 0.12 = —0.14 
—0.02 — 0.12 2 —0.14 
—0.02 


+0.12 
+0.12 
+0.12 + 0.02 = +0.14 
+0.12 + 0.02 = +0.14 


+0.12 + 0.02 = +0.14 
+0.12 + 0.02 = +0.14 
+0.12 
+0.12 


—0.02 — 0.12 — —0.14 
--0.02 
-0.02 
—0.02 — 0.12 = —0.14 





У = +0.98 24.49 
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13.9 


| For the piping system of Prob. 13.8, if the elevation at point A is 200.0 ft and the pressure head is 150.0 ft and 


the elevation at J is 100.0 ft, find the pressure head at J. 


B The elevation of the hydraulic grade line at A is (200.0 + 150.0) = 350.0. The lost head to 1 сап be calculated 
by any route from A to J, adding the losses in the usual manner, i.e., in the direction of flow. Using ABEHI we 
obtain LH, oz = (6.06 + 2:72 + 10.72 + 3.93) = 23.43 ft. As a check, using ABEDI, LH = (6.06 + 2.72 + 8.91+ 
6.72) = 24.41 ft. Using a value of 24 ft, the elevation of the hydraulic grade line at J = (350.0 — 24.0) = 326.0 ft. 
Hence the pressure head at I = (326.0 — 100.0) = 226.0 ft. 


If the flows into and out of a two-loop pipe system are as shown in Fig. 13-9, determine the flow in each pipe. 
The K values for each pipe were calculated from the pipe and minor loss characteristics and from an assumed 
value of f. 


ШЕ Asa first step, assume flow in each pipe such that continuity is satisfied at all junctions. Calculate AQ for 
each loop, make corrections to the assumed Q’s and repeat several times until the AQ’s are quite small. Asa 
final step the values of f for each pipe should be checked against the Moody diagram and modified, if necessary. 





First approximation After second correction — Fig. 13-9 


left loop right loop 


1 x 60? = 3 600 1x2x 60-120 4 x 50° = 10 000 4x 2x 50 = 400 
4x10?= 400 4x2x10= 80 2x25 2 1250 2х2х 25 =100 


40001 112501 
3x 40? « 4 8005 3х2х 40 = 240 4x10?= 400 4x2x10- 80 
8005 noc 5 х 252 = 3125 5х2 х 25 = 250 

35257 


1 X 62? = 3 844 1X 2 x 62 = 124 4x41? 4x 2x 41 =328 
4х 212 = 1764 4х2х 21 = 168 2х 16? 2х2х16= 64 


5 608) 
3х 38? = 4332) 3х2 х 38 = 228 4х 212 = 1764 4х2х 21 = 168 


2 = 
12761 520 5x34 = 5780 5 x 2x 34 = 340 


75445 
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13.11 Determine the flows in the cast iron piping of Fig. 13-10. Take n — 2.0 and use the values of f for complete 
turbulence, as given in Fig. A-5. Use four stages of approximation. 


B with V - Q/(xD^/4): h, - f (L/ID)(16Q?/1?D^)/2g, that is, h, — KQ" with K ^ 16/L/(2z?gD?) = 
0.025fL/ D?, n — 2. For complete turbulence, f = const, K = const (for a given pipe). Table A-9 for cast iron 
gives € — 0.00085 ft. Thus for pipe ab, €/D — 0.00085. Figure A-5 for complete turbulence gives f = 0.0189; 
K = 0.476. Similarly K — 1.606 for ac and be, K — 2.01 for cd and de, K — 1.722 for cf; dg, and eh, K = 0.620 
for fg and gh. 


First Approximation and Correction 


pipe K коз IKnQs | 


0.476 0.952 
1.606 3.21 
0.502 2.01 


2.584 
1.606 3.21 
0. == 2.01 


2.108 11.39 


ДО = (2.584 — 2.108)/11.39 — 0.04185 


С 
ко IKnQs "| КО IKnQs ^| 


cd 2.01 0.502) . ећ 7.22 1.8041 
cf 7.22 1.8047 . ed 2.01 0.5027 


AQ = (1.804 — 0.502)/9.22 = 0.1412) AQ = (1.804 — 0.502)/9.22 = 0.14127 


Initial flow 
assumptions: 








Fig. 13-10 








Қы жала 
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13.12 






pipe Q (2d approximation), cfs Q(4th and final approx), cfs 














ab 1.00 — 0.04 = 0.96 0.95 
be 1.00 – 0.04 = 0.96 
ed 0.50 — 0.04 + 0.14 = 0.60 
ac 1.00 + 0.04 = 1.04 
cd 0.50 + 0.04 + 0.14 = 0.68 
dg 0+ 0.144 0.14 =0.28 
gf 0+0.14= 0.14 
of 0.50 — 0.14 = 0.36 
eh 0+0.14=0.14 
gh 0.50 — 0.14 = 0.36 






If in Prob. 13.11 the pressure head at a is 200 ft, find the pressure head at d. Neglect velocity heads. 
B From the final approximations in Prob. 13.11, 





In pipe ac h, = KQ? = 1.606 x 1.06? = 1.805 ft 
In pipe cd, h = 2.01 x 0.647 =0.823 ft 
2.628 ft 


In pipes ac + cd, hy = pal y = Pal Y — (hi), = 200 — 2.63 — 197.37 ft. 


In the network of Fig. 13-11, the 12-in and 16-in pipes are cast iron, while the 18-in and 24-in sizes are concrete 
(є — 0.003 ft). Assume complete turbulence with n = 2. Terminate the solution after five trials. 

1 hı = КО" = (f)(L/D)(V?/2g) = (f)(L/D)(Q?/[2g(2/4)-D*]) = (fL/39.7D°)Q? 

Values of f for fully turbulent flow are obtained from Fig. A-5 (n 22): 


. =Й 
[= | өен [юва [шша] Фф | / |> |к-уу 
ab 


, ft 
Avg. conc. 998 
Avg. conc. 
Avg. conc. 
New C.I. 


New C.I. 


Avg. conc. 
Avg. conc. 
Avg. conc. 
New C.I. 
Avg. conc. 
New C.I. 
New C.I. 
Avg. conc. 


pipe Qo ко; \h,/Qol pipe ө ко А.О 
ha 3 be 2 


0.247 0.0823 . 0.1545 0.0772 

ab 3 0.695 0.232 cf 2 0.335 0.1673 
. 0.489 
0.0836 


























be 1 


















. 0.1200 
ie 4 0.989 0.247 
1.829 0.765 


0.0836 0.0836 
ef 2 0.947 0.473 
1.030 0.801 
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_ 1.026 — 1.829 _ | 0.489 — 1.030 
АО = 5де = 70-5252 АО = “Ухо = 0338 


ко; |hx/Qo| коў Ih / Qul 


0.000 0.989 0.247 
0 257 0.473 































. 0.1673 
gd 2 0. 335 0.1673 
0.571 






0.0514 
ig 3 0.556 0.1854 





gf 1 0.237 0.237 
1.194 





| 1.935 — 0.947 | 
= —0.379) АО- “2x 1194 = +0.4145 


0.237 — 0.669 


AQ= 2 x 0.573 





After five trials, the flows (cfs) within approximately 1 percent are ab — 3.54; bc — 2.48; cd — 0.40; ef — 1.47; 
gf = 1.45; hi — 6.46; ij = 3.05; ha = 3.54; be = 1.06; ie = 3.41; of =2.08; gd — 1.60; jg — 3.05. 





1314 Calculate the pressure drop from h to f in Prob. 13.13. 


f Head loss from А to f (any path): — hi — 0.716 ft 
ie = 0.719 ft 
ef = 0.511 ft 


1.946 ft 
Hence Ap = (1.946)(62.4)/144 = 0.8 psi 
i 1315 Fit an equation of the form h; = KQ” to flow of 60-°F water through 1000 ft of 10-in cast iron pipe. The equation 
should hold over the velocity range 2 to 8 ft/s. 
I h,-(fXLID)w*I2g) ^ e/D-—0.00085/(8) 0.00128. Ng = Du/v 


For v = 2 #рѕ: № = (19)(2)/(1.21 х 10-5) = 1.38 х 10°. From Fig. A-5, f — 0.0230: һ, = 
0.0230{1000/(18)]{2°/[(2)(32.2)]} = 1.714#, О = Ао = [(т)(8)/4]02) = 1.091 ft*/s. For v = 8 fps: Ne = 
(12)(8)/(1.21 x 10 5) = 5.51 x 10°, = 0.0213, h = 0.0213[1000/ (12)]{87/[(2)(32.2)]} = 25.40 ft, Q = Av = 
[(2)G3)°/4](8) = 4.363 82/8. Given h, = KQ", at 2 fps,.1.714 = (K)(1.091)". At 8 fps, 25.4 = (K)(4.363)": 


log 1.714 = log K + n log 1.091 (1) 
log 25.4 = log K + n log 4.363 (2) 
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Subtracting Eq. (1) from Eq. (2) gives 1.171 — 0.6022n, n — 1.945. Substituting into Eq. (1), log 1.714 — 
Іов К + (1.945)(10р 1.091), K = 1.447; h, = 1.4479". 


13.16 The distribution of flow through the network of Fig. 13-12 is desired for the inflows and outflows as given. For 
simplicity n has been given the value 2.0. 


B The assumed distribution is shown in Fig. 13-122. At the upper left the term X; rQ, |Qo|""' is computed for 
the lower circuit number 1. Next to the diagram on the left is the computation of X; nr |Q,|" ! for the same 
.circuit. The same format is used for the second circuit in the upper right of the figure. The corrected flow after 
the first step for the top horizontal pipe is determined as 15 + 11.06 = 26.06 and for the diagonal as 

35 -- (- 21.17) - (11.06) 2 2.77. Figure 13-12b shows the flows after one correction and Fig. 13-12c the values 
after four corrections. 


70? x 6 28.400. 2 x 70 * 6 - 840 
35? x 3* 3,675 2735» 3*210 
-30? x 5*-4.500 2% 30 «5 = 300 


157 ¥ ds 225 2x15x1* 30 
-35? x 2= -2,450 2x 35x 2= 140 
-13.837 X3=- 574 2х 13.83х3= 83 








28.575 1.350 -2,799 253 
. 28575. ` 2,799 _ 
20, = - зву 2117 20, = ет = 11.06 


48.83? «6 = 14.308 2х 48.83; 6= 586 26.062 х 1 = 679 2х 26.06 х 1 = 52 





2.77? ¥ 3= 23 2х 277,3- 17 -2394? x 2- -1.146 2х 23.94 2= 96 
-51.177 + 5= -13,090 24511755 - 511 --1.656? x3=— 8. 2х 1.656х3= 10 
1.241 1.114 ~475 158 
2228241. 475. 
АФ, = урд 1114 20, = тс = 3.006 
AQ, = 0.0079 29, = 0.169 
AQ, * 0.0013 AQ, = 0.0003 





Fig. 13-12 
13.17 Calculate the flow through each of the pipes of the network shown in Fig. 13-13 (n = 2). 


І 1х 602 = 3600 2х1х 60 = 120 2х30 = 1800 2х2х30 ~ 120 
3х 52 = 75 2x3x5= 30 3x5= -75 2x3x5= 30 
2x40? — —3200 2x2x40- 160 1x45?= -2025  2x1x45- 90 
— — Y Fig. 13-13b 
475 310 240 


—300 
475 300 , 
AQ=-3 57-15 40-1 


1х 58.52 = 3422.25 2х1х 58.5 = 117 2х312= 192 2х2х31= 124 
3х 2.52= 18.75 2х3х2.5= 15 3х2.52= -19 2х3х2.5= 15 
2x 41.5? — —3444.5 2х2 х 41.5 = 166 1x 447=-1936 2х1х44- 88 


-3.5 298 -33 227 


233 
27 


Fig. 13.13c 


ло = 2:5 = 0.012 AQ 


298 = 0.145 





25 





75 
2. 


41.0% 








43-85] амл. 
(9) 
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13.18 Determine the flow through each line of Fig. 13-14 (n — 2). 


І 2х19= 72 2х2х19= 76 


2х1х32= 64 


4х 37 = 5476 2х4х 37 = 296 
1 х 322 = 1024 1 х 322 = — 1024 2х1х32= 64 
2х2х 31 = 124 


2 х 312 = –1922 124 3х 382 = 4332 2х3 х 38 = 228 
-176 264 120 588 


AQ == = —0.20 


Fig. 13-14b 


176 
AQ= 264° 0.67 


2х 19.67 = 773.82 2х2х 19.67 = 78.68 
1 х 32.872 = 1080.44 2х1х32.87= 65.74 


2х 30.332 = 1839.82 2х2 х 30.33 = 121.32 
14.4 265.74 


_144 _ 
265.74 


4х 36.82 = 5417.0 
1 x 32.877 = —1080.4 
3 x 38.2? = —4371.7 


—41.12 


41.12 
AQ - — 35557 007 


2х 4х 36.8 = 294.4 
2х1х 32.87 = 65.74 
2х3 х 38.2 = 229.2 


589.3 


АО = —0.05 














et 
1 
гч 
50 =. 75 
(а) 
50 
y 
FiG.4 
FINAL 
iq 196 
36.87 
36.13 
3 “Fs 
5 25 
(b) (4) 
13.19 Determine the flow rates in Fig. 13-15. The fluid is water at 20°C and all five pipes have f = 0.0201. 
_ L v? _8fLQ’_ 2 . BAL, (8)0.0201)(3000) 
I hy Ө, (>) ЕСУТЗЕ ко Ki- mgDi  (my(22)$y — 48.57 
__ (8)(0.0201)(4000) _ . (8)(0.0201)(5000) — 
^7 (myGR2 07 57 ayere T OS 
__ (8)(0.0201)(4000) _ _ (8)(0.0201)(3000) _ 

“yeaa 1927 ES ayera 71554 
Two head-loss loops: 
Loop ABC: 15.3702 + 10.6602 – 48.5702=0 (2) 
Loop BCD: 10.6602 + 15.3702 – 155402 = 0 (2) 
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Three junctions: 


Junction A: Qi* Q;-2.0 
Junction B: О»= Оз + Q; 
Junction C: ` 01% Оз- 04 


Gy. 
(4) 


Solving these simultaneous equations by trial and error gives Q, = 0.81 cfs, Q2 = 1.19 cfs, Q, = 0.99 cfs, 
О, = 1.80 cfs, Q; = 0.20 cfs. 


4000 #t,8-in 212/5 





2 (03/5 4000 ft, 8-in 


Fig. 13-15 


13.20 In Prob. 13.19 the pressure at A is given as 200 psig. Find the pressures at B, C, and D. 
І Рв = рл – рЕК,03 = (200)(144) — (1.94)(32.2)(15.37)(1.19)? 2 27 4401b/f? or 190.6 psig 
рс =рл – рЕК,О? = (200)(144) — (1.94)(32.2)(48.57)(0.81)° = 26 809 10/82 or 186.2 psig 
рь = рс – рЕК.05 = (186.2)(144) — (1.94)(32.2)(15.37)(1.80)? = 23 702 lb/ft? or 164.6 psig 


13.227 Repeat Prob. 13.19 for the boundary flows indicated in Fig. 13-16. 


! | hy = (f)(L/D)(v?/2g) = 81.021 л?е5 = КО? 


From Prob. 13.19, K, = 48.57, Kz = 15.37, K3= 10.66, K,= 15.37, and Ks = 1554. 
Two. head-loss loops: 


Loop ABC: 15.3702 + 10.6602 — 48.5702 =0 
Loop BCD: 10.6602 + 15.3702 — 155402 = 0 
Three junctions: | 

Junction A: Q,+Q,=2.0 

Junction B: О,- 03% 0:-41.0 
Junction C: 01%0,-0,%05 


Solving these simultaneous equations by trial and error gives Q, = 0.725 cfs, Q2 = 1.275 cfs, Q; = 0.226 cfs, 


Q4 — 0.451 cfs, Qs — 0.049 cfs. 


0.5 ft/s 





2.0 ft? fs 


. 0.5 ft 


Fig. 13-16 


10 ft) /s 


(1) © 
(2) 


(3) · 
(4) 
(5) 


13.22 


13.23 
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Repeat Prob. 13.20 for the flows found in Prob. 13.21. 
І ps 7 pa4— pgK;Qi — (200)(144) — (1.94)(32.2)(15.37)(1.275)? 2 27 239 Ib/ft? or 189.2 Ib/in? 
Pc = pa — pK: Q? = (200)(144) — (1.94)(32.2)(48.57)(0.725)? 2 27 205 Ib/f? or 188.9 lb/in? 
Po = Dc — pgK,Q} = (188.9)(144) — (1.94)(32.2)(15.37)(0.451)? = 27 006 lb/ft? or 187.5 1b/in? 


Compute the junction flows in Fig. 13-17, taking flow into the junction as positive. Each pipe is 30 m of 
60-mm-diameter cast iron, with f = 0.0294. 


І h; = Ap/y = 8fLQ?/x’gD* 
(800 — 500)/9.79 = (8)(0.0294)(30)(Q,)?/(2)?(9.807)(0.060)° О, = +0.0181 m?/s 
(500 — 200)/9.79 — (8)(0.0294)(30)( Q.)?/( x^ (9.807)(0.060)* Q, = —0.0181 m?/s 
(500 - 400)/9.79 -- (8)(0.0294)(30)(0:)7/(т)(9.807)(0.060): 2= —0.0104 m?/s 
(600 — 500)/9.79 — (8)(0.0294)(30)(Q5)*/(z:)(9.807)(0.060)- Q; = 0.0104 m?/s 


pg 400kPa 






p4=800kPa 







p ,-500kPa 


p3=600 kPa 


p,*200kPa 


Fig. 13-17 


1324 Determine the flow in each pipe of the network shown in Fig. 13-18, using f — 0.02 throughout. 


B Taking x —2, h, - f(L/DY((V?/2g) - f(L|DI2g)4Q | nD?Y — (8fLI n" gD)(Q?) — KQ?. Hence K = 
0.81fL/gD*, and the K value for each pipe is 


ЕСІІЕЕБЕНЕНЕНЕНЕЕ 


The assumed flows are indicated on the figure in parentheses. For loop AEDB, |. 


А, = —[(1030 x 0.5?) + (11.5 x 0.12) — (22.4 x 0.2?) — (368 x 0.7°)]/ 
2[(1030 x 0.5) + (11.5 x 0.1) + (22.4 x 0.2) + (368 x 0.7)] = —0.05 cfs 





and for loop BDC, 

A, = —[(22.4 x 0.2?) + (80.4 x 0.37) — (160 x 0.57)]/2[(22.4 x 0.2) + (80.4 x 0.3) + (160 x 0.5)] = +0.15 cfs 
The corrected flows appear on the figure below the first assumed flows. Recomputing A for each loop yields 
A, = +0.001 cfs and A, = —0.001 cfs. 


4000 ft, 5 in. 











3000 ft, 7 in. 


Fig. 13-18 
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13.25 Replace the quadrilateral network of Fig. 13-19 by a single 500-ft-long pipe AC. Assume f is the same for all 
pipes. 
І (А, )двс = (№, )лрс hy = (f (L/D)(v?/2g) 
f (500/%)(Vi/2g) + f (P)(V 24/28) =f CPV in/2g) + f CHV 50/28) 
750V; + 250V3, = 800V2, + 333/2, V; —9V, V2 = 9V6 
(750 x 81 + 250)V2, = (800 x 81 + 333)V2, — V4, — 0.96V,, 
р?у = 22У, 3*V4, = AV, + 9(0.96V24) D?V = 12.63 Vz, 
(500/%)V2 + 2V3, = (1000/ D)V? 
750V2 + 250V3, = 61 000V3, = (1000/D)V? | (1) 
Ви 
V =12.63V,,/D? (2) 
Substituting (2) into (1) yields D* = 1.308. Hence D = 1.055 ft. 


A 500 ft, 8-in 





en 500 ft,2-ft 
goott, = i 


b Fig. 13-19 


The pipe network in Fig. 13-20 consists of pipes as follows: AB, 5000 ft, 12 in; BC, 3000 ft, 6 in; CD, 8000 ft, 
24 in; DE, 7000 ft, 8in; EA, 4000 ft, 10 in; BD, 7000 ft, 12 in. A flow of 4000 gpm enters the system at D, 
while outflow at the junctions is as follows: A, 500 gpm; B, 300 gpm; C, 1000 gpm; E, 2200 gpm. Find the flow 
in each pipe and the. pressure at each junction if the head at D is 400 ft. Take f = 0.023. 


1 h, — 8fLQ"/ x! gD5 — (8)(0.023)(LQ?)/ (2) (32.2)D5 — 0.000579LQ?/D5 





Loop 1: 
A, = [—(2.9)(3.62)? — (4.05)(3.40) + (30.6)(2.43)? — (5.75) (2.5y]/ i 
| 2[(2.9)(3.62) + (4.05)(3.40) + (30.6)(2.43) + (5.75)(2.5)] = —0.27 
Тоор 2: 
A, = —[—(56)(0.89)° — (0.143)(3.13)° + (4.05)(3.4)2]/2[(56)(0.89) + (0.143)(3.13) + (4.05)(3.4)] = —0.01 

A, 7 [-(2.9)(3.89)? — (4.05)(3.66? - (30.6)(2.16)? — (5.75)2.77Y']/ D 

2[(2.9)(3.89) + (4.05)(3.66) 4- (30.6)(2.16) - (5.75)(2.77)] 20 
A, = —(—45.3 — 1.4 + 54.1)/2(50.5 + 0.45 + 14.8) = —0.056 
A, = —(—44— 52.5 + 142.5 — 44)/2(11.3 + 14.6 + 66.1 + 15.9) = —0.01 


Az = —[—(56)(0.96)? — (0.143)(3.20)? + (4.05)(3.6)21/2(53.6 + 0.46 + 14.6) = +0.01 
A, = —44.1 — 53.1 + 140.2 — 44.2 = -1.2 A, = —50.5 — 1.46 + 53.2 = +1.2 
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Flow in 1000's gpm 
f = 0.023 





1000 gpm = 2.24 cfs 





S d trial 0.67 
uL ста 3.87 
. жғ---- 





Third trial 
3.8? 2.96 








303 1740 347' „#30 3973.5! 


1290 
а-ы 


159” Joo | Fig. 13-20 
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13.27 


The pipe network in Fig. 13-21 consists of the following pipes: AB, 3000 ft, 8in; BC, 3000 ft, 12in; CD, 

10 000 ft, 36 in; DE, 8000 ft, 24 in; EF, 5000 ft, 6 in; FA, 4000 ft, 8in; BE, 10 000 ft, 6in; BF, 8000 ft, 12 in. 
Inflow at D = 6 cfs. Outflows are A, 2 cfs; B, 1 cfs; E, 1.5 cfs; C, 0.5 cfs; F, 1 cfs. Assume Manning n = 0.015, 
and find the flow in each pipe and the pressure at each junction if the pressure at D is 120 psi. 

Fe n=0.015 S2 mV?[2.21R*? 2 n?Q?/(2.21(D/4)'?(1?D*/16)] 


= [(0.015)20°(16)(6.4)]/(2.21л2р'%) = 0.00106(0°/р'%) 
h, = kQ? = (0.00106L/D'*)(Q”) k =0.00106L/D'™ 





Loop 1: 
A s LLLA) (848)0.6* (6.507 д 
2[(27.4)(1.3) + (8.48)(1.6) + (36.5)(0.7)] 
Loop 2: 
^= EA ESCO +0277 
Loop 3: 


a, = — 2 -208.9)? = (0.03)(4.4)? + (0.21)(1.6)" _ 4 gg 
“2G.2)(3.9) + (0.03)(4.4) + (0.21)(1.6)] 
-43.5 + 15.8 +20 
A = —57097.4)(1.26) + (8.48)(1.36) + (36.50.74) 0053 
—1110+ 31 — 15.6 
Ao = — 57432(1.60) + 216(0.38) + (8.48)(1.36)) 7 72:95 
a=- -13.1 — 0.19 +2.56 + 1110 2.02 
2[(3.2)(2.02) + (0.03)(2.52) + (0.21)(3.48) + (432)(1.6)] 
—40 + 4.2 + 22.8 
A= -ETA + (8480.71) + 66.50.79] 19:96 
a=- -14.1 +251- 4.2 L 0.37 
2[(432)(0.18) + (216)(1.08) + (8.48)(0.71)] 
| А-2 -24.2 —0.3+ 1.6 + 14.1 = 40.05 
2[(3.2)(2.74) + (0.03)(3.24) + (0.21)(2.76) + (432)(0.18)] 
A=- -33.8 + 11.8 +28.9 2005 
2[(27.4)(1.11) + (8.48)(1.18) + (36.5)(0.89)] 
—155 4 109 — 11.8 
A; 7 — 3(432)(0.60) - (2160.71) -- (848)(1.18] ^ * 907 
a=- © —23—0.3+ 1.6 + 155 22025 
2[(3.2)(2.69) + (0.03)(3. 19) + (0.21)(2.81) + (432)(0.6)] 
a=- -37 49.54 25.7 - i001 
2[(27.4)(1.16) + (8.5)(1.06) + (36.5)(0.84)] 
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Awe —33.8 - 132 — 9.6 _ 

2 2{(432)(0.28) + (216)(0.78) + (8.5)(1.06)] 
A -27.5 — 0.4 + 1.4 + 33.8 2 
37 2[8.2)02.94) - (0.03)(3.44) + (0.21)(2.56) + (432)(0.28 — ~ 


And after several more trials, final results are as shown on the last sketch of Fig. 13-21. 


—0.15 





first trial 





Second trial 





Third trial 





Fig. 13-21 
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13.28 


0. 81 





FH 2.69 


Fourth trial 


Fifth trial 





D Fig. 13-21 (continued) 


Prepare a computer program written in Fortran to determine the flow in each pipe in a pipe network by the 
Hardy Cross method. The program must be usable in both the English system of units and the International 


system of units. 


ALSO BE NUMBERED. 


CARD 1 COLUMN 1 


COLUMN 2 


COLUMNS 


COLUMNS 


CARD 2 COLUMNS 


COLUMNS 


COLUMNS 


CARD 3 COLUMNS 


annananananaaananaanaanaaananaNnanaaanaaaa 


6-80 


1-2 


3-4 


5-6 


1-3 


THIS PROGRAM DETERMINES THE FLOW RATE IN EACH PIPE IN A PIPE NET- 
WORK BY THE HARDY CROSS METHOD. IT CAN BE USED FOR PROBLEMS IN 

BOTH THE ENGLISH SYSTEM OF UNITS AND THE INTERNATIONAL SYSTEM OF 
UNITS. EACH LOOP MUST BE NUMBERED AND EACH INDIVIDUAL PIPE MUST 


INPUT DATA MUST BE SET UP AS FOLLOWS. 


ENTER O (ZERO) OR BLANK IF ENGLISH SYSTEM 
OF UNITS IS TO BE USED. ENTER 1 (ONE) IF 
INTERNATIONAL SYSTEM OF UNITS IS TO BE 
USED. 

ENTER O (ZERO) OR BLANK IF ONLY THE 
RESULTS AFTER THE FINAL ITERATION ARE TO 
BE PRINTED. ENTER 1 (ONE) IF THE RESULTS 
AFTER EACH ITERATION ARE TO BE PRINTED. 
ENTER INTEGER NUMBER (RIGHT ADJUSTED) 
TELLING HOW MANY LOOPS ARE IN THE PIPE 
NETWORK. ` 

ENTER TITLE, DATE, AND OTHER INFORMATION, 
IF DESIRED. 

ENTER INTEGER NUMBER (RIGHT ADJUSTED) 
TELLING HOW MANY PIPES ARE IN THE FIRST 
LOOP. 

ENTER INTEGER NUMBER (RIGHT ADJUSTED) 
TELLING HOW MANY PIPES ARE IN THE SECOND 
LOOP. 

ENTER INTEGER NUMBER (RIGHT ADJUSTED) 
TELLING HOW MANY PIPES ARE IN THE THIRD 
LOOP. 


(CONTINUE PATTERN FOR ALL LOOPS.) 


ENTER INTEGER NUMBER (RIGHT ADJUSTED) TO 
IDENTIFY AND TO REPRESENT A PARTICULAR : 
PIPE IN THE FIRST LOOP. 


Q000000000000000000000000n0 
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COLUMNS 4-6 IF THIS PIPE IS IN COMMON WITH ANY OTHER 
LOOP, ENTER INTEGER NUMBER (RIGHT AD- 
JUSTED) IDENTIFYING THAT LOOP. OTHER- 
WISE, ENTER O (ZERO) OR BLANK. 

COLUMNS 7-16 ENTER NUMBER INCLUDING DECIMAL GIVING 
DIAMETER OF THIS PIPE (IN INCHES OR 
MILLIMETERS) . 

COLUMNS 17-26 ENTER NUMBER INCLUDING DECIMAL GIVING 
LENGTH OF THIS PIPE (IN FEET OR METERS). 

COLUMNS 27-36 ENTER NUMBER INCLUDING DECIMAL GIVING 
INITIAL ESTIMATE OF FLOW RATE FOR THIS 
PIPE (IN CUBIC FEET PER SECOND OR CUBIC 
METERS PER SECOND). (ENTER CLOCKWISE 
FLOW RATES WITH RESPECT TO THIS LOOP AS 
POSITIVE AND COUNTERCLOCKWISE FLOW RATES 
AS NEGATIVE.) 

COLUMNS 37-46 ENTER NUMBER INCLUDING DECIMAL GIVING 
HAZEN-WILLIAMS ROUGHNESS COEFFICIENT FOR 
THIS PIPE. 

(ENTER ADDITIONAL CARDS LIKE CARD 3 FOR EACH REMAINING 

PIPE IN THE FIRST LOOP, THEN FOR EACH PIPE IN THE SECOND 

LOOP, ETC. FOR ALL LOOPS.) 


MULTIPLE DATA SETS FOR SOLVING ANY NUMBER OF PROBLEMS MAY BE 
INCLUDED.FOR PROCESSING. 


DIMENSION TITLE(13) ,DIAM(100,10) ,0(100,10) , ROUGH(100,10) , 

* HLOSS (100,10) ,QDEL (100) 

REAL LENGTH (100,10) 

INTEGER UNITS, LOOPS , PIPES (100) , PPLOOP,PIPENO(100,10) ,OLOOP(100, 10) 

READ(5,100,END=2) UNITS , IWRITE, LOOPS , TITLE 
100 ҒОВМАТ(211,13,12А6,А3) 

WRITE (6,105) TITLE 
105 FORMAT (*1',12A6,A3, ////) 

COEFF=1, 318 

FACTOR=12.0 

ERROR=.01 

IF(UNITS.EQ.1)COEFF-.8492 

IF (UNITS.EQ.1) FACTOR-1000.0 

IF(UNITS.EQ. 1) ERROR-.001 

READ(5,101) (PIPES(J) ,J71,LOOPS) 
101 FORMAT (4012) 

DO 200 J-1,LOOPS 

PPLOOP=PIPES (J) 

DO 200 K=1,PPLOOP 
200 READ(5,102) PIPENO(J,K) ,OLOOP(J,K) ,DIAM(J,K) ,LENGTH(J,K) ,Q(J,K), 


ж ROUGH (J ,K) 
102 FORMAT (213,4F10.0) 
NIT=1 
205 IF (IWRITE.EQ.1)WRITE(6,106)NIT 
106 FORMAT(//38xX,' ITERATION МО.'б,13,/,38Х,'========= === ==*,//) 


IF (IWRITE.EQ.1.AND. UNITS. EQ.0) WRITE (6,107) . 
107 FORMAT(' LOOP NO, PIPE NO.. DIAMETER (IN) LENGTH (FT) ROUGHNESS 
* FLOW RATE (CFS) HEAD LOSS (FT)',/' -------- -------- -------- 


IF (IWRITE.EQ.1.AND.UNITS.EQ.1)WRITE(6, 108) 


108 FORMAT(' LOOP NO. PIPE NO. DIAMETER (MM) LENGTH ( M) ROUGHNESS 
* FLOW RATE (CMS) HEAD LOSS ( М)",/" -------- -------- -------- 


DO 201 J-1,LOOPS 

IF(J.EQ. 1) NIT-NIT41 

SHLOSS-0.0 

SHQ-0.0 

PPLOOP-PIPES(J) 

DO 202 K=1,PPLOOP 

HLOSS(J,K) * (ABS (Q(J,K)) *4.0**1.63/3. 14159265/ (DIAM(J, K) /FACTOR) 
* **2.63/COEFF/ROUGH(J,K) ) **(1.0/.54) *LENGTH (J, K) 

IF(Q(J,K) .LT.0.0)HLOSS (J ,K) =-HLOSS (J,K) 

HQ=HLOSS(J,K)/Q(J,K) 

SHLOSS=SHLOSS+HLOSS (J,K) 

SHQ=SHQ+HQ 

IF (IWRITE. EQ. 1) WRITE (6, 109)J,PIPENO(J,K) ,DIAM(J,K) ,LENGTH(J,K), 
* ROUGH (J ,K) ,Q(J,K) ,HLOSS (J ,K) 
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109 FORMAT (3X,13,7X,13,7X,F7.1,6X,F8.0,7X,F5.0,7X,F8. 3,7X,F9. 3) 
202 CONTINUE 

QDEL (J).--SHLOSS /1.85/8HQ 

IF(IWRITE.EQ.1.AND.UNITS.EQ.O) WRITE(6,110) SHLOSS,J, QDEL (J) 


110 FORMAT (78X,'------------ ',/,78X,F9.3,/1X, 'FLOW RATE ADJUSTMENT FOR 
* LOOP',I3,' » ',F7.3,' CFS' ,/) 
IF(IWRITE.EQ. 1. AND. UNITS. EQ. I) WRITE(6,111) SHLOSS, J, QDEL(J) 

111 FORMAT(78X, '------------ !,/,78X,F9. 3, /1X,' FLOW RATE ADJUSTMENT FOR 
* LOOP' ,.I3,' - ',F7.3,' CMS',/) 


201 CONTINUE 
DO 203 J-1,LOOPS 
PPLOOP=PI PES (J) 
DO, 203 K=1,PPLOOP 
Q(J,K)=Q(J,K) +QDEL (J) 
L=OLOOP (J ,K) 
IF(OLOOP(J,K) . NE. O)Q(J,K) -Q(J, K) -QDEL (L) 
203 CONTINUE 
DO 204 J-1,LOOPS 
IF(ABS(QDEL(J)).GT.ERROR)GO TO 205 
204 CONTINUE 
IF(IWRITE.EQ.1)GO TO 1 
IF(UNITS.EQ. O) WRITE (6,107) 
IF(UNITS.EQ. 1) WRITE(6,108) 
DO 206 J=1,LOOPS 
PPLOOP=PIPES (J) 
DO 206 K=1,PPLOOP 
IF(K.NE. PPLOOP) WRITE (6,109)J,PIPENO(J,K) ,DIAM(J,K),LENGTH(J,K), 


* ROUGH(J,K) ,Q(J, K) , HLOSS (J,K) 
IF(K.EQ.PPLOOP) WRITE(6,112) J, PIPENO(J,K) , DIAM(J,K) , LENGTH(J,K) , 
* ROUGH (J,K) ,Q(J,K) ,HLOSS(J,K) 


112 FORMAT(3X,13,7X,13,7X,F7.1,6X,F8.0,7X,F5.0,7X,F8.3,7X,F9.3,/) 
206 CONTINUE 
NIT=NIT-1 
WRITE (6,104)NIT 
104 FORMAT(//,1X,13,' ITERATIONS WERE REQUIRED. ') 
GO TO 1 
2 STOP 
END 


13.29 Use the computer program written for Prob. 13.28 to solve for the flow rate in each pipe of the network of 
Prob. 13.3. 
I Input 


4304S OF G9 101923439495 1617 16 19 20-21 22.23 26 95 26 27 20 IP 8 It 3239 34 25 36 I7 I0 IV 4041 42 4) 44 45 46 47 48 49 30 51 525) 5455 S657 S859061 626) 644566674069 PO71 727374757477 707900 


01 2SAMPLE PIPE NETWØRK ANALYSIS 


44 
1 18. 2000. 7.00 120. 
2 2 24. 900. 3.50 120. 
3 12. . 2800. -2.19 ^ 120. 
4 24. 1100. -7.00 120. 
5 12. 2200. 3.50 120. 
6 18. 750. -3.14 120. 
7 24. 2600. -5.69 120. 
2 1 24. 900. -3.50 120. 
Output 


SAMPLE PIPE NETWORK ANALYSIS 


ITERATION NO. 1 


LOOP NO. PIPE NO. DIAMETER (IN) LENGTH (FT) ROUGHNESS FLOW RATE (CFS) HEAD Loss (FT) 


18.0 2000. 120. 7.000 6.803 


1 1 

1 2 24.0 900. 120. 3.500 0.209 
1 3 12.0 2800. 120. -2.190 -7.978 
1 4 24.0 1100. ; 120. -7.000 -0.922 
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FLOW RATE ADJUSTMENT FOR LOOP 1 = 0.212 CFS 
2 5 12.0 . 2200. 120. 3.500 14.936 
2 6 18.0 750. » 120. -3.140 | -0.578 
2 7 24.0 2600. 120. -5.690 -1.484 
2 2 24.0 900. 120. -3.500 ` -0.209 
12.665 

FLOW RATE ADJUSTMENT FOR LOOP 2 = ~1.435 CFS 


ITERATIỌN NO. 2 
i 


LOOP NO. PIPE NO. DIAMETER (IN) LENGTH (FT) ROUGHNESS FLOW-RATE (CFS) HEAD LOSS (FT) 


1 1 18.0 2000. 120. 7.212 7.190 
1 2 24.0 > 900. 120. 5.147  . 0.427 
1 3 12.0 2800. 120. -1.978 -6.605 
1 4 24.0 1100. 120.  . -' -6.788 -0.870 
| 0.141 
FLOW RATE ADJUSTMENT FOR LOOP 1 = ~0.017 CFS 
2 5 12.0 2200. 120. | 2:065 5.624 
2 6 18.0 750. 120. -4.575 2. -1.160 
2 7 24.0 2600. 120. -7.125 22 22.251 
2 2 24.0 900. 120. -5.147 - -0.427 
1.786 
FLOW RATE ADJUSTMENT FOR LOOP 2 = -0.286 CFS 


ITERATION NO. 3 


=шл=шышш= шас шш 


LOOP NO. PIPE NO. DIAMETER (IN) LENGTH (FT) ROUGHNESS FLOW RATE (CFS) HEAD LOSS (FT) 


1 1 18.0 . 2000. 120. 7.196 7.159 
1 2 24.0 900. 120. 5.416 0.469 
1 3 12.0 2800. 1420. — -1.994 ^ 26.709 
E 4 24.0 . 1100. 120. -6.804 ^... -0.874 
. 0.044 


FLOW RATE ADJUSTMENT FOR LOOP 1 = -0.005 CFS 


12.0 2200. 120. 1.779 4.267 


2 5 
2 6 18.0 750. . 120. ` -4.861 -1.298 
2 7 24.0 ` 2600. 120. -7.411 `-2.421 
2 2 24.0 — 900. 120. -5:416 -0.469 
. 0.079 ` 
FLOW RATE ADJUSTMENT FOR LOOP 2 = -0.014 CFS 


ITERATION NO. 4 


18.0 2000. 120. . 7.190 7.149 


1 1 

1 2 24.0: 900. 120. 5.425 0.470 
1 3 12.0 2800. 120. -2.000 -6.742 
1 4 24.0 1100. 120. -6.810 -0.876 
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FLOW RATE ADJUSTMENT FOR LOOP 1 = -0.000 CFS 
2 5 12.0 2200. 120: 1.765 4.206 
2 6 18.0 750. 120. -4.875 -1.305 
2 7 24.0 2600. 120. -7.425 -2.429 
2 2 24.0 900. 120. -5.425 -0.470 
0.001 

FLOW RATE ADJUSTMENT FOR.LOOP 2 = -0.000 СЕЅ 


Use the computer program written for Prob. 13.28 to solve for the flow rate in each pipe of the network shown 
in Fig. 13-222. 


B itis necessary to assume an initial value of flow rate for each pipe in the network. The values assumed for 
this example are shown in Fig. 13-225. 
Input 


9122135456? 8 9 40111}1314154617 4049202 2223 2425 26 27 202030 H AR DA A AS 16 37 30 2000.41 43 43 44 45 46 47 40 69 50 St 52 5354 55 S657 58586061 62.63 6465 06 67 60 69 7071 72737675 7679 07988 
10 7SAMPLE PIPE NETWORK ANALYSIS | 
4456344 


1 0 1000. 1000. -0.6 100. 
2 2 750. 925. 0.4 100. 
3 3 750. 1000. 1.15 100. 
4 0 750. 925. -2.6 100. 
.10 0 1000. 1000. -2.0 120. 
11 0 1000. 925. 10.0 120. 
9 4 750. 1000. 4.0 120. 
2 1 _ 750. 925. -0.4 100. 
3 1 750. 1000. -1.15 100. 
8 4 500. 650. 2.25 100. 
7 0 500. 400. -0.75 100. 
6 0 500. 671. -1.75 100. 
5 0 - 500. 350. -2.75 . 100. 
9 2 750. 1000. -4.0 120. 
12 0 1000. 800. 5.0 120. 
14 5 1000. 650. 2.0 120. 
21 6 500. 800. '0.75 120. 
22 0 500. 1000. -2.0 120. 
8 3 500. 650. -2.25 100. * 
13 0 750. 763. :2.0 120. 
15 7 750. 400. 0.5 120. 
14 4 1000. 650. -2.0 120. 
21 4 500. 800. -0.75 120. 
18 7 500, ' 125. 0.75 120. 
19 0 500. воо. ' -0.75 ` 120. 
20 0 500. 125. -1.75. 120. 
15 5 750. 400. -0.5. 120. 
16 0 750. 125. 0.5 120. 
17 0 750. 400.. -0.5 120. 
18 6 500. 125. -0.75 120. 
Output. 


SAMPLE PIPE NETWORK ANALYSIS 


` LOOP NO. 


PIPE NO. 


DIAMETER (MM) 


1000.0 
750.0 
750.0 
750.0 | 


LENGTH ( M) ROUGHNESS FLOW RATE (CMS) BEAO LOSS ( M) 


1000. 
925. 
1000. 
925. 


| 100. 


:100.: 7 


100. 


-0.532 
12.537 
0.211 
2.532 


-0.655 
44.438 
0.481 
-44.269 
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LOOP NO. PIPE NO. OIAMETER (MM) LENGTH ( M) ROUGHNESS FLOW RATE (CMS) HEAO LOSS ( M) 


10 1000.0 1000. 120. -4.068 -20.247 


2 

2 11 1000.0 925. 120. - 7.932 64.482 
2 9 750.0 1000. 120. 0.152 0.187 
2 2 750.0 925. 100. -2.537 -44.438 
3 3 750.0 1000. 100. -0.211 -0.481 
3 8 500.0 650. 100. 1.478 82.694 
3 7 500.0 400. 100. 0.258 1.998 
3 6 500.0 671. 100. -0.742 -23.884 
3 5 500.0 350. 100. -1.742 -60.446 
4 9 750.0 1000. 120. -0.152 -0.187 
4 12 1000.0 800. 120. 6.780 41.703 
4 14 1000.0 650. 120. 3.932 12.357 
4 21 500.0 800. 120. 0.940 31.420 
4 22 500.0 1000. 120. -0.220 -2.676 
4 8 500.0 ` 650. 100. -1.478 -82.694 
5 13 750.0 763. 120. 1.848 14.537 
5 15 750.0 400. 120. -0.942 -2.191 
5 14 1000.0 650. 120. -3.932 -12.357 
6 21 500.0 800. 120. -0.940 -31.420 
6 18 500.0 125. 120. 1.050 6.025 
6 19 500.0 800. 120. 0.840 25.500 
6 20 500.0 125. 120. -0.160 -0.186 
7 15 750.0 400. 120. 0.942 2.191 
7 16 750.0 125. 120. 1.790 2.246 
7 17 750.0 400. 120. 0.790 1.580 
7 18 500.0 125. 120. -1.050 -6.025 


ITERATIONS WERE REQUIREO. 


For illustrative purposes, the actual flow rates as determined by the computer program are shown on Fig. 
13-22c. 


13.34 Prepare a compute program written in Basic to determine the flow in each pipe in a pipe network by the Hardy 
Cross method. 


i 10 ‘’HAROY-CROSS LOOP BALANCING NETWORK PROGRAM, NET.BAS 
20 ‘U.S. CUSTOMARY(USC) OR S!1 UNITS(SI) MAY BE USED. 
30 ’HAZEN-WILLIAMS( HW) OR DARCY-WEISBACH( DW) EQUATION MAY BE USEO FOR PIPES. 
40 ‘DATA ENTRY VIA READ ANDO DATA STATEMENTS. 
50 ’###HHHHREAD DATA AND PRINT NETWORK INFORMAT I ON езе зе з ЭЕ э ЗЕ ЗЕ ЭЕ ЭЕ ЗЕ ЗЕ ЗЕ ЭЕ ЭЕ ЗЕ ЗЕ ЗЕ ЭЕ ЗЕ ЭЕ ЭЕ ЗЕ ЗЕ ЗЕ ЗЕ ЭЕ E 
60 OEFINT I,J,K,N 
70) «OM ITYPEC1000) ,ELEM(C 500) , INO( 500) ,Q¢100) ,H¢ 100) ,8¢ 20) , 1X¢ 240) 
80 FOR J=I TO 100: ITYPE(J)=5: H¢J)=-1000!: NEXT J 
90 REAO TITLES: LPRINT: LPRINT® ";TITLES 
100 READ TT$,KK,TOL,UNU,OEFA 'NT$-USC OR SI, КК-М0. ОҒ ITER., UNU-KIN. VISC. 
110 'TOL-TOLERANCE IN ITERATION, OEFA=OEFAULT COEF.- EITHER C OR EPS 
120 IFCTT$="SI° OR TT$="si") THEN GOTO 150 


130 UNITS=4. 727: G=32.174: 

140 LPRINT" US CUSTOMARY UNITS SPEC.,VISCOSITY IN FT*2/S=* VNU: GOTO 170 

150 UNITS=10.674: G=9. 806: 

160 LPRINT" SI UNITS SPEC.,UISCOSITY IN M^2/S="; VNU 

170 LPRINT" DESIREO TOLERANCE*";TOL; ^" NO. OF ITERATIONSz";KK 

180 LPRINT"  PIPE Q(CFS DR M^3/S) L(FT OR HD OFT OR M) H4 C OR EPS* 
190 REAO NPI,TT$: IF NPI=0 THEN 310 

200 “МРІ-М0. OF PIPES IN NETWORK, TT$z*Hw" OR "DW" 

210 FOR 11=1 TO NPI: READ 1,QQ,L,0,X31 IF X320! THEN X3=DEFA 
220 ‘I1=PIPE NO. ,QQ=FLOW,L=LENGTH,D=OIAMETER ,X3=C OR EPS 

230 Q(12-00: KP=4e(1-1)41 

240 1F TT$-"Hu* OR TT$-"hw" THEN 280 

250 ІТҮРЕ‹1)=2: ELEM(KP)-L/C2! «GxD^54.7054^2)0 1 “ғы 
260 ELEM(KP+1)=1!/(.7854#D4VNU): ELEM(KP+2)=X3/(3.7%40): 

270 EX=2!: GOTO 290 

280 ІТҮРЕ‹1)=1: ЕХ=1.8521 ELEMCKP)=UNITS#L/(X3°EX#0°4.8704) “HW 
290 EN-EX-1'1: LPRINT* син 

300 LPRINT USING" — WHHHH.HHHHH";QCIO;L50;X3: . NEXT 11 

310 REAO NPS,TT$: IF NPS=0 THEN 360 ` tos 


320 “МР5-М0. ОҒ PSEUDO ELEMENTS, TT$-"PS" 
330 FOR 11=1 ТО МР5: READ 1,0H: | ITYPECI)=3: KP-4*CI-12*1 
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340 
350 
360 
370 
380 
390 
400 
410 
420 
430 
440 
450 
460 
470 
480 
490 
500 
510 
520 
530 
540 
550 
560 
570 
580 
590 
600 
610 
620 
630 
640 
650 
660 
670 
680 
690 
700 
710 
720 
730 
740 
750 
760 
770 
780 
790 
800 
810 
820 
830 
840 
850 
855 
840 
865 
870 
875 
880 
885 
890 
895 
900 
905 
910 
915 
920 
925 
930 
935 
940 
945 
950 
955 
960 
965 
970 
975 
980 
985 
990 
995 


ELEM(KP) DH: LPRINT"* "313° RESERVOIR ELEV. DIFFERENCE=";DH 
NEXT I1 

READ NPU,TT$: IF NPU-0 THEN 480 

'NPUNO. OF PUMPS, TT$="PU" 

FOR I1*1 TO NPU: READ 1,Q0Q,DQ,H1,H2,H3,H4: ІТҮРЕ(І2-4 
'IzPUMP NO.,QQ-FLOW,DQ-DEL Q, H1,H2,H3,H4-EQUALLY SPACED PTS ON PUMP CURVE 
КР=4ж(1-1) +11 0‹1) =00: ELEMC(CKP2 H1 


ELEMCKP* 322€ H4- 3! «C H3-H2) -H12/C6'! *DQ^3) 


ELEM(KP*20zCH3-2! *H2*H12/(2! *«DQ^2) - 3! *ELEMCKP* 3) «DQ 

ELEM(KP * 12:5 C H2-H12/DQ-ELEM(KP* 2) *DQ-ELEMCKP * 3) «DQ^2 

LPRINT" "313° PUMP CURUE, DQe";DQ;" H-*;H1,H2,H3,H4 

LPRINT" COEF. IN PUMP EQ.z";ELEM(KP) ;ELEMC(KP*1) ;ELEMCKP* 2) ;ELEM(CKP*3) 
NEXT I1 

^XXIKGGOEORREAD. LODP. INDEXING DATA AND BALANCE ALL LOOPS HIEI IIE IE IE IEE IE IE IE IE IEE IE IE IEE JE E JE 
READ NI,TT$: IF NI=0 THEN 820 

“NI=NO. OF ITEMS IN VECTOR IND, TT$="IND" 

FOR I=1 TONI: READ IND(I)t NEXT I: IND(NI *12z0 
LPRINT " INDz*;1: FOR I21 TO NI: LPRINT IND(I2;: NEXT I 

FOR Kz1 TD KK: DDQ-0! : ІР=1 

I1zINDCIP) t IF 1120 THEN 780 

DH-0': HDQ-0 ! 

FOR J=1 TD Il: IzINDCIP*J) t IF 1<0 THEN 570 

IF I=0 THEN 710 ELSE GOTO 580 

SKOJD z-1'!1 =-l: GOTO 590 

5(Ј) =]! ` 

NTYzITYPECIOt: КР=4ж(1-1) +1 

ON NTY GOTO 410, 420,480, 490 

R=eELEM(CKP) : GOTO 640 

REYzELEMCKP * 12 «àBSCQCI2): IF REY<1' THEN REY=1! 

IF REY<2000! THEN 640 ELSE GOTO 450 

R=ELEM(C KP) #64!/REY! GOTO 660 
КчЕГЕМ«КР2ж1.325/(1.06<Е(ЕМ(КРж%22%5.74/КЕҮ”.,92272 

DH=DH+S¢( J) #R#QC 1) #ABS(QC1))*EN 

HDQ-HDQ*EXX&R*ABS(CQ(CIDOO^EN: GOTO 710 

DH=DH+S( J) *ELEMCKP) : .GOTO 710 

DH-DH-S(GJ) *CELEMC(GKPO *QCIO *CELEMCKP & 12*4QCIO) * CELEMCKP*« 22 «QC ID *ELEMCKP* 32020) 
HDQ-HDQ-CELEMCKP*12«*2'! жЕ ЕМ‹КР+2) &kQCIO *3!' *ELEMCKP*3) «&QCIO^2) 

NEXT J 

IF ABSCHDQ? €«.0001 THEN HDQ-1' 

DQ--DH/HDO : DDQ-DDQ*ABSCGDQ) 

FOR J=1 TO I1: Iz&6BSCINDCIP*J2): IF ITYPECI)=3 THEN 760 
Q¢1)=Q¢1)+S5¢J) *DQ@ 

NEXT J 

IPZIP*1I1*41: GOTO 530 

LPRINT : LPRINT" ITERATION NO.";K;" SUM OF FLOW CORRECTIONS="; 


LPRINT USING "WHNH.NHHH" ;DDQ 

IF DDQ<TOL THEN 820 

NEXT K 

LPRINT" ELEMENT FLOW": FOR I=1 TO 100: NTY=ITYPEC I) 

ON NTY GOTO 840,840 ,850 ,840 ,850 

LPRINT" "иц: LPRINT USING" — WHH.HHHH" ;QCIO 

NEXT I 

MIIIIIII DATA FOR PATH THRU SYSTEM TO COMPUTE HGL IIIIIIIIIIIIIIIIIIITIITZIIII 
READ NU,TT$: IF NU-0 THEN 80 ‘NU=NO. OF NODES WITH GIVEN HGL,TT$=NODES 
FOR I=1 TO NU: READ 11,H2: HCI 25H21 NEXT I 

READ NI,TT$: IF NI=0 THEN 80 ‘NI=NO. OF ITEMS IN PATH,TT$="IX" 
FOR I=1 TO NI: READ IX(I): NEXT I: IX(NI*2)20 
LPRINT* IXs*;: FOR I=1 TO NI: LPRINT IX(12;1 NEXT I: LPRINT 
IP=1 

FOR J=1 TO 238 STEP 2: IF J=1 THEN K=IXCIP) 

I=IXCIP#J) s N=IX(IP+J+1) 

IF 1<1 THEN SS=-1'; Іш-І: GOTO 910 

IF I=0 THEN 955 ELSE SS=1! 

NTY=ITYPE< I): КР=4#(1-1) +1 

ON NTY GOTO 920,925,945,950 ,955 

R=ELEM(KP) : GOTO 940 

REY=ELEM(KP+1) #ABS(QC1)): IF REY<1! THEN REY=1! 

IF REY<2000! THEN R-ELEM(KP) x64! /REY : GOTO 940 

IF REY>=2000! THEN R=ELEMCKP) #1.325/(LOGCELEM(KP#2) +5, 74/REY* 9) °2 

HCN) =HC(K) ~SSER#QC 1) #ABS(Q41))*EN: GOTO 955 

H(N)=H(K) ~SS#ELEMCKP) 1 GOTO 955 


HXONDZHOKOO *SS* CELEM(OKPO «QCID) & CELEM(CKP * 12 €QCID * CELEMCKP* 22? #01) жЕ ЕМ‹КР+3) ) ) >) 


IF IX€J*e IP* 3220 THEN 975 

IF IX€J* IP* 2020 THEN 970 

KzN: NEXT J 

IPzIP*J*31 GOTO 890 

LPRINT* JUNCTION HEAD" 

FOR N21 TO 100: IF H(N)*-1000! THEN 990 
LPRINT" "NS LPRINT USING" WHW.HHH* ; HCND 
NEXT N 


GOTO 80 
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Fig. 13-22 (continued) 
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13.32 Use the computer program written for Prob. 13.31 to solve the network problem displayed in Fig. 13-23. The 
pump data are as follows: 





Input 


DATA EXAMPLE 

DATA S1,30,.001,.000001,100. 
DATA 5,HW 

DATA 1,.12,600.,0.3,.0 

DATA 2,.03,300.,.15,.0 

DATA 3,.0,500.,.6,.0 

DATA 4,.03,400.,.3,.0 

DATA 5,.03,300.,.3,.0 

DATA 2,PS 

DATA 6,15.0 

DATA 7,18.0 

DATA 1,PU 

DATA 8,.06,.03,30.,29.,26.,20. 
DATA 16,INO 

DATA 3,2,1,-3,3,4,-5,3,3,6,-4,-1,3,5,7,8 
DATA 1,NOOES 

DATA 5,117. 

DATA 9,1X 

DATA 5,8,4,2,2,1,1,4,3 


Output 


EXAMPLE 
SI UNITS SPEC.,UISCOSITY IN M*2/S= .000001 
OESIREO TOLERANCE= .001 NO. OF ITERATIONS= 30 


PIPE Q«CFS OR M^3/S)  L«FT OR t) OCFT OR M> HW C OR EPS 

1 0.12000 600.00000 0.30000 100.00000 

2 0.03000 300.00000 0.15000 100.00000 

3 0.00000 $00.00000 0.60000 100.00000 

4 0.03000 400.00000 0.30000 100.00000 

5 0.03000 300.00000 0.30000 100.00000 

6 RESERVOIR ELEV. OIFFERENCE= 15 

7 RESERVOIR ELEV. OIFFERENCE= 18 

8 PUMP CURVE, OQ@= .03 H= 30 29 26 20 


COEF. IN PUMP EQ.= 30 -11.11112 -555.5555 -6172.B41 
IND 3 2 1-3 3 4-5 3 3 6-4-1 3 5 ? 8 
ITERATION МО. 1 SUM OF FLOW CORRECTIONS '0.1385 
ITERATION МО. 2 SUM OF FLOW CORRECTIONS» 0.1040 
ITERATION NO. 3 SUM OF FLOW CORRECTIONS 0.0372 
ITERATION NO. 4 SUM OF FLOW CORRECTIONS= 0.0034 


ITERATION NO. 5 SUM OF FLOW CORRECT IONS= 0.0006 
ELEMENT FLOW 


І 0.143 
2  -0.034 
3 0.027 
4 0.080 
5 0.094 
8 0.087 


Ix 5 8 42 21 1 4 3 
JUNCTION HEAO 


1 137.811 
2 150.044 
3 133.044 
4 137.797 
5 117.000 
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CHAPTER 14 | 
Flow in Open Channels 


14.1 Water flows in a rectangular, concrete, open channel that is 12.0 m wide at a depth of 2.5 m. The channel slope 
is 0.0028. Find the water velocity and the flow rate. 


І v = (1.0/n)(R**)(s'”) n=0.013 (from Table A-13) 
R=A/p,, = (12.0)(2.5)/(2.5 + 12.0 + 2.5) = 1.765 m 
v = (1.0/0.013)(1.765)”7(0.0028)'? = 5.945 m/s Q = Av = [(12.0)(2.5)](5.945) = 178 m?/s 


14.2 Water flows in the symmetrical trapezoidal channel lined with asphalt shown in Fig. 14-1. The channel bottom 
drops 0.1 ft vertically for every 100 ft of length. What are the water velocity and flow rate? 


1 э = (1.486/n)(R?”)(s?”) n=0.015 (from Table A-13) 
К = АЈр, A = (16.0)(4.5) + (2){(4.5)[(3)(4.5)]/2} = 132.8 ft? 
Pw = 16.0 + 2V(4.5)? + [(3)(4.5)F = 44.46 ft R = 132.8/44.46 = 2.987 ft 
s = 0.1/100 = 0.00100 0 = (1.486/0.015)(2.987)2°(0.00100)' = 6.498 #/5 
О = Аъ = (132.8)(6.498) = 863 #2/5 









d 
[9 9 8— —À Fig. 14.1 


14.3 Water i$ to flow at a rate of 30 m?/s in the concrete channel shown in Fig. 14-2. Find the required vertical drop 
of the channel bottom per kilometer of length. 


f A =(3.6)(2.0) + (4.0 — 2.0)[(1.6 + 3.6)/2] = 12.40m? v — (1.0/n)(R)(s'”) = Q/A = 30/12.40 = 2.419 m/s 
Dy = 3.6 + 2.0 + V(4.0 — 2.0)" + (3.6 — 1.67 + 1.6 = 10.03 т R=A/p,, = 12.40/10.03 = 1.236m ' 
2.419 = (1.0/0.013)(1.236)23(з)'^ s = 0.000746 


This slope represents a drop of the channel bottom of 0.000746 m per meter of length, or 0.746 m per kilometer 
of length. 


| 











Fig. 14-2 
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Water flows in the triangular steel channel shown in Fig. 14-3 at a velocity of 2.9 ft/s. Find the depth of flow if 
the channel slope is 0.0015. 


І v — (1.486/n)(R?)(s!?) R = Alp, = 2{[(d)(d tan 27.5°)/2]/(2d/cos 27.5°)} — 0.23094 
2.9 = (1.486/0.014)(0.23094 (0.0015)? — d—2.57f 





ы. 





Кір. 14-3 


After a flood had passed an observation station on a river, an engineer visited the site and, by locating flood 
marks, performing appropriate surveying, and doing necessary computations, determined that the 
cross-sectional area, wetted perimeter, and water-surface slope at the time of the peak flooding were 2960 m’, 
341 m, and 0.00076, respectively. The engineer also noted that the channel bottom was “earth with grass and 
weeds" (n — 0.030). Estimate the peak flood discharge. 


i v = (1.0/n)(R®”)(s?”) = (1.0/0.030)(2960/341)*7(0.00076)'” = 3.881 m/s 
Q = Av = (2960)(3.881) = 11 490 m*/s 

A rectangular, concrete channel 50 ft wide is to carry water at a flow rate of 800 cfs. The channel slope is 
0.00025. Find the depth of flow. 
i | ө = (1.486/п)(Е??)(з'?) = О/А = 800/504 = 16.00/4 R=A/p,, = 50d/(50 + 2d) 

16.00/d = (1.486/0.013)[50d/(50 + 24)]22(0.00025)'? 
This equation is not readily solvable, but a trial-and-error solution (not shown here) reveals that d = 3.92 ft. 
Prepare a computer program that will determine the depth of flow of water in a rectangular channel (as in Prob. 
14.6). 
i 


с THIS PROGRAM DETERMINES THE DEPTH OF FLOW FOR OPEN CHANNEL FLOW 

C IN RECTANGULAR SECTIONS. IT CAN BE USED FOR PROBLEMS IN BOTH THE 

с ENGLISH SYSTEM OF UNITS AND THE INTERNATIONAL SYSTEM OF UNITS. 

с . 

с INPUT DATA MUST BE SET UP AS FOLLOWS. 

с 

с CARD | COLUMN | ENTER O (ZERO) OR BLANK IF ENGLISH SYSTEM 
с OF UNITS IS TO BE USED. ENTER 1 (ONE) IF 
с INTERNATIONAL SYSTEM OF UNITS IS TO BE 

с USED. 

с COLUMNS: 2-79 ENTER TITLE, DATE, AND OTHER INFORMATION, 
с IF DESIRED. 

с CARD 2 COLUMNS 1-10 ENTER NUMBER INCLUDING DECIMAL GIVING 

с WIDTH OF CHANNEL (IN FEET OR METERS). 

с COLUMNS 11-20 ENTER NUMBER INCLUDING DECIMAL GIVING 

с FLOW RATE (IN CUBIC FEET PER SECOND OR 

c CUBIC METERS PER SECOND). 

с COLUMNS 21-30 ENTER NUMBER INCLUDING DECIMAL GIVING 

с SLOPE. 

с COLUMNS 31-40 ENTER NUMBER INCLUDING DECIMAL GIVING 

с MANNING N-VALUE. 

с 

с MULTIPLE DATA SETS FOR SOLVING ANY NUMBER OF PROBLEMS MAY BE 

с INCLUDED FOR PROCESSING. . | 

с 


DIMENSION TITLE(13) 
REAL N 
INTEGER UNITS 
1 READ (5,100,END=2) UNITS , TITLE 
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14.9 





sy 


оа 


iu 


100 FORMAT (I1,13A6) 
WRITE(6,105)TITLE 
105 FORMAT ('1',13A6 , ////) 
СОЕҒҒ-1.486 
IF (UNITS.EQ.1)COEFF=1.0 
READ(5,101)W,Q,S,N 
101 FORMAT (4F10.0) 
D=0.001 . 
TRY1sCOEFF/N* (W*D/ (W*2.0*D) ) **(2.0/3.0) *SORT(S) -Q/W/D 
104 р-р%0.001 
TRY2=COEFF /N* (W*D/(W+2.0*D) ) ** (2.0/3.0) *SORT (S) -Q/W/D 
IF (TRY1*TRY2) 102,102,103 
103 TRY1!=TRY2 
GO TO 104 
102 р=р-0.0005 
IF (UNITS. EQ.0)WRITE(6,106)W,Q,S,N,D 
106 FORMAT(1X,'GIVEN DATA FOR AN OPEN CHANNEL FLOW IN A RECTANGULAR SE 
*CTION',//5X, WIDTH =',F7.1,' FT',//5X,'FLOW RATE =',F7.1,' CU FT/S 
*',//5X,'SLOPE =',F10.7,//5X,'MANNING N-VALUE =',F6.3,////1X,'THE р 
*EPTH OF FLOW WILL BE',F7.2,' ЕТ!) 
IF(UNITS.EQ. 1) WRITE(6,107) W,Q, S,N,D 
107 FORMAT(1X,'GIVEN DATA FOR AN OPEN CHANNEL FLOW IN A RECTANGULAR SE 
*CTION',//5X,'WIDTH 2',F7.1,'.M ',//5X,'FLOW ВАТЕ =',Р7.1,' СО М/5 
*! ,//5X,'SLOPE -',F10.7,//5X, 'MANNING N-VALUE =',F6.3,////1X,'THE р 
*EPTH OF FLOW WILL BE',F7.2,' M') 
GO TO 1 
2 STOP 
END 


Solve Prob. 14.6 using the computer program of Prob. 14.7. 


i 
Input 


$3345678 9701131051607 0 192020 2222 20252627 2829 90 1 I2 22425 34.27 409 40 4112.0 44 4546.4) 8 49 50 81 515354595457 50.594061 2064 45 6.87 869 7071 727374757677 787900 
OSAMPLE ANALYSIS QF QPEN CHANNEL FLOW IN A RECTANGULAR SECTION 
50.0 800.0 0.00025 0.013 


Output 


SAMPLE ANALYSIS OF OPEN CHANNEL FLOW IN A RECTANGULAR SECTION 


GIVEN DATA FOR AN OPEN CHANNEL FLOW IN A RECTANGULAR SECTION 
WIDTH = 50.0 FT 
FLOW RATE = 800.0 CU FT/S 
SLOPE = 0.0002500 


MANNING N-VALUE = 0.013 


THE DEPTH OF FLOW WILL BE 3.92 FT 


E 


A rectangular channel (n — 0.016) 20 m wide is to carry water at a flow rate of 30 m?/s at a slope of 0.00032. 


Find the depth of flow using the computer program of Prob. 14.7. 

i 

Input 

12345678 910111 195161 1819 202 222224252627 20292031 2233 405 4.2 8.9 40.1 nme 525354553657 5059 406162636465 064 62 648 69 707172737475 767? 7079 


ISAMPLE ANALYSIS ØF QPEN CHANNEL FL@W IN A RECTANGULAR SECTIQN 
20.0 30.0 0.00032 0.016 
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Output 


SAMPLE ANALYSIS OF OPEN CHANNEL FLOW IN A RECTANGULAR SECTION 


GIVEN DATA FOR AN OPEN CHANNEL FLOW IN A RECTANGULAR SECTION 
WIDTH = 20.0 M 
FLOW RATE = 30.0 CU M/S 
SLOPE = 0.0003200 


MANNING X-VALUE = 0.016 


THE DEPTH OF FLOW WILL BE 1.25 М 


14.10  Acorrugated metal pipe of 500 mm diameter flows half-full at a slope of 0.0050 (see Fig. 14-4). What is the flow 
rate for this condition? 


І о = (1.0/п)(К23) (812) == (1.0/0.024)[09%9,)/4](0.0050)'° = 0.7366 т/ѕ 
О = Av = ([(л)(299)2/41/2) (0.7366) = 0.0723 2/6 


(Note: The hydraulic radius for both a circular cross section and a semicircular cross section is one-fourth the 
diameter.) 





Т | 


250 mm 


Fig. 14-4 





14.11 A 24-in-diameter cast iron pipe on a a slope carries water at a depth of 5.6 in, as shown in Fig. 14-5a. What is 
the flow rate? 


B v- (1.486/n)(R??)(s'?), R — A/p,. The applicable area in this problem is the shaded area (AECDA) in Fig. 
14-5b: AB = BC =12in (both are radii), BE = 12 — 5.6= 6.4 in. Therefore, AE = EC = V(12)’ — (6.4) = 
10.15 in and X ABE - x EBC = arceos (6.4/12) = 57.77", (Area) aacoa = [02)(24)°/41[02)(57.77°)/360°] = 

145.19 іп?, (Атеа) „вкл = (Агеа)ьсев = (6.4)(10.15)/2 = 32.48 іп?, (Агеа) seco, = (ATea) aacoa — 

(2)(Area) apa = 145.19 — (2)(32.48) = 80.23 in’. The applicable wetted perimeter in this problem is the arc 
distance ADC in Fig. 14-5: p, = АРС = (л)(24)[02)(57.77°)/360° = 24.20 іп. К = 80.23/24.20 = 3.315 іп, ог 
0.2763 ft, v — (1.486/0.012)(0.2763y ^ (4? » 2.627 ft/s, Q — Av — (80.23/144)(2.627) - 1.46 ft^/s. 


| f | 


24 in 
24 in 






5.6 in 





(a) (b) Fig. 14-5 
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14.12. A 500-mm-diameter concrete pipe on a si; slope is to carry water at a flow rate of 0.040 m/s. Find the depth of 


14.13 


14.14 


14.15 


flow. See Fig. 14-66. 
Fv =(1.0/n)(R”)(s'”) = Q/A =0.040/A 0.040/A — (1.0/0.013)(R??)(43;)!? AR” = 0.01163 
Since R = A/p,,, 

A*3/p23 = 0.01163 (2) 


Equation (1) contains two unknowns, A and p,,; however, both unknowns can be expressed in terms of the 
unknown depth of flow, d. The applicable area in this problem is the shaded area (AECDA) in Fig. 14-6b: 
AB = BC =0.25m (both are radii), BE = 0.25 — d. Therefore, AE = CE = V(0.25) — (0.25 — d)*, X ABE = 
x. EBC = arccos [(0.25 — d)/0.25], 


(Area) ascpa = [eno (Qn arecos [925 — a0 25)) = (0.001091)( arceos “= 5 


(0.25 — d)V(0.25)" — (0.25 — dy 
ГЕ 





(Агеа), вкл = (Area) aces = J| 
(Area) асра = (Атев) сва ~ 2(Area)anea = (0.001091)(arceos 2224) — (2)| $22 V9: - 925-9] 


Pw = ADC = (x) (0. soy{ Carceos 0. ms] = (0.008727) (arccos e 5) 





Therefore, substituting into Eq. (1), 


[(0.001091) {arccos [(0.25 — d)/0.25]} — (0.25 ~ d)V(0.25)* — (0.25 — dy] 
[(0.008727){arccos [(0.25 — d)/0.25]} 


This equation is not readily solvable, but a trial-and-error solution (not shown here) reveals that d = 0.166 m or 
166 mm. 


3 
= 0.011637 





D 
(a) (b) Fig. 14-6 


Solve Prob. 14.11 utilizing Fig. A-18. 


B 5 45 0.0025 ft/ft. From Fig. A-15, Qu — 11.4 ft?/s and vy = 3.6 ft/s. These values of Ош апа йш must 
be adjusted for an n value of 0.012 for the given cast iron pipe (Fig. A-15 is based on an n value of 0.013): 
(О) -о.012/11.4 = 0.013/0.012, (Qui), 0.012 7 12.4 ft/s, (Usun)n~0.012/3.6 = 0.013/0.012, (Usuu)n=0.012 = 3.9 ft/s, 
d/d = 5.6/24 = 0.23, ог 23 percent. Enter the ordinate of Fig. A-18 with a value of d/d,,, of 23 percent, move 
horizontally to the line marked "discharge," and then vertically downward to the abscissa to read Q/Q,, = 12 
percent. In a similar manner using the “velocity” line, read v/v44 — 63 percent. Therefore, Q — (0.12)(12.4) - 
1.5 ft?/s, v = (0.63)(3.9) =2.5 ft/s. 


Solve Prob. 14.12 utilizing Fig. A-18. 

B 5-45 = 0.00200. From Fig. A-16, Qrun = 0.169 m?/s: О/ Ош = 0.040/0.169 = 0.24, or 24 percent. From Fig. 
A-18, d/deuy = 34 percent; d = (0.34)(500) = 170 mm. 

A 30-in-diameter concrete storm sewer pipe must carry a flow rate of 9.0 cfs at a minimum velocity of 2.5 ft/s. 


Find the required slope and water depth. 


І А= 0/0 =9.0/2.5 = 3.600628 Аш-((л)(9)7/4|-4.909 42 
АЈА = 3.600/4.909 = 0.73 ог 73 percent 


14.16 


14.17 
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From Fig. A-18, d/djuy = 69 percent and R/Reun = 116 percent. 
а = (0.69)(30) = 20.7 іп v — (1.486/n)(R^)(s'?) 
2.5 = (1.486/0.013){(1.16)[0)/4])22(5'2) s — 0.000734 


A concrete pipe must carry water at a slope of 0.0075, at a velocity of 0.76 m/s, and at a depth of flow equal to 
one-tenth its diameter. What is the required pipe diameter? 


1 v =(1.0/n)(R2°)(s'2) 0.76 = (1.0/0.013)(823)(0.0075):2 К = 0.03853 # 
From Fig. A-18 with d/d,,, = 10 percent, R/R,. = 25 percent. 
0.03853/ Ry, = 0.25 Ren = 0.1541 m 0.1541 = d/4 d=0.616m or 616mm 


Prepare a computer program that will determine either the depth of flow or the flow rate for open channel flow 
in circular sections. 


І THIS PROGRAM DETERMINES EITHER THE DEPTH OF FLOW OR THE FLOW RATE 
FOR OPEN CHANNEL FLOW IN CIRCULAR SECTIONS. IT CAN BE USED FOR 
PROBLEMS IN BOTH THE ENGLISH SYSTEM OF UNITS AND THE INTERNATIONAL 
SYSTEM OF UNITS. 


INPUT DATA MUST BE SET UP AS FOLLOWS. 


CARD 1 COLUMN 1 ENTER O (ZERO) OR BLANK IF ENGLISH SYSTEM 
OF UNITS IS TO BE USED. ENTER 1 (ONE) IF 
INTERNATIONAL SYSTEM OF UNITS IS TO BE 
USED. 
COLUMNS 2-79 ENTER TITLE, DATE, AND OTHER INFORMATION, 
IF DESIRED. 7 
CARD 2 COLUMNS 1-10 ENTER NUMBER INCLUDING DECIMAL GIVING 
DIAMETER OF CHANNEL (IN INCHES OR MILLI- 
METERS). 
COLUMNS 11-20 ENTER NUMBER INCLUDING DECIMAL GIVING 
DEPTH OF FLOW (IN INCHES OR MILLIMETERS). 
COLUMNS 21-30 ENTER NUMBER INCLUDING DECIMAL GIVING 
SLOPE. 
COLUMNS 31-40 ENTER NUMBER INCLUDING DECIMAL GIVING 
MANNING N-VALUE. 
COLUMNS 41-50 ENTER NUMBER INCLUDING DECIMAL GIVING 
FLOW RATE (IN CUBIC FEET PER SECOND OR 
CUBIC METERS PER SECOND). 
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* * 
* NOTE WELL....EITHER THE DEPTH OF FLOW (COLUMNS 11-20) OR THE * 
* FLOW RATE (COLUMNS 41-50), WHICHEVER ONE IS TO BE DETERMINED BY * 
* THIS PROGRAM, SHOULD BE LEFT BLANK ON CARD 2. * 
* * 
EH RKREERRRRRERERERERE EERE E RE 


MULTIPLE DATA SETS FOR SOLVING ANY NUMBER OF PROBLEMS MAY BE 
INCLUDED FOR PROCESSING. 


OQ00000000000000000o0o0o0a0o0o0oo0onoonoooonononon 


DIMENSION TITLE(13) 
COMMON D,R,D1,DIAM,PI,FACTOR,AREA,WP 
REAL N 
INTEGER UNITS 
PI-3.14159265 
1 READ(5,100,END-2) UNITS, TITLE 

100 FORMAT (1I1,13A6) 
WRITE (6,105) TITLE 

105 FORMAT ('1',13A6, ////) 
COEFF-1.486 
FACTOR-12.0 
IF(UNITS.EQ.1)COEFF-1.0 
IF (UNITS . EQ. 1) FACTOR=1000.0 
READ (5,101)DIAM,D,S,N,Q 

101 FORMAT (5F10.0) 
R=DIAM/2.0 : 
IF(Q.GT.0.0001)GO TO 102 
р1=р 
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CALL AREAWP 
HR=AREA /WP 


Q=AREA* COEFF /N*HR** (2.0/3.0) *SQRT (S) 
IF(UNITS.EQ.0)WRITE(6,103)DIAM,D,S,N,Q 
103 FORMAT(1X,'GIVEN DATA FOR AN OPEN CHANNEL FLOW IN A CIRCULAR SECTI 
*ON'//5X, ‘DIAMETER =',F7.2,' IN',//5X,'DEPTH OF FLOW =',F7.2,' IN’, 
*//5X,'SLOPE -',F10.7,//5X,' MANNING N-VALUE z',F6.3,////1X,'THE FLO 
*W RATE WILL BE',F8.3,' CU FT/S') 
IF(UNITS.EQ.1)WRITE (6,104) DIAM,D, S,N,Q 
104 FORMAT(1X,'GIVEN DATA FOR AN OPEN CHANNEL FLOW IN A CIRCULAR SECTI 
*ON'//5X,'DIAMETER -',F7.1,' MM',//5X,'DEPTH OF FLOW -',F7.1,* MM', 
*//5X,'SLOPE -',F10.7,//5X,'MANNING N-VALUE -',F6.3,////1X,'THE FLO 
*w RATE WILL BE',F8.3,' CU M/S’) 
GO TO 1 : 
102 AWP-Q*N/COEFF/SQRT (S) 
D=0.01 
D1=D 
CALL AREAWP 
TRY 1=AREA** (5.0/3.0) /WP** (2.0/3.0) -AWP 
108 D=D+0.01 
IF(D.GT.DIAM)GO TO 112 
D1=D 
CALL AREAWP 
TRY 2=AREA ** (5.0/3.0) /WP** (2.0/3.0) -AWP 
IF (TRY1*TRY2) 106,106,107 
107 TRY1=TRY2 ` 
GO TO 108 
106 D=D-0.005 . 
IF (UNITS. EQ.0) WRITE (6,109)DIAM,Q,S,N,D 
109 FORMAT(1X,'GIVEN DATA FOR AN OPEN CHANNEL FLOW IN A CIRCULAR SECTI 
*ON', //5X, DIAMETER z',F7.2,' IN',//5X,'FLOW RATE =',F8.3,' CU FT/S 
* ,//5X,'SLOPE =',F13.7,//5X,'MANNING N-VALUE =' ,F6.3,////1X,'THE D 
*EPTH OF FLOW WILL BE',F7.2,' IN'), 
IF(UNITS.EQ.1)WRITE(6,110) DIAM,Q, S, N,D 
110 FORMAT(1X,'GIVEN DATA FOR AN OPEN CHANNEL FLOW IN A CIRCULAR SECTI 
*ON',//5X,'DIAMETER -',F7.1,' MM',//5X,'FLOW RATE s',F8.3,' CU M/S 
ж“ //5X,' SLOPE =',F13.7,//5X,' MANNING N-VALUE =',F6.3,////1X,'THE D 
*EPTH OF FLOW WILL BE',F7.1,' MM") 
GO TO 1 : 
112 WRITE(6,116) 
116 FORMAT(1X,'THIS CIRCULAR CONDUIT CANNOT CARRY THIS GREAT A FLOW AS 
* OPEN CHANNEL FLOW.') 
GO TO 1 
2 STOP 
END 
SUBROUTINE AREAWP . 
COMMON D,R,D1,DIAM,PI,FACTOR,AREA,WP 
IF (D. GT. R).D1-DIAM-D 
ABCDA-DIAM* *2/4 . O*ARCOS ( (R-D1) /R) 
ABEA- (R-D1) *SQRT (R**2- (R-D1) **2) /2.0 
AREA-ABCDA-2.0*ABEA 
WP=DIAM*ARCOS ( (R-D1) /R) 
IF(D.GT.R)AREA-PI*DIAM**2/4.0-AREA 
IF(D.GT.R)WP-PI*DIAM-WP 
AREA-AREA/FACTOR**2 
WP=WP /FACTOR 
RETURN 
END 


14.18 — Solve Prob. 14.11 utilizing the computer program of Prob. 14.17. 
1 Input 
9132953478 9 90900194495 16079040 :00.20 22 23 26:5 26 27 20 20 BO 94 32.93 94.35 D6 27 30 20-40-41 42-41 4.45 46 47 40 09 BO-50 52.6) £4 55 $6 97 90 90-00 61 42630005 06 07 0979 тпмямтаоте 


OSAMPLE ANALYSIS QF AN PEN CHANNEL FLOW IN A CIRCULAR ЅЕСТІФН 
24.0 5.6 0.0025 0.012 
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14.20 


14.21 
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Output 


SAMPLE ANALYSIS OF AN OPEN CHANNEL FLOW IN A CIRCULAR SECTION 


GIVEN DATA FOR AN OPEN CHANNEL FLOW IN A CIRCULAR SECTION 
DIAMETER = 24.00 IN 
DEPTH OF FLOW = 5.60 IN 
SLOPE = 0.0025000 


MANNING N-VALUE = 0.012 


THE FLOW RATE WILL BE 1.463 CU FT/S 


Solve Prob. 14.12 utilizing the computer program of Prob. 14.17. 
B Input 


13345478 WI DUGSHUIIAN2ED EIOS O77 20 2920 2 4059407 20-20-40 41 42-48 46 45 46 47 69.00 5152 52 54 965657 50 99.00.61 6260 0465.66 67 08 697071 7279 7475 4 PO 809 
1SAMPLE ANALYSIS ØF АМ ØPEN CHANNEL FLOW IN A CIRCULAR SECTIQN 
500. 0.002 0.013 0.040 


Output 


SAMPLE ANALYSIS OF AN OPEN CHANNEL FLOW IN A CIRCULAR SECTION 


GIVEN DATA FOR AN OPEN CHANNEL FLOW IN A CIRCULAR SECTION 
DIAMETER - 500.0 MM 
FLOW RATE - 0.040 CU M/S 
SLOPE - 0.0020000 


MANNING N-VALUE - 0.013 


THE DEPTH OF FLOW WILL BE 165.7 MM 


An open channel is to be designed to carry 1.0 m?/s at a slope of 0.0065. The channel material has an n value of 
0.011. Find the most efficient cross section for a semicircular section. 


І v-(LO/m(R?)s) ^ Q/A- (L0/nYAlp. (s^) 
A"? [p = Qn/s'? = (1.0)(0.011)/0.0065"? = 0.1364 
А = ла?/8 р,-ла/2 (ла? /8)°°/(ха/2)?? = 0.1364 4=0.951т ог 951тт 


(d is the diameter of the semicircular section; the depth of flow would, of course, be half of d.) 


Find the most efficient cross section for Prob. 14.20 for a rectangular section. 


B А22/р23-- 0.1364 (from Prob. 14.20). The most efficient rectangular section has a width equal to twice its 
depth. Letting d = depth, A = (d)(2d) = 2d’, p, =d + 2d +d = 4d, (dy Naa” = — 0.1364, d — 0.434 m, or 
434 mm; width = 2d = (2)(434) = 868 mm. 


Find the most efficient cross section for Prob. 14.20 for a triangular section. 


Ш А2/[р22 = 0.1364 (from Prob. 14.20). The most efficient triangular section has a 90° angle and 1:1 side 
slopes (see Fig. 14-7). A = (3)(d V2)(dV2) = 2, р,, = (2)(4У2 2.2 2,8284, (ае. 828d)” = 0.1364, 4 = 
0.614 т, ог 614 тт; ѕійеѕ = а№0 = (614)(V2) = 868 mm. 
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14.23 


14.24 


14.25 


14.26 


14.27 





Fig. 14-7 


Find the most efficient cross section for Prob. 14.20 for a trapezoidal section. 


I A” /p”? = 0.1364 (from Prob. 14.20). The most efficient trapezoidal section is half a regular hexagon (see 
Fig. 14-8). A = (1.155d)(d) + (2)[(d)(d tan 30°)/2] = 1.732d”, р,, = (3)(1.1554) = 3.4654, 
(1.732d?)*?/(3.465d)”? = 0.1364, d = 0.459 m; sides and bottom: each = 1.155d = (1.155)(0.459) = 0.530 m. 





Fig. 14-8 


For the same conditions given in Prob. 14.2, determine the status of flow (i.e., is it critical, subcritical, or 
supercritical?). 


1 N; = v/Vgdm v =06.498 ft/s (from Prob. 14.2) d,,=A/B A = 132.8 ft’ (from Prob. 14.2) 
B = (3)(4.5) + 16.0 + (3)(4.5) = 43.0 ft dm = 132.8/43.0 = 3.088 ft 
Nr = 6.498/V(32.2)(3.088) = 0.652 


Since N, « 1.0, the flow is subcritical. 


The triangular channel (n — 0.012) shown in Fig. 14-9 is to carry water at a flow rate of 10 m/s. Find the critical 
depth, critical velocity, and critical slope of the channel. 


Ё В/А? = е0? В = 64, А = (а,)(3а,)/2] = за? 6а,/(342)° = 9.807/102 4, = 1.178 п 
о. = ОЈА = 10/[(3)(1.178)] = 2.402 т/5 Se = {nv,/[(1.0)(R2”)]}? R=A/p, 
К, = [(3)(1.178)21/[02)(У10)(1.178)] = 0.5588 т ѕ, = {(0.012)(2.402)/[(1.0)(0.5588)22]}> = 0.00181 


Ne ес | 


Em m» jt d=? 


Pe 2 a y L 








Fig. 14-9 


The semicircular channel (n — 0.010) shown in Fig. 14-10 is to carry water at a depth of 1.0 ft. Find the velocity, 
slope, and discharge at the critical stage. 


I 4„ = АІВ = [(2)(2)(2.0)?/4]/2.0 = 0.7854 к Ve = Vgd,, = V(32.2)(0.7854) = 5.029 ft/s : 
$. 7 (nv. /[(1.486)(R25)]P - ((0.010)(5.029)/[(1.486)(2.0/4)^])" — 0.00289 
О = Ао, = [(2)(л)(2.0)2/4]1(5.029) = 7.90 #2/5 
A flow rate of 2.1 m?/s is to be carried in an open channel at a velocity of 1.3 m/s. Determine the dimensions of 


the channel cross section and required slope if the cross section is rectangular with depth equal to one-half the 
width. Use n = 0.020. 
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—_——— B= 20ft 





E Ee Fig. 14-10 
M8 Q-Av. Let B 2 channel width. Then channel depth ^ B/2; 2.1 — ((B)(B/2)](1.3), B — 1.797 m. Hence, the 
required width is 1.797 m and depth is 1.797/2, or 0.898 m. 


R = Alp, — (1.797)(0.898)/[1.797 + (2)(0.898)] = 0.4491 m 
s = (nv/[(1.0)(875)]?? — ((0.020)(1.3)/((1.0)(0.4491)/5]?? — 0.00197 


Repeat Prob. 14.27 if the depth must be equal to twice the width. Compare answers with Prob. 14.27. 


M8 Q-Av. Let B 7 channel width. Then channel depth — 2B; 2.1 — ((B)(2B)](1.3), B — 0.899 m. Hence, the 
required width is 0.899 m and depth is (2)(0.899), or 1.798 m. 


К = Ајр,, = (1.798)(0.899)/[0.899 + (2)(1.798)] = 0.3596 m 

s = {nv/{(1.0)(R*)]}? = {(0.020)(1.3)/[(1.0)(0.3596)”*]}? = 0.00264 
The channel area is the same (neglecting round-off errors) but a steeper slope is required for the narrower 
channel. 
Repeat Prob. 14,27 if the channel cross section is semicircular. 
1 Q=Av 2.1 ={(%)(л4°/4)]1.3) | d-2.008m r = 2.028/2 = 1.014 m 

s = {nv/[(1.0)(R*”)]}? = {(0.020)(1.3)/[(1.0)(2.028/4)*"]}? = 0.00167 
Repeat Prob. 14.27 if the channel cross section is trapezoidal, with depth equal to the width of the channel 
bottom and side slopes of 1:1. 


B Q-Av.Let depth and channel bottom width — B (see Fig. 14-11). Then surface width = 3B; A = 
(3B)(B) - 24(30(8)(B)] 2 2B?, 2.1 = (2B?)(1.3), B — 0.899 m. 


R = Alp, — (2)(0.899)^/[0.899 -- (2)(0.899) V2] — 0.4696 m 
s — (nv/[(1.0)(8?5)]P — ((0.020)(1.3)/((1.0)(0.4696)/^])? — 0.00185 


He зв 


3 y 
[С в —| Fig. 14-11 


For each of the channel cross sections shown in Fig. 14-12, compute the area, wetted perimeter, and hydraulic 
radius. 


Ё (а) А = Ч(л)(4.0)2/4] = 6.283 т> р. = Ҷ(л)(4.0)] = 6.283 т К = А/р,, = 6.283/6.283 = 1.000 т 
(b А = (5.0)(2.5) = 12.50 т> р„ = 2.5 + 5.0 + 2.5 = 10.00 т К = 12.50/10.00 = 1.250 т 
(с) А = (5.0)(1.2) + (2)[(2)(1.2)(1.2)] = 7.440 т? Pw = 5.0 + (2)[(1.2)(У2)] = 8.394 т 


К = 7.440/8.394 = 0.886 т 
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14.32 


14.33 


14.34 


14.35 





(c) Fig. 14-12 


Water is to flow in a rectangular flume at a rate of 1.42 m°/s and at a slope of 0.0028. Determine the dimensions 
of the channel cross section if width must be equal to twice the depth. Use n — 0.017. 


i Q= (A)(1.0/n)(R?5)(s!?). Let B — channel width and B/2 — channel depth; 1.42 = 
[((B)(8/2)](1.0/0.017)(8)(B/2)/(B/2 *- B - B/2)P^(0.0028)'7, B 2 1.366 m. Hence, required channel width= 
1.366 m and depth = 1.366/2, or 0.683 m. 


Rework Prob. 14.32, assuming width must be equal to the depth. Note which solution gives the smaller (and 
therefore more efficient) cross section. 


8. Q - (AY1.0/n)(R?)(s'?). Let B — channel width and depth; 1.42 — ((8)(B)](1.0/0.017)[(BY(B)/(B + B + 
Ву (о.о), B =0.981 m. Hence, required channel width and depth are each 0.981 m. A = (0.981)(0.981) = 
0.962 m”. For Prob. 14.32, A = (1.366)(0.683) = 0.933 m?. The cross section of Prob. 14.32 has the smaller 
cross-sectional area. 


A rectangular channel (n = 0.011) 18 m wide is to carry water at a flow rate of 35 cfs. The slope of the channel is 
0.00078. Determine the depth of flow. | 


I Q= (AX(1.0/nXR” Xs) 35 = (18d)(1.0/0.011)[18d/ (18 -- 24)]^^(0.00078)? 
| а = 0.885 т (by trial and error) 


The trapezoidal channel shown in Fig.. 14-13 is laid ona slope of 0.00191. The channel must carry 60 cfs. 
Determine the depth of flow. Use n — 0.015. 


1 О = (А)(1.486/п)(Е??у(5'? А = 4.04 + (2)[(4)(4)/2] = 4-04 + 4? 
р„ = 4.0 + (2)(dV2) = 4.0 + 2dV2 60 = (4.0d + d?)(1.486/0.015)[(4.0d + d?)/(4.0 + 2dV/2)}*7(0.00191)” 
d — 2.00 ft (by trial and error) 





-« — | бо, Fig. 14-13 





14.36 A 36-in-diameter concrete pipe on a 0: 0015 slope carries water at a depth of 26i in. Determine the flow rate for 


this pipe. 
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I See Fig, 14-14. 
О = (А)(1.486/п)(Е27)(5'2) ОЕ =26— 3% =8іп ог 0.6667 X COE - arccos [8/(35)] = 63.61° 
ЕС = V[(35)/12]? — 0.6667 = 1.344 ft 
A = {[360 — (2)(63.61)]/360}[(2)(33)"/4] + (2)[(4)(1.344)(0.6667)] = 5.467 #2 
Pw = {[360 — (2)(63.61)]/360) [(2)(35)] — 6.094 ft | 
Q - (5.467)(1.486/0.013)(5.467/6.094)^(0.0015)'? — 22, 5 ft?/s 


KP 


26 in 36 in 


Fig. 14-14 


14.37 Rework Prob, 14.36 using Fig. A-18, 
B From Fig. A-15, Qj = 25.8 ft?/s; d/dyay = 3% = 0.722, or 72.2 percent. From Fig. A-18, Q/Qsan = 87.5 
percent; Q — (0.875)(25.8) — 22.6 ft^/s. 


14.38 А sewer pipe, for which n — 0.014, is laid on a slope of 0.00018 and is to carry 2.76 m/s when the pipe flows at 
80 percent of full depth. Determine the required diameter of pipe. 


M8 SeeFig. 14-15. 
Q - (A)(.0/n)(R?5)(s'?) OE —0.80D — D/2 — 0.3000D a = arccos [0.30D /(D/2)] = 53.13° 
СЕ = (0.3000D)(tan 53.13°) = 0.4000D 
A = {[360 — (2)(53.13)]/360) (z:D?/4) 4- 2[(3)(0.3000D (0.4000 D)] — 0.6736D? 
р. — ([360 — (2)(53.13)]/360) (3D) 2 2.214D 
2.76 — (0.6736D?)(1.0/0.014)(0.6736D7/2.214D y^(0.00018)'? D =2.32m 


Fig. 14-15 


14.39 Rework Prob. 14.38 using Fig. A-18. 


B8 р/р, = 0.80. From Fig. A-18, Q/Qran = 0.96, A/Aguy = 0.84, and R/Rean = 1.21: Qun = 2-76/0.96 = 
2.88 m’/s. Figure A-16 cannot be used for Qu > 1.0 m’°/s: Q = (A)(1.0/n)(R™)(s'”), A = (0.84) (z:D?/4) — 
0.6597D?, R = (1.21)(D/4) = 0.3025D, 2.76 = (0.6597 D)(1.0/0.014)(0.3025D /^(0.00018)'?, D — 2.34 m. 


14.40 A 72-in-diameter vitrified sewer pipe (n = 0.014) is laid on a slope of 0.00025 and carries wastewater at a flow 
rate of 50 cfs. What is the depth of flow? 


B From Fig. A-15, Qui 7 67 ft/s: ((Qeun)n=0.014]/67 = 0.013/0.014, (Qtun)n=0.014 = 62.2 ft?/s; О/Ош = 
50/62.2 — 0.804, or 80.4 percent. From Fig. A-18, D/D,, = 69 percent, D = (0.69)(72) = 49.7 in. 
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A 1.0-m-diameter pipe must carry a discharge of 0.40 m?/s at a velocity of 0.80 m/s. Determine the slope and 
the depth of water. 


І А = Q fv = 0.40/0.80 = 0.5000 m? Аһ = (2)(1.0)2/4 = 0.7854 т? 
Aj Aq = 0.5000/0.7854 = 0.64 ог 64 percent | 
From Fig. А-18, Р/Р, — 0.63 and R/R,4 — 1.12. 
D = (0.63)(1.0) = 0.630 m v — (1.0/n)(R?P)(s!?) Reon = 1.0/4 = 0.2500 m 
R = (1.12)(0.2500) = 0.2800 m 0.80 = (1.0/0.013)(0.2800)°?(:2) s = 0.000590 
The trapezoidal channel of Fig. 14-16 is to carry 500 cfs of water. The maximum allowable velocity of flow is 
3.0 fps to avoid scouring. Determine the depth of flow, d, and the width of the channel bottom, B, if the 


hydraulic radius of the channel is one-half the depth of flow. Also, determine the slope of the channel bottom. 
Use n = 0.025. 


I R=d/2=Alp, А = Ва + 2[(%)(1.54)(4)] = Ва + 1.5d? p, 7 B & 2Vd* * (1.5dy. — B + 3.606d 
d|2= (Bd + 1.5d°)/(B + 3.606d)  B+3.606d=2B+3.0d B=0.606d А= 0/0 
Ва + 1.54 = 500/3.0 


Substituting B = 0.606d, (0.606d)(d) + 1.54? = 166.7, d = 8.90 ft; B = (0.606)(8.90) = 5.39 ft. 
v = (1.486/n)(R?”)(s*?) R =8.90/2=4.45 ft — 3.0—(1.486/0.025)(4.45)?(s!2) s = 0.000348 





Fig. 14-16 
An open channel to be made of concrete is to be designed to carry 1.5 m?/s at a slope of 0.00085. Find the most 
efficient cross section for a semicircular section. 
І uv = (1.0/n)(R”)(s'”) Q/A 7 (1.0/nY((A/p..)^(s'^) 
A"? |p? = Оп /з'? = (1.5)(0.013)/0.00085'? — 0.6688 А-ла/8 
рь-ла/ (лау/8у%/(ла/2)% - 0.668 d=1.727m 


(d is the diameter of the semicircular section; the depth of flow would, of course, be half of d.) 


Find the most efficient cross section for Prob. 14.43 for a rectangular section. 


B 455/pi? 20.6688 (from Prob. 14.43). The most efficient rectangular section has a width equal to twice its 
depth. Letting d = depth, A = (d)(2d) = 2d”, p, =d * 2d * d — 4d, (2d?y?/(4dy'? — 0.6688, d — 0.789 m; 
width — 2d — (2)(0.789) — 1.578 m. 

Find the most efficient cross section for Prob. 14.43 for a triangular section. . 

B А52/р23-- 0,6688 (from Prob. 14.43). The most efficient triangular section has a 90° angle and 1:1 side 
slopes (see Fig. 14-7): A — ()(dV2)(d V2) - 2°, р,, = (2)(d V2) — 2.8284, (d^y?/(2.828d)^? — 0.6688, d — 
1.115 m; sides 2 d V2 — (1.115)(/2) — 1.577 m. 

Find the most efficient cross section for Prob. 14.43 for a trapezoidal section. 


B A455|p;? 20.6688 (from Prob. 14.43). The most efficient trapezoidal section is half a regular hexagon (see 
Fig. 14-8): A = (1.155d)(d) + 2[(d)(d.tan 30°)/2] = 1.732a”, p,, = (3)(1.1554) = 3.4654, 

(1.73242)°3 (3.4654)? = 0.6688, 4 = 0.832 т. 5ійеѕ апа bottom: each = 1.155d = (1.155)(0.832) = 0.961 m. 
For the conditions given in Prob. 14.32, determine whether the flow is critical, subcritical, or supercritical. 

I v — Q/A — 1.42/[(1.366)(0.683)] - 1.522 m/s Ny — v/Vgd,, — 1.522/V (9.807)(0.683) — 0.588 


Ѕіпсе № < 1.0, the flow is subcritical. 
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A rectangular channel with a width of 3.0 m and an n value of 0.014 is to carry water at a flow rate of 13.4 m’/s. 
Determine the critical depth, velocity, and channel slope. 


f  4.-[(Q/By/g]? » ((13.4/3.0)?/9.807]'? = 1.267 т v. — Q/A — 13.4/[(1.267)(3.0)] 2 3.525 m/s 
К = А/р„ = (1.267)(3.0)/(1.267 + 3.0 + 1.267) = 0.6868 m 
Se = (nv./[(1.0)(R?5)]? — ((0.014)(3.525)/((1.0)(0.6868)^^])? — 0.00402 


The semicircular channel (n — 0.013) shown in Fig. 14-17 is to carry water while flowing full (i.e., at a depth of 
1.5 ft). Determine the velocity, slope, and discharge when flow is critical. 


І d,, = A/B = 3[{(x)(3.0)?/4]/3.0 = 1.178 ft Ve = Vedm = V(32.2)(1.178) = 6.159 ft/s 
s- = {nv,/[(1.486)(R2*)]}? = {(0.013)(6.159)/[(1.486)(3.0/4)?7]}? = 0.00426 
О = Av = {3(2)(3.0)"/4]} (6.159) = 21.8 ft?/s 








Fig. 14-17 


Determine the dimensions of the most economical trapezoidal brick-lined (n — 0.016) channel to carry 200 m?/s 
with a slope of 0.0004. 


Е The most economical trapezoidal channel has a cross section as shown in Fig. 14-8 and R — d/2 and 
A=V3d?; Q = (A)(1.0/n)(R*?)(s'), 200 = (V34?)(1.0/0.016)(d/2)? (0.0004), d — 6.491 m. Bottom width = 
(1.155)(6.491) = 7.497 m. 


Determine the discharge for a trapezoidal channel with a bottom width of 8 ft and side slopes 1:1. The depth is 
6ft, and the slope of the bottom is 0.0009. The channel has a finished concrete lining (n — 0.012). 


i A = (8)(6) + (2)[(2)(6)(6)] = 84.00 ft” Pw = 8 + (2)((6)(V2)] = 24.97 ft 
О = (А)(1.486/п)(Е23)(5 12) = (84.00)(1.486/0.012)(84.00/24.97)23(0.0009)' = 701 ft?/s 


What depth is required for 4-m?/s flow in a rectangular planed-wood (n — 0.012) channel 2 m wide with a 
bottom slope of 0.002? 


I Q -(AY1.0/n(R?5)(s'?) — 4- (24)(1.0/0.012)[24/ (2 *- 24)]^(0.002)'^ 
d°?/(2 + 24)?? = 0.3381 d=0.888m (Бу trial and error) 


A developer has been required by environmental regulatory authorities to line an open channel to prevent 
erosion. The channel is trapezoidal in cross section and has a slope of 0.0009. The bottom width is 10 ft and side 
slopes are 2:1 (horizontal to vertical). If he uses rubble (y, = 135 lb/ft’) for the lining, what is the minimum Ds, 
of the rubble that can be used? The design flow is 1000 cfs. Assume the shear that rubble can withstand is 
described by v — (0.040)(y, — y)(Dso)  (Ib/ft?), in which y, is the unit weight of rock and Ds, is the average rock 
diameter in feet. 


B AManning n of 0.03 is appropriate for rubble. 
QO — (A)(1.486/n)(R"P)(s?) 
1000 — [(d)(10 - 24)](1.486/0.03) ((2)(10 - 24)/[10 - (2)(V5)(4)])^^(0.0009)'? 
[(d)(10 + 24)]/[10 + (2)(М5)(а)]?? = 672.9 d=8.63ft (һу trial and error) To = yRs 
R =8.63[10 + (2)(8.63)]/[10 + (2)(V5)(8.63)] = 4.841 ft To = (62.4)(4.841)(0.0009) = 0.2719 Ib/ft” 
To find the D, size for incipient movement т = т and 0.2719 — (0.040)(135 — 62.4)(Dso), Ds, = 0.0936 ft. 


A metal-lined rectangular sluiceway is to carry 1.0 m?/s at a slope of 0.010. Determine the minimum area of 
galvanized iron (n — 0.011) needed per meter of length. Neglect freeboard. 
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1 For minimum area, D = B/2 and R = B/4. 
Q-(AXLO/n(R?ys)  1.0= [(B)(B/2)](1.0/0.011)(B/4)2(0.010)"2, B =0.8015 m 
D =0.8015/2 = 0.4008 m Amera/ L = 0.4008 + 0.8015 + 0.4008 — 1.6 m?/m 


14.55 The sides of a trapezoidal channel are inclined 63.4° to the vertical; the channel is to carry 18 m?/s with a 

bottom slope of 0.0009. Determine the bottom width, depth, and velocity for the best hydraulic section 
(n = 0.026). 

І О =(А)(1.0/п)(А23)(5:2) and т = ап 63.4° = 2.000 

р„ = 44У1 + т? – 2та = (4)(а)М + (2.000)? – (2)(2.000)(4) = 4.9444 = В + 254 
В = 0.47194 А = Ва + 24° = (0.47194)(4) + 24° = 2.4724? 
18 = (2.472d”)(1.0/0.026)(2.472d?/4.944d)*7(0.0009)'7 4-2.373т 
В = (0.4719)(2.373) = 1.120 т о = ОЈА = 18/[(2.472)(2.373)2] = 1.293 m/s 


14.56 A semicircular corrugated-metal (n — 0.025) channel must transport 2.4 m?/s a distance of 1000 m with a head 
loss of 2 m. Compute the required radius. 


І Q = (A)(1.0/n)(R™)(s*”) 2.4 = (sr? /2)(1.0/0.025)(r/2) (aaa)? =1.121 т 

14.57 Determine the best hydraulic trapezoidal section to convey 86 m’/s with a bottom slope of 0.002. The lining is 
finished concrete (n — 0.012). 
І Q =(A)(1.0/n)(R™)(s*”) 86 = (A)(1.0/0.012)(4/p„)” (0.002)? А22/р23 = 23.08 


The best trapezoidal section is half a regular hexagon (see Fig. 14-8) for which A = 1.732d? and p,, = 3.465d 
(from Prob. 14.23). (1.732d)*?/(3. 465d)** = 23.08, d = 3.141 m. Sides and bottom: each = 1.1554 - 
(1.155)(3. 141) = 3.628 m. 


14.58 Calculate the discharge in steady flow through the channel and floodway of Fig. 14-18; take s = 0.0010 and 
y =2.438 m. 


i Q =(A)(1.0/n)(R™)(s"”) 
A, = (12)(5 + 2.438) + (2)(5 + 2.438)(5 + 2.438)/2 — (2.438)(2.438)/2 = 141.6 m? 
(р„), = М(5 + 2.438) + (5 + 2.438) + 12 + 5 + 5? = 29.59 m 
О, = (141.6)(1.0/0.025)(141.6/29.59)23(0.0010)' = 508.6 т>/5 


А, = (120)(2.438) + (2.438)(2.438)/2 = 295.5 т? 
(р) = 120 + У2.438? + 2.438 = 123.4 т О, = (295.5)(1.0/0.040)(295.5/123.4)22(0.0010)' = 418.1 т?/ 
Q =Q, + Q, = 508.6 + 418.1 = 926.7 т?/5 





Fig. 14-18 


14.59 For 25 000 cfs through the section of Fig. 14-18, find the depth of flow in the floodway (i.e., evaluate y) in feet 

when the slope of the energy grade line is 0.0004. 

П 0-(АХ10/п)Е 228%) А, = (12)(5 +у) + (2)(5 + у)(5 + у)/2— (у)(у)/2 = у?/2 + 22у +85. 

(Pui = VS + y) + (S + y) + 12 + Vy? +y? = (5)(V2) + 12 + (2у)(У2) 
A, = 120y + (y)(y)/2 = 120y + y?/2 
(р„)» = 120 + Vy? + y? = 120 + (y)(V2) Q = (25 000)(0.3048) = 707.9 m?/s 
707.9 = (у2/2 + 22у + 85)(1.0/0.025){(у°2/2 + 22у + 85)/((5)(У2) + 12 + (2y)(V2)]}?7(0.0004)!2 
+ (120у + у2/2)(1.0/0.040){(120у + у?/12)/(120 + (у)СУ2)])°(0.0004)'^ 
у= 2.79 т ог 9.15# (by trial and error) 
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Find the critical depth for flow at 1.6 m?/s per meter of width. 
I у, = (42/8)'° = (1.62/9.807)'° = 0.639 т 
Compute the critical depth for flow at 0.4 m’/s through the cross section of Fig. 14-19. 


І Q'T/gA) -1 T = (2)(y tan 60°/2) = 1.155y 
А = (у)(у ќап 60°/2) = 0.5774у2 (0.4/(1.155y)/((9.807)(0.5774y?] - 1 y —0.628m 





Fig. 14-19 


Determine the critical depth for flow at 8.49 m?/s through a trapezoidal channel with bottom 2.5 m wide and 
with 45° sides. 


І О?Т ЕА? = 1 Т = 2.5 + 2у А = Ву + ту? = 2.5у + (1)(у} 
(8.49) (2.5 - 2y)/((9.807)(2.5y - y?y] - 1 у = 0.928 т (by trial and error) 


Design a transition from a trapezoidal section, 8 ft bottom width and side slopes 1 on 1, depth 4 ft, to a 
rectangular section, 6 ft wide and 6 ft deep, for a flow of 250 cfs. The transition is to be 20 ft long, and the loss is 
one-tenth the difference between velocity heads. Show the bottom profile, and do not make any sudden changes 
in cross-sectional area. 


1 А, =8х4+ 42 = 48102, А, = 36 #2, loss 2 0.1((v2/2g) — (v7/2g)], and y, + (v7/2g) + z= yo + (v2/2g) + 224+ 
loss. Assume a linear change in area, b, and T: b = 8 — 2(x/L) and T = 16— 10(x/L). Hence: A = 
(b + T)(y/2) = 48 — 12(x/L) and y = 2{[4 — (x/L)]/[2 — (x/L)]}. 





The profile is shown in Fig. 14-20.. 
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14.64 Ina transition from a rectangular channel (2.5 m wide, 2 m deep) to a trapezoidal channel (bottom width 4 m, 
side slopes 2 on 1, depth 1.3 m) the energy loss is equal to 0.4 times the difference between velocity heads. The 
discharge is 5.8 m?/s. Determine the difference between elevations of channel bottoms. 


1 0+ 07/28 + у, = А2 + 02/28 + у + (0.4) (02/26 – 02/28) А, = (2.5)(2) = 5.00 т? 
Az = (4)(1.3) + (2){[(1.3)(2)](1.3)/2} = 8.580 m? v, = Q/A, = 5.8/5.00 = 1.160 m/s 
Vz = 5.8/8.580 = 0.6760 m/s 
v?/2g = 1.1602/[(2)(9.807)] = 0.06860 m v2/2g = 0.67602/[(2)(9.807)] = 0.02330 m 
0 + 0.06860 + 2= Az + 0.02330 + 1.3 + (0.4)(0.06860 — 0.02330) Az =0.727m 


14.65 A dam gate (Fig. 14-21) admits water to a horizontal canal. Considering the pressure distribution hydrostatic at 
section O, compute the depth at O and the discharge per meter of width when y = 1.0 m. 


1 do = С.у = (0.85)(1.0) = 0.85 т piv tvil2g ct z 2 ply - vil2g * z, *h, 
0-0--6-0-- v2/[(2)(9.807)]--0.85--0 — v, — 10.05 m/s v, 7 C,v, — (0.95)(10.05) — 9.548 m/s 
Q — Av - [(0.85)(1)](9.548) — 8.12 m?/s per meter of width 





Gate C, -O.85 





Ve 





Fig. 14-21 


14.66 A discharge of 4.5 m’/s occurs in a rectangular channel 1.83 m wide with s = 0.002 and n = 0.012. Find the 
normal depth for uniform flow and determine the critical depth. Is the flow subcritical or supercritical? 


І Q =(A)(1.0/n)(R™)(s"”) 4.5 — (1.83y,)(1.0/0.012)[1. 83y, /( y, + 1.83 + y„)}”” (0.002)? 
Yn = 1.060 m (by trial and error) 
Ов = АВ 4.57/9.807--(1.83у,)/1.83: у, = 0.851 т 


Since y, < y,, the flow is subcritical. 
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Determine the rate of a 17-in-deep flow in a 48-in circular corrugated-metal (n = 0.022) pipe on a slope of 0.003. 


1 Q = (A)(1.486/n)(R™)(s") 


Qua 7 [G0 (5Y//4](1.486/0.022)[ (53)/4]^(0.003)'7 = 46.49 ft?/s а/а = д = 0.35 ог 35 регсепі 
From Fig. A-18, Q/Q« = 25 percent, Q = (0.25)(46.49) = 11.6 ft?/s. 


At what depth will 9.0 ft?/s flow in a 3-ft diameter concrete pipe on a slope of 0.004? 

І Q - (A)(1.486/n) (R^) (s?) Qean = [(2)(3)?/4](1.486/0.013)[3/4]?7(0.004)'? = 42. 18 ft?/s 
ОЈО, = 9.0/42.18= 0.21 ог 21% 

From Fig. A-18, d/dauy = 32%, d = (0.32)(3) = 0.96 ft. 


Find the flow rate in a 400-mm-diameter concrete pipe on a slope of 0.004, if the depth is 85 mm? 
І Q = (A)(1.0/n)(R™)(s"7) Ош = [(27)(0.400)?/4](1.0/0.013)[0. 400/4]*7(0.004)'? = 0.1317 m?/s 
d/ dey = 85/400=0.21 or 21% 


Егот Ғір. А-18, О/Ош-10%, О = (0.10)(0.1317) = 0.0132 m/s. 


Repeat Prob. 14.68 if the pipe is corrugated metal (m = 0.024). 


І Q =(A)(1.486/n)(R*?)(s"?) Qui 7 [G0 (3Y//4)(1.486/0.024)[3/4]^^(0.004)? — 22.85 ft^/s 
О/Ош = 9.0/22.85 = 0.39 ог 39% 


From Fig. A-18, d/d,,, — 4395, d = (0.43)(3) = 1.29 ft. 


Find the smallest downslope of 3-ft-diameter cast iron piping (n — 0.015) that will yield an 18 ft/s, 2.4-ft-deep 
flow. 


BE d/dyay=2.4/30.8. From Fig. A-18, Q/Qru = 96%, Ош = 18/0.96 = 18.75 ft?/s, Q — (A)(1.486/n)(R??)(s'?)), 
18.75 = [()(3)7/4](1.486/0.015)[3/4]°(s)'2, s = 0.00105. 


Find the slope of a 10-ft-wide rectangular channel having n — 0.012 that makes critical flow occur at a depth of 
4.0 ft. 


i Q - VA'g]B - V((AY10)F 22.2)710 — 454.0 ft*/s = (A)(1.486/n)(R**)(s"”) 
454.0 — [(4)(10)](1.486/0.012)[(4)(10)/(4.0 -- 10 -4.0)f^(s'2) ғ = 0.00290 


Is the flow of Prob. 14.68 subcritical or supercritical? 


1 For critical low, Q?/g — A?/B. For a 3-ft pipe transporting at a depth of 0.96 ft, B ~ 2.8 ft and A ~ 1.94 ft’. 
Because 9.07/32.2 = 2.5 < 1.94°/2.8 — 2.6, the flow is barely subcritical. 


Water flows steadily at 16.0 ft/s in a triangular sluice with side slopes 1 on 1; the bottom has slope 0.0039. At a 
certain section, the depth of flow is 2.00 ft. Characterize the flow at this section as subcritical or supercritical. 


I Q?/g = A*/B. At critical flow, A = (2)[(y-)(¥e)/2] = yz, 16.0°/32.2 = (y2)"/(2yc), Ye = 1.74 ft. Since y. « 
2.00 ft, the flow at this section is subcritical. 


Water flows at 8.5 m?/s in a 3.0-m-wide open channel of rectangular cross section. The bottom slopes up, rising 
2mm per meter in the direction of flow. If the water depth decreases from 2.10 m to 1.65 m in a 155 m length of 
channel, determine Manning's n. 
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1 гу + у, +11/2@ = z2 + у + 05/28 + 
о, = ОЈА, = 8.5/[(2.10)(3.0)] = 1.349 m/s v; — 8.5/[(1.65)(3.0)] 2 1.717 m/s 
0 + 2.10 + 1.3497/[(2)(9.807)] = (0.002)(155) + 1.65 + 1.7177/[(2)(9.807)] + ht h, = 0.0825 m 
v — (1.0/n)(R?5)(s'?) — v,,, = (1.349 + 1.717)/2 = 1.533 m/s R=A/p, 
R, = (2.10)(3.0)/(2.10 + 3.0 + 2.10) = 0.8750 m К, = (1.65)(3.0)/(1.65 + 3.0 + 1.65) = 0.7857 т 
К. = (0.8750 + 0.7857)/2 = 0.8304 т 1.533 = (1.0/n)(0.8304)”7(0.0825/155)'? n — 0.013 


A flow of 1000 ft?/s occurs in a long 10-ft-wide rectangular channel of constant bottom slope. The Manning 
equation yields 7.0 ft as the normal depth of flow for this flow rate. Will the depth of flow increase, decrease, or 
remain the same as one proceeds downstream from a point where the depth is 3.0 ft? 


І у. = (9/8)'° = [(2)?/32.2]° = 6.77 % 
which is between 3.0ft and 7.0 ft. Hence, the depth of flow will increase. 


Determine the cross section of greatest hydraulic efficiency for the trapezoidal channel of Fig. 14-22, if the 
discharge is 10.0 m?/s and the channel slope is 0.0005. Use n = 0.020. | 


Ё к=А/р„= (1.5у +x)(y)/{x + (2)[Vy? + (1.5y)’]}. For greatest hydraulic efficiency, 
К = у[2. Непсе, (1.5у + х)(у)/[х + (2)Vy? + (1.5y)?] = y/2, x = 0.606y. 
Q =(A)(1.0/n)(R**)(s 17) А = (1.5у + х)(у) = (1.5у + 0.606у)(у) = 2.106у? 
10.0 = (2.106у°)(1.0/0.020)(у /2)2(0.0005)'— у =2.05т х = (0.606)(2.05) = 1.24 т 





Еїр. 14-22 


Specify a canal with n = 0.0182 that will carry 500 ft?/s of water a distance of 1 mile, if the total drop must not 
exceed 53 ft. 


1 Use a trapezoidal channel with side slopes of 1: 1, and assume v,,,, — 4.0 ft/s. 
Smax = 53/5280 = 0.0100 Amin = Q/ Umax = 500/4.0 = 125.0 ft? Q - (A)(1.486/n)(R??)(s!?) 


Try b = 8 ft and y =8 ft: A =(8)(8 + 8) = 128.0 ft, p,, = 8 + (2)(V8? + 82) = 30.63 ft, 500 = 
(128.0)(1.486/0.0182)(128.0/30.63)”7(s)'”, s = 0.000340. Because $ < Smax this design is acceptable. 


Given an open channel with a parabolic cross section (x = 1.0 m and y = 1.0 m in Fig. 14-23) on a slope of 0.02 
with n — 0.015, find the normal depth and the critical depth for a flow rate of 2.0 m?/s. 


1 Q=(A)(1.0/n)(R**)(s'”). Equation of parabola: x? = y. 


А = (2)(3)(ху) = (3)(у'?у) = 4у?2/3 
р = (2х)[1+ (5)(у/х) - (00/3) * - --] 2 (2y) [1+ 2y/3 2 2y7/5 * -- -] 


Try y, 20.5 m: A — (4)(0.5)2/3 2 0.4714 mf, p,, — (2)(0.5)^[1 -- (2(0.5)/3 — (2(0.5Y/5 4 -- -] - 1.744m, Q- 
(0.4714)(1.0/0.015)(0.4714/1.744)/?(0.02)'? — 1.86 m?/s. Since this value of Q (1.86 m?/s) is slightly less than 
the given value (2.0 m?/s), try a slightly higher value of y,; say 0.52 m: A — (4)(0.52)??/3 2 0.5000 m", 

Pw = (2)(0.52)71 + (2)(0.52)/3 — (2)(0.52)2/5 +-- +] = 1.786 m, Q = | 
(0.5000)(1.0/0.015)(0.5000/1.786)°°(0:02)!? = 2.02 m?/s. An additional iteration (not shown) indicates an 


appropriate value of y, of 0.518 m. Critical depth occurs when Q?/g = A?/B: 2.07/9.807 = (4y2^/3Y/[Q)( Vy]. 
у, = 0.766 m. 
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Fig. 14-23 


Consider the frictionless open-channel flow of Fig. 14-24a, in which the water depth y. is 2 ft and the volume 
flow rate per unit width Q/w is 5 ft?/s. Discuss what happens as the height of the obstacle on the channel floor is 
increased. 


B. We first find out whether the flow upstream of the obstacle is subcritical or supercritical by calculating the 
critical depth j Ya using y. 2 [(Q/wY'/g]' — [(5Y/32.17]'? — 0.9194 ft. The upstream Froude number F, is, then, 

— (y./y«)? — (0.9194/2y? — 0.3117. F. is less than 1, showing that the upstream flow is subcritical. 

Nene we calculate the height of an obstacle which results in critical flow. The specific head of the flow 
upstream of the obstacle is Ha = (Q/ wy/ (2gyz) + Ye = (5)?/{(2)(32.17)(2)7] + 2 = 2.097 ft. The specific head of 
the flow at the critical point is the minimum specific head for that O/w: Hmin = Зу, = (3)(0.9194) = 1.379 ft. Then 
the height of an obstacle resulting in critical flow h, is h, = Hz — Hmin = 2.097 — 1.379 = 0.718 ft. 

Let us calculate the surface profile of a flow over an obstacle which is not high enough to cause critical flow, 
say an obstacle 0.5 ft high. Since the flow is subcritical, the water surface must dip or depress over the obstacle 
since dy /dx is opposite in sign to dh/dx. The water surface passes through a minimum depth right over the crest 
of the obstacle. The specific head of the flow over the crest is Hores = Ha — Reres = 2.097 — 0.5 = 1.597 ft. A 
dimensionless specific head of H.,,/y. — 1.597/0.9194 — 1.737 corresponds to a dimensionless depth for 
subcritical flow Of Yerest/ Ye = 1.52. The depth of the flow over the crest is Ycrest = (1.52)(0.9194) = 1.4 ft. The 
Froude number of the flow over the crest is Forest = (Ye/Yerest)” = (1/1.52)°? = 0.534. 

The local surface depth all along the obstacle is calculated in exactly the same way using the local height h(x) 
of the obstacle. Figure 14-24a shows the water surface and Froude-number variation for this flow over a circular 
obstacle. The flow is symmetrical about the crest of the obstacle. Obstacles of the same crest height but different 
shape change the shape of the water-surface depression but not its minimum depth. 

Suppose the height of the crest of the obstacle is increased to precisely h, = 0.718 ft, the height at which 
critical flow occurs. The flow decreases in depth from y. upstream of the obstacle to y, at the crest with a 
correspondingincrease in Froude number from N; = 0.3117to 1. Downstream of the crest there are two possible 
surface profiles. The first possibility is that the flow remains subcritical and its depth increases from y, back to ya 
as the Froude number decreases from 1 to N, — 0.3117. This is the limiting case of subcritical flow. The flow is 
symmetrical about the crest. The second possibility is that the flow passes through the critical point and its 
Froude number continues to increase while its depth continues to decrease. The flow becomes supercritical. 
Downstream of the obstacle the flow has a new depth corresponding to the supercritical branch for the same 
specific head as upstream. Although the specific head is the same on either side of the obstacle, there is a 
different distribution between the kinetic and potential energy. Upstream of the obstacle the flow is subcritical, 
and most of the energy is potential, whereas downstream of the obstacle the flow is supercritical and a larger 
proportion of the energy is kinetic. The transition from subcritical to supercritical flow downstream of the 
critical point depends on whether the conditions downstream are favorable for maintaining supercritical flow. 

Let us calculate the depth downstream of the obstacle for supercritical flow Ya, sup- The specific head is the 
same as upstream, H.. — 2.097 ft or H/y, —2.281. y/y. — 0.535 is on the supercritical branch for this value of 
H/y.. The downstream depth is then ya, sup = 0.535(0.9194) = 0.492 ft. The Froude number there is 
(N)x sup = (Y/Y sup)? = (N)(1/0.535)°? = 2.56. 

The surface elevation undergoes its largest changes when the Froude number is in the vicinity of 1. At low 
subcritical Froude numbers 1 — N7, is nearly 1, and the decrease in surface elevation is about the same as the 
increase in obstacle elevation. As the Froude number in supercritical flow increases, 1 — NZ becomes 
increasingly more negative, causing the surface elevation to change less and less with changes in obstacle 
elevation. 

Figure 14-24b shows the surface profile and Froude-number variation for subcritical and supercritical flow 
downstream of the crest. 

What happens if the obstacle height is increased above h., the obstacle height which results in critical flow? 
The flow can no longer take place with the same values of y. and Q/w as before. There must be an adjustment 
in either y.. or Q/w or both to raise H. to at least the value which results in critical flow at the crest. This is the 
minimum specific head required to sustain the flow over the obstacle. 


A large reservoir 5 m deep has a rectangular sluice gate 1 m wide. How does the volume flow rate change as the 
sluice gate is raised (Fig. 14-25)? 
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(b) 
Fig. 14-24 


B Apply the ideal Bernouilli equation in head form at the water surface and far enough up and downstream of 
the gate for the streamlines to be parallel: (Pamm/pg) + (V2/2g) + Yo = (Patm/ Pg) + (V7/2g) + y. In terms of 
specific head H., — H. This is a constant-specific-head flow. The sluice gate is not an obstacle which changes the 
specific head of the flow; it simply changes the distribution of energy between kinetic and potential. 

Now we examine H.., H..= (V2/2g) + y... Assume that the reservoir is so large that y,, upstream of the gate 
does not change with changes in sluice-gate opening. Furthermore, V. is very small. Then, He = y. and is the 
same for all sluice-gate openings. Thus, the outflow has the same specific head regardless of the height of the 
sluice-gate opening. - 

The flow rate is then given by Q = wy V2g(y. — y). The critical depth y, changes with the flow rate and 


14.82 
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consequently with y: y- = [(Q/w)//g]'? — [2y?(y.. — y)]"°. The corresponding Froude number is Ny = (y./y)*? = 
vV2[G.-/y) - 1]. 

What happens as the sluice gate is raised? First, consider a small opening which results in a y of, say, 0.5 m. 
The flow rate is Ò = (1)(0.5)V2(9.8)(5 — 0.5) = 4.696 m?/s and the corresponding Froude number is Ny = 
V2[(5/0.5) — 1] = 4.243. The flow is supercritical. 

As the gate is raised further, y increases, causing the Froude number to decrease and the flow rate to 
increase. Finally, at a gate height which gives y = 3y., = (3)(5) = 3.333 m, The Froude number is 1 and the 
maximum flow rate is passed: Ô max = WVSgy3 = (1)VS(9.8)(5) = 19.05 m/s. 

If the gate is raised farther, the flow becomes subcritical, the Froude number passes through 1 and decreases, 
and the flow rate starts to decrease. 

"Рат % | 





7; Fig. 14-25 


Reconsider the flow leaving the sluice gate in Prob. 14-81 in which y. — 5 m. The flow can be made subcritical by 
placing a step downstream of the gate. Suppose the flow leaving the sluice gate is y, = 0.5m deep. Estimate the 
height of the step A required to cause a subcritical flow y,; = 2 m deep over the step. 


B The problem is solved by considering the flow in two parts (Fig. 14-26). First, a hydraulic jump occurs in 
front of the step, resulting in subcritical flow and a dissipation of mechanical energy. Then the level of the flow 
coming over the step decreases in a frictionless flow. 


First we calculate the characteristics of the hydraulic jump. From Prob. 13.2 (N;), = 4.243. The depth ratio 
across the hydraulic jump is calculated from y,/y, = 3(V1 + 8(Мь)1 — 1) = 4[ V1 4 (8)(4.243)? — 1] = 5.521. The 
mechanical-energy dissipation across the hydraulic jump is (#,),_.2/y, = {(2/y1) — 1)°/(4y2/y1) = (5.521 — 
1)°/(4)(5.521) = 4.184, (h;),.2 = 2.092 m. The frictionless flow over the step is described by H, = H; + h. Now, 
h, =h,, — (hy), or Hy = A, — (hy) 1.2. H, = Н. = yo = 5m. Then H, = A, — (h,),.2. = 5 — 2.092 = 2.908 m, 

H, - [(Q/wYy'/2gy3] + ys = {(4.696)"/[2(9.8)(2)7]} + 2 = 2.281 m. Finally, h = H, — H, = 2.908 — 2.281 = 0.627 m. 


1 | "Рат 
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A long channel with a rectangular cross section and an unfinished concrete surface (n — 0.017) is 35 ft wide and 
has a constant slope of 0.5°. What is the water depth when the channel carries 3500 cfs? Is the channel slope 
mild or steep? 


І Q = (A)(1.486/n)(R*)(s*”) 3500 = (35d)(1.486/0.017)[35d/(35 - 2d) ^ (tan 0.5°)!? 
d=4.97ft (Ыу trial and error) а, = (9218) = [(5)/32.2]° = 6.77 6 
Since d <d,, flow is supercritical and the channel slope is steep. 


Find the depth for uniform flow in Fig. 14-27 when the flow rate is 225 cfs if s = 0.0006 and n is assumed to be 
0.016. Compute the corresponding value of e. 
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І О = (А)(1.486/п)(А??)(5'?) A = (Yo)(10 + 2yo) р.-10--(2)(У5(у) 
225 = [(yo(10 *- 2y9)](1.486/0.016) ([(y)) (10 + 2yo)]/[10 - (2)(V5) (y9)]7^ (0.0006)'^ 
yo= 3.41 ft (by trial and error) п = 0.093726 


К = 3.41(10 + (2)(3.41)]/[10 + (2)(У5)(3.41)] = 2.27208 0.016 = (0.093)(f!2)(2.272) 5. Ј = 0.0225 
1/Vf-21og(14.8R/e) 1/У0.0225 = 210р [(14.8)(2.272)/є] є = 0.0156 ft 





Ы---о- — Fig. 14-27 


In Fig. 14-28, water flows uniformly at a steady rate of 14.0 cfs in a very long triangular flume which has side 
slopes of 1:1. The bottom of this flume is on a slope of 0.006, and n — 0.012. (a) Is the flow subcritical or 
supercritical? (b) Find the relation between v2/2g and y, for this channel. 


l (a) О = (А)(1.486/п)(А??)(5'?) А = (у)(2у)/2= у? р, = (2)(V2)(y) = 2.828y 
14.0 = (у2)(1.486/0.012)(у2/2.828у)>30.006)'? y=1.49ft (by trial and error) 
Ов = АВ 14.07/32.2-(у?2)/2у, у,1.65Ң 
Since y < y,, flow is supercritical. 
(b) 2/;-А./В,-у/2у.-у/2 уг/28 =у,14 


Consequently, we see that the relation between v?/2g and y for critical-flow conditions depends on the geometry 
of the flow section. If the vertex angle of the triangle had been different, the relation would have been different. 





Fig. 14-28 


In Fig. 14-29, uniform flow of water occurs at 27 cfs in a 4-ft-wide rectangular flume at a depth of 2.00 ft. (a) Is 
the flow subcritical or supercritical? (6) If a hump of height Ar = 0.30 ft is placed in the bottom of the flume, 
calculate the water depth on the hump. Neglect head loss in flow over the hump. (c) If the hump height is raised 
to Az = 0.60 ft, what then are the water depths upstream and downstream of the hump? Once again neglect 
head loss over the hump. 


f (a) First find critical depth: y, = (q?/g)"? = [(2)?/32. а= = 1.12 ft. Since the normal depth (2.00 fi is greater 
than the critical depth, the flow is subcritical and the channel slope is mild. 


(b) Find the critical hump height. Write the energy equation between sections 1 and 2, assume critical flow on 
the hump and apply continuity. 


2.00 + iem (А2) + 1.12 + (2/28) (2) 
= 27/(4 x 1.12) = 6.03 fps (2) 
= 27/(4 х 2) = 3.38 fps (3) 


Substituging (2) and (3) in (1) gives (Az), — 0.49 ft. Thus the minimum-height hump that will produce critical 
depth on the hump is 0.49 ft. 


Since the actual hump height, Az — 0.30 ft, is less than the critical hump height, 0.49 ft, critical flow does not 
occur on the hump and there is no damming action. 

Let us now find the depth y; on the hump: 
Energy: 2.00 + (Vi/2g) = 0.30 + y, + (V3/2g) i (4) 
Continuity: (4 X 2)V, = 4y,V2 = 27 cfs (5) 


14.87 


14.88 


FLOW IN OPEN CHANNELS JZ 379 


Eliminating V, and V, from Eqs. (4) and (5) gives three roots for y;; y, — 1.60 ft, 0.82 ft, or a negative answer 
that has no physical meaning. Since the hump height is less than (AZ),.,, the flow on the hump must be 
subcritical (that is, y, > y,). Hence y, — 1.60 ft and the drop in the water surface on the hump = 2.00 — (0.30 + 
1.60) = 0.10 ft. i 

(c) In this case the hump height Az = 0.60 ft which is greater than the critical hump height. Hence critical 
depth ( y. — 1.12 ft) will occur on the hump. Writing the energy equation for this case, we have 


yi * (Vi/2g) 2 0.60 4 1.12 — (V2/2g) (6) 
From continuity, (4x y,)V, = 27 cfs (7) 
and, for critical flow, V2/2g 2 iy; — 0.56 ft (8) 


Combining Eqs. (6), (7), and (8) gives y, + [(7)?/(2g)y7] = 2.28 from which y, = 2.12 ft, 0.66 ft, or a negative 
answer which has no physical meaning. In this case, damming action occurs and the depth y, upstream of the 
hump, is 2.12 ft. On the hump the depth passes through critical depth of 1.12 ft and just downstream of the 
hump the depth will be 0.66 ft. The depth will then increase in the downstream direction following an M; 
water-surface profile until a hydraulic jump occurs to return the depth to the normal uniform flow depth of 
2.00 ft. 
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General case (Айса Fig. 14-29 


For the channel of Prob. 14.84, compute the “open-channel Reynolds number" assuming that water at 50 °F is 
flowing. Refer to Fig. A-5 to verify whether or not the flow is wholly rough. Determine e from Fig. A-5 and 
compare it with the value computed in Prob. 14.84. 


I Ng =Rv/v. From Prob, 14.84, Q = 225 cfs, R = 2.272 ft, f = 0.0225, and A = 3.41[10 + (2)(3.41)] ^ 57.36 ft^; 
v = Q/A = 225/57.36 = 3.923 ft/s. 


Open channel: Np = (2.272)(3.923)/(1.40 x 1075) = 6.37 x 10° 
Equivalent pipe: Np = (4)(6.37 X 10°) = 2.55 x 10$ 


From Fig. A-5 with Np = 2.55 X 10° and f = 0.0225, €/D = 0.0018 and the flow is wholly rough: € = 0.0018D = 
(0.0018)(4R) = 0.0018[(4)(2.272)] = 0.0164 ft. This value of € (0.0164) is close to the value of 0.0156 computed 
in Prob. 14.84. 


On the assumption that Fig. A-5 applies also to open channels, find the rate of discharge of water at 60°F ina 
100-in-diameter smooth concrete pipe flowing half full (R = D/4), if the pipe is laid on a grade of 1.8 ft/mile. 


f c/D —0.001/(32) — 0.00012. Try turbulent flow with f = 0.0135: 
v 2 V(8g/f (Rs) R- DJA — (9/4 — 2.083 ft s — 3% = 0.0003409 
v = V{(8)(32.2)/0.0135][(2.083)(0.0003409)] = 3.681 ft/s 


Ng = Dv/v = [(4)(2.083)](3.681)/(1.21 x 1075) = 2.53 x 10° 
From Fig. A-5, f = 0.013. Try f = 0.013: f 
о = V((8)32:2)/0.013][(2.083)(0.0003409)] - 3.751 ft/s Np = [(4)(2.083)](3.751)/(1.21 x 1075) = 2.58 x 10° 


f=0.013 — (O.K.) Q = Av =[(4)(2)(222)?/4](3.751) = 102 ft?/s 
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For the channel of Prob. 14.84, compute the flow rate for depth 8 ft. 


BQ =(A)(1.486/n)(R*?)(s"”), For yo = 8 ft, A = 8[10 + (2)(8)] = 208 ft?, p,, = 10 + (2)(V5)(8) = 45.78 ft, O = 
(208)(1.486/0.016)(208/45.78)22(0.0006)' = 1298 #2/5. 


Figure 14-30 shows a cross section of a canal designed to carry 1590 cfs. The canal is lined with concrete 
(n — 0.014). Find the grade of the canal and the drop in elevation per mile. 


i Q - (A)(1.486/n)(R?P)(s!?) A = (10.2)(50.6 + 20)/2 = 360.1 ft? 
Pw» = 18.39 + 20 + 18.39 = 56.78 ft 
1590 = (360.1)(1.486/0.014)(360.1/56.78Y (s)? s = 0.000147 
Drop in elevation = (0.000147)(5280) = 0.776 ft/mile 








po T m 


Fig. 14-30 


If the flow in the canal of Prob. 14.90 were halved, all other data, including the slope, being the same, what 
would be the depth of water? ' 


i О = (А)(1.486/п)(Е??)(5'?) А = у[20 + (2)(1.5)(у) + 20]/2 = 20у + 1.5y? 
Pw = 20 + (2)[Vy? + (1.5y] 2 20 4 3.606y 
795 = (20y + 1.5y?)(1.486/0.014)[(20y + 1.5y?)/(20 + 3.606y)]”2(0.000147)'” 
y =7.10ft (by trial and error) 
Evaluate є for Prob. 14.90. 
f iJ Vf 210g (14.8R/e), n — 0.093f "^ R"*. Therefore, 
21og (14.8R/e) — 0.093R"5/n R = 360.1/56.78 = 6.342 ft (from Prob. 14.90) 
21og [(14.8)6.342)/e] — (0.093)(6.342)"5/0.014 є = 0.00284 % 


Find the capacity of the canal of Prob. 14.90, assuming the grade to be 1.5 ft/mile. 
Е Q=(A)(1.486/n)(R™)(s'”). From Prob. 14.90, A = 360.1 ft^, n =0.014, R = 360.1/56.78 = 6.342 ft, Q = 
(360. 1)(1.486/0.014)(6. 342)2°(1.5/5280)'2 = 2207 2/5. 
Water flows uniformly in a 2-m-wide rectangular channel at a depth of 0.5 m. The channel slope is 0.0025 and 
п = 0.015. Епа ће flow rate. 
І Q =(A)(1.0/n)(R™*)(s") R = (2)(0.5)/(0.5 + 2 + 0.5) = 0.3333 m 

Q =[(2)(0.5)](1.0/0.015)(0.3333)”7(0.0025)"? = 1.60 m/s 


At what depth will 4 m/s of water flow in a 3-m-wide rectangular channel if n — 0.016 and s = 0.0009. 
i О =(А)(1.0/п)(А?3)(5'2) 4 = (34)(1.0/0.016)[34/(4 + 3+ d)]/?(0.0009)'? 
d=1.00m (by trial and error) 
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14.96 The water cross-sectional area in Fig. 14-31 measures 191 ft?, and the wetted perimeter is 39.1 ft. If the flow is | 
1580 ft?/s and n = 0.012, find the slope. 


i Q - (A).486/n)(R?5)(s'2) 1580 = (191)(1.486/0.012)(191/39. 1) (s)'? s = 0.000538 





Fig. 14-31 
14.97 Rework Prob. 14.96 for a completely filled conduit. 
i Q =(A)(1.486/n)(R™)(s'7) 1580 = ((л)(16)74((1.486/0.012)(38у 5) 2 5 = 0.000634 


14.98 A 30-in-diameter pipe is known to have a Manning's n of 0.01800. Calculate Manning's n for a 96-in-diameter 
pipe that has the same e-value as a 30-in pipe for which n = 0.01800. 


I 1/Vf=2log (14.8R/e), n =0.093f'?R". Therefore, 2 log (14.8R/e€) = 0.093R"°/n, For 30-in pipe: R = 
(8/4 — 0.6250 ft, 2 log [(14.8)(0.6250)/ €] — (0.093)(0.6250)"5/0.01800, € = 0.03780 ft. For 96-in pipe: R = 
(35)/4 = 2.000 ft, 2 log [(14.8)(2.000)/0.03780] — (0.093)(2.000)"5/n, n = 0.01804. 


14.99 The dimensions indicated in Fig. 14-32 pertain to a flow of 30 cfs with n — 0.018. Compute the required slope. 
i О = (А)(1.0/п)(А°?)(5'?) A = (2.5)(5) + (2.5 — 2)[(25 — 5)/2]/2 = 15.00 ft? 


р, = 2.5+5+2+ V(2.5— 2)? + [(25 — 5)/2 = 19.51 ft 
30 = (15.00)(1.0/0.018)(15.00/19.51)2(5)'2 — $— 0.00184 


w=25 ft 


d=2.5 ft 
az2ft 


mm Fig. 14-32 


14.100 — Water flows at 10 ft/s in a rectangular trough 6 ft wide for which n — 0.013. Find the slope needed for a water 
depth of 3 ft. © 


i v = (1.486/n)(R*)(s'”) | 10- (1.486/0.013)[(6) 3)/(3 - 6- 3 ?(s)? 5 = 0.00446 
14.101 In Fig. 14-33, area A, is 100 ft by 2 ft, À; is 30 ft by 10ft, and A, is 200 ft by 3 ft. Compute the flow rate if 

5 = 0.0018, п, = п; = 0.03, апал, = 0.020. 
І О = (А)(1.486/п)(К??)(ғ'?) 

О, = [(100)(2)](1.486/0.03)[(100)(2)/(2 + 100)]22(0.0018)'^ = 658 #/5 

Q. 7 [(30)(10)](1.486/0.02) ((30)(10)/[(10 — 2) - 30 4- (10 — 3)])?7(0.0018)'? — 3350 ft^ /s 
Q; - [(200)(3)](1.486/0.03)[(200)(3)/(3 -- 200)]?(0.0018)'? — 2597 ft?/s 
Q = Q, + Q, + Q, = 658 + 3350 + 2597 = 6605 ft°/s 
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14.102 In Prob. 14.99 the parameters are changed as follows: a =3 ft, b= 6 ft, d =5 ft, w = 36 ft; n = 0.020. Given the 





Fig. 14-33 


slope s = 0.0015, determine the rate of flow. 


IQ =(A)(1.486/n)(R™)(s'”). For depth = 5 ft: A, = (6)(5) = 30.00 ft?, A, = (5 — 3)[(36 — 6)]/2 = 
30.00 ft?, (p,,), =5+ 6 +3 = 14.00 ft, (p,,). = VS — 3)" + [(36 — 6) |” = 30.07 ft, Q = 


(30.00)(1.486/0.020)(30.00/14.00)22(0.0015)'2 + (30.00)(1.486/0.020)(30.00/30.07)22(0.0015)'2 = 230 #3/5. 


14.103 Determine the depth below the surface of clear water at which the velocity (u) as given by the von Karman 
equation is equal to the mean velocity (v). 


f u=v +(1/K)X(Vgyos)[1 + 2.3 log (y /yo)]. Where u 2 v, v 2 v * (1/K)(Vgyos)[1 * 2.3 log (y/yo)], ¥/Yo= 
0.367. Hence, the velocity (u) is equal to the mean velocity (v) when y/yo = 0.367, or at a depth below the 
surface of 1 — 0.367, or 0.633 times the channel depth. | 


14.104 Figure 14-34 is the longitudinal section of a very wide channel. The fluid is clear water (K = 0.40). Given 
à — 2.50 ft and n — 0.020, find b. 


f v =v + (1/K)(Vgyos)[1 + 2.3 log (y/yo)]. Working with a 1-ft width of channel, 


v= 


иь = 11.76 


(1.486/0.020)[0 + 4 + 3)(1)/1]%()!2 ѕ = 0.0000096760? u2/2g = 2.80 ft 


ua = VGZ IESO) = 12.69 ft/s u = v + (1/K)(Vgyos)[1 + 2.3 log (y/yo)] 

12.69 = v + (1/0.40)[V(32.2)(2 + 4 4- 3)(0.000009676v?)][1 + 2.3 log (2 + 4)/(2+4 + 3)] y= 11.76 ft/s 

+ (1/0.40)| VG2:2 2 * 4 *- 3)(0:000009676)12.45^)] (1 + 2.3 log [2/(4 + 3 + 2)]} = 10.98 ft/s 
b = 10.98?/[(2)(32.2)] = 1.87 ft 
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14.105 Water flows uniformly in a very wide rectangular channel at a depth of 1.5 m (s = 0.006 and n = 0.015). 
Calculate the velocities at two-thirds and at full depth. 


MB v - (1.0/n(R?^y(s'?). For a very wide channel, R =y=1.5m: v= (1.0/0.015)(1.5)2°(0.006)'® = 6.767 m/s, 


u=v + (1/K)(Vgyos)[1 + 2.3 log (y/yo)]. At y = 1.0m, и = 6.767 + (1/0.40)[\(9.807)(1.5)(0.006)][1 + 


2.3 log (1.0/1.5)] 
7.51 m/s. | 


27.21 m/s. At y 2 1.5 m, и = 6.767 + (1/0.40)[V(9.807)(1.5)(0.006)][1 + 2.3 log (1.5/1.5)] = 


i 


i 
3 


i 
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14.106 For a rectangular channel cross section of area 5 m’, tabulate hydraulic radius versus width over the range of 
widths from 1m to 5 m. 


f R=A/p, =A/(w + 2d) = Aw(w? + 2A); see following table. 





1.107 Set up a general expression for the wetted perimeter p,, of.a trapezoidal channel in terms of the cross-sectional 
area A, depth y, and angle of side slope $. Then differentiate p,, with respect to y with A and ф held constant. 
From this, prove that R — y/2 for the section of greatest hydraulic efficiency (i.e., smallest p,, for a given A). 


f Let B = bottom width. 
А = Ву + (у)(у {ап ф) = Ву + у? (ап ф В = АЈу – у їап ф 
Pw =B + 2y sec ġ = A/y — y tan $ + 2у ѕес ф 
dp,,/dy = -AJy? - (ап ф +2 ѕес ф = - (By - y? tan $)/y? — tan $ - 2sec $ 
Setting dp, /dy —0, (By - y? tan $)/y? 22 sec $ — tan $, B —2y sec $ —2y tan $ — (2y)(sec $ — tan ф). 


y 
К- Btdyseco (2у)(ѕес ф —– (ап ф) + 2у ѕесф 2 


14.108 Prove that the most efficient triangular section is the one with a 90? vertex angle. 
f See Fig. 14-35. : 
A — d? sin $ cos $ p», 72a К — Alp, 
R = (a? sin $ cos $)/2a — (a/2)(sin $ cos $) dR/d$ - (a/2)(cos? ф — sin? $) 20 
Hence, cos $ —sin $; or $ = 45° and the vertex angle = (2)(45), or 90°. 


ж 


уе 


i Fig. 14-35 


14.109 A canal cut in smooth earth (n — 0.03123) must transport 9.0 m?/s of water at a depth of at most 1.5 m (see 
Fig. 14-36). If the side slopes are 2: 1 and the channel slope is 0.0004, what must be the width at the bottom? 
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i О = (А)(1.0/я)(К23)(5'?) А = 1.5[6 +6 + (2)(1.5) + (2)(1.5)]/2 = 1.5b + 4.5 
Pu =b + (2)V1.5? + [(2)(1.5)F = b + 6.708 
9.0 — (1.5b + 4.5)(1.0/0.03123)[(1.5b + 4.5)/(b + 6.708)]*7(0.0004)'2 
b =6.00 m (by trial and error) 


= 
>, <r 


Fig. 14-36 


14.110 Refer to Fig. 14-36. If the discharge in the canal (n = 0.03123) is to be 6 m’/s at a depth of 1.5 m and if the 
velocity is not to exceed 1.0 m/s, what must be the width at the bottom and the slope? 


І А = 0/0 =6/(1.0) = 6.00 п> (b)(1.5) + (2)[(2)(1.5)(1.5)]/2 = 6.00 b=1.0m 
о = (1.0/п)(Е23)(5 2) Pw = 1.00 + (2)1.52 + [0)(1.5) = 7.708 т 
80 = (1.0/0.03123)(6.00/7.708)23(5)'2 5 = 0.001362 


14.111 A rectangular flume of smooth wood (п = 0.012) slopes 1 ft per 1000 ft. (a) Compute the rate of discharge if the 
width is 4 ft and the depth of water is 2 ft. (b) What would be the rate of discharge if the width were 2 ft and the 
depth of water 4 ft? (c) Which of the two forms would have the greater capacity and which would require less 


lumber? 
І Q = (A)(1.486/n)(R™)(s"”) 
(a) Q =[(4)(2)](1.468/0.012)[(4)(2)/(2 + 4 * 2) ^ Gdoo)'? — 31.3 ft^/s 
(b) Q = [(4)(2)](1.468/0.012)[(4)(2)/(4 + 2 - 4)] ^ (3399)'? — 27.0 ft^/s 
(с) Lumber ratio = (2 + 4 +2)/(4 +2 + 4) = 0.80 Flow ratio = 31.3/27.0 = 1.16 


Hence, the first design provides 16 percent more flow capacity while requiring only 80 percent as much lumber. 


14.112 What diameter of semicircular channel will provide the same capacity as a rectangular channel of width 6 m and 
depth 3 m? Assume s and n are the same for both channels. 


EQ =(A)(1.486/n)(R*)(s'”). Since Q, = Q, and (1.486/n)(s'”) is constant, A,R7? = A,R??. 
[(ла°/4)/2](4/4у°® = [(6)(3)][(6)(3)/(3 +6 + 3)Р? 4=6.57тш 


14.113 Consider steady flow of water in a circular concrete pipe ( = 0.016) of diameter 10 ft at a depth of 4 ft. Using 
Fig. A-18, determine the flow rate and the average velocity of flow (s = 0.0004). 


I Q = (A)(1.486/n)(R*)(8"7) Оһ = [G0)(10)*/4)(1.486/0.016) 2)" (0.0004)'^ — 269 ft*/s 
Vea = Qran/ Asan — 269/[(2)(10)?/4] — 3.43 ft/s а/а = 5 = 0.40 or 40 percent 
From Fig. A-18, Q/Qruy = 32 percent and о/о, — 88 percent: Q = (0.32)(269) = 86.1 ft?/s, v = (0.88)(3.43) = 
3.02 ft/s. 
14.114 At what depth will water flow at 0.25 m?/s in a 1.0-m-diameter concrete pipe (n - 0.012) on a slope of 0.0004? 
1 О = (А)(1.0/п)(А??)(5'?) 
Qrun = [(2)(1.0)2/4](1.0/0.012)[1.0/4]22(0.0004)'^ = 0.519 m?/s 
ОГО, = 0.25/0.519 = 0.48, or 48 percent. From Fig. A-18, d/d,., = 51 percent: d = (0.51)(1.0) = 0.51 т. 


14.115 


14.116 


14.117 


14.118 


14.119 


14.120 


14.121 


14.122 
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Evaluate the friction factor f for laminar flow in terms of the Reynolds number, and compare with the equation 
for pipe flow. (Note: Recall that for a wide channel the hydraulic radius is approximately equal to the depth.) 


Fo N= (4R)(v)/v = 4you/¥ q 7 (g/v)(yo/3)(s) v — Q/A- qlyo  gsyo[3v — [(8g/fF)(R)G)] ^ 


Therefore, [(8g /f (R)(s)] — vgsyo/3v. With R — yo, f = 24v/yov = 96v/4yov = 96/Nz. This compares with 


f = 64/Npe for pipe flow. 


A viscous fluid (v = 0.0015 ft/s) flows down a flat plate 10 ft wide. Find the maximum rate of discharge for 
laminar flow, assuming a critical Reynolds number of 500. 


Ng = Roly =yoq/vy0=4/¥ 4 = (500)(0.0015) = 0.7500 ft?/s per ft Q = (10)(0.7500) = 7.50 ft?/s 


At what rate will water at 60 °F flow in a wide rectangular channel on a slope of 0.00018 if the depth is 0.01 ft? 


ШЕ Assuming laminar flow, q = (g/v)(y3/3)(s) = [32.2/(1.21 x 1075)](0.017/3)(0.00018) = 1.60 x 10~* ft?/s/ft, 
= Ru/v = you/v = (yo)(4/yo)/¥ = q/v = 1.60 x 10°4/(1.21 x 107°) = 13. Since Nz < 500, the assumption of 
laminar flow is justified. 


At what rate will water at 15 ^C flow in a wide, smooth, rectangular channel on a slope of 0.0002, if the depth is 
8.0 mm? 


ШЕ Assuming laminar flow, g = (g/v)(y2/3)(s) = [9.807/(1.16 x 1075)][(0.008)?/3](0.0002) — 2.89 x 107* 


(m?/s)/ m. Checking the assumption: Ма = Rv[v — yyv/v — (yo) (q/yo)! v 2 q/ v 22.89 x 1075/(1.16 x 1075) — 
249 (laminar). 


Water flows with a velocity of 4 fps and at a depth of 2 ft in a wide rectangular channel. Is the flow subcritical or 
supercritical? Find the alternate depth for the same discharge and specific energy. 


| v?/2g = 421[02)032.2)] = 0.2484 ft y/2=3=1.000ft 
Since 0.2484 < 1.000, the flow is subcritical. 
E =y + (1/2g)(q?/y’) = 2 + 0.2484 = 2.2484 ft q = (4)(2) = 8.000 (ft?/s)/ft 
2.2484 — y + {1/[(2)(32.2)]}(8.007/y?) 2.2484y? — y? — 0.9938 = 0 
Since y = 2 is one known solution, divide by (y — 2) to yield y? — 0.2484y — 0.4968 = 0, y = [—(—0.2484) + 
(—0.2484)? — (4)(1)(—0.4968)]/[(2)(1)] — 0.840 ft. 


Water flows down a wide rectangular channel of concrete (n — 0.014) laid on a slope of 2.4 mm/m. Find the 
depth and rate of flow for critical conditions. 


I v-(LO/(R")G") о, = Уу; V(9.807)( y.)  (1.0/0.014)( y. ^(0.0024)'^ 
у. = 0.514 т 4 =YeUe = (Ye Vay) = (0.514)[V(9.807)(0.514)] = 1.15 (m?/s)/m 


Water flows at 15 ft/s in a rectangular channel at a depth of 2 ft. Find the critical depth for (a) this specific 
energy, (b) this rate of discharge. . 


Е (a) E =y + v?/2g =2 + 152/[0)(32.2)| = 5.494 ye = (2)(E) = (3)(5.494) = 3.66 ft 
(b) q = yv = (2)(15) = 30.00 ft°/s/ft yo = (q7/2)"? = (30.007/32.2)'? = 3.03 ft 
A flow of 120 ft?/s is carried in a rectangular channel 10 ft wide at a depth of 1.5 ft, the channel is made of 


smooth concrete (n — 0.013). Find (a) the necessary slope, (b) the roughness coefficient needed to produce 
uniform critical flow for the given rate of discharge on this slope. 
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1 (а) Q=(A)(1.486/n)(R*)(s'”) 120 = [(1.5)(10)](1.486/0.013)[(1.5)(10)/(1.5 + 10 + 1.5)]2(5)'? 
s — 0.00405 
(b) Ye = (q7/8)"” Yo = [(1@)°/32.2]!° = 1.648 1 


v, — Vey, = V(32.2)(1.648) = 7.285 ft/s 
7.285 = (1.486/n)[(1.648)(10)/(1.648 + 10 + 1.648)]?7(0.00405)'? — n —0.0150 


14.123 A rectangular channel 4 m wide shows a wavy surface at depth 2.5 m. Estimate the rate of discharge. 


Е Тһе wavy surface indicates a near-critical depth; hence y, ~ 2.5m. „= Угус = V(9.807)(2.5)? = 
12.38 m?/s/m, Q = (4)(12.38) = 49.5 m’/s. 


14.124 Probing for oil, geologists drive a small pipe vertically down into the bed of a fast-running stream. The upstream 
"wake" of the pipe has a spread 0 — 120°. Estimate the stream velocity. 


I sin (0/2) = с/о c = Vay = V(32.2)(2) = 8.025 ft/s sin 60° =8.025/v v =9.3ft/s 


14.125 A speedboat in shallow water lifts a 1-ft wave (height above undisturbed surface), which travels at 9 mph. Find 
the approximate depth of the water. 


П с=У(6)(у + ду) + Ay/2)/y] = (9)(5280)/3600 = 13.2 ft/s 13.2 = V(32.2)(y + I[(y + 2)/y] 
174.2 = 32.2y + 48.30 + 16.1/y 32.2у? – 125.9у + 16.1 =0 
The larger root is 


y =[—(—125.9) + V(—125.9)* — (4)(32.2)(16. 1)]/[(2)(32.2)] = 3.78 ft 


14.126 A rectangular channel 10 ft wide carries a flow of 180 cfs. Find the critical depth and critical velocity for this 
flow. 


І у. = (418) = [08)/32.2] = 2.16 ft о. = Уву, = V(32.2)(2.16) = 8.34 ft/s 
14.127 Water flows at 600 ft?/min in a isosceles right-triangular flume for which n — 0.012. Find the critical depth and 
critical slope. 
I Q?/g = A?/B. If y = depth, A = y? and B = 2у. 
(600/60)?/32.2=(y*)?/2y y=y.=1.44ft Q = (A)(1.486/n)(R™)(s"”) 
R=A/p, = 1.447/[(2)(V1.44 + 1.447)] = 0.5091 ft 10 = (1.44)(1.486/0.012)(0. 5091)? (s) 
5 = 6, = 0.00373 


14.128 А trapezoidal canal with side slopes of 2: 1 has a bottom width of 4 m and carries a flow of 23 m?/s. Calculate 
the critical depth. ` 


1 Q?/g =A°/B. If y = depth, A = 4y + 2y? and B =4 + 4y. 


2329.807 = (4у + 2у2)°/(4 + 4у) y-y-122m (by trial and error) 


14.129 Find the specific energy at depth 3 ft for flow of 100 ft?/s through a 10-ft-diameter tunnel. 
fe E=y+v?/2g. For y =3tt: 
У/Уш- 5 = 0.30 ог 30 percent From Fig. А-18 A/A44 —25 percent A — [(z)(10y//4](0.25) — 19.6 f£ 
v = Q/A = 100/19.6 — 5.10 ft/s E =3 * 5.107/[(2)(32.2)] = 3.40 ft 
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A circular conduit flowing half full carries 500 ft?/s at velocity 10 ft?/s. If n = 0.13, will the flow be subcritical or 
supercritical? 
І A-Qlv-(ad'J4/2  S?-(nd'AJ2  d-1128ft 

A = [()(11.28)?/4]/2 = 49.97 ft? Nr = v/Vey = v/V(g)(A/B) = 10/V(32.2)(49.97/11.28) = 0.837 


Ѕіпсе № < 1.0, the flow is subcritical. 


Figure 14-37 describes the cross section of an open channel for which So = 0.02 and n = 0.015. The sketch is 
drawn to the scale shown. When the flow rate is 100 cfs, find (a) the depth for uniform flow and (b) the critical 
depth. 


B The cross-sectional area is found by planimetry and the wetted perimeter by use of dividers. 


|рәй | ка | 0-ома 86/2) U^), d 


1.30 3.29 0.395 10 
4.90 6.12 0.801 59 
10.48 8.96 1.170 


(a) 













А plot of Q versus yo (not shown) indicates that y, — 2.50 ft for Q — 100 cfs. 


(b) 





A plot of Q versus y, (not shown) indicates that y, — 3.35 ft for Q — 100 cfs. 


Refer to Fig. 14-37 and replace feet dimensions with meters. Let the slope be 0.007 with n — 0. 015. When the 
flow rate is 50 m?/s, find (a) the depth for uniform flow and (b) the critical depth. 


В x, ft хай 


y 
XL XR 
0 0 0 
1 1.5 14 
2 26 20 
3 325 33 
4 36 55 
5 385 82 0 5ft 


Lig. 14-37 


f The cross-sectional area is found by planimetry and the wetted perimeter by use of dividers. 


(a) 
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A plot of Q versus y; (not shown) indicates that y, — 2.70 m for Q — 50 m?/s. 


ND 


(b) 





A plot of Q versus y, (not shown) indicates that y, — 3.25 m for Q — 50 m?/s. 


14.133 А rectangular channel 2 m wide carries 2.2 m/s of water in subcritical uniform flow at a depth of 1.0 m. What is 
the lowest transverse hump in the bottom such that y, is attained at the peak? 


1 (Az). = Eo ~ Emin Е =у+ 02/28 v = Q/A =2.2/[(2)(1.0)] = 1.10 т/ѕ 
Eo = 1.0 + 1.107/[(2)(9.807)] = 1.0617 m 
E min = (3)(Ye) Ye = (q°/8Y° = [77 /9.807]'®° = 0.4978 m 
Emin = -G (0.4978) — 0.7467 m (Az), = 1.0617 — 0.7467 — 0.315 m 


14.134  Rework Prob. 14.86 (y, — 2.0 ft) for the case where the flow rate is 50 cfs. 


Е (а) q = Q/B = 9 = 12.50 (ft*/s)/ft = (q?/g)' — (12.502/32.2y? — 1.693 ft 
Since yo > у,, the flow is subcritical (and dope is mild). 
(b) Install hump with Az = 0.30 ft. First find critical hump height: 
E =y + (3g)(q7/y”) Ey = 2.00 + {1/[(2)(32.2)]} (12. 50?/2.007) = 2.607 ft 
Emin = 3)(¥e) = 3)(1.693) = 2.540 ft Е,= Лг, + Emin 2.007 — А2. + 2.540 Az, = 0.067 ft 


Since Az — Az, y, occurs on the hump and damming action occurs. Hence, water depth on 
hump = 1.693 ft. 


(c) Increase hump height to 0.60 ft. Still, Az ^ Az, so y, occurs on the hump. Let y = upstream or 
downstream depth, with specific energy E. 


E = Az + Emin =Y + (1/28)(4°/у?) Az + Emin = у + (1/25)(9°/у?) 
0.60 + 2.540 = у + {1/[(2)(32.2)]}(12.50°/у?) y=2.84ft or 1.09ft (by trial and error) 


'This hump causes damming action, and the depths just upstream and downstream of the hump are 
2.84 ft (subcritical) and 1.09 ft (supercritical), respectively. 


14.135 A flow of 2.0 m?/s is carried in a rectangular channel 1.8 m wide at a depth of 1.0 m. Will critical depth occur at 
a section where (a) a frictionless hump 15 cm high is installed across the bed? (b) a frictionless sidewall 
reduces the channel width to 1.3 m? (c) the hump and the sidewall constriction are installed together? 


1 (а) Az; — Eo — Emin E=y + (1/2g)(q’/y’) q = 2.0/1.8 = 1.111 (m*/s)/m 
E, — 1.0 - (1/[(2)(9.807)]) (1.111?/1.0?) = 1.063 m E min = (3)(у.) у = (q?/g)? 
Ye = (1.1117/9, 807)" = 0.5011 т Emin = (3)(0.5011) = 0.7517 m 


А2... = 1.063 – 0.7517 = 0.3113 т 


Since Az = 0.15 < 0.3113 = Az,,;,, y- does not occur at the hump. 
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(b 4-2.0/13-1.538т у, = (1.538/9.807)'° = 0.6225 т E min = (2)(0.6225) = 0.9338 т 


Since E min = 0.9338 < 1.063 = Eo, y. does not occur at the constriction. 
(с) А2... = Eo — Emin. With constriction, Emin = 0.9338 m; hence, Az,,i, = 1.063 — 0.9338 = 0.1292 m. Since 
Az =0.15 > 0.1292 = AZerit, Ye does occur at the hump with constriction. 


14.136 Rework Prob. 14.86 (y, — 2.0 ft) for the case where the flow rate is 16 cfs. 
Í (а) q = Q/B =*2 = 4,000 ft?/s/ft ye = (47/2)? = (4.0007 /32.2)'? = 0.7921 ft 


Since yo y., the flow is subcritical (and slope is mild). 
(6) Install hump with Az — 0.30 ft. First find critical hump height. 


E=y +(3g)(q’/y’) Eo = 2.00 - (1/[(2)(32.2)]) (4.0007/2. 00?) = 2.062 ft 
E min = 3)(y-) = (3)(0.7921) = 1.188 ft Eo = Аг. Emin 2.062 = А2, + 1.188 А2... = 0.874 6 
Since Az «€ Az, y. does not occur on the hump and damming action does not result. 
E,=Ey—Az Е=у + (1/28)(4*/у”) = у» + (1/[2)82.2)]) 4.000 /y5) 
yn + {1/[(2)(32.2)]}(4.000/y2) = 2.062 — 0.30 


By trial and error, y, = 1.67 ft (subcritical) and 0.432 ft (supercritical). The flow does not pass through 
y,, So it cannot become supercritical. Therefore, the water depth on the 0.30-ft hump is 1.67 ft. 

(c) Increase hump height to 0.60 ft. Still, Az € Az. SO Y. does not occur on the hump and damming action 
does not result. y, + {1/[(2)(32.2)]}(4.0007/y7,) = 2.062 — 0.60. By trial and error y, = 1.32 ft (subcritical) 
and 0.511 ft (supercritical). The flow does not pass through y., so it cannot become supercritical. 
Therefore, the water depth on the 0.60-ft hump is 1.32 ft. 


14.137 A 4-ft-wide rectangular ditch carries 40 ft?/s of water at a depth of 2.80 ft. A man standing in the middle of the 
ditch presents a 1-ft width to the stream. Find the local change in the water-surface elevation. 


fv) =Q/A = 40/[(2.80)(4)] = 3.571 ft/s. At the man. 
v — 40/[(4— 1)(y)] = 13.33/y E=y +v2/2g =y + (13.33/y)*/[(2)(32.2)] = y + 2.759/y? 
E, = 2.80 + 3.5712/[(2)(32.2)] = 2.998 ft y +2.759/y? = 2.998 


By trial and error, y = 2.59 ft or 1.26 ft. Since locally supercritical conditions are impossible, y = 2.59 ft. Change 
in water depth = 2.80 — 2.59 = 0.21 ft drop. i 


14.138 А rectangular channel 10 ft wide carries 20 ft?/s in uniform flow at depth 1.0 ft. Find the local change in 
water-surface elevation caused by an obstruction 0.20 ft high on the floor of the channel. 


MB y.— (a4//g)^ — [(8)//32.2]'? — 0.499 ft. Since y, « 1.0 ft, the flow is subcritical. 


E-y*v'üg | v-QJA-20/[0.0(10] -2.000ft/s — E, —1.0-- 2.000"/[(2)(32.2)] = 1.062 ft 
E,= E, — Az = 1.062 — 0.20 — 0.862 ft E=y + (1/2g)(q7/y’) 
Е, = у, + {1/[(2)(32.2)}}[()7/y2)] 0.862 = у, + 0.06211/уз у = 0.752# (Бу trial and error) 


Change in water-surface elevation = 1.00 — (0.20 + 0.752) = 0.048 ft (drop). 


14.139 Rework Prob. 14.138 for a flow at depth 0.31 ft. 
f Since Ye = 0.499 ft > 0.31 ft, the flow is supercritical. 


E =y +v?/2g v — Q/A —20/[(0.31)(10)] — 6.452 ft/s E, — 0.31  6.452?/[(2)(32.2)] — 0.9564 ft 
Е, = E,— Az — 0.9564 — 0.20 = 0.7564 ft Е =у + (1/22)(9°/у?) Е, = у, + {1/[(2)(32.2)}}[G8)"/y3)] 
0.7564 = у, + 0.06211/у2 y; — 0.45 ft (by trial and error) | 


Change in water-surface elevation = (0.20 + 0.45) — 0.31 = 0.34 ft (rise). 
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14.140 Repeat Prob. 14.137 for flow depth 0.90 ft. 


1 Е=у +12128 Vo = Q/A = 40/[(4)(0.90)] = 11.11 ft/s Ey = 0.90 + 11.117/[(2)(32.2)] = 2.817 ft 
As in Prob. 14.137, v = 13.33/y. 
E = у + (13.33/у)2/[0)(32.2)] = у + 2.759/у? 2.817 = у + 2.759/у? 


у= 1.396 (by trial and error) 
Change in water-surface elevation = 1.39 — 0.90 = 0.49 ft (rise). 
14.141 If 1.4 m/s of water flows uniformly in a channel of width 1.8 m at a depth of 0.75 m, what is the change in 
water-surface elevation at a section contracted to a 1.2 m width with a 6-cm depression in the bottom? 
І у. = (418) (у.) = [(1.4/1.2)2/9.807]'° = 0.5177 т Е. = E, + Az E =y + v’/2g 
vi^ Q/A - 1.4/[(0.75)(1.8)] 2 1.037 m/s Е, = 0.75 + 1.037°/[(2)(9.807)] = 0.8048 m 
E, = y2 + (1.167/y,)*/[(2)(9.807)] = y. + 0.06943/y3 У + 0.06943/у2 = 0.8048 + тф 
y2 = 0.737 m (subcritical) or 0.377 m (supercritical) (by trial and error). y; cannot be less than ( y.);; hence, 
y» 7 0.737 m. Change in water-surface elevation — 0.75 — (0.737 — 1%) = 0.073 m (drop). 


14.142 A finished-concrete channel 8 ft wide has a slope of 0.5? and a water depth of 4 ft. Predict the uniform flow rate 
by (a) Manning’s formula with n = 0.012 and (6) the friction-factor analysis with e — 0.0032 ft. 


Е (a) R=A/p,, = (8)(4)/(4 + 8 + 4) = 2.000 ft 
Q = (A)(1.486/n)(R*”)(s"”) — [(8)(4)](1.486/0.012)(2.000Y" "(tan 0.5*)'? = 588 ft?/s 
(b) С = (8g/f)? 1/f^? = 2.0 log (3.7D,/€) D,, = 4R = (4)(2.000) = 8.000 ft 
1/f*” = (2.0)log [(3.7)(8.000)/(0.0032)] f = 0.01589 C =[(8)(32.2)/0.01589]'? = 127.3 


Q = CA(Rs)'? = (127.3)[(4)(8)][(2.000)(tan 0.5°)]" = 538 ft?/s 


14.143 The asphalt-lined trapezoidal channel in Fig. 14-38 carries 300 cfs of water under uniform flow conditions when 
s = 0.0015. What is the normal depth? Use n = 0.016. 


І О = (А)(1.486/п)(К23)(5'°) А = (5)(6 + Б,)(у,) = бу, + у2 соё 50° Pw = 6 2y, csc 50? 
300 = (6у, + у? сої 50°)(1.486/0.016) [(6у, + у> сої 50°)/(6 + 2, сес 50°)]22(0.0015)'2 
y. 7 4.58ft —— (by trial and error) 





H——— 6 ft —— Fig. 14-38 


14.144 — What are the best dimensions for a rectangular brick (n — 0.015) channel designed to carry 5 m?/s of water in 
uniform flow with s — 0.001? 


f The best dimensions are for width (b) equal to twice the depth (y): Q = (A)(1.0/n)(R??)(s!^), 
5 = [(y)(2y)](1-0/0.015){(y)(2y)/(y + 2y + y)]77(0.001)", y = 1.268 ә, b = (2)(1.268) = 2.536 т. 


14.145 A wide rectangular clean-earth channel (n — 0.022) has a flow rate q of 50 cfs/ft (a) What is the critical depth? 
(b) What type of flow exists if y — 3ft? (c) What is the critical slope? 


Е (а) ye = (q?/g)" = (50?/32.2)"? = 4.27 ft 
(b) For y < Ya the flow will be supercritical. 


(c) s, — gn?/(2.208y^) — (32.2)(0.022y"/[(2.208)(4.27)^] = 0.00435 


FLOW IN OPEN CHANNELS J 391 


14.146 The 50° triangular channel in Fig. 14-39 has a flow rate Q of 16 m*/s. Compute (a) y., (b) v., and (c) s, if 


n=0.018. 
Е (а) gA’? = boQ? А = у? сої 50° by = 2y cot 50° 
(9.807)(у” cot 50°)? = (2y cot 50°)(167) у =у, = 2.37 т 
(b) v. = Q/A = 16/{(2.37)(cot 50)] = 3.39 m/s 
(c) R=A/p,, = y’ cot 50°/(2y csc 50°) = (2.37)?(cot 50°)/[(2)(2.37) (csc 50°)] = 0.7617 m 
v = (1.0/n)(R**)(s'”) 3.39 = (1.0/0.018)(0.7617)”°(s) s = s. = 0.00535 


y cot 50° 





Fig. 14-39 


14.147 The formula for shallow-water wave-propagation speed, cy = Vey, is independent of the physical properties of 
the liquid, i.e., density, viscosity, or surface tension. Does this mean that waves propagate at the same speed in 
water, mercury, gasoline, and glycerin? Explain. 


M c,- Vgy is correct for any fluid except for viscosity and surface tension (very small wave) effects. It would be 
accurate for water, mercury, and gasoline but inaccurate for glycerin (too viscous). 


3.148 A 10-cm-high wave travels over (shallow) water of depth 1.2 m. Compute the wave speed c and the velocity du 
induced by the wave. 


1 c= Vey(1 + dy/y)[1 + (3(0y/y)] ^ V(9.79)(1.2)(1 4 1/12)[1 + (2)(1/12)| = 2.60 m/s 


1+ (dy/y) 13/12 


14149 — Water flows rapidly in a flat wide channel 0.4 m deep. Pebbles dropped successively in the water at the same 
spot create two circular ripples which are shown from above in Fig. 14-40. Determine the current speed V. 
B The centers of the circles move at current V; hence, 
(xo)(co) = 4V (smaller circle) 
(xo +4 +6 +9)(co) - 9V (larger circle) 


Subtracting these equations, 19c = 5У, У = 19с,/5, со = Уву = У(9.807)(0.4) = 1.981 т/ѕ, У = (19)(1.981)/5 = 
7.53 m/s. 
/ drop site 


9m 


V 
4m 


% | om IN | Fig. 14-40 


14.150 Rework Prob. 14.149 if the channel depth is 0.6 m and Fig. 14-41 applies. 


B The centers of the circles move at current V. If the pebble drop site is at distance x, ahead of the small 
circle, 


(xo) (co) 2 3V (smaller circle) 
(ха + 4)(co) = 9V (larger circle) 


Subtracting these equations, 4c, = 6V, V = 2co/3, co= Vey = V(9.807)(0.6) = 2.426 m/s, V = (2)(2.426)/3 = 
1.62 m/s. 
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14.151 Consider flow in a wide channel over a bump, as in Fig. 14-42. One can estimate the water-depth change ог 
transition with frictionless flow. Use continuity and the Bernoulli equation to show that dy/dx = 
—(dh/dx)/(1 — V?/gy). Explain under what conditions the surface might rise above its upstream position yo. 


1 From the Bernoulli equation, po/y + V2/2g + yo= ply * V2/2g + y, +h, 0+ V3/2g + yo = 0 - Vi/2g y, 
h, . 


VdV/g+dy+dh=0 (1) 


From continuity, Voyo = V, yı = constant, V dy + ydV =0, dV = —V dy/y. Substituting this value of dV into Eq. 
(1), (V)(-V dy/y)/g + dy +. dh =0, dy/dx = —(dh/dx)/(1— V/gy). If dh/dx > 0 (a bump) and V? < gy 
(subcritical Froude number), dy/dx will be negative and the water level will drop across the bump. If V? > gy 
(supercritical Froude number), the water level will rise. 





Bulge 


т ^ — Fig. 14-42 


14.152 In Fig. 14-42, the flow rate is 1.2 m?/s per meter of channel width. Compute the velocity and water depth at the 
top of the bulge (Ai, — 0.1 m). Characterize the flow there. 


І Poly + V2/2g +yo=pily + Vi/2gt+yith 0+ V2/2g + yo= 0+ V32/2g + у, + Аа 
9 = ()(0.85) = И, у, = 1.2 Vp = 1.412 m/s y, = 1.2/V, 
1.4122/[(2)(9.807)] + 0.85 = V3/[(2)(9.807)] + 1.2/V, +0.1 0.050987 — 0.85167, + 1.2 = 0 
V,—1.7m/s (by trial and error) yı = 1.2/1.7 = 0.706 m 
(Nr): = Vi/ Vey; = 1.7/V(9.807)(0.706) = 0.646 (subcritical). 


14.153. Rework Prob. 14.152 for a flow rate three times as large. 
І Dol Y * Vol2g t oc pily t Vil2g t yy € h 0+%У%/2& + у= 0+ У1/2в + у, + h 
q = (Vo)(0.85) = Vi v1 = 3.6 Vo = 4.24 m/s yi7 3.6/V, 
4.24 /((2)(9.807)] + 0.85 = V7/[(2)(9.807)] + 3.6/V, + 0.1 0.05098V? — 1.666V, + 3.6=0 
V, = 3.6 m/s (by trial and error) Уу, = 3.6/3.6 = 1.00 т 
(№), = Vil Vay = 3.6/V(9.807)(1.00) = 1.15 (supercritical). 


14.154 Given the flow of a channel of large width b under a sluice gate, as shown in Fig. 14-43 and assuming frictionless 
steady flow with negligible upstream kinetic energy, derive a formula for the dimensionless ratio Q?/yib’g as a 
function of the ratio y,/y,. 


14.155 


14.156 


14.157 


14.158 


14.159 


14.160 


14.161 


FLOW IN OPEN CHANNELS J 393 


MB From the Bernoulli equation, y, - V2/2g — y, - V2/2g. Assuming V2/2g to be negligible, y, = y. + V3/2g. 
From continuity: Vy, 7 Vy, 7 Q/b, V,— Q/by, yı = y2 + (Q/by.Y/2g. Multiplying by y3/y3, y3/y? = y3/yi + 
Q?/2gb*y;, Q7/2gbyi = AAY — Only Y- 





With reference to Prob. 14.154, take y, = 1.00 m апа у, = 0.60 m, b: - 10 m. Compute flow rate Q if the 
upstream kinetic energy is (a) neglected and (b) considered. 


Е (a) If V}/2g is neglected, the equation developed in Prob. 14.154 applies: Q?/2gb?yi — (y;/yiY — OA), 
Q^/[(2)(9.807)(10)(1.00)] — [(0.60)/(1.00)P — [(0.60)/(1.00)P, Q = 16.8 m?/s. 
(b) From the Bernoulli equation, 
yt Vil2g 2 y, * Vil2g иу = Му (V,)(1.00) = (V2)(0.60) № = 1.667V, 
1.00 + V2/{(2)(9.807)] = 0.60 + (1.667V,)?/{(2)(9.807)] ^ V, 2.10 m/s 
О = Аъ - ((10)(1.00)](2.10) — 21.0 m?/s 


For laminar = sheet draining, the flow may become turbulent if Nz exceeds 500. If s = 0.0018, what is the 
maximum sheet thickness yo to ensure laminar flow of water at 20 °C? 


І № = вуёѕ/3у2 500 = (9.807)( у2)(0.0018)/((3)(1.02 х 107%] у, = 4.45 тт 

A rectangular channel 3 m wide contains water 2 m deep. If the slope is 0.5°, compute the discharge for uniform 
flow by the Manning formula (n = 0.014). 

І О = (А)(1.0/п)(К23)(з '2) = [(3)(2)](1.0/0.014){(3)(2)/(2 + 3 + 2)] (тап 0.5°)!? = 36.13 m?/s 


Solve Prob. 14.157 by the Moody formula (€ = 0.0024 m). 
i C=V8g/f 1/f'? = 2 log (3.7D,/€) Dy, = 4R = (4)(3)(2)/(2 + 3 + 2)] =3.429 m 
1/f'? — 21og [(3.7)(3.429)/(0.0024)] у = 0.01804 С = У(8)(9.807) /0.01804 = 65.95 
Q = CA(Rs)'? = (65.95){(3)(2)1{{(3)(2)/(2 + 3 + 2)] (tan 0.5°)}'? = 34.22 m?/s 


A large metal trough (7 = 0.014) slopes at 1:500, its section corresponds to Fig. 14-35 with @ = 30°. Find the 
water depth for uniform flow at 222.2 L/s. 


І О = (А)(1.0/п)(К22)(5'2) А = (у)[у {ап 30°] = 0.5774у? Pw = 2y/cos 30° = 2.309y 
R=A/p,, = 0.5774y?/2.309y = 0.2501y 0.2222 — (0.5774y2)(1.0/0.014)(0.2501y)7? (35)? у = 0.639 т 
A trapezoidal channel similar to that of Fig. 14-38 has a bottom width of 10 ft, a side angle of 45°, and a depth 
of 3 ft. Compute the uniform flow discharge for a clean earth channel (n — 0.021) with s = 0.0004. 
І А = (10)(3) + (3)[3 ап (90° — 45°)] = 39 ft? р, = 10 + (2)[3/cos (90° — 45°)] = 18.49 ft 
Q - (A)(1.486/n)(R??)(s'?) = (39)(1.486/0.021)(39/18.49)”7(0.0004)'? = 90.8 ft?/s 


For the channel of Prob. 14.160, compute the normal depth if the flow rate is 170 cfs. 
1 О = (4)(1.486/п)(822)(5'2) А = 10у + (у)[у tan (90° — 45°)] = 10у + у? 
Pw = 10+ (2)[y/cos (90° — 45°)] = 10 + 2.828у 
170 = (10у + у2)(1.486/0.021)[(10у + у2)/(10 + 2.828у)]22(0.0004)'? 
у= 5.63 (by trial and error) 
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Use Moody’s formula to express Manning’s n as a function of channel size R. 

B Combining C — V8g/f — (1.486/n)(R'5), 1/f'? —21og (3.7D,/ €), and D, — 4R, we obtain n — R'5/ 
(a + B log R), for suitable constants с апа f. 

A 7-ft-diameter metal (n — 0.020) conduit is flowing half-full on a slope of 1:880. Estimate the discharge. 
І Q — (A)(1.486/n)(R?5)(s'?) 2 (3) ()(7Y^/4(1.486/0.020) (7/4)? (1/880)'? — 70.0 f /s 


A trapezoidal conduit similar to that of Fig. 14-38 has a bottom width of 6 m, a side angle of 35°, and carries 
60 m?/s of water at a depth of 4 m. If n — 0.014, find the slope. 


i Q — (A)(1.0/n)(R??)(s!?) A — (6)(4) + 4[4 tan (90° — 35°)] = 46.85 m? 
Pw =6 + (2)[4/cos (90° — 35°)] = 19.95 m 60 - (46.85)(1.0/0.014)(46.85/19.95) (8) 2 5 = 0.000103 
For the conduit of Prob. 14.164, determine the water depth given a slope of 0.000512 and a discharge of 
40 m/s. 
І О = (А)(1.0/п)(К2°)(5'2) А = бу + у[у ёап (90° — 35°)] = бу + 1.428у2 
Pw =6 * 2| y/cos (90? — 35°)] = 6 + 3.487y 
40 = (бу + 1.428у2)(1.0/0.014)[(6у + 1.428у?)/(6 + 3.487у)]2°(0.000512)'2 
у= 2.14 т (by trial and error) 
Uniform water flow in a wide brick channel (n — 0.015) of slope 0.02? moves over a 10-cm bump as in Fig. 


14-44. A slight depression in water surface results. If the minimum water depth over the bump is 50 cm, 
compute the velocity over the bump and the flow rate per meter of width. 


І v = (1.0/n)(R)(s?”) v, = (1.0/0.015)(y,)*7(tan 0.02°)"? = 1.246y?? 


From continuity, v, y, ^ v; y», (1.246y2?)(y,) 2 (v) (38), v; — 2.492y2^. Applying the Bernoulli equation and 
neglecting bottom slope, 


у +11/2в = у› + v3/2g + Amax у + (1.246у2)/[02)(9.807)] = #0 + (2.492у1)2/[02)09.807)] + 1 
y70.63m (by trial and error) v, = (1.246)(0.623)*? = 0.9089 m/s 
о, = (2.492)(0.623)°2= 1.13 m/s q = v y; = (0.9089)(0.623) — 0.566 (m'/s)/m 





10-ст 


bump Fig. 14-44 


14.167 А tar-coated (n — 0.014) triangular channel has 45? sides and a slope of 0.0004. Compute the normal depth for a 


discharge of 140 ft?/s. 
i Q = (A)(1.486/n)(R?”)(s?”) A =(y)(y cot 45°) 2 1.000y? 
Dy = (2y)(csc 45°) = 2.828y R=A/p,, = 1.000y?/2.828y = 0.3536y 
140 = (1.000y7)(1.486/0.014)(0.3536y)?7(0.0004)'? — y 26.24 ft 
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A brick (n — 0.015) rectangular channel with s — 0.002 is designed to carry 230 cfs of water in uniform flow. 
There is an argument over whether the channel width should be 4 ft or 8 ft. Which design needs fewer bricks? 
By what percentage? 


1 О = (4)(1.486/п)(823)(5'2). For 4-ft width: 230 = (4y)(1.486/0.015)[4y /(y + 4+ y)?2(0.002)', y = 

9.31ft (by trial and error), p, =9.31+ 4+ 9.31 = 22.62 ft. For 8-ft width: 230 — (8y)(1.486/0.015)[8y /(y - 8 
у)Е?(0.002)'°, у = 4.07 й (by trial and error), p,, = 4.07 + 8 + 4.07 = 16.14 ft. Hence, the 8-ft-width design 
needs fewer bricks by (22.62 — 16.14)/22.62 = 0.286, or 28.6 percent. 


In the T-shaped channel of Fig. 14-45, the two arms have rougher walls than does the trunk. Approximate the 
discharge, if y, — 20 ft, y; — 5 ft, b, — 50 ft, b; — 100 ft, n, — 0.018, n; — 0.036, with a slope of 0.0004. 
i | Q - (A)(1.486/n)(R??)(s?) 
Q, = [(50)(20 + 5)](1.486/0.018)[(50)(20 + 5)/(20 + 50 + 20)]*7(0.0004)'” = 11 925 ft?/s 
Q, = [(100)(5)](1.486/0.036){(100)(5)/(100 + 5)]*7(0.0004)"? = 1168 ft?/s 
Q =11925 + (2)(1168) = 14 261 ft?/s 





Fig. 14-45 


Repeat Prob, 14.169 for the following parameters: y, 2 b, — 9 m, n, — 0.018, y, 2 1 m, b; — 100 m, n, = 0.036. 
The angle of downslope is 0.1°. 


I Q =(A)(1.0/n)(R*™)(s"”) 
Q: = [(9)(9 + 1)](1.0/0.018){(9)(9 + 1)/(9 -- 9 -- 9)^(tan 0.17)? — 466 m?/s 
О» = ((100)(1)](1.0/0.036)[(100)(1)/(100 4- 1) "(tan 0.19)? — 115 m?/s 
Q — 466 4- (2)(115) — 696 m?/s 


A 1-m-diameter clay tile (n — 0.014) sewer pipe runs half-full on a slope of 0.004. Compute the flow rate by the 
Manning formula, 


I Q =(A)(1.0/n)(R™)(s*?) = [(3)(2e)(1)?/4](1.0/0.014)(3)?2(0.004)"? = 0.704 m?/s 


Solve Prob. 14.171 by the Moody formula, with e — 0.0026 m. 
І 172 = 2 10р (3.7р/є) = 2106 [(3.7)(1)/0.0026] У = 0.02514 
C = V8g/f = V(8)(9.807)/0.02514 = 55.86 
Q = CA(Rs)"” = 55.86[(2)(s2)(1)"/4][(4)(0.004)]'? = 0.694 m?/s 
Four of the sewer pipes from Prob. 14.171 empty into a single finished-cement (n = 0.012) pipe, also sloping at 
0.004*. If the large pipe is also to run at half-full, what should its diameter be? , 
1 Q=(A)(1.0/n)(R**)(s'”) (4)(0.704) = [(3)(2)(D)?/4](1.0/0.012)(D /4)?7(0.004)"” D=1.59m 
For the circular channel of Fig. 14-46, if n — 0.016, D —3 m, and the slope is 0.2°, find the normal depth for a 
discharge of 20 m?/s. 
І О = (А)(1.0/п)(823)(5'?) y =(D/2)(1 + sin 6) = (3)(1 + sin 6) 
A= (3)(D/2)’(a + 26+ sin 26) = (3)(3)?(a + 26 + sin 20) = (1.125)(л + 20 + ѕіп 20) 
Pw = (р/2)(л +20) = (5)(т +20) 
20 = [(1.125)(л + 20 + 51п20)[(1.0/0.016)[(1.125)(л + 20 + ѕіп 20)/(2)(л + 20)]?(тап 0.2°)!? 
6 =31.57° (by trial and error) y = (3)(1 4 sin 31.57°) = 2.29 m 
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Fig. 14-46 


For fixed n and s, find the diameter of a semicircular channel that will have the same discharge as a rectangular 
channel with b — 4 т апау = 2 m. 


I Q = (A)(1.0/n)(R™)(s'”) 01-0: 
[4)(2101.0/п)[(4)(2)/(2 * 4 2)? (5)'^ — [G)G(DY/4]0.0/n)(D/4Y^G)'^ D =4.38m 


A trapezoidal channel has n — 0.020 and s — 0.0004 and is made in the shape of a half-hexagon for maximum 
efficiency (see Fig. 14-47). For what length of side will the channel carry 250 cfs of water? 


1 О —- (A)(1.486/n)(R??)(s'?) A = (3)(b?)(sin 60°) — 1.299b? 
250 = (1.299Ь2)(1.486/0.020)(1.29962/3)22(0.0004)'2 sb = 7.64 ft 


Fig. 14-47 





Compute the discharge of a semicircular channel of the same area, slope, and n-value as the channel of Prob. 
14.176. | 


f = A=(1.299)(7.64)? = 75.82 ft? (from Prob. 14.176) 75.82 = (1)(л)(а)°/4 d=13.90ft 
Q =(A)(1.486/n)(R22)(s") = 75.82(1.486/0.020)(13.9/4)?2(0.0004)"? = 258 ft?/s 


Find the optimal dimensions of a wooden (n — 0.012) rectangular channel that will carry 4.0 m?/s at s — 0.0008. 


f Foran optimum, width — twice depth (w —2y): Q — (A)(1.0/n)(R?5)(s'?), 4.0 = 
[(У)(у)1(1.0/0.012)[(у)(2у)/(у + 2у + у)|22(0.0008)'?, у = 1.118 т, и = (2)(1.118) = 2.236 т. 


How deep should an asphalt (n — 0.015) trapezoidal channel, with sides sloping at 45°, be to carry 5 m/s at 
s = 0.0006? 


1 inan optimal design, R=y/2. Q =(A)(1.0/n)(R**)(s'”), A = (y?)[(2)(1 + cot 45*)'? — cot 45°] = 1.828y?, 
5 = (1.828у2)(1.0/0.015)(у/2)2°(0.0006)', у = 1.44 т. 


Compare the channel of Prob. 14.179, with a semicircular channel of the same slope and area. 
i A-(1.828)(1.44 —3.79 m^ — (from Prob. 14.179) 3.79 — ()(x)(DY/4 D —3.107 m 
О = (А)(1.0/л)(Е??)(5!?) = (3.79)(1.0/0.015)(3.107/4)%(0.0006)::2 = 5.23 m?/s 


The semicircular channel carries (5.23 — 5)/5 = 0.046, or 4.6 percent more than the trapezoidal channel. 
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If the side angles of the trapezoidal channel of Prob. 14.176 are reduced to 0 — 20? and if the bottom flat width 
is 8 ft, find the normal depth of the new channel. 
§ Q=(A)(1.486/n)(R)(s') А = Бу + у? сої 20° = 8у + 2.747у? Pw =b + 2y csc 20° =8 + 5.848y 
250 = (8у + 2.747у2)(1.486/0.020)[(8у + 2.747у2)/(8 + 5.848у)]22(0.0004)'?2 
y 7 4.40 ft (by trial and error) 


A 16-ft-deep, clean-earth river (n — 0.030) has a flow rate q = 140 cfs/ft. Calculate the Froude number of the 
river. 


І = (q?/g)"? = (1407/32. 2)? = 8.47 ft v = 140/16 = 8.750 ft/s 
Np = v/Vegy, = 8.75/V(32.2)(8.47) = 0.530 


Find the critical slope in Prob. 14.182 by the Moody method, using € = 0.78 ft. 
І s, - f/8 1/f'? = 2 log (3.7D/e) 


Using data from Prob. 14.182, D = 4R = 4y, = (4)(8.47) = 33.88 ft, 1/f' = 2 log {(3.7)(33.88)/0.78], f = 
0.05137, s, — 0.05137/8 = 0.00642. 


Are the normal flows corresponding to the two widths in Prob. 14.168 subcritical or supercritical? 


Ty. =(Q?/b’g)'*. For w = 4 ft, y, — (2307/[((4)(32.2)]) '? — 4.68 ft « 9.31 ft; so the flow is subcritical. For 
w = 8 ft, y. = (2307/((8)(32.2)]) ^ — 2.95 ft < 4.07 ft; so the flow is subcritical. 


In a 250-mm-deep test channel, a (stationary) ship model sets up the bow wave shown in Fig. 14-48. Determine 
the flow velocity in the channel. 


i sin 0 = 1/N; = Vgh/v sin 30* — V(9.807)(0.250)v — v—3.13 m/s 


cc 


мото Ұй. 14-48 


Suppose that the wave of Fig. 14-48 is seen instead on the surface of water flowing half-full in a circular channel 
of diameter 1.0m. What is the flow rate if the surface is finished cement? 


I Flow is supercritical. 
v = Np. М№ = сѕс 30° = 2.00 A. 7 ()(x)(1.0)/4 = 0.3927 т? 
V. 7 (gA./ b,)'? — [(9.807)(0.3927)/1.0]'? — 1.96 m/s 0 = (2.00)(1.96) = 3.92 m/s 
О = Ау = (0.3927)(3.92) = 1.539 т?/ѕ 


Suppose that the wave of Fig. 14-48 is seen instead on the surface of water flowing full in a half-hexagon of side 
length 300 mm. What is the flow rate if the sides are of planed wood? 


I Flow is supercritical. 
v = Ма, Np = csc 30° = 2.00 Ve = (A-1 bo)? 
bo = 0.300 + (2)(0.300)(cos 60°) = 0.600 m у = (0.300) (іп 60°) = 0.260 m 
А, = (2)(0.600 + 0.300)(0.260) = 0.1169 т2 о, = [(9.807)(0.1169)/0.600]' = 1.38 т/ѕ 
v = (2.00)(1.38) = 2.76 m/s О = Ао = (0.1169)(2.76) = 0.323 т?/ѕ 
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14.188 Find the critical depth and the critical slope for the conduit of Prob. 14.164. 


І A = (boQ7/g)"” bo = 6 + 2y, cot 35° = 6 + 2.856у, А = (у.)(6 + у. со 35°) = бу, + 1.4282 1 
бу, + 1.428у2 = [(6 + 2.856у,)(50?)/9.807]'° y.—1.86m (by trial and error) ; 
v, 7 (L0/n)(R"^)(s'?) А = (6)(1.86) + (1.428)(1.86)? = 16.10 m? v. = Q/A — 60/16.10 — 3.727 mls ` 


Pw =6 + (2)(1.86)/sin 35° = 12.49m 3.727 = (1.0/0.014)(16.10/12.49)23(5,)'2 з, = 0.00194 


14.189 For the river of Prob. 14.182, find the depth y, at which the specific energy is equal to that at the bottom, 
y, = 16 ft. 
І Е = у + 102/28 о, = 8.750 4/5 (from Prob. 14.182) 
E, = 16 + 8.750°/[(2)(32.2)] = 17.19 ft E,= E, = 17.19 — y 4 (140/y;?/[(2)(32.2)] 
17.19y2 — y - 304.3 2 0 y2=5.00ft — (by trial and error) 


14.190 Determine the critical slope of a clay-tile (n — 0.014) triangular channel with sides sloping at 60° and carrying 
12 m?/s. 


I gA? = Ь,0? А, = у? сої 60° = 0.5774у2 Ьо = 2у, cot 60° = 1.155y, 
; (9.807)(0.5774y2)? = (1.155y.)(12)? у,-2.45т 
; о = ОГА, = 1211(0.5774)(2.45)2] = 3.46 m/s 
: v, = (1.0/n)(R™)(s!) 
3.46 — (1.0/0.014) ((0.5774)(2.45Y^/[(2)(2.45)/sin 60^])^(s.)2 5, = 0.00451 


14.191 A triangular duct flows partly full as shown in Fig. 14-49. If the critical depth is 0.6 m and n — 0.016, compute Ё 
(a) the critical flow rate and (6) the critical slope. Е 


| |. 4 (» bo = {[(V3/2) — 0.6]/(V3/2)}(1) = 0.3072 m А = (2)(0.3072 + 1)(0.6) = 0.3922 т? 
О = AVgA/bo = (0.3922) V(9.807)(0.3922)/0.3072 = 1.39 m?/s 


(5) О = (А)(1.0/п)(Е?З)(5'?) Pw = 1+ (2)[0.6/sin 60°] = 2.386 m 
1.39 = (0.3922)(1.0/0.016)(0.3922/2.386)”3(s)"? ѕ = 0.0357 
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14.192 For the triangular duct of Prob. 14.191, if the critical flow rate is 1.0 m?/s, compute (a) the critical depth and 
(b) the critical slope. | ; 
Е (a) Q = AVgATbo bo = [((V3/2) — y-)/(V3/2)](1) = 1 — 1.155у, ; 
| A= (1 ~ 1.155y.) + 1(y.) = ye — 0.5775у2 | 
1.0 = (у. — 0.5775y2) V(9.807)( y. — 0.5775y2)/(1 — 1.155y.) у. = 0.493т (Бу trial and error) : 
Ф) Q -(AY1.0/n(R^)(5?) р, = 1 + (2)[0.493/sin 60°] = 2.139 m ; 
A = 0.493 — (0.5775)(0.493) = 0.3526 m? | 1.0 = (0.3526)(1.0/0.016)(0.3526/2.139)""(s)” 
5 = 0.228 
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14.193 A rectangular channel 2 m wide and 1 m deep has critical slope of 0.009. Estimate the surface roughness height. : 
z i s. =gn’p,/(1.0boR"”) К = А/р, = (2)(1)/(1+2+1) = 0.5000 т | 
| 0.009 — (9.807) (nY (1 4- 2 - 1)/[(1.0)(2)(0.5000)'?] п = 0.0191 
n=0.0382e" 0.0191 - 0.03826/6 є = 0.0156 т = 15.6 тт 
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For a water flow in a rectangular channel 10 m wide, the critical slope is 0.003491. Find the critical depth and 
discharge, given n = 0.014. 
І 5. = вп?р,,1(1.0Ь.8') 0.003491 = (9.807)(0.014)2(10 + 2у.)/{(1.0)(10)[10у,/(10 + 2у,)]'} 

у. = 0.196 т (by trial and error) О. = (вА?/Ь,)!° = {(9.807)[(10)(0.196)]/10}'° - 1.95 т2/5 


A circular aluminium (n = 0.020) channel 8 ft in diameter has Froude number 0.5 in uniform half-full flow. 
Compute the channel slope. 


І V, = (8A/ bo)? = ((32.2)[()(7)(8)/41/8}'^ — 10.06 ft/s 
v — (1.486/n)(R?P)(s!?) — v./2 = 10.06/2 = 5.03 ft/s 
5.03— (1.486/0.020)($)^(s)^ s = 0.00182 
Water is in steady flow through the finished-concrete, semicircular channel shown in Fig. 14-50. If the bed slope 
is 0.0016, what is the flow rate? 
І А = (1)(л)(10)? + (3)(10 + 10) = 217.16? К, = Ајр,, = 217.1/[(2)(10) +3 + 3] = 5.802 ft 
О = (А)(1.486/п)(К23)(512) = (217.1)(1.486/0.012)(5.802)2°(0.0016)' = 3472 #/5 





Fig. 14-50 


In a planed-wood (n — 0.012) rectangular channel of width 4 m, water is flowing at the rate of 20 m?/s. If the 

slope of the channel is 0.0012, what is the depth of uniform flow? 

І Q = (A)(1.0/n)(R™)(s*”) 20 = (4D)(1.0/0.012)[4D/(D + 4 + D)]/^(0.0012)'2 
D=1.80m (by trial and error) 


In a planed-wood rectangular channel of width 4 m, water is flowing at a rate of 5 m’/s. The slope of the channel 
is 0.0001. The roughness coefficient is 0.5 mm. What is the height A of the cross section of flow for normal, 
steady flow? The water has a temperature of 10°C. 


i v=Q/A=(8gsR/f)'? ——_5/4y = {(8)(9.807)(0.0001)[4y/(y + 4 + y)]/F}'7 


Like problems in Chap. 9, this requires a trial-and-error solution whereby a value of the friction factor (f) is 
guessed and subsequent computations and work with Fig. A-5 are done to find the right combination of 
parameter values to satisfy the problem. Inasmuch as a number of trial-and-error problems of this type were 
presented in detail in Chap. 9, we shall save time and space in problems of this type in this chapter by 
“guessing” the correct value of f on the first try! Guess f = 0.0132. 

5/4y = {(8)(9.807)(0.0001)[4y /(y + 4 + y)]/0.0132)'? y=1:69m (by trial and error) 

у= ОЈА — S/[(4)(1.69)] = 0.7396 m/s R = (4)(1.69)/(1.69 + 4 + 1.69) = 0.9160 m 
Ne = D,v/v = (AR)(v)/v — (4)(0.9160)(0.7396)/(1.30 x 10 5) = 2.08 x 10° 
€/D,, = €/4R = (0.5/1000)/[(4)(0.9160)] = 0.00014 


From Fig. A-5, f = 0.0132  (O.K.). Therefore, y — 1.69 m. 


Do Prob. 14.196 using friction-factor formulas with e — 0.0032 ft. Assume a temperature of 60 °F. 


M v*e/v - (VgRs)(e)/v. Using values from Prob. 14.196, v*e/v — [V(32.2)(5.802)(0.0016)](0.0032)/(1.21 x 
10 5) 2 145. Since v*e/v > 100, we are in the fully rough zone and 1/f'? 22.16 — 21og (e/R) 22.16 — 
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2 log (0.0032/5.802), f = 0.01328, vu = (8gsR/f)'? = {(8)(32.2)(0.0016)(5.802)/0.01328)' = 13.42 #/5, О = 
Av = (217.1)(13.42) = 2913 ft?/s. 


A wide rectangular section has flow q = 80 cfs/ft. Find the critical depth and the critical slope, if ¢ = 0.0035 ft. 
i Ye = (q?/g)'? — (80^/32.2)'^ — 5.84 ft 
s. —f/8 Nr = Юу [у D, = 4R = (4)(5.84) = 23.36 ft 
Ng — (23.36) (80/1(5)(1)])/(1.21 x 1075) = 3.09 x 107 
€/ D, = 0.0035/23.36 = 0.000150 


| From Fig. A-5, f — 0.0128. s, — 0.0128/8 — 0.0016. 


For steady laminar flow in a thin sheet over a flat surface (see Fig. 14-51), V, — [(y sin 9)/ u][(3qpu/ y sin 6) 9у- 
y^/2], where q is the volumetric flow per unit width. Find the thickness t of such a flow of water at 5 °C for 
0 2 25? and q — 18 (L/min)/m. 


B When y - t, dV,/dy —0. dV./dy 20 — [(vsin 0)/u][(3qu/v sin 8)'? — t], t = (3qu/ y sin 0)'^: 


13 
(9.79 x 10 ?)(sin 25°) | — 0.692 mm 


a Fig. 14-51 


A film of oil (v = 1.664 x 10 * ft^/s) of thickness 0.0022 ft moves at uniform speed down an inclined surface 
having an angle 0 — 25? (see Fig. 14-51). Compute the volume flow per unit width. 


B Assuming laminar flow, 
t = (3qu/y sin 0)” = (3qv/g sin 0)? (from Prob. 14.201) 
0.0022 = {(3)(q)(1.664 x 10°*)/[(32.17)(sin 25°)]}° q =2.9 x 10~* cfs/ft 


Check the assumption of laminar fiow in (a) Prob. 14.201, (b) Prob. 14.202. 
I @ Ne = q/v = (3х 107*)/(1.52 х 1075) =2<500 (О.К.). 


Ф) №=4/у= (2.9 х 107%)/(1.664 х 107%) =2-<500 (О.К.). 


Water at 5 °C is flowing 1 m deep in a finished-concrete rectangular channel of width 8 m with a slope of 0.001. 
Find the volume of fiow. 


І О = (А)(1.0/п)(К°?)(5'2) = [(8)(1)1(1.0/0.012)[(8)(1)/(1 + 8 + 1)]22(0.001)'^ = 18.2 тз/5 


A wide rectangular channel dug from clean earth (n — 0.024) is to conduct a flow of 5 m?/s per meter of width. 
The slope of the bed is 0.0016. What would be the depth of fiow for normal flow? 


I з = (и/1.0)2(2/у!9% 0.0016 — (0.024/1.0)(5?/y 9^ Ум = 1.93 т 
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14.206 The channel of Fig. 14-52 has n = 0.020 and carries 8 ft/s of water through a total drop of 10 ft. How long 
should the channel be for normal flow? 


І О = (А)(1.486/п)(В??)('?) A= (2)(2 tan 45°) = 4,000 ft? 
R=A/p,, = 4.000/[(2)(2/cos 45°)] = 0.7071 ft 
8 (4.000)(1.486/0.020)(0.7071)^[10/L]'^ L = 8694 ft 





Fig. 14-52 


14.207 Find the depth of fiow in a 2-m-wide rectangular channel (7 = 0.016) that carries 5 m?/s of water 1 km with a 
head loss of 7.5 m. 


І з = 7.5/1000 = 0.0075 Q - (A)1.0/n)(R?P)(s'?) 
5 = (2y4)(1.0/0.016)[2y/ ( yw + 2 + yn)]77(0.0075)'7 Ум = 0.795 т (by trial and error) 


14.208 The channel of Fig. 14-53 has a slope of 0.0018 and carries 57 m?/s. Determine the flow depth, if n = 0.015. 
І О = (А)(1.0/п)(к2°)(5'2) А = 10ум – (2)[02) (ар 10°)] = 10у, – 4.408 
Pw = 2[yn – (2) (ап 10°) + (22) /соѕ 10°] = 2y, + 8.391 К = А]р,, = (10yy — 4.408)/(2yy + 8.391) 
57 -- (10у, - 4.408)(1.0/0.015)|(10у» - 4.408)/(2у, -- 8.391)|Е2(0.0018)/2 
Ум = 2.11 т (by trial and error) 





Fig. 14-53 


14.209 Shown in Fig. 14-54 is a partially filled pipe. If Manning's n is 0.020, what slope is necessary for a steady flow of 
60 cfs? ` 
1 О = (A)(1.486/n)(R*)(s'”) Ө = агсѕіп 2 = 30.0° 
А = {[180° + (2)(30.0°)]/360°}[(2)(8)2/4] + (2)(4 соз 30.0°) = 40.44 #2 
Pw = {[180° + (2)(30.0°)]/360°}[(2)(8)] = 16.76 # R=A/p,, = 40.44/16.76 = 2.413 ft 
60 — (40.44)(1.486/0.020)(2.413Y?(s)"? %-0.0001232 





Fig. 14-54 


14.210 Find the flow in Fig. 14-55 if the slope of the channel is 0.0004 and n = 0.024. Side slopes are all 1:1. 
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ШІ A-(3)3)/22* (3)00) * (S)G 4 3- 5/2 4 (83 4 5)-- (S)G + 3 + 5)/2 + (3)(25) + (3)(3)/2 = 263.0 m? 
-2 V3 x3: «204 VS Y S 84 V5 x5) 254 V3 X 3 —75.63 m R=A/p, = 263.0/75.63 — 3.471 m 
- (AY(1.0/n)(R?5)(s'?) = (263.0)(1.0/0.024)(3.477)?7(0.0004)' = 503 m/s 









Floodway 


20 m—-— 
Fig. 14-55 


The channel in Prob. 14.196 is to be replaced by a rectangular channel of width 16 ft. What is the ratio of cost of 
the concrete allowing 2 ft of freeboard (distance above the free surface) for the walls of the channels? 


B From Prob. 14.196, Q = 3472 ft /s, s — 0.0016, and n = 0.012. 
О = н, 3472 = (16y)(1.486/0.012)[16y /(y + 16 + y)]*°(0.0016)"” 
= 14.65 ft (by trial and error) (Pw)s = 16 + (2)(14.65) + (2)(2) = 49.30 ft 
For the channel of Prob. 14.196, (p,,)2 = (#)(10) + 3 + 3 + (2)(2) = 41.42 ft. Ratio of cost = (p,,):/(p.)2= 
49.30/41.42 = 1.19. 
Repeat Prob. 14.204 using the friction-factor approach. Check your assumption of rough-zone flow. 
I R=A/p, = (1)(8)/(1+8+ 1) =0.8m 1/{?? = 2.16 — 2 log (€/R) = 2.16 — 2 log (0.001/0.8) 
f =0.01576 u = (8gsR/f)"* = [(8)(9.807)(0.001)(0.8)/0.01576]'? = 1.996 m/s 
Q = Av = [(1)(8)](1.996) = 16.0 m*/s 
Ne = D,v/v = (4R)(v)/v = [(4)(0.8)](1.996)/(1.52 x 107°) = 4.20 x 10° 
The values f = 0.01576 and Np = 4.20 x 10° fall in in the rough zone of Fig. A-5. 


For a rectangular channel with a flow of 20 m?/s at a velocity of 5 m/s, what should width b and depth y be for 
the best hydraulic section? 


f A-Qj/v = 4,000 m’. For a rectangular section, the best hydraulic section has a width equal to twice the 
depth. Hence, (b)(b/2) = 4.000, b = 2.828 m, y = 2.828/2 = 1.414 m. 


For steady flow at 6 m°/s on a slope of 0.0018, what is the width of the rectangular channel of least wetted 
perimeter? Take n = 0.0015. 


F Q = (A)(1.0/n)(R”)(s'?). The best hydraulic section has a width b equal to twice the depth. Hence, 
A= (b)(b/2) = b?/2, R = A/p, = (b?/2)/(b/2 + b + b/2) = b/4, 6 = (b?/2)(1.0/0.015)(b/4)?°(0.0018)"2, b= 
2.43 m. 


A stream has a speed of 12 ft/s and is 2 ft deep. Find the angular spread of the wave set up by a thin stationary 
obstruction. 


i sin 0/2 = Vgy/v = V(2.2)(2)/12 0-84 


A small boat is moving in shallow still water where the depth is 2 m; its bow wave makes an angle of 60? with 
the line of motion (see Fig. 14-56). Compute the speed of the boat. 


I ѕіп а = Vgy/v sin 60^ 2 V(9.807)(2)/v v — 5.11 m/s 


A stone is dropped into a pond; the ripples have an amplitude of about 1 in and travel at 4 ft/s. About how deep 
is the pond? 


PRO со, е, 


14.218 


14.219 


14.220 


14.221 


14.222 


14.223 
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Fig. 14-56 


i (g)(y * Ay/2)(y * Ay) - cy 322[y - (5)/2)(y + 2) = (4y у? – 0.3719у + 0.003472 = 0 
Choosing the larger root, 


y =[—(—0.3719) + V(—0.3719)? — (4)(1)(0.003472)]/[(2)(1)] = 0.362 ft 


Two fishermen are stationed a distance D apart along a straight running stream (depth y, speed v). At a certain 
moment, a small gravity wave is initiated midway between them. How much later than the downstream man 
does the upstream man feel the wave? 


I Withc= Vey as the wave velocity, 


Ape D/2_ Diz __De__ DVgy 





A wide rectangular channel excavated from clean earth has a flow of 4 (m?/s)/m. Determine the minimum 
specific energy. 


І у. = (418)'° = (419.807)! = 1.177 т Е. = (2)(у.) = (3)01.177) = 1.766 т 


Find the critical slope in Prob. 14.219, assuming water at 5 °C (€ = 0.047 m). 

І 5. =f /8 D, =4R = 4у, = (4)(1.177) = 4.708 т о = 81у. = 41.177 = 3.398 m/s 
Nr = D,v/v — (4.708)(3.398)/(1.52 x 1075) = 1.05 x 10’ €/D, — 0.047/4.708 — 0.010 

From Fig. A-5, f — 0.038 and so s, — 0.038/8 — 0.00475. 


Find the flow in a wide rectangular channel for which the critical depth is 3 m. 


І у = (4/8)? 3= (4219.807) д = 16.27 (т>/5)/т 


By what factor does the Froude number of a wide rectangular channel increase when the depth is decreased by 
a factor of 3/4, keeping the mass flow fixed? 


I Since № <у”22, 


4\32 8. 
factor = (5) 73457 19 


At a section in the rectangular channel shown in Fig. 14-57, the average velocity is 28.28 fps. Is the flow 
tranquil? 


I а = (Av)/b = [(10)(50)](28.28)/50 = 282.8 cfs/ft yo = (97/g)'? = (282.87/32.2)'? = 13.54 ft 


Since y, > 10 ft, flow is not tranquil but shooting. 





Fig. 14-57 
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14.224 How deep is a flow of 5 (m?/s)/m in a wide rectangular channel having a critical slope of 0.002? The fluid is 
water at 5?C. 


B Assume rough-fiow zone: 
v-(8gR/f)? | s.-f/8 0.002=f/8  f=0.016 
5/[(1)(y)] 7 [(8)(9.807)(0.002)( )/0.016]'^ у = 1.366 т 


14.225 Compute the minimum specific energy in an 8-ft-wide channel through which 150 ft?/s of water is flowing. 
i вА? = ЬО? (32.2)(8у.)? = (8)(150)2 у, = 2.218 Emin = Acl2b + у, 
Е min = (8)(2.218)/[(2)(8)] + 2.218 = 3.327 ft 


14.226 Find the critical slope of a rectangular finished-concrete channel of width 4 m that carries 3 m/s of water at 5°C 
(є = 0001 т). 
I gA°=bQ?  (9807(4yy -(4)83) ye =0.386 m в = fp. [8b €/D, =€/4R 
| R = А[р„ = (4)(0.386)/(0.386 + 4 + 0.386) = 0.3236 m 
€/D,, = 0.001/[(4)(0.3236)] = 0.00077 
Nr = Dyv/v = (4R)(Q/A)/v = (4)(0.3236) {3/[(4)(0. 386)]} /(1.52 x 107%) = 1.65 x 10° 
From Fig. A-5, f = 0.0186. s, = (0.0186)(0.386 + 4 + 0.386)/[(8)(4)] = 0.00277. 


14.227 What is the critical depth for a right triangular cross section for a flow of 4 m^/s? 


Ё SecFig. 14-58. | 
gA’ = ЬО? b = (2)(y- tan 45°) = 2.0y, A 7 (x.)(y. tan 45?) 2 1.0y2 


(9.807)(1.0у2)° = (2.0у.)(4)2 — y, 21.262 m 


к= 





Fig. 14-58 


14.228 What is the critical depth of a trapezoidal cross section for a flow of 10 m*/s? The width at the base is 3 m and 
angle 6 at the sides is 60°. 


І gA?=bQ? b =3 + (2)(y,/tan 60°) =3 + 1.155y, 
А = Зу, + (у,)(у./бап 60°) = 3y. + 0.5774y? 
(9.807) (3у, + 0.5774у2)° = (3 + 1.155у.)(10)° у. = 0.976 т (by trial and error) 


14.229 Shown in Fig. 14-59 is a partially filled pipe discharging 450 cfs. What is the critical depth? 
I gA’ =bQ? b = (2)(4 cos 0) = 8 cos 0 
A = [(x)(8°/4)]/2 + [()(8°/4)](20/360) + (3)(cos 6)(2)іп Ө) 
= 25.13 + 0.27930 + (16)(соѕ O)(sin 0) 
(32.2)[25.13 + 0.27930 + (16)(соѕ 0)(віп 6) - (8 сов 6)(450) 
6=20.5° (by trial and error) 
y, = $ + (8)(sin 20.5°) = 5.40 ft 
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Fig. 14-59 
14.230 Calculate the critical depth of the parabolic channel of Fig. 14-60, if the flow is 4 m?/s. 
І gA’ = bQ? 
Ye Ye 
A.= (2)[ x dy =(2) | о) оао? 
0 0 


= 1.414[(3)(y.)*7] = 0.9427y?? 
b = 2x = (2)(Vy./2) = 1.414y!? 
(9.807)(0.9427y2?y — (1.414y!?)(4)? у, = 1.288 т 


|  dhs xda 







у= 2х, 
/ 






Ж Ус 
4 . 
x Fig. 14-60 


14.231 In Prob. 14.230, what is the critical slope for normal flow? The friction factor is 0.014. 


I ss. =(f)(p.)./8b. To evaluate (p,.)., consider a differential length along the wetted perimeter (ds in Fig. 
14-60): ds = Vdx? + dy? = V1 + (dy/dx)’ dx. From Prob. 14.230, when y = y,, x = Vy,/2 = V1.288 
0.8025 m. 


(p. [ ds =(2) [ V1 + (dy/dxY dx y = 2x? dy/dx == Ах 


M VEF a=) f Vk x3) dx 


7 (BIG x?) * te {log (x + Vig +x7)} 10 = 2.711 m 
Ь = (2)(0.8025) = 1.605 т з. = (0.014)(2.711)/[(8)(1.605)] = 0.00296 


14.232. At a section in the triangular channel of Fig. 14-61 the average velocity is 8 ft/s. Is the flow tranquil or shooting? 
І tan (45°/2) = (b/2)/10 Б = 8.284& A= 10b/2 = (10)(8.282)/2 = 41.41 ft” 
О = Av = (41.41)(8) = 331.3 ft?/s gAl-b.Q* 
tan (45°/2) = (b./2)/ye 5,-0.8284у, 
А, = у,Ь./2 = (у,)(0.8284у,)/2 = 0.4142у? 
(32.2)(0.4142у2)° = (0.8284у.)(331.3)2 у, =8.31#<10# = y 
The flow is tranquil. | | 


14.233 Water is moving in Fig. 14-62 with a velocity of 1 ft/s and a depth of 3 ft. It approaches a smooth rise in the 
channel bed of 1 ft. What should the estimated depth be after the rise? The channel is rectangular. 


І Е-ж/2у + у Q = Av = (3b)(1) = 3b q = Q/b = 3b/b =3 cfs/ft 
E, - 3/((2)(3)(32.2)] + 3 = 3.016 ft 
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Fig. 14-61 


Assuming no losses, E, — E; * 1, 3.016 — E; * 1, E; — 2.016 ft; y, — (q?/g)'^ — (37/32.2)'? — 0.654 ft. With 
surface elevation increasing, E must decrease. We must have one value of y which must be for tranquil flow. 
Hence, 2.016 = 37/[(2)(y2)°(32.2)] + y2, y; 2 1.98 ft (by trial and error). 





Fig. 14-62 


In Fig. 14-63, a flow of 0.2 cfs flows over the rectangular channel of width 3 ft. If there is a smooth drop of 2in, . 
what is the elevation of the free surface above the bed of the channel after the drop? The velocity before the 
drop is 0.3 fps. 
І О= Ар 0.2= (3у)(0.3) у, = 0.2222 

у. = (92/8) = [(0.2/3)°/32.2]'° = 0.05168 % 
Since y, < yı, we have tranquil flow: E= q°/2y? е +у, Е, = (0.2/3)2/[(2)(0.2222)2(32.2)| + 0.2222 = 0.22366. 


Assuming no losses, E, = E, + % = 0.2236 + % = 0.3903 ft. We must have one depth downstream greater than - 
yi: 0.3903 = (0. 2/3) Оу) Q2. 2)} + y2, y2=0.390 ft (by trial and error). 


0.3 ft/s 





Fig. 14-63 
Using the Powell equation, what quantity of liquid will flow in a smooth rectangular channel 2 ft wide, on a 
slope of 0.10 if the depth is 1.00 ft? Use v — 0.00042 ft^/s. 
8 C--42log (C/N, * €/R). For smooth channels, €/R is small and can be neglected; hence, 
С = 42108 (№/С) о = СУК Ng = 4Rv/v = АКСУК5/У 
Nz/C = (4)[(2)(1)/(1 + 2 + 1)]?(0.010)17/0.00042 = 336.7 
C = (42)(log 336.7) = 106.1 
Q= CAVES = (106. 1)[(2)(1)V[(2)(1)/(1 + 2 + 1)](0.010) = 15.0 ft?/s 
Determine C by the Powell equation for a 2 ft by 1 ft rectangular channel, if v = 5.50 fps, e/R = 0.0020, and 
v = 0.00042 ft?/s. 
І . Ng-4Rv[v — (A|Q)(1)/(1- 2 * 1)](5.50)/0.00042 — 26 190 
C = —42 log (C/Ne + €/R) = (—42)[log (C/26 190 + 0.0020)] С-95 (by trial and error) 
Show a correlation between roughness factor f and roughness factor n. 
B Taking the Manning formula as a basis of correlation, C = V8g/f = 1.486R5/n, 1/ Vf — 1.486R'5/(n V8g), 
f = 8gn?/(2.208R*”). 
What is the average shear stress at the sides and bottom of a rectangular flume 12 ft wide, flowing 4 ft deep, and 
laid on a slope of 1.60 ft per 1000 ft? 
/ to — yRs = 62.4[(4)(12)/(4 + 12 + 4)](1.60/1000) = 0.240 Ib/ft? 
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What flow can be expected in a 4-ft-wide rectangular, concrete-lined channel laid on a slope of 4 ft in 10 000 ft, 
if the water flows 2 ft deep. Solve using the Manning formula with n — 0.015. 


І Q = (A)(1.486/n)(R2?)(s*2)= [(4)(2)](1.486/0.015)[(4)(2)/(2 + 4 + 2°7(4/10 000)'? = 15.9 ft?/s 


Solve Prob. 14.239 using Kutter’s C. 

І О = ACVRs s = 4/10 000 = 0.0004 R = А/р„ = (4)(2)/(2 + 4+ 2) = 1.000 ft 

From Table A-15, with s = 0.0004, R = 1.000 ft, and n = 0.015, C = 98. Q =[(4)(2)](98)V(1.000)(0.0004) = 
15.7 ft?/s. 


In a hydraulics laboratory, a flow of 14.56 cfs was measured from a rectangular channel flowing 4 ft wide and 2 ft 
deep. If the slope of the channel was 0.00040, what is the roughness factor for the lining of the channel? Solve 
using Kutter’s formula. 


І Q=ACVRs 14.56 = [04)(2)1(С)У[0)0)/0 +4 + 2)](0.00040) С=91 
From Table A-15, by interpolation, n — 0.016. 


Solve Prob. 14.241 using Manning's formula. 
I Q = (A)(1.486/n)(R”)(s*?) 
14.56 = [(4)(2)](1.486/n)[(4)(2)/(2 + 4 + 2)]?°(0.00040)'* = n = 0.0163 


On what slope should a 24-in vitrified sewer pipe be laid i in order that 6.00 cfs will flow when the sewer is 
half-full? Use n = 0.013. 


І Q =(A)(1.486/n)(R™*) 6.00 = [(2)(л)(2%)2/41(1.486/0.013)[022)/4]23(5)'2 s — 0.00281 


What would the slope be in Prob. 14.243 if the sewer flows full? 
І О = (А)(1.486/п)(Е??)(5? 6.00 = [(x)(33/4](1.486/0.013)[(32)/ 4P^ (s)? s = 0.000703 


A trapezoidal channel, bottom width 20 ft and side slopes 1 to 1, flows 4 ft deep on a slope of 0.0009. For a 
value of n — 0.025, what is the uniform discharge? 


І О = (А)(1.486/п)(К22)(5:2) А = (20)(4) + (4)(4) = 96.00 #2 
Pw = 20 + (2)(4)(V2) = 31.31 ft 
О = (96.00)(1.486/0.025)(96.00/31.31)22(0.0009)'? = 361 ft?/s 


Two concrete pipes (C = 100) must carry the flow from an open channel of half-square section 6 ft wide and 3 ft 
deep (C = 120). The slope of both structures is 0.00090. (a) Determine the diameter of the pipes. (b) Find the 
depth of water in the rectangular channel after it has become stabilized, if the slope is changed to 0.00160, using 
C=120. 


І (а) Qchannet = Q pipes (A CVRS)channet = (2)(A CVRS) pipe 
[(3)(6)](120)V[(3)(6)/(3 + 6 + 3)](0.00090) = (2)[(xz)(D)?/4](100)V(D/4)(0.00090) D = 4.08 ft 
(5) Q - [(3(6)](120) V[3)(6)/G * 6 4 3)](0.00090) = 79.36 ft?/s 


79.36 2 [(y)(6)](120) V[(y)(6)/(y + 6+ y)](0.001600) — y 2.39 ft (by trial and error) 
How deep will water flow at the rate of 240 cfs in a rectangular channel 20 ft wide, laid on a slope of 0.00010? 
Use n = 0.0149. 
І Q = (A)(1.486/n)(R™)(s?”) 240 = (20у)(1.486/0.0149)[20у /(у + 20 + у)]22(0.00010)'2 
y =5.27 ft (by trial and error) 


How wide must a rectangular channel be constructed in order to carry 500 cfs at a depth of 6 ft on a slope of 
0.00040? Use n = 0.010. 


І Q = (A)(1.486/n)(R™)(s*?) 500 = (66)(1.486/0.010)[6Ь/(6+Ь + 6)]2°(0.00040)'? 
b=13.1ft (by trial and error) 
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14.249 


14.250 


14.251 


14.252 


14.253 


14.254 


14.255 


A rectangular channel carries 200 cfs. Find the critical depth and the critical velocity for (a) a width of 12 ft and 
(b) a width of 9 ft. (c) What slope will produce the critical velocity in (a) if n — 0.020? 


1 (а) = (92/8): = [(20)2/32.2]:° = 2.05 4 uv, = Vey. = V(32.2)(2.05) = 8.13 ft/s 
(5) | ye = [Q99y2/32.2]'? = 2.48 ft v, = V(32.2)(2.48) = 8.94 ft/s 


(c) — v-(1486/n(R?5)(s'?) 8.13 = (1.486/0.020)[(12)(2.05)/(2.05 + 12+ 2.05)]2(5):2 s = 0.00680 


A trapezoidal channel with side slopes of 2 horizontal to 1 vertical is to carry a flow of 590 cfs. For a bottom 
width of 12 ft, calculate the (a) critical depth and (5) critical velocity. 





l (a) Q?/g = A°/b b=12+4y А = 12у + 2у? 
590°/32.2 = (12y + 2y7)?/(12 + 4y) y=y,=3.46ft (by trial and error) 
Ф) v, = VgA/b = V@2.2)[(12)(3-46) + (2)(3.46)"]/[12 + (4)(3.46)] = 9.03 ft/s 


A trapezoidal channel has a bottom width of 20 ft, side slopes of 1 to 1, and flows at a depth of 3.00 ft. For 
n — 0.015, and a discharge of 360 cfs, calculate (a) the normal slope, (b) the critical slope and critical depth for 
360 cfs, and (c) the critical slope at the normal depth of 3.00 ft. 


1 (а) Q=(A)(1.486/n)(R*)(s'”) А = (20)(3) + (3)(3) = 69.00#2 р, = 20 + (2)(У32 + 32) = 28.498 
360 = (69.00)(1.486/0.015)(69.00/28.49)23(5)'2 s = 0.000853 
(b) Ve = VgA/b = V(32.2)(20y. + y2)/(20 + 2.) 
Also, 
о. = ОЈА, = 360/(20у, + уг) У(32.2)(20у, + у2)/(20 + 2у.) = 360/(20у. + уг) 
y. 7 2.08 ft (by trial and error) 
360 = [(20)(2.08) + 2.0821(1.486/0.015){[(20)(2.08) + 2.0821/[20 + (2)(%2.08° + 2.082])23(5,):2 з, = 0.00291 
(с) v. = V(32.2)[(20)(3.00) + 3.007]/[20 + (2)(3.00)] = 9.24 ft/s v. — (1.486/n)(R?)(s*”) 


9,24 — (1.486/0.015) ([(20)(3.00) -- 3.007]/[20 - (2)(V3.007 - 3.007])^^(s,)'^ ^ s, 0.00267 





A rectangular channel, 30 ft wide, carries 270 cfs when flowing 3.00 ft deep. (a) What is the specific energy? (5) 
Is the flow subcritical or supercritical? 


1 (а) v=Q/A=270/{(3.00)(30)] =3.00ft/s E=v2/2g + y =3.000/[(2)(32.2)] + 3.00 =3.14 ft 
(b) у. = (a?/g)? — [G9 ^/32.2]'^ = 1.36 ft 
Ѕіпсе [у, = 1.36] < [у = 3.00], the flow is subcritical. 


A trapezoidal channel has a bottom width of 20 ft and side slopes of 2 horizontal to 1 vertical. When the depth 
of water is 3.50 ft, the flow is 370 cfs. (a) What is the specific energy? (b) Is the flow subcritical or supercritical? 


Е (а) A = (20)(3.50) + (3.50)[(2)(3.50)] = 94.50 ft? v = Q/A =370/94.50 = 3.915 ft/s 
Е = 02/28 + у = 3.9157/[(2)(32.2)] + 3.50 = 3.74 ft 
(b) Q7/g=At/b __ 370°/32.2 = (20у, + (у„)[(2)(у„)]}°/[20 + (2)(2y.)] ye = 2.05 ft (by trial and error) 
Since [y, = 2.05] <[y = 3.50 ft], the flow is subcritical. 


The discharge through a rectangular channel (n — 0.012) 15 ft wide is 400 cfs when the slope is 1 ft in 100 ft. Is 
the flow subcritical or supercritical? 


I = (47/8)? = [(48)7/32.2] = 2.81 ft Q — (A)(1.486/n)(R?^)(s'?) 
400 = (52.81) (1 486/0.012)[(15)(2.81)/(2.81 %15--2,81) (sa? 5, = 0.00226 
Since [s, = 0.00226] < [s = za], the flow is supercritical. 
A rectangular channel, 10 ft wide, carries 400 cfs. (a) Tabulate depth of flow against specific energy for depths 


from 1 ft to 8ft. (b) Determine the minimum specific energy. (c) What type of flow exists when the depth is 2 ft 
and when it is 8 ft? (d) For C = 100, what slopes are necessary to maintain the depths in (c)? 
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B (a) Е-у/2 + у - (QJAY/2g + y -(0/10у)/2 + у. For y = 1 ft, E = {400/[(10)(1)]}?/[(2)(32.2)] +1 = 
25.8 ft. For succeeding depths, 


2 
> 


1 
2 
3 
4 
5 
6 
7 
8 





(5) у.-(47/а)2-(|(40у/32.2)? - 3.6768 Emin = {400/[(10)(3.676)]}7/[(2)(32.2)] + 3.676 = 5.51 ft 


(c) Since [y = 2] < [у, = 3.676], the flow is supercritical for a 2-ft depth. Since [y = 8] > [y,. = 3.676], the 
flow is subcritical for an 8-ft depth. . 

(d) Q = CAVRs. For a 2-ft depth: 400 = (100)[(2)(10)}V[(2)(10)/(2 + 10 + 2)](s), s = 0.0280. For an 8-ft 
depth: 400 = (100)[(8)(10)}V[(8)(10)/(8 + 10 + 8)](s), s = 0.000812. 


14.256 А rectangular flume (7 = 0.012) is laid on a slope of 0.0036 and carries 580 cfs. For critical-flow conditions, what 
width is required? 
0 у. = (4218) - ((QJbY/g]^. Try b - 8.0ft: 
Ye = [(580/8.0)2/32.2] = 5.465 # 
О = (А)(1.486/п)(К2°)(5') = [(5.465)(8.0)}(1.486/0.012) 
x [(5.465)(8.0)/(5.465 + 8.0 + 5.465)]22(0.0036)'? = 568 42/5 
Try b = 8.5 ft: 
y. — [(580/8.5Y/32.2]'? — 5.249 ft 
О = [(5.249)(8.5)](1.486/0.012)[(5.249)(8.5)/(5.249 + 8.5 + 5.249)]^(0.0036)'? z 586 ft /s 
Try b = 8.33 ft: 
y. 7 [(580/8.33y/32.2]'? — 5.320 ft 
О = [(5.320)(8.33)](1.486/0.012)[(5.320)(8.33)/(5.320 -- 8.33 -- 5.320) ^(0.0036)!? 580 ft/s 
Hence, b = 8.33 ft. 


14.287 For a constant specific energy of 6.60 ft, what maximum flow may occur in a rectangular channel 10.0 ft wide? 


І Ye = (3)(E) = (3)(6.60) = 4.40 ft uv, = Vey. = V(32.2)(4.40) = 11.90 ft/s 
Qua 7 Av, 7 [(10.0)(4.40))(11.90) — 524 ft?/s 


14.258 A rectangular channel, 20 ft wide, n — 0.025, flows 5 ft deep on a slope of 14.7 ft in 10 000 ft. A suppressed weir 
C, 2.45 ft high, is built across the channel (m = 3.45). Taking the elevation of the bottom of the channel just 
upstream from the weir to be 100.00 ft, estimate (using one reach) the elevation of the water surface at a point 
A, 1000 ft upstream from the weir. See Fig. 14-64. 


ШЕ  Q-(A)1.486/n)(R?)(s?) — [(20)(5)](1.486/0.025)[(20)(5)/(5 + 20 + 5)](14.7/10 000)'? — 509 ft?/s 


Calculate the new elevation of the water surface at B (before dropdown). Note that the flow is nonuniform since 
the depths, velocities, and areas are not constant after the weir is installed. Estimate a depth of 6 ft just 
upstream from the weir (i.e., at B). Vapproach = Q/A = 509/[(20)(6)] = 4.24 ft. The applicable weir formula is 
Q = mb[(H + v?/2g)°? — (v?/2g)*”]. 

4.24 | _ | 4.24? 
(2)(32.2) (2)(32.2) 
yp 7 3.56 + 2.45 = 6.01 ft (estimated depth of 6 ft O.K.) 


509 = (3.45)(20){ | # + 8 H =3.56ft 
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The new elevation at A must lie between 101.47 + 5 = 106.47 ft and 101.47 + 6 = 107.47 ft. Try an elevation of 
106.90 ft: 


(A,)new = (20)(106.90 — 101.47) = 108.6 ft? (Va)aew = Q/A = 509/108.6 = 4.69 ft/s 
Umean = (4.24 + 4.69)/2 = 4.46 ft/s ya = (106.90 — 101.47) = 5.43 ft 
R= 41(6)(20) + 108.6] 

mean 41(6 + 20 + 6) + (5.43 + 20 + 5.43)] 

hy = (un/1.486R2?)°(L) = {(4.46)(0.025)/[(1.486)(3.637)*7]}2(1000) = 1.01 ft 


Check by the Bernoulli equation: v2,/2g + z, = v3/2g + ze + A, 4.697/[(2)(32.2)] + 106.90 = 4.247/[(2)(32.2)] + 
106.00 + 1.01, 107.24 = 107.29 (approximately). Further refinement is not necessary. Hence, use an elevation 
of 106.90 ft at A. 


= 3.637 ft 







EL 101.47 - 


Fig. 14-64 


14.259 Develop a formula for the length—energy—slope relationship for nonuniform flow problems similar to Prob. 
14.258. 


B Energy at 1 — head loss = energy at 2, (z, + y; + Ui/2g) — hy = (% + y2 + U3/2g). Let s = slope of the energy 
line and so = slope of the channel bottom: 5 =h,/L, h, =SL, sy— (z; — z))/ L, z, — z? ^ soL. Therefore, 
501, + (у. — уз) + (01/28 – 03/28) = 51, 1 = [у + 01/26) – (у + v3/28)]/(s — so) = (Ex — E2)/(s — 50). 


14.260 A rectangular flume (7 = 0.013) is 6 ft wide and carries 66 cfs of water. At a certain section F, the depth is 
3.20 ft. If the slope of the channel bed is constant at 0.000400, determine the distance from F where the depth is 
2.70 ft. (Use one reach.) 


f Assume the depth is upstream from F. Let subscript 2 refer to point F and subscript 1 to the other point. 
І = [(у + vi/2g) — (у + v3/2g)l/( — so) A, = (6)(2.70) = 16.20 ft? 
vi — Q/A, = 66/16.20 = 4.074 #/5 
R- Alp, R, = 16.20/(2.70 + 6 + 2.70) = 1.421 ft 
A, = (6)(3.20) = 19.20 ft? v; 2 Q/A, = 66/19.20 = 3.438 ft/s 
К, = 19.20/(3.20 + 6 + 3.20) = 1.548 ft Umean = (4.074 + 3.438) /2 = 3.756 ft/s 
R mean = (1.421 + 1.548)/2 = 1.484 ft 
v = (1.486/n)(R)(s*”) 3.756 = (1.486/0.013)(1.484)*7(s)?” s = 0.000638 
L= {2.70 + 4.074?/[(2)(32.2)]} ~ {3.20 + 3.4387/[(2)(32.2)]} _ 
0.000638 — 0.000400 


The minus sign signifies that the section with the 2.70-ft depth is downstream from F, not upstream as assumed. 


—-1789 ft 


14.261 A rectangular channel, 40 ft wide, carries 900 cfs of water. The slope of the channel is 0.00283. At section 1 the 
depth is 4.50 ft and at section 2, 300 ft downstream, the depth is 5.00 ft. What is the average value of roughness 
factor n? 


І L = [(у + 02/28) – (у + v2/28)]/(s — 50) A; = (40)(4.50) = 180.0 ft? 
ө = Q/A, = 900/180.0 = 5.000 ft/s 
R - Alp, R, = 180.0/(4.50 + 40 + 4.50) — 3.673 ft 
А, = (40)(5.00) = 200.0 ft? о, = Q/A = 900/200.0 = 4.500 ft/s 
К, = 200.0/(5.00 + 40 + 5.00) = 4.000 ft Umean = (5.000 + 4.500)/2 = 4.750 ft/s 
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R mean = (3.673 + 4.000)/2 = 3.836 ft 


300 = {4.50 + 5.0002/[(2)(32.2)]} — {5.00 + 4.5007/[(2)(32.2)}} 
и s — 0.00283 


v — (1.486/n(R??)(s'?) 4.750 = (1.486/п)(3.836)2(0.001409)'2 п = 0.0288 


s — 0.001409 


14.262 A rectangular channel, 20 ft wide, has a slope of 1 ft per 1000 ft. The depth at section 1 is 8.50 ft and at section 
2, 2000 ft downstream, the depth is 10.25 ft. If n 2 0.011, determine the probable flow. 


/ Е =у + 12/28 +2 Е, = 8.50 + 12/28 + (2000)(=05) Е, = 10.25 + 02/28 + 0 
s =head loss/L = [(10.50 — 10.25) + (v2/2g — v2/2g)]/2000 
Q =(A)(1.486/n)(R™)(s'”) 
A, = (20)(8.50) = 170.0 ft? К = Ајр,, 
R, = 170.0/(8.50 + 20 + 8.50) = 4.595 ft А, = (20)(10.25) = 205.0 ft? 
R, = 205.0/(10.25 + 20 + 10.25) = 5.062 ft Anmean = (170.0 + 205.0)/2 = 187.5 ft 
Rmean = (4.595 + 5.062)/2 = 4.828 ft 
Assume s = 0.000144: Q = (187.5)(1.486/0.011)(4.828)*?(0.000144)" = 868.3 ft?/s. Check on s: 
vı = Q/A, = 868.3/170.0 = 5.108 ft/s 02/2 - 5.1087/|(2)(32.2)| - 0.4052 & 
v = 868.3/205.0 = 4.236 ft/s 
vi/2g —4.236//[(2)32.2)] - 0.2786 ft s =[(10.50 — 10.25) + (0.4052 – 0.2786)]/2000 = 0.000188 


This value of s (0.000188) does not equal the assumed value (0.000144); hence, try s = 0.000210: 
Q = (187.5)(1.486/0.011)(4.828)**(0.000210)"? = 1049 ft?/s. Check on s: 


vı = Q/A, = 1049/170.0 = 6.171 ft/s vi/2g = 6.1717/[(2)(32.2)] = 0.5913 ft 
v- = 1049/205.0 = 5.117 ft/s 
v3/2g = 5.1177/[(2)(32.2)] = 0.4066 ft s = [(10.50 — 10.25) + (0.5913 — 0.4066)]/2000 = 0.000217 
This is close to the assumed value of s of 0.000210; hence, approximate Q = 1050 ft/s. 


14.263 A reservoir feeds a rectangular channel, 15 ft wide, n = 0.015, as shown in Fig. 14-65. At the entrance, the 
depth of water is 6.22 ft above the channel bottom. The flume is 800 ft long and drops 0.72 ft in this length. The 
depth behind a weir at the discharge end of the channel is 4.12 ft. Determine, using one reach, the capacity of 
the channel assuming the loss at the entrance to be 0.25v3/2g. 


1 рліү +04128 + 24 = р/у + 12/28 +2 +А, 0+0+6.22=0+ 02/26 + у, + 0.2501/26 
L = [(v2/2g + уз) – (01/28 + y]/(so — s) 5 = (nv/1.486R”)? 
Solve these equations by successive trials until L approximates or equals 800 ft. Try y, — 5.0 ft: 
6.22 = vi/[(2)(32.2)] *- 5.0 -- 0.25v2/[(2)(32.2)] v, = 7.928 ft/s 
4 = у = (5.0)(7.928) = 39.64 ft?/s/ft v2 = 41у; 2 39.64/4.12 = 9.621 ft/s 
Umean = (7.928 + 9.621)/2 = 8.774 ft/s 
R, = (15)(5.0)/(5.0 + 15 + 5.0) = 3.000 ft К, = (15)(4.12)/(4.12 + 15 + 4.12) = 2.659 
R mean = (3.000 + 2.659)/2 = 2.830 ft 
s = {(0.015)(8.774)/[(1.486)(2.830)”7]}* = 0.001960 
L- {(9.621)?/[(2)(32.2)] - 4.12) — ((7.928)?/ [(2)(32.2)] + 5.0} 
0.72/800 — 0.001960 
Since L is not equal to 800 ft, try y, — 5.21 ft: 


6.22 = vi/[(2)(32.2)] - 5.21 -0.25v2/[(2)(32.2] ^ v1 7.214 ft/s 
4 = уо = (5.21)(7.214) = 37.58 ft /s/ ft 
v2 = q/y2 = 37.58/4.12 = 9.121 ft/s Vmean = (7.214 + 9.121)/2 = 8.168 ft/s 
R, = (15)(5.21)/(5.21 + 15 + 5.21) = 3.074 ft 


= 395 ft 
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R;  (15)(4.12)/(4.12 + 15 + 4.12) = 2.659 ft R aean = (3.074 + 2.659)/2 = 2.866 ft 
s = {(0.015)(8.168)/[(1.486)(2.866)*7]}? = 0.001670 
1 = 009121)"102)632.2)1+ 4.12) – {(7.214)*/f(2)(32.2)] + 5.21) 
0.72/800 — 0.001670 


L is not exactly equal to 800 ft, but additional computations (not shown here) show that 5.21 ft is the best value 
оё у, to the nearest hundredth of a foot. Hence, Q = (37.58)(15) = 564 ft/s. 


= 787 ft 







Se = 0.00090 


800’ Fig. 14-65 


14.264 А rectangular concrete channel 15 ft wide carries water as shown in Fig. 14-66. The channel bed slope is 0.0010. 
Find the theoretical rate of flow in the channel. 


І v3/2g + 4, + 561, = 0212р + а, +51 vi — Q/[(15)(5.1)] 2 0.01307Q 
о, = Q/[(15)(3.9)] « 0.017099 
5 = (по,„ [1.486232 Um << (0.013070 -- 0.017090)/2 -- 0.015080 R - Alp, 


К, = (15)(5.1)/(5.1 + 15 + 5.1) = 3.036 ft R, = (15)(3.9)/(3.9 + 15 + 3.9) = 2.566 ft 
R,, = (3.036 + 2.566)/2 = 2.801 ft 
s = {(0.013)(0.01508Q)/[(1.486)(2.801)*7]}? = 4.408 x 10702 
(0.01307Q)?/[(2)(32.2)] + 5.1 + (0.0010)(1000) 
= (0.017090)2/[0)(32.2)] + 3.9 + (4.408 х 107°02)(1000) О = 591 #/ 


Water surface 


4, = 3.9 ft 








- 1000 f 7T Fig. 14-66 


14.265 Water flowing at the normal depth in a rectangular concrete channel that is 12.0 m wide encounters an 
obstruction, as shown in Fig. 14-67, causing the water level to rise above the normal depth at the obstruction 
and for some distance upstream. The water discharge is 126 m?/s and the channel bottom slope is 0.00086. The 
depth of water just upstream from the obstruction (d,) is 4.55 m. Find the distance upstream to the point where 
the water surface is at the normal depth. 


І d, = (q7/g)"? = [(126/12.0)?/9.807]" = 2.24 т О-(АУ1.0/п)(В23)(512) 
126 = (12.0d)(1.0/0.013)[12.0d/(d 4- 12.0 4- d)]^^(0.00086)'? 
2.256[12.0d/(d + 12.0 + d)f? — 10.5/d =0 
d=2.95m (Бу trial and error) 





| 
i 
Í 
i 


14.266 
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Since d > d., flow is subcritical, and computations should proceed upstream. The problem now is to determine 
the distance from the point where the depth is 4.55 m to the point upstream where the depth is 2.95 m. This will 
be done in ten equal depth increments of 0.16 m. The computations are given in the table below. 


о) (7) 
v, m/s s 
126 . 0.013 x er 09 t (Dh -1(9 * (01, 
12.0 x (1) ©” 


0.00086 — (7) 


0.0002662 
0.0002946 
0.0003272 
0.0003654 
0.0004098 
0.0004626 
0.0005246 
0.0005989 
0.0006893 


0.0007997 


Hence, the answer to the problem is 4568 m. 


Upper end of 
the channe! where 
the flow is uniform 
Water surface 











Fig. 14-67 
Water flows in a rectangular concrete channel that is 5.0 ft wide, as shown in Fig. 14-68a, at a discharge of 
16.5 cfs. Find the water-surface profile through the channel. : 
П а, = (418) = [(16.5/5.0)2/32.2]'° — 0.70 ft. In segment AB, 
Q = (A)(1.486/n)(R*”)(s'7) 
16.5 = (5.0d)(1.486/0.013)[5.0d/(d + 5.0 + d)]*°(0.00040)'7 
2.286[5.0d/(d + 5.0 + 4)]>° – 3.300/4 =0 d=1.50ft (by trial and error) 


Since d > d., the flow in segment AB is subcritical. 
In segment BC, 


16.5 = (5.0d)(1.486/0.013)[5.0d/(d + 5.0 + d)]?7(0.025)'2 
18.07[5.0d/(d + 5.0 + а)]2° — 3.300/d =0 | 
d = 0.38 ft (by trial and error) 


Since d < d., the flow in segment BC is supercritical. 


3 8€0/-—C 


ES Á 
Ей - А 


узео = “р 






а, = 0.70 ft 






(а) 
(4) 


^ с. j 
с - уре 1р) 
| | 4 

© ! 
|| 
E | | ` г 
$ 
z 
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Figure 14-68b shows the location of the critical depth (the dashed line), which is constant throughout, along 
with the normal depths of flow in segment AB and segment BC. Obviously, the water-surface profile cannot 
drop instantaneously at point B from the normal depth in segment AB (1.50 ft) to the normal depth in segment 
BC (0.38 ft); there must be a transition zone on both sides of point B as shown by the dashed line in Fig. 
14-68b. 

As a matter of fact, as the flow changes from subcritical to supercritical in going from segment AB to segment 
BC, it passes through the critical state at point B. Hence, the depth of flow at point B will be 0.70 ft. The 
problem now becomes one of determining the flow profile from the critical depth of 0.70 ft at point B upstream 
to the point where the normal depth of 1.50 ft is reached and downstream to the point where the normal depth 
of 0.38 ft is reached. These computations are carried out in the tables below. Each profile will be analyzed using 
five equal depth increments. 


For Segment AB 


Q) (5) (8) 
v, ft/s R,tft L,ft 
16.5 5.0 x (1) KD + (0) 19 + 0), 
5.0 х (1) 5.0 - 2 X (1) 0.00040 — (7) 


0.0028063 


0.0015934 


0.0009985 


0.0006711 


0.0004755 





For Segment BC 
6) (7) (8) 
R, ft $ L,ft 
5.0 x (1) [ 0.013 x (3) І [(4 +0). - I(5 +h 
5.0+2xX (1) 1.486 x (6)? ^ 0.025 — (7) 
0.004364 
0.005985 
0.008493 


0.012720 


0.020164 





Based on the values computed above, the water-surface profile is illustrated in Fig. 14-68c. 


14.267 Prepare a computer program to solve nonuniform flow problems like those of Probs. 14.265 and 14.266. The 
program should handle data in both the English Gravitational Unit System and the International System of 
Units. 
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THIS PROGRAM DETERMINES THE FLOW PROFILE FOR A NON-UNIFORM FLOW 
IN A RECTANGULAR OPEN CHANNEL. IT CAN BE USED FOR PROBLEMS IN 
BOTH THE ENGLISH SYSTEM OF UNITS AND THE INTERNATIONAL SYSTEM OF 


‘UNITS. 


THE PROGRAM CONSIDERS TWO ADJACENT CHANNEL SEGMENTS. CONSIDER 
ONE SEGMENT TO GO FROM POINT "A" TO POINT "B" AND THE OTHER 
SEGMENT TO GO FROM POINT "B" TO POINT "C" IN THE DOWNSTREAM 
DIRECTION. THE PROGRAM COMPUTES THE FLOW PROFILE IN SEGMENT AB 
IN THE UPSTREAM DIRECTION (I.E., FROM "B" TO "A") BASED ON SUB- 
CRITICAL FLOW IN SEGMENT AB AND THE FLOW PROFILE IN SEGMENT BC IN 
THE DOWNSTREAM DIRECTION (I.E., FROM "B" TO "C") BASED ON SUPER- 
CRITICAL FLOW IN SEGMENT BC. THE PROGRAM CAN BE USED EITHER FOR 
TWO SEGMENTS AS DESCRIBED ABOVE OR FOR A SINGLE'SEGMENT WITH 
COMPUTATIONS TO PROCEED UPSTREAM (SEGMENT AB) OR DOWNSTREAM (SEG- 
MENT BC), AS DESIRED. IN THE CASE OF A SINGLE SEGMENT, ENTER DATA 
FOR SEGMENT AB IF FLOW IS SUBCRITICAL AND FOR SEGMENT BC IF FLOW 
IS SUPERCRITICAL. 


THIS PROGRAM IS BASED ON CONSTANT CHANNEL WIDTH, CONSTANT FLOW 
RATE, AND CONSTANT MANNING N-VALUE THROUGHOUT AND ON A SEPARATE 
CONSTANT CHANNEL SLOPE IN EACH OF SEGMENTS AB AND BC. 


INPUT DATA MUST BE SET UP AS FOLLOWS. 


CARD ! COLUMN | ENTER O (ZERO) OR BLANK IF THE ENGLISH 

SYSTEM OF UNITS IS TỌ BE USED. ENTER 1 
(ONE) IF THE INTERNATIONAL SYSTEM OF 
UNITS IS TO BE USED. 

COLUMN 2 ENTER 1 (ONE) IF ONLY A SINGLE UPSTREAM 
COMPUTATION IS DESIRED. (IN THIS CASE, 
ENTER DEPTHS AT POINTS A AND B AND SLOPE 
IN SEGMENT AB. LEAVE DEPTH AT POINT C 
AND SLOPE IN SEGMENT BC BLANK.) ENTER 2 
(TWO) IF ONLY A SINGLE DOWNSTREAM COM- 
PUTATION IS DESIRED. (IN THIS CASE, ENTER 
DEPTHS AT POINTS B AND C AND SLOPE IN 
SEGMENT BC. LEAVE DEPTH AT POINT A AND 
SLOPE IN SEGMENT AB BLANK.) ENTER 3 
(THREE) IF COMPUTATIONS FOR BOTH SEGMENTS 
ARE DESIRED. (IN THIS CASE, ENTER DEPTHS 
AT POINTS A, B, AND C AND SLOPES IN SEG- 
MENTS AB AND BC.) ; 

COLUMNS 3-5 ENTER INTEGER NUMBER (RIGHT ADJUSTED) 
GIVING NUMBER OF LENGTH INCREMENTS TO BE 
USED IN COMPUTING THE FLOW PROFILE IN 
EACH SEGMENT. 

COLUMNS 6-80 ENTER TITLE, DATE, AND OTHER INFORMATION, 
IF DESIRED. 

CARD 2 COLUMNS 1-10 ENTER NUMBER INCLUDING DECIMAL GIVING 

WIDTH OF RECTANGULAR CHANNEL (IN FEET OR 
METERS). 

COLUMNS 11-20 ENTER NUMBER INCLUDING DECIMAL GIVING 
FLOW RATE (IN CUBIC FEET PER SECOND OR 
CUBIC METERS PER SECOND). 

COLUMNS 21-30 ENTER NUMBER INCLUDING DECIMAL GIVING 
DEPTH AT POINT A (IN FEET OR METERS). 
THIS VALUE MAY BE LEFT BLANK, IN WHICH 
CASE THE "NORMAL DEPTH" IN SEGMENT AB 
WILL AUTOMATICALLY BE USED. 

COLUMNS 31-40 ENTER NUMBER INCLUDING DECIMAL GIVING 
DEPTH AT POINT B (IN FEET OR METERS). 
THIS VALUE MAY BE LEFT BLANK, IN WHICH 
CASE THE "CRITICAL DEPTH" WILL AUTO- 
MATICALLY BE USED. 

COLUMNS 41-50 ENTER NUMBER INCLUDING DECIMAL GIVING 
DEPTH AT POINT C (IN FEET OR METERS). 
THIS VALUE MAY BE LEFT BLANK, IN WHICH 
CASE THE “NORMAL DEPTH" IN SEGMENT BC 
WILL AUTOMATICALLY BE USED. 

COLUMNS 51-60 ENTER NUMBER INCLUDING DECIMAL GIVING 
CHANNEL SLOPE IN SEGMENT AB. 

COLUMNS 61-70 ENTER NUMBER INCLUDING DECIMAL GIVING 


0000000 


Ф 
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CHANNEL SLOPE IN SEGMENT BC. 
COLUMNS 71-80 ENTER NUMBER INCLUDING DECIMAL GIVING 
MANNING N-VALUE. 


MULTIPLE DATA SETS FOR SOLVING ANY NUMBER OF PROBLEMS MAY BE 
INCLUDED FOR PROCESSING. 


COMMON DMID,DUP,NSEG,Q,W,N,COEFF,G,SUP 
DIMENSION TITLE(13) 

REAL N 

INTEGER UNITS,CODE 

READ (5,100,8ND=2) UNITS ,CODE,NSEG, TITLE 


100 FORMAT (211,13,12A6,A3) 


WRITE(6,106)TITLE 


106 FORMAT ('1' ,12A6,A3,////) 


101 


READ (5,101)W,Q,DUP,DMID, DDOWN , SUP, SDOWN ,N 
FORMAT ( 8F 10.0) 

СОЕҒЕ=1. 486 

IF (UNITS.EQ. 1)COEFF=1.0 

G-32.2 

IF(UNITS.EQ.1)G-9.807 . 
IF(DMID.LT.0.0001) DMIDs ( (Q/W) **2/G) **(1.0/3.0) 
IF(CODE.EQ.2)GO TO 110 

IF (DUP.LT.0.0001) DUP-DNORM (W,Q, SUP, N, COEFF) 
IF(CODE.EQ.1)GO TO 109 


110 IF (DDOWN.LT.0.0001) DDOWN=DNORM(W,Q,SDOWN ,N, COEFF) 


IF (CODE.EQ.2)GO TO 105 


109 x1-*' UPST' 


X22'REAM ' 
IF(UNITS.EQ.O)WRITE(6,107) X1,X2,W,Q, DUP, DHID, SUP,N 


107 FORMAT(1X,'GIVEN DATA FOR ' ,2A5,' FLOW PROFILE FOR A RECTANGULAR 


108 


105 


104 


103 


102 


*OPEN CHANNEL',//5X,'WIDTH OF CHANNEL -',F7.1,' FT',6X,'FLOW RATE O 
ЖЕ WATER =',F7.1,' CU PT/S',//5X,'DEPTH OF WATER AT UPSTREAM END OF 
* SEGMENT =',F7.2,' FT',//5X,'DEPTH OF WATER AT DOWNSTREAM END OF S 
*EGMENT -',F7.2,' FT',//5X,'SLOPE *',F10.7,20X,'MANNING N-VALUE =', 
*F6.3,///1X,'THE FLOW PROFILE WITHIN THE SEGMENT IS GIVEN IN THE TA 
*BLE BELOW'///4X,'DEPTH (FT)',10X,'VELOCITY (FT/S)',10X,'LENGTH OF 
*SUBSEGMENT (FT)') . 
IF(UNITS.EQ.1)WRITE(6,108)X1,X2,W,Q, DUP , DMID, SUP ,N 

FORMAT (1X,'GIVEN DATA FOR ' ,2A5,' FLOW PROFILE FOR A RECTANGULAR 
*OPEN CHANNEL',//5X,'WIDTH OF CHANNEL -',F7.1,' M',6X,'FLOW RATE OF 
* WATER 5s',F7.1,' CU M/S',//5X,'DEPTH OF WATER AT UPSTREAM END OF S 
*EGMENT -',F7.2,' M',//5X,'DEPTH OF WATER AT DOWNSTREAM END OF SEGM 
*ENT z',F7.2,' M',//5X,'SLOPE z',F10.7,20X,'MANNING N-VALUE =', 
*F6.3,///1X,'THE FLOW PROFILE WITHIN THE SEGMENT IS GIVEN IN THE TA 
*BLE BELOW'///AX,'DEPTH (M)',10X,'VELOCITY (M/S)',10X,'LENGTH OF SU 
*BSEGMENT (M) ') 

CALL LENGTH 

IF (CODE.EQ.1)GO TO 1 

X1='DOWNS' 

X2='TREAM' 

IF (UNITS.EQ.0) WRITE (6,107) X1, X2, W, Q, DMID, DDOWN , SDOWN ,N 
IF(UNITS.EQ.1) WRITE (6,108) X1,X2,W, Q, DMID, DDOWN, SDOWN,N 

DUP-DDOWN 

SUP=SDOWN 

CALL LENGTH 

GO TO 1 

STOP 

END . 

FUNCTION DNORM(W,Q,S,N,COEFF) 

D=0.001 

TRY 1=COEFF /N* (W*D/ (W+2.0*D) ) ** (2.0/3.0) *SQRT(S)-Q/W/D 

D=D+0.001 

TRY2-COEFF/N* (W*D/ (W*2.0*D) ) **(2.0/3.0) *SQRT (S) -Q/W/D 

IF (TRY1*TRY2) 102,102,103 

TRY1=TRY2 

GO TO 104 

DNORM=D-0.0005 

RETURN 

END 

SUBROUTINE LENGTH . 

COMMON DMID,DUP,NSEG,Q,W,N,COEFF , G, SUP 

DINC= (DMID~DUP) /FLOAT (NSEG) 
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14.268 


103 
102 


104 


Solve Prob. 14.265 using the computer program developed in Prob. 14.267. 


D1=DMID 

TOTAL=0.0 

DO 102 J=1,NSEG 

D2=D1-DINC 

v1=Q/w/D1 

V2-0/W/D2 

VMEAN= (V1+V2) /2.0 

V2G1zV1**2/2.0/G 

V2G2=V2**2/2.0/G 
HR1zW*D1/(W*2.0*D1) 

HR2=W*D2/ (W+2.0*D2) 

HRMEAN= (HR1+HR2) /2.0 

SMEAN= (N* VMEAN/COEFF /HRMEAN** (2.0/3. 0)) *#2 
SEGL= (V2G2+D2- (v2G1+D1)) /(SuP- SMEAN) 
TOTAL=TOTAL+SEGL 

WRITE (6,103)D1,V1,SEGL 

FORMAT (1X ,F10.2,11X,F12.3,/55X,F8.1) 
D1=D2 

WRITE (6,103)D2,V2 

WRITE (6,104) TOTAL 

FORMAT (41X,'TOTAL LENGTH s',F8.1,//) 
RETURN 

END 


1 Input 


12245679 9501 121 113136 171819 2031 2222 24 25260 27 28 29 20 0 22 0 24 25 4 27 28 09 40 0.41 42.44 48/46 47 49.49 30 51 5251 54 59.56 57 38 59 4041 6263046546 07 4849 70 1 27271 4 757677 7099 
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12.0 


126.0 4.55 


Output 


SAMPLE ANALYSIS OF PROFILE IN NON-UNIFORM FLOW 


GIVEN DATA FOR UPSTREAM FLOW PROFILE FOR A RECTANGULAR OPEN CHANNEL 


WIDTH OF CHANNEL = 12.0 M 


DEPTH OF WATER AT UPSTREAM END OF SEGMENT = 


DEPTH OF WATER AT DOWNSTREAM END OF SEGMENT = 


SLOPE = 0.0008600 


THE FLOW PROFILE WITHIN THE SEGMENT IS GIVEN IN THE TABLE BELOW 


DEPTH (M) VELOCITY (M/S) 
4.55 2.308 
4.39 2.392 
4.23 2.482 
4.07 2.579 
3.91 2.685 
3.75 2.799 
3.59 2.924 
3.43 3.060 
3.27 3.209 
3.11 3.374 
2.95 3.556 


TOTAL LENGTH - -4508. 


0.00086 


2.95 M 


4.55 M 


-235. 


-242 


-252. 


-265. 


-283. 


-309. 


-351. 


-427. 


-607. 


-1530. 


FLOW RATE OF WATER = 126.0 CU M/S 


MANNING N~VALUE = 0.013 


LENGTH OF SUBSEGMENT (M) 


2 


.8 





0.013 
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14.269 Solve Prob. 14.266 using the computer program developed in Prob. 14.267. 
1 impt | 


12345679 99111 010511602 10192021 222204222822 001 2 4S 0270094041 424240454647 900 5051 52 5250555657 5059000 61 63 64 65 66 67 60 497074 727374757677 707900 
03 5SAMPLE ANALYSIS gF PROFILE IN NgN-UNIFQRM FLW . 
5.0 16.5 0.00040 0.025 0.013 


Output 


SAMPLE ANALYSIS OF PROFILE IN NON-UNIFORM FLOW 


GIVEN DATA FOR UPSTREAM FLOW PROFILE FOR A RECTANGULAR OPEN CHANNEL 
WIDTH OF CHANNEL = 5.0 FT FLOW RATE OF WATER = 16.5 CU FT/S 
DEPTH OF WATER AT UPSTREAM END OF SEGMENT = 1.50 FT 
DEPTH OF WATER AT DOWNSTREAM END OF SEGMENT = 0.70 FT 


SLOPE = 0.0004000 MANNING N-VALUE = 0.013 
THE FLOW PROFILE WITHIN THE SEGMENT IS GIVEN IN THE TABLE BELOW 


DEPTH (FT) VELOCITY (PT/S) LENGTH OF SUBSEGMENT (FT) 


0.70 4.736 s 
| -17.6 
0.86 3.845 
-78.9 
1.02 3.236 
-201,2 
1.18 2.793 
-501.2 
1.34 2.457 : 
-1986.4 
1.50 2.193 
` TOTAL LENGTH = -2785.2 


GIVEN DATA FOR DOWNSTREAM FLOW PROFILE FOR A RECTANGULAR OPEN CHANNEL 


WIDTH OF CHANNEL = 5.0 FT FLOW RATE OF WATER = 16.5.CU FT/S 


DEPTH OF WATER AT UPSTREAM END OF SEGMENT = 0.70 FT 
DEPTH OF WATER AT DOWNSTREAM END OF SEGMENT = 0.38 FT 
SLOPE = 0.0250000 MANNING N~VALUE = 0.013 


THE FLOW PROFILE WITHIN THE SEGMENT IS GIVEN IN THE TABLE BELOW 


DEPTH (ЕТ) VELOCITY (FT/S) . LENGTH OF SUBSEGMENT (FT) 

0.70 4.736 
| . 0.5 

0.63 | 5.208 
1.9 

0.57 5.783 
| 4.5 

0.51 6.501 
11.0 

0.44 7.423 
46.1 

0.38 ‚ 8.650 


TOTAL- LENGTH = 63.9 
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A rectangular channel 12.0 m wide is laid on a slope of 0.0028. The depth of flow at one section is 1.50 m, while 
the depth of flow at another section 500 ft downstream is 1.80 m. Determine the probable rate of flow, if 
п = 0.026. 


І О = А„о„ = (А,„)(1.0/п)К235'2 Am = [(12.0)(1.50) + (12.0)(1.80)]/2 = 19.8 m? 
Rm = [(12.0)(1.50)/(1.50 + 12.0 + 1.50) + (12.0)(1.80)/(1.80 + 12.0 + 1.80)]/2 = 1.29 m 
Q = (19.8)(1.0/0.026)(1.29)??s"? = 902.445"? (1) 


vi/2g + di + sol =v2/2g+d,+sL 0, = ОЈА, = 011(12.0)(1.50)] = 0/18.0 
¥2= Q/Az= Q/[(12.0)(1.80)] = Q/21.6 
(2/18.0)2/{(2)(9.807)] + 1.50 + (0.0028)(500) = (Q/21.6)?/{(2)(9.807)] + 1.80 + 500s (2) 


Substituting (1) into (2) gives (902.44s"?/18.0)?/[(2)(9.807)] + 1.50 + 1.40 = (902.44s"7/21. 64090. 807)] + 
1.80 + 500s, 460.85 = 1.10, s = 0.002387; Q = (902.44)(0.002387)'? = 44.1 m/s. 


Solve Prob. 14.265 using five equal depth increments to determine the distance upstream to the point where the 
water surface is at the normal depth. Compare the answer with the one obtained in Prob. 14.265. 


B Using data found in Prob. 14.265, 


0.0002805 


0.0003465 


0.0004362 


0.0005621 


0.0007446 





The answer using five increments is (4568 — 4097)/4568 — 0.103, or 10.3 percent smaller than that using ten 
increments. 


Water flows in a rectangular concrete channel similar to the one depicted in Fig. 14-68a. If the channel width is 
3.0 ft and the discharge is 12.0 cfs, determine the water-surface profile throughout the channel shown. 


i d, = [(Q/BY'/g]^ — [(12.0/3.07/32.2]^ 20.79 ft О = Av =(A)(1.486/n)(R2?)(s*”) 
12.0 — (3.04, 5)(1.486/0.013)[3.0d  5/ (3.0 -- 2d 5) [^ (0.00052)? 


By trial and error, d45 — 1.76 ft. 12.0 — (3.045:)(1.486/0.013)[3.0d 4 -./ (3.0 *- 245]? (0.030)'7. By trial and 
error, dsc = 0.42 ft. Hence, the water-surface profile changes from the normal depth in segment AB (1.76 ft) to 
the critical depth at B (0.79 ft) to the normal depth in segment BC (0.42 ft). 
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For Segment AB (B to A) 


0.003508 
0.001995 


0.001254 


0.00085 16 


0.0006107 


0.005409 


0.007340 


0.010346 


0.015425 


0.024362 





14.273 In Fig. 14-69, 400 cfs flows through the transition. The rectangular section is 8 ft wide and y, = 8 ft. The 
trapezoidal section is 6 ft wide at the bottom with side slopes 1:1, and y, = 7.5 ft. Determine the rise z in the 
bottom through the transition. 


І vi/2g + у, = "Уш +у +2 +Е, v, = Q/A, = 400/[(8)(8)] = 6.250 ft/s 
2 = 400/[(6)(7.5) + (7.5)(7.5)] = 3.951 ft/s 
= (0.3)(02/28 – 202 (0.3) {6.2507/[(2)(32.2)] — 3.9517/[(2)(32.2)]} = 0.109 ft 
6.2502/[(2)(32.2)] + 8 = 3.9512/[(2)(32.2)] + 7.5 +2 +0.109 — z 20.755ft 





| Elevation Fig. 14-69 


14.74 Ina critical-depth meter 2 m wide with z =0.3 m, the depth y, is measured to be 0.75 m. Find the discharge. 


= (0.517)(g"”)[y1 — z + (0.55/g)(q7/y7)]*”. Initially, neglect the last term in the equation above. q = 
(0.517)(9.807)'7(0.75 — 0.3)” = 0,489 (m?/s)/m. Now, try q = 0.500 (m’/s)/m in the whole equation: 
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14.275 


14.276 


= (0.517)(9.807)'2[0.75 – 0.3 + (0.55/9.807)(0.5002/0.752)]?? = 0,530 (m?/s)/m. Try q = 0.536 (m°/s)/m: q = 
(0.517)(9.807)"7[0.75 — 0.3 + (0.55/9.807)(0.5367/0.75")}°? = 0.536 (m?/s)/m, Q = (0.536)(2) = 1.07 m’/s. 


At section 1 of a canal, the cross section is trapezoidal with bottom width b, = 10 m, depth y, = 7 m, and side 
slopes of 2 horizontal to 1 vertical. At section 2, 200 m downstream, the bottom is 0.08 m higher than at section 
1, b; — 15 m, and side slopes : are 3 horizontal to 1 vertical (Q — 200 m/s and n = 0.035). Determine the depth of 
water at section 2. 


І AL - [(vi - v3/2g * x — xls — 59) s 7 (nQ/1.0AR?^y 
Try y = 6.92 m: , 
A, = (10)(7) + (7)[(2)(7)] = 168.0 m? Az = (15)(6.92) + (6.92)[(3)(6.92)] = 247.5 m? 
Aavg = (168.0 + 247.5)/2 = 207.8 m? R - Alp, (p, = 10 + (2)(7)(V2? + 1) = 41.30m 


(р„)» = 15 + (2)(6.92)(\/3? + 1) = 58.77 т (Pw )ave = (41.30 + 58.77)/2 = 50.04 т 
Е = 207.8/50.04 = 4.153 т 
з = {(0.035)(200)/[(1.0)(207.8)(4.153)22])° = 0.0001700 
v, = Q/A, = 200/168:0 = 1.190 m/s v, = 200/247.5 = 0.8081 m/s 
(1.190? — 0.80812)/[(2)(9.807)] -- 7 — 6.92 
0.0001700 — (—0.08/200) 


This value of AL (209 m) is not equal to the given value (200 m). However, reworking the problem with 
y2 — 6.93 m (not shown) yields a value of AL of 191 m. Thus y; must be approximately 6.925 m. 


AL= = 209 т 


A trapezoidal channel, b = 3 m, side slopes of 1:1, n = 0.014, ғ, = 0.001, саггіеѕ 28 т2/. І the depth is 3 тай 
section 1, determine the water-surface profile for the next 700 m downstream. 


I To determine whether the depth increases or decreases, the slope of the energy grade line must be 


computed. 
А = (3)(3) + (3)(3) = 18.0 т? К = А/р, = 18.00/[3 + (2)(3)(У1? + 12)] = 1.567 т 


s — (nQ/1.0AR?"?y = {(0.014)(28)/[(1.0)(18.00)(1.567)**]}? = 0.0002606 
(Q?/gA2)(T.) = {287/[(9.807)(18.00)"]} (9) = 0.1234 

Since (Q7/gA2)(T.) < 1.0, the depth is above critical. With the depth greater than critical and the energy grade 
line less steep than the bottom of the channel, the specific energy is increasing. When the specific energy 
increases above critical, the depth of flow increases, y is then positive. 

-ГЕ 1- О?Т/рА: 

~ J, So—(nQ/1.0AR™)? У 
, 1 — (28) (T)/[(9.807)(A)] 

, 0.001 — {(0.014)(28)/[(1.0)(AR™)]}? 7 

L e 1- 79,94Т/ А? 

, 0.001 — [0.1537/(A2R™)] ^ 
The following table evaluates the terms of the integrand: 


10° x 
numerator denominator F(y) 


dy 





The integral f F(y) dy can be evaluated by plotting the curve and taking the area under it between y — 3 and 
the following values of y. As F(y) does not vary greatly in this example, the average of F(y) can be used for 
each reach (the trapezoidal rule); and when it.is multiplied by Ay, the length of reach is obtained. Between 

y =3 and y = 3.2, [(1185 + 1131)/2](0.2) = 231.6. Between y = 3.2 and y 2 3.4, [(1131 - 1096)/2](0.2) — 222.7 
and so on. Five points on it are known, so the water surface can be plotted. 
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14.277 After contracting below a sluice gate, water flows onto a wide horizontal floor with a velocity of 15 m/s and a 
depth of 0.7 m. Find the equation for the water-surface profile (n — 0.015). 


i x = —($)(1.0/па) (у? — y?) 4 (3/4g)(1.0/n' (y^? — y1^) 
q — (0.7)(15) 2 10.5 (m?/s)/m 
x 7 —(35)(1.0/[(0.015)(10.5)])?( y^? — 0.72?) -- (3/[(4)(9.807)]) (1.0/0.015)^( y^? — 0.75) 


— —9.303y'? 4- 339.9y*? — 209.3 
y. 7 (q^/g)'? — (10.57/9.807)'^ = 2.240 т 


The depth must increase downstream, since the specific energy decreases, and the depth must move toward the 
critical value for less specific energy. The equation does not hold near the critical depth because of vertical 
accelerations that have been neglected in the derivation of gradually varied flow. If the channel is long enough 
for critical depth to be attained before the end of the channel, the high-velocity flow downstream from the gate 
may be drowned or a jump may occur. The water-surface calculation for the subcritical flow must begin with 
critical depth at the downstream end of the channel. 


14.278 Prepare a computer program in BASIC to calculate the steady gradually varied water-surface profile in any 
prismatic rectangular, symmetric trapezoidal, or triangular channel. 


Ё io Rem B: PROFILES WATER SURFACE PROFILES--STEADY STATE 
20 ° МАТЕК SURFACE PROFILE IN RECT, TRAPEZOIDAL, OR TRIANGULAR CHANNEL. 
30 ' XL=LENGTH, B=BOT WIDTH, Z7=SIDE SLOPE, RN=MANNING N,SO=ROT SLUPE,Q=FLOW. 
40 ’ YCONT=CONTROL DEPTH. IF YCONT=0 IN DATA, YCONT IS SET EQUAL TO YC. 
SO ' IN SUBCRITICAL FLOW, CONTROL IS DOWNSTREAM AND DISTANCES ARE MEASURED 
60 ' IN THE UPSTREAM DIRECTION 
70° IN SUPERCRITICAL FLOW, CONTROL IS U.S. AND DISTANCES ARE MEASURED D.S. 
80 LPRINT CHR$(14); "STEADY-STATE WATER-SURFACE PROFILES“ 
90 LPRINT CHR$(14); DATEs";DATES$;" TIME="; TIMES 
100 DEF FNAREA(YY) SYY&£ (BH 28YY):. DEF FNPER(YY) SBe2! &YYESQOR (1 +272) 
110 DEF FNYCRIT(YY) 1! -0^25 (B«2' 828 YY) / (GSFNAREA CYYO) ^3) 
120 DEF FNYNDRM (Y Y) 21! -Q^28CON/ (FNAREA (YY) ^3. 333/FNPER(YY) ^1. 333) 





130 DEFINT I: DEF FNDL (YY) =FNYCRIT CYY) / FNYNDRM (Y Y) £50) 
140 DEF FNFPMCYY) =GAME (YY*28 (.58B+Z#VY/3!) +Q°2/ (GEFNAREACYY) )) 
150 ISI$-"SI": DEF FNENERGY (YY) -YY*Q^2/ (2! $G&FNAREA (YY) ^2) 


160 READ IUNIT$,XL,B,Z,RN,SO,Q, YCONT: DATA "SI",200.,2.5,.8,.012,.025,25. ,.0 
170 IF IUNIT$-ISI$ THEN 190 - 

180 GAM#62. 4:G=32. 2: CON=(RN/1. 486) 2/80: LPRINT" USC UNITS":LPRINT: GOTO 200 
190 GAM-9802': G=9.806001: . CONsRN^2/50:  LPRINT"SI UNITS":LPRINT 

200 LPRINT“ CHANNEL LENGTH="5XL;" DISCHARGE=";Q;" B="3B;" 2-",2; RN-'";RN; 


" so=";S0 

210 ’ DETERMINATION OF CRITICAL AND NORMAL DEPTHS | 

220 NN=30;  DN-O!: UP=30!': YC#15!: FOR I= 1 TO 15: IF FNYCRIT(YC)=0! THEN 250 
2x0 IF FNYCRIT(YC)<O! THEN DN=¥C ELSE UP-YC 

240 YCs.5$(UP*DN) : NEXT I 


250 IF YCONTsO! THEN YCONTsYC 

260 IF SQ<=0! THEN 320 

270 UP=40!; DN=Q!; YN=20!: FOR I» 1 TO '15 

280 X=FNYNORM (YN) ¢ IF X«O' THEN DN=YN: GOTO 300 

290 IF X>0! THEN UP=YN ELSE GOTO 310 

300 YN=.5S#(UP+DN): ` NEXT I 

710 LPRINT: ІРНІМТ" NORMAL DEPTH="; YN; CRITICAL DEPTH-";YC: GOTO 330 

320 YN=3' YC: LPRINT: LPRINT" CRITICAL DEPTH="; YC 

330 IF YN<YC THEN 410 

340 ° MILD, ADVERSE, DOR HORIZONTAL CHANNEL YN>YC 

350 IF YCONT<YC THEN 390 

360 ’ SUBCRITICAL FLOW, YCONT>=YC 

370 SIGN--1': DY-(YCDNT-YN) $. 998/NN:  LPRINT: 
LPRINT"CONTRDL IS DOWNSTREAM, DEPTHz";YCONT: GOTO 460 

280 ' SUPERCRITICAL FLOW 

390 SIGN=1!: DY=(YC-YCONT) /NN: LPRINT: 
LPRINT"CONTROL IS UPSTREAM, DEPTH="3 YCONT: GOTO 460 

400 ' STEEP CHANNEL, YN<YC 

410 IF YCONT<=YC THEN 450 

420 ' SUBCRITICAL FLOW, YCONT>YC 

430 SIGN--1': DY- CYCONT-YC) /NN: LPRINT: 
LPRINT“ CONTROL IS DOWNSTREAM, DEPTH="5 YCONT: GOTO 460 

440 ' SUPERCRITICAL FLOW, YCONT<=VC 

480 SIGNz1': NN-2£NN:  — DYz(YN-YCONT)£.998/NN: — LPRINT: 
LPRINT" CONTROL IS UPSTREAM, DEPTHz";YCONT 

460 SL=0!: ҮзҮСОМТ: | EsFNENERGY(Y):  FM=FNFPM(Y): ІРНІМТ 

470 LPRINT" DISTANCE DEPTH ENERGY FAM"; GDSUB 550 

480 ' WATER-SURFACE PROFILE CALCULATION 

490 FOR I=1 TO NN STEP 2: Y2=YCONT+SIGNSDY# (I+1) 

500 DXzDY*(FNDL (Y) €*FNDL (CY2) €4! &FNDL CYCONT*SIGN&ISDY)O) /3! 


510 SL=SL+DX: IF SL>XL THEN 540 
920 YzY2: EZFNENERGY (Y): ҒМ=ҒМҒРМ (У) : IF (IsNN-1) АМО (SL<O!) THEN SL=XL 
S30 GOSUB 550: NEXT Is GOTO 160 
540 Y=¥2-SIGN#2! sDY# (SL-XL) /DX: E=F NENERGY (Y) =: FM=FNF PM (У) = SL=XL: 
GOSUB 550: GOTO 160 
550 LPRINT SPC(5) USING" Hane. e"SSL;: LPRINT USING" ИЙ. ҮҘЕ: 
LPRINT USING" А ВЫЫ RETURN 


560 DATA "SI",600.,2.5,.8,.012,.0002,25.,.907 
570 БАТА "51",600.,2.5,.8,.012,.0002,25.,2. 
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Input data include the specification of the system of units (SI or USC) in the first columns of the data, followed 
by the channel dimensions, discharge, and water-surface control depth. If the control depth is set to zero in 
data, it is automatically assumed to be the critical depth in the program. For subcritical flow the control is 
downstream, and distances are measured in the upstream direction. For supercritical flow the control depth is 
upstream, and distances are measured in the downstream direction. 

The program begins with several line functions to compute the various variables and functions in the problem. 
After the necessary data input, critical depth is computed, followed by the normal-depth calculation if normal 
depth exists. The bisection method is used in these calculations. The type of profile is then categorized, and 
finally the water-surface profile, specific energy, and F + M are calculated and printed. Simpson’s rule is used in 
the integration for the water-surface profile. 

The program begins with several line functions to compute the various variables and functions in the problem. 
After the necessary data input, critical depth is computed, followed by the normal-depth calculation if normal. 


A trapezoidal channel, B = 2.5 m, side slope = 0.8, has two bottom slopes. The upstream portion is 200 m long, 
So = 0.025, and the downstream portion, 600 m long, S, = 0.0002, n = 0.012. A discharge of 25 m?/s enters at 
critical depth from a reservoir at the upstream end, and at the downstream end of the system the water depth is 
2m. Determine the water-surface profiles throughout the system, including jump location, using the computer 
program of Prob. 14.278. 


I Three separate sets of data are included in the program and are needed to obtain the results used to plot the 
solution as shown in Fig. 14-70. The first set for the steep upstream channel has a control depth equal to zero 
since it will be automatically assumed critical depth in the program. The second set is for the supercritical flow 
in the mild channel. It begins at a control depth equal to the end depth from the upstream channel and 
computes the water surface downstream to the critical depth. The third set of data uses the 2-m downstream 
depth as the control depth and computes in the upstream direction. Computer output from the last two data sets 
are given below. The jump is located by finding the position of equal F + M from the output of the last two data 


sets. 

SI UNITS 

CHANNEL LENGTH- 600 DISCHARGE= 25  B- 2.9 7-2 .8 ВМ= .012 50ж .0002 
NORMAL DEPTH= 3.190308 CRITICAL DEPTH» 1,780245 


CONTROL IS UPSTREAM, DEPTH= .9070001 


DISTANCE DEPTH ENERGY Fem 

0.0 0.907 4.630 225573 
25.8 0.965 4.160 211573 
51.2 1.023 3.786 199573 
76.0 1.082 3.487 189272 
100.1 1.140 3.247 180431 
123.3 1.198 3.054 172859 
145.5 1.256 2.900 166400 
166.5 1.315 2.777 160926 
186.0 1.373 . 2.679 156334 
204.0 1.431 2.603 152534 
220.0 1.489 2.544 1494355 
233.9 1.547 2.500 147035 
245.4 1.606 2.469 145221 
254.1 1.664 2.448 143970 
259.6 1.722 2.437 143242 
261.5 1.780 2.455 145007 

SI UNITS 


CHANNEL LENGTH- 600 DISCHARGE= 25 B= 2.5 72 .8 RN- .012 SO= .0002 
NORMAL DEPTH= 3.190308 CRITICAL DEPTH= 1.780243 


CONTROL IS DOWNSTREAM, DEPTH= 2 


DISTANCE DEPTH ENERGY Fem 
0.0 2.000 2.474 146109 
33.0 2.079 2.504 148634 
80.5 2.158 2.541 151844 
145.4 2.238 2.583 155711 
231.5 2.317 2.630 160211 
343.0 2.396 2.681 "165326 
486.6 2.475 2.734 171040 


600.0 2.524 2.769 174857 
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ү, = 0.856 т 5502—27 4 


Q = 25 m/s SSS 


0.907 m 1,22 m Y, 23.190 m Fig. 14-70 


14.280 А rectangular channel 3 m wide and 2 m deep, discharging 18 m/s, suddenly has the discharge reduced to 
12 m/s at the downstream end. Compute the height and speed of the surge wave. 


i (и + с)(у,) = (® + с)(у») (y/2)1 73 7 (Y/g)y0(vi * (v; t e- v - c) 
vı = Q/A, = 18/[(3)(2)] =3 m/s v2 = 12/(3y;) 02у, = 412/5 
(3+ с)(2) = 4+ су, 6=4+ (с)(у – 2) 
(9.79/2)(2? — y3) = (9.79/9.807)(2)(3 - c)(v; * c - 3— c) 


Eliminating c and v, gives y2 — 4 = (4/9.807)[2/(у: – 2) + 3](3 – 4/у,), y» 22.75 m (by trial and error), 
0, = 4/2.75 = 1.455 m/s. The height of the surge wave is 2.75 — 2 = 0.75 m, and the speed of the wave is 
c = 2/(y2 — 2) = 2/(2.75 — 2) = 2.67 m/s. 


14281 In Fig. 14-71 find the Froude number of the undisturbed flow such that the depth y, at the gate is just zero when 
the gate is suddenly closed. For v, — 20 ft/s, find the liquid-surface elevation. 
Í Itis required that v, = 0 when y, = 0 at x = 0 for any time after ¢ = 0. 
v =vo— (2V8 Vyo—- Vy) 0 = vo — (2)(V8)(V¥0 — VO) 
vo = (2)(V 8yo) М№ = vo/ Vg)o 7 2 
x = [vo — (2)(V8y0) + GAVENE) Yo = vi/4g = 20°/104)(32.2)] = 3.106 % 
x = {20 — (2)[V(32.2)(3. 106)] - (3)(V32.2y)) (t) 2 17.021? 


The liquid surface is a parabola with vertex at the origin and surface concave upward. 





Fig. 14-71 


14.282 In Fig. 14-71 the gate is partially closed at the instant ¢ = 0 so that the discharge is reduced by 50 percent 
(vo = 6 m/s, yo 7 3 m). Find v,, y;, and the surface profile. 


B The new discharge is 
4 = (6)(3)/2 =9 =ъ,у, э =ю— (2)(Ув)СУ»— Уу) 
vı = 6 — (2)(V9.807)(V3 — Уу) 
v,=4.25m/s and y,=2.11m (by trial and error) 
x = [vo — (2)(Vgyo) + (3)(Vay) I(t) = {6 — (2)[V(9.807)(3)] + (3)[ V(9.807)(y)]}() 
- [(9.39)( Vy) — 4.85](t) 


This holds for the range of values of y between 2.12 m and 3 m. 
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14.283 А discharge of 160 cfs occurs in a rectangular open channel 6 ft wide with s, — 0.002 and n = 0.012. If the 


14.284 


channel ends in a free outfall, calculate the depth at the brink, y,, and y. Determine the shape of the 
water-surface profile for a distance of 100 ft upstream from the brink. 


I Q = (A)(1.486/n)(R*)(s) 160 = (6y,)(1.486/0.012)[6y,/(y, + 6 + у„)]?®(0. 002)'2 
Yn =3.5ft (by trial and error) 
Q?Ig=A°/B — 1607/32.2=(6y.)°/6 — y, 22.81 ft 


Since y, > y., the flow is subcritical and the water-surface profile is M; (see Fig. A-19). The depth at the outfall 
is approximately 0.7y, — (0.7)(2.81) = 2.0 ft. Critical depth occurs at about 4y, = (4)(2.81) = 11 ft upstream from 
the brink. Computations for the water-surface profile are given below. 





* Summation x is measured from the point of critical depth 11 ft upstream from the brink. 


The water-surface profile is sketched in Fig. 14-72. 








Fig. 14-72 


Examine the flow conditions in a 10-ft-wide open rectangular channel of rubble masonry with n = 0.017 when 
the flow rate is 400 cfs. The channel slope is 0.020, and an ogee weir 5.0 ft high with C,, = 3.8 is located in the 
downstream end of the channel (see Fig. 14-73). 


1 О = (А)(1.486/п)(Е°3) (5°) 400 = (10у,)(1.486/0.017)[10у,/(у, + 10 + у,)]2(0.020)' 
y, —72.36ft . (by trial and error) y. 7 (q?/g)'? y. 2 [C55y/32.2]!? — 3.68 ft 


Since y, « y,, the flow is supercritical. The head required at the weir to discharge the given flow is found from 
the equation Q =(C,,L)(A + V2/2g)*?: 
V, 7 Q/A — 400/[(5 - 5)(10)] 2 400/(50-- 105) — 400 — (3.8) (10) (^ 4- [400/(50 + 104)]’/[(2)(32.2)]}°7 
h=4.53ft (Бу trial and error) 


Hence, the depth of water just upstream of the weir is 5 + 4.53 = 9.53 ft, which is greater than y,. The flow at 
this point is subcritical, and a hydraulic jump must occur upstream. The depth y, after the jump is found from 
Yo = —y,/2 + (yi/4 * 2Viyg)^, Vi = ОЈА; = 400/[(2.36)(10)] = 16.95 #/5, у, = –2.36/2 + [2.362/4 + 
(2)(16.95)?(2.36)/32.2]'” = 5.42 ft. The distance from the weir to the jump is determined by the equation 
х= [(у + V4/2g) — (ya + Via/2g)1/(5 — 50): 
V, = Q/A = 400/[(5.42)(10)] = 7.380 ft/s Уз = 400/{[(9.53)(10)] = 4.197 ft/s 
s = (nV /1.486R” YF V,, = (7.380 + 4.197)/2 = 5.788 ft/s 
(p, )4 7 5.42 4 10 4- 5.42 — 20.84 ft (p.)a 7 9.53 -- 10 + 9.53 = 29.06 ft 
R,, = [(5.42)(10)/20.84 + (9.53)(10)/29.06]/2 = 2.940 ft 
s — ((0.017)(5.788)/[(1.486)(2.940Y?]P? — 0.001041 
x — (5.42 + 7.380°/[(2)(32.2)] — 9.53 — 4.197?/[(2)(32.2)]) /(0.001041 — 0.020) — 187 ft 
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ар Fig. 14-73 


Horizontal datum’ 


14.285 A rectangular channel is 8 ft wide, has an 0.008 slope, discharge of 150 cfs, and n = 0.014. Find y, and y,. If the 
actual depth of flow is 5 ft, what type of profile exists? 


1 Q =(A)(1.486/n)(R®°)(s!) 150 = (8у,)(1.486/0.014)[8у,/(у, +8 + у,)]2°(0.008)*° 
yn =1.74ft (by trial and error) у. = (q?/g)'? = [С )1/32.2]!° = 2.22 


From Fig. A-19, this is an 5, water-surface profile. 


14.286 A rectangular channel is 3 m wide and ends in a free outfall. If the discharge is 10 m?/s, slope is 0.0025, and 
n — 0.016, find y,, y., and the water-surface profile for a distance of 150 m upstream from the outfall. 


І О-(АХ1.0/п)( 228%) 10 = (3у,)(1.0/0.016)[3у,/(у, +3 + у,)]°(0.0025)'* 
Уу. = 1.34т (by trial and error) у. = (9218) = [(22)2/9.807]° = 1.04 т 


` The depth at the outfall is approximately 0.7y, = (0.7)(1.04) = 0.73 m. Critical depth occurs at about 
4y, = (4)(1.04) = 4m upstream from the brink. Computations for the water-surface profile are given below 
[s 7 (nv/1.0R7?y^, x 2 E/(s — so)]. 


= жее ее [ке] аара 





14.287 A rectangular drainage channel is 15 ft wide and is to carry 500 cfs. The channel is lined with rubble masonry 
(n — 0.017) and has a bottom slope of 0.0015. It discharges into a stream which may reach a stage 10 ft above 
the channel bottom during floods. Calculate y,, ye, and the distance from the channel outlet to the point where 
normal depth would occur under this condition. Use one step. 


i Q = (A)(1.486/n)(R™)(s’?) 500 = (15у,)(1.486/0.017)[15у,/(у, + 15 + у,)]22(0.0015)'2 
yn =4.81ft (by trial and error) ye = (q7/g)? = [C98)7/32.2]"* = 3.26 ft 
Ax =[(y, + V2/2g) — (y2 + V3/2g)I/(s — 50) V, = Q/A = 500/[(4.81)(15)] = 6.930 ft/s 
= 500/{(10)(15)] = 3.333 ft/s 
s = (nV /1.486R?^y? V,, — (6.930 4- 3.333)/2 — 5.132 ft/s 
(pw): = 4.81 +15 + 4.81 = 24.62 ft (р„)» = 10 + 15 + 10 = 35.00 ft 
R,, = [(4.81)(15)/24.62 + (10)(15)/35.00]/2 = 3.608 ft 
s = {(0.017)(5.132)/[(1.486)(3.608)*7]}? = 0.0006229 
Ax = {4.81 + 6.9307/{(2)(32.2)] — 10 — 3.333?/[(2)(32.2)]} /(0.0006229 — 0.0015) = 5264 ft 


14.288 Solve Prob. 14.287 using three steps. 
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B Using data from Prob. 14.287, s = (nv/1.486R”*)’, x = AE/(s — зо). 





10 
8 
6 
4.8 


14.289 A trapezoidal channel with a bottom width of 10 ft and side slopes of 2 horizontal to 1 vertical has a horizontal 
curve with a radius of 100 ft without superelevation. If the discharge is 800 cfs and the water surface at the inside 
of the curve is 5 ft above the channel bottom, find the water-surface elevation at the outside of the curve. 
Assume the flow is subcritical. 


MB Sec Fig. 14-74. y, - y, - v?B/gr, x — 5 = (800/[(x + 5)(10 + x) — 25 — x7]}7(10 + 10 + 2x)/[(32.2)(100)], x= 
5.53 ft (by trial and error). 





t 
| 
t 
І 
| 
| 


х 


EN Fig. 14-74 


14.290 А rectangular flume of planed timber (n — 0.011) is 1.5 m wide and carries 1.7 m?/s of water. The bed slope is 
0.0005, and at section 1 the depth is 0.9 m. Find the distance to section 2, where the depth is 0.75 m. Is2 
upstream or downstream of 1? 


M8 Ax =(y, + v3/2g — y2 — v3/2g)/(s — so). Assume the 0.75 m depth is downstream. 
v1 = Q/A, = 1.7/[(0.9)(1.5)] = 1.259 m/s 
о, = Q/A; — 1.7/[(0.75)(1.5)] 2 1.511 m/s s — (nv/1.08?5y? 
Um = (1.259 + 1.511)/2 = 1.385 m/s (pv): = 0.94 1.54+0.9=3.30m 
(р„) = 0.75 + 1.5 + 0.75 = 3.00 т 
R,, = [(0.9)(1.5)/3.30 + (0.75)(1.5)/3.00]/2 = 0.3920 m 
s = {(0.011)(1.385)/[(1.0)(0.3920)7]}? = 0.000809 

Ах = {0.9 + 1.2592/[(2)(9.807)] — 0.75 — 1.5117/[(2)(9.807)]} /(0.000809 — 0.0005) = 370 m 
Since Ax is positive, the 0.75 m depth is downstream, as assumed. | 


^^ 


14.291 Тһе flume of Prob. 14.290 still carries 1.7 m?/s, but now the depth varies from 1.2 m at one section to 0.9 m ata 

section 200 m downstream. Find the new bed slope. 

i Ax = (yı + v1/2g — y, — vi/2g)/(s — so) v, = Q/A, = 1.7/{(1.2)(1.5)] = 0.9444 m/s 

v2 = Q/A, = 1,7/{(0.9)(1.5)] = 1.259 m/s s = (nv/1.0R”F 
Um = (0.9444 + 1.259)/2 = 1.102 m/s 
(Pw) = 1.2 + 1.51.22 3.90 m (Pw)2 = 0.9 + 1.5 + 0.9 = 3.30 m 
Rm = [(1.2)(1.5)/3.90 + (0.9)(1.5)/3.30]/2 = 0.4353 m 
з = {(0.012)(1.102)/[(1.0)(0.4353)22])> = 0.0005301 
200 = {1.2 + 0.94442 /((2)(9.807)] – 0.9 — 1.259?/[(2)(9.807)]) /(0.0005301 — so) Sq = – 0.000793 
See Fig. 14-75. i 
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0.0455 м | 0.0805 v^ 
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1.2 м 0.1 т 


5, = 0.000795 
- 200m — —À 


| — 200m 





Fig. 14-75 


14.292 The slope of the flume in Prob. 14.290 is now increased to 0.01. For the same flow as before, find the depth 
35 m downstream from a section where the flow is 0.40 m deep. 


Ё у. = (4218)'° =[(1.7/1.5)?/9.807]'* = 0.508 m. Ѕіпсе у < у,, ће flow is supercritical. 
Ах = (у + 01/26 — y — vil2g)/(s — sc) vı = Q/A, = 1.7/[(0.40)(1.5)] = 2.833 m/s 
U2 = Q/A; 2 1.7/(1.5y;) 2 1.133/y, s — (nv/1.0R??y? 
Um = (2.833 + 1.133/y2)/2 = 1.417 + 0.5665/y2 
(Pw) =0.4+ 1.5 +0.4 = 2.30 т (р,„). = у + 1.5 + у= 1.5 + 2у, 
Rm = [(0.4)(1.5)/2.30 + 1.5у/(1.5 + 2у,)]/2 = 0.2609 + 0.75у,/(1.5 + 2у,) 


- [90100.47 +05665) ү 
1.00.2609 + 0.75у,/(1.5 + 2у,)]2? 


35 = {0.40 + 2.8337/[(2)(9.807)] — y; — (1.133/y2)7/[(2)(9.807)]} /(s — 0.01) 
y27 0.31 m (by trial and error) 


14.293 A rectangular flume 12 in wide and 30 ft long yielded the following test results: with still water, z, — z, = 0.010 ft; 
with a measured flow of 0.20 cfs, y, — 0.400 ft, y, — 0.405 ft. Evaluate the roughness coefficient n. 


i Q =(A)(1.486/n)(R22)(s") A, = (0.400)(12) = 0.400 ft? А, = (0.405)(12) = 0.405 #2 
m = (0.400 + 0.405)/2 = 0.4025 ft? (р.). = 0.40 + 12+ 0.40 = 1.800 ft 
(р,), = 0.405 + }3 + 0.405 = 1.810 ft 
Rm = (0.40/1.80 + 0.405/1.81)/2 =0.2230ft . x= (у + 102/28 — y — v3/2g)/ (s — so) 
v, = Q/A, = 0.20/0.40 = 0.500 ft/s 0,= ОГА, = 0.2/0.405 = 0.4938 ft/s 
30 = {0.40 + 0.5007/{(2)(32.2)] — 0.405 — 0.49387/[(2)(32.2)]}/(s — 0.01/30) з = 0.0001699 
0.20 = (0.4025)(1.486/n)(0.2230)?7(0.0001699)'2 п = 0.0143 


14.294 A rectangular flume 10 ft wide is built of planed timber (m = 0.012) on a bed slope of 0.2 ft per 1000 ft ending in 
a free overfall. If the measured depth at the fall is 1.82 ft, find (a) the rate of flow and (5) the distance upstream 
from the fall to where the depth is 4 ft. 


(а) Уышк = 0.729, 1.82=0.72y. у,-2.528Ң 
у. = (418) | 2.528-(q^/322)^ | q—22.81 cfs/ft О = (22.81)(10) — 228 ft^/s 


(b) Between y, and y, the flow is rapidly varying. So Manning's equation is not valid there and cannot be 
used there to determine Q. s = (nV /1.486R”® YF, Ах = (у, + Vi2g — y — V2/2g)/ (s — so). 
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0.000915 
0.001363 
0.001888 


0.00240 


4y, 210 





14.295 For a wide rectangular channel dredged in earth (n — 0.030), of slope 0.002273 and carrying 100 (ft^/s)/ft, find 
the water depth 1.5 mi upstream of a location (2) where the depth is 30 ft. 
І Ах = (у, + vi/2g — Y2 — vif2g)I s — so) о = 41у = 100/у, 
0 = 91у = 100/30 = 3.333 ft/s 
0,„ = (100/у, + 3.333)/2 = 50.0/у, + 1.667 s — (nv/1.486R?5y 
Rm = (yı + 30)/2 2 y,/2 + 15.00 
s = {(0.030)(50.0/y, + 1.667)/[(1.486)( y,/2 -- 15.00)?]?? 
(1.5)(5280) — (yi + (100/y,)7/[(2)(32.2)] — 30 — 3.3337/[(2)(32.2)])/(s — 0.002273) 
y, 11.9 ft (by trial and error) 


14.296 The slope of a stream of rectangular cross section is 0.00022, the width is 150 ft, and the value of the Chezy C is 
80 ft'?/s. Find the depth for a uniform flow of 128.45 cfs per foot of width of the stream. 


[1 Vo = q/Yo = 88.55/Yo | -СУЕв-(80.0)(М150у/() + 150 + yo)](0.00022) } 
128.45/y, 2 80( V[150yo/ ( yo 4- 150 -- y,)](0.00022)) Yo = 25.0 ft (by trial and error) 





14.297 If the stream of Prob. 14.296 is dammed, find the distance between a section where the increase in depth is 5 ft 
and one where the increase is 1 ft. Use reaches with 1-ft depth increments. 


I v = CVRs Ax 2 (yi 01/28 — у – 03/28)/(5 — so) 


R 
(А/р), 
ft 


' 0.0001539 
0.0001701 
0.0001877 


X (Ax) 276743 





14.298 A portion of an outfall sewer is approximately a circular conduit 5 ft in diameter and with a slope of 1 ft in 
1100 ft. It is of brick, for which n —0.013. What would be its maximum capacity for uniform flow? 


І Q 2 (A)(1.486/n)(R?Py(s'?) |. Qua — [(x)(5Y/4](1.486/0.013) (2)? (33)? — 78.53 ft? /s 
From Fig. A-18, (Qmax/Qran) = 1.06. Qmax = (78.53)(1.06) = 83.2 ft^/s. 
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14.299 If the outfall sewer in Prob. 14.298 discharges 120 cfs with a depth at the end of 2.90 ft, how far back from the 
end must it become a pressure conduit? Proceeding from the mouth upstream, find by tabular solution the 


length of sewer that is not flowing full. Use three reaches with equal depth increments. 
24.7 


I s = (nV /1.486R” YF Ах = (у, + 01/28 — y2 — v3/2g)/(s — so) 


R y AE 
» в, А, (A/P), | (Q/A), | 72/28, а,-Е),| V. 
ft deg t ft fps ft ft fps 
2.9 99.2 8.66 


11.81 













0.073 9.05 1.429 0.00387 
15.13 10.13 

0.417 7.31 1.504 0.00236 287 
17.96 

0.587 6.40 


1.382 0.00202 527 






19.63 


The sewer must become a pressure conduit 839 ft back from the end. 


14.300 For the channel of Prob. 14.131, find the separation of a section where the depth is 2.0 ft and one where the 
depth is 3.0 ft. 


I Assume the 2.0 ft depth is upstream. Then y, = 2.0 ft and y, — 3.0 ft. From Prob. 14.131, Q = 100 cfs, 
s = 0.02, and n = 0.015. 


Ах = (у, + vi/2g — y; — v3/2g)/(s — so) vi 2 Q/A, = 100/4.90 = 20.41 ft/s 
v2 = Q/A, = 100/10.48 = 9.542 ft/s 
5 = (nv/1.486R™)? U,, = (20.41 + 9.542)/2 = 14.98 ft/s R - Alp, 
R, = 4.90/6.12 — 0.801 ft 
К, = 10.48/8.96 = 1.170 ft R,, — (0.801 + 1.170)/2 = 1.9855 ft 


s = {(0.015)(14.98)/[(1.486)(0.9855)?"]}? = 0.02331 
Ax = {2.0 + 20.41?/[(2)(32.2)] — 3.0 — 9.542?/[(2)(32.2)]}/(0.02331 — 0.02) = 1225 ft 


Since Ax is positive, the assumption that the 2.0 ft depth was upstream is correct. 


14.301 Sketch the water-surface profile in a long rectangular channel (n — 0.014), if the channel is 10 ft wide; the flow 
rate is 340 cfs; and there is an abrupt change in slope from 0.0016 to 0.0150. 


I See Fig. 14-76. y. = (q?/g)' = [(340/10y?/32.2]'? — 3.30 ft, Q -(А)(1.486/п)(Е22)(512). In upstream 
segment, 340 — (10y,)(1.486/0.014)[10y, /( y, + 10 + у,)]?(0.0016)'°, у, = 4.50 (Бу trial and error). In 
downstream segment, 340 — (10y,)(1.486/0.014)[10y,, /( y, - 10 - y,)]?(0.0150)'2, y, 2 2.04 ft (Бу trial and 
error). Thus, the flow is subcritical before the break and supercritical after the break. 


у. = 4.50 
° M, profile 











5, profile 







Gentie Slope Jo - 339° 





Steg У 
P Slope 972042 Fig. 14-76 


14.302 Repeat Prob. 14.301 for the case where the flow rate is 130 cfs. 


Ё у. = (4°18)" = [(130/10)2/32.2]' = 1.74 ft, Q — (A)(1.486/n)(R??)(s'?). In upstream segment, 130 — 
(10y,,)(1.486/0.014)[10y,,/(y, + 10 + y,)]°°(0.0016)'”, y, = 2.28 ft (by trial and error). In downstream segment, 
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130 = (10y,,)(1.486/0.014)[10y,,/(y, + 10 + y,)]?7(0.0150)', y, = 1.08 ft (Бу trial and error). Thus, the flow is 
subcritical before the break and supercritical after the break, so that Fig. 14-76 still applies. 


14.303 Repeat Prob. 14.302 if the slope abruptly changes from 0.0016 to 0.0006. Estimate the distance upstream from 
the break to the point where normal depth occurs. 


i sy. =1.74ft (from Prob. 14.302). In upstream segment, y, = 2.28 ft (from Prob. 14.302). In downstream 
segment, 130 — (10y,)(1.486/0.014)[10y, /( y, + 10+ y,)]77(0.0006)'”, y, =3.20ft (by trial and error). Thus, the 
flow is subcritical before and after the break. A water surface on a gentle slope cannot deviate from y, in the 
upstream direction. Therefore, the depth at the break is 3.20 ft. See Fig. 14-77. 
Ax — (yy t vi/2g — y, — vi/2g)/ (s — so) vı = Q/A, = 130/[(2.28)(10)] = 5.702 ft/s 
0, = ОЈА, = 130/[(3.20)(10)] = 4.063 #/5 s = (по/1.486А23)? 
Um = (5.702 + 4.063) /2 = 4.883 ft/s 
(pw): = 2.28 + 10 + 2.28 = 14.56 ft (Pw)2 = 3.20 + 10 + 3.20 = 16.40 ft/s 
R,, = [(2.28)(10)/14.56 + (3.20)(10)/16.40]/2 = 1.759 ft 
s — ((0.014)(4.883)/[(1.486)(1.759)?^])? 2 0.0009967 | 
Ах = {2.28 + 5.702°/[(2)(32.2)] — 3.20 — 4.0637/[(2)(32.2)]}/(0.0009967 — 0.0016) = 1113 ft 






м, profile 


Moderate slope 
Gentle slope Fig. 14-77 


14.304 Ina 6-ft-wide rectangular channel (s = 0.002, n = 0.014), water flows at 240 cfs. A temporary dam increases the 
depth to 9.1 ft. Examine the water-surface profile upstream from the dam. 


F y. = (q^/g)'? — [(240/6y//32.2]'? = 3.68 ft, @ = (A)(1.486/n)(R2*)(s'”). In upstream segment, 240 = 
(6y,)(1.486/0.014)[6y, / ( y, + 6 + y,)]?(0.002)'2, y, — 5.44 ft (by trial and error). Since y, 7 y,, the channel 
slope is gentle. Also, since 9.1 ft 2 y 7 y, — y,, upstream of the dam is an M, profile (see Fig. A-19) with the 
depth gradually decreasing to the normal depth (5.44 ft). Critical depth (3.68 ft) occurs on the dam. 


14.305 Solve Prob. 14.304 if the channel slope is 0.0004. 


I sy, =3.68ft (from Prob. 14.304), Q = (A)(1.486/n)(R~*)(s'”). In upstream segment, 240 = 
(6y,)(1.486/0.014)[6y,,/(y, + 6 - y,)]?(0.0004)'2, y, 2 10.7 ft (by trial and error). Since y, > у,, the channel 
slope is gentle. But insertion of a dam cannot lower the water surface below y, to 9.1 ft, so this situation is 
impossible. 


14.306 Solve Prob. 14.304 if the channel slope is 0.0010. 


ШЕ y, —3.68ft (from Prob. 14.304), Q — (A)(1.486/n)(R??)(s'?). In upstream segment, 240 = 


(6y,)(1.486/0.014)[6y,, / ( y, - 6 - y, )]?(0.0010)'7, y, 2 7.22 ft (by trial and error). The conclusions follow 
Prob. 14.304. 


14.397 Solve Prob. 14.304 if the channel slope is 0.006. 


B y.—3.68ft (from Prob. 14.304), Q — (A)(1.486/n)( R?5)(s'?). In upstream segment, 240 = 
(6y,)(1.486/0.014)[6y, /( y, + 6 - y,)]/?(0.006)'2, y, 23.53ft (by trial and error). Since y, « y., the channel 
slope is steep. Also, since 9.1 ft — y > y, > Ya, upstream of the dam is an S, profile (see Fig. A-19), preceded by 
a hydraulic jump. Upstream of the jump is straight supercritical uniform flow with depth of 3.53 ft. 


14.308 
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A rectangular channel changes in width from 3 ft to 5 ft, as shown in Fig. 14-78. Measurements indicate that 
— 2.00 ft and Q = 60 cfs. Determine the depth y», neglecting head loss. 








I E,=E,+h, E = y + v?/2g vı = Q/A, = 60/[(3)(2.00)] = 10.00 ft/s 
Е, = 2.0 + 10.002/[(2)(32.2)] = 3.553 6 0 = ОЈА, = 60/(5у,) = 12.0/у, 
Е, = у + (12.0/у,)2/[0)(32.2)] = у + 2.236/ y$ 
h,=0 3.553 = y, + 2.236/y3 +0 Y2 = 3.36 ft (by trial and error) 
vi hy 
2g 


Profile (vertical 
scale exaggerated) 


Fig. 14-78 


14.309 Solve Prob. 14.308, assuming A, — (0.3)(v2/2g — v2/2g). 


14.310 


I Using data from Prob. 14.308, h, —0.3(10.007/[(2)(32.2)] — (12/y;/[(2)(32.2)]) = 0.4658 — 0.6708/y?, 
3.553 = y, + 2.236/y3 + 0.4658 — 0.6708/y3, y, — 2.90 ft (by trial and error). 


Consider a rectangular flume 4.5 m wide, built of unplaned planks (m = 0.014), leading from a reservoir in which 
the water surface is maintained constant at a height of 1.8 m above the bed of the flume at entrance (see Fig. 
14-79). The flume is on a slope of 0.001. The depth 300 m downstream from the head end of the flume is 1.20 m. 
Assuming an entrance loss of 0.2V1/2g, find the flow rate for the given conditions. 


B For a first approximate answer we shall consider the entire flume as one reach. The equations to be satisfied 
are 


Energy at entrance: yı + (1.2V1/2g) — 1.80 (1) 
Energy equation for the entire reach: | 

yy + (V2/2g) = 1.20 + (V2/2g) + (S — 0.001)L (2) 
where S is given by S = (пу,„/ К22) (3) 


The procedure is to make successive trials of the upstream depth y,. This determines corresponding values of 
Vo q, Vz, Vn, Rm, and S. The trials are repeated until the value of Ax from Eq. (2) is close to 300 m. The 
solution is conveniently set in tabular form as follows: 









Vis 
^ Eq. (1), 4- Jı Vis 
m/s m?/s/m Eq. (3) 





1.50 2.22 3.33 2.78 2.50 0.90 0.78 | 0.89 0.00143 358 
1.48 2.29 3.39 2.82 2.56 0.89 0.78 | 0.835 0.00163 226 


Thus y, ~ 1.49 m and the flow rate Q = gB ~ 3.36 X 4.5 ~ 15.1 m?/s. The accuracy of the result, of course, 
depends on one's ability to select the correct value for Manning's n. If n was assumed to be 0.015, for example, 
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14.311 


14.312 


14.313 


rather than 0.014, the result would have been quite different. Also, a more accurate result can be obtained by 
dividing the flume into reaches in which the depth change is about 10 percent of the depth. 


(Vi /2g + hy )=12 8728 






М» curve 





Fig. 14-79 


A rectangular flume of planed timber ( = 0.012) 20 ft wide, 1000 ft long, with horizontal bed leads from a 
reservoir in which the still-water surface is 10 ft above the flume bed. Assume that the depth of the downstream 
end of the flume is fixed at 8 ft by some control section downstream. Allowing an entrance loss of 0.2 times the 
velocity head, find the flow rate in the flume using one reach. 


B Energy at entrance: 


yi ^ 12V2/2g 210 (1) 
Energy equation for the entire reach: 
yy + V3/2g = 8 + V3/2g + (S - OXL) (2) 
where S is given Бу 
$ — (nV,,/1.486R7, (3) 


This problem involves a trial-and-error solution exactly like that of Prob. 14.310. After successive trials (not 
shown), the solution is reached with y, — 8.82 ft and Q — qB — (70.25)(20) 2 1405 ft?/s. 


Find the flow rate in the flume of Prob. 14.311 if it ends in a free fall, all other conditions remaining the same. 
The critical depth may be supposed to occur at about 6y, back from the fall. Thus the length of the reach is 
1000 — 6y,, and yz = ys. 


I Take the flume in one reach with y, and V, at the upstream end and y, and V, at the downstream end at a 
distance L = (1000 — 6y,) ft. Then, energy at entrance: 


y, + 1.2V7/2g = 10 (1) 
Energy equation for the entire reach: 
yi + Vi/2g =y. + Vi/2g + (S — O)(L) (2) 
where S is given by 
$ 2 (nV,,/1.486R7, (3) 


First trial: Assume y, = 7 ft. 
7 + 1.2V2/[(2)(32.2)]=10  V,=12.69 ft/s q — V, y, 7 (12.69)(7) — 88.83 cfs/ft 
у, = (4/8)'° = (88.837/32.2)'” = 6.26 ft 
V, = q ly. = 88.83/6.26 = 14.19 ft/s V,, = (12.69 + 14.19)/2 = 13.44 ft/s 
Rm = [(20)(7)/(7 + 20 + 7) + (20)(6.26)/(6.26 + 20 + 6.26)]/2 = 3.984 ft 
S = {(0.012)(13.44)/[(1.486)(3.984)?7]}? = 0.001865 
7 + 12.697/[(2)(32.2)] = 6.26 + 14.197/[(2)(32.2)] + 0.001865L L=61.1ft 


But L = 1000 — (6)(6.26) = 962 ft. Since the computed value of L (61.1 ft) is not equal to the actual length of 
approximately 962 ft, the assumed value of y, of 7 ft is incorrect. As a second trial, y, should be increased. 
After successive trials (not shown), a value of y, = 8.46 ft is found to be appropriate. Then, 8.46 + 
1.2V3/[(2)(32.2)] = 10, V, = 9.091 ft/s, ¢ = (9.091)(8.46) = 76.91 cfs/ft, Q = (76.91)(20) = 1538 ft^/s. 


An 8-ft-wide rectangular channel has bottom slope s, — 0.0015 and roughness n — 0.013; it carries 250 ft°/s of 
water. Compute the separation between sections where depths are 4.00 ft and 4.20 ft. 


SP ITT AREY PCT eee meme РН 
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І Ах = (у, + 202/22 — y; — v2/2g)/ (s — so) S = (nv,,,/1.486R25y 


The calculations in the following table give the separation as 512 ft. 
» +з v ‘Ps, Numerator = , Denominator 
тела) | Ау (v7/2g)] 5-3 


ы 
4.00 |32.00 | 16.00 7.81 4.947 
0.055 2.013 | 0.00179 0.00029 
` ` | | . 0.058 2.037 | 0.00168 0.00018 
У (Ах) = 512 


14.314 Assume the channel of Prob. 14.145 has a bottom slope of 0.0048. If yo = 3 ft at x — 0, how far along the channel 
x — L does it take the depth to rise to y, — 4 ft (see Fig. 14-80). Use increments of y — 0.2 ft and Manning's 
formula. Is the 4-ft-depth position upstream or downstream in Fig. 14-80? 












B y.-427ft (from Prob. 14.145). Since [y 23 ft] « [y. = 4.27 ft], the flow is supercritical; and the given 
channel slope (0.0048) is greater than s, of 0.00435 (from Prob. 14.145). Therefore, we must be on an $ profile. 
О =(4)(1.486/п)(К??)(5'^). Since the channel is “wide”, use R = y„: 50 = 

[00(».)](1.486/0.022)( y, )"?(0.0048)'?, y, = 4.14 ft. Thus y, and y, are less than y,, which is less than y, and we 
must be on an S, curve. For the numerical solution, we tabulate y — 3.0 to 4.0 in intervals of 0.2, computing six 
values of V=q/y, E=y +(V7/ 28), and $ — n?V?/2.208y*^, from which S,, and Ax follow. The slope 

So = 0.0048 is constant. 


pa pem Tene [ee Tet ee 
0.0 


0.01407 
0.01271 
0.01135 


0.01031 


0.00927 
uÁ 0.00847 
0.00766 
0.00703 
0.00640 
0.00590 
0.00539 L -231.8ft 





For this depth increment of 0.2 ft, gradually-varied-flow theory predicts that a length of about 232 ft is required 
for the depth to rise from 3 to 4 ft in this supercritical flow. Using 10 increments by reducing Ay to 0.1 ft would 
give an estimate of L — 235.2 ft (calculations not shown). It should be clear that the y — 4 ft position is 
downstream. 





Fig. 14-80 
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14.315 


14.316 


14.317 


14.318 


14.319 


14.320 


If a rectangular channel 10 ft wide, with n = 0.014 and so = 0.0009, carries Q = 300 cfs, is the slope steep or 
mild? 


І О = (A)(1.486/n)(R™)(s'”) 300 -- (10у,)(1.486/0.014)10у,/(у, -10--у,) (0.0009) 2 
y, =5.09ft (by trial and error) y: = (q7/g)? = [(:2)2/32.2]° = 3.03 # 


Since y. <y,, the slope is mild. 


Repeat Prob. 14.315 if the slope is 0.006. 


І Q - (AY1.486/nY(R^?)(s'?) 300 = (10у,)(1.486/0.014)[10у,/(у, + 10+ у,)р°(0.006)'2 
Yn =2.57ft (Бу гіа! and error) - = (q7/g)'? = [(A8)?/32.2]"* = 3.03 ft 


Since y, — y,, the slope is steep. 


Water flows in a wide clean-earth (n — 0.020) channel at so = 0.006 and q — 10 (m?/s)/m. Give the ranges of 
depths corresponding to flow on a type 1, 2, or 3 curve. 


І Q/B — (A/B)(1.0/n)( R"P)(s!?) 10 — (y,)(1.0/0.020)( y, )??(0.006)!? 

yn =1.77m у, = (42/8)'° = (10/9.807)' = 2.17 т 
Since y, > y,, the slope is steep. Flow will be S, for y > 2.17 m (see Fig. A-19); S, for 1.77 m € y < 2.17 m; and 
S, for y « 1.77 m. 


Repeat Prob. 14.317 if the channel slope is 0.0014. 


І Q/B = (АІ В)(1.0/п)(К23)(5'2) | 10 = (у„)(1.0/0.020)( у„)??(0.0014)'? 

у, = 2.73 т y, 7 (q?/g)'? — (107/9.807)'? 2 2.17 m 
Ѕіпсе у, < у,, ће slope is mild. Flow will be M, for y — 2.73 m (see Fig. A-19); M; for 2.17 m «€ y « 2.73 m; and 
M, for y «2.17 m. 


Water flows at 130 cfs in an isosceles right-triangular sluice with n = 0.015 and so = 0.010. For what ranges of 
depths will the flow be a type 1, 2, or 3 curve? 


І Q — (A)(1.486/n)(R?^)(s'?) A — ys Yn 7 Yn Pw = 2y,/(cos 45°) 
К = А/р„ = y2/[2yn/(cos 45°)] = 0.3536y, 
130 = (у2)(1.486/0.015)(0.3536у,)22(0.010)'2 у, = 3.418 
A, = (bQ?/g)'? у? = [Qy.)(130)/32.2]^ у. = 4.02 ft 
Since y, 7 y,, the slope ıs steep. Flow will be S, for y > 4.02 ft (see Fig. A-19); S, for 3.41 ft < y « 4.02 ft; and S, 
for y < 3.41 ft. 


A riveted-steel (n — 0.014) duct is 2 m in diameter and laid on a slope of 0.000758. The duct is half-full of water 
flowing at 2.5 m?/s. Specify the type of the flow curve. 


8 Q - (AY1.0/n((R?5y(s'?), Qrun = [(0)(2)/4)(1.0/0.014)(3)7(0.000758)'? — 3.89 т?/з, О / Ош = 2.5/3.89 = 
0.64. From Fig. A-18, Р/Р, — 58 percent. y, — (0.58)(2) — 1.16 m, A, — (bQ?/g)'?. Try y, — 0.70 m: 
Yel Yem 7 0.70/2 — 0.35. From Fig. A-18, A./ Aq = 30%. 


A, — 0.30[(2)(2)^/4] — 0.9425 m? b-2[VI^-(0—- xy] (see Fig. 14-81) 
 b-2[V1^ - (1- 0.70)] - 1.908 m 0.9425 —(1.908Q7/9.807)^ — Q —2.07 m/s 


Since the computed value of Q (2.07 m?/s) is not equal to the given value (2.5 m?/s), try y, 2 0.75 m: 
y-/Yiau = 0.75/2 = 0.375. From Fig. A-18, A./ Aq = 34%. 


A, = 0.34[(2)(2)?/4] = 1.068 m2 b =2[V1? — (1 — 0.75)] 2 1.936 m 
1.068 — (1.936Q?/9.807)^ — Q —2.48 m/s 
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This value of Q is close enough to the given value of 2.5 m?/s so that y, can be taken as 0.75 m. Since 
y, 70.75 m« 1.16 m — y,, the slope is mild, and an M; curve (Fig. A-19) is appropriate. 


ме 
„7 


EB Fig. 14-81 


14.3231 Consider the gradual change from the profile beginning at point a in Fig. 14-822, on a mitd slope to a mild but 
steeper slope downstream. Sketch and label the curve y(x) expected. 


MB Sec Fig. 14-825. 





— . 
y Um ------.У-” 1 possible profete 
е 5-50 poe | 
ISSN a . 
TS "x ` —— — — ' = „КЁ q} 
~~ = -p 
"a" luu 
M ya —~Yng 





Mild but 
steeper 





Fig. 14-82 
14.322 Consider the wide-channel flow in Fig. 14-83a, which changes from a mild to a steep slope. Beginning at point 
a, sketch the water-surface profile y(x) which is expected for gradually varied flow. 
f See Fig. 14-830. 


a y —— ll E 
n . e me 
! 4 Уп 900 сгитег over at 


Ус 4e— смҰса ұйы near 
the break cn гаре · 





Fig. 14-83 


14.23 In Fig. 14-84a the channel slope changes from steep to less steep. Beginning at point a, sketch and label the 
expected surface curve y(x) from gradually-varied-flow theory. 


B SecFig. 14-84b. 
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Fig. 14-84b (continued "n 


14.324 Repeat Prob. 14.314 to find the length L using only two depth increments of 0.5 ft each. Is the accuracy 
sufficient? 


B Using data from Prob. 14.314, 


pr fet ets 


3.0 16.67 7.313 
3.5 14.29 
4.0 12.50 6.426 


Using only two depth increments gives (231.8 — 215)/231.8 = 0.07, or 7 percent smaller length than that using 
five increments. 






14.325 А wide-channel flow of q —4 (m?/s)/m, with n — 0.016, climbs an adverse slope s, — —0.0009. Using distance 
increments of 125 mm, approximate the distance required for the depth to change from 2.5 m to 2.0 m. 


B y.— (q?/g)'? — (49.807)? — 1.18 m. Hence we have an A; profile (see Fig. A-19). 


0.0001931 

0.0002111 
0.0002291 

0.0002518 


0.0002745 


0.0003032 
0.0003319 
0.0003692 


0.0004064 У (Ах) = Г, = 362 т 


14.326 Figure 14-85 illustrates “free overfall” or “dropdown,” where a channel flow accelerates down a slope and falls 
freely over a sharp edge. As shown, the flow becomes critical just before the overfall. Between y, and the edge 
the flow fluctuates rapidly and does not obey gradually-varied-flow theory. If the flow rate is q — 1.1 (m?/s)/m 
and the surface is unfinished concrete (n — 0.014), estimate the water depth 300 m upstream. 


І 4 = (1.0/п)(у)(у22)(5'2) 1.1 = (1.0/0.014)(у,)(у,)22(0.001047°)'2 у, = 0.64 т 
= (42/2)! = (1.12/9.807)'° = 0.50 т 
Hence we have an M, profile (see Fig. A-19). Use Ay = 0.02 т. 
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0.74669 0.0023904 

0.0022439 
0.74808 0.0020975 

0.0019735 


0.75149 0.0018495 


0.0017439 
0.75666 0.0016384 

0.0015480 
0.76333 0.0014575 

0.0013796 
0.77131 0.0013018 

0.0012344 
0.78044 0.0011670 

0.0011367 
0.78538 0.0011064 

0.0010920 
0.78795 0.0010776 

0.0010692 
0.78951 0.0010608 

0.0010594 
0.78977 0.0010580 


















59:0001047 


Fig. 14-85 


14.327 The clean-earth (n — 0.020) channel in Fig. 14-86 is 6 m wide and laid on a slope of 0.005236. Water flows at 
30 m?/s in the channel and enters a reservoir so that the channel depth is 3 m just before the entry. Assuming 
gradually varied flow, calculate the distance L. 


І О = (А)(1.0/п)(8??)(5'?) 30 — (6y,.)(1.0/0.022)[6y, / ( y, -- 6 -- y.) ^(0.005236)'? 
y, =1.52m (by trial and error) ye = (q?/g)'? = [(30/6)?/9.807]! = 1.37 m 
Hence we have an M, profile (see Fig. A-19). Use Ay = 0.25 m. 


0.0006474 





0.0007321 









0.0008168 
0.0009373 









0.0010577 
0.001235 











0.0014122 
0.0016864 









0.0019605 


440 U CHAPTER 14 


Reservoir 





Fig. 14-86 


14.328 The channel of Fig. 14-87 is sometimes called a venturi flume, because measurements of y: and y, can be used to 


meter the flow rate. Suppose that b, — 4.5 m, b, -: 3 m, y, - 2 m, and y, -» 1.4 m. Assuming no losses, compute 
the flow rate Q. 


i yit vil2g - y, * vi/2g Оу -узБ 9 


Solve these equations simultaneously: v; — ((2g)(yi — y2/[1 — (y;b;/yib,]) 7, O = y2b.02 = 
(Qg)6 — »2/[/b2y2) — (1/b1y1))]) "^ — (2)(9.807)(2 — 1.4)/[1/(3?) (1.4)? — 1/(4.5)(2)?])'? = 16.3 m?/s. 






Top view 


„ b 


14.329 In Prob. 14.328, holding y,, Бі, and b; fixed, find y, for critical exit flow vz. 


M8 y.—-[(Q/by/g]'?. y, must equal y.. Q = {(2g)(y1 — y2)/[(1/b3y2) — (1/b2y2)])'? (from Prob. 14.328). Try 
y2 = 1.5m: Q = {(2)(9.807)(2 — 1.5)/[1/(37)(1.5)? — 1/(4.5)?(2)*]}"” = 16.27 т?/, у, = [(16.27/3)2/9.8071' = 
1.44 m. Since y, = 1.44 m is not equal to the assumed y, = 1.5 т, бу у = 1.45 т: О = {(2)(9.807)(2 – 
1.45)/[1/(2) (1.45 — 1/(4.5 (2P]) '? 2 16.32 m?/s, y, — [(16.32/3)?/9.807]'^ 2 1.45m . (O.K.). Hence critical 
flow of 16.32 m?/s will occur at y; — 1.45 m. 





Fig. 14-87 


14.330 In Prob. 14.328, holding y;, b;, and b; fixed, find y, for a flow rate of 12.2 m?/s. 

I Q 7 (2g)(» - X2/[(0/b2y2) — (1/b1y1)]) ^ — (from Prob. 14.328) 

12.2 = {(2)(9.807)(y, — 1.4)/[(1/(37)(1.4)? — 1/(4&.5P (y, Y]?  yı=1.70m (by trial and error) 

14.331 In the venturi flume of Fig. 14-87, let b, = 5ft, b, — 4ft, y, - 3ft, and Q =75.9 cfs. Compute yz, assuming no 

losses. 

І О = ((28)(у — Y3/[0/b2y3) - (1/b1y1)])^ — (from Prob. 14.328) 

75.9 = {(2)(32.2)(2 — у,)/[(1/(32)(у)? – 1/(4)(2)02])'2 у = 2.00 8 (by trial and error) 
14.332 А flow of 35 m’/s flows along a trapezoidal concrete channel where (see Fig. 14-88) the base a is 4 m and f is 


45°. If at section 1, the depth of the flow is 3 m, what is the water-surface profile up to a distance 600 m 
downstream. The channel is finished concrete and has a constant slope S, of 0.001. 


! |. AL -([1 - (Q^b/gA*]/ (5 — (n/k'[Q*/(RÍPA?)])) Ay 
We start with y, 7 3 m. At this section we know that 
A, = (3)(4) + 5(3)(3)(2) = 21 т? 
(Ён), = А\/(р„) = 21/[4 + (2)(3/0.707)] = 1.6818 т (1) 
bı =4 + (2)(3) 2 10m 


14.333 
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We take n = 0.012 and x = 1.00 and let y, = 3.1m. Now we compute A,, (Ry)2, and b,.* 
А» = (3.1)(4) + 5(3.1)(3.1)(2) = 22.01 т? 
(Ra) = 22.0114 + 2(3.1/0.707)] = 1.7236 т (2) 
Б, = 4 + (2)(3.1) = 10.20 т 
In the first interval, the average values of A, Ry, and b are 
(А,_—ә)а, = 21.505 m? 
[(Ra)i-2lav = 1.7027 m (3) 
(b1-2)ay = 10.10 m 
1 — (357)(10.10)/[(9.81)(21.505°)] 
0.01 — (0.012/1)7(35)/[(1.7027*7)(21.5057)] 


We thus have two points on the free-surface profile. Next we compute A3, Ra, and b; for y = 3.2m. Using 
Eqs. (2) we now find the average values of these quantities in the interval 2-3. For instance, (4; 3),, т 
1((22.01) + [(3.2)(4) + (3.2?)]} = 22.525 m?. We then proceed as indicated for the first interval. 

The following table gives the results using six sections so that L,,,,, ^: 600 m. 


(А2), 2 = { Іш. 1) -107.4т 





We can now plot y versus L, that is, the second and last columns, starting with y = 3 for L = 0 m and going on 
to y = 3.6m for L = 632.5 m. A smooth curve through these parts gives the approximate desired profile. 





Fig. 14-88 


Water enters a rectangular channel which is 3 ft wide at an average velocity of 0.8 ft/s and a depth of 3 in. The 
channel is laid on a slope of 0.003499. If Manning's n is 0.012, how far must the water travel before its depth 
becomes 4 in? Use four intermediary depths (Ay — 0.2 in) in the calculation. 


I Ax = ([1— (Q?b/gA*)]/ (so — (n/ kY[Q?/(R2^4?)])) Ay 
Sq = 0.003499 К, = Ьу/(Ь + 2у) = у 
Point 1: 
v, = 0.8 ft/s (fx): = UVb/VgA = (0.8)(V3)/V(g)(3)G) = 0.282 Ay =0.2/12 ft 
Point 2: 


v2 = (Yol yv: = (3/3.2)(0.8) = 0.750 ft/s (fa)2 = (0.750)(V3)/V(g)(3)(3.2/12) = 0.256 


* We are assuming that the depth y relative to the channel is increasing. If we get a positive result for AL, we know that our 


assumption is correct. If AL is negative, then the depth must be decreasing along the channel flow. Use y; less than 3 m in 
that case. 
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14.334 


14.335 


1-2: 
(V;-2)av = (0.8--0.750)/2- 0.7758/8 (fr,1-2)av = (0.282 + 0.256)/2 = 0.269 
1 — 0.269? 0.2 
(Ах) 0500349 — (0.012/1.486)2[0.7757/(3.1/12)*] (z) = 4.75 ft 
Point 3: 
v3 = (3/3.4)(0.8) = 0.706 ft/s (fa) = 0.706/[g(3.4/12)]'? = 0.234 
2-3: 
(0.3), = (0.750 + 0.706)/2 = 0.728 ft/s (fra-s)av = (0.256 + 0.234)/2 = 0.245 
1 — 0.245? 0.2 
(Ax)o5 7 99349 — (0.012/1.486)2[0.7282/(3.3/12)*] (тг) = 4.75 ft 
Point 4: 
v4 = (3/3.6)(0.8) = 0.667 ft/s (fa). — 0.667/ V (g)(3.6/12) = 0.215 
3-4: 
(v, 4), = (0.706 + 0.667)/2 = 0.686 ft/s (аза). = (0.234 + 0.215)/2 = 0.224 
1 — 0.224 0.2 
(Ax). 7 000349 — (0.012/1.486y'[0. 6867/ (3.5/12)*^] (ш) 24758 
Point 5: 
Us = (3/3.8)(0.8) = 0.632 ft/s (fr)s = 0.632/V(g)(3.8/12) = 0.198 
4-5: 
(U4-s)av = (0.667 + 0.632)/2 = 0.650 ft/s (frr.4-s)av = (0.215 + 0.198)/2 = 0.206 
1 — 0.2067 0.2 
(Ax). s = 9 99349 — (0.012/1.486)2[0.650°/(3.7/12)*] (5) = 475 ft 
Point 6: 
ve = (3)(0.8) = 0.600 ft/s (fx) = 0.600/[g (4.0/12)]'? — 0. 183 
5-6: 
(vs S). = (0.632 + 0.600)/2 = 0.616 ft/s (fr.s-s)av = (0.198 + 0.183)/2 = 0.190 
1 — 0.190? 0.2 
(Ax)-« 7 000349 — (0.012/1.486)^[0.616?/ (3.9/12)*^] (ш) = 4.75 ft 


x => (Ax) = 23.75 ft 


In Prob. 14.332, compute the distance L in one calculation where the free surface has a depth of 3.6m. Do not 
average. 
! AL = ([1 — (Q?^b/gA*)]/(S — (n/ kY[Q*/(R124?)])) Ау 
A = (3)(4) + (3)(3) 2 21.00 m? Pw =4 + (2)(У3? + 3?) = 12.49 т 
Ry = 21.00/12.49 = 1.681 m b=34+4+3=10m 
1 — (35):(10)/(9.807)(21.00)» 


AL= {сол — (0.012/1y[35?/ (1.681)5(21.00)*] 


jas —3)-649m 


Do Prob. 14.334 using a linear average in the calculations. What is the percent error in not averaging? 
І AL = ([1 — (О°%%/вА?)]/{%-— (п /к)'[О°/(Е?А®У]}) Ау 
At the section where y = 3.6m, 


A=(3.6)(4) + (3.6)(3.6)=27.36m? py =4 + (2(V3.6 4 3.6) 2 14.18m 
Ry = 27.36/14.18 = 1.929m Ь =3.6+4+3.6= 11.20 т 
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Using corresponding values where y = 3 m from Prob. 14.334, 
Ag, = (21.00 + 27.36)/2 = 24.18 m? (Аһ), = (1.681 + 1.929)/2 = 1.805 т 
b,, = (10 + 11.20)/2 = 10.60 m 
1 — (35y(10.60)/(9.807)(24.18 
0.001 — (0.012/1)4352/(1.805)“(24.18)2 
Error = (649 — 630)/630 = 0.03, or 3 percent. 


AL-| j6.6-3 - 60m 


14.336 А wide sluice, made of finished concrete and having slope s, — 0.0004, is fed from a large reservoir through a 

sharp-edged gate (Fig. 14-89). The coefficient of contraction C, is 0.82 and the coefficient of friction C, — 0.86. 
How far from the vena contracta does the water increase depth by 30 mm? Make a one-stage calculation with 
linear averages. 

I 02/28 + у = 02/28 + у, Уу = (0.30)(0.82) = 0.2460 т 

0 + 12 = 02/[(2)(9.807)] + 0.2460 — v,— 15.18 m/s 
neoretical = Y2U2 = (0.2460)(15.18) = 3.734 (т?/8)/т · 4..„ы = (0.86)(3.734) — 3.21 (m?/s)/m 
Ax 7 ([1 — (Q?b/gA^)]/Go — (n/ KY [Q?/(R7^4?)])) Ау 
AYaownstream = 0.246 + 0.03 = 0.276 m 


1 — (3.21)?/(9.807)(0.276)° 


0.0004 — oT 2776276) (276) (0.090 = 13.60 m 


Z 





Fig. 14-89 


14.337 Water is moving at 5 m/s in a very wide horizontal channel at a depth of 1 m. If n = 0.024, find analytically the 
distance x downstream to the section of depth 1.1 m. 


3 3 
1 0-9) -gao -»P] 


= (сеч) је 1% – 1%) _ Lasst 155 — i] =9.80m 


14.338 Ina wide rectangular earth channel obstructed with stones (n — 0.032), the depth of flow increases from 1 m to 
1.1 m over a 10 m distance. Compute the volumetric flow per unit width. 








K 2 3 4/3 4/3 3 13/3 j| 
I :- (Doo -0- ao»? 


17 (ss) (lane ЕЕ ТС ШЫНЫ) 
q = 30.96 (m’/s)/m 
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14.339 In Prob. 14.196, for a flow of 4900 cfs, calculate the distance downstream over which the depth increases from 
13 ft to 14 ft. Make a one-step calculation without averaging. 


! Ax — ([1 — (Q?b/gA?)]/ (so — (n/kYEQ?/(R224))])) Ay 
From Prob. 14.196, A — 217.1 ft, R, = 5.802 ft, n — 0.012, s, — 0.0016, b = 20 ft, and Ay = 1 ft. 


1 — (4900)(20)/(32.2)(217.1)° 


Ax- [o:0916 — (0.61271 486 T9007] (5 027-11) О — 288 ft 


14.340 Repeat Prob. 14.339, using a linear average over the interval. 
! Ax = ([1— (Q7b/gA’)]/ {50 — (n/x)[Q7/(R¥°A”)]}) Ay 
At y = 14ft, A — (3)(x)(10y - (4)(10- 10) — 237.1 f? and R, — 237.1/[(x)(10) + 4 + 4] = 6.015 ft. Therefore, 
Ag = (217.1 + 237.1)/2 2 227.1 f£? (R4), 7 (5.802 + 6.015)/2 = 5.908 ft 


1 — (4900)?(20)/(32.2)(227.1)° 


Ar= (5566 - (0.012/1.486)449007/(5.908)%(227.1)4 


jo = 220 ft 


14.341 Water flows at a rate of 500 ft?/s through a rectangular section 10.0 ft wide from a “steep” slope to a “mild” 
slope creating a hydraulic jump, in the manner illustrated in Fig. 14-90. The upstream depth of flow (d,) is 
3.1 ft. Find the (a) downstream depth, (6) energy (head) loss i in the hydraulic jump, and (c) upstream and 
downstream velocities. 
i @ 4 = (d,/2)(V1 * 8g^/gdi — 1) = (3.1/2){V1 + (8)(500/10.0)?/[(32.2)(3.1)"] — 1} = 5.7 ft 
(b) Е, = (4, – 4,)/44,4, = (5.7 – 3.1)°/[(4)(3.1)(5.7)] = 0.25 ft of water 
(с) vı = Q/A, = 500/[(3.1)(10.0)] = 16.1 ft/s U2 = 500/[(5.7)(10.0)] = 8.8 ft/s 





Fig. 14-90 


14.342 Rework Prob, 14.341 for a flow rate of 20.0 m?/s, a channel width of 4.0m, and an upstream depth of flow of 





1.20 m. 

1 (а) d,=(d,/2)(V1 + 8q?/ga3 — 1) - (1.20/2)( V1 + (8)(20.0/4.0)?/[(9.807)(1.20)] — 1) 2 1.55 m 
(b) E; = (d; — 4,)°/44,4д› = (1.55 — 1.20)°/[(4)(1.20)(1.55)] = 0.006 m of water 
(c) vı = Q/A, = 20.0/[(1.20)(4.0)] = 4.17 m/s v, = 20.0/[(1.55)(4.0)] = 3.23 m/s 


14.343 Water flows over a concrete spillway into a rectangular channel 9,0 m wide through a hydraulic jump, in the 
manner illustrated in Fig. 14-90. The depths before and after the jump are 1.55 m and 3.08 m, respectively. Find 
the rate of flow in the channel. 
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1 а = (а, + 2,)/21(84,4,)) = {[(1.55 + 3.08)/2][(9.807)(1.55)(3.08)]}"? = 10.41 (m?/s)/m 
Q = (10.41)(9.0) = 93.7 m’/s 
14.344 Rework Prob. 14.343 if the channel width is 20 ft and the depths of flow before and after the jump are 4.5 ft and 
8.2 ft, respectively. 
1 q = {[(di + d2)/2](gd,d2)}" = {[(4.5 + 8.2)/2][(32.2)(4.5)(8.2)]}"? = 86.86 (ft*/s)/ft 
О = (86.86)(20) = 1737 92/5 
14.345 A hydraulic jump occurs downstream from a 15-m-wide sluice gate. The depth is 1.5 m, and the velocity is 


20 m/s. Determine (a) the Froude number and the Froude number corresponding to the conjugate depth, (b) 
the depth and velocity after the jump, and (c) the power dissipated by the jump. 


Е (а) Np =v/Vgy (Ne), - 20/V(9.807)(1.5) = 5.21 
(№) = (2)(V2)(Ne)s/[V1 + (80%) – 1р2 = (2)(У2)(5.21)/ [МІ + (8)(5.21)? — 1]? — 0.288 
(b) (Ng) 7 v,/'Vgy v5 y, — v, y — (1.5)(20) — 30.00 m?/s 


v2 = (Nr)28¥2 = (Ne):(8)(30.00/v;) — (0.288) (9.807)(30.00/ v) 
2 02.90 ш/8 Уз = 30.00/2,90 = 10.34 т 
(с) Е, = (у, — у) /4у, уз = (10.34 — 1.5)?/[(4)(1.5)(10.34)] — 11.13 m of water 
P=yQE, Q = Av = [(15)(1.5)](20) = 450 m?/s P = (9.79)(450)(11.13) = 49.0 x 10° kW 
14.346 Water flows at a rate of 16 m’/s at half critical depth in a trapezoidal channel with b = 4m and m = 0.4 (see Fig. 


14-91), before a hydraulic jump occurs. Prepare and execute a computer program to find the height after the 
jump and the energy loss in kilowatts. 


Ë іо кем в:ЕХ124 JUMP IN A TRAPEZOIDAL CHANNEL 
20 DEFINT I: DEF FNC (DY) =@°28 (B+2! SM8DY)—G8 (DY 8 (BAMSDY) )*3 
50 DEF FNFM(DY) s. SSB8DY^24M$8DY^3/3! *0^2/ (G&DY$ (B4MEDY)O 
40 READ 6,0, B,M, GAM: DATA 9.806,16.,4.,.4,9806. 
50 YMAX=16!: YMIN-O!: LPRINT: LPRINT"G, G, B, M, 60M-" ; 6; 0; B; M; GAM 
60 FOR I=1 TO 15: YC=. 58 (YMAX+YMIN) 


70 IF FNC(YC)>0! THEN YMIN=YC ELSE YMAX=YC 
80 PRINT YMAX; YMIN; YC 


90 NEXT Is LPRINT"Y1, YC="5.58YC; YC 

100 Ү1=,5#ҮС: YMIN=YC: YMAX=3 ! $ YC: FM=FNFM (Y1) 

110 FOR I=1 TO 15: Y2=. 58 (YMAX+YMIN) 

120 IF FNFM(Y2)-FM>O!' THEN YMAX=Y2 ELSE YMIN-Y2 

150 PRINT"YMAX , YMIN, Y2-'" ; YMAX; YMIN; Y21 NEXT I 

140 ni1zY1*(B*M*Y1): A2-Y2* (B*M1Y2): М1=0/А1: V2=0/A2 
150 L085S-(V1^2-V2^72) / (2! £8) *Y1-Y2: РОМЕК-бАМ%0%1 055/ 1000! 


160 LPRINT"Y1, Y2, V1, V2,LOSS, POWER="; 
170 LPRINT USING*###. ### “31323 V13V2;LOSS; POWER 


6,0,B,M,GAM- 9.806001 16 4 .4 9806 
Y1,YC= .5661621 1.152524 
¥1,Y2,V1,V2,LOSS,POWER= 0.566 1,975 6.687 1.693 0.726 113.970 








Fig. 14-91 


14.347 A rectangular channel 10 ft wide carries 100 cfs in uniform flow at a depth of 1.67 ft. Suppose that an 
obstruction such as a submerged weir is placed across the channel, rising to a height of 6 in above the bottom. 
(a) Will this obstruction cause a hydraulic jump to form upstream? Why? (b) Find the water depth over the 
obstruction, and classify the surface profile, if possible, to be found upstream of the weir. 


M (a) y. — (q^/g)? — [C09//32.2]'? = 1.459 ft. Since [yy = 1.67 ft] > [y. = 1.459 ft], the slope is mild, flow is 
subcritical, and no jump can occur. 


(b) E =y + (1/2g)(q?/y”) Ey = 1.67 + {1/{(2)(32.2)]}[C2%)2/1.677] = 2.227 ft 
Emin = (3)(¥e) = 3)(1.459) 22.188 ft AZo = Eo — Emin = 2.227 — 2.188 = 0.039 ft 


Since [Az = 0.5 ft] > [AZ = 0.039 ft], y. occurs over the obstruction. Hence, the water depth over the 


14.348 


14.349 


14.350 


14.351 


14.352 


14.353 
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obstruction — 1.459 ft. Let y, — water depth just upstream of the obstruction. Assuming no energy loss over the 
obstruction, E, = Emin + AZ, огу + (1/[(2)(32.2) [C 5y^/y?] = 2.188 + 0.5 = 2.688, y, = 2.42 ft or 0.943 ft (by 
trial and error). There is no mild profile that enables normal flow to become supercritical downstream, so 

y, = 0.943 ft is not possible here. Thus y, = 2.42 ft. Upstream of y,, the water surface tends asymptotically to 

Yo = 1.67 ft. 


Suppose that the slope and roughness of the channel in Prob. 14.347 are such that uniform flow of 120 cfs occurs 
at 1.00 ft. Consider an obstruction rising 3 in above the bottom of the channel. Will a hydraulic jump form 
upstream? As in Prob. 14.347, classify the surface profile found just upstream from the obstruction. 


1 Since y, — 1.000 ft < 1.459 ft = y., the slope is steep and for y = yo, the flow is supercritical. 
Е = у + (1/2g)(q?/y’) E, = 1.000 4- (1/[(2)(32.2)] [(22y?/1.00?] = 3.236 ft 
Emin = 2. 188 ft (from Prob. 14.347) А2. = Eo — Emin = 3.236 — 2.188 = 1.048 ft 


Since Az = 0.250 ft < 1.048 ft = Az,,,, the obstruction is not sufficiently high to produce critical flow. Hence, 
upstream the flow is straight supercritical uniform flow, and a hydraulic jump cannot form. 


In a rectangular channel 4 m wide with a flow of 7.53 m°/s the depth is 0.3 m. If a hydraulic jump occurs, find 
the depth downstream of it. Calculate the loss of specific energy through the jump. 


I у» = (у/2)(М1 + 84/8у1 — 1) = (0.3/2){\/1 + (8)(7.53/4)?/[(9.807)(0.3)°] — 1} = 1.410 т 
E; = (y2 — у,)°/4у\ у» = (1.410 — 0.3)°/[(4)(0.3)(1.410)] = 0.808 m 


In a horizontal rectangular channel 8 ft wide the depths before and after a hydraulic jump are 0.82 ft and 3.16 ft. 
Find the rate of flow and the specific energy loss. 


1 4 = (а, +4,)/21(84,4,)}' = {[0.82 + 3.16)/2]((32.2)(0.82)(3.16)]}'? = 18.18 (#/5)/т 
О = (18.18)(8) = 145 #/= E, = (dz ~ d,)’/4d,d, = (3.16 — 0.82)°/[(4)(0.82)(3. 16)] = 1.24 ft 
A tidal bore (progressive hydraulic jump) rises 13 ft above the normal low-tide river depth of 8 ft. The bore 


travels upstream at 16 mph (relative to the bank). Find the velocity of the undisturbed river. Is this subcritical or 
supercritical flow? 


i q — ([(d: * 42/2](24,42)) ? — ([(13 + 8 + 8)/2][(32.2)(13 + 8)(8)]}'” = 280. 1 cfs/ft 
v1, = q/d, = 280.1/8 = 35.01 ft/s — (relative to the bore) Ujump 7 (16) (200) — 23.47 ft/s 


The bore is moving upstream at a velocity of 23.47 ft/s while the river is moving into the bore at 35.01 ft/s. 
Therefore, the river is moving downstream at 35.01 — 23.47 = 11.54 ft/s; v?/2g = 11.54?/[(2)(32.2)] = 2.07 ft. 
Since v*/2g = 2.07 ft <4 ft = y/2, the flow is subcritical. 


A hydraulic jump occurs in a triangular flume having side slopes 1:1. The flow rate is 17.72 cfs and the depth 
before the jump is 1.0 ft. Find the specific-energy loss in the jump. 
MB QgA & (A: Q?/gA, + (h,)2Az. For the triangular section, h, = y/3, A = y?, and y, = 1.0ft. 
17.722/[(32.2)(1.0)2] + (1.0/3)(1.0) = 17.722/[(32.2)(у,)д] + (у,/3)(у›)? 
y2 = 3.00 ft (by trial and error) 
v, = Q/A, = 17.72/1.0 = 17.72 ft/s U2 = 17.72/3.00? — 1.97 ft 
Е, = (у + 01/28) – (у + 02/26) = 1.0  17.72?/[(2)(32.2)] — 3.00 — 1.977/[(2)(32.2)] = 2.815 ft 


A hydraulic jump occurs in a 4-m-wide rectangular channel carrying 5 m?/s on a slope of 0.004. The depth after 
the jump is 1.2 m. Find (a) the depth before the jump, (6) the losses of energy and power in the jump. 


Е (а) ж» = (y2/2)(V1 + 8q7/gy3 — 1) ^ (1.2/2) ( V1 - (8(3)^/[(9.807)(1.2)] — 1) = 0.191 m 
(b) Е; = (у — у.) /4у, у = (1.2 — 0.191)?/[(4)(0.191)(1.2)] = 1.120 m 
Р = QyE, = (5)(9.79)(1.120) = 54.8 kW 


14.354 


14.355 


14.356 


14.357 


14.358 
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Analyze the water-surface profile in a long rectangular channel with concrete lining (n = 0.013). The channel is 
10 ft wide, the flow rate is 400 cfs, and there is an abrupt change in channel slope from 0.0150 to 0.0016. Find 
also the horsepower loss in the jump. 


! Q = (1.486/n)(A)(R2?)(s") 400 = (1.486/0.013)(10y0,)[10yo,/(10 + 2yo,)]?°(0.015)"” 


By trial, yo, = 2.17 ft (normal depth on upper slope). Using a similar procedure, the normal depth yo, on the 
lower slope is found to be 4.80 ft. y, — (g?/g)'? — [(45) /32.2]'? — 3.68 ft. Thus flow is supercritical (yo, € y.) 
before break in slope and subcritical (yo, > y.) after break, so a hydraulic jump must occur. y; 2 (y/2)| -1 + 

V1 + (8q7/gy3)], v3 (2.17/2)(—1 + {1 + [8(40)?/32.2(2.17 ])'?) — 5.75 ft. Therefore the depth conjugate to 
the upper-slope normal depth of 2.17 ft is 5.75 ft. This jump cannot occur because the normal depth yo, on the 
lower slope is less than 5.75 ft. y; — (4.80/2)(-1 + {1+ [8(40)?/32.2(4. 8/1?) — 2.76 ft. The lower conjugate 
depth of 2.76 ft will occur downstream of the break in slope. The location of the jump (i.e., its distance below 
the break in slope) may be found by Ax 2 (E, — E;)/(S — S9), E,—2.17 * [(400/21.7)?/64.4] — 7.45 ft, 

Е, = 2.76 + [(400/27.6)2/64.4] = 6.02 ft, V, — (3)[(400/21. 7) + (400/27.6)] = 16.46 fps, R,, = (3)[(21.7/14.34) + 


-(27.6/15.52)] = 1.645 ft, S = (nv/1.486R”)? = [(0.013)(16.45)/1.49(1.645)^^] — 0.01060, Ax — (7.45 — 


6.02)/(0.0106 — 0.0016) = 160 ft. Thus depth on the upper slope is 2.17 ft; downstream of the break the depth 
increases gradually (M; curve) to 2.76 ft over a distance of approximately 160 ft; then a hydraulic jump occurs 
from a depth of 2.76 ft to 4.80 ft; downstream of the jump the depth remains constant (i.e., normal) at 4.80 ft. 
HP loss = yQh,/550 where hi, = AE. 

Before jump: Ej = 2.76 + [(400/27.6)?/64.4] = 6.02 ft. After jump: Eo, = 4.80 + [(400/48.0)?/64.4] = 5.88 ft. 
Hence HP loss = 62.4(400)(6.02 — 5.88)/550 = 6.35. 


A very wide rectangular channel with bed slope S, — 0.0003 and roughness n — 0.020 carries a steady flow of 
50 cfs/ft of width. If a sluice gate is so adjusted as to produce a minimum depth of 1.5 ft in the channel, 
determine whether a hydraulic jump will occur downstream, and if so, find (using one reach) the distance from 
the gate to the jump. | 


I q = (y)(1.486/n)(y*)(s*?) 50 = (yo)(1.486/0.020)(yo)*°(0.0003)'? yo = 8.99 ft 
y. 7 (q?/g)'? — (507/32.2)"* = 4.27 ft 


Since y, < yo, the slope is mild. Since y = 1.5 ft caused by the gate < y, < Yo, downstream of the sluice gate is an 
M; profile, which must be followed by a hydraulic jump to enable the flow to return to normal depth. 


у,= (у„/2)(У1 + 84°/вуз — 1) = (8.99/2){ V1 + (8)(50)?/[(32.2)(8.99)°] – 1} = 1.63 ft 
Ах = (Е, – Е,)/(5 – 5) Е =у +0128 


For y = 1.5 ft, v =q/y = 50/1.5 = 33.33 ft/s, E = 1.5 + 33.33?/[(2)(32.2)] = 18.75 ft. For y = 1.63 ft, v = q/y = 
50/1.63 = 30.67 ft/s, E = 1.63 + 30.677/[(2)(32.2)] = 16.24 ft. 


Um = (33.33 + 30.67)/2 = 32.00 ft/s R,, = (1.5 + 1.63)/2 = 1.565 ft 
S = (nv/1.486R?^y = {(0.020)(32.00)/[(1.486)(1.565)”7]}? = 0.1021 
Ax = (18.75 — 16.24)/(0.1021 — 0.0003) = 24.7 ft 


A rectangular channel 8 ft wide carries 280 cfs in uniform flow at a depth of 5 ft. Around a 40-ft-radius bend, 
how much higher should the outside wall be than the inside wall? 


B sv =Q/A = 280/[(5)(8)] = 7.000 ft/s, N- = v/Vgy = 7.000/V(32.2)(5) = 0.552. Since N; < 1.0, the flow is 
subcritical. Ay = v?B/gr = (7.000)7(10)/[(32.2)(40)] = 0.380 ft. 
Repeat Prob. 14.356 if normal depth is 2 ft. 


Iv =Q/A =280/[(2)(8)] = 17.5 ft/s, Ne = v/Vgy = 17.5/V(32.2)(2) = 2.18. Since N; > 1.0, the flow is 
supercritical. Ay = v?B/gr = (17.5)?(8)/[(32.2)(40)] = 1.90 ft. Because of (supercritical) wave action, maximum 
water depth at inside wall = yo, and maximum water depth at outside wall = (yo + Ay). Therefore, the required 
difference in wall elevations = 1.90 ft. ` 


Rework Prob. 14.356 for these data: b = 4m, Q = 8 m?/s, y =2.0m, r = 30 т. 


f v= Q/A =8/[(4)(2.0)] = 1.000 m/s, Ns = v/Vgy = 1.000/V(9.807)(2.0) = 0.226. Since N, « 1.0, the flow is 
subcritical. Ay = v?B/gr = (1.000)°(4)/[(9.807)(30)] = 0.0136 m. 
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14.359 Find the maximum volumetric flow in a 3-ft by 3-ft concrete box culvert (n = 0.013) with a rounded entrance 
(К„ = 0.05, С„ — 0.95) if the culvert slope is 0.0065, the length 100 ft, and the headwater level 5 ft above the 
culvert invert? Assume free outlet conditions. Neglect headwater and tailwater velocity heads. 


MB Headwater/d — 3$ 21.7. Since 1.7 7 1.2, conditions are those of Fig. 14-92b or 14-92c. Assume case b. 
R — Alp, = (3)(3)/(3 + 3 + 3 + 3) = 0.750 ft 
(№). з= (у уз) + (z1 — z3) = Yı — Y3 + SoL 
Ah = (k. + 290° L/R"? + 1)(v?/2g) Уу = Ys + SoL = (ke + 29n? L/R"? - 1)(v?/2g) 
5— 3 + (0.0065)(100) = [0.05 + (29)(0.013)?(100)/0.75% - 11 (v?/[(2)(32.2)]) v = 9.82 ft/s 
QO = Av = [(3)(3)](9.82) = 88.38 ft?/s = (A)(1.486/n)(R*)(s'”) 


Now find the depth Yo which occurs with normal uniform flow at this flow rate: 88.38 = 
(3yp)(1.486/0.013)[3yo/(yo + 3 + уо)]22(0.0065)'?, у= 3.16 # (by trial and error). Since yo >d, the culvert flows 


full. Free discharge at the outlet is given; therefore, the preceding assumption and computations are valid, and 
О = 88.38 ft?/s. : 


HW Ah=h, 2 











Fig. 14-92 


14.360 Solve Prob. 14.359 given that the tailwater elevation is 1 ft above the top of the box at the outlet. 
B Headwater/d — 3 — 1.7. Since 1.7> 1.2, conditions are those of Fig. 14-92a with yo = 4 ft. 
R=A/p,, = (3)(3)/G +3 +3 + 3) =0.75 ft 
(Az)1-3 = (Y1 — Y3) + (21 — 23) = yı — Ys + SoL 
Ah — (k,  29n?L/ R^? 4- 1)(v?/2g) Yi — ys t soL — (k, t 29n?L/ R*? - 1)(v?/g) 
5 — 4+ (0.0065)(100) = [0.05 + (29)(0.013)?(100)/0.75*? + 1 (v?/[(2)(32.2)]) v = 7.75 ft/s 
Q = Av = [(3)(3)](7.75) = 69.8 ft?/s 
14.361 Solve Prob. 14.359 given that the tailwater elevation is 2 ft above the top of the box at the outlet. 
ШЕ Headwater/d = § = 1.5. Since 1.5 > 1.2, conditions are those of Fig. 14-92a with y, = 6 ft. 
К = А/р„ = (4)(4)/(4+ 4+ 4+ 4) = 1.000 ft 
(Ar)-3 = (уз — уз) + (а — 25) = уз — Ys + SoL 
Ah = (k, + 29n7L/R* + 1)(v7/2g) yi — Ys + SoL = (ke + 29n?L/R*? + 1)(v?/2g) 
5 —5 + (0.0065)(100) = [0.05 + (29)(0.013)?(100)/0.75*? + 1]{v?/[(2)(32.2)]} v = 4.864 ft/s 
Q = Av = [(3)(3)](4.864) = 43.8 ft?/s 


14.362 


14.363 


14.364 


14.365 
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Repeat Prob. 14.359 if the culvert slope is 0.043. 
B Headwater/d —3 — 1.7. Since 1.7» 1.2, conditions are those of Fig. 14-92b or 14-92c. Assume case b. 
R=A/p, = (3)(3)//8 +3 +3 + 3) =0.75 ft 
(Ar)1-3 = (Уз — Уз) + (21 — 23) = Yı — Y3 + SoL 
Ар = (К. + 2921/8“ + 1)(v?/2g) Уу — Y3 + SoL = (ke + 290° L/R?  1)(v?/2g) 
5 — 3 + (0.043)(100) = [0.05 + (29)(0.013)7(100)/0.75*? + 1]{v?/[(2)(32.2)]} — v 15.14 ft/s 
О = Ао = [(3)(3)](15.14) = 1360/5 = (4)(1.486/п)(А23)(5'2) 


Now find the depth yp which occurs with normal uniform flow at this flow rate: 136 = 


(3у,)(1.486/0.013)[3у,/(уо +3 + у„)]?*(0.043)!?, y, — 2.1ft (by trial and error). Since y, « d, the situation is 
actually case c; therefore, О = C,AV2gh — (0.95)[(3)(3)]] V(2)(32.2)(3) = 119 ft/s. 


Repeat Prob. 14.359 if the culvert slope is 0.08. 
B Headwater/d — i — 1.7. Since 1.77 1.2, conditions are those of Fig. 14-92b or 14-92c. Assume case b. 
R=A/p,, = (3)(3)/B +3 +3 + 3) =0.75 ft 
(л). = (Уз — Уз) + (а — 25) = у, — уз + 561, 
Ар = (К. + 29п21/К*° + 1)(02/28) у, — Уз + 51, = (k, + 29n?L/R*? + 1)(v?/2g) 
5 —3 + (0.08)(100) = [0.05 + (29)(0.013)7(100)/0.75*? + 1] {v?/[(2)(32.2)]} v = 19.08 ft/s 
Q = Av = [(3)(3)](19.08) = 172 ft?/s = (A)(1.486/n)(R*)(s"”) 


Now find the depth y; which occurs with normal uniform flow at this flow rate: 172 = 


(399)(1.486/0.013)[3y,/ ( yo + 3 - y) (0.08) 2, ур-- 1.98 (Бу trial and error). Since yo <d, our assumption 
was wrong and we have, as in Prob. 14.362, Q = C,AV2gh = (0.95)[(3)(3)]V(2)(32.2)(3) = 119 ft?/s. 


A culvert under a road must carry 4.3 m’/s. The culvert length will be 30 m and the slope will be 0.003. If the 
maximum permissible headwater level is 3.6 m above the culvert invert, what size corrugated-pipe culvert 

(n — 0.025) would you select? The outlet will discharge freely. Neglect velocity of approach. Assume 
square-edged entrance with k, = 0.5 and C, = 0.65. 


B Assume d «3.0 m, so that [headwater/d]  [3.6/3.0 = 1.2] and the conditions are those of Fig. 14-92b or 
14-92c. Assume case b. 


(А) з= (у уз) + (21 — z3) = yı — Y + SoL Ah = (k, + 19.62n7L/R + 1)(v?/2g) 

у, Ja + soL — (k, + 19.62n7L/R + 1)(v2/2g) v= Q/A =4.3/(md?/4) =5.475/d? 

3.6 — d + (0.003)(30) = [0.5 + (19.62)(0.025)°(30)/(4/4)* + 1]{(5.475/d2)?/[(2)(9.807)]} 
d=1.20m (by trial and error) Q - (A)(1.0/n)(R?P)(s!?) 


Now find the diameter d, which just flows full with normal uniform flow: 4.3 — 
(z4d2/4)(1.0/0.025)(d,/4)^7(0.003)!2, dy = 1.99 m. Since d, > d, the culvert flows full, and free discharge at the 
outlet is given. Therefore, the above assumptions and analysis are valid, and d = 1.20 m. 


Repeat Prob. 14.364 for a culvert length of 100 m. 


B Assume d «3.0 m, so that [headwater/d] » [3.6/3.0 = 1.2] and the conditions are those of Fig. 14-925 or 
14-92c. Assume case b. 


(h)a = (Yi — y3) + (z1 — 23) = yı — Y3 + SoL Ah = (k, + 19.62n?L/R*? + 1)(v?/2g) 
У = уз + SoL = (k. +19.62n? L/R? + 1)(v7/2g) v = Q/A —- 43/(xnd?/4) — 5.475/d? 
3.6 — d + (0.003)(100) = [0.5 + (19.62)(0.025)2(100)/(4/4)*° + 1]{(5.475/d?)’/[(2)(9.807)]} 
d=1.41m  (bytrial and error) Q = (A)(1.0/n)(R?^y(s'?) 


Now find the diameter d; which just flows full with normal uniform flow: 4.3 — 
(745/4)(1.0/0.025)(d,/4Y/7(0.003)2, d, — 1.99 m. Since d, d, the culvert flows full, and free discharge at the 
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outlet is given. Therefore, the above assumptions and analysis are valid, and d — 1.41 m. Use standard diameter 
1.50 m. 


14.366 Water flows in a wide channel at q = 18 (ft/s)/ft, y, — 1 ft, and then undergoes a hydraulic jump. Compute yz, 
vz (Nr) Ej, and the power dissipated per unit width. 


I Ме =ъ/У у о = 4/у = # = 18.00 1/5 
(№), = 18.00/У(32.2)(1) = 3.17 Е =у + 02/28 
E, = 1 + 18.007/[(2)(32.2)] = 5.03 ft 
у» = Qu/2Y(V1  8g?/gyi – 1) = (1) (УІ + (8)(18)27[032.2)(1)3] – 1) = 4.01% 
о, = 91у, = 18/4.01 = 4.49 ft/s (№), = 4.49/V(32.2)(4.01) — 0.395 
E; = (y2 — у)°/4ууу» = (4.01 — 1)*/[(4)(4.01)(1)] 7 1.70 ft 
Doissipuca 7 QYE; 7 (18)(62.4)(1.7) — 1909 (ft-Ib/s)/ft — 3.47 hp/ft 


14.367 A wide-channel flow at depth 60 cm passes through a hydraulic jump and emerges at a depth of 3.0 m. Compute 
the velocities on either side of the jump and the critical depth of flow. 


І 23у = 1+ [1+ 80) — (2(3.0)/(0.60)  —1-- [1-- (NE)] ^ (№), 3.87 
Ne-v/Vgy | 3.8 —v,/V(9.807)(0.60) — v,—9.39 m/s 
Viy = vy (9.39)(0.60) — (v;)(3.0) v; — 1.88 m/s 
q = yv = (3.0)(1.88) — 5.64 (m?/s)/m у, = (918)'° = (5.642/9.807)'° = 1.48 т 


14.368 The flow downstream of a hydraulic jump іп а rectangular channel is 8 m deep and has a velocity of 3.6 m/s. 
Obtain the velocity and depth upstream of the jump. 


І 2у\/у; = —1 + [1 (МУ N, — v/V gy (Ne); — 3.6/V (9.807)(8) = 0.406 
2yı/8 = —1 + [1 + (8)(0.406)]'? у, = 2.09 т У = у202 


2.090, = (8)(3.6) — v,— 13.78 m/s 


14.369 Water in a horizontal channel accelerates smoothly over a bump and then undergoes a hydraulic jump, as in 
Fig. 14-93. If yy - 1 m and y, — 30 cm, estimate v,, v,, and y,. Neglect friction. 


І Е, = Е; У + 01/25 = уз + 03/258 1+ 01/[(2)09.807)] = 0.30 + 05/[02)09.807)] 
У = Y3U3 0, = узоз/у, = (0.30)(0з)/1 = 0.30000; 
1 4- (0.3000v,)?/[(2)(9.807)] = 0.30 + v3/[(2)(9.807)] 


уз = 3.88 m/s v, = (0.3000)(3.88) = 1.16 m/s 
2ya/ ya = —1 + [1 + 8(М„)3]!? Nz = v/Vgy 


(№), = 3.88/%У(9.807)(0.30) = 2.26 2y,/(0.30) = —1 + [1 + (8)(2.26)7]"2 у, = 82 ст 





14.370 Evaluate the bump height A in Prob. 14.369. 


i уа + ®1/2в = у, + v3/2g +h 
1+ 1.167/[(2)(9.807)] = y. + v3/[(2)(9.807)] +h 
YU, = ур}, (1Y(1.16) 2 y;v; v2 = 1.16/у, 
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Since flow over the bump is critical, 


өр = 0, = Уру» 1.16/у„ = %9.807у, У = 0.516 т 0, = 1.16/0.516 = 2.248 т/ѕ 
1+ 1.162/[(2)(9.807)] = 0.516 + 2.2487/[(2)(9.807)] + A h=29.5m 


14.371 Repeat Prob. 14.369 if y, =3 ft and y, = 1 ft. 
I EE, —»tvüg-ytvidg — 3 vi[Q)O2.2] - 1 v3/12)2.2)] 
у = УУ U1 = y3U3/y, = (1)(0з)/3 = 0.33330, 
3 + (0.3333u5)7/[(2)(32.2)] = 1 + v3/[(2)(32.2)] 
v—1204ft/s — v, —(0.3333)(12.04) — 4.01 ft/s 2ya/ys= —14+ [1+ 8(N,)]? 
Nr =v/Vey (№), = 12.04/У(32.2)(1) = 2.12 
2y4/(1) = —1 + [1 + (8)(2.12)]"? у= 2.546 


14.372 Evaluate the bump height h in Prob. 14.371. 
I у + 101/28 = у + 03/25 t h 
3+ 4.012/[0)(32.2)] = у + 02/[(2)(32.2)] + h 
ул = уу. (3)(4.01) = уә; v; — 12.03/y, 


Since flow over the bump is critical, 


V2 = V, — Vgy; 12.03/y, 2 V32.2y, y2 = 1.65 ft v2 = 12.03/1:65 = 7.29 ft/s 
3+ 4.017/[(2)(32.2)] = 1.65 + 7.29°/[(2)(32.2)] + Һ h =0.775 ft = 9.3 in. 


14.373 Find the power loss in a 100-ft-wide hydraulic jump from depth 3 ft to depth 12 ft. 
І Е, = (у – у1)/4у, у = (12 — 3)°/[(4)(12)(3)] = 5.063 ft Р = ОҮЕ, N, — v/Vgy 
2yolyi=—1+ [1+ 8(N)]^ — (2)(12)/3 = -1 + [1€ (QNT. — (N9), 3.16 
3.16 2 v,/V(32.2)(3) vi — 31.06 ft/s Q = A,v, = [(100)(3)](31.06) = 9318 ft?/s 
P — (9318)(62.4)(5.063) — 2.944 x 105 ft-Ib/s — 5353 hp 
14.374 Ata certain section of a rectangular channel 10 ft wide, the depth of flow is 2 ft and the flow rate is 400 ft?/s. If a 
hydraulic jump occurs, will it be upstream or downstream of this section? 
1 о, = Мву = У(32.2)(2) = 8.02 ft/s v = Q/A = 400/[(10)(2)] = 20.00 ft/s 
Since v > v,, the flow is supercritical, and a hydraulic jump must occur downstream. 
14.375 A still canal is 2 m deep and the water behind a bore (Prob. 14.351) is 4 m deep. Obtain the propagation speed 
of the bore. | 
І № = 0/Уву 22у = 1+ [1+ 80А)? (2)(4)/2 = –1 + [1 + (8)(М„)]!° 
(№), = 1.73 1.73 = v,/V(9.807)(2) U1 = Chore = 7.66 m/s 
14.376 In Prob. 14.375 suppose that the water upstream flows toward the bore at 4 m/s ground speed. What is the 
ground speed of the bore? | 
І Uvore/ground = Uborewater + Uwater/ground = —7.66 +4= —3.66 m/s. 
14.377 Consider the flow under the sluice gate of Fig. 14-94. If y, = 9 ft and all losses are neglected except the 
dissipation in the jump, calculate y; and y, and the percentage dissipation. The channel is horizontal and wide. 
І Уу + И1/26 = у. + 2/28 10+ 22/[(2)(32.2)] = у, + И2/[02)(32.2)] 
у= у (2.2)(9) = уьу  »-198/V, 
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9 + 2.27/[(2)(32.2)] ^ 19.8/V, - V2/[(2)(32.2)] V;=23.0ft/s (by trial and error) 
y; — 19.8/23.0 — 0.861 ft 2y,/y2 = —1 + [1 - 8(NS]]'? №, = V/Vey 


(Nr )o = 23.0/V(32.2)(0.861) = 4.37 25,/0.861 2 —1--[1-- (8(4.37)]'? — y,—4.91ft 
E, — (ys — y3) [Ay; y; — (4.91 — 0.861)*/[(4)(4.91)(0.861)] — 3.93 ft 
Е» = у; + У2/2в = 0.861 + 23° /[(2)(32.2)] = 9.08 ft 
Percentage dissipation = (3.93/9.08)(100%) = 43.3% 





V,:22ft/s 


14.378 1f bottom friction is included in the sluice-gate flow of Fig. 14-94, the depths yi, Y» and y, will vary with x. What 
type of solution curves will we have in regions 1, 2, and 3? 


MB. Sec Fig. 14-95. 
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14.379 A 10-cm-high bump in a wide horizontal water channel creates a hydraulic jump just upstream and the flow 
pattern in Fig. 14-96. Neglecting losses except in the jump, for the case y, = 30 cm, estimate V,, y,, V,, and y,. 


MB Since y, € y,, assume flow over the hump is critical. 
V = Vay V; = V(9.807)(0.30) = 1.715 m 
E, = E; = E, = у, + V3/2g +h = E, = 0.30 + 1.7157/[(2)(9.807)] + 0.10 = Е, 
E,= E;= E, = 0.5500 m Е, = у, + V3/2g =0.5500 m 


а= Уу» = уз = V ya = (1.715)(0.30) = 0.5145 ə?/5 V, = 0.5145/y; 
у + (0.5145/у,)?/[(2)09.807)] = 0.5500 
У = 0.495 т (by trial and error) У, = 0.5145/0.495 = 1.039 m/s 
Ne = V/Vegy (№) = 1.039/У(9.807)(0.495) = 0.472 ова) 
2y,/y2=—1+[1+8(N-)3]'?  2у1/0.495 = —1 + [1 + (8)(0.472)"]'7 = 0.165 т 
V, = q/y, = 0.5145/0.165 = 3.12 m/s E, = Е, = 0.5500 т y * Vi ing - 0.5500 m 
У,у, = 0.5145 т2/ѕ И, = 0.5145/у, ya + (0.5145/y4)?/[(2)(9.807)] = 0.5500 m 
Ул = 0.195 т (by trial and error) V, = 0.5145/0. 195 = 2.64 m/s 





(4) 
— 
^ 
Bump: й = 10 ст Fig. 14-96 


14.380 Water flows in a wide channel at q — 10 (m?/s)/ m and y, = 1.25 m. If the flow undergoes a hydraulic jump, 
compute (a) y2, (b) V2, (c) (Nc), (d) E; (e) the percentage dissipation, (f) the power dissipated per unit 
width, and (g) the temperature rise due to dissipation if c, = 4200 J/(kg-K). 
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f (а) У, =9/у, = 10/1.25 = 8.00 m/s №, = У /Мву (№); = 8.00/V(9.807)(1.25) = 2.285 
2yo/y, = —1 + [1 + 8(NF)?] 2у,/1.25 = —1 + [1 + (8)(2.285)7]"2 у, = 3.46 т 


(b) Viyı= Vya  (8.00)(1.25) = (V2)(3.46) V,=2.89 m/s 
(c) (Ne), — 2.89/V(9.807)(3.46) = 0.496 
(d) Е; = (у - yi /Ay;yi = (3.46 — 1.25)?/[(4)(3.46)(1.25)] = 0.624 т 
(е) E, = у, + v3/2g = 1.25 + 8.007/[(2)(9.807)] = 4.51 m 
Percentage dissipation — E;/ E, —0.624/4.51 — 0.138 or 13.8 percent 
Ф P=qyE; Раһырмеа < (10)(9.79)(0.624) = 61.1 kW/m 
(е) Р = тс, АТ = рас, АТ (61.1)(1000) = (1000)(10)(4200)(АТ) АТ = 0.0015 К 


14.381 Water flows over a spillway into a sluice 10 m wide. Before the jump the water has a depth of 1 m and a velocity 
of 18 m/s. Determine the Froude number before the jump and the depth of flow after the jump. 


І № = У [Уу (№), = 18/У(9.807)(1) = 5.75 
у = [у + Мут + (80°/ер?)(1/у)]/2 Q = A,V, = [(10)(1)](18) = 180 ft*/s 
y7 (71 + VI” + [(8)(180)27(9.807)(10)20))/2 = 7.64 т 





14.382 A rectangular channel has a width of 5 ft and a flow of 10 cfs; the depth in front of a hydraulic jump is 3 in. 
Determine the specific energy (in ft-lb/slug) behind the jump. 





І ys =[—y. + Vy? + (807/gb7)(1/y,)]/2 
= {-8 + VB + [(8)(10)2/(32.2)(5)11/5)])/2 = 0.880 ft 
KE - v?/2 о = Q/A, = 10/[(0.880)(5)] = 2.27 ft/s (КЕ), = 2.272/2 — 2.58 ft-Ib/slug 


14.383 Water in a rectangular, finished-concrete channel overflows a dam, as shown in Fig. 14-97, and goes into a 
stilling basin at which there is a hydraulic jump. If the channel is of width 6 m, has slope 0.003, and carries 
18 m’/s, calculate the depth y at О. 


І Ax — ([1 — (Q?b/gA?))/ so — (n/x^[Q^/(R154?)])) Ау 
| А = (5)(6) = 30.00 т? R,, = А/р„ = 30.00/(5 + 6 + 5) = 1.875 т 
60 = | 1- (182)(6)/(9.807)(30.00): 





А 
0.003 — Goran onera 7885 300076 ») 
Ду = 0.180 т у= 5 + 0.180 = 5.180 т 





Fig. 14-97 


14.384 Does linear averaging significantly improve the solution of Prob. 14.383? 
I Ax = ([1 — (Q°b/84°)]/ (so — (/ K)'[Q*/ (R7^4*)])) Ay 
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14.385 


14.386 


14.387 


14.388 


14.389 


At O, A — (5.180)(6) — 31.08 m? and К, — A/p,, -- 31.08/(5.180 -- 6 + 5.180) = 1.900 m; therefore, 
Aav = (30.00 + 31.08)/2 = 30.54 т2 (R,, av = (1.875 + 1.900)/2 = 1.888 m 


_f___ 1 = 48*)(6)/(9.807)(30.54)" — — 
60 = (59% - OOA OPO BI GIST | A" ) 


Ay =0.180 m 


Determine the depth y, at the hydraulic jump of Prob. 14.383. 
f Neglecting friction at the dam, 
E,= Eo Е = у +4°/2у?е Eo = 5.180 + (48)?/[(2)(5. 180)?(9.807)] = 5.197 m 
E,— y, * (Éy/[Qy2)(9.807)] 2 5.197 m y, =0.306m (Бу trial and error) 
»=[—у + Ууз + GO" Ig) (1y)V/2 
= {—0.306 + \/0.306° + [(8)(18)?/(9.807)(6)7](1/0.306)}/2 = 2.301 m 





Water flows in a 4-m-wide rectangular channel at Froude number V10; the depth of flow is 1 m. If the water 
undergoes a hydraulic jump, what is the Froude number downstream of the jump? 


i Nr =v/Vgy У10- ғ/У/(9.807(1)) — v—9.908 m/s 
Q - Av - [(4)(1)](9.903) — 39.61 m?/s 
y-[-n* Уу? + (807/gb*)(1/y,)1/2 
= {-1+ VP + [(8)(39.61)°/(9.807)(4)"](1/1)}/2 = 4.000 m 
v = Q/A;- 39.61/[(4.000)(4)] = 2.476 m/s (N&); — 2.476/N(9.807)(4.000) — 0.395 


Water in a 10-m-wide rectangular channel experiences a jump in depth from 2 m to 6 m. Find the Froude 
numbers on either side of the jump. 


І у= [-у. + Уут + (80°/6?)(1/у)/2 6= (2+ 2? + [802/(9.807)(10)21(3))/2 
О = 217 т?/ 
№ = v/Vgy о. = ОГА, = 217/[(10)(2)] = 10.85 т/ѕ (Ne): = 10.85/V (9.807)(2) = 2.45 
V2 = Q/A = 217/[(10)(6)] = 3.62 m/s (Ne)2 = 3.62/N (9.807)(6) — 0.472 
Water flows in a rectangular concrete channel and undergoes a hydraulic jump such that 60 percent of its 


mechanical energy is to be dissipated. If the volume flow rate is 100 m?/s and the width of the channel is 5 m, 
what must the Froude number be just before the jump? Set up the proper equations but do not actually solve. 


i Ne — v/NVgy E=y+v/2g v, — Q/A, = 100/(5y,) — 20.00/y, 
E, = yı + (20.00/у,)°/[(2)(9.807)] = y, + 20.39/у1 Е, = [y - yi t vn – У2)]/4у, У 
0.60E, — (0.60)( y,  20.39/y1) ^ [y - yi у у(у - У21/4у1У2 (1) 
y 7 [7v Vy * (SQ? lgb^ 1 y)V/2 — (7 + Ууз + [(8)(100)"/(9.807)(5)7](1/у)}/2 (2) 


Solve Eqs. (1) and (2) to find y, and y;. Then, v, = Q/A, = 100/5y,, (Fr), = (100/Sy,)/V(9.807)(y1) = 
6.386у “27, 


Water is flowing from a spillway into a stilling basin, as shown in Fig. 14-98. The elevation y, ahead of the 
spillway is 8 m. The width of the rectangular channel is 10 m. If the stilling basin dissipates half of the 
mechanical energy, what is the volume flow rate? Set up three simultaneous equations for y;, y;, and Q. 
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1 Е =у + 02/26 Е, = Е, 
8 + О°/[(80)(2в)] = у, + O7/[(10y,)?(2g)] (1) 
0.50E, — E, 
0.50(8 - Q*/[(80)*29)]) = [уз — уз + уз убуз — у»)]/4у У (2) 
» 7 [7n * Уу + (80° /вЬ°)(1/у,)]/2 = [—у + Ууз + [80°/(9.807)(10)7](1/у,)]/2 (3) 





Fig. 14-98 


14.390 Water having a steady known volumetric flow rate Q is moving in a rectangular channel at supercritical speed 
up an adverse slope. It undergoes a hydraulic jump as shown in Fig. 14-99. If we know y, and y, at positions L, 
and L, apart, how do we approximately locate the position of the hydraulic jump, i.e., how do we get L, and 
L,? The channel has a known value of n. Explain the simplest method. The width is b. 


I Use the equation AL = ([1 — (Q?b/gA?)]/ (S; — (n/kY'[Q?/(R2A?)])) Ay and guess at a value L, and solve 
for (Ay),. Now compute y, = y, + (Ay), before the jump. Again go to the equation above and take L, and 
again solve for (Ay), in the flow upstream of the jump: yz = ув — (Ay). Now insert у, and y, into the jump 
equation y, = [—y, + Vyi + (8Q7/gb’)(1/y,)]/2 to see whether this equation is satisfied for the given volumetric 
flow Q. If not, go back and choose a different value of L, proceeding in this way until the jump equation is 
satisfied. 


Fig. 14-99 





14.391 The distance L, in Fig. 14-99 is 200 m and y, is half the critical value. The channel is finished concrete with an 
adverse slope of —0.005. What is yxs at a distance L, = 100 m from the hydraulic jump? Solve in the simplest 
manner to get an approximate result. The flow rate is 200 m’/s and the width of the channel is 7 m. 


1 y. 7 (q?/g)'? = [(2%)?/9.807]"? = 4.366 m Ул = 4.366/2 = 2.183 т 
AL - ([1 — (Q?b/gA?)]/($ — (/ xY[Q?/(R7A?)])) Ay 
A, = (7)(2.183) = 15.28 m? Ry=Alp,, (Riz); = 15.28/(2.183 + 7 + 2.183) = 1.344 т 


1 — (200)?(7)/[(9.807)(15.28)? 
-0.005 — OT B Coe CS aay NOY Ja (Ay)a = 0.618 m 
yi 2 2.183 4 0.618 2 2.801 m 
yo =[-y, + Vy? + (807/gb")(1/y,)]/2 — (—2.801 4- V2.801? 4- ((8)(200):/(9.807)(7)(1/2.801))/2 = 6.435 m 
А, = (7)(6.435) = 45.04 т? (Е), = 45.04/(6.435 +7 + 6.435) = 2.267 т 
1 — (200)’(7)/[(9.807)(45.04)? 

-0.005- а A в (Ay) = —0.866 m 
(Ду)в = ув – у —0.866 = ув – 6.435 Ув = 5.569 т 


200 = { 





10-1 


14.392 For a rectangular channel, develop an expression for the relation between the depths before and after a | 
hydraulic jump. Refer to Fig. 14-100. 


1 For the free body between sections 1 and 2, considering a unit width of channel and unit flow q, 
P, 2 yhA — y(Ay)y; 7 3yy1 and, similarly, P; — $yy?. From the principle of impulse and momentum, 
AP, dt = ^ linear momentum — (W/g)(AV.), 4y(y2 — y?) dt = (yq dt/g)(V, — V2). 
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Since V y, ^ V, y, and V; 2 q/yi, the above equation becomes 
418 = Зу, УУ + У) (1) 
Ѕіпсе 42/8 = у>, Ye = %ууу (уз + у») (2) 


£ Energy Gradient 





Supercritical Flow 1 Transition 2 Subcritical Flow Fig. 14-100 


14.393 A rectangular channel, 20 ft wide, carries 400 cfs and discharges onto a 20-ft-wide apron with no slope with a 
mean velocity of 20 fps. What is the height of the hydraulic jump? What energy is lost m the jump? 


І 418 = ууу + у)12  y-4lvi- (55)/20 = 1.00 ft (2) /32.2 = (1.00у,)(1.00 + y2)/2 
0.500у2 + 0.5005, – 12.42=0 у, =4.51# Height of jump = 4.51 — 1.00 = 3.51 ft 
Е, = (у — y IAyi yo 7 (4.51 — 1.00)*/[(4)(4.51)(1.00)] = 2.40 ft 
Energy lost = OyE, = (400)(62.4)(2.40) = 59 900 ft-ib/s 


14.394 A rectangular channel, 16 ft wide, carries a flow of 192 cfs. The depth of water on the downstream side of a 
hydraulic jump is 4.20 ft. What is the upstream depth? What is the loss of head? 


I qig-yy(nty)2  Q0$y/322- (y)(4.20)(y, * 4.20)/2 
2.10у2 + 8.82y, — 4.47220 y, = 0.457 ft 
E; = (y2 — y1)?/4y, y2 = (4.20 ~ 0.457)°/[(4)(0.457)(4.20)] = 6.83 ft 


14.395 After flowing over the concrete spillway of a dam, 9000 cfs then passes over a level concrete apron (n — 0.013). 
The velocity of the water at the bottom of the spillway is 42.0 ft/s and the width of the apron is 180 ft. 
Conditions will produce a hydraulic jump, the depth in the channel below the apron being 10.0 ft. In order that 
the jump be contained on the apron, (a) how long should the apron be built? (b) How much energy is lost from 
the foot of the spillway to thé downstream side of the jump? 


I Refer to Fig. 14-101. 
(a) qigyy(n*ty)2 (3132.2 = 10y,(10 + y2)/2 
5у2+ 50у, – 77.64=0 у, =1.37# 
= 410 = VOR 30 )/42.0 = 1.19 ft L=[(V2/2g + y2) ~ (Vi/2g * y)/($ — S) 
-qÍ[y,— (39)/1.37 - 36.50fts —— S (nV/1.486R25 
Viv = (42.0 + 36.40)/2 = 39.20 ft/s 
R=Alp, R, = (180)(1.19)/(1.19 + 180 + 1.19) = 1.174 ft 
К, = (180)(1.37)/(1.37 + 180+ 1.37) = 1.349 ft 
Ray = (1.174 + 1.349)/2 = 1.262#й 5 = {(0.013)(39.20)/1(1.486)(1.262)22])° = 0.08623 
L = {36.50°/[(2)(32.2)] + 1.37 ~ 42.07/{(2)(32.2)] — 1.19}/(0 — 0.08623) = 75.7 ft 


The length of the jump L, from B to C is from 4.3y, to 5.2y,. Assuming the conservative value of 5.0y,, 
L, = (5.0)(10.0) = 50 ft. Hence, L,5c = 76 + 50 — 126 ft (approximately). 


(b) E =y + V?’ /2g E, = 1.19 + 42.0°/[(2)(32.2)] = 28.58 ft 
У = ОГАз = 9000/[(10.0)(180)] = 5.00 #/5 
Ec = 10.0 + 5.00°/[(2)(32.2)] = 10.39 ft Екы = 28.58 — 10.39 — 18.19 ft 
Р-ОуЕ Post = (9000)(62.4)(18.19) = 10.22 x 10° ft-Ib/s 


14.396 


14.397 


14.398 


14.399 
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Fig. 14-101 


Determine the elevation of the spillway apron if g = 50 cfs/ft, A =9 ft, D = 63 ft, and the spillway crest is at 
elevation 200.0 ft: 


I (л) (яз – л) (тз + 1)" 0.353 — Vi - 2.828) Gr) (rs + 1)” 
лу= &!?Л??/д = (32.2)!°(9)°2/50 = 3.06 
2,2 DÍh2$ 271.00 24-7 díh - d/9 
(3.06)(d/9 — 7.00)(d/9 4- 1? 4 0.353 — V1 4- (2.828)(3.06)(d/9 4- 1? 
d=77.9 ft (by trial and error) Elevation of spillway apron = 200.0 — 77.9 = 122.1 ft 


Establish the equation for flow over a broad-crested weir assuming no lost head. See Fig. 14-102. 


B At the section where critical flow occurs, q = V, y.. But y, = V2/g = 3E, and V, = Vg(3E.). Hence the 
theoretical value of flow g becomes g = Vg(3E.) X 3E, = 3.09E2”. However, the value of E, is difficult to 
measure accurately, because the critical depth is difficult to locate. The practical equation becomes 

q = CH”? ~ 3H”. The weir should be calibrated in place to obtain accurate results. 





Fig. 14-102 


Develop an expression for a critical-flow meter (Fig. 14-103). 


MB An excellent method of measuring flow in open channels is by means of a constriction. The measurement of 
the critical depth is not required. The depth y, is measured a short distance upstream from the constriction. The 
raised floor should be about 3y. long and of such height as to have the critical velocity occur on it. 

For a rectangular channel of constant width, the Bernoulli equation is applied between.sections 1 and 2, in 
which the lost head in accelerated flow is taken as one-tenth of the difference in velocity heads, i.e., 
у + (72/28) – (5)[0У 2/22) — (V?/2g)] = Ly. + (V2/2g) + z], which neglects the slight drop in the channel bed 
between 1 and 2. Recognizing that E, = y, + V2/2g, we rearrange as follows: [y, + (1.10V7/2g)] =z +1.0E, + 
GS)GE.), [s — z  (1.10V1/2g)] — 1.033E. — (1.033) ($ V/47/g), or 


q = (2.94)(y, — z t 1.10V1/2g)? (1) 
Since q = V, y, q = (2.94)(y, ~ z + 0.0171g7/y2)*” (2) 
Consider a rectangular channel 10 ft wide with the critical-flow meter of Fig. 14-103 having dimension 
z= 1.10 ft. If the measured depth y, is 2.42 ft, what is the discharge? 


# а= (2.94)(y, — z  0.01719?/y2y? — (2.94)(2.42 — 1.10 + 0.0171q7/2.427)”. As a first approximation, neglect 
the last term involving q. q — (2.94)(2.42 — 1.10)? — 4.46 cfs/ft. Try q — 4.80 cfs/ft: q — 2.94[2.42 — 1.10 
(0.0171)(4.80)?/2. 427° = 4.80 cfs/ft_ (O.K.), Q = (4.80)(10) = 48.0 ft?/s. 


EN 14. 





Fig. 14-163 


. 144490 Ina 100-ft-wide rectangular channel, the depth upstream from a hydraulic jump is 4 ft, What flow rate is 
required in order for the downstream depth to be (a) twice the upstream depth and (b) ten times the upstream 


depth? со. . 
I q 7 ([(di * 4)/2)94,4)))^ 
(a) d,=(2)(4)=8ft — q = {[(4+8)/2][(32.2)(4)(8)]}"? = 78.63 cfs /ft 
E _О = (100)(78.63) = 7863 ft°/s 
(0 |. d-(10(4)-40ft q = {[(4 + 40)/2]{(32.2)(4)(40)]} "7 = 336.7 cfs/tt 


- Q =(100)(336.7) = 33 670 ft?/s 


SA 


15.1 


15.2 


15.3 


15.4 


CHAPTER 15 
Flood Routing 


If the channel width for the stream described by Fig. 15-1 is b =28 ft at stage y = 3.5 ft, determine the local 
velocity of a small-amplitude wave. 


f u= (1/b)(dQ/dy). From Fig: 15-1, dQ/dy = 300 cfs/ft when y = 3.5 ft. u = (1/28)(300) = 10.7 ft/s. 
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Discharge,Q Fig. 15-1 


Assume the stage-discharge relation Q = (k)(y — a)’, where, in SI units, a = 0.059, b = 2.55, and k = 10.30. 
Compute the velocity of a monoclinal wave of small height at stage 1.5 m, where the channel is 19 m wide. 


І и = (1/w)(dQ/dy) О = (10.30)(у — 0.059)*^* dQ/dy — (2.55)(10.30)(y — 0.059)'55 
For y = 1.5m, dQ/dy = (2.55)(10.30)(1.5 — 0.059)'55 2 46.27 (m?/s)/m, u — (1/19)(46.27) — 2.44 m/s. 


Repeat Prob. 15.1 if b =8m at y =0.8m. 
MB u- (1/wy(dQ/dy). From Fig. 15-1, dQ/dy — 20 (m?/s)/m when y — 0.8 m. u 7 (1/8)(20) ^ 2.50 m/s. 


Given the hydrographs tabulated below [/ — inflow, O — outflow; M — midnight, N = noon], find the 12-hourly 
storage values for the reach. Ignore local inflow. 


M N 
N M 
M N 
N M 
M N 
N M 
M N 
N M 
M N 
N M 
M N 
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E [(* 5/2) - (0; * O,)/2}t = S, — S,. Taking minimum storage equal to zero, and noting that t = 0.5 day= 
0.432 x 10? s, computations are carried out as in the following table. The last two columns are for use in 
Prob. 15.8. 


x t (1—x)0 


satt 





15.5 Given the following inflow data to a reservoir and the reservoir relationships of Fig. 15-2, route the flood 
through the reservoir. The initial outflow from the reservoir is 1.7 m?/s, and the initial value of 2S/t + O is 
9.0 m?/s. 


Noon 
Midnight 
Noon 


Midnight 
Noon 


Midnight 
Noon 
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Storage, 109 m? 


t712hr2 0432 x 109 s 


When outflow 7 9.0 m?/s, 
storage 7 5.8 X 105 m?. 
| 























__2х5.5. _ 
—6432-+90- 345 

E = 

$ Е 

* po 

& 8 

ш E: 

e 

15 20 25 
Discharge and e +0), m/s Fig. 15-2 
/ Һ+Ь+ (25/1 — О,) = 25/1 + О, 25\{1 — О, = 251 + О, — 20, 
28,/t — O, = 9.0 — (2)(1.7) = 5.6 m?/s 2.0+5.24+5.6=25,/t + О, 25,1: + О, = 12.8 т?/5 


From Fig. 15-2, O, = 2.3 m’/s. Succeeding computations are carried out in the same manner with the results as 
tabulated below. 


Noon 
Midnight 
Noon 
Midnight 
Noon 
Midnight 
Noon 





A reservoir has an area of 295 acres at spillway level, and its banks are vertical for several feet above spillway 
level. The spillway is 16 ft long and has a coefficient of 3.75. If the inflow data of Prob. 15.4, with the units 
changed to cfs, apply to this reservoir, compute the maximum pool level and maximum discharge to be expected 
if the reservoir is initially at the spillway level at midnight on the first. 


M The discharge over the spillway is (C = 3.75 and L = 16 ft): Q = CLy*? = (3.75)(16)y*? = 60y*” cfs. The 
storage is equal to the reservoir area multiplied by the height of water above the spillway crest: S = 295y 
acre-ft = 149y cfs-day. From these equations and t = 0.5 day, we obtain: 
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tA 


Elevation сф) in £t 


% i 
Outflow in 100 cfs 





Ф / 2 | а? 
' | 1 


Storage in 1000 sfd, [(2S/t)+0] ard Oin 1000 cfs Fig. 15-3 


These data provide the basis for deriving the routing curves of Fig. 15-3. The inflow hydrograph of Prob. 15.4 is 
routed as follows: /, * J, + [(2S,/1) – О] = (25/0) + О,. 


1 


M 
М 
M 
N 
M 
N 
M 
N 
M 
N 





The peak flow is approximately 590 cfs and the maximum pool elevation is y = (590/60)°” = 4.59 ft. 


15.7 Tabulated below are the elevation-storage and elevation-discharge data for a small reservoir. The inflow 
hydrograph of Prob, 15.4, in units of cfs, applies to this reservoir. Assuming the pool elevation to be 875 ft at 
midnight on the first, find the maximum pool elevation and peak outflow rate. 


storage, discharge, storage, discharge, 
elevation, ft | асге- cfs elevation, ft | асге-Н cfs 
0 882 










884 
886 
888 


ы 
в 
oocooo 
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B From the data provided, and noting that t — 0.5 day and 1 acre-foot = 0.504 cfs-day: 


862 0 0 0 










These data provide the basis for deriving the routing curves of Fig. 15-4. The inflow hydrograph of Prob. 15.4 is 
routed as follows: h + L + {(2S,/t) - O] = (25,/0) + О,. 


Outtlow in 100 chs and Sin 1000 std 
9002 2 _3_4 _# __#___4-___# é 


e 


о 


N 


870 


= 


Outflow sn [oo chs 
a LL. 






о 
% Fig. 15-4 


The peak flow is approximately 450 cfs and the maximum pool elevation is 886.6 ft. 
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15.8 


15.10 


The Muskingum method of flood routing involves a time parameter K and a weighting factor x. Find these 
quantities for the flood of Prob. 15.4 (flows in m?/s). 


B Columns 4, 10, and 11 of the solution tableau of Prob. 15.4 give the weighted flows corresponding to x —0, 
0.2, and 0.3; these flows are graphed in Fig. 15-5. It will be seen that increasing the value of x from 0.2 to 0.3 
reverses the "loop" in the lower range of flow. Even so, a slight additional increase in x might provide a slightly 
better fit, without materially affecting K. Take K = 26.7h, x = 0.3, and t= 12h. 


For a flood with K = 25.9 h and x = 0.25, determine the Muskingum routing coefficients for t = 12 h and 
t=24h. 


1 Co 7 (Kx — 0.5t)/(K — Kx 4 0.51) с = (Кх + 0.50)/(К – Kx +0.5t) 


сь = (К – Кх – 0.50)/(К – Кх + 0.50) 
For t 2 12 h, with K — 25.9 h and x — 0.25, 


_ 05.90.25- (0.502 _ (59025+0902 _ 
= ~ 95-9 — (25.9)(0.25) + (0.502) 209  9^"359-059)025) *(.5)02 ^ 


__ 25.9 — (25.9)(0.25) — (0.5)(12) 


— ——————————————— — .5 
©2 = 35 9 — (25.9)(0.25) + (0.5)(12) >= 
For t 224 h, with K — 25.9 h and x = 0.25, 
.9)(0.25) — (0. 25.9)(0.25) + (0. 
Q2. 05929-0509 уру e- 0590929 *(009 o sgg 


0 25.9 — (25.9)(0.25) + (0.5)(24) - ~ 25.9 — (25.9)(0.25) + (0.5)(24) 

a= 25.9 — (25.9)(0.25) — (0.5)(24) 

2 25.9 – (25.9)(0.25) + (0.5)(24) 

The 24-h routing period is to be preferred, since negative coefficients lead to instability when flow changes 
rapidly. : 


= 0.236 


For a river reach with K — 26 h and x = 0.22, determine the Muskingum routing coefficients for t = 12 h. 
I co = (Kx —0.5t)/(K—Kx+0.5t) с = (Kx +0.5t)/(K — Kx + 0.5t) 
c2= (K — Kx — 0.5t)/(K — Kx + 0.5t) 
e-- (26)(0.22) — (0.5)(12) =0.011 a= (26)(0.22) + (0.5)(12) _ 
26 — (26)(0.22) + (0.5)(12) 26 — (26)(0.22) + (0.5)(12) 
_ 26 — (26)(0.22) — (0.5)(12) 
26 — (26)(0.22) + (0.5)(12) 


0.446 


Cy = 0.543 


The outflow hydrograph of Prob. 15.4 becomes the inflow hydrograph for a reach. Using the routing coefficients 
determined in Prob. 15.10, find the peak reach outflow by the Muskingum method. 


1 O,-cL*ch*c0, The routing computations are as follows: 


ay | toe | tae 
1 


2/6 
58 


M 
N 
M 
N 
M 
N 
M 
N 
M 
N 
M 
N 
M 
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The routed peak flow is 584 m?/s. 
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15.12 


15.13 





For the inflow hydrograph given below for a reach, route the flood through the reach by the Muskingum 


method. Take K — 11 h, t — 6 h, and x = 0.13; һепсе, со = 0.124, с; = 0.353, апа с, = 


ба.т. 
Noon 
6p.m. 
Midnight 
6 a.m. 
Noon 
6 p.m. 


All tabular values are in cubic feet per second. 


0.523. 


Refer to Fig. 15-6. At time ¢,, an infinitesimal gravity wave is initiated at the dam (station x,). Obtain an 
analytical expression for the time ¢ at which the wavefront passes through station x. Assume still water and a 


constant bed slope. 
f u=dx/dt= Vay. But the depth equation is 


улы №2 X27 
X—X, х,- Xv 


so that dx /dt — (1/so)(dy /dt) and 
1d 





(е 212 
а 50У ы Уу 


Finally, substitute for y in (2) from (1), obtaining 


t-n =- [Va Fan- VA] 
So V8 


X, X X, 





t— “Rg - Vy) 


(1) 


(2) 


(3) 


Fig. 15-6 


15.14 


15.15 


15.16 
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Represent the wave of Prob. 15.13 in the xt plane, for the following assignment of parameters: t, = 0s, x, = 0 ft, 
yi — 55 ft, x; — 16 000 ft, y, — 22 ft. 


MB Usings, — (22 — 55)/(6000 — 0) — —0.0055 and g — 32.2 ft/s? in (3) of Prob. 15.13, we generate Table 15-1 
and the rising curve of Fig. 15-7. 


TABLE 15-1 





Refer to Probs. 15.13 and 15.14. Suppose that a similar wave is initiated at x, (= 16 000 ft) at time t, (— 0s) and 
propagates toward the dam. Superimpose this second wave on Fig. 15-7. Where and when will the two waves 
meet? 


Е Making the appropriate replacements in (3) of Prob. 15.13, we obtain for the second wavefront 
2 
t= gU t9; #) — Vy where — s*— —s, 


This equation generates Table 15-2 and the falling curve of Fig. 15-7. The two curves intersect at approximately 
x — 8900 ft, t — 23A s. 


TABLE 15-2 





A uniform rectangular channel 4 m wide with n — 0.014 and slope of 0.0003 is flowing at a depth of 1.7 m. A 
sudden gate opening increases the depth to 2.0 m. Calculate the propagation speed c and the ground velocity v 
of the resulting abrupt wave. 


1 с = V(g)Us — 4)/fK(A)0 — A/A3] J=Ad/2 А, = (4)(1.7) = 6.80 т? 
| J, = (6.80)(1.7/2) = 5.780 т? 
А» = (4)(2.0) = 8.00 т? J, = (8.00)(2.0/2) = 8.000 т? 
: c= V(9.807)(8.000 — 5.780)/{(6.80)(1 — 6.80/8.00)] = 4.62 m/s 
u=v +c v.= (1.0/n)(R™)(s'”) оу = (1.0/0.014)(6.80/(1.7 +4 + 1.7)]2°(0.0003)'? = 1.17 т/5 
и = 1.17 + 4.62 — 5.79 m/s 
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CHAPTER 16 
Flow of Compressible Fluids 


For air at a temperature of 30 °C and pressure of 470 kPa abs, find the specific weight of the air. 
І y = p/RT = 470/{(29.3)(30 + 273)] = 0.0529 kN/m* 


Find the mass density of helium at a temperature of 39 °F and a pressure of 26.9 psig when the atmospheric 
pressure is 14.9 psig. 


i p =p/RT = (26.9 + 14.9)(144)/[(12 420)(39 + 460)] = 0.000971 slug/ft® 


Methane at 22 °C flows through a pipeline at a velocity of 416.4 m/s. Is the flow subsonic, sonic, supersonic, or 
hypersonic? 


B N,-v/VkgRT — 416.4/V(1.32)(9.807)(52.9)(22 + 273) = 0.93. Since Ny « 1.0, the flow is subsonic. 


Chlorine gas at 51 °F fiows through a pipeline. Find the velocity at which the flow will be sonic. 


1 Ny — v/ VkgRT 1.02 v/V(1.34)(32.2)(21.8)(51 ^ 460) v — 693 ft/s 


Compute the change in internal energy and the change in enthalpy of 15 kg of air if its temperature is raised 
from 20 to 30°C. The initial pressure is 95 kPa abs. 


ШІ Ai=c,(T,— T,) = (0.716)(30 — 20) = 7.16 kJ/kg Change in internal energy = (Ai)(15) = 107.4 kJ 
Ah =c,(T, — T,) = 1.003(10) = 10.03 kJ/kg Change in enthalpy = (Ah)(15) = 150.0 kJ 


Suppose that 15 kg of air (T, = 20°C) of Prob. 16.5 were compressed isentropically to 40 percent of its original 
volume. Find the final temperature and pressure, the work required, and the changes in internal energy and 
enthalpy. 


B The following relations apply: pv — RT and pv* — constant, where k — 1.40 for air. pu“ = pu(v*/v) = 
(RT/v)v* = RTv*—' = constant. Since R = constant, Tv*~' = constant, and Т, = Т.(0,/0)“—' = (273 + 
20)(1.0/0.4)'°—' = 422 K = 149°C, pu/T = R = constant, p, = 95 kPa abs (from Prob. 16.5), p,v./T, = 

P2V2/T, and v2 = 0.4u,, 95u,/293 = [p2(0.4v,)/422], p2 = 342 kPa abs. Since this is an isentropic process, the 
work required is equal to the change in internal energy. This can be confirmed by computing the values of 

the pressure and corresponding volumes occupied by the gas during the isentropic process, plotting a 
pressure-vs.-volume curve, and finding the area under the curve and thereby determining the work done on the 


fiuid. Thus the work required is 
vol 2 
[ra= Г (5 iaa = КЕДЕ) 


or Ai =c,(T, — T,) = 0.716(422 — 293) = 92.4 kJ/kg, (Ai)(15 kg) = 1385 kJ = work required = change in internal 
energy, Ah = c,(T, — T,) = 1.003(129) = 129.4 kJ/kg, (AA)(15 kg) = 1941 kJ = change in enthalpy. 
Using the data of Prob. 16.6 compute A(p/p) and thus show that Ah = Ai + A( p/p). 


1 From Prob. 16.6, Ah — 129.4 kJ/kg, Ai —92.4 kJ/kg, R — 0.287 kJ/kg - K; p,/p, — RT, = (0.287)(293) = 
84.1 kJ/kg; p2/ P2 = RT, = (0.287)(422) = 121.1 kJ/kg; A(p/p) = pol Po — pi/ p: = 37.0 kJ/kg. Ai + A(p/p) = 
92 + 37 = 129.4 which checks accurately with the value of Ah. 


Using the data of Prob. 16.6, determine the work done in compressing the air by finding the area under a 


_ pressure-vs.-volume curve. Compute and tabulate volumes and pressures using volume increments which are 10 


percent of the original volume. 


1 R=0.287kI/kg-K, k =1.4. Initially, given: T; — 273 + 20 = 293 К; р. = 95 КРа; о, = RT,/p, = 
(0.287)(293)/95 = 0.885 m?/kg. After compression, from Prob. 16.6 T 2 (v/v) * 2 Q93 (v/v) 55 v — 
vi/(vi/v); V - mv — 15v; p - RT[v. 
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These data are plotted in Fig. 16-1. Measure or calculate area A: Work done in compression = A = 1.395 MJ (by ' 
calculation). 





Fig. 16-1 


Compute the change in enthalpy of 500 Ib of oxygen if its temperature is increased from 125 °F to 160 °F. 
І Cp = 5437 ft-Ib/(slug-^R) Ah =c,(T, — T,) = (5437)(160 — 125) — 190 000 ft-Ib/slug 


Five hundred pounds is equivalent to 15.53 slugs (m = W/g). Thus change in enthalpy = (190 000)(15.53) = 
2.95 x 10° ft-lb. 


Suppose the 500 Ib of oxygen of Prob. 16.9 was compressed isentropically to 75 percent of its original volume. 
Find the final temperature and pressure, the work required, and the change in enthalpy. Assume T, = 120 °F 
and p, — 200 psia. 


B pv* = constant and pu = RT. Eliminating p: (RT/v)V* = constant = RTv*~'. Since R = constant also, 
Tv*^! = constant; k = 1.4. From which: T, = T,(v,/v2)*—' = (120 + 460)(1/0.75)°* = 650.7 °R = 190.7 °F. 

pii T, — p2v2/ Tz; so 2007,/580 — p,(0.75v,)/651; p; — 299 psia; c, — 3883, c, — 5437 ft?/(s?-"R). Work 
required = change of internal energy (as isentropic). Work required = (Ai)(W) = c,(AT)(500/32.2) where 
AT = 190.7 — 120 = 70.7 °F. Work required = (3883)(70.7)(500/32.2) = 4.26 x 10° ft-lb; increase in enthalpy = 
(5437)(70.7)(500/32.2) = 5.97 x 10° ft-lb. 


Determine the sonic velocity in air at sea level and at 10 000, 20 000, and 30 000 ft. Assume standard 
atmosphere (Table A-7). 


B c — (kRT)". In all cases k 2 1.4 and R — 1715 ft-Ib/(slug-?R). From Table A-7, temperatures = 59°F, 
23.4 °F, —12.3 °F, and —47.8 °F. Substitute for T = (460 + temperature) and compute the resulting c's. 


[mains Г анана Г о 
0 
10 000 
20 000 
30 000 





Repeat Prob. 16.11 for sea level, 6 km, and 10 km. 


B c - (kRT)", k 21.4, and R — 0.287 kJ/kg - K — 287 m?/s? - K; g = 9.81 m/s”. From Table A-8: 
temperatures = 15.0, —24.0, and —49.9 °C. Substitute for T = (273 + temp. °C) and compute the resulting c’s. 


M 
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340 
316 












16.13 Find the stagnation pressure and temperature in nitrogen flowing at 600 fps if the pressure and temperature in 
the undisturbed flow field are 100 psia and 200 °F, respectively. 


I c = VERT = V(1.40)(1774)(460 + 200) = 1280 ft/s Nu = v/c = £8 =0.469 


1280 — 
Po = Кро/с2 = (1.40)[(100)(144)]/1280° = 0.0123 slug/ft? 
Ps = Po + (ро)(и2/2)[1 + (№,)2/4 +: · -] = (100)(144) + (0.0123)(600°/2)(1 + 0.4692/4) 
= 16736 lb/ft? ог 11616/п? 
(cp/g)(T,) + Vi/2g = (c,/g)(T.) 
(6210/32.2)(460 + 200) + 6007/[(2)(32.3)] = (6210/32.2)(7;)  T%=689°R or 229°F 


16.14 Find the stagnation pressure and temperature in air flowing at 90 fps if the pressure and temperature in the 
undisturbed flow field are 14.7 psia and 60°F, respectively. 


1 c = VERT = V(1.40)(1716)(460 + 60) = 1118 ft/s Nyu=vie — (Nu) = + = 0.0805 
(c,/g)(To) + Vo/2g = (cp/g)(T) 
(6000/32.2)(460 + 60) + 902/[(2)(32.2)] = (6000/32.2)(7) Т, = 521°К or 61°F 
р, = ро + (ро)(0%/2)[1 + (Мы %/4 +. -] ро = роЇЕТ, = (14.7)(144)/[(1716)(460 + 60)] = 0.00237 slug/ft? 
р, = 14.7 + [(0.00237)(90?/2)/144](1 + 0.08052/4) = 14.77 psia 


16.15 Air fiows past an object at 500 fps. Determine the stagnation pressures and temperatures in the standard 
atmosphere at elevations of sea level, 5000 ft, and 30 000 ft. 


1 From Table A-7: at sea level, 59 °F, p = 0.00238 slug/ft^; at 5000 ft, 41.2 °F, p = 0.00205 slug/ft®; at 30 000, 
—47.8 °F, p = 0.00089 slug/ft?. 


— VkRT | [R-17161b-ft/(slug-^R)] Nu = vo/c (where v, — 500 fps) 


Т, = Ty + (У%/2с„) [where c, = 6000 Ib-ft/(slug-°R)] 
р, = ро + [(09)(vo/2)/144][1 - (Nu)o/4 * - - -] 


Peet [oem [oe [De Dun 


14.70 1116 
5 000 12.24 1097 0.456 
4.37 995 0.503 











16.16 — Repeat Prob. 16.15 for an air speed of 180 m/s and elevation 2 km. 
B From Table A-8: at 2000 m, 2°C, p = 79.50 kPa, p = 1.007 kg/m’. 
c = VERT = V(1.40)(287)(2 + 273) = 332 m/s Ny = vo/c = #2 = 0.542 
Т, = Ty + (v2/2c,) = 2 + 1807/[(2)(1003)] = 18 °C 
р, =ро + (ро)(02/2)[1 + (№,)2/4 + · « -] = 79.50 + (1.007)(1807/2)(1 + 0.5427/4)/(1000) = 97.0 kPa abs 


16.17 Air at 250 psia is moving at 550 fps in a high-pressure wind tunnel at a temperature of 100 °F. Find the 
stagnation pressure and temperature. Note the magnitude of the sonic velocity for the 250-psia 100 °F air. 
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16.18 


16.19 


16.20 


16.21 


16.22 


16.23 


І c = УКЕТ = У(1.40)(1716)(460 + 100) = 1160 #/5 Nu = ус = 2, = 0.474 
Since [vp = 550 ft/s] <[c = 1160 ft/s], 
Ps/Po= [1 * (vo/ co) (k — 1)/2]*7? p,[250 — [1 *- (3155) (1.40 — 1)/2]- 9-75 
р, = 292 рѕіа c, To + 02/28 = c, T, (6000/32. 2)(460 + 100) + 550? /[(2)(32.2)] = (6000/32.2)(Т,) 
T,=585°R or 125°F 
Show that the equation p, = po + (Po)(vo/2)[1 + (Nujo/4 + - - +] results from the binomial expansion of the 
equation p,/po — [1 * (v,/c)'(k — 1)/2] 7». 
M p.lpo — (1 (vo/cY[(k — 1)/2]) ; substitute k — poc2/po: 


2— 
D | 2 „(2:2 Bo Pot, — p роб ро) ро) 
а |1+м№ 
Ро 2р Po 


Expanding by the binomial theorem: (a + b)" = a" + (na""')(b) + [n(n — 1)/2!]a”™'b? + - - - and then simplifying ; 


Іеадѕ (0 р, = ро + (ро05/2)[1 + (№,/4) + · +] Q.E.D 


Compute the value of R from the values of k and c, for air. 

І R =[(k — 1)/k](c,) = [(1.40 — 1)/1.40](6000) = 1714 ft-Ib/(slug-^R) 

Compute the enthalpy change in 5 kg of oxygen when the initial conditions are p, = 130 kPa abs and T, = 10°C, 
and the final conditions are p; — 500 kPa abs and T, = 95 °C [c, = 0.917 kJ/kg - K]. 

I һ›= һу = (с„)(Т›— Т) Н,-Н,-(5)с,)Т7,- Т) --(5)(0.917)(95 - 10) = 390 kJ 


A cylinder containing 2 kg nitrogen at 0.14 MPa abs and 5 °C is compressed isentropically to 0.30 MPa abs. Find | 


the final temperature and the work required [c, = 0.741 kJ/kg - К]. 


I T=(T)(p2/p.)*~ = (273 + 5)(0.30/0. 14)” = 346 K, or 73 °C. From the principle of conservation 
of energy, the work done on the gas must equal its increase in internal energy, since there is no heat transfer in 
an isentropic process; that is, wu. — и, = (с„)(Т; — Т,) = work per kilogram: Work = (2)(0.741)(73 — 5) = 101 kJ. 


If 3.0 slugs of air are involved in a reversible polytropic process in which the initial conditions p, = 12 psia and 
T, = 60°F change to p; — 20 psia and volume V = 1011 ft’, determine the (a) formula for the process and 
(6) work done on the air. 


MB (a) p, p,/ RT, — (12)(144)/(53.3)(32.17)(460 + 60) = 0.00194 slug/ft?. R was converted to foot-pounds per 
slug and degree Rankine by multiplying by 32.17. Also, 02 = 717 = 0.002967 slug/ft’; p,/pt = p2/p3, n= 
[In (p;/p1)]/[In (p2/1)] 7 [In (33)]/[In (0.002967/0.00194)] — 1.20; hence p/p!? — const describes the polytropic 
process. ` 

(6) Work of expansion is 


V; 
М-| рау 


vi 


This is the work done by the gas on its surroundings. Since p,V1 — p;V; — pV", by substituting into the integral, 


№ 4у V,—piV, mR 
w-pvi[ voc (BT) 


VW y^ 1 —n 
if m is the mass of gas. V, = 1011 ft? and V, ^ V(p;/p.)'" — (1011) (22)? — 1547 f£. Then W = 


[(20)(144)(1011) — (12)(144)(1548)]/(1 — 1.2) — —1 184 000 ft-Ib. Hence, the work done on the gas is 
1 184 000 ft-Ib. 


For Prob. 16.22, find the (a) amount of heat transfer and (b) entropy change. 


B (a) From the first law of thermodynamics the heat added minus the work done by the gas must equal the 
increase in internal energy; that is, Qj, —- W = U, — U, =c,m(T,— T,). First T, = р,/р,Е = 
(20)(144)/(0.002965)(53.3)(32. 17) = 566°R. Then Q;, = —(1 184 000/778) + (0.17)(32.17)[3(566 — 520)] = 
—761 Btu and 761 Btu was transferred from the mass of air. 
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(b s—s,-c,In[(p;/p)(pi/pz)] 5—5: = (0.171) 1а [(28)(0.00194/0.002967)'*] = —0.01436 Btu/(lbm-°R) 
and ' S, — S, = —0.01436(3)(32. 17) = — 1.386 Btu/°R 

A rough check on the heat transfer can be made using an average temperature T = (520 + 566)/2 = 543 and by 
remembering that the losses are zero in a reversible process: Qj — T (S; — $;) = (543)(— 1.386) = —753 Btu. 


Carbon tetrachloride has a bulk modulus of elasticity of 1.124 GPa and a density of 1593 kg/m?. What is the 
speed of sound in the medium? 


I c = VK/p = V(1.124 x 10°)/1593 = 840 m/s 


What is the speed of sound in dry air at sea level when T = 68 °F and in the stratosphere when T = —67 °F? 
I c=Vk&RT. Atsea level, c = V(1.40)(1716)(460 + 68) = 1126 ft/s. In the stratosphere, 
c = V(1.40)(1716)(460 — 67) = 972 ft/s. 
If 4 kg of a perfect gas, molecular weight 36, had its temperature increased 2 K when 6.4 kJ of work was done 
on it in an insulated constant-volume chamber, determine c, and c,. 
I cy = Au/At = 6.4/(4)(2) = 0.8 kJ/kg - K с=с, + К 

R = 8.312/M = 8.312/36 = 0.231 kJ/kg + K 

€, = 0.8 + 0.231 = 1.03 kJ/kg - K 


A gas of molecular weight 46 has c, — 1.558 kJ/kg - K. What is c, for this gas? 
i R = 8.312/46 = 0.181 kJ/kg > K c, =c, — R =1.558 — 0.181 = 1.377 kJ/kg -K 


Calculate the specific heat ratio k for Probs. 16.26 and 16.27. 
I k=c,/c,. For Prob. 16.26: k = 1.03/0.8 = 1.288. For Prob. 16.27: k = 1.558/1.377 = 1.131. 


The enthalpy of a gas is increased by 0.5 Btu/(Ibm-°R) when heat is added at constant pressure and the internal 
energy is increased by 0.4 Btu/(Ibm-^R) when the volume is maintained constant and heat is added. Calculate 
the molecular weight. 


І К = 1545/М = с, – с, » = 0.5 Btu/(Ibm-°R) cy = 0.4 Btu/(Ibm-°R) 

В = (0.5 — 0.4)(778) — 77.8 ft-Ib/(Ibm-^R) 77.8 = 1545/M M = 19.86 
Calculate the enthalpy change (in kcal) of 3 kg carbon monoxide from p; = 16 kPa abs and T, = 5°C to 
P2= 30 kPa abs and T, = 170°C. 
I H =mc, AT = (3)(0.249)(170 —.5) = 123.3 kcal 


Calculate the entropy change in Prob. 16.30. 
І AS — mc, In [(D/ T.) (p4/p)) *] Т, = 170 + 273 = 443 К Т = 5 + 273 = 278 К 
AS = (3)(0.178) (1а [033 :-929)'- 9] — 0.215 kcal/K 


In an isentropic process, 1 kg of oxygen at 17 °C has its absolute pressure doubled. What is the final 
temperature? 


ГД ТТ, = (р,1р.)* 2  T/(174273)-(2)99-»*^ T, = 354K or 84°С 
Work out the expression for density change with temperature for a reversible polytropic process. 
I р/р" = constant p/pT = constant р" ЧТ = constant T/T, = (pl py! 


Hydrogen at 50 psia and 40 °F has its temperature increased to 120 °F by a reversible polytropic process with 
n — 1.20. Calculate the final pressure. 
I L/T,—(pilp))" "^" — (120- 460)/(40 + 460) 2 (p,/50) 7^? — p,— 122 psia 


A gas has a density decrease of 15 percent in a reversible polytropic process when the temperature decreases 
from 50°C to 10°C. Compute the exponent n for the process. 
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1 From Prob. 16.33, T,/T, = (p,/p2)""', (50 + 273)/(10 + 273) = (1/0.85)""', log 1.141 — (n — 1) log 1.176, 
n=1.81. 

A projectile moves through water at 80°F at 1800 fps. What is the Mach number? 

i c = VK/p = V(322 000)(144)/1.93 = 4902 ft/s Nu = u/c = don = 0.367. 

If an airplane travels at 1350 km/h at sea level, p = 101 kPa abs, T = 25°C, and at the same speed in the 
stratosphere where T = —55 °C, how much greater is the Mach number in the latter case? 


F (Nuh (Nu): = с/с = VT,/T, 9 V(213 * 25) (273 — 55) — 1.169. Thus, (Ny); is 16.9 percent greater than 
(№). 


What is the speed of sound through hydrogen at 75 °F? ; 
І c 5 VkRT — V(1.40)(24 649)(75 + 460) = 4297 ft/s | 


Argon (M = 39.944, k = 1.67) flows through a tube such that its initial condition is p, = 250 psia and 
рі = 1.1616т/# and its final condition is p; — 30 psia and T, = 265 °F. Estimate the (a) initial temperature, 
(b) final density, (c) change in enthalpy, and (d) change in entropy. 


I (а) К = 49 720/39.944 = 1245 #2/(52-°В) pı = 1.16/32.2 = 0.03602 slug/ft? 
T, = p,/R,p, = (250)(144)/[(1245)(0.03602)] = 803°R ог 343°F 
(b) P2 = P2/ RT; = (30)(144)/[(1245)(460 + 265)] = 0.00479 slug/ft® 
(с) €, ^ kR/(k — 1) = (1.67)(1245)/(1.67 – 1) = 3103 #2/(52-°В) 


= № = (с,)( – Т) = (3103)[(460 + 265) – 803] = –242 000 #/5? 
(d) $,— $,— c, In (D/T)) — R In (p;/p;) — (3103) (In [(460 + 265)/803]} 
— (1245) (In [(30)(144)/(250)(144)]) — 2323 ft^/ (s"-^R) 

Estimate the speed of sound of carbon monoxide [k = 1.40, R = 0.297 kJ/kg - K] at 200°C. 
І c = VKRT = V(1.40)(297)(200 + 273) = 443 m/s 
A gas flows adiabatically through a duct. At section 1, p, = 195 psia, T, = 480 °F, and V, = 240 fps, while farther 
downstream V, — 1000 fps and p; = 35 psia. Calculate 7, and 5; — s, if the gas is air [c, = 6010 ft”/(s*-°R)]. 
i cT, * vi/2— c, T; - vi/2  (6010)(480) - 2407/2 — 60107; -- 10007/2 Т, = 402 °F 

5›— 5 = с, 1а (1/7) — R In (pz/p,) — (6010) (In [(402 -- 460)/(480 4- 460)]) — (1716) [а (25)] = 2427 #2/(8-°В) 


Rework Prob. 16.41 if the gas is argon [c, — 3103 f?/(s^-^R), k — 1.67, R — 1245 ft?/(s^-*R)]. 
І CT, + v2/2=CyT, + v3/2 (3103)(480) + 2402/2 = 31031, + 1000/2 T; = 328 °F 
$,—5, — c, In (5/T.) — R 1n (р/р,) = (3103) (1а [(328 + 460)/(480 + 460)]) — (1245)[In (25)] — 1591 ft?/(s*R) 


Solve Prob. 16.41 if the gas is steam. Assume an ideal gas, with M = 18.02 and k = 1.33. 
i c, T, * v1/2— c, T, * 03/2 R = 49 720/M — 49 720/18.02 — 2759 fC/ (s-*R) 
Cp = kR/(k — 1) = (1.33)(2759)/(1.33 — 1) = 11 120 ft?/(s’-°R) 
(11 120)(480) + 240/2 = 11 1207, + 1000/2 Т, = 438 °Е | 
S_—5,=c, In(Z,/T,) — R In (p2/p,) — (11 120) (In [(438 + 460)/(480 + 460)]} — (2759)[In (#5)] = 4231 f£ / (s"-*R) 


инна 


Solve Prob. 16.41 if the gas is steam. Assume a real gas and use the steam tables. 


I oh, +v2/2=h, + v3/2. With p, = 195 psi and T, = 480 °F, h, = 1258.2 Btu/Ibm and s, = 1.6153Btu/(lbm-°F) 
(from the steam tables). 1258.2 + 2407/[(2)(32.2)(778)] = hz + 10007/[(2)(32.2)(778)], 42 = 1239.4 Btu/lbm. With 
P2= 35 psi and h, = 1239.4 Btu/lbm, Т, - 406 °F and s, = 1.7641Btu/(Ibm-?F) (from the steam tables). 

$5— $5, — 1.7641 — 1.6153 = 0.149Btu/(lbm-°F). 


If 5 kg of oxygen in a closed tank at 240 kPa is heated from 100 °C to 300°C, calculate the new pressure, the 
heat added, and the change in entropy. 
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i pilp,— Т  p:/240 = (300 + 273)/(100 + 273) р,-369КРа О= тс, АТ 
c, — kR/(k — 1) — (1.40)(0.260)/(1.40 — 1) — 0.910 kJ/kg - K c, = ¢,/k =0.910/1.40 = 0.650 kJ/kg - K 
О = (5)(0.650)(300 — 100) = 650 kJ 
5, — s= mc, In (T, T;) — (5)(0.650) (In [(300 + 273)/(100 + 273)]} = 1.395 kI/K 


Steam at 450 ^F and 80 psia is compressed isentropically to 100 psia. What is the new temperature? Assume an 
ideal gas with k = 1.33. 


1 ТЫТ, = (р/р) T,/(450 + 460) = (190)01-33- 101.33 Т, = 962 *R or 502 “Б 


Solve Prob. 16.46 assuming a real gas and using the steam tables. 


I With p, = 80 psia and T; = 450°F, s, = 1.7078Btu/(lbm-°F) (from the steam tables). With p; — 100 psia and 
$57 5, — 1.7078Btu/(Ibm-?F), T, — 500 °F (from the steam tables). 


Carbon dioxide (k — 1.30, M — 44.01) enters a constant-area duct at 340 °F, 100 psia, and 500 fps. Farther 
downstream the properties are V, = 1000 fps and T, = 940 °F. Compute (a) p;, (b) the heat added between 
sections, (c) the entropy change between sections, and (d) the mass flow per unit area. 


ЖО) рзірі-(Т,/Т(У/У) р2/100- (940 -- 460)/(340 -- 460)|(1%5) р-87.5рвіа 
(b q-(&XL-T)-(v-v))2  c-kR/k—1) R =49720/M = 49 720/44.01 = 1130 #2/(8°-°В) 
с, = (1.30)(1130)/(1.30 — 1) = 4897 #/(5°-°В) 
q = (4897)(940 – 340) + (1000 – 5002) /2 = 3.313 x 10° ft-Ib/siug — 3.313 x 105/[(32.2)(778)] — 132 Btu/Ibm 
(с) s2- s1 = c ш (Т;/Т,) — R In (p;/pi) — (4897) (In [(940 -- 460)/(340 + 460)]} — (1130)[In (87.5/100)] 
= 2891 ft-Ib/(slug-°R) 
(а) m= p,Ayv, pı = p,/RT, = (100)(144)/[(1130)(340 + 460)] = 0.01593 slug/ft? 
mA, = (0.01593)(500) — 7.97 (slugs/s)/ft? 


Steam enters a duct at p, — 60 psia, 7; — 350?F, V, — 200 fps, and leaves at p, = 120 psia, T, = 850 °F, and 
V, = 1200 fps. How much heat was added? 


I q — (h; — hi) + (v3 — v?)/2. From the steam tables, h, = 1208.2 Btu/lbm and h, = 1453.4 Btu/lbm. 
q = (1453.4 — 1208.2) + [(1200° — 200°)/2]/[(32.2)(778)] = 273 Btu/lbm. 


The internal energy of a hypothetical perfect gas is given as u = T™?/50 + 100. Determine c, and c,. Take 
К — 50 ft-Ib/(Ibm-F). 
І c, 7 du/dt 2 ((T !?)/50 2 0.01007 '? Btu/(Ibm-°R) 

c, — R t c, — 45 * 0.01007 7? = 0.0643 + 0.01007T~*? Btu/(Ibm-°R) 


Air at 15°C and 101 325 Pa is compressed to a pressure of 345 000 Pa. If the compression is adiabatic and 
reversible, what is the final specific volume? How much work is done per kilogram of the gas? 


I Pil p2 = [VV] V, - RTIp (V. = (287)(15 - 273)/101 325 — 0.8158 m?/kg 


101325/345000 2 ((V,),/(0.8158)] 9 — (V), 20.340 m?/kg W= Í p dv 


Since p(V,)* = constant, 
3*9 constant 1/(V,)1 1994 
W= [ dv = (constant [ee] 
0.8158 (Ы ( nstan ) 1 = k 0.8158 
(1/0.340)"°-" — (1/0.8158)"-! 
1 — 1.40 
Constant = (101 325)(0.8158)'" = 76 196 W = (—1.137)(76 196) = —86 600 J/kg 





= (constant)| | — (—1.137)(constant) 


Do Prob. 16.51 for an isothermal compression. 
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I (p,)(V,); = (p2)(V.)2. Using data from Prob. 16.51, (101 325)(0.8158) = (345 000)(V,)2, (V.)2 = 0.240 m’/kg. 





0.240 dy. 240 
W= Í p dv = constant Í = constant [In У, ]2:2, = (constant) (in E (constant)( —1.224) 
0.8158 Уз 0.8158 
Constant = (101 325)(0.8158) = 82 661 W = (82.661)(—1.224) = —101 000 J/kg 


16.53 An airplane is capable of attaining a flight Mach number of 0.9. When it is flying at an altitude of 1000 ft in 
standard atmosphere, what is the ground speed if the air is not moving relative to the ground? What is the 
ground speed if the plane is at an altitude of 35 000 ft in standard atmosphere? 

B Ataltitude 1000 ft, c — 1113 ft/s, Uptane = (0. 9)(1113) = = 1002 ft/s. At altitude 35 000 ft, c = 973 ft/s, 
Uptane = (0.9)(973) = 876 ft/s. 


16.54 Do the first part of Prob. 16.53 if the air is moving at 30 mph directly opposite to the direction of flight. 
І Uptane = 1002 — (30)(5280)/3600 = 958 ft/s 


16.55 | What is the value of k for standard atmosphere at an altitude of 30 000 ft? 


I c=Vkp/p | 995— V(k)(628)/(0.374)(0.00238) — k — 1.40 


16.56 Suppose that a plane is moving horizontally relative to the ground at a speed of twice the velocity of sound 
(340.5 m/s) and that the air is moving in the opposite direction at a speed of one-fourth the velocity of sound 
relative to the ground. What is the Mach angle? 


B Relative to the ground: V... — (2)(340.5) = 681.0 m/s, Vair = 340.5/4 = 85.1 m/s. Velocity of source relative 
to the air is 681.0 + 85.1 = 766.1 m/s. Hence, Ny = 766.1/340.5 = 2.25, ѕіп а = 1/2.25, а = 26.4°. 


16.57 Suppose that a cruise missile under test is moving horizontally at N,, = 2 in the atmosphere at an elevation of 
300 m above the earth’s surface. How long does it take for an observer to hear the disturbance from the instant 
when it is directly overhead? Assume standard atmosphere. 


I See Fig. 16-2. sin a = 1/2, w = 30.0°; tan 30° = 300/d, d — 519.6 m. Speed of shell is (2)(340) = 680 m/s. 
t=d/V =519.6/680 = 0.764 s. 





Fig. 16-2 


16.58 Suppose in Prob. 16.57 that an observer in a plane is moving in the same direction as the missile at a speed of 
one-half the speed of sound at an elevation of 300 m above the missile. What is the time elapsed between the 
instant when the missile is directly below and the instant when the observer hears the sound? Neglect change of 
€ from 300 m to 600 m elevation. 


I See Fig. 16-3. Using data from Prob. 16.57, 680t = 519.6 + (8)(/), 1 = 1.02 . 


4 —p Met 


300m 


— 


519.6 
m M=2 Fig 163 


16.59 A certain aircraft fiies at the same Mach number regardless of its altitude. It flies 80 km/h slower at 10 km than 
at sea level. What is its Mach number? 


Е с- VkRT. At sea level, c, — VkRT, —340.3 m/s. At 10000 m, c, — VkRT, — 299.4 m/s, Av = (№, ) (с — ci), 
(80)(1000)/3600 — (N,,)(340.3 — 299.4), Ny, = 0.543. 
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At 150°C and 1 atm, compute the speed of sound of (a) air, (6) oxygen, (c) hydrogen, (d) steam, (e) carbon 
monoxide. 


i c= VkKRT 
(а) c = V(1.40)(287)(150 + 273) = 412 m/s (b) c = V(1.40)(260)(150 + 273) = 392 m/s 
(с) c = V(1.41)(4127)(150 + 273) = 1569 m/s (d) c = V(1.33)(461)(150 + 273) = 509 m/s 
(е) c = V(1.40)(297)(150 + 273) = 419 m/s 


Assuming that water follows the liquid equation of state K = (n)(B + 1)(p,)(p/p,)” with n =7 and B = 3000, 
compute the bulk modulus and speed of sound at (a) 1 atm and (6) 1000 atm. 


Е (а) At 1atm (101350 Pa), p — p,, K — (7)(3000 + 1)(101 350)(1)’ = 2.13 GPa, c = VK/p = 
V (2.13 x 107)/998 = 1461 m/s. 


(b) At 1100atm, p/p, — [(1000 -- 3000)/3001]'7 — 1.042, K = (Ketm)(1.042)7 = (2.13 x 10°)(1.042)’ = 
2.84 x 10* Pa, c = V(2.84 x 10°)/[(998)(1.042)] = 1653 m/s. 


The measured value of the speed of sound in water at 20°C and 9000 atm is 2650 m/s.* Compare this with the 
value computed by the analysis of Prob. 16.61. 


I c=VK/p, K=(n)\(B+ 1)(р„)(р/р„)”, п =7, В = 3000, p, = 998 kg/m’. From Prob. 16.61, 9000 = 


(3001)(p/998)' — 3000, p = 1216.5 kg/m’; K = (7)(3000 + 1)(101 350)(1216.5/998)’ = 8.513 GPa, 
с = V(8.513 x 107)/1216.5 — 2645 m/s. This is (2650 — 2645)/2650 = 0.0019, or 0.19 percent less than the 


measured value. 


Mercury at 1 atm has a bulk modulus of about 28 GPa. It has also n — 7 in the equation of state of Prob. 16.61. 
What value of B in that equation best fits the measured bulk modulus? Estimate the bulk modulus and speed of 
sound of mercury at 2000 atm. 


I From Prob. 16.61, K, =(n)(B + 1)(p,) = 2.8 x 10°° = (7)(B + 1)(101 350), B = 39 466. At 2000 atm, 
P/p, = 2000 = (39 466 + 1)(p/p,)’ — 39 466 р/р. = 1.007 
K =(K,)(p/p,)’ = (2.8 x 10'°)(1.007)’ = 29.4 GPa 
р = 1.007р, = (1.007)(13 550) = 13 645 kg/m? c = VK/p = V(2.94 x 10'°)/13 645 = 1468 m/s 
Why do (a) water and mercury and (6) aluminum and steel have nearly equal speeds of sound in spite of the 


fact that the second material of each pair is much heavier than the first? Can this behavior be predicted from 
molecular theory? 


I In both cases, the lighter material has a proportionately smaller bulk modulus. 


An airplane flies at 360 m/s through air at — 10°C and 40 kPa. Is the airplane supersonic? 
ШІ с-УХЕТ- Ұ(1.40)(287)(273- 10) = 325 m/s, Ny = u/c = 38 = 1.1. Since Ny > 1.0, it is supersonic. 
A weak pressure wave (sound wave) with a pressure change Ap = 50 Pa propagates through air at 20°C and 
1 atm. Estimate the (a) velocity change across the wave, (b) density change, and (c) temperature change. 
Е (а) Ap = pc ^v 50 = (1.205)(343)(Av) Av = 0.1210 m/s 

(b) Ар = (p * Ap)(Av/c) ^ (1.205 - Ap)(0.1210/343) — 0.0004253 kg/m? 

(c) Approximately isentropic: 

(Т+АТ)/Т = [(р + Ар)/р]“ 
(273 +20 + АТ)/(273 + 20) = [(101 350 + 50)/101 350]: . AT —0.041*C 


Air at 65 °F flows isothermally through a 6-in-diameter pipe. The pressure at one section is 82 psia, and that at a 
section 550 ft downstream is 65 psia. If the pipe surface is "smooth," find the weight flow-rate of the air. 


* A. H. Smith and A. W. Larson, J. Chem. Phys., vol. 22, p. 351, 1954. 
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І р? – р? = (G?RT/g7A”)[fL/D + 21n (p,/p2)] А = (л)(5)2/4 = 0.1963 ft? 


Assume f = 0.007: (827 — 652)(144)? = (С?)(53.3)(65 + 460) /[(32.2)2(0.1963)2][(0.007)(550)/(%5) + (2) (1 8)], 
С = 95.2 b/s. This is the weight flow rate of the air if the assumed value of f of 0.007 is correct. This must be 
checked. 


№ =рр/и p = p/RT = (82)(144)/[(1716)(65 + 460)] = 0.01311 Ib-s?/ft* G=yAv 
у = pg = (0.01311)(32.2) = 0.4221 lb/ft? 95.2 = (0.4221)(0.1963)(v) — v— 1149 ft/s 
Ng — (0.01311)($)(1149)/(3.78 x 1077) 2 1.99 x 10" 
f — 0.007 (from Fig. A-5, using the "smooth pipes" line) 


Since this value of f is the same as the assumed value, the computed weight flow rate of 95.2 Ib/s is taken as the 
correct value. 


Air at 18 °C flows isothermally through a 300-mm-diameter pipe at of 0.450 KN/s (weight flow). The pressure at 
one section is 550 kPa abs, and the pipe surface is smooth. Find the pressure at a section 200 m downstream. 


І р? р? = (G?RT/g^ ASfLID * 21n (p,/p;)] А = (л)(0.300)2/4 = 0.07069 т? 
Ne = DG/gAp = (300 х 1073)(0.450 х 10°) /(9.807)(0.07069)(1.81 х 107%) 


From Fig. A-5, f = 0.0080. Substituting into the equation given above and neglecting temporarily the second 
term inside the brackets, 550? — p3 = {(0.450)?(29.3)(273 + 18)/[(9.807)7(0.07069)7]}[(0.0080)(200)/0.300], p. — 
532 kPa. Substituting this value of p. into the term that was neglected and solving for the p2 on the left side of 
the equation, 550? — p3 = {(0.450)7(29.3)(273 + 18)/[(9.807)7(0.07069)7] }[(0.0080)(200)/0.300 + (2)(In 83)], 
P2=532kPa (O.K.). 


Air at 100 °F flows isothermally through a 4-in-diameter pipe. Pressures at sections 1 and 2 are 120 psia and 
80 psia, respectively. Section 2 is located 400 ft downstream from section 1. Determine the weight flow rate of 
the air. Assume the pipe has a smooth surface. 


i pi — pi =(G?RT/g7A*)[fL/D + 21n(pi/p2)] А = (л)(5)2/4 = 0.08727 6 


Assume f = 0.007: (1207 — 80°)(144)? = (G?)(53. 3)(100 + 460)/[(32.2)?(0.08727)7][(0.007)(400)/(#) + (2)(n УІ, 
G =69.01b/s. This is the weight flow rate of the air if the assumed value of f of 0.007 is correct. Further 
checking (not shown here but following the pattern of Prob. 16.67) indicates that the assumed value of f of 
0.007 is correct, and therefore G — 69.0 Ib/s. 


Air at 85 °F flows isothermally through a 6-in-diameter pipe at a flow rate of 10 Ib/s. The pipe surface is very 
smooth. If the pressure at one section is 70 psia, determine the pressure at a section 600 ft downstream from the 
first section. 


Fo pi-pi=(G?RT/g7A’)[fL/D + 21n (p,/p.)] A 7 (x)($y/4 — 0.1963 tt Nr = pDv/p 
y = p/RT = (70)(144)/[(53.3)(460 + 85)] = 0.3470 Ib/ft? p = y/g = 0.3470/32.2 = 0.01078 slug/fe 
G=yAv 10-(0.3470)(0.1963(0) v =146.8ft/s № = (0.01708)(:)(146.8)/(3.78 х 1077) = 2.09 х10 


From Fig. A-5, f = 0.0103. Substituting into the equation given above and neglecting temporarily the second 
term inside the brackets, (707)(144)? — (p2)?(144)? = (10)(53.3)(460 + 85)/[(32.2)?(0. 1963)?][(0.0103)(600)/()], 
р» = 69.69 Ib/in". Substituting this value of p, into the term that was neglected and solving for the p; on the left 
side of the equation, (70°)(144)? — (p2)*(144)? = {(10)?(53.3)(460, + 85)/[(32.2)7(0. 1963)7]} x 

{(0.0103)(600)/(35) + (2)[In (70/69.69)], p2 = 69.69 Ib/in? (O.K.). 


Prepare a computer program to solve for either the weight flow rate or the pressure at a section downstream for 
isothermal flow of a compressible fluid. 

I THIS PROGRAM DETERMINES EITHER THE FLOW RATE OR THE PRESSURE AT A 
SECOND (DOWNSTREAM) POINT FOR CLOSED CONDUIT, COMPRESSIBLE FLOW. 
IT IS BASED ON AN ISOTHERMAL FLOW ANALYSIS AND IS THEREFORE SUB- 
JECT TO THE RESTRICTIONS AND/OR ASSUMPTIONS IMPLICIT IN ISOTHERMAL 
FLOW. IT CAN BE USED FOR PROBLEMS IN BOTH THE ENGLISH SYSTEM OF 


поооо 


© со с) С с) С) С) С) С) С) С) С) С) С) С) С) С) С) С) Су) С) С) С) С) С) су с) с) С) с) с) с) СО) су С) СО) СО Уус осо со со со со со сус с оссо суо 


FLOW OF COMPRESSIBLE FLUIDS J 479 


UNITS AND THE INTERNATIONAL SYSTEM OF UNITS. THE APPLICATION OF 
THIS PROGRAM IS LIMITED TO CASES INVOLVING A SINGLE CONDUIT WITH 
A CONSTANT DIAMETER. 


INPUT DATA MUST BE SET UP AS FOLLOWS. 


CARD 1 COLUMN 1 ENTER 0 (ZERO) OR BLANK IF ENGLISH SYSTEM 
OF UNITS IS IO BE USED. ENTER 1 (ONE) IF 
INTERNATIONAL SYSTEM OF UNITS IS TO BE USED. 
COLUMNS 2-79 ENTER TITLE, DATE, AND OTHER INFORMATION, 
IF DESIRED. 

CARD 2 COLUMNS 1-10 ENTER NUMBER INCLUDING DECIMAL GIVING 
ABSOLUTE PRESSURE AT UPSTREAM POINT (IN 
POUNDS PER SQUARE INCH OR KILO- 

PASCALS). 

COLUMNS 11-20 ENTER NUMBER INCLUDING DECIMAL GIVING 
ABSOLUTE PRESSURE AT DOWNSTREAM POINT (IX 
POUNDS PER SQUARE INCH OR KILO- 

PASCALS). 

COLUMNS 21-30 ` ENTER NUMBER INCLUDING DECIMAL GIVING GAS 
CONSTANT (IN FEET PER DEGREE-RANKINE CR 
METERS PER DEGREE-KELVIN) . 

COLUMNS 31-40 ENTER NUMBER INCLUDING DECIMAL GIVING 
TEMPERATURE (IN DEGREES~FAHRENHEIT OR 
DEGREES-CELSIUS) . 

COLUMNS 41-50 ENTER NUMBER INCLUDING DECIMAL GIVING 
DIAMETER OF CONDUIT (IN INCHES OR MILLI- 
METERS) . 

COLUMNS 51-60 ENTER NUMBER INCLUDING DECIMAL GIVING 
LENGTH OF CONDUIT (IN FEET OR METERS). 

COLUMNS 61-70 ENTER NUMBER INCLUDING DECIMAL GIVING 
ROUGHNESS (IN FEET OR METERS). ENTER A 
VALUE OF 0 (ZERO) FOR "SMOOTH” CONDUITS. 

COLUMNS 71-80 ENTER NUMBER INCLUDING DECIMAL GIVING 
VISCOSITY OF FLUID (IN POUNDS-SECONDS 
PER SQUARE FOOT OR KILONEWTONS-SECONDS PER 
SQUARE METER). | 

COLUMNS 1-10 ENTER NUMBER INCLUDING DECIMAL GIVING 
WEIGHT FLOW RATE (IN POUNDS PER 
SECOND OR KILONEWTONS PER SECOND). 

COLUMNS 11-34 ENTER TYPE OF FLUID. 

COLUMNS 35-58 ENTER TYPE OF CONDUIT. 
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NOTE WELL....EITHER THE FLOW RATE (COLUMNS 1-10 ON CARD 3) OR * 
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MULTIPLE DATA SETS FOR SOLVING ANY NUMBER OF PROBLEMS MAY BE 
INCLUDED FOR PROCESSING. 


DIMENSION TITLE(13),FLUID(4) , PIPE(4) 


‘COMMON F,ED,RN 


PI=3.14159265 

REAL L 

READ (5,100, END=2) UNITS, TITLE 
FORMAT (I1,13A6) 
WRITE(6,105)TITLE 

FORMAT ('1',13A6,//) 
READ(5,101)P1,P2,R,T,D,L,E,VIS,Q,FLUID,PIPE 
FORMAT (8F10.0,/,F10.0,8A6) 
FACTOR=12.0 

IF (UNITS .EQ. 1) FACTOR=1000.0 
PFACT=144 .0 

IF (UNITS. EQ. 1) PFACT=1.0 
TFACT-460.0 
IF(UNITS.EQ. 1) TFACT«273.0 
G=32.2 

IF (UNITS. EQ. 1)G=9. 807 
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A-PI*D**2/FACTOR**2/4.0 
SW=P1*PFACT/R/ (T+TFACT) 
RHO=SW/G 

ED=E/D* FACTOR 

IF (Q.GT.0.0001) GO TO 102 
FF=0.02 

104 9- SQRT( (P1* *2-р2* *2)* PFACT**2*G*G*a “Ay (Re ( T-- TFACT)" (rr* L/D* FACTOR+ 

*2.0*ALOG(P1/P2)))) 
V-Q/SW/A . 

RN-RHO*D/FACTOR*V/VIS 

CALL ROUGH 

DIFF=ABS (F-FF) 
IF(DIFF.LT.0.0001)GO TO 103 
FF-F 

GO TO 104 

103 IF (UNITS. EQ. OO WRITE (6,106) P1,P2,D,E,R,T,L,FLUID,PIPE,Q 

106 FORMAT(1X,'GIVEN DATA FOR A COMPRESSIBLE FLOW IN A CIRCULAR CLOSED 
* CONDUIT',//5X,'PRESSURE AT POINT 1 =',F8.1,' PSI',//5X,' PRESSURE 
*AT POINT 2 =',F8.1,' PSI',//5X,'DIAMETER OF CONDUIT =',Е7.2, 

*' IN',//5X,'ROUGHNESS -',F10.7,' FT',//5X,'GAS CONSTANT -',F7.1, 
*' PT/DEG-R' ,//5X,' TEMPERATURE z',F7.1,' DEG-F',//5X,'LENGTH OF CON 
*DUIT =',F8.1,' PT',//5X,'FLUID FLOWING IS ',4A6,//5X,'CONDUIT MATE 
*RIAL IS ',4A6,//1X,'THE FLOW RATE WILL BE',F7.1,' LB/S') 

IF (UNITS. EQ. 1D) WRITE(6,107) P1, P2,D, E, R, T, L, FLUID, PIPE,Q 

107 FORMAT(1X,'GIVEN DATA FOR A COMPRESSIBLE FLOW IN A CIRCULAR CLOSED 
* CONDUIT',//5X,'PRESSURE AT POINT | -',F8.1,' KPA',//5X, 'PRESSURE 
*AT POINT 2 -',F8.1,' KPA',//5X,'DIAMETER OF CONDUIT =' ,F7.1, 

*' MM',//5X,'ROUGHNESS -',F10.7,' M ' ,//5X,'GAS CONSTANT -',F7.1, 

* ' M/DEG-K' ,//5X,' TEMPERATURE z',F7.1,' DEG-C' ,//5X,'LENGTH OF CON 
*DUIT -',F8.1,' M ',//5X,'FLUID FLOWING IS. ',4A6,//5X,'CONDUIT MATE 
*RIAL IS ',4A6,//1X,'THE FLOW RATE WILL BE',F7.3,' KN/S') 

GO TO 1 

102 V-Q/SW/A 
RN-RHO*D/FACTOR*V/VIS 
CALL ROUGH 
P2-SQRT(P1* *2-Q**2"R" (T+TFACT /G* *2/A Ші ‘F "L/D “FACTOR / PRACT“ *2) 

109 P22- SQRT(P1* *2-Q* *2**g* (T+TFACT) /G *2/A* *g* (F* L/D *FACTOR42.0* 

*ALOG (P1/P2) ) /PFACT**2) 
DIFF=ABS (P22-P2) 
IF(DIFF.LT.0.01)GO TO 108 
P2=P22 
GO TO 109 

108 IF(UNITS.EQ.0)WRITE(6,111)P1,D,E,R,T,L,Q,FLUID,PIPE,P2 

111 FORMAT(1X,'GIVEN DATA FOR A COMPRESSIBLE FLOW IN A CIRCULAR CLOSED 
* CONDUIT',//5X,'PRESSURE AT POINT | -',F8.1,' PSI',//5X,'DIAMETER 
*OF CONDUIT -',F7.2,' IN',//5X,'ROUGHNESS -',F10.7,' FT',//5X,'GAS 
*CONSTANT -',F7.1,' FT/DEG-R',//5X,'TEMPERATURE =',F7.1,' DEG-F', 
*//5X,'LENGTH OF CONDUIT -',F8.1,' FT',//5X,'FLOW RATE =',F7.1, 

*' LB/S ' ,//5X,'FLUID FLOWING IS ',4A6,//5X,'CONDUIT MATERIAL IS ', 

*4A6,//1X,'T'IE PRESSURE AT POINT 2 WILL BE',F8.1,' PSI') 

IF (UNITS .EQ. 1)WRITE(6,110)P1,D,E,8,T,L,Q,FLUID, PIPE, P2 

110 FORMAT(1X,'GIVEN DATA FOR A COMPRESSIBLE FLOW IN A CIRCULAR CLOSED 
* CONDUIT',//5X,'PRESSURE AT POINT 1 =',F8.1,' KPA',//SX,'DIAMETER 
ЖОҒ CONDUIT -',F7.1,' MM',//5X,'ROUGHNESS =',F10.7,' M ',//5X,'GAS 
*CONSTANT z',F7.1,' M/DEG-K ',//5X,'TEMPERATURE -',F7.1,' DEG-C', 
*//5X,'LENGTH OF CONDUIT =',F8.1,' M ',//5X,'FLOW RATE =',F7.3, 

*' KN/S ',//5X,'FLUID FLOWING IS ',4A6,//5X,'CONDUIT MATERIAL IS ', 

*4A6,//1X,'THE PRESSURE AT POINT Z WILL BE ',F8.1,'KPA') 

GO TO 1 

2 STOP 

END 
SUBROUTINE ROUGH 
COMMON F,ED,RN 
IF(RN.LE.2000.0)F=64.0/RN 
IF (RN.LE.2000.0) RETURN 
IF (RN.LT. 4000. 0) WRITE (6,103) 

103 FORMAT(1X,'A REYNOLDS NUMBER IS IN THE CRITICAL ZONE, FOR WHICH TH 
*E FRICTION FACTOR IS UNCERTAIN. HENCE, PROGRAM EXECUTION WAS TERM 
*INATED. ') : 

IF (RN. LT. 4000.0) STOP 
F=0.006 
TRY1z1.0/SQRT (F) €2. O*ALOG10(ED/3. 742. 51/RN/SQRT (F) ) 
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102 Ғ-Ғ%0.00001 
TRY2=1.0/SQRT(F) +2.0*ALOG10(ED/3.7+2.51/RN/SQRT (F) ) 
IF (TRY1*TRY2) 100,100,101 
101 TRY1L=TRY2 
GO TO 102 
100 F=F-0. 000005 
RETURN ` 
END 


16.72 Solve Prob. 16.67 using the computer program of Prob. 16.71. 
Ё input 


123458$467069111131412147 1912222 202005222 2022 01 222 40 46.27 20 9.40 64.42 4 0646.46 49 40.49 009 52 50 54 55.30 97 20 99 4000 424204050607 00 00 OA 27) M7R 677797900 


OSAMPLE ANALYSIS gF CQMPRESSIBLE РФИ 
82.0 65.0 53.3 65.0 6.0 550.0 .000000378 


ES "SMITH" 


Output 


SAMPLE ANALYSIS OF COMPRESSIBLE FLOW 


GIVEN DATA FOR A COMPRESSIBLE FLOW IN A CIRCULAR CLOSED CONDUIT 


PRESSURE AT POINT 1 = 82.0 PSI 
PRESSURE AT POINT 2 = 65.0 PSI 
DIAMETER OF CONDUIT = 6.00 IN 


ROUGHNESS = 0.0000000 FT 
GAS CONSTANT = 53.3 FT/DEG-R 

TEMPERATURE = 65.0 ОЕС-Е 

LENGTH OF CONDUIT = 550.0 FT 

FLUID FLOWING 1S AIR 

CONDUIT MATERIAL IS "SMOOTH" | ‚ 


THE FLOW RATE WILL BE 395.2 LB/S 


16.73 Solve Prob. 16.68 using the computer program of Ptob. 16.71. 


1 input 
123 4507 6 9 101112 13141516171019 2021 22 23 2425 20 27 20 29 30 01 12 53 34 3536 17 30 50 4041 Queen no aU) DD MOM OUUANO UU TA ATIS 
1SAMPLE ANALYSIS GF COMPRESSIBLE FLOW 
550.0 29.3 18.0 300.0 200.0 . 000000018 
0.450 AIR Я "SMOOTH" 
Output 


SAMPLE ANALYSIS OF COMPRESSIBLE FLOW 
GIVEN DATA FOR A COMPRESSIBLE FLOW IN A CIRCULAR CLOSED CONDUIT 
PRESSURE AT POINT 1 = 550.0 KPA 
DIAMETER OF CONDUIT = 300.0 MM 
ROUGHNESS = 0), 0000000 М 
GAS CONSTANT = 29.3 M/DEG-K 
TEMPERATURE = 18.0 DEG-C 


LENGTH OF CONDUIT = 200.0 M 
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FLOW RATE = 0.450 KN/S 
FLUID FLOWING IS AIR 
CONDUIT MATERIAL IS "SMOOTH" 


THE PRESSURE AT POINT 2 WILL BE 532.1 КРА 


Air flows isothermally at 65 ^F through a horizontal 10- by 14-in rectangular duct at 100 Ib/s. If the pressure at a 
section is 80 psia, find the pressure at a second section 500 ft downstream from the first. Assume the duct 
surface is very smooth; hence the lowest curve of Fig. A-5 may be used to determine f. 


i (di Nu =1 — k(Nu)i{2 1n [(Nu)2/ (Nu) ] +f (L/D)} R, =A/p,, = 4 = 2.92 in = 0.243 ft 
= DVp/u = GD/ugA — G(4R)/ugA - [100(4 x 0.243)]/[(3.78 x 10-7)(32.2) 448] = 8.2 x 10° 
R,=R, since p.¥, = p, V, and p, — u;. From Fig. A-5, f = 0.0083. 
¥1 = pg/ RT = [(80 x 144)32.2]/[1715(460 + 65)] = 0.41 lb/ft? V, = G/y,A = 100/[(0.41) 324] = 250 fps 
c = VkRT = V(1.4)(1715)(525) = 1123 fps (Nu): = Vi/e = 2% = 0.222 
The limiting value of (N,,), is 1/ V1.4 = 0.845. Therefore, 
(0.222)7/(0.845)? = 1 — 1.4(0.222)^(2 In (0.845/0.222) + 0.0083[L/4(0.243)]} L=1260ft 


Thus the equation pj ~— p? = (G’RT/g*A”)[f(L/D) * 21n (pi/p;)] applies for all values M L « 1260 ft. 
Substituting L = 500 ft and neglecting the usually small logarithmic term, [(80)(144)]* — 

((100)7(1715)(460 -- 65)/(32.2)(1%)71((0.0083)|500/4(0.243))) from which p, = 67.1 psia. Substituting this value 
of p; and considering the logarithmic term yields p; — 66.6 psia. Repeating the process again will give a more 
accurate answer. 


Refer to Prob. 16.74. Neglecting the logarithmic term, find the pressures at sections 100, 300, and 800 ft 
downstream of the section where the pressure is 80 psia. 
І р. – P2=(G°RT/gA”)[f (L/D) + 2 In (p,/p2)] 
[(80)(144)]? — p? — [(100)71715(460 + 65)/32.27(438)"]{(0.0085)[L/4(0.243)]} 
P2 = 1.327 x 10* — 80 300L 
At L — 100 ft, p; — 11 170 psfa — 77.5 psia. At L - 300 ft, p; — 10420 psfa — 72.4 psia. At L — 800 ft, 
р» = 8270 psfa = 57.5 psia. 
Express in terms of p + y(V7/2g): 

At L — 100 ft, y —0.41(77.5/80) — 0.397 pcf. 

At L — 300 ft, y — 0.41(72.4/80) — 0.371 pcf. 

At L — 800 ft, y = 0.41(57.5/80) = 0.295 pcf. 

ли = у = уз 


At L = 100 ft, V — 250(0.41/0.397) — 258 fps. At L = 300 ft, V = 250(0.41/0.371) = 276 fps. At L — 800 ft, 
V = 250(0.41/0.295) = 347 fps. 


ve, pt+yV"/2g, 
L,ft | p,psia | V,fps | V?/2g psia 


250 





= 80 — 57.5 — 22.5 psi over the first 800 ft of length. Note: Greater accuracy can be achieved by considering 
the logarithmic term. 


Air flows isothermally through a long horizontal pipe of uniform diameter. At a section where the pressure is 
90 psia, the velocity is 110 fps. Because of fluid friction the pressure at a distant point is 30 psia. (a) What is the 


16.77 


16.78 


16.79 


16.80 
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increase in kinetic energy per pound of air? (6) What is the amount of thermal energy in Btu per pound of air 
that must be transferred in order to maintain the temperature constant? (c) Is this heat transferred to the air in 
the pipe or removed from it? (d) If the temperature of the air is 95 °F and the diameter of the pipe is 6 in find 
the total heat transferred in Btu per hour. 


1 pV =const for isothermal flow, therefore V, — p, V,/p2= 90(110)/30 = 330 fps, V2/2g — 188 ft-Ib/Ib, V2/2g — 
1691 ft-Ib/1b. 


(a) V?/2g + Op = V2/2g. Increase in KE of air = 1691 — 188 = 1503 ft-Ib/Ib. 
(b) Thermal energy/Ib transferred = О„ = АКЕ = 2 = 1.932 Btu/Ib. 
(c) KE increases, therefore heat is transferred to the air in the pipe. 


(a Yi - gpi/ RT, — [(32.2)(90)(144)]/[(1715)(460 + 95)] = 0.438 pcf 
G = y, V, A — (0.438) (110) (2/4) $^] = 9.46 Ib/s 
(1.932 x 9.46) — 18.28 Btu/s — 65 808 Btu/h 


For the case of Prob. 16.74 with a duct length of 500 ft, compute the thermal energy (heat) that must be added 
to the fluid to maintain isothermal conditions. 


B Since the flow is isothermal, p,/p,— p;/p; — RT = constant; p, = 80 psia and p; — 66.6 psia. Thus p,/p; — 
80/66.6 — 1.20 and V/V, — 1.20 since pV = constant from continuity. 

So V, — 1.20(250) — 300 fps; V2/2g - Qj — V2/2g, Qy, — (300)*/[(2)(32.2)] — (250)?/[(2)(32.2)] = 427 ft-Ib/Ib 
of air. Since G = 100 b/s, the rate at which heat must be added to the fluid is (100)(427) — 42 700 ft-Ib/s. Note: 
if Q 427 ft-Ib/Ib of air, Ђ > Т, апа і Он « 427 ft-Ib/Ib of air, 7; « T;. 


Carbon dioxide flows isothermally at 100 °F through a horizontal 6-in-diameter pipe. At this temperature 
— 4.0 x 107? Ib-s/ft. The pressure changes from 160.0 to 150.0 psig in a 120-ft length of pipe. Determine the 
flow rate if the atmospheric pressure is 14.5 psia and e for the pipe is 0.002 ft. 


B At section 1 (inlet), p, — 160.0 psig + 14.5 psi = 174.5 psia, R — 1123 ft?/(s-^R), y 2 gp/RT, y, — 
[(32.2)(174.5)(144)]/[(1123) (460 4- 100)] — 1.287 pcf; є/ Р = 0.002/0.5 = 0.004. Assume Np > 10°, Fig. A-5: 
f — 0.0285. At section 2, p; — 150 psig + 14.5 psi = 164.5 psia. 
pi- p3— (G'RT/g A)|f(L/D) * 21n (pi/p3)] 
[(174.5)(144)]? – [(164.5)(144)р = [С2(1123)(460 + 100)]/[32.22(0.1963)2][0.0285(120/0.5) + 2 1а (174.5/164.5)] 
С = 25.3 16/5 (based on the above assumption) V, = G/y,A = 25.3/[1.287(0.1963)] = 100.1 fps 
М№ = (DV y/g)/p  [(5)100.1(1.287/32.2)]/(4.0 x 1077) — 5.00 x 10° 


Hence assumption for Nz was O.K., and G = 25.3 Ib/s. 


Methane gas is to be pumped through a 24-in-diameter welded-steel pipe connecting two compressor stations 
24 mi apart. At the upstream station the pressure is not to exceed 65 psia, and at the downstream station it is to 
be at least 25 psia. Determine the maximum possible rate of flow (in cubic feet per day at 70 °F and 65 psia). 
Assume isothermal flow at 70 °F. 


1 For methane: R — 3100 ft /(s^-^R), и — 2.40 x 1077 Ib-s/ft. Absolute viscosity is independent of pressure 
over a wide range of pressures but kinematic viscosity varies with pressure: v, = u/p, — u/(pi/ RT) - 
2.40 x 10°7/[(65)(144)/(3100)(530)] = — 4.21 X 10? f/s, e — 0.00015 ft; €/D — 0.000075. As a first trial, assume 
Np > 10’, in which case from Fig. A-5 f = 0.0115. 
Pi — P2 = (G^RT [g A)|f (L/D) * 21n (pi/pz)] 
[(65)(144)f — [25)144)f - {G7(3100)(460 + 70)/32.27[()(#)7/4]} {(0.0115)[(24)(5280)/2] + 2 In $$ 
G = 25.2 lb/s 
Na — GD/ugA = (25.2)(2)/(2.40 x 10~7)[(32.2)(x)] = 2.08 x 10° 
Thus, from Fig. A-S: f = 0.0125; initially assumed f was too low. Substituting f = 0.0125 gives G = 24.2 lb/s, 


у, = gp,/RT, = (32.2)(65)(144)/[(3100)(530)] = 0.1834 Ib/ft?, Q = G/y = 24.2/0.1834 = 132.0 ft/s = 11.40 x 
10° ft?/day at 70°F and 65 psia. · 


Air flows isothermally in a long pipe. At one section the pressure is 84 psia, the temperature is 70 °F, and the 
velocity is 100 fps. At a second section some distance from the first the pressure is 14 psia. Find the energy head 
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loss due to friction, and determine the thermal energy that must have been added to or taken from the fluid 
between the two sections. The diameter of the pipe is constant. 


I For isothermal flow: p,/p2=p,/p2.= # = 6. But from continuity p,A,V, = p2A,V;, thus V,=6V,, Vi/ag+ - 
Qy = V3/2g, Qu = 6007/64.4 — 1007/64.4 = 5430 ft-Ib/Ib of air. For head loss: dp/y + d(V7/2g) = —(2tds/yr)= | 
~—dh,, y= go = gp/RT; substituting for y, (RT/g)(dp/p) * d(V?/2g) = —dh_. Integrating 


hy, = (RT/g) In (p,/p2) + (V2 — V2)/2g = [1715(460 + 70)/32.2] In 6 + (100° – 6002)/2(32.2) 
= 50 580 — 5430 = 45 150 ft-Ib/Ib of air 


Note: The total energy at section 2 is greater than that at section 1 because external heat is added. Thus h, 
represents a degradation of mechanical energy, but not a net loss of energy, because it is converted to another 
form of energy, namely internal heat. 


Air is flowing at constant temperature through a 3-in-diameter horizontal pipe, f = 0.018. At the entrance, ; 
V, = 320 ft/s, T = 110 °F, and p, = 30 psia. What is the maximum pipe length for this flow, and how much heatis - 
transferred to the air per pound mass? 


i Lmax = (DIf [(1 — KN3,)/KN3, + In (KN3,)] Nu = V/VKRT 
(№), = 320/У(1.40)(1716)(110 + 460) = 0.273 
Гах = 18)/0.0181[1 — (1.40)(0.273)21/(1.40)(0.273)? + Іа [(1.40)(0.273)2]) = 87.8 qu = (V3 — Vi)/28 
V, = (Na)2(c) (Nu) = 1/Vk = 1/V1.40 = 0.845 
V = (0.845)(1180) = 997.1 ft/s 4н = (997.1? — 320)/[(2)(32.2)(778)] = 17.8 Btu/lbm 


Air at 15°C flows through a 20-mm-diameter pipe at constant temperature. At the entrance V, = 60 m/s, and at 
the exit V, = 90 m/s (f = 0.018). What is the length of the pipe? 
I (f/D)(AL) = [(1 — KN3,)/KN3, + In (KN2,)] — [CL — KN3,)/ koe + In (KNG) D2 Nu = VIVkRT 
(Мы), = 60/У(1.40)(287)(15 + 273) = 0.176 (№), = 9/У(1.40)(287)(15 + 273) = 0.265 
[0.018/0.020](AL) = {[1 — (1.40)(0. 176)?]/(1.40)(0. 176)? + In [(1.40)(0.176)"]} 
— {[1 — (1.40)(0.265)?]/(1.40)(0.265)? + In [(1.40)(0.265)7]} AL=13.4m 


If the pressure at the entrance of the pipe of Prob. 16.82 is 2.0 atm, find the pressure at the exit. 
I p"Ip-(VE(N,) PIP = (VENu) р/р = (У)0) 
Using data from Prob. 16.82, 

pal pi 5 (Na) (Nu); — 0.176/0.265 = 0.664 | P2 = (0.664)(2.0) = 1.328 atm 


Hydrogen enters a pipe from a converging nozzle at Ny = 1, p =5 psia, and T = 0°F. Determine, for isothermal 
flow, the maximum length of pipe, in diameters, and the pressure change over this length (f = 0.018). 


І L = (РР) – КМ) КМ Іп (ЕМУ) 
L/D = (170.018) [1 — (1.40)(1)?]/(1.40)(1)? + In [(1.40)(1)7]} = 2.82 
p*'/p = (Vk)(Nu) p*/5 = (V1.40)(1) p*' = 5.916 psia Ap = 5.916 — 5 = 0.916 psia 


Oxygen flows at constant temperature of 20°C from a pressure tank, p = 130 atm, through 3-mm-ID tubing to 
another tank where p = 110 atm, f = 0.016. Determine the mass rate of flow. 


І т = рАо p=p/RT _p, = (130)(101 310)/[(260)(20 + 273)] = 172.9 kg/m? 
| А, = (л)(0.003)2/4 = 0.000007069 т? Ny z v/VKRT 
(f /D)(AL) = [(1 — KN3)/kN3, * In (KN3))]; — [(1 — KN3/ KN5, + In (KN) 
Palpi = (Nu)/(Nu); — (from Prob. 16.83) 
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Pol pi = 48 = 0.8462 (Nu) = (№,),/0.8462 = 1.182(№,), 
[0.016/0.003][(10)(0.3048)] = ([1 – (1.40)(%,„),]2/(1.40)(%,)> + 1а [(1.40)(%,)2) 
— (( — (1.40)[1.1820%,,),])/(1.40)[1.182(%,),Р +1 (1.40)[1.1820№%,)]) 
(Мы), = 0.111 0.111 = v,/V(1.40)(260)(15 + 273) ө, = 35.94 m/s 
m = (172.9)(0.000007069)(35.94) = 0.0439 kg/s 


16.86 In isothermal flow of nitrogen at 80 °F, 3 lbm/s is to be transferred 100 ft from a tank where р = 200 psia to a 
tank where p = 160 psia. What minimum size of tubing, f = 0.016, is needed? 


i (f /D)(AL) = [(1 — KN3,)/KN3, + In (KGa): — [1 — RNG) /K 3s + In (KN) 2 Nu = vic 
m= pA\v, p=p/RT pı = (200)(144)/[(1773)(80 + 460)] = 0.03008 slug/ft? 
pa (pi) (pal pi) — (0.03008) (28) — 0.02406 slug/ft? 3 = (0.03008)(32.17)(#D?/4)(v,;) — v5 3.947/D* 

0, = (29)(3.947/ D?) = 4.934/ D? c = VERT = V(1.40)(55.2)(32.17)(80 + 460) = 1159 ft/s 

(Nu): = (3.947/D?)/1159 = 0.003406/D? (Мы)» = (4.934/ D?)/1159 = 0.004257/D? 
(0.016/D)(100) = {[1 — (1.40)(0.003406/ D?y^]/ (1.40)(0.003406/ D7)? + In [(1.40)(0.003406/D)"]} 

— {[1 — (1.40)(0.004257/ D?)?^/(1.40)(0.004257/ D?Y -- In [(1.40)(0.004257/ D?y^]) 
D=0.150ft or 1.80in (by trial and error) 


16.87 Air enters a pipe of 1 in diameter at subsonic velocity and p, = 30 psia, T, = 550°R. If the pipe is 10 ft long, 
f =0.025, and the exit pressure p, = 20 psia, compute the mass flow for isothermal flow. 


І С? = (тА)? = (рі — p3)/{RT[FL/D + 21n (p,/p2)]} 
НИ + 21n (p,/p2) = [(0.025)(10)/4] + 2 In 8 = 3.81 
СЄ? = [30(144)]? — [20(144)]°/[(1717)(550)(3.81)] = 2.88 Ib’-s’/ft® ог G = 1.70 Ib-s/ft — 1.70 slugs/(s-ft) 
A=4nD? = }n(b) = 0.00545 ft? Hence жт = С̧А = (1.70)(0.00545) = 0.00926 slug/s 
Check the Mach number at inlet and exit: 
a = a, = 49(550)'? = 1149 ft/s P = pi/RT = (30)(144)/(1717)(550) = 0.00457 slug/ft? 
р =р,ЇЕТ = (20)(144)/(1717)(550) = 0.00305 slug/ft? 
Then 
V, = G/p, = 1.70/0.00457 = 371 ft/s (Nu) = V/a; = $ = 0.323 V, = G/p2 = 557 ft/s 
2 (№) = 25 = 0.484 


Since these are well below choking, the solution is accurate. 


16.88 Іѕепігоріс flow of nitrogen occurs in a 2-in-diameter pipe. At one point the velocity of flow, pressure, and 
specific weight are 409 fps, 85 psia, and 0.655 Ib/ft®, respectively. At a second point a short distance away, the 
pressure is 83 psia. What is the velocity at the second point? 

І (02 — vi)/2g = (pil rs K/(k — IIL — (р/р) ^] 
(v3 — 4097)/[(2)(32.2)] = [(85)(144)/0.655][1.40/(1.40 — 1)][1 — (By) v, = 443 ft/s 

16.89 At one point on a streamline in an isentropic airflow, the velocity, pressure, and specific weight are 30.5 m/s, 
350 kPa, and 0.028 kN/m/, respectively. At a second point on the streamline, the velocity is 150 m/s. Find the 
pressure at the second point. 

г (02 — vi)/2g = (pil TK = DIL (р/р) 7%] 
(150? — 30.5”)/[(2)(9.807)] = (350/0.028)[1.40/(1.40 — 1)][1 — (p,/350)-*97 0-9] р, = 320 КРа 


16.90 _Isentropic flow of oxygen occurs in a 100-m-diameter pipe. At one point the velocity of flow, pressure, and 
specific weight are 125 m/s, 450 kPa, and 0.058 kKN/m’, respectively. At a second point a short distance away, 
the pressure is 360 kPa. What is the velocity at the second point? 

І (02 — 02) /26 9 Gul YEA — DILL — (р/р) 9) 
(v3 — 125)/[(2)(9.807)] = (450/0.058)[1.40/(1.40 — 1)][1 — (289) 4971-40 v2 = 220 m/s 
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| 16.91 


16.92 


At one point on a streamline in an isentropic airflow, the velocity, pressure, and specific weight are 80 m/s, 
405 kPa, and 0.046 KN/m’, respectively. At a second point on the streamline, the velocity is 165 m/s. Find the 
pressure at the second point. 


І (v3 — v1)/2g 7 (pil Y)[K/(k — 1)][1 — (p2/ p) ^] 
(165^ — 80^)/[(2)(9.807)] — (405/0.046)[1.40/(1.40 — 1)][1 — (p,/405)9-*] ^ p,—358kPa 


Prepare a computer program that determines the pressure either at point 1 or point 2 or the velocity at point 1 
or point 2 for closed conduit, compressible, isentropic flow. 


THIS PROGRAM DETERMINES EITHER THE PRESSURE AT POINT 1 OR 

POINT 2 OR THE VELOCITY AT POINT 1 OR POINT 2 FOR CLOSED CONDUIT, 

COMPRESSIBLE FLOW. IT IS BASED ON AN ISENTROPIC FLOW ANALYSIS 

AND IS THEREFORE SUBJECT TO THE RESTRICTIONS AND/OR ASSUMPTIONS а 
IMPLICIT IN ISENTROPIC FLOW. IT CAN BE USED FOR PROBLEMS IN BOTH i 
THE ENGLISH SYSTEM OF UNITS AND THE INTERNATIONAL SYSTEM OF > 
UNITS. 


INPUT DATA MUST BE SET UP AS FOLLOWS. 
& 
CARD 1 COLUMN 1 ENTER O (ZERO) OR BLANK IF ENGLISH SYSTEM 
OF UNITS IS TO BE USED. ENTER 1 (ONE) IF 
INTERNATIONAL SYSTEM OF UNITS IS TO BE 
USED. 
COLUMNS 2-79 ENTER TITLE, DATE, AND OTHER INFORMATION, 
. IF DESIRED. 
CARD 2 COLUMNS 1-10 ENTER NUMBER INCLUDING DECIMAL GIVING 
ABSOLUTE PRESSURE AT UPSTREAM POINT 
(POINT 1) (IN POUNDS PER SQUARE 
INCH OR KILOPASCALS). 
COLUMNS 11-20 ENTER NUMBER INCLUDING DECIMAL GIVING 
ABSOLUTE PRESSURE AT DOWNSTREAM POINT 
(POINT 2) (IN POUNDS PER SQUARE : 
INCH OR KILOPASCALS). * 
COLUMNS 21-30 ENTER NUMBER INCLUDING DECIMAL GIVING : 
: VELOCITY AT POINT 1 (IN FEET PER SECOND 
OR METERS PER SECOND). 
COLUMNS 31-40 ENTER NUMBER INCLUDING DECIMAL GIVING 
VELOCITY AT POINT 2 (IN FEET PER SECOND 
OR METERS PER SECOND). 
COLUMNS 41-50 ENTER NUMBER INCLUDING DECIMAL GIVING 
SPECIFIC (OR UNIT) WEIGHT AT POINT 1 (IN 
POUNDS PER CUBIC FOOT OR KILO- 
NEWTONS PER CUBIC METER). 
COLUMNS 51-60 ENTER NUMBER INCLUDING DECIMAL GIVING 
SPECIFIC (OR UNIT) WEIGHT AT POINT 2 (IN 
POUNDS PER CUBIC FOOT OR KILO- 
NEWTONS PER CUBIC METER). 
COLUMNS 61-70 ENTER NUMBER INCLUDING DECIMAL GIVING 
SPECIFIC HEAT RATIO. 
COLUMNS 71-80 ENTER TYPE OF FLUID. 


e ee e e e ee e e e e ee e ee e ee e e e eee e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e ode o e e e d f de d d n x 


NOTE WELL....EITHER THE PRESSURE AT POINT 1! (COLUMNS 1-10 ON 
CARD 2) OR AT POINT 2 (COLUMNS 11~20) OR THE VELOCITY AT POINT 1 
(COLUMNS 21-30) OR AT POINT 2 (COLUMNS 31-40), WHICHEVER ONE IS 
TO BE DETERMINED BY THIS PROGRAM, SHOULD BE LEFT BLANK. IF 
EITHER THE PRESSURE OR THE VELOCITY AT POINT 1 IS BEING DETER- 
MINED, ENTER A VALUE FOR THE SPECIFIC (OR UNIT) WEIGHT OF THE 
FLUID AT POINT 2 (COLUMNS 51-60) AND LEAVE SPECIFIC (OR UNIT) 
WEIGHT OF THE FLUID AT POINT 1 (COLUMNS 41-50) BLANK. IF EITHER 
THE PRESSURE OR THE VELOCITY AT POINT 2 IS BEING DETERMINED, 
ENTER A VALUE FOR THE SPECIFIC (OR UNIT) WEIGHT OF THE FLUID AT 
POINT ! (COLUMNS 41-50) AND LEAVE SPECIFIC (OR UNIT) WEIGHT OF 
THE FLUID AT POINT 2 (COLUMNS 51-60) BLANK. 


+ + + + + +++ + ++ +t 
+ + + + + + + ++ +++ OH 


3f e ee e e e e ee RE e e e e e e e e e e e e e e e e de e de e e e e e e e e e e e e e e e e e e e e de e i e e e e e d e d d d d x 


MULTIPLE DATA SETS FOR SOLVING ANY NUMBER OF PROBLEMS MAY BE 
INCLUDED FOR PROCESSING. 


000000000000000000000000000000000000000000000000000000000000n 
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REAL K 
DIMENSION TITLE (13) ,FLUID(2) 
READ(5,100,END=2) UNITS , TITLE 
100 FORMAT (I1,13A6) 
WRITE(6,105) TITLE 
105 FORMAT ('1',13A6,//) 
READ(5,102)P1,P2,V1,V2,SW1,SW2,K,FLUID 
102 FORMAT(7F10,0,2A5) 


G=32.2 
IF (UNITS .EQ.1)G=9. 807 
PFACT=144.0 


IF (UNITS.EQ.1) PFACT=1.0 
IF(P1.LT.0.0001)GO To 103 
IF (P2.LT.0.0001)GO TO 104 
IF(V1.LT.0.0001)GO TO 106 
V27SQRT (2. O*G*P1 *PFACT/SW1*K/(K-1.0) *(1.0- (P2/P1) ** ((K-1.0) /K)) 
*+у1**2) 
IF (UNITS .EQ.0)WRITE(6,107)P1,P2,V1,SW1, FLUID, V2 
107 FORMAT(1X,'GIVEN DATA FOR A COMPRESSIBLE FLOW IN A CIRCULAR CLOSED 
* CONDUIT’ ,//5X,'PRESSURE AT POINT 1 z',F8.1,' PSI',//5X,' PRESSURE 
*AT POINT 2 =',F8.1,' PSI',//5X,'VELOCITY AT POINT 1 =',F7.1,' FT/S 
*',//5X,'SPECIFIC (OR UNIT) WEIGHT OF FLUID AT POINT 1 s',F8.3, 
* ' LB/CU FT' ,//5X,'FLUID FLOWING IS ',2A5,//1X,'THE VELOCITY AT PO 
*INT 2 WILL BE',F7.1,' FT/S') 
IF(UNITS.EQ. 1) WRITE(6,108) P1, P2,V1 ,SW1 , FLUID,V2 
108 FORMAT(1X,'GIVEN DATA FOR A COMPRESSIBLE FLOW IN A CIRCULAR CLOSED 
* CONDUIT',//5X,'PRESSURE AT POINT 1 s',F8.1,' KPA',//5X,'PRESSURE 
*AT POINT 2 z',F8.1,' KPA',//5X,'VELOCITY AT POINT 1 -',F7.i,' M/S 
*',//5X,'SPECIFIC (OR UNIT) WEIGHT OF FLUID AT POINT 1 -',F8.3, 
*' KN/CU M ',//5X,'FLUID FLOWING IS ',2A5,//1X,'THE VELOCITY AT PO 
*INT 2 WILL BE',F7.1,' M/S') 
GO TO ! 
103 Pl=(((V2**2-V1**2) /2.0/G/(P2*PFACT) *SW2/K* (K-1. 0) +1. 0) *(P2*PFACT) 
*** ((K-1.0) /K) ) ** (K/(K-1.0)) /PFACT 
IF(UNITS.EQ.O)WRITE(6,109) P2, V1,V2,SW2,FLUID,P1 
109 FORMAT(1X,'GIVEN DATA FOR A COMPRESSIBLE FLOW IN A CIRCULAR CLOSED 
* CONDUIT' ,//5X,'PRESSURE AT POINT 2 =',F8.1,' PSI',//5X,' VELOCITY 
*AT POINT 1 =',F7.1,' PT/S',//5X,' VELOCITY AT POINT 2 z',F7.1,' FT/ 
*s',//SX,'SPECIFIC (OR UNIT) WEIGHT OF FLUID AT POINT 2 =',F8.3, 
* ' LB/CU FT' ,//5X,'FLUID FLOWING IS ',2A5,//1X'THE PRESSURE AT POI 
*NT 1 WILL BE ',F8.1,' PSI') 
IF(UNITS.EQ. 1) WRITE(6,110) P2, V1,V2,SW2 ,FLUID,P1 
110 FORMAT(1X,'GIVEN DATA FOR A COMPRESSIBLE FLOW IN A CIRCULAR CLOSED 
* CONDUIT',//5X,'PRESSURE AT POINT 2 z',F8.1,' KPA' ,//5X,' VELOCITY 
ЖАТ POINT 1 =',F7.1,' M/S ',//5X,'VELOCITY AT POINT 2 =',F7.1,' M/S 
* ',//5X,'SPECIFIC (OR UNIT) WEIGHT OF FLUID AT POINT 2 =',F8.3, 
*' KN/CUM ',//5X,'FLUID FLOWING IS ',2A5,//1X'THE PRESSURE AT POI 
*NT 1 WILL BE ',F8.1,' КРА!) 
GO TO 1 
104 P2=((1.0-(v2**2-Vi**2) /2.0/G/(P1*PFACT) *Swl /K* (K-1.0)) *(P1*PFACT) 
*** ((K-1.0) /K)) ** (K/(K-1.0)) /PFACT 
IF(UNITS. EQ. OOWRITE (6,111)P1,V1,V2,SW1,FLUID, P2 
111 FORMAT(1X,'GIVEN DATA FOR A COMPRESSIBLE FLOW IN A CIRCULAR CLOSED 
* CONDUIT',//5X,'PRESSURE AT POINT 1 s',F8.1,' PSI',//5X,' VELOCITY 
*AT POINT 1 =',F7.1,' FT/S',//5X,'VELOCITY AT POINT 2 -',F7.1,' FT/ 
*S',//5X,'SPECIFIC (OR UNIT) WEIGHT OF FLUID AT POINT 1 -',F8.3, 
* ' LB/CU FT',//5X,'FLUID FLOWING IS ',2A5,//1X'THE PRESSURE AT POI 
*NT 2 WILL BE ',F8.1,' PSI') 
IF(UNITS.EQ. 1) WRITE(6,112) P1,V1, V2, SW1 ,FLUID,P2 
112 FORMAT(1X,'GIVEN DATA FOR A COMPRESSIBLE FLOW IN A CIRCULAR CLOSED 
* CONDUIT',//5X,'PRESSURE AT POINT 1 -',F8.1,' KPA',//5X,' VELOCITY 
ЖАТ POINT 1 =',F7.1,' M/S ',//5X,'VELOCITY AT POINT 2 =',F7.1,' M/S 
* ',//5X,'SPECIFIC (OR UNIT) WEIGHT OF FLUID AT POINT 1 =',Е8.3, 
*' KN/CUM ',//SX,'FLUID FLOWING IS ',2A5,//1X'THE PRESSURE AT POI 
*NT 2 WILL BE ',F8.1,' KPA') 
GO To 1 
106 V1l=SQRT (V2**2-2,0*G*P2*PFACT /SW2*K/(K-~1.0) *( (P1/P2) ** ( (K~1.0) /K) 
*-1.0)) 
IF(UNITS.EQ. O) WRITE(6,113) P1,P2,V2,SW2,FLUID, V1 
113 FORMAT(1X,'GIVEN DATA FOR A COMPRESSIBLE FLOW IN A CIRCULAR CLOSED ` 
* CONDUIT',//5X,'PRESSURE AT POINT 1 -',F8.1,' PSI',//5X,'PRESSURE 
ЖАТ POINT 2 =',F8.1,' PSI',//5X,'VELOCITY AT POINT 2 -',F7.1,' FT/S 
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*',//5X,'SPECIFIC (OR UNIT) WEIGHT OF FLUID AT POINT 2 =',F8.3, 
* ' LB/CU FT' ,//5X,'FLUID FLOWING IS ',2A5,//1X,'THE VELOCITY AT PO 
*INT 1 WILL BE',F7.1,' FT/S') 
IF (UNITS.EQ. i)WRITE(6,114)P1,P2,V2,SW2,FLUID,V1 

114 FORMAT(1X,'GIVEN DATA FOR A COMPRESSIBLE FLOW IN A CIRCULAR CLOSED 
* CONDUIT’ ,//5X,'PRESSURE AT POINT 1 =',F8.1,' KPA',//5X,' PRESSURE 
*AT POINT 2 =',F8.1,' KPA',//5X,' VELOCITY AT POINT 2 =',F7.1,' M/S 
*',//5X,'SPECIFIC (OR UNIT) WEIGHT OF FLUID AT POINT 2 =',F8.3, 


*' KN/CUM ',//5X,'FLUID FLOWING IS ',2A5,//1X,'THE VELOCITY AT PO 
*INT 1 WILL BE',F7.1,' M/S') 
GO TO 1 
2 STOP 
END 


16.93 Solve Prob. 16.88 using the computer program of Prob. 16.92. 
1 input 


1224€54789911214101499517*01 202 22222228 20 22 20 9 00 1 22.20 04 30 36 27 2 390 48 41 48.48.94.46.46 42 48.90 30 31 52 52 54 98.54 7 00 900 04 62 0204450607 4040 70 I 7272 07$ A7 07090 


OSAMPLE ANALYSIS gF CQMPRESSIBLE FLOW . 
85.0 83.0 409.0 0.655 1.40 NITROGEN 


Output 


SAMPLE ANALYSIS OF COMPRESSIBLE FLOW 


GIVEN DATA FOR A COMPRESSIBLE FLOW IN A CIRCULAR CLOSED CONDUIT 


PRESSURE AT POINT 1 = 85.0 PSI 
PRESSURE AT POINT 2 = 83.0 PSI 
VELOCITY AT POINT 1 = 409.0 FT/S 
SPECIFIC (OR UNIT) WEIGHT OF FLUID AT POINT 1 = 0.655 LB/CU FT 


FLUID FLOWING IS NITROGEN 


THE VELOCITY AT POINT 2 WILL BE 442.5 FT/S 


16.94 Solve Prob. 16.89 using the computer program of Prob. 16.92. 
1 input 


122458476 9 909 3000960990 992022 90 2020 2020 26 2009 20 0 20 20290 2028 29030-48148 40.0049.46 49 4000 80.00 90 9020930 97 IO 90 0004 0 0004464107 0049 99 1 E PATE Io 7 PUE. 


1SAMPLE AMALYSIS GF COMPRESSIBLE FLOW 
350.0 30.5 150.0 0.028 1.40 AIR 


^ 


Output 
SAMPLE ANALYSIS OF COMPRESSIBLE FLOW 


GIVEN DATA FOR A COMPRESSIBLE FLOW IN A CIRCULAR CLOSED CONDUIT 
PRESSURE AT POINT 1 = 350.0 KPA 


VELOCITY AT POINT 1 


h 


30.5 M/S 

VELOCITY AT POINT 2 = 150.0 M/S 

SPECIFIC (OR UNIT) WEIGHT OF FLUID AT POINT 1 = 0.028 KN/CU M 
FLUID FLOWING IS AIR | 


THE PRESSURE AT POINT 2 WILL BE 320.2 KPA 


16.95 


16.96 


16.97 


16.98 


16.99 


16.100 


16.101 


16.102 
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Air at a pressure of 200 psia and a temperature of 140 °F expands in a suitable nozzle to 20 psia. (a) If the flow 
is frictionless and adiabatic and the initial velocity is negligible, find the final velocity. (6) Find the final 
temperature at the end of the expansion. 


го) й=0 V3/2g = (RT /a)[k -DI — (p/p) 
V3/2g — [(1715)(600)/32.2](1.4/0.4)[1 — (25)*7*] У, = 1864 fps 
(6) Vi-Vi-2e(1- 5) 186£—0-2(6000(600- 5) T; =310°R = —150 °F 


Derive the equation for isentropic flow: (V5 — V1)/2g — (pi/y)[Kk/(k — 1)][1 — (p;/pi) ^"^] by integrating the 
Euler equation. 


B Euler equation: аріү + (У ау)/е = 0 (1) 
pv* = constant = p/p* because v = 1/p; so p/y* = C: 
р = Сү“: ар = Скү*! аү (2) 
Substitute (2) into (1) and integrate: Cky*~? dy + (1/g)V dV =0. 

ЕЕЕ Vi-Vi ok HE k (2-2) 

k-1 4, L2gdy, 2 К-11уЬ k-1\n Y 

Note that p,/y, — Po! Y2 = Pi/ Yi — (po! ¥2)/(pi/Y)] where у, = (1/C)pi* and y2: = (1/C)p3", РҮ1/р1Ү = 
(pz )/(pr ©”) = (р/р) "*. Тһиѕ (И2 —– V)/28 — Gu/Y)[k/(k – 0)]01 – (р/р) 2] О.Е.Р. 
Carbon dioxide flows isentropically. At a point in the flow the velocity is 45 fps and the temperature is 120 °F. 
At a second point on the same streamline the temperature is 80?F. What is the velocity at the second point? 


1 For carbon dioxide: k — 1.28; R — 1123 ft-Ib/(slug-^R). Flow is isentropic, therefore adiabatic. V3 — V? = 
[2k/(k — 1))(RT)[1 — (1/7,)], Vi — 45? = [2(1.28)/0.28](1123)(460 + 120)[1 — (460 + 80)/(460 + 120)]; 

V, = 642 fps. Check to see if sonic velocity is exceeded: c = (KRT)'? = [1.28(1123)(460 + 80)]'? = 881 fps. 
Since V, <c, flow is subsonic, V, — 642 fps is correct. 


Refer to Prob. 16.97. If the pressure at the first point were 20 psi, determine the pressure and temperature on 
the nose of a streamlined object placed in the flow at that point. 
F po = Po/ RR = (20)(144)/(1123)(580) = 0.00442 slug/ft? c = (KRT,)'? = [1.29(1123)(580)]'? = 917 fps 
Nu = У/с = др = 0.0491 Ps = Po + Po(V3/2)(1 - N2,/4) (343) = 20.0 psia (c,/g)T, + Vi/2g — (c, /g)T. 
(5132/32.2)(580) + (457/64. 4) — (5132/32.2)T, Т, = 580 °R = 120 °F 
Temperature increase is negligible. 
From the equation s; — s; — c, In[(T,/T,)(p,/p2)*"’] and the perfect gas law, derive the equation of state for 
isentropic flow. 
B Sinces,— 5, — c, = 0 бог isentropic flow, 
In (С Ту(р,/р:) 71 =0 (5/71)(pi/ p.) * =1 Т/Т = (4l p) (pil pi) (from perfect gas law) 
Eliminating T’s, p2/p% = p,/ pt. 
Compute the enthalpy change per slug for helium from Т, == 0 °F, p, = 15 psia to T, = 140 °F in an isentropic 
process [c, = 1.25 Btu/(lbm-°R)]. 
І Н = тс, АТ = (1)[(1.25)(32.17)](140 — 0) = 5630 Btu 
Isentropic flow of air occurs at a section of a pipe where p = 50 psia, T = 100 °F, and V = 540 ft/s. An object is 


immersed in the flow, which brings the velocity to zero. What are the temperature and pressure at the 
stagnation point? 


[ у?/у2 = [ЕВ/(К—1)](%—Т) 540/2 = [(1.40)(1716)/(1.40 — 1)][T)— (100+ 460)] ^ T, S84*R or 124°F 
TL|T,-(p.p) ?* 584/(100 + 460) = (p,/50)0 907-9 р, = 57.9 рѕіа 


What is the Mach number for Prob. 16.101? 
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i Nu = V/VERT = 540/V(1.40)(1716)(100 + 460) = 0.466 Е 
16.103 How do the temperature and the pressure at the stagnation point in isentropic flow compare with reservoir 
conditions? - 


I They are the same. 


16.104 Air flows isentropically from a reservoir at 80 °C, 6 atm. Calculate the temperature, pressure, density, and 
velocity at a section where Ny = 0.65. 


Т тут=1+[(к-1)/2]М% (273 + 80)/T = 1 + [(1.40— 1)/2](0.65)° Т = 325К or 52°C 
Polp = {1+ [(k – 1)/2]№,)“ 7? (6)(101.310)/р = {1 + [(1.40 — 1)/2](0.65)^)' 9 47» 
р = 458 КРа p = p/RT — 458 000/[(287)(325)] — 4.91 kg/m? 


c 2 VkRT — V(1.40)(287)(325) = 361 m/s V — cNy = (361)(0.65) = 235 m/s 


16.105 Oxygen flows from a reservoir where po = 110 psia, T = 100 °F, to a 6-in-diameter section where the velocity is 
500 fps..Calculate the mass rate of flow (isentropic) and the Mach number, pressure, and temperature in the 
6-in section. 


/ T — T, — [(k — D)/2kR]V? — (100 * 460) — [(1.40 — 1)/(2)(1.40)(1554)](500Y = 537°R or 77°F 
Nu = V/VERT — 500/ V (1.40)(1554)(537) = 0.463 m — pAV e 
o po/ RT, — (110)(144)/[(1554)(100 + 460)] = 0.01820 slug/ft® 
po/p = (1-- [(k — 1)/2]N2) "^7? — 0.01820/p — (1-- [(1.40 — 1)/2](0.4637) 7? — 5 —0.01639 slug/ft? 
m = 0.01639[(2)(%)"/4](500) = 1.61 slugs/s 
p = pRT = (0.01639)(1554)(537) = 13 677 lb/ft? or 95.01b/in? 
16.106 Air flows adiabatically through a duct. At point 1 the velocity is 800 ft/s, T, = 500 °R, and 


pi — 25 Ib/in? abs — 3600 Ib/f?. Compute (a) To; (b) poi; (c) po; (d) Nu; (€) Venax3 Uf) V*. At point 2 further 
downstream V, = 962 ft/s, and p. = 2850 lb/ft”. (g) What is the stagnation pressure poz? 


Ш For air take k — 1.4, с, = 6010, апі К — 1717 (BG units). With V, and T, known, we can compute T, without : 
using ratios. ; 


(а) Ти = Т, + [3(V,)"/¢,] = 500 + [3(800)7/6010] = 553 °R 
Then compute Ny from the known ratio T/T, using (Nu Y = 5S[(T;/ T) — 1]: 

(d) (Мыл = 5(@% — 1) (№), = 0.73 

The stagnation pressure follows: 

(b) Po = рі[1 + 0.20%) 2° = 3600[1 + 0.2(0.73)2]2° = 5130 1/82 


We need the density before we can compute stagnation density: p, = p,/RT, = 3600/[1717(500)] = 
0.00419 slug/ft?. Then 


(с) ро = Pill + 0.2(Nu)i]”* = 0.00419[1 + 0.2(0.73)7]?* = 0.00540 slug/ft® 


However, if we were clever, we could compute p, directly from p, and Ty: Po = po/ RT, — 5130/[1717(553)] = 
0.00540 slug/ft?. The maximum velocity follows: 


(e) Уш = (2c, To"? = [2(6010)(553)]"? = 2580 ft/s 
and the sonic velocity from V* — ([2k/(k *- 1)]RT;)^: 
О) V* = {[2(1.4)/(1.4 + 1)|(1717)(553)}?2 = 1050 ft/s 


At point 2, the temperature is not given, but since we know it is adiabatic flow, To. = To: = 553 °R from solution 
(a). Thus we can compute Т, гот Т, = Т — (3V3/c,) = 553 — [5(962)"/6010] = 476 °R (Trying to find T; from 
the Mach-number relations is a frustratingly laborious procedure.) The speed of sound a, thus equals 

(kRT;)'? — 49(476)'? — 1069 ft/s, whence the Mach number (Nj), = V2/a2 = 784 = 0.90. Finally compute 


(g) Por = pl + 0.2(Ny)3]°° = 28.50[1 + 0.2(0.9)? -5 = 4820 Ib/f? — (6 percent less than po) 


16.107 Air flows isentropically through a duct. At section 1 the area is 1 ft? and V, = 600 ft/s, p, = 12 000 lb/ft’, and 


16.108 
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- 85098. Сотрше (а) 7, (Б) (М,)1, (с) Po, and (d) A*. If A, = 0.75 ft?, compute (N,); and p; if V, is 
(e) subsonic or (f) supersonic. 


MB with V, and T, known, the energy equation gives 


(a) Ta = 7, + (V2/2c,) = 850 + [(600)?/2(6010)] = 880 *R 

The sound speed a, ~ 49(850)'? = 1429 ft/s; hence 

(b) (Мы) = Vi/ai — 125 — 0.42 

With (N,), known po/p; — [1 - 0.2(N,)?]? — 1.129. Hence 

(о Po = 1.129p, = 1.129(12 000) = 13 550 Ib/ft? 

Similarly, from A/A* = (1/Ny,)[(1 + 0.2N2,)°/1.728], A,/A* = [1 + 0.2(0.42)]°/[1.728(0.42)] = 1.529. Hence 
(d) A* = 1/1.529 = 0.654 ft? 


This throat must actually be present in the duct to expand the subsonic (Nw), to supersonic flow downstream. 
Given A, = 0.75 ft”, we can compute A,/A* = 0.75/0.654 = 1.147. For subsonic flow, use Ny = 1 -— 
0.88[In (A/A*)]* 5: 


(0 (N,),—1-—0.88(In 1.147) = 0.64 whence — p;— p/[1-- 0.2(0.64)/P5 — 13 550/1.317 — 10 300 Ib/ft? 


A, = 1.0 ft? 
A, =0.75 ft? 
—— A* — 0.654 ft? 
Ма; = 0.42 Маз =0.64 Ма* = 1.0 
-----> -->- ——- 
P, = 12,000 1b/ft? р» = 10,300 1b/ft? p* = 7160 1b/ft? 
- Sonic 
Hypothetical throat 
Case (e) duct extension . 
Subsonic everywhere Fig. 16-4 


For case (e) there is no sonic throat; i.e., the duct area has not decreased sufficiently to create supersonic 
flow. It may possibly do this further downstream, as illustrated in Fig. 16-4. If, on the other hand, the flow at 
section 2 is supersonic, we use Ny = 1+ 1.2[(A/A*) — 1]'?: 


O) (Nu)=1+1.2(1.147 — 1)? =1.46 whence — p, —13550/[1 4- 0.2(1.46)^]5 — 13 550/3.46 = 3910 lb/ft? 


These answers are accurate within less than 1 percent. Note that the supersonic-flow pressure level is much less 
than the subsonic-flow condition at section 2 for the same duct area, and a sonic throat (A* = 0.654 ft”) must 
have occurred between sections 1 and 2. 


It is desired to expand air from p — 200 kPa and Т, = 500 K through a throat to an exit Mach number of 2.5. 
If the desired mass flow is 3 kg/s, compute (a) the throat area and the exit (b) pressure, (c) temperature, 
(d) velocity, and (e) area, assuming isentropic flow, with k — 1.4. 


Е (а) Тһе throat area follows from the following equation, because the throat flow must be sonic to produce a 
supersonic exit: A* = [m(RT))'7]/(0.6847p,) = (3.0[287(500)]'?) /[0.6847(200 000)] — 0.00830 m? — 1xD*? or 
Dao — 10.3 cm. With the exit Mach number known, the isentropic-flow relations give pressure and 
temperature: 


(5) Pe = Pol{1 + 0.2(2.5)°]95 = 200/17.08 = 11.70 kPa 
(с) Т. = ТУ/[1 + 0.2(2.5)°] = 500/2.25 = 222K 


(d) The exit velocity follows from the known Mach number and temperature V, 2 (N,) (kRT.)'? — 
2.5[1.4(287)(222)]? — 747 m/s. 

(e) The exit area follows from the known throat area and exit Mach number and A/A* = (1/Ny)[(1 + 
0.2N5,)/1.728]: A./A* — [1 4- 0.2(2.5)?]?/[1.728(2.5)] = 2.64 or A, = 2.64A* = 2.64(0.0083) = 0.0219 m? = 1x D?: 
D, — 16.7 cm. 
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A flow of air (c, = 1005 J/kg - K, k = 1.40) has V = 850 m/s, p = 130 kPa, and T = 180°C. Compute the 
pressure and temperature of the air if brought isentropically to rest. 


І Ty = T + V?/2c, = (180 + 273) + 8507/[(2)(1005)] =812K or 539°C 
Po = (p)(To/ T)*“*~? = 130[812/(180 + 273)]'4- » = 1002 kPa 
Rework Prob. 16.108 for argon (c, = 518 J/kg « K, k = 1.67). 
I . Th=T + V?/2c, = (180 + 273) + 8507/[(2)(518)] =1150K or 877°C 
p 
po^ (p)(To/ T7? — (130)[1150/(180 4- 273)]^ 94-97? — 1326 kPa 
Rework Prob. 16.108 for steam. 


M8 h,—h - V?/2. From the steam tables, at 130 kPa and 180°C, h = 2834.6 kJ/kg and s — 7.6705 kJ/kg - K: 
ho = 2835 + (8507/2)/1000 = 3196 kJ/kg, so = 7.695 kJ/kg - K. From the steam tables, Ta = 360 °C and 
Ро 480 kPa. 


Compute the frontal stagnation temperature of an airplane flying at Nyy = 2.0 at 8000 m altitude. At what Mach 
number would it fly to have a frontal stagnation temperature of 380 °C? 
І Т = 273 – 36.9 = 2361К (һот Table A-8) 
Т= Т{1+[(6 – 1)/2](№,)?) = 236.141 + [01.40 — 1)/2](2.0)?} = 425K or 152°C 
(380 + 273) = 236.1{1 + [(1.40 — 1)/2](Nw)*} Nu = 2.97 
Air (c, = 1005 J/kg - K) flows at V = 280 m/s, p = 100 kPa, and T = 160°C. Compute the maximum velocity 
attainable by adiabatic expansion of this flow. 


EB 7,—- T « V?/2c, = (160 + 273) + 2807/[(2)(1005)] = 472 K Vmax = (2c, T9)? — [(2)(1005)(472)]'? — 974 m/s 
Rework Prob. 16.113 for helium (c, — 5224 J/kg - K). 
B 7,- T * V?/2c, = (160 + 273) + 2807/[(2)(5224)] = 441K Vmax = (265 T9)? — [(2)(5224)(441)]"? = 2147 m/s 


Air expands isentropically through a duct from p, — 120 kPa and T, — 110?C to p; — 75 kPa and V, — 325 m/s. 
Compute (a) 7, (b) (Nu); (c) To, (d) po, (e) Vi. 


l (a) Т, = (T,)(p2lpi)“~ ™ = (110 + 273) (5) =335 K 
(b М,-У/с c=VkRT c; — V(1.40)(287)(335) = 367 m/s (№), = 325 = 0.886 
(€) (В), = (В) = (1) 1 + [( — 1/2102) Т, = 335(1 + [(1.40 – 1)/2](0.886)?) = 388 К 
(d) (ро). = (ро)г = (P2){1 * [(k — 0/2102) “€? 
Ро = 75{1 + [(1.40 — 1)/2](0.886)2} “2-9 = 125 кра 
(е) Th=T+V7/2c, 388 = (110 + 273) + И2/[(2)(1005)] И, = 100 т/ѕ 


Air flows isentropically in a duct. At section 1, (Ny); = 048, T, = 250°C, and p, = 280 kPa. At section 2, 
(Nu), 7 3.0. Compute (a) (po);, (Б) р, апа (с) T. 


Й (а) (ро) = (ро), = (р:){1 + 10 — 0/2](N,)1)" 7? — 2801  [(1.40 — 1)/2](0.8)?} 4" = 427 kPa 
(5 р, = (рг), /{1 + [06 – 1)/2]0№,)2) 79 = 427/01 + [01.40 – 1)/2](3.0)2) 77 = 11.6 КРа 
«) (ә). = (Ri - (T) + [(k — 0/200) = (250 + 273){1 + [01.40 — 1)/200.8)°) = 590 К 
Ta = (To)a/ {1 + [(K — 1)/2](Nae)2} — 590/ (1 + [(1.40 — 4)/2](3.0)?} = 211 K 
Show that for isentropic flow of a perfect gas, if a pitot-static probe measures po, p, and Tù, the gas velocity can 
be calculated from V° = 2c, To{1 — (p/po)“~*]. What would be a source of error if a shock wave is formed in 
front of the probe? 


Ё Тт = (Т)(р/ро)“ ^ — T, — V?/2c,. Solving for V? gives V? = 2c, Te[1 — (p /po)*~™*]. If a shock wave is 
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formed (i.e., if V is supersonic), the probe measures (po) inside the shock wave, which is less than stream 
stagnation pressure (po)1. 


~ 16.118 At the exit of a nozzle flow, the air temperature is 60°C and the velocity is 355 m/s. Find the Mach number and 
stagnation temperature there. If the flow is adiabatic, what is the Mach number upstream, where T = 120 °C? 
i Nu =V/c c — VkRT с, = V(1.40)(287)(60 + 273) = 366 m/s 
(№) = 355/366 = 0.97 (Т). = Т + V3/2c, = (60 + 273) + 3557/[(2)(1005)] = 396 K 
T/T-1-[(k—1)2](N,€  396/120-273)21- [(1.40  22](N43 (№), = 0.195 


16.119 The compressed-air tank in Fig. 16-5 exhausts from a nozzle at 240 m/s. Assuming isentropic flow, compute the 
pressure in the tank and in the atmosphere. What is the exit Mach number? 





Fig. 16-5 


Ё м, = Ус c= VkRT Ty = toxin + Vixin!2Cp (27 +273) = Txu + 2402/[(2)(1005)] Т... =271К 
Coxit = V(1.40)(287)(271) = 330 m/s (Nut exit = 333 = 0.727 
Peni = (Po)/{1 + [(k — 1)/2]084)54,) 7? Pol Poxa = {1 + [(1.40 — 1)/2)(0.7279) 90-97» 1.421 
Since Py, >> Po, we can simply take po = 1.5 kg/m’. Po — Pexit = (Pug — po)gh — (13 600 — 1.5)(9.807)(0.300) = 
40 kPa. Then po/Pexit — 1 = 1.421 — 1 = (po — Pexit)/Pexit = 40/Pexit» Pexit = 95 kPa, Po = Prank = 135 kPa. 


16.120 Air flows adiabatically through a duct. At one section, V, = 420 fps, 7, = 210 °F, and p, = 35 psia, while farther 
downstream V, = 1000 fps and p, = 18 psia. Compute (a) (Мм)», (Б) Им, апа (с) (Po)2/(Po)s- 


Е (а) (№) = Ус c; 7 VkRT; T= (T) – V3/2c, (Too = (Toi = Т, + У1/2с„ 
(Т;), = (210 + 460) + 4207/[(2)(6010)] = 685 *R Т, — 685 — 1000°/[(2)(6010)] = 602 °R 
C2 = V(1.40)(1716)(602) = 1203 ft/s (Nu); 398 — 0.831 
b) Umax = V2c, To = V(2)(6010)(685) = 2869 ft/s 


(с) (ро) = (p){[1 + (k = 1)/2)(Nu)? ^? (№), = V;/ VERT, = 420/V(1.40)(1716)(210 + 460) = 0.331 
(po) 7 35(1 4 [(1.40 — 1)/2](0.331)?) 90-97? — 37.76 psia 
(po); — 18{1 + [(1.40.— 1)/2](0.831)?) 91-497 = 28.31 psia 
(Po)2/ (Po): = 28.31/37.76 = 0.75 


16.121 Air flows isentropically from a reservoir, where p — 320 kPa and T — 490 K, to section 1 in a duct, where 
A, 2 0.2 m? and V, — 600 m/s. Compute (a) 7;, (b) (Nu), (c) p,, and (d) rà. 


Е (а) T, = Ty — V?/2c, = 490 — 600?°/[(2)(1005)] = 311 K 
(6) М,-У/с c 7 VkRT c, ^ V(1.40)(287)(311) = 353 m/s (Nw): = $3 = 1.70 
(c) Рі = pol (1 * [(k — 1/2](N42) "^? — 320/(1 * [(1.40 — 1)/2](1.70y?) 9-7? — 64.8 kPa 
(d) p=pIRT р. = (64.8)/100.287)(311)] = 0.726 kg/m? 
т = p1A,V, — (0.726)(0.2)(600) = 87.1 kg/s 
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Repeat Prob. 16.121 for argon (k = 1.67, R = 0.208 kJ/kg - K, c, = 0.519 kJ/kg - K). 
Е (а) T,= Vi/2e, = 490 — 600°/[(2)(519)] = 143 К 
(6) М,-У/с c= RT cı = V(1.67)(208)(143) = 223 m/s (№), = $3 = 2.69 
(c) рі = Pol {1 [(k — 0/2](N42)^ ^? — 320/ (1 - [(1.67 — 1)/2](2.69)?) "97? — 14.9 kPa 
(d) p=p/RT pı = (14.9)/[(0.208)(143)] = 0.501 kg/m? 
т = p,A,V, = (0.501)(0.2)(600) = 60.1 kg/s 


Sketch a passage which will (a) increase the pressure in a subsonic flow isentropically, (6) increase the pressure 
in a supersonic flow isentropically, (c) increase the Mach number in a supersonic flow isentropically, 
(d) decrease the Mach number in a subsonic flow isentropically. 


I See Fig. 16-6. 


me? atl 
б. — =, 
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P enm т. Fig. 16-6 


Air at 28 °C flows from a large tank through a convergent nozzle, which has an exit diameter of 10 mm. 
Discharge is to the atmosphere where atmospheric pressure is 96.5 kPa. Air pressure inside the tank is 40.0 kPa i 
gage. What is the weight flow rate of air through the nozzle? : 


І (р›/рл). = [2/(к + 1) 9 = [2/(1.40 + 1)" 9 — 0,5283 
р» = atmospheric pressure = 96.5 kPa (absolute) pi 40 + 96.5 = 136.5 kPa (absolute) 
pipi = 96.5/136.5 = 0.7070 


Since the value of the ratio p;/p, of 0.7070 is greater than the value of the critical pressure ratio of 0.5283, flow ' 
through the nozzle will be subsonic and : 


G = A2V[2gk/(k — 1)]pivi Go] piY* — (p;/p.)* ^^] Аз = (л)(0.010)2/4 = 0.00007854 m? 


ү-р/ЕТ Yı = 136.5/[(29.3)(28 + 273)] = 0.01548 kN/m? р» = р} = 96.5 kN/m? 


LM (136.5)(0. оз) (255) - m] 


— 0.000227 kN/s or 0.227 N/s 





С = (0.00007854) 


Air at 75 °F flows from a large tank through a convergent nozzle, which has an exit diameter of 1.5 in. The 
discharge is to the atmosphere, where atmospheric pressure is 14.0 psia. Air pressure inside the tank is 
25.0 psig. What is the weight flow rate of air through the nozzle? 


i (р/р). = 0.5283 (as determined for air in Prob. 16.124) 
р} = 14.0 ра pı= 25.0 + 14.0 = 39.0 psia P}/p, = 14.0/39.0 = 0.3590 


Since the value of the ratio p}/p, of 0.3590 is less than the value of the critical pressure ratio of 0.5283, flow 
through the nozzle will be sonic. However, the values substituted into the equation below for p, must be the 
pressure that makes the ratio p/p, equal to the critical pressure ratio (p2/p,). 
G — (A;pi/ VT) V(gk/ R)[2/(k 4 1)]4* »*75 A, = (л)(1.5)2/4 = 1.767 in? = 0.01227 f£ 
= p2/ (P2/ Pı); = 14.0/0.5283 = 26.5 psia T, = 75° + 460 = 535 °R 
С — ((0.01227)[(26.5)(144)]/V 535) V[(32.2)(1.40)/53. 3][2/ (1. 40 4- 1)]0-49* 10-407» — 1,08 Ib/s 


Air at 308 °C flows from a large tank through a convergent nozzle, which has an exit diameter of 20 mm. : 
Discharge is to the atmosphere where atmospheric pressure is 95.0 kPa. Air pressure inside the tank is 50.0kPa ' 
gage. What is the weight flow of air through the nozzle? 


16.127 


16.128 
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[2/(k 4 1)? = [2/(1.40 + 1)]' 4" P = 0.5283 рз = 95.0 КРа 
р. = 50 + 95.0 = 145.0 kPa P3/p1 = 95.0/145.0 = 0.6522 
Since [p3/p, = 0.6552] > [(p2/p1), = 0.5283], the flow through the nozzle will be subsonic: 


І (р/р). = 





G - A,V[Qgk)/(k – 1)](р.у)0р/рл)?* – (р/р) 7%] 
Аз = (л)(0.02)?/4 = 0.0003142 т? y =p/RT 


¥1 = 145.0/[(29.3)(30 + 273)] = 0.01633 kN/m? P2= p; = 95.0 kN/m? 
G= 0.0003142У[0)09. 807)(1.40)/(1.40 — 1)](145)(0.01633)(95.0/145.0)?- ^? — (95.0/145.0) 9 * 1-4] 
= 0.00100 kN/s — 1.00 N/s 





Air at 60 °F flows from a large tank through a convergent nozzle, which has an exit diameter of 1.0 in. The 
discharge is to the atmosphere, where atmospheric pressure is 14.5 psia. Air pressure inside the tank is 
30.0 psig. What is the weight flow rate of air through the nozzle? 


1 From Prob. 16.126, (p2/p,). = 0.5283, р; = 14.5 psia, P, = 30.0 + 14.5 = 44.5 psia, p;/p, — 14.5/44.5 — 
0.3258. Since [p;/p, — 0.3258] « [(pz/p). — 0.5283], the flow through the nozzle will be sonic. 


G — [As pi/ VT;] V(gk/ R)[2/(k 4 1) * 9-5 А = (ж)(2)2/4 = 0.005454 ft? 
P1= p3/(po!P1)e = 14.5/0.5283 = 27.45 psia = 60 + 460 = 520°R 
G — [(0.005454)(27. 45)(144)/ V520] V[(32.2)(1.40)/53.3][2/(1.40 *- 1)] 99 * 1-979 — 0,503 Ib/s 





Air at 80 °F flows from a large tank through a converging nozzle of 2.0-in exit diameter. The discharge is to an 
atmospheric pressure of 13.5 psia. Determine the flow through the nozzle for pressures within the tank of 5, 10, 
15, and 20 psig. Assume isentropic conditions. Plot G as a function of p,. Assume that the temperature within 
the tank is 80 °F in all cases. 


B From Prob. 16.126 the critical pressure ratio for air is (p2/p,), = 0.528. If the flow at the throat is subsonic, 
P2/p,> (p2/p:)-- Thus for subsonic flow at the throat, p,/p, > 0.528 апа р» = р. So p3/p; > 0.528 and 
р. <рз/0.528. 
Since p, = 13.5 psia, the flow at the throat will be subsonic if p, < 25.6 psia (12. 1 psig) and sonic if 
р.2> 25.6 psia (12.1 psig). 
To find the flow rate for conditions where p, « 12.1 psig (subsonic flow at throat), we use 


G —- A.V Qg)[k/(k — D]piviGz/pi) ^ -(рг/р Уң 


Substituting the appropriate value of p, into the equation and noting that for this condition p; — p, — 
13.5 psia, we get: for p, — 5 psig (18.5 psia); G — 1.201b/s; for p, — 10 psig (23.5 psia), G = 1.69 lb/s. To find the 
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flow rate for conditions where p; 12.1 psig (sonic flow at the throat) we use 


G' - g(Aspi/ VT) V(kIR)[2/(K  1)] 75 0o: 
We get: for p, = 15 psig (28.5 psia), G’ = 2.04 Ib/s; for p, = 20 psig (33.5 psia), G’ = 2.40 lb/s. Substituting 
P= 25.6 psia in Eq. (1) for subsonic flow gives G = 1.84 Ib/s as does Eq. (2). This is the threshold point at 
which the flow in the throat changes from subsonic to sonic. When p, = 25.6 psia the flow rate as found from 
Eq. (2) is Gi,225.6 psia = [32.2(0.0218)(144)(25.6)]/V 540 V (1.4/1715)(2/2.4)7 9^ — 1.84 Ib/s. As p, is increased 
beyond 12.1 psig, sonic flow prevails at the throat and the flow rate increases linearly with (p;),, as indicated by ` 
Eq. (2). The variation of the flow rate with p, is shown in Fig. 16-7. Other information concerning various 
aspects of this problem can be found by applying the gas law (pv — RT or y — gp/RT), the equation of state 
(pv* — constant or p/ y* — constant), continuity (G — yAV), and the energy equation. Applying these, for 
example, for the case where p, = 5 psig (18.5 psia) yields y, = 0.093 lb/ft’, y, = 0.0743 Ib/fC, V, — 740 fps, 
T, = 491 °R, and p, = 13.5 psia. Note that in this case p, = рз. 


Refer to Prob. 16.128. If the pressure in the tank is 5 psig, find G, p;, and 7,. 
І Ай р, = 5 рѕів Pi =5 + Pumos = 5 + 13.5 = 18.50 psia 
¥1 = 8Pi/RT, = (32.2)(18.50)(144)/[(17715)(540)] = 0.0926 1b/ft? 
P3/p, = 14.5/18.5 = 0.730 > 0.528 = (p./p,), so G = A,V2g[k/(k — 1) |p. yl (p2/ pi) — (p;/pi) ^*^] 
-(л/4)%)2У64.4(1.4/0.4)((18.5)(144)(0.0926)|((13.5/18.5)/4- (13.5/18.5) 41-4) 





= 1.204 Ib/s. | 
V2/2g — (pal Y2)[k/(k — 1]Gi/p2) ^ ^ — 1] (1) 
G — y;A; V; (2) 
Уз = gp2/RT, (3) ` 
Pil Yi = Pol ¥2 (4) : 
From (2) . 
ү» = С/А»У» = 1.204/(0.0218V;) — 55.0/V, (5: 


From (4) p; » pCy3/ y3) ^ [(18.5)(144)][v2/(0.0926) -*] — (2660y2)/0.0357 — 74 50073. Substitute for y; from 
(5): р» = 74 500(55/V2)'* = 20.4 x 10°/V3*. From (4): pi/p; 7 (y./ v2) * = [0.0926/(55/ V;)]"* — 0.0001308V1*. 
Substitute into (1): 


V2 — (64.4)[(20.4 x 109) (1.4/0.4)/ (V 1 ^(55/ V;)][0.0001308V 2:5)? -* — 1] 


V2* — (83.6 x 109|0.0777У94- 1); Бу T and E, У, = 741 fps. From (2): y; - G/A;V, — 1.204/(0.0218)(741) - 
0.0745 Ib/ft?. From (4): р» = (18.5)[(0.0742)"*/(0.0926)"“] = 13.57 psia. From (3): T; » gp,/Ry; — 
(32.2)(13.57)(144)/[(1715)(0.0742)] = 492°R. 


Air discharges from a tank through a converging-diverging nozzle with a 2.0-in-diameter throat. Within the tank 
the pressure is 50 psia and the temperature is 80°F, while outside the tank the pressure is 13.5 psia. The nozzle 
is to operate with supersonic flow throughout its diverging section with a 13.5-psia pressure at its outlet. Find 
the required diameter of the nozzle outlet. Determine the flow rate and the velocities and temperatures at 
sections 2 and 3. Assume isentropic flow. 


I The pressure at the throat must be such that sonic velocity will occur there. Hence p, = p. = 0.528p, = 
26.4 psia. 

The velocity at the outlet may be found from V3/2g — (RT//g)[k/(k — 1)][1 — (ps/p.)* ^] — 
[(1715)(540)/32.2](1.4/0.4)[1 — (13.5/50)°“"*] = 31 400 ft, V, = 1420 fps. The flow rate is computed from 
G = (8A, pi/VT)V(k/R)[2/(k + DIT”, G" = [B2.2)(0.0218)(50)(144)/V540] V(1.4/1715)(2/2.4P° 4 = 
3.58 Ib/s. The temperature at 3 may be determined by using V3 — V1 —2c,(T; — T;), (1420)? — 2(6000)(540 — 
Tj), T = 372 °R = —88 °F. From the perfect-gas law p3/y3 = RT/g. ys = (32.2)(13.5)(144)/[(1715)(372)] = 
0.098 Ib/ft®. Isentropic flow between 2 and 3 may be assumed, since the shock wave does not occur within that 
region. Thus p2/y3* = p3/y3*. 26.4/y34 = 13.5/(0.098)'*, у, = 0.158 lb/ft®. The velocity at 2 may now be 
computed: V, — G/ 2A = 3.58/[(0.158)(0.0218)] = 1040 fps. The temperature at 2 results from (1420)? - 
(1040)? = 2(6000)( 7, — 372), T, = 450 °R = —10°F. The area at 3 is computed from A; = G/y,V; — 
3.58/[(0.098)(1420)] = 0.0257 ft”. Finally, D, — 2.17 in, the required outlet diameter. 

Check for sonic velocity at throat: c; — VKRT, = V(1.4)(1715)(450) = 1040 fps = V}. With sonic velocity at the 
throat, if D, « 2.17 in, there will be supersonic flow throughout the tube and a shock wave will occur in the flow 
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field downstream of the nozzle exit. If D, > 2.17 in, with sonic flow in the throat, in order to satisfy pressure 
conditions, a shock wave will occur in the tube somewhere between the throat and the nozzle exit. 


Work Prob. 16.130 with all data the same except for the pressure within the tank, which is 100 psia rather than 
50 psia. 


B Pressure at throat: p, = p, = 0.528(100) = 52.8 psia. Find the velocity at outlet from V, — (2g)[k/(k — 
DIG/g)(T)[1 — (p;/p.) "] — (64.4)(1.4/0.4)(1715/32.2)(540)[1 — (13.5/100)°*"*]; V; = 1680 fps. By 
computation similar to that of Prob. 16.130, G' — 7.20 Ib/s (exactly twice that of Prob. 16.130), V2 — 

[2k/(k — 1)(RT)[1 — (7;/7:)], 1680? = (2.8/0.4)(1715)(540)[1 — (T3/540)]; T = 305 °R = —155 °F. y 2 pg/RT; 
Үз = (13.5)(144)(32.2)/[(1715)(305)] = 0.1197 pef. p/y* = constant (isentropic), therefore, 5.28/y}4 = 
13.5/(0.1197)'^; y, — 0.317 pcf. V, — G/ y; A; — 7.20/[(0.317)(0.0218)] = 1042 fps, Tz = 448 °R = —12°F, 

Аз = G/y3V = 7.20/[(0.1197)(1680)] = 0.0358 ft? and D = 2.56 in. 


Air within a tank at 100 °F flows isentropically through a 3-in-diameter convergent nozzle into a 14.2-psia 
atmosphere. Find the flow rate for a tank pressure of 20 psig. 


MB Fo: air (k = 1.4), (p2/pi)- = 0.528; p2 = 14.2 psia. If p;/p, 7 0.528, that is, p, « 14.2/0.528 — 26.9 psia, find G 
from 





G - A,VQg)[k/(k — D))GuY)(Gz/ p^ — (pz/pi)^ ^"^] (1) 
If p, > 26.9 psia, find G' from 
G' - g(A;pi/ V T) (KI R2 реу (2) 
Hence, for p, = 20 + 14.2 = 34.2 psia, G’ = (32.2)[(0.0491)(34.2Y(144)/ V560] V(1.4/1715)(2/2. 4)? 49^ — 
5.44 1b/s. 


Air flows at 150 °F from a large tank through a 1.5-in-diameter converging nozzle. Within the tank the pressure 


-is 85 psia. Calculate the flow rate for external pressures of 10, 30, 50, and 70 psia. Assume isentropic conditions. 


Assume that the temperature within the tank is 150 °F in all cases. Compute also the temperature at the nozzle 
outlet for each condition. 


MB For air (k = 1.4), (p;/pi). = 0.528. If p; > 0.528(85) = 44.9 psia the flow is subsonic and p; — p;. If 
p 
P3 « 0.528(85) — 44.9 psia the flow is sonic and p; « p;. For sonic flows (ї.е., рз < 44.9 psia), G' is given by 


G' - (gAspi/ VT.) (KI R)2(K * 1)]4* 75 (1) 
С" -((32.2л/(1.5)7/4||85/ V(460 - 150)| V(1.4/1715)(2/2. 4)? 4 = 3.24 Ib/s 
For subsonic flows (i.e. , p, > 44.9 psia), G is given by 


С = AV(2g)[k/(k — DG Gs pi^ — (pipi) 554 (2) 
Yı = &р\/КТ, = (32.2)(85)(144)/[(1715)(610)] = 0.378 pcf 








. Substitute into Eq. (2): p2=ps (express in psf), A, = 0.01227 ft”, 7, = 0.378 pcf, p, — 85 psia — 12 240 psf, 


k =1.4. For p, < 44.9 psia = 6470 psf, G’ = 3.35 lb/s [Eq. (1)]. For p2 = ps = 50 psia = 7200 psf, G = 3.22 lb/s 
[Eq. (2)]. For p. =p; = 70 psia = 10 000 psf, G = 2.49 lb/s [Eq. (2)]. Determination of temperatures: For each 
case substitute the corresponding values of p, and p, into T, = T, — (p.g/Ry,)[1 — (p2/p.)“~]. Also substitute 


Т, = 150 °Е, у, = 0.378 pcf. Results are 
85 10 44.9 3.35 49 


49 
64 












Air enters a converging-diverging nozzle at a pressure of 100 psia and a temperature of 100 °F. Neglecting the 
entrance velocity and assuming a frictionless process, find the Mach number at the cross section where the 
pressure is 30 psia. 


498 [ CHAPTER 16 


І Т= (р/р) "* (бот ри“ = сопѕі апі ру = АВТ) Т, = 560(25)°*'* – 397 °В 
V3= [2k /(k — 1)\(RT)[1 – (17) = 2(1.40/0.40)(1715)(560)[1 — (23)] У, = 1399 з 
с = (КЕТ)! = [1.4(1715)397]2 = 976 fps Ny =V/c = B = 1.433 


16.135 Carbon dioxide within a tank at 42 psia and 90 °F discharges through a convergent nozzle into a 14.2-psia 
atmosphere. Find the velocity, pressure, and temperature at the nozzle outlet. Assume isentropic conditions. 


І (р/р), = [2/(к + 1)} 9 к= 1.28 (р/р), = (2/2.28) ?9?9 = 0.549 


If ps > 0.549p, — 0.549(42) — 23.1 psia, the flow is subsonic. But p; — 14.2 psia, which is « 23.1 psia; therefore, 
flow is sonic. The pressure at the nozzle outlet is 23.1 psia. T; — T, — (p.g/ Ry) [1 — (po/pi)* ^]. Noting that 
pig/ Ry, — T, 2 (460 * 90) *R: T; — 90 — 550[1 – (23.1/42)°2% 28] = 22.6 Е, V2 2 [2k/(k — КЕТ) — 
(T,/T,)] = 2(1.28/0.28)(1123)(550)[1 — (48)]; V2 = 829 fps. 


16.136 In Prob. 16.135 if the pressure and temperature within the tank had been 18 psia and 100 °F, what would have 
been the velocity, pressure, and temperature at the nozzle outlet? Assume isentropic conditions. 


MB Astor solution to Prob. 16.135: (p2/p1)- = 0.549. If p3 > 0.549p, = 9.88 psia, the flow is subsonic. 

P3= 14.2 psia > 9.88 psia, therefore flow is subsonic. With subsonic flow p, — p, — 14.2 psia, T; — T, — 

(pig Ryy)[1 — (pz/ pi) ^] — 100 — 560[1 — (14.2/18)°?] = 71.7 °F, УЗ = Dk/(k — 1) \(RT)[1 - (7/7)] 7 
(2)(1.28/0.28)(1123)(560)[1 — (531.7/560)]; V, — 539 fps. 


16.137 Air discharges from a large tank through a converging-diverging nozzle. The throat diameter is 3.0 in, and the 
exit diameter is 4.0 in. Within the tank the air pressure and temperature are 40 psia and 150 °F, respectively. 
Calculate the flow rate for external pressures of 39, 38, 36, and 30 psia. Assume no friction. 


B y,— gp./RT, — (32.2)((40)(144)/[(1715)(610)] - 0.1773 pef. If sonic flow occurs, 

G' - (g(Aopi/ VT) (KI R)(2/(k  1)j^* 79 — (32.2) (0.0491)(40)(144)/ 

460 + 150] V(1.4/1715)(2.0/2.4)? ^"^ — 6.10 Ib/s. For subsonic flow: 

G —- A VQg)[k/( — Typi )[G:/p) ^ — (pz/pi)^ * ^] — 

(x/4) (85 V (2)32.2)(1.4/0.4)(40)(144)(0. 1773)[( p ,/40)7"* — (p./40)**^]. By T and E using the above 
equation, p; — p; — 36.75 psia for G — 6.101b/s. 


С, | с, 
40 0 















16.138 Air is to flow through a converging-diverging nozzle at 16 lb/s. At the throat the pressure, temperature, and 
velocity are to be 21 psia, 120 °F, and 480 fps, respectively. At the outlet the velocity is to be 200 fps. Determine 
the throat diameter. Assume isentropic flow. 


І С = yA, V? y=p/RT ү»= (21)(144)/[(53.3)(120 + 460)] = 0.09782 lb/ft’ 
16 = (0.09782)(2:02/4)(480) D=0.6587ft or 7.90in 


16.139  Airin a tank under a pressure of 150 psia and 80 °F flows out into the atmosphere through a 2.00-in-diameter 
converging nozzle. (a) Find the flow rate. (6) If a diverging section with an outlet diameter of 3.00 in were 
attached to the converging nozzle, what then would be the flow rate? Neglect friction. 


MB (а) р/р = 14.7/150 — 0.098 « 0.528; so flow is sonic: Use G' — (g)[A2p./VT] x 
V(k/R)[2/(k 4 1)]4* »*-9, G* — (32.2)[(0.0218)(150)(144)/ V 460 7 80] V(1.4/1715)(2/2.4)^*9^ — 10.8 Ib/s. 
(b) Attaching a diverging nozzle with sonic flow (and no change in Ap) will not change the flow rate. 
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16.140 Repeat Prob. 16.139 for the case where the air within the tank is at 18 psia. Assume all other data to be the 
same. 


F (а) р/р, =14.7/18 = 0.817 > 0.528; ѕо Йом is subsonic. y, = gpi/ RT, = (32.2)(18)(144)/[(1715)(540)] = 
0.09012 pcf, G — A; V g)[k/(k — 1)KpiY)[Gp:/ pi^ — (pip) ^] 
(2/4) (8^ V2(32.2)(1.4/0.4)(18)(144)(0.09012)(0.8177-* — 9.8177) 5 1.03 Ib/s. 


(b) Attaching a diverging nozzle with subsonic flow (when the air behaves like an incompressible fluid) will 
increase the flow rate. It only changes A; in the equation above. Thus G — 1.03(3.00/2.00)? — 2.32 Ib/s 
providing subsonic flow still occurs in the throat. Check this by computing G’, which is 


Gmax if p, is not increased. G’ = (g)(A2p,/VT,)Wk/R)[2/(k + Det = 
(32.2)(2:/4)(2.0)?(18/У460 + 80)У(1.4/1715)(2/2.4)2*% = 1.296 lb/s. Thus, with the 3.0-in diameter 


outlet the flow at the throat has become sonic, and G = 1.296 lb/s. 


16.141 Air discharges from a large tank through a converging-diverging nozzle with a 20-mm-diameter throat into the 
atmosphere. The gage pressure and temperature in the tank are 705 kPa and 42 °C; the barometric pressure is 
99.5 kPa. (a) Find the nozzle-tip diameter required for p; to be equal to the atmospheric pressure. For this case, 
what are the flow velocity, sonic velocity, and Mach number at the nozzle exit? 


B p,—705-- 99.5 2 804.5 kPa abs. Assume sonic velocity at the throat: 
V2/2g 2 (RT /g)[k/(k — 1)]1 — (p;/p))^ ^] V2/19.62 = [287(315)/9.81](1.4/0.4)[1 — (99.5/804.5)°*"4] 
V; = 533 m/s 
С” = (&)(А»р,//ТӘМ(К/Е)[2/(Е + 1)]®* 97» 
© =[9.81(л)(0.012)(804 500)/\/273 + 42]у(1.4/287)(2/2.4)®*®* = 5.65 N/s 
УЗ— Уї? = 2с„(Т,— Ts) 533? — 0 = 2(1003)(315 — 73) T,—173.4K 
ys 7 gp3/ RT; — (9.81)(99.5)/[(0.287)(173.4)] 2 19.61 N/m? 
A; = G/¥3V3 = 5.65/(19.61)(533) = 0.000541 m? = 541 mm? 
Р, = 26.3 mm c =[KRT]? = [1.4(287)173.4]'? = 264 m/s M; = V;/c3 = 333 = 2.02 
Thus sonic velocity occurs at the throat and the shock wave is located downstream of the nozzle tip. 
16.142 Helium enters a 100-mm-ID pipe from a converging-diverging nozzle at Ny = 1.30, p = 14 kPa abs, T = 225K. 


Determine for isothermal flow (a) the maximum length of pipe for no choking, (6) the downstream conditions, 
and (c) the length from the exit to the section where N,, = 1.0 (f — 0.016, k — 1.66). 


Еа) (f /D) Liman = [(1 — kN2,)/KN%] + In (KN) 
0.016 L ynax/0.1 = {[1 — 1.66(1.3)"]/(1.66)(1.3)?} + In [1.66(1.3%)] 
from which Lmax = 2.425 m. 


(5) р*'/р = VkN,, p" = pVKNy = 14V1.66(1.30) = 23.45 kPa abs 


The Mach number at the exit is 1/V 1.66 = 0.776. 
у"аУу 1 (ам, V" 1 


v V2 Ny “ "v-WkN, 





At the upstream section V ^ N,, VkRT = (1.30)V(1.66)(2077)(225) = 1145 m/s and V*' - V/(VkN,) — 

1145/(V1.66)(1.30) — 683.6 m/s. 

(c) Substituting into the equation in (a). for Ny = 1, (0.016/0. 1)Lrax = [(1 — 1.66)/1.66] + In 1.66 or Lihas = 
0.683 m. Ny — 1 occurs 0.683 m from the exit. 


16.143 Helium discharges from a }-in-diameter converging nozzle at its maximum rate for reservoir conditions of 
p =4atm, T = 25°C. What restrictions are placed on the downstream pressure? Calculate the mass flow rate 
and velocity of the gas at the nozzle. 
т: (А*роГМТ)М(К/Е)[2/(К + 1) 70 А* = (л)[()(.54)/100р/4 = 0.0001267 т> 
Po = (4)(101 310) = 405 240 Pa Ty = 25 + 273 = 298 K k — 1.66 R = 2077 N-m/(kg-K) 
тах 7 [(0.0001267)(405 240)/ V/298] V(1.66/2077)[2/(1.66 4- 1) 0 56* 91-5679 — 0.0473 kg/s 
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V* 2 maalp*A" p* — p(p* [po^ o = Pol RT, = 405 240/[(2077)(298)] = 0.655 kg/m? 
р*^/ро= [2/(К + 1)]'*— = о 664.1)] 999-7? —0,488 р* = (0.488)(405 240) = 197 757 Pa 
= 0.655(197 757/405 240)''% = 0.425 кр/т? 
y*- 0.0673/(.425)(0.0001267) — 878 m/s Daowsstream <P* 


Air in a reservoir at 285 psia, T = 295 °F, flows through a 2-in-diameter throat in a converging-diverging nozzle. 
For Ny = 1 at the throat, calculate p, p, and T there. 
Е Fer critical conditions at the throat, T* = 0.833, p* = 0.528, and p* = 0.632. 
Tynroat = (0.833)(295 + 460) = 629 °R Prwroat = (0.528)(285) = 150 psia 
p=p/RT Po = (285)(144)/[(1716)(295 + 460)] = 0.0317 slug/ft? 
Diosc 7 (0.632)(0.0317) — 0.0200 slug/ft? 


What must be the velocity, pressure, density, temperature, and diameter at a cross section of the nozzle of 
Prob. 16.144 where Ny = 2.5? 

І T/JT—1-[(k -1/2]N4 X (295 460)/T = 1 + [(1.40 – 1)/2](2.5)? Т = 336° 

. Polp = {1 + [(k —1)/21N,)" ^^  285/p = {1 + [(1.40  1)/2]2.5) 9*7» р = 16.7 рѕіа 
polp — (1 [(& — 1)21N2) ^ — 0.0317/p — (1 [(1.40 — 1)/2](2. 5?) 497» p = 0.00417 slug/ft’ 
Nu=V/VKRT —2.5= V/V(1.40)(1716)(336) V =2246 ft/s 
А/А* = (Ш№)[65 + №)/6р А4/[02)()/4] = (1/2.5)[05 + 2.52)/6р A = 0.0575 ft? 
лр?/4 = 0.0575 Юр = 0.2718 ог 3.25іп 


Nitrogen in sonic flow at a 25-mm-diameter throat section has a pressure of 60 kPa abs, T = —15°C. Determine 
the mass flow rate. 
І ^ = p*/RT* = 60/[(0.297)(273 — 15)] = 0.7830 kg/m? 

= VKRT* = V(1.40)(297)(273 ~ 15) = 327.5 m/s 


m= ran У* = 0.7830[(л)(#%)°/4](327.5) = 0.126 kg/s 


What is the Mach number for Prob. 16.146 at a 40-mm-diameter section in supersonic and in subsonic flow? 


i A/A* = (1/%№)165 + №,)/6р [0)(40)2/41/1(2)(25)/4] = (17№,)[65 + №,)/6р 
(№), = 0.234 (№), = 2.47 


What diameter throat section is needed for critical flow of 0.6 lbm/s of carbon monoxide from a reservoir where 
р = 300 psia and T = 100 °F? 
І m — p*A*V* -ро/ЕТу- <500)144)/155. 2)(100 + 460)] — 1. 398 Ibm/ft 
— 0.634p, — (0.634)(1. ы) = 0.8863 lbm/fR — . = 0.833 To = (0.833)(100 +460) = 466 °R - 
=VkRT* = V1.40)[(55.2)(32.2)](466) = 1077 ft/s 0.6 = (0.8863)(A*)(1077) 
A* = 0.0006286 ft? aD? /4 = 0.0006286 D = 0.02829 ft or 0.34in 





A supersonic nozzle is to be designed for airflow with N,, = 3.0 at the exit section, which is 200 mm in diameter 
and has a pressure of 6 kPa abs and temperature of —80°C. Calculate throat area and reservoir conditions. 


І A/A* = (1/Ny)[(5 + N3)/6F А.а = (л)(20,)2/4 = 0.03142 т? 
0.03142/A* = (1/3.0)[(5 + 3.07)/6P A* = 0.007420 m? 
o= (T){1 + [(k — 1)/2]N3,} = (273 — 80) {1 + [(1.40 — 1)/2](3.0)?} = 540 K 
Lo * [(k — 1)/21N5,) 7? — (6)(1 * [(1.40 — 1)/2](3.0)? 9-497? — 220.4 kPa 
Po = Pol RT = 220.4/[(0.287)(540)] = 1.42 kg/m? 


In Prob. 16.149, calculate the diameter of cross section for Ny = 1.5, 2.0, and 2.5. 


16.151 


16.152 


16.153 
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B Using data from Prob. 16.149, 


z(D*Y/4—0.007420m^ D* = 0.09720 m = (р*)(1/У№,)[65 + №,)/6]'° 
Мы =1.5 D= Ееее 4 1.5/6]? = 0.1054 m 
Nu = 2.0 ” = (0.09720)(1/У2.0)[05 + 2.02)/6]'° = 0.1263 т 
= 2.5 ” = (0.09720)(1/%2.5)[(5 + 2.52)/6]'° = 0.158 т 


Calculate the exit velocity and the mass rate of flow of nitrogen from a reservoir where p = 3 atm and T = 20 °С, 
through a converging nozzle of 60 mm diameter discharging to the atmosphere. 


1 т" = 0.833Т, = (0.833)(20 + 273) = 244К V* = VkRT* = V(1.40)(297)(244) = 319 m/s m = p*A*V* 
p* = 0.634ро Po = Pol RTs = (3)(101 350)/[(297)(20 + 273)] = 3.494 kg/m? 
= (0.634)(3.494) = 2.215 kg/m? А* = (л)(+@5)?/4 = 0.002827 m? 
rh — (2.215)(0.002827)(319) — 2.00 kg/s 


A converging nozzle has a throat area of 1 in? and stagnation air conditions of 120 Ib/in? abs and 600 ?R. 
Compute the exit pressure and mass flow if the back pressure is (a) 90 Ib/in? abs and (b) 45 Ib/in? abs. Assume 
k — 1.4. 


B We are given p, — 1201b/in? abs — 17 280 Ib/f£, T; — 600 *R. Hence ps 7 po/ RT, — 17 280/(1717)(600) — 

0.0168 slug/ft, p */pg — 0.5283, or p* — 63.4 Ib/in? abs — 9130 Ib/ft". 

(a) Since p, — 90 Ib/in? abs» p*, the flow is subsonic throughout. The throat Mach number is found from 
р, = рь апа 


Nu = 5[(ро/р)” – 1] (№) = 9099)?” -- 1] = 0.4283 (№). = 0.6545 
ТТ, = 1+ 0.2(№,)2= 1 + 0.2(0.6545) = 1.0857 
Pol pe = [1 + 0.20%) 2° = [1 + (0.2)(0.6545)2]>2° = 1.2281 


Hence T, = 600/1.0857 = 553 °R, so that a, = 49(553)'? = 1152 ft/s. o, = 0.0168/1.2281 = 0.0137 slug/ft®. 
The mass 's flow i is thus given by m = p,A,V, — p, A. [(N,)a.] ^ 0.0137(115)[0.6545(1152)] — 0.0715 slug/s. The 
exit pressure equals the back pressure: p, — p, — 90 Ib/in? abs. 

(b) Since p, = 45 lb/in? abs < p*, the throat is choked. The exit pressure is sonic: p, — p* — 63.4 Ib/ in? abs, 
Wt = Max = 0.6847 A,/(RTp)"” = 0.6847(17 280) (135)/ [1717(600)]'? — 0.0810 slug/s. Any back pressure less 
than or equal to p* — 63.4 Ib/in? abs would cause this same choked condition. Notice that the 50 percent 
increase in throat Mach number from 0.6545 to 1.0 increases the mass flux only 13 percent, from 0.0715 to 
0.0810 slug/s. 


A converging-diverging nozzle has a throat area of 0.002 m? and an exit area of 0.008 m?. Air stagnation 
conditions are p; — 1000 kPa and 7, = 500 K. Compute the exit pressure and mass flow for (a) design condition 
and the exit pressure and mass flow if (b) p, = 300 kPa and (c) p, = 900 kPa. Assume y = 1.4. 


B (a) The design condition corresponds to supersonic isentropic flow at the given area ratio A./A, = 
0.008/0.002 = 4.0. We can find the design Mach number by (Ny). = [216(A,/A*) — 254(A/A*y?]'5, 

(Nude. coven [ = [216(4.0) – 254(4.0)23]'° = 2.95, р/р. = [1 + 0.2(№,)2]>°, Po/pe = [1 + 0.2(2.95)*]** = 34.1 or 

Pe, aesign = 1000/34.1 = 29.3 kPa. Since the throat is clearly sonic at design conditions, rt, = Mmax = 

0. Soy A, (RT) = 0.6847(105)(0.002)/[287(500)]'? — 3.61 kg/s. 

(b) For p, — 300 kPa we are definitely far below the subsonic isentropic condition but we may even be below 
condition with a normal shock in the exit, where oblique shocks occur outside the exit plane. If it is, 

Pe = Pe. aesign — 29.3 kPa because no shock has yet occurred. To find out, compute condition F by assuming an 
exit normal shock with (N,,), — 2.95, that is, the design Mach number just upstream of the shock. 

plp, = (1/(К + 1)][2&(Мы) — (k — 1)]  (1/2.4)[2.8(2.95)? — 0.4] = 9.99 or p; — 9.99p, — 9.99p.. «sig. — 293 kPa. 
Since this is less than the given p, — 300 kPa, there is a normal shock just upstream of the exit plane. The exit 
flow is subsonic and equals the back pressure p. = p, = 300 kPa. Also m = m,,,, = 3.61 kg/s. The throat is still 
sonic and choked at its maximum mass flow. 

(c) Finally, for p, = 900 kPa, we compute (N,,), and p.. Again A, /A, = 4.0 for this condition, with a subsonic 
(Nae: (Nude 7 [1 - 0.27(4/A*) ?1/(1.728(A/ A), (Nu). (C) 9 [1 + 0.27/(4.0)7]/(1.728)(4.0) = 0.147. Then the 
isentropic exit-pressure ratio for this condition is po/p. — [1 -- 0.2(0.147)]*? — 1.0152 or p, — 1000/1.0152 — 
985 kPa. The given back pressure of 900 kPa is less than this value. Thus for this case there is a normal shock 
just downstream of the throat and the throat is choked: p, — p, — 900 kPa, m — m, — 3.61 kg/s. For this large 
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16.154 


16.155 


16.156 


16.157 


16.158 


exit-area ratio the exit pressure would have to be larger than 985 kPa to cause a subsonic flow in the throat and 
a mass flow less than maximum. 


Steam in a tank at 450 °F and 100 psia exhausts through a converging nozzle of throat area 0.1 in? to a 1-atm 
environment. Compute the initial mass flow rate. Assume an ideal gas with k — 1.33. 


І It is sure to be choked since po/p, = 7; therefore, A, = A*. 171 = Mims, = (k'? 2/(k - 1)* »2*79( A* p / VRT), 
m — 1.33 [2/ (1.33 - 1)*5* 20-579 (0. 1/144) (100)(144)]/ V(2759)(450 4- 460)) — 0.00424 slug/s. 


Air in a tank at 700 kPa and 20 °C exhausts through a converging nozzle of throat area 65 mm? to a 1-atm 
environment. Compute the initial mass flow rate. 


Е itissure to be choked since po/p. — 7; therefore, A, — A*. № = т. = (k'?)[2/(k 4- 1)]** 2*7 дар, / VRD), 
ria = 1.40 ^[2/(1.40 4- 1)]6 9 020-47» (65 x 19-591(700)(1000)]/ V(287)(20 4 273)) — 0.107 kg/s. 


At a point upstream of the throat of a converging-diverging nozzle the properties are V, — 190 m/s, T, — 305 K, 
and p, — 120 kPa. If the exit flow is supersonic, compute, from isentropic theory, m and A,. The throat area is 
35 cm’. 


9 A,/A* = (1 + 0.2N3,y/1.728N,, с = VERT = V(1.40)(287)(305) = 350 m/s М№ = М/с = 19 = 0.543 
Since the exit flow is supersonic, A* = A mron = 35 cm’. 
A,/35 = [1 + (0.2)(0.543)?P/[(1.728)(0.543)] А, = 44.3 ст? 
pi - p,/ RT = 120/[(0.287)(305)] = 1.371 kg/m? m = p,A,V, = (1.371)(44.3 x 1075)(190) — 1.15 kg/s 


In transonic wind tunnel testing the small area decrease caused by model blockage can be significant. Suppose 
the test section Mach number is 1.10 and the section area is 1 m? for air with T; — 21 *C. Find, according to 
one-dimensional theory, the percentage change in test-section velocity caused by a model of cross section 
0.005 m? (a 0.5 percent blockage). 


І T, = To/(1 + 0.2N%) = (21 + 273)/([1 + (0.2)(1.10)] = 237 К c — VkRT 
c; — V(1.40)(287)(237) = 309 m/s У, = с. (№), = (309)(1.1) = 340 m/s (unblocked) 
AJ A* 2 (1-0.2N3,/1.28N, = -1/A* =[1 + (0.2)(1.1) P/[(1.728)(.1)] А* = 0.9921 т> 


If A, is blocked by the 0.5 percent model, A, — 0.995 m?. A,/A* — 0.995/0.9921 = 1.00292. For the blocked 
condition, 


AJ/A* 2(1-0.2N5,/1.72272N, 1.00292 = (1+ 0.2№,)2/1.728№, № = 1.011 
T, = (21 + 273)/[1 + (0.2)(1.011)?] = 244 К cı = V(1.40)(287)(244) = 313 m/s 
V, = (313)(1.011) = 316 m/s — (blocked) 


Thus a 0.5 percent decrease in area causes a (340 — 316)/340 = 0.071, or 7.1 percent decrease in velocity for this 
transonic flow. 


In flow of air in a converging-diverging duct with a supersonic exit, the throat area is 9 cm? and the throat 
pressure is 316 kPa. Find the pressure on either side of the throat where A = 26 ст?. 


i Supersonic exit means A* — Aq, — 9 cm? and p* — 316 kPa. 
Subsonic side: 
A,/A* — (1 - 0.2N3,/1.728N,, 26/9 = (1 + 0.2N%,)°/1.728Ny Nu = 0.204 
pi 7 po/ (1  0.2N3,) ^» Po = p*/(2/(k + 1)\“*~? = 316/[2/(1.40 -- 1)]^ 499-47» — 598 kPa 
Pi = 598/[1 + (0.2)(0.204)?]'- ©) = 581 kPa 
Subsonic side: 
A,/A* — (1 0.2N3y/1.728N,, | 26/9 = (1 + 0.2%2,)?/1.728№,, Nu = 2.60 
Р. = 598/[1 - (0.2)(2.60)^] 401-497? — 30.0 kPa 
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Insulated 





D, = 4 тт 


D, = 12m Fig. 16-8 


16.159 A force F =2.4kN pushes a piston through a 12-cm-diameter insulated cylinder containing air at 21 °C, as in 
Fig. 16-8. The exit diameter is 4 mm and the external pressure is 1 atm. Estimate (a) V., (Б) У,, апа (с) m.. 


I @ = {[2k/(k + 1)\(RT)}"? = {((2)(1.40)/(1.40 + 1)](287)(21 + 273)}!? = 314 m/s 
(b) | V, = (V.)(A-/A,) = (314)(4/120)? = 0.349 m/s 
(с)  m,—m,,,—0.6847p,A* (RT)? Po=F/A, + Pam = 2.4/[1(0.12)//4] + 101.35 = 313.6 kPa 
= (л)(0.004)2/4 = 0.0000126 т? 
т, = (0.6847)(313 600)(0.0000126)/[(287)(21 + 273)]'? = 0.00931 kg/s 


16.160 Air flows steadily and subsonically from a tank at 21 ?C through a nozzle of exit area 18 cm?. Compute (a) exit 
Mach number, (b) exit velocity, (c) tank pressure (assume 1 atm exit pressure). 


B (a) Assume an ideal gas, p,V2 — үр.(№)2, үр.А.(№)2 = 140, (№). = У140/[(1.40)(101 350)(18 х 107)] = 


0.740. 
(b) И. = c Nu Т. = To/(1 + 0.2N2,) = (21 + 273)/(1 + (0.2)(0.740)2 = 265 К 


c, 7 VkRT — V(1.40)(287)(265) — 326 m/s V, — (326)(0.740) — 241 m/s 
(c) po-—(p.)(1- [(k — 1)21(N,)2)* ^"? — (101.350) (1 - [(1.40 — 1)/2)(0.740)?) 40-4- = 146 kPa abs 


16.161 Air flows through a converging-diverging nozzle from a reservoir, where po = 390 kPa. The throat area is 8 cm?. 
A normal shock stands in the duct where A — 12 cm?. Compute the pressure just downstream of this shock. 


i A/A* = (1 + 0.2N3,)?/1.728Ny = 12/8 = 1.50 1.50= (1+ 0.2№2,)2/1.728№ №, = 1.85 
pi pol (1 - 0.23, -? — 390/[1 -- (0.2)(1.85)?]^ 49€-*97? = 62.9 kPa 
p/p, =[1/(k + 120%.) — (k — 1)] = [1/(1.40 + 1)][(2)(1.40)(1.85)? — (1.40 — 1)] = 3.826 
P2= (3.826)(62.9) = 241 kPa 


16.162 Air ina large tank at 102 °C and 152 kPa exhausts to the atmosphere (Pam = 101. 3 kPa) through a converging 
nozzle with a 6-cm? throat area. Compute the exit mass flow. 


І т-р,А,У. p. 7 pol [1 - (0.220 N42? 
Po = Pol RT, = 152/[(0.287)(101.3 + 273)] = 1.415 kg/m? 
Pol Pa = [1 + (0.2)(М,02р wia = [1 + (0.2)(Naw Jel? (Nu). = 0.784 


pe = 1.415/[1 + (0.2)(0.784)?}?* = 1.059 kg/m? 
Т. = T/[1 + 0.2(Ny)2] = (102 + 273)/[1 + (0.2)(0.784)?] = 334 K 


c. = VERT. = V(1.40)(287)(334) = 366 m/s V, = (c.)(Nw)e = (366)(0.784) = 287 m/s 
rh — (1.059)(6 x 107^)(287) — 0.182 kg/s 


16.163 Air flows through a converging-diverging nozzle between two reservoirs; a manometer is located at the throat, 
as shown in Fig. 16-9. Estimate the downstream reservoir pressure. 
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16.164 


16.165 


16.166 


16.167 


100°C 
301kPa 





Fig. 16-9 


I Assume critical flow in the throat: р. =р* = 0.528ро = (0.528)(301) = 158.9 kPa. Guessing p. — 1.2 kg/m, 
we have: | 


— p. — (pu — p.)(gh) 158 900 — p, — (13 600 — 1.2)(9.807)(0.18) 
p. — 134 900 Pa = 134.9 kPa (nonisentropic flow) 


* 


р 


Air in a tank at 121 kPa and 301 K exhausts to the atmosphere through a 5-cm?-throat converging nozzle ata 
rate of 0.12 kg/s. What is the atmospheric pressure? What is the maximum mass flow possible at low 
atmospheric pressure? 


1 т... = 0.6847р,А*/(ЕТ,)'? = (0.6847)[(121)(1000)5 х 107*)/[(287)(300)]'? = 0.141 ке/ѕ. Тһегеѓоге, ће 
given m = 0.12 kg/s is less than critical and we have a subsonic exit. 
m= p.A.V. = (Po0)(Pe/ Po)(Ae)(Nm)e(Co)(Ce/Co) 7 (poAcco)(Nu). [1 - 0.2(N44)7] ? 
Po = Pol RT, = 121/[(0.287)(301)] = 1.401 kg/m? co = VkRT, — V(1.40)(287)(301) = 347.8 m/s 
0.12 = [(1.401)(5 x 107*)(347.8)](Nu)-[1 + 0.20Ny)2] > (Мм), -0.619 (by trial and error) 
Pe = 121/[1 + (0.2)(0.619)?]*5 = 93.4 kPa 


A supersonic nozzle with an exit area of 10 cm’ discharges air at Ny = 2.5, p = 101 kPa, and T = 302 K. 
Compute (a) po, (b) To, апа (о) m. 


Ға —— Po=(p)(1 + 0.2N3,)* — 101[1 4 (0.2)2.5^]*5 = 1726 kPa 
(b) Ty = (T)(1 + 0.2N3,) = 302[1 4- (0.2)(2.5] 2 680 K 
(c) Аг (№). = 2.5, А./А* = 2.637, А* = 10/2.637 = 3.79 ст. 


tù = th max = 0.6847 А" (ЕТ)? 
rh = 0.6847[(1726)(1000)](3.79 x 10~*)/[(287)(680)]"? = 1.014 kg/s 


A perfect gas (not air) at 305 kPa expands isentropically through a supersonic nozzle with an exit area 5 times its 
throat area. If the exit Mach number is 3.8, what is the exit pressure of the gas? 


I First find the specific-heat ratio: 
АЛА" = [1 (Nu) KEZ + (k – 0)(№,) (k  1)) t» 
5= (1/3.8)([2- (k — 1) G.8)]/(k * 1))** en k—1.67 (by trial and error) 
Then, p. — po/ (1  [(k — )/2Nul" *-? — 305/ (1 + [(1.66 — 1)/2]3.8y! 9-567? — 3.72 kPa. 


Air with p, = 300 kPa and 7, = 500 K flows through a converging- diverging nozzle with throat area of 1 cm? and 
exit area of 4 cm? into a receiver tank. The mass flow is 195.2 kg/h. For what range of receiver pressure is this 
mass flow possible? 

MB m —195.2/3600 — 0.0542 kg/s, rn, — 0.6847poA* /(RT,)'? — 0.6847[(3 x 105)(1 x 1075/[(287)(500)]'? — 
0.0542 kg/s. Therefore the throat is choked, and p, can lie anywhere between p, = 0 and p, for isentropic 
subsonic exit: A,/A* = 4.00, (Nw). = 0.147, (D.)max = p/[1 + (0.2)(Nu)2}°> = 300/[1 + (0.2)(0.147)?]*> = 296 kPa. 
Thus the possible exit pressure range is 0 = p, = 296 kPa. 


16.168 — A rocket has a thrust of 900 000 Ib when operating at its design point (p. — p,). If the chamber pressure and 
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temperature are 500 psia and 5000°R and the gas approximates air with k = 1.4, compute the throat diameter of 


the engine. 
M8 F-p.A.V. - kp. A-(Nu) Pol p. — [1 * (0.20 N25 500/14.7 — [1-- (0.2)(N4)2P?^ (Ny), 72.95 
900 000 = 1.4[(14.7)(144)](4.)(2.95)? A. = 34.90 f? лр2/4 = 34.90 D, = 6.67 ft 


At (Nu)e = 2.95, A./A* = [1 + (0.2)(2.95)?}°/[(1.728)(2.95)] = 4.038, A* = A, = 34.90/4.038 = 8.643 ft?, 
xD?/4 = 8.643, D, = 3.32 ft. 


16.169 A nozzle for an ideal rocket is to operate at an altitude of 15.25 km, where the pressure is 11.60 kPa, and is to 
give a 6.67-kN thrust when the chamber pressure is 1345 kPa and the chamber temperature is 2760 °C. 
Determine the throat and exit areas and the exit velocity and temperature. Take k = 1.4 and 
R — 0.355 kJ/kg • К, апа assume the exit pressure to be the ambient pressure. 


B We have p/p, for the exit, p/po — 11.60/1345 = 0.008265. From Table A-16, we see that M.,;, = 3.8, and we 
have an area ratio A,,;,/Amroat = 8.95. Thus, we get for the exit temperature T,: T,/T) = 0.257, T, = 


(2760 + 273)(0.257) = 779 K = 506 °C. We can now determine the exit velocity: V. — M.c = M.VkRT, = 
3.8V(1.4)(355)(779) = 2364 m/s. To ascertain the throat and exit areas, we must consider the thrust. Using a 
control volume comprising the interior of the combustion chamber and nozzle and considering this control 
volume to be inertial we have from linear momentum considerations 

6670 = (0.V.A.)V. = p-A.(2364) 0 (1) 
By the ideal gas law, pe = p-RT. = 11 600/(355)(779) = 0.04195 kg/m’. Hence, from Eq. (1), A. = 
6670/(23647)(0.04195) = 0.02845 m? and so A* = 0.0285/8.95 = 0.00318 m7. 


16.170 The inlet velocity of an isentropic diffuser is 305 m/s апа the undisturbed pressure and temperature are 34.5 kPa 
abs and 235 °C, respectively. If the pressure is increased by 30 percent at the exit of the diffuser, determine the 
exit velocity and temperature. Use tables. 


B Find (Ny) first: 
(Nu): = Vi/ VERT, = 305/V(1.4)(287)(235 + 273) = 0.675 р/ро = 0.737 
Pal Po = (рг/р)(р/ро) = (1.30)(0.737) = 0.958 
(№) = 0.249 Т, Т, = 0.988 


But 7,/T, — 0.916, T; — 0.508/0.916 — 555. Hence, T; — (555)(0.988) = 548 K. Also V, = 
(0.249) V(1.4)(287)(1)(548) = 116.8 m/s. 


16.171 Air is kept in a tank at pressure p, = 0.689 MPa abs and temperature J, = 17 °C. If one allows the air to issue 
out in a one-dimensional isentropic flow, what is the greatest possible flow per unit area? What is the flow per 
unit area at the exit of the nozzle where p = 0.101325 MPa? 

І р/ро = 0.147 (№). = 1.91 
For the largest G we go to the throat: 


G* = Vk/R( pol VT.)[2/(k + 1] * 124 —-! = V1.4/287(0.689 x 10°/V290)(2/2.4)**° = 1635 kg/m? s. 


At the exit, G = Vk/R(po/ VT,)(Nu] (1 - [(k — 1)/2]N2,) ** 26-1) — /1.4/287(0.689 x 10°/V290) x 
(1.91/(1 + [(1.4 — 1)/2](1.91))?*?5) — 1043 kg/m? - s. 


16.172 Determine the exit area and the exit velocity for isentropic flow of a perfect gas with k — 1.4 in the nozzle shown 
in Fig. 16-10. How small can we make the exit area and still have isentropic flow with the given conditions 
entering the nozzle? Use tables. 











p,= 208 kPa 
p4 = 1.3 kg/m? 2 
V,= 473 m/s E 
A,70.1m? 
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16.173 


16.174 


16.175 


16.176 


Í First find (Nu): Nu = V /c, c = Vkp/p = V(1.4)(208 000)/1.3 = 473 m/s, (Nu): = 47.3/473 = 0.1. From 
Table A-16, A/A* = 5.82, A* =0.1/5.82 =0.0172 m". Also p/po = 0.993, po = 208/0.993 = 209.47 kPa. Now go 
to exit: p/po = 172.5/209.47 = 0.824. Hence, (Ny)- = 0.53 and A,/A* = 1.28, A, = (0.0172)(1.28) = 0.0220 т. 
The smallest possible area is A* = 0.0172 m’. 

At N,, = 0.1: 


pil po — 0.995 ро = 1.3/0.995 — 1.31 kg/m? 
At (Nu), — 0.53 (exit): 
plpo—0.871 р = (0.871)(1.31) — 1.14 kg/m? 
From continuity: 
p,VA m poVoAs — (1.3)47.3)(0.1) 2 (1.14)V,(0.0220) — V; 245 m/s 


Determine the exit area in Prob. 16.172 for a nozzle efficiency of 90 percent. Take c, — 1.005 kJ/kg- K, k 21.4, v 
and R = 0.287 kJ/kg - K.. : 


B We shall need (T;),.,. To compute (7;),..,, we use the result that (N,,) — 0.1 from Prob. 16.172. Hence, 

Т, = (7,)(0.998), To = [208/(1.3)(0.287)]0.998 — 556 K, T; — 555 K. Since (N4); — 0.53 from Prob. 16.172 we 
have T;/ T; — 0.947, T, 2 527 K, 1 = (V3/2)ace/[V3/2 + c, (T; — T2)]es, 0.9 — (V2/2),,/ [47.37/2 - (1005)(555 - 
527)], (V2)act = 229 m/s. We need (p;),4 now. For this we must evaluate (7;).... If there were no *reheaung" 
then V2/2 = 30 259 instead of 27 233. Thus we can expect an increase in exit temperature due to reheating of 
AT, = (30 259 — 27 233)/(1005) = 3.01 K. Hence (T)ac: = 527 + 3 = 530 K. Using the equation of state: p, = 
172 500/(287)(530) = 1.134 kg/m’. From continuity we get (1.3)(0.1)(47.3) = (1.134)(229)(A2), Az = 0.0237 m’. 


A rocket has an area ratio A,,;,/A* of 3.5 for the nozzle, and the stagnation pressure is 5200 kPa abs. Fuel burns 
at the rate of 46 kg/s and the stagnation temperature is 2872 °C. Calculate the throat area and exit area. Take 
R = 0.355 kJ/kg - K and k = 1.4. 


ШЕ Using Table A-16 we get for 4,/А%- 3.5, (Мм), - 2.80, Ta/ Ty = 0.389, p;/po — 0.037. Hence 7; — 
(0.389)(2872 + 273) = 1223 K, p2 = (0.037)(5200) = 192 kPa. Then 


Po = P2[ RT, = 192/(0.355)(1223) = 0.442 kg/m? 
У, = VkRT(N,); — V(1.4)(355)(1223)(2.80) — 2183 m/s 


By continuity, A, = 46/(0.442)(2183) = 0.0477 m2. Finally, A* — 0.0477/3.5 = 0.01363 m?. 


A nozzle expands air from a pressure po = 180 Ib/in? abs and temperature T; — 100 °F to a pressure of 18 lb/in’ 
abs. If the mass flow w is 50 Ibm/s, what is the throat area and the exit area? Take k = 1.4 and 
R — 53.3 ft-Ib/(Ibm-^R). 


B p./p,— i$ — 0.1. From Table A-16: 





(№). = 2.16 T,/T, 2 0.517 Т, = (560)(0.517) — 289.5 *R 
p. po — 0.192 A,/A* = 1.94 
pv - RT p. — p. RT, — (18)(144)/[(53.3)(32.2)(289.5)] — 5.217 x 10^? slug/ft? 
'V,-(Nu)c. с. = VkRT, — V (1.4)(53.3)(32.2)(289.5) = 834 ft/s | 


V, = (2.16)(834) = 1801 ft/s | 
Continuity: 
(50/8) = р.У.А, = (5.217 х 1073)(1801)(А,) A, = 0.1653 2 
А* = 0.1653/1.94 = 0.0852 ft” 
Determine the throat and the exit areas of an ideal rocket motor to give a static thrust of 6.67 KN at 6.1-km 
altitude standard atmosphere if the chamber pressure is 1.035 MPa abs and chamber temperature is 3588 K. 


Find the velocity at the throat. Take k = 1.4 and R = 0.355 kJ/kg - K. Assume that exit pressure is that of 
surroundings. 


f From Table A-8, p. = 46.583 kPa and so p./pPo = 46.583/1035 = 0.045. Hence, from Table A-16, (Na)e = 
2.67. Also T./Ty = 0.412, T, = (0.412)(3588) = 1478 K. Hence, V, = (2.67) V(1.4)(355)(1478) = 2290 m/s, p = 
P/RT, p, — 46.583/(0.355)(1478) = 0.0888 kg/m’. Now, by the momentum equation, using gage pressures, 


16.177 


' 16.178 


16.179 


16.180 
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6670 = p,V2A,, A, — 6670/[(0.0888)(2290)^] = 0.0143 m. Also A,/A* = 3.09, A* = 0.0143/3.09 = 0.00463. 
Finally we want V*. For this we need T*. From Table A-16: T*/7, = 0.833, T* = (3588)(0.833) = 2988 K. 
Hence, V* = V(1.4)(355)(2988) = 1220 m/s. | 


Determine the exit area in Prob. 16.176 for a nozzle efficiency of 85 percent. Take c, = 1.214 kJ/kg: K. - 
# n-(ViD). [c (3 — Toisen] (V3/2),4 — (0.85)(1214)(3588 — 1478) = 2.177 х 10° (V2.4 — 2087 m/s 
Next we get (T)ar from the first law of thermodynamics: 
(V2/2)act = Cpl To — (Ta) act] 2.177 x 10° = (1214)[3588 — (1:),..] (T3), 7 1795 K 
p =p/RT (P2)act = 46.583/[(0.355)(1795)] = 0.07310 kg/m? 
Finally, from momentum considerations, 6670 = (9V2A. )act, Ae = 6670/[(0.07310)(2087)"] = 0.021 m?. 


Figure 16-11 is a convergent-divergent nozzle attached to a chamber (tank 1) where the pressure is 100 Ib/in? 
abs and the temperature is 200 °F. The area of the throat is 3 in? and A,, where we happen to have a normal 
shock, is 4 іп2. Finally A, is 6in?. What is the Mach number right after the shock wave? What is the Mach 
number at exit? Compute the stagnation pressure and actual pressure for the jet in tank 2. What is the 
stagnation temperature at exit? The fluid is air. 


MB Data: 
Т,=660А p,-100psa A*-3im A,-4im A, 2 6in? 


Find (Ny), to right of shock: Since A/A* = $= 1.333, we have from Table A-16, (Nw): = 1.69. (Nas)2 from 
Table A-17 is 0.644. Find N,, at exit: For Ny = 0.644 Table A-16 gives A,/A* = 1.16. Therefore, 

A* = 4/1.16 = 3.45 m’. Now at exit: A,/A* = 6/3.45 = 1.74. From Table A-16: (Ny). = 0.360, pi/po = 0.206, 
pi — (100)(0.206) — 20.6 psia. From Table A-17: p2/p; = 3.165, p2 = (3.165)(20.6) = 65.2. From Table A-16: 
pal po = 0.759, p, — 652/0.759 x: 86.0 psia; p./p, — 0.914, p, — (86)(0.914) — 78.5 psia, 7; — 200 °F. 





Fig. 16-11 


A convergent nozzle has an exit area of 10 cm?. It permits flow of air to proceed from a large tank in which the 
pressure of the air is 138 kPa abs and the temperature is 20°C. If the ambient pressure outside the tank is 
101.325 kPa, what are the velocity of the flow on leaving the nozzle and the mass flow? Neglect friction. 


1 р*Ір = 0.528 p* — (138)(0.528) — 72.8 kPa 
Hence fluid leaves subsonically and p, /p, — 101.325/138 = 0.734. Hence: 
(Ny), ^ 0.68 Т.Т, = 0.915 Т, = 268 К 


У, = с(№,). = МЕКТАМ,). = У(1.4)(287)(268)(0.68) = 223 m/s 
р-ріЕТ pe = 101.325/[(0.287)(268)] = 1.317 kg/m? 
т = pVA = (1.317)(223)(0.0010) = 0.294 kg/s 


In Prob. 16.179, what is the ambient pressure that will permit the maximum flow through the nozzle? What are 
the maximum mass flow and temperature of the air leaving the nozzle? Neglect friction. 
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B Maximal pressure is 72.8 kPa, the critical pressure. At Ny = 1: 
T*/T, = 0.833 T* = (293)(0.833) = 244 К 
V = VkRT V. = V(1.4)(287)(244) = 313 m/s 
p =p/RT р. = 72.8/[(0.287)(244)] = 1.040 kg/m? 
m = рУА = (1.040)(313)(1.0 х 107°) = 0.326 kg/s 


16.181 A convergent-divergent nozzle with a throat area of 13 cm? and an exit area of 20 cm is connected to a tank 
wherein air is kept at a pressure of 552 kPa abs and a temperature of 15 °C. If the nozzle is operating at design 
conditions, what should be the ambient pressure outside and the mass flow? What is the critical pressure? 
Neglect friction. 


B For design operation we can say A./A* — 1.46. From isentropic tables: (N4,). — 1.82, p,/po = 0.169, 
р. = (0.169)(552) = 93.3 kPa. Also 


T./[1,—0.602 Т.-(0.602)(288)-173К 
V, 7 c (Nu). 7 VERTANu), — V(1.4287)173)(.82) - 480 m/s p = p/RT 
р. = 93.3/[(0.287)(173)] — 1.879 kg/m? m = pVA = (1.879)(480)(0.0020) = 1.80 kg/s 
At throat p* /p, — 0.528, p* = 291.5 kPa. 
16.182 In Prob. 16.181, what is the ambient pressure at which a shock will first appear just inside the nozzle? What is 
the ambient pressure for the completely subsonic flow of maximum mass flow? Neglect friction. 


B The Mach number just before the shock will be 1.82. From the normal shock tables we have just 
downstream of the shock (N,,), — 0.612. Also p./p; — 3.698. Hence p, — (3.698)(93.3) — 345 kPa. For 
completely subsonic flow we assume isentropic flow and using A,/A* = 1.46 we have from the isentropic tables 
Pp. Í po — 0.874. Hence p, — (552)(0.874) — 482.45 kPa. 


16.183 How would you determine the approximate position and strength of the shock in Fig. 16-12? 





Fig. 16-12 


First find (Ny) as a function of Ë using isentropic data starting from exit conditions and working in. 
Find (Ny), as a function also of & using isentropic data starting from the throat and working downstream. 
From these curves plot (N4,); versus (Nu). 

Also plot (Ny)2 versus (Ny); using normal shock relations. Where they intersect gives the proper (Ny), 
апа (Му). 

5. Now with either (N,,); or (Ny)2 go back to the isentropic data of step 2 or 1, respectively, to obtain Ё. 


Bom 


16.184 Air flows through a 2-in constriction in a 3-in diameter pipeline. The pressure and temperature of the air in the 
pipeline are 108 psig and 105 °F, respectively, and the pressure in the constriction is 81 psig. Barometric pressure 
is 14.5 psia. Find the weight flow rate of the air in the pipeline. 





i G= [A;/ V1 — (р:/р1) (A, A']V[2gk/(k - 1))(p.¥){(P2/ pi) — (pilpi)* * ^] 
A; -— (x)(2)/4 2 3.142 in? 2 0.02182 ft? р: = 81+ 14.5 = 95.5 рѕіа 
р. = 108 + 14.5 = 122.5 рѕіа A, = (л)(3)°/4 = 7.069 in? = 0.04909 ft? 


y= p/RT ү, = (122.5)(144)/[(53.3)(105 + 460)] = 0.5858 Ib/ft 
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вола OEA 
б = ут Osas O20 a7) 140-1 (122:5)0144000.5858) 


95.5 21-40 95.5 10:40:11. 
l(a) - (ais) ]=7.87 b/s 





16.185 Air fiows through a 1-in constriction in a 2-in-diameter pipeline. The pressure and temperature of the air in the 
pipeline are 100 psig and 102 °F, respectively, and the pressure in the constriction is 81 psig. Barometric pressure 
is 14.7 psia. Find the weight flow rate of the air in the pipeline. 


І С = [А/М – (р/р) (АГА М0) (К – 1)](руз) МІ(рз/рл)* – (р/р) ?^] 
А, = (л)(5)2/4 = 0.005454 ft? р: = 78 + 14.7 = 92.7 psia р. = 100 + 14.7 = 114.7 psia 
A, 7 (x)( Y/4 — 0.02182 f£? y =p/RT ¥1 = (114.7)(144)/[(53.3)(102 + 460)] = 0.5514 lb/ft’ 
G — [(0.005454)/ V1 — (92.7/114.7)7-*(0.005454/0. 02182)] 
x V[(2)(32.2)(1.40)/(1.40 — 1)](114.7)(144)(0.5514) 
x V[(92.7/114. 7)? — (92.7/114.7)0-*9* 49] — 1.67 Ib/s 
16.186 A normal shock wave occurs in the flow of air where p; — 10 psia, T, — 40?F, and V, — 1400 ft/s. Find pz, Vz, 
and T,. : 
І P2/p, = [2k(Nu)i — (kK — 1)]/(k +1) Nu = Vic 
c= VkRT cı = V(1.40)(1716)(40 + 460) = 1096 ft/s 
(№), = 50 = 1.28 р,/10 = [(2)(1.40)(1.28)> — (1.40 — 1)]/(1.40 + 1) P2= 17.4 psia 
V/V, -l(k - DQNUX -2]/[(k - 1)0N4)]] 0/1400 = [(1.40 – 1)(1.28)2 + 2]/[(1.40 + 1)(1.28)] · У, = 945 #/5 
р=ріЕТ p1V 7 p5 V5 P1 = (10)(144)/[(1716)(40 + 460)] = 0.001678 slug/ft? 
(0.001678)(1400) = (р:)(945) р = 0.00249 slug/ft? 
0.00249 — (17.4)(144)/ (17167) T,—586?R ог 126%Е 














16.187. Rework Prob. 16.186 if p, = 70 Pa abs, Т, = 5 °С, апа У, = 425 m/s. 
8 pjp,-Dk(NUE - (k-1]/(k*1)  |М,-У/с с-УЕТ с, = V(1.40)(287)(5 + 273) = 334 m/s 
(№), = 8 = 1.27 p2/70 = [(2)(1.40)(1.27)? – (1.40 – 1)]/(1.40+1) р, = 120 Ра 
V/V, 2 [(k - 20i 2]/E(k + 1)(Nu)i] 05/425 = (1.40 – 1)(1.27)? + 2]/[(1.40 + 1)(1.27) 


У, = 290 m/s 
p=p/RT P1Vi=P2V2 — pi 70/[(287)(5  273)] = 0.0008773 kg/m? 
(0.0008773)(425) = (p2)(290) р» = 0.00129 кр/т? 0.00129 = 120/(287T%;) Т,= 324К ог 51°С 


16.188 The pressure, velocity, and temperature just upstream of a normal shock wave in air are 12 psia, 2300 fps, and 
24°F. Determine the pressure, velocity, and temperature just downstream of the wave. 


Ш  p-pEk(NA - (k 1)]/(К + D} Nu = Vic cı = [KRT]? = [1.4(1715)484]'? = 1078 fps 
(№), = 1098 = 2.13 рь = (12){[2(1.4)(2.13)? — 0.4]/2.4} = 61.5 psia р. – рг = Y MIg(Vo — Vi) 


V: = V, [Gi p3/piV] 7 2300 * ([(12 — 61.5)144]/[(0.0670/32.2)(2300)]) — 811 fps 
Vi-Vi- [2k /(k — 1)]{Lp./(y:/8)] — (p2/p2)} 
¥1 = 8p,/RT, = (32.2)(12)(144)/[(1715)(484)] = 0.0670 рсғ 
811? — 2300? — [2(1.4)/0.4] ([(12) (144)/(0.0670/32.2)] — [(61.5)(144)/ p,]) 
p2 = 0.00593 slug/ft® = p,/ RT, Т, = (61.5)(144)/[(1715)(0.00593)] = 871 °Б = 411 °Е 


16.189 Just downstream of a normal shock wave the pressure, velocity, and temperature are 52 psia, 398 fps, and 
115 °F. Compute the Mach number upstream of the shock wave. Consider air and carbon dioxide. 


I ' (М) = [2 + (k - DQNVXT/P2KQNu)i - (k — 1)] 
For air: 


Nu = Vic c= VkRT c; 5 V(1.40)(1716)(115 + 460) = 1175 ft/s 
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(Nu) = 225 = 0.339 0.339? 2 [2 + (1.40 — D(N49/EQ9(1.40) (NI — (1.40 — 1)] 
(Nu) = 26.2 (impossible) 
For carbon dioxide: 
c; — V(1.28)(1123)(115 4- 460) — 909 ft/s (Nu); = 228 = 0.438 
0.438? = [2 + (1.28 — 1)(Nu)i]/[(2)(1.28)( Nw)? — (1.28 — 1)] (Nw), = 3.12 


A schlieren photograph of a bullet shows a Mach angle of 28°. The air is at a pressure of 14 psia and 60 °F. Find 
the approximate speed of the bullet. 


i Nu = V/c = 1/sin B = 1/sin 28° = 2.13 c — VkRT = V(1.40)(1716)(60 + 460) = 1118 ft/s 
2.13 = V/1118 V = 2381 ft/s 

If a normal shock wave occurs in the flow of helium, p, = 1 psia, T, = 40 °F, V, = 4500 ft/s, find p2, pz, V2, and 
T. 
f p= [1/(k + 1)]02р. У – (К – 1)р:] pi — pi/ RT, — 1(144)/ (386[32. 17(460 + 40)]} = 0.0000232 slug/ft’ 

P2= [1/(1.66 + 1)][2(0.0000232)(45007) — (1.66 — 1)(144)(1)] = 317 lb/ft? abs р. + р. М? = р, + р, №. 

У, = №, – [(р, – р.)/р. №] = 4500 – [(317 — 144)(4500)(0.0000232)] = 2843 ft/s 
P2= p,(V,/V,) = (0.0000232)($399) = 0.0000367 slug/ft* 
Т» = p2/ p2R = 317/{(0.0000367)[(386)(32.17)]} =696°R or 236°F 


A shock wave occurs in a duct carrying air where the upstream Mach number is 2.0 and upstream temperature 
and pressure are 17 °C and 21 kPa abs. Calculate the Mach number, pressure, temperature, and velocity after 
the shock wave. 


f For (Nyu), =2.0, from Table A-17, (Ny)2 = 9.577, p2/p, = 4.500, and T,/T, = 1.688. 
P2= (4.500)(21) = 94.5 kPa T, = (1.688)(17 + 273) = 490K or 217°C 
C2 = VKRT = V(1.40)(287)(490) = 444 m/s Vz = €2(Nw)2 = (444)(0.577) = 256 m/s 


Show that entropy has increased across the shock wave of Prob. 16.192. 


FAs =c, In[{(G/T,)*(p2/p,)' “1, and [490/(17 + 273)]'°(94.5/21)'* is slightly larger than 1. 


Conditions immediately before a normal shock wave in airflow are p, = 6 psia, T, = 139 °F, and V, = 1860 ft/s. 
Find (Nu)u, (Nuw)a> Pa, and T,, where the subscript d refers to conditions just downstream from the shock wave. 


i Nu=Vice c= VERT = V(1.40)(1716)(139 + 460) = 1200 ft/s (№), = 18 = 1.55 


From Table A-17, (Ny)a = 0.683, pa/p,, =2.65, and Т/Т, = 1.356. р. = (2.65)(6) = 15.9 рѕіа, Т, = 
(1.356)(139 + 460) = 812 °R, or 352 °F. 


For A =0.20 ft? in Prob. 16.194, calculate the entropy increase across the shock wave in Btu/s and degrees 
Rankine. 


B8  ^s-(0.171) In[(T/T.)'(p;/p.)" <] = (0.171) 1а {[812/(139 + 460)]^^(15.9/6)' ^^) — 0.00617 Btu/(Ibm-^R) 
As — m As 
m 7 p, AV, — (p,/ RT,)AV, — [(6)(144)/ (1716)(139 4- 460)](0.20)(1860) — 0.3127 slug/s 
As = (0.3127)(32. 17)(0.00617) = 0.0621 Btu/(s-°R) 


An explosion in air, y = 1.4, creates a spherical shock wave propagating radially into still air at standard 
conditions. At the instant shown in Fig. 16-13, the pressure just inside the shock is 200 Ib/in? abs. Estimate 
(a) the shock speed C and (5) the air velocity V just inside the shock. 


f (a) In spite of the spherical geometry the flow across the shock moves normal to the spherical wavefront; 
hence the normal-shock relations apply. Fixing our control volume to the moving shock, we find that the proper 
conditions to use are C — V,, p, — 14.7 lb/in? abs, T, — 520*R, V — V, — V,, p; — 200 Ib/in? abs. The speed of 
sound outside the shock is c, ~ 497}? = 1117 ft/s. We can find (Nu), from the known pressure ratio across the 
shock: p;/p, — 200/14.7 2 13.61 = [1/(k + 1)[2k(Nu)} — (k — 1)], 13.61 = (1/2.4)[2.8(N4); — 0.4] or (N) 
3.436. Then, by definition of the Mach number, C = V, = (Ny),c, = 3.436(1117) = 3840 ft/s. 


16.197 


16.198 


16.200 


16.201 
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р = 14.7 Ib/in2 abs 
C T =520°R 






Fig. 16-13 


(b) TIT, = [2 + (k — INu (20) — (k — 1)]/(k + 1)°(М„)ї) 
= [2 + (0.4)(3.436)7] {[(2.8)(3.436)? — 0.4] /(2.4)?(3.436)?} = 3.228 
Т, = 3.228T, = 3.228(520) = 1679 °R 

At such a high temperature we should account for non-perfect-gas effects or at least use the gas tables, but we 
won't. Here just estimate from the perfect-gas energy equation that V2 — 2c, (T, — 77) - V2 — 2(6010)(520 — 
1679) + (3840)? = 815 500 ог У, ~ 903 #/5. Notice that we did this without bothering to compute (Ny)2, which 
equals 0.454, or c, = 497}? = 2000 ft/s. 

Finally, the air velocity behind the shock is V = V, — V, = 3840 — 903 ~ 2940 ft/s. Thus a powerful explosion 
creates a brief but intense blast wind as it passes. 


Air from a reservoir at 22°C and 498 kPa flows through a duct and forms a normal shock downstream of a 
throat of area 12 cm’. If the stagnation pressure downstream of this shock exactly equals the throat pressure, 
what is the area where the shock wave stands? | 


Ee A/A* = (1/М„)[(1 + 0.2М/%,)°/1.728] pt =(po):/(1 t 0.2N2,y? — 498/[1 + (0.2) 1 P* — 263 kPa — (po); 
(ро)>/ (ро) = 29 = 0.528 
From Table A-17, (Ny), — 2.43, A,/12 — (1/2.43) ([1 - (0.2)(2.43)]/1.728), A, — 29.65 cm?. 


Air passes through a normal shock with upstream conditions V, — 790 m/s, p, 2 110 kPa, and T, — 306 K. What | 
are the downstream conditions V, and p;? : ` 


І Pol py = k(Nu)i - (k — (К+ 1) Nu =V/c c = VkRT 
c, — V (1.40)(287)(306) — 351 m/s (№), = 29 = 2.251 
р/110 = [(2)(1.40)(2.251)° — (1.40 – 1)]/(1.40+1) р, = 632 КРа 
V/V, — ((k — (Nu): 4 2]/(k - (Nu: V/790 — [(1.40 — 1)(2.251)? + 2]/(1.40 + 1)(2.251)? 
V, — 262 m/s 


Repeat Prob. 16.197 if the static pressure downstream of the shock exactly equals the throat pressure. What is 
the area where the shock stands? 


I P2 = Pewon = Pt =263kPa (from Prob. 16.197) 
р. = (Po)s/(1 + 0.2N3,)°> = 498/(1 + 0.2N%,)*5 
P2/p, = [(k + 1)(Nw)i - (k — 1)]/(k 91) 7 [2.80(N,); — 0.40]/2.40 
By trial and error, (N,,), — 2.15, p, — 50.3 kPa, p; — 263 kPa, A/AT — 1.919, A, — (12)(1.919) 2 23.0 cm". 


An atomic explosion propagates into still air at 14.7 Ib/in? abs and 515 ^R. The pressure just inside the shock is 
4950 Ib/in^ abs. Assuming k — 1.4, what is the speed C of the shock and the velocity V just inside the shock? 


EB C-(N4(c) р/р, = [2к(№)2– (к – DIK +1) 4950/14.7 = [(2)(1.4)(№,)2 – (1.4 — 1)]/(1.4 + 1) 
(Nu): = 17.00 c=VKRT | c,—- V(1.4)(1716)(515) = 1112 ft/s С = (17.00)(1112) = 18 904 ft/s = V, 
V/V, 2 (k — N49: -2I/(k - (Nu); — V,/18904 — [(1.4 — 1)(17.00)? + 2]/(1.4 + 1)(17.00)? = 0.1696 

V, — 3206 ft/s V = C — V, = 18 904 — 3206 = 15 698 ft/s. 


The normal-shock wave from an explosion propagates at 1450 m/s into still air at 21 °C and 101 kPa. What are 
the pressure, velocity, and temperature just inside the shock? 
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Ё рр. = DK(NU — (k — 1))/(k + 1) м = М/с с = VkRT = V(1.4)(287)(21 + 273) = 344 m/s 
(№), = 580 = 4.22 p2/101 = [(2)(1.4)(4.22)° – (1.4 – 1)]/(1.4+1) р, = 208.2 КРа 
T,/T, = [2 + (k — (МАО – (к – П) + 1), 0) 
T,/ (21 + 273) = [2 + (1.4 — 1)(4.22)?]{[(2)(1.4)(4.22)? — (1.4 — 1)]/(1.4 - 1)(4.22)) 
Т, = 1293 К V/V, = [((k - D(QNUXE *2]/(k - D(N4)Ó. — V/1450 — [(1.4 — 1D(4.22Y  2]/(1.4  1)(4.22y 
= 310 m/s Vinside shock = C — V2 = 1450 — 310 = 1140 m/s 


Air is moving at Mach number 3 in a duct and undergoes a normal shock. If the undisturbed pressure ahead of 
the shock is 69 kPa abs, what is the increase in pressure after the shock? What is the loss in stagnation pressure 
across the shock? 


B From Table A-17, (Ny)2 = 0.475, p2/p, = 10.333, (po);/(po); — 0.328. Hence p; — (10.333)(69) — 712.98 kPa. 
Now go to an isentropic table for (po).: pi/(po), — 0.027, (po), ^ 69/0.027 — 2560 kPa. Hence (po); — 
(0.328)(2560) — 838 kPa, and Apo = 2560 — 838 — 1720 kPa. 


An airplane having a diffuser designed for subsonic flight has a normal shock attached to the edge of the diffuser 
when the plane is flying at a certain Mach number. If at the exit of the diffuser the Mach number is 0.3, what 
must the flight Mach number be for the plane, assuming isentropic diffusion behind the shock? The inlet area is 
0.24 m? and the exit area is 0.38 m’. 


ШЕ From Table A-16, A,/A* = 2.04, A* = 0.38/2.04 — 0.186 m". At inlet, A, — 0.24 m^. Hence A;/A* — 
0.24/0.186 — 1.290. From isentropic tables, (N,,); — 0.527. This is the Mach number behind the inlet shock. 
From Table A-17, (N,,), — 2.360. 


A normal shock forms ahead of the diffuser of a turbojet plane flying at Mach number 1.2. If the plane is flying 
at 35 000-ft altitude in standard atmosphere, what is the entering Mach number for the diffuser and the 
stagnation pressure. 


B (N,), — 1.2. Hence from normal shock tables (A-17), (Ny); — 0.842. 


(Po)2/ (Po) = 0.993 (1) 


Also, from isentropic tables (A-16) we have for (Ny), = 1.2: pi/(Po), = 0.412. Hence, (po), = 0.498/0.412 = 
1210 psf, where we have used the standard atmosphere table. Now using Eq. (1) we get (po)2 = (0.993)(1210) = 
1200 psf. 


Consider a supersonic flow of air through a stationary duct wherein a stationary shock is present. The Mach 
number ahead of the shock is 2.1 and the pressure and temperature are 101.3 kPa abs and 37 °C. What is the 
velocity of propagation of the shock relative to the air ahead of the shock? 


І (Ny): = Vile, =V,/VERT, 2.1 = №,/У(1.40)(287)(37 + 273) У, = 741 т/5 


A jet plane is diving at constant supersonic speed. There is a curved shock wave ahead of it. A static pressure 
gage near the nose of the plane measures 37.5 kPa abs. The ambient pressure ‘and temperature of the 
atmosphere are 12 kPa and 254 K. What are the flight Mach number for the plane and its speed if one assumes 
that in front of the static pressure gage the shock wave is plane? 


B Consider the reference of observation is from the plane. The ratio of the pressures across the shock wave is 
Pol p, = 37.5/12 = 3.125, (Nu); = 1.68. From Tables A-17 the plane is moving at a Mach number of 1.68. The 
velocity is determined next. The speed of sound in the undisturbed region ahead of the shock is 

c= VkRT = V(1.4)(287)(254) = 319.5 m/s. Therefore, V = (1.68)(319.5) = 537 m/s, which is also the velocity of 
the plane. 


A duct having a square cross section 0.300 m on a side has 25 kg/s of air flowing in it. The air, originally in a 
chamber where the temperature is 90°C, has been insulated by the duct walls against heat transfer to the 
outside. The duct is operating in a choked condition. If the duct has a relative roughness of 0.002, determine the 
Mach number at a position 6 m from the exit of the duct. 


1 We may solve for Ny, at this position by employing [(1/M?) — 1] * [(kK + 1)/2] In [(k + 1)M?/2{1 + 

[(k — 1)/2]M’} = (fk/D,,)L. To do this, we estimate f to be 0.024, from the Moody diagram (Fig. A-5). The 
hydraulic diameter Dj is Dj, = 4A/p,, = (4)(0.37)/(4)(0.3) = 0.3 m. Using k — 1.4, we then have [(1/N7,) — 1] + 
1.2 In [1.2N4,/(1 - 0.2N7,)] = [(0.024)(1.4)/0.3](6) = 0.672. Solving by trial and error, we get N,, — 0.6. 


16.209 


16.210 


16.211 


FLOW. OF COMPRESSIBLE FLUIDS 2 513 


To check our friction factor, we must compute other conditions at this section of the pipe. The temperature T 
is determined from Table A-16 for Ny = 0.6. : Thus T/T, = 0.933. Therefore T = 339 K = 66°C. We тау 
determine the viscosity of air at that temperature (о Бе 2.15 х 107° Ра · ѕ бу making use of Fig. A-1, since 
viscosity does not depend greatly on the pressure. Noting that G = pV = m/A = 25/0.300? = 277.8 kg/m? -s, we 
һауе № = GDy/ ut = (277.8)(0.300)/(2.15 x 1077) = 3.88 x 10°. Returning to the Moody diagram, we see that 
our choice of f is close enough not to require further computation and the desired Mach number is 0.6. 


A constant-area duct having a circular cross-sectional area of 0.19 m? is operating in a choked condition. It is 
highly insulated against heat transfer, and the inside surface has a relative roughness of 0.002. At a distance 9m 
from the end of the duct, what is the Mach number of a 36 kg/s airflow? The stagnation temperature is 96 °C. 
Perform one iteration. 


І [(1/N3,) — 1] + [(k + 1)/2] In ((k + 1)N3,/2{1 + [(k — 1)/2]N3,}) 7 (fk&/ Da)L 
лр?/4 = 0.19 т? Р = 0.4918 т 
Try f = 0.023: 
[(1/N3,) — 1] + [(1.40 + 1)/2] In (1.40 + 1)N3,/(2){1 + [1.40 — 1)/2]N3,}) = [(0.023)(1.40)/0.4918](9) 
Ny=0.61  Ne=pDV/p m= pAV V =cNy c — VkRT 
From Table A-16, 7/7, — 0.931: 
T = (0.931)(96 + 273) = 344 K c = V(1.40)(287)(344) = 372 m/s V = (372)(0.61) = 227 m/s 
36 = (p)(0.19)(227) p = 0.835 kg/m? Npr = (0.835)(0.4918)(227)/(2.2 x 10 5) = 4.24 x 10° 
From Fig. A-5 with €/D = 0.002, f — 0.023. Since this value is the same as the guessed value of f, N,, — 0.61. 
In Prob. 16.208, determine where Mach number 0.5 is assumed, and ascertain the pressure and temperature of 
the flow there. 
MB From Fig. A-72, (fk/H)L — 1.4, ((0.023)(1.40)/0.4918]L — 1.4, L — 21.4 m. From Table A-16, 7/7, — 0.952: 
Т = (0.952)(96 + 273) = 351К or 77°C P =(G/Nu)(RTo/k{1 + [(k – 1)/2]м№2,))'? 
p = [(36/0.19)/0.5]((287)(96 + 273)/(1.40){1 + [(1.40 — 1)/2](0.5)?})' = 101.7 kPa 
A constant-area duct is operating in the choked condition. The cross section is rectangular, having sides 6 by 
4ft, and the surface has a relative roughness of 0.0001. At 22 ft from the end of the duct, the pressure is 
18 lb/in’ abs. If there is no heat transferred through the walls, determine the Mach number and Reynolds 


number at this section of air flow. The exit pressure is that of ambient pressure of the surroundings, which is 
14.7 Ib/in’. 


MB We first compute H. 


H=4A/p,, = (4)(24)/20 = 4.8 ft = (G/Nu)(RTo/k {1 + [(k — 1)/21N3, ұғ 
(14.7)(144) = iG hymni oy + (0.4/2)(1y]? 
GT? = 66.2 (1) 
At position 20 ft from end we get (18)(144) = (G/N,,){171670/1.4(1 + 0.2N%,)]'?: 
74.0 = (G/Ny)[To/(1 + 0.2N2,)]"? (2) 


We thus have two unknowns if we consider GT}? and Ny, as unknowns. Substituting for GT? from Eq. (1) into 
Eq. (2) we get 74.0 = 66.2/N,,(1 + 0.2N%,)'”. Solve by trial and error to get N,, = 0.838. From Fig. A-72 we get 
(fk/H)L = 0.08, f = (0.08)(4.8)/(1. (22) = 0.0125. Now using f = 0.0125 and €/D =0.0001, we get from the 
Moody diagram (Fig. A-5): Ne = 3.5 x 1 


Determine the maximum length of 50-mm-ID pipe, f = 0.025 for flow of air, when the Mach number at the 
entrance to the pipe is 0.35. 
І Р.Ю = 5100) – 1) + 51а (60%) 0/10) + 5]) к= 1.4 
(0.025/0.05) Linax = 3[(1/0.35) — 1] + $ In [6(0.35°)/(0.357 + 5)] 
from which Lmax = 6.90 m. 
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A 4.0-in-ID pipe, f = 0.020, has air at 14.7 psia and at T = 60 °F flowing at the upstream end with Mach number 
3.0. Determine L,,.x, p*, V*, T*, and values of pg, Vo, To, and L at Ny = 2.0. 
F fLoax/ D = ПО) – 1) + 510 (60№,) 2/0) + 5]} (0.02/0.333)Lmax = 3(5 — 1) + § In [6(37)/(3" + 5)] 


from which L,,,x = 8.69 ft. If the flow originated at Ny — 2, the length L,,,, is given by the same equation: 
(0.02/0.333) Lax = 2(4 — 1) + § In [6(2?)/(2? + 5)] from which L,,,, = 5.08 ft. 
Hence, the length from the upstream section at Ny = 3 to the section where Ny = 2 is 8.69 — 5.08 = 3.61 ft. 
The velocity at the entrance is V = VKRTN,, — V1.4(53.3)[32.17(460 -- 60)](3) — 3352 ft/s. 


p*Ipi 7 (Nw VI(k — 1)(Nuyo * 2]/(k + 1) V*/Vo=[1/(Nuol VICK — 1)(Nu)o + 2]/(k + 1) 
Т* {Ту = [(K — 1)(Nu do + 21/(k + 1) p*/14.7 = 3V[0.4(3’) + 2]/2.4 = 4.583 
V*/3352 = $V[0.4(3*) + 2]/2.4 = 0.509 T* /520 = [0.4(3”) + 2]/2.4 = 4 
So p* = 67.4 psia, V* = 1707 ft/s, T* = 1213 °R. For Ny = 2 the same equations аге now solved for pj, Vo, and 


Ti: 67.4/p5 - 2V[0.4(2)) + 2]/2.4 — 2.45, 1707/V = 3 V[0.4(2?) + 2]/2.4 = 0.6124, 1213/7; = 
[0.4(22) + 2]/2.4 = 3. So p, = 27.5 psia, V; — 2787 ft/s, and T; = 809 °R. 





What length of 120-mm-diameter insulated duct, f = 0.020, is needed when oxygen enters at Ny = 3.0 and 

leaves at Ny = 2.0? 

І ЛАР = #0] – 0,2) + 810 (Ом) Nu EN) + SVEN) + 51}) 
0.020L/0.120 = 5[(1/3.02) — (1/2.07)] + £ In {(3.0/2.0)7[(2.0° + 5)/(3.0° + 5)]} L = 1.303 m 


Air enters an insulated pipe at Ny — 0.3 and leaves at N,, — 0.6. What portion of the duct length is required for 
the flow to occur at N,, — 0.5? 


І La ПОМ) – ПОМ) + 61а {[(Naa)o/ (Noa) Ом): + 51/00) + 5]) 
1. 510%] – 0м) + 61а (0) / (м) 10) + 5]/[(Мм)в + 5]}} 
— S[(1/0.3) — (1/0.5)] + 6 In {(0.3/0.5)*{(0.5? + 5)/(0.3? + 5)]} 


~ 5[(1/0.37) — (1/0.6)] + 61n ((0.3/0.6)10.6 € (03 5} 2 





Thus 88.5 percent of the duct length is required. 


Determine the maximum length, without choking, for the adiabatic flow of air in a 100-mm-diameter duct, 
f =0.0227, when upstream conditions are T = 60°C, V = 200 m/s, and p =2 atm. 


І fL max! D = 3{[1/(Nu ol — 1} + 810 60А, )2/ (0) + 5]} 
Nu = V/c 2 V/VKRT: (Мы) = 200/V(1. 40)(287)(50 + 273) = 0.5552 
0.0227 Lmax/0.100 = 3[(1/0.5552?) — 1] + $ In [(6)(0.5552)2/(0.55522 + 5)]  Lmax = 3-077 m 


What minimum size insulated duct is required to transport nitrogen 980 ft? The upstream temperature is 75 F, 
and the velocity there is 210 fps (f = 0.021). 


І fLinax/ D = HIL (Nuil — 1} + § In {6(Nw)o/[(Naa)o + 51} ; 
Nu = V/c= V/VERT (Nw), — 210/ V (1.40)(1776)(75 + 460) = 0.1821 
(0.021)(980)/ D = 3[(1/0.1821?) — 1] - $1n [(6)(0.1821)/(0.1821? -- 5)] — D — 1.140 ft 


Find the upstream and downstream pressures in Prob. 16.216 for 3-Ibm/s flow. 
І p=p/RT m=pAV 3/32.2 — (p, )[()(1.140)?/4](210) Pu = 0.0004347 slug/ft? 
0.0004347 — p,/[(1776)(75 + 460)] р, = 413.0 рѕѓа ог 2.87 рѕіа 
р*/р, = (М№)оМ[(к — 1)\(Nu)o + 2]/(k +1) p*/413.0 = (0.1821) V[(1.40 — 1)(0. 1821)? + 2]/(1.40 + 1) 
P* =pa=68.9 psfa or 0.478 psia 


What is the maximum mass rate of flow of air from a reservoir, T = 20°C, through 6 m of insulated 
25-mm-diameter pipe, f = 0.020, discharging to a standard atmosphere? 


І m= poAVo p =p/RT P*lpo (Nu) VI(k — 1)(Ns * 2]/(k 9 t) 
FLmax/ D = 3 {[1/(Nu ol — 1} + $ In 60А, )2/10%) + 51) 
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(0.020)(6)/0.025.= ${[1/(Na)o] — 1} + $1n {6(Мы%/[(Мы% + 5]} 09,997 0.311 
101.3/po = 0.311 V[(1.40)(0.311)? + 2)/(1.40+ 1) po = 353 kPa abs 
Po = 353/[(0.287)(20 + 273)] = 4.20 kg/m? V =(Ny)c = (Nu) VERT 
Vo = (0.311) V(1.40)(287)(20 + 273) = 106.7 m/s m = (4.20)[()(0.025)?/4](106.7) = 0.220 kg/s 


16.219 Air flows subsonically in an adiabatic 1-in-diameter duct. The average friction factor is 0.024. (a) What length 
of duct is necessary to accelerate the flow from (Nj); — 0.1 to (N4,); — 0.5? (b) What additional length will 
accelerate it to (N4,), — 1.0? Assume & = 1.4. 


B. (a) f (AL/D) — (fL*/D), — (fL*/D),. From Table A-24, 
(fL*/D)ny=0.1 = 66.9216 (fL*/D) ny-0.5 = 1.0691 
(0.024)(AL)/(:) = 66.9216 — 1.0691 AL=229ft 
(b) fF (AL/D)=(fL*/D)yygaos — (0.024(AL)/(5) - L0691 AL =3.71 ft 
16.220 For the duct flow of Prob. 16.219 assume that at (Ny), = 0.1 we have p, = 100 Ib/in? abs and 7, = 600 °R. 
Compute at section 2 farther downstream [(N4); — 0.5] (a) p;; (b) 7; (c) V;; and (d) (po);. 


MB As preliminary information we can compute V, and (po), from the given information: V, ^ (N),c; — 
0.1[49(600)'7] — 120 ft/s, (po) ^ pi[1  3(k — D)(Nw)1T? — 100[1 - 0.2(0. 1]? — 100.7 Ib/in? abs. Now enter 
Table A-24, to find the following ratios: 


1 0.1 10.9435 1.1976 0.1094 5.8218 
2 0.5 2.1381 1.1429 0.5345 1.3399 


Use these ratios to compute all properties downstream: 








(a) P2= Pi(P2/p*)(p*/p,) = 100(2. 1381/10.9435) = 19.5 Ib/in? abs 

(b) Ty = T,(T,/T*)(T*/T,) = 600(1.1429)/1.1976 = 573 °R 

(с) V, — V(V,/V*)(V*/V,) — 120(0.5345)/0.1094 = 586 ft/s 

(d) .. (po * (Gpo(poz/ptlLp$/(po)i] 2 100.7(1.3399)/5.8218 — 23.2 Ib/in? abs 


16.221 Air enters a duct of L/D = 38 at V, = 195 m/s and 7, = 302 K. The flow at the exit is choked. What is the 
average friction factor in the duct for adiabatic flow? 


І Nu = V/e = V/VkKRT (№), = 195/У(1.40)(287)(302) = 0.560 
From Table A-24, fL/D = 0.6736, (f)(38) = 0.6736, f = 0.0177. 
16.222 Air in a tank at p, = 100 psia and J, = 518°R flows through a converging nozzle into pipe of 1 in diameter. What 


will be the mass flow through the pipe if its length is (a) 0 ft, (b) 1 ft? Assume f = 0.0409 and the pressure 
outside the duct is negligibly small. 


I (а) m = 0.6847p,A*/(RT;) ^ (nozzle is choked) 
— (0.6847)[(100)(144)][Gc) 85)? /4]/[(1716)(518)]'? — 0.0570 slug/s 
(b) fL/D = (0.0409)(1)/ = 0.4908 (section 2 is choked) 
From Table A-24 Мм - 0.6000 т-р41іМ 


p=p/RT р = ро! {1+ [06 — 1)/2]N4 Y? — 100/ (1 7 [(1.40 — 1)/2](0.6000)?)^? — 78.4 psia 
Т, = Ty/{1 + [(K — 1)/2](Nu)?} = 518/{1 + [(1.40 — 1)/2](0.6000)?} = 483 °R 
p = (78.4)(144)/[(1716)(483)] = 0.01362 slug/ft? 
V = (Nu)(c) = (Nu) VERT = (0.6000) V(1.40)(1716)(483) = 646 ft/s 
rm = (0.01362) [()(+5)*/4](646) — 0.0480 slug/s 
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16.223 


16.224 


16.225 


16.226 


16.227 


Hydrogen (k = 1.41 and R = 4.124 kJ/kg - K) enters a 6-cm-diameter pipe at p, — 502 kPa, V, — 298 m/s, and 
T, =21°C. The friction factor is 0.025: How long is the duct if the flow is choked? What is the exit pressure? 
I FLID = {({1 — QN) n/kQN) *- [Gc + 1)/2k] (0 + 08/12 * (k — 08) 
Nu =V/c=V/VkRT (Nu): = 298/V(1.41)(4124)(21 + 273) = 0.227 
0.0251./0.06 = [(1 – 0.2272)/(1.41)(0.227)?] 
+ (1.41 + 1)/02)(1.41)| 1 {(1.41 + 1)(0.227)2/р2 + (1.41 – 1)(0.227)?]} І, = 25.6 т 
Pi/p* = (1/Мм){(К + 1)/[2 + (К — (№)? 
502/p* — (1/0.227)((1.41 - 1)/[2 - (1.41 — 1)(0.2277]^ — p* =p. = 104 kPa 


Air enters a 5-cm by 5-cm square duct at V, = 900 m/s and 7, = 300 K. The friction factor is 0.018. For what 
length duct will the flow decelerate to exactly Ny, = 1.0? If the duct length is 2 m, will there be a normal shock 
in the duct? If so, at what Mach number will it occur? 


i М,-У/с-У/УЕКТ (Nu): = 900/V (1.40)(287)(300) = 2.59 (supersonic entrance) 


From Table A-24, fL*/D = 0.451, 0.018L*/0.05 = 0.451, L* = 1.25 m. If L = 2 m, which is larger than L*, there 
will be a normal shock in the duct. By trial and error, the shock occurs at Ny, = 1.97 where fL/D =0.296, or 
AL, = (0.451 — 0.296)(0.05)/0.018 = 0.43 m. On the downstream side of the shock, Ny = 0.582 and fL*/D = 
0.565, so AL, = (0.565)(0.05)/0.018 = 1.57 m; Laue = AL, + AL, = 0.43 + 1.57 = 2.00 m. 


Air enters a 0.5-in-diameter pipe subsonically at p, = 62 psia and 7, = 595°R. The pipe length is 25 ft, 
f = 0.020, and the receiver pressure outside the pipe entrance is 18 psia. Compute the mass flow in the pipe, 
assuming isothermal flow. 


B (JAY — (pi - PY RT((FL/D) * 21n (pi/p)] 
= {[(62)(144)]? — [(18)(144)]?} /(1716)(595) {[(0.020)(25)/(0.5/12)] + 2 1n $2) — 4.939[slugs/(s-f)) 
m/A = 2.222 slugs/(s-ft^) m = (2.222)[(x)(0.5/12)?/4] = 0.00303 slug/s 


Oxygen (R = 0.260 kJ/kg - K, k = 1.40, and 4 =2 x 107° Pa -s) enters a 120-m-long smooth pipe at 250 kPa and 
60°C. The pipe exits into a low-pressure reservoir. The desired mass flow is 0.25 kg/s. Using the Moody chart 
(Fig. A-5) to compute f, estimate the maximum pipe diameter to transport this flow and the resulting exit 
pressure and temperature. 


B Guess D -0.05 т 


т = pA V, p - p/RT p; — 250/[(0.260)(60 -- 273)] — 2.888 kg/m? 
0.25 = (2.888)[()(0.05)?/4](V,) ^ V, —44.09 m/s 
Ny = М/с = У/МЕКТ (№), = 44.09/%(1.40)(260)(60 + 273) = 0.1272 


From Table A-24, fL*/D = 40.39. Ng = pDV /u — (2.888)(0.05)(44.09)/(2 x 10?) = 3.18 x 10°. From Fig. A-5, 
f — 0.0143. (0.0143)(120)/D — 40.39, D — 0.0425 m. Additional iterations are required; they yield a value of 
D — 0.0485 m at (Ny), = 0.135. 


Air enters a 1-in-diameter cast iron duct 19 ft long at V, — 200 fps, p, — 39 psia, and 7; — 521?R. Compute the 
exit pressure and mass flow using the Moody chart (Fig. A-5) to predict the friction factor. 
І т = р А.И p=p/RT pı = (39)(144)/[(1716)(521)] — 0.006282 slug/ft 
A; 7 (z)(i5)^/4 — 0.005454 ft? m = (0.006282)(0.005454)(200) = 0.006852 slug/s 
Nu = У/с = V/VERT (№), = 200/ V (1.40)(1716)(521) = 0.1788 
From Table A-24, (fL*/D), — 18.882. 


(fL*/D)2= (fL*/D), — fL/D Nr = pDV/u 
(Nr): = (0.006282)(7)(200)/(3.74 x 107-7) = 2.80 x 10° е/  --0.00085/(4;) - 0.0102 
From Fig. A-5, f = 0.0384. 
(fL*/D) = 18.882 — (0.0384)(20)/(7) = 9.666 (№) = 0.237 


р11р* = 6.112 апа р›/р“ = 4.601 Р = (4.601/6.112)(39) = 29.4 рвіа 


16.228 


16.229 


16.230 


16.231 


16.232 
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Air at 320 K is to be transported through a duct 45 m long. If f = 0.020, what is the minimum diameter of duct 
that can carry the flow without choking, if V; = 50 m/s? Assume adiabatic flow. 


i Nu = Vie = V/VkRT (№). = 50/У(1.40)(287)(320) = 0.139 
From Fig. A-24, (fL*/D), = 32.80, (0.020)(45)/D = 32.80, D =0.0274m 


Very cold air, to be used in an air-conditioning system of a test chamber, passes through a rectangular duct of 
cross-sectional area A ft^ and of length L ft. It enters the duct at a temperature of 7, °F at a pressure of p, psia. 
It is estimated that Q Btu per unit length per Ibm will be transferred from the surroundings into the flow of air 
into the duct. If the exit temperature is to be 7; ?F at ambient pressure p;, how much flow should there be? Set 
up equations only. Explain how you might go about solving the equations. 


i | ммен | 


(1) QL=c,[(%)2— (To):] (T) (To)2 
(2) «- VkRT, 
(3) с, = VkRT, 

































(4) m-p, VA, - (p/RTMA, m, V, 
(5) m=(p2/RT,)V2A2 V 
(6) (Ny) = Vile (Nu) 





(7) (№) = У,/с; 
(8) Т,(Т),-1/0а-(к-1)/2(М4)) 
T,/ (To) = 1/ {1  [(k — 12101) 


(Nu); 


We thus have nine unknowns and nine equations. One way of proceeding is as follows. Solve for c; and c, 
immediately from Eqs. (2) and (3). Now guess at a “7.” Solve for V2 from Eq. (5) . Get (Ny,)2 from Eq. (7) 
and then (7%). from Eq. (8). From Eq. (4) get V, then go to Eq. (6) for (Ny): and finally to Eq. (9) for (To). 
Finally go to Eq. (1) and see if the computed (7), and (75) satisfy the equation. If not, select another m, etc. 


Air at V, = 300 ft/s, p = 40 psia, T = 60 °F flows into a 4.0-in-diameter duct. How much heat transfer per unit 
mass is needed for sonic conditions at the exit? Determine pressure, temperature, and velocity at the exit and at 
the section where N,, = 0.70. | 


І (Nu): = Vil VERT, = 300/V1.4(53.3)(32.17)(460 + 60) = 0.268. The isentropic stagnation temperature at the 
entrance is 7, = 7,{1 + [(K — 1)/2](Ny)?} = 520[1 + 0.2(0.268")] = 527 °R. The isentropic stagnation 
temperature at the exit is Tj" = T)(1 + KN¥y)?/ ((k + 1)N4 {2 + (k — 1) Nil} = 527[1 + 1.4(0.2687)]?/{(2.4 x 
0.2687)[2 + 0.4(0.2687)]} = 1827 °R. The heat transfer per slug of air flowing is qx = Cp(To" — Tu) = 

0.24[32. 17(1827 — 527)] = 10 037 Btu/slug. The pressure at the exit is p* = p[(1 + kNi,)/(k + 1)] = 

(40/2.4)[1 + 1.4(0.2687)] = 18.34 psia and the temperature is 7* = T[(1 + ЕМУ)/(К + 1)Nu J’ = 520{[1 + 
1.4(0.268)]/2.4(0.268)}? = 1522 °R. At the exit, V* =c* = VkRT* = V1.4(63.3)(2.17)(1522) = 1911 ft/s. 

At the section where Ny, = 0.7, p = p*[(k + 1)/(1 + KN2,)] = 18.34(2.4)/[1 + 1.4(0.77)] = 26.1 psia, 

T =T*[(k + 1)Ny/(1 + ЕМ)? = 1522{2.4(0.7)/[1 + 1.4(0.72)]}? = 1511 °R and V = Ny VERT = 
0.7V1.4(53.3)(32.17)(1511) = 1333 ft/s. 


In frictionless oxygen flow through a duct, the following conditions prevail at inlet and outlet: V, = 298 fps, 
T, — 82?F, (Ny); — 0.5. Find the heat added per slug and the pressure ratio p,/p.. 


І pilpa = [1 + К(Мы)5]/[1 + КОММ) М,-Уі/с-У/МУЕКТ 
(Nu): = 298/V(1.40)(1554)(82 + 460) = 0.274 
Pilpa — [A + (1.40)(0.5)?]/[1 + (1.40)(0.274)?] = 1.22 q = ¢,[(T)2 — (To)1] 
(Tp) = T {1 + [(k — 1)/2]N3,} (Ty), = (82 + 460) {1 + [(1.40 — 1)/2](0.274)?} = 550°R 


Т, = T,([(Nu)o/ (Nui EL + k (NIL + kN? 
= (82 + 460)((0.5/0.274) {[1 + (1.40)(0.274)?]/[1 + (1.40)(0.5°)]})? = 1209 °R 
(75); — (1209) (1 + [(1.40 — 1)/2](0.5)?) = 1269 °R q — (0.219)(32.17)(1269 — 550) — 5066 Btu/slug 


In frictionless air flow through a 100-mm-diameter duct, 0.16 kg/s enters at T= 0°C and p = 8 kPa abs. At what 
rate can heat be added without choking the flow? 
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1 тае= тс [Ту (Т) To = To + KN?) (Nw CK + [2+ (k- Nu] To= T{1 + ((k - 1/21) 
Nu = V/e = V/VKRT m=pAV p = p/RT =8/{(0.287)(0 + 273)] = 0.1021 kg/m? 
0.16 = (0.1021)[(:)(0.100?/4(V) — V — 199.5 m/s (Nu): = 199.5/V(1.40)(287)(0 + 273) = 0.602 
(Ty), = (0 + 273) {1 + [(1.40 — 1)/2](0.602)?} = 293 K 
Tj = (293)[1 + (1.40)(0.602)[7/(0:602)?(1.40 + 1)[2 + (1.40 — 1)(0.602)?] = 357 K 
rate = (0.16)(1.005)(357 — 293) = 10.3 kW 


16.233 Frictionless flow through a duct with heat transfer causes the Mach number to decrease from 2 to 1.70 (k = 1.4). 
Determine the temperature, velocity, pressure, and density ratios. | 


І рир = 1+ (МАЙ + КО) = (1 + (1.40)(1.70)2]/[1 + (1.40)(2)2] = 0.765 
T,/ Tz = 10), (Nu) (P1/p2} = (211.70)2(0.765)> = 0.529 
pil 1 = (Nu) QNS); ] V, T; — (2/1.70) 0.529 = 0.856 V/V, — pal p, = 0.856 
16.234 In Prob. 16.233 the duct is 3 in square, p, = 16 psia, and V, — 2000 fps. Calculate the mass rate of flow for air 
flowing. 
І m= pA, pi 7 pi/ RT, КТ, = Vi/kN;, 


Pi =p, /(Vi/kKN2,) = (16)(144)/{20007/[(1.40)(2)7]} = 0.003226 slug/ft? 
m = (0.003226)[(2;)(%)](2000) = 0.403 slug/s 


16.235 How much heat must be transferred per kilogram to cause the Mach number to increase from 2 to 2.6 ina 
frictionless duct carrying air? (V, = 500 m/s) 


І Qu = Cpl (To)2 — (Toil Ty = T{1 + [(k — 1)/2]N3) T =V?/NykR 
Т, = 5002 /(2)2(1.40)(287) = 156 К 
(Th), = (156) (1 + [(1.40 — 1)/2](2)?} = 281 К DIT: = {[(Мы)л/(Мы)»](р\/р»)}? 


Pil po = [1 + К(Мы)з]/[1 + k(Nu)i] = [1 + (1.40)(2.6)°]/[1 + (1.40)(2)°] = 1.585 
T,/ T, = [(2/2.6)X(1.585)} = 1.487 T,= 156/1.487 = 105 K 
(To)2 = (105){1 + [(1.40 — 1)/2](2.6)?} = 247K 
Qa = (1.005)(247 — 281) = —52.3 kJ/kg  (i.e., cooling) 
16.236 Oxygen at V, — 530 m/s, p — 80 kPa abs, and T = —10°C flows in a 60-mm-diameter frictionless duct. How 
much heat transfer per kilogram is needed for sonic conditions at the exit? 
І ан = (Т), – (Т)] T,- TU * [(k - 2/218) Nu = V/e = V/VkRT 
(№), = 530/V(1.40)(260)(— 10 + 273) = 1.71 (To), = (—10 + 273) {1 + [(1.40 — 1)/2](1.71)?} = 417K 
T, = T,{[(Nu)2/(Nu)il(P2/P1)}? Pilp2 = (1 + k)/[1 + k(Nu)i] = (1 + 1.40)/(1 + [(1.40)(1.71)°] = 0.4712 
Т,= (10 + 273)[(1/1.70)(1/0.4712)р = 410 К (To)2 = (410) {1 + [(1.40 — 1)/2](1)?} = 492 K 
Qu = (0.916)(492 — 417) = 68.6 kJ/kg 


16.237 Apply the first law of thermodynamics, q,, + p1/pi + gzi t vi/2 иу = Ww, + p2/ p2 + gz. + U3/2 + Up, to 
isothermal flow of a perfect gas in a horizontal pipeline, and develop an expression for the heat added per slug 
flowing. 


1 For isothermal flow in a horizontal pipeline, w =0, z, 2 z,, Ту = 5, p,/p,=p2/p2, u,; = uz. Hence, 
н = (vi - v)/2. 


16.238 А fuel mixture, assumed equivalent to air, enters a duct combustion chamber at V, — 95 m/s and T; — 398 К. 


Determine the heat input per unit mass that will cause the exit flow to be choked. What will be the exit Mach 
number and temperature if 1000 kJ/kg is added during combustion? 


i 0 aae = Cpl Te — (7,1 T,- T * V?/2c, (Т), = 398 + [95° /(2)(1005)] = 402 К 
Ny - Vic - VIVKRT (№), = 95/%(1.40)(287)(398) = 0.238 
From Table A-25, (Tp),/ Tet = 0.2361. Te = 402/0.2361 = 1703 K, qua. — (1.005)(1703 — 402) = 1308 kJ/kg. For 


16.239 
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q — 1000 kJ/kg; (15); — (To), + (9 /cp) = 402 + (1000/1.005) = 1397 K, (T>)2/ Tt = 1397/1703 = 0.8203. From 
Table A-25, (Ny)2 = 0.601. Ty = (To)o/ {1 + [(k — 1)/2](Nu)2} = (1398)/ (1 + [(1.40 — 1)/2](0.601)?} = 1304 K. 


What happens to the inlet flow of Prob. 16.238 if the combustion results in 2480 kJ/kg heat addition and (po), 
and (To), remain the same? How much is the mass flow reduced? 


I (T)2= (To) + (4/6) 
Choking: 
(T,)2= Tit = 402 + (2480/1.005) = 2870 K 
(To): / Tet = 402/2870 = 0.1400 
From Table A-25, new (N,,), — 0.1777. 
mi| A = pi V; = pici(Nu)1 = PoCo/ {1 [(k — 1)/2]U4)1? 


т (пеж) №, (new) [ 1 + [(1.40 — 1)/2]N%, (old) | _ 0.1777 | 1 + (0.2)(0.238)° 
ma (old)  N,(old) L1--[(1.40 —1)/2]N2, (new) |. 0.238 11 + (0.2)(0.1777)° 


The mass flow is reduced by 25%. 
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Water is being discharged through a 3-in-diameter pipe directly into a container that has a volume of 27.0 ft". 
Find the rate and velocity of flow through the pipe if the time required to fill the container is 4 min 19.6. 


І Q = V/t =27.0/[(4)(60) + 19.6] = 0.104 ft/s v = Q/A =0.104/[(x)(3)?/4] = 2.12 ft/s 


Water is being discharged through a 6-in-diameter pipe directly into a container that has a volume of 200.0 ft’. 
Find the rate and velocity of flow through the pipe if the time required to fill the container is 3 min 21.2s. 


І Q = V /t = 200.0/{(3)(60) + 21.2] = 0.994 ft?/s v = Q/A =0.994/[(x)($)?/4] = 5.06 ft/s 





A Pitot tube being used to determine the velocity of flow of water in a closed conduit indicates a difference 
between water levels in the Pitot tube and in the piezometer of 48 mm. What is the velocity of flow? 


І v = V2gh = V(2)(9.807)(0.048) = 0.970 m/s 


A Pitot tube being used to determine the velocity of flow of water in a closed conduit indicates a difference 
between water levels in the Pitot tube and in the piezometer of 58 mm. What is the velocity of flow? 


i v = Vigh = V(2)(9.807)(0.058) = 1.07 m/s 


An airplane uses a Pitot measuring device to determine its velocity. The instruments show a stagnation pressure 
(p,) of 508 mmHg abs, a static pressure (po) of 325 mmHg abs, and a stagnation temperature of 60°C. What is 
the plane’s velocity? 


I Nu = VIT — DI. Ipoy 7 — 1] - VI2/Q:40 — T] - 0.825 
Since (N,, — 0.825) « 1.0, flow is subsonic, and 


- V[2kRT /(k — 1)][(p./po)* ^ — 1] Т = 60 + 273 = 333 К 
у = У[0)(1.40)(287)(333)/(1.40 — 1)1108) 9-07-40 — 1] = 302 m/s 





An airplane uses a Pitot measuring device to determine its velocity. The instruments show a stagnation pressure 
(p,) of 498 mmHg abs, a static pressure (po) of 318 mmHg abs, and a stagnation temperature of 75 °C. What is 
the plane’s E 





І - V[2/(k — 0)10р,/ре)6 9% – 1] = V[2/(1.40 — Ie 4070/40 — 1] = 0.827 
Since (Ny = 0.827) < 1.0, flow is subsonic, and 
[2kRT/(k — 1)][(p,/ po)“ — 1] T =75 +273 = 348K 





v — V[(2)(1.40)(287)(348)/ (1.40 — 1)][ ($28) 9 7-49 — 11 2 309 m/s 


Ай (у = 0.075 pcf) is flowing in Fig. 17-1. If u — 13.9 fps and V, — 15.7 fps, determine the manometer reading. 





Fig. 17-1 
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i u?/2g = (Yr,0/ Yair — 1)(x) — 13.9?/[(2)(32.2)] = (62.4/0.075 — 1)(x) 
x = 0.00361 ft or - 0.0433 in 


(Such a reading is too small for practical use.) 


Repeat Prob. 17.7 for Fig. 17-2. 





Oil (s=0.86) Fig. 17-2 


i V./2g — u^ [2g = (You! Yair — 1)(x) 
15.77/[(2)(32.2)] — 13.97/[(2)(32.2)] = [(0.86)(62.4)/0.075 — 1](x) x=0.00116ft or 0.0139in 


(As in Prob. 17.7, such a reading is too small for practical use.) 


In Fig. 17-3, pressure gage A reads 10.8 psi, while pressure gage B reads 11.7 psi. Find the velocity if air at 50°F 
is flowing. Atmospheric pressure is 26.9 inHg. Assume C, = 1.0 and neglect compressibility effects. 





Fig. 17-3 
ШЕ p-(26.9/29.9)(14.7) + 10.8 = 24.03 psia y = p/RT = (24.03)(144)/[(53.3)(50 + 460)] = 0.1273 lb/ft 
u = C, V2g(p.l y — pol Y) = (1-0) V (2)(32.2)(11.7)(144)/0.1273 — (10.8)(144)/0.1273] — 256 ft/s 
In Prob. 17.9, if the two pressure gages were replaced by a differential manometer containing water, what 
would be the reading on the manometer (y)? 
І Aply 7 (s.g.w/s-g-.p - (y) — Ap/y — (11.7)(144)/0.1273 — (10.8)(144)/0.1273 — 1018 ft 
1018 — (62.4/0.1273 — 1)(y) у = 2.0816 ог 25.0іп 





In Fig. 17-3, assume kerosene (s.g. = 0.81) is flowing. The pressure gages at A and B read 74 Pa and 152 Pa, 
respectively. Find the velocity u, assuming C, = 1.0. 


I y = (0.81)(9.79) 2 7.930 kN/m? or 7930 N/m? 


и = С,\/2в(р.„/ү — pol y) ^ (1.00) V (2)(9.807) (495 — 7345) = 0.439 m/s 


The piezometer in Fig. 17-4 is connected to a mercury manometer, and the reading is 92 mm. The velocity is 
3.5 m/s. If carbon tetrachloride (s.g. — 1.59) is flowing, what is C, for the measurement? 


Fig. 17-4 


І u = C,V2g(p,/'y — pol ¥) = СМе(Ар/ү) 
Aply — (s.g.w/s.g.e — 1)(y) — (13.6/1.59 — 1)(0.092) — 0.6949 m 


3.5 = (С,)У0)09.807)(0.6949) С, = 0.948 
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In Fig. 17-4, suppose air at 90 °F is flowing. The pitometer is attached to a manometer containing a liquid 
(s.g. = 0.89). Find velocity u versus manometer readings assuming C, — 0.93. Assume the air is at standard 
atmospheric pressure. 


B From Table A-4, Paz = 0.00224 slug/ft’. Priquial Pair = (0.89)(1.94)/0.00224 = 770.8: Thus 1 ft of manometer 
reading is equivalent to 770.8 ft of air. u = C,V2g(p./y — poly) = Cy V2g(Ap/ y). Letting y = manometer 
reading, u — C, V2g(770.8y). For y — lin, u — (0.93) V(2)(32.2)[(770.8)Gs)] = 59.8 ft/s. For y = Sin, u= 
(0.93) 292.2) (770-8) 52)] = 134 ft/s. For y = 10 in, u — (0.93) V (2)(32.2)[(770.8)(12)] 189 ft/s. Fory- -4 
20 in, u — (0.93) V (2)(32.2)|(770.8)(12)] = 267 ft/s. (At larger manometer readings, the effect of compressibility 1 
must be considered.) 4 






A Pitot tube is placed in a pipe carrying water at 25 °C. The Pitot tube and a wall piezometer tube are 1 
connected to a water-mercury manometer which registers a differential of 66 mm. Assuming C, — 0.98, whatis 3 
the velocity approaching the tube? A 
І Ap/y = (s.g-a/s.g.r — 1)(y) = (13.6/1 — 1)(0.066) = 0.8316 m 

u =C,V2g(p,/¥ — pol y) ^ CiV2g(Ap/ y) ^ (0.98) V(2)(9.807)(0.8316) — 3.96 m/s 
Suppose that the fluids of Prob. 17.14 are reversed so that mercury is flowing in the pipe and water is the gage 


fluid (with the manometer now inverted). With the same gage differential, what would be the velocity of the 
mercury? 


І Ар/ү = (1 — 5.р.,/5.8.ғ)(у) = (1 — 1/13.6)(0.066) = 0.06115 т 
и = C,V2g(p./ y — pol y) » C, V2g(Ap/ y) — (0.98) V (2)(9.807)(0.06115) — 1.07 m/s 
A Prandtl tube is placed on the centerline of a smooth 10-in-diameter pipe in which water at 80?F is flowing. 


The reading on a differential manometer attached to this Prandtl tube is 11 in of carbon tetrachloride 
(s.g. = 1.59). Find the flow rate. 


1 -o Vuna = Ш + 1.337) h = (1.59 — 1)(3) = 0.5408 ft | 
Umax = W2gh = V(2)(32.2)(0.5408) = 5.901 ft/s | 


Try V =5 ft/s: Ne = DV /v = (8)(5)/(9.15 x 10™%) = 4.55 x 10°. From Fig. A-5, f = 0.013. V/5.901 = 1/[1+ 
(1.33)(0.013)!?], V = 5.12 ft/s. (f is still 0.013 for V = 5.12 ft/s.) О = АУ = [(я)(19)2/4]05.12) = 2.79 #/5. 


| 
| 
| 


A Pitot-static tube for which C, — 0.99 is connected to an inverted U-tube containing oil (s.g. — 0.83). Water is 
flowing. What is the velocity if the manometer reading is 3.7 in? 


I Ap/y =(1—5.g.4/8-8.r)(y) = (1 — 0.83/1)(3.7/12) = 0.0524 ft 
и = C,V2g(p./l y — pol y) ^ CIV2g(Ap/ y) ^ (0.99)(V (2)(32.2)(0.0524) — 1.82 ft/s 


A. Pitot tube having a coefficient of 0.98 is used to measure the velocity of water at the center of a pipe, as 
shown in Fig. 17-5. What is the velocity? 





Fig. 17-5 


І и = СгУ28(р,/у — pol y) = (0.98) V(2)(B2.2)(18.6 — 15.5) = 13.8 ft/s 


Air flows through a duct, and the Pitot-static tube measuring the velocity is attached to a differential gage 


720 
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containing water. If the deflection of the gage is 4 in, calculate the air velocity, assuming the specific weight of 
air is constant at 0.0761 Ib/ft? and that the coefficient of the tube is 0.98. 


I (pl y — pol Y) — ($)(62.4)/0.0761 — 273.3 ft of air 
u = C,V2g(p,/¥ — pol ¥) = (0.98) V(2)(32.2)(273.3) = 130 ft/s 


Carbon tetrachloride (s.g. = 1.60) flows through a pipe. The differential gage attached to the Pitot-static tube 
shows a 3-in deflection of mercury. Assuming C = 1.00, find the velocity. 


I D. — Po = ()(13.6 — 1.60)(62.4) = 187.2 Ib/ft? 
u = C,V2g(p./¥ — Pol ¥) = (1.00)V(2)(32.2){187.2/[(1-60)(62.4)]} = 11.0 ft/s 


Water flows at a velocity of 4.65 fps. A differential gage (C, — 1.0) which contains a liquid of specific gravity 
1.25 is attached to the Pitot-static tube. What is the deflection of the gage fluid? 


f u= CrV2g(Ps/Y — pol Y) = C,V2g(Ap/y) 4.65 = (1.0)V(2)(32.2)(Ap/y) Ap/y = 0.3358 ft of water 
Ap/y =(s.8-u/s.2.e-D(y) 0.3358 = [(1.25/1) – (у)  y=1.34ft 


Develop the expression for measuring the flow of a gas with a Pitot tube. 


I The flow from A to B in the figure of Prob. 17.18 may be considered adiabatic and with negligible loss. 
Using the Bernoulli equation, A to B, we obtain {Tk/k —1)](pa/y,) + (V4,/2g) + 0} — negligible loss = 
[К/К — 1)](р„/үл)(рв/рд)®-У* + 0 + 0 ог 


V4/2g - |k/(k — ))Ga/ vA (ps/pa)* ^ — 1] ) 


The term p; is the stagnation pressure. This expression (1) is usually rearranged, introducing the ratio of the 
velocity at A to the acoustic velocity c of the undisturbed fluid. The acoustic velocity c= VE/p = Vkp/p= 
Vkpg/y. Combining with Eq. (1) above, 


Vá-[c/(- Ull(ps/pA* ?^—1] or papa = (1 * [k - 0/2470)? (2) 
Expanding by the binomial theorem, 
Palpa =1+4 (k/2)(Valc) (1+ 4(Valc)? — [(k — 2)/24](V,/c)* +--+ -} (3) 


In order to compare this expression with the formula in Prob. 17.18, multiply through by p, and replace 
kp4/c? by p4, obtaining 
Рв = ра + pAVA(1 * (Vale) — [(k - 2)/24](Va/c)* +--+} (4) 


The above expressions apply to all compressible fluids for ratios of V/c less than unity. For ratios over unity, 
shock wave and other phenomena occur, the adiabatic assumption is not sufficiently accurate, and the derivation 
no longer applies. The ratio V/c is called the Mach number. 

The term in braces in (4) is greater than unity and the first two terms provide sufficient accuracy. The effect of 
compressibility is to increase the stagnation-point pressure over that of an incompressible fluid. 


Air flowing under atmospheric conditions (y = 0.0763 Ib/ft* at 60 °F) at a velocity of 300 fps is measured by a 
Pitot tube. Calculate the error in the stagnation pressure by assuming the air to be incompressible. 


Ё рь =р, + ру?/2 = (14.7)(144) + (0.0763/32.2)(300)?/2 = 2223 Ib/ft? abs - 
Also: Po =Pat 3p V (1 VAJcy — [(k — 2)/24KVAJO* ^ + +} 
c = VkgRT = V(1.40)(32.2)(53.3)(60 + 460) = 1118 ft/s 
Рв = (14.7)(144) + [(0.0763/32.2)(300)?/2] {1 - (5) GPS. — [(1.40 — 2)/24](205)* - - - -) — 2225 Ib/fC abs 
The error in the stagnation pressure is (2225 — 2223)/2225 — 0.0009, or 0.09 percent. 
The difference between the stagnation pressure and the static pressure measured by a Pitot-static device is 


412 lb/ft’. The static pressure is 14.5 psia and the temperature in the air stream is 60 °F. What is the velocity of 
the air, assuming the air is (a) compressible and (b) incompressible. 
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B (a) Using Eq. (2) of Prob. 17.22, | ! 
Palpa= {1+ [(k —1)/2\(Vale) | 
с = УК ЕТ = V(1.40)(32.2)(53.3)(60 -- 460) = 1118 ft/s 
[(14.5)(144) + 412]/(14.5)(144) = {1 + [(1.40 — 1/2 (V,/1118)] 9-4? — y, —574 ft/s 
(b) «— y 2 pIRT — (14.5)(144)/[(53.3)(60 4- 460)] — 0.07534 Ib/ft 1 
V = V2g(Ap/7) = V(2)(32.2)(412/0.07534) = 593 ft/s t 





Air flows at 800 fps through a duct. At standard barometer, the stagnation pressure is —5.70 ft of water gage. 
The stagnation temperature is 145?F. What is the static pressure in the duct? 


B Using Eq. (2) of Prob. 17.22, ps/p, = {1 + [(k — 1)/2((V4/cY) -?. With two unknowns in the equation, ! 
assume a V /c ratio of 0.72. (—5.70 + 34.0)(62.4)/p, = {1+ [(1.40 — 1)/2](0.72^ 94979, p, = 1250 lb/ft abs. ; 
Check the assumption using the adiabatic relation T/T, = (рв/р)©®?*: г 
(145 --460)/Т, -|(-5.70 -- 34.0)(62.4)/1250|0-2-04.40 T, = 548°R 
с = УМЕЕТ = V(1.A0)(32.2)(53.3)(548) = 1147 ft/s 
Vic = 2% =0.697 — (—5.70--34.0)(62.4)/p, — (1 *- [(1.40 — 1)/2](0.697)?) 0-4-0 
Pa = 1277 lb/ft? abs 


No further refinement is necessary. 


A Static tube indicates a static pressure that is 900 Pa too low when liquid is flowing at 2.1 m/s. Calculate the 
correction to be applied to the indicated pressure for the liquid flowing at 6 m/s. 


MB Since Ah is a function of V?^, Ah2/Ah, = V3/V2, Ap;/ Api — V2/V3, Ap;/900 — 6/2.1?, Ap; — 7350 Pa. 


i 
Y 


A simple Pitot tube is inserted into a small stream of flowing oil, y = 56 1b/ft?, u — 0.65 P, Ah — 1.7 in, Ag 6in. 4 


What is the velocity at point 1? 


І о = V2g Ah = V(2)(32.2)(1-7/12) = 3.02 ft/s 


A stationary body immersed in a river has a maximum pressure of 73 kPa exerted on it at a distance of 5.9m 
below the free surface. Calculate the river velocity at this depth. 


І V'De-ply—-p.y — V'/[2)9.807] —73/9.)19 59 ^ V =5.53m/s 


For Fig. 17-6 derive the equation for velocity at point 1. 





Fig. 17-6 
I For Fig. 17-6a (Pitot tube and piezometer opening), V2/2g — (p; — pi)/y. 


Manometer equation: 


PilS/y) + Е$ + К'%— (К + R’)S = p-(S/Y) (p2— Pi)/¥ = R'[(So— $)/S] 
Vi/2g — R'[(So— S)/S] V, — V2gR"(So/S — 1) 
For Fig. 17-6b (Pitot-static tube), we analyze this system in a manner similar to that for Fig. 17-6a and show that 


the same relations hold, but the uncertainty in the measurement of static pressure requires-a corrective 
coefficient C; to be applied so that V, = C, V2gR'(S)/S — 1). 
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In Fig. 17-6a air is flowing (р = 20 psia, T = 48 °F) and water is in the manometer. For К’ = 0.9 in, calculate the 
velocity of air. 


i V = V2gR "(S/S —1) p = p/RT = (20)(144)/[(53.3)(48 + 460)] = 0.1064 Ibm/ft? 
So/S = 62.4/0.1064 = 586.5 V = V(2)(2.2)(0.9/12)(586.5 — 1) = 53.2 ft/s 


In Fig. 17-6 air is flowing (p = 102 kPa abs and T, = 9 °C) and mercury is in the manometer. For R’ = 188 mm, 
calculate the velocity at 1 for air considered incompressible. 


І V = V2gR'(Sue/Sair — 1) p =p/RT Pair = 102/[(0.287)(9 + 273)] = 1.260 kg/m? 
5н,/ 9... = (13.6)(1000)/1.260 = 10 794 V = V(2)(9.807)(0. 188)(10 794 — 1) = 199 m/s 
Work Prob. 17.31 for isentropic compression of air between 1 and 2. 
i Vin = c, Ti[( pz/p1) ^^^ т 1] (pz т P1)/ Yair = R'[(Su, = Sair)/ Sairl 
р-р. = R'Yng— R' Yar ™ R'Yug Р – 102 = (0.188)[(13.6)(9.79)] рг = 127.0 kPa 
V1/2 — (1005)(9 --273)[(127.0/102)9 719 —1] — V, — 191 m/s 


A Pitot-static tube directed into a 3-m/s water stream has a gage difference of 20 mm on a water-mercury 
differential manometer. Determine the coefficient for the tube. 


I V =C,V2gR'(So/S—1) 3 = С,У(2)(9.807)(0.020)[(13.6/1)- 1] С,-1.35 


A Pitot-static tube, C, — 1.14, has a gage difference of 15 mm on a water-mercury manometer when directed 
into a water stream. Calculate the velocity. 


І V =C,V2gR (S/S — 1) = (1.14) V(2)(9.807)(0.015)[(13.6/1) – 1] = 2.19 т/ѕ 


A Pitot-static tube of the Prandtl type has the following values of gage difference R’ for the radial distance from 
the center of a 3-ft-diameter pipe: 





Water is flowing, and the manometer fluid has a specific gravity of 2.83. Calculate the discharge. 
I v= C, VOgR'(Sy/S — 1). For a Prandtl tube, С, = 1.0 
У = (1.0)У(2)(32.2)(Е'712)[0.83/1) – 1] =3.134VR’ (R' in inches) 
A1 = (0G – )/2Y А, = (л) [0.1 + л)/2]*—[(% + n-)/21) 
As = (x){r3 — [(rs + re)/2}} 





0 0.3 . 
6.268 6.181 6.045 
0.071 0.565 1.131 


Q- 5 V.A, = (6.268)(0.071) + (6.181)(0.565) + (6.045)(1.131) 


+ (5.779)(1.696) + (5.374)(2.177) + (4.753)(1.428) = 39.1 ft?/s 


Determine the gage difference on a water-nitrogen manometer for flow of nitrogen at 180 m/s, using a 
Pitot-static tube. The static pressure is 160.kPa abs, and the corresponding temperature is 35 °C. True static 
pressure is measured by the tube. 
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І P2 = (p) (Vi/2c, T, - 1)"*-? — (160) (180*/[(2)(1040)(35 4 273)]  1)^*'9-97? — 190.2 kPa 
R' 2 (p,— p,)/ y = (190.2 – 160)/9.79 = 3.08 т 


М 17.37 ‘Measurements in an air stream indicate that the stagnation pressure is 18 psia, the static pressure is 13 psia, and : 
: the stagnation temperature is 109 °F. Determine the temperature and velocity of the air stream. 





I V2 - c, T1 — (p.p; ^] — (6000)(109 ^- 460)[1 — (4 97e] 
V, — 779 ft/s T, = T, — V?/2c, = (109 + 460) – 7792/[(2)(6000)] = 518 °К ог 58° 


i 17.38 If 0.6 kg/s nitrogen flows through a 60-mm-diameter tube with stagnation temperature of 42 °C and undisturbed | 
; temperature of 14 °C, find the velocity and static and stagnation pressures. 


І V, = V2e,(Ts — Т,) = М(2)(1040)[(42 + 273) – (14 + 273)] = 241 т/ѕ 
р. =Р.ЕТ = (/АУ)ЕТ ' 
A = (x)(0.060)?/4 = 0.002827 m? p, = {0.6/[(0.002827)(241)]}(0.297)(14 + 273) = 75.067 kPa 
P2= (pi T/T," = (75.067) | (42 + 273)/ (14  273)]" ^*^^? = 103.980 kPa 


| 17.39  APitot tube is inserted into a flowing air stream at 25 С and 120 kPa. The differential pressure reads 18 mm on : 
B an air-mercury manometer. What is the indicated air speed? ; 


i AP = (pu, — pu;)gh — pa, V^/2 Pair = p/RT = 120/[(0.287)(25 + 273)] = 1.40 kg/m’ 
(13 570 — 1.40)(9.807)(0.018) — (1.40)(V?/2) У = 58.5 т/ѕ 


17.40 For the Pitot-static pressure arrangement of Fig. 17-7, compute the (a) centerline velocity, (5) pipe volume 
flow, and (c) wall shear stress. The manometer fluid is Meriam red oil (s.g. — 0.827). 






d^ mm 


І (а) Po— P = (Poa — Pair) 8h = [(0.827)(998) — 1.20](9.807)(0.046) = 371.8 Pa 
Vo, = V2Ap/ pi, = V(2)(371.8)/1.20 = 24.9 m/s 
(b) Vas = Ve,/ (1+ 1.33Vf). Estimate V,,, — 0.85Vc, = (0.85)(24.9) = 21.2 m/s. Ne = pDV/p = 


Fig. 17-7 





: (1.20)(0.100)(21.2)/(1.80 x 1075) — 1.41 x 10*. From Fig. A-5, f = 0.0178. 
i Vang = 24.9/(1 + 1.33V0.0178) = 21.1m/s (О.К.) Q = AV =[(x)(0.100)?/4](21.1) = 0.1657 m’/s 





(c) T = (D(fpV2.,) — (3)(0.0178)(1.20)(21.1)? — 1.19 Pa 
i 17.44 For the water flow at 20°C of Fig. 17-8, use the manometer measurement to estimate the (a) centerline velocity 
and (b) volume flow in the 8-in-diameter pipe. Assume a smooth wall. 
I (а) Ұс, - У2Ар/рн,о- Assume at first that static pressure at A = static pressure at B. 
Ар = (ро)в – рв = (ро)в — Pa = (Pug — Po)gh — [(13.6 — 1)(1.94)](32.2)(32) — 196.8 Ib/f£ 
= V(2)(196.8)/1.94 = 14.2 ft/s 


(b) V, 7 Vo, /(1* 1.33Vf). Estimate Vavg = 0.87V = (0.87)(14.2) = 12.4 ft/s. Np = pDV/u — 
(1.94)(4)(12.4)/(2.04 x 107°) = 7.86 x 10°. From Fig. A-5, f = 0.0133. 


Vag = 14.2/(1 + 1.33V0.0133) = 12.3 ft/s  (O.K.) 
Q = AV = [(ж)(5)2/4](12.3) = 4.29 ft/s 
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Mercury Fig. 17-8 





Check: 

Pa— Ps = pef(L/D)(V7/2g) = (1.94)(32.2)(0.0133)[0.5/(72)] {12.3°/[(2)(32.2)]} = 1.5 lb/ft’ 
This gives a 1.5/196.8 = 0.008, or 0.8 percent error in Ap. 
A Pitot tube placed in a flow of methane (p — 0.666 kg/m’) at 20°C and 1 atm shows a methane-water 


differential manometer reading of 14 mm. What is the methane velocity? What will the manometer reading be if 
the methane velocity is 35 m/s? 


І Ар = (ри,о – Рсн,)ећ = (998 — 0.666)(9.807)(0.014) = 136.9 Pa 
% = М2Ар/рсн, = V(2)(136.9)/0.666 — 20.3 m/s 


If Vo = 35 m/s, Ap = (Pu,0 — Pcu))gh — pV?/2, (998 — 0.666)(9.807)(A) = (0.666)(35)*/2, h — 0.0417 m, or 
41.7 mm. 


An airplane flying at altitude 7 km uses a Pitot stagnation probe without a static tube. The measured stagnation 


_ pressure is 44 kPa. Find the indicated airplane speed and its probable uncertainty. 


Ё Ар=р„—р = pV’/2. From Table A-8, p at 7000 m = 41.44 kPa and p = 0.593 kg/m’. (44 — 41.44)(1000) = 
(0.593)(V)*/2, V — 92.9 m/s. As for the uncertainty, assume p,;, and p,;, have +3 percent error and py has £l 
percent. The worst case would be high p and p and low ро. Ap = [(44)(0.99) — (41.44)(1.03)](1000) = 
[(0.593)(1.03)](VY*/2, V — 53.6 m/s. This is (92.9 — 53.6)/92.9 = 0.42, or 42 percent less. Thus, small errors in 
this case make for a large error in the velocity estimate. 


An engineer who took college fluid mechanics on a pass-fail basis has placed the static pressure hole far 
upstream of the stagnation probe, as in Fig. 17-9, thus contaminating the Pitot measurement ridiculously with 
pipe friction losses. If the pipe flow is air at 20°C and 1 atm and the manometer fluid is Meriam red oil 

(s.g. = 0.827), estimate the air centerline velocity for the given manometer reading. Assume a smooth-walled 
tube. 


"я 





D = 80mm 
Fig. 17-9 


“ (ро)в — Pa = (Poi — «ей = [(0.827)(998) — 1.20](9.807)X—0. 170) = — 1374 Pa 


Consider friction loss. 


Pa ~ Pa=(f)(L/D)(Vive/2)(P) 
(Po)s — Ps = [(Po)s — pa] + (Pa ~ Pa) = —1374 + (f (L/D )(Ving/2)(0) = (0 )(V,, Yo/2 
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Guess f — 0.016 and V,,, — 0.85У,. 
—1374 * (0.016)[11/0.080](V2,,/2)(1.20) — (1.20)(V,,,/0.85)*/2 Vava = 53.0 m/s 
Nr = pDV / u = (1.20)(0.080)(53.0)/(1.81 х 107°) = 2.81 х 10° 
From Fig. A-5, f = 0.016 (O.K.). | 
УГУ = 1+ 1.33712 = 1 + (1.33)(0.016)"? = 1.168 Vavg/V = 1/1.168 = 0.856 (ОК. 
Hence, Vav = 53.0 m/s and y.- (53.0)(1.168) = 61.9 m/s. 


17.45 
actual velocity of the jet. Compute k for the three tubes in Fig. 17-10. 





(a) 
І 2 А. = KV?[2g = (1С — 1)(V7/2g) к =1/С%—-1 
(а) | С, = 0.98 k — (1/0.98?) — 1 — 0.0412 
(b) С, = 0.82 k = (1/0.822) – 1 = 0.487 
(c) С, = 0.74 k = (1/0.742) – 1 = 0.826 
17.46  Ifthe tubes in Prob. 17.45 and Fig. 17-10 discharge water under a head of 6 ft, compute the loss of head in each 
case. 
П у= С,У28№ hı = kV?/2g — (1/C2 — 1((V?/2g) — (1/C2 — (C, V2ghy/2g — (1/C2 — 1)Qh C22) 
(a) C, — 0.98 h, — [(1/0.98?) — 1][(2)(6)(0.98)?/2)] = 0.238 ft 
e С, = 0.82 . Р = [((1/0.827) — 1][(2)(6)(0.82)?/2)] = 1.97 ft 
(c) C, —0.74 h, — [(4/0.7£) —- 1][(2(6)(0.74)?/2)] 2 2.71 ft 


17.47 The diverging tube shown in Fig. 17-11 discharges water when h = 4 ft. The area A is twice area Ao. Neglecting 
all friction losses, find the (a) velocity at the throat and (b) pressure head at the throat. 





Fig. 17-11 


4 (0) V 2 V2gh — V(2)82.2)(4) = 16.05 ft/s 
АУ = АИ) (24,)(16.05) = Ауу)  Vo= 32.1 ft/s 
(b) pol ¥ = V?/2g ~ V3/2g = 16.05?/[(2)(32.2)] — 32. 12/[(2)(32.2)] = —12.0 ft 


The loss of head due to friction in an orifice nozzle, or tube, may be expressed as h, = kV7/2g, where Vis the . 


—— niaii 
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If the barometric pressure is 14.6 psia and the water temperature is 85 °F, what is the maximum value of h at 
which the tube will flow full, all other data being the same as in Prob. 17.47? What will happen if the value of h 
is made greater than this? 


І (Po)min = Pe = 87.21b/ft? (from Table A-1) 
pol Y * Vél2g 2 pl y + V^/2g М,-2У (from Prob. 17.47) 
87.2/62.2 + (2V)?/2g = (14.6)(144)/62.2 - V?/2g V?/2g — 10.80 ft 
Max = V?/2g = 10.80 ft 
If h > 10.80 ft, the jet will spring free from the diverging tube, so that py» = p,, and discharge will decrease. 


For a rounded entrance and tube flowing full as in the sketch for Prob. 17.47, C, — 1.0 both for the throat and 
for the exit, and thus C, — C, for both sections. For the throat, assume the value of C, as given in Fig. 17-10a, 
and assume that for the tube as a whole the discharge coefficient applied to the exit end is 0.70. If  — 4 ft, find 
the velocity and the pressure head at the throat, and compare with Prob. 17.47. 


I Q=AV =C,A)(C,V2g Ah). Since A = C.Ao, | 
V —0.98V(2)(32.2)(4) = 15.73 ft/s V,—2V (from Prob. 17.47) 
Vo = (2)(15.73) = 31.46 ft/s 
pily + vi/2g + 2, = poly * vo/2g * zo + hi, 
0+0+4=po/y + 31.467/[(2)(32.2)] + 0 + (1 —0.987)(4) — po/y = -11.5 ft 


Suppose that the diverging tube shown in the figure for Prob. 17.47 is discharging water when h = 2.7 m. The 
area A is 1.7Ay. Neglecting all friction losses, find the (a) velocity and (b) pressure head at the throat. 


І У = V2gh = V(2)(9.807)(2.7) = 7.277 m/s 
(a) АУ = А (1.7А,)(7.277) = Ау = 12.4 т/5 
(b) Pol ¥ = V7/2g — Ve/2g =7.277"/[(2)(9.807)] — 12.47/[(2)(9.807)] = —5.14 m 


If the tube of Prob. 17.50 is operating at standard atmospheric conditions at a 2500-m elevation, what would be 
the maximum value of h at which the tube will flow full? 


I pol Y + V2/2g = Patm/ Y + V?/2g. From Table A-8, at 2500-m elevation, Pam = 74.66 kPa and T =0.4°C. 
From Table A-2, at 0.4 °C, p, = 0.636 kPa and y = 9.81 kN/m*. Hence, p,/y = 0.636/9.81 = 0.0648 m, 
Vo = 1.7V, 0.0648 -- (1.7V)?/2g — 74.66/9.81 -- V?/2g, V?/2g —3.99 m. The tube will not flow full if 4 23.99 m. 


Find the maximum theoretical head at which the Borda tube of Fig. 17-12 will flow full if the liquid is water at 
90 °F and the barometer reads 28,9 inHg. Assume C, — 0.72 for the tube flowing full. 





Fig. 17-12 


MB v -0.72(2gh)'7, h — (V?/2g)/0.72? — 1.929v?/2g. 1f C, — 0.52 and C, — 0.98 for the contracted throat 
section, V¢/2g — (V?/2g)/0.52? — (0.722/0.52?)(h) 2 1.917h, p,/ y + V2/2g + Z. = poly + Vel2g + zo * h,. From 
Table A-1, at 80°F, p, = 101 lb/ft? and y = 62.1 lb/ft’. Hence, (Po/Y)mia = pe / Y — 101/62.1 — 1.626 ft, 
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(28.9/12)(13.6) + 0 + h = 1.626 + 1.917h + (1 — 0.98’)(h + 33.9). [(A + 33.9) ft is the total absolute pressure 
head acting on the orifice.] h = hmar = 31.1 ft. 


17.53 For the 4-in-diameter short tube shown in Fig. 17-13, (a) what flow of water at 75 °F will occur under a head of 
30 ft? (b) What is the pressure head at section B? Use C, = 0.82. 





Fig. 17-13 


1 For a standard short tube, the stream contracts at B to about 0.62 of the area of the tube. The lost head 
from A to B has been measured at about 0.042 times the velocity head at B. 


(a) Bal Y * VÀ/2g * za —- pcly * Vel2g * zc t h, 
0--04-30—0-- V2/[(2)(32.2)] - 0-- [(1/0.82) – 1]У2,/[02)(32.2)] Ус = 36.04 ft/s 
О = АсУс = [(л)(&)°/4](36.04) = 3.15 #/5 
(b) pal y * VÀ2g c zo - paly - V2l2g * zg t hy, Vz = Vc/0.62 — 36.04/0.62 — 58.13 ft/s 
h, — 0.042V2,/2g -- (0.042)(58.13Y"/[(2)(32.2)] — 2.204 ft 
0+0+30=pz/y + 58.137/[(2)(32.2)] +0+2.204 ps/y — —24.7 ft of water 


17.54 In Prob. 17.53, what maximum head can be used if the tube is to flow full at the exit? 


B Asthe head causing flow through the short tube is increased, the pressure head at B will become less and 

less. For steady flow (and with the tube full at the exit), the pressure head at B must not be less than the vapor 
pressure head for the liquid at the particular temperature. From Table A-1, for water at 75 ?F, p, — 63.01b/ft 
апа у = 62.3 Ib/ft; hence, p,/ y — 63.0/62.3 = 1.0 ft abs at sea level (—33.0 ft gage). Applying the Bernoulli 
equation between A and B [see Prob. 17.53((b)], C-AVz = AVc = AC, V2gh, Va(C./C.)V2gh, V2/2g = 

(C./ C. (A) = (0.82/0.62)"(h) = 1.749h, 0+ 0 + h = —33.0 + 1.749h + 0 + (0.042)(1.749h), h = 40.1 ft of water. | 
Any head over this value will cause the stream to spring free of the sides of the tube. The tube will then 1 
function as an orifice. 4 


17.55 A 4-ft-diameter tank contains oil of specific gravity 0.75. A 3-in-diameter short tube is installed near the bottom , 
of the tank (C = 0.85). How long will it take to lower the level of the oil from 6 ft above the tube to 4 ft above 
the tube? 


І t= ty, —t, = (2A7,/CA,V2g)(h?? — h}?) Ат = (л)(4)2/4 = 12.57 92 
| Ao = (л)(5)/4 = 0.04909 #2 
= [(2)(12.57)/(0.85)(0.04909) V(2)(32.2)](6"? — 47) = 33.7 s 


17.566 A Borda mouthpiece 60 mm in diameter has a discharge coefficient of 0.52. What is the diameter of the issuing 
jet? 


І C. = (DJ Dy 1 2 2C,C, 2 2C2C, 1 = (2)(0.52)(C,) С, = 0.9615 
1 = (2)(0.9615)°(C.) С. = 0.5408 0.5408 = (Dje/60)? Р,.,= 44.1 тт 


17.57]  Areservoir of variable area is drained by a 150-mm-diameter short pipe with a valve attached. The valve is 
being adjusted so that the loss (in velocity heads) for the piping system is K — 1.5 -- 0.04t -- 0.00017? with rin 
seconds. The reservoir area is given by A — 4-- 0.1y -- 0.01y? | m? where y is the elevation of the reservoir 
surface above the centerline of the valve. If y -: 20 m at t — 0, determine y, A, К, and the discharge Q for 300. 
Solve using a computer program. 
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M Qdt--Ady, y -0-0— KV?/2g — KQ'[2gA), dy = —HQ/A, апа О = VC, y/K in which C, = 2gA%. His 
the time increment used in Runge-Kutta. 


10 REM EXAMPLE DRAINAGE OF RESERVOIR—-2ND ORDER RUNGE-KUTTA 

20 DEF FNQ(YD, TD) =SQR(C1SYD/ (K1 +28 TD+KS8TD~2) ) / (AL+AZRYDCASSYD~2) 

30 DEFINT I: READ A1,A2,A3,K1,K2,K3, Y, TMAX,PI,H,G,D 

40 DATA 4.,.1,.01,1.5,.04,,0001,20!,300!,3.1416,1., 9.806001, .15 

50 LPRINT: LPRINT"AL,A2, 43, KI, K2, K3-" 51; A2; AS; K15; K2; KS 

60 LPRINT"Y, TMAX,PI,H,G, Ds"; Y; TMQX5 PI; H5G:Ds LPRINT 

70 C1-2'562(.258P18D^2)^2: T»0!: 1-0: A«Ai*Y£(A2*A38Y): Q-FNO(Y,T) £à: K-K1 
80 LPRINT"  T,s Y,m Q,m^3/s AREA,m^2  K': LPRINT 

90 LPRINT USING'AHti. Ht. "; T; Y9; 65K 

100 IF T>= TMAX THEN STOP 

110 IeI*i1: U1--H£FNQ(Y,T): U22-H£FNO(Y*UI,T*H): Y-Y*.58(U1*4U2) s T=T+H 
120 A-A1*A2RY*ASEY^2: QSENO(Y,T) £A: K-KI*T& (K2-K 8T) 

130 IF I MOD 50 - O THEN 90 ELSE GOTO 110 

140 IF T<TMAX THEN 110 ELSE STOP 


A1,02,05,K1,K2,K3— 4 .1 .01 1.5 .04 .0001 
Ү.ТМАХ,РІ,Н,б,П- 20 500 5.1416 1 39.806001 .15 


Т.» Ү,т Q,m^3/s AREA,m^2 K 
0.000 20.000 0.286 10.000 1.500 
30.000 19.265 0.206 9.638 2.790 
60.000 18.687 0.164 9.361 4.260 
90.000 18.202 0.137 9.133 5.910 
120.000 17.778 0.119 8.938 7.740 
150.000 17.401 0.105 8.768 9.750 
180.000 17.060 0.094 8.616 11.940 


210.000 16.748 0.085 8.480 14.310 
240.000 16.460 0.077 8.335 16.060 
270.000 16.191 0.071 8.241 19.390 
300.000 15.941 0.066 8.135 22.500 


A 2-in ISA flow nozzle is installed in a 3-in pipe carrying water at 72 °F. If a water-air manometer shows a 
differential of 2 in, find the fiow. 


I This is a trial-and-error type of solution. First assume a reasonable value of K. From Fig. A-20, for 
D,/D, = 0.67, for the level part of the curve, K = 1. 06. Then Q = KA,V2g[(p,/y + 2:) — ү pil y * z;)], where 
A; 7 (1/4)(27/144) — 0.0218 f£ and A(p/y + z) = % = 0.167 ft. Thus Q — (1.06)(0.0218) V(64.4)(0.167) = 

0.0757 cfs.. With this first determination of Q, V, = Q/A = 0.0757/0.0492 — 1.54 fps. Then D/V, = (3)(1.54) = 


4.62. From Fig. A-20, K = 1.04 and Q = (1.04/1.06)(0.0757) = 0.0743 cfs. No further correction is necessary. 


The velocity of water in a 6-in-diameter pipe is 12 ft/s. At the end of the pipe is a nozzle whose velocity 
coefficient is 0.98. If the pressure in the pipe is 10 psi, what is the velocity in the jet? What is the diameter of the 
jet? What is the rate of discharge? What is the head loss? 


F p,/y + Vi/2g = poly + V3/2g. Since p2 = Pam = 0, 


(V2)iaeat = [2е(р./у + Vi/2g)^ 
V2= C,(Va)iaeat = (0. 98) {(2)(32.2)[(10)(144) /62.4 + 12?/(2)(32. 2)]}!®= 39.6 ft/s 


Aja = О/У О = АУ = [(л)(&)?/4](12) = 2.356 ft?/s Aver = 2.356/39.6 = 0.05949 ft? 
0.05949 — x D?,/4 | Dyer = 0.2752 6 ог 3.30in 
h,-h-—V?[2g h = original head = p/y + V7/2g +z 


h = (10)(144)/62.4 + 12?/[(2)(32.2)] +0=25.31ft А, = 25.31 — 39.67/[(2)(32.2)] = 0.960 ft 


A jet of water 4 in in diameter is discharged through a nozzle whose velocity coefficient is 0.96. If the pressure 
in the pipe is 14 psi and the pipe diameter is 9 in and if it is assumed that there i is no contraction of the jet, what 
is the velocity at the tip of the nozzle? What is the rate of discharge? 


EB v -(C./[1 — CD; D.'] ^) Qgp/ y)'? — (0.96/[1.— (0.96)?(S)*]"7} {(2)(32.2)[(14)(144)]/62.4)}'? = 44.6 ft/s 
Q = AV = [(2)(5)2/41044.6) = 3.89 #/5 


The nozzle in Fig. 17-14 throws a stream of water vertically upward so that the power available in the jet at 
point 2 is 3.50 hp. If the pressure at the base of the nozzle, point 1, is 36.0 psi, find the (a) theoretical height to 
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17.63 


a Fig. 17-14 


which the jet will rise, (b) coefficient of velocity, (c) head loss between 1 and 2, and (d) theoretical diameter 4. 
the jet at a point 18 ft above point 2. : 


І Р = QyV3/2g = AryV3/2g 

(3.50)(550) = [(2)(1.0/12)?/4](62.4)(V3)/[(2)(32.2)] % = 71.42 #/5 
(а) haeo V2/2g — 71.42?/[(2)(32.2)] — 79.2 ft | 
(b) C, - V/V; М = V2g(pily + V3/2g + 21 — 22) 


V2/2g = (V3/2g)(D2/D,)* = {71.427/[(2)(32.2)]}(1.0/3)* = 0.9778 ft- 
= V(2)(32.2)[(36.0)(144)/62.4 + 0.9778 + 0 — 8] = 73.10 ft/s 
С, = 71.42/73.10 = 0.977 
(с) h = (1 — C2)h = (1 — 0.977?) (73.10?/[(2)(32.2)]) = 3.77 ft 
(d) V3/2g =(V3/2g)(D3/D2)* —-:V3/2g = V3/2g — z3 
= D[(V3/2g)/(V3/2g)]"* — (1.0) ([71.427/(2)(32.2)]/[71.427/(2)(32.2) — 18.0]) "^ — 1.07 in 








Suppose a 125-mm ISA flow nozzle is used to measure the flow of water at 50?C. What would be the readingon . 
a mercury manometer for the flow rate 16 L/s? 


І 222 A(ply * z) - R'(Su/Se — 1) — R'[(13.6/1) — 1] — 12.6R" 
Q = KA:V2g A(ply + z) = KAVQg)(12.6R") 
Let K = 1.0: Q = (1.0)[(2)(0.125)?/4] V(2)(9.807)(12.6)R’ = 0.1929VR’. Then 
16 x 10-°=0.1929VR’ — R'—0.00688 m = 6.88 тт 


Of course, one should check the Reynolds number to confirm the value of K used. 


A 9-in ISA nozzle is used to measure the flow of crude oil (s.g. — 0.855) at 15?F. If a mercury manometer shows 
a reading of 5.5 in, what is the flow? Assume D;/D, — 0.70, v — 0.00034 ft?/s. 


І A(p/y * z) - R'(Su/Ss — 1) - R'[(13.6/0.855) — 1] 2 14.91R' 


О = KA,V2g A(p/y +z) = KA:VQgY(14.91R") 


Let K = 1.08: Q = (1.08)[()(%)?/4]V(2)(32.2)(5.5/12)(14.91) = 10.01 ft?/s. Check N4 to confirm that the 
assumed K is applicable: V = Q/A = 10. Обади] 22. A ft/s, Ne = DV|v 2 ($)(22.66)/0.00034 = 
5.00 x 10*. From Fig. A-20, K = 1.06 approximately. Q = (1.06/1.08)(10.01) = 9.82 ft?/s. 


Water flows through a 4-in pipe at the rate of 0.952 cfs.and thence through a nozzle attached to the end of the 
pipe. The nozzle tip is 2 in in diameter and the coefficients of velocity and contraction for the nozzle are 0.950 
and 0.930, respectively. What pressure head must be maintained at the base of the nozzle if atmospheric 
pressure surrounds the jet? 
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I Apply the Bernoulli equation between base of nozzle and jet. 
Poly + Vi/2g + z =pjly + V7/2g +z +h, AsV; = A;V, = (C.Azia)V; = 0.952 
V, = 0.952/A, = 0.952/[(2)(4z)7/4] = 10.91 ft/s 
V, = 0.952/(C.A;.4,) — 0.952/ ((0.930)[(2:) (33)?/4]) = 46.92 ft/s 
hy = (1/C3 — 1)(V3/2g) 
Poly + 10.917/[(2)(32.2)] + 0 = 0 + 46.927/[(2)(32.2)] + 0 + (1/0.950? — 1) {46.92?/[(2)(32.2)]} 
Poly = 36.0 ft of water 
A 4-in base diameter by 2-in tip diameter nozzle points downward and the pressure head at the base of the 
nozzle is 26.0 ft of water. The base of the nozzle is 3.0 ft above the tip and the coefficient of velocity is 0.962. 
Determine the horsepower in the jet of water. 
MB P —OQYH, For a nozzle, unless C, is given, it may be taken as unity. Hence, V; = V.. 
Poly + Vi/2g + 25 =p,ly + Vil2g + z+ hy А,У,- А.У, 
EEDI) =V) У = 0/4 тф-(,/С3-1)УИ2%) 
26.0 + (V,/4)?/[(2)(32.2)] + 3.0 = 0 + V?/[(2)(32.2)] + 0 + (1/0.962? — 1){ V7/[(2)(32.2)]} 
V, = 42.83 ft/s О = А,У, = [(л)(2)2/4[(42.83) = 0.9344 #/5 
H, = 0 + V2/[(2)(32.2)] + 0 = 42.837/[(2)(32.2)] = 28.48 ft 
P, = (0.9344)(62.4)(28.48) = 1661 ft-lb/s = 43 = 3.02 hp 
A nozzle with a 4-in-diameter tip is.installed in a 10-in pipe. Medium fuel oil at 80 °F flows through the nozzle at 


the rate of 3.49 cfs. Assume the calibration of the nozzle is represented by curve 6 = 0.40 on Fig. A-21. 
Calculate the differential gage reading if a liquid of specific gravity 13.6 is the gage liquid. 


1 О= АУ, = АС [28(p4/y — pa/ YV[1 - (А./ А,)4 
= A,CV[2g(pa/y — ps/y)\/[1 – (5) (1) 


Figure A-21 indicates that C varies with Reynolds number: V, — Q/A, — 3.49/[3x(15)^] — 40.0 ft/s and 


№ = (40.0)(5)/(3.65 х 107°) = 365 000. Curve for f — 0.40 gives C — 0.993. Thus 3.49 = 
in(35) (0.993) V[2g (p4/ Y — pa/ YM/[1 — (35)*] and (pA/y — pa/y) ^ 24.6 ft of fuel oil. Differential gage principles 
produce, using specific gravity of the oil = 0.851, 24.6 — h[(13.6/0.851) — 1] and h = 1.64 ft (gage reading). 


Derive an expression for the flow of a compressible fluid through a nozzle flowmeter and a Venturi meter. 


MB Since the change in velocity takes place in a very short period of time, little heat can escape and adiabatic 
conditions will be assumed. The Bernoulli theorem for compressible flow gives ([k/(k — 1)](p/y1) + (Vi/2g) + 
2} — Ay = ([K/(k — 1)Gi/v(p)*7?* + (V2/28) + z2}. 

For a nozzle meter and for a horizontal Venturi meter, z, = z, and the lost head will be taken care of by 
means of the coefficient of discharge. Also, since C, — 1.00, W — y, A, V, — y;A;V;. Then upstream V, = 
W/y:A;, downstream V, — W/y;A;. Substituting and solving for W, W?/y2A2 — W^/ y141 —- 2g[k/(k — 
DGi/Y)IE — (р/р) ^] or (ideal) W—[v4A;/ V1 — (r4 Y) (As/ Av V[2gk /(k — DIP: YD- (P/P) 9]. 
It may be more practical to eliminate y; under the radical. Since y;/yi — (p;/pi)' ^, 


(ideal) W — y, A;V[2gk/(k — DK pi/v)l1 — (op) "V — (AA (pzlp ^] (1) 


The true value of W in pounds per second is obtained by multiplying the right-hand side of the equation by 
coefficient C. From Eq. (1) of Prob. 17.66, the following equation may be written: W = yQ = 
[YA;C/V1 — (A;/ AYYIV2g(Ap/ y) or W 2 yKA;V2g(Ap/y). The above equation can be expressed more 
generally so that it will apply both to compressible and incompressible fluids. An expansion (adiabatic) factor Y 
is introduced and the value of y, at inlet is specified. The fundamental relation is then 


W — y,KA;Y V2g(Aply:) (2) 


For incompressible fluids, Y — 1. For compressible fluids, equate expressions (1) and (2) and solve for Y. By 
so doing, 


Y - (1 — (A A'VIL 7 (A2 A) (р/р) CIK/(k – 001 — (p2/p: "(2p)" /(1 – р/р.) 


This expansion factor Y is a function of three dimensionless ratios. Table A-18 lists some typical values for 
nozzle flowmeters and for Venturi meters. 
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Air at a temperature of 80 °F flows through a 4-in pipe and through a 2-in flow nozzle. The pressure differential 
is 0.522 ft of oil, s.g. = 0.910. The pressure upstream from the nozzle is 28.3 psi gage. How many pounds per 
second are flowing for a barometric reading of 14.7 psi, assuming the air has constant density. 


Е у-р/ЕТ, y, =[(28.3 + 14.7)144]/[53.3(460 + 80)] = 0.215 lb/ft. From differential gage principles, using 
pressure heads in feet of air, Ap/y, = 0.522[(Yoi/ Yair) — 1] = 0.522 {[(0.910)(62.4)/0.215] — 1} = 137 ft of air. 

Assuming C = 0.980 and using equation (1) of Prob. 17.66 after multiplying by y,, we have W = y,Q = 
(0.215)(32)($Y(0.980)V2g (137)/[1 — (3)*] — 0.445 Ib/s. 

To check the value of C, find Reynolds number and use the appropriate curve on Fig. A-21 (here y, — y, and 
v — 16.9 x 10 5 f?/s at standard atmosphere).: V, - W/Azy; - W/(zd2/4)y,. Then Na 2 V,d;/v — 
AW [ndsvy; — 4(0.445)/ [x (2)(16.9 x 14.7/43.0)1075(0.215)] = 274 000. 

From Fig. A-21, C — 0.986. Recalculating, W = 0.447 ІҺ/5. 

Further refinement in calculation is not warranted inasmuch as the Reynolds number will not be changed 
materially, nor will the value of C read from Fig. A-21. 


Find Q for flow of water in a horizontal pipe of inside diameter D — 100 mm using a long-radius-type flow 
nozzle. The value of h for the manometer is 140 mm. The throat diameter of the nozzle is 60 mm. Take 
p — 999 kg/m? and v — 1.12 x 10? m?/s. 
| Pi — P2=A(Yug — Yno) = 0.140(13.6 — 1)(999)(9.81) = 17.300 kPa (1) 
C,z = 0.99622 + 0.00059D — (6.36 + 0.13D — 0.248?) (1/ V Ng) 
(Ca)noz = [0.99622 + 0.00059(10.0/2.54)] — [6.36 + 0.13(10.0/2.54) — (0.24)(0.62)](1/VNa) 


= 0.998 — 6.785(1/ VN) ` (2): 


ace = (Ca) noz42{2[(P1 — p2)/ eY[A — (Az/ As]? 9 (C) A; QIG 7 p2)/ eV — 85) 7 
A;V, = [0.998 — 6.785(1/ V N&)](A2)[2(17 300/999)/(1 — 0.6912 


This equation becomes 


V, — (0.998 — 6.785/ V pV,d/u)(6.31) = (0.998 — (6.785/ V [(999)(V,)(0.60)]/(1.12 x 10 ?)))(6.31) 
(3) 
From continuity, | 
V2 = (ф) ®, (4) 


Therefore, substituting for V, in Eq. (3) using Eq. (4), V, = [0.998 — (0.0293/VV,)](2.77). Solving by trial and 
error we get V, — 2.22 m/s. The Reynolds number is then Nz = [(999)(0.060)(2.22)/(1.12 x 107>)] = 1.189 x 10°. 
We are well within the range of Eq. (2), so we get Q — [(7)(0.1007)/4](2.22) — 0.01744 m?/s. 


Determine the flow through a 6-in-diameter water line that contains a 4-in-diameter flow nozzle. The 
mercury-water differential manometer has a gage difference of 10 in. Water temperature is 60 °F. 


1 Q-—CA;V2gR'(SJS, — 1). From Fig. A-22, for A;/A, — ($Y = 0.4444, assume that the horizontal region of 
the curves applies. Hence, C — 1.056. 


Q — (1.056) [G:) (5Y/4] V (2) (32.2) 39) [(13.6/1) — 1] = 2.40 ft’/s 
V =Q/A =2.40/[(2)(8)*/4] = 12.22 ft/s 
Мк = pDV/p = (1.94)(§)(12.22)/(2.35 x 107°) = 5.04 x 10° 
Figure A-22 shows the value of C to be correct; therefore, the discharge is 2.40 ft/s. 
Air flows through a 100-mm-diameter ISA flow nozzle in a 150-mm-diameter pipe. p, — 140 kPa abs; 7, = 10°C; 


and a differential manometer with liquid of s.g. 2.80 has a gage difference of 0.9 m when connected between 
taps. Calculate the mass rate of flow. [MW of air = 29.] 


І т = рО = pCYA,V2 Ap/p p = p/RT =0.140/[(8.312/29)(10 + 273)] = 1.726 kg/m? 
АЈА; = (D;/D,Y = (1%): - 0.4444 
From Fig. A-22, C is assumed to be 1.055. 


р,=р\— Y Ah = 140— (9.79)(2.80)(0.9) — 115.3 kPa 
P2/p = 115.3/140 = 0.824 рыр, = їй = 0.667 


17.72 


17.73 


17.74 
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From Fig. A-26, Y — 0.875. 
А» = (z)(0.100)?/4 = 0.007854 m? 
rh — (1.726)(1.055)(0.875)(0.007854) V (2)(140 — 115.3)(1000)/1.726 — 2.12 kg/s 
N& — pDV /u У =т/рА A, = (л)(0.150)/4 = 0.01767 т? 
= 2.12/[(1.726)(0.01767)] = 69.51 m/s 
= (1.726)(0. 150)(69.51)/(1.77 x 1075) = 1.02 x 10° 
From Fig. A-22, assumed C = 1.055 is O.K.; hence, r1 — 2.12 kg/s. 


A 3.5-in-diameter ISA nozzle is used to measure flow of water at 50°C in a 9-in-diameter pipe. What gage 
difference on a water-mercury manometer is required for 400 gpm? 


І R'=Ap/ (DG -1) Ap — (p/2)(Q/CA; АА, = (3.5/9) = 0.1512 
= О/А, = (400)(0.002228)/[(2)(5)2/4] = 2.017 6/5 
MN = V,D,/v, = (2.017)(%)/(1.40 x 1075) = 1.08 x 10° 
From Fig. A-22, C = 0.995. 
А, = (л)(3.5/12)2/4 = 0.06681 #2 
Ар = (1.94/2)((400)(0.002228)/[(0.995)(0.06681)])? — 174.3 Ib/ft? 
R' = 174.3/{(62.4)[(13.6/1) — 1]} =0.2217ft or 2.66in 


We want to meter the volume flow of water (p — 1000 kg/m’, v — 1.02 x 1075 m?/s) moving through a 
200-mm-diameter pipe at an average velocity of 2.0 m/s. If the differential pressure gage selected reads 
accurately at p, — p; — 50 kPa, what size meter should be selected for installing a long-radius flow nozzle? What 
would be the nonrecoverable head loss? 


B Here the unknown is the f ratio of the meter. Since the discharge coefficient is a complicated function of В, 
iteration will be necessary. We are given D — 0.2 m and V, — 2.0 m/s. The pipe-approach Reynolds number is 
thus Nz = V,D/v = (2.0)(0.2)/(1.02 х 107%) - 392 000. Тһе generalized formula gives the throat velocity as 

V, = V,/B? = a[2(p. — p2)/p]'? where everything is known except @ and $. Solve for 7: 


В? = (1/а)(0У1/2 Ар)? (1) 
With V, = 2.0 m/s and Ap = 50 000 Pa, B? = (1/«){(1000)(2.0)?/[2(50 000)]}'? = 0.2/@ or 
B= 0.447/a'? (2) 


The solution depends only on getting the proper flow coefficient. A good guess for flow-nozzle design is a = 1.0. 
Iterate Eq. (2) and list the results: 


[= Te [caren rect eer 


0.447 0.9895 1.0206 






10095 


























Convergence is rapid to B = 0.445, d = BD = 89 mm. The throat velocity is 2.0/(0.445)* = 10.1 m/s; the throat 
head is (10.1)*/[2(9.81)] = 5.2m. From Fig. A-24 for the nozzle read K,, ^ 0.7. Then the nozzle loss is 
h,, = 9.7(5.2 m) = 3.6 m. 


Gasoline at 20°C flows at 80 L/s through a 200-mm-diameter pipe and is metered by a 100-mm-diameter nozzle. 
What is the expected pressure drop across the nozzle? (р = 680 kg/m’; v = 4.29 x 107" m^/s) 


i Q=C,A (2 Ap/p)/ (1 — B5]? Са = 0.9965 — 0.006538'2[10*/(N4)5]'? 
B = d/D = 100/200 = 0.500 № = DV/v V = Q/A = 80 х 1073/[(л)(0.200)/4] = 2.546 m/s 
(№) = (0.200)(2.546)/(4.29 х 1077) = 1.19 х 10° 
С, = 0.9965 — (0.00653)(0.500)'2[10%/(1.19 х 10%)]'2 = 0.9923 
80 х 107° = (0.9923)[(л)(0.100)2/41[02 Ар /680)/(1 – 0.5009]'2 лр = 33.59 КРа 
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1775 — Ethyl alcohol at 20°C flowing in a 100-mm-diameter pipe is metered through a 60-mm-diameter nozzle. If the 
measured pressure drop is 55 kPa, calculate the volume flow. (p — 789 kg/m; v — 1.52 x 1075 m?/s) 


8 Q-C,A([( Ap/p)/(1 — B^)]?. Estimate C, = 0.99. 
В = 410 = 60/100 = 0.600 
Q = (0.99)[()(0.060)?/4]{[(2)(55 000)/789]/(1 — 0.600*)} "? = 0.03543 m?/s 
C, — 0.9965 — 0.006538'^[105/(N4) 5]? Na 7 DV [v 

У = Q/A — 0.03543/[()(0. 100)?/4] — 4.511 m/s 

(N&)p — (0.100)(4.511)/(1.52 x 109) = 2.97 x 10° 
- C4 — 0.9965 — (0.00653)(0.600)'?[105/(2.97 x 105)]'? — 0.9872 
О = (0.9872)[()(0.060)?/4)([(2)(55 000)/789]/(1 — 0.600*)}'? — 0.03533 m?/s = 127 m?/h 


17.76 — Kerosene at 20?C flows at 23 m?/h in a 100-mm-diameter pipe. The flow is to be metered by an ISA 1932 flow 
nozzle so that the pressure drop is 8 kPa. What is the necessary nozzle diameter? (p = 804 kg/m’; 
v —2.39 x 1075 m?/s) 

8 Q-C.A(BY[Q ^p/p)/ (1 — B)". Estimate C, — 0.99. 
23/3600 — (0.99)[(7:)(0. 100)*/4]()* (((2)(8000)/804]/(1 — 69)? 
В = 0.426 С, = 0.9965 — 0.006536 '2[10°/(№,) 2]? 
Ne=DV/v V = Q/A = (23/3600)/ [()(0.100)?/4] 2 0.8135 m/s 
(N&)o — (0.100)(0.8135)/(2.39 x 1079) — 3.40 x 10* 
С, = 0.9965 — (0.00653)(0.426)'2[10%/(3.40 х 10*)]'2 = 0.9734 
23/3600 = (0.9734)[()(0. 100)/4](8)*{[(2)(8000)/804]/(1 — B*)}"” 
В = 0.430 drome = BD = (0.430)(100) = 43 mm 


17.77 Water flows from a large tank through an orifice and discharges to the atmosphere, as shown in Fig. 17-15. The 
coefficients of velocity and contraction are 0.96 and 0.62, respectively. Find the diameter and actual velocity in 
the jet and the discharge from the orifice. ‘ 






2-in-diameter, 
sharp-edged orifice 


Fig. 17-15 


І С,=а1А 0.62=а/[(л)(5)/4] а= 0.01353 #2 
(л)(Р,.)?/4 = 0.01353 Dye = 9.1313 ft or 1.58 in 
In order to determine the actual velocity in the jet, the discharge from the orifice will be determined next: 


С = С,С, = (0.96)(0.62) = 0.595, Q = CAV 2gh = (0.595) [(x)(%)?/4]V(2)(32.2)(10) = 0.329 ft?/s, v = Q /a = 
0.329/0.01353 = 24.3 ft/s. 


17.78 Oil discharges from a pipe through a sharp-crested, round orifice, as shown in Fig. 17-16. The coefficients of 
contraction and velocity are 0.62 and 0.98, respectively. Find the discharge from the orifice and the diameter 
and actual velocity in the jet. 
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| ^ 3-in-diameter, sharp-edged orifice 
4 


12-in-diameter 














pipe — Oil (s.g. — 0.84) 
| 
Mercury Fig. 17-16 
І О = CAV2g(p,/y)/V1 — C(D/D,)* C=C,C, = (0.98)(0.62) = 0.608 


pily + 2.5 — (13.6/0.84)(7.2/12)=0 — pi/y = 7.21 ft of oil 
О = (0.608) (27) (3/41 V(2)G2.2)(7.21)/ V1 — (0.608) (&* — 0.644 ft^/s 
C,-a[A  0.62-a/[((2Y/4]  a-0.03043 f£ - 
(x)(Dj4y/4— 0.03043 — Dj,—0.1968ft or 2.36in 
v — Q/a — 0.644/0.03043 — 21.2 ft/s 


17.79  Oilflows through a pipe as shown in Fig. 17-17. The coefficient of discharge for the orifice in the pipe is 0.63. 
What is the discharge of oil in the pipe? 


100-mm-diameter, sharp-edged orifice 





Heavy oil 
—= 


(s.g. = 0.91) 





Fig. 17-17 


І О = САУ28[(р, – р)/ УІ + (С2/2)(р/Р,)] А = (2)(0.100)2/4 = 0.007854 т? 
Pily * y * 0.350 — (13.6/0.91)(0.350) — y = p./y (pi — P2)/y = 4.881 m of oil 
Q = (0.63)(0.007854) V(2)(9.807)(4.881)[1 + (0.637/2)(388)*] = 0.0487 m?/s 


17.80 The tank shown in Fig. 17-18G has the form of a frustum of a cone with dimensions as shown in the figure. The 
bottom of the tank contains an orifice that has a coefficient of discharge of 0.62. The tank contains water to its 
depth of 3.5 m. Find the diameter of the orifice needed to empty the tank in 8 min. 


I dt =A, dh/CAV2gh. Rearranging this equation gives 
CAV2gh dt = A, dh (1) 


In order to solve this problem, A, must be expressed as a function of the water depth, h. This can be 
accomplished as follows: By observing Fig. 17-18, it is evident that y/(y + 3.5) = 1.5/3, y =3.5; x/1.5= 
(3.5 + h)/(3.5 + 3.5), 


x = 0.7500 + 0.2143h (2) 
A 7 (x)(DY/A 2 0.7854D* . 
A, = 1x? (3) 
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3.0-m diameter MU 


Orifice C= 0.62 
EDO 


1.5 m diameter 






(a) 


35m 


Up punt 
ШІ 1 








Substituting Eq. (2) into Eq. (3) gives A, = (2)(0.7500 + 0.2143h)*. Therefore, substituting into Eq. (1), 


Fig. 17-18 
(0.62)(0.7854D?) V (2)(9.807)h'? dt — (zr)(0.7500 + 0.2143h)? dh 


2.157D*h'? dt = (1.767 + 1.010h + 0.1443h?) dh 
2.157D? — (1.767h ^? 4- 1.010h'” + 0.1443h°”) dh/adt 
18 


480 
(1.767h~'? + 1.010h'? + 0.1443h37) а / ( Í а) 
0 0 
= [3.534h'” + 0.6733h°? + 0.05772h*?]37/[t]o"° 
= 12.34/480 
D=0.109m 


or 109 mm 


17.81 


17.82 
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A rectangular tank is divided by a partition into two chambers, as shown in Fig. 17-19a. A 6-in-diameter orifice, 
for which C is 0.65, is located near the bottom of the partition. At a certain time, the water level in chamber A 
is 10.0 ft higher than that in chamber B. Find the time it will take for the water surfaces in the two chambers to 
be at the same level. 





6-in-diameter, sharp-edged orifice 
C = 0.65 











Fig. 17-19 


I av= CAV2gh dt. Let h — difference in elevations of the two water levels at any time, dh — change in h in 
time dt, and dV = volume of water flowing into chamber B in time dt. As illustrated in Fig. 17-19b, during a 
time dt, the water level in chamber A drops an amount indicated by dh, while the level in chamber B rises an 
amount indicated by dhs. During the same time, the difference in elevations of the two water levels decreases 
from h, to h,. The volume of water leaving chamber A equals the volume entering chamber B. Hence, 


(6)(24)(dh,) = (6)(8)(dhs) (1) 
dh, = 3.00dh, 


Also from Fig. 17-19), 
аһ = аһ, + аһ | (2) 


Substituting Eq. (1) into Eq. (2) gives dh = dh, + 3.00dh,, = 4.00dh, or dh, — 0.250dh, dV = 
(0.250dh)(24)(6) = 36.0dh, A — (z:)(0.5^/4 — 0.1963 f£, 36.0dh — (0.65)(0.1963)V (2)(32.2)h'^ dt, 
35. 16h? dh — dt, О 


t 10 
Í dt = 35.16 Í h^? dh [t]; » 35.16[2 "ji t=222s 
0 0 


Water flows from a large tank through an orifice and discharges to the atmosphere, as shown in Fig. 17-15, but 
the diameter of the orifice is 3 in and the head is 15 ft. The coefficients of velocity and contraction are 0.97 and 
0.61, respectively. Find the diameter and actual velocity in the jet and the discharge from the orifice. 
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| C,-a/lA  0.61=a/{[(x)(3)7/4] a = 0.02994 fr? 
| (x)(Dj4y/4 = 0.02994 = Dj, = 0.1952 ft or 2.34in 
In order to determine the actual velocity in the jet, the discharge from the orifice will be determined next: 


C=C,C, = (0.97)(0.61) = 0.592, Q = CAV2gh = (0.592)[()(2)?/41V(2)(B2.2)(15) = 0.903 ft?/s, v = Q/a - 
0.903/0.02994 = 30.2 ft/s. 


17.83 Oil with a specific gravity of 0.86 discharges from a 250-mm-diameter pipe through a 100-mm-diameter 
sharp-edged orifice, as shown in Fig. 17-20. Coefficients of velocity and contraction are 0.98 and 0.63, 
respectively. Determine the discharge of oil in the pipe, diameter of the jet, and velocity of oil in the jet. 


100-mm-diameter, sharp-edged orifice 







Oil (s.g. — 0.86) == E 


760 mm 


Fig. 17-20 


І Q - CAV2g(pi/ Y)/ V1 — C(DID,Y С = C,C, - (0.98)(0.63) — 0.617 
pily + 0.760 — (13.6/0.86)(0.290)=0 — p,/y —3.826 m of oil 
Q = (0.617)[(2:)(0. 100)?/4] V(2)(9.807)(3.826)/ V1 — (0.617) (0. 100)* — 0.0420 m/s 
C.=a/A 0.63-а/(л)(0.100)/4| a = 0.004948 m? 
(2)(Dyer)”/4 = 0.004948 — D,,—0.0794m or 79.4mm 
v — Q/a — 0.0420/0.004948 — 8.49 m/s 


17.84 Oil flows in the pipe shown in Fig. 17-21. The orifice in the pipe has a coefficient of discharge of 0.64. Compute 
the discharge of the oil in the pipe. 


3-in-diameter, sharp-edged orifice 


10 in (sg. = 0.86) 


Mercury 


Fig. 17-21 
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i | Q - CAV2g(pi - p;)/ M1 * (C^/2)00/D,)'] А = (л)(%)/4 = 0.04909 #0 
pily +y + 15.2/12 — (13.6/0.86)(15.2/12) — y = p,/y (р,— р»)/у = 18.76 ft of oil 
О = (0.64)(0.04909)V(2)(32.2)(18. 76)[1 + (0.647/2)(%)*] = 1.09 ft^/s 


17.85 The water tank shown in Fig. 17-22a has the form of the frustum of a cone. The diameter of the top of the tank 
is 12 ft, while that at the bottom is 8 ft. The bottom of the tank contains a round, sharp-edged orifice, which has 
a diameter of 4 in. The discharge coefficient of the orifice is 0.60. If the tank is full at a depth of 10.0 ft, as 
shown in Fig. 17-22a, how long will it take to empty the tank? | 


4-in-diameter, sharp-edged 
orifice with C = 0.60 





10, ft 





Fig. 17-22 
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f dt= A, dh/(CAV2gh). From Fig. 17-22b, 
yi(y+10)=8%  y-20ft d/12=(20+h)/30 d=8+0.4h 
А = (л)()2/4 = 0.08727 #2 ` A, = nd^/4 — (n)(8 + 0.4h)?/4 = 50.27 + 5.027h + 0.1257h? 
dt = (50.27 + 5.027h + 0.1257h?) dh/[(0.60)(0.08727)V(2)(32.2)(A)] = (119.6h -'? 4- 11.965? + 0.2991h??) dh 


[ dt = [ (119. 6h7 1? + 11.96h'? -- 0.29915?) dh 


[t] = [239.2A'? 4- 7.973h?? + 0.119682] t = 1046.4 s — 17.44 min 


17.86 A rectangular water tank is divided by a partition into two chambers, as shown in Fig. 17-23a. In the bottom of 
the partition is a round, sharp-edged orifice with a diameter of 150 mm. The coefficient of discharge for the 
orifice is 0.62. At a certain instant, the water level in chamber B is 2.5 m higher than it is in chamber A. How 
long will it take for the water surfaces in the two chambers to be at the same level? 





Fig. 17-23 


1 àv - CAV2gh dt. From Fig. 17-235, 
22 (Q).5Ydhs)- Q3)Q2y(dh4) аһ,-2.5аһ, 
dh = dh, + dhs =2.5 dhg + dhs =3.5 dhs —— dhg — 0.2857 dh 
dV = (dhg)(7.5)(2.0) = (0.2857 dh (15) — 4.286 dh А = (л)(0.150)/4 = 0.01767 т? 
4.286 dh = (0.62)(0.01767)V(2)(9.807)(h) dt =0.04852h dt dt = 88.33h ~"? dh 


t 2.5 MEE 
І dt = І 88.3h-7dh [= [176.6697] — 1—279s 
0 0 


17.87  A2-in circular orifice (not standard) at the end of a 3-in-diameter pipe discharges into the atmosphere a 
measured flow of 0.60 cfs of water when the pressure in the pipe is 10.0 psi, as shown in Fig. 17-24. The jet 
velocity is determined by a Pitot tube to be 39.2 fps. Find the values of the coefficients C,, C,, C,. Find also the 
head loss for inlet to throat. 


17.88 


17.89 
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N 


© 


| 


Fig. 17-24 


B Define the inlet as section 1 and the throat as section 2. Pily = 10(144/62.4) = 23.1 ft, V,; = Q/A, = 
0.60/0.0491 — 12.22 fps, V1/2g — 2.32 ft. Express the ideal energy equation from 1 to 2 to determine the ideal 
velocity at 2: (p,/y) + (Vi/2g) = V3/2g, 23.1 — 2.3 — V2/2g, (Vica = 40.4 fps, C, = V/V; = 39.2/40.4 = 0.97. 
Area of jet: A; — Q/V — 0.60/39.2 — 0.0153 ft^, C. = A;/A, — 0.0153/0.0218 = 0.70. Hence, C, = C.C, = 0.68, 
he. = 0/C2) - 1] — (AA X328) = {[1/(0.97)7]— 1}[1 — (@)1(9У2/2в) = 

0.051(V3/2g) = 0.051[(39.2)°/64.4] = 1.22 ft. As a check, determine the actual velocity at 2 by expressing the 
real energy equation from 1 to 2: (p,/y) t (V2/2y) — hy, = V2/2g, 23.1 + 2.3 — 1.2 = V3/2g, (Va)actuat = 

39.5 fps, which is a good check. A better check would result if all numbers were carried out to more places. 


Water issues from a circular orifice under a head of 45 ft. The diameter of the orifice is 4.5 in. If the discharge is 
found to be 740 ft? in 3.4 min, what is the coefficient of discharge? If the diameter at the vena contracta is 
measured to be 3.54 in, what is the coefficient of contraction and what is the coefficient of velocity? 


1 О = С.А%(28п)'2 740/1(3.4)(60)] = (С.)[(2)()2/41[02)(32.2)(045)]'2 С, = 0.610 
С, = АЈА, = [(л)(3.54)2/41/[(2)(4.5)2/4] = 0.619 С, = С/С. = 0.610/0.619 = 0.985 


A jet discharges from an orifice in a vertical plane under a head of 16 ft. The diameter of the orifice is 2.0 in, 
and the measured discharge is 0.42 cfs. The coordinates of the centerline of the jet are 15.39 ft horizontally from 
the vena contracta and 4.0 ft below the center of the orifice. Find the coefficients of discharge, velocity, and 
contraction. 


І V — (x)(g/2z)'? — (15.39){32.2/[(2)(4.0)]}?? = 30. 88 ft/s = (C,)(2gh)'? 
30.88 = (C, [(2)(32.2)(16)]’*_ С, = 0.962 
Q=C,Ao(2gh)'? — 0.42—-(C4)[(7)2.0/12)/4][(2)(32.2)(16)] ^ С, = 0.600 
Cy=Ca/C,  0.962—0.600/C, С, = 0.624 
In Fig. 17-25, the Pitot tube in a water jet at elevation 120 ft registers a pressure of 22.7 psi. The orifice at the 


bottom of the large open tank has a diameter of 1.50 in. Find C, and C, of the orifice. Neglect air resistance. 
The flow rate is 0.39 cfs. 





Elev, 176 — 
Elev. 135 — 
Elev. 120 
Fig. 17-25 
І У3/26 = рз/ү = (22.7)44)/62.4 — 52.38 ft V3/[(2)(32.2)] ^ 52.38 V; = 58.08 ft/s 


A; — Q/V; — 0.39/58.08 — 0.006715 ft? 
V£/[(2)32.2)] - 135 — (22.7)(144)/62.4 - 120 Vja = 49.07 ft/s 
Увш = (2gh)"? = [(2)(32.2)(176 — 135)]'? = 51.38 ft/s 
Cy = Vier! Videat = 49.07/51.38 = 0.955 


АУ = С.А, = Аз (C.)[(2)C3)"/4](49.07) = (0.006715)(58.08) С. = 0.648 
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Water flows from one tank to an adjacent tank through a 60-mm sharp-edged orifice. The head of water on one 


side of the orifice is 2.9 m and that on the other is 0.7 m. Assuming C, — 0.63 and C = 0.96, calculate the flow 
rate. 


І Q —- C,C, AQgh)"? — (0.63)(0.96)[(:)(0.060)?/4][(2)(9.807)(2.9 — 0.7)]'? — 0.0112 m?/s 
Repeat Prob. 17.63 for a VDI orifice. 


І Q = KA,V(2g)(14.91R') (from Prob. 17.63) 
Let К = 0.70 (see Fig. A-25): Q = (0.70)[(x)(3)7/4]V(2)(32.2)[(14.91)(5.5/12)] = 6.49 ft?/s. Check Nz to 


confirm that the assumed K is applicable. 
V = Q/A = 6.49/[(2)(G2)"/4] = 14.69 ft/s. Nr = РУ {у — ($)(14.69)/0.00034 — 3.24 x 10* 
Dy/ D, — 0.70 (from Prob. 17.63) 
From Fig. A-25, K — 0.72, approximately, Q — (0.72/0.70)(6.49) — 6.68 ft^ /s. 


Helium, for which k = 1.66 and А = 12 420 ft-Ib/(slug-^R), is in a tank under a pressure of 60 psia and a 
temperature of 60 °F. It flows out through an orifice 0.6 in in diameter. For such an orifice, C, — 0.98 and 
C. — 0.62 for liquids. Find the rate of flow if the pressure into which the gas discharges is 48 psia. Assume 
Ү = 0.95. 


І С = CYA,V2gy,{(p; — P2)/[1 — (Р„/Ю,)°]} С = С.С, = (0.62)(0.98) = 0.608 
Y-0.5 (from Fig. A-26) 
— p,/RT = (60)(144)/[(12 420/32.2)(60 + 460)] = 0.04308 Ib/ft? 
С = (0.608)(0.95)[(л)(0.6/12)2/41%(2)(32.2)(0:04308)[(60 — 48)(144)/(1 — 0)] = 0.0785 Ib/s 


For the data in Prob. 17.93, find the rate of discharge if p; — 
I = сулау GS PXL- DID) 
Рә = p. — 0.488p, — (0.488)(60) = 29.3 psia Y = 0.85 (from Fig. A-26) 
Using data from Prob. 17.93, for D,/D, = 1/~, 
С = (0.608)(0.85)[(2)(0. 6/12)2/4}V@)BE2)(0.04508)| (60 — 29:3 044)/d — 9j] -- — 0.112 Ib/s. 


. Airis in a tank under a pressure of 1350 kPa abs and a temperature of 90 °C. It flows out through an orifice 


having an area of 8 cm? into a space where the pressure is 660 kPa abs. Compute the mass flow, assuming 
C, = 0.60. 


I m — CYA:2pil (pi — p3)/[1 — (D/D)]) Y=0.85 (from Fig. A-26) 
pi — p;/ RT, — 1350/[(0.287)(90 + 273)] = 12.9 kg/m? 
rh = (0.60)(0.85)(8 x 107*)V(2)(12.9)[(1350 — 660)(1000)/(1 — 0)] — 1.72 kg/s 
Using the same data as in Prob. 17.95, what would be the flow if the air discharged into a space where the 
pressure is 125 kPa abs? 
f With P2= 125 kPa, D/D, =0, p2/pı = 125/1350 = 0.093, Y — 0.73; hence, 
m = (0.60)(0.73)(8 x 1074) V(2)(12.9)[(1350 — 125)(1000)/(1 — 0)] = 1.97 kg/s 


Air in a tank at 1600 kPa abs and 70°C flows out through a 60-mm-diameter orifice into a space where the 
pressure is 600 kPa abs. Compute the rate of discharge assuming C4 = 0.60. 


f p/p, =600/1600 = 0.375. Since p2/p, <0.528, sonic velocity occurs at the throat and 
m= С (Азр ІМТ) (K/R)[2/(k + LI » 


= (2)(0.060)2/4 = 0. 002827 m? 
т = (0.60)[(0.002827)(16 х yn: + 273] V (1.40/287)[2/(1.40 -- 1)]0-9* 41-4970 — 5.92 kg/s 
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17.98 A 4-in-diameter standard orifice discharges water under a 20.0-ft head as shown in Fig. 17-26. What is the flow? 


Fig. 17-26 
8B. Q - CA,V2gh. From Table A-19, С = 0.594, Q = (0.594)[(2)(4)?/41V(2)(32.2)(20.0) = 1.86 ft°/s. 


17.99 The actual velocity in the contracted section of a jet of liquid flowing from a 2-in-diameter orifice is 28.0 ft/s 
under a head of 15 ft. (a) What is the value of the coefficient of velocity? (b) If the measured discharge is 
0.403 cfs, determine the coefficients of contraction and discharge. 


M (a) Vactua = C, V2gH — 2802 C, V(2)32.2(15) — C, = 0.901 
(5) Qu CAV2gH — 0.408 - (C) Gr) (8)/4]V(2)832.2)05) — C — 0.594 


C- GC. 0.594 = 0.901C, С, = 0.659 


17.100 Oil flows through a standard 1-in-diameter orifice under an 18.0-ft head at the rate of 0.111 cfs. The jet strikes a 


wall 5.00 ft away and 0. 390 ft vertically below the centerline of the contracted section of the jet. Compute the 
coefficients. 


A Q=CAV2gH — 0.111 - (OG (5)/4]V(2)32.2)(8.0). | C = 0.598 V=C,V2gH 
Letting x and y represent the coordinates of the jet as measured, from kinematic mechanics, x = Vt, y = 82/2. 
Eliminating t gives 

x'-(QV?/g(y) 5.002 = (2V?/32.2)(0.390) V = Vwa = 32.13 ft/s | 
32.13 = С,У(2)(32.2)(18.0) _ С,=0.944 C-C,C, 0.598 = (С.)(0.944) С, =0.633 


17.101 The tank in Prob. 17.98 is closed and the air space above the water is under pressure, causing the flow to 
increase to 2.65 cfs. Find the pressure in the air space. 


1 Q=CA,V2gH. Table A-19 indicates that C does not change appreciably at the range of head under 


consideration. Using С = 0.593, 2.65 = (0.593)[(2)(2)?/4] (22. 2)(20 + p/y), p/y = 20.72 ft of water, p’ = 
yh — (62.4)(20.72)/144 — 8.98 Ib/in?. 


17.102 Oil of specific gravity 0.720 flows through a 3-in-diameter orifice whose coefficients of velocity and contraction 
are 0.950 and 0.650, respectively. What must be the reading of gage A in Fig. 17-27 in order for the power in 
the jet C to be 8.00 hp? 


І Paly + V3 2 /2g + Zp =pcly + Vt/2g * zc t h, Pree = YOH, 7 (YY((C.AoVj)(0  Vi./2g + 0) 
(8.00)(550) — [(0.720)(62. 4)](0. 650) [Gr) C) /4Y (Vj) (Vie [2)(2.2)]) 
Va = Ve = 58.25 ft/s h, =(1/C, – 1)(У2.,/28) 


Pal{(0.720)(62.4)] + 0+ 9.0 =0 + 58.257/[(2)(32.2)] + 0 + (1/0.950 — 1){58.25/[(2)(32.2)]} 
Pa = 2087 1b/ft? or 14.51b/in 
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17.103 


17.104 


17.105 





Fig. 17-27 


Water at 100 °F flows at the rate of 0.525 cfs through a 4-in diameter orifice used in an 8-in pipe. What is the 
difference in pressure head between the upstream section and the contracted section (vena contracta section)? 


B InFig. A27, itis observed that C' varies with the Reynolds number. Note that the Reynolds number must 
be calculated for the orifice cross section, not for the contracted section of the jet nor for the pipe section. This 
value is Nz = V,D,/v — (4Q/ nD2)D,/ v 2 AQ|vnD, —4(0.525)/[(0.00000739)(4:)] — 272 000. Figure A-27 for 
P — 0.500 gives C' — 0.604. 

Applying the Bernoulli theorem, pipe section to jet section, produces the general equation for incompressible 
fluids, as follows: [(ps/) + (V3/2g) + 0] — [(1/C2) — 1](V24/2g) = [(Pied/ 7) + (V3x/2g) + 0] and Q = AsV; = 
(C.Aa) Vier 

Substituting for V, in terms of V;,, and solving, V2,/2g = C2{(ps/ — Ped! y)/[1 — C4 Aa/Ag)]} oF Vin = 
C, Vag(psl y — Pl YY/ [1 — C(D4 Dy]. Then Q = Aje.Vjer= (C-Aa)(C.)V28 (pal ¥ — Pied Y)/[1 — CD DY] 
= CA,V2g (Del ¥ — Pier! Y)/ [1 — C(D4 Ds). 

More conveniently, for an orifice with velocity of approach and a contracted jet, the equation can be written 


Q =[C'A,/V1 — (D,/Ds)*]V2g(Ap/7) (1) 
ог O = KAwN2g(Ap/y) (2) 


where K is called the flow coefficient. The meter coefficient C' may be determined experimentally for a given 
ratio of diameter of orifice to diameter of pipe, or the flow coefficient K may be preferred. 
Proceeding with the solution by substituting in Eq. (1), 


-(0.604)(л)62)741 | Ap Ap 
0.525 = маў — (29(32.2)( Y ) y = 1.44 ft of water 


For the pipe orifice in Prob. 17.103, what pressure difference in pounds per square inch would cause the same 
quantity of turpentine at 68 °F (s.g. = 0.862, v = 0.0000186 ft?/s) to flow? 


1 Q = [C'A,/V1— (ФБ) ]У2в(Ар/ү) 
V 2 Q/A —-0.525/[(z)(15)/4] ^ 6.016 ft/s Ми = DV/v — (35)(6.016)/0.0000186 — 1.08 x 10? 
From Fig. A-27, for B — 0.500, C' —0.607. 


— (9.607) Gr) (5?/4] Joes] 
0.525 =a (2)(32.2)| aaa es 5] 


р = 76.916/82 ог 0.534 lb/in’ 


Determine the flow of water at 70 °F through a 6-in orifice installed in a 10-in pipeline if the pressure head 
differential for vena-contracta taps is 3.62 ft of water. 


І Q 7 [C'AJ V1 — (D;/ Di)'] V2g(Ap/ y) 


The value of C' cannot be found inasmuch as the Reynolds number cannot be computed. Referring to Fig. 
A-27, for B = 0.600, a value of C’ will be assumed at 0.610. Using this assumed value, 


_ (0.610) Gr) G/4] ua 
2 = Fr Wem? V2VG2-2)(3.62) = 1.96 ft"/s 


У = ОЈА = 1.96/[(2)(%)/4] = 9.982 #/5 Ne = DV/v = (&)(9.982)/0.00001059 = 4.71 x 10° 
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From Fig. A-27, for B — 0.600, C' — 0.609. 


--(0.609) (л)(:5)2/4) _ з 
Q = Vi (0.600) | V(2)(32.2)(3.62) — 1.96 ft^ /s 


17.106 Carbon dioxide discharges through a }-in hole in the wall of a tank in which the pressure is 110 psig and the 
temperature is 68 °F. What is the velocity in the jet (standard atmosphere)? 


1 V1 = pi/RT, = (110 + 14.7)(144)/[(35. 1)(68 + 460)] = 0.9689 lb/ft? 
(Pal Dr )eritica = [2/(k + 1)] = [2/(1.30 + 1)] 5903075 — 0.546 
Patm/ Prank = 14.7/(110 + 14.7) — 0.118 


Since the latter ratio is less than the critical pressure ratio, the pressure of the escaping gas is 0.546 times p,; 
hence, 


Рг = (0.546)(110 + 14.7) = 68.1 рѕіа У = с, = МКЕКТ, T/T, = (p4 p)“ 
T,/ (68 + 460) = 0.546-30 Т, = 459°В № = У(1.30)(32.2)(35.1)(459) = 821 ft/s 


17.107 Nitrogen flows through a duct in which changes in cross section occur. At a particular cross section the velocity 
is 1200 ft/s, the pressure is 12.0 psia, and the temperature is 90 °F. Assuming no friction losses and adiabatic 
conditions, (a) what is the velocity at a section where the pressure is 18.0 psia and (b) what is the Mach number 
at this section? 


I (а) V3/2g — Vi/2g = [k/(k - DIP / YD – (р/р) 9%] ! 
¥1 = Pil RT, = (12.0)(144)/[(55. 1)(90 + 460)] = 0.05702 Ib/ft? 
{V3/[(2)(32.2)]} — {1200?/[(2)(32.2)]} = [1.40/(1.40 — 1)][(12.0)(144)}/0.05702] 
x[1—(18.0/12.00^ 971^]  y,—775ft/s 
(5) Мы = У/с› = Vol WkgRT LIT = (p.p) ^ 
T,/(90 + 460) = (18.0/12.0)¢"?" T, =618°R 
Ny = 775/V(1.40)(32.2)(55. 1)(618) = 0.626 


17.108 Establish the formula to determine the time to lower the liquid level in a tank of constant cross section by 
means of an orifice. Refer to Fig. 17-28. 





Fig. 17-28 


I Inasmuch as the head is changing with time, we know that 3V /3t #0, i.e., we do not have steady flow. This 
means that the energy equation should be amended to include an acceleration term, which complicates the 
solution materially. As long as the head does not change too rapidly, no appreciable error will be introduced by 
assuming steady flow, thus neglecting the acceleration-head term. 


Case A: With no inflow taking place, the instantaneous flow will be Q = CAgV2gh cfs. In time interval dt, the 
small volume dV discharged will be Q dt. In the same time interval, the head will decrease dh ft and the volume 
discharged will be the area of the tank A; times dh. Equating these values, (CAoV2gh) dt = —A,y dh where the 
negative sign signifies that ^ decreases as t increases. Solving for t yields 


t2 hz 
t hi 
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or t-t—t— (2A:/CAw2g)(h? = hi) а) 


In using this expression, an average value of coefficient of discharge C may be used without producing 
significant error in the result. As h, approaches zero, a vortex will form and the orifice will cease to flow full. 
However, using A; — 0 will not produce serious error in most cases. 

Equation (1) can be rewritten by multiplying and dividing by (h1^ -- A17). There results 


t=t,—t =Ar(hi — hy)/[3(CAoV2gh, + CAgV2gh,)| (2) 
Noting that the volume discharged in time (f2 — t,) is Ar(h, — h;), this equation simplifies to 


t — t; — t, 7 volume discharged/[5(Q, + Q.)] = volume discharged/average flow Q (3) 


Case B. With a constant rate of inflow less than the flow through the orifice taking place, 
| (^. -Ardh 
hi Qoa т Qin 


Should Q;, exceed Q,,,, the head would increase, as would be expected. 


—Ar dh = (Qom — Qin) at and t=t,-t, 


The initial head on an orifice was 9 ft and when the flow was terminated the head was measured at 4 ft. Under 
what constant head H would the same orifice discharge the same volume of water in the same time interval? 
Assume coefficient C is constant. 


І Volume under falling head = volume under constant head 
$CAgV2g (h1? -- h1?)(t) - CA, V2gH (t) 
1CA,V2g (9? - 4/50) 2 CA, V2g VH (t) 1 H = 6.25 ft 
A 75-mm-diameter orifice under a head of 4.88 m discharges 8900 N water in 32.6 s. The trajectory was 


determined by measuring x, — 4.76 m for a drop of 1.22 m. Determine C,, C,, C,, the head loss per unit weight, 
and the power loss. 


f The theoretical velocity V» is V} = V2gH — V2(9.806)(4.88) — 9.783 m/s. The actual velocity is determined 
from the trajectory. The time to drop 1.22 m is t — V2y,/g = V2(1.22)/9.806 — 0.499 s and the velocity is 
expressed by xo = V,,t, V, — 4.76/0.499 = 9.539 m/s. Then C, = V2,/V2, = 9.539/9.783 = 0.975. The actual 


discharge Q, is Q, = (8900/32.6)/9806 = 0.0278 m?/s. C, = Q,/(AoV2gH) = 
0.0278/[1:(0.0375?) V2(9.806)(4.88)] = 0.643, C. = C,/C, = 0.643/0.975 = 0.659. The head loss is loss 


— H(1— C2) — 4.88(1 — 0.975?) — 0.241 m. The power loss is Qy(loss) = 0.0278(9806)(0.241) = 65.7 W. 


A tank has a horizontal cross-sectional area of 2 m’ at the elevation of the orifice, and the area varies linearly 
with elevation so that it is 1 m? at a horizontal cross section 3 m above the orifice. For a 100-mm-diameter 
orifice, C, = 0.65, compute the time to lower the surface from 2.5 m to 1 m above the orifice. 


І 1 Г y 
=->—=| Aya А,-2-% 
C,A;V2g yı У У 3 


1 
-TOONER l 73) 7 mte = 8s 
Determine the equation for trajectory of a jet discharging horizontally from a small orifice with head of 8 m and 
velocity coefficient of 0.96. Neglect air resistance. 
І х= у = 82/2 № = C,V2gH t=x/V, 
у = (#)(х/У,)2/2 = (g)Ix/(C, V2gH)]/2 = (9.807) {x /[0.96V(2)(9.807)(8)]}7/2 = 0.0339x? 
An orifice of area 25 cm’ in a vertical plate has a head of 1.13 m of oil, s.g. = 0.89. It discharges 6192 N of oil in 
88.8s. Trajectory measurements yield x5 = 2.40 m, у, = 1.37 m. Determine C,, C., and Cy. 
I Letting subscript a denote “actual” and t, "theoretical," 
Qa = W/ y = (6192/88.8)/[(0.89)(9790)] = 0.008003 m?/s 
(V9), x Vg/2y — (2.40) V(9.807)/[(2)(1.37)] — 4.541 m/s 
(№), = V2gH = V(2)(9.807)(1. 13) = 4.708 m/s C, = (Va)al (V2); = 4.541/4.708 = 0.965 
C, 7 Q,/[A(V2),] = 9.008003/[(25 x 107*)(4.708)] — 0.680 C. 2 C4/C, — 0.680/0.965 — 0.705 


17.114 


17.115 


17.116 


17.117 


17.118 


FLOW MEASUREMENT J 549 


Calculate Y, the maximum rise of a jet from an inclined plate (Fig. 17-29), in terms of H and a. Neglect losses. 








x ү 
А | 
a 
Fig. 17-29 
1 y = —g [2 * (V cos a)(t) x=Vtsin a V — V2gH 
Substituting for V and t, 
y = —x?/(4H ѕіп? а) +х соёо dy/dx = —x/(2H sin’ œ) + cot a=0 
x =2H sin a cosa Ymax = H cos? œ 


In Fig. 17-29, for « = 45°, Y =0.48H. Neglecting air resistance of the jet, find C, for the orifice. 
B From Prob. 17.114 but with V — C, V2gH, Y = C2H cos? a, C, = VY/H/cos a = V0.48H/H/cos 45° = 0.980. 


Show that the locus of maximum points of the jet of Fig. 17-29 is given by X* = 4Y(H — Y) when losses are 
neglected. 


B From Prob. 17.114, maximum point coordinates are given by X —2H sin a cos a and Y — H cos? œ. Thus, 
cos a — VY/H and sin « — V1 — cos? « — V1 — Y/H. Hence, X -2HVY/H V1— Y/H, X? - AH|Y/H — 
(Y/Hy] - 4Y(H - Y). 


A 4-in-diameter orifice discharges 135 ft? of liquid, s.g. — 1.10, in 95.5 s under a 10-ft head. The velocity at the 
vena contract is determined by a Pitot-static tube with coefficient 1.0. The manometer liquid is acetylene 
tetrabromide, s.g. 2.96, and the gage difference is R' — 3.62 ft. Determine C,, C., and C,. 


І V, = CV2gR' (So/S — 1) = (1.0) V(2)(32.2)(3.62)[(2.96/1.10) — 1] = 19.85 ft/s 
V, = V2gH = V(2)(32.2)(10) = 25.38 ft/s 
C, = V,/V, = 19.85/25.38 = 0.782 Qa = V/t = 135/95.5 = 1.41 ft?/s 
Ca = ОТАУ, = 1.41/{[(х)(+5)°/4](25.38)} = 0.637 C. = Cy/C, = 0.637/0.782 = 0.815 





A 115-mm-diameter orifice discharges 60.0 L/s of water under a head of 2.70 m. A flat plate held normal to the 
jet downstream from the vena contracta requires a force of 423 N to resist impact of the jet. Find C,, C,, and 
С,. 


І F = p(V2)aQa (V2)a = F / PQ, = 423/(1000)(60.0 x 107°) = 7.050 m/s 
C, = (V2)a/V28H = 7.050/V(2)(9.807)(2.70) = 0.969 
C, - Q,/(AV2gH) = (60.0 х 107/(((л)(0.115):/41У(2)(9.807)(2.70)) - 0.794 
C. = Cal C, = 0.794/0.969 = 0.819 


17.119 Compute the discharge from the tank shown in Fig. 17-30. 


Air, 24, kPa : 





Fig. 17-30 


І Q = C,AV2g(H + p./) = (0.76)[(2)(0.090)?/4]V(2)(9. 807) {3 - 24/[(0.90)(9.79)]) = 0.0512 m3/s 
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17.120 For C, — 0.95 in Fig. 17-30, calculate the head loss. 


І һ. = (Н + р„/ү)(1 — С?) = {3 + 24/[(0.90)(9.79)]}(1 — 0.95?) = 0,558 т 


17.121 Calculate the discharge through the orifice of Fig. 17-31. 


17.122 


17.123 


17.124 


17.125 


17.126 


17.127 


440 mm diam Water 
C,-0.86 





Fig. 17-31 


І Н' = (3 + 50/9.79) — (2 + 15/9.79) = 4.575 m 
Q — C,AV2gH' — (0.86)[(x)(0.140)?/4] V (2)(9.807)(4.575) — 0.125 m?/s 
For C, — 0.92 in Fig. 17-31, determine the power loss. | 
І Н'= 4.575т (from Prob. 17.121) h,- H'(1— C2) - (4.575)(1 — 0.92?) 2 0.703 m 
О = 0.125 т?/5 (from Prob. 17.121) power loss = Qyh, = (0. 125)[(9.79)(1000)](0. 703) = 860 W 


A 3-in-diameter orifice discharges 0.826 cfs of liquid under a head of 9.5 ft. The diameter of the jet at the vena 
contracta is found by calipering to be 2.65 in. Calculate C,, C,, and C,. 


І V, = V2gH = V(2)G2.2)(9.5) = 24.73 ft/s А, = (л)(2)°/4 = 0.04909 ft? 
Ca = Q,/ V, A, — 0.826/[(24.73)(0.04909)] — 0.680 
С. = АЈА, = [(21)(2.65/12)/4V/ [Cx (3)?/4] — 0.780 С, = C,/C, = 0.680/0.780 = 0.872 


A 90-mm-diameter orifice, C, — 0.80, is placed in the bottom of a vertical tank that has a diameter of 2.0 m. 
How long does it take to draw the surface down from 4 to 3.5 m? 


І t = (2А, С,АМ8)(у!? — у!) А, = (л)(2.0)2/4 = 3.142 т? 
Ao = (л)(0.090)2/4 = 0.006362 т? 
t = ((2)(3.142)/[(0.80)(0.006362) V(2)(9.807)]) (4? – 3.5'^) = 36.08 


Select the size of orifice that permits a tank of horizontal cross section 2.0 m" to have the liquid surface drawn 


down at the rate of 140 mm/s for 3.50-m head on the orifice (C, — 0.65). 


1 Q = (A,)(Ay/At) = (2.0)(140 x 107?) = 0.2800 m?/s 
Ao Q/(C,V2gH) = 0.2800/[0.65V(2)(9.807)(3. 50) | = 0.05199 m? = 51 990 mm? 
51990=2D7/4 | D =257 mm 


A 3-in-diameter orifice in the side of a 5-ft-diameter tank draws the surface down from 7 ft to 5 ft above the 
orifice in 53.0s. Calculate the discharge coefficient. 


І t = [2A,/(CyAoV2g) (v1 — y2”) A, = (%)(5)’/4 = 19.63 ft? 
Ao = (л)(2)2/4 = 0.04909 #2 
53.0 = {(2)(19.63)/[(С,)(0.04909)У(2)(32.2)]} (7: – 5:2) С, = 0.770 


Select a reservoir of such size and shape that the liquid surface drops 1.1 m/min over a 4-m distance for flow 
through a 90-mm-diameter orifice (Cz = 0.75). 


^ 
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! dy/dt = —Q/A, = —(CyAoV2gy)/A, 
A, 7 C,A,V2g( At] Ay)y'? — (0.75)[(2:)(0.090)*/4] V (2)(9.807)(60/1.1)y'? — 1.153y!? 
лр?/4 = 1.153у 2 D = (1.212 т2)у!* 


17.128 In Fig. 17-32 the truncated cone has an angle 0 = 60°. How long does it take to draw the liquid surface down 
from y - 55m toy -2m? 





Fig. 17-32 


C,AoV2g , Vy | 
л ? fro +y tan (6/2) л [ 2 Ө өл” 
t=——— | $s by = — | | RVy) + 2ro(2y?”) tan — + 2 * tan? | 
cave |, vy o C,A. Vg o(2V y) озу” 2 sy 2 » 
Ao = (z1)(0.080)?/4 — 0.005026 m? 


2 
A, = я(һ +y tan 5) 


л 1\2 1\/2\,,3/2 60 2,52 2 6072 _ 1 
7 7 (0.80)(0.005026) V2 (9.897 9) (2Уу) + (2)(2)(2)у ќар $ + у”? (ап? 9]5 = 18225 ог 30.4 тіп 


17.129 Calculate the dimensions of.a tank such that the surface velocity varies inversely as the distance from the 
centerline of an orifice draining the tank. When the head is 400 mm, the velocity of fall of the surface is 
40 mm/s, orifice diameter is 15 mm, C, — 0.64. > 


І dy/dt 2 -Q/A, -kly | k-y(dy/d)- (0.400)(—0.040) = —0.01600 — C, A. V2gy| (xD?/4) = К/у 
p c yis | C2 (- i) — yan | (0-64){(2)(0.015)?/4}V(2)(9.807) (- 1 ) 
y л/4 к) ? m —0.01600 
= (1.578 m'^)y?* 


17.130 Determine the time required to raise the right-hand surface of Fig. 17-33 by 3 ft. 


= Ain diam ~ 
[с,=092 





Ар=2082 Ag-25ft? Fig. 17-33 
I Ау +А,у = С А, ду, + А, ду = 0 Н = у, – у 
dH = dy, — ду, = —(1 + As Ai) dy, 
йу, = АН + АЈА) Оа=С„А МУ? На = A, dy, = —[A, dH/(1 + A2/A,)] 
Непсе, 
Аз —. 2A«VH, - VH) Hath 


н; 
т=-—————— H? dH = 
C4AcV2g(1 * A;/A,) f C,AoV2g(1 - A;/ A1) 
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Rise of the right-hand surface by 3 ft will create a fall of the left-hand surface by (3)(25) — 3.75 ft. Thus, 
Н,=7-3 – 3.75 = 0.25. 1 = (225)(V7 — V0.25)/ ((0.92) (x) (5/41 V (2) 32.2)(1 + @)} = 74.05. 


17.131 How long does it take to raise the water surface of Fig. 17-34 by 1 m? The left-hand surface is a large reservoir 
of constant water-surface elevation. 





Fig. 17-34 


B Asin Prob. 17.130, t - [ZA( VH, — VH,)|/[C4 As V2g(1 *- A;/A.)] where A; — œ, А -(л)(0.200)/4- 
0.03142 m, t — [(2)(267/4)(V4 — V4 — 1)]/[(0.86)(0.03142) V(2)(9.807)(1 -- 0)] — 126.6 s. 


17.132. Determine the discharge in a 350-mm-diameter line with a 180-mm-diameter VDI orifice for water at 20°C 
when the gage difference is 320 mm on an acetylene tetrabromide (s.g. = 2.94, v =.1.01 x 107° m?/s)-water 
differential manometer. 

І О = СА.У228' (5/5, — 1) Ao/ A, 7 (180/350)? — 0.264 
From Fig. A-28, assume C = 0.632 (for high Np). 
О = (0.632)[(2)(0.180)*/4] V (2)(9.807)(0.320)((2.94/1) — 1] = 0.0561 m?/s 
Nr = DV/v =4Q/xDv — (4)(0.0561)/[(z)(0.350)(1.01 x 1075)] 2 2.02 x 10? 
From Fig. A-28, C — 0.632 as assumed is O.K. 


17.133 A 15-mm-diameter VDI orifice is installed in a 30-mm-diameter pipe carrying nitrogen at p, = 10 atm, 
T, = 30°C. For a pressure drop of 120 kPa across the orifice, calculate the mass flow rate. 


1 т = CYA,V2p, Ap Ao/ Ai = (15/30)? = 0.2500 
From Fig. A-28, assume C = 0.63. 
k=1.4 Dy/D,—0.5 —  pjlp- [(10)(101.3) — 120]/[(10)(101.3)] — 0.882 


From Fig. A-26, Y — 0.97. 
p = p/RT = (10)(101.3)/[(0.297)(30 + 273)] = 11.26 kg/m? 
т = (0.63)(0.97)[(2)(0.015Y^/4] V (2)(11.26)[(120)(1000)] — 0.1775 kg/s № = pDV/p 
V = m/ pA —0.1775/((11.26)[()(0.030)?/4]) — 22.30 m/s 
Na — (11.26)(0.030)(22.30)/(2.15 x 1075) = 3.50 x 10° 
From Fig. A-28, C — 0.63; hence, m — 0.1775 kg/s. 


17.134 Air at 1 atm, T = 29°C, flows through a 1.1-m-square duct that contains a 400-mm-diameter square-edged 
orifice. With a head loss of 55 mmH,0 across the orifice, compute the mass flow. 


бу т = CYA2pAp  Ao/A, = [()(0.400)?/4]/[(1.1)(1.1)] = 0.104 
From Fig. A-28, assume C = 0.605 (for high Np). | 


р»= ру — yh = 101 300 — (9790)(0.055) = 100 762 Pa P2/p = 100 762/101 300 — 0.995 
Dy/D, — (0.400)/[(1.1)(1.1)] — 0.331 k=14 


17.135 


17.136 


17,137 


17.138 


17.139 
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From Fig. A-26, Y = 0.995. 
p — p/ RT —101.3/((0.287)(29 - 273)] 2 1.170 kg/m? 
т = (0.605)(0.995)((z:)(0.400)?/4] V(2)(1.170)(9790)(0.055) — 2.685 kg/s 

Ма = pD,V /p — (1.170)((4)(1.1)] (2.29/[(1.1)(1.1)]) /(1.915 x 105) = 5.09 x 10° 
From Fig. A-28, C — 0.605, as assumed. 
A 4-in-diameter VDI orifice is installed in an 8-in-diameter oil line, u — 6 cP, y — 54 Ib/ft. An oil-air differential 
manometer is used. For a gage difference of 18 in determine the flow rate in gallons per minute. 
І Q = CA,V2gR’ Ao/ A, = (3)? = 0.250 
From Fig. A-28, assume C = 0.625 (for high Np). 

Q = (0.625) {()(5)7/41V(2)(2.2) C8) = 0.536 ft?/s 
Nr = PDV [и = 4АОр/хлРи = (4)(0.536)(54/32.2)/{(жх)()[(+ф)/479]} = 1.37 x 10* 

From Fig. A-28, C = 0.63 (O.K.) Q = 0.536/0.002228 = 241 gpm. l 


Solve Prob. 17.73 for an orifice with D : 3D taps (instead of a long-radius flow nozzle). 


B ^ good initial guess for an orifice is a ~ 0.62. From Eq. (2) of Prob. 17.73 compute f) — 0.447/(0.62)'^ — 
0.568. From Fig. A-29 compute the discharge coefficient C, = 0.6064 for B = 0.568 and Nz = 392 000. Then 
E = {1 — (0.568)*]~"? = 1.0565 and w = C,E = 0.6407. Iterate Eq. (2) again: B = 0.447/(0.6407)*? = 0.558, 
С, = 0.6061, and a = 0.6378. Stop. We have converged satisfactorily to a design value: B ~ 0.56, d= BD = 
112 mm. The throat velocity is V, = V,/B? = 2.0/(0.56)? = 6.38 m/s. The throat head is V?/2g = 
(6.38)?/{2(9.81)] = 2.07 m. From Fig. A-24 for the orifice at 6 = 0.56, estimate K,, ~ 1.7. Then the 
nonrecoverable loss of the orifice will be h,, = K,,(V?/2g) = 1.7(2.07) 23.5 m. 


Water at 20°C in a 15-cm-diameter pipe flows through a 7-cm-diameter thin-plate orifice with D : 4D taps 
(B — 0.5). If the measured pressure drop is 73 kPa, find the volume flow. 


ІІ Q-C,AN2 Ap/((O)( — B*)]. Guess C, = 0.61: 
Q - (0.61)(()(0.07)7/4] V (2)(73)(1000)/[(998)(1 — 0.5^)] — 0.0293 m?/s. 
V = Q/A =0.0293/[(x)(0.15)?/4] = 1.658 m/s 
Nr = pDV /u = (998)(0.15)(1.658)/(1.02 x 107°) = 2.43 x 10° 
From Fig. A-29, Ca = 0.605. О = (0.605){(2)(0.07)?/4]V(2)(73)(1000)/{(998)(1 — 0.5*)] — 0.0291 m?/s, or 29 L/s. 


Gasoline at 20°C flows in a 60-mm-diameter pipe at 30 m*/h. If a 30-mm-diameter thin-plate orifice with corner 
taps is installed in the pipe, what will the measured pressure drop be? f = 0.4. Use p — 680 kg/m? and 
и = 0.000292 Ра · ѕ. 


І О = САМ Ар /[(р)(1 — В°)] V = Q/A = (30/3600)/[(л)(0.060)°/4] = 2.947 т/ 
Nr = pDV/ = (680)(0.060)(2.947)/0.000292 = 4.12 x 10° 
For corner taps, 
КВ) = 0.5959 + 0.031267! — 0.1848* = 0.5959 + (0.0312)(0.4)*? — (0.184)(0.4)* = 0.6003 
C, — f (B) - 91.718?5N5,75 — 0.6003 + (91.71)(0.4)?5(4. 12 x 107) 95 — 0.6009 
30/3600 = (0.6009)((2:)(0.030)?/4] V2 Ap/[(680)(1— 0.4*)]] ^ Ap — 128000 Pa — 128 kPa 


A 2-m-diameter cylindrical tank in Fig. 17-35 is initially filled with kerosene at 20?C to a depth of 3 m. There is 
a 40-mm-diameter thin-plate orifice in the bottom. When the orifice is opened, what is the initial flow rate? 


F Q-C.AV2 ^p/[(0)(1 — B^*)], Ap across the orifice is pgh(t). The orifice simulates “corner taps” as B— 0, 
so Ca = 0.596. Qo = C44: V2gho/ (1 — B^) — (0.596)[(7:)(0.040)^/4] V(2)(9.807)(3)/ (1 — 0*) = 0.005745 m?/s, or 
5.745 L/s. 
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h(0)-3m . 





m Fig. 17-35 - 


17.140 For the conditions given in Prob. 17.139, how long will it take h(t) to drop from 3 m to 1.9 m? 


І Q(t) = —dV.an/dt = —(Ao) (dh/dt). On the other hand, from Prob. 17.139, 


Q(t) = (0.596){()(0.040)2/4] VAN. 8970 70%) = 0.003317h” 
Then, since A, — (х)(2)°/4 = 3.142 m?, 





1.9 0. 7 
(—3.142)(dh /dt) = 0.003317h'? ao -( 3991 ) [ dt — [A]? - —0.001056[r];, 
с . sc 


.—0.001056: 2 (2)(1:9'/2 —3.07) — £—670s— 11.2 min 


17.141 Water flowing in a 12-in-diameter pipe passes through a Venturi meter with a.6-in throat diameter. The 
measured pressure head differential is 150.5 in of water. Assuming a discharge coefficient of 0.98, find the flow 
rate of water through the pipe. 


i Q = CA,V[2g(p. — p2)/y]/[1 — (A2/ Ay] Ag = (л)С8)?/4 = 0.1963 #2 
| = (л)(12)2/4 = 0.7854 6 n 
Q = (0.98)(0.1963)V[(2)(32.2)(150.5/12)]/[1 — (0.1963/0.7854)7] — 5.65 ft^/s 


17.142 Oil is flowing upward through a Venturi meter as shown in Fig. 17-36. Assume a discharge coefficient of 0.984. 
What is the rate of flow of the oil? 


Oil (s.g. = 0.82) 





Glycerin 
(s.g. = 1.26) 





Fig. 17-36 
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I О = СА М[28(р. - p2I vM – (А:/А:)?] Az = (л)(0.200)2/4 = 0.03142 т? 
A, = (л)(0.500)2/4 = 0.1963 т? 
pil Y * y — (1.26/0.82)(1.5) — x = po/y х+1.5= 0.5 + у x-y-10 
Pily + y — (1.26/0.82)(1.5) – (у – 1.0) =р,/у (Pı —P2)/ Y = 1.305 m of oil 
Q = (0.984)(0.03142)V(2)(9.807)(1.305)/[1 — (0.03142/0.1963)?] — 0.158 m?/s 





17.143 Carbon dioxide at 20 °C flowing in a 200-mm-diameter pipe passes through a Venturi meter with a 100-mm 
throat diameter. Measured (gage) pressures are p, — 22.0 kPa and p; — 5.2 kPa. Atmospheric pressure is 
762 mmHg, and the discharge coefficient is 0.98. Find the weight flow rate of carbon dioxide through the pipe. 





І С = СуүА;М[28/(К – 1) (р/у) – (р/р) 5%] — (AA (pJp)^] у =р/ЕТ 
р» = 5.2 + (0.762)(9.79)(13.6) = 106.7 КРа Уг = 106.7/[(19.3)(20 + 273)] = 0.01887 КҸ/т> 
pi — 22.0 + (0.762)(9.79)(13.6) = 123.5 kPa У, = 123.5/[(19.3)(20 + 273)] = 0.02184 kN /m? 
А, = (x)(0.100)?/4 — 0.007854 m? A, = (л)(0.200)2/4 = 0.03142 т? 


G = (0.98)(0.01887)(0.007854) 


[(2)(9.807)(1.30) /(1.30 — 1)](123.5/0.02184)[1 — (106.7/123, 5) 9-9] 
1 — (0.007854 /0.03142)°(106.7/ 123.5)?" 








=18.8 N/s 


17.144 Water flows through a Venturi meter, as shown in Fig. 17-37. Determine the discharge coefficient of the Venturi 
meter if the discharge is determined to be 2.12 cfs. 





12 in Flow ———» 






Mercury 





Fig. 17-37 
І Q - CA,VDg(ps - PII YVMIL — (А›/ A] А, = (л)(5)/4 = 0.08727 #2 
Ay = ()(2)?/4 = 0.7854 f2 
pilY ty t – (13.6)(%) – у ^ pl Y (pi — pa) y — 9.45 ft of water 


2.12—(C)(0.08727) V[(2)32.2)(9.45)]/[1 — (0.08727/0.7854y] С = 0.979 


17.445 A Venturi meter having a throat diameter of 150 mm is installed in a horizontal 300-mm-diameter water main, 
as shown in Fig. 17-38. The coefficient of discharge is 0.982. Determine the difference in level of the mercury 
columns of the differential manometer attached to the Venturi meter if the discharge is 0.142 m?/s. 








Fig. 17-38 
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17.146 


17.147 


17.148 


І Q - CA,VDg(pi - p! YI – (АЈА 0] Az = (%)(0.150)?/4 = 0.01767 m? 
= (л)(0.300)2/4 = 0.07069 т>? 
0.142 — (0.982)(0.01767) V[(2)(9.807)( p. — p2)/Y]/[1 — (0.01767/0.07069)] 
— p3)/ y — 3.201 m 
Pily +x + y – 13.6у —x 2 poly (pi — pz)! Y = 12.6y = 3.201 у = 0.254 т = 254 тт 


Determine the mass flow rate when air at 40 °C and 755 kPa abs flows through a Venturi meter, if the pressure 
at the throat of the meter is 455 kPa abs. The diameters at inlet and throat are 350 mm and 175 mm, 
respectively. Assume that C = 0.985. 


І m - CYA2p.((pi — p2)/1 — (D// D.)]) 
P2/p, = 455/755 = 0.60 D,/D, = 1/2 Y=0.74 (from Fig. A-26) 


p=p/RT P1 = 755/[(0.287)(40 + 273)] = 8.40 kg/m? 

т = (0.985)(0.74)[(2)(0.175)"/4]V2(8. 40){(3 x 10°)/[1 — (1/2)*]} = 40.7 kg/s 
Find the flow rate of water at 72 °F for the Venturi tube of Fig. 17-39 if the mercury manometer reads y = 5 in 
for the case where D, = 10in, D, = 5 in, and Az = 2.0 ft. Assume the discharge coefficients of Fig. A-30 are 


applicable. In addition, find the head loss from inlet to throat. Also, determine the total head loss across the 
meter. Assume a diverging cone angle of 10°. 


Fig. 17-39 


I О = {CA,/[1 — (D,/D,)"}'"}[2g A(z + p/y))'? 
(21 + Pil y) — (22 + pil y) 7 (R'Su/Se — 1) = (8)[(13.6/1) — 1] — 5.25 ft 
Аз = (л)(%)2/4 = 0.1364 #2 

From Fig. A-30, assume C = 0.95. 

О = {(0.95)(0.1364)/[1 — (3)*]'7}[(2)(32.2)(5.25)]"? = 2.46 ft?/s 

V, = Q/A, = 2.46/0.1364 = 18.0 ft/s D"V, = (5)(18.0) = 90.0 

From Fig. A-30, C = 0.985. Since the curve is flat in this area, C = 0.985 is O.K. 

= (0.985/0.95)(2. 4) = 2.55 Ң°/5- V, = 2.55/0.1364 = 18.7 ft/s 

= 0/4 = 18.7/4 = 4.68 ft/s 
(№), = (1/С° — 1)[1— mena - [Q/0.985*) — 1][1 — G5)*] (18. 7^/[(2)(32.2)]) — 0.156 ft 
(hea = k' (V, — V3)" /2g 

From Fig. A-31, k' 20.175. 


(5). — (0.175)(18.7 — 4.68)/[(2)(32.2)] — 0.534 ft (Ay) rota = 0.156 + 0.534 = 0.690 ft 


Repeat Prob. 17.147 for the case of a horizontal Venturi tube (i.e., Az = 0) with all other data the same. 
I The answers are the same as for Prob. 17.147, since R’(Sy,/S; — 1) = A(p/y +z). 


17.149 


17.150 


17.151 


17.152 


17.153 


17.154 


17.155 
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Refer to Prob. 17.147. What would be the flow rate if the manometer fluid was carbon tetrachloride 
(s.g. = 1.59) with all other data remaining the same? 


І Q = {CA,/[1 —- (D D] ^)[2g A(z * p/Y)]^ 
Assume C — 0.95 (see Fig. A-30). | 
A, = 0.1364 ft? (from Prob. 17.147) A(ply * z) - ($)[(1.59/1) — 1] — 0.2458 ft 
О — ((0.95)(0.1364)/[1 — (35)] 7) [(2)(32.2)(0.2458)]'? — 0.532 ft^/s 


V,— Q/A; — 0.532/0.1364 = 3.90 ft/s D"V, — (5)(3.90) — 19.50 
From Fig. A-30, C — 0.985. 
Q = (0.985/0.95)(0.532) — 0.552 ft? /s 


Find the flow rate of water for the Venturi tube shown in Fig. 17-39 if D, = 70 cm, D, = 35 cm, Az = 186 cm, 
and y = 13 cm of mercury. 


F Q - (CAJ[T - (D, D)']) 28 (SS, - 1). Try С = 0.985. 
О = ((0.985)[(2)(0.35)"/4]/[1 — (38)*] ^) V(2)(9.807)(0. 13)[(13.6/1) — 1] 2 0.555 m?/s 
V,— Q/A; —-0.555/[(z)(0.35)^/4] ^ 5.77 m/s № = DV [v —(0.35)(5.77)/10 5 — 2.02 x 10° 
From Fig. A-30, C — 0.985. Hence, Q = 0.555 m’/s. 
In Fig. 17-39 suppose D, — 4in, D; —2 in, and Az — 8 in. Oil (s.g. = 0.89) with a kinematic viscosity of 


0.0005 ft?/s is flowing. Determine the manometer reading y if mercury is used as the manometer fluid. The rate 
of flow is 0.12 cfs. 


I Q={CA,/[1— (D,/D,)*]'?} V2gy (So/S — 1). Try C = 0.96: 
0.12 = ((0.96)[() G3) /4]/[1 — G*] ^) V (2)(32.2) 9) [(3.6/0.89) — 1] 
y =0.03346 ft ог 0.40in V=Q/A=0.12/[(x)(%)*/4] =5.50 ft/s 
Nr = DV/v = (%)(5.50)/0.0005 = 1833 
From Fig. A-30, C — 0.905. y — (0.905/0.96)'(0.40) — 0.36 in. 
Assume that air at 50 °F and 90 psia flows through a Venturi tube and that the pressure at the throat is 54 psia. 


The inlet area is 0.55 ft^, and the throat area is 0.10 f. The tube coefficient is 0.98, and k is 1.4. Find the rate of 
discharge. | 


i G=CA,V2g[k/(k — D]piviGo/p)^ (1 — (op) V- (AJAY (pulp) *]) 
pi — (90)(144) = 12.960 Ib/ft y - p/RT 
yi — 12 960/[(53.3)(50 -- 460)] — 0.4768 Ib/ft? 

1- (88) 47 ^ 


1 — (0.10/0.55) (22) * 








.G — (0.98)(0.10) 0022022 аз 960y.4768) Gty^^| | = 29.8 Ib/s 


Solve Prob. 17.152 by evaluating Y from Fig. A-26 and using it to find the rate of discharge. 
І С = CYA,V2gy,{(pi — p2)/[1 — (D2/D,)J} 
For D;/D, — V&3$ — 0.426 and p2/p, = 3 = 0.6, from Fig. A-26, Y = 0.745. 


G — (0.98)(0.745)(0.10) V (2)(32.2)(0.4768) ([(90 — 54)(144)]/(1 — 0.426*)) — 29.6 Ib/s 


What would be the value of Y and the rate of discharge for a square-edged orifice for the same data as in Prob. 
17.152, assuming C — 0.60? 


І G - CYA, 2gy (Gs - P3) [1 — (O2/ D] 
With Dj/ D, — 0.426 and p;/p, — 0.6, Y = 0.875 (from Fig. A-26). 
G — (0.60)(0.875)(0.10) V (2)(32.2)(0.4768)[(90 — 54)(144)/ (1 — 0.426*)] — 21.3 Ib/s 


What is the value of the throat velocity in Prob. 17.152? 
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І V*/2 7 C,T|[1— (p;/p.) %*] = (6000)(50 + 460)[1 - (44-944) у = 912 #/5 


17.156 Air flows through a 20-cm by 10-cm Venturi meter. At the inlet the air temperature is 30 °C and the pressure is 
150 kPa. Determine the mass flow if a mercury manometer reads 27 cm. Assume an atmospheric pressure of 
101.3 kPa abs. 


Im =CYA,V2p,{(p. — p»/[1 — (Do/D,)‘J}. From Fig. A-30, C = 0.985. 
p=p/RT pı = (150 + 101.3)/[(0.287)(30 + 273)] = 2.89 kg/m? 
Pi —P2= yh =[(13.6)(9.79)](0.27) = 35.9 kPa 
р. = 150 + 101.3 = 251.3 kPa P2= 251.3 — 35.9 = 215.4kPa 
For D,/D, =0.5 and p;/p, — 215.4/251.3 = 0.857, from Fig. A-26, Y = 0,92. Thus 
m — (0.985)(0.92)[(z:)(0.10/2Y] V2(2.89)[(35.9)(1000)/(1 — 0.5*)] — 3.34 kg/s. 


17.157 Natural gas, for which k — 1.3 and R = 3100 ft-lb/(slug-°R), flows through a Venturi tube with pipe and throat 
diameters of 10 in and 5 in, respectively. The initial pressure of the gas is 159 psia, and its temperature is 40°F. 
If the meter coefficient is 0.98, find the rate of flow for a throat pressure of 109 psia. 


! G = САМЕТ (К — DIPY PAP V (T1 — (р/р — (AoA Ip] 
А, = (x) (&)^/4 — 0.1364 ft y -plRT 
yi 7 (159)(144)/[(3100/32.2)(40 -- 460)] = 0.4756 lb/ft? 





G — (0.98)(0.1364) 
x V(2)32.2)[1.3/(1.3 — 1)](159)(144))(0.4756) (85)? (J1 — (89) ^- "^p [1 — G^/107* 0S 





a3 
— 5]1.21b/s 


17.158 Referring to Fig. 17-40, assume that liquid flows from A to C at the rate of 222 L/s and that the friction loss 
between A and B is negligible but that between B and C it is 0.1V7/2g. Find the pressure heads at A and C. 






——A-(36 cm)? --------- С-(З6ст) 





(12cm) Fig. 17-40 
І Daly + V4,/2g + 24 =paly + V3/2g + 22 thy 
V4 = Q/A, = 0.222/[(x)(0.36)?/4] = 2.18 m/s Vp = 0.222/[()(0.12)?/4] ^ 19.6 m/s 
paly + 2.18?/[(2)(9.807)] + 0 = 0.68 + 19.67/[(2)(9.807)] +0 +0 paly =20.0 m 
рь/ү + 2/28 + 2а = рсіү + У? 2/28 + zc +h, 
0.68 + 19.67/[(2)(9.807)] + 0 = pc/y + 2.187/[(2)(9.807)] + 0 + 0 + (0.1){19.67/[(2)(9.807)]} 
pcly =18.1m 


17.159 Water flows through a 12-in by 6-in Venturi meter at the rate of 1.49 cfs and the differential gage is deflected 
3.50 ft, as shown in Fig. 17-41. The specific gravity of the gage liquid is 1.25. Determine the coefficient of the 
meter. 


I Applying the Bernoulli equation, A to B, ideal case, yields (pa/y + Vi2/2g + 0) — no lost head = (pz/y + 
V$/2g + 0) and V3, = (A¢/Ai2)’ V5. Solving, Ve = V2g(pal Y — pa! Y)/[1 — (Ae/Ai2)] (no lost head). 

The true velocity (and hence the true value of flow Q) will be obtained by multiplying the ideal value by the 
coefficient C of the meter. Thus 


Q = АУ; = AcCV28(paly — paly)/[1— (As/ Ai] (1) | 
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Fig. 17-41 
To obtain the differential pressure head above, the principles of the differential gage must be used. pc = pc», 
(paly — z) =psly —(z + 3.50) + 1.25(3.50) or p4/ y — ppl y = 0.875 ft. 
Substituting in (1), 1.49 — 1zx(3 CV2g(0.875)/(1 — 4) and C = 0.978 (use 0.98). 


17.160 Water flows upward through a vertical 12-in by 6-in Venturi meter whose coefficient is 0.980. The differential 
gage deflection is 3.88 ft of liquid of specific gravity 1.25, as shown in Fig. 17-42. Determine the flow in cfs. 





Fig. 17-42 


I Reference to the Bernoulli equation in Prob. 17.159 indicates that, for this problem, z, = 0 and z, = 1.50 ft. 
Then Q = CAcV2g[(pa/y — ps/y) — 1.50]/[1 — (%)°]. 
Using the principles of the differential gage to obtain Ap/y, 





PclY=Pp/y_ (ft of water units) 
Paly + (n + 3.88) = ps/y + m+ 1.25(3.88) 
(pal Y — paly) — (m – п) = 3.88(1.25 — 1.00) 
(paly — pg/y) — 1.50 = 0.97 ft of water 


Substituting in the equation for flow, Q = 0.980(42)(3)?V2g8(0.97)/(1 — #) = 1.57 cfs. 


17.161 An 8-in by 4-in Venturi meter is used to measure the flow of carbon dioxide at 68 °F. The deflection of the water 
column in the differential gage is 71.8 in and the barometer reads 30.0 in of mercury. For a pressure at entrance 
of 18.0 psi abs, calculate the weight flow. 


f The absolute pressure at entrance = p, = (18.0)(144) = 2590 psf abs and the specific weight y, of the carbon 
dioxide is y, = 2590/[34.9(460 + 68)] = 0.1405 Ib/ft®. The pressure difference = (71.8/12)(62.4 — 0.141) = 372 psf 
and hence the absolute pressure at the throat = p. = 2590 — 372 = 2220 psf abs. 

To obtain the specific weight y,, we use p/p, = 2220 = 0.858 and y;/ y, — (0.858)"*. Thus y, 
(0.1405)(0.858)"""° = 0.1250 lb/ft’. W = y, KA, YV2g(Ap/y,) in lb/s. Using k = 1.30, d,/d, = 0.50 апа р/р, = 
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0. 858, Y (Table A-18) = 0.909 by interpolation. Assuming C = 0.985, from Fig. A-32, and noting that 
= 1.032, we have W = (0.1405)[(1.032)(0.985)][42¢(5)7](0.909) V 2g (372/0. 1405) = 4.67 Ib/s. 
“To check the assumed value of C, determine the Reynolds number and use the appropriate curve on Fig. 
А-32. № = 4W /ad2vy2 = 4(4.67)/{2(45)[(9. 1)(14.7)/18.0](10-*)](0.1250)} = 1.92 x 10°. 
From Fig. A-32, C = 0.984. Recalculating, W = 4.66 lb/s. 


17.162 A 100-mm-diameter pipe has a 50-mm-diameter, long constriction. If the mercury manometer indicates a 
column-height difference of 200 mm, estimate the flow rate of water passed by the pipe. 


I We assume that the streamlines are parallel at locations 1, 2, and 3 (Fig. 17-43). Applying the Bernoulli 
equation with mechanical-energy loss for the sudden contraction between points 1 and 2 gives p,/pg + V2/2g - 
Ksc(V2/2g) ^ pil pg + 2/28. The Bernoulli equation with mechanical-energy loss for the sudden enlargement 
between points 2 and 3 gives p2/pg + yi 2/2g — Ky (V2/2g) 7 ps/ pg + V3/2g. The steady incompressible 
continuity equation gives V, = V, = (d/D)’V,. The pressure change indicated by the manometer is p, — p3= 
(pi — p2) * (pz — p»). Using the Bernoulli equation to eliminate the pressure differences p, — p; and p; — p, and 
continuity to eliminate Ў, and V;, we get pı — P3 = (Ksc + Ksc)ipV3. Ви О = (ла?/4)®, апа р, – рз = 
pats. 8-ug — Da. Then Q = (xd?/4)V2gh(s.g. ng — 1)/(Ksc + Kse). From Fig. A-33, Ksc = 0.478 and from 

Ks = (1 — A,/42}, Ks = (1 — 0.25} = 0.5625. Then Q — (2:/4)(0.050)^V/2(9.80)(0.200)(13.6 — 1)/(0.478 -- 0.5625) 


0.0135 m?/s. 


өз 





Fig. 17-43 


17.163 Find q for flow of water in a pipe of inside diameter D of 100 mm using a Venturi meter with a machined 
convergent section. The throat diameter d of the Venturi meter is 60 mm. The Venturi meter is in a pipe section 
having an inclination @ (see Fig. 17-44) of 45°. The distance from 1 to 2 in the meter is 120 mm and the value of 
h for the manometer is 140 mm. Take p — 999 kg/m? and y — 1.12 X 10? Pa * s. 


x 





Fig. 17-44 


17.164 


17.165 - 


17.166 


17.167 


17.168 
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B We note that (Cz) ,en for this case is 0.995. We need next the value of p, — p2. This is easily determined as 
follows from manometry: pı + Yn,o(ô +1 + h) = p2 + lYn,o + hYngs Pı — P2 = h(Yug — Yu,o) ^ Yu,o9 — 
(0.140)(13.6 — 1)(999)(9.81) — (999)(9.81)(0. 120)(0.707) = 16 456 Pa. We now compute V, in gaa = 

(Ca) venA2(2{[(p1 — p2)/p] + (21 — z)gY/[1 — (A2/A1)’])"” by deleting A; in the formula. Thus, V, — 
0.995(2{[16 456/999] + (0. 120)(0.707)(9.81)}/[1 — (4%)*]})'? where we used diameters squared in place of 
areas. We get from the last equation and continuity V, — 6.27 m/s, V, — (0.67)(6.27) = 2.26 m/s. We must next 
compute Ng for the pipe: N4 — oV, D/u — [(999)(2.26)(0.100)/(1.12 x 10 ?)] 2 2.02 x 105. We see that the 
Reynolds number is within the proper range for the (Cz)... we have used, and so g = (V2)(A2) = 
(6.27)[(2)(0.0607)/4] = 0.01773 m?/s. 


Consider in Prob. 17.163 that we have a flow of air at a temperature of 40°C and a pressure of 200 kPa abs. The 
pipe as before is 100 mm in inside diameter, but the diameter in the Venturi is now 20 mm. The height A is 
140 mmHg. What is the mass flow rate? 


B We can use the same C, as in incompressible flow, which is 0.995. We next determine Y, so we can use 
m= p,CzAz{2[(p1 — p2)/pil/[1 — (A2/A1)"J}'7Y. We need p, for this purpose. Thus, p, = p, — Ap = 200 000 — 
(0.140)(9806)(13.6) = 181.3 kPa. The ratio p,/p, is then p2/p, = 181.3/200 = 0.907. Noting that A,/A, = 

(d/ Dy. — (0.020/0.100)* — 0.04, we go to Fig. A-34 to get Y: Y — 0.95. Finally, we need p,. Using the equation 
of state of a perfect gas, p, — p,/ RT, — 200 000/[(287)(313)] = 2.2264 kg/m’, m = p,C,A2{2[(pi — p2)/p.)/[1 — 
(AJ Aj)Y]) ^Y - (2.2264)(0.995)[(2:)(0.0207)/4] (2[(200 000 — 181 300)/2.2264]/[1 — (0.04?)])^(0.95) — 

0.0858 kg/s. 


A 3-m by 1.5-m Venturi meter carries water at 25 "C. A water-air differential manometer has a gage difference 
of 72 mm. What is the discharge? 


Fe Q=C,A,V2g(Ap/y)/[1 — (D,/D,)*]. Assume Nz > 3 X 10°. From Fig. A-35, C,-= 0.983. 
QO = (0.983) [(z)(1.5)?/4] V(2)(9.807)(0.072)/[1 — (33)^] = 2.13 m?/s 
Ne = DV, /¥ V, = Q/ Az = 2.13/[(x)(1.5)?/4] = 1.21 m/s 
AM AS — [GOGY/AKV) - [G0)1.59/4.2) У, = 0.302 т/ 
М = (3)(0.302)/(9.02 x 1077) — 1.00 x 10% 
From Fig. A-35, C, = 0.983. Hence, Q = 2.13 m?/s. 


What is the pressure difference between the upstream section and throat of a 140-mm by 70-mm horizontal 
Venturi meter carrying 46 L/s of water at 58 °C? 


І O =C,A,V2g(Ap/y)/[1 — (D./D,)*] V, = Q/A, = (46 х 107*)/[(t)(0.140)*/4] = 2.988 m/s 
Nea = V,D,/v = (2.988)(0.140)/(5.70 x 1077) = 7.34 x 10° 
From Fig. A-35, C, = 0.984. 
46 x 10? — (0.984)[(2)(0.070)/4] V(2)(9.807)(Ap/9.79)/[1 — (25) ] ^ Ap —69.0kPa 





A 14-in by 7-in Venturi meter is mounted in a vertical pipe with the flow upward. 2900 gpm of oil, s.g. — 0.82, 
и = 0.1 P, flows through the pipe. The throat section is 7 in above the upstream section. What is p, — p;? 


І О = С,АМ8[-һ + (р. –рз)/Ү/1– (р/р) 
у, = ОА, = (2900)(0.002228)/[(2)(:)/4] = 6.044 #/5 
Nr = pD,V,/ 4 = [(0.82)(1.94)](4$)(6.044)/(0. 1/479) = 5.37 x 10* 
From Fig. A-35, C, = 0.962. 
(2900)(0.002228) — (0.962)[(2:)()^/4] V(2)G2.2)( —15 + (р: – р:)/100.82)(62.4)}/1 – (8) 
Pı — p2 = 500.3 16/82 ог 3.4716/іп>? 





Air flows through a Venturi meter in a 50-mm-diameter pipe having a throat diameter of 25 mm, C, = 0.97. For 
р. = 800 kPa abs, T, = 35 °C, p. = 520 kPa abs, calculate the mass per second flowing. 


m = C, YADp, ApI[1 — (D Dy] р/р. = 520/800 = 0.650 D,/D, = 25/50 = 1/2 
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From Fig. A-26, Y — 0.78. 


p=p/RT P1 = 800/[(0.287)(35 + 273)] = 9.050 kg/m? 
т = (0.97)(0.78)[()(0.025)?/4] V (2)(9.050)f (800 — 520)(1000)]/[1 — (4)‘] = 0.864 kg/s 


Oxygen, pı = 37 psia, T, = 100 °F, flows through a 2-in by 1-in Venturi meter with a pressure drop of 5 psi. Find 
the mass per second flowing. 
Ї i — C, YA: (2р, Ар)/[1 — (D/ D]. Assume C, — 0.984. 
pal pi — (37 — 5)/37 = 0.865 D;/ D, — 1/2 — 0.500 
From Fig. A-26, Y — 0.91. 
p=p/RT P, = (37)(144)/[(1551)(100 + 460)] = 0.006134 slug/ ft 
ma = (0.984)(0.91)[()(1/12)?/4] V(2)(0.006134)[(5)(144)]/[1 — (1/2)*] = 0.01499 slug/s 
V, 2 rh/ p, A, — 0.01499/ ((0.006134)[ 0) (5/4]) — 112 ft/s 
Na —- p1D,Vi/ u = (0.006134)(%)(112)/(4.18 x 1077) = 2.74 x 10° 
From Fig. A-35, C, = 0.984 is O.K. 


Solve Prob. 17.73 for a Venturi nozzle. 


1 For the Venturi guess a ~ 1.0 and iterate Eq. (2) of Prob. 17.73: w = 1.0, 8 =0.447, C, = 0.9806. This 
rapidly converges to give B = 0.4468, d = BD = 89 mm. The throat velocity is 2.0/(0.4468)? — 10.0 m/s, and the 
throat head is (10.0)?/[2(9.81)] = 5.12 m. From Fig. A-24 for the Venturi estimate K,, ~ 0.15; hence 

h,, — 0.15(5.12 m) = 0.8 m. 


It is planned to equip a 20-cm-diameter pipe carrying water at 20?C with a modern Venturi nozzle. In order for 
international standards to be met, what is the permissible range of flow rates and nozzle diameters? 


I Flow range: 
1.5x10°<Np<2X10° 15x10 «40Qp/zuD «2 x 105 
1.5 х 10° « (4)(Q)(998)/[()(1.02 x 1075)(0.20)] « 2 x 10° 0.0241 m?/s « Q — 0.321 m/s 


Size range: 


0.316 « [B — d/D] « 0.775 0.316 « d/20 « 0.775 6.32 cm « d « 15.50 cm 


For Prob. 17.171, what is the permissible range of pressure drops? Would compressibility be a problem for the 
highest pressure-drop condition? . | 


B From Fig. A-36, 0.9236 « C, « 0.9847. 
Q - (Cund*4) VQ. ^p) [p(1 — 85] d — BD —0.208 
Ар = (1.598 x 10)(1 — 8*(Q/ C,B?y 

Smallest Ap occurs at largest $ and smallest О. 

(AP) min = (1.598 x 10°)(1 — 0.775*) (0.0241/((0.9847)(0.775y] ¥ = 1.696 kPa 
Largest Ap occurs at smallest £ and largest Q. 

(Ap) max = (1.598 x 10°)(1 — 0.316*) {0.321/[(0.9236)(0.316)"]}* = 19.2 MPa 
Since (Ap) max is much smaller than the bulk modulus of water (2190 MPa), compressibility is not important. 


Light oil (s.g. = 0.92, у = 107° #2/5) flows down an 8-іп vertical pipe through a 4-in Venturi nozzle as in Fig. 
17-45. If the mercury manometer reads a deflection of 5 in, what is the estimated flow rate? 
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D= Bin 


d= 4in 





Fig. 17-45 


І Q = GAVC Aple -= В°)] C, — 0.9858 — 0.196645 В-а4/р-%-0.500 
C, — 0.9858 — (0.196)(0.500)*5 = 0.9771 
Ap — (py — po)gh — (S.g. — S.g-o) yh — (13.6 — 0.92)(62.4)(à) — 329.7 Ib/f£ 
Q - (0.977 D [(0) 5/4] V (2) 329. 7)/ (((0-92) (1.94)](1 — 0.500*)) — 1.69 ft?/s 
Nz =4Q/avD — (4)(1.69)/(1)(10-5(&) 23.22 x 10 (O.K.) 


17.174. . A Venturi meter (Fig. 17-46) is.a carefully designed constriction whose pressure difference is a measure of the . 


17.175 


17.176 


flow rate in a pipe. Using Bernoulli’s equation for steady incompressible flow with no losses, show that flow rate 
1- (р,/ D] 


Q is related to manometer reading h by Q ~[A,/ V[2gh(p., — p)/ p] where p, is the density of 
the manometer fluid. 





Fig. 17-46 
І Continuity: pA, V, = p2A2V2. Since p, = P2, V2= V,(D,/D,)’. 


Bernoulli (no tosses): p/p + Vi/2 + gz = р/р + У2/2 + 222. Since gz; = 822, У 
= V2(p1 — p2)/{e[1 — (D./D,)T}, Q — A;V.. 
Manometer: p, — p2= (pu — p)gh. 
Combining these, Q — [A;/V1 — (D;/ D]|V2gh(p,, — p)/ p. 
Water flows from a reservoir over a dam that is essentially a broad-crested weir. The dam is 20 ft long. How 


much higher will the water surface in the. reservoir be above the top of the dam when the discharge over the 
dam is 1000 cfs? 


i Q-CLH'  1000-(3.00(120(H'/)  H=1.94ft 


A sharp-crested, suppressed weir is under a head of 1.65.m. The weir is 2.5 m long and has a height of 4.50 m. 
What is the flow rate of water over the weir? 
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І С = 0.611 + 0.075(H/H,,) = 0.611 + 0.075(1.65/4.50) = 0.6385 | 
О = C(3)LV2g H'* = (0.6385)(3)(2.50)V(2)(9.807)(1.65)'> = 9.99 m?/s ; 
17.177 A sharp-crested, contracted, rectangular weir is to carry water at a flow rate of 12.75 cfs. What must the weir 
width be in order for the head of flow to be 1.50 ft? 
І О= СІН! 12.75 = (3.10)(1/%)(1.50)'*7 [= 2.23 # 


17.178 A sharp-crested, contracted, triangular weir with a weir angle of 80° carries water under a head of 0.955 m. Find : 
the flow of water over the weir. : 


i Q 7 C($)V2g [tan (0/2)]H?5 = (0.60)(&)V(2)(9.807) [tan (80°/2)](0.955)** = 1.06 m?/s 
17.179 Water flows over a Cipolletti weir 8.0 ft long under a head of 1.2 ft. What is the flow rate of water over the 

weir? 

І О = СІН" = (3.367)(8.0)(1.2)'° = 35.4 #2/5 


17.180 For the same conditions as given in Prob. 17.178 except that the weir is submerged and the downstream water 
surface is 0.450 m above the top of the weir, find the flow rate over the submerged weir. 


I Q = Q [1 — (d/hy]9?^9 Q,=1.06m°/s (from Prob. 17.178) 
Q = (1.06)[1 — (0.450/0.955)?5]555 2 0.995 m?/s 
17.181 A sharp-crested, suppressed weir is under a head of 2.2 ft. The weir's length is 10.0 ft, and its height is 4.0ft. 
Determine the flow rate of water over the weir. . 
І С = 0.611 + 0.075(Н/Н,,) = 0.611 + 0.075(2.2/4.0) = 0.6522 
О = C(LV2g H'? — (0.6522)(3)(10)V (2)(32.2) (2.2)? — 114 ft/s 
17.182 A sharp-crested, contracted, rectangular weir carries water at a flow rate of 1.81 m^/s. What must the length of 
the weir be in order for the head of flow to be 0.8 m? 


І Q-CL'?H'"  181-(169)(L'")(08) "7 [= 1.475 т 


17.183 A sharp-crested, contracted, triangular weir with a weir angle of 60° carries water under a head of 1.23 ft. 
Determine the flow rate of water over the weir. 


І О = C(8)V2g [tan (0/2)]H?? — (0.60)(&) V (2)(32.2) [tan (60°/2)](1.23)?> = 2.49 ft^/s 
17.184 The rate of flow of water over a sharp-crested, contracted, 45? triangular weir is 0.823 cfs. Determine the head 
of flow. 


І О = C(&)V2g [tan (0/2)]H?* 0.823 = (0.60)(:5)%(2)(32.2) [хап (45°/2)(Н)5 Н —0.902ft 
17.185 What length of a Cipolletti weir should be constructed in order that the head of flow will be 0.91 m when the 
rate of flow is 3.45 m?/s? 


I Q-CLH'^  345-(1.859)((L)(0.910'^ L=2.14m 


17.186 Compute the rate of flow of water over a 4.5-ft-long Cipolletti weir under a head of 1.15 ft. 
I OQ = CLH'* = (3.367)(4.5)(1.15)'° = 18.7 #2/5 

17.187 Water flows from a reservoir over a dam that is essentially a broad-crested weir. The dam is 45 m long, and the 
head of flow is 0.83 m. Compute the discharge of water over the dam. 


І О = СІН" = (1.71)(45)(0.83)'° = 58.2 т? /5 


17.188 Given the same conditions as Prob. 17.181 except that the weir is submerged and the downstream water surface 
is 0.96 ft above the top of the weir, determine the flow rate of water over the weir. 


І Q - Q.[1 - (d/hy ?9 О,=114#/ѕ — (from Prob. 17.181) 
О = (114)[1 — (0.96/2.2)'5]9?5 = 100 ft?/s 


17.189 


17.190 


17.191 


17.192 


17.193 


17.194 


17.195 


17.196 


17.197 
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Flow is occurring in a rectangular channel at a velocity of 3 fps and depth of 1.0 ft. Neglecting the effect of 
velocity of approach, determine the height of a sharp-crested, suppressed weir that must be installed to raise the 
water depth upstream of the weir to 4 ft. 


І QO =3.33LH* = Ао = (1.01)(3) = 3.001, 3.001, = (3.331)(Ну? 
H — 0.93 ft Height of weir — 4 — 0.93 — 3.07 ft 
A rectangular, sharp-crested weir 1.0 m high extends across a rectangular channel which is 3.3 m wide. When 
the head is 0.49 m, find the rate of discharge by neglecting the velocity of approach. 
І О = 1.84LH°? = (1.84)(3.3)(0.49)*? = 2.08 m?/s 


Suppose the rectangular weir of Prob. 17.190 is contracted at both ends. Find the rate of discharge for a head of 
0.49 m by the Francis formula. 


I О = 1.84LH*? = (1.84)[3.3 — (2)(0.1)(0.49)](0.49)*? — 2.02 m?/s 


Develop a table of C, versus P/H with H as a parameter. Use the Rehbock formula. 


ШЕ C,-0.605 4 1/305H + 0.08H/P. For P/H =0.5 and H = 0.2, C, = 0.605 + 1/[(305)(0.2)] + 0.08/0.5 = 
0.781. Similarly, for additional values of P/H and H: 





What is the rate of discharge of water over a 60° triangular weir when the head is 0.9 ft? 


Fe Q=C,(8)vV2z [tan (0/2)|(H*”). From Fig. A-37, Cz = 0.582. Q = 
(0.582)(&)V(2)(32.2) [tan (60°/2)](0.9)°? = 1.11 ft?/s. 


With the same head, what would be the increase in discharge obtained by doubling the notch angle in Prob. 
17.193? 


Fe Q=C,(%)V2g [tan (0/2)|(H*”). From Fig. A-37, Cy = 0.581. Q = 
(0.581)(%)V (2)(32.2) [tan (120°/2)](0.9)*? = 3.31 ft*/s, increase = (3.31 — 1.11)/1.11 = 1.98, or 198 percent. 


What would be the head for a discharge of 2.6 cfs of water over a 90? triangular weir? Use a value of C, of 0.58. 
І О = C,(%)V2g [tan (0/2)|(H°?) 2.6 = (0.58)(5)У(2)(32.2) [‹ап (90°%/2)](Н5) ^ H — 1.02 ft 


For the Cipolletti weir, derive the slope (4:1) of the sides of the trapezoid by setting the reduction in discharge 
due to contraction equal to the increase in discharge due to the triangular area added. 


I By the Francis formula, the decrease in flow due to two contractions is Q = ӨЛ ӨУЕЛІ LH”, AQ = 
C.(3)V2g [(2)(0.1h)]H*”. This deficiency is made up by the equivalent triangular weir of angle 0, for which 
O =C,(&)V2g [tan (0/2)|(H°”). Equating these, C,(3) V2g [(2)(0.1H)]H?? — C,(&) V2g [tan (6/2)](17?). 
Assuming C, is the same for both weirs, tan (0/2) — 0.2500, or side slope is 1:1. 


Develop in general terms an expression for the percent of error in Q over a triangular weir if there is a small 
error in the measurement of the vertex angle. Assume there is no error in the weir coefficient. Compute the 
percent error in Q if there is a 3° error in the measurement of the total vertex angle of a triangular weir having a 
total vertex angle of 60°. 
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І О = Сл(15)(28) "ап (0/2)]н*? 89/80 — C.(5)Qg) ^ H^"((3/80)[tan (6/2)]) 
2010 - (8/30)([tan (0/2)] 30)/tan (0/2) — sec? (8/2)(3) 80/[tan (8/2)] — 80/[2 sin (0/2) cos (8/2)] 


For the case where 90 = 3° апа Ө = 60°: 0/2 = 30°, ѕо that 9Q/Q = 3(2/180)/[2(0.500)0.866] = 0.0453 = 4.53 
percent. 


A broad-crested weir rises 0.4 m above the bottom of a horizontal channel. With a measured head of 0.7 m 
above the crest, what is the rate of discharge per unit width? 


І О = LVg (3)?2E*? = LV9.807 (3)°7(0.7 - V2/2gy? 
Q/L=q = (1.705) {0.7 + V3/[(2)(9:807)]}>7 
Виш д = (0.7 + 0.4)V,: Vi =q/1.1, q =(1.705){0.7 + (¢/1.1)?/[(2)(9.807)]}*”, ¢ = 1.11 m?/s/m (by trial and 


error). 


A broad-crested weir of height 2.50 ft in a channel 6.00 ft wide has a flow over it of 11.50 cfs. What is the water 
depth just upstream of the weir? 


І = 11.5/6 = 1.92 cfs/ft Yo = ye = (q7/g)'? = (1.927/32.2)'? = 0.4856 ft 

Y= an 1.92/0.4856 = 3.954 ft/s y, + Vi/2g = 2.5 + 0.4856 + 3.954?/[(2)(32.2)] 
But V, = 1.92/y,: yı + (1.92/y,)?/[(2)(32.2)] = 3.228, y, = 3.22 ft (by trial and error). 
A 90° V-notch weir is used to measure a flow rate of 0.29 cfs. Assuming C, is known precisely, compute the 
percentage of error in Q that would result from an error of 0.01 ft in head measurement. 
f Q=C,(8)2g)'"[tan (0/2)]H*”. For 6 = 90°, C, = 0.587, and Q' = 0.29 cfs: H = 0.422 ft. 90/9H = 
Ca(is)(2g)'7[tan (6/2)](3)H°?, 20/0 —3H""(8H)/ H? — S(8H)/2H = 5(0.01)/[2(0.422)] = 0.0592 = 5.92 
percent. . 


Work Prob. 17.200 for a rectangular weir with end contractions having a crest length of 3 ft. 


І Q-3.33LH^?  L=3ft and  Q-—029cfs H =0.0945ft 
ӘО/ӘН - C,L(2)H'? 8Q/Q - 3H" (83H) H? — 3(8H)/2H = 3(0.01)/[2(0.0945)] = 0.159 = 15.9 percent 


Derive the theoretical formula for flow over a rectangular weir. Refer to Fig. 17-47. 





L sw 


(b) 


Fig. 17-47 


B Consider the rectangular opening in Fig. 17-47 to extend the full width W of the channel (b = W). With the 
liquid surface in the dashed position, application of the Bernoulli theorem between A and an elemental strip of 
height dy in the jet produces, for ideal conditions, (0 + V3/2g + y) — no losses = (0 + V.,/2g + 0) where У, 


represents the average velocity of the particles approaching the opening. 
Thus the ideal Vja = V2g(y + V3/2g) and 


y2\12 hz y2\ 12 
Ideal dQ = АУ, = (b dy Via = bV28 (y +34) dy - bV2g Í (y +34) dy 
` " 


A weir exists when h, — 0. Let H replace A; and introduce a coefficient of discharge C to obtain the actual 
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flow. Then 
a- eis [ 5) eee [2 - C2) Jum) - (2) ] о 
Notes: 


(1) For a fully contracted rectangular weir the end contractions cause a reduction in flow. Length b is corrected 
to recognize this condition, and the formula becomes 


О = m(b — io)[H * V4/2g)^ — (V4/2g)"] (2) 

(2) For high weirs and most contracted weirs the velocity head of approach is negligible and 
Q=m(b—-#H)H*? for contracted weirs (3) 
or Q = mbH” for suppressed weirs (4) 


(3) Coefficient of discharge C is not constant. It embraces the many complexities not included in the derivation, 
such as surface tension, viscosity, density, nonuniform velocity distribution, secondary flows, and possibly 
others. 


17.203 Derive the theoretical formula for flow through a triangular-notched weir. Refer to Fig. 17-48. 


17.204 


17.205 





Fig. 17-48 


1 From Prob. 17.202, Va = V2g(y * negligible V?/2g) and ideal dQ — dAV,., = x dy V2gy. 
By similar triangles, x/b — (H — y)/H and b —2H tan (0/2). Then 


b H 
Actual Q — (2)су% | (Н — у)у!? ду 
0 
Integrating and substituting, 


Q = &CV2g H tan (40) (1) 


A common V-notch is the 90° opening. Expression (1) then becomes Q = 4.28CH*? where an average value 
of C is about 0.60 for heads above 1.0 ft. 


During a test on an 8-ft suppressed weir which was 3 ft high, the head was maintained constant at 1.000 ft. In 
38.0 s, 7600 gal of water were collected. Find weir factor m in Eqs. (1) and (4) of Prob. 17.202. 


B (a) Change the measured flow to cfs. Q = 7600/[(7.48)(38)] = 26.7 cfs. 

(b) Check the velocity of approach. V = Q/A = 26.7/[(8)(4)] = 0.834 ft/s. Then V?/2g = (0.834)?/2g = 
0.018 ft. 

(c) Using (1), Q = mb[(H + V?/2g)*? — (V^/2gY?] or 26.7 = (m)(8)[(1.000 -- 0.011)? — (0.0108)*”] and 
m = 3.29. Using (4), Q = 26.7 = тЬН?? = (т)(8)(1.000)°? апа т = 3.34 (about 1.8 percent higher neglecting 
the velocity of approach terms). 


Determine the flow over a suppressed weir 10.0 ft long and 4.00 ft high under a head of 3.000 ft. The value of m 
is 3.46. 


B Since the velocity head term cannot be calculated, an approximate flow is Q = mbH*? = 3.46(10)(3.000)°? = 
178.8 cfs. For this flow, V = 178.8/[(10)(7)] = 2.554 ft/s and V?/2g — 0.101 ft. Using Eq. (1) of Prob. 17.202, 
OQ = 3.46(10)[(3.000 + 0.101)* — (0.101)*?] = 188 cfs. 
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This second calculation shows an increase of 9 cfs or about 5.0 percent over the first calculation. Further 
calculation will generally produce an unwarranted refinement, i.e., beyond the accuracy of the formula itself. ' 
However, to illustrate, the revised velocity of approach would be V = 188/[(10)(7)] = 2.69 ft/s, V?/2g =0.112ft .: 
апа О = 3.46(10)[(3.000 + 0.112)°? — (0.112)%2| - 189 сі. 


A suppressed weir, 25.0 ft long, is to discharge 375.0 cfs into a channel. The weir factor m = 3.42. To what 
height Z (nearest x ft) may the weir be built, if the water behind the weir must not exceed 6 ft in depth? 


I Velocity of approach V = Q/A = 375.0/[(25)(6)] = 2.50 ft/s. Then 375.0 = (3.42)(25.0){[H + (2.50)*/2g}? - 
[(2.50)?/2g]°?} and H = 2.59 ft. Height of weir is Z = 6.00 — 2.59 = 3.41 ft. 


A contracted weir, 4.00 ft high, is to be installed in a channel 8 ft wide. The maximum flow over the weir is 
60.0 cfs when the total depth back of the weir is 7.00 ft. What length of weir should be installed if m = 3.40? 


I Velocity of approach V = Q/A = 60.0/[(8)(7)] = 1.071 ft/s. It appears that the velocity head is negligible in 
this case. Q = m(b — HH)(H)*”, 60.0 = 3.40[b — (3.00)](3.00)°”, b = 4.00 ft long. 


The discharge from a 6-in-diameter orifice, under a 10.0-ft head, C = 0.600, flows into a rectangular weir 
channel and over a contracted weir. The channel is 6 ft wide and, for the weir, Z = 5.00 ft and b = 1.00 ft. 
Determine the depth of water in the channel if m = 3.35. 


B The discharge through the orifice is Q — CAV2gh — (0.600)[1x(3)?] V2g(10.0) = 2.99 cfs. For the weir, 
Q = m(b — $;H)H^ (velocity head neglected) or 2.99 — 3.35(1.00 — 0.20H)H?? and H?? — 0.20 H^" — 0.893. By 
successive trials, H = 1.09 ft; and the depth = Z + H = 5.00 + 1.09 =6.09 ft. 


The discharge of water over a 45° triangular weir is 0.750 cfs. For C = 0.580, determine the head on the weir. 
Q = C(S) Vag [tan (6/2)] H^" 

0.750 = (0.580)(3)V/(2)(32.2) [tan (45*/2)]]H^? H =0.881 ft 
What length of Cipolletti weir should be constructed so that the head will be 1.54 ft when the discharge is 
122 cfs? 
І Q -3.367b H^? 122-(3.367)(b)(1.54»? — b —19.0ft 


Derive the expression for the time to lower the liquid level in a tank, lock, or canal, by means of a suppressed 
weir. 


І Q dt = -Az dH (mLH?^) di 2 —Ar dH 


2 Ат ? -3/2 (=) -1/2 -1/2 
-Га-( ) B dH f=h-t= (Н,"-Н”) 





A rectangular flume, 50 ft long and 10 ft wide, feeds a suppressed weir under a head of 1.000 ft. If the supply to 
the flume is cut off, how long will it take for the head on the weir to decrease to 4 in? Use m = 3.33. 
І t- (2Az/mL)(H;'? — H1'?) — (from Prob. 17.211) 

- Q)[G0)(10)]/[G.33)(10)][G5) "^ — 1.0007] = 22.05 


The head on a sharp-crested, rectangular weir of height 2.0 ft and crest length 4.0 ft was incorrectly observed to 
be 0.38 ft when it was actually 0.40 ft. Determine the percentage error in the computed value of flow rate. 


І О = CLH” ӘО/ӘН -(ӘСІН" ғ АО/АН AQ ~ AH(3)CLH"? 
AQ/Q ~ (3)(AH/H) = (3)(0.02/0.40) = 0.075 or 7.5 percent 


It is desired to measure a discharge which may vary from 0.6 to 2.4 cfs with a relative accuracy of at least 0.4 
percent through the entire range. A stage recorder which is accurate to the nearest 0.001 ft is available. What is 
the maximum width of rectangular sharp-crested weir that will satisfy these conditions? Assume the weir has 
end contractions and C,, = 3.5. Neglect-velocity of approach. 


І О =3.51.п?? 3Q/dh = 5.25Lh'? = AQ/Ah 


17.215 
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Thus AQ =5.25Lh’?(Ah). AQ/Q = (5.25/3.50)(Ah/h) = 1.5(Ah/h), 0.004 = 1.5(0.001/h), A = 0.0015/0.004 = 
0.375 ft. h must be =0.375 ft to acquire desired accuracy: Q = 0.6 = 3.5L(0.375)*”, L <0.747 ft. 


What is the maximum permissible vertex angle of a V-notch weir that will satisfy the conditions of Prob. 
17.214? 
І Q — 4.28(0.58)h?"[tan (0/2)] — 2.48h?"[tan (0/2)] 

8Q/àh — $(2.48)h""[tan (0/2)] ^ 6.2h?"[tan (60/2)] ~ AQ/Ah 
Thus AQ — 6.2h""[tan (8/2)] Ah; AQ/Q —2.5(Ah/h), 0.004 — 2.5(0.001/h), h = 0.625 ft; Q =0.6= 
2.48h""[tan (0/2)] — 2.48(0.625)^"[tan (8/2)], tan (6/2) = 0.6/[2.48(0.309)] = 0.783, 6/2 = 38°04', 6 < 76°08’. 
With a head of 0.12 m on a 60° V-notch weir, what error in the measured head will produce the same 
percentage error in the computed flow rate as an error of 1° in the vertex angle? 
І Q — 2.48h??[tan (0/2)] 8Q/8h — 6.2h?"?[tan (9/2)] = 9Q/dh 


Thus AQ — 6.2h?"[tan (6/2)]] Ah; AQ/Q =2.5(Ah/h), 8Q/0 — 2.48h?^[sec? (6/2)] = 1.24h5"[sec? (0/2)] = 
AQ/AO8. Thus AQ = 1.24h°"[sec? (6/2)] A@; AQ/Q = (АӨ) ѕес? (0/2)]/(2 tan 8). For 0 — 30°, 
sec? (@/2)/tan (0/2) = 2.31, AQ = 2.5(Ah/0.12) = 2.31(1°)/2 = (2.31/2)(1/57.3)], Ah = 0.00097 m = 0.10 cm. 


Tests on a 60°-notch weir yield the following values of head H on the weir and discharge Q: 


ЕЗ 0.345 0.356 0.456 0.537 0.568 0.594 0.619 0.635 


Use the theory of least squares to determine the constants in Q = CH” for this weir. 








I Taking the logarithm of each side of the equation, In Q = In C + m In H or y — B + mx, it is noted that the 
best values of B and m are needed for a straight line through the data when plotted on log-log paper. 

By the theory of least squares, the best straight line through the data points is the one yielding a minimum 
value of the sums of the squares of vertical displacements of each point from the line; or, from Fig. 17-49, 


ішп 


Е- 24-2 Іу-(В-тхур 


where n is the number of experimental points. To minimize F, ӘҒ/9В апа ӘЕ/Әт аге ҒаКеп and set equal to 
zero, yielding two equations in the two unknowns B and m: dF/dB =0=2 ¥ [y, — (B + mx,)](—1) from which 


У у-пВ- т У х,=0 (1) 
and 0F/9m =0=2 У, [у — (B + mx,)|(—x,) or 
ХОху-ВУХУ»х-тУх:-0 (2) 





x Fig. 17-49 
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Solving Eqs. (1) and (2) for m gives m — (X x,y// Xx; — Xy/n) (Yx?/ Xx, — хип), В = (Xy; 7 m Xx)/n. 
These equations are readily solved by hand calculator having the X, key, or a simple program can be written for 
the digital computer. The answer for the data of this problem is m — 2.437, C — 1.395. 


A rectangular, sharp-crested weir 15 m long with end contractions suppressed is 1.6 m high. Determine the 
discharge when the head is 300 mm. 


1 Since the height of the weir is large compared to H, the upstream velocity head can be omitted; hence, 
Q = 1.831Н' = (1.83)(15)(0.300)'° = 4.51 т?/5. 


In Fig. 17-50, L=9 ft, P= 1.9 ft, and H = 0.90 ft. Estimate the discharge over the weir (C = 3.33). 





Fig. 17-50 


І Q =CL(H + aV?/2g)'5 У = ОЛООР + Н) Q = CL{H + aQ?/[(2gL)(P + H)]}"* 
Q = (3.33)(9) {0.90 + 1.4Q?/[(2)(32.2)(9)7(1.9 + 0.90)7]}'* = 26.7 ft?/s (by trial and error) 


A rectangular, sharp-crested weir with end contractions is 1.4 m long. How high should it be placed in a channel 
to maintain an upstream depth of 2.35 m for 0.40 m?/s flow? 


f Q-183L'H?? where L' 2 L —0.2H (due to end contractions). 
0.40 = (1.83)(1.4 — 0.2H)(Hy? Н = 0.30 т Р = 2.35 – 0.30 = 2.05 т (height of weir) 


Determine the head on a 45° V-notch weir for a discharge of 225 L/s. 
І О = С(5уМ2р [‹ап (0/2)]н52 ZS = (0.58)(8)V (2)(9. 807) [tan (45*/2)] H^? H =0.691m 
Tests on a 90° V-notch weir gave the following results: H = 200 mm, „Q= 21.3 L/s, H = 430 mm, Q.= 165 L/s. 
Determine the formula for the weir. 
M8 Let Q = AR": йу = А(10)", 21.3/1000 = А(25)". Dividing one equation by the other, 7.746 = 2.150", 
n=2.67. "e А-1.57; О-1.57Н24, 
A broad-crested weir 1.8 т high and 9 m n long has a well-rounded upstream corner. What head is required for a 
flow of 8.80 m?/s? 
І Q-2L67LH? . 8.80 = (1.67)(9)5? Н =0.700 т 
A weir in a horizontal channel is 12 ft wide and 4 ft high. The upstream water depth is 5.2 ft. Estimate the 
discharge if the weir is sharp-crested. 
І C,, = 0.611 + 0.075H/Y = 0.611 + (0.075)(5.2 — 4)/4 = 0.6335 

q=()\(C,)(2g)'7A°? = (3)(0.6335)[(2)(32.2)] (5.2 — 4)°? = 4.455 ft?/s/ft О = (12)(4.455) = 53.5 ft’/s 
Solve Prob. 17.224 if the weir is broad-crested. 


IC, =0.65/(1 + H/Y)'? = 0.65/[1 — (5.2 — 4)/4]'? — 0.5701. Since everything else is the same as in Prob. 
17.224, we simply scale down the sharp-crested result: Q — (0.5701/0.6335)(53.5) — 48.1 ft? /s. 


A weir in a horizontal channel is 10 m wide and 1.4 m high. If the upstream depth is 3 m, estimate the channel. 
discharge for a sharp-crested weir. 
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i C, = 0.611 + 0.075H/Y = 0.611 + (0.075)(3 — 1.4)/1.4 = 0.6967 
а = (3)(C,) (2g)? = (3)(0.6967)[(2)(9.807)]'7(3 — 1.4)?? — 4.163 (m?/s)/m Q - (10)(4.163) — 41.6 m?/s 


Solve Prob. 17.226 if the weir is broad-crested. 
IC, =0.65/(1+ H/Y)'? = 0.65/[1 + (3 — 1.4)/1.4]'? = 0.4440. Since everything else is the same as in Prob. . 
17.226, we simply scale down the sharp-crested result: Q — (0.4440/0.6967)(41.6) — 26.5 m?/s. 


Show that the discharge of the V-notch weir in Fig. 17-51 is given by Q = C. Gs) Gg)" (tan o)H??. Experiments 
show that C,, varies from 0.65 at œ = 5° to 0.58 at œ = 50°. 





Fig. 17-51 
MB Assume V at any strip 2 V2gz, where z is measured down from the top. 


H 
Q- Í VdA= І (еу 254: where b = bol 1 - 2) 


- ово) |а oo" (iar 
bo/H=2tane Q=(8)(2g)'?(tan a)H™ 
A correction factor C,, is inserted to account for end and edge effects and upstream kinetic energy; hence, 
О = С„($)(2&)! (тап а)Н?°?. 
Wastewater flows through a Parshall flume with a throat width of 3.0 ft at a depth of flow of 2.5 ft. Find the flow 
rate. 
i ` Q — 4.0Bh 525^ = (4.0)(3.0)(2.5) 12 = 50.4 ft?/s 
Water is to flow through a proposed Parshall flume at a maximum flow rate of 30 m?/s. The width of the 
Parshall flume’s throat is to be 10.0m. What should be the channel depth entering the flume? 
i Q = (2.293B + 0.474)h'® — 30-2[(2.293)(10.0) -0.474]h* 5 h=1.17m 
Wastewater flows through a Parshall flume with a throat width of 5.0 ft at a depth of flow of 3.2 ft. Determine 
the rate of flow of the wastewater. 
i О =4.0Вһ!5°5°®® = (4.0)(5.0)(3.2)0 2 = 127 ft?/s 
Water is to flow through a Parshall flume at a maximum flow rate of 25 m°/s. The width of the throat of the 
Parshall flume is 8.0 m. What will be the depth of flow at maximum flow rate? 
i Q = (2.293B +0.474)h*® = - 25 = [(2.293)(8.0) + 0.474]h*® h=1.19m 
The stilling-well depth-measurement scale of a Parshall flume with a 3-ft throat gives a head reading that is 


0.04 ft too large. Compute the percentage errors in flow rate when the observed head readings are 0.6 ft and 
2.2 ft. 


i О = 4Bh 250 B=3ft Ah = 0.04 ft e — 0.04 ft 
% Error = {[(h + e)/h] ??5*^" — 1) (100) 395 — 1.0290 
% Error = [(0.64/0.60)'* — 1] =0.106 or 10.6 percent 
If h = 2.2 ft, % Error = [(2.24/2.20) ^99 — 1] — 0.0286, or 2.86 percent. 


It is desired to measure the flow in a canal which may carry between 30 cfs and 90 cfs. The flow is to be 
measured to an accuracy of 2 percent, and the available water-level recorder is accurate to 0.01 ft. The canal is 
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on a very flat slope and the head loss in the measuring device should be as small as possible. What type and size 
of flow-measuring device would you recommend? 


E Try an &ft-throat Parshall flume: Q = 4BA'°22°™ = (4)(8)h1520"™ — 355197. dQ =51.4h°™ dh. For 

Q =30 cfs, h = 0.961 ft, dQ/Q = (51.4)(0.961)° (0.01) /30 = 0.0167 < 0.02. For Q = 90 cfs, h = 1.90 ft, 

dQ/Q = (51.4)(1.90)°"(0.01)/90 = 0.0084 < 0.02. So a Parshall flume with an 8-ft throat provides the required 
accuracy. 


A rectangular channel 2.0 m wide contains a sluice gate which extends across the width of the channel. If the 
gate produces free flow when it is open 0.15 m with an upstream depth of 1.15 m, find the rate of discharge, 
assuming C, = 0.60 and C, = 0.62. 


i О = C,Bal2g(y, — yo + V2/2g)]^? y; 7 С.а = (0.62)(0.15) = 0.0930 т 
Find a trial Q by neglecting the V7/2g term in the equation above. 


Q = (0.60)(2.0)(0.15)[(2)(9.807)(1.15 — 0.0930 -- 0)]'? = 0.820 m?/s 
V; = Q/A, = 0.820/[(2.0)(1.15)] = 0.357 m/s V?/2g = 0.3577/[(2)(9.807)] = 0.00650 m 
О = (0.60)(2.0)(0.15)[(2)(9.807)(1. 15 — 0.0930 + 0.00650)]'? — 0.822 m?/s 


For the sluice gate shown in Fig. 17-52, if C, = 0.98, what is the flow rate? If C, = 0.62, what is the height of the 
opening? 


уе 
A- 


EL. 





22m 


0.9m 
%% “2 Fig. 17-52 


Ё у= С,[2в(у, — у + УЇ/2в)]!?. Find a trial V, by neglecting the V?/2g term in the equation above. 


V, = (0.98)[(2)(9.807)(2.2 — 0.9 + 0)]'? = 4.949 m/s му = И, у! 
(4.949)(0.9) =(V,)(2.2) И = 2.025 т/ѕ 
Vi/2g = 2.0257/[(2)(9.807)] = 0.209 m V, = (0.98)[(2)(9.807)(2.2 — 0.9 + 0.209)]' = 5.332 m/s 
Second trial: 
(5.332)(0.9) =(V,)(2.2) ^ V, 2 2.181 m/s 
Vi/2g =2.1817/[(2)(9.807)] = 0.243 m Vz = (0.98)[(2)(9.807)(2.2 — 0.9 + 0.243)]'? = 5.391 m/s 
Third trial: 
(5.391)(0.9) 2 (V.)(2.2) И = 2.205 т/5 
V?/2g = 2.2057/[(2)(9.807)] — 0.248 m № = (0.98)[(2)(9.807)(2.2 — 0.9 + 0.248)]' = 5.400 m/s 
Fourth trial: 
(5.400)(0.9) = (V,)(2.2) —. V, 2 2.209 m/s V2/2g = 2.2097/[(2)(9.807)] = 0.249 m 
V, — (0.98)[(2)(9.807)(2.2 — 0.9 + 0.249)]"? = 5.402 т/ѕ (О.К.) 
4 = УУ = (0.9)(5.402) = 4.86 (т2/5) /т а = у,С, = 0.9/0.62 = 1.45 т 


A disk meter has a volumetric displacement of 30 mL for one complete oscillation. Calculate the flow for 76.5 
oscillations per minute. 
Q = (displacement per oscillation)(number of oscillations per unit time) 


= (30)(76.5) = 2295 mL/min = 2.295 L/min 
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A disk water meter with volumetric displacement of 35 mL per oscillation requires 450 oscillations per minute to 
pass 0.30 L/s and 3740 oscillations per minute to pass 2.19 L/s. Calculate the percent error, or slip, in the meter. 


i Slip = (Qactwai — Qindicatea)/ Qactuat 
Q= (displacement per oscillation)(number of oscillations per unit time) 
О, = (0.035)(450)/60 = 0.2625 L/s Slip; = (0.30 — 0.2625)/0.30= 0.0278 or 2.78 percent 
О, = (0.035)(3740)/60 = 2.182 1/5 Slip, = (2.19 — 2.182)/2.19 = 0.0037 or 0.37 percent 


A volumetric tank 3 ft in diameter and 6 ft high was filled with oil in 17 min 22.4 s. What is the average 
discharge in gallons per minute? 


i Q =V/t =[(x)(3)7/4](6)/[17 + 22.4/60)] = 2.441 ft?/min = (2.441)(7.48) = 18.3 gpm 


A weigh tank receives 79 N of liquid, s.g. = 0.83, in 13.9 s. What is the volume flow rate? 
i | У = W/y = 79/[(0.83)(9.79)(1000)] = 0.009722. 2 
Q = V /t = 0.009722/(13.9) = 0.0007 m’/s = 0.7 L/s 


A critical-depth meter 15 ft wide has a rise in the bottom of 1.8 ft. For an upstream depth of 3.45 ft, determine 
the flow through the meter. 


i q = 0.517g'7(y, — z %0.5547/ру2) 2 
= (0.517)(32.2)'7{3.45 — 1.8 + 0.55q"/[(32.2)(3.45)*]}°? 
= (2.934)(1.65 + 0.001435q7)*” 
q = 6.57 cfs/ft (by trial and error) 
Q = (6.57)(15) = 98.6 cfs 
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N 
The Brinkman number N, often used in analysis of organic—liquid flows, is the ratio of viscous dissipation to 
heat conduction in a fluid. It is a dimensionless combination of viscosity и, flow velocity V, thermal conductivity 
k, and fluid temperature T. Derive the Brinkman number, using the fact that it is proportional to viscosity. 


M8 N,-f(u, V, k, T) and is proportional to u. 
Ns 7 (1) 2 ju! V'k?T* 2 (MILTY (L/TY (ML/T?0)^ (0)* 2 M?L?T^g? 
L: -1+a+6=0 М: 1%5-0 Т: -1-а-3ЗЬь-0 Ө: -b+c=0 
Hence, a = 2 and b = c = –1. № = ру?/КТ. 


The velocity of sound c of a gas varies with pressure p and density p. Show by dimensional reasoning that the 
proper form must be c = (constant)(p / p)”. 


І c=f(p, p) = (constant)p‘p” {L/T} = {(M/LT?}*{M/L*y° 
M: д=а+ьЬ L: 12—-a-3b Т: -і--?2а 


Hence, a =} and b = —}..c = (constant)( p / p)”. 


The speed of propagation C of a capillary wave in deep water is known to be a function only of density p, 
wavelength A, and surface tension o. Find the proper functional relationship, completing it with a dimensionless 
constant. For a given density and wavelength, how does the propagation speed change if surface tension is 
doubled? 


І C - f(p, À, о) 7 (constant)p^A*y* (LIT) 2 (M/DY' (LY (MI T^y 
М: д=а+с L: 1=—3a+b Т: -і--2с 
Hence, a = —4, b = —4, c = }. C = (constant)(o/ pÀ)'7. If o is doubled, C increases as V2, or 41 percent. 


The excess pressure Ap inside a bubble is known to be a function of the surface tension and the radius. By 
dimensional reasoning determine how the excess pressure will vary if we double (a) the surface tension and (b) 
the radius. 


I Ap =f(0, ғ) = (constant)o^r^ (F/D2) 2 (F/LY (LY 
Е: 1=а L: —-2=-a+b 

Hence, a = 1 and b — —1. Ap - (constant)(o/r). (a) If o is doubled, Ap is doubled. (b) If r is doubled, Ap is 

halved. 


The pressure drop in a Venturi meter varies only with fluid density, velocity of approach, and the diameter ratio 
of the meter. Venturi meter 1 in water at 20 °C shows a 6-kPa drop when the approach velocity is 5 m/s. Meter 
2, geometrically similar to 1, is used in a 1-m?/s flow of benzene (p — 680 kg/m?). Find the upstream pipe 
diameter that will yield a 16-kPa drop in meter 2. 


І Ap =}(р, У, 41р) Ap/pV? = (41р) (Ap/pV”), = (Ap/pV”)2 
(Ap/pV?), = (6)(1000)/[(998)(5)] = 0.2405 
(Ap/pV?), = (16)(1000)/(680V?) — 23.53/ V? 0.2405 = 23.53/V? V = 9.891 m/s 
Q=AV 5 = (wD?/4)(9.891) р, = 0.146 т ог 146 тт 


For two hydraulic machines to be homologous, they must (a) be geometrically similar, (6) have the same 
discharge coefficient when viewed as an orifice, Q,/(A;V2gH,) = Q2/(A2V2gH), and (c) have the same ratio of 
peripheral speed to fluid velocity, #D/(Q/A). Show that the scaling ratios can be expressed as 

Q/ND? - constant and H/(NDY = constant. N is the rotational speed. 
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MB (1) From condition (b), 


Q/(AVHy) 7 QI/(A;N Ho) (1) 
From condition (c), А/О А/О о) 
LAr Л, = 0;D5,A5/ C» 


(Q:/@,D;)(@2D,/Q2) = А\/ А» 


Geometrical similarity yields A,/A, = Dj/D3 = (Q,/@,D,;)(@2D2/Q.2). Hence, Q,/@,D? = Q,/,D3. 

(2) From Eq. (1), Q:/A: » VHi/ H;Q;/A;. From Eq. (2), Qi/Ai 7 (Q4/A2)(01D;/ 9; D;). Hence, 
01D,/0;D; 2 VH H,, H,/(@,D,) 2 H,/ (o; D;y. (N is rotational speed in revolutions per minute; c is in 
radians per second. They are equivalent for modeling purposes.) 


Use the scaling ratios of Prob. 18.6 to determine the head and discharge of a 1:5 model of a centrifugal pump 
that discharges 42 m?/min at a 33 m head when turning at 200 rpm. The model operates at 1000 rpm. 


B From Prob. 18.6, H;/(v, Di 7 H/(0;D;y or H,, = H,[(@n/@p)(Dm/D,)P = (33)[C85)(4) = 33.00 m; 
Q,/ @,D, = Q2/@2D2 oF Qn 7 Q,(o,,/ 0,)(D,,/ D, = (42) 089) (3 — 1.68 m?/min. 


For an ideal liquid, express the flow Q through an orifice in terms of the density of the liquid, the diameter of 
the orifice, and the pressure difference. 


I Q=f(p, p, d) or Q = Kp*p’d°. Then, dimensionally, F°L?T~' = (F°T“L~“)(F°L~”)(L‘) and 0 =a + b, 
3 = —4a -2b + c, —1 = 2a, from which a = —}, b = }, c =2. Substituting, Q — Ko" !"p'?d" or ideal О = 
Kd’V p/p. Factor K must be obtained by physical analysis and/or experimentation. 

For an orifice in the side of a tank under head h, p = yh. To obtain the familiar orifice formula, let 
K = V2(x/4). Then ideal Q ^ V2(z/4)d? V yh/p. But g = y/p; hence ideal Q = }xd?V2gh. 


Determine the dynamic pressure exerted by a flowing incompressible fluid on an immersed object, assuming the 
pressure is a function of the density and the velocity. 


I p=f(p, У) огр = Kp“V”. Then, dimensionally, F'L~*7° = (F*°T“L~“)(L’T~°) and 1 = a, —2 = —4a + b, 
0 = 2a — b, from which a = 1, b =2. Substituting, p = K, V”. 


Develop the expression for lost head in a horizontal pipe for turbulent incompressible flow. 


I For any fluid, the lost head is represented by the drop in the pressure gradient and is a measure of the 
resistance to flow through the pipe. The resistance is a function of the diameter of the pipe, the viscosity and 
density of the fluid, the length of the pipe, the velocity of the fluid, and the roughness K of the pipe. We may 
write (pi — p») =f(4, H, P, L, V, K) or ) 
(p — pz) 7 Ca*u*pL"V*(eJdY (1) 

From experiment and observation, the exponent of the length L is unity. The value of K is usually expressed 
as a ratio of the size of the surface protuberances € to the diameter d of the pipe, a dimensionless number. We 
may now write F'L~?T° = (L*)(F°T°’L-” )\(F°T*L“)(L‘T *)(L//L‘) and1=6 +c, -2=a—2b-4c+1+ 
e+f—f, 0=6 + 2c —e from which the values of a, b, and c may be determined in terms of e, or c =e — 1, 
b=2-e, a=e —3. Substituting in (1), (p: — p2) = Cd* ^y^ *p* ! L'V'(e/dy. Dividing the left side of the 
equation by w and the right side by its equivalent pg, (p; — p;)/w = lost head = 
C(e/dYL(d* ?V*p* ! u?-*)/(pg), which becomes (introducing 2 in numerator and in denominator): lost head = 
2C(e/dy (L/dY(V?^/2g)(d" ?V* ?p*?/u* ^) 2 K'(Rz )(L/d)(V?/2g) 2 f(L/dY(V?/2g) (Darcy formula). 


To find the drag on a 1-mm-diameter sphere in slowly streaming water, a 100-mm sphere is tested in glycerin at 
V = 300 mm/s. The measured drag on the model is 1.3 N. Under similar conditions, what are the water velocity 
and the drag on the 1-mm sphere? 


I Water (prototype): H, = 0.001 Pa-s Pp = 999 kg/m? 
Glycerin (model): H, =1.5Pa-s Pm = 1263 kg/m? 
(№), = PmVintem! Um = (1263)(0.300)(0.100)/1.5 = 25.3 
(Crm = Fn! PmV2,L2, = 1.3/[(1263)(0.300)7(0. 100)?] = 1.14 
(М) = (Na)m = 25-3 = 999V,(0.001)/0.001 or V, = 0.0253 m/s 
(Ck), 2 (C9), 2 1.142 E,/[999(0.0253)(0.001?] ^ or — FK, 0.731 uN 
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A 0.1-ft-diameter steel sphere (p, — 15.2 slugs/ft)) is dropped in water [p = 1.94 slugs/ft?, u = 0.000021 
slug/(ft-s)] until it reaches terminal velocity or zero acceleration. From the sphere data in Fig. A-38 compute 
the terminal velocity of the falling sphere in feet per second. 


f At terminal velocity, the net weight of the sphere equals the drag; hence the drag is known in this problem: 
D -W,- (p, — p)g(x/6)d? — (15.2 — 1.94)(32.2)(/6)(0.1)? — 0.224 Ib. We can compute that portion of Cp 
and Ng which excludes the unknown velocity: Cp = D/[5p(z/4)d?V?] — 0.224/[1.94(x/8)(0. 1? V?] 2 29.4/V?, 
Nz = pVd/p = (1.94)(V)(0.1)/(2.1 x 107°) = 9240V. Now we will just have to guess an initial velocity V to get 
started on the iteration. i 

Guess V = 1.0 ft/s; then Ng = 9240(1.0) = 9240. From Fig. A-38 read Cp ~ 0.38; then V ~ (29.4/Cp)'? = 
8.8 ft/s. Now try again with this new guess. 

Guess V = 8.8 ft/s, Nr = 9240(8.8) = 81 000. From Fig. A-38 read Cp =0.52, V = (29.4/0.52)'? = 7.5 ft/s. 
One more try will give pretty good convergence. 

Guess V = 7.5 ft/s, Nz = 9240(7.5) = 69 000. From Fig. A-38 read Cp = 0.51, V = (29.4/0.51)"? = 7.6 ft/s. To 
the accuracy of the figure, Vi... 7: 7.6 ft/s. 


Repeat Prob. 18.12, using the regrouped chart, Fig. A-39. 


i We must repeat the calculation of the net weight to establish that D = W,,, = 0.224 1b. But now we can go 
directly to the new drag coefficient: C; = Dp/p? = (0.224)(1.194)/(2.1 x 107°) = 9.85 x 10°. Now enter Fig. 
A-39 and read Nz = 70000. Then the desired velocity is V 2 uN4/pd = (2.1 X 107*)(70 000)/[(1.94)(0.1)] = 
7.58 ft/s. 


A 7-cm-diameter sphere is tested in water at 20°C and a velocity of 4m/s and has a measured drag of 8 N. What 
will be the velocity and drag force of a 3-m-diameter weather balloon moving in air at 20°C and 1 atm under 
similar conditions? | 
П (№), = (№), Na = рру/и (998)(0.07)(4)/(1.02 х 10-3) = (1.20)(3)(У,)/(1.81 х 1075) 
V, = 1.38 m/s 
(Cc), 9 (Cr), Cr =F /pV’D? 8/[(998)(4)?(0.07)"] = F,/[(1.20)(1.38)?(3)"] F, =2.10N 


To find the drag on an airplane whose velocity is 275 mph, could one test a 1:25 scale model in a subsonic wind 
tunnel at the same pressure and temperature? 


I (№), = (№)  Nk=LV/v | L,-Lj/25 


Since p,, =p, and T,, = T,, Vn = Yp. Therefore, Vn = V (Lp/ Lm) = (275)(25) = 6875 mph. As this velocity is 
hypersonic, a subsonic test is impossible. 


A 1:25 scale model of a submarine is tested at 180 ft/s in a wind tunnel using sea-level standard air. What is the 
prototype speed in sea water at 20°C for dynamic similarity? If the model drag is 1.6 Ib, what is the prototype 
drag? 


I (№), = (№), —— Na-pLV/|a ^ L,-L,25 
(0.00234)(1.,/25)(180)/(3.78 х 1077) — (2.00((L,(V,)/(2.23 x 1075) — V, — 0.497 ft/s 
(Crm = (Cr)p C, 7 F/pV?L? 
1.6/[(0.00234)(180)(L, /25y^] = F,/ [(2.00)(0.497)(L, Y] F, = 6.52 lb 


A blimp is designed to move in air at 20°C at 7 m/s. If a 1:20 scale model is tested in water at 20 °C, what 
should the water velocity be? If the measured water drag on the model is 3.09 KN, calculate the drag on the 
prototype blimp and the power required to propel it. 


- (№), = (№),  Ne=pLV/u 1,-1,/20 
(998)(1.,/20)(У,„)/(1.02 х 107°) = (1.20)(1.,)(7)/(1.81 х 1075) У, = 9.49 m/s 
(Cp), = (Се), С = Е/ру?1? 3.09/{(998)(9.49)°(L,/20)"] = F,/[(1.20)(7)°(L,)"] 


Е, = 0.809 КМ Р, = E,V, = (0.809)(7) = 5.663 kW 


A 1:6 scale model automobile is tested in a wind tunnel in the same air properties as the prototype. The 
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prototype velocity is 48 km/h. For dynamically similar conditions, the model drag is 320 N. What are the drag of 
the prototype automobile and the power required to overcome this drag? 


I (№) = (№), Ne=pLV/u 1,4-1,6 
(0)(1.,/6)(У,„)/и = (0)(1.,)[(48)(1000)/3600]/и У,, = 80.00 т/ѕ 
(Ск), = (Се), Cr =F/pV*L? 320/[(e)(80.00)°(L, /6)"] = F,/[()[(48)(1000)/3600}°(L,)’] 
E-32N P,-EV, - (320)[(48)(1000)/3600] — 4267 W 


A model airplane is built to the scale 1:20. If the prototype is to fly at 425 mph, what must be the air velocity in 
the wind tunnel to achieve the same Reynolds number at the same air temperature and pressure? 


Т (NO.Q-(NO, — Ne—PLVÍa — L.—L,20 —— (pYL,/20(V,)/u 9 (9(L,(425)/u 
V,, = 8500 mph_[impractically high] | 
A model airplane has dimensions that are 1/18 those of its prototype. It is desired to test it in a pressure wind 


tunnel at a speed the same as that of the prototype. If the air temperature is the same and the Reynolds number 
is the same, what must be the pressure in the wind tunnel relative to the atmospheric pressure? 


І (№), = (№), Na — LV/v Lm = L,/18 (Lp/18)(V Vm = (Lp)(V)¥p 
Vin! Vp = 78 = (Um! Pm)! (Mp! Pp) = (Hm! Up) (Pp! Pm) 


For Tn = T,, assume u,, = Up; hence, Pp/ Pm = ¥p/Ym = 18> Yo! ¥m = (po | RT) (p, / RT) — 3g. Therefore, 
Pm = 18p, =18 atm. 


What weight flow rate of air at 70 °F (u = 3.82 x 10" Ib-s/ft^) at 58 psi in a 2-in-diameter pipe will give dynamic 
similarity to a 275-gpm flow of water at 60 °F in a 6-in-diameter pipe? 


І (МӘм-(МӘно  М«=РУ/уУ у= р/р 
Pair = p/ RT = (58)(144)/[(1716)(70 + 460)] = 0.009183 slug/ft? 
Vair = (3.82 x 1077)/0.009183 — 4.160 x 10^? ft?/s 
Уш 7 Q/[IGO) GS)'/4] = 45.840 Vipo = Q/A — (275)(0.002228)/[()($)*/4] — 3.120 ft/s 
(8)(45.84Q)/(4.160 x 10) - ($)9.120)/(.21x 1075) 0 = 0.7020#/5 - 
y= pg Yair = (0.009183)(32.2) = 0.2957 lb/ft? G = yO = (0.2957)(0.7020) = 0.208 Ib/s 


A 1:40 scale model of a submarine is tested in a wind tunnel. It is desired to know the drag on the submarine 
when it is operating at 9 knots (15.2 fps) in ocean water at 40 °F. At what velocity should the object be tested in 
a wind tunnel containing air at 70°F at atmospheric pressure? 


І (Ми) = (Ми)н,о Na — LV[v Lair = Ly,0/40 

(Ly1,0/40)(Vair)/(1-64 х 10% -(1.н,о)(15.2)/(1.66 х 107) Vair = 6007 ft/s 
Since this velocity exceeds sonic velocity, the model will not operate properly to indicate prototype behavior. 
A ship 650 ft long is to operate at a speed of 22 mph in ocean water whose kinematic viscosity is 


0.00001261 ft?/s. What should be the kinematic viscosity of a fluid used with an 11-ft model so that both the 
Reynolds number and the Froude number would be the same? 


І (№), = (№), Na — LV/v 
Let subscript r denote ratio of prototype to model. . 
L,V,/v,=1 (№), = (№), N, — V/(gL)^ V/(g,L.)^ —1 L,V,/v, = V,1(g-L,)'? 
g,71.0 І, = Sf = 59.1 (59.1)(У,)/у, = У,/[(1.0)(59.1)]' у, = 454.3 


Hence, v,, = 0.00001261/454.3 = 0.0000000278 ft”/s [impossibly small]. 
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The valve coefficients K = Ap/(pV7/2) for a 600-mm-diameter valve are to be determined from tests on a 
geometrically similar 300-mm-diameter valve using atmospheric air at 80?F (v — 1.57 x 10 ? m?/s). What range 
of air flows is required to model flows of water at 70?F (v — 9.96 x 10^? m?/s) between 1 m/s and 2.5 m/s? 


1 № = ру/у (№), = (0.600)(1)/(9.96 х 1077) = 6.02 x 10° 
(Nr) max = (0.600)(2.5)/(9.6 x 10-7) = 1.51 x 10° 


For air: 


6.02 X 10° = (0.300(V,,)/(1.57 X107) — V4, 731.5 m/s 
1.51 x 105—(0.300(V,,,)/(1.57 x 103) Vinge = 79.0 m/s - 
Onin = AVorin = [(26)(0.300)?/4](31.5) = 2.23 m?/s Q max = AV max = [(20)(0.300)?/4](79.0) = 5.58 m?/s 


A model of a Venturi meter has linear dimensions 1/6 those of the prototype. The prototype operates on water 
at 10°C, and the model on water at 100°C. For a throat diameter of 700 mm and a velocity at the throat of 
7 m/s, what discharge is needed through the model for similitude? 


Ё (№), = (№),  Nr=LV/v —. (L,/6(V,.)/(2.94 x 1077) 2 (L,)(7)/(1.30 x 1075) V,, — 9.498 m/s 
On = AmVon Dy = D, /6 = 7 = 117 тт О„ = [(22)(0.117)?/4](9.498) — 0.102 m*/s 


The losses in a Y in a 1.3-m-diameter pipe system carrying gas (p = 40 kg/m’, u = 2 х 107 Ра · 5, У = 28 т/5) 

are to be determined by testing a model with water at 40°C. The laboratory has a water capacity of 80 L/s. 

What should be the diameter of the model? 

І (№), = (№), № = рру/и Vn = Q,/A, — (80x 10 5)/(xD2/4) —0.1019/D?, 
(998)(D,,)(0.1019/D2)/(6.51 x 1075) — (40)(1.3)(28)/(2 x 107^) 


D,, = 0.02146m ог 21 тт 


A 1:4 scale model of a water pumping station pumping system is to be tested to determine overall head losses. 
Air at 30°C, 1 atm, is available. For a prototype velocity of 600 mm/s in a 3-m-diameter section with water at 
20 °C, determine the air velocity and quantity needed. How may losses determined from the model be 
converted into prototype losses? 


І (№), = (№), Ne = DV/v [(3)(2)](V,,)/(1.60 x 10-5) = (3)(0.600)/(1.02 x 1075) 
V, 237.665m/s ^ Q,- AV. (GO[GY]/4) (37.65) — 16.6 m/s 


Losses are the same when expressed in velocity heads. 


Water at 60 °F flows at 12.0 fps in a 6-in pipe. At what velocity must medium fuel oil at 90 °F 
(у = 3.19 х 107° #2/ѕ) flow in a 3-in pipe for the two flows to be dynamically similar? 


1 (№)һо = (М) — N&—DV/v (1)(12.0)/(1.21 х 107°) = (2)(У,)/(3.19 х 107) Vou = 63.3 ft/s 


Air at 68 °F is to flow through a 24-in pipe at an average velocity of 6.00 fps. For dynamic similarity, what size 
pipe carrying water at 60 °F at. 3.65 fps should be used? 


Ё (№). = (М)н,о Nr=DV/v (22)(6.00)/(1.63 х 107*) = (0/12)(3.65)/(1.21 х 107°) D «2.93in 


(Would probably use a 3-in pipe.) 


18.30 


18.31 


18.32 


18.33 


18.34 


18.35 


18.36 


DIMENSIONAL ANALYSIS AND SIMILITUDE J 579 


A 1:5 model of a submarine is to be tested in a towing tank containing salt water. If the submarine moves at 
12.0 mph, at what velocity should the model be towed for dynamic similarity? 


i (Nr) im = (№), Na = LV/v (L/15)(V,,)/v = (L)(12.0)/v V,, = 180 mph 


A model of a torpedo is tested in a towing tank at a velocity of 80.0 fps. The prototype is expected to attain a 


velocity of 20.0 fps in water at 60 °F. (a) What model scale has been used? (b) What would be the model speed 


if tested in a wind tunnel under a pressure of 20 atm and at constant temperature 80 °F? 


I (№), = (№), Nk=DV]v 
(a) (L/x)(80.0)/v = (L)(20.0)/v, x = 4.00. Hence, the scale model is 1:4. 
(5) у= џ/р Pair MUN (20)(14.7)(144)/[(1716)(80 + 460)] = 0.04569 slug/ft' 


air = (3.85 x 1077)/0.04569 = 8.426 x 10~° ft?/s 
ООЛ X 1076) = (L)(20.0)/(1.21 x 1075) У, = 55.7 #/5 


A centrifugal pump pumps medium lubricating oil at 60°F (v = 188 x 107° ft?/s) while rotating at 1200 rpm. A 
model pump, using air at 68 °F, is to be tested. If the diameter of the model is 3 times the diameter of the 
prototype, at what speed should the model run? 


MB (№), = (№),, № = DV/v. Using the peripheral speeds (which equal radius times angular velocity in 
radians per second) as the velocities in Reynolds number, we obtain (3D)[(3D/2)(@,,)]/(1.63 X 10-4) = 
(D)[(D/2)(@,)]/(188 x 10-*), @, = 103.8@,,. Hence, model speed = 1200/103.8 = 11.6 rpm. 


An airplane wing of 3-ft chord is to move at 90 mph in air. A model of 3-in chord is to be tested in a wind tunnel 
with air velocity at 108 mph. For air temperature of 68 °F in each case, what should be the pressure in the wind 
tunnel? 


П (№), = (№), Np =LV/v (8)(108)/v,, = (3)(90)/(1.63 x 10-4) v4, = 1.63 x 107 f2/s 


The pressure that produces this kinematic viscosity of air at 68 °F can be found by remembering that the 
absolute viscosity is not affected by pressure changes. The kinematic viscosity equals absolute viscosity divided 
by density. But density increases with pressure (temperature constant). v — u/p, v,/v,, — (1.63 x 10 5)/(1.63 x 
10 5) — 10. Thus the density of air in the tunnel must be ten times standard (68 °F) air and the resulting pressure 
in the tunnel must be 10 atm. 


A dam spillway is to be tested using Froude scaling with a 1:20 model. The model flow has an average velocity 
of 0.7 m/s and a volume flow of 0.06 m’/s. What are the velocity and flow of the prototype? 
B For Froude scaling, 
V,/V,, - 1/Va а-1,1,-% V,/0.7=1/V5 V, =3.13 m/s 
Q,/Q. = (Vp! Vin Lol Lm} = (VUF = (1а) Q,/0.06= [15] Q, = 107 m/s 
A prototype ship is 40 m long and designed to cruise at 10 m/s (about 19 knots). Its drag is to be simulated by a 


0.8-m-long model pulled in a tow tank. For Froude scaling find (a) the tow speed, (b) the ratio of prototype to 
model drag, and (c) the ratio of prototype to model power. 


B For Froude scaling, 


(a) V/V, - 1 Va a =L,,/L, = % = 4, 10/V, -1/V$& — V, — 1.41 m/s 
(5) Ша - Man IV, (LI L,y — (rey = a — (s) — 1/125 000 
(c) = (F,./F,)(Vn/ Vo) 7 (ay (Va) = a?5 — (4^5 = 1/883 883 


A ship 555 ft long is to operate at a speed of 22 mph. If a model is 8 ft long, what should be its speed to give the 
same Froude number? What is the value of the Froude number? © 


І (№), = (№), Np = V/(gL)'? V,./[((8)]'^ —22/1()655)]^ 
М, =2.64mph or 3.87 ft/s Ny —3.87/[(32.2)(8)]'? = 0.241 
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In a 1:30 model of the flow in a spillway, the velocity at point A is 0.4 m/s and the force exerted on a small area 
about A is 0.10 N. What would be the force on the corresponding area in the prototype? 


i (Np). = (Ng), Nr = V/(gL)'? 0.4/[(g)(L,/30)]' = V,/(gLp)'” V, 22.19 m/s 
(Crm = (Cr)p Cr = F/pV*L? 0.10/[(9)(0.4)(L,/30Y] 2 E./[(9)C-19) (L;Y] Е, = 2698 № 


A 1:400 model is constructed to study tides. What length of time in the model corresponds to a day in the 
prototype? Suppose the model could be transported to the moon and tested there. What then would be the time 
relationship between the model and prototype? g of earth equals six times g of moon. 


І | (№) = (№), Ne —- V/(gL)'^ [V/(gL)^],, — [V/(gL)'^], 
V, = УУ, = (81), T, = L,/V, = L (gL)? LIT, — [L/(gLy^],/[L/(gL)^]». 
On earth: ' 
1/T,, — (L,/ [(9)(L,)] ^)/ ((L,/400)/[(9)(L,/400)] 7) T, —0.05000 day or 1.20h 
On the moon: 


l/T, — (L,/[(g,)(.,)] 7)/(L,/400)/[(g,/6)(1,/400) 7) Т, = 0.1225 дау ог 2.94һ 


A sectional model of a spillway 2 ft high is placed in a laboratory flume of 9-in width. Under a head of 0.345 ft 
the flow is 0.62 cfs. What flow does this represent in the prototype if the scale model is 1:20 and the spillway is 
700 ft long? 


B (N)).-(N.), | Ne-V/(GL)^ (Nr), = (Nr)p/ (Nem =[V/(g Lh)" Jo/[V/ (gL) Im = 71? — 1.00 
9, /20' = 1.00 V,= 4.47 Q.- AV, A, — A,/ As, — (700)[(0.345)(20)] /[(8)(0.345)] — 18.667 
QO, = A,V, = (18 667)(4.47) — 83 441 О = (83 441)(0.62) = 51733 ft?/s 


The flow over a model spillway is 98 L/s per meter of width. What flow does this represent in the prototype 
spillway if the model scale is 1:20? 


І q = Q/b =[(by)(V)]/b =yV q.=y,V, y=L, 
V,/L}? = 1.00 or У, = 112 (from Prob. 18.39) | 
q. = L,L!? = L?? = 20”? = 89.44 4, = (89.44)(98) = 8770 (L/s)/m = 8.77 (m?/s)/m 


The velocity at a point in a model of a spillway for a dam is 2 m/s. For a geometric ratio of prototype to model 
of 12:1, what is the velocity at the corresponding point in the prototype under similar conditions? 


1 (NE), = (№), Nr = V/(gL)"” 2/[(g)(L,/12)]'? = V,/(gLp)'” V, —6.93 m/s 


The wave drag on a model of a ship is 25 N at a speed of 4 m/s. For a prototype 12 times as long, what will the 
corresponding speed and wave drag be if the liquid is the same in each case? 


1 (Ne) m = (№), № = У1(81)'? 4/[(g)(0.,/12)] ? — V,/(gL,)'" V, — 13.86 m/s 
Cp - FÍ(ApV?[2) 


At the same Froude number, Cp is equal for model and prototype; hence, F,/(A,,V2,/2) — E,/(A,V7/2), 
F, = (F,)(Ap/Am)(Vp/Ven)? = (En)(Lp/ Lm)? = (25)(12)? = 43 200 N, or 43.2 KN. 


Oil of kinematic viscosity 50 x 107? ft^/s is to be used in a prototype in which both viscous and gravity forces 
dominate. A model scale of 1:5 is also desired. What viscosity of model liquid is ncessary to make both Froude 
number and Reynolds number the same in model and prototype? 


ШЕ (м.),-(М-), Мк = V/(gL)'? V, = (#,1.,)'2 = 112 (Na), = (№), Ng =LV/v 
V.=v,/L, 112 = у |1, у, = 122 = (1)22 = 0.08944 
Vn = (0,08944)(50 x 1075) = 4.47 x 1075 ft?/s 


A ship whose hull length is 460 ft is to travel at 25.0 fps. (a) Compute the Froude number. (b) For dynamic 
similarity, at what velocity should a 1:30 model be towed through water? 
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1 (а) № = У (81)? = 25.0/((32.2)(469)]: = 0.205 
(b) (Ne), = (№), V,,/[(32.2)(55$)] ^ —25.0/[(32.2)(460)|^ ^ V, = 4.56 ft/s 


An airplane is designed to fly at 240 m/s at 8 km altitude. If a 1:12 model is tested in a wind tunnel at 25 *C, 
find the tunnel pressure that will reproduce both the Reynolds number and the Mach number. 


I At 8000 meters, p, = 0.526 kg/m’, T, — —36.9*C, and p, — 1.53 x 10? Pa - s (from Table A-8). 


(Nu), 7 (Nu), Nu = Vic Vnd Cm = Vpl Cp c ^ (20 m/s - K'P)T'? 
с, = (20)(25 + 273)" = 345.3 m/s c, = (20)(—36.9 + 273)" = 307.3 m/s 
V,,/345.3 = 240/307.3 V,, = 269.7 m/s (Nr) in = (№), Na—pLV/u 


(0„)(1.,112)(69.7)/(1.84 х 107°) = (0.526)(1.,)(240)/(1.53 х 107%) Pm 56.75 kg/m? 
Pm = PmRT = (6.75)(287)(25 + 273) = 577 300 Ра ог 577 КРа 


One wishes to model the flow about a missile that travels at 975 mph through the atmosphere at elevation 
9000 ft. The model is to be tested in a wind tunnel at standard atmospheric conditions with air at 60 °F. What air 


speed in the wind tunnel is required for dynamic similarity? 
І (№), = (№), № = Vlc- VK(GIp)^ 
V,./(14.7/0.00227)'? 2 975/(10.54/0.001814)'? V,—1029 mph or 1510 ft/s 


A model of a supersonic aircraft is tested in a variable-density wind tunnel at 1290 fps. The air is at 90?F with a 
pressure of 20 psia. At what velocity should this model be tested to maintain dynamic similarity if the air 
temperature is raised to 130 °F and the pressure increased to 27 psia? 


8 N,-V/(plpy^, p =p/RT. At 90°F, p =(20)(144)/[(53.3)(90 + 460)] = 0.09824 slug/ft?, Ny = 


1290/[(20)(144)/0.09824]'? = 7.534. At 130 °F, p = (27)(144)/[(53.3)(130 + 460)] = 0.1236 slug/ft?, Ny = 
V/[(27)(144)/0.1236]'? = 7.534, V = 1336 ft/s. 


. The flow about a ballistic missile which travels at 1400 fps through air at 80 °F and 14.7 psia is to be modeled in a 


high-speed wind tunnel with a 1: 10 model. If the air in the wind tunnel test section has a temperature of 10°F at 
a pressure of 12 psia, what velocity is required in the model test section? 


І (Мм), - (Nu)p № = У (р/р) 
p=p/RT Pm = (12)(144)/[(53.3)(10 + 460)] — 0.06898 slug/ft? 
Pp = (14.7)(144)/[(53.3)(80 + 460)] = 0.07355 slug/ft? 
V,,/[(12)(144)/0.06898]'* = 1400/[(14.7)(144)/0.07355]'? —— V,, — 1306 ft/s 


A prototype spillway has a characteristic velocity of 2 m/s and a characteristic length of 9 m. A small model is 
constructed using Froude scaling. What is the minimum scale ratio of the model that will ensure that its 
minimum Weber number is 100? Both flows use water at 30 *C. 


І № = ру? о (№), = (996)(2)2(9)/0.0712 = 503 596 
Froude scaling: 
(Nw)! (Nw)p = (Om! Pp) Vin! Vp)*(Lm/ Lp)! (Om! Op) = (У) (а)(1) = а? 2 100/503 596 
а = 0.01409 1,11. = Ша =1/0.01409 = 71:1 
At low velocities (laminar flow), the volume flow Q through a small-bore tube is a function only of the tube 


radius R, the fluid viscosity u, and the pressure drop per unit tube length dp/dx. Using the Buckingham pi 
theorem, find an appropriate dimensionless relationship. 


B Wiite the given relation and count variables: Q — f(R, u, dp/dx) four variables (n — 4). Make a list of the 


dimensions of these variables: 
| Q9 |r | » | ша | 





EN 
(LTY (ML^T?) | (ML^T?) 
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There are three primary dimensions (M, L, T), hence j = 3. By trial and error we determine that R, u, and 
dp/dx cannot be combined into a pi group. Then j = 3, and n — j = 4— 3 = 1. There is only one pi group, which 
we find by combining Q in a power product with the other three: IT, 2 R^u*(dp/dx)y'Q' — 

(LY(ML T ÐP (ML TY (L T) = M°L°T®. Equate exponents: 


Mass: b+ c =0 
Length: | a—-b-2ct 3-20 
Time: —-b-2c—120 


Solving simultaneously, we obtain a = —4, b = 1, c = —1. Then II, - R *u'(dp/dx) 'Q or II, = 
Qu/[R*(dp/dx)] ^ const. Since there is only one pi group, it must equal a dimensionless constant. 


The capillary rise A of a liquid in a tube varies with tube diameter d, gravity g, fluid density p, surface tension 
a, and the contact angle @. (a) Find a dimensionless statement of this relation. (5) If h — 3 cm in a given 
experiment, what will A be in a similar case if diameter and surface tension are half as much, density is twice as 
much, and the contact angle is the same? 


B (a) Step 1. Write down the function and count variables A = f (d, g, p, o, 0), n — 6 variables. 
Step 2. List the dimensions (FLT): 











Step 3 Find j. Several groups of three form no pi: o, p, and g or p, g, and d. Therefore j — 3, and we 
. expect n — j= 6 — 3 = 3 dimensionless groups. One of these is obviously 0, which is already 
dimensionless: II, — 0. If we chose carelessly to search for it using steps 4 and 5, we would still 
find II; = 0. i 
Step 4 Select j variables which do not form a pi group: p, g, d. 
Step 5 Add one additional variable in sequence to form the pi’s: 


Add h: П, = p*¢°d’h = (FT?L~*)"(LT~2)°(L)°(L) = F°L°T® 
Solve for a = b = 0, c = —1. Therefore IT, — p?g?d ^ 'h — h/d. Finally add Y, again selecting its 


exponent to be 1: IL — p?g^d*o — (FT?L *Y' (LT ?Y (LY (FL 1) - Е?1277. Solve for 
a-b-2-1,c- —2. Therefore IL, — p !g !d ?o — o/pgd". 


Step 6 The complete dimensionless relation for this problem is thus 
h/d = Е(о/рва?, Ө) (1) 


This is as far as dimensional analysis goes. Theory, however, establishes that h is proportional 
to Y. Since Y occurs only in the second parameter, we can slip it outside 
(A/ 4) cua 7 (0/ pgd*) K(0) or hpgd/o — E(0). 


(b) We are given A; for certain conditions d,, 2i, p, and 0,. If h, 23cm, what is h; for d; — 14, 0, = lo, 
р: =2р., апі 0; — 0,? We know the functional relation, Eq. (1), must still hold at condition 2: 
h;/d,— F(o;/ p;gdi, 0;). But o;/p,gd? — 1o/2pigGdiY — o/pigdi. Therefore, functionally, h;/d, — 
F(a;/p,gdi, 0,) = h,/d,. We are given a condition 2 which is exactly similar to condition 1, and 
therefore a scaling law holds: h, = h,(d,/d,) = (3)(3d,/d,) = 1.5 cm. If the pi groups had not been exactly 
the same for both conditions, we would have to know more about the functional relation F to calculate 
hy. 


Under laminar conditions, the volume flow Q through a small triangular-section pore of side length b and length 
L is a function of viscosity ui, pressure drop per unit length Ap/L, and b. Using the pi theorem, rewrite this 
relation in dimensionless form. How does the volume flow change if the pore size b is tripled? 


I Q-f(AplL,u b) {L/T} = (M/L?T?}{M/LT}{L} 


n=4, j=3 (Q, u, b do not make a II), n — j 2 1 II expected. II, = Q'(Ap/LY (u} (b) = 
{L3/T}{M/L?T?}*{M/LT}° {L}° = M°L°T®. 
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M: a+b =0 
L: 3-—2a—b+c=0 
T: —1-2a-b =0 


a = —1, b = +1, с= –4; П, = Qu/(Ap/L)b* — constant. If b is tripled, Q increases 3*, or 81 times. 


The power input P to a centrifugal pump is assumed to be a function of volume flow Q, impeller diameter D, 
rotational rate Q, and the density p and viscosity џи оѓ ће fluid. Rewrite this as a dimensionless relationship. 


f Pam = fQ, D, Q, p, u). n=6,j=3, n —j=6-3=3 Ts expected. P/(P% D5) =f(Q/QD?, pQD?’/u). 
The resistance force F of a surface ship is a function of its length L, velocity V, gravity g, and the density p and 
viscosity u of the water. Rewrite in dimensionless form. 


f Fap=f(L, V, g, p, u). m=6, j=3, n—j=6-—3=3 Ms expected. F/(PV°L?) =f(V°/gL, pVL/u). 


The torque M on an axial-flow turbine is a function of fluid density p, rotor diameter D, angular rotation rate 
Q, and volume flow Q. Rewrite in dimensionless form. If it is known that M is proportional to Q for a particular 
turbine, how would M vary with Q and D for that turbine? 


Í Marae =f(p, Р, О, Q). n =5, j=3, n—j=5—3=211's expected. M/(pQ?D°) = f(Q/QD*). If M = Q, 
then M ~ Q and M = D’. 


A weir is an obstruction in a channel flow that can be calibrated to measure flow rate. The volume flow Q varies 
with gravity g, weir width b, and upstream water height H above the weir crest. If it is known that Q is 
proportional to b, use the pi theorem to find a unique functional relationship Q(g, b, H). 


M8 Qib-f(g, H. n23,j -2(L, T, n-j 23-2- II expected. (Q/b)/(g'"H?^) = constant. 

The size of droplets produced by a liquid spray nozzle is thought to depend upon the nozzle diameter D, jet 

velocity U, and the properties of the liquid p, ui, and o. Rewrite this relation in dimensionless form. 

I d=f(D, U, p, p, 0). n=6, j =3, n—j =6—3 =3T1s expected. d/D =f(pUD/p, o/pU’D). 

Perfume (specific gravity 0.92) in a tube of 25 mm diameter has a capillary rise of 3 mm. Determine its capillary 

rise in a 40-mm-diameter tube. 

M8 n-f(pg, 0, D). n24,j23,n-j-4—3-1II expected. pghD/o — constant. For a given fluid (i.e., given 

pg апа о), hD = constant, or hm Dm = h, Dp. Thus, (3)(2.5) — (А,)(4) or h, = 1.88 mm. 

An estuary has a lunar tide of period 12.02 h and a tidal current of approximately 2.7 km/h. In a 1:400 scale 

model, what should the period and current speed be? 

i T,,/T, = Va a=L,,/L, =a T,,/12.02= Vis  T, =0.601h ог 36.1 тіп 
V/V, Va — V,/27- Vd — V, = 0.135 km/h = 2.25 m/min 

Derive the expression for the drag on a submerged torpedo. The parameters are the size of the torpedo L, the 


velocity of the torpedo V, the viscosity of the water и, and the density of the water p. The size of a torpedo may 
be represented by its diameter or its length. 


І Fj—f(L, V, p, u) ^ (constant) V^p^u^ — (ML/T^) - (L(LLITY (MID M/ILT)* 
M: 1- с+а 
L: 1=а+Ь – Зс – а 
Т: —2= -b -а 
c=1-d b=2-d а-2-а 


F; — (constant) L^ ^V?" ^p! ^y? — (constant) CoL"V?(u/ LVp)! — (constant) CoL'V*(LVp/u) ^ 


Since LVp/p = Nz, Fo = (Npp L’ V’. 
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Derive an expression for the drag on a surface vessel. Use the same parameters as in Prob. 18.60, and add the 
acceleration due to gravity g to account for the effect of wave action. 


I F =f(L, V, p, u, g), f'(Fp, L, V, p, u, g8)=0, n=6, j=3,n—j=6-—3=3 IPs expected. 
II 2 p*L^V*F4, П, = p*L^ V*u* IL = pL’ Vg’ 
= Fy/L2V? - LVplu = Ма = Lg/V? =1/N2 
Fp = @(Np, Na) pL? V? 


The discharge through a horizontal capillary tube is thought to depend upon the pressure drop per unit length, 
the diameter, and the viscosity. Find the form of the equation. 


B The quantities are listed with their dimensions: 


= 
Q 


Discharge 

Pressure drop per length 
Diameter 

Viscosity 





Then F(Q, Ap/l, D, u) = 0. Three dimensions are used, and with four quantities there will be one II parameter: 
II = Q"(Ap/I)' D^y. Substituting in the dimensions gives IT 2 (DT YML T OP LML T = MLT”. 
The exponents of each dimension must be the same on both sides of the equation. With L first, 

3x, — 2y, + Zz, — 1 =0 and similarly for M and T: y, + 1=0, —x, — 2y, — 1 =0; from which x, = 1, y, = ~1, 

z, 7 —4, and II - Qu/(D*Ap/l). After solving for Q, Q = C(Ap/D(D*/u), from which dimensional analysis 
yields no information about the numerical value of the dimensionless constant C; experiment (or analysis) 
shows that it is 7/128. 


The discharge Q of a V-notch weir is some function of the elevation H of upstream liquid surface above the 
bottom of the notch. In addition, the discharge depends upon gravity and upon the velocity of approach V, to 
the weir. Determine the form of discharge equation, 


fA functional relation F(Q, H, g, Vo, ) = 0 is to be grouped into dimensionless parameters. $ is 
dimensionless; hence, it is one IT parameter. Only two dimensions are used, L and T. If g and H are the 
repeating variables, IT, - H?"g^Q — L"(LT ?^ DT, I; 7 H?g^V,— L"(LT ?)?LT^. Then 


x, +y,+3=0 х ЕУ 1-0 
—2y,-1=0 -2у-1-0 


from which x, 2 — 3, y, 2 — 1, x2 — 1, y2 = — }, and II, 2 Q/(VgH^), IL, - W/ VgH, IL, — $, or 
f(Q/VgH*”), УМЕН ф) = 0. This can be written Q/(VgH??) — f(V;/ VgH, $) in which both f and f, are 
unknown functions. After solving for Q, Q = VgH*?f,(Vo/VgH, $). Either experiment or analysis is required 
to yield additional information about the function f;. 1f H and V, were selected as repeating variables in place of 
gand H, II, 2 H^VjQ - L(LT "P! DT^, IL, - Нуб = ГІТ YLT. Then 


x,+y,+3=0 xX2+y2+1=0 
-A-1-0 -»-2-0 


from which x, 2 —2, y, 2 —1, x; - 1, y; 7 -2, and IT,  Q/H?V,, IL,  gH/V?, I, — $ or 

f(Q/H?V,, gH/V$, $) — 0. Since any of the II parameters can be inverted or raised to any power without 
affecting their dimensionless status, О = УН 2£,(Vo/VeH, $). The unknown function f, has the same parameters 
as fi, but it could not be the same function. The last form is not very useful, in general, because frequently V; 
may be neglected with V-notch weirs. This shows that a term of minor importance should not be selected as a 
repeating variable. 


The losses Ap/l in turbulent flow through a smooth horizontal pipe depend upon velocity V, diameter D, 
dynamic viscosity u, and density p. Use dimensional analysis to determine the general form of the equation 
F(Ap/l, V, D, p, u) - 0. i 
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MB itV, D, and p are repeating variables, II, 2 V^ D'phy 2 (LT y LD(ML?)MML^'T^ 
Xi*ty 7325-12-70 
—Xi -1-0 
2+1=0 
from which x, 7 -1, y, 2 —1, z ^ -1, and II, - V? D7?p*(Ap/I) 2 (LT 'J?^(ML ?)^ ML?T? 
X2 + у – 322—2 = 0 
~ Xz -2-0 
2+1=0 
From which x, = —2, y, = 1, апа 2, = —1. Then II, 2 u/VDp, IL, — (Ap/I)/(pV?/D), 
F[VDp/ yu, (^p/l)/(pV?/ D)] — 0, since the II quantities can be inverted if desired. The first parameter. VDp/ p, 


is the Reynolds number Nz. After solving for Ap/l we have Ap/l =f,(Nr, pV?/ D). The usual formula is 
Ap/l=f(Np)(pV7/2D) or, in terms of head loss, Ah/1 =f (Ng)(1/D)(V?/2g). 


A fluid-flow situation depends on the velocity V, the density p, several linear dimensions, J, /,, l2, pressure drop 
Ap, gravity g, viscosity u, surface tension o, and bulk modulus of elasticity K. Apply dimensional analysis to 
these variables to find a set of II parameters: F(V, p, l, L, L, Ap, g, u, o, K)=0. | 


I As three dimensions are involved, three repeating variables are selected. For complete situations, V, p, and 
l are generally helpful. There are seven II parameters: II, = V“'p"'J7'Ap, Il, = V“p"1"g, П, = Ирр, 
П, = V“ po, Ts = V*5p"51%K, IT, =1/1,, 11 =1/L,. By expanding the II quantities into dimensions, 
I, -(LT )"(ML?»LuML 'T? 
| ху—Зуу+2—1=0 
-xX -2-0 
| у +1= 0 
from which x, = -2, y, 2 -1, 4 20. IE Z (LT (ML ?)L?LT? 
X4—3y ^ z,-1-0 
— X2 -2-0 
№ =0 
from which x; 2 —-2, y, 2 0, z Z1. I5 Z (LT (ML ?)^L^ML'T 
x3 — 3y3+2z;-1=0 


— X5 -1-0 
Уз +1=0 
from which x; = —1, y, 2 —1, z 2-1. IL Z (LT "(ML ?y*L*MT ? 
X4 — 3y4 + Z4 =0 
— X4 -2-0 
ya +1=0 


from which x, — —2, y, 2 —1, z4 = —1. Ils = (LT Y5(ML ?O)5L5ML"T ^? 
х5 – 3у5 + 25 – 1 = 0 
—Xs -2-0 
ys +1=0 


from which x5 = —2, ys = —1, z, 2 0. II, — Ap/pV’, I, = gl/V’, Tl, = u/Vlpo, II, 7 o/V?pl, П. = К/рУ?, 

П, = 1/1, П, = 1/1, and f(Ap/pV’, gl/V?, u/Vlp, a|V?pl, K/pV?, L/L, U/l.) = 0. It is convenient to invert 
some of the parameters and to take some square roots. f(Ap/pV?, V/Vel, Vip/u, V7lp/o, V/VK/p, Uh, 
1/0) =0. The first parameter, usually written Ap/(pV?/2), is the pressure coefficient; the second parameter is 
the Froude number N,; the third is the Reynolds number Np; the fourth is the Weber number Nw; and the fifth 
is the Mach number N,. Hence, f( Ap/pV?, Ne, Ns, Nw, Nu, L/L, L/L) = 0. After solving for pressure drop, 
Ap — pV? (Nr, Nr, Nw, Nu, L/L, L/L) in which f, and f, must be determined from analysis or experiment. By 
selecting other repeating variables, a different set of II parameters could be obtained. 
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experimentally from a wind-tunnel test on a model. Use dimensional analysis to find suitable parameters for 
plotting test results. 


f The thrust F, depends upon speed of rotation w, speed of advance Vo, diameter D, air viscosity и, density p, 
and speed of sound c. The function F(Fz, V,, D, c, u, p, c) =0 is to be arranged into four dimensionless 
parameters, since there are seven quantities and three dimensions. Starting first by selecting p, œ, and D as 
repeating variables, IT, 2 p! ^ D^ F. (ML ?y (T )!L^MLT ?, I, 2 p?o9^ D? V, — 

(ML ?ys(T )?L*LT^, IIl = pwo” Du = (ML? (TP LƏ MLT, I, = ро" = 

(ML ?Y«T ')^L^LT '. Writing the simultaneous equations in xi, y,, Z:, etc., as before and solving them 
gives II, 2 F;/poD', IL, 2 V/oD, IT; 2 u/poD?, П, = сор”. Solving for the thrust parameter leads to 
F,/pw’D* =f,(Vol@D, pwD?/p, c/mD). Since the parameters can be recombined to obtain other forms, the 
second term is replaced by the product of the first and second terms, VDp/u, and the third term is replaced by 
the first term divided by the third term, V)/c; thus F-/po D^ —f(Vo/cD, V,Dp/pu, Vo/c). Of the dimensionless 
parameters, the first is probably of the most importance since it relates speed of advance to speed of rotation. 
The second parameter is a Reynolds number and accounts for viscous effects. The last parameter, speed of 
advance divided by speed of sound, is a Mach number, which would be important for speeds near or higher than 


the speed of sound. Reynolds effects are usually small, so that a plot of F;/pa* against V,/wD should be most 
informative. 


The variation Ap of pressure in static liquids is known to depend upon specific weight y and elevation difference 
Az. By dimensional reasoning determine the form of the hydrostatic law of variation of pressure. 


І p=f(y, Az) = (constant)y*(Az)’ (M/LT?) 2 (M/L'T^ (L)* 
M: a 1 
L: —2a*tb--1 
T: — 2a --2 
а-1 b=1 Ap = (constant)y Az 


When viscous and surface-tension effects are neglected, the velocity V of efflux of liquid from a reservoir is 


thought to depend upon the pressure drop Ap of the liquid and its density p. Determine the form of expression 
for V. 


І V —f(Ap, p) (Ap)'p* — (constant)V (MILT^) (MID) = L/T 
M: a+ b= 1 
L: -a-3b= 1 
T: 2а --і 
a=} b--i V — (constant) VAp/p 


The buoyant force F, on a body is thought to depend upon its volume submerged V and the gravitational body 
force acting on the fluid. Determine the form of the buoyant-force equation. 


» Б, = (У, рв) V*(pg)” = (constant) F, {L°}°{(M/L?)(L/T’)}° = {ML/T’} 
M: b= 1 
L: 3a—2b= 1 
T: -2b--2 
a=1 b=1 F, = (constant) V pg 


In a fluid rotated as a solid about a vertical axis with angular velocity œ, the pressure rise p in a radial direction 
depends upon speed w, radius r, and fluid density p. Obtain the form of equation for p. 


I Ap =f (a, ғ, р) w*rp* = (constant) Ap G/TP (LY (MID) = OMILT?) 
M: c= 1 
L: Ь-3с--і 
Т. —a --2 


a=2 b=2 с-1 Ap — (constant) o?r?p 
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The Mach number Ny, for flow of a perfect gas in a pipe depends upon the specific-heat ratio k (dimensionless), 
the pressure p, the density p, and the velocity V. Obtain by dimensional reasoning the form of the Mach 
number expression. 


IT N,-f(k p, p, V, f'(Nu, k, p,p,V) -0;n—5,j723,n—j55—3-2ITs expected. 


П,= М П, = К p'p!V = П, (M*/JL*) (M* T"DPY(L/T) «1 
M: a+ b =0 
L: —a—3b+1=0 
T: —2a —120 
а=} b=} Nu =f(V/Vp/p, К) 


The moment exerted on a submarine by its rudder is to be studied with a 1:25 scale model in a water tunnel. If 
the torque measured on the water model is 7 N - m for a tunnel velocity of 17 m/s, what are the corresponding 
torque and speed for the prototype? 


І V/V. — Ll L, V,AI7=% У, = 0.68 т/5 T = (force)(arm) « (pV“A)(L) 
T, = p,V2A,L, = (O(/L,Y L2L, — L, Tpl Tmn = 1,11. T/1=? T, =175N-m 
A rotary machine is to mix paint [p — 789 kg/m^, u — 1.20 x 10 ? Pa - s]. Tests with a 1:5 scale model in SAE30 


oil [p — 917 kg/m^, и = 0.29 Ра · 5] indicate best mixing at w = 1850 rpm. What should the rotation speed of the 
prototype be? 


I (Na)m = (Nr)p- Use a characteristic velocity wD, so that Ne = (p)(wD)(D)/p = pwD?/p. Then 
(917)(1850)(D, /5)?/0.29 = (789)(@, )(D, )?/(1.20 x 107°), w, = 0.356 rpm. 

A one-fourteenth-scale model of a parachute has a drag of 400 Ib when tested at 23 ft/s in a water tunnel. If 

Reynolds number effects are negligible, estimate the terminal fall velocity at 5000 ft standard altitude of a 


parachutist using the prototype if chute and chutist together weight 175 lb. Neglect the drag coefficient of the 
woman. | 


M8 (C5).-(Co5), (f Reynolds number effects are negligible), C5 — F/pV?D". 
Pp = 0.002048 slug/ft? (from Table A-7) Dm = D,/14 
400/[(1.94)(23)*(D, /14)?] = 175/[(0.002048)(V,)°(D,)?] У, = 33.4 6/5 


A one-tenth-scale model of a weir has a measured flow rate of 2.5 cfs when the upstream water height is 
H =6.9in. Use the results of Prob. 18.56 to predict the prototype flow rate when H = 3.1 ft. 


І (Q/b)/(g^H??) 2 constant — (from Prob. 18.56) [(Q/b)/(g ^ H?^?)],, — ((Q/b)/(g ^ H??)], 
b,-b,10 — [2.5/(b,/10)/[32.2)7(6.9/1297] - (Q,/b,)/132.27^(3.1)?] — Q, = 313 ft/s 


For model and prototype, show that, when gravity and inertia are the only influences, the ratio of flows Q is 
equal to the ratio of the length dimension to the five-halves power. 


M8 Q./Q, 2 (LT, )/ (L2/T,) = L/T. The time ratio must be established for the conditions influencing the 
flow. Expressions can be written for the gravitation and inertia forces, as follows: 


Gravity: Enl F, = Wal W, = (Yml Yp Lal Lp) = YL? 
Inertia Fn! F = Min@m/ My 4p = (Om/ Pp)(Lm/ Lp )(L-/T 7) = p,LAL,/T?) 
Equating the force ratios, y,L? = p,L3(L,/ T?), which, when solved for the time ratio, yields 
T? =L(p,/y,) = 1.18, (1) 
Recognizing that the value of g, is unity, substitution in the flow ratio expression gives 
Q, = Qml Qp = LI LP = L (2) 


A spillway model is to be built to a scale of 1:25 across a flume which is 2 ft wide. The prototype is 37.5 ft high 
and the maximum head expected is 5.0 ft. What height of model and what head on the model should be used? If 
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the flow over the model at 0.20 ft head is 0.70 cfs, what flow per foot of prototype may be expected; 
I L,/L,-i Height of model = (37.5)(À;) = 1.50 ft 
Head on model = (5.0)(35) = 0.20 ft О, =122 (from Prob. 18.76) 
Q./Q, - (L./L,Y^ | 0.070/0, - (&Y^" — Q, —2188tt/s 
5,/5,-%  2/b,=2%  b,-500ft 9, = О,1Ь, = 2188/50.0 = 43.8 2/5 
For the model described in Prob. 18.77, if the model shows a measured hydraulic jump of 1.0 in, how high is the 1 


jump in the prototype? If the energy dissipated in the model at the hydraulic jump is 0.15 hp, what would be the. 
energy dissipation in the prototype? 


I Since L/L, = 3s, height of jump = к 0)(25) = 25.0 in, or 2.08 ft, P, = EL,/T, = (,L2)L, INL, /g,. Since 
8, 7 Y, - 1, P, L7^, 0.15/P, — (3)'?, P, 2 11 720 hp. 


A model of a reservoir is drained in 4 min by opening the sluice gate. The model scale is 1:225. How long 
should it take to empty the prototype? 


I Since gravity is the dominant force, Q, — L^ (from Prob. 18-76), Q, = Q,/Q, — (Li/t,)/(L?/t,), 
L7 — (L2Y(tlt,), t, — t| L7" — (4)/ (33)? — 60.0 min. 


A rectangular pier in a river is 4 ft wide by 12 ft long and the average depth of water is 9.0 ft. A model is builtto 
a scale of 1: 16. The velocity of flow of 2.50 fps is maintained in the model and the force acting on the model is 
0.90 Ib. What are the values of velocity in and force on the prototype? 


I Since the gravity forces predominate, V,,/V, = VL,, 2.50/V, = Viz, V, = 10.0 ft/s. F,,/F, = y,L?, 0.90/F, = 
(1.0) 35", E, — 3686 Ib. 


If a standing wave in the model of Prob. 18.80 is 0.16 ft high, what height of wave should be expected at the 
nose of the pier? What is the coefficient of drag resistance? 


i V/V,  VLAVL, — Vh, Vh, 2.50/10.0 = V0.16/ VÀ, h, = 2.56 ft 
Fy = CppAV?/2 3686 = (Cp)(1.94)[(4)(9)](10.0)?/2 Cp = 1.06 


The measured resistance in fresh water of an 8-ft ship model moving at 6.50 fps was 9.60 Ib. (a) What would be 


the velocity of the 128-ft prototype? (b) What force would be required to drive the prototype at this speed in 
salt water? 


B (a) Since gravity forces predominate, V,,/V, = VL,, 6.50/ у, = Үз, V, = 26.0 ft/s. 
(b) F,, /F, = y,L; 9.60/F, — (62.4/64.2) (3) F, = 40 460 Ib 


CHAPTER 19 
Unsteady Flow 


19.1 The surface of a frictionless fluid column 2.18 m long is dropping at 2 m/s when z = 0.5 m (measured upwards 
from the reference level). Find (a) the maximum value of z, (b) the maximum speed. 


f (a) z ^ Zcos ot, dz/dt = —wZ sin wt, where w = V2g/L = V2(9.807)/2. 18 = 3.00 rad/s. Then, if t, is the 
time when z = 0.5 and dz/dt =2, 0.5 = Z cos 3.001,, —2 = —3.00Z sin 3.001,. From these, 


2 2 1 2 
sin’ 3.002, + cos? 3.001, = 1 = (=) + (2) 
whence Z? = 25/36, or Z 25/6 — 0.833 m. 

(b) wZ =(3.00)(0.833) — 2.50 m/s. 


19.2 A 1.0-in-diameter U-tube contains oil, v — 1 X 107^ f/s, with a total column length of 120 in. Applying air 
pressure to one of the tubes makes the gage difference 16 in. By quickly releasing the air pressure, the oil 
column is free to oscillate. Find the maximum velocity, the maximum Reynolds number, and the equation for 
position of one meniscus z, in terms of time. 


B The assumption is made that the flow is laminar, and the Reynolds number will be computed on this basis. 
The constants m and n are m — 16v/D? — (16 x 107 5/(5Y — 0.2202, n = V(16v/D?Y' — Qg/L) - 

V0.2302" — [2(32.2)/10] 2 V —6.387 — i2.527, or n' = 2.527. The liquid will oscillate above and below z — 0. The 
oscillation starts from the maximum position, that is, Z — 0.667 ft. The velocity (fictitious) when z — 0 at time t; 
before the maximum is determined to be Vo = ZV2g/L exp [(m/n') tan”! (n'/m)] = 

0.667V64.4/10 exp [(0.2302/2.527) сап”! (2.527/0.2302)] = 1.935 ft/s and tan n't, 2 n'/m, г, = 

(1/2.527) tan” ' (2.527/0.2302) 2 0.586 s; z 2 (Vo/n')e "" sin (n't) — 0.766 exp [—0.2302(¢ + 0.586)] sin 2.527(t + 
0.586) in which z = Z at t — 0. The maximum velocity (actual) occurs for t > 0. Differentiating with respect to / 
to obtain the expression for velocity, V = dz/dt = —0.1763 exp [—0.2302(t + 0.586)] sin 2.527(¢ + 0.586) + 

1.935 exp [—0.2302(t + 0.586)] cos 2.527(t + 0.586). Differentiating again with respect to ¢ and equating to zero 
to obtain maximum V produces tan 2.527(t + 0.586) = —0.1837. The solution in the second quadrant should 
produce the desired maximum, t = 0.584 s. Substituting this time into the expression for V produces 
У = —1.48 ft/s. The corresponding Reynolds number is VD/v — 1.48(15 X 10*) = 1234; hence the assumption of 
laminar resistance is justified. 


19.3 A U-tube consisting of 500-mm-diameter pipe with f = 0.03 has a maximum oscillation (Fig. 19-1) of z,, = 6m. 
Find the minimum position of the surface and the following maximum. 


8 u4(z,/Dye^-?-[ -(fz,./D)]e ^*^, (14 [0.03(6)/0.5]) e 99995 — (1 4- 0.06z,, Je "+" ог 
(1 + 0.06z,, ,.,)e 9^! 2 0.9488, which is satisfied by Zm+ı = —4. 84 m. Using z,, — 4.84 m in the previous 
equation, (1 + 0.06z,,, ,)e "9*»«! — [1-- 0.06(4.84)]e 9 9^9? — 0.9651, which is satisfied by z,,,, — —4.05 m. 
Hence, the minimum water surface is z — —4.84 m and the next maximum is z — 4.05 m. 


Datum 








Datum Fig. 19-1 
19.4 The pipe of Prob. 19.3 is 1000 m long. By numerical integration of the equation 
d'; f dz|dz| 2g 
а? 2Ddr di L^ 
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using the third-order Runge-Kutta method [see Prob. 19.22], determine by a computer program the time to the 
first minimum z and the next maximum z and check the results of Prob. 19.3. 


І 10 REM EXAMPLE TURBULENT OSCILLATION OF A U~TUBE. 
20 DEFINT I: DEF FNZ(22,YY) C18YYSABS(YY) *C2827 
ЗО READ D,F,L.2M,G,H, IPR: DATA .5,.03,1000.,6.,72.806.,.5,4 
49 LPRINT: LPRINT"D,F,L,2HM,G,H, IPR9*";D;F;L; 2M; G;H; IPR 
50 C12-.5s8F5$H/D: C22-2'868H/L: ҮкО!: 756! ^ Y IS D2/DT 
60 02=6': IzO: EPS=. 001 
70 LPRINT: LPRINT" T,sec Zam V,m/s"s LPRINT 
80 І=1+1: 002=02: 0222 ° 002 апа OZ used to determine max and min Z 
90 UL1L=FNZ(Z,Y): U122H$Y 
100 U2I*FNZ(2*.35338U12, Y*- 53353$U11): U22wH8 (Y*.35:355$U11) 
110 USI*FNZ(2*.666783U22, Y*.66673U21) : U322H$ (Y*.66673U21) 
120 YsY«.258U11*.758U31: 222*.2553U12«*.75$U32: T=T+H 
130 ІҒ (07<007-ЕР5) AND (0Z«Z-EPS) THEN LPRINT"ZMIN2"; 02; "TIMEz";T-H 
140 IF I мор IPR=0 THEN LPRINT USING"K4W. 4494 — ";T;2;Y 
150 IF (0Z2»00Z2*EPS) AND (0Z2»2*EPS) THEN LPRINT"Z2Mx";02; "TIMEs"; T-H: STOP 
ELSE GOTO 80 


D.F, L.ZM. G.H, IPR= .5 .03 1000 6 9.806001 .5 4 
T.sec Z,m V.m/s 


2,000 5.767 ~0. 231 


4.000 5.091 ~0. 438 
6.000 4.042 -0.602 
8.000 2.721 70.709 
16.000 1.247 70.755 
‚12.000 -0.257 -0.740 
14.000 71.677 70.671 
16.000 -2.912 ~0. 558 


18.000 -3.884  -0.409 
20.000 -4.533 -0. 256 
22.000 -4.821 70.0950 
ZMIN2-4.834092 TIME» 22.5 
24.000 74.732 0.138 
26.000 -4.278 0.313 
28.000 -3.302 0.457 
30.000 -2.478 0.559 


32.000 -1.298 0.613 
34.000 -0.061 0.616 
56.000 1.136 0.574 
38.006 2.206 0.490 
40.000 2.075 0.374 
42.000 3.688 0.235 
44.000 4.006 0.082 


2М< 4.048564 TIME» 45 .— 


19.5 In Fig. 19-2 a valve is opened suddenly in the pipeline when z, = 40 ft. L = 2000 ft, A, = 200 ft^, A; — 300 ft’, 
D — 3.0 ft, f — 0.024, and minor losses are 3.50V?/2g. Determine the subsequent maximum negative and 
positive surges in the reservoir A). 


B The equivalent length of minor losses is KD/f — 3.5(3)/0.024 = 438 ft. Then L, = 2000 + 438 = 2438 and 
Zm 7 zi Ai/ A = 40(200/ (2.252) = 1132 ft. The corresponding $ is $ —f(L./L)(z,,/ D) — 0.024(2895) 092) = 11.04 
and F($) — (14 $)e *? — (1-- 11.04)e !*** — 0.000193, which is satisfied by $ ^ —1.0. Then F(¢) = 

(17 1)e! 2 0.736 — (1 $)e ? which is satisfied by $ — —0.593. The values of z,, are, for $ — —1. z, 
$LD/fL, = —1(2000)(3)/[0.024(2438)} = — 102.6 and, for $ — 0.593, z,, — 0.593(2000)(3)/[0.024(2438)] = 60.9. 
The corresponding values of z, are z, 7 z,(A/A,) — -10. 6(2.25л/200) - -3. 63 ft and z, = 60.9(2.252/200) 
=2.15 ft. 








Fig. 19-2 


mm 
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In Fig. 19-3 the minor losses are 16V?/2g, f = 0.030, L = 3000 m, D = 2.4m, and H = 20 m. Determine the 
time, after the sudden opening of a valve, for velocity to attain nine-tenths the final velocity. 


I H = f(L./DX(V3/28) L, = 3000 + [16(2.4)/0.03] = 4280 m 
Vo = V2gHD fL. — V19.612(20)(2.4)/[0.030(4280)] = 2.708 m/s 


Substituting V — 0.9V, into t — (LV,/2gH) In [(V; - V)/(V; — V)], t = [3000(2.708)/19.612(20)] In (1.90/0.10) - 
60.98 s. 











t 
а... 
108— — 





Fig. 19-3 


In Fig. 19-4 the water surface changes according to the equation Hp, = Hy + AH sin wt while the right end of the 
pipe contains a small orifice. The frequency of the waves is set at the natural period of the pipe, 4L/a, which 
yields an o of 2x/(4L/a). Determine the resulting motion of fluid in the pipe and the head fluctuations. 


B One reach is used. The upstream section is solved by Hp, = Cu + BuQp, together with the head, which is a 
known function of time. The downstream boundary condition solves the orifice equation together with 
Qr, = C,Hp,, Hp, = Cp — BpQp,. The program and results are shown below. 


10 REM . TRANSIENT IN SINGLE-REACH PIPE. 

20 DEFINT I: READ F,L,0,^, DH, HO, IPR,PI,G, TM, CO, DORIF 

30 DATA .018,600.,.5,1200.,3.,40.,1,3.1416,9.806,12. ,.6,. 03 

40 A0*.251PISDORIF^2: LPRINT“CD, OORIF,AD=";CO;DORIF;AD:  CI*(CO$A0)^232' 3G 
50 LPRINT"F,L,0,A5,0H2";F;L 5; 0; 4; DH: LPRINT^HO, IPR, PI,G, TH»"; HO; IPR;PI;G; TH 
60 PER=4'8L/A: OM=2!8P1/PER: AR=. 258P180*2 


‘70 B=A/ (GSAR): R=. 58F8L/ (G8O8AR~2): QOSSUR (HO/ (R*1' /C1)) 


80 T=0!: OT=L/A: 1=0: HA=HO: HB-HO-Rt00^2: QA»00: QB=Q0 
90 LPRINT” T,s HA, m ОА, 1/5 НВ, т ОВ, 1/5" 
100 LPRINT USING“ WHWH. HHH “3 T;HA; 1000! 8GA; HB; 1000! #0В 
110 T=T+DTs I=I¢1: IF T>TH THEN STOP 
120 HPAZHO*DHSSIN(OHMST): CM=HB-B 80B: BM=B+RSABS (GB) s OPA* (HPA-CM) / BH 
130 CP=HA+B80A: BP=B+R8ABS (QA): OPB=—. 58BPSC1+SOR((. S8BP8C1)~24CPsC1) 
140 НРВ«СР-ВРФОРВ: HA=HPA: HB=HPB; QA=OPA: QB=OPB 
150 IF I MOO IPR=0 THEN 100 ELSE GOTO 110 
CO,0DRIF,AD- .6 .03 7.0686E-04 
F,L,0,0,0H- .018 600 .5 1200 3 
НО, ІРЕ,РІ,б,ТМс 40 1 3.1416 9.806001 12 
T,s НА, т ОА, 1/5 HB, m Q8,1/s 

0.0000 40.0000 11.8783 39.9960 11.8783 

0.5000 43.0000 16.6892 39.9960 11.8783 

1.0000 40.0000 11.8782 45.4994 12.6692 

1.5000 37.0000 -0.9676 39.9959 11.8783 

2.0000 40.0000 11.8784 29.9865 10.2851 

2.5000 43.0000 31.1506 39.9961 11.8783 

3.0000 39.9999 11.8780 53.8149 13.7783 

3.5000 37.0000 -13.1930 39.9958 11.8783 

4.0000 40.0001 11.8787 - 23.1428 9.0355 

4.5000 43.0000 40.8796 39.9963 11.8783 

5.0000 39.9999 11.8775 59.4364 14.4801 

5.5000 57.0000 -21.5050 39.9955 11.0782 

6.0000 40.0001 11.8792 18.5504 8.0895 

6.5000 45.0000 47.3015 39.9966 11.8764 

7.0000 39.9998 11.8771 63.1574 14.9265 

7.5000 37.0000 -27.0247 39.9952 11.8782 

8.0000 40.0002 11.8798 15.5371 7.4034 

8.5000 43.0000  S1.4503 39.9970 11.8784 

9.0000 39.9998 11.8765 65.5652 15.2084 

9.5000 57.0000 -30.6034 39.9948 11.8781 

10.0000 — 40.0002 11.8804 13.6031 6.9273 

10.5000 43.0000 54.0776 39.9974 11.8785 

11.0000 39.9998 11.8757 67.0916 15.3844 

11.5000 37.0000 -32.8746 39.9944 11.8781 

12.0000 40.0005. 11.8810 12.3853 6.6099 
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f - 0.018, L - 600 m, D- 500 mm 


A B 
a 7 1200 m/s | D, = 30mm 
C, - 0.6 Fig. 19-4 


Develop the necessary boundary-condition equations for the pump in Fig. 19-5. The pump is to be started with 
a linear speed rise to Ng in t; s. A check valve exists in the discharge pipe. The initial no-flow steady-state head 
on the downstream side of the check valve is Hc. For a steady flow of Q, there is a loss of AH, across the open 
check valve. Assume that the check valve opens when the pump has developed enough head to exceed He. 


I The equation for the hydraulic grade line downstream from the pump and check valve (after the check valve 
is open) is Hp — C,N? - CQNQ» * CQ? — ОҲАН, 0), О» = {(Bu — C2N)/[2(C3 — AHs/Q$))) (1 - [1 
АС, – АН,/ Cu — C,N’)/(By — C;N)']?). The equations for the boundary condition are B,, = (a/gA) + 
R 10, См = — ВО», 


М= { Natit) ікю 
М, t> fo 


If C\N* > He, Qp is defined by the above equation for the quadratic, and Hp = Cu + BuQp. If CiN? < Ho, 
Qp = 0 and Hp = He. 





Reservoir 
Fig. 19-5 


The system of Fig. 19-6 initially has a valve opening CpA = 0.06 m°. At intervals of 5 s, CpA takes on the values 
0.03, 0.01, 0.003, 0.001, 0.0005, 0.0002, 0.0, and remains closed. Using a computer program, calculate the 
transients of the system for 40 s after the valve starts to close. 


I The data for this problem and some of the output are given below. The number of reaches was selected as 
М == 4. Hydraulic-grade-line elevations are given in meters and discharges in cubic meters per second. 


10 REM B:WH — MATERHAMMER PROGRAM 1N 18MPC BASICA FOR UPSTREAM RESERUDIR, 
20 * SINGLE PIPE, AND DOUNSTREAM VALUE. DARCY-WEISBACH FRICTION. F GIVEN. 
30  А=ШАЈЕ SPEED, CUA-PRODUCT DF DISCHARGE COEF. AND AREA OF VALVE 

40 “° OPENING, WITH VALUES GIVEN FOR INTERVALS DCV. 

S0 LPRINT * BASIC UATERHAMMER PRDGRAM* 

60 LPRINT * DATEs";DATES;* ТІМЕш";ТІМЕФ 

65 CLEAR: DIM CVACII): DEFINT 1,J,K 

70 READ F,L,A,N,D,HRES,G, JPR, DCU, TMAX 

BO DATA .022,4800.,1200.,4,2.,100.,9.806,1,5.,40. 

90 LPRINT: —J LPRINT*F,L,A,N,Dz" ;F;L;^;N;D 

100 LPRINT*HRES,G, JPR ,OCV, TMAX=* ;HRES ;G; JPR; 0CU; TMAX 

105 LPRINT"CVA="; 

110 FOR 11 TO 11: — READ CUACIO: NEXT 1: LPRINT 

115 FOR 1-1 TO 11:  LPRINT CUACIO;: NEXT I: ІРБІМТ 

120 DATA .06,.03,.01,.003,.001,.0005,.0002,.0,.0,.0,.0 
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130 ARx.7854*D^2: BzA/CG*ARO : NSxN*1: DTzL/ CA&ND : CUzCUnaCIO 


140 HPKID-HRES:  Js0: Tes0':  GÜSSOR(HRES/CF«L/C2! *GXDXAR^2) *1' /C2! 3x6«CU^2)0) 
150 H0*(O0/CU)^2/(2' «G0: — R&CHRES-H0)/CQ0^23N) 

160 FOR I-1 TO HS: — QK12-00: — H(IDHRES-CI-IO*R€«00^2: — NEXT 1 

170 LPRINT* PIEZOHETER HEADS AND FLOWS ALONG THE PIPE“ 

180 LPRINT* TIME cu x= .0 225 .5 .75 1." 

190 LPRINT USING"4WW.NHH*;T;: — LPRINT USING" W.WMHWAET;CU;: — LPRINT"  He^: 
200 LPRINT USING*  WHW.WW*;HCI) ;HCZ2 LHC3O НСА) НСЗ) 

210 LPRINT SPC(17»0;^0*;: —LPRINT USING*  WWN.HN";GCID;0C2 ;0(32 0040 ; QE 
220 TeT«DT: — JeJei: — KeFIXCT/DCUO «11. IF T>TMAX THEN STOP 


230 CUZCUACKOO *CT-CK-10 &DCUO * CCUACK € 12 -CUACIKO ирси 

240 REM DOWNSTREAM BOUNDARY CONDITION 

250 CPzHIOND*BSsQCND : BP-B*R«ABSCGUORD 

260 OPNS) 2-G«EP*CU^2«* SORCCGSBPSCU^2)^2* Z! «GXCU^2«CPO 1 HFONSoSCF-BPSQPIONS, 
270 REM UPSTREAM BOUNDARY CONDITION 

260 OPCIDSCHPCID -HC22 *B*QCZ)D/CB*RIABSCOCZ) 0) 

290 REM INTERIOR SECTIONS 


300 FOR Iz2 TO N: CP:HCI-15*B*OCI-1)0:; ЁР=В+ Кжав5‹ 061-12 > 
310 CHMHCI*12-B«Qctie10: BHsB*R*ABSCOCI*10) 

320 QPCIox(CP-CHD /CBP* BED : HPC 1) =CP-BPeGPC1):; NEXT I 

330 FOR 1=1 TO NS: HCL) =HPCT) + ӘСІЗ-ӨРСІ): NEXT I 


340 IF J MOO JPR=0 THEN 190 ELSE 220 


F,L,A,N,D= .022 4800 1200 4 2 
HRES, B, JPR; DCV, TMAX= 100 9.606001 1 5 36 
CVA= 
:05 .05 .01 .005 .001 .0005 .0002 0 0 0 0 
PIEZOMETER HEADS AND FLOWS ALONG THE PIPE 
TIME су хе .0 .25 .5 .75 1. 
0.000 0.06000 H= 100.00 99.53 99.06 98.58 98.11 
ü= 2.63 2.63 2.63 2.63 2.63 
1.000 0.05400 H= 100.00 99.53 99.06 98.58 105.14 
Q= 2.63 2.63 2.63 2.63 2.45 
2.000 0.04800 H= 100.00 99.53 99.06 105.59 112.77 
Q= 2.63 2.63 2.65 2.45 2.26 
3.000 0.04200 H= 100.00 99.55 106.03 115.18 121.07 
Q= 2.63 2.63 2.45 2.26 2.05 
4.000 0.03600 H= 100.00 106.47 113.59 121.45 130.07 


Q= 2.63 2.45 2.26 2.05 1.82 
5.000 0.03000 H= 100.00 114.00 121.83 130.41 139.85 
Q= 2.28 2.26 2.05 1.82 1.57 
6.000 0.02600 H= 100.00 115.33 130.76 140.17 146.84 
Q= 1.90 1.88 1.82 1.57 1.40 
7.000 0.02200 H= 100.00 116.76 133.63 147.14 154.25 
Q= 1.48 1.46 1.40 1.40 1.21 
8.000 0.01800 H= 100.00 118.29 133.13 147.70 162.04 
Q= 1.03 1.01 1.04 1.04 1.01 
9.000 0.01400 H= 100.00 116.37 132.36 148.02 157.80 
Q= 0.54 0.61 0.64 0.65 0.78 
10.000 0.01000 H= 100.00 114.08 151.27 142.47 152.18 
Q= 0.19 0.18 0.22 0.38 0.55 
11.000 0.00860 Н= 100.00 114.90 124.19 135.44 139.90 
Q= -0.19 -0.20 -0.08 0.12 0.45 
12.000 0.00720 H- 100.00 110.11 119.07 121.62 126.02 
Q- -0. 58 -0.45 -0.50 ~0. 02 0.36 
13.900 0.00580 H= 100.00 104.18 107.56 109.66 110.38 
Q= -0.70 -0.69 -0.38 -0. 06 0.27 
14.000 0.00440 H= 100.00 97.46 94.78 96.32 99.66 
Q- -0.79 -0.64 -0.44 -0.09 0.19 
15.000 0.00300 H= 100.00 90.62 86.23 84.79 87.91 
Q= -0.57 -0.55 -0.35 -0.19 0.12 
16.000 0.00260 H= 100.00 88.78 80.63 77.83 . 73.65 
Q= -0.31 -0.28 -0.29 -0.15 0.10 
17.000 0.00220 H= 100.00 90.01 90.38 69.49 69.43 
Q= 0.00 -0.05 -0.07 -0.01 0.08 
18.000 0.00180 H= 100.00 91.60 78.88 71.98 66.65 
Q= 0.20 0.22 0.23 0.15 0.07 


30.000 0.00020 H= 100.00 96.69 93.19 93.90 94.64 
Q= -0.87 -0.72 -0.55 -0.21 0.01 
31.000 0.00016 H= 100.00 90.08 95.27 83.34 85.51 
Q= -0.64 -0.61 -0.45 -0.28 0.01 
32.000 0.00012 H= 100.00 88.59 80.24 76.88 72.20 
Q= -0.36 -0.34 -0. 36 -0.21 0.00 
33.000 0.00008 H= 100.00 90.16 80.20 69.10 68.40 
Q= -0.05 -0.11 -0.13 -0.08 0.00 
34.000 0.00004 H= 100.00 91.61 79.03 71.72 66.12 
Q= 0.15 0.16 0.18 0.09 0.00 
35.000 0.00000 H= 100.00 88.87 83.13 76.04 75.15 
Өз  — 0.38 0.45 0.58 0.26 0.00 
36.000 0.00000 H= 100.00 91.52 85.98 86.56 86.02 
Q= 0.72 0.60 0.51 0.29 0.00 
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L-4800m, D-2m 





f 7 0.022, a = 1200 m/s 


Fig. 19-6 


19.10 Determine the period of oscillation of a U-tube containing 333 mL of water. The cross-sectional area is 
270 mm*. Neglect friction. 


I 1.= УЈА = (333 х 107%)/(270 х 107%) = 1.235 m 
T -2x VL/2g - (2)(x)V1.235/[(2)(9.807)] = 1.585 


19.11 A fluid-filled U-tube is oscillating with maximum displacement from an equilibrium position of 0.1 m. The total 
column length is 0.9 m. Determine the maximum fluid velocity and the period of oscillation. Neglect friction. 


І z — Z cos V2g/L t — (0.1) cos V2(9.807)/0.9 t — 0.100 cos 4.668t dz [dt — —0.4668 sin 4.668t 
Maximum velocity = 0.4668 m/s; T = 27/4.668 = 1.35 s. 
19.12 A U-tube contains liquid oscillating with a velocity of 1.8 m/s at the instant the menisci are at the same 


elevation. Find the time to the instant the menisci are next at the same elevation and determine the velocity 
then. Take v = 1 x 10°° m?/s, D = 8mm, and L = 800 mm. 


I Npr = DV /v = (0.008)(1.8)/(1 x 1075) = 1440 (laminar flow) 
m = 16v/D? = (16)(1 x 10°5)/(0.008) = 2.500 
n= V(l6v/D?)? — 2g/L = V2.500 — (2)(9.807)/(0.800) = 4.2744 
п' = 4.274 z ^ (Vo/n')(e^"^) sin (n't) 
At next 2 = 0, 4.2744 = л. t — 0.735s, V — dz/dt — Ve" ""[cos (n't) — (m/n')sin (n't)]. When n't = x, V = 
(1.8)[e е УЫ АІ со л — (m/n") sin x] — 0.287 m/s. 


19.13 A 9-ft-diameter horizontal tunnel has 9-ft-diameter vertical shafts spaced 1.1 mi apart. When valves are closed 
isolating this reach of tunnel, the water surges to a depth of 48 ft in one shaft when it is 18 ft in the other shaft. 
For f = 0.020, find the height of the next two surges. 


І Zm = (48 — 18)/2 = 15.00 ft [1 + (fz,/D)]e ^? 2 [1  (fz, .,/D)]e ^"? 
fzm/ D = (0.020)(15.00)/9 = 0.0333 
(1+ 0.0333)е 93 = [1 + (0.0202,,41/9) Je 9 99? zng = 14.99 ft 
Repeat, using z,, = 14.99 ft. 
fEmlD = (0.020)(14.99)/9 = 0.0333 
(1-- 0.0333)e 9955 — [1 - (0.0202,,,,/9)]]e 99 — z = 14.98 ft 
Hence, z, — 14.99 ft and z, — 14.98 ft. 


19.14 Two standpipes 5 m in diameter are connected by 965 m of 2.0-m-diameter pipe; f = 0.020 and minor losses are 
4.2 velocity heads. One reservoir level is 9.6 m above the other one when a valve is rapidly opened in the 
pipeline. Find the maximum fluctuation in water level in the standpipe. 


І L. = L+ KD/f =965 + (4.2)(2.0)/0.020 = 1385 т 2, = z,(A,/A) = (3°)(5/2.0)? = 30.00 т 
ф = (7)(1..11)(2,.1р) = (0.020)(2®)(30.00/2.0) = 0.4306 
Е(ф)= (1+ ф)е° = 0.954, which is satisfied by $ — —0.275. 
Zm = $LD/fL, — (—0.275)(965)(2.0)/[(0.020)(1385)] = —19.16 m , 
z, 7 Z,(A/A,) = (—19.16)(2.0/5)? = —3.07 m 


Maximum fluctuation = 3° — (—3.07) = 7.87 m 


19.15 


19.16 


19.17 


19.18 


19.19 


19.20 


19.21 
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A valve is quickly opened in a pipe 1270 m long, D = 0.7 m, with a 0.4-m-diameter nozzle on the downstream 
end. Minor losses are 3V?/2g, with V the velocity in the pipe, f — 0.024, and H = 8 m. Find the time to attain 95 
percent of the steady-state discharge. 
I t = (LV /2gH) In[(Vo - V)/(V, — V)] H =(fL,/D)(V7/2g) + V?/2g (V, — nozzle velocity) 
L. = L + KD/f —1270 * (3)(0.7)/0.024 — 1358 m V/V — (0.7/0.4Y V, = 3.062V 
8 = [(0.024)(1358)/0.7] (V?/[(2)(9.807)]) + (3.062V)/[(2)(9.807)] V — 1.675 m/s 
t = {(1270)(1.675)/[(2)(9.807)(8)]} In (1.95/0.05) = 49.76 


A globe valve (K = 10) at the end of a pipe 2400 ft long is rapidly opened. D — 3.5 ft, f — 0.019, minor losses 
are 2V?/2g, апа Н = 85 ft. How long does it take for the discharge to attain 85 percent of its steady-state value? 


t — (LV [2gH)In [(Vo - V)/(V, — V)] и = V2gHD/fL, 
L. = L+ KD/f =2400 + (10 + 2)(3.5)/0.019 = 4611 ft 
V = V(2)(32.2)(85)(3.5)/[(0.019)(4611)] = 14.79 ft/s 
t = {(2400)(14.79)/[(2)(32.2)(85)]} In (1.85/0.15) = 16.3 s 





Benzene (K = 150 000 psi, s.g. — 0.88) flows through 1-in-ID steel (E — 30 000 000 psi) tubing with j;-in wall 
thickness. Determine the speed of a pressure wave. 


i a= V(K/p)/[1 + (K/E)(D/e)] 
= У{[(150 000)(144)]/[(0:88)(1.94)]) / (1 -- (150 000/30 000 000)[(1)/ C5] = 3511 ft/s 





A valve is closed in 4.5 at the downstream end of a 3200-m pipeline carrying water at 2.7 m/s (a = 1000 m/s). 
What is the peak pressure developed by the closure? 


I 2L/a = (2)(3200)/1000 = 6.40 s. Since [2L/a = 6.40s] > 4s, this is rapid closure. Then, h = aVo/g = 
(1000)(2.7)/9.807 = 275.3 m, p = yh = (9.79)(275.3) = 2695 kPa. 


Determine the length of pipe in Prob. 19.18 subject to the peak pressure. 
І x = L — а1,12 = 3200 ~ (1000)(4.5)/2 = 950 m 


A valve is closed at the downstream end of a pipeline in such a manner that only one-fourth of the line is 
subjected to maximum pressure. During what proportion of the time 2L/a is it closed? 


І x=L-—at,/2 L/4=L-—at,/2 3L/4 =at,/2 t-/(2L/a) = 3 


A 10-mm-diameter U-tube contains oil, v = 5 m’/s, with a total column length of 2 m. If the initial 
half-amplitude of displacement is 250 mm, prepare a computer program to find the first 10 maximum and 
minimum displacements and the times they occur. 


1 10 кем LAMINAR OSCILLATION OF A U-TUBE. 
20 ° TO=ATN(N’ /M) /N’ 
50 ' VO=ZEN’/ (EXP (-M8TO) SSIN(N? ТО») 
40 ' The angle THO is THO-N'£TO, and the 
SO ' general angle is TH-THO*IS$PI, with T-TH/N'-TO. 
69 ' ZxUVO/N'tEXP (CHM£TH/N? ) £8IN(TH) 
70 DEFINT I: DEF FNZ (DT, DTH) =Ci EXP (CM&DT) 8$SIN(DTH) 
ВО READ D,NU,L,G,DZ,PI: DATA .01,5E-6,2.,9.8065,.25,5.1416 
90 LPRINT: LPRINT"D,NU,L,G,DZ,PIz"; D; NU; L;G; DZ; PI: LPRINT 
100 M-15'tNU/D^2:CC-2!'£G/L-M^2:1F CC»0! THEN NP-SOR(CC) ELSE 

LPRINT"NON-OSCILLATING CASE":STOP 

110 TO-ATN (NP/M) /NPs: VO-NP $DZ&EXP (M$£ TO) /SIN (NP&£TO) : THOxNP* TO 
120 LPRINT"M,NP, TO, VO, THO"; M; NP; TO; VO; THO: LPRINT 
150 СізУО/МР: FOR I=0 TO 10: THSTHO* IS$PI: T-TH/NP: ZcFNZ (T, TH) 
140 LPRINT"T,Z,TH«";:LPRINT USING " 444i. H4UUN. ";T-—TO; Z; TH 
150 NEXT I 
160 LPRINT: LPRINT"MAXIMUM REYNOLD'S NUMBER, V£D/NU" ; VO£D/NU 


D,NU,L,G,DZ,PI= .01 .000005 2 9.806001 .25 5.1416 


M,NP,TO,VO,THO- .8 3.02754 .4335071 1.107595 1.351246 
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T,Z,TH= . 0.00000 0. 25000 1.31246 | 
T,2,TH- 1.03767 -0. 10900 4.45406 : 
T,2,TH- 2.07535 0.04752 7.59566 
T,2,TH- 3.11302 -0.02072 10.73726 | 
T,2,TH- 4.15070 0.00903 13. 87886 | 
T,2,TH- 5.18837 -0.00394 17.02046 | 
T,Z,TH= 6.22604 0.00172 20.16206 | 
T,Z,TH= 7.26372 -0.00075 25.50566 
T,2,TH= 8.30139 0.00033 26.44526 

T,Z,TH= 9.33907 -0.00014 29.5886 

T,Z,TH= 10.37674 0.00006 32.72846 


| 
| 
| 
| 


MAXIMUM REYNOLD’S NUMBER, V&D/NU= 2214.786 


19.22 An equation for dealing with turbulent resistance is given by 


аш f dz|dz| 2g 
—LI——|i—it--0 
а? эра |й| 1. 

Put this equation in suitable form for solution by the third-order Runge-Kutta method. 


A Let y = dz/dt, then dy/dt = 22142, and dy/dt = —(f /2Dyy |y| - Qg/L)z 7 Fi(y, z t), dz/dt — y ^ F(y,z,1). 
The two equations are solved simultaneously, from known initial conditions у,, 2,, t: Un = AF (Yn, Zn t,) = 
h[-(f /2DYy, ly| - Qg/L)z.], ui = ВЕ(у,, 2,, 6.) = Һу, ил = ҺЕ[у, + (011/3), 2, + (0/3), 6, + (A/3)] = 
һ{—(//2Р)Гу, + (и ГЗ), + (0/3) 8/1), + (иә/3)]}, и» = ВЕ[у„ + (и/3), Zn + (0/3), tn + (h/3)]= 
Һу, + (и1/3)], из = ВЕ(у, + Зид, 2, + Зи, by + 3h) - h[-(f/2D)(y, + 3421) [Yn * $us — Qg/L)(z, * $ux)], 
us; 7 hE(y, + iUn, Z, + и»), „+ 3h) = Л(у„ + Зи»), Ула = У„ + (из1/4) + из, 2,61 = 2, + (012/4) + диз», 

£L, 417 t, 4 h. The equations for simultaneous solution have been written for a general case as well as for the 
specific case of solution of the given equation. 








19.23 Prepare a program to carry out the solution of Prob. 19.22 and apply it to the following case: г = 0, 2 — 12ft, 
:V,— 0, L —400 ft, f 20.017, d 2 2 ft, dt 20.15, and t4, — 30s. 


10 REM TURBULENT OSCILLATION OF A U-TUBE 

20 DEFINT I: DEF FNN(DY,DZ) He (-C1sDYSABS (DY)-C28DZ): DEF FNM(DY) =H&DY 

30 READ Z,V,L,F,D,DT, TMAX, IPR, G: DATA 12.,.0,400.,.017,2.5,.1,30.,20,32.2 
40 LPRINT: LPRINT"Z,V,L,F,D-2"5 2; V; L;F;D: LPRINT"DT, TMAX, IPR, G="; DT, TMAX, IPR,G 
SO IISFIX(TMAX/DT) *1: HzDT: Ci1z.5£F/D: C2-2'$G/L: Ү=0': Т=0! 

60 LPRINT: LPRINT" T V z" 

70 FOR I=0 TO II: IF I MOD IPR=0 THEN LPRINT USING " ###.### ";T;Y;2 

80 UL1=FNNCY, Z)2U12=FNM(Y) 

90 UZI-FNN(UY*UI1/3!,2*U12/3! ) sU22-FNM (Y *U11/35! ) 

100 USI«FNN(Y*2! $U21/3, 2*2! £U22/3! ) t US2zFNM (Y*2! £U21/ 3! ) 

110 Ү-Ү%.254011%.75%031:7-7%.25%012%.75%052:Т-Тен 





120 NEXT I 
Z,V,L,F,D- 12 O 400 .017 2.5 
DT,TMAX,IPR,G- .1 30 20 32.2 
T y 2 
0.000 0.000 12.000 
2.000 -3.434 8.354 
4.000 -4.681 ~0. 240 
6.000 -3.083 -8.433 
8.000 0.308 -11.355 
10.000 3.459 -7.356 
12.000 4.418 0.982 
14.000 2.702 8.495 
16.000 -0.585 10.723 
18.000 -3. 466 6.425 
20.000 -4.162 -1.647 
22.000 -2.345 -В.515 
24.000 0.834 -10.104 
26.000 3.458 -5.552 
28.000 3.911 2.244 
30.000 2.011 8.492 


19.24  Asurge tank of area AR is to be used with a hydroelectric power plant. The turbines may change from full flow 
to zero flow in TC seconds, and similarly accept full flow in TC seconds. Assuming linear changes in flow to the 


19.25 
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turbines, determine the elevation of maximum and minimum water surfaces in the surge tank. The maximum 
flow is QM; elevation of reservoir is Z. Prepare a program using the Runge-Kutta second-order integration of 
the equations. Specifically, let Z = 100m, QM = 20 m*/s, AR = 75 m’, and a pressure pipe L = 10 km, D —3m, 
F = 0.016, with TC = 4s and DT =H=1s. 


10 REM SIMPLE. SURGE TANK. 

20 * Continuity equation: DY/DT=(QIN-QOUT) /AR 

SO ' Eq.Motion: GAMt£ARt(Z-Y-R£Q£ABS (Q)) =GAMZARS (L/G) SDO/DT 

40 ” or DQ/DT=GŁAP$ (Z-Y-R£O£ABS(Q))/L: in which Y=elev of water surface in 
50 ' surge tank; AP=area of pressure pipe; Rzhead loss in pressure pipe 

60 ” per unit discharge. 

70 DEFINT I: DEF FNQ(DY, DQ) =C1% (Z~DY-R#*DQSABS (D@) ) 

80 READ F,L,D,G,Z,AR, QM, TC,H, TM, IPR, ICLOSE 

90 DATA .016, 10000.,3.,97.806, 100.,75.,20.,4.,1.,9700.,60,0 

100 LPRINT: LPRINT"F,L,D,G, Z=“;F3L3;D;G;Z: LPRINT 

110 LPRINT"“AR, QM, TC,H, TM, IPR, ICLOSE=";AR;QM; TC;H; TM; IPR; ICLOSE: LPRINT 

120 AP=.78548D*2: R=FSL/(2!%G68.7854°28D*S) =: Ci=GSAPSH/L: C2=H/AR: ІІ=ҒІХ (ТМИН) +1 


130 T=O': IF ICLOSE=1 THEN Y=Z-R8QM*2: QT=QM: Q@=QM ELSE Y=Z: QT=0!: Q=0! 
140 LPRINT" TIME DISCHARGE Y от“ 

150 ҮМАХ=2: YMIN=Z: LPRINT USING" ###.### "“;T;Q@;Y;QT: IF ICLOSE=0 THEN 270 
160 FOR І=0 TO II:T=I8H: IF T<=TC THEN QT=QM8(1!~-T/TC) ELSE QT=0! 
170 U1L1=FNQ(Y,@) :U12=C2% (Q-QT) : TT=T+H 

180 IF TT<=TC THEN QT=QM8(1!-TT/TC) ELSE QT=0! 

190 U21-FNQ(Y*UI12,Q*U11) :U22-C28$ (Q*U1 1-QT) 

200 Q-0*.5£ (U11*U21) : YY*.5€ (U12*U22) : T-T *H 

210 IF YDYMAX THEN YMAX=¥: TMAX=T 

220 IF Y<YMIN THEN YMIN=Y: TMIN=T 

230 IF (I*1) MOD IPR-O THEN LPRINT USING" $4444.444 — ";T;Q; Y;OT 
240 NEXT I 

250 GOTO 340 

260 END 

270 FOR I-1 TO II: T=I18H: IF T<=TC THEN QT=QM8T/TC ELSE QT=QM 

280 U11=FNQ(Y,Q@) 2U12=C2% (Q-QT) : TT=T+H 

290 IF TT<=TC THEN QT=QMSTT/TC ELSE QT=QM 

SOO U21-FNQ(Y*U12, Q*U11):U22-C2$ (Q*U1 1- QT) 

$10 Q-Q*.5£ (U11*U212 : Y-Y *. 5$ (U12*U22) : T-T*H 

$20 IF Y»YMAX THEN YMAX=Y: TMAX=T ` 

330 IF Y<YMIN THEN YMIN=Y:TMIN=T 

340 IF (I*1) MOD IPR=0 THEN LPRINT USING" ####.### ";T;Q; Y;OT 
350 NEXT I ` 
360 LPRINT“YMAX, TMAX="3:LPRINT USING" ####.## “3 YMAX; TMAX 

370 LPRINT"YMIN, TMIN="3:LPRINT USING" ####.## “3; YMIN; TMIN 


F,L,D,G,Z= .016 10000 3 27.806001 100 


AR, QM,TC,H, TM, IPR, ICLOSE= 75 20 4 1 900 60 O 


TIME DISCHARGE Y QT 
0.000 0.000 100.000 0. 000 
60.000 2.978 85.346 20.000 
120.000 10.451 74.568 20.000 
180.000 17.524 69.954 20.000 
240.000 21.355 69.706 20.000 
300. 000 22.561 71.399 20. 000 
360.000 22.479 73.466 20.000 
420.000 21.944 75.248 20.000 
480.000 21.546 76.561 20.000 
540.000 20.859 77.427 20.000 
600. 000 20.466 77.940 20.000 
660.000 20.220 78.206 20.000 
720.000 20.075 78.318 20.000 
780.000 20.000 78.345 20.000 
840.000 19.970 78.331 20.000 
900.000 19.964 78. 303 20.000 
YMAX, TMAX- 100.00 : 0.00 
YMIN, TMIN- 69.44 212.00 


The open wedge-shaped tank in Fig. 19-7 has a length of 15 ft perpendicular to the sketch. It is drained with a 
3-in-diameter pipe of length.10 ft whose discharge end is at elevation zero. The coefficient of loss at the pipe 
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entrance is 0.50, the total of the bend loss coefficient is 0.20, and f for the pipe is 0.018. Find the time required 


to lower the water surface in the tank from elevation 8 ft to 5 ft. Neglect the possible change of f with Мк, and 


assume that the acceleration effects in the pipe are negligible. 


B Energy equation from water surface to jet at discharge: z — [0.5 + 0.2 + 0.018(10/0.25)](V?/2g) = V’/2z, 
2 — 1.42(У?/2в) = V?/2g, V — 5.16277; Qo — AV = (x/4)(0.25)°5.16z"? = 0.253z'”. The area of the water 
surface may be expressed as A, = 15b = 15Kz. At the top of the tank, A, = 15(6) = 15K(10), K = 0.6. Thus 
A, = 15(0.6)z = 92. 


2 A, dz 5 %Ш 


9 5 
=] о-о, |l 0-025377 "0233 | 2? аг = –—35.5[52??] = 2715 
21 i . . 





: Note that if the pipe had discharged at an elevation other than zero, the integral would have been different, 
because the head on the pipe would then have been z +h, where A is the vertical distance of the discharge end 
of the pipe below (h positive) or above (h negative) point A of the figure. 





Fig. 19-7 


Two large water reservoirs are connected to one another with a 10-cm-diameter pipe (f = 0.02) of length 15 m. 
The water-surface elevation difference between the reservoirs is 2.0m. A valve in the pipe, initially closed, is 
suddenly opened. Determine the times required for the flow to reach 4, 3, and 3 of the steady-state flow rate. 
Assume the water-surface elevations remain constant. Repeat for pipe lengths of 150 m and 1500 m with all 


other data remaining the same. In the first case L/D = 15/0.10 = 150, hence minor losses are significant. 
Assume square-edged entrance. 


B Square-edge entrance: k, = 0.5, k =k, + f(L/D) =0.5 + 0.02(15/0. 10) = 3.5. For steady flow: V; — 
2gH/(1 + К) = V2(9.81)2/(1 + 3.5) 2 2.95 m/s. For unsteady flow use t — (L/[(1-- k)V;]) In ((Vo -- V (V; - 


V)] = [15/4.5(2.95)] In [(2.95 + V)/(2.95 — V)] = 1.129 In [(2.95 + V)/(2.95 — V)]. For Q = 1Q, substitute 
V — 4V,, etc.: 


1.667 0.511 0.577 
3.00 1.099 1.240 
7.00 1.946 2.197 





For the other two lengths the results are as follows: 





In Fig. 19-8 the elasticity and dimensions of the pipe are such that the celerity of the pressure wave is 3200 fps. 
Suppose the pipe has a length of 2000 ft and a diameter of 4 ft. The flow rate is initially 30 cfs. Water is flowing. 


as an ipii ll D lis A orit BR sta c iae à РИНЕ i Ra e b i tale “с” Po 





| 
| 


vin лады есіле кернді. 


| 
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Find (a) the water-hammer pressure for instantaneous valve closure; (5) the approximate water-hammer 
pressure at the valve if it is closed in 4.05; (c) the water-hammer pressure at the valve if it is manipulated so 
that the flow rate drops almost instantly from 30 to 10 cfs; (d) the maximum water-hammer pressure at a point 
in the pipe 300 ft from the reservoir if a 1.0-s valve closure reduces the flow rate from 10 cfs to zero. 


І V = Q/A = 30/(22°) = 2.39 fps 
(a) рь = pcpV = 1.94(3200)(2.39) = 14 840 lb/ft? = 103.0 psi 
(b) pi ($58/4.0)p, — (1.25/4.00)(103.0) — 32.2 psi 


(c) For this case of partial closure Ap, = —pcp(AV). AV = (10 — 30)/22? = —1.592 fps, 
Ар, = —1.94(3200)(—1.592) = 9880 lb/ft? = 68.6 psi. 
(d) If 2xo/cp = 1.0, x9 = 1600 ft, so that full water-hammer pressure will be developed in the pipe only in the 
region that is farther than 1600 ft from the reservoir. 
For this cases, at valve, p, — 1.94(3200)(2.39/3) — 4940 Ib/ft? — 34.3 psi. At point 300 ft from reservoir: 
р, = 34.3(20) = 6.43 рѕі. 


x Instantaneous closure 


[po E Trsient с 











Fig. 19-8 


Suppose a ship lock has vertical sides and that water enters or discharges through a conduit area A such that 

О = C;AV2gz, where z is the variable difference in level between the water surface in the lock and that outside. 
Prove that for the water level in the lock to change from z to z, the time is t — [2A,/(C4AV2g)](z? — z1?). 
(Note: If the lock is being filled, the signs must be reversed.) 





І 2 А, 42 
t= z ,=0 Q,=C,A(2gz)'? 
a Q,- Q. Q aA(2gz) 
thus 
^? А, йг А, ^? dz А 2A 


1/2 1/2 


t= ШЕ = - zi 


a GAG” Саду? |, а СА 12 1 сав) 


Suppose the lock of Prob. 19.28 is 285 ft long by 100 ft wide, and water enters through a conduit for which the 
discharge coefficient is 0.52. If the water surface in the lock is initially 29 ft below the level of the surface of the 
water upstream, how large must the conduit be if the lock is to be filled in 6 min? 


Т t=[2A,/(CaAV2g)\(21? = 23? (6)(60) = {(2)[(285)(100)]/[(0.52)(A) V(2)(32.2)]} (29"? — 0") 
- A — 204 f£? 
(a) Suppose a reservoir has vertical sides and that initially there is a steady flow into it such that the height of 
the surface above the level of a spillway (Q = CwLH?) is z,. If the inflow is suddenly cut off, prove that the 
time required for the water level to fall from z, to z, is t = (2A,/ Cw L)(/ Vz; — 1/Vz,). (Note: z = H.) (6b) How 
long will it take theoretically for the outflow to cease entirely? What factors make this theoretical answer 
unrealistic? 
= 2 А, 2 
21 0; т 0, 
2 A, dz A A Af d 


3/22 7 = ~ 
4 -CwLz CyL Lz? CwL Lzy? zy 


І (а) 





О, = 0 О, = CwLz*? 





1 
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(b) As z,— 0, t — co, so theoretically the outflow would never cease. Factors which make this theoretical 
answer unrealistic include surface tension, surface ripples, evaporation, and leakage/seepage losses. 


The crest of the overflow of a reservoir is 82 ft long, and the value of Cy is 3.45. For the range of levels 
considered here the area of the water surface is constant and is 600 000 ft^. Initially, there is a flow into the 
reservoir at such a rate that the height of the water surface above that of the spillway crest is stabilized at 4 ft, 
and then the inflow is suddenly diverted. Find the length of time for the water surface to fall to a height of 2 ft 
above the level of the spillway. 





І 2 А, 42 
t= z ,-0 „= С? 
2% Qi- Q- 9 9 
_ eet lez 
—-CwLz" CyL 212 
.. 2600 000) [s 1 == |= _ 
3.4582) [277 BU 879 5 = 14.6 min 


The crest of the overflow spillway of a reservoir is 46 ft long, and the value of Cy is 3.50. The area of the water 
surface is assumed constant at 700 000 ft? for the range of heights considered here. Initially, the water surface is 
4 ft below the level of the spillway crest. If suddenly there is turned into this reservoir a flow of 560 cfs, what will 
be the height of water in the reservoir for equilibrium? How long a time will be required for this height to be 
reached? How long a time will be required for the water surface to reach a height of 1 ft above the level of the 
spillway? (Note: This last can be solved by integration after substituting x? for z?? and consulting integral tables. 
However, it will be easier to solve it graphically either by plotting and actually measuring the area under the 
curve or by computing the latter by some method, such as Simpson's rule.) 


1 0=С,12?, О, = 3.50(46)2?? = 1612?^. For equilibrium Q, = Q, = 560 cfs, from which z = (39)? — 2.30 ft. 
The time required to reach this equilibrium height is theoretically infinite, but surface ripples and minor 
irregularities in flow cause practical equilibrium to be reached in a finite time. However, this does point out that 
true equilibrium is not quickly obtained. This should be borne in mind in experimental work. The time for the 
water level to reach the spillway crest = 4(700 000)/560 = 5000s. The time for water level to rise from crest to 

2 ft above it is 





2 A dz- ! dz 
= —7300000] ——————— 
= z Q-Q, 0, =70 [ 560 = 161272 
Letting z^? = x’, Ga" dz = 3x? dx and dz = (3x? dx)/[(3)z'”] = (3x* MA - 
x dx (- 391)" |: [x t (-та et) T 1/2 -1 - CE 
- z al 1 а р + 302 ап | - 
t= anoo [^ 560 — 161 400 000 ——— —— 3(560) 21 39 253” “жетер; 2 ап (— $80) 13312 o 
_ -1.515ҮГ, (х – 1.515)? а 28+ 1.515 |- 
= 1.400 000( 1680 JE Мрз 1.515х+х1 ^ IsO], 7389s 


Total time = 5000 + 3863 = 8863 s 


Water enters a reservoir at such a rate that the height of water above the level of the spillway crest is 2.5 ft. The 
spillway (Q — CL H??) is 80 ft long, and the value of Cw is 3.45. The area of the water surface for various 
water levels is as follows: 





If the inflow is suddenly reduced to 150 cfs, what will be the height of water for equilibrium? How long will it 
take, theoretically, for equilibrium to be attained? How long will it take for the level to drop from 2.5 ft to 1 ft 
above that of the spillway? 
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IQ, =276z°”; when Q, = Q; = 150 cfs, z = 0.666 ft and the time for equilibrium is theoretically infinite. 


2 A, dz A, dz 


t= = oo 
Z1 0; = Qo 276z” — 150 





(z gets smaller) 


337 500 


277 500 


115 750 


102 000 





Total time for z to change from 2.5 ft to 1.0ft is approximately 1946 s — 32.4 min. 


Work Prob. 19.33 using the same numbers but changing feet to meters, square feet to square meters, and cubic 
feet per second to cubic meters per second. 


B This problem is solved in the same manner as Prob. 19.33. Q, — 1.84(3.45/3.33) LH"? — 1.906(80)2?? = 
152.52", Меп О, = Q, — 150 m/s, z — (150/152.5)^? — 0.989 m and the time for equilibrium is theoretically 
infinite. Colümns 2 to 5 are omitted from the following solution table since they are numerically the same as 


those in Prob. 19.33. 
ə — 150, A,(Az) 
m/s Q, —150 


920 





Total time for z to change from 2.5 m to 1.0 m is approximately 6661 s — 111.0 min. 


Figure 19-9 shows a tank whose shape is the frustum of a cone with a 1.5-ft^ orifice in the bottom. Assume 

C, — 0.62. If the water level outside the tank is constant at section 2, how long will it take the water level in the 
tank to drop from section 1 to section 2? (Note: Diameter of tank — Ky, and y = z + h2, where z is the variable 
distance between surface levels.) 


f D = ky; k = (39.6 — 18)/34 — 0.635 A, = (x/9.92)^; y 2 z th; z + 28.35; Q, = CAAQgz)" — 
0.62(1.5)(2gz)"”. 


[Ad f (x/9.92)(z + 28.35} dz _ 


a -O7 hua -0691507 7 8908 
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Fig. 19-9 


If in Fig. 19-9 the water surface outside the tank is constant at section 1 and the tank is initially empty, how long 
will it take for the water level in the tank to rise from section 2 to section 17 Assume a 1.5-ft? orifice with 
C, = 0.62. 


f z=h,=y;y =h, -z =62.35 —z; Q, = CyA(2gz)" = 0.62(1.5)(2gz)'”. 

2 Adz — (*(x/9.92)62.35 — z)*(—dz) 
LM ap Se! = 13395 

21 О, - Qo 34 (0.62)1.5(2gz) 


A 1-in-diameter smooth brass pipe 900 ft long drains an open cylindrical tank which contains oil having 
р = 1.8 slugs/ft*, » = 0.0006 lb-s/ft”. The pipe discharges at elevation 80 ft. Find the time required for the oil 
level to drop from elevation 100 ft to elevation 88 ft if the tank is 5 ft in diameter. 


t= 


B Check if fiow is always laminar. When V = V,,,x, the elevation of oil in the tank is at 100 ft, then 

100 — f(L/DY(V?/2g) — 80; i.e., 20 - f(L/ D)(V?/2g). Assuming laminar flow: f — 64/N&, Na — DVply. 
Substituting: 20 2 (644/DVp)(L/ D)(V?/2g), 20 — (64(0.0006)/[EG5)V (1.8)]) (900/15) (V?/[2(32.2)]) — 42.9V, 
V = Vmax = 0.466 fps; Nrmax = (12)(0.466)(1.8)/0.0006 — 116.5, N&,,, « 2000, so the flow is always laminar. In 
general, from the above: elev — 80 = 42.9V, V = (elev — 80)/42.9 = h/42.9 (defining h = elev — 80); Q=AV= 
0.00545(h/42.9); A, dz — Q, dt — Q, dt, Q dt = —A dh, dt = —6.25z dh/[0.00545(h /42.9)] — —154 558 dh/h. 


t 8 
fa = —154 sse f ші --154558Иһ А t = —154 558(2.08 — 3.00) = 141 620 s = 39.3 h 
0 20 ` 


A large reservoir is being drained with a pipe system as shown in Fig. 19-10. Initially, when the pump is rotating 
at 190 rpm, the flow rate is 6.0 cfs. If the pump speed is increased instantaneously to 240 rpm, determine the 
flow rate as a function of time. Assume that the head ^, developed by the pump is proportional to the square of 
the rotative speed; that is, h, « n’. 


B initial condition neglecting minor losses: z — hı, + h, = V*[2g, 31 — 0.022(719 V? 2g + hy = V"/2g, where 
V = Q/A =6.0/0.785 = 7.64 fps, from which h, — 21.7 ft; h; — 21.7(258). — 34.6 ft. 

New conditions: 37 — 63.8(V7/2g) + 34.6 = V7/2g + (L/g)(dV /dt). Eventually dV /dt 20, V?/2g — 
71.6/64.8 = 1.105 ft, V = 8.44 fps when steady flow is eventually achieved. 

In general: 71.6 — 64.8(V?/2g) — (2900/32.2)(dV /dt), dt = 89.6 dV /(71.2 — V?). Integrate the left side from 
zero to £; integrate the right side from 7.64 to V,. Select various V,’s and find the corresponding t’s: 


89.6 44  V1^ A4 4 V, 
fa 9 [iz -5.311n5 


‘= 76.88 g44—y 1593 





7844 Vl; 








| 
| 
i 
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37tt 
1 Fig. 19-10 


(a) Repeat Prob. 19.38 with all data the same except use a 24-in-diameter pipe rather than a 12-in pipe. (5) 
Repeat also for the case of a 10-inch-diameter pipe. 


1 (a) 24-in pipe: Initial conditions: 37 — 0.022(229)(V?/2g) - h, — V?/2g, V — 6.0/3.142 — 1.91 fps; А 
32.9(V?/2g) — 37 = —35.1 ft. Thus a pump is not required; actually a head of 35. 1 ft is available to drive a a 
turbine when the flow rate is 6.0 cfs. 
(5) 10-i pipe: Initial conditions: 37 — 0.022(2900/0.833)(V7/2g) + h, = V7/2g where У = О/А = 6.0/[л(5)] = 
11.00 fps, h, = 77.6(V7/2g) — 37 = 108.8 ft; h, = 108. 8(48) = 173.6 ft. 

New conditions: 37 — 76.6(V7/2g) + 173.6 = V7/2g + (L/g)(dV/dt). Eventually dV/dt =0, V7/2g = 32 = 
2.71 ft, V = 13.21 fps when steady flow is eventually achieved. 

In general: 210.6 — 77.6(V7/2g) = (2900/32.2)(dV /dt), dt — 74.7 dV /(174.8 — V°). 


*  747dV — 747 T, 13214 Bav 13.21 + V, 
=t-{ 6 =2.831 — 6.77 
[ae Ї [amass y5 za; |n 13:21 - V loo n 33.21- V, 











Attached to the tank in Fig. 19-11 is a flexible 30-mm-diameter hose (f = 0.016) of length 72 m. The tank is 
hoisted in such a manner that h = 6 + 0.8t, where / 15 the head in meters and t is the time in seconds. Estimate 
the flow att=9s. 


f Find steady-state velocity for t= 9s; then A = 6 + 0.8(9) = 13.2 т, 13.2 — 0.016(72/0.030)(V?/2g) — V?/2g ; 
V =2.56 m/s at steady state. Now find the effect of changing head. 

Given h = 6 + 0.81, therefore 3h/ dt = 0.8 m/s, h — 38.4(V7/2g) = V7/2g - (L/g)(dV /dt), 8h/at — 
39.4(2V /2g)( 8h/ 8t) - (L/gY( &?V / G^). Neglect the last term (of higher order): 0.8 = 39.4(V /g)(8V/8t); 
8V /8t — 0.8g/(39.4V) — 0.0778 m/s per second. Finally, 13.2 — 39.4[V?/2(9.81)] + (72/9.81)(0.0778); 39.4V = 
2.51 m/s; Q — 0.001774 m?/s, or 1.77 L/s. 





Fig. 19-11 


Repeat Prob. 19.40 for a 100-mm-diameter hose, all other data remaining the same. 


B rind steady-state velocity for t — 9s: 13.2 — 0.016(72/0.100)(V?/2g) = V?/2g; V — 4.55 m/s. Now find effect 
of changing head:  — 12.52(V*/2g) + (L/g)(dV/dt). Differentiating with respect to t and neglecting the 
higher-order term: 3h/dt = 0.8 = 12.52(2V /2g)(dV /dt); OV / dt = 0.8g/(12.52V) = 0.1377 m/s per second. 
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Непсе, 
13.2 — 12.52[V?/2(9.81)] - (72/9.81)(0.1377) У = 4.37 т/ѕ О = 0.0343 m?/s = 34.3 L/s 


In Prob. 19.40, suppose / was changed instantaneously from 6 m to 13.2 m. Under these conditions, find the 
flow rate at t — 9s. 


B initial condition where h — 6 m: 6 — 0.016(72/0.030)(V?/2g) — V?/2g; V — 1.728 m/s (initially). After head is 
changed to 13.2 m: 13.2 — 39.4(V?/2g) - (L/g)(dV /dt). Eventually dV /dt =0, V = 2.56 m/s, 13.2 = 
[39.4/(2)(9.81)]V? 4- (72/9.81)(dV /dt); 13.2 2 2.008V? -- 7.34(dV /dt); 6.57 — V? -- 3.66(dV /dt); dt — 

3.66 dV / (2.56? — V?). 


1 v v 
[а= | 3.66 dV =| 2.56 2.56+V_ 117. 
0 1 


782.560 — V? 5.12 





-0.7151 
12560 |, 1071519556 у 








For all practical purposes V = 2.00 m/s at t = 9s when Q = (0.000707)2.00 = 0.00141 m?/s = 1.41 L/s. 


A 6-in-diameter pipe of length 3600 ft drains a reservoir. The elevation difference between the reservoir water 
surface and the pipe outlet is 95 ft. The pipe entrance is flush. Initially there is no flow since there is a plug at 
the outlet. The plug is then removed. Tabulate Q versus t, assuming f — 0.022. 


f L/D =3600/0.50 > 1000, neglect minor losses, i.e., k, =0, k =k, + fL/D = 0 + 0.022(3600)/($) = 158, 
УЗ = 2gH/(1 + k) = 2(32.2)95/(1 + 158); steady V, = 6.20 fps. 


t= [L/(1 + k)Vo] In [(Vo + V)/(Vo — V)] = [3600/159(6.20)] In [(Vo + V)/(Vo— V)] 
= 3.65 In [(6.20 + V)/(6.20 — V)] 





19.44 Repeat Prob. 19.43 for the case where the pipe length is 360 ft rather than 3600 ft. 


f L/D —360/0.50 — 900 « 1000, minor losses are not negligible; К, = 0.5 (flush entrance). k = k, + fL/D = 
0.5 + 0.022(360)/($) = 16.34, Võ = 2gH/(1 + k) = 2(32.2)95/(1 + 16.34); steady V, = 18.78 fps. 


t =[L/(1 + k)Vo] In [(Vo + V)/(Vo — V)] = [360/17.34(18.78)] In [(Vo + V)/(Vo - V)] 
= 1.105 In [(18.78 + V)/(18.78 ~ V)] 
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A 10-cm-diameter pipe of length 400 m drains a reservoir. The elevation difference between the reservoir water 
surface and the pipe outlet is 50 m. Initially there is no flow because a valve at the pipe outlet is closed. The 
valve is suddenly opened; tabulate Q versus t, given f — 0.028. 


1 11р = 40010.10 > 1000, neglect minor losses, i.e., k, =0, k =k, +fL/D =0+ 0.028(400)/0.10 = 112, 
V2 = 2gH/(1 + k) = 2(9.81)50/(1 + 112); steady-flow velocity Vy = 2.95 m/s. 


t=[L/(1 + k)Vo] In [(Vo + V)/(Vo — V)] = [400/112(2.95)] In [(Vo + V)/(Vo — V)] 
= 1.211 In [(2.95 + V)/(2.95 — V)] 





A large water reservoir is drained by a pipeline that consists of 225 ft of 4-in-diameter pipe (f = 0.028) followed 
by 490 ft of 12-in-diameter pipe (f = 0.022). The point of discharge is 125 ft below the elevation of the reservoir 
water surface. A valve at the discharge end of the pipe is initially closed. It is then quickly opened. Derive an 
equation applicable to this situation, and tabulate fiow rate versus time. Neglect minor losses. 
Bh=f\(Li/D,)(Vi/2g) — fi(L2/ D2)(V3/2g) = V3/2g + (Li/g)(dV,/dt) + (L2/g)(aV,/dt). By continuity: V, = 
V,(D,/D,)’; dV, = dV,(D,/D,)°. Eliminate V,: h — [f,(L,/D,)(D,/D,)* * £(L,/ D;) + 1](V2/2g) = 

[L,(D,/D,)’ dV2]/(g dt) + (L2/g)(dV,/dt). For steady-state condition when dV,/dt = 0 and V, = V». Substituting 
known values yields steady-fiow V5 = 2.28 fps. In general, rearranging: dt = {2[L,(D,/D,) * Lj]/[1 
fi(L,/D,)(D,/D,)* + f(L2/ D) [4V / (V2, — V?)]; integrating 


t= {{L,(D./D,) + L2]/[1 + fi(L./D,)(D2/D,)* + fa L/D} C1 V20) In [(Van + V2)/(V20 — V2) 
= 0.7150 In [(2.28 + V2)/(2.28 — V;)] 





A 12-in-diameter pipe (f = 0.022) of length 360 ft is connected to a reservoir. Entrance losses are negligible. At 
the discharge end of the pipe is a nozzle that produces a 4.8-in-diameter jet. The elevation difference between 
the jet and the water surface in the reservoir is 52 ft. The nozzle has a coefficient of velocity of 0.95. Initially, 
there is a tight-fitting plug in the nozzle, which is then removed. For this situation derive an equation and 
tabulate flow rate versus time. Assume that the liquid level in the reservoir does not drop. 


Fh -k(V?/2g) - [(1/C¥) - 111 — (D DYKV7/28) — (V7/28) + (L/g)(aV /dt). But V, = V(A/A) - V(DIDyY, 
so Л = C(V?/2g) * (L/g)(dV /dt), where C = k + (D/D,)*{1 + [(1/C{) — 1][1 — (D,/D)*J}. For steady-state 
conditions when dV /dt = 0 and V = Vy: h = CV3/2g, or Vo = (2gh/C)'*. Eliminating h between the above two 
equations and rearranging: dt = (2L/C)[dV /(V$ — V?)] and integrating t — (L/CVo) In [(V + V)/(Vo — V)}. 
Given К, = 0: k = 0 0.022(360)/ (13) = 7.92. Given C, 20.95 and D/D;- 33: C 250.4, V — 

[2(32.2)52/50. 4]'? — 8.15 fps, t — [360/50.4(8.15)] In [(Vo + V)/(Vo — V)] 2 0.876 In [(8.15 -- V)/(8.15 — V)]. 
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An open tank containing oil (s — 0.85, u — 0.0005 Ib-s/ft^) is connected to a 3-in-diameter smooth pipe of length 
3800 ft. The elevation drop from the liquid surface in the tank to the point of discharge is 19 ft. A valve on the 
discharge end of the pipe, initially closed, is then opened. Tabulate the ensuing flow rate versus time. 


f L/D =3800/(%) = 15 200 > 1000, neglect minor losses. Assume laminar fiow, neglect velocity head: 
h, 2 19— 32(u/ y)(L/ D?)V, V — 19(0.85)(62.4)(0.25y'/[32(0.0005)(3800)] — 1.036 fps, Na — DVp/pu — 
0.25(1.036)(0.85)(1.94)/0.0005 = 854. Nz < 2000, therefore fiow is laminar, assumption was O.K. Assuming the 
velocity head is negligible: 4 — 32(u/y)(L/D’)V = (L/g)(dV/dt), or h — aV = B(dV/dt), where a= 
32(u/y)(L/ D7) = 32(0.0005)3800/[(0.85)(62.4)(0.25)”] = 18.3 and B = L/g =3800/32.2 = 118. 

| dt Вау ау 


h- aV (h]B)- (a/B)V 


-1 һу [в\ Д' 0.1610— 0.155 
т=——1 (3)-(Sv] = —6.45 In [0.1610 —0.155V]* = —6.4 (712 
zg^l a) Va)" J, 6.45 In [0.1610 —0 lf = -6.45 in 01615 





= —6.45 In(1—0.963V) 





Check neglect of velocity head: (V?/2g)/h, = (V7/2g)/aV = V/(2ga) = V/1179. As V varies from 0 to 1.036, 
(V^/2g)/h, varies from 0 to 0.000877; therefore V?/2g « 0.022 percent of h, , and velocity head is negligible. 


An open tank containing oil (s = 0.82, v — 0.002 m/s) is connected to a 125-mm-diameter pipe of length 470 m. 
The oil surface in the tank is 3.5 m above the pipe outlet. À valve at the end of the pipe, initially closed, is 
suddenly opened. Plot the ensuing flow rate as a function of time. 


Ё L/D =470/0.125 = 3760 > 1000, neglect minor losses. Assuming laminar flow for h,, H —32v(L/gD?)V - 
(L/g)(dV /dt); 3.5 — 32(0.002)[470/9.81(0.125)"]V = (470/9.81)(dV/dt), 3.5 — 196V = 47.9 dV /dt; dt = 

(47.9 dV)/(3.5 — 196V) = (13.69 dV)/(1 — 56.00V). For steady-state conditions when dV /dt = 0 апа У = И; 
3.5 — 196Vy = 0; steady-fiow velocity V) = 0.01786 m/s. Integrating: 


t = —(13.69/56.00)[In (1 — 56.00V)]¥ = —0.2445 In (1 — 56.00V) 





(Ne) max = (0.125)0.01786/0.002 = 1.12. Nz < 2000, so flow is laminar (as assumed) and answers are valid. 
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Find the celerity of a pressure wave in benzene (s.g. = 0.90, E, = 150 000 psi) contained in a 9-in-diameter steel 
pipe having a wall thickness of 0.300 in. 


i c = (E,/p)'? = [(150 000)(144)/(0.9)(1.94)]'? = 3520 fps 
cp =c/V1 + (D/t)(E,/E) = 3520/{1 + (9/0.300)[150 000/(30 x 10°)]}"? = 3282 fps 


(a) What is the celerity of a pressure wave in a 4.5-ft-diameter water pipe with 0.4-in steel walls? (6) If the pipe 
is 3750 ft long, what is the time required for a pressure wave to make the round trip from the valve? 


f (а) с= 4720 fps in water 
cp = c/V1 + (D/t)(E,/E) = 4720/{1 * [(4.5)(12)/0. 4][300 000/(30 x 105)])'? — 3079 fps 
(5) T, = 2L/c, = 2(3150)/3079 — 2.44 s 


In Prob. 19.51, (a) if the initial water velocity is 7 fps, what will be the rise in pressure at the valve if the time of 
closure is less than the time of a round trip? (5) If the valve is closed at such a rate that the velocity in the pipe 
decreases uniformly with respect to time and closure is completed in a time t, = 5L/cp, approximately what will 
be the pressure head at the valve when the first pressure unloading wave reaches the valve? 


Е (а) р-(у/е)с,У -(62.4/32.2)(3079)7 - 41 767 psf = 669 ft 


(b) If velocity changes uniformly from 7.0 fps to 0 in time 5L/c,, the change in V in t’ = T, = 2L/c, is 
(2)7.0 = 2.80 fps. Ap'/y — c, AV /g — 3079(2.80)/32.2 — 268 ft. 


For the situation depicted in Prob. 19.27, find the water-hammer pressure at the valve if a flow of 75 cfs is 
reduced to 20cfs in 3.2 s. Under these conditions what would be the maximum water-hammer pressures at 
points 600 ft and 1600 ft from the reservoir? 


1 Ap; — (T./t.)(Ap,), Vi = 75/4л = 5.97 їрѕ, У, = 20/4л = 1.592 fps, AV — 4.38 fps over 3.25; Ap, = 

pc, (AV) — 1.94(3200)(4.38) = 27 200 psf for instantaneous drop in flow rate. T, — 2L/c, — $996 — 1.250 s. At 
valve: Ap; — (1.25/3.2)(27 200) = 10 625 psf = 73.8 psi. 

600 ft from reservoir: Ap;, = ($8)73.8 = 22.1 psi. 

1600 ft from reservoir: Ap}, = (2873.8 = 59.0 psi. 


Water is fiowing through a 35-cm-diameter welded steel pipe (f = 0.014) of length 2300 m that drains a reservoir 
under a head of 50 m. The pipe has a thickness of 9 mm. If a valve at the end of the pipe is closed in 9s, 
approximately what water-hammer pressure will be developed? 


І hy =(f)(LID)(V2/2g) 50 = 0.014(2300/0.35)и 2/28 У = 3.26 т/5 
pj, =2LVp/t, = [2(2300)3.26(1000)/9] = 1.667 MPa . 


In Fig. 19-12, the total length of pipe is 9800 ft, its diameter is 30 in, and its thickness is 3 in. Assume 

E — 30000 000 psi and E, — 300 000 psi. If the initial velocity for steady flow is 8 fps and the valve at G is 
partially closed so as to reduce the flow to half of the initial velocity in 3s, find (a) the maximum pressure rise 
from the water hammer; (5) the location of the point of maximum total pressure. 


1 (a) c - 4720ft/s c, = c/V1 + (D/t)(Ey/E) = 4720/[1 + (30/3)(300 000/30 000 000)]'? — 3880 fps 
Ap = (у/е)с, (АУ) = (62.4/32.2)(2)4 = 209 рѕ or 482 ft 


(b) Xo = c,t./2 — 3880(3)/2 — 5820 ft. Thus water-hammer pressure rise, at B: Ap = 209(2890) = 64.6 psi; at E: 
Ap = 209(100 percent) = 209 psi. Total pressure = static pressure plus water hammer. Total pressure at 
В: р/у = 700 + 64.6(144/62.4) = 849 ft; at E: p/y = 100 + 209(144/62. 4) = 582 ft. Maximum total 
pressure occurs at point B. 


Refer to Fig. 19-12, but take all the dimensions given in feet to be in meters instead. This 9.8-km-long pipe has 
a diameter of 1.4 m and a wall thickness of 30 mm. Assume E — 200 GPa and E, = 2 GPa. The initial 
steady-flow velocity is 5 m/s. The valve at G is then partially closed so as to reduce the velocity to 1 m/s in 9s. 
Find (a) the maximum pressure rise due to water hammer, and (b) the location of the point of maximum total 
pressure. 
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Fig. 19-12 


1 (а) c, — 1440 m/s сь = с/М1 * (D/tY(E,/ E) — 1440/[1 - (15299) (2,)]'? — 1189 m/s 
Ap = pcp AV = 1000(1189)4 = 4.756 MPa 


(b) Xo = ¢pt./2 = 1189(9)/2 = 5350 m. Thus water-hammer pressure rise, at B: Ap = 4.756(4828) = 1.600 MPa, 
or 163. 4m; at E: Ap — 4.756 MPa or 486 m. Total pressure = static pressure plus water-hammer 
pressure. Total pressure at B: p/y = 700 m + 163.4 m = 863.4 m; at E: p/y = 100 m + 486 m = 586m. 
Maximum total pressure occurs at point B. 


Derive the equation V? — QgAD"/LA,f^[1 — (fA,/AD)z] — Ce 5/^P*. which expresses the relationship 
between velocity in a pipe and water-surface level in a tank over an interval from valve closure to the top of the 
first surge. 


B. Write dV/dt as (dV /dz)(dz/dt) in 0 — f (L/D)(V?/2g) =z + (L/g)(dV /dt) and substitute for dz /dt from 
AV =A, (dz/dt); 0 — (fL/D)(V?/2g) = z + (L/g)(dV /dz)(AV/A,) ot z + (fL/2gd)V? + 

(LA/2gA,)[(2V dV)/dz] =0. Define K = fL/2gD; M =(L/2g)(A/A,); and V? =x so that 2V dV = dx. This 
gives z + kx + (M dx)/dz =0 or dx/dz + (K/M)x + (1/M)z =0. Now define œ = K/M, B = 1/M; then 

dx/dz + «2 + Bz —0. Multiply by e^*: (dx/dz)e** + axe* + Bze* =0, i.e., d/dz(xe*") + еВ = 0 ог (хе) + 
e"*Bz dz —0. Integrate: f d(xe^?) + Je*'Bz dz —0, xe * B(e"*/a?)(az — 1) *C-0orx - (B/ à^)(1— az)— 
Ce *. But B/oó? - M/K? -2gAD'ILA,f?^, « = K/M =fA,/AD, and x = V’; therefore V7 = 

(2gAD?/LA, f?)[1 — (fA,/AD)z2] — Ce" 4, 


A 36-in steel pipe 3300 ft long supplies water to a small power plant. What height would be required for a 
simple surge tank 7 ft in diameter situated 59 ft upstream from the valve at a point where the centerline of the 
pipe is 100 ft below the water surface in the reservoir if the tank is to protect against instantaneous closure of a 
valve at the plant? The valve is 130 ft below reservoir level, and the discharge is 140 cfs. Take f = 0.014. The 
surge tank is not to overflow. Neglect all velocity heads and minor losses; in the surge tank (only) neglect fluid 
friction and inertial effects. 


Іі V?=(2gAD?/LA,f?)[1 — (fA,/AD)z] - Ce nm 
= [2(32.2)/3241](3)?(3/0.014)"[1 – (0.014/3)(2)22] – Ce~ 0°47 — 168(1 — 0.025z) — Ce~ 9 


First find the constant of integration C, from initial (steady) conditions, when Q, = 140 cfs, Vj = Q,/A = 
140/[(2/4)3?] = 19.8 fps, and —z, = (fL/D)(V3/2g) = (0.014)(23)19.87/[(2)(32.2)] = 92.1 ft. Substituting these 
values 19.8? — 168[1 — 0.025(—92.1)] — Ce? 5C ?*9. from which C — 16.3. For the first surge, Z = Zmax when 

V — 0, so 168(1 — 0.025z,,,) — 16.3e 9 92*w«. [Nofe: The last (3rd) term is always negative. For a positive middle 
(2nd) term we need 0.025z,,, « 1, i.e., z,,, « 1/0.025 — 40.] By trial and error: z,,, — 37.5 ft. Required height of 
surge tank = (100 + 37.5) = 137.5 ft. 


Repeat Prob. 19.58 for the case where the surge tank is to have a diameter of 11 ft. 


I Following the procedure of Prob. 19.58: V? = 67.87(1 — 0.06272) — Ce **?*. From initiai (steady) 
conditions: z, = —92.1 ft, C = 0.211. (Note the large change in C from Prob. 19.58.) For the first surge, we need 
0.0627 Zax <1, 1-€., Zmax < 15.95 ft. By trial and error: Z,,., = 15.93 ft. Required height of surge tank = 

(100 + 15.93) = 115.9 ft. 


Using the data of Prob. 19.58, find the diameter of a surge tank that will produce a surge requiring a tank height 
of 145 ft. 


B Asin Prob. 19.58 for initial (steady) conditions: V, — 19.8 fps, z, — —92.1 ft. Substituting these and other 
known values into V? — (2AD?/LA,f^[1 — (£A,/AD)z] — Ce %%АР while writing A/A, as (D/D,y*: 
19.8? — 8212/ D? + 392 — Ce°™7*?, that is, 


0 = 8212/D? — Ce°™78 (1) 
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When Z = Zax = 145 — 100 = 40 ft, V = 0; substituting these and other known values 
0 = 8212/D? — 168 — Ce 99m» (2) 
Eliminating the unknown C between Eggs. (1) апа (2): 1 – 0.02050? = e 9950? By trial and error: D, — 6.85 ft. 


A 0.95-m-diameter steel pipe (f — 0.015) of length 1100 m carries drinking water from a reservoir. What height 
would be required for a simple surge tank 3.2 m in diameter situated 11 m upstream from the valve at a point 
where the centerline of the pipe is 38 m below the water surface in the reservoir? Assume instantaneous closure 
of the valve. The valve is 48 m below reservoir level and the flow is 3.4 m?/s. The surge tank is not to overflow. 
Neglect all velocity heads and minor losses; in the surge tank (only) neglect fluid friction and inertial effects. 


І V? = QgAD'/LA,f^1 — (fA,/AD)z] — Ce 41/4? * 
= [2(9.81)/1089(0.95/3.2)^(0.95/0.015)^[1 — (0.015/0.95)(3.2/0.95)z] — Ce €915.956.20.95* 
= 6.37(1 — 0.1792z) — Ce 99 


First, find the constant of integration C from initial (steady) conditions when Q, = 3.4 m?/s, V,; = О,/А = 
3.4/[(1/4)0.95?] 2 4.80 m/s, and —z; — (fL/ D(Vi/2g) — (0.015)(1089/0.95)4.80?/[(2)(9.81)] — 20.19 m. 
Substituting these values, 4.80? — 6.37[1 — 0.1792(—20.19)] — Ce *179*C?*9. from which C = 0.1712. For the 
first surge, Z = Zmax when V — 0, so 0 — 6.37(1 — 0.1702z,,,.) — 0.1712e 9 19?*m« - [Note: The last (3rd) term is 
always negative. For a positive middle (2nd) term we need 0.1792z,,, « 1, i.e., z,,, « 1./0.1792 — 5.58 m.] By 
trial and error: z44, — 5.52 m. Required height of surge tank — 38 + 5.52 = 43.52 m. 


A 1.5-m-diameter sluice (f — 0.018) 980 m long carries water from a dam. When the outlet valve is closed 
instantaneously, water rises in a 2-m-diameter surge tank immediately adjacent to the outlet valve. Determine 
the maximum allowable initial discharge Q so that the resulting surge will not rise more than 9 m above the 
reservoir water surface. Neglect all velocity heads and minor losses; in the surge tank (only) neglect fluid 
friction and inertial effects. 


I V? = (2gAD?/LA,f*)[1 — (fA,/AD)z] — Ce Ар» 
— [2(9.81)/980](1.5/2)*(1.5/0.018Y[1 — (0.018/1.5)(2/1.5y] — Се 9 018.527.592 
= 78.2(1 — 0.0213z) — Ce 9 9* 


For the first surge, Z = Zmax = 9m when V — 0, so 0 — 78.2[1 — 0.0213(9)] — Ce 9 ?1?9*- from which C = 76.6. For 
the initial conditions, when V = steady-flow velocity = Vi, zı = —h, = —(fL/ D(Vi/2g). Substitute this 
expression for z, for V2, and simplify: V? = B[1 + (V2/B)] — Ce’?, where B = 78.2, B = Ce’? or In (B/C) = 
V2/B, У, = [В In (B/C)]? — [78.2 In (78.2/76.6)]' = 1.271 т/. So Q — AV — (x/4(1.5) (1.271) — 2.25 m/s. 
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A pump delivers 0.300 m?/s against a head of 200 m with a rotative speed of 2000 rpm. Find the specific speed. 
І №, = 51.64М0°°/Н" = (51.64)(2000)(0.300)°°/200°7° = 1064 


A pump delivers 0.019 m’/s against a head of 16.76 m with a rotative speed of 1750 rpm. Find the specific speed. 
i М, = 51.64NQ°*/H®” = (51.64)(1750)(0.019)°°/16.76°* = 1504 


A radial-flow pump must deliver 2000 gpm against a head of 950 ft. Find the minimum practical rotative speed. 


B N, - NQ*5/H*^. From Fig. A-40, it is apparent that the minimum practical specific speed for a radial-flow 
pump is about 500. Hence, 500 = (N)(2000)°°/950° *, N = 1913 rpm. 


A radial-flow pump must deliver 300 gpm against a head of 30 ft. Find the operating rotative speed. 


M8 N,— NQ'^/H?^. From Fig. A-40, N, — 2500 for maximum efficiency of 92.5 percent for a radial-flow pump. 
Hence, 2500 — (N)(300)??/30? ^, N — 1850 rpm. 


An axial-flow pump is to be operated at a rotative speed of 2500 rpm against a head of 400 m. What flow rate 
will be delivered by the most efficient pump? 


I From Fig. A-40, it is apparent that the most efficient axial-flow pump has a specific speed of around 12 500. 
N, =51.64NQ°*/H®”, 12 500 = (51.64)(2500)(Q)°*/400°*, Q = 75.0 m’/s. 


A mixed-flow pump is to be operated at a rotative speed of 1500 rpm against a head of 15 m at maximum pump 
efficiency. Determine the flow rate the pump will deliver. 


B From Fig. A-40, it is apparent that the most efficient mixed-flow pump has a specific speed of around 6500. 
N, — 551.64N Q??/ H?5, 6500 — (51.64)(1500)(Q)?/15* ^, Q —0.409 m?/s. 


A radial-flow pump operating at maximum efficiency is to deliver 260 gpm against a head of 129 ft at a rotative 
speed of 2100 rpm. Find the required number of stages (i.e., impellers). 


1 From Fig. A-40, it is apparent that maximum efficiency for a radial-flow pump is about 93 percent at a 
specific speed of 2500. N, = NQ°*/H®”*, 2500 = (2100)(260)°°/H°”*, H =32.29 ft. Since the given head is 129 ft, 
a total of 129/32.29, or 4 stages will be needed. 


A radial-flow pump operating at maximum efficiency is to deliver 400 gpm against a head of 191 ft at a rotative 
speed of 1920 rpm. Find the required number of stages (i.e., impellers). 


1 From Fig. A-40, it is apparent that maximum efficiency for a radial-flow pump is about 93 percent at a 
specific speed of 2500. N, 2 NQ??/H? 5, 2500 — (1920)(400)95/ H? ^, H = 38.18 ft; number of stages = 
191/38.18 = 5. 


The value of (NPSH),,in for a pump is given by the manufacturer as 20 ft. Water is being pumped from a 
reservoir at a rate of 25 cfs. The water level in the reservoir is 6.0 ft below the pump. Atmospheric pressure is 
14.7 psia and water temperature is 40 °F. If the total head loss in the suction pipe is 4.0 ft, is the pump safe from 
cavitation effects? 


I NPSH = p4/Y — z, — h, — pu/y = (14.7)(144)/62.4 — 6.0 — 4.0 — 18.5/62.4 = 23.6 ft 
Since [NPSH = 23.6] > [(NPSH) min = 20], cavitation should not be a problem. 


The (NPSH),,i. for a pump is given by the manufacturer as 7.0 m. This pump is being used to pump water from 
a reservoir at a rate of 0.2832 m’/s. The water level in the reservoir is 1.280 m below the pump. Atmospheric 
pressure is 98.62 kN/m^ and water temperature is 20 °C. Assume total head loss in the suction pipe is 1.158 m of 
water. Determine whether or not the pump is safe from cavitation effects. 
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i NPSH = pa/y – 2, – ћ, — p,/ y = 98.62/9.79 — 1.280 — 1.158 — 2.34/9.79 =7.40 m 
Since [NPSH = 7.40 m] > [(NPSH)min = 7-0 m], cavitation should not be a problem. 


A commercial pump is operating at 2150 rpm and delivers 1800 gpm against a head of 340 ft. Find the 
approximate efficiency of the pump. 


i №, = NQ9?^/H?5 — (2150)(1800)°*/340°75 = 1152 


From Fig. A-41, with N, — 1152 and Q — 1800 gpm, the approximate efficiency of the pump is determined to be 
82 percent. 


A pump operating at 1600 rpm delivers 0.189 m?/s against a head of 47.03 m. Determine the approximate 
efficiency of the pump. 


І N, = 51.64М0%/ Н? = (51.64)(1600)(0.189)°5/47.03°7° = 2000 


From Fig. A-41, with N, = 2000 and Q = 0.189 m’/s, the approximate efficiency of the pump is determined to be 
87 percent. 


A centrifugal pump with a 700-mm-diameter impeller runs at 1800 rpm. The water enters without whirl, and 
œ = 60°. The actual head produced by the pump is 17 m. Find its hydraulic efficiency when V, — 6 m/s. 


B The theoretical head is H = (u;V, cos o;)/g — [(389) 2x) (399)/2](6)(cos 60°)/9.807 = 20.18 m, 
ej — 17/20.18 — 0.842, or 84.2 percent. 


A centrifugal water pump has an impeller (Fig. 20-1a) with r, — 12 in, ғ, = 4іп, 8, = 20°, В, = 10°. Тһе impeller 
is 2 in wide at r — r, and 1 in wide at r — r,. For 1800 rpm, neglecting losses and vane thickness, determine (a) 
the discharge for shockless entrance when a, = 90°, (b) o and the theoretical head H, (c) the horsepower 
required, and (d) the pressure rise through the impeller. 


I (a) The peripheral speeds are и, = 28(2л)(1) = 62.8 ft/s, u; — 3u, = 188.5 ft/s. The vector diagrams are 
shown in Fig. 20-1b. With u, and the angles w,, 8, known, the entrance diagram is determined, 
V, =u, tan 20° = 22.85 ft/s; hence, Q = 22.85(2)(3)(4) = 7.97 cfs. 

(b) At the exit the radial velocity V, is V = 7.97(12)/[22(0.75)] = 20.3 ft/s. By drawing u, (Fig. 20-1b) and 
a parallel line distance V,, from it, the vector triangle is determined when £; is laid off. Thus, 


' Uy2 = 20.3 cot 10° = 115 ft/s, V,2 = 188.5 — 115 = 73.5 ft/s, w, = tan™' (20.3/73.5) = 15°26’, V, = 20.3 csc 15°26’ = 
. 76.2 ft/s; Н — (u,V, cos a;)/ g — u;V.;/g — 188.5(73.5)/32.2 — 430 ft. 


(c) Power 2 QyH/550 = [7.97(62.4)(430)]/550 = 338 hp 


(d) By applying the energy equation from entrance to exit of the impeller, including the energy H added 
(elevation change across impeller is neglected), H - (V1/2g) * (pi/ y) 2 (V2/2g) t (p;/ y) and (p; —p3))/ y — 
430 + (22.85?/64.4) — (76.27/64. 4) — 348 ft or p; — p, — 348(0.433) — 151 psi. 
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Fig. 20-1 (continued) 


Tests of a pump model indicate a o, of 0.10. A homologous unit to be installed at a location where p, — 90 kPa 


and p, = 3.5 kPa is to pump water against a head of 25 m. The head loss from suction reservoir to pump 
impeller is 0.35 N-m/N. What is the maximum permissible suction head? 


I о' = V2/2gH = (р, — p, — Yz, - h)! yH 
z, - [(p, - p.)/ Y] ~ оН + №, = [(90 000 — 3500)/9806] — 0.10(25) + 0.35 = 6.67 m 


A prototype test of a mixed-flow pump with a 72-in-diameter discharge opening, operating at 225 rpm, resulted 
in the following characteristics: 





What size and synchronous speed (60 Hz) of homologous pump should be used to produce 200 cfs at 60-ft head 
when operating at highest efficiency? Find the characteristic curves for this case. 


I Subscript 1 refers to the 72-in pump. For best efficiency H, = 45, Q, = 345, e = 88 percent. H/N?D? = 
H,/NYDi, QJND? — Q/N,Di, or 60/N?D? = 45/[2257(72”)], 200/ ND? = 345/[225(72°)]. After solving for N and 
Р, N = 366.7 rpm, D = 51.0 in. The nearest synchronous speed (3600 divided by number of pairs of poles) is 
56) rpm. To maintain the desired head of 60 ft, a new D is necessary. When its size is computed, 


= V2(23)(72) = 52 in, the discharge at best efficiency is Q — Q,ND?/N,Dj — 345(22) (22? — 208 cfs, which is 


Slightly more capacity than required. With N = 360 and D = 52, equations for transforming the corresponding 
values of H and Q for any efficiency can be obtained: H = Hí(ND/N, D 2 H[GS9) 3) — 1.335H, and 
Q - Q(ND'/N,D1) » Q1G)(33y = 0.603Q,. The characteristics of the new pump are 








The efficiency of the 52-in pump might be a fraction of a percent less than that of the 72-in pump, as the 


hydraulic radii of flow passages are smaller, so that the Reynolds number would be less. 


Develop a program for calculating homologous pump characteristics and apply it to Prob. 20.16. 


10 REM OMOLOGOUS CHARACTERISTICS 
20 DEFINT Is DIM H1 (20), @1 (201, E(20),H(20),Q(20) 

ЗО FOR I<1 TO 15; READ Hi(1): NEXT I 

40 DATA 60.,57.5,55.,52.5,50.,47.5,45.,42.5,40.,37.5, 35. ,32. 5,30... 27.5,25. 

50 LPRINT:LPRINT"Hi1-";: FÜR Iz1 TO 15:LPRINT USING"WA. ";HLCID ;: NEXT I:LFRINT 
60 FOR I-1 TO 15: READ Q1(1): NEXT I 

70 DATA 200. ,228.,256.,280. , 303. , 330. , 345. , 362. , 382. ,396. ,411., 425. ,438 
3. 

80 LPRINT:LPRINT"Q-";: FOR I-1 TO 15; LPRINT USING"WWM. M ";QLICI2::NEXT. I: LPRINT 
90 FOR I=1 TO 15: READ E(I): NEXT I 

100 DATA 589.,75.,80.,83.7,86.,87.5,88.,87.4,86.5,84.4,82. ,79.,75., 
110 LPRINT:LPRINT“E="3: FOR I=1 TO 15: LPRINT USING“ #8. "ZE(1); 
120 ЕЕ-0!і ҒОН Із! ТО 15: ІҒ ЕСІ) ЖЕ ТНЕМ 11-1: ЕЕ-Е(1»: МЕХТ I 


-.449.,45 


71..66.5 
: NEXT I:LPRINT 
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130 LPRINT"II,E(I) 9"; 11; EE 

140 READ HH,QQ, NS YN, DI, NI :DATA 60. ,200. ,3600.,72.,225. 

150 LPRINT"HH, QO, NSYN, D1 ,N1-" ; HH; QO; NSYN; D1; NI 

160 De((QQ/Q1 (112 ^25H1 (11) /HED ^. 258D1:. NNI $SOR (HH/H1 CIT) ) £D1/D 

170 LPRINT"D,Ns";D;N: I«FIX(NSYN/N) 

180 NNI-FIX(NSYN/1): NN2-FIX(NSYN/(I*12) : LPRINT"N, NNI.NNZ-" 5 N; NNL; NN2 

190 IF (NNI-N)X(N-NN2) THEN NxNNI ELSE N=NN2 

200 D*DI£N1£$SQR (HH/H1 (1122 /Nz OQ (D/DI)^38N801 C112 /N1: LFRINT"D.N,QQ-":D:N;QO 
210 CI-(NSD/ (N18D12)^2: C2-(D/D1) ^38N/NI 

220 ҒОН 1=1 ТО 15: H(DSCISHI GOD: QOD2C283001 0D: NEXT. I 

230 LPRINT: LPRINT"He";: FOR I1 TO 15:LPRINT USINO" WMN.N";H(ID; :NEXT. I: LPRINT 
240 LPRINT"Q«";: FOR 1=1 ТО 15: LPRINT USING" WNA.4";Q(I?;: NEXT I: LPRINT 


H1=60.0 57.5 55.0 52.5 50.0 47.5 45.0 42.5 40,0 57.5 55.0 32.5 30.0 27.5 25.0 


Q-200.0 228.0 256.0 280.0 303.0 330.0 545.0 562.0 382.0 396.9 411.0 425.0 478.0 
449.0 459.0 


Е=69.0 75.0 80.0 85.7 8.0 87.5 88.0 87.4 86.5 84.4 82.0 79.0 75.0 71.0 66.5 
11,Е(1)= 7 88 

HH,QG,NSYN,D1,N1- 60 200 3600 72 225 

D,N- 51.01563 366.6749 

N,NN1,NN2- 366.6749 400 360 

D,N.QO« 51.961553 360 207.4853 


Hs 80.0 76.7 73.3 70.0 66.7 63.3 60.0 55.7 55.5 50.0 46.7 42.5 40.0 
36.7 33.3 

Q= 120.3 137.1 154.0 168.4 182. 2 198.5 207.5 217.7 229.7 238.2 247.2 255.6 263.4 
270.0 276.0 


Develop the characteristic curve for a homologous pump of the series of Prob. 20.16 for 21-in-diameter 
discharge and 1600 rpm. 


Q = Q\(N/N,)(D/D,)’ = Q1588 (1.75/6)° = 0.1760, 
H = H,(ND/N,D,)? = H,[(1600)(1.75)/(225)(6)]? = 4.30H, 





See curve plotted in Fig. 20-2. 


300 
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О (сї) Fig. 20-2 


Determine the size and synchronous speed of a pump homologous to the 72-in pump of Prob. 20.16 that will 
produce 2.5 m*/s at 90-m head when operating at highest efficiency. 


Q/ND?=Q,/N,D} QO, = 2.5/0.3048? = 88.3 cfs H, = 90/0. 3048 = 295.3 ft 
N, D3 = (Q,/Q)ND*® = (88.3/345)(225)(7)? 212439. H/N*D? = H,/N2D? 
NiD? = (H,/H)N?D? = (295.3/45)(225)*(%) = 11 959 650 


oun i alll 
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D, = 1.897 ft, or 22.76 in, and N, = 1822 rpm. Use N = 1800 rpm (one pair of poles). Then, D, = 
VH,/ H(N/N,)D — V295.3/45(5)(6) — 1.92 ft. 


20.20 Sketch the head versus discharge curve for a centrifugal pump (Fig. 20-1a) having r, — 55 mm, 7, = 110 mm, 
b, —27.5 mm, b; — 22 mm, N — 1300 rpm, and f, = 33°. 


fe H=u3/g—[(u.Q cot B,)/(2ar,b2g)] where u, = N(22/60)r, = 1300(22/60)(0. 110) = 14.975 m/s, H= 
(14.9757/9.807) — {[(14.975 cot 33°)Q]/[2(0.110)(0.022)(9.807)]} = 22.87 — 173.94. See Fig. 20-3. 


25 


H (m) 





о 0.05 0.10 0.15 
Q (т3/5) Fig. 20-3 


20.21 Accentrifugal pump (see Fig. 20-1a) has an impeller with dimensions 7, = 75 mm, r, = 150 mm, b, = 50 тт, 
b,— 30 mm, £, = f- = 30°. For a discharge of 70 L/s and shockless entry to vanes, compute (a) the speed, (6) 
the head, (c) the torque, and (d) the power. Neglect losses (a, = 90°). 


І = = Q/27r;b, = (70 x 107*)/[(2)()(0.075)(0.050)] = 2.971 m/s 
u, = V,/(tan B,) = 2.971/(tan 30°) = 5.146 m/s 
(a) М = (и,/п)(60/2л) = [5.146/(0.075)](60/2л) = 655.2 грт 
(b) V5 7 Q/2nr,b; — (ribi/r,b;)V, — [(75)(50)/(150)(30)]2.971) 22.476 m/s — uj/u, — rr, - 150/75 -2 
úu —2u, — (2)(5.146) — 10.292 m/s V2 = и› — V,. cot B, = 10.292 — 2.476 cot 30° = 6.003 m/s 
H = u-V,2/g = (10.292)(6.003)/9.807 — 6.30 m 
(c) T — pQ (r,V,;) = (1000)(70 x 107*)(0.150)(6.003) = 63.0 N-m 
(d) Р = То = T(u,/r,) = (63.0)[5. 146/(0.075)] = 4323 W 


20.22  Acentrifugal pump with impeller dimensions r, — 2 in, r, — 5in, b, —3in, b; — 1.5 in, f, — 60? is to pump 6 cfs at 
a 64-ft head. Determine (a) B, (b) the speed, (c) the pressure rise across the impeller. Neglect losses and 
assume no shock at the entrance (@, = 90°). 


I Ул = 0/2лт,Ь, = 6/|(2)(л)(чь)(ч5)] = 22.92 ft/s 
| V, — Q/2nr,bi — (ribilr;b;)V4 — (2))/(5)(.5)](22.92) = 18.34 ft/s 
H — u,V.,/g = u2(U, — v,, cot B5) uj — uV cot B; —gH —0 
u; — (V; cot B, + VVZ cot B, + 4gH)/2 = [18.34 cot 60? -- V18.34? cot" 60^ -- (4)(32.2)(64)]/2 = 51.0 ft/s 
ш-(ғ/ғДиз-(2)(51.0) - 20.4 6/6 
(а). tan B, = Уд/и = 22.92/20.4=1.124 В, = 48.33° 
(b) | N = u,/r, = [51.0/($)](60/2х) = 1169 трт 
(c) _ ®=Ул/(їп В,) —22.92/(sin 48.33*) = 30.68 ft/s V, — V,/(sin f;) = 18.34/(sin 60°) = 21.18 ft/s 
Ap = (p/2)(u2 — u2 — V2 + V?) = (1.94/2)(51.0° — 20.4? — 21.18? + 30.68”) = 2597 Ib/ft? or 18.0 Ib/in? 


20.23 Evaluate 7,, 7,, B,, B2, b,, and b, of.a centrifugal impeller that will take 36 L/s of water from a 
100-mm-diameter suction line and increase its energy head by 18 m (N = 1440 rpm; œ, = 90°). Neglect losses. 


20.24 
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Ё Select sample values 7, = 50 mm, 7, = 100 mm, b, = 40 mm, 5; = 25 mm. Then find fj, and f. 
У, = Q/2ar,b, = (36 x 10-*)/[(2)(22)(0.050)(0.040)] = 2.865 m/s 
и, = or, — [2)(2)(1440)/60](0.050) — 7.540 m/s uz = (72/7,)u, = (035)(7.540) — 15.08 m/s 
Since œ, = 90°, tan В, = V,/u, = 2.865/7.540 = 0.37997, B, — 20.8". 
Viz — Hg[u; — (18)(9.807)/15.08 2 11.71 m/s — V4 — Van(r,b,/72b2) = (2.865)[(50)(40)/(100)(25)] = 2.292 m/s 
tan B; — V4/(u, — И.) = 2.292/(15.08 —– 14.04) = 2.203855 — f,—65.6 
Note: Itis best to choose r, = 50 mm (100-mm inlet diameter). Then 7,, b2, and b, can be arbitrarily selected 


within reasonable limits. 


A mercury-water differential manometer, R’ = 740 mm, is connected from the 100-mm-diameter suction pipe to 
the 80-mm-diameter discharge pipe of a pump, as shown in Fig. 20-4. The centerline of the suction pipe is 
330 mm below the discharge pipe. For Q = 3.42 m?/min of water, calculate the head developed by the pump. 


ШІ У-О/А,-(3.42/60)/((т)(0.100)/4|-7.257 т/в Vz = V(D2/D2) = (7.257) 000? /80?) = 11.34 m/s 


The energy equation yields p,/y + V7/2g + H, = po/y + V3/2g +h, H, = Ap/y + (V3— V3)/2g +h. The 
manometer equation yields Ap/y = R'(s.g. — 1) — h = (0.740)(13.6 — 1) — 0.330 = 8.99 m of water, H, = 8.99 + 
(11.34? — 7.257°)/[(2)(9.807)] + 0.330 = 13.19 m. 


„@ 





Fig. 20-4 


An air blower is to be designed to produce pressure of 90 mmH,O when operating at 3200 rpm; 7, = 1.17,; 
P; В.; width of impeller is 100 mm; a, = 90°. Find 7,. Assume a temperature of 30°C. 


Й О = 2лт,Ь,У, = 2лт6,У,. Ѕіпсе њ = 1.15, апа Б, = b,, 


Vo= Va/1.1=V,/1.1 из = (њіт)и, = 11и; 
hu — Hyujo(Yw;o/ Ya.) ^ (0.090)[(9.77)(1000)/11.4] 2 77.13 m of air 
У»= &һы/и» = (9.807)(77.13)/1.1u, — 687.6/u, uz = Vio + V, cot B 


Since B, — B; — B and u, = V, cot p, 1.1u, = 687.6/u, + (V, cot B)/1.1 = 687.6/u, + u,/1.1, u, = 60.0 m/s; 7, = 
ио = 60.0/[(3200)(2x)/60] = 0.179 m, or 179 mm. 


In. Prob. 20.25, calculate the discharge for B, = 32°. 
i У, = и, (ап В, = 60.0 tan 32° = 37.5 m/s 
О - 2zrb V, — (2)(2)(0.179)(0.100)(37.5) — 4.218 m?/s or 253 т?/тіп 


What is the cavitation index at a point in flowing water where T — 20?C, p — 16 kPa, and the velocity is 13 m/s. 


І о' = (р — p,)/(eV7/2) = (16 – 2.34)(1000)/[(998)(13)2/2] = 0.162 


Two reservoirs A and B are connected with a long pipe which has characteristics such that the head loss through 
the pipe is expressible as h, = 20Q’, where h, is in feet and Q is the flow rate in hundreds of gpm. The 
water-surface elevation in reservoir B is 35 ft above that in reservoir A. Two identical pumps are available for 
use to pump the water from A to B. The characteristic curve of the pump when operating at 1800 rpm is given in 
the table on page 616. f 

At the optimum point of operation the pump delivers 200 gpm at a head of 75 ft. Determine the specific speed 
N, of the pump and find the rate of flow under the following conditions: (a) a single pump operating at 
1800 rpm; (5) two pumps in series, each operating at 1800 rpm; (c) two pumps in parallel, each operating at 
1800 rpm. i 


# тһе head-capacity curves for the pumping alternatives are plotted in Fig. 20-5 and so is the h, versus Q 
curve for the pipe system. In this case h = Az + h, = 35 + 20Q”. The answers are found at the points of 
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| operation at 1800 rpm 







intersection of the curves. They are as follows: (a) single pump, 156 gpm; (6) two pumps in series, 224 gpm; (c) 
two pumps in parallel, 170 gpm. 

If Az had been greater than 100 ft, neither the single pump nor the two pumps in parallel would have 
delivered any water. If Az had been —20 ft (i.e., with the water-surface elevation in reservoir B 20 ft below that 
in A), the flows would have been (a) 212 gpm; (5) 258 gpm; and (с) 232 gpm. 


Two pumps 
200m < in seri 
in series 
M Pipe system curve 
ч 


һ = 35 + 209? 






/ 
/*— Pipe system curve 
/ h = -20 + 200° 


150 


0 
һ(ну 199 


Fig. 20-5 


20.29 The diameter of the discharge pipe of a pump is 8 in, and that of the intake pipe is 10 in. The pressure gage at 
discharge reads 32 psi, and the vacuum gage at intake reads 12 inHg. If Q = 4.0 ft’/s of water and the brake 
horsepower is 49.0, find the efficiency. The intake and the discharge are at the same elevation. 


І У, = О/А, = 4.0/[(2)(12)/4] = 7.334 4/5 У, = 4.0/[(2)(34)"/4] = 11.46 ft/s 
vacuum pressure = —(12/29.9)(14.7) = —5.900 lb/ft? 
H, = paly + V2/2g + za — (ps/y + V2/2g + z,) = (32)(144)/62.4 + 11.467/[(2)(32.2)] + 0 
— {(—5.900)(144)/62.4 + 7.334°/[(2)(32.2)] + 0} = 88.67 ft 
Р = ОУН, = (4.0)(62.4)(88.67)/550 = 40.24 һр 7 = 40.24/49.0 = 0.821 ог 82.1% 
20.39  Acentrifugal pump with an impeller diameter of 2.94 in delivers 260 gpm of water at a head of 820 ft with an 


efficiency of 62 percent at 21 000 rpm. Compute the peripheral velocity u, specific speed N,, and 
peripheral-velocity factor $. 


M8 u-or-([(21000)22)/60][(2.94/2)/12] — 269 ft/s N, — NQ??/H*5 — (21 000)(260)?/820*7* = 2210 
u= PV2gh 269 = (ф)У(2)(32.2)(820) ф = 1.171 
20.33 Select the specific speed of the pump or pumps required to lift 5835 gpm of water 350 ft through 9400 ft of 


2.5-ft-diameter pipe (f = 0.022). The pump rotative speed is to be 1700 rpm. Consider the following cases: 
single pump, two pumps in series, two pumps in parallel. 
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i Q = (5835)(0.002228) = 13 ft/s V=Q/A=13/{(x)(2.5)?/4] = 2.648 ft/s 
h; = (f)(L/D)(V2/2g)  (0.022)(9400/2.5)(2.648"/[(2)(32.2)]) — 9.0 ft 
,—350--9.0—359.0ft — N, - NQ"*/H*'5 


gpm h, 
per pump per pump N, 


Single pump 359.0 
Two pumps in series 179.5 
Two pumps in parallel 359.0 





20.33 The pump of Fig. 20-6a is used to lift water from one reservoir to another through a 9-in-diameter pipe 
(f = 0.022), 692 ft long. The difference Az in surface elevation between the reservoirs fluctuates from 20 ft to 
110 ft. Plot delivery rate Q versus pump head À,. Plot also the corresponding efficiencies. The pump is operated 
at a constant speed of 1450 rpm. Neglect minor losses. 


f With Q in gpm, 
V — 0.002228Q/A = 0.002228Q /[()(3)?/4] = 0.00500 
h, = Az + (f)(L/D)(V?/2g) = Az + (0.022)[692/(%)]{(0.0050Q)"/[(2)(32.2)]} = Az + (8.0 x 10™%)Q? 


Plot the pump characteristic curve and pipe system curves for a variety of Az’s. 
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Q, gpm 
(b) Fig. 20-6 (continued) 


Repeat Prob. 20.32 for the same pump operating at 1250 rpm. Assume efficiency pattern and values remain the 
same. 


Ғ Тһе pump characteristic curve must be transformed using Q « N and h « N*. Thus point A in Fig. 20-6b 
transforms to A', where Q' - (2000) (1230) — 1724 gpm and A; — (100) (12:8)^ — 74.3 ft, etc. - 


1750 


1350 
550 
(shutoff) 





The transformed pump characteristic curve is shown in Fig. 20-65. (The transformed efficiency curve is not 
shown in the figure.) | 


Repeat Prob. 20.32 for a homologous pump whose diameter is 21% smaller. Assume efficiency pattern and 
values remain the same. 


B In this case the pump characteristic curve is transformed using Q « D? and h « D?. Thus point A in Fig. 
20-6b transforms as follows: Q = (2000)(0.79)’ = 986 gpm, h — (100)(0.79)? — 62.4 ft. 


20 1400 











4 







1200 76 
800 81 
(shutoff) 0 


The transformed pump characteristic curve is shown in Fig. 20-7. 


Repeat Prob. 20.32 if the pump diameter and rotation speed are reduced by 21% and 13.8%, respectively. 
Assume efficiency pattern and values remain the same. 


I In this case the pump characteristic curve is transformed using Q x ND? and h < N?D?, Thus point A in Fig. 
20-6b for the solution of Prob. 20.32 transforms as follows: Q — (2000)(0.862)(0.79)? — 850 gpm, h = 
(100)(0. 862)*(0.79)? = 46.4 ft. Transforming the pump characteristic curve according to these rules and following 
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the procedure as outlined in Prob. 20.34 gives 


ЕГІН , efficiency, % 


20 1080 


40 8 
52.6 "V 





A pump with a critical value of o, of 0.10 is to pump against a head of 450 ft. The barometric pressure is 
14.4 psia, and the vapor pressure of the water is 0.6 psia. Assume the friction losses in the intake piping are 6 ft. 
Find the maximum allowable height of the pump relative to the water surface at intake. 


i (Z,)max = (Po)ave/¥ — Pul¥— Och = В. Poly = (14.4)(144)/62.4 = 33.2 ft 
Pol y = (0.6)(144)/62.4 = 1.385 ft (2 )max = 33.2 — 1.385 — (0.10)(450) — 6 = —19.2 ft (submerged) 
A pump draws water at 212 °F from a boiler with a friction loss of 3 ft in the intake pipe. Barometric pressure is 


29 in of mercury, o, for the pump is 0.10, and the total pumping head is 300 ft. Locate the pump intake relative 
to the water surface in the boiler. 


8 (2,)max = (Po)avs/'¥ — Pol ¥ — Och — = (22)(847.3/144) = 14.2 psia — po/y — (14.2) (144) /59.8 = 34.2 ft 
p.l y — (14.7)(144)/59.8 — 35.4 ft (z,)max = 34.2 — 35.4 — (0.10)(300) — 3 = —34.2 ft 

Thus the water surface must be 34.2 ft above the pump suction. 

Water is to be pumped at a head of 142 ft, the water temperature being 100 °F and the barometric pressure 


being 14.3 psia. At intake, the pressure is a vacuum of 15 inHg and the velocity is 13 fps. What are the values of 
NPSH and c? 


I NPSH = (p,)avs/¥ + V?/2g —po/Y¥ (р) = Pol Y + Ps/ Y = (14.3)(144)/62.0 + (—13)(847.3/62.0) = 16.13 ft 
Vig -1*/[2)02.2)) 22.62ft — p,/y — 135/62.0 — 2.18 ft 
NPSH = 16.13 + 2.62—2.18=16.57ft — 0 —16.57/142 — 0.117 


A pump discharges 7700 gpm of water at 140 °F at a head of 250 ft, the barometric pressure being 13.8 psia. 
Determine the reading on a pressure gage at the suction flange when cavitation is just starting. Assume the 
suction pipe diameter equals 2.1 ft and neglect the effects of prerotation. Take o, — 0.085. 


M8 o-[(p.o/Y * Vi/2g — p./ y|/h. Let p —^ gage pressure at suction flange. 
(Ps Jabs = Pam + p = 13.8 +p V, = Q/A, — (7700)(0.002228)/[(2:) 2.1) /4] — 4.953 ft/s 
poly = 416/61.4 = 6.775 ft 0.085 — (13.8  p)(144)/61.4 ^ 4.953/[(2)(32.2)] — 6.775)/250 
| p= —2.013 psia — +2.013 psia vacuum 
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If the maximum efficiency of the pump of Prob. 20.32 is 81%, approximately what would be the efficiency of the 
pump of Prob. 20.34? 


І (1— %)/01 — тә) = (р/р)? (1-0.81)/(1— 9) = (0.79/1.0)'7 = 0.801 ог 80.1% 


Figure 20-8 shows the dimensions and angles of the diffuser vanes of a centrifugal pump. The vane passages are 
0.75 in wide perpendicular to the plane of the figure. If the impeller delivers water at the rate of 3 cfs under 
ideal and frictionless conditions, what is the rise in pressure through the diffuser? 


І 2/28 = 3/26 + Ару У=0/А А, = (2л)(8) (віп 15°)(0.75/12) = 0.05505 ft? 
V, = 3/0.05505 = 54.50 ft/s А, = (2л)(9/12)(5іп 28°)(0.75/12) = 0.1382 #2 
У, = 3/0.1382 = 21.71 #/5 
54.502/[02)(32.2)| = 21.712/[02)(32.2)] + Ap/y Ар/у = 38.8060 — Ap —(62.4)(38.80)/144 — 16.8 Ib/in 





Fig. 20-8 


Two pumps whose characteristics are given in Prob. 20.28 are to be used in parallel. They must develop a head 
h =35 + 2002? аѕ іп Prob. 20.28. One pump is to be operated at 1800 rpm. The speed of the other pump Is to be 
gradually reduced until it no longer delivers water. At approximately what speed will this happen? 


B From Prob. 20228, with a single pump operating at 1800 rpm, the flow rate is 156 gpm and the head is 83.8 ft. 
If we add a pump in parallel to this pump with a shutoff head of 83.8 ft, the second pump will convey no flow. 
Thus, h/h' =(n/n')’, 83.8/100 = (n/1800)’, n — 1648 rpm. 


A pump is installed to deliver water from a reservoir of surface elevation zero to another of elevation 290 ft. 
The 10-in-diameter suction pipe (f — 0.022) is 90 ft long, and the 8-in-diameter discharge pipe (f — 0.028) is 
4900 ft long. The pump characteristic at 1100 rpm is defined by A, — 365 — 20Q" where h,, the pump head, is in 
feet and Q is in cubic feet per second. Compute the rate at which this pump will deliver water under these 
conditions assuming the setting is low enough to avoid cavitation. 


Ih, =365 – 200°. Also, since h; = (f)(L/D)(V?/2g), 
hp = 290 + (0.022)[90/(43)]V 70/2g + (0.028)(4900)(8)V2/2g У-О/А 
V7 Q/[Gr)02)/4] 21.8330. — V, Q/[GO)(5)/4] - 2.8650 
һ, - 290 *- (0.022)[90/(12)] ((1.833Q)"/[(2) 22-2)]) 
| + (0.028)[4900/(%)]{(2.865Q)"/[(2)(32.2)]} = 290 + 26.35Q” 


Equating the two expressions for h, gives 365 — 20Q? = 290 + 26.35Q”, Q = 1.27 ft/s. 


Repeat Prob. 20.43 for the case of two such pumps in parallel. 
B From Prob. 20.43, А, per pump = 290 + 26.35Q? — 365 — 20(Q /2y^, or Q — 1.55 ft/s. 
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20.48 А centrifugal pump with a 14-in-diameter impeller is rated at 690 gpm against a head of 91 ft when rotating at 
1800 rpm. What would be the rating of a pump of identical geometry with a 9-in impeller? Assume pump 
efficiencies and rotative speeds are identical. 


І hxD? h=(91)($)=51.2f Ор? О0О = (690)(%) = 291 врт 


20.46 The following are data for a centrifugal water pump: г, = Ain, r, — 7 in, B — 30^, B, = 20°, speed = 1440 rpm. If 
b, = b, = 1.75 in, estimate (a) design-point discharge; (b) water horsepower; (c) head. 


B (a) The angular velocity is c) — 2z (1529) — 150.8 rad/s. Thus the tip speeds are u, = wr, = 150.8(45) = 
50.3 ft/s, and uz = wr, = 150.8(%) = 88.0 ft/s. From the inlet-velocity diagram, Fig. 20-9a, with a, = 90° 
for design point, we compute V,,, = и, tan 30° = 29.0 ft/s, whence the discharge is Q = 227r,b,V,, = 
2л(15)(1.75/12)(29.0) -< 8.86 42/5 -- 3980 gal/min. 

(b) The outlet radial velocity follows from Q: V,; — Q/(2zrb;) — 8.86/[22:(:5)(1.75/12)] — 16.6 ft/s. This 
enables us to construct the outlet-velocity diagram as in Fig. 20-9b, given B, = 20°. The tangential 
component is V, = uz — V, cot P, = 88.0 — 16.6 cot 20° = 42.4 ft/s, a. = tan” '(16.6/42.4) = 21.4°. The 
power is then computed with V,, = 0 at the design point: P, = pQu V, = [(1.94)(8.8)(88.0)(42.4)]/550 = 
117 hp. 

(c) The head is estimated as H = P,„/pgQ = (117)(550)/[(62.4)(8.86)] = 116 ft. 





u, = 50.3 fts 88.0 ft/s ———— —— 


(a) (b) Fig. 20-9 


20.47 The 32-in pump of Fig. 20-10 is to pump 24 000 gal/min of water at 1170 rpm from a reservoir whose surface is 
at 14.7 lb/in* abs. If head loss from reservoir to pump inlet is 6 ft, where should the pump inlet be placed to 
avoid cavitation for water at (a) 60 °F, p, = 0.26 lb/in’ abs, s.g. = 1.0 and (8) 200 °F, p, = 11.52 Ib/in’ abs, 

s.g. = 0.9635? 


B For either case read from Fig. 20-10 at 24 000 gal/min that the required NPSH is 40 ft. 
(a) For this case pg = 62.4 Ib/ft?. NPSH s [(p, — p.)/pg] — Z; — hs or 40 ft « [(14.7 — 0.26)(144)/62.4] — 
Z, — 6.0 or Z; = 27.3 — 40 = —12.7 ft. The pump must be placed at least 12.7 ft below the reservoir 
surface to avoid cavitation. 








NPSH, ft 








Total head, ft 











US gallons per minute x 1000 


(From Ingersoll-Rand Corporation, Cameron Pump Division) Fig. 20-10 
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(b) For this case pg = 62.4(0.9635) = 60.1 Ib/ft?. 40 ft = [(14.7 — 11.52)(144)/60.1] — Z; — 6.0 or Z; = 1.6- 
40 = 38.4 ft. The pump must now be placed at least 38.4 ft below the reservoir surface. These are 
unusually stringent conditions because a large, high-discharge pump requires a large NPSH. 


20.48 A pump from the family of Fig. 20-11 has D = 21 in and n = 1500 rpm. Estimate (a) discharge, (b) head, (c) 
pressure rise, and (d) brake horsepower of this pump for water at 60 °F and best efficiency. 


1 (a) In BG units take D — 11 — 1.75 ft and n — 150 – 25 г/5. А60 °Е, р оЁ water is 1.94 slugs/f?. The BEP 
parameters are known. from Fig. 20-11. The BEP discharge is thus Q* = Co.nD? — 0.115(25)(1.75 - 
15.4 ft?/s = 6920 gal/min. 
(b) Similarly, the BEP head is H* — C,-n^D^/g — 5.0(25)*(1.75)?/32.2 — 297 ft water. 
(c) Since we are not given elevation or velocity-head changes across the pump, we neglect them and 
estimate Ap ~ pgH — 1.94(32.2)(297) — 18 600 Ib/ft? — 129 Ib/in?. 
(d) Finally, the BEP power is P* = C,.pn°D* = 0.65(1.94)(25)°(1.75)°/550 = 588 hp. 


1.0 


0.9 


0.8 m 


— D = 38 in 
-T-- D-32in 


0.7 


0.6 





0 005 01 015 02 025 
Co Fig. 20-11 


20.49 — We want to build a pump from the family of Fig. 20-11, which delivers 3000 gal/min water at 1200 rpm at best 
efficiency. Estimate (a) the impeller diameter, (6).the maximum discharge, (c) the shutoff head, and (d) the 
NPSH at best efficiency. 


Е (a) 3000 gal/min = 6.68 ft?/s and 1200 rpm = 20 r/s. At BEP we have Q* — Co.nD? — 6.68 fP/s — 
(0.115)(20)D? or D = [6.68/0.115(20)]"? = 1.43 ft = 17.1 in. 
' (b) The max Q is related to Q* by a ratio of capacity coefficients: Qnax = O*Cg. max/Co+ = 

3000(0.23)/0.115 — 6000 gal/min. 

(c) From Fig. 20-11 we estimated the shutoff-head coefficient to be 6.0. Thus H(0) = C,,(0)n?D7/g = 
6.0(20)*(1.43y/32.2 — 152 ft. 

(d) Finally, the NPSH at BEP is approximately NPSH* - C sn’ D?/g = 0.37(20)7(1.43)?/32.2 = 9.4 ft. Since 
this is a small pump, it will be less efficient than the pumps in Fig. 20-11, probably about 82 percent 
maximum. 


20.50 — We want to use a centrifugal pump from the family of Fig. 20-11 to deliver 100 000 gal/min of water at 60 °F 
with a head of 25 ft. What should be (a) the pump size and speed and (b) brake horsepower assuming operation 
at best efficiency? 


1 (a) Enter the known head and discharge into the BEP parameters: H* = 25 ft = C,,-n’D?/g = 5.0n?D?/32.2, 
Q* = 100 000 gal/min = 222.8 ft*/s = Co-nD? = 0.115nD°. The two unknowns are n and D. Solve 
simultaneously for D = 12.4 ft, n = 1.03 r/s = 62 rpm. 


20.51 


20.52 


20.53 
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(b) The most efficient horsepower is, then, bhp* ~ C,.pn°D* = 0.65(1.94)(1.03)°(12.4)°/550 = 734 hp. 
The solution to this problem is mathematically correct but results in a grotesque pump: an impeller more than 
12 ft in diameter, rotating so slowly one can visualize oxen walking in a circle turning the shaft. 


We want to use the 32-in pump of Fig. 20-10 at 1170 rpm to pump water at 60 °F from one reservoir to another 
120 ft higher through 1500 ft of 16-in-ID pipe with friction factor f — 0.030. (a) What will the operating point 
and efficiency be? (b) To what speed should the pump be changed to operate the BEP? 


І (a) For reservoirs the initial and final velocities are zero; thus the system head is H, — z; — z, 
(V?^/2g)(fL/D) = 120 + (V?/2g)[0.030(1500)/%$]. From continuity in the pipe, V = Q/A = Q/[42(i8)'], 
and so we substitute for V above to get 


H, = 120 + 0.2690? = Qin ft?/s (1) 
Since Fig. 20-10 uses thousands of gallons per minute for the abscissa, we convert Q in Eq. (1) to this 
unit: 
Н, = 120 + 1.33502 Q in 10 gal/min (2) 


We can plot Eq. (2) on Fig. 20-10 and see where it intersects the 32-in pump-head curve, as in Fig. 
20-12. A graphical solution gives approximately H ~ 430 ft, Q ~ 15 000 gal/min. The efficiency is about 
82 percent, slightly off design. 

An analytic solution is possible if we fit the pump-head curve to a parabola, which is very accurate: 


Нр = 490 – 0.2602 Q in 10 gal/min (3) 


Equations (2) and (3) must match at the operating point: 490 — 0.26Q? = 120 + 1.335Q? or 
О? = (490 — 120)/(0.26 + 1.335) = 232, Q@ = 15.2 x 10° gal/min = 15 200 gal/min; H = 490 — 
0.26(15.2)* = 430 ft. 

(b) To move the operating point to BEP, we change n, which changes both Q «n and H « n?. From Fig. 
20-10, at BEP, H* - 386 ft; thus for any n, H* = 386(n/1170)’. Also read Q* ~ 20 x 10° gal/min; thus 
for any n, Q* — 20(n/1170). Match Н“ ќо the system characteristics, Eq. (2), H* = 386(n/1170)* = 
120 + 1.335[20(n/1170)]’, which gives n* <0. Thus it is impossible to operate at maximum efficiency 
with this particular system and pump. 






Operating 
point 


15,000 gal/min 9 Fig. 20-12 


Investigate extending Prob. 20.51 by using two 32-in pumps in parallel to deliver more flow. Is this efficient? 


1 Since the pumps are identical, each delivers 1Q at the same 1170 rpm speed. The system curve is the same, 
and tbe balance-of-head relation becomes H = 490 — 0.26(3Q)? = 120 + 1.335Q? or Q? = (490 — 120)/(1.335 + 
0.065), Q = 16 300 gal/min. This is only 7 percent more than a single pump. Each pump delivers 

1Q — 8150 gal/min, for which the efficiency is only 60 percent. The total brake horsepower required is 3200, 
whereas a single pump used only 2000 bhp. 


Suppose the elevation change in Prob. 20.51 is raised from 120 to 500 ft, greater than a single 32-in pump can 
supply. Investigate using 32-in pumps in series at 1170 rpm. 


B Since the pumps are identical, the total head is twice as much and the constant 120 in the system-head curve 
is replaced by 500. The balance of heads becomes H - 2(490 — 0.260?) = 500 + 1.3350? ог Q? = (980 — 
500)/(1.335 -- 0.52), Q — 16.1 x 10? gal/min. The operating head is 500 -- 1.335(16.1)? — 846 ft, or 97 percent 
more than a single pump in Prob. 20.50. Each pump is operating at 16.1 x 10? gal/min, which from Fig. 20-10 is 
83 percent efficient, a pretty good match to the system. To pump at this operating point requires 4100 bhp, or 
about 2050 bhp for each pump. 
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A piston positive-displacement pump (PDP) has a 6-in diameter and a 2.5-in stroke. Its crankshaft rotates at 
300 rpm. Calculate its output at 100 percent volumetric efficiency. 


І Vaispiacea 7 [Ct)(8)^/4](33) — 0.04091 fe Q — (0.04091)(300) = 12.27 ft?/min 


If the PDP of Prob. 20.54 delivers water against a total head of 24 ft, what horsepower is required at 7296 
efficiency? 


І Р = OYE, = (12.27/60)(62.4)(24) = 306.3 it-Ib/s Prequirea = (306.3/550)/0.72 = 0.77 hp 


A pump delivers 1.6 m?/min of water at 20 *C against a pressure rise of 287 kPa. Kinetic- and potential-energy 
changes are negligible. If the driving motor supplies 10 kW, what is the overall efficiency? 


І Р = ОүЕ, = Ар О = (287)(1.6/60) = 7.65 КМ • т/ѕ= 7.65 МУ 1 = 7.65/10 — 0.765 


A 26-hp pump delivers 475 gpm of gasoline (y = 42.5 lb/ft) at 20°C with 78% efficiency. What head and 
pressure rise result across the pump? 


i Pura 7 QyE I1 (26)(550) = [(475)(0.002228)](42.5)(Е,)/0.78 ^ E, —248 ft 
Ap — yE, = (42.5)(248) = 10540 Ib/ft? or 73.2 Ib/in? 


A sump pump turning at 1600 rpm provides a discharge of 9 gpm against a head of 18 ft. Compute the minimum 
power input. 


й N,=NQ°*/H°-” = (1600)(9)"°/18°7> = 549. From Fig. A-41, tax = 0.32. Prin = QyH/ nsu = 
[(9)(0.002228)](62.4)(18)/0.32 = 70.4 ft-Ib/s, or 0.128 hp. 


A model pump delivering water at 180?F at 900 gpm and 2500 rpm begins to cavitate when the inlet pressure 
and velocity are 13 psia and 22 fps. Find the required NPSH of a prototype which is 4 times larger and runs at 
1100 rpm. 


І М№РЅН = (р; –р,)/у + V?/2g МРН, „а. = [(13)(144) — 1086]/60.6 + 22?/[(2)(32.2)] = 20.49 ft 
NPSH proto = (NPSH, 4) (N,/N, )(D,/D,,.)' — (20.49) (399 (4* — 63.5 ft. 


Determine the specific speed of the pump whose operating characteristics are shown in Fig. 20—13. If this pump 
were operated at 1200 rpm, what head and discharge would be developed at rated capacity, and what power 
would be required? 


B N.- NQ?^/H*^. At its rated capacity of 700 gpm, this pump develops 120 ft of head when operating at 
1450 rpm. Thus N, — (1450)(700)^?/120"5 = 1058. If the efficiency remains constant with the speed change, at 
1200 грт, О - (129)(700) - 579 gpm, H = (13%)?(120) = 82.2 ft, P — (129) (26) — 14.7 hp. 
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A mixed-flow centrifugal pump (N, = 400, о, = 0.30) is to develop 50 ft of head. Find the maximum permissible 
suction lift on the pump if the pump is at sea level and the water is at 80°F. 
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I Neglecting head loss between reservoir and pump, Z, ~ (Paum/Y — p./ y) - NPSH, NPSH = o,h = 
(0.30)(50) — 15.0 ft, z, = [(14.7)(144)/62.4 — 73.5/62.4] — 15.0 = 17.7 ft. 


A centrifugal pump (efficiency 79%) driven by an electric motor (efficiency 88%) lifts water through a total 
height of 135 ft from reservoir to discharge. Pumping is through 977 ft of 3-in-diameter pipe at the rate of 
290 gpm. If f = 0.025 and electricity costs $7 per megawatt-hour, find the cost of pumping one million gallons. 


І Q = (290)(0.002228) = 0.6461 ft?/s У = О/А = 0.6461/[(2)(5)2/4] = 13.16 #/5 
hy = (f)(L/D)(V?/2g) = (0.025)[977/(4)]{13. 167/[(2)(32.2)]} = 262.7 ft Е, = 135 + 262.7 = 397.7 ft 
Pro = QYE, — (0.6461)(62.4)(397.7) — 16 034 ft-Ib/s 2 21.74 kW 
Poor 7 21.74/[(0.79)(0.88)] = 31.27 kW = 0.03127 MW 


10° gal 
290 x 60 gal/h 


$7 
1MWh 





Cost to pump 1 000 000 gallons — ( )(00з127 mw)( ) = $12.59 


A model of a mixed-flow water pump has been tested in the laboratory to give performance curves as is shown 
in Fig. 20-14. What would be the total head AH delivered by a prototype pump with an impeller size of 1.2m 
operating at a speed of 1750 rpm and delivering 1.300 m?/s flow? What is its mechanical efficiency? Consider 
that dynamic similarity can be achieved between model flow and prototype flow. 


B We first compute the flow coefficient for the prototype flow: (Q/ND?), — 1.300/([(1750)(22)/60](1.2)) — 
0.00411. Examining Fig. 20-14 we see that the efficiency for this operating point is about 75 percent for the 
prototype. Also note that the head coefficient is about 0.17. Therefore we have for the head AH of the 
prototype (g AH)/N?D? — 0.17, AH — (0.17/9.81)[1750(2z:/60)P (1.2?) — 838 m. 


Head coefficient Efficiency 


gAH/N 2p? 


0 ercent 
e, 
0 p 
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vas flow coefficient 


ND Fig. 20-14 


A centrifugal blower compresses 1.4 lbm/s of air at a temperature of 60°F and a pressure of 13.00 psia to a 
pressure of 14.50 psia. The impeller runs at 3500 rpm. The exit area of the blower is 0.14 ft? and the inlet area is 
0.4 ft”. How much power is needed to run the blower at 80% efficiency? 


І (ау, Га). = 10% ш Vi/2 + C, T[(p;/p.)- ^ = 1] 


Evaluate the two velocities: 


pı=pıRT, р. = (13)(144)/[(53.3)(g)(520)] — 0.002098 slug/ft? pil pa 7 (pilp;) ^ 
р» = (0.002098)(14.5/13)'/-^ — 0.002268 slug/ft? 


т = (1.4/2) = p2(V2)tneoA2 1.4/р -- (0.002268)(У.) һео(0.14) (V2) neo = 136.93 ft/s 
Also m = 1.4/g = p,V, A, — (0.002098)(V,)(0.4), V, =51.81 ft/s. Consequently, 
(dW, / dt) neo = {[(136.93? — 51.817)/2] + (0.24)(778)(g)(520)[(14.5/13)°“" 4 — 1]}(1.4/2)/550 = 8.47 hp 
(dW, / dt) act = 8.47/0.80 = 10.59 hp 
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20.65 In Prob. 20.64, if the impeller has an outside radius of 9 in and is 1.6 in wide, what should the blade angle f); be 


at exit? 
I (AW, /dt) neo = (orzm)[(U,)2 + (V,)2 cot B2] 
(8.47)(550) — [(3500)(27)/ (60)](2)(1.4/g) (((3500)(227)/60] (55) + (V,)2 cot B2} (1) 
Writing the continuity equation as m = p,(V,).(27r,)(b) and taking p; from Prob. 20.64, we find 
1.4/g = (0.002268)(V,).(2)(%)(1.6/12) (V,)2 = 30.51 ft/s 


Now Eq. (1) is solved to give B, = 14.86°. 


20.66 An air compressor has a mass flow of 0.7 kg/s, taking the fluid from a pressure of 100 kPa at the inlet to 
101.67 kPa at the outlet. The inlet temperature is 15 °C. The exit angle f, is 160°. The inlet area is 8000 mm? 
and the exit area is 7000 mm^. Determine the speed of the compressor, if the diameter of the rotor is 175 mm, 
the width of the impeller is 80 mm, and the compressor efficiency is 7 = 0.80. Base your calculation on actual, 
not theoretical, torque. 


i dW, [dt = {[(Va)eneo — Vil/2 - c, T [(pz/p))* ^ — 1]) m/m 
From the continuity equation, p,(V;)mneoA2 = 0.7 kg/s, У, = 0.7/[(1.2244)(7000 x 1075)] — 81.7 m/s; hence, 
dW, [dt — ([(81.77 — 71.5?)/2] - (1003)(288)[(101.67/100)"*^-* — 1](0.7)/0.80 = 1883 N + m/s 
Now, dW, /dt = T,w = r,m[(U,)2 + (V,)2 cot B2]@, or 
1883 = (0.175/2)(0.7)[(w)(0.175/2) + (V,)2 cot 160°]w (1) 


By the continuity equation, (1.2244)(V,,)[(a)(0.175)](0.08) = 0.7, or (V,)2 = 13.00 m/s. Then (1) gives: 
0? – 408.20 – 3.513 х 10° = 0, о = [408.2 + 408.2? + (4)(3.518 x 10°)(1)]/(2)(1) = 831 rad/s = 7935 rpm. 


20.67 A performance chart is shown in Fig. 20-15 for a 3000-rpm blower from a bulletin of the Buffalo Forge Co. For 
a 21-in wheel having a flow of 3000 ft?/min, what is the efficiency and the required torque? The exit diameter is 
8in and the entrance diameter is 16in. At the entrance p = 14.7 lb/in’ and T = 70 °F. The capacity is given at 
the exit pressure. Note: The upper curves apply to the left ordinate and the lower curves apply to the right 
ordinate. 


B From the chart: 


hp =21 . 
PM — 24.4 inH;O = (24.4)(62.4)/12 = 126.9 psf 


P2= (14.7)(144) + 126.9 = 2244 psf =m = p,Q = [(0.002378)(33$)'*](AR®) = 0.1228 slug/s 
V, = Q/A, 7 CO) [ny /4] — 143.2 ft/s 

Now get V,. 

р МА = № — 0.1228 slug/s (0.002378)(V.)( x) (1$)^/4 — 0.1228 V, — 36.98 ft/s 

аи, [ат = ((V2/2) — (V1/2)] * c, Ti[G/pi)* * — 1] 
dW, [dt = (dW, |dm)rh — (0.1228) ([(143.2*/2) — (36.987/2)] 
-- (0.24)(778)(g)(460 -- 70)[(3235)€-*- "-* — 11/550 — 11.49 hp 
e — [Q1 — 11.49)/21](100) — 45.3% T = (11.49)(550)/[3000(22 /60)] = 20.12 ft-Ib 
20.68 A centrifugal pump in a horizontal pipe drives 213 gal/min of water from an entrance pressure p, = 13 psia. 

Pump data are: inside radius of impeller is 3 in; outside radius of impeller is 0.8 ft; pump outputs 25 hp running 


at 1650 rpm; pump efficiency is 80%; width b of the vanes is 2 in. Determine the exit pressure p,. Take 
p — 1.938 slug/fC for water. 


Static pressure, inches of water 
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Fig. 20-15 (Courtesy Buffalo Forge Company. Reprinted with permission.) 


I First, find the blade angle from T, = (theoretical power)/@ = r,m[(U,). + (V,)2 cot Ba]: 
(25/0.80)(550)/[(1650) (22:)/60]) — (0.8)((213)(231)/(1728)(60)](1.938)([(1650)(22:)/60](0.8) 
+ {[(213)(231)/(1728)(60)]/[(22)(0.8)(3)]} cot B2) 
В» = 169.42 
Next compute the exit velocity: 
(Va)rer Sin (2 — Bo) =(Vi)2 (0), = {[013)(231)/(1728)(60)]/[27(0.8)(1)])/5іһ (180° — 169.4°)] = 3.079 ft/s 
and, from the law of cosines, 


Уз = (U,)2 + (Vier2 — 2(U,)(Vier)2 соз(л- В.) 
= {[(1650)(22)/60](0.8)}? + 3.079? — (2){[(1650)(27)/60](0.8)} (3.079 cos 10.6°) = 18 280 ft/s” 


Since the entrance velocity is V, = [(213)(231)/(1728)(60)]/[(22)(2)(2)] = 1.813 ft/s, we can now write 


. 25 .FAQ?) A 18280—1.813 A 
theoretical power — (Eeo = „|2 + =r] = eDay 7A ыз A 


Solving, Ap = 18507 psf — 129 psi and p; — 13 + 129 = 142 psi. 


20.69 A centrifugal pump moves 9.0 L/s of water from a pressure of 90 kPa to a pressure of 520 kPa. The section inlet 


has a diameter of 50 mm and the discharge has a diameter of 40 mm. What power is required if there is an 
efficiency of 65 percent and the discharge pipe is 0.3 m above the inlet pipe? 
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I (aW, /dt)neo = MEC neo — Vil/2} + (p2— pi)/p + 8(22— 21) m = (0.0090)(1000) = 9 kg/s 
И = ОЈА, = 0.0090/[(2)(0.050)/4] = 4.584 п/5 У, = О/А, = 0.0090/[(2)(0.040)2/4] = 7.162 m/s 
ам, [4 = (9) [07.1622 – 4.5842)/2] + [(520 — 90)/1000] x 10° + 9.81(0.3)} = 4033 W 
P = 4033/0.65 = 6.20 kW 


20.70 Shown in Fig. 20-16 are performance curves as found in a Buffalo Forge Co. bulletin for multistage centrifugal 
pumps. The number designations 2 x 3, 4 X 4, etc., give the exit and the inlet diameters, respectively. For a 


2 X 3 (four-stage) pump operating at 25 hp with a flow Q of 80 gal/min of water, compute the efficiency. What is 
the total required torque on the four rotors? 


. M AH(output) 2 540ft — AH(input) — [(hp)(550)/Qv] — (25)(550)/ ([(80)(231)/(1728)(60)]62.4) — 1236 tt 
n = 7335(100) = 44 percent — Torque — (25)(550)/ (3500)(2л)/ 60] = 37.5 ft-lb 
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Fig. 20-16 (Courtesy Buffalo Forge Company. Reprinted with permission.) 


Using Fig. 20-16, select a centrifugal pump to move 120 gal/min of water from tank A to tank B in Fig. 20-17. 
The inlet and outlet pipes are steel. Neglect head loss for the short inlet piping. Water is at 60 °F. 


I Use the first law for pump and 2-in outlet pipe. 


(1/g)(dW, /dm) + (03/28) * (p. y) +0 = (V3/2g) + (pal y) + 390 + [(h1)/8] (1) 
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_ For p, (gage pressure) apply Bernoulli’s equation between free surface of tank A and pump inlet: 
(Vi,/2g) + (Pam/ ¥) + 1 = (Vi/2g) + (pi/Y) (2) 
V, = [(120)(231)/(1728)(60)]/[(22)(3?)/(4)(144)] = 5.447 ft/s pp, /y = 1 — (5.4477/2g) = 0.539 ft 
У, = [(120)(231)/(1728)(60)]/[(2)(2?)/(4)(144)] = 12.25 ft/s = Nz = (12.25)(%)/(1.217 x 107°) = 1.398 x 10° 
e/D = 0.00015/(%) = 0.0009 — f —0.021 h, =f (L/d)(V7/2) = (0.021)(390/2)(12.257/2) = 3687 ft 
Now substitute in Eq. (1): 
(1/g)(dW, /dm) + (5.447°/2g) + 0.539 = (12.257/2g) + [(y)(20)/7] + 390 + (3687/g) = 527 ft 

Use 2 X 3(four-stage) 30-hp pump. 


~D =2in 





390 ft 





Fig. 20-17 


20.72 A pump impeller, 12 in in diameter, discharges 5.25 cfs when running at 1200 rpm. The blade angle В, іѕ 160° 
and the exit area A; is 0.25 ft^. Assuming losses of 2.8(v2/2g) and 0. 38(V4/28), compute the efficiency of the 
pump (exit area A, is measured normal to v2). 


I The absolute and relative velocities at exit must be calculated first. Velocities и, апі у, аге и, = љ0 = 
(5)(2л) (1209) = 62.8 ft/s, va = Q/A = 5.25/0.25 = 21.0 ft/s. 

From the vector diagram shown in Fig. 20-18, the value of the absolute velocity at exit is V, = 43.7 ft/s. Head 
furnished by impeller, H’ = (u3/2g) — (v3/2g) + (V3/2g) = [(62.8)"/2g] — [(21.0)?/22] 4- [(43.7)?/28] = 84.0 ft. 
Head delivered to water, H = H’ — losses — 84.0 — (2.8[(21.0)?/2g] 4- 0.38[(43.7)//2g]) = 53.6 ft. 

Efficiency e — H/H' — 53.6/84.0 — 63.8 percent. The value of H' might have been calculated by means of the 
commonly used expression H’ -— (u;/g)(u; * v2 cos B,) = (62.8/g)[62.8 + 21.0(—0.940)] = 84.0 ft. 





Fig. 20-18 


20.73 A 6-in pump delivers 1300 gpm against a head of 90 ft when rotating at 1750 rpm. The head-discharge and 
efficiency curves are shown in Fig. 20-19. For a geometrically similar 8-in pump running at 1450 rpm and 
delivering 1800 gpm, determine (a) the probable head developed by the 8-in pump. (6) Assuming a similar 
efficiency curve for the 8-in pump, what power would be required to drive the pump at the 1800-gpm rate? 


1 (а) The homologous pumps will have identical characteristics at corresponding flows. Choose several rates 
of flow for the 6-in pump and read off the corresponding heads. Calculate the values of Q and H so that 
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a curve for the 8-in pump can be plotted. One such calculation is detailed below and a table of values 
established by similar determinations. 
Using the given 1300 gpm and the 90-ft head, we obtain from the speed relation H; — 
(D4/ D (NM NS Hs — ($5 (835) H, — 1.22Н = 1. 22(90) = 109.8 ft. From the flow relation, Q/D?N - 
constant, we obtain Q, — (D/ D (N/ Ns)Q, — ($5 (1536) Os = 1.9645 = 1.964(1300) = 2550 gpm. 
Additional values, which have been plotted as the dashed line in Fig. 20-19, are as follows: 


For 6-in pump at 1750 rpm For 8-in pump at 1450 rpm 
0 0 0 













From the head-discharge curve, for Q — 1800 gpm the head is 130 ft. 


(b) The efficiency of the 8-in pump would probably be somewhat higher than that of the 6-in pump at 
comparable rates of flow. For this case, the assumption is that the efficiency curves are the same at 
comparable rates of flow. The table above lists the values for the flows indicated. The figure gives the 
efficiency curve for the 8-in pump and, for the 1800 gpm flow, the value is 67 percent. Then 
P — yQH/550e — 62.4[1800/(60)(7.48)](130)/[550(0.67)] — 88.3 horsepower required. 
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In order to predict the behavior of a small oil pump, tests are to be made on a model using air. The oil pump is 
to be driven by a 35-hp motor at 1800 rpm and a }-hp motor is available to drive the air pump at 600 rpm. Using 
the s.g. of oil at 0.912 and the density of air constant at 0.00238 slug/ft®, what size model should be built? 


B. Using the power relation, we obtain prototype [P/(pD*N*)] = model[P/ (pD?N?)]. Then 


35/ [0.912(62.4/32. 2)D$(1800)°] = = 1/[0.00238D5,(600)^] and D,,/ D, — '?. The model should be 10 times as large 
as the oil pump. 


20.75 


20.76 


20.79 
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What is the power ratio of a pump and its 1 scale model if the ratio of the heads is 4 to 1? 


I For geometrically similar pumps, P/(D?H*”) for pump = P/(D?H®”) for model. Then P,/[(5D)°(4H)*”] = 
P,/(D?H*?) and P, — 25(4)?P,, — 200P,,. 


Determine the thrust coefficient of a propeller which is 4 in in diameter, revolves at 1800 rpm, and develops a 
thrust of 2.50 Ib in fresh water. 


f Thrust coefficient = F/(@N*D*) — 2.50/[1.94( 89) ($5)^] — 0.116. The coefficient is dimensionless when F is in 
pounds, N in revolutions/per second, and D in feet. 


The power and thrust coefficients of an 8-ft-diameter propeller moving forward at 100 ft/s at a rotational speed 
of 2400 rpm are 0.068 and 0.095, respectively. (a) Determine the power requirement and thrust in air 

(p — 0.00237 slug/ft^). (b) If the advance-diameter ratio for maximum efficiency is 0.70, what is the air speed for 
the maximum efficiency? 


1 (а) Power P 2 C, pN?D? in ft-Ib/s — [0.068(0.00237) (2562) (8)5|/550 — 615 horsepower. 
Thrust F — C: oN?D* inlb — 0.095(0.00237) 229 (8)* — 1476 Ib. 
(b) Since V/ND = 0.70, У = 0.70(250)(8) = 224 ft/s. 
Ап airplane flies at 180 mph in still air, y = 0.0750 Ib/ft®. The propeller is 5.5 ft in diameter and the velocity of 
the air through the propeller is 320 ft/s. Determine (a) the slipstream velocity, (b) the thrust, (c) the 


horsepower input, (d) the horsepower output, (e) the efficiency, and (f) the pressure difference across the 
propeller. 


1 (а) V -4(V, V2) 320 = 2[180(280) + Vi] У, = 376 #/ѕ (relative to fuselage) 
(b) Thrust F = (y/g)Q(V, — V.) — (0.0750/32.2)[12(5.5)(320)](376 — 264) — 1983 Ib 
(c) Power input P, = FV /550 = 1983(320)/550 = 1154 hp 
(d) Power output Р» = FV,/550 — 1983(264)/550 — 952 hp 
(e) Efficiency e = #4 = 82.5 percent or e =2V,/(V, + V,) = 2(264)/(376 + 264) = 82.5 percent. 


(f) Pressure difference = (thrust F)/[area (4D7)] = 1983/[42(5.5)] = 83.5 psf or pressure difference = 
(0.0750/32.2){[(376)? — (264)°]/2} = 83.5 psf. 


Water is being pumped from the lower reservoir to the upper reservoir, as shown in Fig. 20-20. Find the pump 
horsepower required, assuming 75 percent pump efficiency. Neglect minor losses. 


MB opi/y + Vi/2g +z, + E, =po/y + V3/2g + 2 +h,. From Fig. A-13, with Q = 23 cfs and D = 24 in, h, = 
0.0076 ft/ft. 


h, = hy = (0.0076)(3600) = 27.36 ft 0+0+497.5+ E,=0+0+ 132.0 + 27.36 
E, = 61.86 ft Р = ОуЕ,/550 = (23)(62.4)(61.86)/550 = 161 hp 


Elev. 132.0 ft 





Q = 23.0 ft?/s 


D=24in 
Pipe 4 L = 3600 ft 
С = 120 Fig. 20-20 
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20.80 Water is being pumped from a reservoir to the top of a hill, where it is discharged, as shown in Fig. 20-21. The 
pump, which is 70 percent efficient, is rated at 150 kW. Find the flow rate at which water is being discharged 
from the pipe. Neglect minor losses. 


1 piv Vig t zn E, = poly + Vi/2g + 22+ hi E, = P/Qy = (150)(0.78)/[(Q)(9.79)] = 10.725/Q 
V=Q/A  V—-Q/[(x)(0.500)/4]-5.008Q — hh, = hy = (f )(L/D)(V?/2g) 


Assume f = 0.018. л, = (0.018)[975/0.500]{(5.093Q)*/[(2)(9.807)]} = 46.42Q7, 0+ 0+ 111.0 + 10.725/0 =0+ 
(5.093Q)?/[(2)(9.807)] + 150.2 + 46.4207, Q@ = 0.254 m?/s_ (by trial and error). This solution was based on the 
assumed value of f of 0.018. However, the value of f is dependent on the Reynolds number and relative 
roughness. Therefore a new value of f should be determined based on the computed value of Q of 0.254 m/s. 


€/ D — 0.00030/0. 500 — 0.00060 V = Q/A =0.254/[(2)(0.500)7/4] = 1.294 m/s 
Nr = РУ {у = (0.500)(1.294)/(1.02 x 107°) = 6.34 x 10° 
From Fig. A-5, f = 0.018. Hence, the computed flow rate of 0.254 m?/s is correct. 







sszz Elev. 150.2 m 
Elev. 111.0 m 
Pump | D = 500 mm 
Pipe < L =975 m 
e = 0.00030 m 


Fig. 20-21 


20.81 Oil with a specific gravity of 0.87 is being pumped from a lower reservoir to an elevated tank as shown in Fig. 
20-22. The pump in the system is 78 percent efficient and is rated at 185 kW. Determine the flow rate of the oil 
in the pipe if the total head loss from point 1 to point 2 is 12 m of oil. 


І риу +0128 +2 + Е, =р,/ү + 02/28 +2 +һ р/ү-р/у-9/2-0 2, = 150 т 
р= ОүЕ, (0.78)(185) = (0)[00.87)09.79)(Е,) Е, =16.94/0 
vi/2g —- (Q/AY'/2g — (Q/[(x)(0.160)?/4]?/[(2)(9.807)] — 126.120? 
z,=200m h,=12m | 0+0 + 150 + 16.94/О = 0+ 126.120? + 200 + 12 126.120? – 16.94/0 62-0 


By trial and error solution, Q - 0.244 m/s. 


Elev. 200 m 









200-mm-diameter pipe 
160-mm-diameter pipe 


— — lev. 150 m 


Fig. 20-22 


20.82 For the conditions given in Prob. 20-80, find the flow rate at which water is being discharged from the pipe using 
the computer program written for Prob. 9.295. 


20.83 
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1 INPUT 


IUUOW— ——— ——— MÀ 
1SAMPLE ANALYSIS QF INC@MPRESSIBLE FLOW ` 
1.0 111.0 150.2 105.0 


500.0 975.0 .00000102 .00030 9.79 
WATER (RØUGHNESS = 0.300 MM) 


SAMPLE ANALYSIS OF INCOMPRESSIBLE FLOW 


1 OUTPUT 


GIVEN DATA FOR A CIRCULAR CLOSED CONDUIT CARRYING INCOMPRESSIBLE FLOW 


PRESSURE AT POINT 1 = 0.0 КРА 
PRESSURE AT POINT 2 = 0.0 KPA 
ELEVATION AT POINT 1 = 111.0 M 


ELEVATION AT POINT 2 = 150.2 M 

ACTUAL ENERGY ADDED BETWEEN POINTS 1 AND 2 5105.0 KW 
ACTUAL ENERGY REMOVED BETWEEN POINTS 1 AND 2 = 0.0 KW 
MINOR HEAD LOSSES BETWEEN POINTS 1 AND 2 = 0.0M 
DIAMETER OF CONDUIT = 500.0 MM 

LENGTH OF CONDUIT = 975.0 M 

FLUID FLOWING IS WATER 


CONDUIT MATERIAL IS (ROUGHNESS = 0.300 MM) 


THE FLOW RATE WILL BE 0.254 CU M/S 
VELOCITY AT POINT 1 = 0.00 M/S 
VELOCITY AT POINT 2 = 1.29 M/S 


A pump draws water from a reservoir and then discharges it to an elevated tank, as shown in Fig. 20-23. The 
pipe’s ends are squared-cornered (i.e., sharp-edged). There are two 90° bends as shown. The pipe roughness (€) 
is 0.0084 ft and C is 120. If the rate of flow is 8.0 ft?/s and the efficiency of the pump is 75 percent, determine the 
required horsepower of the pump. Consider both friction and minor losses. 


І piv t 0128 +2, + Е, = р/у + 03/28 +2, + №, рҮ = рҮ = 02/28 = 02/28 = 0 
z, = 10 ft z,= 120ft hL=h, +h, 
For the 12-in pipe with Q = 8 cfs, (h,)12 = 0.032 ft/ft. For the 10-in pipe with О = 8 cfs, (A), — 0.074 ft/ft. 
h; = (0.032)(40) + (0.074)(200) = 16.08 ft — hh; 2h, h, — h-Kvi/2g  K. =0.45 
Yi2 = Q/A =8.0/[(x)(1.0)}?/4] = 10.19 ft/s А, = (0.45)(10.19)?/[(2)(32.2)] = 0.73 ft 
hy = K,vio/2g %9о- О/А-8.0/((л)(0.833)2/4| - 14.68 Н/5 
With e/D — 0.0084/(19) — 0.101 and R/D = 39 22.0, K, = 0.6. 
hy = (0.6)(14.68)?/[(2)(32.2)]=2.01 ft h,=K,v%/2g К, =1.0 
he = (1.0)(14.68)?/[(2)(32.2)] =3.35 ft hm = 0.73 + (2)(2.01) + 3.35 = 8.10 ft 
hı =h; + h, = 16.08 + 8.10 = 24.18 ft 0+0+10+ E, =0+0 + 120 + 24.18 E, = 134.18 ft 
Р = ОҮЕ, = (8.0)(62.4)(134. 18) = 66 983 ft-Ib/s Required horsepower = 66 983/[(550)(0.75)] = 162 hp 
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. 20-in-bend radius 


120 ft 


200 ft of 10-in-diameter pipe 








4 20-in-bend radius 

40 ft of 12-in-diameter pipe Fig. 20-23 
20.84 Oil with a specific gravity of 0.86 is being pumped from a reservoir as shown in Fig. 20-24. The pressures at ; 
points 1 and 2 are —4.0 psi and 43.0 psi, respectively. The rate of flow in the pipe is 0.50 ft?/s. The pump is rated 
at 8hp. Determine the efficiency of the pump. Neglect energy losses in the system. 


І ру +11128 +2 +Е., =р,Їу+20 128 + 2+1 р.у = (—4)(144)/[(0.86)(62.4)] = –10.73 
vi/2g =v3/24g  z-h,-20  p;ly-(43)144)/[(0.86)(62.4)] — 115.38 ft 
2=3ft —10.73 + E, = 115.38 +3 E, = 129.11 ft 
Р = QyE, = (0.50)[(0.86)(62.4)](129. 11) = 3464 ft-lb/s = 38 = 6.30 hp 
Efficiency of pump = (6.30/8)(100) = 78.8 percent 


2-in-diameter pipe 
Fig. 20-24 
A pump circulates water at the rate of 1900 gpm in a closed circuit holding 9000 gal. The total pump head is 


290 ft and the pump efficiency is 0.89. Assuming the bearing friction to be negligible and the system to be 
adiabatic, find the rate of temperature rise in the water. [For water, c — 25 000 ft-Ib/(slug-F").] 


I By the first law mc(AT/At) = QyH/n, or 
AT QvH  [(1900)(0.002228)(62.4)(290) 


Ағ тсң [(9000/7.48)(1.94)](25 000)(0. 89) 





— 0.00147 F?/s 
or 5.3 F°/h. 


20.86 The pump in Fig. 20-25 delivers water at 3 ft?/s to a machine at section 2, which is 20 ft higher than the reservoir 


surface. The losses between 1 and 2 are given by hy = KV3/2g, where K = 7.5 is a dimensionless loss coefficient. 
Find the power required to drive the pump if it is 80 percent efficient. 
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I The flow is steady except for the slow decrease in reservoir depth, which we neglect, taking V, ^0. We can 
compute V, from the given flow rate and diameter: V, 2 Q/A; 2 3/[(z/4)(35Y] — 61.1 ft/s. Because of the solid 
walls and one-dimensional ports, the viscous work is zero. (pi/pg) + (Vi/2g) + 21 = (p2/pg) + (V2/2g) + 22+ 
h, + hy. With V, = z,=0 and h, = KV2/2g, we can solve for 


h, = [(p1 — p2)/ p8] — z2 — (1 + K)(V3/2g) (1) 
The pressures must be in pounds per square foot for consistent units, with pg = 62.4 lb/ft for water. 
Introducing numerical values, we have 


h, — (14.7 — 10)(144)/62.4] — 20 — [(4 4-7.5)(61.1)/2(32.2)] — — 502 ft 22 (2) 


The pump head is negative, indicating work done on the fluid. The power delivered is P = mw, = pQgh, = 
(1.94)(3)(32.2)(—502) = —94 100 ft-Ib/s, hp = 94 100/550 = 171 hp. The input power thus required to drive the 
80 percent efficient pump is Pinpu: = P/efficiency = 171/0.8 = 214 hp. 







— » Machine 
pi 7 14.7 lb/in? abs 


D; =3in 
2 = 20 ft 
р» = 10 lb/in? 


h, (negative) Fig. 20-25 


For the pump of Fig. 20-26, total friction head loss is 6m. If the pump delivers 40 kW of power to the water, 
determine the exit velocity V, and the flow rate Q. 
i ply t Vil2g & z * E, poly € Vig cz; th, 0+0+0+ E, =0 + V2/[(2)(9.807)] +3+6 
Е, = 0.05098V2 + 9 
Also, P = QyE,, Q = AV =[(x)(0.050)?/4](V.) = 0.001964V,, (40)(1000) = (0.001964V, )[(9.79)(1000)](E,), 


E, = 2080/V,. Equating expressions for E,, 0.05098V2 + 9 = 2080/V., V. =32.7 m/s (by trial and error); 
Q = (0.001964)(32.7) = 0.0642 m?/s, or 64.2 L/s. 


р = 12Огпгп D, » 50mm 





Fig. 20-26 Fig. 20-27 


A fireboat pump draws sea water (s.g. — 1.025) from à 9-in submerged pipe and discharges it as 130 fps through 
a 3-in nozzle, as in Fig. 20-27. Total head loss is 9 ft. If the pump is 72 percent efficient, how much horsepower 
is required to drive it? 


І P=QyE,/n Q=AV =[(x)(3)*/4](130) = 6.381 ft®/s 
Pily + Vi/2g + 2,4 E, =poly + Vi/2g ++ hy, 0+0+0+ Е, = 0 + 1302/((2)(32.2)|+10+9 
E,=281.4ft Р = ((6.381)((1.025)(62.4))(281.4)/550)/0.72 = 290 hp ` 
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20.89 The pump in Fig. 20-28 discharges water at 30 L/s. Neglecting losses and elevation changes, what power is 


delivered to the water by the pump? 
f p,/y+V}/2g +z +E, =p:/Y + V}/28+z2+h, У, = ОЈА, = (30 х 1073)/[(л)(0.10)2/4] = 3.820 m/s 
V2 = 0.03/[(s)(0.04)?/4] = 23.87 m/s 
125/9.79 + 3.8207/[(2)(9.807)] + 0 + E, = 409/9.79 + 23.87°/[(2)(9.807)] + 0 +0 
E, =57.31m Р = QyE, = (30 X 107°)(9.79)(57.31) = 16.8 kW 





D,=4cm b, 710cm Fig. 20-28 


What is the flow for the system shown in Fig. 20-299? The pump has the characteristics shown in Fig. 20-29b. 
What is the power required? 


I Express the first law for thermodynamics for pipe interior as shown: 
(p./p) + (Vi/2) + gz, + Н = (р/р) + (У2/2) + 2+ ћ 
Bernoulii in left tank: Use gage pressures, [(35)(144)/1.94] + 36g = (p./p) + (V?/2) + 0: 
pilp = 3757 – V2/2 | 
Hydrostatics in right-hand tank: 
Pol p — (4/ p)((10)(144) + 11.3(62.4)] = 1106 
Substitute Eqs. (2) and (3) into Eq. (1): 
[3757 — (V?/2)] + gH = 1106 + (g)(45) +f (1345/2.00)(V?/2) + 2.3(V7/2) 


(1) 


(2) 


(3) 


(4) 


Assume Q, = 80 cfs. Then V, = 80/{(2/4)(2.00)"] = 25.5 ft/s, (Ne) = [(25.5)(2.00)/(0.1217 x 107*)] = 4.19 x 10%, 


f; 7 0.0118. Solve for H, in Eq. (4): H, — 76.1 ft. The point (1) for H, and Q, is above Q curve. We take asa 


second estimate Q; — 70, У, = 70/[(2/4)(2)2] = 22.28 6/5, (№), = (22.28)(2)/(0.1217 x 10^*) — 3.66 x 105, f, — 


0.0118, H, — 49.3 ft. New point is just below Q line. Third estimate can now be easily made: Q, = 71 cfs, 
V, = 71/((2/4)(?)| = 22.60 #/5, (№), = (22.60)(2)/(0.1217 х 107°) = 3.71 x 106, f = 0.0118, H, = 51.8 ft. We 


are close enough to the intersection so that we can say: Q = 71 cfs. The power needed for this operation is then 


Power — g(51.8)(1.938)(71)/((0.73)(550)] — 572 hp. 
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10!b/in? gage | 


p] 


Pipe is 2 ft commercial 


steel pipe 


v * 0.1217 X 107^ f?2/s 





gage 


Gr) 35 Ib/in? 


1ue24ed 'a 








Fig. 20-29 
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CHAPTER 21 
Turbines 


21.1 


212 





A radial-flow turbine has the following dimensions: r, — 1.6 ft, r, — 1.0 ft, and 6, = 80°. The width of the flow 
passage between the two sides of the turbine is 0.8 ft. At 300 rpm the flow rate through the turbine is 120 cfs. 
Find (a) the blade angle f£; such that the water exits from the turbine in the radial direction, (5) the torque 
exerted by the water on the runner and the horsepower thus developed, (c) the head utilized by the runner and 
the power resulting therefrom. Assume that water enters and leaves the blades smoothly. Assume the blades 
are so thin that they do not occupy any of the available flow area. 


I (a) At the outer periphery (7, = 1.6 ft): u, = wr, = (27 /60)(300)(1.6) = 50.3 fps. From continuity Q = 120 = 
2лғ(2)У, -2л(1.6)(0.8) У,), У, -120/8.04 -- 14.92 Ғрв - v, sin £, = v, sin 80°, v, = 14.92/(sin 80°) = 15.15 fps, 
v, cos 80° = (15.15)(0.1736) — 2.63 fps, V, cos &, =u, + v2 cos B, = 50.3 + 2.6 — 52.9 fps. (See Fig. 21-1a.) At the 
inner periphery (7, = 1.0 ft): u2 = wr, = (2% /60)(300)(1.0) = 31.4 fps, V,, = V, (r,/r.) = 14.92(1.6/1.0) = 23.9 fps. 
Because the water exits from the turbine in the radial direction, ал = 90° and V, = V,„. tan (180? — 87) 2 V;/u; 
23.9/31.4 — 0.760. Thus fl; — 180? — 37.2? — 142.8^, the required blade angle. (See Fig. 21-15.) 

(b) T = pQ(nV, cos a, — r, V, cos a;) — 1.94(120)[(1.6)(52.9 — 0)] — 19 700 ft-lb and power = Tw = 
19700(31.4) — 619 000 ft-Ib/s — 1125 hp. 

(с) А" = (u,V, cos à, — u; V; cos a;)/g — [50.3(52.9) — 0]/32.2 — 82.6 ft and power = уои" = 

(62.4)(120)(82.6) — 619 000 ft-Ib/s = 1125 hp. 


Further calculations indicate that the absolute velocity of the water changed from V, = 55.0 fps at entry to 
V, = 23.9 fps at exit while the velocity of the water relative to the blades changed from v, — 15.15 fps at entry to 
v; — 39.5 fps at exit. 


81 = 80° 





At outer periphery 


(a) 
ug = 31.4 fps 
a — 
B; 
At inner periphery 
r2= 1.0 ft Fig. 21-1 
(b) қ 


A 6-in-diameter pipe (f — 0.020) of length 1000 ft delivers water from a reservoir with a water-surface elevation 
of 500 ft to a nozzle at elevation 300 ft. The jet from the nozzle is used to drive a small impulse turbine. If the 
head loss through the nozzle can be expressed as 0.04 V7/2g, find the jet diameter that will result in maximum 
power in the jet. Neglect the head loss at entrance to the pipe from the reservoir. Evaluate the power in the jet. 


1 Energy equation: 500 x 0.02(1000/0.5)(V2/2g) — 0.04(V7/2g) — 300 -- (V2/2g). If we define the pipe 
diameter and velocity as D, and V, and the jet diameter and velocity as D; and V;, from continuity we get 
A,V, =A,V;, D;V, — = DV; 

‘Since the pipe diameter D, — 0.50 ft, 0.25V, = D?V; and V, = 4D7V,. Substituting this expression for V, in the 
energy equation gives 200 — (2l 2g)(1.04 640D^). 

Assuming different values for Dj, we can compute corresponding values of V, and Q, and then the jet power 
can be computed using pje = [vO(V2/2g)/ 550. The results are shown in the table on page 639. 

Thus a 2-in-diameter jet is the optimum; it will have about 30 hp. 

An alternative procedure for solving this problem is to set up an algebraic expression for the power of the jet, 
Pj, as a function of the jet diameter, D;, and differentiate Pj, with respect to D; and equate to zero to find the 
value of D, for which P., is a maximum. 
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A turbine is to operate at 400 rpm under a net head of 1320 ft. If a single 6-in-diameter water jet is used, find 
the specific speed of this machine assuming C, = 0.98, ¢ = 0.45, and 7 = 0.85. Find also the required pitch 
diameter of the wheel. 


i V = C,V2gh = 0.98V/(64.4)(1320) = 286 fps О = AV = (0.196)(286) = 56.0 cfs 
bhp = n(yQh/550) = 0.85[(62.4)(56)(1320)/550] = 7130 
N, = NVbhp/h° = 400V7130/(1320)" = 4.25 u = @V2gh = 0.45V(64.4)(1320) = 131.2 fps 
N — 400 rpm — u(60)/ xD — (131.2)(60)/ xD D — 626 ft — 75.2 in 


In lieu of the single impulse wheel of Prob. 21.3, suppose that three identical single-nozzle wheels are to be 
used, operating under the same head of 1320 ft. The total flow rate is to be 56.0 cfs. Determine the required 
specific speed of these turbines, their pitch diameter, the jet diameter, and the operating speed. Once again, 
assume C, — 0.98, $ — 0.45, and 7 — 0.85. 


i Q = = 18.7 cfs bhp = 232 = 2377 N, = NV2377/(1320°") = N(0.00613) 
N = 131.2(60)/2D = 2056/D 


From the two preceding expressions it is apparent that the required N, depends on the operating speed, as does 
D. Hence there are a number of possible answers. If we let the operating speed be 400 rpm (18-pole generator 
for 60-cycle electricity), N, = 400(0.00613) = 2.45, D — 45 — 6.26 ft — 75.2 in. Thus three N, = 2.45 wheels of 
pitch diameter 75 in operating at 400 rpm would suffice. These wheels would have relatively small buckets. At 
such a low specific speed the optimum efficiency of impulse wheels is usually less than 0.85. An alternative 
solution, for example, would be to use an operating speed of 600 rpm (12-pole generator for 60-cycle 
electricity). For this case, N, = (600)(0.00613) = 3.68, D = 238 = 4.18 ft = 50.1 in. Thus three N, = 3.68 wheels, 
of pitch diameter 50.1 in, operating at 600 rpm would suffice. 

Let us now determine the required jet diameter for these 50.1-in-diameter wheels operating at 600 rpm: 
Q = AV = (xD;/4)(286) = 18.7 cfs from which D, = 0.289 ft = 3.46 in. 


A two-nozzle single-wheel turbine, with C,, @, and 7 as in Prob. 21.3, is designed to operate under a head of 
1300 ft with a total flow of 56 cfs. Express the specific speed N, and pitch diameter D as functions of the rotation 
speed N. 


І V, 2 C,Qgh)'? — (0.98)[2)(32.2)(1300)]'? — 283.6 fps О, = А, = (А,)(283.6) = 3$ 
A, = 0.09873 ft? zD7/4 — 0.09800 D, —0.3546ft or 4.25in 
bp, — (n)(yQ;h)/550 — (0.85)(62.4)(28.0)(1300)/550 — 3510 bhp per jet 
М, = N(bhp)?^?/5?^ — (N)(3510)"5/1300^^ = 0.007590N 
D —- 6069 Qgh)'"/ xN — (60)(0.45)[(2)(32.2)(1300)]'72/(xN) = 2487/N 
A series of vanes is acted on by a 4-in water jet having a velocity of 102 fps, a, = 8, = 0°. In terms of the vane 


velocity v, find the blade angle B; that makes the force acting on the vanes in the direction of the jet equal 
210 Ib. Neglect friction. 


B From the velocity vector diagram of Fig. 21-2, 


АУ, = (и + өз со B;) — V, Q = AV, = [(x)(4)?/4](102) = 8.901 ft?/s 
F, = pQ(-AV,) = —pQ[(u t+ v2. cos B2.)-— Vi}: 210 = —(1.94)(8.901)[(u + v2 cos Bz) — 102] 
u t v;cos f; — 89.8 v;—-v,-102-u u * (102 — u) cos B; — 89.8 
B, = arcos 89.8 — u 
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Fig. 21-2 





21.7 Under a net head of 1 ft, the Pelton wheel for Fig. 21-3a discharges 0.288 cfs at full nozzle opening and the 
maximum power is 0.026 bhp for a value of $ — 0.465. The corresponding brake torque is 3.70 ft-Ib as shown in 
Fig. 21-3b. Assuming that the similarity laws apply precisely, determine the discharge, torque, power, and 
rotative speed of this wheel when it operates under a head of 1600 ft. 


B On Fig. 213a, h, — 1.0 ft,  — 0.465, Q, — 0.288 cfs, T; — 3.70 ft-Ib, bhp, = 0.026, and r — 1 ft. 


| 
| 
4 
| 


u, 7 ($)Qgh.)'7 — (0.465)(2)(32.2)(1.0)]'? — 3.732 fps Q1 — uir —3.732/1 — 3.732 rad/s 
From the similarity laws, Q c h'?, T « h, « « h'?, and bhp« &??, At h; — 1600 ft, 
О, = (0.288)(1600)'2 = 11.5 #/5 T, — (3.70)(1600) — 5920 ft-Ib 
@ = (3.73)(1600)'? 2 149.2 rad/s ог 1425 rpm bhp, = (0.026)(1600)"? = 1664 


21.8 A wheel and nozzle similar to that of Fig. 21-3a and 5 with a pitch diameter of 12 ft is used under a net head of 
1500 ft. What are the torque, power, and rotative speed at point of best efficiency for full nozzle opening? 


Е in Fig. 21-3a, $, — 0.46. In Fig. 21-35, for $ — 0.46, nozzle fully open, T = 3.76 ft-lb. 
u —(Q)(2gh)'? — (0.46)[(2)(32.2)(1)]'? — 3.691 fps @ = u/r = 3.691/1 = 3.691 rad/s 
bhp = 7u/550 = (3.76)(3.691)/550 = 0.02523 N — 60u/ xD — (60)(3.691)/[(z)(2)] = 35.25 rpm 


For a 12-ft-diameter wheel and 1500 ft head, T — (3.76)( 2) (1500) — 1.22 x 10° ft-Ib, P = 
(0.02523)(42)?(1500)>? = 52 770 hp, N = (35.25)(1500)"2/6 = 228 rpm. 
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Relation between power and speed at constant head with maximum nozzle opening. (From tests made by F. G. 
Switzer and R. L. Daugherty.) 
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Relation between torque and speed at constant head. (From tests made by F. G. Switzer and R. L. Daugherty.) 


Find the torque and power transferred to the buckets of an impulse wheel with «a, — 0?, B, = 160°, k = 0.44, 
$ — 0.46, C, = 0.98, a jet diameter of 10 in, and a pitch diameter of 10 ft. Find also, the hydraulic efficiency, 
and, expressed as a percentage of the total head, find the head loss in bucket friction, the energy head loss at 
discharge, and the head loss in the nozzle. 


B Fo: operation under the purely artificial value of 1-ft net head, u = $V2g — 8.024 — 3.68 fps, V, — 
0.98V2g = 7.86 fps, and yQ = yAV = (62.4)(0.545)(7.86) — 267 Ib/s. Hence, the expression for the torque 
exerted on the wheel by the water is T = (r)(F,) = 5(267/32.2)[1 + (0.940/1.2)}(8.02)(C, — 9). With C, — 0.98 
and $ — 0.46, T = 309 ft-lb. The power transferred from the water to the buckets is F,u = Tw = T(u/r) = 
309[(0.46)(8.02)/5] — 228 ft-lb/s. The power input is yQh — 267(1) — 267 ft-Ib/s. The hydraulic efficiency is 
228 — 0.85. Note that the answers given here are for h = 1 ft. For other values of h, the flow rate, torque, and 
power can be found by adjusting the values for A = 1 ft according to similarity laws. 

Under 1-ft head, v, — V, — u = 7.86 — 3.68 = 4. 18 fps and v2 = v,/V1+k = 4.18/V 1.44 — 3.48 fps. Hence the 
head loss in bucket friction is 0.44(3.48)?/2g = 0.083 ft, or 8.3 percent. V, cosa, = u + 0 соѕ В, = 3.68 + 
3.48 cos 160? — 3.68 — 3.27 — 0.41 fps, V; sin &; — v, sin f; — 3.48 sin 160? — 1.19 fps. Hence cot c; — 0.41/1.19 — 
0.344 ог а = 71°, апа У, = 1.19/0.945 = 1.26 fps from which the energy head loss at discharge is 1.267/2g — 
0.025 ft, or 2.5 percent. The head loss in the nozzle is approximately (1/C2 — 1)V?/2g, about 4.0 percent; so the 
total hydraulic loss is 8.3 + 2.5 + 4.0 = 14.8 percent, which gives a close check on the computed hydraulic 
efficiency of 85 percent. 


A nozzle having a velocity coefficient of 0.98 discharges a jet 6in in diameter under a head of 900 ft. The wheel 
diameter is 8 ft, 8B; = 170°, w, =0°, k =0.5, and the mechanical efficiency of the wheel is 96%. Calculate the 
hydraulic efficiency and the gross efficiency, assuming $ — 0.45. 


MB Nozzle efficiency — 0.98? — 0.9604, 7, =(2)[1 — (cos 8;/V1 + К)](С, — ф)(Фф) = 
(2)[1 — (cos 170°/V1 + 0.5)](0.98 — 0.45)(0.45) = 0.861. As C, is included, 7, is here the hydraulic efficiency of 
both the wheel and the nozzle. 7) — 7,5, = (0.861)(0.96) = 0.830. 


A 24-in Pelton wheel is tested under a head of 65.5 ft. For a certain nozzle setting, the net brake load at 276 rpm 
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is 40 Ib at a brake arm of 5.0 ft, and the discharge is 1.90 cfs. What are the brake horsepower and efficiency 
under these conditions? 


i Т, = dW = (5.0)(40) = 200 ft-Ib ce — 2nn/60 = (2)()(276)/60 = 28.9 rad/s 
bp = T,@ = (200)(28.9) = 5780 ft-Ib/s or 10.5hp 
P, = OyH = (1.90)(62.4)(65.5) = 7766 ft-lb/s or 14.1 hp n = 10.5/14.1 = 74.5% 


Supposing the bearing-friction and windage losses in Prob. 21.11 to be 0.2 hp, calculate the mechanical 
efficiency and the hydraulic efficiency. 


B Bearing-friction and windage loss — 0.2/10.5 — 0.019, or 1.9 percent. 


Nm = 100 — 1.9 = 98.1 percent Na = N/N Nm) 7,71 
т, = 0.745/[(1)(0.981)] = 0,759 ог 75.9 percent 


Find the approximate hydraulic efficiency of an impulse wheel for which the nozzle velocity coefficient is 0.96 
and the bucket angle is 165°, if ọ = 0.46 and k = 0.1. 


І nn = (2)1 – (соѕ В,/У1 + КС, – Ф)(ф) = (2)[1 – (соѕ 165°/%1 + 0.1)](0.96 — 0.46)(0.46) 
= 0.884 ог 88.4 percent 


A double-overhung impulse-turbine installation is to develop 20 000 hp at 275 rpm under a net head of 1100ft. 
Determine N,, wheel-pitch diameter, and approximate jet diameter. 
I N, 2 NP?5/H?" — (275)(20 000/2)?5/1100^^ — 4.34 
D — 153.20 Vh/ N — (153.2)(0.45)(V1100)/275 — 8.31 ft 
D, = D/12 = 8.31/12 = 0.6925 ft or 8.31in 


Repeat Prob. 21.14 for a single wheel with a single nozzle. 

B N,- (275)(20 000/1)*5/11005^ = 6.14. Noting the computation of D in Prob. 21.14, D is unchanged; hence, 
D, — 8.31 in. 

Repeat Prob. 21.14 for a single wheel with four nozzles. 

B N,— (275)(20 000/4)*5/1100^ = 3.07. Noting the computation of D in Prob. 21.14, D is unchanged; hence, 
D, — 8.98 in. 


An impulse turbine (N, = 5) develops 105 800 hp under a head of 2050 ft. For 60-Hz electricity calculate the 
turbine speed, wheel diameter, and number of poles in the generator. Assume ¢ = 0.45. 


i N,—NP'^/H^ — 5 =(N)(105 800)°°/2050°* = N = 212 rpm = 7200/N poies 
Nootes = 7200/212 — 34 D = 153.2@Vh/N = (153.2)(0.45)(V2050)/212 = 14.72 ft 


Rework Prob. 21.17 for a six-nozzle unit using the same N,, bhp, and head. 


i N, = NP°5/H5* 5=(М)(105 800/6)°°/2050°* N = 519 rpm = 7200/Noctes 
Nootes = 7200/519 = 14 D =153.2@Vh/N — (153)(0.45)( V2050)/514 — 6.06 ft 


Making suitable assumptions, estimate the wheel diameter and the rotative speed of a turbine that will develop 
14900 bhp under a head of 995 ft. 


ШЕ N,— NP^5/ H^". Best efficiency occurs at N, « 4.5. Assume N, = 4: 4=(N)(14 900)°°/995°4, N = 183 rpm, 
D- 153.20 Vh/N. Assume synchronous speed = 180 rpm and $ — 0.46: D — (153.2)(0.46)( V 995)/180 = 12.35 ft. 


An 18-in-diameter model turbine is operated at 600 rpm under a total head of 55.0 ft; the brake horsepower and 


flow are measured as 330 and 61 cfs. Calculate (a) the specific speed, (5) the value of $, (c) the efficiency, and 
(d) the shaft torque. 


Е (а) № = МР5/ НЗ = (600)(330)°°/55.0°* = 72.8 
(D @ = u/(2gh)'? = QaN/60)r/QgHy^ — [(2)(x)(600)/60][9/12]/[(2)(32.2)(55.0)]'? — 0.792 
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(c) n = P/yQH = (330)(550)/[(62.4)(61)(55.0)] = 0.867. or 86.7 percent 
(d) T = P/@ = (330)(550)/[(21) (600) /60] = 2889 ft-lb 


Refer to Prob. 21.20. (a) What would be the efficiency of a 12-ft-diameter prototype turbine? (5) If the 
prototype is to operate at 140 rpm under a net head of 202 ft, find its horsepower output and flow rate. 


Й (à) (1-)/01- т) = (р/р) | (1—9;)/(1— 0.867) 7 (1.5/12)'^ N2=0.912 or 91.2 percent 
(5) N, = МРН“ 72.8 = 140P?5/202?^ P = 156 800 bhp 
P= QyA/550 156 800 = (Q)(62.4)(202)(0.912)/550 О = 7502 62/5 
A single turbine with N, — 25 is to develop 4180 hp under a head of 245 ft. What rotative speed would occur 
with 50-Hz electricity? How many poles should the generator have? 
I N, = МРН 25 = (N)(4180)°°/245°4 М№ = 375 трт 
For 50 cycles, Nootes = 6000/N — $22 — 16. 
The Francis turbine for which the test curves are shown in Figs. 21-4a and b has a 27-in-diameter runner and a 


maximum efficiency of 86% when discharging 39 cfs and developing 560 bhp at 600 rpm under a net head of 
142.0 ft: Compute N,, ¢., and C,, assuming B/D = 0.15. 


I М, = NP°*/H°* = (600)(560)°°/142.0°4 = 29.0 МР” = 153.2фУН 
(600)(33) = (153.2)(@.)V142 Фф. = 0.740 
С, = №063 800)(Ф2)(В/Р)(т)) = (29.0)°/[063 800)(0.740)(0.15)(0.86)] = 0.1866 У, = О/А, 
A, = 0.952(B/D)D? = (0.95)()(0.15)(35)? = 2.266 ft? V, = 39/2.266 = 17.21 fps 


C, = V,/(2gH)"? = 17.21/[(2)(32.2)(142.0)}"2 = 0.1800 ^ (a good check) 


If a turbine homologous to that in Prob. 21.23 were made with a runner diameter of 130 in, what would be its 
probable efficiency under the same head? 


i (1—53/(1— 5) 2 (DJ/D;)^ (1 — 92)/(1 — 0.86) = (27/130)"5 у =0.898 = 89.89 


The turbine of Prob. 21.23 has a horizontal shaft, and at the time of the test the centerline of the shaft was 
12.70 ft above the surface of the water in the tailrace. The discharge edge of the runner at its highest point is 
0.85 ft above the centerline of the shaft. Evaluate the cavitation factor ø, assuming a barometric pressure of 
14.6 psia and a vapor pressure of 0.5 psia. 


І O = (Dam! Y ^ Dol Y — Zuax)/ h Paw Y — (14.6)(144)/62.4 — 33.69 ft 
pul = (0.5)(144)/62.4 — 1.15 ft Zmax = 12.70 + 0.85 = 13.55 ft 
o = (33.69 — 1.15 — 13.55) /142 = 0.134 


If the critical value of the cavitation factor for the turbine of Prob. 21.25 is 0.06, compute the maximum 
allowable height of the centerline of the shaft above the tailwater surface. 


I Zmax = Pam/ Y — Pol Y — ach = 33.69 — 1.15 — (0.06)(142.0) = 24.02 ft 
Height to centerline of shaft = 24.02 — 0.85 = 23.17 ft 


Rework Prob. 21.26, if the total head on the turbine is 420 ft. 
І Zmax = Pam/ ¥ — Pol ¥Y — 0-h = 33.69 — 1.15 — (0.06)(420) = 7.34 ft 
Height to centerline of shaft = 7.34 — 0.85 = 6.49 ft 


Find the maximum permissible head under which an axial-flow turbine (N, — 160) can operate if it is set 6 ft 
below the tailwater. The installation is at elevation 3150 ft where p.m = 14.15 psia, and the water temperature is 
65 °F. Assume a, = 0.90. 


i Zmex=PamlY—Pyl¥— Oh —6= (14.15)(144)/62.4 — 44.4/62.4—0.90h А = 42.20 


In Prob. 21.23, the Francis turbine has frictional losses of 2.8 hp. Assuming that the leakage is 1% of the 
measured discharge and that a, = 90°, find the values of 9,, «,, and f,. 
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600 


Nm = bp/(bp + fp) = 560/(560 + 2.8) = 0.995 


C, — cos a, = 0.873/{(2)(0.74)] = 0.5899 
tan a, ^ (C, sin a)/(C, cos a) ^ C,/(C, cos a) = 0.1866/0.5899 = 0.3163 
cot B, = (C, cos a, — $)/(C, sin à) ^ (C, cos a, — $)/C, — (0.5899 — 0.74)/0.1866 — —0.80439 


Пһ -2%.С, сов а, 
ал = 17.55° 
В, = 141.2° 


A dam turbine has runner diameter 16’ 6”. The height of the guide vanes is 34.4 in. The turbine is rated at 
150 000 hp under a head of 331 ft at 120 rpm. At this power the efficiency is 88 percent and the absolute velocity 
of the water entering the runner is 77.2 fps. Compute the rated specific speed, ġ, and C, for this full-gate 


opening. 
І 


ф = 103.7/[0)632.2)(331)) = 0.710 


N, = NP°5/H® = (120)(150 000)°°/3315* = 32.9 


$ — u/QgH)^ 
u, 7 ro — r(2xN/60) — [16.5/2][(2)(«) (120)/60] - 103.7 ft/s 


С, = V/(2gh)'? = 77.2/[(2)(32.2)(331)]% = 0.529 


21.31 


21.32 


21.33 


21.34 


21.35 


21.36 


21.37 


21.38 


TURBINES J 645 


For the data of Prob. 21.30, find С,, ал, and f. 
i C, = V,/(2gh)'” У, = ОГА, A, = 0.95лВЮ = (0.95)()(34.4/12)(16.5) — 141.2 ft 
_ bhp __(150.000)(550) 
УН (62.4)(331)(0.88) 
C, = 32.15/{(2)(32.2)(331)]'? = 0.220 sin à, — C,/C, = 0.220/0.529 = 0.415879 а = 24.6° 
хап В, = (С, ѕіп а)/(ф – С, соѕ а.) = (0.529) (ѕіп 24.6°)/[0.710 – (0.529)(соѕ 24.6°)] = 0.96157 В, = 43.9° 


= 4539 cfs V, = 4539/141.2 = 32.15 fps 


How many identical turbines, operating at 139.0 rpm and 91% efficiency, are needed to exploit a head of 1200 ft 
and a flow of 1660 ft’/s? 


I bhp = nQyH,/550 = (0.91)(1660)(62.4)(1200)/550 = 206 000. From ір. А-42, №, = 5.4. Let x = number of 
identical turbines. N, = NP°°?/H?", 5.4 = (139.0)(206 000/x)°°/1200°, x = 2.7; use three turbines. 


A Francis turbine, working a total head of 102 ft, is to produce 25 000 hp at maximum efficiency. What speed 
and diameter should this turbine have? 


B For a Francis turbine, N, = 20 to 80; іту №, = 50: №, = NP^5/H?", 50 « N(25000)5/102^^, N — 103 rpm; 
D — 153.26 VHIN. From Fig. A-43 for N, — 50, $, = 0.78. D = (153.2)(0.78)V102/103 = 11.70 ft. 


Solve Prob. 21.33 for a propeller turbine. 


f For a propeller turbine, N, = 100 to 250; try N, — 120: N, 2 NP?^/ H^, 120 — N(25 000) /102^^^, 
N —246 rpm; D — 153.26 VHJN. From Fig. A-43 for №, = 120, ф, = 1.63. D — (153.2)(1.63) 102/246 = 
10.25 ft. 


How may poles should a 50-Hz generator have, if it is connected to a turbine operating under a design head of 
3000 ft with a flow of 82 cfs? Assume turbine efficiencies as given in Fig. A-44 and avoid cavitation. 


MB N,-NP'^/ H^". From Fig. A-42, we must use №, = 3; use N, = 3. 
P = nQyH/550 = (0.84)(82)(62.4)(3000)/550 = 23 444 һр 


3 = (N)(23 444)"5/3000% — N — 435 rpm м. 00 (020). 


= 13. 
poles 435 8 


Use a 12- or 14-pole generator. 


A turbine is to be installed where the net available head is 186 ft, and the available flow will average 885 cfs. 
Specify type, operating speed, and number of generator poles for 60-Hz electricity, if the turbine is to have the 
highest tolerable specific speed without cavitation. Assume the turbine is set 5 ft above tailwater and is 91% 
efficient. Approximately what size of runner is required? 


І N, = МР5 Н һр = ОУН 1550 = (0.91)(885)(62.4)(186)/550 = 16995 
From Fig. A-42 for H = 186 ft and draft head = --5 ft, highest tolerable N, — 50. 50 — (N)(16 995)?5/186^^*, 


N = 263 rpm. With 60-cycle electricity, a 28-pole generator will operate at 32° = 257 rpm. So use a 28-pole 
generator operating at 257 rpm. N, = (257)(16 995)°°/186°" = 48.8. Use a Francis turbine with N, = 48.8. 


D = 153.3@VH/N = (153.2)(0.78)(V186)/257 = 6.34 ft. 
Repeat Prob. 21.36 for the following data: head, 176 ft; flow, 1000 cfs; 60-Hz power; draft head, 10 ft; 
efficiency, 90%. 
B N,  NP*^/ H^". From Fig. A-42 for H = 176 ft and draft head = +10 ft, N, = 48. 

bhp = nQyH/550 = (0.90)(1000)(62.4)(176)/550 = 17 971 48 = (N)(17 971)^/176^ М = 230 грт 
N, 


potes  7200/N — By = 31; use 32 poles. 32 = 7200/N, N = 225 rpm; N, = (225)(17 971)°°/176°* = 47.1; use a 
Francis turbine. From Fig. A-43 бог №, = 47.3, ф, = 0.77. Ш = 153.2фУН/М = (153.2)(0.77)(V176)/225 = 
6.96 ft. 


For the data of Prob. 21.37, select a set of identical turbines to be operated in parallel. Specify the speed and 
size of the units. 


646 П CHAPTER 21 





І №, = МРО[НУ* М, = 48 bhp = 17 971/2 = 8986 
48 = (№)(8986)°°/176* № = 325 Nootes = 7200/N 


Nootes = 8 = 22.2; use 22 poles. 22 = 7200/N, М = 327; N, = (327)(8986)°°/176°* = 48.4. From Fig. A-43 for 
N, =48.4, $, — 0.75. D — 153.29 Vh/N = (153.2)(0.75)(V176)/327 = 4.66 ft. 





21.39 Water enters a rotating wheel with a relative velocity of 198 fps; r, = 4.0 ft, r, =3.0 ft, and N = 425 rpm. There is 
No pressure drop in flow over the vanes. Assume & = 0.2. Find the relative velocity at discharge. 


B With no pressure drop, (V? — u2)/2g — (Vi — u2)/2g — kViJ2g, u — x DN/60. ! 
ш-(л)(2)4)(425)/60-178.0% uz = (2¢)[(2)(3)](425)/60 = 133.5 ft 
(198^ — 178.07)/[(2)(32.2)} — (V3 — 133.5)/[(2)(32.2)} = 0.2V3/[(2)(32.2)]_ V,— 145 fps 


21.40 Water enters a rotating wheel in such manner that the passages are completely filled. If Q = 406 cfs, a, = 10 ft, 


4; — 8f£, r, — 1.5 ft, r, — 1.0 ft, N= 538 rpm, and k = 0.2, find the drop in pressure head between entrance and 
exit. 


I (lY - pil v) + (Vi - u)/2g — (Vi — u3)/2g = kV5/2g V, = Q/a, = 40 = 40.6 fps 
V, = “8 = 50.8 fps u=2DN/60 
u, = (x)[(2)(1.5)](538)/60 = 84.51 fps из = (л)[(2)(1.0)1(538)/60 = 56.34 #рѕ 
(pi/ Y — pal y) + (40.67 — 84.517)/[(2)(32.2)] — (50.8? — 56.34”)/[(2)(32.2)] = (0.2)(50.87)/[(2)(32.2)] 
pil Y — pil y — 103 ft 
21.41 It is desired to develop 300 000 hp under a head of 48 ft and to operate at 60 rpm. How many Francis turbines 
with a specific speed of 80 are required? 
І N, = МР НЗ“ 80 = 60Р°°/49* Р = 29 879 6һр 
Number of units required = 300 000/29 879 = 10.0. 
21.42 Air flows steadily, as shown in Fig. 21-5, through a turbine which produces 700 hp. For the inlet and exit 
conditions shown, estimate (a) the exit velocity V, and (b) the heat transferred Q. 


B (a) The inlet and exit densities can be computed from the perfect-gas law: p, — p,/RT, = 
150(144)/[1715(460 + 300)] = 0.0166 slug/ft*, p; — p;/ RT; — 40(144)/[1715(460 + 35)] = 0.00679 slug/ft^. The 
mass flow is determined by the inlet conditions 5 ^ p, A,V, — (0.0166)(7:/4)(&)*(100) — 0.326 slug/s. Knowing 
mass flow, we compute the exit velocity ` 


т = 0.326 = р„А»У» = (0.00679)(х/4)(%)?У„» ог У„=2451р$ 
(b) The steady-flow energy equation applies with W, =0, zı =z, and Á = cT: 
О= W, € rh(c, T; * 1Vi — c, T, — 4V3) 
Q = 700(550) + 0.326[6003(495) + 3(245)* — 6003(760) — 3(100)7] = —125 000 ft-Ib/s 


_ The negative sign indicates that this heat transfer is a Joss from the control volume. 


№, = 700 һр 








—À Turbine > 
D, =6in . D;-6in 
Pı = 150 lb/in? Pa = 40 lb/in? 
T, = 300°F T, = 35°F 


| V, = 100 ft/s | ^g Fig. 21-5 
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A hydroelectric power plant (Fig. 21-6) takes in 30 m?/s of water through its turbine and discharges it at 
У, = 2 m/s at atmospheric pressure. The head loss in the turbine and penstock system is A, = 20 m. Estimate the 
power extracted by the turbine. 


I (p,/pg) + (V3/2g) + 2, = (p2/ pg) + (V2/2g) + 2 +h. We neglect viscous work and heat transfer and take 
section 1 at the reservoir surface, where V, ^ 0 and p; — p,. Section 2 is at the turbine outlet. 


(pl pg) * (0) + 100 = (pa/ pg) + [3(2)*/9.81] + 0 + hy +h, | (1) 
With hy given as 20 m, we solve for h, = 100 — 20 — 0.2 = 79.8 m; then 
w, = hg = (79.8)(9.81) = 783 m?/s? = 783 J/kg (2) 


The result is positive, as expected from our sign convention that work done by the fluid on a turbine is positive. 
The power extracted is P = mw, = pQw, = (1000)(30)(783) = 23.5 x 106 J/s = 23.5 MW. 





Turbine " Fig. 21-6 


It is proposed to build a dam in a river where the flow rate is 10 m?/s and a 32-m drop in elevation can be 
achieved for flow through a turbine. If the turbine is 82 percent efficient, what is the maximum power that can 
be achieved? 


i P =nyQH = (0.82)(9.79)(10)(32) = 2570 kW 


Steam enters a turbine at 400 psia, 600 °F, and 10 fps and is discharged at 100 fps and 20 psia saturated 
conditions. The mass flux is 2.0 lb/s, and the heat loss from the turbine is 6 Btu per pound of steam. Head losses 
and elevation changes are negligible. How much horsepower does the turbine develop? 


i o-w.-w= rh(h, + V3/2 — h, — V1/2). 1 Btu/Ibm — 25 000 ft-Ib/slug; hence, О = 
(—6)(25 000)(2.0/32.2) = —9332 ft-Ib/s. From the steam tables: 
At 400 psia, 600 °F: h, = 1306.6 Btu/lbm 
At 20 psia saturated: hz = 1156.4 Btu/lbm 
—9332 — W, — 0 = (2.0/32.2)[(1156.4)(25 040) + 1007/2 — (1306.6)(25 000) — 107/2] 
W, = 224 337 ft-lb/s = 224 337/550 = 408 hp 


Investigate the possibility of using a Pelton wheel similar to Fig. A-45 to deliver 30 000 bhp from a net head of 
1200 ft. 


I From Fig. A-46, the most efficient Pelton wheel occurs at about N, ~ 4.5 = (N)(30 000)'7/(1200)'”* or 

М = 183 rpm. From Fig. A-45 the best operating point is œ ~= 0.47 = 1D(3.06)/[2(32.2)(1200)]'” or D = 13.6 ft. 
This Pelton wheel is perhaps a little slow and a trifle large. You could reduce D and increase N by increasing N, 
to, say, 6 or 7 and accepting the slight reduction in efficiency. Or you could use a double-hung, two-wheel 
configuration, each delivering 15 000 bhp, which changes D and N by the factor 2'”. 


Double wheel: N — (1832? 2 259 rpm. D — 136/2'? 2 9.6 ft 


For the data given in Prob. 21.46, investigate the possibility of using the Francis-turbine family of Fig. A-47. 
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B The Francis wheel of Fig. A-47 must have №, = 29 = (№)(30 000)'2/(1200)' 2° ог № = 1183 грт. Тһепће : 
optimum power coefficient is Cp. = 2.70 = P/pN?D? — 30 000(550)/[(1.94) 132) D^] or D = 3.33 ft = 40 in. This | 
is a faster speed than normal practice, and the casing would have to withstand 1200 ft of water or about 


520 Ib/in? internal pressure, but the 40-in size is extremely attractive. Francis turbines are now being operated ati 
heads up to 1500 ft. 


A lawn sprinkler can be used as a simple turbine. As shown in Fig. 21-7a, the flow enters normal to the paper ia : 
the center and splits evenly into Q/2 and V,, leaving each nozzle. The arms rotate at angular velocity c and do | 
work on a shaft. Draw the velocity diagram for this turbine. Neglecting friction, find an expression for the 
power delivered to the shaft. Find the rotation rate for which the power is a maximum. 


B The velocity diagram for this turbine is shown in Fig. 21-7b. 


P = оТ = pQ(u;,V,—u, V4) - oQu(W —u) 2 pQoR(V. — ØR) dP/du — pQ(W —2u)-0 
u=W/2 or woR=V,.,/2 Pax = PQ(WRY = рОи? 
yo G12 Ve 


\ e ! : 
\ / —— V=W-u 
QD, V4 ^ 1 
г a W-Va и = оК Fig. 21-7 
(a) | (b) 


Apply the result of Prob. 21.48 to a nozzle flow of water, Q — 5 L/s, where the exit diameter is 1 cm. 


І Prax = PQu? и- Ұ4/2 = (Q/2)/Aexie = [(5 X 1077)/2]/[(1)(0.01)?/4] = 31.83 m/s 
u = 31.83/2 = 15.92 m/s Prax = (998)(5 X 1073)(15.92)? = 1265 W 


Show that if the net head H is varied for a turbine operating at a given valve opening and efficiency, the speed 
will vary as H'? and the output power as H”. 


f At constant efficiency, gH /N?D? is constant; and, since g and D are constant, Н « N?. Hence, N « H'^. Also 
at constant efficiency, P/pN?D? is constant; and, since p and D are constant, P « N? «x (H'?Y. Hence, P« H? 


Turbines are to be installed where the net head is 398 ft and the flow rate is 250 000 gal/min. Discuss the type, 
number, and size of turbine which might be selected if the generator selected is (a) 48-pole, 60 cycle 

(n — 150 rpm); and (5) 8-pole (n — 900 rpm). Why are at least two turbines desirable from a planning point of 
view? 


f Assume n = 90 percent. Select two turbines so that one will still be available for power if the other is shut 
down. 


(a) P = nyQH = (0.90)(62.4)[(250 000)(0.002228)](398)/550 = 22 640 bhp 
№, = МР Н°“ = (150)(22 640/2)°°/398" = 9.0 
Select two impulse turbines. $ — xND/(2gH)'^. Estimate $ — 0.47. 0.47 — (2)(53)(D)/[(2)(32.2)(398)] "^, 
D — 9.60 ft. 
(b) N, — (900)(22 640/2)5/398"^ — 53.9. Select two Francis turbines. C? — P/oN?D?. From Fig. A-47, 
С* = 2.6. 2.6 = (22 640/2)(550)/[(1.94) 89) (D?)], D — 3.26 ft. 
What type of turbine develops 54 000 bhp at 80 rpm under a head of 90 ft? Estimate the flow rate. 
I N, - NP^^[H?" — (80)(54 000)5/90?^ —67.1 — (Francis turbine) P=nyQH 
From Fig. A-48, 1 = 93 percent: (54 000)(550) = (0.93)(62.4)(Q)(90), Q = 5687 ft/s. 


What type of turbine delivers 25 000 bhp at 500 rpm under a net head of 5340 ft? Estimate the impeller 
diameter. 
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І N, = NP™*/ H” = (500)(25 000)°°/5340° = 1.73 (impulse turbine) = AND/(2gH)'”. 
Estimate $ — 0.47. 0.47 = (7)(8)(D)/[(2)(32.2)(5340)]'2, D = 10.5 ft. 


A Pelton wheel of 12-ft pitch diameter operates under a net head of 1990 ft. Estimate the speed, power output, 
and flow rate for best efficiency if the nozzle exit diameter is 4 in. 


П У. = C, V2gH. Take C, — 0.94: V. — (0.94) V(2)(32.2)(1990) = 337 ft/s. $ — AND/(2gH)'”. Estimate $ — 
0.47: 0.47 — ()(N/60)(12)/[2)(32.2)(1990)] "4, N = 268 rpm. 


Q = AV - [(3)(5Y/4](337) — 29.4 ft /s Р, = pQu(V, — u)(1 — cos B) 
Assume f — 165*. 
u = V,../2 = 33? = 168.5 fps P,, — (1.94)(29.4)(168.5)(337 — 168.5)(1 — cos 165°)/550 = 5788 hp 
№, = МР0 Н? = (268)(5788)°°/1990°* = 1.53 


Hence, 7 = 0.75. P — (0.75)(5788) — 4341 hp. 


It is planned to use the Francis-turbine family of Fig. A-47 at an installation with a head of 602 ft and a flow rate 
of 198 ft?/s. What are the proper impeller diameter and the optimum speed and power produced? 


I N,=NP°°/H™, P* = nyQH. Estimate n = 87 percent. 
P* = (0.87)(62.4)(198)(602)/550 = 11 765 hp N, =29 29 = (N)(11765)5/602/^ — N — 797 rpm 
C&-gH|N?D!-9.00  9.03-(322)600)[C3)(DY] D =3.49 ft 


A giant wind-tunnel fan has rotor blades 125 ft in diameter. For a 20 mph wind (the optimum output), compute 
(a) the power generated, (b) the rotor speed, and (e) the velocity V, behind the rotor. 


Е (а) (C,)mas = P/(pAV3/2). From Fig. A-49, (C,)max = 0.46. 
А = [(2)(125)/4] = 12272 V, — (20)(5280)/3600 — 29.33 fps 
0.46 = P/[(0.00233)(12 272)(29.33)°/2] P = 165934 ft-Ib/s = (165 934)(0.3048)(4.448)/1000 = 225 kW 


(b) At Pmax cor/V, — 5.5. (00)(33)/29.33 — 5.5, w = 2.581 rad/s, or 24.6 rpm. 
(c) From ideal theory, V, — V,/3, V, — 29.33/3 — 9.78 fps. 


A hydroelectric plant (Fig. 21-8) has a difference in elevation from head water to tail water of H = 50 m anda 
flow Q =5 m’/s of water through the turbine. The turbine shaft rotates at 180 rpm, and the torque in the shaft is 
measured to be T = 1.16 x 10°N +m. Output of the generator is 2100 kW. Determine (a) the reversible power 
for the system, (b) the irreversibility, or losses, in the system, and (c) the losses and the efficiency in the turbine 
and in the generator. 





2100 kW 
7 H=50m 





Fig. 21-8 
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B (a) The water's potential energy per unit weight is H = 50J/N. Hence, for perfect conversion the reversible 
power is yOH = (9806)(5)(50) = 2 451 500 J/s = 2451.5 kW. 
(b) The irreversibility, or lost power, in the system is the difference between the power into and out of the 
system, or 2451.5 — 2100 = 351.5 kW. 


(c) The rate of work by the turbine is the product of the shaft torque and the rotational speed: 
Tw = (1.16 x 10°)[180(2)/60] = 2186.5 kW. The irreversibility through the turbine is then 2451.5 – 
2186.5 = 265.0 kW, or, when expressed as lost work per unit weight of fluid flowing, 
(265.0) (9 (sd) (4) — 5.4 J/N. The generator power loss is 2186.5 — 2100 — 86.5 kW, or 
86.5(1000)/[9806(5)] — 1.76 J/N. Efficiency of the turbine n, is n, = 100[(50 — 5.4)/50] — 89.2 percent and 
efficiency of the generator 2), is 7, — 100[(50 — 5.4 — 1.76)/(50 — 5.4)] — 96.1 percent. 


A turbine has a velocity of 6 m/s at the entrance to the draft tube and a velocity of 1.2 m/s at the exit. For 
friction losses of 0.1 m and a tailwater 5 m below the entrance to the draft tube, find the pressure head at the 
entrance. 


І Pil Y = —z, — V3/2g + losses = —5 — 67/[(2)(9.807)] + 1.22/[(2)(9.807)] + 0.1 = —6.66m 


The wicket gates of the propeller turbine of Fig. 21-9 are turned so that the flow makes an angle of 45° with a 
radial line at section 1, where the speed is 4.005 m/s. Determine the magnitude of tangential velocity 
component V, over section 2. 


B Since no torque is exerted on the flow between sections 1 and 2, the moment of momentum is constant and 
the motion follows the free-vortex law V,r = constant. At section 1, V,,, = 4.005 cos 45° = 2.832 m/s, V1", = 
(2.832)(1.5/2) = 2.124 m?/s. Across section 2, V,. = 2.124/r. At the hub, V, = 2.124/(0.45/2) = 9.44 m/s. At the 
outer edge, V, — 2.124/(1.2/2) = 3.54 m/s. 


SN 





Draft tube 
liner 


Fig. 21-9 


Assuming uniform axial velocity over section 2 of Fig. 21-9 using the data of Prob. 21.59, determine the angle of 
the leading edge of the propeller at r — 0.225, 0.45, and 0.6 m for a propeller speed of 240 rpm. 


f Atr =0.225 m, u = 222)(0. 225) = 5.66 m/s, V, =9.44 m/s. At r= 0.45 m, u = 49(22)(0.45) = 11.3 m/s, 
У, = 4.72 m/s. At r= 0.6 m, u = 4 (27)(0.6) = 15.06 m/s, V, = 3.54 m/s. The discharge through the turbine is, 
from section 1, Q = (0.6)(1.5)()(4.005)(cos 45°) = 8.01 m’*/s. Hence, the axial velocity at section 2 is 

V, = 8.01/[2(0.6° — 0.225”)] = 8.24 m/s. Figure 21-10 shows the initial vane angle for the three positions. 
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3,= 65°22" 8, = 128°39" 


u=11.3 m/s 02, 


B, 144226 
и-15.06 т/б О 
n oo 















! V; 8.24 m/s 
: V;7 8.24 m/s 
".---------------і ------- - 
Vu = 9.44 m/s V,,7 472 m/s V, 
r=0.225 m r=0.45 m r=0.60 m Fig. 21-10 


A Pelton wheel is to be selected to drive a generator at 600 rpm. The water jet is 75 mm in diameter and has a 
velocity of 100 m/s. With the blade angle at 170°, the ratio of vane speed to initial jet speed at 0.47, and 
neglecting losses, determine (a) diameter of wheel to centerline of buckets (vanes), (b) power developed, and 
(c) kinetic energy per newton remaining in the fluid. 


1 (a) The peripheral speed of the wheel is u — 0.47(100) — 47 m/s. Then $9 [2z(D/2)] 2 47 m/sor D- 
1.496 m. 
(b) The power is P = pQuV,(1— cos 8) — (1000)(2:/4)(0.075)?(100)(47)(100 — 47)[1 — (—0.9848)] - 
2.184 MW. 
(c) From Fig. 21.11, the absolute-velocity components leaving the vane are V, = (100 — 47)(—0.9848) + 
47 = —5.2 m/s, V, = (100 — 47)(0.1736) = 9.2 m/s. The kinetic energy remaining in the jet is 
(5.2? + 9.27)/[2(9.807)] = 5.69 J/N. 


Ao 





(a) (b) 


Fig. 21-11 


A small impulse wheel is to be used to drive a generator for 60-Hz power. The head is 100 m, and the discharge 
is 40 L/s. Determine the diameter of the wheel at the centerline of the buckets and the speed of the wheel 
(C, — 0.98). Assume efficiency of 80 percent. 


Е The power is P = yQH,n = 9806(0.040)(100)(0.80) = 31.38 kW. By taking a trial value of N, of 15, 

N - NH^INPP — 15(100°")/V31.38 = 847 rpm. For 60-Hz power the speed must be 3600 divided by the number 
of pairs of poles in the generator. For five. pairs of poles the speed would be ?£? = 720 rpm, and for four pairs of 
poles it would be 3$9 = 900 rpm. The closer speed 900 is selected. Then N, = N VP/H$^ — 900V31.38/1005^ — 


115.94. For N, = 15.94, take $ — 0.448, u = $ V2gH, = 0.448V2(9.807)(100) = 19.84 m/s and w = Œ (27) = 


94.25 rad/s. The peripheral speed u and D and o are related: u = wD/2, D = 2u/w =2(19.84)/94.25 = 421 mm. 
The diameter d of the jet is obtained from the jet velocity V,; thus V, = C, V2gH, = 0.98V 2(9.807)(100) = 

43.4 m/s, a = Q/V, — (40 x 10 7)/43.4 — 0.000922 m? — 922 mm?, d — V4a/z — V922/0.7854 — 34.3 mm, where a 
is the area of jet. Hence, the diameter ratio D/d is D/d = 421/34.3 = 12.27. The desired diameter ratio for the 
best efficiency is D/d = 206/N, = 206/15.94 = 12.92 so the ratio D/d is satisfactory. The wheel diameter is 

421 mm, and the speed is 900 rpm. | 


If 24 m’/s of water flowing through the fixed vanes of a turbine has a tangential component of 2 m/s at.a radius 
of 1.25 m and the impeller, turning at 240 rpm, discharges in an axial direction, what torque is exerted on the 
impeller? Neglecting losses, what is the head on the turbine? ^ 
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І T — pQ[(rV.) — (rV.)o«] ? eQ(n Vai — r2 Va2) = (1000)(24)[(1.25)(2) – 0] = 60 КМ + m 
To =QyH — (60.000)[(%2)(22)] = (24)[(9.79)(1000) (H) ^ H—6.42m 


A turbine model test with 250-mm-diameter impeller showed an efficiency of 90 percent. What efficiency could 
be expected from a 1.5-m-diameter impeller? 


i no = 1—(1—9:)(D,/ D,)" = 1 — (1 — 0.90)[0.250/1.5]'* = 0.936 or 93.6% 


A tangential turbine develops 7200 hp at 200 rpm under a head of 790 ft at an efficiency of 82 percent. (a) If the 
speed factor is 0.46 compute the wheel diameter, the flow, the unit speed, unit power, unit flow, and specific 
speed. (b) For this turbine, what would be the speed, power, and flow under a head of 529 ft? (c) For a turbine 
having the same design, what size of wheel should be used to develop 3800 hp under a 600-ft head and what 
would be its speed and rate of discharge? Assume no change in efficiency. 


Е (a) Since $ — D, N/(1840VH), D, — 1840V790(0.46)/200 — 119 in. From horsepower output = yQH/550, 
Q = (7200)(550)/[(62.4)(790)(0.82)] = 98.0 cfs. 


N, = ND,/VH = (200)(119)/V790 = 847 rpm P, = P/D?H*? = 7200/[(119)?(790)7] = 0.0000229 hp 
Q., = Q/ D?7VH = 98.0/[(119)°V790] = 0.000246 cfs N, = NVP/H*“ = 200V7200/(790)°" = 4.05 rpm 
(b) ` Speed N = Nu VH/D, = 847V529/119 = 164 rpm 


Power P — P,D?H?? — 0.0000229(119)*(529)*? — 3946 hp 
Flow Q = Q,,D?VH = 0.000246(119)?V529 = 80.1 cfs 


The above three quantities might have been obtained by noting that, for the same turbine (D, 
unchanged) the speed varies as H'^, the power varies as H^?, and Q varies as H'?. Thus 
№ = 200ү = 164 rpm, P — 7200(335)'? — 3945 hp, Q = 98.0V33 = 80.2 cfs. 
(c) From P = P,D?H*? we obtain 3800 — 0.0000229( D," (600)? from which D? — 11 290 and D, — 106in. 
N= N,VH/D, = 847V600/106 = 196 rpm, Q — Q,D7VH — 0.000246(11 290) V600 = 68.0 cfs. 


An impulse wheel at best produces 125 hp under a head of 210 ft. By what percent should the speed be 
increased for a 290-ft head? Assuming equal efficiencies, what power would result? 


MB For the same wheel, the speed is proportional to the square root of the head. Thus N,/ VH, = м./ҮН,, 
N, = N,VH,/H, = ММ = 1.175N,. Thus, the speed should be increased 17.5 percent. 


N, = МР°5] Н°* N, P?°/Hi* = №Р95/ Н (N,)(125)°*/210 = (1.175N,)(P,)"*/290%4 P, = 203 hp 
The reaction turbines at the Hoover Dam installation have a rated capacity of 115 000 hp at 180 rpm under a 


head of 487 ft. The diameter of each turbine is 11 ft and the discharge is 2350 cfs. Evaluate the speed factor, the 
unit speed, unit discharge and unit power, and the specific speed. 


Fs = D,N/1840VH = (11)(12)(180)/(1840-V487) = 0.585 N, = D, N /VH = (11)(12)(180)/V487 = 1077 rpm 
О, = Q/ D3VH = 2350/[(132)’V487] = 0.00611 cfs 


P, - hp/ DH? — 115 000/[(132)(487)??] — 0.000614 hp М, = N, VP, — 1077 V0.000614 = 26.7 


A single-stage impulse turbine receives from the nozzles 6 Ibm/ft of combustion products moving at 6000 ft/s. 
The radius R to the nozzles is 2 ft. Find the most efficient speed « of the turbine, given a, — 20?? If the turbine 
runs at 0.72 of this speed, how much power does it develop? 


І О, = Rw = iV, cos a (2)(ө) - 1(6000) сов 20: о = 1410 rad/s = 13 460 rpm 
Actual speed = (0.72)(1410) = 1015 rad/s 


dW, /dt = 2pQU,(V, cos a, — U,) = (2)(6/g)(2)(1015)[6000 cos 20° — (2)(1015)]/550 = 4963 hp 
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21.69 Three nozzles expand combustion products to a speed of 1800 m/s; the nozzles are at a distance R = 0.6 т from 
the axis of rotation. The density of the fluid as it reaches the turbine blades is 0.5 kg/m?. If the turbine is to 
rotate at its most efficient speed, 12 000 rpm, and if the power desired is 5900 hp, determine the exit areas of the 
nozzles. 

І U,=4V, cosa (0.6)[(12 000)(2л)/60] = (1800) соза, а, = 33.1° 
dW,/ dt = 2pQU,(V, cos a, — U,) 
(5900)(745.7) — (2)(0.5)(Q)(0.6)[(12 000)(22:)/60] (1800 cos 33.1? — [(0.6)(12 000)(27)/60]} 
Q -2 7.74 m/s 3(A)(V,) = 7.74 3(A)(1800 sin 33.1°) = 7.74 
A =2.625 X 107? m? = 2625 mm? 
21.70 ~The effective head H for an axial-flow hydraulic turbine is 92 m and the volumetric flow Q is 21 m*/s. The radius 


R, of the guide vanes is 1.6 m and the height b is 1 m. The exit flow is axial only and the guide vanes are at an 
angle a of 11.0°. Calculate the rotor angular velocity «. 


Е g(AH) - (UV. — (UV)... At any position г: 
(9.81)(-92) - -(e)(rY(V (1) 
From continuity: Q = (2)(z)(Ro)(b)(Vo) ѕіп а, 21 = (2z)(1.6)(1) (Vo) sin 11*, V; — 10.95 m/s. At any distance r: 
V, - (V,R, cos olr = [(10.95)(1.6) cos 11°]/r = 17.20/r (2) 
Replace (V,), in Eq. (1) using Eq. (2): (9.81)(92) = wr(17.20/r), œ = 52.5 rad/s = 501 rpm. 
21.71 The first stage of an axial-flow gas turbine has a hub-to-tip diameter ratio of 0.85 with the tip having a diameter 
of 4 ft. Air [R — 53.3 ft-Ibf/slug-^R] flows through the machine at 52 Ibm/s. At the first stage, the pressure is 


4 atm and the temperature is 1800 °R. If a, = 38° and 8, = 55° for the first stage and it is to develop 25 hp, at 
what speed should the rotor turn? 


I Find V,. 
Q - V,(x/4)(4 — [(0.85)(4)]} (1) 
Also we can say Q = (52/g)/p, p = p/RT = (14.7)(144)(4)/[(53.3)(32.2)(1800)] = 0.002741 slug/ft^, Q = 
(50/g)/0.002741 = 566.5 cfs. Go back to Eq. (1): 566.5 = V, (1/4) {4? — [(0.85)(4)P), V, — 162.45 ft/s. Compute 
AH for the first stage. 
—AH(Qpg) = 25(550) AH = —(25)(550)/[(566.2)(0.002741)(32.2)] = —275 ft 
AHg/U? = [1 —(V,/U,)(cot a + cot B;)] U? — (162.45)(cot 38° + cot 55°)U, + (275)(32.2) = 0 
U?— 322U, + 8855=0 — U, =[322 + V322" — (4)(8855)(1)|/02)(1) (U) =292ft/s (U,).= 30.5 fps 
U-R,e 292-(2-0.15)(о)) о = 157.8 rad/s = 1507 rpm 30.5 = (2 — 0.15)X(%2) 


Фҙ - 16.49 rad/s = 157 rpm 


21.72 Water flows from an upper reservoir to a lower one while passing through a turbine, as shown in Fig. 21-12. 
Find the power generated by the turbine. Neglect minor losses. 


MB piv -ViDgez E, —pjy-Vi2g *z,* h,. From Fig. A-14, with Q —0.15 m?/s and D 2250 mm, 
h, — 0.037 m/m. 


h, = h; = (0.037)(100) = 3.70 m 0+0 + 197.3 – E,=0+0+ 50.0 + 3.70 


Е, = 143.6 т Р = ОЕ, = (0.15)(9.79)(143.6) = 211 kW 
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21.73 ` 


21.74 









Elev. 197.3 m 


Elev. 50.0 m 


Turbine 
Q = 0.15 m?/s 


D = 250 mm 
Pipe < L = 100 m 


C = 120 


Water 


Fig. 21-12 : 


Water is being discharged from a reservoir through a turbine, as shown in Fig. 21-13. What water-surface 
elevation is required in the reservoir in order for the turbine to generate 100 hp? Neglect minor losses. 


B py t Vil2g +z- E, = paly + УЗ/2в + 2› + В, P=QyE, 100 = (20)(62.4)(Е,)/5580 Е, = 44.076: 
| V: = ОГА, = 20/[02)(#)°/4] = 2.829 #/5 
From Fig. A-13, with QO = 20 ft?/s and D = 36 in, h, = 0.00084 ft/ft. 


h, = hy = (0.00084)(270) = 0.23 ft 0 +0 + z, — 44.07 = 0 + 2.829/[(2)(32.2)] + 100 + 0.23 


2 


21 = 144.4 ft | 






, Turbine 


Q — 20 ft?/s 


(2) —— — — Elev. 100 ft 


Fig. 21-13 


The flow rate of water through the turbine shown in Fig. 21-14 is 0.20 m?/s, and the pressures at points 1 and 2 
are 150 and —35.0 kPa, respectively. Determine the power generated by the turbine. 


С pily + vig +2 Е, = рьЈү+ 0/28 ++. р/у = 15019.79 = 15.32 т. 
vi = Q/A, = 0.20/[()(0.25)"/4] = 4.07 m/s 
v?/2g = (4.07)/[(2)(9.807)] — 0.84 m z, 71.00 m poly = ~35/9.79 = —3.58m 
v2 = Q/A, = 0.20/{(«)(0.50)?/4] = 1.02 m/s | | v3/2g = (1.02)?/[(2)(9.807)] =0.05m 2,=0 А, =0 


15.32 + 0.84+1.0-E,=—3.58+0.05+0+0 E,=20.69m Р = ОҮЕ, = (0.20)(9.79)(20.69) = 40.5 kW 
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250-mm-diameter pipe 


500-mm-diameter pipe 





Fig. 21-14 


21.75 Water flows from reservoir A to a turbine and then discharges into tailrace B, as shown in Fig. 21-15. The loss 
of head from A to point 1 is six times the velocity head in the pipe, and the loss of head from point 2 to B is 0.5 
times the velocity head in the pipe. If the flow rate in the pipe is 30.0 ft’/s and the diameter of the pipe is 24 in, 
calculate the horsepower being generated by the turbine. 


і рА/У + 02/28 +24 – Е, = рвіү + 02/28 +28 + А, Paly = Pal y = 0128 = 0/28 = 0 
v 2 Q/A -30/[(2)(2.0)/4] 2 9.55 ft/s 
v?/2g = (9.55)?/[(2)(32.2)] = 1.416 ft hı. from A to 1 = (6)(1.416) = 8.50 ft 


hı from 2 to B = (0.5)(1.416) = 0.71 ft 
0+0+210- Е,=0+0+0+8.50+0.71 Е, = 200.79 % 
Р = QyE, = (30)(62.4)(200.79) = 375 879 ft-Ib/s = 375 879/550 = 683 hp 










Elev. 210 ft 


Turbine 


lev. 10 ft 


24-in-diameter pipe 


Elev. 0 ft 
Fig. 21-15 


21.76 Water is being discharged from a reservoir through a turbine, as shown in Fig. 21-16. Determine the elevation 
of the water surface in the reservoir that would be required in order for the turbine to generate 56 kW of power. 
Neglect minor losses. Assume C = 120 for all pipes. 
І Pily + vi/2g + 2, — E, = poly + v3/2g + 2, + hy Pil ¥ = Pal ү = Vi/2g =0 р = ОҮЕ, 
56 = (0.28)(9.79)(Е) Е, = 20.43 т 02/22 = (О1А)2/28 = {0.28/[()(0.60)/4]}/[(2)(9.807)] = 0.05 m 
2 = 50 т 


With Q = 0.28 m’/s and D = 300 m, (A,)300 = 0.050 m/m. With Q = 0.28 т?/ѕ апі Р = 600 тт, (й), = 
0.0017 m/m. 
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h, = hy, = (0.050)(50) + (0.0017)(20) = 2.53m 0+0+2—20.43=0+0.05+50+2.53 zı =73.0m 






Turbine 
20 m, 600-mm diameter 


Fig. 21-16 


22.1 


CHAPTER 22 
Hydraulic and Energy Grade Lines 


Plot the hydraulic grade line and the energy grade line for the pipe shown in Fig. 22-1a. The turbine develops 
45 kW; the water is at 5?C. 


MB First compute a. 


(Vi/2) * (pi/p) * 0 — (AW,/dm) — (V$/2) * (ps/p) * 0 hy (1) 
dW, /dm = (dW, /dt)(dt/dm) = (45 000)/[V2(2/4)(0. 37)(1000)] = 637/V2 (2) 
h = f,(90/0.5)(V2/2) - (90/0.3)(V2/2) + 0.05(V2/2) + K(V2/2) (3) 


Let f, = 0.023, f = 0.0258: K =0.5[1 — (0.3/0.5)"]/(0.3/0.5)* = 2.47. Substitute the above results into Eq. (1) 
noting that V, = (0.3/0. 5?V, — 0.36V,, 
[(0.36V,)?/2] + (pi/p) — (637/V2) = (V3/2) + (0.023)(90/0.5)[(0.36V2)?/2] + (0.0258)(90/0.3)(V3/2) 
+ [(0.05)(0.36У,)2/2] + [2.47(0.36У,)2/2] (4) 
But, by Bernoulli’s equation, 90g = (p,/p) + [(0.36V,)"/2] + 0. Substitute this expression for (p,/p) in Eq. (4) 
to find: 4.80V3 — 90gV, + 637 = 0. Solve by trial and error: V, = 13.18 m/s, V, = 4.74 m/s. 


АҒА: 
(Huya)a = 90 — (0.05)(4.747/2g) — (0.023)(90/0.5)(4. 742/22) (Нн), = 85.2 т 


After contraction: (Нама), — -(2.47)4.74^/2g) + 85.2 = 82.4 m 


At B: (Ниуаў)ь = 82.4 — (0.0258)(45/0.3)(13.18°/2в)  (Hnya)» = 48.1 m 
After turbine (b'): (Hua): — 48.1 — [637/(13.18)(g)] = 43.2 m 
At C: 


(Hyya). — 43.2 — (0.0258)(45/0.3) (13.18?/2g) = 8.9 m 
This just equals V2/2g, the energy head at exit, as it must. The graphs are shown in Fig. 22-15. 










Np. =0.5m Turbine 
; = 0. 
e/D; = 0.002 


(a) 


D,;=0.3m 
e/D, = 0.003 


Fig. 22-1 
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22.2 Ata point A in a horizontal 12-in pipe (f = 0.020) the pressure head is 200 ft. At a distance of 200 ft from A the 
12-in pipe reduces suddenly to a 6-in pipe. At a distance of 100 ft from this sudden reduction the 6-in pipe 
(f = 0.015) suddenly enlarges to a 12-in pipe and point F is 100 ft beyond this change in size. For a velocity of 
8.025 ft/s in the 12-in pipes, draw the energy and hydraulic grade lines. Refer to Fig. 22-2. 


B The velocity heads are V,/2g — (8.025)"/2g = 1.00 ft and V2/2g = 16.0 ft. The energy line drops in the 
direction of flow by the amount of the lost head. The hydraulic grade line (gradient) is below the energy line by 
the amount of the velocity head at any cross section. Note (in Fig. 22-2) that the Aydraulic grade line can rise 
where a change (enlargement) in size occurs. 

Tabulating the results to the nearest 0.1 ft, 





lost head in feet 





elevation elevation of 
calculated energy line V?^/2g | Һуд. gradient 





(Elevation 0.0) 
Ato B (0.020) (325)(1) — 4.0 


BtoC (K,)(16) = (0.37)(16) = 5.9 
CtoD (0.015)(100/3)(16) = 48.0 
(Vs — Via} _ (82.1 — 8.0)? 

Dto E 2g = 64.4 
. (0.020 C®)(1) = 2.0 


=9.0 








i NS LLL S El. 0.0 . 
A 200-12” BC 10-6" DE 100'—12" F Fig. 222 


22.3 The elevations of the energy line and hydraulic grade line at point G are 44.0 and 42.0 ft, respectively. For the 
system shown in Fig. 22-3, calculate (a) the power extracted between G and H if the energy line at H is at 
elevation 4.0 and (5) the pressure heads at E and F which are at elevation 20.0. (c) Draw, to the nearest O.1 ft, 
the energy and hydraulic grade lines, assuming K for valve CD is 0.40 and f — 0.010 for the 6-in pipes. 


f The flow must be from the reservoir since the energy line at G is below the reservoir level. GH is a turbine. 

Before the power extracted can be calculated, flow Q and the head extracted must be obtained. 

(a) At G, Vi;/2g —2.0 (the difference between the elevations of the energy and hydraulic grade lines). Also 
V2/2g — (16)(2.0) 2 32.0 and V2,/2g — 1&(2.0) — 0.13 ft. To obtain Q, Vi; — 11.34 ft/s and Q — 
15(1)(11.34) — 8.91 cfs. h.p. - yOH,/550 — 62.4(8.91)(44.0 — 4.0)/550 = 40.4 extracted. 

(b) Fto G, datum zero 

(Energy at F) — 0.030(4%°)(2.0) = (energy at G = 44.0) Energy at F = 44.0 + 6.0 = 50.0 ft 


E to F, datum zero: 
(Energy at E) — (45.4 — 11.3)?/2g = (energy at F = 50.0) Energy at E — 50.0 + 18.0 = 68.0 ft 
z + V?/2g 


The pressure head at E = 68.0 — (20 + 32) = 16.0 ft water. The pressure head at F = 50.0 — (20 + 2) = 28.0 ft 
water. 
(c) Working back from E: 
Drop in energy line DE = 0.010(25/4)(32.0) = 16.0 ft Drop in energy line CD = 0.40(32.0) = 12.8 ft 
Drop in energy line BC = same as DE = 16.0 ft Drop in energy line AB = 0.50(32.0) = 16.0 ft 
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(Elevation at D — 16.0) — elevation at E of 68.0 Elev. D — 84.0 

(Elevation at C — 12.8) — elevation at D of 84.0 Elev. C — 96.8 

(Elevation at B — 16.0) — elevation at C of 96.8 Elev. B = 112.8 
(Elevation at A — 16.0) = elevation at B of 112.8 Elev. A = 128.8 


The hydraulic grade line is V?/2g below the energy line: 32.0 ft in the 6-in, 2.0 ft in the 12-in and 0.13 ft in the 
24-in. The values are shown in Fig. 22-3. 





Fig. 22-3 


22.4 The head extracted by turbine CR in Fig. 22-4 is 200 ft and the pressure at T is 72.7 psi. For losses of 


2.0(V2,/2g) between W and R and 3.0(V1,/2g) between C and T, determine (a) how much water is flowing and 
(b) the pressure head at R. Draw the energy line. 


B Because the energy line at T is at elevation {250.0 + [(72.7)(44)/62.4] + (V2;/2g)) and well above the 
elevation at W, the water flows into the reservoir W. 
(a) Using T to W, datum zero, 


at T TtoC RtoW Н; at W 
(72.7)(144) | Via | ( Viz Уз) 
ot -(3.0--%2.0---)|-200- +15 
| 62.4 2g + 250 3.0 2g 2g 00 — (0 negl 0) 
Substituting V2, = i&V?; and solving, V?,/2g = 32.0 ft or Vi2 = 45.4 ft/s. Then Q = 1z(1)'(45.4) — 35.7 cfs. 
(b) Using R to W, datum R, [(pa/y) * 1&(32.0) - 0] — 2(1:)(32.0) = (0 + negl + 50) апа р„/у = 52.0 ft. The 
reader may check this pressure head by applying the Bernoulli equation between T and R. 
To plot the energy line in the figure, evaluate the energy at the four sections indicated: 


Elevation of energy line at T — 168.0 + 32.0 + 250.0 = 45.0 
Elevation of energy line at C = 450.0 — 3(32.0) = 354.0 
Elevation of energy line at R = 354.0 — 200.0 = 154.0 
Elevation of energy line at W = 154.0 — 2(;4)(32) = 150.0 


El. 150.0 





Fig. 22-4 
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22.5 


22.6 


A pipeline with a pump leads to a nozzle as shown in Fig. 22-5. Find the flow rate when the pump develops a 
head of 80 ft. Assume that the head loss in the 6-in-diameter pipe may be expressed by h, = 5V2/2g, while the 
head loss in the 4-in-diameter pipe is h, = 12V3/2g. Sketch the energy line and hydraulic grade line, and find the 
pressure head at the suction of the pump. 


B Select the datum as the elevation of the water surface in the reservoir. Note from continuity that 

V, = (3)°V, = 0.25V, and V, = (4)°V; = 0.563V,, where V, is the jet velocity. Writing an energy equation from the 
surface of the reservoir to the jet, [z, + (pi/y) + (Vi/2g)] — hi, + Ap — hi, = 23 + (ps/y) + (V3/2g), 0+ 0+0- 
5(V2/2g) + 80 — 12(V3/2g) = 10 + 0 + (V3/2g). Express all velocities in terms of V,: —[5(0.25V3)?/2g] + 80- 
12[(0.563V;)?/2g] = 10 + (V3/2g), Vs = 29.7 fps; Q = A3V3 = (z/4)(35)' (29.7) — 1.45 cfs. Head loss in suction 
pipe: Р, = 5(V2/2g) = [5(0.25V3)"/2g] = 0.312V3/2g = 4.3 ft. Head loss in discharge pipe: h, = 12(V2/2g) = 
12(0.563V;)"/2g = 52.1 ft, V3/2g = 13.7 ft, V3/2g = 4.3 ft, Vé/2g = 0.86 ft ~ 0.9 ft. The energy line and hydraulic 
grade line are drawn on the figure to scale. Inspection of the figure shows that the pressure head on the suction 
side of the pump is ps/y = 14.8 ft. Likewise, the pressure head at any point in the pipe may be found if the 
figure is to scale. 


f 
13.7' 
2 і ў неу 80 
3" diam jet 








Elev. 50 





Fig. 22-5 


A pump lifts water at the rate of 180 cfs to a height of 375 ft, at a pipe friction loss of 27 ft. Find the power 
required if the pump efficiency is 88%. Sketch the energy grade line and the hydraulic grade line. 


B Water hp 7 Qy(Az * h,)/550 — (180)(62.4)(375 + 27)/550 = 8210 Input power — 8210/0.88 — 9330 
The energy and hydraulic grade lines are sketched in Fig. 22-6. 


Fig. 22-6 





The diameters of the suction and discharge pipes of a pump are 6 in and 4 in, respectively. The discharge 
pressure is read by a gage at a point 5 ft above the centerline of the pump, and the suction pressure is read by a 
gage 2 ft below the centerline. If the pressure gage reads 20 psi and the suction gage reads a vacuum of 10 inHg 
when a fluid of specific gravity 0.79 is pumped at the rate of 2.0 cfs, find the power delivered to the fluid. Sketch 
the energy grade line and the hydraulic grade line. 
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1 Pily +z, + Vi/2g + Ep = poly + 2+ V3/2g + hy V, = Q/A, =2.0/[()($)*/4] = 10.19 fps 
№ = 2.0/[(2)(5)2/4] = 22.92 #рѕ = 0 
~ (43)(13.6/0.79) — 2 + 10.197/{(2)(32.2)} + E, = (20)(144)/[(0.79)(62.4)} + 5 + 22.927/[(2)(32.2)] + 0 
E, = 86.31 ft 
P = QyE, = (2.0)[(0.79)(62. 4)](86.31)/550 = 15.5 hp 
The energy and hydraulic grade lines are sketched in Fig. 22-7. | 


р/ү + > = -1635 ft Н i 
| | 
а і Al —-— 
- - - ty—-- 1 - - - 


2 
v 72 
EL 





Fig. 22-7 


22.8 Determine the elevation of hydraulic and energy grade lines at points A, B, C, D, and E of Fig. 22-8 (z — 10 ft). 


1 Solving for the velocity head is accomplished by applying the energy equation from the reservoir to E, 

10 + 60 + 0 + 0 = (Vz/2g) * 10-- 0 - 3(V?/2g) - 0.020(200/0.50)(V?/22) -- 10(V?/2g) - 0.10(V2/2g). From the 
continuity equation, Vg = 4V. After simplifying, 60 = (V?/2g)[16 + 3 + 8 + 10 + 16(0.1)] = 36.1(V7/2g) and 
V?/2g = 1.66 ft. Applying the energy equation for the portion from the reservoir to A gives 70 +0 + 0= 
(V?/2g) + (p/y) + z + 0.5(V7/2g). Hence, the hydraulic grade line at A is 


2 


V 
PLz| 270-15 - 70 - 1.5(1.66) ^ 67.51 ft 
Y 28 





A 


The energy grade line for A is (V?/2g) + z + (p/y) = 67.51 + 1.66 = 69.17 ft. For B, 70+0 +0 =(V7/2g) + 
(ply) +z + 0.5(V7/2g) + 0.02(80/0.5)(V?/2g) and 


5% z| =70—(1.5 + 3.2)(1.66) = 62.19 ft 





B 


The energy grade line is at 62.19 + 1.66 = 63.85 ft. 

Across the valve the hydraulic grade line drops by 10V?/2g, or 16.6 ft. Hence, at C the energy and hydraulic 
grade lines are at 47.25 ft and 45.59 ft, respectively. 

At point D, 70 — (V?/2g)  (p/ y) * z * [10.5 -- 0.02(200/0.50)](V?/2g) and 


Pez 


Y 
with the energy grade line at 37.6 + 1.66 = 39.26 ft. 


At point E the hydraulic grade line is 10 ft, and the energy grade line is z + (Vz/2g) = 10 + 16(V7/2g) = 
10 + 16(1.66) = 36.6 ft. 





= 70 — 19.5(1.66) = 37.6 ft 


D 












K=10 f=0.020 
Arbitrary datum 3 








nozzle 








- 2 
Loss due to nozzle 0.10 z 
' & 


Fig. 22-8 
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22.9 A pump with a shaft input of 7.5 kW and an efficiency of 70 percent is connected in a water line carrying 
0.1 m?/s. The pump has a 150-mm-diameter suction line and a 120-mm-diameter discharge line. The suction line 
enters the pump 1 m below the discharge line. For a suction pressure of 70 KN/m’, calculate the pressure at the 
discharge flange and the rise in the hydraulic grade line across the pump. 


Е Тһе energy added per unit weight of water, E, is given by QyE — 7500(0.70), or E = 

7500(0.7)/[0. 1(9806)] — 5.354 m. Applying the energy equation from suction flange to discharge flange gives 
(V2/2g) + (p./y) + 0+ 5.354 = (V2/2g) + (pa/y) +1 in which the subscripts s and d refer to the suction and 
discharge conditions, respectively. From the continuity equation, V, = 0.1(4)/(0.15?) = 5.66 m/s, V, = 
0.1(4)/(0.12?s) = 8.84 m/s. Solving for pa gives pa/ y = [5.667/2(9.806)] + (70 000/9806) + 5.354 — 
[8.842/2(9.806)] – 1 = 9.141 т апі р, = 89.6 kPa. The rise in hydraulic grade line is [(pa/y) + 1]—(p./y) = 
9.141 + 1 — (70 000/9806) = 3.002 m. 


22.10 Sketch the hydraulic and energy grade lines for Fig. 22-9a (H = 10 т). 
І pily + Vi/2g + 2 = poly * Vil2g + 2.4 hy а. =, +, һ = (Р)(11р)(У?/28) 
(€/D), — 0.000046/0.150 — 0.000307; try f, — 0.015. (€/D); — 0.000046/0.300 — 0.000153; try № = 0.015. 
hy = (0.015)[25/0.150]{V7/[(2)(9.807)]} + (0.015)[(20 + 8)/0.300]{(V,/4)/[(2)(9.807)]} = 0.1319V? 
hm = KV?/2g = [1 + (1 — 4)? + 3.5/16 + &]{V2/[(2)(9.807)]} = 0.094002 
h, = 0.1319V? + 0.09400V? = 0.2259у2 0+0+10=0+0+0+0.2259у2 У, = 6.653 т/ѕ 
V2/2g = 6.6537/[(2)(9.807)] = 2.257 т V, — 6.653/4 = 1.663 m/s V3/2g = 1.6637/[(2)(9.807)] — 0.141 m 


Friction losses are (f)(L/ D)(vi/2g) — 5.642 m, (£)(./ D)(v2/2g) — 0.197 m. Minor losses are (V, — V2)*/2g = 
1.270 m, 3.5V2/2g — 0.494 m. The hydraulic and energy grade lines are sketched in Fig. 22-9b. [Further 
checking (not shown) of the Reynolds number indicates that the assumed values of f, and f; are acceptable.] 






New commercial 


teel pi 
stee! pipe Valve K = 3.5 


(a) 





300 mm diam 





Fig. 22-9 


22.11 Determine the slope of the hydraulic grade line for flow of atmospheric air through a rectangular 21-in by 7-in 
galavanized iron conduit (V = 25 fps). 
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MB 5, - (f(L/DY(V?/2g). Slope of the hydraulic grade line — h,/L — (f/ D(V?/2g). 
€ — 0.0005 ft R, = (3)(%)/4 = 0.2552 ft D = 4AR,, = (4)(0.2552) = 1.021 ft 
e/D =0.0005/1.021 = 0.000490 Na = DV/v = (1.021)(25)/(1.69 x 1074) = 1.51 x 10° 
From Fig. A-5, f — 0.0195. Slope of the hydraulic grade line — (0.0195/1.021) (25?/[(2)(32.2)]) = 0.185 ft/ft. 


22.12 What size square conduit is needed to convey 375 L/s of water at 15 °C with a slope of the hydraulic grade line 
of 0.002? (e 2 1 mm) 


B Let d = side of conduit. 


К, = 2144 = 4/4 р = 46, = 44/4 = а У = ОЈА = (375 х 1073)/42 
Npr = DV /у = (4)(0.375/4?)/(1.16 х 107%) = 323 276/4 є1р = 0.001/4 hy = (f)(L/D)(V7/2g) 
h,/L = 0.002 = (f /d){(0.375/d?)"/[(2)(9.807)]} а? = 3.585] 


Assume f = 0.022. 
4 = (3.585)(0.022) d = 0.602 т М№ = 323 276/0.602 = 537 000 
From Fig. A-5, f — 0.023. d? — (3.585)(0.023), 4 = 0.607 т. 
22.43 Neglecting minor losses other than the valve, sketch the hydraulic grade line for Fig. 9-54. The globe valve has a 
loss coefficient of K — 4.5. 
І Pily + Vi/2g + 2, = poly + V3/2g +z. +h һ, = (f)(L/D)(V?/2g) + KV?/2g 
Try f = 0.013. | 
h, = (0.013)[(100 + 70 + 105)/(8)]{V2/[(2)(32.2)]} + (4.5){V7/[(2)(32.2)]} = 0.1531V? 
0+0+ 12=0+0+0 + 0.153102 V =8.853 fps - 
12 — (0.013)[(100 -- 70)/(5)](8.853?/[2)(32.2)]) - 7.97 ft 4.5V?/2g — (4.5)(8.853?/[(2)(32.2)]) = 5.48 ft 


The hydraulic grade line is sketched in Fig. 22-10. [Further checking (not shown) of the Reynolds number 
indicates that the assumed value of f is acceptable.] 


120 ft 








Fig. 22-10 


CHAPTER 23 
Forces Developed by Fluids in Motion 


23.1 A hose and nozzle discharge a horizontal water jet against a nearby vertical plate, as shown in Fig. 23-1. The 
flow rate of water is 0.025 m?/s, and the diameter of the nozzle tip is 30 mm. Find the horizontal force necessary 
to hold the plate in place. 


MB F-pQ(v;- v). The net external force acting on the fluid (F in the equation) is the horizontal force 
necessary to hold the plate in place (i.e., R in Fig. 23-1). Assume it acts toward the left, as shown in the figure, 
and this direction is taken to be positive. v, — Q/A, — 0.025/[(:)(0.030)//4] 2 35.37 m/s, v; 20, R- 
(1000)(0.025)[0 — (—35.37)] 2 884N (leftward). 


Hose Water jet 


Nozzle 





- Fig. 23-1 


23.2 Water flows from a large tank through an orifice of 3 in diameter and against a block, as shown in Fig. 23-2. The 
water jet strikes the block at the vena contracta. The block weighs 50 Ib, and the coefficient of the friction 
between block and floor is 0.57. The orifice's coefficient of discharge (C) is 0.60, and its coefficient of 
contraction (C,) is 0.62. What is the minimum height to which water must rise in the tank ( y in Fig. 23-2) in 
order to start the block moving to the right? 


M8 F-pQ(v,—-v). The force caused by the water striking the block must equal (or slightly exceed) the friction 
force between block and floor (F; in Fig. 23-2). In other words, the net external force acting on the fluid (F in 
the equation above) is Æ when the block begins to move. Hence, F = F, = (0.57)(50) = 28.5 lb, —28.5 = 
(1.94)(Q)(0 — v,), Qv, — 14.69. But V, — Q/a, where a is the area of the jet at its vena contracta. 
а = (0.62)[(л)(2:)2/4] = 0.03043#2 о, = 0/0.03043 = 32.860 (0)(32.860) — 14.69 
| О = 0.6686 ft?/s = CAV2gh 


0.6686 = (0.60)[()(:)?/41V(2)(2.2)(y —1.0) y =9.00 ft 


Block 
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23.3 A hose and nozzle discharge a horizontal water jet against a nearby vertical plate, as shown in Fig. 23-1. The 
flow rate of water is 0.043 m?/s, and the diameter of the nozzle tip is 50 mm. Find the horizontal force necessary 


to hold the plate in place. 
i F-pQ(v;—v) uv, = Q/A, = 0.042/[()(0.050)?/4] = 21.39 m/s 
v,=0 R = (1000)(0.042)[0 — (—21.39)] = 898N (leftward) 


23.4 In Fig. 23-3 a small ingot and platform rest on a steady water jet. If the total weight supported is 825 N, what is 
the jet velocity? 


1 F=pQ(v.-v,) Q=Av,=[(x)(0.060)7/4](v,) = 0.002827», 
825 = (1000)(0.002827,)(v,) v,=17.1 m/s 





CLL LLU LLL А А 
— 





Water jet 
Dy 260mm 


| Fig. 23-3 


23.5 The horizontal nozzle in Fig. 23-4 has D, — 10 in and D, = 6in. The inlet pressure p, — 60 psia, and the exit 
velocity V, — 85 fps. Compute the tensile force in the flange bolts. Assume incompressible steady flow. 


ШЕ xF-pQ(V-V) О=АУ = [(л)(5)2/41685) = 16.69 0/5 V, — ($) (V2) = (15) (85) — 30.60 fps 
(60 — 15)[(2:)(10)?/4] — Fa, — (1.94)(16.69)(85 — 30.60) Е... = 177316 


p, 7 15 Ib/in? abs 





Fig. 23-4 
23.6 The tank in Fig. 23-5 weighs 920 N empty and contains 1.1 m? of water at 20?C. The entrance and exit pipes are 
identical, D, — D; — 60 mm, and both carry 80 L/s. Determine the scale reading W. 
BSE = W— Wao — Wane = —рО[(и,)»— (%)]  (w)-9/A- 80x10 /[2)(0.060)/4] — 28.29 m/s 
W — (1.1)[(9.79)(1000)] — 920 = —(1000)(80 x 10~*)(0 — 28.29) W = 13.952 kN 





Fig. 23-5 
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23.7 Garbage is discharged onto a scow, as in Fig. 23-6; the discharge velocity is 4 fps and the weight flux is 700 Ib/s. 
Calculate the tension in the mooring line. 


B The x-equilibrium of the scow is expressed by 


T = F, sow = — F, garbage 7 —t(U5 — V1) = —(700/g)(0 — 4 cos 35°) = + 71.3 Ib 





Fig. 23-6 


23.8 The water jet in Fig. 23-7, moving at 45 ft/s, is split so that one-third of the water moves toward A. Calculate 
the magnitude and direction of the force on the stationary splitter. Assume ideal flow in a horizontal plane. 


І F-pQ(u-v) -F = pQal(v.)2— (ve)i] + PQa[(¥s)2— (Ue)i] 
Б, = pQal(vy)2— (vy):] + PQa[(v,)2 — (vy)1] 
Q = AV = (0.15)(45) = 6.75 ft*/s 4 = 6.75/3 =2.25 ft/s Os, =6.75 — 2.25 = 4.50 ft?/s 
—F, = (1.94)(2.25)(—45 cos 60° — 45) + (1.94)(4.50)(45 cos 60° — 45) = —491 Ib 
F, = (1.94)(2.25)(—45 cos 30° — 0) + (1.94)(4.50)(45 cos 30° — 0) = 170 Ib 
Е, = У4912 + 170 = 52010 (апо = 19 = 0.34623 «—19.1? 


"T 





Fig. 23-7 
23.9 Rework Prob. 23.8, if the splitter is moving to the right at 8 fps. 

І F — pQ(v; - vi) -Е = pQal(us)2— (Ux):] + рРОв[(®.)» — (д 

F, = pQa[(vy)2— (¥):] + PQal(v,)2 — (%y)1] 
У = 45 – 8 = 37 Ё/5 О = АУ = (0.15)(37) = 5.55 #0/5 Од = 5.55/3 = 1.85 #/5 
Qs — 5.55 — 1.85 2 3.70 f /s 
—F, — (1.94)(1.85)(—37 cos 60° — 37) + (1.94)(3.70)(37 cos 60° — 37) = —332 Ib 
Е, = (1.94)(1.85)(—37 cos 30° — 0) + (1.94)(3.70)(37 cos 30° — 0) = 115 Ib 
Е = V332? + 115°=351lb tana = 15 = 0.34639 @=19.1° 

23.0 A locomotive tender running at 18 mph scoops up water from a trough between the rails, as shown in Fig. 23-8. 

The scoop delivers water at a point 9 ft above its original level and in the direction of motion. The area of the 

stream of water at entrance is 45 in?. The water is everywhere under atmospheric pressure. (a) Find the ground 


velocity of the water as it leaves the scoop and the reaction force acting on the tender. How slow can the train 
move and still deliver water to the same point? 


І Е, = рА:У(АУ,) щш =и, = —(18)(5280)/3600 = —26.40 ft/s v, — 26.40 fps 

Relative to the moving car, 

Pily + 0/28 +2, =р,/ү+ 02/28 +2, 0+ 26.40°/[(2)(32.2)] + 0 =0 + v3/[(2)(32.2)] +9 о, = —10.83 fps 
V, = —26.40 — 10.83 = —37.23 fps —— F,- (1.94) (44)(26.40)(37. 23) = 596 Ib 


23.11 
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. At minimum speed, V?/2g — 9 ft, since v, = 0. 
V?/[(2)(32.2)] 2 9 V — 24.07 fps — 16.4 mph 


о 


AY 
-- |) қом 


Referring to Fig. 23-9, a 2-in-diameter stream of water strikes a 4-ft-square door which is at an angle of 30° with 
the stream’s direction. The velocity of the water in the stream is 60.0 ft/s and the jet strikes the door at its 
center of gravity. Neglecting friction, what normal force applied at the edge of the door will maintain 
equilibrium? 


B The force exerted by the door on the water will be normal to the door (no friction). Hence, since no forces 
act in the W direction in the figure, there will be no change in momentum in that direction. Thus, using W 
components, initial momentum + 0 = final momentum, +M(V cos 30°) = - M,V, — М,У,, 

(y/g)(AjeV)(V cos 30°) 2 (y/g)(A VV, — (Y/8)(A; V) V. But V — V, — V, (friction neglected). Then 

Aj« cos 30? — A, — A; and, from the equation of continuity, Aj = A, + Az. Solving, A; = Aje(1 + cos 30°)/2= 
Aj«(0.933) and A; — Aj4(1— соз 30°)/2 = А,,(0.067). 

The stream divides as indicated and the momentum equation produces, for the X direction, 
[(62.4/32.2) (4) ($)^60](60) — F.(1) = [(62.4/32.2)(12)(3)(0.933)(60)](52.0) + 
[(62.4/32.2)(4)(4)°(0.067)(60)](—52.0) and F, = 38.0 Ib. 

Similarly, in the Y direction, M(0) + E,(1) ^ [(62.4/32.2)(0.0218)(0.933)(60)](30.0) - 
[(62.4/32.3)(0.0218)(0.067)(60)](—30.0) and F, = 65.9 Ib. 

For the door as the free body, 2Myinge = 0 and +38.0(1) + 65.9(2)(0.866) — P(4) = 0 or P = 38.0 Ib. 





Fig. 23-9 
The force exerted by a 1-in-diameter stream of water against a flat plate held normal to the stream’s axis is 
145 Ib. What is the flow of water? 


MBF-pQ(v-v) w-QlA-Q/[a)Y/4]- 183.30 — —145-(1.94(QY(0—183.3Q) — Q — 0.639 ft'/s 


Water flow in open channels can be controlled and measured with the sluice gate in Fig. 23-10. At a moderate 
distance upstream and downstream of the gate, sections 1 and 2, the flow is uniform and the pressure is 
hydrostatic. Derive an expression for the force F required to hold the gate as a function of p, V,, g, Ai, and ho. 
Neglect bottom friction in your analysis. 
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І ХЕ, = т(У, – №) —F + yh,(h,b)/2— yh2(h2b)/2 = ph, bV,[(h,/h2)(V,) — Vi] 
F = yb(hi — h3)/2 — ph, bVi(h,/h2 – 1) 






Sluice 
gate, width b 


F 


Fig. 23-10 
23.14 Compute the force per unit width required to hold the gate in Fig. 23-10 if ^; — 4 m, hi; — 0.7 m, and 
V, — 1.25 m/s. 
І F/b = y(hj — h3)/2 — ph, Vi(h,/h2— 1) 
= (9.79)(4? — 0.7°)/2 — (9.98)(4)(1.25)(4/0.7 — 1) 2 46.5 kN/m 
23.15 Find the thrust developed when water is pumped through a 300-mm-diameter pipe in the bow of a boat at 
V — 2.0 m/s and emitted through a 200-mm-diameter pipe in the stern. 
І Q = A, V, = [(2)(0.300)2/4](2.0) = 0.1414 т?/5 V, — (2.0) (955? — 4.50 m/s 
Е-рО(У,- V,) = (988)(0.1414)(4.50 – 2.0) = 349 № 
23.16 A jet of water flowing freely in the atmosphere is deflected by a curved vane, as shown in Fig. 23-11a. If the 
water jet has a diameter of 1.5 in and a velocity of 25.5 fps, what is the force required to hold the vane in place? 
B Forces acting on the water jet are shown in Fig. 23-110. 
F, = рО[(0.) – (0,)1] Q =AV = [(#)(1.5/12)?/4](25.5) = 0.3129 ft?/s 
В, = (1.94)(0.3129)[0 — (—25.5)] = 15.48 Ib (leftward) F, 7 pQ[(v,); — (v1 
К, = (1.94)(0.3129)(25.5—0)=15.481b (upward) Е = У15.482+ 15.482: 21.4916 
With equal x and y components, the direction of R is at a 45° angle (i.e., а = 45° іп Ер. 23-116). 





Water jet 





(a) Fig. 23-11 


23.17 A jet of water having a velocity of 10 m/s and a flow rate of 60 L/s is deflected through a right angle, as shown 
in Fig. 23-12. Determine the reaction on the chute. Neglect the friction of the chute. 


їй E-»Ql(v. - (v1 R, = (1000)(60 x 10~*)[—10 sin 30° — (—10 cos 30°)] = 219.6 N (leftward) 
F,=pQ[(v,)2—(v,):] В, -(1000)60 х 1072110 sin 60° —.(—10-cos 60°)] = 819.6N — (upward) 
R = 219.6? + 819.6? = 849 М ‹ = агсќап (819.6/219.6) = 75.0° 
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Water jet 





Fig. 23-12 


For the cart of Fig. 23-13, compute the force on the wheels caused by deflecting the jet and the compression of 
the spring, if its stiffness is 1.6 kN/m. 


B The force on the jet is upward and to the left. The upward component is supplied by the ground, acting on 


the wheels: 
E -pQ[(v),-(V)] Q@= Av =[(x)(0.040)’/4](20) = 0.02513 m?/s 


F, = (998)(0.02513)(20 sin 45° ~ 0) = 355 N 


The leftward component is supplied by the compressed spring: 
F, = pQ[(v,)2— (V,),] = (998)(0.02513)(20 cos 45° — 20) = —147N 


Then, by Hooke’s law, F, = —k Ax, —147= (1600)(Ax), Ax = 92 mm. 





Fig. 23-13 
In Fig. 23-14 the vane turns the water jet completely around. Find an expression for the maximum jet velocity 
V if the maximum possible support force is F. 


І Е =рО(и — ui) Fy = (po)(AoVo)(— Vo— Vo) = (Po) [(*2D5/4)(Vo)](— Vo — V) Y= VIRI Dzn) 


— 
Po. Vo. Do == 
Fig. 23-14 
The water tank in Fig. 23-15 stands on a frictionless cart and feeds a jet of diameter 3 cm and velocity 10 m/s, 
which is deflected 50° by a vane. Compute the tension in the supporting cable. 
1 Contrast Prob. 23.18; here the force on the water is upward and rightward. 
EK.-pQf(v.);-(v.))] Q = Av =[(x)(0.03)?/4](10) = 0.007069 m?/s 
T = (998)(0.007069)(10 cos 50° — 0) = 45.3N 


Water exits to the atmosphere (p, = 101 kPa) through a split nozzle as shown in Fig. 23-16. Duct areas are 
A, = 200 cm? and.A, = A; = 90 cm’. The flow rate is Q; — Q; = 200 m’/h, and inlet pressure p, = 165 kPa abs. 


‘Compute the force on the flange bolts at section 1. 
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2 Cable 
OE LLL" 
4 Ж Fig. 23-15 
І ХЕ, = pQ[(v.); — (v.)1] ~Frons piAÀi 7 2pQ;(—v;cos 30?) - pQ;v; 
v = 0А, = (2% )/(90 x 1074) = 6.173 m/s = (2)(395)/(200 х 107%) = 5.556 m/s 
- Қош ((165- 101)(1000)|(200 х 107%) = (2)(998) (23 "i ~—5.556 cos 30°) — (998)[(2)(23)](5.556) 
Fyous = 2430 N 
NY 
" 
30? 





Fig. 23-16 


23.22. +A pump ina water tank directs a water jet at 25 ft/s and 0.3 ft?/s against a vane, as in Fig. 23-17. Compute the 
force F to hold the cart stationary if the jet follows path A. 


ff If the water follows path A, no momentum flux is created; thus, F = 0. 





Fig. 23-17 


23.23 Compute the force F in Prob. 23.22 if the fluid jet follows path B. The tank holds 50 ft? of water at this instant. 
I F=pQ(v2— v,). From “frictionless particle” concept, jet B will have constant horizontal velocity 
U = Uja COs (180 — 120)°. F = (1.94)(0.3)[25 cos (180 — 120)° — 0] = 7.28 lb. 

23.24 The cart in Fig. 23-18 moves at constant velocity V, = 25 m/s and takes on water with a scoop 1.7 m wide which 
dips h = 25 mm into a pond. Find the mass flow into the cart and the force needed to propel the cart. 
1 т = РАМ = (998)[(1.7)(0.025)](25) = 1060 kg/s 


The cart.is gaining momentum at the rate (1060 kg/s)(25 m/s) 26 500 (kg * m/s)/s = 26.5 KN, which, by 
Newton’s law, must be the force on the cart. 
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Fig. 23-18 


A racing car, coasting, is to be decelerated by a scoop, as shown in Fig. 23-19. If the car and scoop weigh 
2000 Ib and A = 3 in, find the deceleration when V = 540 ft/s. Assume that the scoop has a width b = 1 ft into the 
paper. 


1 Force on car = pbhV(1 — cos 60°) = Ma, whence (p = 1.94 slug/ft?) 


_ (1.94)(1)(3/12)(540)(1 — 0.5) _ , 
а=  QU0/22) — = 1138 ft/s 





Fig. 23-19 


A vane of turning angle (180° — 6) is mounted on a water tank, as shown in Fig. 23-20. It is struck by a 
3-in-diameter, 40-fps water jet, which turns and falls off into the water tank without spilling. What is the force F 
required to hold the water tank stationary if @ = 90°? 


1 xK-eQ(v-v)  Q= Av =[(x)(4)"/4](40) = 1.963 9/8 F = (1.94)(1.963)[0 — (—40)] = 152Ib 


V, = 50 ft/s 





Fig. 23-20 


In Fig. 23-21, air of density 1.2 kg/m? flows in the 30-cm duct at 12 m/s; it is choked by a 90° cone in the exit. 
Estimate the force of the airflow on the cone. | 


1 УЕ, = тои - ти _ ту=рА,У, = (1.2)[(л)(0.30)°/4](12) = 1.018 Кр/$ 
А» = (л)[0.40 4- (0.01)(cos 45*)](0.01) —0.01279 m^ — т, = pA;V, — (1.2)(0.01279)(V2) = 1.018 
V,—66.33m/s Е = (1.018)(66.33 соѕ 45°) – (1.018)(12) = 35.5М№ (rightward) 


For the same situation and conditions as given in Prob. 23.16 except that the. vane itself is moving to the right 
with a velocity of 10.0 ft/s, find the force exerted by the water on the vane. 
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23.32 





Fig. 23-21 


I F=pQ,V,(cosB+1)  V,=25.5-10.0=15.5ft/s  Q,=A,V,=[(x)(1.5/12)?/4](15.5) = 0.1902 ft?/s 
К, = (1.94)(0.1902)(15.5)(соѕ 90° + 1) = 5.71916 F, = pQ, V, (sin В) 
R, = (1.94)(0.1092)(15.5)(sin 90°) = 5.719 lb R = У5.719 + 5.719 = 8.09 Ib 
As in Prob. 23.16, R acts at an angle f of 45°. 


Solve Prob. 23.28 if the angle of the vane" is 30" (i.e., the 90° angle in Fig. 23-110 is 30° instead). 


I F.=:0,V,(cos B + 1). Using data from Prob. 23.28, R, = (1.94)(0. 1902)(15.5)(cos 30° + 1) = 10.67 Ib, 
Б, = Q,V.(sin B), К, = (1.94)(0. 1902)(15.5)(sin 30°) = 2.86 lb, R = V10.67" + 2.86° = 11.0 1b. The direction can 
be determined by referring to Fig. 23.22: w = arctan (2.86/10.67) = 15.0°. 


R | R, = 2.86 Ib 





tg 


R, = 10.67 lb Fig. 23-22 


A jet of water flowing freely in the atmosphere is deflected by a curved, 90° vane (see Fig. 23-11a). The vane is 
part of a turbine and is moving to the right with a velocity of 20 ft/s. The water jet has a diameter of 2 in and a 
velocity of 60 ft/s. Determine the force exerted by the water on the vane. 


І F,—-pQ,V(cosB--1) V,=60—-20=40ft/s О, =А,У, = [(л)(2:)/41(40) = 0.8727 #2/5 
К, = (1.94)(0.8728)(40)(соѕ 90° + 1) = 67.726 Е = Q,,V,(sin В) 
К, = (1.94)(0.8728)(40)(ѕіп 90°) = 67.7216 К = 67.722 + 67.722 ~ 95.816 


Since R, and R, are equal, R acts at an angle of 45° with the horizontal. 


Solve Prob. 23.30 if the '*angle of the vane" is 60" (i.e., the 90? angle in Fig. 23-115 is 30? instead). 


I F.—pQ,.V.(cos В + 1). Using data from Prob. 23.30, R, = (1.94)(0.8727)(40)(cos 60° + 1) = 101.6 Ib, F, = 
pQ,V,(sin B), R, = (1.94)(0.8728)(40) (sin 60°) = 58.65 Ib, R = V101.6" + 58.65? = 117.3 lb. The direction can be 
determined by referring to Fig. 23-22: a = arctan (58.65/101.6) = 30.0°. 


As shown in Fig. 23-23, a vane is curved so that the water jet is entirely reversed in direction. The vane is 
moving to the right at a velocity of 9.0 m/s, and the velocity of the water jet is 21.0 m/s. If the diameter of the 
water jet is 50 mm, find the force exerted by the vane on the water. 


I F=p0,V,(cos B +1) V, =21.0 — 9.0 = 12.0 m/s Q, = A,V, ^ [()(0.050)?/4](12.0) — 0.0236 m?/s 

R. —(1000)(0.0236)(12.0)(cos 0?-- 1) - 566N — E,—- pQ,V.sinB К, = (1000)(0.0236)(12.0)(ѕіп 0°) =0 
Hence, R=566N (acting horizontally). 
A 2-in-diameter water jet with a velocity of 100 fps impinges on a single vane moving in the same direction (thus 


F, = F,) at a velocity of 60 fps. If 8, = 150° and friction losses over the vane are such that v, = 0.9v,, compute 
the force exerted by the water on the vane. See Fig. 23-24a. 
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Vane 







ш, 22777777777» 
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Water jet 


Fig. 23-23 
Е The velocity vector diagrams at entrance and exit to the vane are shown in Fig. 23-24b. Since 
о, = (0.9)(40) = 36 #рѕ; 
Vz sin œ, = 9; sin f; — (36)(0.5) = 18 fps (4) 
V; cos œ, = u + v cos B, = 60 + 36(—0.866) = 28.8 fps (2) 


Solving (1) and (2) simultaneously yields V, = 34 fps, a, = 32°. Hence — F, = pQ'(V, cos a, — V,) = 
1.94(0.0218)(100 — 60)(28.8 — 100) = —120.4 Ib. So F, — 120.4 Ib. The force of vane on water is to the left as 
assumed; hence force of water on vane is 120.4 Ib to the right. — F, = pQ’(V2sin a, — 0) = 1.94(0.0218)(40)(—18) = 
—30.5 Ib. Thus F, — 30.5 lb in the direction shown. The force of water on the vane is equal and opposite and 
thus 30.5 Ib upward. If the blade were one of a series of blades, — F, = pQ (V соѕ а, – И) = 


1.94(0. 0218)(100)(28.8 — 100) = —301 Ib. 
Entrance velocity Жу 
vectors 
1427100 tx 
—— 


— 
и-60 у-40 





Тұ 


“:<36 Free-body diagram 


(a) (b) Fig. 23-24 


23.34 A jet of water with an area of 4 in? and a velocity of 175 fps strikes a single vane which reverses it through 180° 


without friction loss. Find the force exerted if the vane moves (a) in the same direction as the jet with a velocity 
of 65 fps; (b) in a direction opposite to that of the jet with a velocity of 65 fps. 


1 F = pQ(v;— vi) 

(а) v,—175— 65 — 110 ft/s Q = Au 7 (14)(110) — 3.056 ft?/s F = (1.94)(3.056)[110 — (—110)] = 1304 Ib 
(b) v,-175— (—65) = 240 ft/s О = (Fx) (240) = 6.667 ft?/s F = (1.94)(6.667)[240 — (—240)] = 6208 Ib 
The pipe bend shown in Fig. 23-25 is in a horizontal plane. A fluid of weight density 8.615 kN/m?? enters the 


bend with a velocity of 3.50 m/s and a pressure of 280 kPa. Neglecting any energy losses in the bend, find the 
force required to hold the bend in place. 


1 EF. -pQl(v.) -(v;.h] РА, +р,А,соѕ 65° — R, — pQ(—v, cos 65? — vi) 
А, = (л)(0.200)2/4 = 0.03142 т? 
рг сап be determined using the Bernoulli equation. 
piytvil2g *z-piytvu2gtz, Аз, = А0, 
Аз = (л)(0.080)2/4 = 0.005027 т2х 0.0050270, = (0.03142)(3.50) U2 = 21.88 m/s 
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280/8.615 + 3.507/[(2)(9.807)] + 0 = p2/8.615 + 21.887/[(2)(9.807)] + 0 
p2=75.10kPa — Q-A,v, — (0.03142)(3.50) — 0.1100 m?/s 
[(280)(1000)](0.03142) + [(75.10)(1000)](0.005027)(cos 65°) ~ R, 
= [8615/9.807](0.1100)[(—21.88)(cos 65°) — 3.50] 
R,-10190N or 10.19 kN УБ, = pQ[(v,)o — (v,)1] —p2A2 sin 65° + R, — pQ(v, sin 65? — Q) 
—[(75.10)(1000)](0.005027) (sin 65°) + R, = [8615/9.807](0.1100)[(21.88)(sin 65°) — 0] 


R, =2262N or 2.26kN R 2 V10.19? - 2.26? 2 10.4 kN 
a = arctan (2.26/10.19) — 12.5? (see Fig. 23-255) 


> 80-mm diameter 
65° 
Direction 
of flow 
( 
200-mm diameter 
(a) 
+y 


P2 AN 





(b) R, е Fig. 23-25 


The pipe bend shown in Fig. 23-26a is in a horizontal plane. Oil with a specific gravity of 0.86 enters the 


reducing bend at section A with a velocity of 3.2 m/s and a pressure of 150 kPa. Determine the force required to 
hold the bend in place. Néglect any energy loss in the bend. 


23.36 


B External forces acting on the oil within the bend are shown in Fig. 23-26b. 
A10, = Åv: А, = л(0. 150)/4- 0.01767 m? 


А, = л(0.100)2/4 = 0.007854 т> 
(0.01767)(3.2) = 0.007854v, ^ v,— 7.199 m/s 


py t vig tz, 2 p;ly- 93/26 “2, 


150/[(0.86)(9.79)] *- (3.2)/[(2)(9.807)] *- 0 — p;/[(0.86)(9.79)] - (7.199)?/[(2)(9.807)] --0 p2 = 132.1 kPa 
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Е, = рО (2, = Vz) pii = р›Аз cos 30° = К, = рО (0, cos 30° = Va) 
Q = Av = (0.01767)(3.2) — 0.05654 m?/s 


(150 000)(0.01767) — (132 100)(0.007854) cos 30° — R, = (0.86)(1000)(0.05654)(7.199 cos 30° — 3.2) 


R, = 1604N 
F, = pQ(v,; — v4) —p2Az sin 30° + R, = pQ(v,, sin 30° — 0) 
(—132 100)(0.007854) sin 30° + R, = (0.86)(1000)(0.05654)(7.199 віп 30) R, = 694 N 
К = V(1604) + (694)? = 1748 N a = arctan 4 =23.4° . (see Fig. 23-26b) 


100-mm diameter 





150-mm diameter 


(b) 
Fig. 23-26 


23.37 Find the magnitude and direction of the resultant force on the compressor shown in Fig. 23-27. Air 
(y = 0.075 Ib/ft?) enters at A through a 4-ft^ area at a velocity c of 12 fps. Air is discharged at B through a 3-ft 
area at a velocity of 14 fps. 


i F.-pQ[(V).—(V).] | Q— AV = (4)(12) = 48.0 ft/s 
F, = (0.075/32.2)(48.0)(14 — 12 cos 50°) = 0.703 Ib (rightward) 
= pQ[(V2), — (V.),] ^» (0.075/32.2)(48. 0)[0 — (—12 sin 50°)] = 1.028 Ib (upward) 
Force of fluid on compressor is 0.703 Ib leftward and 1.028 lb downward. F = V0.703? 4- 1.028? — 1.245 Ib, 
= arctan (1.028/0.703) = 55.6° to the horizontal. 


23.38 Repeat Prob. 23.37 for the case where a gas (y = 12.1 N/m з) enters at A through a 75-cm-diameter pipe at 
3.5 m/s and leaves at B through a 60-cm-diameter pipe at 4.5 m/s. 
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Fig. 23-27 


i Е-рО(),-(У91  О=АУ =[(л)(0.75)°/4](3.5) = 1.546 т?/$ 
Е, = (12.1/9.807)(1.546)(4.5 – 3.5 соѕ 50°) = 4.9М  (rightward) 
Е, = рО[(У,), – (И),] = (12.1/9.807)(1.546)[0 – (—3.5 ѕіп 50°)] = 5.11М (upward) 


Force of fluid on compressor is 4.29 N leftward and 5.11 N downward. Е = ү4.29? + 5.11? = 6.67 М№, 
a@ = arctan (5.11/4.29) = 50.0° to the horizontal. 


In Fig. 23-28a is shown a curved pipe section of length 40 ft that is attached to the straight pipe section as 
shown. Determine the resultant force on the curved pipe, and find the horizontal component of the jet reaction. 
All significant data are given in the figure. Assume an ideal liquid with y = 55 lb/ft’. 


B The energy equation between sections 1 and 3 gives [(30)(144)/55] + 35 = 20 + (V3/2g) and V; = 77.6 fps (jet 
velocity); Q = A;V; = 3.81 cfs, V, = Q/A, = 43.6 fps. The energy equation between section 2 and 3 gives 
10 + [2,(144)/55] + [(43.6)2/64.4] = 20 + [(77.6)*/2g], and p, = 28.3 psi. The free-body diagram of the forces 
acting on the liquid contained in the curved pipe is shown in Fig. 23-28b. p,A, — p3A3 cos 20° — (Fr). = 
pQ(V; cos 20° — V,) where (Fz), represents the force of the curved pipe on the liquid in the x direction. Since 
section 3 is a jet in contact with the atmosphere, p = 0. Thus 28.3[(2/4)(4°)] — (Fu). = 
[(1.94)(55/62.4)](3.81)[(77.6)(0.94) — 43.6], 356 — (Fz) = 191, (Fave) = +165 Ib where the plus sign indicates 
that the assumed direction is correct. In the y direction the p,A, force has no component. Estimating the weight 
of liquid W as 1501b, (Fu), ^ pQ[(77.6)(0.342) — 0] + 150 = +323 Ib. The resultant force of liquid on the 
curved pipe is equal and opposite to that of the curved pipe on liquid. The resultant force of liquid on the 
curved pipe is [(165)? -- (323)?]? — 363 Ib downward and to the right at an angle of 62°56’ with the horizontal. 
The horizontal jet reaction is best found by taking a free-body diagram of the liquid in the system as shown in 
Fig. 23-28c: (F,). * pQ(V; cos 20? — 0) — 475 Ib where (Fs, ), respresents the force of the system on the liquid 
in the x direction. (Fs,,), is equivalent to the integrated effect of the x components of the pressure vectors 
shown in Fig. 23-28c. Equal and opposite to (Fs,), is the force of the liquid on the system, i.e., the jet reaction. 
Hence the horizontal jet reaction is a 475-Ib force to the left. Thus there is a 165 lb force to the right tending to 
separate the curved pipe section from the straight pipe section, while at the same time there is a 475-Ib force 
tending to move the entire system to the left. 





3" diam jet 





Elev. 20' 


W 


p343=0 y 
D. 


P2 42 — — (Fri) x 


(Frit) y 





(b) . (c) Fig. 23-28 
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A 24-in pipe carrying 31.4 cfs of oil (s.g. = 0.85) has а 90° bend in a horizontal plane. The loss of head in the 
bend is 3.50 ft of oil and the pressure at entrance is 42.5 psi. Determine the resultant force exerted by the oil on 
the bend. 


I Referring to Fig. 23-29, the free-body diagram indicates the static and dynamic forces acting on the mass of 
oil in the bend. These forces are calculated as follows:. 


1. Р, = р.А = (42.5)(1л)(24) = 192001 


2. P,—p;A, where p; — p, — loss in psi, from the Bernoulli equation since z, = z, and V, = V}. Then 
Р, = [42.5 — (0.85)(62.4)(3.50/144)](%®л)(24)? = 18 6001Ь. 

3. Using the impulse-momentum principle, and knowing that V, = V, = Q/A = 10.0 ft/s, MV,, + Z (forces in X 
direction)(1) = MV,,, 19 200 — F, = [(0.85)(62.4)(31.4/32.2)](0 — 10.0) = —517 lb, and F, = +19 720 Ib, to 
the left on the oil. 

4. Similarly, for t= 1s, MV,,+ 2 (forces in Y direction)(1) = MV,,, F, — 18 600 = 
[(0.85)(62. 4)(31.4/32.2)](10.0 — 0) — +517 Ib, and ЕЁ, = +19 120 lb, upward on the oil. 


On the pipe bend, the resultant force R acts to the right and downward and is R = V(19 720)* + (19 120)? = 
27 470 Ib at 0, — tan (19 120/19 720) = 44.1°. 





Fig. 23-29 


The 24-in pipe of Prob. 23.40 is connected to a 12-in pipe by a standard reducer fitting. For the same flow of 
31.4 cfs of oil, and a pressure of 40.0 psi, what force is exerted by the oil on the reducer, neglecting any lost 
head? 


B Since V, 5 10.0 fps, V; — (7)?(10.0) = 40.0 fps. Also, the Bernoulli equation between section 1 at entrance and 
section 2 at exit yields {(p,/y) - [(10)?/2g] *- 0) — negligible lost head = ((p;/ y) + [(40)?/2е] + 0}. Solving, 
Pol y = [(40.0)(144)/(0.85)(62.4)] + (100/2g) — (1600/2g) — 85.3 ft of oil and p; ^ 31.4 psi. 
Figure 23-30 represents the forces acting on the mass of oil in the reducer: P, = p, A, = (40.0)(4.2)(24)? = 
18 100 Ib (to the right), P; 2 p;A; — (31.4)(41)(12)? — 3550 Ib (to the left). 
In the X direction the momentum of the oil is changed. Then MV,, + = (forces in X direction)(1) = MV,,, 
(18 100 — 3550 — F.)1 — ((0.85)(62.4)(31.4/32.2)](40.0 — 10.0), and F, = 13 000b acting to the left on the oil. 
The forces in the Y direction will balance each other and F, = 0. Hence the force exerted by the oil on the 
reducer is 13 000 Ib to the right. 


1 | 
4 ғ, 






| 7 
Е, Fig. 23-30 


A 45° reducing bend, 24-in diameter upstream, 12-in diameter downstream, has water flowing through it at the 
rate of 15.7 cfs under a pressure of 21.0 psi. Neglecting any loss in the bend, calculate the force exerted by the 
water on the reducing bend. 


I. V,=15.7/A, =5.00 ft/s and V, = 20.0 ft/s. The Bernoulli equation, section 1 to section 2, produces 
{[(21.0)(144)/62.4] + (25/2g) + 0} — negligible lost head = [(p2/y) + (400/2g) + 0] from which p2/y = 42.6 ft and 
Ps = 18.5 psi. 

In Fig. 23-31 is shown the mass of water acted upon by static and dynamic forces: P, — p,A, — 
(21.0)(іл)(24) - 95001b, P, — pA; — (18.5)(47)(12} = 2090 Ib, P,, = P,, = (2090)(0.707) = 1478 Ib. 
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In the X direction, MV,, + = (forces in X direction)(1) = MV,,, (9500 — 1478 — F,)1= 
[(62.4)(15.7/32.2)][(20.0)(0.707) — 5.00] and F. = 7740 lb to the left. 

In the Y direction, (+F, — 1478)1 = [(62.4)(15.7/32. 2)][(20.0)(0.707) — 0] and F, = 1910 Ib upward. 

The force exerted by the water on the reducing bend is F = (7740): + (1910)? = 7970 Ib to the right and 
downward, at an angle @, = tan”! 3338 = 13°52’. 





Fig. 23-31 


Determine the reaction of a jet flowing through an orifice on the containing tank. 


B In Fig. 23-32 a mass of liquid ABCD. is taken as a free body. The only horizontal forces acting are F, and Б, 
which change the momentum of the water. (F, — F)(1) = M(V2— V,), where V, can be considered negligible. 
Reaction F = F, — R = (yQ/g)V2= (YA2V2/g)V2. But Az = c,Ao and V, — c, V2gh. Hence F = 
[y(c-Ao)/g]c2(2gh) = (cc,) yAo(2h) (to the right on the liquid). 


1. For average values of c = 0.60 and c, = 0.98, the reaction F = 1.176yhAy. Hence the force acting to the left 
on the tank is about 18 percent more than the static force on a plug which would just fill the orifice. 

2. For ideal flow (no friction, no contraction), F = 2(yhAo). This force is equal to twice the force on a plug 
which would just fill the orifice. 

3. Fora nozzle (c, = 1.00), the reaction F = c2yA(2h) where h would be the effective head causing the flow. 





Fig. 23-32 


The jets from a garden sprinkler are 1-in in diameter and are normal to the 2-ft radius. If the pressure at the 
base of the nozzles is 50 psi, what force must be applied on each sprinkler pipe, 1 ft from the center of rotation, 
to maintain equilibrium? (Use c, — 0.80 and c, — 1.00.) 


Е The reaction of the sprinkler jet may be calculated from the momentum principle. Inasmuch as the force 
which causes a change in momentum in the X direction acts along the X axis, no torque is exerted. We are 
interested, therefore, in the change in momentum in the Y direction. But the initial momentum in the Y 
direction is zero. The jet velocity V, — c, V2gh =0. 80V2¢[(50)(2.31) + negligible velocity head] = 69.0 ft/s. 
Thus F, dt 2 M(V,) — [(62.4/32.2)(11)(35)(69.0) dt](—69.0) or F, = —50.3 Ib downward on the water. Hence 
the force of the jet on the sprinkler is +50.3 lb upward. Then 2M, = 0, F(1) — 2(50.3) 2 0, F = 100.6 lb for 
equilibrium. 





К+ 
Fig. 23-33 





A rocket engine burns 5.0 kg of fuel and oxidizer per second, and combustion gases exit the rocket at a velocity 
of 550 m/s relative to the rocket, at a pressure approximately equal to the ambient air pressure. Find the thrust 
produced by the rocket engine. 


І Е = рОъ, = Мо = (5.0)(550) = 2750 М 
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A jet craft traveling at a velocity of 590 fps takes in air at a rate of 1.55 slugs/s. The air: fuel ratio is 25:1, and 
the exhaust velocity relative to the jet is 1950 fps. Find the thrust produced by the jet engine. 


І F = p,Q,(v2 — V1) + prQyv2 P.Q, = M, = 1.55 slugs/s 
Since the air: fuel ratio is 25:1, ppQ, = 1.55/25 = 0.0620 slug/s, F = (1.55)(1950 — 590) + (0.0620)(1950) = 
2229 slug-ft/s^. Since slug — Ib-s^/ft, F — 2229 Ib. 


A rocket engine burns 8.5 kg of fuel and oxidizer per second, and combustion gases exit the rocket at a velocity 
of 565 m/s relative to the rocket, at a pressure approximately equal to the surrounding atmospheric pressure. 
Find the thrust produced by the rocket engine. 


І F = pQv2 = Mv = (8.5)(565) = 4802 М 


A jet craft traveling at a velocity of 700 fps takes in air at a rate of 1.68 slugs/s. The air: fuel ratio is 20:1, and 
the exhaust velocity relative to the jet is 2105 fps. Find the thrust produced by the jet engine. 


І | F-p,Q,((v;—v) t pjQyj;  PaQa = M, = 1.68 slugs/s 

Since the air : fuel ratio is 20:1, p;Q, = 1.68/20 = 0.0840 slug/s, F = (1.68)(2105 — 700) + (0.0840)(2105) = 

2537 slug-ft/s?. Since slug = Ib-s?/ft, F — 2537 Ib. 

A jet engine is being tested in the laboratory. The engine consumes 50 Ib of air per second and 0.5 Ib of fuel per 
second. If the exit velocity of the gases is 1500 fps, what is the thrust? 

І Е = №. 0/6 - WVi/g — (50 + 0.5)(1500)/32.2 — (50)(0)/32.2 — 2352 Ib 


A jet engine operates at 600 fps and consumes air at the rate of 50.0 Ib/s. At what velocity should the air be 
discharged in order to develop a thrust of 1500 Ib? 


І F = 1500 = (50.0/32.2)(Vexe— 600) И, = 1566 fps 


A turbojet engine is tested in the laboratory under conditions simulating an altitude where atmospheric pressure 
is 785.3 lb/ft? abs, temperature is 429.5 °R, and specific weight is 0.0343 Ib/ft?. If the exit area of the engine is 
1.50 ft? and the exit pressure is atmospheric, what is the Mach number if the gross thrust is 1470 Ib? Use 

k — 1.33. 


i Е= М.У! = (УАУ) (И)/8 1470 = (0.0343)(1.50)(У.,„)2/32.2 V. = 959 fps 
Му = Уш УКЕЕТ = 959/У(1.33)(32.2)(53.3)(429.5) = 0.969 


A rocket device burns its propellant at a rate of 15.2 Ib/s. The exhaust gases leave the rocket at a relative 
velocity of 3220 fps and at atmospheric pressure. The exhaust nozzle has an area of 50.0 in’ and the gross weight 
of the rocket is 500 1b. At the given instant, 2500 hp is developed by the rocket engine. What is the rocket 
velocity? 


І P= FV rocket F = WexitVexe/ 8 = (15.2)(3220)/32.2 = 1520 Ib 
(2500)(550) = 1520V ocket Vocket = 905 fps 
A rocket motor is operating steadily, as shown in Fig. 23-34. The exhaust products approximate a perfect gas of 
molecular weight 26. Calculate the exit velocity. 
І Mex = PextAexit Vexe = 0.6 + 0.12 = 0.72 slug/s p=p/RT К = 49 750/26 = 1913 ft-Ib/slug-^R 
Pexit = (15)(144)/[(1913)(1000 + 460)] = 0.0007734 slug/ft® А.к = (л)(6/12}/4 = 0.1964 ft? 
0.72 = (0.0007734)(0. 1964)(V..i.) Vexit = 4740 fps 
In contrast to the liquid rocket in Fig. 23-34, the solid-propellant rocket in Fig. 23-35 is self-contained and has 


no entrance ducts. Using a control-volume analysis for the conditions shown in Fig. 23-35, compute the rate of 
mass loss of the propellant, assuming that the exit gas has molecular weight 31. 


i Moropettant = PextA exit V exit p = p/IRT R = = 268 J/kg ` K 


бек = (80)(1000)/1268)(725)] - — 0.4117 kg/m? exc— (1)(0.200)//4 — 0.03142 m? 
Moropentant = (0-4117)(0. тона — 142 kg/s 
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| Liquid 
Ө, oxygen: 
OS slug/s © 
in? 
3950°R 15 ІҺ/іп 
wma — 
375 Ib/in 1 4000°F 
D,=6in 
Liquid 
fuel: 
\ O42 slug/s 
Fig. 23-34 
202122 
Г | Exit section 
Г Combustion: D, - 200mm 
1450К.920кРа ——> r, =80kPa 
K, =1100 m/s 
02725К Fig, 23-35 


23.55 For the rocket engine of Prob. 23.53, compute the thrust if atmospheric pressure is 15 psia. 
І F = Mev V exe = (0.72)(4740) = 3413 Ib. 


23.56 A rocket ship is moving at 8.5 km/s in outer space. It is desired to slow the rocket down to 8.4 km/s by firing a 
retrorocket forward. The retrorocket burns 8 kg/s of fuel and oxidizer at an exhaust velocity of 1.3 km/s relative 
to the rocket. If the initial mass of the rocket ship is 1550 kg, how long should the retrorocket burn, and how 
much fuel will be burned? 





Vinal fhurn di mt, m 8t, m 
І І av - iv, _a Vanai — Vo = Ve ln (1- ==) 8.4—8.5— 1.3In (1 -— ) 
Vo о т-ті то . 1550 


toura = 14.3 8 Meumea = (8)(14.3) = 114 kg 
23.57 Determine the magnitude and direction of the resultant force exerted on the double nozzle of Fig. 23-36. The 
axes of the pipes and both nozzles lie in a horizontal plane. Both nozzle jets have a water velocity of 12 m/s. 


B Continuity: 


AV = AV, t AV, [(л)(0. 150)°/4](У,) = [(ж)(0.100)°/4](12) + [(т)(0.075)°/4](12) 
V, = 8.33 m/s О, = А, И, = [Cr)(0.150)?/4](8.33) — 0.147 m?/s 
О, = [(2)(0.100)2/4|(12) = 0.094 т?/ѕ О, = [(2)(0.075)/41(12) = 0.053 т> /5 
Energy equation: 


(pil y) + [8.337/2(9.81)] = 0 + [127/2(9.81)] ^ pi/y23.80m р, =37.3 Кра pp, A, = 0.659 kN 
D> F=PiAy — (Fut) = (PQ2V2, + PQ3Vs,) — PQV., p = 10° kg/m? 


У, = У, соѕ 15° = 12(0.966) = 11.6 m/s У, = У, соѕ 30° = 12(0.866) = 10.4 m/s Vi, = V, = 8.33 m/s 
0.659 — (Fyr)x = 10°(0.094)(11.6) + 10°(0.053)(10.4) — 10°(0.147)8.33 = 0.417 kN 
(Fu), — 0.659 — 0.417 — 0.242 kN 
XE - (Еи), = (00,%, +р03,) - QV, — V, = Va sin 15° — 12(0.259) — 3.1 m/s 


V3, = —V; sin 30° = —12(0.50) = —6.0 m/s у, =0 
(Е,,.), = 10°(0.094)(3.1) + 10°(0.053)(—6.0) — 10°(1.47)(0) = —0.027 kN 
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(FNL) 
+x 


РзАз = 0 


Free-body diagram Fig. 23-36 


The minus sign indicates that the assumed direction of (Fy,), was wrong. Therefore (Fy,), acts in the negative 


y direction. Equal and opposite to Fy,, is Ё.м: (Е, м), = 0.242 КМ (іп роѕійуе х аігесбоп), (Р, м), = 0.027 КЧ 
(in positive y direction). 


In Fig. 23-37 suppose that 0 — 30^, V, — 100 fps, and the stream is a jet of water with an initial diameter of 2 in. 
Assume friction losses such that V, — 95 fps. Find the resultant force on the blade. Assume that flow occurs in a 
horizontal plane. 


B This problem is best solved by taking a free-body diagram of the element of fluid in contact with the blade. 
The forces acting on this element are as shown in the sketch. The forces (Fa). and (Fs;w), represent the 
components of force of blade on water in the x and y directions. Tbese forces include shear stresses tangential to 
the blade as well as pressure forces normal to the blade. A = 0.0218 ft”, —(Faw)x = PQ(V2, - V) — 
1.94(0.0218)(100)[(0.866)(95) — 100] = 4.23(—17.7) = —74.9 lb. Hence, (Fw), = +74.9 lb. The plus sign 
indicates that the assumed direction of (F5,4), was correct. +(Fg,w), = pQ(V2, — Vi,) = 4.23[(0.50)(95) — 0] = 
201 Ib. Thus the force of the blade on the fluid is the resultant of a 74.9 lb component to the left and a 201-Ib 
component upward in the y direction. Equal and opposite to this is the force of the fluid on the blade 
(downward and to the right). The resultant force is 215 Ib at an angle of 69.6? below the horizontal. 





| (К, X 
(Fowdy рар, 23.37 


On the right end of a 9-in diameter pipe is a nozzle which discharges a 3-in-diameter water jet into the air. The 
pressure in the pipe is 60 psi, and the pipe velocity is 9.9 fps. Compute the axial force on the nozzle and the 
head loss in the nozzle. 


I ŞS F=pQ(v-v,)  Q-Aw,-[G)(5)/4)(9.9) 24.374 fÜ/s — v, — (3) (9.9) — 89.1 fps 


Е + (60)(144)(2)(2)2/4] = (1.94)(4.374)(89.1 9.9) — F —31451b 
h, = pi/y + v2/2g — v2/2g = (60)(144)/62.4 + 9.97/[(2)(32.2)] — 89.12/{(2)(32.2)] = 16.7 ft 
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A jet of steam hits the blades of a steam turbine at 3700 fps (absolute speed); the exit speed is 2500 fps. 
o, — 207, а» = 150, u, = u = 475 fps, and r, — r, — 0.6 ft. Find the torque exerted on the rotor and the power 
delivered to it, if G — 0.5 Ib/s. 


ШІ T-pQ(nV.cos a, — rV; cos a;) = (0.5/32.2)[(0.6)(3700)(cos 20°) — (0.6)(2500)(cos 150°)] — 52.6 ft-Ib 
P = ЕУ = То = (52.6)(475/0.6)/550 = 75.7 һр 
When a turbine runner is held fixed, the discharge under a head of 44 ft is 30 cfs. a, = 35°, B, = 155°, 
r, = 0.75 ft, r, = 0.45 ft, A, = 0.850 ft”, A, = 0.900 ft’. Find the zero-speed torque? Neglect shock loss. 
І T — pQ(n V, cos a, — r,V; cos B;) pQ = (30)(62.4)/32.2 — 58.14 slugs/s 
V, = Q/A, = 30/0.850 = 35.29 fps v; — 30/0.900 — 33.33 fps 


For stopped runner, V, — v; and c, — f; — 155?. T — (58.14)[(0.75)(35.29) (cos 35?) — (0.45)(33.33)(cos 155°)] = 
1274 ft-Ib. 


A 24-in-diameter fan drives air (y — 0.076 lb/ft’) at a rate of 1.90 Ib/s. Find the horsepower required to drive 
the fan. Neglect losses. 


І YQ = yA(AV/2) 1.90 = (0.076)[(x) ($3 /4](AV /2) AV = 15.92 fps 
F = pQ(AV) = (1.90/32.2)(15.92) = 0.939 Ib P= FV = F(AV/2) = (0.939)(15.92/2)/550 = 0.0136 hp 
A fan sucks air (p = 0.0022 slug/ft®) into a building through a 20-in-diameter duct. If the pressure difference 


across the two sides of the fan is 3.9 inH,O, determine the flow rate of the air. What thrust must the fan support 
be designed to withstand? 


1 Е = А(Ар) = [(л)(2)/4](62.4)(3.9/12) = 4420 О= А(ЛУ/2) 
F = pQ(AV) = p[A(AV/2)(AV) 44.2 = (0.0022) ([(2)(1)°/4]/2)(АУ)? 
AV = 135.7 fps/s O = [()(28)2/4](135.7/2) = 148 ft?/s 


Find the thrust and efficiency of two 6.5-ft-diameter propellers through which flows a total of 20 000 cfs of air 
(0.072 Ib/ft®).-The propellers are attached to an airplane moving at 150 mph through still air. Find also the 
pressure rise across the propellers and the horsepower input to each propeller. Neglect eddy losses. 


B velocity of air relative to airplane is V, = 150 mph = (150)(44)/30 = 220 fps. Velocity of air through the 
actuating disk is V = V, + (AV/2) = Q/A = (20 000/2/[(/4)(6.5)’] = 301 fps. Thus AV = 2(301 — 220) = 
162 fps, F; = pQ AV = (0.072/32.2)(20 000)(162) = 7240 Ib (total thrust of both propellers), n = 

1/[1 + AV/2V,] = 1/(1 + 4%) = 0.73 = 73 percent. F, on one propeller = 74° = 3620 Ib. But F; = (Ap)(A), 
thus 3620 = Ap(2/4)(6.5)’, Ap = 109 psf = 0.758 psi, hp/propeller = yQ(Ap/y)/550 = Q(Ap)/550 = 

10 000(109)/550 = 1980. Check: hp/propeller = F,(V, + AV/2)/550 = 3620(301)/550 = 1980. 


This water passage (Fig. 23-38) is 10 ft wide normal to the figure. Determine the horizontal force acting on the 
shaded structure. Assume ideal flow. 


MB In free-surface flow such as this where the streamlines are parallel, the water surface is coincident with the 
hydraulic grade line. Writing an energy equation from the upstream section to the downstream section, 


6 + (Vi/2g) =3 + (V2/2g) (1) 
From continuity, 
6(10)V, = 3(10)V, (2) 


Substituting Eq. (2) into Eq. (1) yields V, — 8.02 fps, V, — 16.04 fps, Q = A, V, = A- V, = 481 cfs. Next take а 
free-body diagram of the element of water shown in the figure F, — E, — F, = pQ (V2 — V,), where F, represents 
the force of the structure on the water in the horizontal direction. F, — yh.,A; and E, — yh.,A;. Hence 
62.4(3)(10)(6) — 62.4(1.5)(10)(3) — F, = 1.94(481)(16.04 — 8.02) and F, = 940 Ib. The positive sign means that 
the assumed direction is correct. Hence the force of the water on the structure is equal and opposite, namely, 
940 Ib to the right. 
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The momentum principle will not permit one to obtain the vertical component of the force of the water on 
the shaded structure because the pressure distribution along the bottom of the channel is unknown. The 
pressure distribution along the boundary of the structure and along the bottom of the channel can be estimated 
by sketching a flow net and applying Bernoulli’s principle. The horizontal and vertical components of the force 
can be found by computing the integrated effect of the pressure-distribution diagram. 





Fig. 23-38 
Flow occurs over a spillway, as shown in Fig. 23-39. Determine the horizontal force on the spillway per foot of 
width. Assume ideal flow. 


f XF-pQ(v.-v).Energy consideration: y, * v?/2g — y; * v3/2g, 5 + v;/[((2)(32.2)] = 0.9 + v3/[(2)(32.2)]. 
Continuity consideration: y,v, — y;U;, 5v, — 0.9v;, v, — 0.1800v;. ` | 


5 + (0.1800v,)?/{(2)(32.2)] = 0.9 + v2/[(2)(32.2)] о = 16.52 fps v1 = (0.1800)(16.52) = 2.973 fps 
(62.4)(5)3) — (62.4)(0.9)(0.9/2) — F, = (1.94)[(5)(2.973) (16.52 — 2.973) F,=3641b/ft (rightward) 
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A pitcher throws a baseball through air at 50 °F at a velocity of 92 mph. The diameter of the baseball is 2.82 in. 
Find the drag force on the baseball. 


8 F,-C»p(v/2A  v-(92)(39)-1349ft/s Ng = Du/v = (2.82/12)(134.9)/(1.52 x 1074) = 2.09 x 10° 
From Fig. A-50, Cy = 0.42. Fy = (0.42)(0.00242)(134.9?/2)[(2)(2.82/12)/4] = 0.401 Ib. 


The pole of Fig. 24-1 is a cylinder 100 mm in diameter. Wind is blowing against it with a velocity of 15 m/s, and 
air temperature is 30 °C. Find the bending moment about the base (at ground level). Neglect end effects. 


i Fp = Cpp(v?/2)A Npr = Du/v = (0.100)(15)/(1.60 x 1075) = 9.38 x 10* 


From Fig. A-51, Cp = 1.3. Fp = (1.3)(1.16)(157/2)[(17)(0. 100)] = 288 N. Wind acts uniformly along the pole; 
hence, the resultant drag force acts at the pole’s midpoint as shown in Fig. 24-1. The bending moment about the 
base is, therefore, M,,..¢ = (288)(8.5) = 2448 N + m. 


100-mm diameter - IT 





Fig. 24-1 

A flat plate, 0.1 m by 0.1 m, moves at a velocity of 5.0 m/s perpendicular to the plate. Find the drag force on 
the plate if it is moving through (a) still air (p — 1.200 kg/m?) and (5) still water (p — 1000 kg/m?). 

B F,-Cpp(v7/2)A. From Fig. A-52 with x/y 20.1/0.112 1, C5 — 1.1. 

(a) Fp = (1.1)(1.200)(5.0?/2)[(0.1)(0. 1)] = 0.165 N 

(b) Fy = (1.1)(1000)(5.07/2)[(0.1)(0.1)] = 138 N 

A smooth, flat plate 8.0 ft wide and 80.0 ft long is being towed lengthwise (parallel to the plate) through still 


water at 70°F at a velocity of 17.0 fps. What is the drag force on one side of the plate (i.e., the skin-friction 
drag)? 


І JO Fp = Cpp(v?/2)A Nr = Dv/v = (80.0)(17.0)/(1.05 x 1077) = 1.30 x 10° 

From Fig. A-53, Cp = 0.0020. F, = (0.0020)(1.93)(17.07/2)[(80.0)(8.0)] = 357 Ib. 

A basketball is thrown through air at 50 °F at a velocity of 27 mph. The diameter of the basketball is 9.3 in. 
Determine the drag force on the basketball. 

ШЕ F,-Cpp(v/2)A v = (27) (5233) — 39.60 ft/s Na — Dv/ v — (9.3/12)(39.60)/(1.52 x 107*) 2 2.02 x 10 
From Fig. A-50, C, — 0.41. Fp = (0.41)(0.00242)(39. 60’ /2)[(x)(9.3/12)"/4] = 0.367 Ib. 

A silo with a height of 10 m above ground has the shape of a cylinder 3.5 m in diameter. Wind is blowing against 


the silo at a velocity of 8.3 km/h when air temperature is 30 °C. Determine the bending moment about the base 
of the silo. 
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Í Fp = Cpp(v?/2)A v = (8.3)(3eog) = 2.306 m/s № = Du/v = (3.5)(2.306)/(1.60 x 107°) = 5.04. 10° 
From Fig. A-51, Cp = 0.35. Fp = (0.35)(1.16)(2.3067/2)[(3.5)(10)] = 37.8 N, Moase = (37.8)(2) = 189 N-m 

A flat plate, 0.5 m by 2.0 m, moves at a velocity of 3.5 m/s perpendicular to the plate. Find the drag force on 
the plate if it is moving through (a) still air (p — 1.200 kg/m?) and (5) still water (p — 1000 kg/m?). 

I F= Cpp(v°/2)A. From Fig. A-52 with x/y = 2.0/0.5 = 4.0, Cp = 1.2. 

(a) Fy = (1.2)(1.200)(3.57/2)[(0.5)(2.0)] = 8.82 N 

(5) F5 —(1.2)(1000)(3.57/2)[(0.5)(2.0)] = 7350 N 

Wind with a velocity of 35 mph is blowing perpendicularly against a 14-ft by 10-ft highway sign. If the mass 
density of the air is 0.00234 slug/ft°, compute the total drag force on the sign. 

1 Е, = Cpp(v?/2)A. From Fig. А-52 with x/y = 14/10 = 1.4, Cp = 1.12. v = (35)(32388) = 51.33 ft/s, Fp = 
(1.12)(0.00234)(51.332/2)[(14)(10)] = 483 Ib. 


A highway sign is illustrated in Fig. 24-2. Assuming the sign can be analyzed as a flat plate, determine the wind 


‘velocity required to overturn the sign if it was designed to resist a total moment of 6000 Ib-ft at its base. Use a 


mass density of air of 0.00234 slug/ft’. 
EF, =Cpp(v?/2)A. From Fig. A-52 with x/y = $ = 1.67, Cp = 1.16. 








= (1.16)(0.00234)(02/2)[(15)(9)] = 0.18322? У М. = 0 
6000 – (6 + 3)(0.18320°) = 0 v —55.85ft/s or 38.1 mph 
— —— 
| 






Ground level 


Fig. 24-2 


A smooth, flat plate 2.0m wide and 10.0 m long is being towed lengthwise through still water at 20°C at a 
velocity of 5.0 m/s. What is the drag force on one side of the plate (i.e., the skin-friction drag)? 


І Fp = Cpp(v?/2)A Nr = Du/v = (10.0)(5.0)/(1.02 x 107°) = 4.90 х 10” 
From Fig. A-53, Cp = 0.0023. Fp = (0.0023)(998)(5.02/2)[(10.0)(2.0)] = 574 N. 


Find the friction drag on one side of a smooth flat plate 6 in wide and 18 in long, placed longitudinally i ina 
stream of crude oil (s.g. = 0.925) at 60 °F flowing with undistributed velocity of 2 fps. 


B From Fig. A-2, v = 0.0010 ft?/s. Then, atx = L, Ng = LU/ v = (1.5)(2)/0.0010 = 3000, well within the 
laminar range; that is, Nz < 500000. C, = 1. 328/ VN. — 1.328 V 3000 — 0.0242, F, = Co(V^|2)BL — 
(0.0242)(0.925)(1.94)(27)(6)(18)/[(2)144] = 0.065 Ib. Find the thickness of the boundary layer and the shear 
stress at the trailing edge of the plate. 6/x — 4.91/ VN, — 4.91/V3000 — 0.0896, ó — (0. 0.0896)(1 5) = 0.1344 ft = 
1.6lin. At x = L, To = 0.332(vpU/ L) VN, — (0.332)[(0.0010)(0.925)(1.94)(2)/1.5] V3000 — 0.0435 Ib/ft?. 
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(a) Find the frictional drag on the top and sides of a box-shaped moving van 8 ft wide, 10 ft high, and 35 ft long, 
traveling at 60 mph through air (y = 0.0725 lb/ft’) at 50 °F. Assume that the vehicle has a rounded nose so that 
the flow does not separate from the top and sides (see Fig. A-54b). Assume also that even though the top and 
sides of the van are relatively smooth there is enough roughness so that for all practical purposes a turbulent 
boundary layer starts immediately at the leading edge. (5) Find the thickness of the boundary layer and the 
shear stress of the trailing edge. 


B (a) From Fig. A2, for air at 5Ü?F, v — 0.00015 ft?/s. Then Ng = LU/v = (35)(88)/0.00015 = 20 530 000. 
As Nz > 10’, C; = 0.455/(log Nr)” * = 0.455/(7.31)** = 0.00269, F. = C,p(V"/2)BL = 
(0.00269)(0.0725/32.2)[(88)7/2](10 + 8 + 10)35 = 23.0 Ib. 


(b) ó/x —0.377/N15 535 = (35)(0.377)/[(205.3)'5 x 10] = 0.455 ft 
1,—0.0587p(U"/2)(v/ Ux)'^ — (z9)ss — (0.0587)(0.0725/32.2)(882/2)[0.00015/(88)(35)]" = 0.01761ь/° 


A small submarine, which may be supposed to approximate a cylinder 10 ft in diameter and 50 ft long, travels 
submerged at 3 knots (5.06 fps) in sea water at 40 °F. Find the friction drag assuming no separation from the 
sides. 


І F, = Ср(У?/2)А Nz = DV/v 


Kinematic viscosity of sea water = kinematic viscosity of fresh water — 0.0000166 ft^/s. Then N, — (50)(5.06)/ 
0.0000166 = 1.52 x 10’. From Fig. A-55, C, = 0.0028 and F, = (0.0028)(64/32.2)[(5.06)?/2](2)(10)(50) = 
112 Ib. Find the value of the critical roughness for a point 1 ft from the nose of the submarine. 

At x — 1 ft, (N-) — (5.06)(1)/0.0000166 — 305 000, e, 2 26(v/V)(Na):" — [(26)(0.0000166)/5.06](305 000)'^ — 
0.0020 ft. Find the height of roughness at the midsection of the submarine which would class the surface as truly 
rough. 

At x —25 ft, (Na), = (5.05)(25)/0.0000166 = 7.61 x 10°, to/p — 0.0587(V?/2)(v/Vx)'^ — 
(0.0587)[(5.06)7/2][1/(76.2 x 105)'5] 2 0.0316 ft?/s’, 6, = 60v/V to/ p = (60)(0.0000166)/V0.0316 = 0.0056 ft. 


Using the data of Prob. 24.12 determine the total drag exerted by the air on the van. Assume that Cp ~ 0.45 
(see Fig. A-54). 


i Fo = Cpp(V2/2)A = 0.45(0.0725/32.2)[(88)7/2](8)(10) = 314 Ib 


Thus the pressure drag — 314 — 23 — 291 Ib; in this case the pressure drag is responsible for about 93 percent of 
the total drag while the friction drag comprises only 7 percent of the total. 


Find the “free-fall”? velocity of an 8.5-in-diameter sphere (bowling ball) weighing 16 Ib when falling through the 
following fluids under the action of gravity: through the standard atmosphere at sea level; through the standard 
atmosphere at 10 000-ft elevation; through water at 60 °F; through crude oil (s.g. = 0.925) at 60 °F. 


B When first released the sphere will accelerate (Fig. 24-3a) because the forces acting on it are out of balance. 
This acceleration results in a buildup of velocity which causes an increase in the drag force. After a while the 
drag force will increase to the point where the forces acting on the sphere are in balance, as indicated in Fig. 
24-3b. When that point is reached the sphere will attain a constant or terminal (free-fall) velocity. Thus for 
free-fall conditions, 5; F, - W — Fs — Fp = (mass)(acceleration) = 0 where W is the weight, F, the buoyant force, 
апа Е, ће drag force. The buoyant force is equal to the unit weight of the fluid multiplied by the volume 

(xD? /6 — 0.186 ft^) of the sphere. The given data are approximately as follows: 


Y, р, у= р/р 
ь/ге slugs/ft? ft/s Fp, 1b 






















Air (sea levely 0.00238 1.57 x 1074 
Air (10 000 ft) 0.00176 2.01 х 107“ 
Water, 60 °F 1.94 1.22 x 107? 
Oil, 60?F 1.79 0.001 


The detailed analysis for the sphere falling through the standard sea-level atmosphere is as follows: 

16 — 0.0142 — Cpp(V7/2)A = 0 where p = 0.00238 slug/ft? and A = (8.5/12)?/4 = 0.394 ft? or 15.986 = 
C,p(0.00238)(V7/2)(0.394) = 0.00047C,V’. A trial-and-error solution is required. Let Cp = 0.2, then 

V — 412 fps. N, 2 DV /v — (8.5/12)412/(1.57 x 107*) — 1.86 x 106. The values of Cp and Nz check, hence 
Cp — 0.2 and V — 412 fps. 
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Following a similar procedure for the other three fluids gives the following free-fall velocities: 


Standard atmosphere at 10 000 ft 1.69 x 10° 


Water at 60 °F 453 000 
Crude oil (s.g. = 0.925) at 60 °F 4390 





* In this instance the Reynolds number is 453 000 which, for the case of a 
sphere, generally indicates a turbulent boundary layer (Fig. A-56). This is 
very close to the point where the boundary layer changes from laminar to 
turbulent. If the water had been at a somewhat lower temperature and, 
hence, more viscous, a laminar boundary layer might have been present, in 
which case the free-fall velocity would have been only about 5.2 fps. 


ү? 
Ер = Ср 95 A 
Fp (becomes larger) 
Fg Ев = ла X (vol) 
y |a (becomes V 2constant, @ = 0 
| smaller) 

W W — weight 

=F, #0 ХЕ, =0 


(а) (b) . Fig. 24-3 


Find the critical Reynolds number (indicating transition from laminar to turbulent boundary layer) for a circular 
pipe, given the value 480 000 for a flat plate. 


I For the plate, ó/x — 4.91/ V(N4), — 4.91/V 480 000 = 0.00709; therefore, Nz = 480 000 = Ux/v = 
U6/0.00709v. Imagine the plate rolled up to form a circular pipe of radius R: the critical conditions become 
U- Ucentestine =2V (V = cross-sectional average velocity) and ô = R = D/2. Hence, for unchanged v, 

480 000 = (2V)(D/2)/0.00709v or DV /v = (Ng) pipe = (480 000)(0.00709) = 3403. 


Refer to the data of Prob. 24.12. Find the shear stress on the sides of the van at 4, 12, and 20 ft back from the 
front edge of the sides. | 


И т, = 0.0587р(02/2)(у/0х)'%. At x — 4 ft, vo — (0.0587)(0.0725/32.2)(88°/2){0.00015/[(88)(4)]}'° = 
0.0272 Ib/ft?. At x = 12 ft, T — (0.0587)(0.0725/32.2)(88^/2) (0.00015/[(88)(12)]) ^ — 0.0219 Ib/ft. At x = 20 ft, 
1; — (0.0587)(0.0725/32.2)(88^/2)(0.00015/[(88)(20)]) '^ = 0.0197 Ib/ft?. 


If the wind velocity 6 ft above a soccer field is 18 fps, approximately what are the wind velocities 0.4 ft and 0.8 ft 
above the field? 


M8 u/U - (y/óy". At0.Aft, u/18 — (0.4/6), u — 12.2 fps. At 0.8 ft, u/18 — (0.8/6), u — 13.5 fps. 


A metal ball of diameter 1.2 ft and weight 99 lb is dropped into the ocean. Determine the maximum velocity the 
ball will achieve if, for seawater, p — 2.0 slugs/f? and u —3.3 x 10^? Ib-s/ft^. 
І Fp =W – Е, = Сьр(уУ?/2)А W — (y)(xD?/6) — Cop(V?/2)(xD?/4) 
99 — [(62.4)(2.0/1.94)[(2)(1.2)/6 = С,(2.0)(У2/2)(2)(1.2)2/4 99 — 58.20 = 1.131C,V’ Cp5V? 2 36.07 
Nz = DVp/p = (1.2)(V)(2.0)/(3.3 х 10°) = 72 727V 


Try Cp = 0.4; 0.4V? = 36.07, V = 9.496 ft/s, Ne = (72 727)(9.496) = 6.91 x 10°. From Fig. A-56, Cp = 0.20. Try 
Cp = 0.20: 0.20V? = 36.07, V = 13.43 ft/s, Nz = (72 727)(13.43) = 9.77 x 10, C, 2 0.20 . (O.K.). Hence, 
V = 13.43 fps. 
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Two 5-ft-diameter bodies—the airship hull of Fig. A-56 and a 4:3 oblate ellipsoid—move at 80.7 ft/s through air 
at STP. For each body, find the power required to overcome air resistance. 


i Р-Е,У Fy = Cop(V?^/2)A № = DV/v = (5)(80.7)/0.0001564 = 2.58 x 10° 


Assuming from Fig. A-56 that Cp remains constant for Nz > 10°, Cp for airship hull = 0.04 and Cp, for 1:0.75 
ellipsoid = 0.20. Thus, (Fp) nun = (0.04)(0.002378)(80.77/2)[()(5)"/4] = 6.08 Ib, Puy = (6.08)(80.7)/550 = 
0.892 һр, апа (Р). = (0.20)(0.002378)(80.72/2)[(2)(5)/4] = 30.416, (Р). = (30.4)(80.7)/550 = 4.46 һр. 


The drag coefficient for a hemispherical shell with the concave side upstream is approximately 1.33 if Nz > 1000. 
Design a parachute that will land a 100-kg Marine as though he had jumped (parachuteless) off a 3.0-m wall. 
Assume standard air at sea level and neglect the parachute's weight. 


1 In jump from 3.0-m wall, 
V = V2gH = V(2)(9.80)(3.0) = 7.67 m/s Fp = Cpp(V?/2)A 
(100)(9.80) = (1.33)(1.225)(7.677/2)(лр7/4) ” = 5.10 т 
Мк = БУ {у = (5.10)(7.67)/(1.455 х 107°) = 2.69 х 10 (О.К.) 


A football, 6.78 in in diameter and 14.5 oz in weight, can be modeled by the prolate ellipsoid of Fig. A-56. Find 
the resistance when the ball is passed through still air (14.7 psia and 40 °F) at a velocity of 35 fps. Neglect spin. 


i Fo = Cop(V*/2)A Мк = DV /v = (6.78/12)(35)/(1.46 x 107*) — 1.35 x 10° 


From Fig. A-56, Cp = 0.065, Fp = (0.065)(0.00247)(352/2)[(2)(6.78/12)?/4] = 0.0247 Ib. 


Repeat Prob. 24.22, if the air temperature is 100 °F. 


1 Р = Ср(У?/2)А. АТ = 100 °Е, р = 0.00220 slug/f (from Table A-4). Fp = 
(0.065)(0.00220)(35?/2)[ (7)(6.78/12)^/4] — 0.0220 Ib. [The air is rarer at the higher temperature.] 


At sea level, a 3.2-m-diameter spherical balloon travels at 22 m/s. At a 3 km altitude, what speed will give the 
same drag force? Let Cp be the same at both altitudes. 


IF, =Cpp(V7/2)A, whereby V «1/Vp. Hence 


Do 1.225 
yu -4 9 w- 22) = 24.9 
= М 0 0958 22) = 24.9 mis 


Find the drag force on a radio antenna 0.33 in in diameter extended to 5 ft in length on an automobile traveling 
through 80 °F air at 90 mph. 


1 | Е, = Сьр(У°/2)А Мк = РУ [у = (0.33/12)[28(88)]/(1.69 x 10~*) = 2.15 х 10* 
From Fig. A-57, Cp = 1.1. 
= (1.1)(0.00228) {[22(88)]?/2}[(0.33/12)(5)] = 3.00 Ib 


A 75-mph (110-fps) wind blows across a 0.100-in-diameter wire at standard sea level (v — 1.57 x 10 * ft^/s). 
What note (approximately) does the wire "sing"? 
І f ~0.20(V/D)(1 — 20/N4) Ng = DV/v 

Мк = (0.100/12)(110)/(1.57 x 107^) 2 5839 f — (0.20)[110/(0.100/12)](1 — 3235) —^ 2631 Hz 
On the piano, this would be an E (third octave above middle C). 
Determine the deceleration experienced by the blunt-nosed projectile of Fig. A-58 when it is moving 


horizontally at 950 mph (1393 fps). Assume standard sea-level atmosphere. The projectile has a diameter of 
20 in and it weighs 550 Ib. 
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M8 F,-C,p(V?/2)A. Atsea level, c — 1116 fps. V /c = 1222 = 1.25. From Fig. A-58, Cp = 1.22. 
Fp = (1.22)(0.002377)(13937/2)[(2)(22)?/4] = 6138 Ib 
Fp =—a(W/g) 6138 = —а(550/32.2) a= —359 ft/s? 


Solve Prob. 24.27 if the projectile is moving upward at an angle of 35° with the horizontal. 


Ш In this case, Fp — W sin 6 = —a(W/g), 6138 — 550 sin 35° = —a(550/32.2), a = —341 ft/s’. 


A sharp flat plate with L = 1 m and b =3 m is immersed parallel to a stream of velocity 2 m/s. Find the drag on 
one side of the plate, and at the trailing edge find the thicknesses 6, 6*, and @ for air (p = 1.23 kg/m? and 
v=1.46x 10° m’/s). 


B The airflow Reynolds number is VL/v — (2.0)(1.0)/(1.46 x 1075) — 137 000. Since this is less than 3 x 10°, we 
assume that the boundary layer is laminar and the drag coefficient is Cp = 1.328/N}? = 1.328/(137 000)'? = 
0.00359. Thus the drag on one side in the airflow is D = Cp3pU’bL = 0.00359(4)(1.23)(2.0)?(3.0)(1.0) = 

0.0265 М. Тһе boundary-layer thickness at the end of the plate is 6/L = 5.0/Nx’ = 5.0/(137 000)'? = 0.0135 or 

6 = 0.0135(1.0) = 0.0135 m = 13.5 mm. We find the other two thicknesses by proportion: 6* = (1.721/5.0)6 = 
4.65mm, @ = 6*/2.59 = 1.80 mm. 


Solve Prob. 24.29 for water (p — 1000 kg/m? and v — 1.02 x 10 5 m?/s). 


Е The water Reynolds number is Nz = 2.0(1.0)/(1.02 x 1075) = 1.96 x 105. This is rather close to the critical 
value of 3 x 10°, so that a rough surface or noisy free stream might trigger transition to turbulence; but let us 
assume that the flow is laminar. The water drag coefficient is Cp = 1.328/(1.96 x 10°)'? = 0.000949 and 

D =0.000949(5)(1000)(2.0)?(3.0)(1.0) = 5.69 N. The drag is 215 times more for water in spite of the higher 
Reynolds number and lower drag coefficient because water is 57 times more viscous and 813 times denser than 
air. 

The boundary-layer thickness is given by ó/ L — 5.0/(1.96 x 10°)’? = 0.00357 or 6 = 0.00357(1000 mm) = 
3.57 mm. By ratioing down we have 6* = (1.721/5.0)d6 = 1.23 mm, @ = 6*/2.59 = 0.47 mm. The water layer is 
3.8 times thinner than the air layer, which reflects the square root of the 14.3 ratio of air to water kinematic 
viscosity. 


A hydrofoil 1.2 ft long and 6 ft wide is placed in a water flow of 40 fps, with p — 1.99 slugs/f and 
v — 0.000011 ft?/s. Estimate the boundary-layer thickness at the end of the plate. 


Е Тһе Reynolds number is Nz = UL/v = (40)(1.2)/0.000011 = 4.36 x 10°. Thus the trailing-edge flow is 
certainly turbulent. The maximum boundary-layer thickness would occur for turbulent flow starting at the 
leading edge. 6/L = 0.16/N x" = 0.16/(4.36 x 105)" — 0.018 or ó — 0.018(1.2 ft) = 0.0216 ft. 


For the data in Prob. 24.31, estimate the friction drag for turbulent smooth-wall flow from the leading edge. 


B This is 7.5 times thicker than a fully laminar boundary layer at the same Reynolds number. For fully 
turbulent smooth-wall flow, the drag coefficient on one side of the plate is C5 — 0.031/N7"7 = 0.031/(4.36 х 
10°)'” = 0.00349. Then the drag on both sides of the foil is approximately D — 2C5(3pU?)bL = 
2(0.00349)($)(1.99)(40)?(6.0)(1.2) = 80.0 Ib. 


Solve Prob. 24.32 for laminar-turbulent flow with (Np)rans = 5 X 10°. 


MB With a laminar leading edge and (Nr)rrans = 5 X 10°, Cp = (0.031/N¥”) — (1440/Npz) = 0.00349 — 
[1440/(4.36 x 10°)] = 0.00316. The drag can be recomputed for this lower drag coefficient: D =2Cp(3pU’)bL = 
72.4 |b. 


Solve Prob. 24.32 for turbulent rough-wall flow with € — 0.0004 ft. 


B For the rough wall, we calculate L/e — 1.2/0.0004 = 3000. From Fig. A-59 at Ng = 4.36 x 10°, this condition 
is just inside the fully rough regime. C; ^ [1.89 - 1.62 log (L/e)] ??^ = (1.89 + 1.62 Іор 3000) 2° = 0.00644 апа 
the drag estimate is D — 2C5(3pU^)bL = 148 Ib. This small roughness nearly doubles the drag. It is probable 
that the total hydrofoil drag is still another factor of 2 larger because of trailing-edge flow-separation effects. 


A square 6-in piling is acted on by a water flow of 5 ft/s 20 ft deep, as shown in Fig. 24-4. Estimate the 
maximum bending exerted by the flow on the bottom of the piling. 
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B Assume sea water with p — 1.99 slugs/ft? and kinematic viscosity v — 0.000011 ft^/s. With piling width of 

0.5 ft, we have Nz = VD/v = (5)(0.5)/0.000011 = 2.3 x 10°. This is the range where Table A-20 applies. The 
worst case occurs when the flow strikes the flat side of the piling, Cp = 2.1. The frontal area is 

A = Lh = (20)(0.5) — 10 f£. The drag is estimated by F — C5 (3pV?A) — 2.1(3)(1.99)(5)'(10) — 522 Ib. If the flow 
is uniform, the center of this force should be at approximately middepth. Therefore the bottom bending 
moment is My = FL/2 = 522(%) = 5220 ft-lb. According to the flexure formula from strength of materials, the 
bending stress at the bottom would be S = M,y/J = (5220)(0.25)/[75(0.5)*] = 251 000 lb/ft” — 1740 Ib/in? to be 
multiplied, of course, by the stress-concentration factor due to the built-in end conditions. 


~ h=6in 
ET UU 


E— 
5 ft/s | L * 20 ft 


A high-speed car with m = 2000 kg, Cp = 0.3, and A = 1 m’, deploys a 2-m parachute to slow down from an 
initial velocity of 100 m/s (Fig. 24-5). Assuming constant Cp, brakes free, and no rolling resistance, calculate 
the distance and velocity of the car after 1, 10, 100, and 1000s. For air, assume p = 1.2 kg/m’ and neglect 
interference between the wake of the car and the parachute. 


IK 
ЧК] 


А Fig. 24-4 


I Newton’s law applied in the direction of motion gives F, = m(dV /dt) = —F, — F, = — 3pV7(Cp.A- + Cp,A,) 
where subscript c is the car and subscript p the parachute. This is of the form dV /dt = —(K/m)V’, 
K — X, C5A(p/2). Separate the variables and integrate 

Уау Kf 

vi7--—|dt 

Vo y? m Jo 
or V;! — V~!= —(K/m)t. Rearrange and solve for the velocity V: V = V,/[1 + (K/m) Vt], K =(Cp.A. + 
Cp, A,)p/2. We can integrate this to find the distance traveled; S = (V,/a) In (1 + at), a = (K/m)V,. Now work 
out some numbers. From Table A-21, Cp, ~ 1.2; hence Cp, A, - C5, A, — 0.3(1) *- 1.2(x/4)(2)! — 4.07 m". Then 
(K/m)V, — 1(4.07)(1.2)(100)/2000 — 0.122 s! — a. Now make a table of the results for V and 5 





а, =2 т Vo = 100 m/s 
ушш. 
(== Oo 
Ty x Fig. 24-5 





A thin fiat plate, 0.5 m by 1.0 m, is immersed in a stream of glycerin at 20°C and a velocity of 6 m/s. Compute 
the viscous drag if the stream is parallel to the short side. 


І Fp = Cpp(V*/2)A № = рру/и = (1258)(0.5)(6)/1.49 = 2533 (laminar) 
Cp = 1.328/ V Na — 1.328/V2533 — 0.0264 (Fp) а = (2)(0.0264)(1258)(62/2)[(1.0)(0.5)] = 598 № 
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Solve Prob. 24.37 if the stream is parallel to the long side. 


1 Fp = Cpp(V7/2)A Ма = pDV / = (1258)(1.0)(6)/1.49 = 5066 
Cp — 1.328/ VN, — 1.328/V/5066 — 0.0187 (Fp) rotat = (2)(0.0187)(1258)(67/2)[(1.0)(0.5)] = 423 N 


A ship is 180 m long and has a wetted area of 8000 m’. Estimate the power expended against drag when the ship 
moves at 3.86 m/s in sea water at 20°C. 


I Р-Е,У Е = Сьр(№?/2)А Сь = 0.031/№17 
Nr = pDV / = (1028)(180)(3.86)/(1.07 х 107°) = 6.68 х 10* 
Сь = 0.031/(6.68 х 10%)!” = 0.00170 Е, = (0.00170)(1028)(3.862/2)(8000) = 104 154 N 
Р = (104 154)(3.86) = 0.402 MW 
A blimp has the form of an ellipsoid of revolution, L = 225 ft long and D =.45 ft in diameter. Estimate its 
skin-friction drag when the blimp moves at 55 mph through still air at 68 °F and 12 psia (p = 0.001906 slug/ft’; 
u =3.76 x 107’ slug/ft-s). 
I Е» = Сыр(У?/2)А Сь = 0.031/М}? 
Ма = pLV [и = (0.001906)(225)(@ X 88)/(3.76 x 1077) = 9.20 x 10’ Cp = 0.031/(9.20 х 107)'” = 0.00226 
Ву саісшиз, А = (л1.р /2)[А + (ѕіп' УТ – А2) /МІ — A°], where A = D/L = 1/5. For an estimate, періесі А?: 


„ 2(225)(45) (8 x ra 


> (28 000) = 392 Ib 


1 
E + z] = 28 000 ft? Е, = (0.00226)(0.001906) 


A hydrofoil 750 mm long and 3.2 m wide skims at 15 m/s. Using flat-plate theory, estimate the drag if 


” (Np) trans = 5 X 10? for a smooth bottom. 


І Fp = Сьр(У?/2)А Ср -0.031/ МІ? - 1440/М, 
№ = рру/и = (998)(0.750)(15)/(1.02 х 1073) = 1.10 х 107 (turbulent) 
Cp — 0.031/(1.10 x 107)'7 — 1440/(1.10 x 10") = 0.00293 
(Fo) = (2)(0.00293)(998)(152/2)[(0.750)(3.2)] = 1579 № 


Solve Prob. 24.41 for a rough bottom (e = 0.1 mm). 


I a — Cpp(V?/2)A L/e —750/0.1— 7500 (fully rough) 
— [1.89 - 1.621og (L/€)] 7? — (1.89 + 1.62 log 7500)" 2° = 0.00525 
(Е) ы = (2)(0.00525)(998)(152/2)[(0.750)(3.2)] = 2829 № 


An airplane travels at 230 m/s at an altitude of 9 km. It has a smooth wing measuring 6.5 т by 50 m (transverse 
dimension). Estimate the power required to overcome friction drag. 


I Р= У Fy = Cpp(V7/2)A Cp = E 031/ М2 
Nr = pLV / u = (0.470)(6.5)(230)/(1.50 x 1075) = 4.68 x 10” Cp = 0.031/(4.68 x 10’)'” = 0.00249 
(Е) ма = (2)(0.00249)(0.470)(2307/2)[(6.5)(50)] = 0.02012 MN 
Р = (0.02012)(230) = 4.628 МҰ 


If, in Prob. 24.43, the wing requires 14 MW to overcome friction, estimate the wing roughness e. 
І Р = ЕУ 14 x 10° = (F,)(230) Fp = 60 870 N = Cpp(V?/2)A 
- 60.870/2 = (Cp)(0.470)(230"/2)[(6.5)(50)] Cp = 0.00753 
From Fig. А-59, [/є = 1750. є = 1% = 0.00371 т, ог 3.71 тт. 
A flat barge 12 m wide and 35 m long moves at 2 knots (1.029 m/s) in sea water at 20 °C. Estimate the friction 
drag if the bottom of the barge has roughness height 4 mm. 
I Fy =Cpp(V7/2)A L/e = 35/0.004 = 8750. 
From Fig. A-59, C; = 0.0052; Е, = (0.0052)(1028)(1.0292/2)[(12)(35)] = 1189 №. 
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A shark 60 cm in diameter and 5.5 m long swims at 24.69 m/s in sea water at 20°C. Estimate the power required 
to overcome friction drag if (N4),4 — 5 x 10? and e — 0.5 mm. 


ЇЕ, = Сьр(У?/2)А № = рру1/и = (1028)(5.5)(24.69)/(1.07 х 107°) = 1.30 х 10 — (roughness prevails) 
L/e —5.5/5x 10 ^ 2 11 000 

From Fig. A-59, Cp = 0.00490. Fp = (0.00490)(1028)(24.697/2)[(2)(0.60)(5.5)] = 15.92 kN. 

A smokestack 2.2 m in diameter and 42 m high is subjected to a wind of 22 m/s. Estimate the drag force and the 

bending moment about the base (Pair = 1.2255 kg/m’ and Hair = 1.78 x 107° Pa-s). 

І Е = Сьр(У?/2)А № = рру/и = (1.2255)(2.2)(22)/(1.78 х 107°) = 3.33 х 10° · 

Turbulent: Cp ~ 0.3. Fy = (0.3)(1.2255)(227/2)[(2.2)(42)] = 8221 N, Muace = (8221)(#) = 173 KN - m. 

A log 2.2 m in diameter and 22 m long is towed at a constant speed of 3 m/s in fresh water at 20°C. Find the 

horsepower required if the log is towed lengthwise. 

І Fp = Сьр(У?/2)А № = рру/џ = (998)(22)(3)/(1.02 x 107*) = 6.46 x 10” 


From Table A-21, Cp ^ 1.05 at L/D ~ 10. Fp = (1.05)(998)(3?/2)[(22)(2.2)7/4] = 17.925 kN. P = (17.925)(3) = 
53.78 kW = 72 hp. 


A seine consists of 1-mm-diameter cord knotted into 20-mm squares. Estimate the drag of 1 m’ of such a net 
when towed normal to its plane at 3.5 m/s in sea water. 


1 Fy = Cpp(V?/2)A Nr = pDV / u = (1028)(0.001)(3.5)/(1.07 x 1075) = 3.36 x 10° 


From Fig. A-60a, Cp ~ 1.0. For a single 20-mm side: F5 — (1.0)(1028)(3.5?/2)[(0.020)(0.001)] = 0.126 N. Since 
1 m? of net contains 5000 sides, F;, — (0.126)(5000) = 630 N. 


A filter may be idealized as an array of cylindrical fibers normal to the flow, as in Fig. 24-6a. Assuming that the 
fibers are uniformly distributed and have drag coefficients given by Fig. A-61a derive an approximate expression 
for the pressure drop Ap through a filter of thickness L. 


Í Let N = number of fibers per unit area of filter, D = fiber diameter, b = filter width, H = filter height, and 
L = filter length (see Fig. 24-6b). Each fiber has drag of Fp = Cpp(V?/2)Db. Force balance on filter: 
ApHb — X, F4, — NHLCpp(V?/2)Db, ^p — NLCpop(V?/2)D. 


Filter section 


оооооооооо 
ооооооооооа 
оооооооооо 






U U 
— ee 
p*Aàp p 


Array of Eher 


cylinders 
(a) (fibers) 





Fig. 24-6 


Apply Prob. 24.50 to a filter consisting of 0.25-mm-diameter fibers packed 9/mm? section in the plane of Fig. 
24-6a. For sea-level standard air flowing at 1.5 m/s, estimate the pressure drop through a filter 35 mm thick. 


I Ap = NLCppe(V?/2)D N=9 x 10°/m? 
Na — pDV [y — (1.2255)(0.25 x 107?)(1.5)/(1.78 x 1075) 2 25.8 
From Fig. A-61a, C, — 1.0. Ap = (9 х 10%)(0.035)(1.0)(1.2255)(1.52/2)(0.25 х 107°) = 109 Ра. 
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A 1-um-diameter volcanic dust particle has a specific weight of about 26.2 kN/m?. Approximately how long will 
it take the particle to reach the earth from an altitude of 8 km? 


B By Stokes! law, the velocity of slow fall, v, satisfies F5 — W,4 — 3zuDv. Assume average values of 
Yair 7 8.6 N/m? and Hair = 1.7 х 107° Ра · ѕ. 
W - yV Wya = (26 200 — 8.6)(z:D?/6) — 13 14D? 
13 714D? = (3)(x)(1.7 x 10-5(D)(u) и = 8.56 X 10’D? = 8.56 x 107 m/s 
t= (8 x 10°)/(8.56 x 10°°) =9.35 x 10’s ог 1082 days 


A radar installation is approximated by a 16-m-diameter sphere atop a 1.25-m-diameter, 22-m-tall pole. 
Estimate the bending moment at the base during hurricane winds of 100 mph. Use p,;, = 1.2255 kg/m’. 


f F= Cpp(V?/2)A. Estimate C; — 0.2 for sphere and 0.3 for rod; 100 mph — 45 m/s. 


Еке = (0.2)(1.2255)(457/2)[(2)(16")/4] = 49.90 kN Fog = (0.3)(1.2255)(457/2)[(1.25)(22)] = 10.24 kN 
Mace = (49.90)(22 + 18) + (10.24)(22) = 1600 KN - m 


A boxcar measures 10 ft high, 40 ft long, and 6 ft wide; it stands 3 ft above tracks 4.8 ft apart and has gross 
weight 45 000 Ib. What hurricane wind would topple the boxcar? 


M8 rF2-Cpp(V?/2)A. From Table A-21, Cp = 1.2; and the area is that of one side of the boxcar; hence, 
p = (1.2)(0.00237)(V7/2)[(10)(40)] = 0.5688V", Moverurning = (0.5688V7)(3 + 2) = 4.550V7, Myignting = 
(45 000)(4.8/2) — 108 000 Ib-ft, 4.550V? — 108 000, V = 154.1 ft/s, or 105 mph. 


A long copper wire, 0.5 in in diameter, is stretched taut and is exposed to a wind of velocity 90.0 fps normal to 
the wire. Compute the drag force per foot of length. 


1 Fp = Cpp(V?/2)A Ма = РУ {э = (0.5/12)(90.0)/(1.6 x 107*) = 2.34 x 10* 
From Fig. A-62, Cp = 1.30. Fp = (1.30)(0.00233)(90.0?/2)[(0.5/12)(1)] = 0.511 Ib per foot. 


Consider the area on one side of a moving van to be 600 ft’. Determine the resultant force acting on the side of 
the van when the wind is blowing at 10 mph normal to the area (a) when the van is,at rest and (5) when the van 
is moving at 30 mph normal to the direction of the wind. In (a) use C; = 1.30, апа іп (5) use Cp = 0.25 and 

C, — 0.60. (p — 0.00237 slug/ft)) 


B (a) The force acting normal to the area 2 C5(p/2)AV?. Then Resultant force — 
1.30(0.00237/2)(600)[(10) (3220)]^ — 199 Ib normal to area. 
(b) It will be necessary to calculate the relative velocity of the wind with respect to the van. From kinetic 
mechanics, Vina = V wind/van *? Voan: 

Figure 24-7 indicates this vector relationship, i.e., OB = OA +> AB = 30.0+ V,,,. Thus the relative 
velocity = V(30)" + (10) = 31.6 mph to the right and upward at an angle 8 = tan™' 20 = 18.4. 

The component of the resultant force normal to the relative velocity of wind with respect to van is Lift 
force — C, (p/2)AV? = 0.60(0.00237/2)(600)[(31.6)(3288)? = 916 Ib normal to the relative velocity. The 
component of the resultant force parallel to the relative motion of wind to van is Drag force = 
Cp(p/2)AV? = 0.25(0.00237 /2)(600)[(31.6)(3283)]° = 382 Ib parallel to the relative velocity. 

Referring to Fig. 24-7b, the resultant force = V (916)? -- (382)? — 992 Ib at an angle « — tan ' $$ — 
67.4°. Hence the angle with the longitudinal axis (X axis) is 18.4? -- 67.4? — 85.8^. 


A man weighing 170 Ib is descending from an airplane using an 18-ft-diameter parachute. Assuming a drag 
coefficient of 1.00 and neglecting the weight of the parachute, what maximum terminal velocity will be attained? 
B The forces on the parachute are the weight down and the drag force up. F5 — C5p(V?/2)A, 170— 
(1.00)(0.00237)(V?/2)[(z)(18y/4], V — 23.7 ft/s. 
A 1-in-diameter sphere of lead weighing 710 Ib/ft? is moving downward in an oil at a constant velocity of 
1.17 fps. Calculate the absolute viscosity of the oil if its specific gravity is 0.93. 
І | Fp = (Yea ш Yos) Visa) = Cpp(V?/2)A 

[710 — (0.93)(62.4)][(2)(12)/6] 2 Co[(1.94)(0.93)](1. 17/2) ()(5Y//4] C, = 29.3 
From Fig. A-62, Nz = 0.85 for Cp = 29.3. Ne = pDV / u, 0.85 — [(1.94)(0.93)](5)(1.17)/u, u = 0.207 Ib-s/ft^. 
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A sphere, 0.5 in in diameter, rises in oil at the maximum velocity of 0.12 fps. What is the specific weight of the 
sphere if the density of the oil is 1.78 slugs/ft? and the absolute viscosity is 0.000710 Ib-s/ft^? 


І Р = Е – № = Ср(У?/2)(А) Ng = pDV /p = (1.78)(0.5/12)(0. 12)/0.000710 = 12.5 


From Fig. A-62, Cp =3.9 for Ng = 12.5. [(2)(0.5/12)° /6][(1.78/1.94)(62.4)] — W = 
(3.9)(1.78)(0.122/2)[(2)(0.5/12)?/4], W = 0.002100 Ib; y — 0,002100/[(:)(0.5/12)*/6] — 55.4 Ib/ft^. 


Measurements on a smooth sphere, біп іп diameter, in an air stream (68 °F) gave a force for equilibrium equal 
to 0.250 Ib. At what velocity was the air moving? 


B Total drag = CppAV7/2, where Cp = overall drag coefficient. Since neither Reynolds number nor C; can be 
found directly, assume C; — 1.00. Then 0.250 — C5,(0.00233)1x(3) (V?/2), V? — 1093/C,, V — 33.1 ft/s. 
Calculate N4 — Vd/ v — 33.1(3)/(16.0 x 107?) = 103 000. From Fig. A-62, Cp = 0.59 (for spheres). Then 

V? — 1093/0.59 = 1853, V = 43.0 ft/s. Anticipating result, use V = 44.0 ft. Recalculate Nz = Vd/v = 
44.0(3)/(16.0 х 107?) 2 137 500. From Fig. A-62, Cp = 0.56. Then V? = 1093/0.56 = 1952, V = 44.2 ft/s 
(satisfactory accuracy). 


What should be the diameter of a sphere (s.g. = 2.50) in order that its freely falling velocity at 60 °F attains the 
acoustic velocity? 


ї Е, = № = Сьр(У?/2)А. Егот Ер. А-63, Сь = 0.80. У = с = VkgRT. For air at 60°F, c = 
V(1.40)(32.2)(53.3)(460 + 60) — 1118 ft/s, [(2.50)(62.4)](zd?/6) — (0.80)(0.00237)(1118?/2)(zxd?/4), 4 = 11.41. 
The fixed keel of a Columbia 22 sailboat is about 38 in long (see Fig. 24-8). Moving in Lake Ontario at a speed 
of 3 knots, what is the skin drag from the keel? The water is at 40 °F. Solve this problem using rectangular plate 


of length 38 in and width 24.5 in, which is the average width of the keel. Transition takes place at a Reynolds 
number of 10°. 


B Compute the plate Reynolds number for the rectangular model of the keel. 


№ = Уу = [(3)(1.689)](24.5/12)/(1.664 x 107?) — 6.22 x 10? (1) 
We thus have a laminar boundary layer. We get the plate coefficient of drag using 
C, — 1.328/ VN. — 1.328/V 6.22 x 10? — 1.684 x 10? (2) 
Next we get ‘the skin drag, realizing that there are two sides to be considered. Thus, 
D =2[(C,)(eVs)(A)] = 2{(1.684 x 10°*)(5)(1.940)[(3)(1. 689) P[(38)(24.5)/144]} = 0.542 Ib (3) 


Solve Prob. 24.62 using the actual dimensions of the keel as shown in Fig. 24-8. Compare answers and comment 
on the result. 


I For this purpose, consult Fig. 24-9 in which a keel with an infinitesimal slice dz is depicted. The length /(z) 
of the slice is 


1 = 3 + (z/38)(19) = 1.250+0.5z ft 2 (4) 


with z in feet. Now let us first see if we have transition anywhere on the keel. Looking at the uppermost 
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Fig. 24-8 


portion, we have for (Nr) max 

(Np) max = Wimax! ¥ — [(3)(1.689)](22)/ (1.664 x 1075) = 8.63 x 10° (5) 
We have only a laminar boundary layer. For an infinitesimal plate of length / = 1.250 + 0.52 ft, C, — 
1.328/(VI/ v)'? — 1.328 ([(3)(1.689)/(1.664 x 1075)](1.250 -- 0.52))^'?. Now for the drag D, 


38/12 


D-2| C, (hpV2)(1.250 4- 0.5z)(dz) 
0 


zl тоза 89) 250052]. (%)(1.940)[(3)(1.689)]2(1.250 + 0.5z)dz 


3.17 


=0.1199| (1.250 + 0.5z)'? dz 
0 


Let 1.250 + 0.5z = n; therefore 0.5dz = dn, dz = 2dn. Hence, 
p= 0.1199 (2-89 2 dn = 0.1199 


05 Aa 9" 05 


2.833 


= 0.539 Ib 


1.250 


n”) 





The averaging process in Prob. 24.62 gave a very good result when compared with the result above. 


1-1 +[г |) ft = 1.250 + 0.52 ft 
z measured in feet 





Fig. 24-9 


24.64 The United States at one time in the thirties had three large dirigibles—the Los Angeles, the Graf Zeppelin, 
and the Akron. Two of them were destroyed by accidents. The largest was the Akron, having a length of 785 ft 
and a maximum diameter of 132 ft. Its maximum speed was 84 mph. The useful lift was 182 000 Ib. 

Moving at top speed, estimate the power needed to overcome skin friction, which is a significant part of the 
drag. Disregard effects of protrusion from engine cowlings, cabin region, etc. Assume that the surface is 
smooth. Take the critical Reynolds number to be 500 000. Consider the Akron at 10 000-ft standard 
atmosphere. ^ 
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B We can make a reasonable estimate of the skin drag by “unwrapping” the outer surface of the Akron to 
form a flat plate. As a first step, we wish to calculate the plate Reynolds number. For this we find from the 
standard atmosphere table that p = (0.7385)(0.002378) = 0.001756 slug/ft®, T = 23.3 °F. From the viscosity 
curves in Fig. A-1, we then find that 4 — 3.7 x 10 7 Ib-s/ft". We can now compute Nz = pdV/p: 


№ = (0.001756)[(84)(3256)](785)/ (3.7 x 1077) = 4.59 x 10° (1) 
We will use the Prandtl-Schlichting skin-friction formula with A — 1700: 
С, = [0.455/(log Na **] — (A/Np) = {0.455/[log (4.59 x 10*)]??*) — [1700/(4.59 x 105)] 2 1.730 x 10? (2) 


Now going to D = C,(4pV5)(BL), we have for the drag D owing to skin friction using the maximum diameter of 
132 ft: 


” = (1.730 х 1073)(2)(0.001756)[84(2280)р(785)[(2)(132)] = 7505 Ib (3) 
The power needed then is 


Power = (7505)(84)(5280)/550 = 1681 һр (4) 


In Prob. 24.64, we computed the skin drag for the dirigible Akron using smooth flat-plate theory. Let us now 
evaluate the admissible roughness €,4, for the results Prob. 24.64 to be valid. Then using a roughness of 0.05 in, 
recompute the skin-friction drag. What is the power needed to overcome this drag at the top speed of 84 mph? 


B We can immediately solve for the admissible roughness and hence the largest roughness that will still give 
hydraulically smooth flow. Using the plate Reynolds number from Prob. 24.64, we have 


Esam 7 L(100/N4) — (785)[100/(4.59 x 10*)] — 1.710 x 10 * ft — 0.00205 in (1) 


For the dirigible, the actual roughness coefficient is 0.05 in. Now L/e is 785/(0.05/12) = 1.884 x 10°, so that on 
consulting Fig. A-64 we are clearly in the rough zone. We accordingly use 


C, = [1.89 4- 1.62 log (L/e)] ?? — {1.89 + 1.62 log [785/(0.05/12)]}~?> = 0.002843 (2) 


For the skin drag, we have, using 0.001756 slug/ft’ for p, D = (0.002843)(3)(0.0017.56)[(84) (3288) ]°(785)()(132) = 
12 333 Ib. The power needed to overcome skin friction is Power — (12 333)(84)(3286)/550 — 2763 hp. 


In Prob. 24.62, consider that the surface is rough with e = 0.009 in. Also, consider that transition takes place at 
(№). = 3.2 X 10°. Calculate the skin drag on the keel as accurately as you can. 


B rrom Prob. 24.62, we see that the plate Reynolds number ranges from 3.81 x 10? at the bottom of the keel 
to 8.63 x 105 at the top of the keel. The ratio L/e ranges from 1.667 X 10? at the bottom to 3.778 X 10? at the 
top. Considering Fig. A-64, we see that at both extremes we are in the transition zone of flow. We accordingly 
will use C, — [0.031/(N4)'7] — (A/N4) for C,. We will furthermore use strips of width dz (see Fig. 24-9) and of 
length (1.250 -- 0.5z) ft, with z measured in feet. We have for C, for such a strip 


0.031 _ 1050 
{[(3)(1.689)(1.250 - 0.52)]/(1.664 x 1075)" — ([(3)(1.689)(1.250 4- 0.52 ])/(1.664 x 10-5) 
— 0.00510(1.250 + 0.5z)~*” — 0.00345(1.250 4- 0.52)! 


Сұ- 








The drag D then becomes 


38/12 


D-2| C,GpV$9)(1.250 + 0.52) 42 
=2 | """((0.00510)(1.250 4- 0.52)!" — (0.00345)(1.250 + 0.5z)~'](4)(1.490)[(3)(1.689)]?(1.250 + 0.5z) dz 


3.17 
= | [0.254(1.250 + 0.5:2)®7 — (0.1718) dz 
0 


Integrating, we get 


3.17 


D = (0.254)(1.250 + 0.5z y"(Z)(5) | 


as), — (0-1718)(3.17) = 0.936 Ib 





We see that we get almost a doubling of the drag. In racing sailboats, every ounce of drag counts, so sailors 
carefully smooth the wetted surfaces of their boats. 
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We will consider the dirigible Akron once again for drag (see Prob. 24.64). This time we will use an ellipsoidal 
body of revolution from Table A-22 to represent the dirigible. Estimate the pressure drag. 


I The coefficient of drag should correspond to an ellipsoid whose L/ Dmax = 2 = 5.95. For turbulent flow, we 
estimate C, using simple interpolation from the 4:1 to the 8:1 ellipsoids: 


Cp = 0.06 + [(5.95 — 4)/4](0.13 — 0.06) = 0.094 (1) 
Now the total drag is next computed using 
D = CpA(pV 5/2) = (0.094)[( (1327) /4](3)(0.001756)[84(3288) 7? = 17 143 Ib (2) 


We can now estimate the pressure drag on the Akron using the drag from Prob. 24.64. Thus considering 
hydraulically smooth flow, D press = 17 143 — 7505 = 9638 lb. The total power needed to move the Akron should 
be P = (17 143)[(84)(328)]/550 = 3840 hp. The Akron actually had 8450-hp diesel engines. 


A well-streamlined car can have a drag coefficient as low as 0.45 compared with old-fashioned cars whose drag 
coefficient could be as high as 0.9 (see Fig. A-65). Consider a car with a drag coefficient of 0.45 moving at the 
speed of 100 km/h. The frontal area of the car is 2 m’ and its mass with driver is 1300 kg. How far must it move 
to halve its speed if the engine is disengaged and the vehicle rolls freely along a straight flat road with negligible 
wind present. Neglect the rotational effects of the wheels but consider that the coefficient of rolling resistance, 
a, of the tires is 0.50 mm. The air temperature is 20 °C. The tire diameter is 450 mm. 


B You will recall from your statics course that the resistance to rolling Fe is given as 
Fr = Pa/r (1) 


where P = normal force on wheel, a = coefficient of rolling resistance, r = radius of wheel. 
For this problem, we have for the total effect of the four wheels F4 — ((1300)(9.81)](0.50 x 10 7)/0.225 — 
28.34 N. The drag force from the air is next computed: 


” = С(5рУ?А) = (0.45)(3)(0)(У?)0) (2) 
For p we have p = p/RT = 101 325/[(287)(293)] = 1.205 kg/m*. Hence we have for D 
D =0.542V? (3) 
We next express Newton’s law for the car: M(dV /dt) = F. 
(1300)(dV /dt) 2 —0.542V? — 28.34 (4) 
In order to separate variables with the distance x appearing, we may say, using the chain rule, 
dV [dt — (dV | dxY(dx/dt) — V(dV | dx) (5) 
Now Eq. (4) becomes 1300V (dV /dx) — —(0.542V? + 28.34). Separating variables, we get 
(1300V dV)/(0.542V? -- 28.34) 2 — dx (6) 
Let n — 0.542V? + 28.34: 
dy -1.084V dV : (7) 


Making the above substitution of variable, we get (1300/1.084)(dn/n) = —dx. Integrating, 1.199 x 10° In = 
-х +С: 


1.199 x 10? In (0.542V? + 28.34) = —x +C (8) 


When x = 0, V = 100(420) = 27.78 m/s. We can determine С: 1.199 x 10° In [(0.542)(27.78)? + 28.34] = С, 
C = 1.199 x 10? In 446.6. Equation (8) can now be written as 


In [(0.542V? + 28.34)/446,6] = —x/(1.199 x 10°) (9) 
Let V = 50(428) = 13.89 m/s. We get for x 
In ([(0.542)(13.89)? -- 28.34]/446.6) = —x /(1.199 x 10°) х= 1453 т (10) 


The vehicle moves a distance of 1453 m. Actually, by including the rotational energy of the wheels, the vehicle 
would move even farther. 


A jet aircraft discharges solid particles of matter 10 um in diameter, s.g. — 2.5, at an altitude of 11 km. Assume 
the viscosity u of air, in Pa * s, to be expressed by u - 1.78 x 107? — 3.06 x 107 y, where y is altitude, in m. 
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Estimate the time for these particles to reach sea level. Neglect air currents and wind effects. 


I By Stokes’ law (Prob. 24.52), u = (D?/18u)(y, — y). Writing u = —dy /dt and recognizing the unit weight of 
air to be much smaller than the unit weight of the solid particles, one has —dy /dt = (D?/18)(y,/ u): 


T 0 1 1 
= .78 x 1075 — 3.06 x 107° ФӘ 
[a [sa 78 x 1075 — 3.06 y) (0x 105 11250806) | ^" 
Т - (1/86 400)1.78у - (3.06 х 10:5у2)/2|1 (73.45) = 15.07 days 


How many 32-m-diameter parachutes (Cp = 1.2) should be attached to a 100-kN load to ensure a terminal 
speed of 10 m/s, if air pressure and temperature are 100 kPa and 10 °C? 


B For one parachute, 
Е = Cpp(V?/2)A p = p/RT = 100 000/[(287)(10 + 273)] = 1.231 kg/m? 
Fp = (1.2)(1.231)(10/2)[(2)(32)?/4] = 59.4 kN 


Thus, two parachutes should be sufficient. 


An 85-cm cubical box is tied to the roof of a car. Estimate the additional power needed to travel at 75 km/h 
(Cp = 1.1 and p,,, = 1.2 kg/m’). 
І Р-ЕУ F5 7 Cpp(V?/2)A 
V = (75)(1000)/3600 = 20.83 m/s Fy = (1.1)(1.2)(20.837/2)[(0.85)(0.85)] = 206.9 N 
P = (206.9)(20.83) = 4310 W = 5.78 hp 


A semitubular cylinder of 8-in radius with concave side upstream is submerged in water flowing 2 fps. Calculate 
the drag for a cylinder 20 ft long. 


Ё Е, = Ср(У?/2)А. Егот ТаЫе А-23, С, = 2.3. Е = (2.3)(1.94)(22/2)[(20)(8 + 8)/12] = 23816. 


A fully loaded, small aircraft weighing 5000 Ib with a wing area (projected chord area) of 350 ft? is to take off at 
a horizontal velocity of 100 mph (146.7 fps). What is the necessary angle of attack (i.e., angle the wings make 
with the horizontal)? Assume the wings have the characteristics of the airfoil of Fig. A-66. Use 

Pair = 0.00234 slug/ft*. 


І F, = С,р(12/2)А 5000 = С, (0.00234)(146.72/2)(350) С, = 0.567 
From Fig. A-66, a = 6.0°. 


Ап aircraft weighing 1000.0 kN when empty has a wing area of 226 m’. It is to take off at a velocity of 300 km/h 
and a 20° angle of attack. Assume pair = 1.20 kg/m’. Also, assume the wing has the characteristics of the airfoil 
in Fig. A-66. What is the allowable weight of cargo? 


ШЕ Е.-С,р(о2/2)А. From Fig. A-66, C, = 1.42. v = (300)(1000)/3600 = 83.33 m/s, Е, = 
(1.42)(1.20)(83.332/2)(226) = 1 337 000 М, or 1337 kN. This value (1337 kN) represents the total weight that can 
be lifted. Since the aircraft weighs 1000.0 kN when empty, it can carry, in theory, 1337 — 1000 — 337 kN of 
cargo. 


A fully loaded aircraft weighing 10 000 Ib with a wing area of 450 ft? is to take off at a horizontal velocity of 
125 mph (183.3 fps). What is the necessary angle of attack? Assume the wings have the characteristics of the 
airfoil of Fig. A-66. Use pair = 0.00234 slug/ft°. 


І Е = C,p(v7/2)A 10000 = С, (0.00234)(183.32/2)(450) С, = 0.565 
From Fig. A-66, œ = 6.0°. 


An aircraft weighing 65.2 kN when empty has a wing area of 62.3 m". It is to take off at a velocity of 250 km/h 
and a 5.0? angle of attack. Assume pair — 1.20 kg/m?. Also, assume the wing has the characteristics of the airfoil 
in Fig. A-66. What is the allowable weight of cargo? 


Ё F, = C,p(v^/2)A. From, Fig. A-66, С, — 0.50. v — (250)(1000)/3600 = 69.44 m/s, F, = 
(0.50)(1.20)(69.44?/2)(62.3) = 90 000 №, or 90.1 KN; Weargo = 90.1 — 65.2 = 24.9 KN. 
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A 3-ft by 4-ft plate moves at 44 ft/s in still air at an angle of 12° with the horizontal. Using a coefficient of drag 
Cp = 0.17 and a coefficient of lift C, — 0.72, determine (a) the resultant force exerted by the air on the plate, 
(b) the frictional force and (c) the horsepower required to keep the plate moving. (Use y — 0.0752 Ib/ft?.) 


Е (а) Drag force = Cp(y/g)A(V7/2) Fy = 0.17(0.752/32.2)(12)[(44)?/2] = 4.61 Ib 
Lift force = C,(y/g)A(V?/2) F, = 0.72(0.0752/32.2)(12)[(44)?/2] = 19.5 Ib 


Referring to Fig. 24-10, the resultant of the drag and lift components is R= V(4.61Y + (19.5)? = 
20.0 lb acting on the plate at 6, = tan™' (19.5/4.61) = 76°42’. 
(b) The resultant force might also have been resolved into a normal component and a frictional component 


(shown dotted in the figure). From the vector triangle, frictional component = R cos (6, + 12°) = 
20.0(0.0227) = 0.45 Ib. 


(c) Horsepower = (force in direction of motion)(velocity)/550 = (4.61)(44)/550 = 0.369 


Normal Component ^ эь 






---- 
V = 44 ft/sec 


Frictional Component Fig. 24-10 


If an airplane weighs 4000 lb and has a wing area of 300 ft’, what angle of attack must the wings make with the 
horizontal at a speed of 100 mph? Assume the coefficient of lift varies linearly from 0.35 at 0° to 0.80 at 6° and 
use y = 0.0752 lb/ft’ for air. 


B For equilibrium in the vertical direction, X; Y — 0. Hence, lift — weight = 0, or weight = C, yA(V7/2g), 
4000 — C, (0.0752)(300) ([(100) (32:3) /2g) , C, — 0.53. By interpolation between 0? and 6^, angle of attack — 2.4". 


What wing area is required to support a 5000-Ib plane when flying at an angle of attack of 5? at 88 ft/ s? Use 
coefficients given in Prob. 24.78. 


B From given data, C, — 0.725 for 5? angle by interpolation. As in Prob. 24.78, weight — lift, 5000 = 
0.725(0.0752/32.2)A(88)?/2, A = 763 ft’. 


A kite weighs 2.50 lb and has an area of 8.00 ft^. The tension in the kite string is 6.60 lb when the string makes 
an angle of 45° with the horizontal. For a wind of 20 mph, what are the coefficients of lift and drag if the kite 
assumes an angle of 8° with the horizontal? Consider the kite essentially a flat plate and y,;, = 0.0752 lb/ft’. 


B Figure 24-11 indicates the forces acting on the kite taken as a free body. The components of the tension are 
4.66 lb each. 


Lift 


Drag 


ІШ 





4.66 Fig, 24-11 
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From X; X — 0, drag — 4.66 Ib. From X; Y — 0, lift = 4.66 + 2.50 = 7.16 1b. Drag force = C5pAV?/2, 
4.66 = C5(0.0752/32.2)(8.00)[(20) (289)P/2, Сь = 0.58. Lift force = C,pAV?/2, 7.16 = 
C, (0.0752/32.2)(8.00)|(20) (2817/2, C, — 0.89. 


If the minimum landing speed (Vmin) of the Mustang racer is 1.3 times the stall speed, what is the minimum 
landing speed for this plane with flaps at 40°? The Mustang has a wing area of 233 ft? and a weight of 9500 lb. 
Take p to be 0.002378 slug/ft® and (C,) max as 1.65. 
І Ми = МУУ /((о)(С, )ьхА] = М(2)(9500)/[(0.002378)(1.65)(233)] = 144.2 #/5 ог 98.3 тр 

Уп = (1.3)(98.3) = 128 mph 





When a wing of 2-m chord moves through still air (y — 11.3 N/m?) at 138 km/h, the mean velocity along the top 
surface is 160 km/h (44.45 m/s) and that along the bottom surface is 130 km/h (36.11 m/s). Estimate the lift per 
unit length of span. 


1 Lift = (Ap)(c) Pop! Y + Viop/28 = Prortom! ¥ + Vrorom! 28 
Prop! 11.3 + 44.457/[(2)(9.807)] = Prottom/11.3 + 36.117/[(2)(9.807)] 
Prottom ~ Ptop = Ap = 387.1 N/m? Lift = (387.1)(2) = 774 N/m 


For a rectangular Clark Y airfoil of 6-ft chord by 36-ft span, find the value of the friction coefficient n if the 
angle of attack œ = 5.4° when the wing is moving at 300 fps through standard atmosphere at altitude 10 000 ft. 
Find the weight which the wing will carry and the horsepower required to drive it. 


1 From Fig. A-67, with « — 5.4*, C, — 0.8, C, = 0.047. From Fig. A-68, for B/c —6, t =0.175. œ;(radians) = 
[C,/x(B/c)| + t) 7 [0.8/z()](1 - 0.175) — 0.0499 rad — 2.86*. From Fig. A-69, œo = æ ~ а, = 5.40 — 2.86 = 
2.54° and since the angle of zero lift is —5.6°, a = 2.54 + 5.6 = 8.14° = 0.1421 rad, у = С, /2ла = 
0.8/[(22)(0.1421)] = 0.896. The wing will support a weight equal to the lift force, F, = C,p(V7/2)(B)(c). 

From Table A-7, at 10000 ft, p = 0.001756 slug/ft?. F, = (0.8)(0.001756)[(300)?/2](36)(6) = 13 650 Ib while 
Fp = (0.047/0.8)(13 650) = 802 Ib, horsepower required = (802)(300)/550 = 437 hp. 


A cylinder 4 ft in diameter and 25 ft long rotates at 90 rpm with its axis perpendicular to an air stream with a 
wind velocity of 120 fps. The specific weight of the air is 0.0765 Ib/ft. Assuming no slip between the cylinder 
and the circulatory flow, find (a) the value of the circulation; (b) the transverse or lift force; and (c) the position 
of the stagnation points. 


Е (а) Peripheral velocity v, = 2æRn/60 = (2x)(2)(88) — 18.85 fps, I - 2zRv, — (21)(2)(18.85) ^ 237 ft /s. 
(b) F, — pBUT = (0.0765/32.2)(25)(120)(237) = 1690 Ib 
(с) іп 6, --Г/4лЕ/У = –237/(4л2)(120) = – 0.0786 
Therefore 0, = 184.5°, 355.5°. Actually, the real circulation produced by surface drag of the rotating 


cylinder would be only about one-half of that obtained for the no-slip assumption. 


A wing with a 22-m span and 64-m? planform area moves horizontally through the standard atmosphere at 8 km, 
with a velocity of 760 km/h. If the wing supports 280 kN, find (a) the required value of the lift coefficient, 
(b) the downwash velocity, assuming semielliptical distribution of lift over the span, and (c) the induced drag. 


B From Table A-8, p = 0.526 kg/m’; V = (760)(1000)/3600 = 211.1 m/s. 


(a) F,-C,p(V^|2)A | 280000— C,(0.526)211.17/2(64) — C, — 0.373 
(b) W/V-C,/[x(B/A) X V/211.120.373/[((x)22/64)] У = 3.31 т/ѕ 
© (C5), » Ci/[n(B?^/A)] 7 0.373?/[()(222/64)] — 0.00586 


(Fo); = (Cp) (F./C,) = (0.00586)(280 000/0.373) = 4399 N 
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A glider, of gross weight 350 Ib, has a 3-ft-chord by 18-ft-span wing of the Clark Y section. Assuming that its 
characteristics are the same as those for the larger wing of the same aspect ratio shown in Fig. A-67, find the 
angle of glide through standard air at 2000 ft which will produce the greatest horizontal range. 


ff From Fig. A-67 for maximum C,/Cp: a = —0.1°, C, = 0.4, and Cp = 0.019. For maximum range, glide 
angle f is minimum. [8 = arctan (F,/F,,) = arctan (0.019/0.4) = 2.7°. 


A boat fitted with a hydrofoil weighs 4000 Ib. At a velocity of 60 fps, what size hydrofoil is needed to support 
the boat? Use the lift characteristics in Fig. A-70 at an angle of attack of 2°. 


I F,=C,p(V?/2)A. From Fig. A-70, C, = 0.35. 4000 = (0.35)(1.94)(602/2)A, A —3.27 f£. 
At what angle of attack should a 128-kN airplane be flown at a speed of 225 km/h, if the planform area is 75 m7? 
What power is required to overcome wing drag? Assume a temperature of 30°C and flaps. at zero degrees. 
І Е = С,(5)ру?А 128000 = (С,)(3)(0)(225/3.6)(75) р=р/КТ 
р = 101 325/[(287)(303)] = 1.165 кр/т? С, = 0.751 а = 8° Cp = 0.04 
Е, = (0.04)(2)(1.165)(225/3.6)(75) = 6.825 kN Р = (6.825)(225/3.6) = 426 КҸ = 570 һр 
The takeoff speed of the aircraft of Prob. 24.88 is about 1.3 times the stall speed. Calculate the takeoff distance 


for a constant thrust of 24 kN and a rolling resistance of 1.8 kN. Assume that the flaps are at 40°, the air is at 
30 °C, the overall coefficient of drag for the plane is 0.20, and the frontal area is 45 m’. 


B The stall speed occurs at the condition of (C,)imax Which here is 1.64. 
p = 101 325/[(287)(303)] = 1.165 kg/m? 
Vaan = V(2)W/[(0)(C1) max] = V(2)(128 000)/[(1.165)(1.64)(75)] = 42.3 m/s 


V at takeoff is (1.3)(42.3) = 55.0 m/s. By Newton’s second law, 





24 000 — 1800 — (0.2)(pV?/2)(45) = (128 000/g)V (dV /dx) 
7400 —1.748V? 2 4354V(dV dx) — (4354)(V dV)/(7400 — 1.748V?) = dx 


Let 7400 — 1.748V? — n, —3.50V dV — dq, V dV = (dn/3.50). 


2112 _ Li | 2112 
| (4354) D f dx "уал -L,  L,-1560m 
7 7 0 : 7400 


400 


An airplane with a planform wing area of 233 ft’ is flying at an angle of attack of 3° at a speed of 200 mph. The 
air is at 40 °F, and the flaps are at zero degrees. Compute the weight of the plane. 


І С, = 0.35 L=C,(2)pV*A = № = (0.35)(2)(0)(У 5) (А) 
p = (14.7)(144)/[(53.3)(g)(500)] = 0.00247 slug/ft* 
W - (0.35)(2)(0.00247)[(200) 256] (233) — 8666 Ib — 4.33 ton 
A boat is fitted with hydrofoils having a total planform area of 1.2 m?. At 11 knots, the stall speed, the 


coefficient of lift is 1.6 and the coefficient of drag is 0.6. Find the maximum weight and the minimum power 
corresponding to this stall speed. 


І W = F, = C,()pV7A = (1.6)(4)(1000)[(11)(0.5144) F(1.2) = 30.737 kN 
Fp = Cp()pV2A = (0.6)(3)(1000)((11)(0.5144)] (1.2) = 11.526 kN 
Р = FyV = (11.526)[(11)(0.5144)] = 65.2 kW 


The 9-in-wide, 4.5-ft-long flat blades of a ceiling fan are attached to an 8-in-diameter core; the blades’ angle of 
attack is 15°. At what speed of rotation will the core experience zero vertical force? Each blade weighs 1.6 Ib, 
and the room temperature is 40 °F. 


702 [O CHAPTER 24 


1 From Fig: A-71, C, — 0.79. Determine c by equating the lift on a single blade to its weight. 


UA 4.833 9dr (14.7)(144) 
F =c, fe V?) dA - 029] 10У? CS) = TUAE) — 0,002467 slug/ft? 
L L (20 ) ( s (20 0) 12 р (53.3)(g)(500) 5 g/ 
4. 833 r 4.833 
F, = 1.6 = (0.79)(4)(0.002467)(2)| (ғо) ағ 1.6 = (0.000731)@?= | — —0.000244«'(4.833* — 0.333) 
0.333 0.333 


в) = 7,623 rad/s — (7.623/2z:)(60) — 72.8 rpm 


25.3 


25.4 


25.6 


CHAPTER 25 
Basic Hydrodynamics 


Assuming p to be constant, do these flows satisfy continuity? (a) u = —2y, v 23x; (b) u 20, v 2 3xy; 
(с) u = 2x, v = —2y. Continuity for incompressible fluids is satisfied if du/dy + du/dy =0. 
Е (а) [a(—2y)/dx] + [A(3x)/ay]=0+0=0 (continuity is satisfied) 

(b) [a(0)/dx] + [O@Bxy)/dy] =0+ 3x #0 (continuity is not satisfied) 

(c) [8(2x)/ex] - [8(-2y)/8y] 3 2-220 (continuity is satisfied) 


Note: If (b) did indeed describe a flow field, the fluid must be compressible. 


Determine whether these flows are rotational or irrotational. (a) u — —2y, v 2 3x; (b) u 2 0, v 2 3xy; 
(с) и = 2х, v = —2y. 


f If (00/9х) – (2и/Әу) = 0 (flow is irrotational): 


(а) [8(3x)/8x] - [8(-2y)/8y] 2 3 c 2*0 (flow is rotational) 
(b) [aGxy)/ax] — [A(0)/dy] =3y —0#0 (flow is rotational) 
(c) [8(-2y)/83x] - [92x)/8y] 2 0— 02 0 (flow is irrotational) 


Check these flows for continuity and determine the vorticity of each: (a) v, ^ 6r, v, 20; (b) v, 2 0, v, 2 —5jr. 


І Applying the equations (v,/r) + (au,/dr) + (du,/r 20) = 0, Е = (90,/9ғ) + (о,/к) – (Әр, /ғ 90). 





(а) (0/r) + [A(0)/dr] + [a(6r)/r 06] =0 (continuity is satisfied) 
& =[a(6r)/dr] + (6r/r) — [0(0)/r 06] =64+6-—0= 12 (flow is rotational) 
(b) —[(5/r)/r] + [8 —5r7')/ Ar] + [8(0)/r 36] = – (5/2) + (5/2) +0 = 0 (continuity is satisfied) 
20), 0 ә(-5/”) к 
Е- +- 759 =0 (flow is irrotational) 


A flow is defined by u = 2x and v = —2y. Find the stream function and potential function for this flow and plot 
the flow net. 


B Check continuity: (3u/8x) 4 (8v/3y) = 2 — 2=0. Hence continuity is satisfied and it is possible for a stream 
function to exist: dy = —v dx + u dy = 2y dx + 2x dy, w =2xy + C,. Check to see if the flow is irrotational: 
(du/dx) — (du/dy) = 0 —0=0. Hence the flow is irrotational and a potential function exists: dg = —u dx — 

v dy = —2x dx + 2y dy, @ = —(x?— y”) + C2. The location of lines of equal y can be found by substituting 
values of w into the expression y = 2xy. Thus for sy = 60, x = 30/y. This line is plotted (in the upper right-hand 
quadrant) i in Fig. 25-1. In a similar fashion lines of equal potential can be plotted. For example, for ¢ = 60 we 
have —(x?^ — y?) = 60 and x = + Vy’ — 60. This line is also plotted on the figure. The flow net depicts flow in a 
corner. Mathematically the net will plot symmetrically in all four quadrants. 


Given a two-dimensional flow defined by u = 4 + 3x, v = 0. If this flow satisfies continuity, what can be said 
about the density of the fluid? 


MB 3(pu)/8x — 0, or pv ^ c(y), or p — с(у)/(4 + 3x). Therefore, for each fixed y, the density p must decrease 
as x increases. 


The flow of an incompressible fluid is defined by u =3, v = 9x. Does a stream function exist for this flow? If so, 
determine the expression for the stream function. 


B To find if a stream function exists, check for continuity. du/dx =0, du/dy =0, w =0. Thus, (du/dx) + 
(8v/8y) t (8w/82z) = 0 (continuity) is satisfied and a stream function exists. 


аф = -v dx + u dy = —9x dx +3 dy — y —4.5x? + Зу 
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15 


10 





5 y = 120 
y - 90 
y = 60 
0 y - 30 x 
0 - 5 10 15 


Fiow net Fig. 25-1 


25.7 Plot the streamlines in the upper right-hand quadrant for the flow defined by yy — 1.6x? - y? and determine the 
value of the velocity at x 73, y — 4. 


B ou=dy/dy =2y, v = —dy/dx = —3.2x. At (3,4) u =8, v = -9.6, V = V8? + 9.6 = 12.50. To plot 
streamlines, rewrite as y = (wy — 1.6x”)'*. Assume wy, compute y’s for different x’s. See Fig. 25-2. 





Fig. 25-2 


25.8 The components of the velocities of a certain flow system are u = —(Q/27)[x/(x? + y?)] + By + С, 


v = - A[y/(x? * y?)] * Dx + E. (a) Calculate a value of A consistent with continuous flow. (b) Sketch the 
streamlines for this flow system, assuming B = C = D = E =0. 


Е (а) То satisy continuity 2-D flow: (3u/3x) + (3v/3y) =0. 
du/ ax = —(Q/27){[(x? + y”) — x(2x)/(x? + y’)?} = —(Q/2m)[(y? ~ x?)/(x? + у?) 
Ou/ dy = —A{[(x* + y?) — y(2y)]/(x? + y?)”} = —A[(x? — у?)/(х? + у?)?] 
Substituting, —Q/22(y? — x”) — A(x? — y”) =0; thus A = Q/2z. 
(b) u = —(Q/2n)[x/(x* + у?)] v 2 -(Q/2zx)[y/(x? * y?)] 
dọ = —v dx + u dy = (О /2л)[(у ак)/ (к * y] - (Q/2x)[(x dy)/(x? * y?)] 
Integrating, Y = (Q/2z)[tan ' (x/y) — tan ' (y/x)]. See Fig. 25-3. 





BASIC HYDRODYNAMICS 0 705 


25.9 A flow field is described by wy = x? — 2y. Describe the streamlines for y = 0, 1, and 2. Derive an expression for 
the velocity at any point in the flow field and determine the vorticity of the flow. 


B From the equation for y, the flow field is a family of parabolas symmetric about the y axis. The streamline 
V — 0 passes through the origin. u = ди/ду = —2, v = —3u/ 3x - —2x. Thus V — (u? - v?)'? — (4 t 4x7)”. 
Vorticity: = (3v/əx) — (3u/ 3y) = —2. (Since 5 #0, the flow is rotational.) 


25.10 Locate the stagnation point of the incompressible flow due to a source of strength 9 located at (3, 0) and a 
source of strength 187 located at (—4, 0). 
MB It is obvious that this flow has a single stagnation point, located between the sources on the x-axis (where v 
is automatically zero). w = (q,0,/2x) + (q262/2%) = (92/2) arctan [y/(x — 3)] + (18%/2z) arctan [y/(x + 4], 


u= dyp/dy = 4.5{(x —3)/[(x —3 t y?]) +(x + 4)/[(x + 4) + у. If y =0, u = [4.5/(x — 3)] * [9/(x * 4)]. 
At stagnation point, u = 0 = [4.5/(x — 3)] - [9/(x - 4)]; thus x = 2. 


2511 A source discharging 18 m?/s per m is located at the origin and a uniform flow at 2 m/s in the +x-direction is 
superimposed on the source flow. Write the overall stream function in polar and rectangular coordinates 
І №, = 18(0/2л) = (18/2л) агсќап (у/х) р = 2у = 2ғ іп Ө 


Wootar = (90/2) + 2r sin Ө Wrect = (9/2) arctan (y/x) + 2y 


25.12 Refer to Prob. 25.11. Find the difference in pressure head between point A(—9 m, 0) and point B(0, 1.33 m). 


# и= ә „/ду = (9/хл)[х/(х? + у*)] + 2; › = — OW rece! Ox = (9/%)[y/(x? + y”)]. At point A (—9 m, 0): u = 
1.68 m/s, v — 0; V, — 1.68 m/s. At point B (0, 1.33 m): u 2 2.0 m/s, v = 2.15 m/s; Vz = V2.0? + 2.157 = 2.94 m/s. 
From Bernoulli's theorem: p4/ y — ps/y ^ V5/2g — V4/2g = (2.947 — 1.687)/[2(9.81)] = 0.297 m. 


25.13 (a) Does the flow u = x? + 3x — 4y, v = —2xy — 3y satisfy continuity? (b) Compute the vorticity. (c) Locate all 
stagnation points. (d) Find the equation of the stream function and graph it in the first quadrant. 
MB (a) (8u/8x) * (8v/8y) 22x € 3— 2x — 3— 0; continuity is satisfied. 
(b) £ 2 (8v/8x) — (8u/8y) 2 —2y — 4 #0; flow is rotational. 
(c) Stagnation points.occur where both u — 0 and v — 0. v 2 0— —2xy — 3y = —2y(x + 3); true when y 20 
orx = —3, u=0=x7+ 3x — 4y. Ifx =—1, y = —}. If y =0, x =0 or —3. Thus there are three stagnation 
points: (0, 0), (—3, 0), and (~3, 4). 
(d) u = dy/dy y= | uay = | (* +3 — 4у) ду = у +3ху —2у° + С(х) 
ө = —2ху — Зу = —д1р/дх = —2ху — Зу - C'(x) C(x) = constant = 0 
So wy =x’y + 3xy — 2y”. Notice in the graph, Fig. 25-4, the branching of y =0 at the origin (a stagnation 
point). 


25.14 Is the function vy — 4x — 3y the stream function of a two-dimensional potential flow? 


Ee Yes: &y/ax? + Pp/day? =0+0=0. 





Fig. 25-4 
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25.15 An ideal fluid flows in a two-dimensional 90? bend. The inner and outer radii of the bend are 0.5 and 1.5 ft. 
Sketch the flow net and estimate the velocity.at the inner and outer walls of the bend if the velocity in the 
: 1.0-ft-wide straight section is 9 fps. Develop an analytic expression for the stream function, noting that 
v, = — Óyy/8r and v, — 8wy/r 830. Determine the inner and outer velocities accurately. 


f Velocity estimates: V = – 9ф/95, -Аф = У As 79 Aso, V 9 Aso/ As. From Fig. 25-5, Vou = 9(5) = 5.6 fps, 
Vin = 9(5/2.5) = 18 fps. 

Accurate velocity determinations: v,(Ar) = constant, Ar is proportional to r. u,(kr) = constant, therefore 
v,=C/r. Also v, = 0. y = w(r, 0), so by chain rule of differentiation dy = (Ow/r 30)rd@ + (Ow/dr) dr = 
v,r d — v, dr  0— v, dr. If Win =9, Wour = Win + dg =0 + (1)(9) = 9 cfs/ft. Integrating 

10 1.5 1.5 

Í dy = -Í v, dr = -cÍ dr № =9 = Съ |15 = -сш = -С1һп3.0 
0 0.5 05 T 0.5 


and C = —8.19. Thus the analytic expression is y = 8.19 In r; v, = —8.19/r, (v,),-0.5 = 16.4 fps, (v,),-1.5 = 5.5 fps. 





Vo * 9fps Fig. 25-5 


25.16 — A 4-ft-diameter cylindrical drum is fixed in an open channel 5 ft wide. Water flows at the rate of 60 cfs beneath 
the drum, as shown in Fig. 25-6a. Sketch the flow net, and infer values of the pressure at points A, C, D, and B. 
Sketch the pressure distribution, and by numerical integration estimate the horizontal thrust on the cylinder. 





p/y Horizontal Components of p/y 
0.140 A (projection) 


A 0140 x 1000 = 0.140 


089 2 C 0,891x 0.866 - 0772 
D D 0.317 x 0.500 = 0.158 
B 
оз? % BO 


(b) (c) | Fig. 25-6 
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I Sketch streamlines by eye and use continuity to determine velocities. High degree of accuracy is not to be 
expected. See Fig. 25-6b. At A, p/y =p,/y = V7/2g = 3°/2g — 0.140 ft. At B, in contact with atmosphere 
(Pam = 0 psig): p/y =0. At C, from flow net, V = 4 рѕ: 4 + 32/26 = (4 – 1.0) +р/у + 42/28; р/у = 0.8916. Ах 
D, from flow net, V ~ 10 fps: 4 + 32/28 = (4 — 1.73) +р/у + 10/28; р/у = 0.317 К. Ѕее Ер. 25-6с. Агеа under 
projected p / y diagram = avg horizontal component — area/2.2 — 0.36 ft — 0.16 psi, horizontal thrust ~ 
0.16(2.2)(12)(5)(12) = 253 Ib. 


For the two-dimensional flow of a frictionless incompressible fluid against a flat plate normal to the initial 
velocity, the stream function is given by yy = —2axy, while its conjugate function, the velocity potential, is 

ф = а(х? — y?) where a is a constant and the flow is symmetrical about the yz plane. By direct differentiation 
demonstrate that these functions satisfy the equation (3^9/3x^) *- (9^$/8y?) — 0. Using a scale of 1in — 1 unit 
of distance, plot the,streamlines given by y = +2а, t4a, t6a, t8a, and the equipotential lines given by ф = 0, 
42a, +4a, +6a, +8a. Observe that this flow net also gives the ideal flow around an inside square corner. 


B Given: y = —2axy; $ 7 a(x? — y^). Differentiating: 9/3y = —2ах; Әф/дх = 2ах; — дїр/ Әх = 2ау; Әф/ду = 
a(—2y); &'$/8x? 22a; 3°p/dy* = —2a; thus the equation indicated is satisfied. See Fig. 25-7 for required plot. 





Fig. 25-7 


(Equivalent Source Method). The flow around the body of Fig. 25-8a may be considered as that due to the sum 
of two velocity potentials, ¢, = —Ux, representing an undisturbed flow of velocity U in the x direction, and 

ф, = —S Inr, representing the radial flow from a source located inside the body behind the stagnation point. To 
relate U and S, it is observed that the total flow 27S from the source (which is hydrodynamically equivalent to 


. the body itself) must be equal to the flow of the main stream which is not passing through the body of width b, 


or 2xS = Ub. This gives p} = —(Ub/2x) In r. The velocity at any point of the field is given by the vector sum of 
the components U and v, ^ —8$;/8r. (a) Prove that the distance from source to stagnation point is as given in 
Fig. 25-8a. 

There follows an ingenious method of plotting the boundary of such a streamlined body, as shown in Fig. 
25-8b. Suppose that the streamlines in the undisturbed flow are spaced a distance a apart, where b/2a — n, an 
integer. Next divide the upper half of the source into n radial sectors, each of angle а, that is, na = x. Then the 
undisturbed flow between the x axis and the first streamline is associated with the source flow in the first sector 
from the stagnation point. Thus the intersection of the first streamline with the first line must be a point on the 
boundary of the body, through which there can be no flow. Similarly, the intersection of the horizontal line at 
2a with the radial line at 2a forms another point, and so on. Further streamlines can be plotted by connecting 
successive intersections of the original horizonal lines with the radial lines, recognizing that the same flow must 
exist between any adjacent pair of streamlines. Thus the intersection of a horizontal line ea above the axis with 
a radial line at fa from the stagnation point must lie on a streamline which is (e — f)a distant from the axis in the 
undisturbed region, where e and f are integers. (b) Given U — 18 fps and b — 34 ft, determine the velocity vector 
at point E of Fig. 25-8b. 


1 (a) Given: source potential, p, = —(Ub/2x) Inr; v, 2 – 9ф,/9ғ = Ub/2ar. Setting v, — U for stagnation 
condition (on tip of nose) and solving for r, the desired distance behind the nose, r — b/2x. 
(b) For b — 34 ft, distance to stagnation point — —34/2x — —5.41 ft. Since b/2a =n = 6 = 34/2a = (the 
number of radial sectors from half of source), streamline spacing = a = 35 = 2.83 ft. From Fig. 25-8b: At 
E, r 2 3a 2 3(2.83) = 8.49 ft and v, = Ub/2ar = (18)(34)/[22(8.49)] = 11.47 fps. By superposition, V = 
(02 + 02)? = (19 + 11.47°)'? = 21.3 fps. Direction relative to axis is tan” ' (11.47/18) = 32.5°. 
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Streamline 








Stagnation point 





(a) 


Fig. 25-8 


25.19 Find the flow velocity at point F of Fig. 25-8b. 
Fe At F(a =30°), r=a/sin 30° = 2.83/0.5 = 5.66 ft. 
о, = O9,/ dr = Ub/2ar = 18(34)/[22(5.66)] = 17.21 fps 
V? = U? + v? — 2000, соѕ а = 182 + 17.21? – 2(18)17.21 соѕ307 «V = 9.14 fps 


25.20 — Superimpose a point source (Q =95 cfs/ft) on a rectilinear flow field (U = 18 fps). Plot the body contour at 
6 = 30, 60, 90, 120, 150, 180°. Compute the velocities along the body contour at these points, as well as the 
pressures, assuming p — 1.94 slug/ft? and zero pressure in the undisturbed rectilinear flow field. 


I Given: U = 18 fps, v, = 95/2ar fps. Distance from source to stagnation point: U = v,, r = 5.28/22 = 0.840 ft. 
Refer to Prob. 25.18; for upper half let n = 6, thus @ = 30°. q = Ua = 95/2n; thus a = 95/(2nU) = 0.440 ft. See 
Fig. 25-9. Scale off radial distances to points a, b, c, d, e, and f; v, — U — v, cos 0, v, — v, sin a. Vector 
addition: V = (02+ 02)". 





Po + рУ2/2 =р + pV?J2 1.94(187/2) = 314 lb/ft? = p + pV°/2 
Therefore, p = 314 — pV?°/2. Hence desired pressures are 314, 230, 43, —134, —195, — 122 psf. 











Fig. 25-9 
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Absolute viscosity u of fluids. 
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Temperature, °C 
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Fig. A-2 


Temperature, °F 


Kinematic viscosity v of fluids. 
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Temperature, °C 
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Temperature, *F Fig. A-3 


Specific weight y of pure water as a function of temperature and pressure for condition where g = 32.2 ft/s’ 
(9.81 m/s’). 
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Pipe diam, D, ft 
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Roughness factors (€ expressed in feet) for commercial pipes. 
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Moody diagram. 


From Lewis F. Moody, “Friction Factors for Pipe Flows," ASME Trans., vol. 66, pp. 671-684, 1944. 
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Fig. A-6 


Nikuradse’s sand-roughened-pipe tests. 


Relative roughness - 


ғ 
D 


716 J APPENDIXES 





R=0.2D 
^ 
% ж 
х 
— — --»- ---- — — 
2 2 ЖА 
GY 
% % @ D 
Reentrant: Sharp-edged: Slightly Well-rounded: 
K 2078 K = 0.4-0.5 rounded: К = 005 
К = 0.2-0.25 
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Entrance and exit loss coefficients. 
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0 0.10 0.15 0.20 
ға. Ма 
(5) Fig. A-8 


Entrance and exit loss coefficients: (a) reentrant inlets, (b) rounded and beveled inlets. Exit losses are K = 1.0 
for all shapes of exit (reentrant, sharp, beveled, or rounded). (Adapted by permission from ASHRAE 
Handbook of Fundamentals, Atlanta, 1985.) 
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Sudden expansion 


Sudden contraction: 





V 
Vena contracta 
0 0.2 0.4 0.6 0.8 1.0 
d 
D Fig. A-9 


Sudden expansion and contraction losses. Note that the loss is based on velocity head in the small pipe. 


Fully developed inlet flow 


Thin inlet boundary layer 





0 20° 40° 60° 80° 100° 120° 140° 160° 180° 
Total included diffuser angle 20, degrees Fig. A-10 


Flow losses in a gradual conical expansion region. 
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SUDDEN AND GRADUAL CONTRACTION 





И: Ө@ё=33°......... Ke = Formula i 


45° < @2 180°... Ky = Formula 2 


© Formula | d 
of. 8 , 8-2, 
К o 8(in 2 ü - 8) Ky B= (2)-2 
MUR gp d; d; 


Subscript | defines dimensions 
and coefficients with reference to 
/ the smaller diameter. 

‚„ 8 Subscript 2 ref he | 

^ om 9 pt 2 refers to the larger 
K 95 o - 8°) V sm K, diameter. 


Bi 9 


* Formula 2 





Fig. A-11 
From “Flow of Fluids through Valves, Fittings, and Pipe," Crane Co. Tech. Pap. 410, New York, 1985. 
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Fig. A-12 
Resistance coefficients for 90° bends. 
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Pipe diagram: Hazen-Williams equation (C = 120); English Gravitational System. 
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Pipe diagram: Manning equation (n = 0.013); English Gravitational System. 
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FLOW CHART 
HAZEN-WILLIAMS FORMULA, C, = 100 
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See (1) below 


See (2) below 5 Ш 


DIAMETER IN INCHES 


USE OF CHART 


(1) Given D=24", S=1.0 ft/1000 ft, C,=120; find flow Q. 
Chart gives Qjg9 = 4.2 mgd. 
For C,=120, @ = (120/100) (4.2) = 5.0 mgd. 


(2) Given Q=3.6 mgd, D-24", C,- 120; find Lost Head. 
Change Qj99 to 0100: 0100 = (100/120) (3.6) = 3.0 пей. 
Chart gives S = 0.55 ft/1000 ft. 
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Hydraulic elements of a circular section. 
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Values of (D,"V,) for water at 72°F (diameter in inches x velocity in fps) 
1.25 2.5 5 75 10125 25 50 75 100 
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Flow coefficients for ISA nozzle. (Adapted from ASME Flow Measurement, 1959.) 
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(] APPENDIXES 


728 











1.06 64 Dp 


1.20 


e. - 


ERE DÀ 





!g] adid jo weip aprsuj ————+ 





Fig. A-22 





ISA (VDI) flow nozzle and discharge coefficients. (Ref. 11 in NACA Tech. Mem. 952.) 
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Thin-plate 
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15° cone angle 
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8 Fig. A-24 


Nonrecoverable head loss in Bernoulli obstruction meters. [H. S. Bean (ed.), “Fluid Meters: Their Theory and 
Application,’ 6th ed., American Society of Mechanical Engineers, New York, 1971.] 
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VDI orifice meter and flow coefficients for flange taps. (Adapted from NACA Tech. Mem. 952.) 
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Expansion factors. 
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VDI orifice and discharge coefficients. (Ref. 11 in NACA Tech. Mem. 952.) 
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Values of D,“ V, for water at 72°F (diameter in inches X velocity in fps) 
0.25 0.625 1.25 2.5 6.25 12.6 25 62.5 125 250 625 

















D, = inlet diameter 
D, = throat diameter 
A, = throat area 
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Venturi meter with conical entrance and flow coefficients for D./ D, — 0.5. 
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Loss coefficient for conical diffusers. 
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Sudden-contraction loss coefficient. (Adapted from R. P. Benedict, N. A. Carlucci, and S. D. Swetz, "Flow 
Losses in Abrupt Enlargements and Contractions," J. Eng. Power, vol. 48, January 1966.) 
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Fig. A-34 


Compressibility factor Y for flow nozzles and Venturi meters. k = 1.4. 


738 J APPENDIXES 
























































56 8 105 15 2 3 4 56 8106 


VD 
Reynolds number L7 Fig. A-35 


Coefficient C, for venturi meters (Fluid Meters: Their Theory and Application, 5th ed., American Society of 
Mechanical Engineers, 1959.) 
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Discharge coefficient for a venturi nozzle. 


APPENDIXES J 739 


















































0.70 
oA -Lot Lenz al d. Lo d. d 
| | ! ; 1 ——- Barr 1 ! 0001 | 
0.68 H | -І- ---— Cornell tests — n> ot 
| 1 | | 
0.66 
0.64 
G 
0.62 
0.60 
| 
0.58 907 | | T "С = 0.581, тіпітит value бог ай ап ев | 
0 01 0.2 0.3 04 0.5 0.6 0.7 08 0.9 
H, head, ft Fig. A-37 





Cylinder 
length effect 
(10* < Ng < 10°) 






“poundary layer NI 










3 77-7 X Lit Cp 

Cd 1.20 

C 2]. | [d 0.98 
D MD 

| boom B 


| j 0.74 
Cylinder (two dimensional) , ; 


0.72 
0.68 
0.64 








10 10? 103 104 105 106 107 





1.5 
Cylinder: 
1.0 
Cp 9-7 
0.5 
03 Smooth 
“104 105 106 
f, 
Neg | 
(b) Fig. A-38 


The proof of practical dimensional analysis: drag coefficients of a cylinder and sphere: (a) drag coefficient of a 
smooth cylinder and sphere (data from many sources); (b) increased roughness causes earlier transition to a 
turbulent boundary layer. 
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Crossplot of sphere-drag data from Fig. A-38a to isolate diameter and velocity. 
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Optimum efficiency of water pumps as a function of specific speed. 
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Optimum efficiency of pumps versus capacity and specific speed. (G. F. Wislicenus, Fluid Mechanics of 
Turbomachinery, 2d ed., McGraw-Hill, New York, 1965; I. J. Karassick et al., Pump Handbook, 2d ed., 
McGraw-Hill, New York, 1985.) 
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Specific speed, ns (metric) at rated capacity 
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Recommended limits of specific speed for turbines under various effective heads at sea level with water 
temperature at 80 °F. (After Moody.) 
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Characteristics of turbines as a function of specific speed. 
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Optimum values of turbine efficiency. 
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Efficiency of an impulse turbine: solid curve = ideal, B = 180?, C, — 1.0; dashed curve — actual. f = 160°, 
C, — 0.94; open circles = data, Pelton wheel, diameter — 2 ft. 
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Optimum efficiency of turbine designs. 
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Reaction turbines: (a) Francis (radial type); (b) Francis (mixed-flow); (c) propeller (axial-flow); 
(d) performance curves for a Francis turbine, n = 600 r/min, D = 2.25 ft, Nip = 29. 
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Efficiency versus power level for various turbine designs at constant speed and head. 
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Estimated performance of various wind turbine designs as a function of blade-tip speed ratio. (Reprinted from 
The Aeronautical Journal, Vol. 85, No. 845, June 1981, by kind permission of The Royal Aeronautical Society.) 
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Reynolds number Fig. A-50 


Drag coefficients for sphere and circular disk. Area in the drag relation is projected area normal to the stream. 
(Data adapted from "Das Widerstandsproblem," by F. Eisner, Proc. 3d Intern. Congr. Appl. Mech., 
Stockholm, 1931.) Raymond C. Binder, Fluid Mechanics, 5e, (C) 1973, p. 132. Reprinted by permission of 
Prentice-Hall, Inc., Englewood Cliffs, N.J. 
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Reynolds number Fig. A-51 


Drag coefficient for two-dimensional flow around a cylinder and a flat plate. Area in the drag relation is 
projected area normal to the stream. (Data adapted from “Das Widerstandsproblem,” by F. Eisner, Proc. 3d 
Intern. Congr. Appl. Mech., Stockholm, 1931.) Raymond C. Binder, Fluid Mechanics, 5e, (C) 1973, p. 134. 
Reprinted by permission of Prentice-Hall, Inc. Englewood Cliffs, N.J. 1973. 





Fig. A-52 





Drag coefficients for a flat plate of finite length normal to flow. Raymond C. Binder, Fluid Mechanics, 5e, © 
1973, p. 135. Reprinted by permission of Prentice-Hall, Inc., Englewood Cliffs, N.J. 
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Skin-friction drag for smooth flat plates. T. v. Kármán, “Turbulence and Skin Friction,” J. Aeronaut. Sci., 1, 
no. 1 (January, 1934), © American Institute of Aeronautics and Astronautics, reprinted with permission. 
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(а) — Cp * 075 








Point of separation 


(b) 





Point of separation Fig. A-54 


Plan view of flow about a motor vehicle (delivery van). (a) Blunt nose with separated flow along the entire side 
wall and a large drag coefficient Cp = 0.75. (b) Round nose with separation at the rear of the vehicle and 
smaller drag coefficient Cp, = 0.45. (Adapted from H. Schlicting, Boundary Layer Theory, 4th ed., 
McGraw-Hill Book Co., New York, N.Y., 1960, p. 34). 
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Drag coefficients for a smooth flat plate. (Adapted from NACA Tech. Mem. 1218, p. 117, 1949.) 
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Drag coefficient for bodies of revolution. (Adapted from L. Prandtl, Ergebnisse der aerodynamischen 
Versuchsanstalt zu Góttingen, К. Oldenbourg, Munich and Berlin, 1923, p. 29; and F. Eisner, "Das 
Widerstandsproblem," Proc. 3d Intern. Congr. Appl. Mech., 1930, p. 32.) 
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Drag coefficient for two-dimensional bodies. (Adapted from L. Prandtl, Ergebnisse der aerodynamischen 
Versuchsanstali zu Gottingen, R. Oldenbourg, Munich and Berlin, 1923, p. 24; F. Eisner, ‘‘Das 
Widerstandsproblem,” Proc. 3d Intern. Congr. Appl. Mech., p. 32, 1930; A. F. Zahm, R. H. Smith, and G. C. 
Hill, “Point Drag and Total Drag of Navy Struts No. 1 Modified," NACA Rept. 137, p. 14, 1972; and W. F. 
Lindsey, “Drag of Cylinders of Simple Shapes,” МАСА Кері. 619, рр. 4-5, 1938.) 
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Drag coefficients as a function of Mach number. 
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Fig. A-59 


Drag coefficient of laminar and turbulent boundary layer on smooth and rough flat plates. 
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The proof of practical dimensional analysis: drag coefficients of a cylinder and sphere: (a) drag coefficient of a 
smooth cylinder and sphere (data from many sources); (b) increased roughness causes earlier transition to a 


turbulent boundary layer. 
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Fig. A-61 


Drag coefficients of smooth bodies at low Mach numbers: (a) two-dimensional bodies; (b) three-dimensional 
bodies. Note the Reynolds-number independence of blunt bodies at high Na. 
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Drag coefficients at supersonic velocities. 


756 J APPENDIXES 



































ARS SS SPR А WAN AN AN AUN W IN AN aN m? 
SS SENSN “Қазаны АЗА АҚАНҒА co 
ANS ESSE N М, М ғ. 
NS SS RES RE ER NW > 
1. NN S КО ep NW = 
ivo NN EN + 
3 cr vy: 
ЕЕЕ Е: 
11. ІШТЕН 
ы I 2 
ЛШЫ ЫН E UN e o 
SAN И 771% 
RQ“ 5 2... »P 
AANA NER 
W \ SS Wo 
N | 
X NN N Ц © 
_ - д 5 
УК 1] ® 
Т ЛЗ ЫМ Wy 15 
~ AC SN М1. 
D 2 |. 
ы. 
М zx ii: By gj È 
EXE RASA NNN У AN У ео 
SS SERN ANS NOB. 2 2 e. | co 
K RS Lu W е 
sns y -3 ++ 
CANT: 
x 
oo . 
NW | | | 
5 a D 1. j 5 | < JS 
ee О БЕЕБЕЗ ЫЕ 
C 


Fig. A-64 


Three zones of flow for a rough plate. 
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Year of design Fig. A-65 


Time history of the aerodynamic drag of cars in comparison with streamlined bodies. (From W. H. Hucho, L. J. 
Janssen, and H. J. Emmelmann, The Optimisation of Body Details—A Method For Reducing the Aerodynamic 
Drag of Road Vehicles, SAE 760185, 1976.) 
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Lift and drag coefficients plotted against angle of attack for N.A.C.A. 2418 airfoil. Reynolds number = 
3060 000. (NACA. Tech. Rept. No. 669.) 
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——-— Theoretical curve for induced 
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0———==0 Measured vatues for rectangular 
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at various values of a, total 
angle of attack 
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с, Fig. A-67 


Polar diagram for rectangular Clark Y airfoil of 6-ft chord by 36-ft span. (Data from A. Silverstein, NACA 


Кери. 502, р. 15, 1934.) 
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Fig. A-68 


Aspect ratio. B/c 


Correction factors for transforming rectangular airfoils from finite to infinite aspect ratio. (From A. Silverstein, 


NACA Rept. 502, Fig. 7, 1934.) 
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Fig. A-69 
Definition sketch for induced drag. 
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Typical lift and drag coefficients for an airfoil; C, and Cp based on maximum projected wing area. 
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Coefficients of lift and drag for a flat plate at varying inclination a. 
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Friction curve for a perfect gas. k = 1.4. Source: Mechanics of Fluids by Shames. 
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TABLE A-1 Approximate physical properties of water (English Gravitational Unit System) 


Tempera- Specific (or Mass Dynamic Kinematic Vapor Surface Bulk modulus 
ture unit) weight. y density, p viscosity, и viscosity, v pressure, p, tension,f o of elasticity, K 
CF) (Ib/ft?) (slugs/ft?) (Ib-s/ft?) (ft*/s) (њу) (Ib/ft) (Ib/in?) 
32 624 1.94 3.66 x 1075 1.89 x 1075 12.8 0.00518 293,000 
40 624 1.94 3.23 x 107 5 1.67 x 1075 18.5 0.00514 294,000 
50 624 1.94 2.72 x 1075 1.40 x 1075 25.7 0.00509 305,000 
60 62.4 1.94 2.35 x 1075 1.21 x 1075 36.5 0.00504 311,000 
70 623 1.93 2.04 x 1075 1.05 x 1075 522 0.00500 320,000 
80 622 1.93 1.77 x 1075 9.15 x 10^ * 73.5 0.00492 322,000 
90 621 1.93 1.60 x 1075 8.29 x 1076 101 0.00486 323,000 
100 62.0 1.93 142 x 1075 7.37 x 1075 135 0.00480 327,000 
110 61.9 1.92 1.26 x 1075 6.55 х 10-6 189 0.00473 331,000 
120 61.7 1.92 1.14 x 1075 5.94 x 1075 251 0.00465 333,000 
130 61.5 1.91 1.05 x 1075 5.49 x 1076 322 0.00460 334,000 
140 61.4 1.91 9.60 x 1075 503 x 1075 416 0.00454 330,000 
150 612 1.90 8.90 x 1076 4.68 x 1075 545 0.00447 328,000 
160 610 1.90 8.30 x 1075 438 x 1075 693 0.00441 326,000 
170 60.8 1.89 7.70 x 1076 407 x 1075 875 0.00433 322,000 
180 60.6 1.88 723 x 107° 3.84 x 107° 1086 0.00426 318,000 
190 60.4 1.88 6.80 x 1076 3.62 x 1075 1358 0.00419 313,000 
200 60.1 1.87 6.25 x 1075 3.35 x 1075 1671 0.00412 308,000 
210 59.9 1.86 5.95 x 1075 320 x 1075 2042 0.00405 301,000 
212 59.8 1.86 5.89 x 1075 3.17 x 1076 2116 0.00404 300,000 


f In contact with air. 


TABLE A-2 Approximate physical properties of water (International System of Units) 


Tempera- Specific (or Mass Dynamic Kinematic Vapor Surface Bulk modulus 
ture unit) weight, y density, p Viscosity. и Viscosity, v Pressure Tension,f с of elasticity. K 
ес) (kN/m?) (kg/m?) (Ра- $) (m?/s) (kPa) (N/m) (GPa) 

0 9.81 1000 1.75 x 1073 1.75 x 1076 0.611 0.0756 2.02 

10 9.81 1000 1.30 х 10-3 1.30 x 1075 1.23 0.0742 2.10 

20 9.79 998 1.02 х 10-3 1.02 x 1075 2.34 0.0728 2.18 

30 9.77 996 8.00 x 10 * 803 x 1077 4.24 0.0712 2.25 

40 9.73 992 6.51 х 107% 6.56 x 107 7.38 0.0696 2.28 

50 9.69 988 541 x 10 * 548 x 1077 12.3 0.0679 2.29 

60 9.65 984 460 x 10 * 4.67 x 1077 19.9 0.0662 2.28 

70 9.59 978 402 x 10 * 411 х 1077 31.2 0.0644 2.25 

80 9.53 971 3.50 x 10 * 3.60 x 1077 474 0.0626 2.20 

90 9.47 965 311 x 107 * 322 x 1077 70.1 0.0608 2.14 
100 9.40 958 282 x 107 * 294 х 1077 101.3 0.0589 2.07 


t In contact with air. 


TABLE A-3 Approximate physical properties of some common liquids at 1 atmosphere pressure and 20°C (68 °F) 


Specific (or unit) 
weight, y Mass density, p Dynamic viscosity, u Vapor pressure Surface tension,t с 
Specific 
(Ib/f?) | (kN/m?) | (slugs/ft?) | (kg/m?) | gravity | (tb-s/ft”) (Ра · ѕ) (ib/ft”) (kPa) (Ib/ft) 


























Ammonia 829 4.60 x 1075 | 220 x 107* 
Benzene ы . . 879 . 136 x 1075 | 6.51 x 1074 . . 0.0289 
Carbon 

tetrachloride . . . 1,588 . 2.02 х 1075 | 967 x 107 * ; , 0.0270 
Ethanol . . . 788 . 2.51 x 1075 | 120 x 107? . 4 0.0228 
Gasoline . / К 719 . 6.10 x 1076 ] 2.92 x 1074 
Glycerin . . К 1,258 . 3.11 x 107? 1.49 Д . . 0.0633 
Kerosine . . . 819 , 400 x 1075 | 1.92 x 1073 . , 0.0277 
Mercury . . . 13,570 . 3.25 x 1075 | 1.56 х 10-3 . . Д 0.514 
Methanol . . . 788 . 1.25 х 10-5 | 5.98 х 10-* . . 0.0226 
SAE 10 Oil . . . 869 . 1.70 x 107? | 814 x 10? 4 0.0365 
SAE 30 Oil ы . . 888 . 920 x 10? | 440 x 10^! і 0.0350 
Water . . : 998 . 2.09 x 1075 | 102 x 107? . I 0.0728 





Seawater . 4 . 1,028 . 2.23 x 1075 | 1.07 x 1073 





t In contact with air. 


SaxiaNaddv /7 294 
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TABLE A-4 Approximate physical properties of air at standard atmospheric pressure (English 
Gravitational Unit System) 





Temperature Specific (or unit) weight, y Mass density, p Dynamic viscosity, ш Kinematic viscosity, v 
CF) (Ib/ft?) (slugs/ft?) (Ib-s/ft?) (ft?/s) 
32 0.0808 0.00251 3.59 x 1077 143 х 107“ 
40 0.0794 0.00247 3.62 x 107? 1.46 x 107 * 
50 0.0779 0.00242 3.68 х 1077 1.52 х 107“ 
60 0.0763 0.00237 3.74 x 1077 1.58 х 107“ 
70 0.0750 0.00233 3.82 x 1077 1.64 х 107“ 
80 00735 0.00228 3.85 x 1077 1.69 х 107“ 
90 0.0723 0.00224 3.90 x 107" 1.74 x 107 * 
100 0.0709 0.00220 3.96 х 1077 1.80 х 107“ 
110 0.0696 0.00218 402 x 1077 1.84 х 107“ 
120 0.0684 0.00215 407 х1077 1.89 х 107“ 
130 0.0674 0.00210 4.10 x 1077 195 х 107“ 
140 0.0663 0.00206 4.i4 x 1077 2.01 х 107% 
150 0.0652 0.00202 418 x 1077 2.06 х 107“ 
160 0.0641 0.00199 422 x 1077 242 x 107* 
170 0.0631 0.00196 4.28 x 1077 2.18 x 107* 
180 0.0621 0.00193 4.34 x 1077 225 х 107% 
190 0.0612 0.00190 442 x 1077 2.32 x 107“ 
200 0.0602 0.00187 449 x 1077 2.40 x 107 * 
210 0.0594 0.00184 457 x 1077 248 x 107 * 
212 0.0592 0.00184 4.58 x 1077 2.50 x 107 * 


TABLE A-5 Approximate physical properties of air at standard 
atmospheric pressure (International System of Units) 


Tempera- Specific (or Mass Dynamic Kinematic 
ture unit) weight, y density, p viscosity, м viscosity, v 
CC) (N/m*) (kg/m?) (Ра · ѕ) (m?/s) 

0 12.7 1.29 1.72 х 10-5 1.33 х 10-5 
10 12.2 1.25 1.77 x 1075 1.42 x 1075 
20 11.8 1.20 1.81 х 1075 1.51 x 1075 
30 11.4 1.16 1.86 х 10-5 1.60 x 1075 
40 110 1.13 1.91 x 1075 1.69 x 1075 
50 107 1.09 1.95 х 10-5 1.79 x 1075 
60 10.4 1.06 1.99 x 1075 1.89 x 1075 
70 10.1 1.03 2.04 x 1075 1.99 x 1075 
80 9.80 1.00 2.09 х 10-5 209 x 10? 
90 9.53 0.972 2.13 x 1075 2.19 x 1075 


100 9.28 0.946 247 x 1075 2.30 х 1075 
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TABLE A-6 Approximate physical properties of some common gases at 1 atmosphere pressure and 30 °С (68 °F) 




















Specific (or 
unit) weight, y Mass density, p Dynamic viscosity (x) Gas constant (R) 
Gas (lb/ft?) (N/m?) (slugs/f) (kg/m?) (Ib-s/ft) (kPa - s) (ft/^R) (m/k) (Ib-ft/slug-^R) (J/kg- K) 
Air 0.0752 11.8 0.00234 1.20 378x107 L81x10* 533 293 1716 287 
Carbon 0.115 18.1 0.00357 1.84 3.10x1077 1.48x10^" 35.1 193 1130 189 
dioxide 
Helium 0.0104 1.63 0.000323 0.166 4.101 x10? 1.97x10 ^ 385.7 212.00 12420 2079 
Hydrogen 0.00522 0.823 0.000162 0.0839  1.89x10 " 9.05xl0 * 765.5 420.8 24649 4127 
Methane 0.0416 6.53 0.00129 0.666 2480х107 134х1075 962 529 3098 519 
Nitrogen 0.0726 11.4 0.00225 1.16 3.68107 1.76x10°% 551 302 1774 297 
Oxygen 0.0830 13.0 0.00258 1.33 418х1077 2.00x 10°" 482 265 1552 260 
Specific heat ratio (k) Specific heat (c,,) Specific heat (c,,) Molecular weight (M) 
Gas Dimensionless ratio c,/c, Ib-ft/slug^R J/kg- K Ib-ft/slug^R J/kg- K 
Air 1.40 6 000 1 003 4 285 716 29.00 
Carbon 1.30 5 132 858 4 009 670 44.00 
dioxide 
Helium 1.66 31230 5220 18810 3 143 4.00 
Hydrogen 1.41 86 390 14 450 61710 10 330 2.02 
Methane 1.32 13 400 2250 10 300 1 730 16.00 
Nitrogen 1.40 6 210 1 040 4437 743 28.00 
Oxygen 1.40 5 437 909 3883 649 32.00 


TABLE A-7 The ICAO standard atmosphere in English units 








Elevation Specific 
above Absolute weight Density Viscosity 
sea level, Temp, pressure, Y. 0, p x 107, 
ft ?F psia Ib/ft? slugs/ft? Ib: s/ft? 
0 59.0 14.70 0.07648 0.002377 3.737 
5,000 41.2 12.24 0.06587 0.002048 3.637 
10,000 234 10.11 0.05643 0.001756 3.534 
15,000 5.6 8.30 0.04807 0.001496 3.430 
20,000 —12.3 6.76 0.04070 0.001267 3.325 
25,000 — 30.1 5.46 0.03422 0.001066 3.217 
30,000 —47.8 4.37 0.02858 0.000891 3.107 
35,000 —65.6 3.47 0.02367 0.000738 2.995 
40.000 —69.7 2.73 0.01882 0.000587 2.969 
45,000 — 69.7 2.15 0.01481 0.000462 2.969 
50,000 — 69.7 1.69 0.01165 0.000364 2.969 
60,000 —69.7 1.05 0.00722 0.000226 2.969 
70,000 — 69.7 0.65 0.00447 0.000140 2.969 
80,000 — 69.7 0.40 0.00277 0.000087 2.969 
90,000 - 57.2 0.25 0.00168 0.000053 3.048 


100,000 —40.9 0.16 0.00102 0.000032 3.150 
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TABLE A-8 The ICAO standard atmosphere in SI units 


Elevation Specific 
above Absolute weight Density Viscosity 
sea level, Temp, pressure, > р, их 105, 
km °C kPa, abs N/m? kg/m? Pas 
0 15.0 101.33 12.01 1.225 1.79 
2 2.0 79.50 9.86 1.007 1.73 
4 —4.5 60.12 8.02 0.909 1.66 
6 — 24.0 47.22 6.46 0.660 1.60 
8 —36.9 35.65 5.14 0.526 1.53 
10 —49.9 26.50 4.04 0.414 1.46 
12 — 56.5 19.40 3.05 0.312 1.42 
14 — 56.5 14.20 2.22 0.228 1.42 
16 — 56.5 10.35 1.62 0.166 1.42 
18 — 56.5 7.57 1.19 0.122 1.42 
20 — 56.5 5.53 0.87 0.089 1.42 
25 —51.6 2.64 0.41 0.042 1.45 


30 -402 1.20 0.18 0.018 1.51 


TABLE A-9 Typical wall roughness values for commercial 


conduits 

Roughness (£) 
Material (new) ft m 
Riveted steel 0.003-0.03 0.0009 -0.009 
Concrete 0.001-0.01 0.0003-0.003 
Wood stave 0.0006-0.003 0.0002- 0.0009 
Cast iron 0.00085 0.00026 
Galvanized iron 0.0005 0.00015 
Asphalted cast iron 0.0004 0.0001 
Commercial steel or wrought iron 0.00015 0.000046 
Drawn brass or copper tubing 0.000005 0.0000015 
Glass and plastic “smooth” “smooth” 


From: Lewis F. Moody, “Friction Factors for Pipe Flow,” ASME 
Trans., vol. 66, pp. 671-684, 1944. 
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TABLE A-10 Laminar friction constants 





f Na for rectangular and triangular ducts 
Rectangular Isosceles triangle 
b/a f Nap, 0, deg f Nap, 
0.0 96.00 0 48.0 
0.05 89.91 10 51.6 
0.1 84.68 20 52.9 
0.125 82.34 30 53.3 
0.167 78.81 40 529 
0.25 72.93 50 ` 520 
04. 65.47 60 51.1 
0.5 62.19 70 49.5 
0.75 57.89 80 48.3 
1.0 56.91 90 48.0 





т 


‘ h 
TABLE A-11 Resistance coefficients K = ау for open valves, elbows, and trees 








/28 
Screwed Flanged 

Nominal ———_— 
diameter, in i 1 2 4 1 , 2 4 8 20 
Valves (fully open): 

Globe 14 8.2 6.9 57. 13 8,5 6.0 5.8 5.5 

Gate . 0.30 0.24 0.16 0.11 0.80 0.35 0.16 0.07 0.03 

Swing check 5.1 29 2.1 2.0 2.0 20. 20 2.0 2.0 

Angle 9.0 4.7 2.0 1.0 4.5 2.4 2.0 2.0 2.0 
Elbows: 

45° regular 0.39 0.32 0.30 0.29 

45° long radius UC 021 0.20 0.19 0.16 0.14 

90° regular 2.0 71.5 095 0.64 0.50 0.39 0.30 0.26 0.21 

90° long radius 10 07 0.41 0.23 0.40 0.30 0.19 0.15 0.10 

180? regular 20 1:5 . 0.95 0.64 0.41 0.35 0.30 0.25 0.20 

180° long radius 0.40 0.30 0.21 0.15 0.10 
Tees: 

Line flow 0.90 0.90 0.90 0.90 0.24 0.19 0.14 010 007 


Branch flow 2.4 1.8 14. 1.1 1.0 080 .064 058 041 
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TABLE A-12 Increased losses of partially 








open valves 
Ratio K/K(open condition) 
Condition Gate value Globe value 
Open 1.0 1.0 
Closed, 25% 3.0-5.0 1.5-2.0 
50% 12-22 2.0-3.0 
15% 70-120 6.0-8.0 





TABLE A-13 Values of n in Manning’s 
formula 
Prepared by R. E. Horton and others 


Nature of surface 


Neat cement surface 
Wood-stave pipe 
Plank flumes, planed 
Vitrified sewer pipe 
Metal flumes, smooth 
Concrete, precast 
Cement mortar surfaces 
Plank flumes, unplaned 
Common-clay drainage tile 
Concrete, monolithic * 
Brick with cement mortar 
Cast iron—new 
Cement rubble surfaces 
Riveted steel 
Corrugated metal pipe 
Canals and ditches, smooth earth 
Metal flumes, corrugated 
Canals: 
Dredged in earth, smooth 
In rock cuts smooth 
Rough beds and weeds on sides 
Rock cuts, jagged and irregular 
Natural streams: 
Smoothest 
Roughest 
Very weedy 





TABLE A-14 Typical values of the 
Hazen- Williams Coefficient, C 


Extremely smooth and straight pipes 140 
New steel or cast iron 130 
Wood; concrete | 120 
New riveted steel; vitrified 110 
Old cast iron : 100 


Very old and corroded cast iron 80 
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TABLE A-15 Values of C from the Kutter formula 








140 
113 
89 
11 
64 
49 
40 


147 
119 
92 
80 
67 
51 
42 


154 
126 
99 
86 
72 
57 
47 





158 
130 
103 
88 
75 
59 
48 





123 
96 
83 
68 
54 
43 
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TABLE A-16 One-dimensional isentropic relationst 








М, АА pipo pipo T/To Мм А/А% pipo pipo T/To 
0.00 ........ 1.000 1.000 1.000 1.10 1.01 0.468 0.582 0.805 
0.01 57.87 0.9999 0.9999 0.9999 1.12 1.01 0.457 0.571 0.799 
0.02 28.94 0.9997 0.9999 0.9999 1.14 1.02 0.445 0.561 — 0.794 
0.04 14.48 0.999 0.999 0.9996 1.16 1.02 0.434 0.551 0.788 
0.06 9.67 0.997 0.998 0.999 1.18 1.02 0.423 0.541 0.782 
0.08 7.26 0.996 0.997 0.999 1.20 1.03 0.412 0.531 0.776 
0.10 5.82 0.993 0.995 0.998 1.22 1.04 0.402 0.521 0.771 
0.12 486 0.990 0.993 0.997 1.24 1.04 0.391 0.512 0.765 
0.14 4.18 0.986 0.990 0.996 1.26 1.05 0.381 0.502 0.759 
0.16 3.67 0.982 0.987 0.995 1.28 1.06 0.371 0.492 0.753 
0.18 3.28 0.978 0.984 0.994 1.30 1.07 0.361 0.483. 0.747 
0.20 2.96 0.973 0.980 0.992 1.32 1.08 0.351 0.474 0.742 
0.22 2.71 0.967 0.976 0.990 1.34 1.08 0542 0.464 0.736 
0.24 2.50 0,961 0972 0.989 1.36 1.09 0.332 0.455 0.730 
026 2.32 0.954 097 0.987 1388 110 0.323 0.446 0.724 
0.28 217 0.947 0.962 0.985 1.40 1.11 0.314 0.437 0.718 
0.30 2.04 0.939 0.956 0.982 1.42 1.13 0.305 0.429 0.713 
0.32 1.92 0.932 0.951 0.980 1.44 1.14 0.297 0.420 0.707 
0.34 1.82 0,923 | 0.944 0.977 1.46 1.15 0.289 0.412 0.701 
0.36 1.74 0.914 0.938 0.975 1.48 1.16 0.280 0.403 0.695 
0.38 1.66 0.905 0.931 0.972 1.50 1.48 0272 0.395 . 0.690 
0.40 1.59 0.896 0.924 0.969 1.52 1.19 0.265 0.387 0.684 
0.42 1.53 0.886 0.917 0.966 1.54 1.20 0.257 0.379 0.678 
0.44 147 0.876 0.909 0.963 1.56 1.22 0.250 0.371 0.672 
0.46 142 0.865 0.902 0.959 1.58 1.23 0.242 0.363 0.667 
0.48 1.38 0.854 0.893 0.956 1.60 125 035 0.356 0.661 
0.50 134 0.843 0.885 0.952 1.62 1.27 0.228 0.348 0.656 
0.522 130 0.832 0.877 0.949 1.64 1.28 0.222 0.341 0.650 
0.54 1.27 0.820 0.868 0.945 1.66 1.30 0.215 0.334 0.645 
0.56 124 0.808 0.859 0.941 1.68 1.32 0209 0.327 0.639 
0.58 121 0.796 0.850 0.937 1.70 1.34 0.203 0.320 0.634 
0.60 1.19 0.784 0.840 0.933 1.72 1.36 0.197 0313 0.628 
0.62 1417 0.772 0.831 0.929 1.74 138 0.191 0.306 0.623 
0.64 1.16 0.759 0.821 0.924 1.76 1.40 0.185 0.300 0.617 
0.666 143 0.747 0.812 0.920 1.78 1.42 0.179 0.293 0.612 
0.8 112 0.734 0.802 0.915 1.80 1.44 0.174 0.287 0.607 
0.70 109 0.721 0.72 0.911 1.82 1.46 0.169 0.281 0.602 
072 1.08 0.708 0.781 0.906 184 1.48 0.164 0.275 0.596 
0.74 1.07 0.695 0.771 0.901 1.86 1.51 0.159 0.269 0.591 
0.76 1.06 0.682 0.761 0.896 1.88 1.53 0.154 0.263 0.586 
0.78 1.05 0.669 0.750 0.891 1.90 1.56 0.149 0.257 0.581 
0.80 1.04 0.656 0.740 0.886 1.922 1.58 0.145 0.251 0.576 
0.82 1.03 0.643 0.729 0.881 1.94 1.61 0.140 0.246 0.571 
0.84 1.02 0.630 0.719 0.876 1.6 1.63 0.136 0.240 0.566 
0.86 1.00 0.617 0.708 0.871 1.98 1.66 0.132 0.235 0.561 
0.88 1.01 0.604 0.698 0.865 200 1.69 0.128 0.230 0.556 
0.90 1.01 0.591 0.687 0.860 202 172 0.124 0.225 0.551 
0.92 1.01 0.578 0.676 0.855 2.04 175 0.120 0.220 0.546 
0.94 1.00 0.566 0.666 0.850 206 178 0.116 0.215 0.541 
0.% 1.00 0.553 0.655 0.844 208 1.81 0.113 0.210 0.536 
0.98 1.00 0.541 0.645 0.839 2.10 1.84 0.109 0.206 0.531 
1.00 1.00 0.528 0.632 0.833 2.12 1.87 0.106 0.20t 0.526 
1.02 1.00 0.516 0.623 0.828 214 1.90 0.103 0.197 0.522 
1.04 1.00 0.504 0.613 0.822 2.16 1.94 0.100 0.192 0.517 
1.06 1.00 0.492 0.602 0.817 2.18 1.97 0.097 0.188 0.513 


1.08 1.01 0.480 0.592 0.810 2.20 2.01 0.094 0.184 0.508 
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TABLE A-16 One-dimensional isentropic relations (continued) 


A/A* ріро 





+For a perfect gas with constant specific heat, k = 1.4 
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TABLE A-17 One-dimensional normal-shock relationst 








TFor a perfect gas with k = 1.4. 
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TABLE A-18 Some expansion factors Y for compressible flow through flow-nozzles 
and venturi meters 


Ratio of Diameters (d;/d:) 
T 





0.971 0.968 
.968 .965 
.966 963 





0.941 0.935 
936 931 
931 LL. .925 

0.910 0.902 | 
904 896 
896 887 








0.880 d 0.868 
.869 .857 


.859 .848 


0.846 0.836 
.836 .823 
.812 798 

















For р:/рі - 1.00, Ү - 1.00. 


TABLE A-19 Discharge coefficients for vertical sharp-edged circular orifices 
For Water at 60°F Discharging into Air at Same Temperature 


Head Orifice Diameter in Inches 





Source: F. W. Medaugh and G. D. Johnson, Civil Engr., July 1940, p. 424. 
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TABLE A-20:Drag of two-dimensional-bodies‘at Nj = 10‘ 





Shape. _. Cp based on frontal area ` Shape. ` Cp based on frontal area 
Plate: : ' Half-cylinder: 
—— | . 20 | EN (1 12 
Square cylinder о , , | 


. о | Equilateral triangle: 
— <> EE | <] 16 
— C 2 — Db 20 


Elliptical cylinder: Laminar Turbulent 


„— Os v 
2:1 Со 0.6 02 
 — — ( 


41 ә зэ 0.35 0.15 
вл ——— <> 05 э о: 
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TABLE A-21 Drag of three-dimensional bodies at N4 z- 10* 





Body Ratio C, based on frontal area 


— [| EET 
— <> ЕКТІ 


60% сопе: 

--- <) | 0.5 
Disk | 
—* | 1.17 

Cup: 


Parachute (low porosity): 


EM <) | 12 


Rectangular plate: 





b/h 1 1.18 
— jh 5 1.2 
b 10 1.3 
20 1.5 
[)* s* 
Flat-faced cylinder: 
| Ld 05 145 . 
m 1 0.90 
— 4 2 0.85 
| 4 0.87 
L 8 0.99 
| Ellipsoid: : | Laminar Turbulent 
7 14 0:75 0.5 02 _ 
— а 1 0.47 0.2 
_ 2 0.27 0.13 
о Е Е 4 0.25 0.1 
Dot | 8 02 0.08 
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TABLE A-22 Drag coefficients for three-dimensional bodies 






Laminar Turbulent 


Shape Cp Shape flow flow 





Disc > | 1.17 ` 
Sphere: >») 0.47 0.27 
60° cone ><] 049 Ellipsoidal 
> body of 
Cube | С) 1.05 revolution: 
>Q 0.80 
2415 o 027 0.06 
Hollow (4 0.38 41+ <> 0.20 0.06 
P -D 14 8:1 «> 025 0.13 
Solid -(1 0538 
hemisphere |. D 1.17 





TABLE A-23 Typical drag coefficients for various cylinders in 
two-dimensional flow 





Body shape ‚ Сь Reynolds number 
































Circular cylinder ә О 1.2 10 {о 1.5 х 105 
Elliptical cylinder > <> 2:1 06 — 4x 104 
0.46 10° 
2 c41 02 2.5 x 10* to 10 
5 < 81 029 2.5x 10 
` 0.20 2x 10° 
Square cylinder ^ UJ 2.0 | 3.5 х 10° 
- © 1.6 10* to 10° 
Triangular cylinders > 20 2.0 10% 
> Qao 1.72 10 
- Poo 2.15 10 
^ 990 1.60 10* 
^ [e 2.20 10 
^ «eo 1.39 10* 
^ De&so 18 10° 
+ 30° 10 (op 
Semitubular >- ) 2.3 4x10 
TC an ew 


From W. F. Lindsey, NACA Tech. Rep. 619, 1938. 
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TABLE A-24 Adiabatic frictional flow in a constant-area duct for 


y=1.4 
Nu fL*/D plp* T/T* p*/p=V/V* popò 
0.0 © © 1.2000 0.0 oo 
0.02 1778.4500 54.7701 1.1999 0.0219 28.9421 
0.04 440.3520 27.3817 1.1996 0.0438 14.4815 
0.06 193.0310 18.2508 1.1991 0.0657 9.6659 
0.08 106.7180 13.6843 1.1985 0.0876 7.2616 
0.1 66.9216 10.9435 1.1976 0.1094 5.8218 
0.12 45.4080 9.1156 1.1966 0.1313 4.8643 
0.14 32.5113 7.8093 1.1953 0.1531 4.1824 
0.16 24.1978 6.8291 1.1939 0.1748 3.6727 
0.18 18.5427 6.0662 1.1923 0.1965 3.2779 
0.2 14.5333 5.4554 1.1905 0.2182 2.9635 

: 0.22 11.5961 4.9554 1.1885 0.2398 2.7076 
0.24 9.3865 4.5383 1.1863 0.2614 2.4956 
0.26 7.6876 4.1851 1.1840 0.2829 2.3173 
0.28 6.3572 3.8820 1.1815 0.3043 2.1656 
0.3 5.2993 3.6191 1.1788 0.3257 “2.0351 
0.32 4.4467 3.3887 1.1759 0.3470 1.9219 
0.34 3.7520 3.1853 1.1729 0.3682 1.8229 
0.36 3.1801. 3.0042 1.1697 0.3893 1.7358 
0.38 2.7054 2.8420 1.1663 0.4104 1.6587 
0.4 2.3085 2.6958 1.1628 0.4313 1.5901 
0.42 1.9744 2.5634 1.1591 0.4522 1.5289 
0.44 1.6915 2.4428 1.1553 0.4729 1.4740 
0.46 1.4509 2.3326 1.1513 0.4936 1.4246 
0.48 1.2453 2.2313 1.1471 0.5141 1.3801 
0.5 1.0691 2.1381 1.1429 0.5345 1.3398 
0.52 0.9174 2.0519 1.1384 0.5548 1.3034 
0.54 0.7866 1.9719 1.1339. 0.5750 1.2703 
0.56 0.6736 1.8975 1.1292 0.5951 1.2403 
0.58 0.5757 1.8282 1.1244 0.6150 1.2130 
0.6 0.4908 1.7634 1.1194 0.6348 1.1882 
0.62 0.4172 1.7026 1.1143 0.6545 1.1656 
0.64 0.3533 1.6456 1.1091 0.6740 1.1451 
0.66 0.2979 1.5919 1.1038 0.6934 1.1265 
0.68 0.2498 1.5413 1.0984 0.7127 1.1097 
0.7 0.2081 1.4935 1.0929 0.7318 1.0944 
0.72 0.1721 1.4482 1.0873 0.7508 1.0806 
0.74 0.1411 1.4054 1.0815 0.7696 1.0681 
0.76 ` 0.1145 1.3647 1.0757 0.7883 1.0570 
0.78 0.0917 1.3261 1.0698 0.8068 1.0471 
0.8 0.0723 1.2893 1.0638 0.8251 1.0382 
0.82 0.0559 1.2542 1.0578 0.8433 1.0305 
0.84 0.0423 1.2208 1.0516 0.8614 1.0237 
0.86 0.0310 1.1889 1.0454 0.8793 1.0179 
0.88 0.0218 1.1583 1.0391 0.8970 1.0129 


Source: Fluid Mechanics by White 


TABLE A-24 (Cont.) 


Nu 


fL*/D 


0.0145 
0.0089 
0.0048 
0.0021 
0.0005 
0.0000 
0.0005 
0.0018 
0.0038 
0.0066 
0.0099 
0.0138 
0.0182 
0.0230 
0.0281 
0.0336 
' 0.0394 
0.0455 
0.0517 
0.0582 
0.0648 
0.0716 
0.0785 
0.0855 
0.0926 
0.0997 
0.1069 


0.1142 . 


0.1215 
0.1288 
0.1361 
0.1433 
0.1506 
0.1579 
0.1651 
0.1724 
0.1795 
0.1867 
0.1938 
0.2008 
0.2078 
0.2147 
0.2216 
0.2284 
0.2352 


plp* 

1.1291 
1.1011 
1.0743 
1.0485 
1.0238 
1.0000 
0.9771 
0.9551 
0.9338 
0.9133 
0.8936 
0.8745 
0.8561 
0.8383 
0.8210 
0.8044 
0.7882 
0.7726 
0.7574 
0.7427 
0.7285 
0.7147 
0.7012 
0.6882 
0.6755 
0.6632 
0.6512 
0.6396 
0.6282 
0.6172 
0.6065 
0.5960 
0.5858 
0.5759 
0.5662 
0.5568 
0.5476 
0.5386 
0.5299 
0.5213 
0.5130 
0.5048 
0.4969 
0.4891 
0.4815 


T/T* 


1.0327 
1.0263 
1.0198 
1.0132 


p*/p=Vi/v* 


0.9146 
0.9320 
0.9493 
0.9663 
0.9833 
1.0000 
1.0166 
1.0330 
1.0492 
1.0653 
1.0812 
1.0970 
1.1126 
1.1280 
1.1432 
1.1583 
1.1732 
1.1879 
1.2025 
1.2169 
1.2311 
1.2452 
1.2591 
1.2729 
1.2864 
1.2999 
1.3131 
1.3262 
1.3392 
1.3520 
1.3646 
1.3770 
1.3894 
1.4015 
1.4135 
1.4254 
1.4371 
1.4487 
1.4601 
1.4713 
1.4825 
1.4935 
1.5043 
1.5150 
1.5256 
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Polpo 


1.0089 
1.0056 
1.0031 
1.0014 
1.0003 
1.0000 
1.0003 
1.0013 
1.0029 
1.0051 
1.0079 
1.0113 
1.0153 
1.0198 
1.0248 
1.0304 
1.0366 
1.0432 
1.0504 
1.0581 
1.0663 
1.0750 
1.0842 
1.0940 
1.1042 
1.1149 
1.1262 
1.1379 
1.1501 
1.1629 
1.1762 
1.1899 
1.2042 
1.2190 
1.2344 
1.2502 
1.2666 
1.2836 
1.3010 


| 1.3190 


1.3376 
1.3567 
1.3764 
1.3967 
1.4175 
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TABLE A-24 (Conid.) Adiabatic frictional flow in a constant-area 
duct for y = 1.4 ` 


Nu Др plp* T/T* p*/p=V/V* pop 
1.8 0.2419 0.4741 0.7282 1.5360 1.4390 


1.82 0.2485 0.4668 0.7218 1.5463 1.4610 
1.84 0.2551 0.4597 0.7155 1.5564 1.4836 
1.86 : 0.2616 0.4528 0.7093 1.5664 · 1.5069 
1.88 0.2680 0.4460 0.7030 1.5763 1.5308 
1.9 0.2743 0.4394 0.6969 1.5861 1.5553 
1.92 0.2806 0.4329 0.6907 1.5957 1.5804 
1.94 0.2868 0.4265 0.6847 1.6052 1.6062 
1.96 0.2929 0.4203 0.6786 1.6146 1.6326 
1.98 - 0.2990 0.4142 0.6726 1.6239 1.6597 
2.0 0.3050 0.4082 0.6667 1.6330 . 1.6875 
2.02 0.3109 0.4024 0.6608 1.6420 1.7160 
2.04 0.3168 0.3967 0.6549 1.6509 1.7451 
2.06 0.3225 0.3911 0.6491 1.6597 1.7750 
2.08 0.3282 0.3856 0.6433 1.6683 1.8056 
2.1 0.3339 0.3802 0.6376 1.6769 1.8369 
2.12 0.3394 0.3750 0.6320 1.6853 1.8690 
2.14 0.3449 0.3698 0.6263 1.6936 1.9018 
2.16 0.3503 0.3648 0.6208 1.7018 1.9354 
2.18 0.3556 0.3598 0.6152 1.7099 1.9698 
2.2 0.3609 0.3549 0.6098 1.7179 2.0050 
2.22 0.3661 0.3502 9.6043 1.7258 2.0409 
2.24 0.3712 0.3455 0.5989 1.7336 2.0777 
2.26 0.3763 0.3409 0.5936 1.7412 2.1153 
2.28 0.3813 0.3364 0.5883 1.7488 2.1538 
2.3 0.3862 0.3320 0.5831 1.7563 2.1931 
2.32 0.3911 0.3277 0.5779 1.7637 2.2333 
2.34 0.3959 0.3234 0.5728 1.7709 2.2744 
2.36 0.4006 0.3193 0.5677 1.7781 2.3164 
2.38 0.4053 0.3152 0.5626 1.7852 2.3593 
2.4 0.4099 0.3111 0.5576 1.7922 2.4031 
2.42 0.4144 0.3072 0.5527 1.7991 2.4479 
2.44 0.4189 0.3033 0.5478 1.8059 2.4936 
2.46 0.4233 0.2995 0.5429 1.8126 © 2.5403 
2.48 0.4277 0.2958 0.5381 1.8192 2.5880 
2.5 0.4320 0.2921 0.5333 1.8257 2.6367 
2.52 0.4362 0.2885 0.5286 1.8322 2.6865 
2.54 0.4404 0.2850 0.5239 1.8386 2.7372 
2.56 0.4445 0.2815 0.5193 1.8448 2.7891 
2.58 0.4486 0.2781 0.5147 1.8510 2.8420 
2.6 0.4526 0.2747 0.5102 1.8571 2.8960 
2.62 0.4565 0.2714 0.5057 1.8632 2.9511 
2.64 0.4604 0.2682 0.5013 1.8691 3.0073 
2.66 0.4643 0.2650 0.4969 1.8750 3.0647 


2.68 0.4681 0.2619 0.4925 1.8808 3.1233 


TABLE A-24 (Cont.) 


Nu 


Ягр 


0.4718 
0.4755 
0.4791 
0.4827 
0.4863 
0.4898 
0.4932 
0.4966 
0.5000 
0.5033 
0.5065 
0.5097 
0.5129 
0.5160 
0.5191 
0.5222 
0.5252 
0.5281 
0.5310 
0.5339 
0.5368 
0.5396 
0.5424 
0.5451 
0.5478 
0.5504 
0.5531 
0.5557 
0.5582 
0.5607 
0.5632 
0.5657 
0.5681 
0.5705 
0.5729 
0.5752 
0.5775 
0.5798 
0.5820 
0.5842 
0.5864 
0.5886 
0.5907 
0.5928 
` 0.5949 


р/р” 

0.2588 
0.2558 
0.2528 
0.2498 
0.2470 
0.2441 
0.2414 
0.2386 
0.2359 
0.2333 
0.2307 
0.2281 
0.2256 
0.2231 
0.2206 
0.2182 
0.2158 
0.2135 
0.2112 
0.2090 
0.2067 
0.2045 
0.2024 
0.2002. 
0.1981 
0.1961 
0.1940 
0.1920 
0.1901 
0.1881 
0.1862 
0.1843 
0.1825 


0.1806: 


0.1788 
0.1770 
0.1753 
0.1736 
0.1718 
0.1702 
0.1685 
0.1669 
0.1653 
0.1637 
0.1621 


T/T* 


0.4882 
0.4839 
0.4797 
0.4755 
0.4714 
0.4673 
0.4632 
0.4592 
0.4552 
0.4513 
0.4474 
0.4436 
0.4398 
0.4360 
0.4323 
0.4286 
0.4249 
0.4213 
0.4177 
0.4142 
0.4107 
0.4072 
0.4038 
0.4004 
0.3970 
0.3937 
0.3904 
0.3872 
0.3839 
0.3807 
0.3776 
0.3745 
0.3714 
0.3683 
0.3653 
0.3623 
0.3594 
0.3564 
0.3535 
0.3507 
0.3478 
0.3450 
0.3422 
0.3395 
0.3368 


p*lp- V/V* 


1.8865 
1.8922 
1.8978 
1.9033 
1.9087 
1.9140 
1.9193 
1.9246 
1.9297 
1.9348 
1.9398 
1.9448 
1.9497 
1.9545 
1.9593 
1.9640 
1.9686 
1.9732 
1.9777 
1.9822 
1.9866 
1:9910 
1.9953 
1.9995 
2.0037 
2.0079 
2.0120 
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Pol pà 


3.1830 
3.2440 
3.3061 
3.3695 
3.4342 
3.5001 
3.5674 
3.6359 
3.7058 
3.7771 
3.8498 
3.9238 
3.9993 
4.0763 
4.1547 
4.2346 
4.3160 
4.3989 
4.4835 
4.5696 
4.6573 
4.7467 
4.8377 
4.9304 
5.0248 
5.1210 
5.2189 
5.3186 
5.4201 
5.5234 
5.6286 
5.7358 
5.8448 
5.9558 
6.0687 
6.1837 
6.3007 
6.4198 
6.5409 
6.6642 
6.7896 
6.9172 
7.0471 
7.1791 
7.3135 
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TABLE A-24 (Cont.) Adiabatic frictional flow in a constant-area duct 


for y=1.4 
Nu fL*/D plp*  T/T* p*/p=V/V*  pelpo 
3.6 0.5970 0.1606 0.3341 2.0808 7.4501 
3.62 0.05990 0.1590 0.3314 2.0840 7.5891 

^ 3.64 0.6010 0.1575 0.3288 2.0871 7.7305 

` 3.66 0.6030 0.1560 0.3262 2.0903 7.8742 
3.68 0.6049 0.1546 0.3236 2.0933 8.0204 
3.7 0.6068 0.1531 0.3210 2.0964 8.1691 
3.72 0.6087 0.1517 0.3185 2.0994 8.3202 
3.74 0.6106 0.1503 0.3160 2.1024 8.4739 
3.76 0.6125 0.1489 0.3135 2.1053 8.6302 
3.78 0.6143 0.1475 03111 2.1082 8.7891 
3.8 0.6161 0.1462 0.3086 2.1111 8.9506 
3.82 0.6179 0.1449 0.3062 2.1140 9.1148 
3.84 0.6197 0.1436 0.3039 2.1168 9.2817 
3.86 0.6214 0.1423 0.3015 2.1195 9.4513 
3.88 0.6231 0.1410 0.2992 2.1223 9.6237 
3.9 0.6248 0.1397 0.2969 2.1250 9.7990 
3.92 0.6265 0.1385 0.2946 2.1277 9.9771 
3.94 0.6282 0.1372 0.2923 2.1303 10.1581 
3.96 50.6298 0.1360 0.2901 2.1329 10.3420 
3.98 7 06315 0.1248 02879 2.1355 10.5289 


4.0 0.6331 0.1336 0.2857 2.1381 10.7188 


TABLE A-25 Frictionless duct flow with heat transfer for y = 1.4 





Nu T/T plp* T/T* 
0.0 0.0 2.4000 0.0 

0.02 0.0019 2.3987 0.0023 
0.04 0.0076 2.3946 0.0092 
0.06 0.0171 2.3880 0.0205 
0.08 0.0302 2.3787 0.0362 
0.1 0.0468 2.3669 0.0560 
0.12 0.0666 2.3526 0.0797 
0.14 0.0895 2.3359 0.1069 
0.16 0.1151 2.3170 0.1374 
0.18 0.1432 2.2959 0.1708 
0.2 0.1736 2.2727 0.2066 
0.22 0.2057 2.2477 0.2445 
0.24 0.2395 2.2209 0.2841 
0.26 0.2745 2.1925 0.3250 
0.28 0.3104 2.1626 0.3667 
0.3 0.3469 2.1314 0.4089 
0.32 0.3837 2.0991 0.4512 
0.34 0.4206 2.0657 0.4933 
0.36 0.4572 2.0314 0.5348 
0.38 0.4935 1.9964 0.5755 
0.4 0.5290 1.9608 0.6151 
0.42 0.5638 1.9247 0.6535 
0.44 0.5975 1.8882 0.6903 
0.46 0.6301 1.8515 0.7254 
0.48 0.6614 1.8147 0.7587 
0.5 0.6914 1.7778 0.7901 
0.52 0.7199 1.7409 0.8196 
0.54 0.7470 1.7043 0.8469 
0.56 0.7725 1.6678 0.8723 
0.58 0.7965 1.6316 0.8955 
0.6 0.8189 1.5957 0.9167 
0.62 0.8398 1.5603 0.9358 
0.64 0.8592 1.5253 0.9530 
0.66 0.8771 1.4908 0.9682 
0.68 0.8935 1.4569 0.9814 
0.7 0.9085 1.4235 0.9929 
0.72 0.9221 1.3907 1.0026 
0.74 0.9344 1.3585 1.0106 
0.76 0.9455 1.3270 1.0171 
0.78 0.9553 1.2961 1.0220 
0.8 0.9639 1.2658 1.0255 
0.82 0.9715 1.2362 1.0276 
0.84 0.9781 1.2073 1.0285 
0.86 0.9836 1.1791 1.0283 
0.88 0.9883 1.1515 1.0269 


p*/p=V/Vv* 


0.0 

0.0010 
0.0038 
0.0086 
0.0152 
0.0237 
0.0339 
0.0458 
0.0593 
0.0744 
0.0909 
0.1088 
0.1279 
0.1482 
0.1696 
0.1918 
0.2149 
0.2388 
0.2633 
0.2883 
0.3137 
0.3395 
0.3656 
0.3918 
0.4181 
0.4444 
0.4708 
0.4970 
0.5230 
0.5489 
0.5745 
0.5998 
0.6248 
0.6494 
0.6737 
0.6975 
0.7209 
0.7439 
0.7665 
0.7885 
0.8101 
0.8313 
0.8519 
0.8721 
0.8918 


Polps 


1.2679 
1.2675 
1.2665 
1.2647 
1.2623 
1.2591 
1.2554 
1.2510 
1.2461 
1.2406 
1.2346 
1.2281 
1.2213 
1.2140 
1.2064 
1.1985 
1.1904 
1.1822 
1.1737 
1.1652 
1.1566 
1.1480 
1.1394 
1.1308 
1.1224 
1.1141 
1.1059 
1.0979 
1.0901 
1.0826 
1.0753 
1.0682 
1.0615 
1.0550 
1.0489 
1.0431 
1.0376 
1.0325 
1.0278 
1.0234 
1.0193 
1.0157 
1.0124 
1.0095 
1.0070 
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TABLE A-25 (Cont.) Frictionless duct flow with heat transfer 
for y —1.4 


Nu WTS р/р* Т/Т% p*lp=V/V* popř 


0.9 0.9921 1.1246 1.0245 0.9110 1.0049 
0.92 0.9951 1.0984 1.0212 0.9297 1.0031 
0.94 09973: 1.0728 1.0170 0.9480 1.0017 
0.96 0.9988 1.0479 1.0121 0.9658 1.0008 
0.98 | 0.9997 1.0236 1.0064 0.9831 1.0002 
1.0 1.0000 1.0000 1.0000 1.0000 1.0000 
102 0.9997 0.9770 0.9930 1.0164 1.0002 
1.04 0.9989 0.9546 0.9855 1.0325 1.0008 
1.06 0.9977 0.9327 0.9776 1.0480 1.0017 
1.08 0.9960 0.9115 0.9691 1.0632 1.0031 
1.1 0.9939 0.8909 0.9603 1.0780 . 1.0049 
1.12 0.9915 0.8708 0.9512 1.0923 1.0070 
1.14 0.9887 0.8512 0.9417 1.1063 1.0095 
1.16 0.9856 0.8322 0.9320 1.1198 1.0124 
1.18 0.983 0.8137 0.9220 1.1330 1.0157 
1.2 0.9787 0.7958 0.9118 1.1459 1.0194 
122 0.9749 0.7783 0.9015 1.1584 1.0235 
1.24 0.9709 0.7613 0.8911 1.1705 1.0279 
1.26 0.9668 0.7447 0.8805 1.1823 1.0328 
1.28 0.9624 0.7287 0.8699 1.1938 1.0380 
1.3 0.9580 0.7130 0.8592 1.2050 1.0437 
1.32 0.9534 0.6978 0.8484 1.2159 1.0497 
1.34: 0.9487 0.6830 0.8377 1.2264 1.0561 
1.36 0.9440 0.6686 0.8269 1.2367 1.0629 
1.38 0.9391 0.6546 0.8161 1.2467 1.0701 
1.4 0.9343 0.6410 0.8054 1.2564 1.0777 
1.42 0.9293 0.6278 0.7947 1.2659 1.0856 
1.44 0.9243 0.6149 0.7840 1.2751 1.0940 
1.46 0.9193 0.6024 0.7735 1.2840 1.1028 
1.48 0.9143 0.5902 0.7629 1.2927 1.1120 
1.5 0.9093 0.5783 0.7525 1.3012 1.1215 
1.52 0.9042 0.5668 0.7422. 1.3095 1.1315 
1.54 0.8992 0.5555 0.7319 1.3175 1.1419 
1.56 0.8942 0.5446 0.7217 1.3253 1.1527 
1.58 0.8892 0.5339 0.7117 1.3329 1.1640 
1.6 0.8842 0.5236 0.7017 1.3403 1.1756 
1.62 0.8792. 0.5135 0.6919 1.3475 1.1877 
1.64 0.8743 0.5036 0.6822 1.3546 1.2002. 
1.66 0.8694 0.4940 0.6726 1.3614 1.2131 
1.68 0.8645 0.4847 0.6631 1.3681 1.2264 
1.7 0.8597 - 0.4756 0.6538 1.3746 1.2402 
1.72 0.8549 0.4668 0.6445 1.3809 1.2545 
1.74 0.8502 0.4581 0.6355 1.3870 1.2692 
1.76 0.8455 0.4497 0.6265 1.3931 1.2843 
1.78 0.8409 0.4415 0.6176 1.3989 1.2999 


TABLE A-25 (Cont.) 


Nu 


1/75 


0.8363 
0.8317 
0.8273 
0.8228 
0.8185 
0.8141 


- 0.8099 


0.8057 
0.8015 
0.7974 
0.7934 
0.7894 
0.7855 
0.7816 
0.7778 
0.7741 
0.7704 
0.7667 
0.7631 
0.7596 
0.7561 
0.7527 
0.7493 
0.7460 
0.7428 


0.7395 


0.7364 
0.7333 
0.7302 
0.7272 
0.7242 
0.7213 
0.7184 
0.7156 
0.7128 
0.7101 


р/р“ 

0.4335 
0.4257 
0.4181 
0.4107 
0.4035 
0.3964 
0.3895 
0.3828 
0.3763 
0.3699 
0.3636 
0.3575 
0.3516 
0.3458 
0.3401 
0.3345 
0.3291 
0.3238 
0.3186 
0.3136 
0.3086 
0.3038 
0.2991 
0.2945 
0.2899 
0.2855 
0.2812 
0.2769 
0.2728 
0.2688 
0.2648 
0.2609 
0.2571 
0.2534 
0.2497 
0.2462 
0.2427 
0.2392 
0.2359 
0.2326 
0.2294 
0.2262 
0.2231 
0.2201 
0.2171 


T/T* 


0.6089 
0.6004 
0.5919 
0.5836 
0.5754 
0.5673 
0.5594 
0.5516 
0.5439 
0.5364 
0.5289 
0.5216 
0.5144 
0.5074 
0.5004 
0.4936 
0.4868 
0.4802 
0.4737 
0.4673 
0.4611 
0.4549 
0.4488 
0.4428 
0.4370 
0.4312 
0.4256 
0.4200 
0.4145 
0.4091 
0.4038 
0.3986 
0.3935 
0.3885 
0.3836 
0.3787 
0.3739 
0.3692 
0.3646 
0.3601 
0.3556 
0.3512 
0.3469 
0.3427 
0.3385 


p*/p=Vv/v* 


1.4046 
1.4102 
1.4156 
1.4209 
1.4261 
1.4311 
1.4360 
1.4408 
1.4455 
1.4501 
1.4545 
1.4589 
1.4632 
1.4673 
1.4714 
1.4753 
1.4792 
1.4830 
1.4867 
1.4903 
1.4938 
1.4973 
1.5007 
1.5040 
1.5072 
1.5104 
1.5134 
1.5165 
1.5194 
1.5223 
1.5252 
1.5279 
1.5306. 
1.5333 
1.5359 
1.5385 
1.5410 
1.5434 
1.5458 
1.5482 
1.5505 
1.5527 
1.5549 
1.5571 
1.5592 


PolPo 


1.3159 
1.3324 
1.3494 
1.3669 
1.3849 
1.4033 
1.4222 
1.4417 
1.4616 
1.4821 
1.5031 
1.5246 
1.5467 
1.5693 
1.5924 
1.6162 
1.6404 
1.6653 
1.6908 
1.7168 
1.7434 
1.7707 
1.7986 
1.8271 
1.8562 
1.8860 
1.9165 
1.9476 
1.9794 
2.0119 
2.0451 
2.0789 
2.1136 
2.1489 
2.1850 
2.2218 
2.2594 
2.2978 
2.3370 
2.3770 
2.4177 
2.4593 
2.5018 
2.5451 
2.5892 
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TABLE A-25 (Cont.) Frictionless duct flow with heat transfer 
for y —1.4 


Nu T/T р/р“ TÍT* p*/p=V/V*  polpé 


2.7 0.6849 0.2142 0.3344 1.5613 2.6343 
2.72 0.6826 0.2113 0.3304 1.5634 2.6802 
274 0.6804 0.2085 0.3264 1.5654 2.7270 
2.76 0.6781 0.2058 0.3225 1.5673 2.7748 
2.78 0.6760 0.2030 0.3186 1.5693 2.8235 
2.8 0.6738 0.2004 0.3149 1.5711 2.8731 
2.82 0.6717 0.1978 0.3111 1.5730 2.9237 
2.84 0.6696 0.1953 0.3075 1.5748 2.9752 
2.86 0.6675 0.1927 0.3039 1.5766 3.0278 
2.88 0.6655 0.1903 0.3004 1.5784 3.0813 
2.9 0.6635 0.1879 0.2969 1.5801 3.1359 
2.92 0.6615 0.1855 0.2934 1.5818 3.1914 
2.94 0.6596 0.1832 0.2901 1.5834  - 3.2481 
2.906 0.6577 0.1809 0.2868 1.5851 3.3058 
24.98 0.6558 0.1787 0.2835 1.5867 3.3646 
3.0 0.6540 0.1765 0.2803 1.5882 3.4245 
3.02 0.6522 0.1743 0.2771 1.5898 3.4854 
3.04 0.6504 0.1722 0.2740 1.5913 3.5476 
3.06 0.6486 0.1701 0.2709 1.5928 3.6108 
3.08 0.6469 0.1681 0.2679 1.5942 3.6752 
3.1 0.6452 0.1660 0.2650 1.5957 3.7408 
. 3.12. 0.6435 0.1641 0.2620 1.5971 3.8076 
3.14 0.6418 0.1621 0.2592 1.5985 3.8756 
3.16 0.6402 0.1602 0.2563 1.5998 3.9449 
3.18 0.6386 0.1583 0.2535 1.6012 4.0154 
3.2 0.6370 0.1565 0.2508 1.6025 4.0871 
3.22 0.6354 0.1547 0.2481 1.6038 4.1602 
3.24 .0.6339 0.1529 0.2454 1.6051 4.2345 
3.26 0.6324 0.1511 0.2428 1.6063 4.3101 
3.28 0.6309 0.1494 0.2402 1.6076 4.3871 
233 0.6294 0.1477 0.2377 1.6088 4.4655 
723.32 | 0.6280 0.1461 0.2352 1.6100 4.5452 
3.34 0.6265 0.1444 0.2327 1.6111 4.6263 


TABLE A-25 (Cont.) 


Мм 


1,/70 


0.6251 
0.6237 
0.6224 
0.6210 
0.6197 
0.6184 
0.6171 
0.6158 
0.6145 
0.6133 
0.6121 
0.6109 
0.6097 
0.6085 
0.6074 
0.6062 
0.6051 
0.6040 
0.6029 
0.6018 
0.6008 
0.5997 
0.5987 
0.5977 
0.5967 
0.5957 
0.5947 
0.5937 
0.5928 
0.5918 
0.5909 
0.5900 
0.5891 


plp* 


0.1428 
0.1412 
0.1397 
0.1381 
0.1366 
0.1351 
0.1337 
0.1322 
0.1308 
0.1294 
0.1280 
0.1267 
0.1254 
0.1241 
0.1228 
0.1215 
0.1202 
0.1190 
0:1178 
0.1166 
0.1154 
0.1143 
0.1131 
0.1120 
0.1109 
0.1098 
0.1087 
0.1077 
0.1066 
0.1056 
0.1046 
0.1036 
0.1026 


T|T* p*lpg-V|V* ppt 


0.2303 
0.2279 
0.2255 
0.2232 
0.2209 
0.2186 
0.2164 
0.2142 
0.2120 
0.2099 
0.2078 
0.2057 
0.2037 
0.2017 
0.1997 
0.1977 
0.1958 
0.1939 
0.1920 
0.1902 
0.1884 
0.1866 
0.1848 
0.1830 
0.1813 
0.1796 
0.1779 
0.1763 
0.1746 
0.1730 
0.1714 
0.1699 
0.1683 


1.6123 
1.6134 
1.6145 
1.6156 
1.6167 
1.6178 
1.6188 
1.6198 
1.6208 
1.6218 
1.6228 
1.6238 
1.6247 
1.6257 
1.6266 
1.6275 
1.6284 
1.6293 
1.6301 
1.6310 
1.6318 
1.6327 
1.6335 
1.6343 
1.6351 
1.6359 
1.6366 
1.6374 
1.6381 
1.6389 
1.6396 
1.6403 
1.6410 


4.7089 
4.7929 
4.8783 
4.9652 
5.0536 
5.1435 
5.2350 
5.3280 


: 5.4226 


5.5188 
5.6167 
5.7162 
5.8173 
5.9201 
6.0247 
6.1310 
6.2390 
6.3488 
6.4605 
6.5739 
6.6893 
6.8065 
6.9256 
7.0466 
7.1696 
7.2945 
7.4215 
7.5505 
7.6816 
7.8147 
7.9499 
8.0873 
8.2269 
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Note: Numbers following index en- 
tries refer to problem numbers, 
not page numbers. 


Abrupt waves, 15.16 
Absolute pressure, 2.12 to 2.15, 2.22, 
2.23, 2.38 to 2.40, 2.42 to 2.44, 
2.70, 2.85, 2.91, Tables A-7 
and A-8 
Absolute viscosity (#), 1.65, 1.66, 
1.68, 1.72, 1.96, 1.97, 9.40, 
9.102, 9.160, 18.33, 24.58, Fig. 
A-1, Tables A-1 to A-8 
Acceleration: 
convective, 7.10, 7.17, 7.2] 
force and, 1.1 to 1.4, 1.6, 1.7, 1.12 
to 1.15 
normal, 7.11, 7.79 
tangential, 7.11 
velocity and, 7.8 to 7.15, 7.17 to 
7.22 
Adiabatic compression of gases, 1.47, 
16.51 
Adiabatic expansion of gases, 16.41 
to 16.44 
Adiabatic flow of gases, 16.95, 
16.106, 16.113, 16.114, 16.118, 
16.120, 16.221 
Adiabatic frictional duct flow of 
. gases, Table A-24 
Air, physical properties of, Tables 
A-4 to A-8 
Air blowers, 20.25, 20.26, 20.64, 
20.65, 20.67 
Air compressors, 20.66, 23.37, 23.38 
Air pumps, 20.74 
Air resistance, 24.20 to 24.23 
Aircraft: 
angle of attack for, 24.73 to 24.76, 
24.78, 24.79, 24.88, 24.90 
glider, 24.86 
jet, 23.46, 23.48 to 23.51, 24.69 
landing speed of, 24.81 
stall speed of, 24.81, 24.89 
- takeoff speed of, 24.89 
wings of, 24.43, 24.44, 24.73 to 
24.76, 24.78, 24.79, 24.81 to 
24.83, 24.85, 24.86, 24.88, 
24.90 
Airfoils, 24.83, 24.86, Figs. A-66 to 
A-70 
Angle of attack, 24.73 to 24.76, 
24.78, 24.79, 24.88, 24.90 


Angle of glide, 24.86 

Atmospheric pressure, 1.127 to 1.130, 
2.4, 2.5, 2.10, 2.12 to 2.14, 
2.70, 2.90, 2.91, Tables A-7 
and A-8 


Barometric pressure, 2.4, 2.22, 2.23 
Bending moments, 24.2, 24.6, 24.9, 
24.35, 24.47, 24.53, 24.54 
Bernoulli equation, 8.50 to 8.53, 8.61 
to 8.63, 8.65 to 8.84, 8.86 to 
8.106, 8.108 to 8.132, 8.135 to 
8.151, 9.295, 14.81, 14.151 to 
14.155, 14.258 
Binomial theorem, 16.18 
Blasius equation, 9.44 
Blowers, air, 20.25, 20.26, 20.64, 
20.65, 20.67 
Boiling temperature of water, 1.127 
to 1.131 
Borda tubes, 17.52, 17.56 
Bores, 14.351, 14.375, 14.376 
Brinkman number (Ng), 18.1 
Bubbles, 18.4 
Buckingham pi theorem, 18.50 to 
18.58, 18.61 to 18.66 
Bulk modulus of elasticity (K), 1.25 
to 1.35, 1.47, 16.61, 16.63, 
16.64, Tables A-1 and A-2 
Buoyancy and flotation: 
buoyant force, 6.1 to 6.11, 6.15, 
6.17, 6.19 to 6.22, 6.24, 6.28, 
6.30 to 6.54, 6.56 to 6.60, 6.62 
to 6.70, 6.72, 6.73, 6.75, 18.69, 
24.15 
center of buoyancy (c.b.), 6.65 to 
6.69, 6.72, 6.73, 6.75 to 6.77 
equilibrium: 
stable, 6.65, 6.67, 6.71, 6.73 to 
6.77 
Static, 6.54, 6.59, 6.64 
unstable, 6.66, 6.68, 6.69 
hydrometers, 6.12, 6.25 to 
6.27, 6.43, 6.55 
metacenter (mc), 6.65 to 6.72, 
6.75 to 6.77 
neutral buoyancy, 6.34, 6.39 
righting moments, 6.65, 6.67, 
6.70, 6.72 
Buoyant force, 6.1 to 6.11, 6.15, 6.17, 
6.19 to 6.22, 6.24, 6.28, 6.30 to 
6.54, 6.56 to 6.60, 6.62 to 6.70, 
6.72, 6.73, 6.75, 18.69, 24.15 


INDEX 


Capillary-height changes, 1.102, 
1.104, 1.106, 1.111, 1.112, 
1.115, 1.116, 1.124, 1.126, 
18.51, 18.58 
Cavitation, 1.132, 8.100, 8.118, 
9.290, 20.9, 20.10, 20.43, 
20.44, 20.47, 20.59 
Cavitation index (¢), 20.27, 20.36 
to 20.39, 21.25 to 21.28 
Center of buoyancy (c.b.), 6.65 to 
6.69, 6.72, 6.73, 6.75 to 6.77 
Center of gravity (c.g.): 
annular disk, 3.58 
buoyancy and, 6.65 to 6.77 
circle, 3.4, 3.5, 3.13, 3.32, 3.33, 
3.44, 3.45, 3.50, 3.64 
parabola, 3.43 
rectangle, 3.7, 3.8, 3.11, 3.12, 
3.17, 3.18, 3.20, 3.21, 3.23 to 
3.25, 3.27, 3.29 to 3.31, 3.34, 
3.37, 3.39, 3.41, 3.42, 3.47 to 
3.49, 3.51 to 3.55, 3.60 to 3.63 
trapezoid, 3.22 
triangle, 3.1 to 3.3, 3.9, 3.10, 3.14, 
3.15, 3.19, 3.26, 3.35, 3.38, 
3.40, 3.55, 3.56 
Center of pressure (c.p.): 
annular disk, 3.58 
circle, 3.4, 3.5, 3.13, 3.32, 3.33, 
3.44, 3.45, 3.50, 3.55, 3.56, 
3.64 
dam, 3.6, 3.34 
gate, 3.7 to 3.15, 3.17, 3.20, 3.21, 
3.23, 3.26, 3.30 to 3.33, 3.35, 
3.39, 3.44 to 3.47, 3.49, 3.54 to 
3.56, 3.60, 3.64 
parabola, 3.43, 3.57 
rectangle, 3.6 to 3.8, 3.11, 3.12, 
3.16, 3.17, 3.20, 3.21, 3.23, 
3.27 to 3.31, 3.39, 3.46 to 3.49, 
3.51, 3.54, 3.55, 3.59, 3.60 
tank, 3.16, 3.19, 3.29, 3.48 
triangle, 3.1 to 3.3, 3.9, 3.10, 3.14, 
3.15, 3.19, 3.26, 3.35, 3.38, 
3.40 
trough, 3.40 
Centerline velocity, 9.104, 9.119, 
9.125, 9.126, 9.156 
Centrifugal pumps, 18.7 
Channel flow (see Open-channel 
flow) 
Cipolletti weirs, 17.179, 17.185, 
17.186, 17.196, 17.210 
Clark Y airfoil, 24.83, 24.86, Fig. 
A-67 
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Coefficients: 
compressibility (8), 1.30 
discharge (Cj), 8.84, 8.90 
drag (Cp), Figs. A-38, A-39, A-50 
to A-67, A-70, and A-71, Ta- 
bles A-20 to A-23 
lift (Cr), Figs. A-66, A-67, A-70, 


and A-71 

loss (K), Figs. A-7 to A-12, Tables 
A-11 and A-12 

thermal expansion (a), 1.21 to 
1.24 


thrust, 20.77 
Colebrook equation, 9.73, 9.74, 9.259 
Compressibility, coefficient ([Gb]) of, 
1.30 
Compression of gases: 
adiabatic, 1.47, 16.51 
isentropic, 1.55, 1.62, 16.6 to 16.8, 
16.10, 16.21, 16.32, 16.46, 
16.47 
isothermal, 1.47, 1.54, 1.55, 1.63, 
16.52 
Compressors, air, 20.66, 23.37, 23.38 
Computer programs: 
depth of flow: 
open circular section, 14.17 to 
14.19 
open rectangular channel, 14.7 
to 14.9 
flow rates: 
branching pipeline system, 
12.10 
individual pipe, 9.295 to 
9.297, 20.82 
open circular section, 14.17 
to 14.19 
pipe network, 13.28 to 13.32 
pipes in parallel, 11.12 
head loss in pipes in parallel, 
11.12 
homologous pump characteris- 
tics, 20.17 
hydraulic jumps in open trape- 
zoidal channels, 14.346 
isentropic flow of compressible 
fluids, 16.92 to 16.94 
isothermal flow of compressible 
fluids, 16.71 to 16.73 
pipe flow transients, 19.7, 19.9 
pipe size, 9.295 to 9.297, 20.82 
reservoir drainage using short 
pipes, 17.57 
Runge-Kutta integration, 19.4, 
19.23, 19.24 
surge-tank transients, 19.24 
U-tube oscillations, 19.4, 19.21, 
19.23 
water-hammer transients, 19.9 
water-surface profiles: 


nonuniform flow in open rect- 
angular channels, 14.267 to 
14.269 
steady state flow in open rect- 
angular, trapezoidal, or tri- 
angular channels, 14.278, 
14.279 
Continuity of flow, 7.23 to 7.39, 
14.151, 25.1, 25.3 to 25.6, 
25.8, 25.13, 25.16 
Convective acceleration, 7.10, 7.17, 
7.21 
Convergent nozzles, 7.6, 7.9, 8.15, 
16.124 to 16.129, 16.132, 
16.133, 16.135, 16.136, 16.139, 
16.140, 16.143, 16.151, 16.152, 
16.154, 16.155, 16.162, 16.164, 
16.179, 16.180, 16.222 
Converging-diverging nozzles, 16.130, 
16.131, 16.134, 16.137 to 
16.142, 16.144, 16.153, 16.156, 
16.158, 16.161, 16.163, 16.167, 
16.178, 16.181, 16.182 
Critical-depth meters, 14.274, 17.241 
Critical-flow meters, 14.398, 14.399 
Critical Reynolds number (Np), 9.55, 
14.116, 24.15, 24.16 
Culverts, 14.359 to 14.365 
Curvature of water surface, 1.107, 
1.108 


Damping torque, 1.74, 1.75 
Dams: 
center of pressure (c.p.) of, 3.6, 
3.34 
eccentricity of, 4.2 to 4.7 
factor of safety (F.S.) for: 
against overturning, 4.1, 4.5 to 
4.7 
against sliding, 4.1, 4.5 to 4.7 
force on, 3.6, 3.44, 4.1 to 4.8, 5.11 
ice thrust on, 4.8 
pressure on, 2.1, 4.2, 4.3, 4.5 to 
4.7 
Darcy formula, 18.10 
Darcy-Weisbach equation, 9.78, 
9.261, 9.264 
Density, mass (^), 1.1, 1.3, 1.5, 
1.8, 1.10, 1.11, 1.16, 1.18, 1.19, 
1.36, 1.38, 1.42, 1.44 to 1.46, 
1.56, 1.61, 2.6, 2.7, 2.89, 8.5, 
8.23, 8.41, 16.2, 25.5, Tables 
A-1 to A-8 
Differential manometers, 2.50 to 
2.52, 2.58 to 2.66, 2.71, 2.72, 
2.75 to 2.78, 2.85 to 2.87, 2.92, 
2.96, 8.81, 8.84, 8.85, 8.90, 
8.92, 8.96, 8.97, 8.119, 8.120, 
9.205, 17.10, 17.16, 17.33, 
17.42, 17.58, 17.70 to 17.72, 


17.84, 17.117, 17.132, 17.135, 
17.142, 17.144, 17.145, 17.147 
to 17.151, 17.156, 17.159 to 
17.165, 17.173, 17.174, 20.24 
Diffusers, 7.64, 9.244, 16.170, 
16.203, 16.204, Fig. A-31 
Dimensional analysis, 1.103, 1.133 to 
1.138, 7.37, 18.1 to 18.4, 18.8 
to 18.10, 18.50 to 18.58, 18.60 
to 18.71, 18.76 
Discharge (see Volume flow rate) 
Discharge coefficient (Cj), 8.84, 8.90 
Disk meters, 17.237, 17.238 
Drag: 
coefficients (Cp) of, Figs. A-38, 
A-39, A-50 to A-67, A-70, and 
A-71, Tables A-20 to A-23 
on cylinders, 24.25, 24.72 
on flat plates, 24.3, 24.4, 24.7, 
24.8, 24.10, 24.11, 24.29 to 
24.34, 24.41, 24.42, 24.45, 
24.56, 24.77, 24.83 
friction, 24.4, 24.11 to 24.14, 
24.32 to 24.34, 24.43 to 24.46 
induced, 24.85, Fig. A-69 
on keels, 24.62, 24.63, 24.66 
on nets, 24.49 
pressure, 24.67 
on projectiles, 24.27, 24.28, 24.55 
skin, 24.62 to 24.66 
on spheres, 1.135, 24.1, 24.5, 
24.15, 24.24, 24.52, 24.59 to 
24.61, 24.69 
viscous, 24.37, 24.38 
Dropdown in open-channel flow, 
14.326 
Drops of liquids, 1.101, 1.103 
Duct flow of compressible fluids, 
16.192, 16.193, 16.197, 16.199, 
16.202, 16.205, 16.207 to 
16.239, Tables A-10, A-24, 
and A-25 
Dynamic similarity, 18.11, 18.14, 
18.16, 18.18, 18.21, 18.25, 
18.28 to 18.30, 18.44, 18.46 to 
18.48, 20.63 


Eccentricity of dams, 4.2 to 4.7 
Efficiency (7): 
propeller, 23.64 
pump, 20.5, 20.11 to 20.13, 20.29, 
20.32 to 20.35, 20.40, 20.51 to 
20.53, 20.56, 20.63, 20.70, 
20.72, 20.84, Figs. A-40 and 
A-41 
turbine, 21.10 to 21.13, 21.20, 
21.21, 21.29, 21.57, 21.64, 
Figs. A-44 to A-46 and A-48 


Elasticity, bulk modulus (X) of, 1.25 
to 1.35, 1.47, 16.61, 16.63, 
16.64, Tables A-1 and A-2 

Energy: 

internal, 16.5, 16.6, 16.50 

kinetic, 8.57 to 8.59 

potential, 8.55, 8.56, 8.58, 8.59 

specific, 14.129, 14.189, 14.219, 
14.225, 14.252, 14.253, 14.255, 
14.257, 14.276, 14.349, 14.350, 
14.352, 14.353, 14.382 

Energy grade lines, 14.276, 14.279, 
14.284, 22.1 to 22.8, 22.10 

Energy heads, 9.235 

Enthalpy (A), 16.5 to 16.7, 16.9, 
16.20, 16.30, 16.39, 16.100 

Entropy (5), 16.23, 16.31, 16.39, 
16.45, 16.48, 16.193, 16.195 

Equilibrium: 

stable, 6.65, 6.67, 6.71, 6.73 to 
6.77 

static, 6.54, 6.59, 6.64 

unstable, 6.66, 6.68, 6.69 

Equivalent source method for flow, 
25.18 to 25.20 

Euler equation, 16.96 

Expansion of gases: 

adiabatic, 16.41 to 16.44 
isentropic, 1.64 
isothermal, 1.64 


Factor of safety (F.S.) for dams: 
against overturning, 4.1, 4.5 to 4.7 
against sliding, 4.1, 4.5 to 4.7 

Fans, 21.56, 23.62, 23.63, 24.92 

Filters, 24.50, 24.51 

First law of thermodynamics, 16.23, 

16.177, 16.237 

Flood routing, 15.1 to 15.16 

Floodways, 14.58, 14.59, 14.210 

Flotation (see Buoyancy and flota- 

tion) 

Flow: 

Bernoulli equation for, 8.50 to 
8.53, 8.61 to 8.63, 8.65 to 8.84, 
8.86 to 8.106, 8.108 to 8.132, 
8.135 to 8.151, 9.295, 14.81, 
14.151 to 14.155, 14.258 

conservation of mass in, 7.23 

continuity of, 7.23 to 7.39, 14.151, 
25.1, 25.3 to 25.6, 25.8, 25.13, 
25.16 

converging, 7.21 

in corners, 25.4 

duct, of compressible fluids, 
16.192, 16.193, 16.197, 16.199, 
16.202, 16.205, 16.207 to 
16.239, Tables A-10, A-24, 
and A-25 


equivalent source method for, 
25.18 to 25.20 
friction factor (f) for, 9.43, 9.44, 
9.48, 9.73, 9.74, 9.149, 9.183, 
9.258, 9.259, 14.115, 14.142, 
14.199, 14.212, 14.237 
Froude number (Nf) for, 14.24, 
14.47, 14.80, 14.81, 14.151, 
14.182, 14.195, 14.222, 14.281, 
14.345, 14.381, 14.386 to 
14.388, 18.23, 18.36, 18.42 to 
18.44 
gas: 
adiabatic, 16.95, 16.106, 
16.113, 16.114, 16.118, 
16.120, 16.221 
isentropic, 16.88 to 16.94, 
16.96 to 16.105, 16.107 to 
16.111, 16.116, 16.117, 
16.119, 16.121 to 16.123, 
16.170 to 16.173 isother- 
mal, 16.67 to 16.87, 16.237 
incompressible, 7.21, 7.23 to 
7.32, 7.36, 7.37, 7.39 to 
7.41, 7.66, 7.74, 8.27, 9.12, 
9.14, 9.157, 9.282 
irrotational, 7.41, 7.42, 7.45, 
7.46, 25.2 to 25.4 
laminar, 1.133, 7.35, 7.36, 
7.49, 7.61, 8.28, 8.36, 9.2, 
9.6, 9.8, 9.9, 9.13, 9.16, 
9.18 to 9.20, 9.22 to 9.26, 
9.33, 9.35, 9.40, 9.41, 9.49 
to 9.53, 9.57 to 9.60, 9.94, 
9.99, 9.100, 9.115, 9.156, 
9.157, 9.160, 9.162, 9.163, 
9.190, 9.191, 9.223, 9.229, 
9.235, 9.280, 14.115 to 
14.118, 14.156, 14.201 to 
14.203 
measurement of (see Flow mea- 
surement) 
open-channel (see Open- 
channel flow) 
parabolic profile of, 1.69, 
1.133, 7.49, 8.28, 8.36, 
9.156 
pathlines of, 7.80 
pipe (see Pipe networks; Pipe- 
line systems; Pipes) 
potential function for, 25.4, 
25.14, 25.17 
Reynolds number (Np) for (see 
Reynolds number) 
rotational, 7.41, 25.2, 25.3, 
25.9, 25.13 . 
shear, 7.33, 7.34 
shooting, 14.223 
sonic, 16.4 
spillway, 8.103 
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steady (steady-state), 7.13, 
7.36, 7.39, 7.40, 7.62, 7.63, 
8.27, 9.6, 14.201, 14.202 
streamlines of, 7.6, 7.21, 7.67 
to 7.78, 25.4, 25.6 to 25.9, 
25.11, 25.13 to 25.19 
subcritical, 8.104, 8.105, 14.24, 
14.47, 14.66, 14.73, 14.74, 
14.80, 14.81, 14.82, 14.86, 
14.119, 14.130, 14.134, 
14.136, 14.141, 14.151, 
14.152, 14.184, 14.252, 
14.253, 14.255, 14.265, 
14.266, 14.284, 14.301 to 
14.303, 14.351, 14.392, Fig. 
A-19 
subsonic, 16.3 
supercritical, 8.104, 8.105, 
14.80, 14.81, 14.85, 14.134, 
14.136, 14.141, 14.145, 
14.151, 14.153, 14.186, 
14.187, 14.254, 14.255, 
14.266, 14.284, 14.301, 
14.302, 14.374, 14.392, Fig. 
A-19 
tranquil, 14.232 to 14.234 
transient (see Unsteady flow) 
turbulent, 9.1, 9.5, 9.8, 9.10, 
9.11, 9.13, 9.19, 9.21, 9.79, 
9.114, 9.136, 9.180, 9.224, 
9.225, 9.230, 9.236, 9.282, 
9.283, 14.212 
unsteady (see Unsteady flow) 
vortex, 7.29, 25.2, 25.3, 25.9, 
25.13 
Flow measurement: 
Borda tube, 17.52, 17.56 
critical-depth meter, 14.274, 
17.241 
critical-flow meter, 14.398, 14.399 
disk meter, 17.237, 17.238 
diverging tube, 17.47 to 17.51 
flow nozzle, 8.84, 8.85, 17.58 to 
17.76, Figs. A-20 to A-24, 
A-34, Table A-18 
manometer (see Manometers) 
orifice, 17.77 to 17.140, 18.8, 
19.35, 19.36, Figs. A-24 to 
A-29, A-33, Table A-19 
orifice nozzle, 17.45, 17.46 
Parshall flume, 17.229 to 17.234 
piezometer, 2.26, 2.27, 2.29, 2.30, 
2.94, 17.3, 17.4, 17.12, 17.14, 
17.15, 17.30 to 17.32 
Pitot measuring device, 17.3 to 
17.6, 17.13 to 17.24, 17.27, 
17.29 to 17.36, 17.39, 17.40, 
17.42 to 17.44, 17.87, 17.90, 
17.117 
Prandtl tube, 17.16, 17.35 
pressure gages and, 17.9 to 17.11 
short tube, 17.53 to 17.55, 17.57 
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- sluice gate, 17.235, 17.236, 23.13, 
23.14 
Venturi meter, 8.90 to 8.93, 8.119, 
8.120, 17.67, 17.141 to 17.169, 
17.174, 18.5, 18.25, Figs. A-24, 
A-26, A-30, A-32, A-34, and 
A-35, Table A-18 
Venturi nozzle, 17.170 to 17.173, 
Figs. A-26 and A-36 
weir, 14.258, 14.259, 14.263, 
14.284, 14.397, 17.175 to 
17.228, 18.56, 18.63, 18.75, 
Fig. A-37 
Flow nets, 25.4, 25.15 to 25.19 
Flow nozzles, 8.84, 8.85, 17.58 to 
17.76, Figs. A-20 to A-24, 
A-34, Table A-18 
Flow rate: 
computer programs for: 
branching pipeline system, 
12.10 
individual pipe, 9.295 to 9.297, 
20.82 
open circular section, 14.17 to 
14.19 
pipe network, 13.28 to 13.32 
pipes in parallel, 11.12 
mass, 7.48 to 7.50, 8.1, 8.2, 
8.4, 8.5, 8.10, 8.26, 8.38, 
8.40, 8.46, 8.83, 9.25, 9.76, 
16.143, 16.146, 16.151 to 
16.156, 16.159, 16.162, 
16.164, 16.165, 16.179 to 
16.182, 16.222, 16.225, - 
16.227, 16.234, 16.239, 
23.24, 23.54 
volume (see Volume flow rate) 
weight, 8.1, 8.2, 8.4, 8.18, 8.20, 
8.33, 8.39, 8.112, 9.174, 
16.124 to 16.133, 16.137, 
16.139, 16.140, 16.184, 
16.185 
Flumes: 
Parshall, 17.229 to 17.234 
rectangular, 14.32, 14.33, 14.47, 
14.86, 14.111, 14.134, 14.136, 
14.238, 14.256, 14.260, 14.263, 
14.290 to 14.294, 14.310 to 
14.312 
triangular, 14.85, 14.127, 14.352 
Venturi, 8.86, 14.328 to 14.331 
Force: 
acceleration and, 1.1 to 1.4, 1.6, 
1.7, 1.12 to 1.15 
buoyant, 6.1 to 6.11, 6.15, 6.17, 
6.19 to 6.22, 6.24, 6.28, 6.30 to 
6.54, 6.56 to 6.60, 6.62 to 6.70, 
6.72, 6.73, 6.75, 18.69, 24.15 
on dams, 3.6, 3.44, 4.1 to 4.8, 5.11 
drag (see Drag) 
on fans, 23.62, 23.63 


` on gates, 3.7 to 3.15, 3.17, 3.20, 
3.21, 3.23, 3.26, 3.30 to 3.33, 
3.35, 3.39, 3.44 to 3.47, 3.49, 
3.54 to 3.56, 3.64, 5.3, 5.13, 
5.14, 5.27, 5.30, 5.33 to 5.35, 
5.40, 5.47 
jet, 23.1 to 23.6, 23.8 to 23.12, 
23.16 to 23.24, 23.26 to 23.34, 
23.43, 23.44, 23.57 to 23.60 
lift, 24.80 to 24.92 
on nozzles, 23.57, 23.59 
on pipe bends, 23.35 to 23.40, 
23.42 
on pipe reducers, 23.41, 23.42 
on sluice gates, 23.13, 23.14 
on submerged curved areas: 
circular, 5.1 to 5.5, 5.12 to 
5.15, 5.26 to 5.28, 5.40, 
5.43, 5.44 

conical, 5.10, 5.20, 5.29, 5.46 

cylindrical, 5.6 to 5.9, 5.18, 
5.19, 5.22 to 5.25, 5.31 to 
5.33, 5.38, 5.48 to 5.52, 
5.54 

elliptical, 5.41 

parabolic, 5.11, 5.30, 5.34 to 
5.36, 5.42, 5.47 

spherical, 5.16, 5.17, 5.21, 
5.37, 5.39, 5.45, 5.53, 5.55 

on submerged plane areas: 

annular disk, 3.58 

circular, 3.13, 3.32, 3.33, 3.44, 
3.45, 3.50, 3.64 

parabolic, 3.43, 3.57 

rectangular, 3.6 to 3.8, 3.11, 
3.12, 3.16 to 3.18, 3.20, 
3.21, 3.23 to 3.25, 3.27 to 
3.31, 3.34, 3.36, 3.37, 3.39, 
3.41, 3.42, 3.46 to 3.49, 
3.51 to 3.55, 3.61 to 3.63 

trapezoidal, 3.22 

triangular, 3.9, 3.10, 3.14, 3.15, 
3.19, 3.26, 3.35, 3.38, 3.40, 
3.55, 3.56 

on tanks, 3.16, 3.19, 3.29, 3.48, 
5.1, 5.2, 5.8, 5.9, 5.15, 5.22, 
5.26, 5.29, 5.31, 5.38, 5.41 to 
5.46, 5.49, 5.51, 5.54, 5.55 

tensile, 23.5, 23.7, 23.20 

thrust, 23.15, 23.45 to 23.52, 
23.55, 23.63, 23.64 

Francis formula, 17.191 

Francis turbines, 21.23, 21.25 to 
21.27, 21.29, 21.33, 21.36, 
21.41, 21.47, 21.51, 21.55, 
Fig. A-47 

Free-fall (terminal) velocity, 18.12, 
18.13, 24.15, 24.19, 24.57, 
24.61 ' 

Free overfall in open-channel flow, 
14.326 


Friction drag, 24.4, 24.11 to 24.14, 
24.32 to 24.34, 24.43 to 24.46 

Friction factor (f) for flow, 9.43, 
9.44, 9.48, 9.73, 9.74, 9.149, 
9.183, 9.258, 9.259, 14.115, 
14.142, 14.199, 14.212, 14.237 

Friction heads, 9.223 to 9.225 

Frictional adiabatic duct flow of 
gases, Table A-24 

Frictional resistance, 1.89 

Frictionless duct flow of gases, 
Table A-25 

Froude number (Np), 14.24, 14.47, 
14.80, 14.81, 14.151, 14.182, 
14.195, 14.222, 14.281, 14.345, 
14.381, 14.386 to 14.388, 
18.23, 18.36, 18.42 to 18.44 

Froude scaling, 18.34, 18.35, 18.49 


Gage pressure, 2.12 to 2.14, 2.22, 
2.23, 2.28, 2.29, 2.31, 2.39, 
2.40, 2.53, 2.55, 2.67, 2.69, 
2.91, 9.84, 9.204, 9.208, 17.9 
to 17.11 

Gas constants, 1.39, 1.46, 1.57, 1.58, 
Table A-6 

Gases: 

adiabatic compression of, 1.47, 

16.51 
adiabatic expansion of, 16.41 to 

16.44 
adiabatic flow of, 16.95, 16.106, 

16.113, 16.114, 16.118, 16.120, 

16.221 
adiabatic frictional duct flow of, 

Table A-24 
frictionless duct flow of, 

Table A-25 
ideal, 1.36 to 1.64, 1.134, 8.25, 

8.34 
isentropic compression of, 1.55, 

1.62, 16.6 to 16.8, 16.10, 

16.21, 16.32, 16.46, 16.47 
isentropic expansion of, 1.64 
isentropic flow of, 16.88 to 16.94, 

16.96 to 16.105, 16.107 to 

16.111, 16.116, 16.117, 16.119, 

16.121 to 16.123, 16.170 to 

16.173 
isothermal compression of, 1.47, 

1.54, 1.55, 1.63, 16.52 
isothermal expansion of, 1.64 
isothermal flow of, 16.67 to 16.87, 

16.237 
mean free path (L) of, 1.134 
perfect, 18.71, Fig. A-72, 

Tables A-16 and A-17 
physical properties of, Table A-6 
reversible polytropic processes for, 

16.22, 16.33 to 16.35 


specific heats of (see Specific 
heats) 
universal gas constant (R,) for, 
1.39 
Gates: 
center of pressure (c.p.) of, 3.7 to 
3.15, 3.17, 3.20, 3.21, 3.23, 
3.26, 3.30 to 3.33, 3.35, 3.39, 
3.44 to 3.47, 3.49, 3.54 to 3.56, 
3.60, 3.64 
force on, 3.7 to 3.15, 3.17, 3.20, 
3.21, 3.23, 3.26, 3.30 to 3.33, 
3.35, 3.39, 3.44 to 3.47, 3.49, 
3.54 to 3.56, 3.64, 5.3, 5.13, 
5.14, 5.27, 5.30, 5.33 to 5.35, 
5.40, 5.47 
sluice, 17.235, 17.236, 23.13, 
23.14 
Tainter, 5.40 
Generators, 21.17, 21.22, 21.35 to 
21.38, 21.51 
Geometrical similarity, 18.5 to 18.7, 
18.24, 18.66, 20.75 
Gliders, 24.86 
Grade lines: 
energy, 22.1 to 22.8, 22.10 
hydraulic, 9.152, 11.15, 11.31, 
11.33, 19.8, 19.9, 22.1 to 22.3, 
22.5 to 22.13 
Gravity, 1.12 to 1.15 
center of (see Center of gravity) 
specific (s.g.), 1.1, 1.3, 1.8, 1.10, 
1.16, 1.19, 2.7, 2.17, 2.49, 2.63, 
6.1, 6.11, 6.16, 6.42, 6.77, - 
Table A-3 
Gravity waves, 15.13 to 15.15 


Hardy Cross method, 13.1 to 13.8, 
13.10, 13.11, 13.13, 13.16 to 
13.19, 13.21, 13.24, 13.26 to 
13.32 

Hazen-Williams equation, 1.138, 
9.263, 9.266, 9.267, 9.269, 
9.271 to 9.276, 9.292, 9.293, 
13.1 to 13.8, Figs. A-13, A-14, 
and A-17, Table A-14 

Heads: 

friction, 9.223 to 9.225 

pressure, 2.3, 2.19, 2.24, 2.25, 
2.88, 8.51, 8.52, 8.54 to 8.56, 
8.121, 8.123, 8.124, 9.194, 
9.231, 9.286, 10.19, 10.20, 
13.9, 13.12 

total energy, 8.61 to 8.64, 9.235 

velocity, 8.71, 8.93, 8.95, 8.112 to 
8.114, 8.138 to 8.142, 8.144, 
8.145, 8.148 

Homologous hydraulic machines, 
18.6, 18.7 


Homologous pumps, 20.15 to 20.19, 
20.34 

Homologous turbines, 21.24 

Hooke's law, 23.18 

Hydraulic elements of circular sec- 
tions, Fig. A-18 

Hydraulic grade lines, 9.152, 11.15, 
11.31, 11.33, 19.8, 19.9, 22.1 

' to 22.3, 22.5 to 22.13 

Hydraulic jacks, 2.32 

Hydraulic jumps, 14.82, 14.86, 
14.284, 14.341 to 14.355, 
14.366 to 14.395, 14.400, 
18.77, 18.78 

Hydraulic radius, 9.27 to 9.29, 14.31, 
14.106, 14.115, Fig. A-18 

Hydraulically smooth pipes, 9.179 

Hydrodynamics, 25.1 to 25.20 

Hydrofoils, 24.31 to 24.34, 24.41, 
24.42, 24.87, 24.91 

Hydrographs, 15.4 to 15.7, 15.11, 
15.12 

Hydrometers, 6.12, 6.25 to 6.27, 
6.43, 6.55 

Hypodermic needles, 9.60 to 9.62 


ICAO standard atmosphere, 
Tables A-7 and A-8 

Ice thrust on dams, 4.8 

Ideal gases, 1.36 to 1.64, 1.134, 8.25, 
8.34 e 

Inclined manometers, 2.74, 2.80 

Incompressible flow, 7.21, 7.23 to 
7.32, 7.36, 7.37, 7.39 to 7.41, 
7.66, 7.74, 8.27, 9.12, 9.14, 
9.157, 9.282 

Induced drag, 24.85, Fig. A-69 

Internal energy, 16.5, 16.6, 16.50 

Irrotational flow, 7.41, 7.42, 7.45, 

. 7.6, 25.2 10 25.4 

ISA flow nozzles, 17.58, 17.62, 17.63, 
17.71, 17.72, 17.76, Figs. A-20 
and A-22 

Isentropic compression of gases, 1.55, 
1.62, 16.6 to 16.8, 16.10, 
16.21, 16.32, 16.46, 16.47 

Isentropic diffusers, 16.170 

Isentropic expansion of gases, 1.64 

Isentropic flow of gases, 16.88 to 
16.94, 16.96 to 16.105, 16.107 
{о 16.111, 16.116, 16.117, — 
16.119, 16.121 to 16.123, 
16.170 їо 16.173 

Isentropic relations for perfect gases, 
Table A-16 

Isothermal compression of gases, 
1.47, 1.54, 1.55, 1.63, 16.52 

Isothermal expansion of gases, 1.64 

Isothermal flow of gases, 16.67 to 
16.87, 16.237 
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Jacks, hydraulic, 2.32 

Jet aircraft, 23.46, 23.48 to 23.51, 
24.69 

Jet force in fluids, 23.1 to 23.6, 23.8 
to 23.12, 23.16. to 23.24, 23.26 
to 23.34, 23.43, 23.44, 23.57 to 
23.60 ` 


Kinematic viscosity (»), 1.65, 1.66, 
9.52, 18.33, 18.43, Fig. A-2, 
Tables A-1, A-2, and A-4 

Kinetic energy, 8.57 to 8.59 

Kinetic-energy correction factor 
(æ), 7.63 

Kutter formula, 14.240, 14.241, 
Table A-15 


Laminar flow, 1.133, 7.35, 7.36, 7.49, 
7.61, 8.28, 8.36, 9.2, 9.6, 9.8, 
9.9, 9.13, 9.16, 9.18 to 9.20, 
9.22 to 9.26, 9.33, 9.35, 9.40, 
9.41, 9.49 to 9.53, 9.57 to 9.60, 
9.94, 9.99, 9.100, 9.115, 9.156, 
9.157, 9.160, 9.162, 9.163, 
9.190, 9.191, 9.223, 9.229, 
9.235, 9.280, 14.115 to 14.118, 
14.156, 14.201 to 14.203 

Landing speed, 24.81 

Lawn sprinklers, 7.58, 7.60, 8.107, 
21.48, 21.49, 23.44 

Least squares fit, 17.217 

Lift coefficients (Cj), Figs. A-66, 
A-67, A-70, and A-71 

Lift force, 24.80 to 24.92 

Line doublets, 7.71 

Loss coefficients (K), Figs. A-7 to 
A-12, Tables A-11 and A-12 


Mach angle (a), 16.56 to 16.58, 
16.190 

Mach number (Nyy), 16.3, 16.4, 
16.36, 16.37, 16.56 to 16.59, 

-. 16.65, 16.102, 16.105, 16.112, 
16.118 to 16.123, 16.134, 
16.141, 16.147, 16.160, 16.178, 
16.183, 16.189, 16.190, 16.192, 
16.203, 16.204, 16.206 to 
16.210, 16.224, 16.238, 17.22, 
17.107, 18.71, 23.51, 

Table A-17 

Manning equation, 9.262, 9.265, 
9.268, 9.270, 9.277 to 9.279, 
9.294, 14.98, 14.122, 14.142, 
14.157, 14.162, 14.171, 14.237, 
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14.239, 14.242, Figs. A-15.and 
A-16, Table A-13 

Manometers, 2.34 to 2.39, 2.41, 2.43 
to 2.49, 2.54 to 2.57, 2.68, 
2.69, 2.73, 2.79, 2.82, 2.83, 
8.78, 8.94, 8.111, 14.104, 17.7, 
17.8, 17.12 to 17.15, 17.29 to 
17.32, 17.34 to 17.36, 17.39 to 
17.41, 17.44, 17.78, 17.79, 
17.83 

differential, 2.50 to 2.52, 2.58 to 
2.66, 2.71, 2.72, 2.75 to 2.78, 
2.85 to 2.87, 2.92, 2.96, 8.81, 
8.84, 8.85, 8.90, 8.92, 8.96, 
8.97, 8.119, 8.120, 9.205, 
17.10, 17.16, 17.33, 17.42, 
17.58, 17.70 to 17.72, 17.84, 
17.117, 17.132, 17.135, 17.142, 
17.144, 17.145, 17.147 to 
17.151, 17.156, 17.159 to 
17.165, 17.173, 17.174, 20.24 
inclined, 2.74, 2.80 

Mass, 1.2, 1.4, 1.6, 1.13, 1.36 

Mass density (0), 1.1, 1.3, 1.5, 1.8, 
1.10, 1.11, 1.16, 1.18, 1.19, 
1.36, 1.38, 1.42, 1.44 to 1.46, 
1.56, 1.61, 2.6, 2.7, 2.89, 8.5, 
8.23, 8.41, 16.2, 25.5, 
Tables A-1 to A-8 

Mass flow rate, 7.48 to 7.50, 8.1, 8.2, 
8 4, 8.5, 8.10, 8.26, 8.38, 8.40, 
8.46, 8.83, 9.25, 9.76, 16.143, 
16.146, 16.151 to 16.156, 
16.159, 16.162, 16.164, 16.165, 
16.179 to 16.182, 16.222, 
16.225, 16.227, 16.234, 16.239, 
23.24, 23.54 

Mean free path (Z), 1.134 

Measurement of flow (see Flow mea- 
surement) 

Metacenter (mc), 6.65 to 6.72, 6.75 
to 6.77 

Mild slope, 14.315, 14.318, 14.320 to 
14.322, 14.341, 14.342, 
Fig. A-19 

Molecular weight, 16.29, Table A-6 

Monoclinal waves, 15.2 | 

Moody formula, 9.73, 9.74, 9.258, 
9.259, 14.158, 14.162, 14.172, 
14.183, Fig. A-5 

Muskingum method, 15.8 to 15.12 


Navier-Stokes equation, 7.57 

Neutral buoyancy, 6.34, 6.39 

Newton’s law, 24.36, 24.68 

Nikuradse’s sand-roughened pipe 
tests, Fig. A-6 

Normal acceleration, 7.11, 7.79 


Nozzles: 

convergent, 7.6, 7.9, 8.15, 16.124 
to 16.129, 16.132; 16.133, 
16.135, 16.136, 16.139, 16.140, 
16.143, 16.151, 16.152, 16.154, 
16.155, 16.162, 16.164, 16.179, 
16.180, 16.222 

converging-diverging, 16.130, 
16.131, 16.134, 16.137 to 
16.142, 16.144, 16.153, 16.156, 
16.158, 16.161, 16.163, 16.167, 
16.178, 16.181, 16.182 

flow, 8.84, 8.85, 17.58 to 17.76, 
Figs. A-20 to A-24, A-34, 
Table A-18 

force on, 23.57, 23.59 

orifice, 17.45, 17.46 

rocket, 16.168, 16.169, 16.174, 
16.176, 16.177 

supersonic, 16.149, 16.150, 
16.158, 16.165, 16.166 

velocity in, 7.1, 7.2, 7.6, 7.7, 7.9, 
8.15, 8.43, 8.127, 8.143 

Venturi, 17.170 to 17.173, 
Figs. A-26 and A-36 


Open-channel flow: 
in circular sections: 

cross section, 14.20, 14.29, 
14.43 

depth of flow, 14.12, 14.14 to 
14.19, 14.40, 14.41, 14.68, 
14.70, 14.114, 14.129, 
14.174, 14.229, 14.246, 
14.320 

dimensions, 14.20, 14.29, 14.31, 
14.38, 14.39, 14.43, 14.56, 
14.112, 14.173, 14.180, 
14.246, 14.364, 14.365 

slope, 14.26, 14.29, 14.41, 
14.49, 14.71, 14.195, 
14.209, 14.243, 14.244 

subcritical, 14.130 

supercritical, 14.186 

velocity, 14.26, 14.49, 14.113 

volume flow rate, 14.10, 14.11, 
14.13, 14.17 to 14.19, 
14.26, 14.36, 14.37, 14.49, 
14.67, 14.69, 14.88, 14.113, 
14.163, 14.171, 14.172, 
14.175, 14.177, 14.186, 
14.196, 14.199, 14.298, 
14.364, 14.365 

water-surface profiles for, 
14.299, 14.339, 14.340 

dropdown in, 14.326 

flood routing for, 15.1 to 15.16 

free overfall in, 14.326 


hydraulic jumps and, 14.82, 
14.86, 14.284, 14.341 to 
14.355, 14.366 to 14.395, 
14.400 

hydraulic radius and, 14.31, 

. 14.106, 14.115, Fig. A-18 

obstacles on floor and, 14.80 

in parabolic channels, 14.79, 
14.230, 14.231 

in rectangular channels: 

cross section, 14.21, 14.27, 
14.28, 14.44 

depth of flow, 14.6 to 14.9, 
14.34, 14.48, 14.60, 14.66, 
14.75, 14.76, 14.83, 14.86, 
14.95, 14.120, 14.121, 
14.126, 14.133 to 14.141, 
14.159, 14.194, 14.197, 
14.200, 14.205, 14.207, 
14.224, 14.233, 14.247, 
14.249, 14.255, 14.258, 
14.260, 14.265 to 14.269, 
14.290, 14.292, 14.294 to 
14.297, 14.308, 14.309, 
14.341, 14.342, 14.381, 
14.383 to 14.385 


dimensions, 14.21, 14.27, 


14.28, 14.31 to 14.33, 
14.44, 14.52, 14.54, 14.106, 
14.111, 14.144, 14.168, 
14.178, 14.198, 14.211, 
14.213, 14.214, 14.222, 
14.248, 14.256, 14.356 to 
14.358, 14.396 

nonuniform flow, 14.265 to 
14.269, 14.271, 14.272 

slope, 14.3, 14.27, 14.28, 14.48, 
14.72, 14.83, 14.99, 14.100, 
14.122, 14.145, 14.200, 
14.220, 14.226, 14.249, 
14.255, 14.291, 14.315 to 
14.318 

subcritical, 14.47, 14.66, 14.73, 
14.86, 14.119, 14.134, 
14.136, 14.141, 14.252, 
14.255, 14.265, 14.266, 
14.284, 14.301 to 14.303, 
14.392 

supercritical, 14.134, 14.136, 
14.141, 14.145, 14.254, 
14.255, 14.266, 14.284, 
14.301, 14.302, 14.374, 
14.392 

surge waves, 14.280 

transition from trapezoidal sec- 
tion, 14.63 

transition to trapezoidal sec- 
tion, 14.64, 14.273 

velocity, 14.1, 14.48, 14.105, 
14.126, 14.166, 14.249, 
14.341, 14.342 


volume flow rate, 14.1, 14.65, 
14.94, 14.101, 14.102, 
14.111, 14.117, 14.118, 
14.120, 14.123, 14.142, 
14.157, 14.158, 14.166, 
14.194, 14.204, 14.210, 
14.212, 14.221, 14.223, 
14.235, 14.239, 14.240, 
14.257, 14.262 to 14.264, 
14.270, 14.294, 14.310 to 
14.312, 14.338, 14.343, 
14.359 to 14.363, 14.389, 
14.399, 14.400 

water-surface profiles, 14.265 
to 14.269, 14.271, 14.272, 
14.277, 14.278, 14.281 to 
14.288, 14.294, 14.297, 
14.301 to 14.307, 14.313, 
14.314, 14.324 to 14.327, 
14.333, 14.336, 14.337, 
14.354 

Reynolds number (Vp) for, 
14.87, 14.88 

roughness and, 14.84, 14.87, 
14.92, 14.237, 14.239, 
14.241, 14.242, 14.261, 
14.293 

in T-shaped channels, 14.169, 
14.170 

in trapezoidal channels: 

cross section, 14.23, 14.30, 
14.46, 14.77 

depth of flow, 14.35, 14.42, 
14.59, 14.62, 14.84, 14.91, 
14.128, 14.143, 14.161, 
14.165, 14.181, 14.188, 
14.228, 14.250, 14.251, 
14.275 

dimensions, 14.23, 14.30, 
14.31, 14.46, 14.50, 14.53, 
14.55, 14.57, 14.77, 14.78, 
14.109, 14.110, 14.179 

slope, 14.3, 14.30, 14.42, 
14.90, 14.99, 14.164, 
14.188, 14.251 

subcritical, 14.24, 14.253 

supercritical, 14.187 

transition from rectangular 
section, 14.64, 14.273 

transition to rectangular sec- 
tion, 14.63 

velocity, 14.2, 14.55, 14.250 

volume flow rate, 14.2, 
14.51, 14.58, 14.89, 14.93, 
14.102, 14.160, 14.176, 
14.210, 14.245 

water-surface profiles for, 
14.276, 14.278, 14.270, . 
14.289, 14.332, 14.334, 
14.335 

in triangular channels: 
cross section, 14.22, 14.45 


depth of flow, 14.4, 14.25, 
14.61, 14.127, 14.146, 
14.167, 14.192, 14.208, 
14.232, 14.319 

dimensions, 14.22, 14.45, 
14.108, 14.206, 14.227 

slope, 14.25, 14.127, 14.146, 
14.190 to 14.192 

subcritical, 14.74 

supercritical, 14.85 

velocity, 14.25 

volume flow rate, 14.191 

water-surface profiles for, 
14278 ` 

types of profiles for, 

Fig. A-19 

in Venturi flumes, 8.86, 
14.328 to 14.331 

wetted perimeter and, 14.5, 
14.31, 14.96, 14.107, 
14.214, Fig. A-18 


Orifice nozzles, 17.45, 17.46 
Orifices, 17.77 to 17.140, 18.8, 19.35, 


19.36, Figs. A-24 to A-29, 
A-33, Table A-19 


Parabolic velocity profile, 1.69, 1.133, 


7.49, 8.28, 8.36, 9.156 


Parshall flumes, 17.229 to 17.234 
Partial pressure, 1.60 

Pathlines of flow, 7.80 

Pelton wheels, 21.11, 21.12, 21.46, 


21.54, 21.61 


Perfect gases, 18.71, Fig. A-72, 


Tables A-16 and A-17 


Piezometers, 2.26, 2.27, 2.29, 2.30, 


2.94, 17.3, 17.4, 17.12, 17.14, 
17.15, 17.30 to 17.32 


Pipe networks: 


equivalent single pipe replacement, 
13.25 

Hardy Cross method for, 13.1 to 
13.8, 13.10, 13.11, 13.13, 13.16 
to 13.19, 13.21, 13.24, 13.26 to 
13.32 

pressure in, 13.9 13.12, 13.14, 
13.20, 13.22, 13.27 


Pipeline systems: 


branching, 12.1 to 12.19 
parallel, 11.1 to 11.54 
series, 10.1 to 10.31 


Pipes: 


centerline velocity in, 9.119, 9.125, 
9.126, 9.156 

entrance length of, 9.5, 9.9 

equivalent length of, 9.251, 9.281 

force on bends in, 23.35 to 23.40, 
23.42 

force on reducers for, 23.41, 23.42 

hydraulically smooth, 9.179 
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loss coefficients (K) for, Figs. A-7 
to A-12, Tables A-11 and A-12 
Nikuradse's sand-roughened pipe 
tests for, Fig. A-6 
parabolic velocity profile in, 1.69, 
1.133, 7.49, 8.36, 9.156 
pressure drop in, 9.67 to 9.72, 
9.80, 9.81, 9.83, 9.104 to 
9.108, 9.111, 9.112, 9.114, 
9.115, 9.117, 9.131, 9.151, 
9.218, 10.27, 11.10, 11.22, 
11.24, 11.25, 11.27, 13.14 
roughness (e) of, 9.66, 9.73 to 
9.76, 9.90, 9.128, 9.137, 9.171, 
9.179, 9.181, 9.182, 9.294, 
Fig. A-4, Table A-9 
size of, 9.71, 9.72, 9.110, 9.140, 
9.142, 9.163, 9.168 to 9.170, 
9.172, 9.173, 9.177, 9.179, 
9.207, 9.213 to 9.215, 9.228, 
9.250, 9.257, 9.271, 9.272, 
9.276, 9.278, 9.279, 9.29], 
9.295 to 9.297, 10.31, 20.82 
unsteady (transient) flow in, 19.6, 
19.7, 19.9, 19.13 to 19.20, 
19.25 to 19.30, 19.37 to 19.57 
wall thickness of, 5.48, 5.50, 5.52, 
5.53, 19.7, 19.50, 19.51 
water-hammer transients in, 19.7, 
19.27, 19.53 to 19.56 
Pistons, 2.53, 2.81, 2.97, 8.106, 
16.159 
Pitch diameter of turbines, 21.3 to 
21.5 
Pitot measuring devices, 17.3 to 17.6, 
17.13 to 17.24, 17.27, 17.29 to 
17.36, 17.39, 17.40, 17.42 to 
17.44, 17.87, 17.90, 17.117 
Plungers, 2.33, 8.16 to 8.18 
Polytropic processes for gases, revers- 
ible, 16.22, 16.33 to 16.35 
Potential energy, 8.55, 8.56, 8.58, 
8.59 
Potential function for flow, 25.4, 
25.14, 25.17 
Powell equation, 14.235, 14.236 
Prandtl tubes, 17.16, 17.35 
Prandtl’s soap-film analogy, 1.109, 
1.110 
Pressure: 
absolute, 2.12 to 2.15, 2.22, 2.23, 
2.38 to 2.40, 2.42 to 2.44, 2.70, 
2.85, 2.91, Tables A-7 and A-8 
atmospheric, 1.127 to 1.130, 2.4, 
2.5, 2.10, 2.12 to 2.14, 2.70, 
2.90, 2.91, Tables A-7 and A-8 
barometric, 2.4, 2.22, 2.23 
boiling temperature and, 1.127 to 
1.131 
cavitation and, 1.132, 8.100, 
8.118, 9.290 
center of (see Center of pressure) 
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conversion of, 2.21, 2.22 
on dams, 2.1, 4.2, 4.3, 4.5 to 4.7 
difference of, 1.113, 1.114, 8.53 
gage, 2.12 to 2.14, 2.22, 2.23, 
2.28, 2.29, 2.31, 2.39, 2.40, 
2.53, 2.55, 2.67, 2.69, 2.91, 
9.84, 9.204, 9.208, 17.9 to 
17.11 
partial, 1.60 
pipe wall thickness and, 5.48, 
5.50, 5.52, 5.53 , 
saturation, 1.128, 1.129 
stagnation, 8.81, 8.115, 8.116, 
16.13 to 16.17, 16.103, 16.106, 
16.178, 16.197, 16.202, 17.5, 
17.6, 17.23 to 17.25, 17.37, 
17.38 
static, 17.24 to 17.26, 17.38 - 
in tanks, 2.2, 2.3, 2.6 to 2.9, 2.13 
to 2.20, 2.25, 2.27, 2.31, 2.92 
to 2.96, 3.36, 9.210, 9.211 
vapor, 1.127, 1.132, 2.90, 8.118, 
Tables A-1 to A-3 
water-hammer, 19.27, 19.53 to 
19.56 
work and, 8.60, 16.22 
Pressure drag, 24.67 
Pressure heads, 2.3, 2.19, 2.24, 2.25, 
2.88, 8.51, 8.52, 8.54 to 8.56, 
8.121, 8.123, 8.124, 9.194, 
9.231, 9.286, 10.19, 10.20, 
13.9, 13.12 
Pressure (sound) waves, 16.66, 19.17 
to 19.20, 19.27, 19.50 to 19.56 
Profiles (see Water-surface profiles) 
Propagation speed (velocity), 1.136, 
14.147 to 14.153, 14.215 to 
14.218, 18.3 
Propellers, 20.76 to 20.78, 23.64 
Pumps: 
air, 20.74 
BEP for, 20.51 to 20.53 
cavitation effects for, 20.9, 20.10, 
20.43, 20.44, 20.47, 20.59 
cavitation index (¢) and, 
20.27, 20.36 to 20.39 
centrifugal, 18.7 
cost of, 20.62 
efficiency ([GÀ]) of, 20.5, 20.11 to 
20.13, 20.29, 20.32 to 20.35, 
20.40, 20.51 to 20.53, 20.56, 
20.63, 20.70, 20.72, 20.84, 
Figs. A-40 and A-41 
homologous, 20.15 to 20.19, 20.34 
NPSH for, 20.9, 20.10, 20.49, 
20.59 
power of, 20.14, 20.21, 20.46, 
20.48, 20.50, 20.55, 20.58, 
20.60, 20.69, 20.73 to 20.75, 
20.79, 20.83, 20.86, 20.88 to 
20.90 
rotative speed of, 20.3, 20.4, 20.42 


specific speed (N,) of, 20.1, 20.2, 
20.28, 20.30, 20.31, 20.60 

torque on, 20.70 

unsteady (transient) flow in, 19. 8, 
19.38, 19.39 

volume flow rate for, 20.6, 20.14, 
20.20, 20.28, 20.32 to 20.35, 
20.45, 20.46, 20.48 to 20.50, 
20.54, 20.80 to 20.82, 20.87 


Rehbock formula, 17.192 
Resistance: 
air, 24.20 to 24.23 
frictional, 1.89 
rolling, 24.68, 24.89 
turbulent, 19.22, 19.23 
Resisting torque, 1.82 
Reversible polytropic processes for 
gases, 16.22, 16.33 to 16.35 
Reynolds number (Np): 
critical, 9.55, 14.116, 24.15, 24.16 
friction factor (f) and, 9.258, 
9.259, 14.115 
Froude number (Np) and, 18.23, 
18.43 


for laminar flow, 9.2, 9.6, 9.8, 9.9, 


9.12, 9.13, 9.16, 9.18 to 9.20, 
9.22 to 9.26, 9.31, 9.35, 9.40, 


9.41, 9.49 to 9.53, 9.57 to 9.60, 


9.94, 9.99, 9.100, 9.115, 9.160, 
9.162, 9.163, 9.190, 9.191, 
9.223, 9.235, 9.280, 14.115 to 
14.118, 14.156, 14.203 
open-channel, 14.87, 14.88 
shear stress and, 1.77 
transition, 9.3, 9.4, 9.7 
for turbulent flow, 9.1, 9.5, 9.8, 
9.10, 9.11, 9.13, 9.19, 9.21, 
9.79, 9.114, 9.136, 9.180, 
9.230, 9.236, 9.282, 9.283, 
14.212, 16.210 
Righting moments, 6.65, 6.67, 6.70, 
6.72 
Rockets, 8.25, 16.168, 16.169, 
16.174, 16.176, 16.177, 23.45, 
23.41, 23.52 to 23.56 
Rolling resistance, 24.68, 24.89 
Rotational flow, 7.41, 25.2, 25.3, 
25.9, 25.13 
Rotative speed: 
pump, 20.3, 20.4, 20.42 
turbine, 21.7, 21.8, 21.19, 21.22, 
21.50, 21.54 to 21.56, 21.62, 
21.65, 21.67, 21.68, 21.71 
Rougliness: 
commercial-conduit, Table A-9 
open-channel, 14.84, 14.87, 14.92, 


14.237, 14.239, 14.241, 14.242, 


14.261, 14.293 


pipe, 9.66, 9.73 to 9.76, 9.90, 
9.128, 9.137, 9.171, 9.179, 
9.181, 9.182, 9.294, Fig. A-4, 
Table A-9 

wing, 24.44 

Runge-Kutta integration, 19.4, 19.22 
to 19.24 


Safety factor for dams (see Factor of 
safety for dams) 
Saturation pressure, 1.128, 1.129 
Shafts: 
Prandtl's soap-film analogy for, 
1.109, 1.110 
rate of twist (a) for, 1.109, 
1.110 
Shear flow, 7.33, 7.34 
Shear stress (7), 1.67 to 1.100, 
9.30, 9.35, 9.37, 9.98, 9.118, 
9.122, 9.128, 9.132, 9.133, 
9.136, 9.141, 9.154, 9.155, 
9.158, 9.159, 9.284, 9.285, 
14.238, 24.12, 24.17 
Shear velocity, 9.158 
Shock waves, 16.130, 16.153, 16.161, 
16.178, 16.182, 16.183, 16.186 
to 16.206, 16.224, Table A-17 
Shooting flow, 14.223 
Similarity: 
dynamic, 18.11, 18.14, 18.16, 
18.18, 18.21, 18.25, 18.28 to 
18.30, 18.44, 18.46 to 18.48, 
20.63 
geometrical, 18.5 to 18.7, 18.24, 
18.66, 20.75 
Siphons, 8.68 to 8.71, 8.148 to 8.151, 
9.287 to 9.289 
Skin drag, 24.62 to 24.66 
Slope: 
mild, 14.315, 14.318, 14.320 to 
14.322, 14.341, 14.342, 
Fig. A-19 
steep, 14.83, 14.316, 14.317, 
14.319, 14.322, 14.323, 14.341, 
14.342, Fig. A-19 
Sluice gates, 17.235, 17.236, 23.13, 
23.14 
Sonic flow, 16.4 
Sonic velocity (speed of sound), 
16.11, 16.12, 16.24, 16.25, 
16.38, 16.40, 16.53; 16.54, 
16.60 to 16.63, 18.2, 24.61 
Sound (pressure) waves, 16.66, 19.17 
to 19.20, 19.27, 19.50 to 19.56 
Specific energy, 14.129, 14.189, 
14.219, 14.225, 14.252, 14.253, 
14.255, 14.257, 14.276, 14.349, 
14.350, 14.352, 14.353, 14.382 


Specific gravity (s.g.), 1.1, 1.3, 1.8, 
1.10, 1.16, 1.19, 2.7, 2.17, 2.49, 
2.63, 6.1, 6.11, 6.16, 6.42, 6.77, 
Table A-3 
Specific heats: 
at constant pressure (cp), 16.26, 
16.50, Table A-6 
at constant volume (c,), 16.26, 
16.27, 16.50, Table A-6 
ratio (k) of, 16.28, 16.55, Table 
A-6 
Specific speed (N,): 
pump, 20.1, 20.2, 20.28, 20.30, 
20.31, 20.60 
turbine, 21.3 to 21.5, 21.14 to 
21.18, 21.20, 21.30, 21.33, 
21.34, 21.65, 21.67, Figs. A-42 
and A-43 
Specific volume (V,), 1.10, 1.19, 1.33, 
1.34, 1.39, 1.56, 1.57, 1.61 
Specific weight ({Gg]), 1.1, 1.3, 1.5, 
1.7, 1.8, 1.16, 1.20, 1.34, 1.37, 
1.39, 1.41, 1.43, 1.45, 1.56, 
1.57, 1.59, 1.60, 1.61, 2.6, 2.7, 
2.11, 2.28, 6.32, 6.35, 6.44, 
7.65, 16.1, 24.59, Fig. A-3, 
Tables A-1 to A-8 
Speed: 
landing, 24.81 
of propagation, 1.136, 14.147 to 
14.153, 14.215 to 14.218, 18.3 
rotative: 
pump, 20.3, 20.4, 20.42 
turbine, 21.7, 21.8, 21.19, 
21.22, 21.50, 21.54 to 
21.56, 21.62, 21.65, 21.67, 
21.68, 21.71 
of sound, 16.11, 16.12, 16.24, 
16.25, 16.38, 16.40, 16.53, 
16.54, 16.60 to 16.63, 18.2, 
24.61 
specific (N,): 
pump, 20.1, 20.2, 20.28, 20.30, 
20.31, 20.60 . 
turbine, 21.3 to 21.5, 21.14 to 
21.18, 21.20, 21.30, 21.33, 
21.34, 21.65, 21.67, 
Figs. A-42 and A-43 
stall, 24.81, 24.89 
takeoff, 24.89 . 
Spillways, 7.53, 8.103, 15.6, 18.34, 
18.37, 18.39 to 18.41, 18.49, 
18.77, 18.78, 19.31 to 19.34, 
23.66 
Sprinklers, 7.58, 7.60, 8.107, 21.48, 
21.49, 23.44 
Stable equilibrium, 6:65, 6.67, 6.71, 
6.73 to 6.77 
Stagnation points, 7.67, 8.149, 24.84, 
25.10, 25.13, 25.18 
Stagnation pressure, 8.81, 8.115, 
8.116, 16.13 to 16.17, 16.103, 


16.106, 16.178, 16.197, 16.202, 
17.5, 17.6, 17.23 to 17.25, 
17.37, 17.38 

Stagnation temperature, 16.13 to 
16.17, 16.103, 16.112, 16.118, 
16.178, 17.5, 17.6, 17.25, 17.37 

Stall speed, 24.81, 24.89 

Static equilibrium, 6.54, 6:59, 6.64 

Static height, 1.125 

Static pressure, 17.24 to 17.26, 17.38 

Steady (steady-state) flow, 7.13, 7.36, 
7.39, 7.40, 7.62, 7.63, 8.27, 9.6, 
14.201, 14.202 

Steep slope, 14.83, 14.316, 14.317, 
14.319, 14.322, 14.323, 14.341, 
14.342, Fig. A-19 

Stokes’ law, 24.52 

Stokes-Oseen formula, 1.135 

Streamlines of flow, 7.6, 7.21, 7.67 to 
7.78, 25.4, 25.6 to 25.9, 25.11, 
25.13 to 25.19 

Stress, shear (7), 1.67 to 1.100, 
9.30, 9.35, 9.37, 9.98, 9.118, 
9.122, 9.128, 9.132, 9.133, 
9.136, 9.141, 9.154, 9.155, 
9.158, 9.159, 9.284, 9.285, 
14.238, 24.12, 24.17 

Subcritical flow, 8.104, 8.105, 14.24, 
14.47, 14.66, 14.73, 14.74, 
14.80, 14.81, 14.82, 14.86, 
14.119, 14.130, 14.134, 14.136, 
14.141, 14.151, 14.152, 14.184, 
14.252, 14.253, 14.255, 14.265, 
14.266, 14.284, 14.301 to 
14.303, 14.351, 14.392, 
Fig. A-19 

Subsonic flow, 16.3 

Supercritical flow, 8.104, 8.105, 
14.80, 14.81, 14.85, 14.134, 
14.136, 14.141, 14.145, 14.151, 
14.153, 14.186,.14.187, 14.254, 
14.255, 14.266, 14.284, 14.301, 
14.302, 14.374, 14.392, 
Fig. A-19 

Supersonic nozzles, 16.149, 16.150, 
16.158, 16.165, 16.166 

Surface tension (c), 1.101 to 
1.126, 1.136, 18.4, Tables A-1 
to A-3 

Surge tanks, 19.24, 19.58 to 19.62 

Surge waves, 14.280 

Swamee-Jain formula, 9.73, 9.74 


Tainter gates, 5.40 
Takeoff speed, 24.89 
Tangential acceleration, 7.11 
Tanks: 
center of pressure (c.p.) of, 3.16, 
3.19, 3.29, 3.48 


INDEX / 79 


force on, 3.16, 3.19, 3.29, 3.48, 
5.1, 5.2, 5.8, 5.9, 5.15, 5.22, 
5.26, 5.29, 5.31, 5.38, 5.41 to 
5.46, 5.49, 5.51, 5.54, 5.55 
pressure in, 2.2, 2.3, 2.6 to 2.9, 
2.13 to 2.20, 2.25, 2.27, 2.31, 
2.92 to 2.96, 3.36, 9.210, 9.211 
surge, 19.24, 19.58 to 19.62 
Temperature, stagnation, 16.13 to 
16.17, 16.103, 16.112, 16.118, 
16.178, 17.5, 17.6, 17.25, 17.37 
Temperature fields, 7.56 
Tensile force, 23.5, 23.7, 23.20 
Tension, surface (e), 1.101 to 
1.126, 1.136, 18.4, Tables A-1 
to A-3 
Terminal (free-fall) velocity, 18.12, 
18.13, 24.15, 24.19, 24.57, 
24.61 
Thermal expansion coefficient 
(a), 1.21 to 1.24 . 
Thrust, 23.15, 23.45 to 23.52, 23.55, 
23.63, 23.64 
Thrust coefficient, 20.77 
Tidal bores, 14.351, 14.375, 14.376 
Torque: 
correction for viscorneters, 1.92 
damping, 1.74, 1.75 
on pumps, 20.70 
resisting, 1.82 
on turbines, 7.59, 21.1, 21.7 to 
21.9, 21.20, 21.63, 23.61 
viscous, 1.85 
Tranquil flow, 14.232 to 14.234 
Transient flow (see Unsteady flow) 
Transition Reynolds number (Np), 
9.3, 9.4, 9.7 
Tunnels, surges in, 19.13 
Turbines: 
cavitation index (e) and, 21.25 
to 21.28 
efficiency (7) of, 21.10 to 
21.13, 21.20, 21.21, 21.29, 
21.57, 21.64, Figs. A-44 to 
A-46 and A-48 
Francis, 21.23, 21.25 to 21.27, 
21.29, 21.33, 21.36, 21.41, 
21.47, 21.51, 21.55, Fig. A-47 
generators used with, 21.17, 21.22, 
21.35 to 21.38, 21.51 
homologous, 21.24 
lawn sprinklers as, 21.48, 21.49 
Pelton wheels, 21.11, 21.12, 21.46, 
21.54, 21.61 
pitch diameter of, 21.3 to 21.5 
power of, 21.1, 21.2, 21.7 to 21.9, 
21.11, 21.21, 21.43 to 21.45, 
21.48 to 21.50, 21.54 to 21.57, 
21.61, 21.65 to 21.68, 21.72, 
21.74, 21.75 
rotative speed of, 21.7, 21.8, 
21.19, 21.22, 21.50, 21.54 to 
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21.56, 21.62, 21.65, 21.67, 
21.68, 21.71 

specific speed (N,) of, 21.3 to 
21.5, 21.14 to 21.18, 21.20, 
21.30, 21.33, 21.34, 21.65, 
21.67, Figs. A-42 and A-43 

surge tanks for, 19.24 

torque on, 7.59, 21.1, 21.7 to 21.9, 
21.20, 21.63, 23.61 

volume flow rate for, 21.7,.21.21, 
21.52, 21.54, 21.65, 21.67 

wind, Fig. A-49 


Turbulent flow, 9.1, 9.5, 9.8, 9.10, 


9.11, 9.13, 9.19, 9.21, 9.79, 
9.114, 9.136, 9.180, 9.224, 
9.225, 9.230, 9.236, 9.282, 
9.283, 14.212 


Turbulent resistance, 19.22, 19.23 


U-tube oscillations, 19.2 to 19.5, 


19.10 to 19.12, 19.21 to 19.23 


Universal gas constant (R,), 1.39 
Unstable equilibrium, 6.66, 6.68, 6.69 
Unsteady (transient) flow: 


acceleration vector for, 7.12 

dropping fluid column, 18.1 

orifice transients, 19.35, 19.36 

pipe transients, 19.6, 19.7, 19.9, 
19.13 to 19.20, 19.25 to 19.30, 
19.37 to 19.57 

pump transients, 19.8, 19.38, 
19.39 

spillway transients, 19.31 to 19.34 

surge-tank transients, 19.24, 19.58 
to 19.62 

turbulent resistance and, 19.22, 


shear, 9.158 
sonic (speed of sound), 16.11, 
16.12, 16.24, 16.25, 16.38, 
16.40, 16.53, 16.54, 16.60 to 
16.63, 18.2, 24.61 
terminal (free-fall), 18.12, 18.13, 
24.15, 24.19, 24.57, 24.61 
Velocity fields, 7.3 to 7.57, 7.61 to 
7.64, 7.66 to 7.80 
Velocity gradient, 1.67 
Velocity heads, 8.71, 8.93, 8.95, 


8.112 to 8.114, 8.138 to 8.142, 


8.144, 8.145, 8.148 

Venturi flumes, 8.86, 14.328 to 
14.331 

Venturi meters, 8.90 to 8.93, 8.119, 


8.120, 17.67, 17.141 to 17.169, 
17.174, 18.5, 18.25, Figs. A-24, 


A-26, A-30, A-32, A-34, and 
A-35, Table A-18 

Venturi nozzles, 17.170 to 17.173, 
Figs. A-26 and A-36 

Viscometers, 1.92 

Viscosity: 

absolute (4), 1.65, 1.66, 1.68, 

1.72, 1.96, 1.97, 9.40, 9.102, 
9.160, 18.33, 24.58, Fig. A-1, 
Tables.A-1 to A-8 


Brinkman number (Np) and, 18.1 


kinematic (¥), 1.65, 1.66, 9.52, 
18.33, 18.43, Fig. A-2, 
Tables A-1, A-2, and A-4 

Viscous boundary layers, 9.120, 
9.129, 9.132, 9.133, 9.284, 
9.285 

Viscous drag, 24.37, 24.38 

Viscous torque, 1.85 

Volume, specific (V,), 1.10, 1.19, 


19.23 
U-tube oscillations, 19.2 to 19.5, 
19.10 to 19.12, 19.21 to 19.23 
water-hammer transients, 19.7, 
19.27, 19.53 to 19.56 


Vapor pressure, 1.127, 1.132, 2.90, 
8.118, Tables A-1 to A-3 
VDI orifices, 17.92, 17.132, 17.133, 
17.135 
Velocity: 
acceleration and, 7.8 to 7.15, 7.17 
to 7.22 
average, 8.3, 8.6 to 8.11, 8.19, 
8.22, 8.31, 8.32, 8.37, 8.47, 
9.113, 9.158 
centerline, 9.104, 9.119, 9.125, 
9.126, 9.156 
magnitude of, 7.3, 7.4 
propagation, 1.136, 14.147 to 
14.153, 14.215 to 14.218, 18.3 


1.33, 1.34, 1.39, 1.56, 1.57, 
1.61 


Volume flow rate: 


annular conduit, 9.101 

branching pipeline system, 12.1 to 
12.12, 12.16 to 12.19 

capillary tube, 9.280 

circular open section, 14.10, 14.11, 
14.13, 14.17 to 14.19, 14.26, 
14.36, 14.37, 14.49, 14.67, 
14.69, 14.88, 14.113, 14.163, 
14.171, 14.172, 14.175, 14.177, 

-. 14.186, 14.196, 14.199, 14.298, 

14.364, 14.365, Fig. A-18 

fan, 23.63 

flow nozzle, 8.84, 8.85 

individual pipe, 1.138, 7.48, 8.1, 
8.2, 8.4, 8.22, 8.38, 8.44, 8.50, 
8.62, 8.87, 8.95, 8.98, 8.114, 
9.6, 9.38 to 9.41, 9.46, 9.53, 
9.54, 9.56 to 9.58, 9.64 to 9.66, 
9.77, 9.85 to 9.89, 9.92 to 9.97, 
9.99, 9.100, 9.109, 9.113, 
9.123, 9.124, 9.138, 9.139, 


9.142, 9.148, 9.153, 9.162, 
9.176, 9.188, 9.190 to 9.192, 
9.196, 9.198, 9.202, 9.205, 
9.206, 9.212, 9.220, 9.226, 
9.227, 9.229, 9.231, 9.242, 
9.246, 9.249, 9.254, 9.255, 
9.267 to 9.270, 17.1, 17.2 

parallel pipeline system, 11.1, 
11.2, 11.5, 11.11 to 11.13, 
11.16, 11.19 to 11.21, 11.23 to 
11.31, 11.34 to 11.39, 11.42 to 
11.46, 11.48, 11.50, 11.53, 
11.54 

pipe network, 13.1 to 13.8, 13.10, 
13.11, 13.13, 13.15 to 13.19, 
13.21, 13.23, 13.24, 13.26 to 
13.32 

pump, 20.6, 20.14, 20.20, 20.28, 
20.32 to 20.35, 20.45, 20.46, 
20.48 to 20.50, 20.54, 20.80 to 
20.82, 20.87 

rectangular duct, 8.9, 9.117 

rectangular open channel, 14.1, 
14.65, 14.94, 14.101, 14.102, . 
14.111, 14.117, 14.118, 14.120, 
14.123, 14.142, 14.157, 14.158, 
14.166, 14.194, 14.204, 14.210, 
14.212, 14.221, 14.223, 14.235, 
14.239, 14.240, 14.257, 14.262 
to 14.264, 14.270, 14.294, 
14.310 to 14.312, 14.338, 
14.343, 14.359 to 14.363, 
14.389, 14.399, 14.400 

rectilinear chamber, 8.11 

river, 8.42 

series pipeline system, 10.5, 10.6, 
10.10, 10.14 to 10.18, 10.21 to 
10.23, 10.28, 10.30 

siphon, 8.68, 8.69, 9.287 to 9.289 

T-shaped open channel, 14.169, 
14.170 

trapezoidal open channel, 14.2, 
14.51, 14.58, 14.89, 14.93, 
14.102, 14.160, 14.176, 14.210, 
14.245 

triangular duct, 9.103, 9.145 

triangular open channel, 14.191 

turbine, 21.7, 21.21, 21.52, 21.54, 
21.65, 21.67 

velocity vector and, 7.47, 7.51 to 
7.53 

Venturi meter, 8.93, 8.97 

wind tunnel, 8.24 


von Karman equation, 14.103 
Vortex flow, 7.29, 25.2, 25.3, 25.9, 


25.13 


Wall thickness of pipes, 5.48, 5.50, 


5.52, 5.53, 19.7, 19.50, 19.51 


Water: 
boiling temperature of, 1.127 to 
1.131 
curvature of surface of, 1.107, 
1.108 
physical properties of, Fig. A-3, 
Tables A-1 to A-3 
Water hammers, 19.7, 19.27, 19.53 
to 19.56 
Water meters, 17.237, 17.238 
Water-surface profiles: 
circular open section, 14.299, 
14.339, 14.340 
computer programs for: 
nonuniform flow in open rect- 
angular channels, 14.267 to 
14.269 
steady state flow in open rect- 
angular, trapezoidal, or tri- 
angular channels, 14.278, 
14.279 
rectangular open channel, 
14.265 to 14.269, 14.271, 
14.272, 14.277, 14.278, 
14.281 to 14.288, 14.294, 
14.297, 14.301 to 14.307, 
14.313, 14.314, 14.324 to 


14.327, 14.333, 14.336, 
14.337, 14.354 
trapezoidal open channel, 
14.276, 14.278, 14.279, 
14.289, 14.332, 14. 334, 
14.335 
triangular open channel, 
14.278 
types of, Fig. A-19 
Waves: 
abrupt, 15.16 
gravity, 15.13 to 15.15 
monoclinal, 15.2 
propagation velocity of, 1.136, 
14.147 to 14.153, 14.215 to 
14.218, 18.3 
shock, 16.130, 16.153, 16.161, 
16.178, 16.182, 16.183, 16.186 
to 16.206, 16.224, Table A-17 
small-amplitude, 15.1, 15.3 
sound (pressure), 16.66, 19.17 to 
19.20, 19.27, 19.50 to 19.56 . 
Weber number (Nyy), 18.49 
Weight, 1.1, 1.3, 1.4, 1.6, 1.7, 1.9, 
1.12 to 1.15 
molecular, 16.29, Table A-6 
specific (v), 1.1, 1.3, 1.5, 1.7, 


1.8, 1.16, 1.20, 1.34, 1.37, 1.39, 


INDEX / 797 


1.41, 1.43, 1.45, 1.56,.1.57, 
1.59, 1.60, 1.61, 2.6, 2.7, 2.11, 
2.28, 6.32, 6.35, 6.44, 7.65, 
16.1, 24.59, Fig. A-3, 
Tables A-1 to A-8 

Weight flow rate, 8.1, 8.2, 8.4, 8.18, 
8.20, 8.33, 8.39, 8.112, 9.174, 
16.124 to 16.133, 16.137, 
16.139, 16.140, 16.184, 16.185 

Weirs, 14.258,-14.259, 14.263, 
14.284, 14.397, 17.175 to 
17.228, 18.56, 18.63, 18.75, 
Fig. A-37 

Wetted perimeter, 14.5, 14.31, 14.96, 
14.107, 14.214, Fig. A-18 

Wind tunnels, 8.24, 16.157, 18.15, 
18.16, 18.18 to 18.20, 18.22, 
18.31, 18.33, 18.45 to 18.48, 
21.56 

Wind turbines, Fig. A-49 

Wings, 24.43, 24.44, 24.73 to 24.76, 
24.78, 24.79, 24.81 to 24.83, 
24.85, 24.86, 24.88, 24.90 

Work: 

potential energy and, 8.56 
pressure and, 8.60, 16.22 
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